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On October 15, 1999, Texas Instruments strengthened its ability to provide you with truly 
premier Power Management solutions. We are proud to announce the acquisition of Power 
Management expert Unitrode and Battery Management expert Benchmarq. 

As you may know, Unitrode has a 40-year history of designing and supplying Power 
Management components and subsystems. Benchmarq, based in Dallas and acquired by 
Unitrode last year, has won multiple awards for its industry-leading Battery Management 
solutions . 

. TI's commitment to the Power Management marketplace is already evident in its growing 
portfolio of industry-leading low dropout regulators, supply voltage supervisors, low-power 
DC-DC converters, power distribution switches and processor power products. Now, with the 
combination of TI's and Unitrode's high-performance products and TI's leading-edge process 
technologies and packaging expertise, we are positioned to provide you with easy-to-use, 
high-performance Power Management solutions. 

Unitrode brings a family of products that complements TI's existing portfolio. TI's worldwide 
network of service and support increases access to and support for the Unitrode and 
Benchmarq portfolios. Most important, Unitrode brings to this union hundreds of experienced 
employees dedicated to the Power Management market. 

What's in this for you? TI and Unitrode designers are working together right now to develop 
next-generation Power and Battery Management solutions. Maybe you're looking for 
easy-to-design-in, turn-key solutions. Or perhaps you need high-performance products, and 
complete systems and applications knowledge so you can put a power system together 
yourself. Either way, TI is dedicated to satisfying all of your Power Management needs today 
and in the future. 

The combined TI and Unitrode Power Management offering comprises a rich portfolio that we 
intend to build upon together. To find out more, including ordering samples, you can visit our 
website at www.ti.com/sc/powerleader. complete the enclosed reply card, or call us for more 
information, using the TI contact information found on the back cover of this book. 
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Using Unitrode Data Books 
Data sheets and other information about Unitrode's products are organized, by business line, into 
four volumes: Interface (IF), Portable Power (PP), Power Supply Control (PP), and Nonvolatile 
SRAMs and Real-Time Clocks (NV). 

Each book contains general information as well as sections devoted to the specific business line. 
Information in these books is referenced in several ways. 
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Master Application Note Index by Publication Number 1-24 
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The master indices, contained in all four data books, list the location of all data sheets. Each en
try is preceded by one of the following 2-letter abbreviations: 

• IF Interface 
• NV Nonvolatile SRAMs and Real-Time Clocks 
• PP Portable Power 
• PS Power Supply Control 
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Unitrode's Products 
Unitrode Corporation is a world leader in the design and manufacture of innovative, 
high-performance linear and mixed-signal ICs and modules. This data book introduces the 
Company's products designed for commercial, industrial, consumer, and military/aerospace ap
plications. 

Focused on power management, battery management, and high-speed data communications, 
products include: 

• Off-line power management 
• DC/DC power management 
• Protection/supervisory circuits 
• Portable power management 
• Motion/motor controls 
• High-speed interface 
• Nonvolatile controllers and NVSRAMs 
• Real-time clocks 

Unitrode also offers an assortment of special· function ICs, including fiber-to-curb ringers, CAN 
transceivers, IrDA transceivers, cellular power-management products and pager/PDA power con
trollers. 

All Unitrode products are backed by design and applications teams that understand the interac
tion between the Company's products and rest of the power system/subsystem. Unitrode designs 
technically advanced products in response to customer needs and in anticipation of market 
trends. 

Whatever the application-Power Management, Battery Management, or Ultrafast Data Commu
nications-Unitrode is an innovative, dependable and customer-driven source for catalog, 
semi-custom, and custom·linear/mixed-signaIICs a:nd modules. 
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Worldwide Service 
Unitrode serves its customers around the world from many locations: 

• Design centers in New Hampshire, Texas, California, and North Carolina 
• A facility in Dallas for assembly and manufacturing 
• A facility in Singapore for testing, assembly subcontractor coordination, and customer 

service 
• A worldwide network of manufacturers' representatives and distributors 

Process Capabilities 

0:::0 -

Unitrode's bipolar process, optimized for both precision-analog and power functions, is constantly 
updated with the latest process options, such as: 

• Operating-voltage ranges from 4--65V 
• Schottky and integrated injection logic 
• Ion implant 
• Thin-film resistors for high accuracy 
• Double-level metallization for high-density, high-current layouts and buried zener reference 

The Company's SiCMOS process is ideal for high-density linear and mixed-mode designs, espe
cially where speed and low power-consumption are of primary importance. 

Options include: 
• 3-,2.5-, and 1-micron processes 
• Up to 15V operation 
• High-current, double-level metallization 
• 125 fully isolated, vertical NPN transistors 
• Thin-film resistors 

This year, a new SCDMOS process offers all the options available with SiCMOS, as well as a lat
eral DMOS device with up to 35V operation for added power-handling capability. 

An 1509001 and 9002 Firm 
Unitrode was one of the first U.S. linear/analog manufacturers to achieve IS/ISO 9001/EN29001 
registration, and in 1998, the registrars completed recertification of the Merrimack and Singapore 
facilities and renewed the Company's registration to ISO 9001/9002-1994, respectively. 

To be registered, the Company passed a rigorous examination of its quality systems-from prod
uct design through shipment. These registrations thus assure customers all over the world that 
Unitrode is adhering to very high, precisely defined standards. 

Listening To Customers 
To develop custom and semi-custom parts, Unitrode design engineers work very closely with 
customers, so all requirements are accurately understood, all possibilities are fully explored, and 
all products meet or exceed specified needs. 

Unitrode also pays careful attention to customers and markets to help guide its development of 
catalog parts. Continuing close contact makes it possible to antiCipate industry requirements, and 
to create devices that satisfy them. 
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Important Notice 

Texas Instruments and its subsidiaries (TI) reserve the right to make changes to their products or 
to discontinue any product or service without notice, and advise customers to obtain the latest 
version of relevant information to verify, before placing orders, that information being relied on is 
current and complete. All products are sold subject to the terms and conditions of sale supplied 
at the time of order acknowledgement, including those pertaining to warranty, patent infringe
ment, and limitation of liability. 

TI warrants performance of its semiconductor products to the specifications applicable at the time 
of sale in accordance with TI's standard warranty. Testing and other quality control techniques are 
utilized to the extent TI deems necessary to support this warranty. Specific testing of all parame
ters of each device is not necessarily performed, except those mandated by government require
ments. 

CERTAIN APPLICATIONS USING SEMICONDUCTOR PRODUCTS MAY INVOLVE POTENTIAL 
RISKS OF DEATH, PERSONAL INJURY, OR SEVERE PROPERTY OR ENVIRONMENTAL 
DAMAGE ("CRITICAL APPLICATIONS"). TI SEMICONDUCTOR PRODUCTS ARE NOT DE
SIGNED, AUTHORIZED, OR WARRANTED TO BE SUITABLE FOR USE IN LIFE-SUPPORT 
DEVICES OR SYSTEMS OR OTHER CRITICAL APPLICATIONS. INCLUSION OF TI PROD
UCTS IN SUCH APPLICATIONS IS UNDERSTOOD TO BE FULLY AT THE CUSTOMER'S 
RISK. 

In order to minimize risks associated with the customer's applications, adequate design and op
erating safeguards must be provided by the customer to minimize inherent or procedural hazards. 

TI assumes no liability for applications assistance or customer product design. TI does not war
rant or represent that any license, either express or implied, is granted under any patent right, 
copyright, mask work right, or other intellectual property right of TI covering or relating to any 
combination, machine, or process in which such semiconductor products or services might be or 
are used. TI's publication of information regarding any third party's products or services does not 
constitute TI's approval, warranty or endorsement thereof. 

Copyright © 1999, Unitrode Corporation 
BENCHMARQ® is a registered trademark, and AutoCompTM, Hot Swap Power Manager™ IC, Miller Kilier™, 
Power Gauge TM, Power MinderTM, and UTRTM are trademarks of Unitrode Corporation. 

Printed in U.S.A. 
by Banta Book Group 
Harrisonburg, Virginia 
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Product Production Status 

First Production 
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This document contains the design specifi
cations for product under development. 
Specifications may be changed in any man
ner without 

Supplementary data may be published at a 
later date. Unitrode reserves the right to 
make changes at any time without notice, in 
order to improve design and supply the best 
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bq2013H Gas Gauge IC for Power-Assist Applications ........................ PP/4-103 
bq2014 Gas Gauge IC with External Charge Control .......................... PP/4-123 
EV2014 bq2014 Evaluation Board ........................................ PP/4-142 
bq2014H Gas Gauge IC with External Charge Control. ........................ PP/4-149 
EV2014x Gas-Gauge and Fast-Charge Evaluation System ..................... PP/4-145 
bq2018 Power Minder IC ................................................ PP/4-170 
bq2031 Lead-Acid Fast-Charge IC ........................................ PP/3-154 
DV2031S2 Lead-Acid Charger Development System .......................... PP/3-168 
bq2040 Gas-Gauge IC with 5MBus Interface ................................ PP/4-185 
bq2050 Li-Ion Power Gauge IC ........................................... PP/4-215 
EV2050 Power Gauge Evaluation Board ................................... PP/4-234 
bq2050H Low-Cost Li-Ion Power Gauge IC ................................. PP/4-237 
bq2052 Gas Gauge IC for Lithium Primary Cells ............................. PP/4-259 
bq2054 Li-Ion Fast-Charge IC ............................................ PP/3-170 
DV2054S2 Li-Ion Charger Development System ............................. PP/3-184 
bq2056ITN Low-Dropout Li-Ion Fast-Charge ICs ............................. PP/3-186 
bq2058 Li-Ion Pack Supervisor for 3- and 4-Cell Packs ........................ PP/6-2 
bq2058T Li-Ion Pack Supervisor for 2-Cell Packs ............................. PP/6-14 
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bq2060SBSv1.1-CompliantGas-Gauge IC ................. "' .............. PP/4-276 
bq2092 Gas Gauge IC with 5MBus-Like Interface ............................ PP/4-314 
bq2110 NiCd or NiMH Gas Gauge Module .................................. PP/5-2 
bq2111 L NiCd Gas Gauge Module with LEDs for High Discharge Rates ........... PP/5-8 
bq2112 NiCd or NiMH Gas Gauge Module with Slow-Charge Control ....•........ PP/5-14 
bq2113H Gas Gauge Module for Power Assist Applications ......... ', .......... PP/5-20 
bq2114 NiCd or NiMH Gas-Gauge Module with Charge-Control Output ..... , ..... PP/5-24 
bq2118 Power Minder Mini-Board ......................................... PP/5-30 
bq2145 Smart Battery Module with LEDs ................................... PP/5-34 
bq2148 Smart Battery Module with LEDs and Pack Supervisor .................. PP/5-40 
bq2150 Li-Ion Power Gauge Module ....................................... PP/5-47 
bq2150H Li-Ion Power Gauge Module ..................................... PP/5-53 . 
bq2158 3 or 4 Series Cell Li-Ion Pack Supervisor Module ...................... PP/5-57 
bq2158T Two Series Cell Li-Ion Pack Supervisor Module ...................... PP/5-64 
bq2164 NiCd or NiMH Gas Gauge Module with Fast-Charge Control ............. PP/5-71 
bq2167 Li-Ion Power Gauge Module with Pack Supervisor ..................... PP/5-77 
bq2168 Li-Ion Power Gauge Module with Pack Supervisor ..................... PP/5-85 
bq219XL Smart Battery Module with LEDs .................................. PP/5-93 
EV2200EV2200 PC Interface Board for Gas Gauge Evaluation ................. PP/4-370 
bq2201 Nonvolatile Controller (by one) .................................... NVl3-3 
bq2202 SRAM Nonvolatile Controller with Reset. ............................ NVl3-11 
bq2203A Nonvolatile Controller with Battery Monitor .......................... NVl3-19 
bq2204A Nonvolatile Controller (by four) ................................... NVl3-27 
UCC2305 HID Lamp Controller ......................................... PSI9-1 
bq2502 Integrated Backup Unit .......................................... NVl3-35 
UC2524 Advanced Regulating Pulse Width Modulators ..................... PS/3-43 
UC2524A Advanced Regulating Pulse Width Modulators .......•...•...•.... PSI3-48 
UC2525A Regulating Pulse Width Modulators ...•..•..•••••..••..••....... PS/3-54 
UC2525B Regulating Pulse Width Modulators ............................. PS/3-61 
UC2526 Regulating Pulse Width Modulator ..•.•.......................... PS/3-68 
UC2526A Regulating Pulse Width Modulator ••••••••••.••.•..•............ PS/3-75 
UC2527A Regulating Pulse Width Modulators •.•.•.••........•..••..•..... PS/3-54 
UC2527B Regulating Pulse Width Modulators ............................• PS/3-61 
UC2543 Power Supply Supervisory Circuit ..•.••..............•.•.•...... PS/7-5 
UC2544 Power Supply Supervisory Circuit ......•........................ PS/7-5 
UC2548 Primary Side PWM Controller ................................... PS/3-83 
UCC2570 Low Power Pulse Width Modulator .............................. PS/3-91 
UCC25701 Advanced Voltage Mode Pulse Width Moduiator ................• PS/3-99 
UC2572 Negative Output Flyback Pulse Width Modulator ..•................ PS/3-108 
UC2573 Buck Pulse Width Modulator Stepdown Voltage Regulator ........••• PS/3-112 
UC2577-12 Simple Step-Up Fixed Voltage Regulators .................•...• PSI3-31 
UC2677-13 Simple Step-Up Fixed Voltage Regulators .................•.•.. PSI3-31 
UC2577-14 Simple Step-Up Fixed Voltage Regulators ...................... PS/3-31 
UC2577-15 Simple Step-Up Fixed Voltage Regulators ...................... PS/3-31 
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UC2577-ADJ Simple Step-Up Voltage Regulator ••.•.•...•.•••••.•••••••••• PSI3-36 
UC2578 Buck Pulse Width Modulator Stepdown Voltage Regulator .•••••••.•• PS/3-116 
UCC2580-1 Single Ended Active Clamp/Reset PWM •••••••••••.•.•••••••••• PSI3-122 
UCC2580-2 Single Ended Active ClamplReset PWM •.•.•••••••••••••••.•••• PSI3-122 
UCC2580-3 Single Ended Active Clamp/Reset PWM •.••••••••••••••••••••.• PSl3-122 
UCC2580-4 Single Ended Active Clamp/Reset PWM •••..•••..••••••.••....• PS/3-122 
UCC2581 Micropower Voltage Mode PWM •.•••••.•••.••••..••••••.••....• PS/3-131 
UCC2583 Switch Mode Secondary Side Post Regulator •..••..•.••.........• PSl3-139 
UC2584 Secondary Side Synchronous Post Regulator .•.•••..••••••.••....• PS/3-148 
UCC2585 Low Voltage Synchronous Buck Controller •.•.••••.••..••.••....• PSl3-154 
UCC2588 5-Bit Programmable Output BiCMOS Power Supply Controller •••... PSl3-163 
UC2610 Dual Schottky Diode Bridge ..•.•••••..•..........•••••••••••..•• PS/7-10 
UC2625 Brushless DC Motor Controller •.••••......•..•••.••••••••••••.•• PS/8-37 
UCC2626 Brushless DC Motor Controller .•••••••.•••.•.••..•..•.••••••... PSl8-50 
UC2633 Phase Locked Frequency Controller ••..........•..••••••....•..•• PSl8-63 
UC2634 Phase Locked Frequency Controller ••.......•••.•.•..•.....•..••• PSl8-70 
UC2635 Phase Locked Frequency Controller ••........•••••••••••..•...••• PSl8-74 
UC2637 Switched Mode Controller for DC Motor Drive •••.•••••••••••••••••• PSl8-78 
UC2638 Advanced PWM Motor Controller •••..•.•.....•••••••••••••••.••• PSl8-84 
UC2702 Quad PWM Relay Driver •......••••••...•.....•••••••••••••..••• PSl6-12 
UC2705 High Speed Power Driver •••••••......•.•••••.•••••••••••••••••• PS/6-16 
UC2706 Dual Output Driver ....•••••••.•...•••.••.•••.•••..•.••.••.•... PSl6-19 
UC2707 Dual Channel Power Driver •••••••..••••••.•••.•••.••.•••• ; ••..• PSl6-24 
UC2708 Dual Non-Inverting Power Driver ..•..••.•..•••...•••••••••••••••• PSl6-31 
UC2709 Dual High-Speed FET Driver •........•.••••••••••••••••••••••••• PSl6-35 
UC2710 High Current FET Driver .••.••••••....•••••••.••••••••••••••••.. PSl6-38 
UC2717 Stepper Motor Drive Circuit. •••.•.•••.•••••••.•••••••••••••••... PSl8-92 
UC27131 Smart Power Switch •..................................•...•.• PSl9-13 
UC27132 Smart Power Switch .•••.........•.•.•••......•••••••.••.••••• PSl9-13 
UC27133 Smart Power Switch ...•••••••....••.•••••••••••••••••••••••.• PSl9-13 
UC2714 Complementary Switch FET Drivers •..••••••••.••...•.•••••••••.. PSl6-43 
UC3717 Stepper Motor Drive Circuit .••.••.••..•.•••••.••.••.•••••••••.•. PSl8-92 
UC3715 Complementary Switch FET Drivers ..••.•••.•••..••.•..•.•••....• PSl6-43 
UC2724 Isolated Drive Transmitter ••••••••••••.••..•••...........•...••. PSl6-50 
UC2725 Isolated High Side FET Driver ••••••.••.••..•••.•......•.••.••••• PSl6-53 
UC2726 Isolated Drive Transmitter .•••.••••..•••••.•••.••••••••.••..•••• PS/6-57 
UC2727 Isolated High Side IGBT Driver ..•••....•••..••.••••••••.••.•.•.• PS/6-62 
UC2730 Thermal Monitor .••••••.....•....••....•..••••.•••.......••••• PS/7-17 
UCC27423 Dual3A MOSFET Driver ...•••..•••.........••.•••.•••....•.•• PSl6-68 
UCC27424 Dual3A MOSFET Driver •••••••.•••••.••.••.•....•••••.••••.•• PSl6-68 
UCC27425 Dual3A MOSFET Driver •••••••...••..••.•••.....••.••.••.•.•• PSl6-68 
UCC2750 Source Ringer Controller •••••.....••...•.•••.....••.••.••.•.•• PSl9-22 
UCC2751 Single Line Ring Generator Controller ...••.•••..••..•....•....•• PSl9-32 
UCC2752 Resonant Ring Generator Controller •...........•••••••••••••••• PSl9-38 
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UCC27523 Dual 3A MOSFET Driver With Adaptive. LEB •.••.••..•••••••••••• PS/6-73 
UCC27524 Dual 3A MOSFET Driver With Adaptive LEB ••••.••..•••••••••••• PS/6-73 
UCC27525 Dual3A MOSFET DriverWith Adaptive LEB ••.•.••.••••••••••••• PS/6-73 
UCC2776 Quad FET Driver •.••••.•••••.. -.••....•••••..••••.•.•••••••••• PS/6-79 
UCC2800 Low-Power BiCMOS Current-Mode PWM .•••••.•.•••••.•.•••••••• PS/3-173 
UCC2801 Low-Power BiCMOS Current-Mode PWM •••..••••••.••••••••••••• PSI3-173 
UCC2802 Low-Power BiCMOS Current-Mode PWM ••••..•••••..•••••••••••• PSI3-173 
UCC2803 Low-Power BiCMOS Current-Mode PWM .....••••••..•••••••••••• PSI3-173 
UCC2804 Low-Power BiCMOS Current-Mode PWM .••••.•••••..•••••••••••• PSI3-173 
UCC2805Low-Power BiCMOS Current-Mode PWM .••••.•••••..•••••••••••• PS/3-173 
UCC2806 Low-Power BiCMOS c::urrent-Mode PWM •••••••.••.•••••••••..••• PSI3-173 
UCC2806 Low Power, Dual Output, Current Mode PWM Controller ••••..••.••• PS/3-180 
UCC2807-1Programmable Maximum Duty Cycle PWM Controller •••...•••••• PS/3-187 
UCC2807-2 Programmable Maximum Duty Cycle PWM Controller ••••.••••••• PSI3-187 
UCC2807-3 Programmable Maximum Duty Cycle PWM Controller •••.•••••••• PSI3-187 
UCC2808-1 Low Power Current Mode Push-Pull PWM ••.•••••.••••••••••••• PSI3-192 
UCC2808-2 Low Power Current Mode Push-Pull PWM .•••.••.••.•.•..•••••• PS/3-192 
UCC2809-1 Economy Primary Side Controller •••••••......•...•••••.•..... PS/3-198 
UCC2809-2 Economy- Primary Side Controller •••••••...••••...•••••••••••• PSI3-198 
UCC2810 Dual Channel Synchronized Current Mode PWM ••••..•••••••••••• PS/3-205 
UCC281-3 Low Dropout 1 Ampere Linear Regulator Family .................... PP/7-5 
UCC2813-0Low Power Economy BiCMOS Current Mode PWM .••••••.••••••• PS/3-212 
UCC2813-1 Low Power Economy BiCMOS Current Mode PWM ...•••••••••••• PS/3-212 
UCC2813-2 Low Power Economy BiCMOS Current Mode PWM •.•••••••••.••. PS/3-212 
UCC2813-3 Low Power Economy BiCMOS Current Mode PWM ...•••••••••••. PS/3-212 
UCC2813-4 Low Power Economy BiCMOS Current Mode PWM ..•• : .•••••.•.• PS/3-212 
UCC2813-5 Low Power Economy BiCMOS Current Mode PWM ••••..•.•••...• PS/3-212 
UCC281-5 Low Dropout 1 Ampere Linear Regulator Family .................... PP/7-5 
UCC2817 BiCMOS Power Factor Preregulator ••...••••••.••••••.••••••.••• Ps/4-5 
UCC2818 BiCMOS Power Factor Preregulator ••....••••...•••••.••.•••.••. Ps/4-5 
UCC281-ADJ Low Dropout 1 Ampere Linear Regulator Family .................. PP/7-5 
UC282-1 Fast LDO Linear Regulator ••••••..•••••••.•••.••.••••••.••••••• PS/5-5 
UC282-2 Fast LDO Linear Regulator •••.••••••....••••.•••••••..•••••.••. PS/5-5 
UC2823 High Speed PWM Controller •.•••.•...••••••••••••••••••...•.••• PS/3-219 
UC282-3 Fast LDO Linear Regulator ••••••.••••••••..••.••.•••••••••••••• PS/5-5 
UC2823A High Speed PWM Controller ••••••••.•••••..•.••..•.••••••••••• PS/3-225 
UC2823B High Speed PWM Controller ••••••••...•••••.•••••.••••••••••.• PS/3-225 
UC2824 High Speed PWM Controller .................•..........••• ; .... PS/3-233 
UC2825 High Speed PWM Controller •••••••••..•••••...•••..•••••..••••• PS/3-240 
UC2825A High Speed PWM Controller ..•..••••.•.••••.••••••••.•••••...• PS/3-225 
UC2825B High Speed PWM Controller .••..•••••••.•••••••••••••••••••••• PS/3-225 
UC2826 Secondary Side Average Current Mode Controller .••.•••• ~- ••••••••• PSI3-247 
UC2827-1 Buck Current/Voltage Fed Push-Pull PWM Controllers .....•.•..... PS/3-257 
UC2827-2 Buck Current/Voltage Fed Push-pun PWM Controllers ••••••••••••• PSI3-257 
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UC282-ADJ Fast LDO Linear Regulator ••.•••••...•••••....•.••...••••••• PS/5-5 
UC2832 Precision Low Dropout Linear Controllers .....•••...•••....••••••• PS/5-11 
UC2833 Precision Low Dropout Linear Controllers ••••••••..••.••••..••.•.. PS/5-11 
UCC283-3 Low Dropout 3 Ampere Linear Regulator Family .................... PP/7-12 
UC2834 High Efficiency Linear Regulator ••..•.•.•••••...••..•••..••••••• PS/5-18 
UC2835 High Efficiency Regulator Controller •••••••••••••.•••.•••••...•.• PS/5-24 
UCC283-5 Low Dropout 3 Ampere Linear Regulator Family .................... PP/7-12 
UC2836 High Efficiency Regulator Controller ••••••••••.•..••..••••.••.•.• PS/5-24 
UCC2837 8-Pin N-FET Linear Regulator Controller •••..••••.•.•.••••••..•.• PS/5-28 
UC2838A Magnetic Amplifier Controller .•••••••••••••••••.•••.••••••.•..• PS/3-272 
UCC2839 Secondary Side Average Current Mode Controller ..••.••••.......• PS/3-276 
UCC283-ADJ Low Dropout 3 Ampere Linear Regulator Family .................. PP/7-12 
UC2841 Programmable, Off-Line, PWM Controller •••••••••••••.•••••...•.. PS/3-281 
UCC284-12 Low Dropout O.5A Negative Linear Regulator. ..................... PP/7 -19 
UC2842 Current Mode PWM Controller •.••.•••.••••...••••••.....••..••.• PS/3-289 
UC2842A Current Mode PWM Controller ••..•••.....•••....••..••••..•..• PS/3-296 
UC2843 Current Mode PWM Controller •••..••••.•.••••.....••...•........ PS/3-289 
UC2843A Current Mode PWM Controller •••.•..•..••..•.•.•••....•••.•••. PS/3-296 
UC2844 Current Mode PWM Controller •••...•••.......••.••••....•••..... PS/3-289 
UC2844A Current Mode PWM Controller ••••••••.•••••••••.••.•••••..•••• PS/3-296 
UC2845 Current Mode PWM Controller •..•..•..•.••..••.•.••••....•••••.• PS/3-289 
UCC284-5 Low Dropout O.5A Negative Linear Regulator ....................... PP/7-19 
UC2845A Current Mode PWM Controller ••.••.••••••.•••••.••.••••••.•••. PS/3-296 
UC2846 Current Mode PWM Controller •.••.•.•.•.•.••.•....••.....••.•••. PS/3-302 
UC2847 Current Mode PWM Controller •.••.••••••••..••••••••..•.•••.•••• PS/3-302 
UC2848 Average Current Mode PWM Controller •••••..••••••.••••..••••••. PS/3-309 
UC2849 Secondary Side Average Current Mode Controller ••••.•••...••••••• PS/3-317 
UCC284-ADJ Low Dropout O.5A Negative Linear Regulator .................... PP/7 -19 
UCC28500 Combined PFC/PWM Controller ••••••••••••.••••••.•••••..•••• PS/4-15 
UCC28501 Combined PFC/PWM Controller •••.•••••...••••.••..••.••.•••. Ps/4-15 
UCC28502 Combined PFC/PWM Controller •••.••••••••••••.••.•••.••..••• Ps/4-15 
UCC28503 Combined PFC/PWM Controller •••.•••••.•••••..•••••••••••••• PS/4-15 
UC2851 Programmable, Off-Line, PWM Controller •••...•••••.•..•.•••••••• PS/3-327 
UC285-1 Fast LDa Linear Regulator ...................................... IF/5-35 
UC2852 High Power-Factor Preregulator ••••••••••••.•••••••••.•..••••••• PS/4-22 
UC285-2 Fast LDa Linear Regulator ...................................... IF/5-35 
UC2853 High Power Factor Preregulator ••••••••••••..•••••••..•••••••••• Ps/4-27 
UC285-3 Fast LDa Linear Regulator ...................................... IF/5-35 
UC2854 High Power Factor Preregulator ••••••.•••••..•••••.••.•..••••••• Ps/4-32 
UC2854A Enhanced High Power Factor Preregulator •..•••••••••.•.•••••••• Ps/4-42 
UC28548 Enhanced High Power Factor Preregulator .••.....•••••••...••... Ps/4-42 
UC2855A High Performance Power Factor Preregulator .....••••.••.••••••• Ps/4-48 
UC28558 High Performance Power Factor Preregulator .................... Ps/4-48 
UC2856 Improved Current Mode PWM Controller •••.••.....•••••••.•••.... Ps/3-333 
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UCC2857 Isolated Boost PFC Preregulator Controller •..••••••.••••.••..••• PS/4-56 
UCC2858 High Efficiency, High Power Factor Preregulator ••••••••••.••.•••• Ps/4-65 
UC285-ADJ Fast LDO Linear Regulator .................................... IF/5-35 
UCC286 Low Dropout 200mA Linear Regulator .............................. PPI7-29 
UC2860Resonant Mode Power Supply Controller ••••••• , .; •••• ' •••..••.•••• PSI3-341 
UC2861 Resonant-Mode Power Supply Controllers •••••••••••••••..••.•.•• PS/3-349 
UC2862 Resonant-Mode Power Supply Controllers ••.•••••••••••••••.••.•• Ps/3-349 
UC2863 Resonant-Mode Power Supply Controllers ••••••••••••••...••..••• PS/3-349 
UC2864 Resonant-Mode Power Supply Controllers •••••••••••••••..••..••• PSI3-349 
UC2865 Resonant-Mode Power Supply Controllers •••••••••••••••..•..•••• PS/3-349 
UC2866 Resonant-Mode Power Supply Controllers ••.•••••••.••••••.•••••• PS/3-349 
UC2867 Resonant-Mode Power Supply Controllers •..•••••••.•••....•.•••• PS/3-349 
UC2868 Resonant-Mode Power Supply Controllers ••••..•••••••.••.••.•••. PS/3-349 
UCC287 Low Dropout 200mA Linear Regulator .............................. PP17-29 
UC2871 Resonant Fluorescent Lamp Driver ................................ PP/8-2 
UC2872 Resonant Lamp Ballast Controller ................................. PP/8-8 
UC2875 Phase Shift Resonant Controller ••.•••••.•••...••••• ; .••••••••.•• PS/3-357 
UC2876 Phase Shift Resonant Controller •••••.•••••••.••••••••••..••..••• PS/3-357 
UC2877 Phase Shift Resonant Controller ••.••.••.••.••.••••.•••••••..•••• PSI3-357 
UC2878 Phase Shift Resonant Controller .••.•.•..•••.•.••..•••..•••••••.• PS/3-357 
UC2879 Phase Shift Resonant Controller •••••••.••••.•••••..•.••••••••.•.• PS/3-367 
UCC288 Low Dropout 200mA Linear Regulator .............................. PP17-29 
UCC2880-4 Pentium@> Pro Controller •.•••••••.•.•••.•.•••.•••••••••••.•• PSI3-373 
UCC2880-5 Pentium@) Pro Controller •.•.•••••..•.••..•..•••••.••••.•••.. '~ PS/3-373 
UCC2880-6 Pentium@) Pro Controller •••.•••••••.•••.•..•.•••••.••••••.•• PS/3-373 
UCC2882-1 Average Current Mode Synchronous Controller with 5-Bit DAC •..• PS/3-380 
UCC2884 Frequency Foldback Current Mode PWM Controller •••••.•••.•••.• PS/3-393 
UC2886 Average Current Mode PWM Controller IC ••••••••••••••••••••..•.• PS/3-400 
UCC2888 Off-line Power Supply Controller ••.••••••.••••••••.••.•.•.•••.• PS/3-407 
UCC2889 Off-line Power Supply Controller •••••••••••.••••••••••••••..•.• PS/3-412 
UCC2890 Off-Line Battery Charger Circuit •.•.•••.•••••••••••••••••.•••.•• PS/3-418 
UCC2895 BiCMOS Advanced Phase Shift PWM Controller •••••••••••••..•.• Ps/3-425 
UC2901 Isolated Feedback Generator .•••.••••••••••••••••••••••••.•••••• PSI7-21 
UC2902 Load Share Controller •••.•..••••..••..•••••..•••..••.••••.•.•• PSI7-27 
bq2902 Rechargeable Alkaline Charge/Discharge Controller IC ..... ' ............ PP/3-194 
DV2902 Rechargeable Alkaline Development System ......................... PP/3-202 
UC2903 Quad Supply and Line Monitor •••••••••••••••••••••••••••.••.•.• PSI7-32 
bq2903 Rechargeable Alkaline Charge/Discharge Controller IC ................. PP/3-204 
EV2903 bq2903 Evaluation System ....................................... PP/3-214 
UC2904 Precision Quad Supply and Line Monitor •••••••••••.•••••••.•••••• PSI7-39 
UC2906 Sealed Lead-Acid Battery Charger ................................. PP/3-237 
UC2907 Load Share Controller ••••••••••••• ' •••••••.••••••••••••. ~ ••••.• PSI7-44 
UC2909 Switch mode Lead-Acid Battery Charger ................. , ........... PP/3-244 
UC2910 4-Bit DAC and. Voltage Monitor ••.•••••••••••••••••••••••••••.•.• PS/3-437 

Part numbers are listed numerically, not by prefix (bq, DV,EV, UC, UCC). 
Products included in this book are listed in bold. 
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UCC2913 Negative Voltage Hot Swap Power Manager ........................ IF/5-15 
UC2914 5V to 35V Hot Swap Power Manager ............................... IF/5-23 
UCC2915 15V Programmable Hot Swap Power Manager ...................... IF/5-37 
UCC2918 Low On Resistance Hot Swap Power Manager ...................... IF/5-61 
UCC2919 3V to 8V Hot Swap Power Manager ............................... IF/5-68 
UCC2921 Latchable Negative Floating Hot Swap Power Manager ............... IF/5-78 
UCC2926 :t20A Integrated Current Sensor . ............................... PSI9-43 
L293JD Push-Pull Four Channel Driver . .................................. PSl6-5 
UCC29401 Advanced Low Voltage Boost Controller .......................... PPI7-34 
UCC29411 Low Power Synchronous Boost Converter ......................... PPI7 -58 
UCC29412 Low Power Synchronous Boost Converter ......................... PPI7 -58 
UCC29413 Low Power Synchronous Boost Converter ......................... PPI7 -58 
UCC29421 High Power Synchronous Boost Controller ........................ PPI7-66 
UCC29422 High Power Synchronous Boost Controller ........................ PPI7-66 
UC29431 Precision Adjustable Shunt Regulator . .......................... PSI7-50 
UC29432 Precision Analog Controller ..... .............................. PSI7-56 
bq2945 Gas Gauge IC with 5MBus-Like Interface ............................ PP/4-340 
UCC2946 Microprocessor Supervisor with Watchdog Timer .................... PPI7-88 
UC2950 Half-Bridge Bipolar Switch . ..................................... PSJ6-10 
bq2954 Li-Ion Fast-Charge IC ............................................ PP/3-217 
DV2954S1 H Li-Ion Charger Development System ............................ PP/3-235 
DV2954S1 L Li-Ion Charger Development System ............................ PP/3-233 
UCC2956 Switch Mode Lithium-Ion Battery Charger Controller .................. PP/3-253 
UCC2960 Primary-Side Startup Controller . ............................... PSl3-442 
UCC2961 Advanced Primary-Side Startup Controller . ...................... PSl3-450 
UC2965 Precision Reference with Low Offset Error Amplifier .... ............ PSI7-60 
UCC2972 BiCMOS Cold Cathode Fluorescent Lamp Driver Controller ............ PP/8-13 
UC3173A Full Bridge Power Amplifier ................... : ............... PSl8-5 
UC3175B Full Bridge Power Amplifier ..... .............................. PSl8-16 
UC3176 Full Bridge Power Amplifier . .................................... PSl8-21 
UC3177 Full Bridge Power Amplifier . .................................... PSl8-21 
UC3178 Full Bridge Power Amplifier . .................................... PSJ8-25 
bq3285 Real-Time Clock IC (RTC) ....................................... NV/4-3 
bq3285E/L Real-Time Clock ICs (RTC) .................................... NV/4-22 
bq3285EC/LC Real-Time Clock ICs (RTC) ................................. NV/4-46 
bq3285ED/LD Real-Time Clock ICs (RTC) ................................. NV/4-69 
bq3285LF ACPI-Compliant Real-Time Clock IC ............................. NV/4-92 
bq3287/bq3287A Real-Time Clock Module ................................ NV/4-111 
bq3287E/bq3287EA Real-Time Clock Module .............................. NV/4-115 
bq3287LD Real-Time Clock Module ...................................... NV /4-119 
UCC3305 HID Lamp Controller ......................................... PSl9-5 
UC3517 Stepper Motor Drive Circuit. .................................... PSl8-30 
UC3524 Advanced Regulating Pulse Width Modulators . .................... PSl3-43 
UC3524A Advanced Regulating Pulse Width Modulators . ................... PSl3-48 

Part numbers are listed numerically, not by prefix (bq, DII, Ell, VC, VCC). 
Products included in this book are listed in bold. 
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UC3525A Regulating Pulse Width Modulators ••.•••••.••.•.•• ; .••••..•••••. PSl3-54 
UC3525B Regulating Pulse Width Modulators ••••••••.••••••.••••••.•••••. PSl3-61 
UC3526 Regulating Pulse Width Modulator ••••••..••••••.•.•.•••••••••••• PSl3-68 
UC3526A Regulating Pulse Width Modulator ••••.••••••••••.•••••••••••••• PSl3-15 
UC3521A Regulating Pulse Width Modulators •••.••••••••••••••••••••••••• PSl3-54 
UC3521B Regulating Pulse Width Modulators •••.•••••.••••••••••••••••••• PSl3-61 
UC3543 Power Supply Supervisory Circuit ••••••••••••••••••••••••••••••. PSI1-5 
UC3544 Power Supply Supervisory Circuit •.••.•..••••••.•••.•••.•••••••• PSI1-5 
UC3548 Primary Side PWM Controller •••.•.••..•.••••••.•••.•••.•••••••• PSl3-83 
UCC3510 Low Power Pulse Width Modulator .•••.•..•••••.•.•••••••••••••• PSl3-91 
UCC35101 Advanced Voltage Mode Pulse Width Modulator ••.•••••••••••••• PSl3-99 
UC3512 Negative Output Flyback Pulse Width Modulator •..•••.••..••..•••. PSl3-108 
UC3513 Buck Pulse Width Modulator Stepdown Voltage Regulator ••.••••..•. PSl3-112 
UC3518 Buck Pulse Width Modulator Stepdown Voltage Regulator ••.•••••••• PSl3-116 
UCC3580-1 Single Ended Active Clamp/Reset PWM .••.•••.•••.•••.•••••••• PSl3-122 
UCC3580-2 Single Ended Active Clamp/Reset PWM ..•.•••••..••••••••••.•• PSl3-122 
UCC3580-3 Single Ended Active Clamp/Reset PWM ..••••.•..•.••..•••....• PSl3-122 
UCC3580-4 Single Ended Active Clamp/Reset PWM •.•••••.•.•.•••.•••••••• PSl3-122 
UCC3581 Micropower Voltage Mode PWM •..••.....•••••.•.••.•••••••••.• PSl3-131 
UCC3583 Switch Mode Secondary Side Post Regulator .•••••.••..••••••••.. PSl3-139 
UC3584 Secondary Side Synchronous Post Regulator ••.•••••.••••..••••.•. PSl3-148 
UCC3585 Low Voltage Synchronous Buck Controller .•••••.•.•••••••••••••• PSl3-154 
UCC3588 5-Bit Programmable Output BiCMOS Power Supply Controller •••••• PSl3-163 
UC3610 Dual Schottky Diode Bridge •••..•••••••••••..•••.•.••.•••.•••.•• PSI1-10 
UC3611 Quad Schottky Diode Array •••••••••••.••••.•...••.•••.••..•.••• PSI1-12 
UC3612 Dual Schottky Diode •••.•••••••••••••••••••.•.•••••••..•••.•••• PSI1-15 
UC3625 Brushless DC Motor Controller •••••.•••.••••..••••.••.•••.•••.•• PSl8-31 
UCC3626 Brushless DC Motor Controller ••••••••••••••.••••••••.....••••• PSl8-50 
UC3633 Phase Locked Frequency Controller ••.•••••••••.••••••••.••..•••• PSl8-63 
UC3634 Phase Locked Frequency Controller •..••.•••••••..••.•••.••..•••• PSl8-10 
UC3635 Phase Locked Frequency Controller •••••••••••••••••••••••••••••• PSl8-14 
UC3631 Switched Mode Controller for DC Motor Drive ••••.••••••••.•••••••• PSl8-18 
UC3638 Advanced PWM Motor Controller •••..•••••••••...••.•••••••••••• PSl8-84 
UC3102 QuadPWM Relay Driver ••••••.••.••••.....••••••••••.•••••••..• PSl6-12 
UC3105 High Speed Power Driver ••••••••••••••.••••••••••.••••••••.•••. PSl6-16 
UC3106 Dual Output Driver •••••••••..•••.•••••...••••••.•••.•••••••..• PSl6-19 
UC3101 Dual Channel Power Driver •••.•••••••..••••.•••••.••.•••.•••••. PSl6-24 
UC3108 Dual Non-Inverting Power Driver ••••••••••••••..••••••••.•••••••• PSl6-31 
UC3109 Dual High-Speed FET Driver ••••••••..••••••..•.•••.•••••••••••• PSl6-35 
UC3110 High Current FET Driver .•••...••..•••••...••••••.•••.•••••••..• PSl6-38 
UC3111 Dual Ultra High-Speed FET Driver ••••..••••••••.••••.•••••••••••• PSl6-41 
UC31131 Smart Power Switch ••.••••..•...•••••...••••••.•••.•••••••..• PSl9-13 
UC31132 Smart Power Switch ••••....... , ••................•.•......... PSl9-13 
UC31133 Smart Power Switch ..•••••••••••••••••••••..•.•••••••.••••••• PSl9-13 

Part numbers are listed numerically, not by prefix (bq, Ov. EV. VC, VCC). 
Products included in this book are listed in bold. 

1-12 



Numeric Master Part Index -Part No. Description Volume/Page 

UC3714 Complementary Switch FET Drivers ••.•..••.•••.••••••••••••••••• PS/6-43 
UC3715 Complementary Switch FET Drivers ••.••••...••.•••••••.••••••••• PS/6-43 
UC3717 Stepper Motor Drive Circuit •••••.•••.•••.•..••.••••••••••••••••• PSl8-92 
UC3717A Stepper Motor Drive Circuit .....••...••....••.••••••••••••••••• PSl8-100 
UC3724 Isolated Drive Transmitter ••.•••..•..•••....••.••••••••••••••••• PSl6-50 
UC3725 Isolated High Side FET Driver •••.••..•••.•..••.••••••••••••••••• PS/6-53 
UC3726 Isolated Drive Transmitter ••.•••.••..•••....•••.•••••••••••••••• PSl6-57 
UC3727 Isolated High Side IGBT Driver ••..••.•••.•..•••••••••••••••••••• PSl6-62 
UC3730 Thermal Monitor •.•••...••.•••..•..•••....•••.•••••••••••••••• PSI7-17 
UCC37423 Dual3A MOSFET Driver ••.•••.••..•••.•..•••.•••••••••••••••• PSl6-68 
UCC37424 Dual3A MOSFET Driver ••••••..•..•••....•••••••••••••.•••••• PSl6-68 
UCC37425 Dual3A MOSFET Driver ...•........•.....•...•....•.••••••..• PS/6-68 
UCC3750 Source Ringer Controller .•......•.............•..••..••••••••• PSI9-22 
UCC3751 Single Line Ring Generator Controller •••.••.••••••••••••.•••••.• PSl9-32 
UCC3752 Resonant Ring Generator Controller ..••.•..•••.•••••••.•...•••. PSI9-38 
UCC37523 Dual 3A MOSFET Driver With Adaptive LEB ......•...••••..•...• PSl6-73 
UCC37524 Dual 3A MOSFET Driver With Adaptive LEB .•••••••••.••..••.••• PSl6-73 
UCC37525 Dual 3A MOSFET Driver With Adaptive LEB ....•••..•••..••.•.•. PSl6-73 
UC3770A High Performance Stepper Motor Drive Circuit ••..•••••••••••••••• PSl8-108 
UC3770B High Performance Stepper Motor Drive Circuit •...•••••••••••••••• PSl8-108 
UCC3776 Quad FET Driver ............................................. PSl6-79 
UCC3800 Low-Power BiCMOS Current-Mode PWM .••.•••.•••••••••••••••• PSl3-173 
UCC3801 Low-Power BiCMOS Current-Mode PWM ........................ PSI3-173 
UCC3802 Low-Power BiCMOS Current-Mode PWM •..•••.••••••.•••••••••• PS/3-173 
UCC3803 Low-Power BiCMOS Current-Mode PWM •..••••••••••••••••••••• PS/3-173 
UCC3804 Low-Power BiCMOS Current-Mode PWM ••••••.•••••.••••••••••• PSl3-173 
UCC3805 Low-Power BiCMOS Current-Mode PWM ••••••••••••.••••••••••• PSl3-173 
UCC3806 Low Power, Dual Output, Current Mode PWM Controller .•••••••••• PSl3-180 
UCC3807-1 Programmable Maximum Duty Cycle PWM Controller ..•••••••••• PSl3-187 
UCC3807-2 Programmable Maximum Duty Cycle PWM Controller ..••••.••••• PSl3-187 
UCC3807-3 Programmable Maximum Duty Cycle PWM Controller .•...•.••••• PS/3-187 
UCC3808-1 Low Power Current Mode Push-Pull PWM ..•••.••.......•..••.• PS/3-192 
UCC3808-2 Low Power Current Mode Push-Pull PWM ••.•••..•••••.••.••..• PS/3-192 
UCC3809-1 Economy Primary Side Controller ••••••••••••••.••.••.•..•..•• PSl3-198 
UCC3809-2 Economy Primary Side Controller •...••.•........••...••.••.•. PS/3-198 
UCC3810 Dual Channel Synchronized Current Mode PWM •....•.....•.•...• PS/3-205 
UCC381-3 Low Dropout 1 Ampere Linear Regulator Family .................... PPI7-5 
UCC3813-0 Low Power Economy BiCMOS Current Mode PWM ••.•..•••••••• PS/3-212 
UCC3813-1 Low Power Economy BiCMOS Current Mode PWM ••.•...••••••• PS/3-212 
UCC3813-2 Low Power Economy BiCMOS Current Mode PWM ••.•...•.••••• PS/3-212 
UCC3813-3 Low Power Economy BiCMOS Current Mode PWM ••.•..•••••••• PSI3-212 
UCC3813-4 Low Power Economy BiCMOS Current Mode PWM ••.••.••.••.•• PSI3-212 
UCC3813-5 Low Power Economy BiCMOS Current Mode PWM .••••.••.•...• PSl3-212 
UCC381-5 Low Dropout 1 Ampere Linear Regulator Family .................... PPI7-5 

Part numbers are listed numerically, not by prefix (bq, DV, Ell, UC, UCC). 
Products included in this book are listed in bold. 
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UCC3817 BiCMOS Power Factor Preregulator .....••... ' ............••..... Ps/4-5 
UCC3818 BiCMOS Power Factor Preregulator .•.••.••••.•..•.••..•••• , ..•. Ps/4-5 
UCC381-ADJ Low Dropout 1 Ampere Linear Regulator Family .................. PPI7-S 
UC382-1 Fast LDO Linear Regulator ........•.•......•.••.....•.•.••.. ; •. PS/5-5 
UC382-2 Fast LDO Linear Regulator .......•......•••••.•••••••••••••••.• PS/5-5 
UC3823 High Speed PWM Controller ...................... ; •• ~ .......... PSI3-219 
UC382.3 Fast LDO Linear Regulator ..............•...............•...•.. PS/5-5 
UC3823A High Speed PWM Controller ................................... PSI3-225 
UC3823B High Speed PWM Controller ................................... PSI3-225 
UC3824 High Speed PWM Controller ........................ , ........... PSI3-233 
UC3825 High Speed PWM Controller .................................... PS/3-240 
UC3825A High Speed PWM Controller ................................... PSI3-225 
UC3825B High Speed PWM Controller .•................................. PSI3-225 
UC3826 Secondary Side Average Current Mode Controller ....•............. PS/3-247 
UC3827-1 Buck Current/Voltage Fed Push-Pull PWM Controllers ............. PS/3-257 
UC3827-2 Buck Current/Voltage Fed Push-Pull PWM Controllers ........... ; . PS/3-257 
UC382-ADJFast LDO Linear Regulator ......................•.......•.•. PS/5-5 
UCC3830-4 5-Bit Microprocessor Power Supply Controller ...•.............. PSI3-263 
UCC3830~5 5-Bit Microprocessor Power Supply Controller. ; .•..... ; ........ PS/3-263 
UCC3830-6 5-Bit Microprocessor Power Supply Controller .•.•.•...•.•••.•.. PSI3-263 
UCC3831 Universal Serial Bus Power Controller ............................. IF/S-3 
UC3832 Precision Low Dropout Linear Controllers ..•...................... PS/5-11 
UC3833 Precision Low Dropout Linear Controllers ..• " ...................... PS/5-11 
UCC383-3 Low Dropout 3 Ampere Linear Regulator Family .................... PPI7-12 
UC3834 High Efficiency Linear Regulator ................................ PS/5-18 
UC3835 High Efficiency Regulator Controller ............................. PS/5-24 
UCC383-S Low Dropout 3 Ampere Linear Regulator Family .................... PPI7-12 
UC3836 High Efficiency Regulator Controller .............•............... PS/5-24 
UCC3837 8-Pin N-FET Linear Regulator Controller ..........•............ ; . PS/5-28 
UC3838A Magnetic Amplifier Controller .•.........•...................... PS/3-272 
UCC3839 Secondary Side Average Current Mode Controller ................. PS/3-276 
UCC383-ADJ Low Dropout 3 Ampere Linear Regulator Family .................. PPI7-12 
UC3841 Programmable, Off-Line, PWM Controller ..............•.......... PSI3-281 
UCC384-12 Low Dropout O.SA Negative Linear Regulator ...................... PPI7-19 
UC3842 Current Mode PWM Controller ................................... PSI3-289 
UC3842A Current Mode PWM Controller ................................. PSI3-296 
UC3843 Current Mode PWM Controller •.•. ; .....•.•••••.•••••••••..••.... PSI3-289 
UC3843A Current Mode PWM Controller .................•.....•.•....... PS/3-296 
UC3844 Current Mode PWM Controller ................................... PSI3-289 
UC3844A Current Mode PWM Controller .........•......... ; •....••....•. PS/3-296 
UC3845 Current Mode PWM Controller ................................... PSI3-289 
UCC384·S Low Dropout O.SA Negative Linear Regulator ....................... PPI7-19 
UC3845A Current Mode PWM Controller ................................. PS/3-296 
UC3846 Current Mode PWM Controller ...............................•... PSI3-302 

Part numbers are listed numerically, not by prefix (bq, DII, Ell, UC, UCC). 
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UC3847 Current Mode PWM Controller •.••.•••.••••••...•.••..•••.....••• PS/3-302 
UC3848 Average Current Mode PWM Controller ..•••••..•••••....••.....•. PS/3-309 
UC3849 Secondary Side Average Current Mode Controller ..••••••••.•••..•• PS/3-317 
UCC384-ADJ Low Dropout O.5A Negative Linear Regulator .................... PP17-19 
UCC38500 Combined PFC/PWM Controller .•.••••..••••....••.••..••••... Ps/4-15 
UCC38501 Combined PFCIPWM Controller ...•.....••......••..•..••...•. Ps/4-15 
UCC38502 Combined PFC/PWM Controller .•..••••.....••.•••••••.••...•. Ps/4-15 
UCC38503 Combined PFC/PWM Controller •••••••••••••••••••••••....•••• Ps/4-15 
UC3851 Programmable, Off-Line, PWM Controller ....••••.•..•••••.••••.•• PS/3-327 
UC385-1 Fast LDO Linear Regulator ...................................... IF/5-35 
UC3852 High Power-Factor Preregulator ••••••••••••••••••.••.••••..•••.• Ps/4-22 
UC385-2 Fast LDO Linear Regulator ...................................... IF/5-35 
UC3853 High Power Factor Preregulator .•.••••..••....•.•••....•.•....•• Ps/4-27 
UC385-3 Fast LDO Linear Regulator ...................................... IF/5-35 
UCC38531 Universal Serial Bus Power Controller ............................ IF/5-6 
UC3854 High Power Factor Preregulator ...•••..•••....••••....••......•• Ps/4-32 
UC3854A Enhanced High Power Factor Preregulator •••..••........•....•.. Ps/4-42 
UC3854B Enhanced High Power Factor Preregulator .•••••.....•••..••••••. Ps/4-42 
UC3855A High Performance Power Factor Preregulator ..•.••..•.••.•....•• Ps/4-48 
UC3855B High Performance Power Factor Preregulator ...•........••••...• PS/4-48 
UC3856 Improved Current Mode PWM Controller •....•.•....•..••..••••••. PS/3~333 
UCC3857 Isolated Boost PFC Preregulator Controller ...••••...••••.••••••. Ps/4-56 
UCC3858 High Efficiency, High Power Factor Preregulator ..•......••.....•• Ps/4-65 
UC385-ADJ Fast LDO Linear Regulator .................................... IF/5-35 
UCC386 Low Dropout 200mA Linear Regulator .............................. PP17-29 
UC3860 Resonant Mode Power Supply Controller ••.•..•••••....•••••••.•• PS/3-341 
UC3861 Resonant-Mode Power Supply Controllers ••..•.••••••••••.••...•• PS/3-349 
UC3862 Resonant-Mode Power Supply Controllers ...•.................... PS/3-349 
UC3863 Resonant-Mode Power Supply Controllers ....•.•.•..••••..••••••. PS/3-349 
UC3864 Resonant-Mode Power Supply Controllers ••••••.•••••••••.••...•• PS/3-349 
UC3865 Resonant-Mode Power Supply Controllers .•••••••..•••..•.•.•••.• PS/3-349 
UC3866 Resonant-Mode Power Supply Controllers ••••••.•••••••••..••..•• PS/3-349 
UC3867 Resonant-Mode Power Supply Controllers .•••••.••.••••••.•••.••• PS/3-349 
UC3868 Resonant-Mode Power Supply Controllers •••••••.••..•..•...••••• PS/3-349 
UCC387 Low Dropout 200mA Linear Regulator .............................. PP17-29 
UC3871 Resonant Fluorescent Lamp Driver ................................ PP/8-2 
UC3872 Resonant Lamp Ballast Controller ................................. PP/8-8 
UC3875 Phase Shift Resonant Controller ..••••••.•••••••••••....••.....•. PS/3-357 
UC3876 Phase Shift Resonant Controller ......•.....•••..•••.....•......• PS/3-357 
UC3877 Phase Shift Resonant Controller •.•..••.••.•••••.••••••••.•.•.••. PS/3-357 
UC3878 Phase Shift Resonant Controller •••.•.•••...••••.•••••••..••••••. PS/3-357 
UC3879 Phase Shift Resonant Controller ••••..•••...••••.•.•••••..••...•. PS/3-367 
UCC388 Low Dropout 200mA Linear Regulator .............................. PP17-29 
UCC3880-4 Pentium@) Pro Controller ...•••...•••...•••....•••....••..... PS/3-373 
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UCC3880-5 Pentium@ Pro Controller ..................... : ........•..••. PSI3-373 
UCC3880-6 Pentium® Pro Controller ...........• " ...................... PSI3-373 
UCC3882-1 Average Current Mode Synchronous Controller with 5~Bit DAC .... PSl3-380 
UCC3884 Frequency Foldback Current Mode PWM Controller .:,; ............. PSl3-393 
UC3886 Average Current Mode PWM Controller IC ..•........... ~ .......... PSl3-400 
UCC3888 Off-line Power Supply Controller ............................... PSl3-407 
UCC3889 Off-line Power Supply Controller .....•.........•............... PSl3-412 
UCC3890 Off-Line Battery Charger Circuit .................•...........•.. PSl3-418 
UCC3895 BiCMOS Advanced Phase Shift PWM Controller ............. ; .... PSI3-425 
UC3901 Isolated Feedback Generator .................................... PSI7-21 
UC3902 Load Share Controller .....................•................... PSI7-27 
UC3903 Quad Supply and Line Monitor •.........••.••.•.•• ' .............. PSI7-32 
UC3904 Precision Quad Supply and Line Monitor .......................... PSI7-39 
UC3906 Sealed Lead-Acid Battery Charger ................................. PP/3-237 
UC3907 Load Share Controller ...................................•..... PSI7-44 
UC3909 Switch mode Lead-Acid Battery Charger ............................. PP/3-244 
UCC391 5-Bit Programmable Output BiCMOS Precision Voltage Reference .... PSl3-434 
UC3910 4-Bit DAC and Voltage Monitor ................... ' ..........•.... PSl3-437 
UCC3911 Lithium-Ion Battery Protector .................................... PP/6-26 
UCC3912 Programmable Hot Swap Power Manager ............ ' .............. IF/S-9 
UCC3913 Negative Voltage Hot Swap Power Manager ........................ IF/S-1S 
UC3914 SV to 3SV Hot Swap Power Manager, ............................... IF/S~2:3 
UCC391S 1SV Programmable Hot Swap Power Manager ...................... IF/S-37 
UCC391S1 1SV Programmable Hot Swap Power Manager ..................... IF/S-42 
UCC3916 SCSI Termpower Manager ............................. " ........ IF/S-47 
UCC39161 Low Current Hot Swap Power Manager ........................... IF/S-SO 
UCC3917 Positive Floating Hot Swap Power Manager ................ ' ..... , ... IF/S-S3 
UCC3918 Low On Resistance Hot Swap Power Manager ..............•....... IF/S-61 
UCC3919 3V to 8V Hot Swap Power Manager .................. ; ............ I F/S-68 
UCC3921 Latchable Negative Floating Hot Swap Power Manager ..•..... , ...... IF/S-78 
UCC3926:t 20A Integrated Current Sensor ........................•.•.... PSI9-43 
UCC39401 Advanced Low Voltage Boost Controller ........... , .............. PPI7-34 
UCC39411 Low Power Synchronous Boost Converter. .................•...... PPI7-S8 
UCC39412 Low Power Synchronous Boost Converter ......................... PPI7 -58 
UCC39413 Low Power Synchronous Boost Converter ......................... PP/7-S8 
UCC3941-3 1 V Synchronous Boost Converter ............................... PPI7-48 
UCC3941-S 1V Synchronous Boost Converter ............ ' ................... PPI7-48 
UCC3941-AOJ 1V Synchronous Boost Converter ..............•............. PPI7-48 
UCC39421 High Power Synchronous Boost Controller ........................ PPI7-66 
UCC39422 High Power Synchronous Boost Controller ........................ PPI7-66 
UC39431 Precision Adjustable Shunt Regulator ........................... PSI7-50 
UC39431 B Precision Adjustable Shunt Regulator .......................•.. PSn-50 
UC39432 Precision Analog Controller ................................... PSn-56 
UC39432B Precision Analog Controller •................................. PSI7-56 
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UCC3946 Microprocessor Supervisor with Watchdog Timer .................... PP/7-88 
UCC3952-1 Enhanced Single Cell Lithium-Ion Battery Protection IC .............. PP/6-32 
UCC3952-2 Enhanced Single Cell Lithium-Ion Battery Protection IC .............. PP/6-32 
UCC3952-3 Enhanced Single Cell Lithium-Ion Battery Protection IC .............. PP/6-32 
UCC3952-4 Enhanced Single Cell Lithium-Ion Battery Protection IC .............. PP/6-32 
UCC3954 Single Cell Lithium-Ion to +3.3V Converter ......................... PP/7-93 
UCC3956 Switch Mode Lithium-Ion Battery Charger Controller .................. PP/3-253 
UCC3957-1 Three - Four Cell Lithium-Ion Protector Circuit ..................... PP/6-37 
UCC3957-2 Three - Four Cell Lithium-Ion Protector Circuit ..................... PP/6-37 
UCC3957-3 Three - Four Cell Lithium-Ion Protector Circuit ..................... PP/6-37 
UCC3957-4 Three - Four Cell Lithium-Ion Protector Circuit ..................... PP/6-37 
UCC3958-1 Single Cell Lithium-Ion Battery Protection IC ...................... PP/6-44 
UCC3958-2 Single Cell Lithium-Ion Battery Protection IC ...................... PP/6-44 
UCC3958-3 Single Cell Lithium-Ion Battery Protection IC ...................... PP/6-44 
UCC3958-4 Single Cell Lithium-Ion Battery Protection IC ...................... PP/6-44 
UCC3960 Primary-Side Startup Controller •••••••.•••..•••••.••.••••••...• PS/3-442 
UCC3961 Advanced Primary-Side Startup Controller .••••...••••••••••••... PSI3-450 
UC3965 Precision Reference with Low Offset Error Amplifier •••••••••••••••• PSI7-60 
UCC3972 BiCMOS Cold Cathode Fluorescent Lamp Driver Controller ............ PP/8-13 
UCC3981 Universal Serial Bus Hot Swap Power Controller ..................... IF/5-88 
UCC39811 Universal Serial Bus Hot Swap Power Controller .................... IF/5-91 
UCC3985 Programmable CompactPCI Hot Swap Power Manager ............... IF/5-94 
UCC3995 Simple Single Channel External N-FET Hot Swap Power Manager ...... IF/5-98 
UCC3996 Dual Sequencing Hot Swap Power Manager ........................ IF/5-100 
bq40101Y 8Kx8 Nonvolatile SRAM ........................................ NV/5-3 
bq40111Y 32Kx8 Nonvolatile SRAM ....................................... NV /5-13 
bq40131Y 128Kx8 Nonvolatile SRAM ...................................... NVl5-23 
bq40141Y 256Kx8 Nonvolatile SRAM ...................................... NV/5-33 
bq40151Y 512Kx8 Nonvolatile SRAM ...................................... NV/5-42 
bq40161Y 1024Kx8 Nonvolatile SRAM ..................................... NV/5-52 
bq40171Y 2048Kx8 Nonvolatile SRAM ..................................... NV/5-61 
bq4285 Real-Time Clock Module with NVRAM Control ........................ NV/4-123 
bq4285E/L Enhanced RTC Module with NVRAM Control ...................... NV/4-143 
bq4287 Real-Time Clock Module with NVRAM Control. ....................... NV/4-168 
bq43101Y 8Kx8 ZEROPOWER Nonvolatile SRAM ............................ NV/5-70 
bq4311Y/L 32Kx8 ZEROPOWER Nonvolatile SRAM .......................... NV/5-81 
bq4802 Y2K-Compliant Parallel RTC with CPU Supervisor. .................... NV/4-174 
bq4822Y RTC Module with 8Kx8 NVSRAM ................................. NV/4-176 
bq4823Y TIMEKEEPER Module with 8Kx8 NVSRAM ......................... NV/4-191 
bq4830Y RTC Module with 32Kx8 NVSRAM ................................ NV/4-205 
bq4832Y RTC Module with 32Kx8 NVSRAM ................................ NV/4-218 
bq4833Y TIMEKEEPER Module with 32Kx8 NVSRAM ........................ NV/4-233 
bq4842Y RTC Module with 128Kx8 NVSRAM ............................... NV/4-247 
bq48451Y Parallel RTC Module with CPU Supervisor ......................... NV/4-262 
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bq4847N RTC Module with CPU Supervisor." ... , ...................• , .... NVl4-279 
bq4850Y RTC Module with 512Kx8 NVSRAM ........................ ;. •..... NVl4-282 
bq4852Y RTC Module with 512Kx8 NVSRAM ....................... " ...... NVl4-295 
UC494A1ACAdvanced Regulating; Pulse Width Modulators ...•...... ' ........ PS/3-460 
UC495A1AC Advanced Regulating Pulse Width Modulators ...........•...... PS/3-460 
UC5170A Octal Line Driver .................•............................ IF/6-2 
UC5171 Octal Line Driver .........•..................................... IF/6-6 
UC5172 Octal Line Driver ............................................... IF/6-10 
UC5180C Octal Line Receiver .......... " ............................... IF/6-14 ' 
UC5181C Octal Line Receiver ........................................... IF/6-17 
UCC5341 IrDA 2.4kbps to 115.2kbps Receiver .............................. PP/9-2 
UCC5342 IrDA 2.4kbps to 115.2kbps Transceiver ............................ PP/9-6 
UCC5343 IrDA Transceiver with Encoder/Decoder., ..............•............ PP/9-10 
UC5350 CAN Transceiver ............................................... IF/6-20 
UC5351 CAN Transceiver with Voltage Regulator ... ; .... ; ........ , .......... IF/6-26 
UCC5510 Low Voltage Differential (LVD/SE) SCSI 9 Line Terminator ............. IF/3-5 
UC560 27-Line SCSI Source/Sink Regulator ......... ' ....................... IF/4-3 
UC5601 SCSI Active Terminator .......................................... IF/3-9 
UC5602 SCSI Active Terminator .............................•............ IF/3-13 
UC5603 9-Line SCSI Active Terminator .................................... IF/3-18 
UC5604 9-Line Low Capacitance SCSI Active Terminator ...................... IF/3-22 
UC5605 9-Line Low Capacitance SCSI Active Terminator ..............•..... ' .. IF/3-26 ' 
UCC5606 9.Line 3-5 Volt SCSI Active Terminator, Reverse Disconnect ........... IF/3-30 
UC5607, Plug and Play, 18-Line SCSI Active Terminator ........•......... ' ..... IF/3-34 
UC5608 18-Line Low Capacitance SCSI Active Terminator ..................... IF/3-40 
UC5609 18-Line Low Capacitance SCSI Active Terminator ..... ' ................ IF/3-40 
UCC561 Low Voltage Differential SCSI (LVD) 27 Line Regulator Set. .......•..... IF/4-7 
UC5612 9-Line Low Capacitance SCSI Active Terminator ................ " ..... IF/3-43 
UC5613 9-Line Low Capacitance SCSI Active Terminator ...................... IF/3-47 
UCC56149-Line 3-5 Volt Low Capacitance SCSI Active Terminator .............. IF/3-51 
UCC5617 18-Line SCSI Terminator With Reverse Disconnect ................... IF/3-55 
UCC5618 18-Line SCSI Terminator ......... i . ............................ IF/3-59 
UCC5619 27-Line SCSI Terminator With Reverse Disconnect ................... IF/3-63 
UCC5620 27-Line SCSI Terminator ....................................... IF/3-66 
UCC5621 27-Line SCSI Terminator With Split Reverse Disconnect. .............. IF/3-70 
UCC5622 27-Line SCSI Terminator With Split Disconnect. ..................... IF/3-74 
UCC5628 Multimode SCSI 14 Line Terminator ............................... IF/3-78 
UCC563 32 Line VME Bus Bias Generator ................................ .' IF/4-10 
UCC5630 Low Voltage Differential (LVD/SE) SCSI 9 Line Terminator ............. IF/3-83 
UCC5630A Multimode SCSI 9 Line Terminator .................•............ IF/3-87 
UCC5632 Multimode (LVD/SE) SCSI 9 Line Terminator w/ 2.85V Regulator ........ IF/3-93 
UCC5638 Multimode SCSI 15 Line Terminator ............................... IF/3-94 
UCC5639 Miltimode SCSI 15 Line Terminator with Reverse Disconnect ........... IF/3-99 
UCC5640 Low Voltage Differential (LVD) SCSI 9 Line Terminator ................ IF/3-104 
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UCC5641 Low Voltage Differential (LVD) SCSI 9 Line Terminator With Reverse 
Disconnect. ................................................... IF/3-108 

UCC5646 27-Line SCSI Terminator ....................................... IF/3-112 
UCC5647 27-Line SCSI Terminator ....................................... IF/3-112 
UC5661 Ethernet Coaxial Impedance Monitor ............................... IF/3-116 
UCC5672 Multimode (LVD/SE) SCSI 9 Line Terminator ........................ IF/3-120 
UCC5680 Low Voltage Differential (LVD) SCSI 9 Line Terminator ................ IF/3-121 
UCC5950 10-Bit Serial D/A Converter ...............................•.... PSI9-48 
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U-504 Using the bq2000fT to Control Fast Charge ......................... PP/3-262 
U-505 Using the bq2003 to Control Fast Charge .......................... PP/3-273 
U-506 Step-Down Switching Current Regulation Using the bq2003 Fast-Charge 
IC ............................................................... PP/3-291 
U-507 Using the bq2005 to Control Fast Charge .......................... PP/3-309 
U-508 Using the bq2007 Display Mode Options ........................... PP/3-327 
U-509 Using the bq2007 Enhanced Features for Fast Charge ................ PP/3-332 
U-514 Using the bq2010: A Tutorial for Gas Gauging ....................... PP/4-390 
U-510 Using the bq2031 to Charge Lead-Acid Batteries .................... PP/3-346 
U-511 Switch-Mode Power Conversion Using the bq2031 ................... PP/3-360 
U-513 Using the bq2040: Smart Battery System Gas Gauge IC .............. PP/4-372 
DN-49 Easy Switcher Controls SEPIC Converter for Automotive Applications .... PP/3-487 
U-512 Using the bq2902l3 Rechargeable Alkaline ICs ...................... PP/3-376 
U-503 Using the bq3285nE in a Green or Portable Environment ............. NVl4-331 
DN-501 Using RAM Clear Function with bq3285lbq3287A RTCs ............. NVl4-321 
ON-72 Lamp Ignitor Circuit ............................................ PS/9-52 
U-161 Powering a 35W DC Metal Halide High Intensity Discharge (HID) Lamp 
using the UCC3305 HID Lamp Controller ................................. PS/9-61 
ON-36 UC1525B/1527B Devices - Comparison Summary to UC1525A11527 A 
Devices ........................................................... PS/3-470 
U-150 Applying the UCC3570 Voltage-Mode PWM Controller to Both Off-Line 
and DC/DC Converter DeSigns ........................................ PS/3-696 
ON-62 Switching Power Supply Topology: Voltage Mode vs. Current Mode ...... PS/3-496 
ON-70 UC3573 Buck Regulator PWM ControllC .......................... PS/3-508 
U-167 UC3578 Telecom Buck Converter Evaluation Board .................. PS/3-818 
ON-64 Inductorless Bias Supply for Synchronous Rectification and High Side 
Drive Applications .................................................. PS/3-502 
ON-83 UC3584 DW Secondary Side Post Regulator, Evaluation Board, 
Schematic, and List of Materials ....................................... PS/3-511 
ON-50 Simple Techniques for Isolating and Correcting Common Application 
Problems with UC3625 Brushless DC Motor Drives ........................ PS/8-111 
U-115 New Integrated Circuit Produces Robust, Noise Immune System for 
Brushless DC Motors ................................................ PS/8-155 
U-130 Dedicated ICs Simplify Brushless DC Servo Amplifier Design ........... PS/8-166 
U-113 Design Notes on Precision Phase Locked Speed Control for DC Motors .. PS/8-145 
ON-53A Design Considerations for Synchronizing Multiple UC3637 PWMs ..... PS/8-115 
U-102 UC1637/2637/3637 Switched Mode Controller for DC Motor Drive ....... PS/8-126 
U-112 A High Precision PWM Transconductance Amplifier for Microstepping 
using Unitrode's UC3637 ............................................. PS/8-137 
ON-76 Closed Loop Temperature Regulation Using the UC3638 H-Bridge 
Motor Controller and a Thermoelectric Cooler ............................. PS/8-118 
U-120 A Simplified Approach to DC Motor Modeling for Dynamic Stability 
Analysis .......................................................... PS/8-162 
ON-35 IGBT Drive Using MOSFET Gate Drivers ........................... PS/6-85 
U-111 Practical Considerations in Current Mode Power Supplies ............. PS/3-558 
U-118 New Driver ICs Optimize High Speed Power MOSFET Switching 
Characterisitics ...................................................... PS/6-92 
U-137 Practical Considerations in High Performance MOSFET, IGBT & MCT 
Gate Drive Circuits .................................................. PS/6-122 
U-99 UC3717 and L-C Filter Reduce EMI and Chopping Losses in Step Motor .. PS/8-118 
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UC384213/4/5 
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U-127 Unique Chip Pair Simplifies High Side Switch Drive .................. PS/6-107 
DN-57 Power Dissipation Considerations for the UC3726N/UC3727N IGBT 
Driver Pair ......................................................... PS/6-87 
DN-60 UC3726/UC3727 IGBT Driver Pair Evaluation Kit Testing Procedure ...... PS/6-90 
U-143C New Chip Pair Provides Isolated Drive for High Voltage IGBTs ......... PS/6-137 
DN-79 UCC3750 Demonstration Board Operating Guidelines ................. PS/9-55 
U-169 The New UCC3750 Source Ringer Controller Provides A Complete 
Control Solution for a Four-Quadrant Flyback Converter ...................... PS/9-76 
DN-42A Design Considerations for Transitioning from UC3842 to the New 
UCC3802 Family ................................................... PS/3-476 
DN-43 Simple Techniques to Generate a Negative Voltage Bias Supply from 
a Positive Input Voltage .............................................. PS/3-479 
DN-56A Single Switch Flyback Circuit Converts +5VDC to +1-12VDC for 
RS-232 and RS-422 Applications ...................................... PS/3-492 
U-133A UCC3800/1/2/3/4/5 BiCMOS Current Mode ControIICs .............. PS/3-594 
DN-45 UC3846, UC3856 and UCC3806 Push-Pull PWM Current Mode 
Control ICs ........................................................ PS/3-480 
DN-51 Programming the UCC3806 Features ............................. PS/3-489 
U-144 UCC3806 BiCMOS Current Mode ControllC ....................... PS/3-678 
DN-48 Versatile Low Power SEPIC Converter Accepts Wide Input Voltage Range PS/3-484 
DN-65 Considerations in Powering BiCMOS ICs .......................... PS/3-505 
U-168 Implementing an Off-Line Lithium-Ion Charger Using the UCC3809 
Primary Side Controller and the UCC3956 Battery Charger Controller .......... PS/3-455 
DN-46 Highly Efficient Low Power DC to DC Inverter Converts +5V Input to -3V 
Output ........................................................... PS/3-482 
DN-48 Versatile Low Power SEPIC Converter Accepts Wide Input Voltage Range PS/3-484 
DN-54 Innovative Buck Regulator Uses High Side N-Channel Switch without 
Complex Gate Drive ................................................. PS/3-492 
U-97 Modeling, Analysis and Compensation of the Current Mode Converter .... PS/3-526 
U-128 The UC3823A,B & UC3825A,B Enhanced Generation of 
PWM Controllers ................................................... PS/3-585 
U-110 1.5MHz Current Mode IC Controlled 50W Power Supply ............... PS/3-546 
DN-85 UCC3831 USB Power Controller IC, Evaluation Board - Schematic and 
List of Materials ..................................................... I F/5-1 06 
DN-32 Optocoupler Feedback Drive Techniques ........................... PS/5-41 
DN-61 A High Performance Linear Regulator for Low Dropout Applications ...... PS/5-42 
U-152 A High Performance Linear Regulator for Low Dropout Applications ....... PS/5-71 
U-95 Versatile UC1834 Optimizes Linear Regulator Efficiency ................. PS/5-49 
DN-28 UC3840/UC3841/UC3851 PWM Controllers - Summary of Functional 
Differences ........................................................ PS/3-467 
DN-27 UC18421UC1842A Summary of Functional Differences ............... PS/3-466 
DN-40 The Effects of Oscillator Discharge Current Variations on Maximum Duty 
Cycle and Frequency in UC3842 and UC3842A PWM ICs ................... PS/3-473 
DN-89 Comparing the UC3842, UCC3802, and UCC3809 Primary-Side PWM 
Controllers ........................................................ PS/3-514 

UC384213/4/5 U-100A UC384213/4/5 Provides Low-Cost Current-Mode Control ............. PS/3-532 
UC3842A/3A/4A/5A DN-26 UC3842A - Low Cost Startup and Fault Protection Circuit ............. PS/3-464 
UC3842A/3A/4A/5A DN-29 UC3842A Family Frequency Foldback Technique Provides Protection .... PS/3-468 
UC3842A/3A/4A/5A DN-30 Programmable Electronic Circuit Breaker .......................... PS/3-469 
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U-93 A New Integrated Circuit for Current Mode Control .................... PS/3-518 
U-135 The UC3848 Average Current Mode Controller Squeezes Maximum 
Performance from Single Switch Converters .............................. PS/3-612 
U-140 Average Current Mode Control of Switching Power Supplies ............ PS/3-664 
U-132 Power Factor Correction Using the UC3852 Controlled ON-Time Zero 
Current Switching Technique ........................................... PS/4-98 
ON-77 Overcurrent Shutdown with the UC3853 .......... ; ................. PS/4-91 
ON-78 High Power Factor Preregulator IC, Evaluation Board, Schematic and 
List of Materials .................... ; ................................ PS/4-92 
U-159 Boost Power Factor Corrector Design with the UC3853 ............... PS/4-154 
ON-41 Extend Current Transformer .Range ................................ PS/4-81 
U-134 UC3854 Controlled Power Factor Correction Circuit Design ............ PS/4-114 
ON-44 UC3854A and UC3854B Advanced Power Factor Correction Control ICs .. PS/4-83 
ON-66 Unitrode - UC3854A1B and UC3855AIB Provide Power Limiting with 
Sinusoidal Input Current for PFC Front Ends ............................... PS/4-86 
U-153 UC3855A1B High Performance Power Factor Preregulator ............. PS/4-134 
ON-45 UC3846, UC3856 and UCC3806 Push-Pull PWM Current Mode 
Control ICs ........................................................ PS/3-480 
ON-39E Optimizing Performance in UC3854 Power Factor Correction 
Applications ........................................................ PS/4-76 
ON-90 UCC3858 "Energy Star" PFC Evaluation Board, Schematic and List of 
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NiMH and NiCd Switch-Mode Battery Charger .......................... U-S06 
NiMH and NiCd Battery Charger with aT/at and -aV Termination ...... U-SOS, U-S07 
Fast-Charge IC with LCD and LED and Other Advanced Features ..... U-S08, U-S09 
Fast-Charge IC for Switch-Mode Power Conversion ...................... U-S11 

Publications included in this book are listed in bold. 
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Rechargeable Alkaline Battery Charger ................................ U-512 
Multi-Chemistry Battery Charger ..................................... U-504 

Battery Capacity ,Monitoring 
Smart Battery System Gas Gauge .................................... U-513 
Tutorial for Gas Gauging ................. , ........................ ' .. U-514 

Cold Cathode Fluorescent Lamp Driver (CCFL) 
zvs Resonant Converter Drive ...................................... U-141 
CCFL and LCD Bias Circuit ................•........................ U-148 
Floating Lamp Driver ...............................•.............. DN-75 

Lighting Circuits 
CCFL and LCD Bias Circuit ......................................... U-148 

Reference Designs 
CCFLDrives 

zvs Converters ............................................ U-141, U-148 
Battery Protection 

2-Cell Lithium Ion Battery Protection ............ " .................... DN-81 
Single Cell Lithium lon/Battery Protection .............................. DN:"82 
3 or 4 Cell Lithium Ion Battery Protection .............................. DN-93 
Enhanced Single Cell Lithium Ion Battery Protection ..................... DN-96 

Battery Charging 
Lead Acid Battery Charger. ......................................... U-131 
Off-Line Lead Acid Battery Charger ................................... U-166 
Off-Line Lithium Ion Battery Charger ............................ DN-84, U-168 

POWER SUPPLY CONTROL (PS) 

Bias Supplies 
Buck-Boost Supply ............................................... ON-38 
High Efficiency Startup / Bootstrap Circuits ................... U-111 (fig. 38, 39) 
Inductorless Bias Supply ........................................... ON-64 
Negative Bias Supply .............................................. ON-43 
Novel Regulated Bias Supply for PFC Applications ................ ON-39E (fig. 5) 
Self-Generating High Side Gate Bias Supply ........................... ON-54 
Simple Off-Line Bias Supply ............... , ................. ON-65, U-149A 
UCC3889 Demo Kit. ............................................. ON-59A 

Bootstrap Circuits 
High Efficiency Startup / Bootstrap Circuits .................. U-11,1 (figs. 38, 39) 
Startup / Bootstrapping ............ ; ........................ U-128, U-133A 

Publications included in this book are listed in bold. 
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Charge Pumps 

Inverting Charge Pump ........................................... U-100A 
Non-Inverting Charge Pump ....................................... U-100A 
Simple Inverting and Non-Inverting Circuits ..................... U-133A (fig. 26) 

Class-D Amplifiers 
Class-D Amplifier for Thermoelectric Devices ........................... ON-76 

Control Techniques 
Current / Voltage Mode Tradeoffs .................................... ON-62 

Average Current Mode 
Average Current Control ............ U-131, U-135, U-140, U-156, U-157, U-159 
Average Current Sensing ..................................... U-140, ON-41 

Peak Current Mode 
BiMOS Controller Advantages ..................................... ON-42A 
Comparison of Economy Primary Side Controllers ....................... ON-89 
Frequency Foldback ......................................... ON-29, U-164 
Low Power Controller .............................................. U-144 
Peak Current Mode Control .... U-93, U-100A, U-133A, U-144, U-164, U-165, U-170 
Practical Considerations ..................................... U-111, U133A 
Programming the UCC3806 ......................................... ON-51 
Slope Compensation .................................... U-97, U-110, U-111 
Soft Start ....................................................... U-133 
Using Current Mode ICs in Voltage Mode Applications .................... U-111 

Voltage Mode 
Primary Side Controller ...................................... U-150, U-167 
Voltage Feedforward ............................................... U-150 
Using Current Mode ICs in Voltage Mode Applications .................... U-111 

Current Sensing 
Average Current Sensing ......................... U-135, U-140, U-156, U-157 
Current Sense Amplifiers ..................................... U-156, U-157 
Using PCB Traces to Sense Current .................................. ON-71 
UCC3926 +/- 20 Amp Integrated Circuit for Current Sensing ............... ON-91 

Distributed Power 
Load Sharing .............................................. U-129, U-163 

Electronic Loads 
Adjustable Load for Low Voltage DC Applications ........................ ON-52 

Feedback Techniques 
Average Current Sensing ..................................... U-135, U-140 
OptocouplerFeedback ........................... ON-32, ON-33, U-160, U-165 
Transformer Isolation ......................................... U-94, ON-41 

Publications included in this book are listed in bold. 
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Frequency Foldback 

Simple Frequency Foldback Circuit ................................... ON-29 
UCC3884 Frequency Foldback PWM .................................. U-164 

Gate Drives 
Gate Drive Considerations .......................................... U-137 
Gate Drive Pulse Transformer Design ................................. U-127 
General Gate Drive Information ...................................... U-111 
Integrated Drivers ......................................... U-143C, ON-35 
UC3726 / UC3727 Demo Kit Testing .................................. ON-60 
UC3726 / UC3727 Power Considerations .............................. ON-57 

Isolation Amplifier 
Discrete Iso-Amp Design ........................................... ON-19 

Leading Edge Blanking 
Current Sense Noise .............................................. U-128 
LEB Implementation ........................................ U-128, U-133A 

Lighting Circuits 
Driving Floating Fluorescent Lamps .................................. ON-75 
HID Lamp Controller ............................................... U-161 
Lamp Ignitor Circuits .............................................. ON-72 
ZVS Resonant Converter Drive ...................................... U-141 

Linear Voltage Regulators 
External Power Device Configurations ............................ U-95, U-104 
Linear Regulator Controllers .............................. U-95, U-116, U-152 
Loadsharing ................................................. ~ ... U-129 
Microprocessor Regulator Design .............................. U-152, ON-61 
Multiple LDO Regulator Demo Kit .................................... ON-74 
Small Signal Analysis ......................................... U-95, U-152 

Load Sharing 
Application Circuits .......................................... U-129, U-163 
Load Sharing Control Techniques ............................... U-129, U-163 
Startup Considerations ............................................. U-129 

Magnetics Design 
1.5MHz Forward Converter Main Transformer ........................... U-110 
225KHz Off-Line Transformer ........................................ U-150 
Gate Drive Pulse Transformer Design ................................. U-127 
SEPIC Converter Inductor Design ........................ : ........... U-161 

Publications included in this book are listed in bold. 
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Microprocessor Voltage Regulators 
Linear Regulators 

High Performance LDO Controller .............................. U-1S2, ON-61 
Switching Regulators 

4Bit DAC and Voltage Monitor for Pentium®pro .......................... U-1S8 
Average I-Mode Controller for Pentium®pro ............................. U-1S6 
Fueling the MegaProcessor - A DC/DC Converter Design Review ........... U-1S7 

Motor Control 
Brush DC Motors 

PWM DC Motor Controller .......................................... U-102 
Synchronizing Multiple UC3637 Oscillators ........................... ON-S3A 

Brushless DC Motors 
3-Phase Controller .......................................... U-115, U-130 
Current Loop Design .............................................. U-130 
Four Quadrant Control ............................................. U-130 
Fixed Off-Time Modulation .......................................... U-106 
Integrated 3-Phase Control/Driver ................................... U-106 
Power Supply Bus Clamp ........................................... U-130 
Trouble Shooting UC3625 Applications ................................ ON-50 

Phase Locked Loops 
Loop Filter Design ................................................ U-113 
Small Signal Analysis .............................................. U-113 

Power H-Bridge Design 
H-Bridge Power Amplifier ..................................... U-102, U-112 

Small Signal Modeling 
Current Loop, Small Signal Analysis .................................. U-112 
Motor Modeling ....................................... U-102, U-113, U-120 
Velocity Loop, Small Signal Analysis ............................ U-102, U-113 

Stepper Motors 
Microstepping Transconductance Amplifier ............................. U-112 
Reducing EMI in Stepper Motor Drives ................................. U-99 

Optocoupler Isolation 
Optocoupler Feedback Drive Techniques ........................ ON-32, ON-33 
Simple Circuit Modifications Enhance Optocoupler Performance ............ U-160 

Post Regulation 
UC3584 Evaluation Board .......................................... ON-83 

Power Device Drivers 
Calculating Average Gate Drive Current ............................... U-156 
Determining Gate Charge ..................................... U-118, U-137 
Direct Coupled Drivers ....................................... U-118, U-137 

Publications included in this book are listed in bold. 
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Gate Drive Considerations ......................... , .......... U-137, U143C 
General Gate Drive Information ............................•...... ; .. U-111 
Isolated High Side Switch Drive ...................................... U-127 
Modeling the Power MOSFET ....................................... U-118 
Power Dissipation Analysis ......................... , ........•....... U-137 
Transformer Coupled Drivers ........................................ U-118 
UC3726 / UC3727 Power Considerations .............................. ON-57 

Power Factor Correction 
Active Power Factor Correction Description ....................... U-134, U-159 
Controlled On-Time, Zero Current Switched PFC ........................ U-132 
Controlled On-Time, Zero Current Switching ............................ U-132 
Current Sensing ............................................ U-134, U-153 
Current Synthesizer ............................................... U-153 
Distortion Sources ................................................ U-134 
Effects of Discharge Current on Maximum Duty Cycle .................... ON-40 
Fault Protection Circuits ............................................ ON-77 
Novel Regulated Bias Supply for PFC Applications ................ ON-39E (fig. 5) 
Optimizing Circuit Performance ..................................... ON-39E 
Power Limiting Features ........................................... ON-66 
UC3853 Evaluation Board .......................................... ON-78 
UC3854 Demo Board ............................................. DN-44 
UC3855 Design Example ........................................... U-153 
UCC3858 Evaluation Board ......................................... ON-90 
Voltage Feedforward Circuitry .................................. U-132, U-134 
ZVT Techniques .................................................. U-153 

PWM Oscillators 
Noise Sensitivity ................................................ U-100A 
Universal Synchronization Techniques .................. U-100A, U-111, U-133A 
Voltage Feedforward Oscillators ....................................... U-94 

Rectification 
Alternative FUll-Wave Rectifier Topology ............................... ON-63 

Resonant Converters 
Resonant Tank Considerations ...................................... U-136 
Transformer Coupled Equations ...................................... U-138 
Zero-Voltage Switching ....................................... U-122,. U-136 
Zero-Current Switching ............................................ U-122 

Ring Generator Controllers 
Design Procedure and Circuit Analysis ................................ U-169 
UCC3750 Demo Board ............................................ ON-79 

Publications included in this book are listed in bold. 
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Secondary Side Regulation 

Secondary Side Regulator .......................................... U-139 
UC3584 Switching Post Regulator Evaluation Board ..................... ON-83 

Small Signal Analysis 
Average Current Mode ................................. U-135, U-140, U-157 
Average Current Mode PFC ............................. U-134, U-153, U-159 
Buck Regulator .................................................... U-97 
CCFL Ballast .................................................... U-148 
Error Amplifier Response ..................................... U-95, U-100A 
Load Models ...................................................... U-95 
Push-Pull Forward Converter ........................................ U-110 

Subharmonic Oscillation 
Slope Compensation ......................................... U-95, U-110 

Supervisory Functions 
Overvoltage Protection ............................................. U-158 
Startup and Fault Protection ........................................ ON-26 

Switching Regulators - Reference Designs 
Flyback Converters 

1W, 5VIN, +/-12VOUT, RS-232/ RS-422 Converter ..................... ON-56A 
25W, Off-Line, 5V, +/-12VOUT, Flyback ............................... U-100A 
50W, -48VIN, 5V, Flyback ........................................... U-165 
60W, Off-Line, 5V, 12VOUT, Flyback ................................... U-94 

Forward Converters 
20W, 48VIN, 5VOUT Voltage Mode Forward Converter .................... U-150 
50W, 18-26VIN, 5VOUT, ZVS Forward Converter ........................ U-138 
50W, Off-Line, 12VOUT, Voltage Mode Converter ........................ U-150 
200W, Off-Line, 5V, +/-15VOUT, Average I-Mode Forward Converter ......... U-135 

Non-Isolated Buck, Boost, Flyback and SEPIC Converters 
5VIN, 3.3VOUT, Buck Regulator ..................................... ON-54 
200mW, 5VIN, -3VOUT, Flyback Converter ............................. ON-46 
500mW, 1VIN, Adjustable Output Voltage, Boost ........................ ON-73 
5W, 12VIN, 5VOUT, Buck Regulator .................................. ON-70 
35W, +48VIN, 5VOUT, Buck ......................................... U-167 
HID Lamp Controller, SEPIC ........................................ U-161 
Low Power Synchronous Boost Converter Evaluation Kit ................. ON-97 
Peak Current Mode, Buck / Boost Designs ............................ U-133A 
Pentium®pro Converter with Adjustable Output, Buck ..................... U-157 
Single Cell Lithium Ion to +3.3V Converter Evaluation Kit .................. ON-86 
Versatile Low Power SEPIC Converter ................................ ON-48 

Publications included in this book are listed in bold. 
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Push-Pull Converters 
SOW, -48VIN, SVOUT, 1.SMHz Peak I Mode ............................ U-110 
7SW, 48VIN, SVOUT, Isolated Push-Pull ............................ , .. U-170 
SOOW, -48 VIN, SVOUT Push-Pull ................................... U-100A 
Push-Pull Forward Converter ......................................... U-93 

Full Bridge 
SOOW, 400VIN, 48VOUT, ZVT Converter ............................... U-136 

Post Regulation 
1S0KHz, 3.3VOUT, Switching Post Regulator ........................... ON-83 

Power Factor Correction 
8SW, 3S0VOUT, Zero Current Switched PFC ............................ U-132 
2S0W, 400VOUT, Average Current Mode PFC ........................... U-134 
2S0W, 38SVOUT, Average I-Mode PFC ................................ ON-44 
100W, 7SKHz, 38SVOUT, Average Current Mode PFC .................... ON-78 
2S0W, 38SVOUT, Average Current Mode PFC .......................... ON-90 
SOOW, 410VOUT, Average Current Mode, ZVT, PFC ...................... U-153 
Controlled, On-Time, Zero Current Switched PFC ........................ U-132 

Soft Switching ZVT Converters 
SOOW, 400VIN, 48VOUT, ZVT Converter .............................. U-136 

Ring Generator Controllers 
8SV, 1S REN, Ring Generator ................................. ON-79, U-169 

Synchronization 
Universal Synchonization Techniques ................... U-100A, U-111, U-133A 

Thermoelectric Drivers 
Class-D Amplifier for Thermoelectric Devices ................ : .......... ON-76 

Zero Current Switching 
Controlled, On-Time, Zero Current Switched PFC ........................ U-132 
Resonant Mode Control ............................................ U-122 

Zero Voltage Switching 
Design Examples ................................................. U-138 
Phase Shifted Full-Bridge Controller .................................. U-154 
Resonant Mode ZVS ................................... U-122, U-136, U-138 
Transformer Coupled Design Equations .......................•......... U-138 
ZVS Topologies ............................................•...... U-138 

Publications included in this book are listed in bold. 
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o d I f r r ermg norma Ion 

(see Benchmarq ordering information page for "bq" prefix products) 

PREFIX 

~I xxxxx 1@JIXXI§ 

Jc 17131 1!Ai J II 8838 I 
27131 IL;-] 
37131 

general syntax 

example 

~--

"UC" - Linear Integrated Circuits 
"UCC" - BiCMOS ......... SCREENJPROCESSING OPTIONS 

"883" - MIL-STO-883 

PART NUMBER ......-. 
First digit "1" - Military Temperature Range' 
First digit "2" - Industrial Temperature Range' 
First digit "3" - Commercial Temperature Range' 
('consult individual data sheets for specific 
temperature ranges on each part) 

.Le~r .. 
Designator Package Type 

o Plastic Narrow Body (150 mil) SOIC 

ow Plastic Wide Body (300 mil) SOIC 

OP Plastic Narrow Body Power SOIC 

Class Q of MIL-PRF-38535 

.. PACKAGE OPTIONS 

OPTIONAL GRADES 
A or B - Improved Version 

os Plastic Narrow Body (150 mil) SOIC with Shunt Current Sense 

OWP Plastic Wide Body Power SOIC 

FP Power Plastic Metric Quad Flatpack (MQFP) 

FQ Power Low Profile Quad Flatpack (LQFP) 

FQP Power Plastic Low Profile Quad Flatpack (LQFP) 

J. Ceramic Oual-in-Line (300 mil and 600 mil) 

L Ceramic Leadless Chip Carrier 

LP Power LCC 

M Quasi Shrink Small Outline (150 mil body, 0.635mm pitch) 

MWP Power Quasi Shrink Small Outline (300 mil body, 0.88mm pitch) 

N . Plastic Oual-in-Line (300mil and 600 mil) 

P Mini SOIC 

PW Thin Shrink Small Outline (TSSOP) 

PWP Power TSSOP 

Q Plastic Leadless Chip Carrier (PLCC) 

QP Power (PLCC) 

SP Power Ceramic Oual-in-Line 

T Plastic TO-220 

TO Plastic TO-263 Power Surface Mount 

Z Zig-Zag In-Line Power Package 
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Unitrode's Commitment to Quality [1JJ -
Quality and innovation characterize our products! 

Our commitment begins with our Quality Assurance System. In October 1992, Unitrode Cor
poration became one of the first in our industry to achieve 15/150 9001/EN 29001 Registration. 
Currently, Unitrode's quality-assurance system exceeds the rigorous requirements of ISO 
9001-1994 and MIL-PRF-38535. Quality Management Institute (QMI) has awarded Unitrode a 
Certificate of Registration (Number 003889) indicating compliance with ISO 9001, for the de
sign and manufacture of analog integrated circuits. For its Singapore branch, Unitrode also 
holds an ISO 9002 Certificate of Registration (Number 93-2-0148) from the Singapore Produc
tivity and Standards Board, for semiconductor IC manufacturing, factory inspection and testing, 
and wafer-probe testing. 

In August 1996, the Defense Supply Center-Columbus (DSCC) granted Unitrode full Q-Level 
certification to MIL-PRF-38535 for listing on the Qualified Manufacturers List (QML). In addi
tion, DSCC continued Unitrode's laboratory suitability by certifying that our test methods ac
cord with MIL-STD-883. 

All Unitrode products and manufacturing processes meet extensive qualification requirements. 
Qualification ensures that 

• Customer and/or design requirements are translated efficiently into manufacturing 
requirements 

• All groups are integrated, coordinated, and capable 
• Our processes are manufacturable 
• Our products meet or exceed the reliability requirements of our customers 

Process Qualification 
When a process qualification is required, Quality Assurance organizes a cross-functional team 
that prepares and completes a formal qualification plan according to QP 2515. Key require
ments for major processes include 

• Documented design rules and process specifications; process and device simulation 
with full SPICE models 

• Completed process control plan with identified critical, significant, and non-critical 
characteristics 

• Implemented process-control charts 
• Demonstrated Cp, and Cpk for significant and critical characteristics 
• Documented out-of-control action plans (OCAPs) 
• Completed quality audit 
• Process-acceptance criteria 
• Gage R&R studies 
• Construction analyses 

2-2 



Unitrode's Commitment to Quality 0dJ -
Reliability Testing 
Our extensive reliability requirements ensure that our new processes demonstrate, for com
mercial products under typical use conditions, a 200 FIT rate or better (failures in time calcu
lated at 70°C, 0.7eV activation energy, 60% confidence) at the time of qualification, using a 
minimum of three wafer lots. Figure 1, on page 2-6, lists typical reliability tests performed for 
new major processes. 

Package Qualification 
Whenever a new package is introduced, in addition to qualifying the manufacturing process us
ing requirements appropriate to assembly processing, Unitrode performs a complete battery of 
reliability tests. 

Figure 2, on page 2-7, depicts typical requirements for plastic packages. Figure 3, on page 
2-8, presents the requirements for hermetic packages. 

Product Qualification 
New products must be manufactured using qualified processes and packages. Unitrode's new 
product qualification consists of 2 major milestones: Release For Introduction (RFI) and Re
lease to Production (RTP). 

RFI is the term Unitrode uses to describe devices that 
• Are built on a qualified process 
• Meet the preliminary data sheet over the specified temperature range 
• Demonstrate no infant mortality 
• Have been verified in the appropriate application 
• Have had ESD measured and classified 
• Have a released preliminary test program 

Devices that achieve RTP meet all the RFI requirements (plus additional requirements) and 
complete Unitrode's product qualification. Typical RTP requirements include 

• Bench and temperature characterization 
• Demonstrated compliance to all data-sheet parameters 
• Cp, Cpk targets met for all untrimmed parameters in data sheet 
• Test program complete and released to production 
• Machine capability less than 5% of the device specification range 
• Test schematic(s), test program(s), bonding diagram(s), and burn-in diagrams approved 

and released 
• ESD measured and classified (human body model) 
• Passed latch-up and HTOL test to 1000 hours 
• Final data sheet approved and released. 
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Results 
As a result of our comprehensive qualification procedures, we are able.to report long-term de
vice reliability of 4.0 FIT or lower for combined functional families. This figure is estimated from 
millions of hours of life-testing at accelerated temperatures. 

Failure Analysis 
If we do experience a failure during pre-production qualification, we have an extensive fail
ure-analysis lab to determine and fix the root cause before the products reach our customers. 
We begin by verifying the failure to published specifications. We provide written fail
ure-verification to our customers within 72 hours. 

This notification is followed by failure-mode identification through laboratory analyses such as 
electrical measurements, optical and electron microscopy, radiography, device deprocessing, 
microsectioning, spectrometry, and cholesteric liquid-crystal analysiS. Unitrode maintains a 
ten-day cycle to identify moderately complex failures from receipt of failed units. 

If needed, closed-loop corrective action is managed through our Corrective Action Continuous 
Improvement Team using the 80 approach. 

Customer Notification 
Our continuous improvement requires an occasional product or process change. Unitrode noti
fies the customer (a 90-day notification whenever possible) when 

• A waiver to a customer's or Unitrode's specification is required before shipment of mate
rial deemed suitable by Unitrode or our customer 

• Any product, process or mask change requires a change to Unitrode's data sheet, SCD, 
purchase order, or customer specification 

• Any product, process or mask change reduces ESD rating 
• A change occurs in manufacturing location, including wafer fabrication, assembly, and 

test 
• There is a change in wafer starting material, dieletric, passivation or metalization materi

als and certain assembly materials 
• A major change occurs in manufacturing process on a critical or significant characteris

tic, according to our process control plan(s) 
• A manufacturing process changes a characteristic that is a reliability concern 
• Unitrode's operating procedures or quality systems change significantly 

2-4 



Unitrode's Commitment to Quality 0:=iJ -
Total Business Excellence 
Unitrode's policy of Total Business Excellence (TBE) goes well beyond the scope of Quality As
surance. A company demonstrating Total Business Excellence must have more rigorous business 
practices than industry standards and a supporting culture to enable and improve these prac
tices. 

TBE requires continuous improvement. It is a never-ending search for ways to improve everything 
we do, and a pledge to ultimately translate improvements into better products and services for 
our customers. 

Our goals include improved designs that meet the broadest spectrum of application needs, im
proved translation of customer requirements into actual product performance characteristics, im
proved understanding of process capabilities to improve the product introduction process, higher 
productivity, less scrap and rework, and lower production costs. 

For example, Unitrode internal qualification procedures now include rigorous qualification of our 
suppliers, subcontractors, and the wafer fabrication (both major new processes and unit pro
cesses). Each qualification is managed by a cross-functional quality team. Qualification require
ments include detailed and advanced process control plans, out-of-control action plans (OCAPs), 
demonstrated process-capability, advanced statistical process-control techniques, and Gage 
R&R studies. 

We've improved many of our internal practices: for example, shop floor control, document man
agement, customer notification, and corrective action. We've replaced our old hardcopy system 
with electronically based systems using the best software systems and relational databases. 

Total Business Excellence affects every department, activity, and product, from initial concept to 
end-user installation and operation. 

For all of these reasons we deliver high-quality, reliable products. Our continuing quest to improve 
everything we do yields better and more reliable products and services for our customers. That is 
what earns customer loyalty! 
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Figure 1. Typical Reliability Tests for New Processes 
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Figure 2. Typical Reliability Requirements for Plastic Packages 
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Figure 3. Typical Reliability Requirements for Hermetic Packages 
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MiI-Sld-883 Mil-Std-883 Mil-Std-Ba3 Mil-Std-883 Mil-Std-883 Mil-Std-883 Mil-Std-883 

Method 1014 Method 1010 Method 1011 Method 2024 Method 2019 Method 1014 Method 2009 

External Visual Fine/Gross Leak Fine/Gross Leak External Visual 
Mil-Std-883 Mil-Std-883 Mil-Std-883 Mil-Std-883 

Method 2009 Method 1014 Method 1014 Method 2009 

External Visual External Visual 
Mil-Std-883 Mil-Std-883 

Method 2009 Method 2009 
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Die and Wafer Odl -
Description 
Unitrode offers most of our products in die and/or wafer form through our die distributors. 
Unitrode's die utilize either linear bipolar or BiCMOS process technology featuring tight beta 
controls and resistor matching techniques. Die thickness is either 12 mils or 15 mils, +/- 1 mil. 
Interconnects are an alloy of copper and aluminum (to reduce the possibility of 
electromigration). Most product's backside material is pure silicon. 

Testing 
All products are tested at two separate points: (1) wafer process parameter in-line probing and 
(2) ambient electrical test probing. Die are tested to full data sheet specifications, with the ex
ception of some high power or high speed devices where production probe equipment limit the 
test environment. 

Inspection 
Unitrode performs visual inspections on military grade die to MIL-STD-883, Method 2010, con
ditions A or B, or to individual customer specifications. Die is supplied in ''waffle pack" or single 
wafer form. Standard wafers are 1 00 mils, generic 4- or 6-inch diameter. 

Ordering 
Product is available from Unitrode's authorized die distributors, and part numbers end with the 
suffix "c" for chip form or "chipwfr" for wafer form. 
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New Interface Products from Unitrode [1JJ -
Small Computer Systems Interface (SCSI) 

UCC5510 Low Voltage Differential (LVD/SE) SCSI 9 Line Terminator ........... 3-5 
UCC5628 Multimode SCSI 14 Line Terminator ........................... 3-78 
UCC5638 Multimode SCSI 15 Line Terminator ........................... 3-94 
UCC5639 Miltimode SCSI 15 Line Terminator with Reverse Disconnect ....... 3-99 
UCC5640 Low Voltage Differential (LVD) SCSI 9 Line Terminator ........... 3-104 
UCC5641 Low Voltage Differential (LVD/SE) SCSI 9 Line 

Terminator Reverse Disconnect. .................................. 3-108 
UCC5672 Multi-mode (LVD/SE) SCSI 9 Line Terminator .................. 3-120 

Bus Bias Generators 
UC561 Low Voltage Differential SCSI (LVD) 27 Line Regulator Set ............ 4-7 
UC563 32 Line VME Bus Bias Generator ............................... 4-10 

Hot Swap Power Manager™ ICs 
UCC3917 Positive Floating Hot Swap Power Manager ..................... 5-53 
UCC3981 Universal Serial Bus Hot Swap Power Controller ................. 5-88 
UCC39811 Universal Serial Bus Hot Swap Power Controller ................ 5-91 
UCC3985 Programmable CompactPCI Hot Swap Power Manager ............ 5-94 
UCC3995 Simple Single Channel External N-FET Hot Swap Power Manager ... 5-98 
UCC3996 Dual Sequencing Hot Swap Power Manager ................... 5-100 

Drivers/Receiver Transceivers 
UC5351 CAN Transceiver with Voltage Regulator ......................... 6-27 
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Selection Guides - PWM Control [1:D -
PWMContro/ 

Current Mode Controllers .................................................... 3-1 
Dedicated DC/DC Controllers ................................................ 3-13 
MicroProcessor Power Controllers ............................................ 3-16 
MicroProcessor Power Support ............................................... 3-18 
Post Regulation Controllers .................................................. 3-19 
Secondary Side PWM Control. ............................................... 3-20 
Resonant Mode / Transition Mode Controllers ................................... 3-21 
Voltage Mode Controllers ................................................... 3-25 

PWM Control 

UNITRODEPARTNUMBER 
Current Mode Controllers 

UCC3800 UCC3801 UCC3802 

Application OC-OCand OC-OCand Off-line Battery Battery 
Topology Buck, Boost Buck, Boost Forward, Flyback 
Voltage Reference Tolerance 1.5% 1.5% 1.5% 
Peak Output Current 1A 1A 1A 
Under Voltage Lockout 7.2V /6.9V 9.4V /7.4V 12.5V /8.3V 
Maximum Practical Operating 1MHz 1MHz 1MHz Frequency 

Outputs Single, Totem Single, Totem Single, Totem 
Pole Pole Pole 

Startup Current 1001lA 1001lA 1001lA 
Leading Edge Blanking y y y 

Soft Start y y y 

Maximum Duty Cycle 100% 50% 100% 
Separate Oscillator I Synchronization 
Terminal 

ON-42A, ON-48, ON-42A, ON-48, ON-42A, ON-48, 
ON-54, ON-65, ON-54, ON-65, ON-54, ON-65, Application I Design Note ON-89, U-97, ON-89, U-97, ON-89, U-97, 

U-133A U-133A U-133A 

Pin Count-:- 8 8 8 
Page Number PS/3-173 PS/3-173 PS/3-173 
All products feature Pulse-by-Pulse Current Limiting and UVLO unless otherwise noted. 
+ The smallest available pin count for thru-hole and surface mount packages. 
+ New Product 
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UCC3803 
OC-OCand 

Battery 
Buck, Boost 

1.5% 
1A 

4.1V /3.6V 

1MHz 

Single, Totem 
Pole 

1001lA 
y 
y 

100% 

ON-42A, ON-43, 
ON-46, ON-48, 

ON-54, ON-56A, 
ON-65, ON-89, 
U-97, U-133A 

8 
PS/3-173 

UCC3804 

Off-line 

Forward, Flyback 
1.5% 
1A 

12.5V /8.3V 

1MHz 

Single, Totem 
Pole 

1001lA 
y 
y 

50% 

ON-42A, ON-48, 
ON-54, ON-65, 
ON-89, U-97, 

U-133A 

8 
PS/3-173 



Selection Guides - PWM Control 

PWM Control (cont.) 

Current Mode Controllers 
UNITRODE PART NUMBER 

UCC3805 UCC3806 UCC3807-1 

DC-DC and Isolated Output, 
Application Battery Push-pull DC-DC 

Controller 
Push-pull, Full Forward, Flyback Topology Forward, Flyback Bridge, Half Buck, Boost Bridge 

Voltage Reference Tolerance l.S% 1% 1.S% 
Peak Output Current lA O.SA lA 
Under Voltage Lockout 4.1V 13.6V 7.SV 16.7SV 7.2V 16.9V 
Maximum Practical Operating lMHz lMHz lMHz Frequency 

Outputs Single, Totem Dual Alternating, Single, Totem 
Pole Totem Pole Pole 

Startup Current 100jJA 100jJA 100jJA 
Leading Edge Blanking Y Y 
Soft Start y y y 

Maximum Duty Cycle SO% SO% I SO% Programmable 
Separate Oscillator / Synchronization y 
Terminal 

DN-42A, DN-43, 
DN-46, DN-48, DN-4S, DN-Sl, DN-48, DN-6S, Application / DeSign Note DN-S4, DN-S6A, DN-6S, U-97, U-97, U-133A DN-6S, DN-89, U-ll0,U-144 
U-97, U-133A 

Pin Count-:- 8 16 8 
Page Number PS/3-173 PS/3-180 PS/3-187 
All products feature Pulse-by-Pulse Current Umlting and UVLO unless otherwIse noted. 
+-The smallest available pIn count for thru-hole and surface mount packages. 
+ New Product 
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UCC3807-2 

Off-line 

Forward, Flyback 
Buck, Boost 

1.S% 
lA 

12.SV 18.3V 

lMHz 

Single, Totem 
Pole 

100jJA 
Y 
y 

Programmable 

DN-48, DN-6S, 
U-97, U-l33A 

8 
PS/3-187 

0dJ -
UCC3807-3 

DC-DC and 
Battery 

Forward, Flyback 
Buck, Boost 

1.S% 
lA 

4.3V 14.1V 

lMHz 

Single, Totem 
Pole 

l00jJA 
Y 
y 

Programmable 

DN-48, DN-6S, 
U-97, U-l33A 

8 
PS/3-187 



Selection Guides - PWM Control 

PWM Control (cont.) 

Current Mode Controllers 
UNITRODE PART NUMBER 

UCC3808-1 UCC3808-2 UCC3809-1 

DC-DC and Application Off-line Battery DC-DC 

Push-pull, Full Push-pull, Full Forward, Flyback, Topology Bridge, Half Bridge, Half Buck, Boost Bridge Bridge 
Voltage Reference Tolerance 2% 2% 5% 

Peak Output Current 0.5A Source, 1A 0.5A Source, 1A O.4A Source, 
Sink Sink 0.8ASink 

Under Voltage Lockout 12.5V 18.3V 4.3V 14.1V 10V 18V 
Maximum Practical Operating 1MHz 1MHz 1MHz Frequency 

Outputs Dual Alternating, Dual Alternating, Single, Totem 
Totem Pole Totem Pole Pole 

Startup Current 1301lA 1301lA 1001lA 
Leading Edge Blanking 
Soft Start y y y 

Maximum Duty Cycle 50%/50% 50%/50% 90% 
Separate Oscillator I Synchronization N/A Terminal 

Application I Design Note DN-65, U-97, DN-65, U-97, DN-65, DN-89, 
U-110, U-170 U-110, U-170 U-165, U-168 

Pin Count-:- 8 8 8 
Page Number PS/3-192 PS/3-192 PS/3-198 
All products feature Pulse-by-Pulse Current Limiting and UVLO unless otherwise noted . 
.. The smallest available pin count for thru-ho/e and surface mount packages. 
+ New Product 
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UCC3809-2 

Off-line 

Forward, Flyback, 
Buck, Boost 

5% 
0.4A Source, 

0.8A Sink 
15V 18V 

1MHz 

Single, Totem 
Pole 

1001lA 

y 

90% 

N/A 

DN-65, DN-89, 
U-165, U-168 

8 
PS/3-198 

0dJ -
UCC3810 
DualPWM 
Controller, 

Off-line, DC-DC 

Forward, Flyback 
Buck, Boost 

1.5% 

1A 

11.3V 18.3V 

1MHz 

Dual, Totem Pole 

1501lA 
Y 

50% 

Y 

DN-65, U-97, 
U-110, U-133A 

16 
PS/3-205 



Selection Guides - PWM Control 

PWM Control (cont.) 

Current Mode Controllers 
UNITRODE PART NUMBER 

UCC3813-0 UCC3813-1 UCC3813-2 

Application OC-OCand OC-OCand Off-line Battery Battery 
Topology Buck, Boost Buck, Boost Forward, Flyback 
Voltage Reference Tolerance 1.5% 1.5% 1.5% 
Peak Output Current 1A 1A 1A 
Under Voltage Lockout 7.2V 16.BV B.4V 17.4V 12.5V I B.3V 
Maximum Practical Operating 1MHz 1MHz 1MHz Frequency 

Outputs Single, Totem Single, Totem Single, Totem 
Pole Pole Pole 

Startup Current 10011A 10011A 10011A 
Leading Edge Blanking Y Y Y 
Soft Start y y y 

Maximum Duty Cycle 100% 50% 100% 
Separate Oscillator I Synchronization 
Terminal 

ON-42A, ON-4B, ON-42A, ON-4B, ON-42A, ON-4B, 

Application I Design Note ON-54, ON-65, ON-54, ON-65, ON-54, ON-65, 
ON-BB, U-B7, ON-BB, U-B7, ON-BB, U-B7, 

U-133A U-133A U-133A 

Pin Count-:. B B B 
Page Number PS/3-212 PS/3-212 PS/3-212 
All products feature Pulse-by-Pulse Current Limiting and UVLO unless otherwise noted. 
<0 The smallest available pin count for thru-hole and surface mount packages. 
+ New Product 
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UCC3813-3 
OC-OCand 

Battery 
Buck, Boost 

1.5% 
1A 

4.1V 13.6V 

1MHz 

Single, Totem 
Pole 

10011A 
Y 
y 

100% 

ON-42A, ON-43, 
ON-46, ON-4B, 

ON-54, ON-56A, 
ON-65, ON-BB, 
U-B7, U-133A 

B 
PS/3-212 

[ldJ -
UCC3813-4 

Off-line 

Forward, Flyback 
1.5% 
1A 

12.5V IB.3V 

1MHz 

Single, Totem 
Pole 

lOOI1A 
Y 
y 

50% 

ON-42A, ON-4B, 
ON-54, ON-65, 
ON-BB, U-B7, 

U-133A 

B 
PS/3-212 
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Selection Guides - PWM Control 

PWM Control (cont.) 

UNITRODE PART NUMBER 
Current Mode Controllers 

UCC3813-5 UC3823 UC3823A 

DC-DC and Application Battery DC-DC DC-DC 

Topology Forward, Flyback Buck, Boost Buck, Boost 
Voltage Reference Tolerance 1.5% 1% 1% 
Peak Output Current 1A 1.5A 2A 
Under Voltage Lockout 4.1V /3.6V 9.2V /B.4V 9.2V / B.4V 
Maximum Practical Operating 1MHz 1MHz 1MHz Frequency 

Single, Totem Single, Totem Single, Totem Outputs Pole Pole Pole 

Startup Current 100IJA 1.1mA 0.1mA 
leading Edge Blanking y y 

Soft Start y y y 

Maximum Duty Cycle 50% 100% Programmable, 
<100% 

Separate Oscillator I Synchronization y y 
Terminal 

ON-42A, ON-43, 
ON-46, DN-4B, U-97, U-111, U-97, U-110, 

Application I Design Note ON-54, ON-56A, U-131 U-111, U-12B, 
ON-65, ON-B9, U-131 
U-97, U-133A 

Pin Count-:- B 16 16 
Page Number PS/3-212 PS/3-219 PS/3-225 
All products feature Pulse-by-Pulse Current LimItIng and UVLO unless otherwise noted . 
.. The smallest available pIn count for thru-hole and surface mount packages. 
+ New Product 
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UC3823B 

Oft-line 

Buck, Boost 
1% 
2A 

16V / 10V 

1MHz 

Single, Totem 
Pole 

0.1mA 
y 
y 

Programmable, 
<100% 

y 

U-97, U-110, 
U-111, U-12B, 

U-131 

16 
PS/3-225 

[11J -
UC3824 

Synchronous 
Rectifier, Forward 

Converter 
Forward, Flyback 

1% 
1.5A 

9.2V /B.4V 

1MHz 

Dual 
Complementary, 

Totem Pole 
1.1mA 

y 

100% 

y 

U-111 

16 
PS/3-233 



Selection Guides - PWM Control 

PWM Control (cont.) 

Current Mode Controllers 
UNITRODE PART NUMBER 

UC3825 UC3825A UC3825B 

Application DC-DC DC-DC Off-line 

Push-pull, Full Push-pull, Full Push-pull, Full 
Topology Bridge, Half Bridge, Half Bridge, Half 

Bridge Bridge Bridge 
Voltage Reference Tolerance 1% 1% 1% 

Peak Output Current 1.5A 2A 2A 

Under Voltage Lockout 9.2V 1 S.4V 9.2V IS.4V 16V 1 10V 
Maximum Practical Operating lMHz lMHz lMHz Frequency 

Outputs Dual Alternating, Dual Alternating, Dual Alternating, 
Totem Pole Totem Pole Totem Pole 

Startup Current 1.lmA O.lmA O.lmA 
Leading Edge Blanking Y Y 
Soft Start y y y 

Maximum Duty Cycle 50%/50% Programmable Programmable, 
<50% 

Separate Oscillator I Synchronization y y y 
Terminal 

U-97, U-ll0, U-97, U-ll0, U-97, U-ll0, 
Application I Design Note U-lll U-lll, U-12S, U-lll, U-12S, 

U-131 U-131 
Pin Count(· 16 16 16 
Page Number PS/3-240 PS/3-225 PS/3-225 
All products feature Pulse-by-Pulse Current Limiting and UVLO unless otherwise noted. 
<+ The smallest available pin count for thru-hole and surface mount packages. 
o Pulse- by-Pulse Current Umiting Not Applicable. 
+ New Product 
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UC3826 ) 

Secondary Side, 
Average Current 

Mode 

Forward, Flyback, 
Buck, Boost 

1% 

0.25A 

S.4V 1 S.OV 

lMHz 

Single, Totem 
Pole 

NlA 
y 

Programmable, 
<50% 

y 

U-135, U-140 

24 
PS/3-247 

[1[J -
UC3827-1 

Multiple Output or 
High Voltage 

Output DC-DC 
Converters 

Buck Current 
Fed Push-pull 

4% 
Floating 1 A for 

Buck Stage, O.SA 
for Push-pull 

Drivers 
9V IS.4V 

500kHz 

Floating Buck, 
Push-pull 

lmA 

y 

90% for Buck 
Stage, 50% 1 50% 

for Push-pull 
Stage 

y 

24 
PS/3-257 



Selection Guides - PWM Control 

PWM Control (cont.) 

UNITRODE PART NUMBER 
Current Mode Controllers 

UC3827-2 UCC3830-4 UCC3830-5 
Multiple Output or 

Application High Voltage Microprocessor Microprocessor 
Output DC-DC Power Power 

Converters 

Topology Buck Voltage Fed Buck Buck Push-pull 
Voltage Reference Tolerance 4% 1%' 1%' 

Floating lA for 

Peak Output Current Buck Stage, O.SA 1.5A 1.5A for Push-pull 
Drivers 

Under Voltage Lockout 9V /S.4V 10.5V /IOV 10.5V /10V 
Maximum Practical Operating 500kHz 100kHz 200kHz Frequency 

Outputs Floating Buck, Single Single Push-pull 
Startup Current lmA 
leading Edge Blanking 
Soft Start y 

90% for Buck 

Maximum Duty Cycle Stage, 50% / 50% 95% 95% for Push-pull 
Stage 

Separate Oscillator I Synchronization y 
Terminal 
Application I DeSign Note 
Pin Count-:- 24 20 20 
Page Number PS/3-257 PS/3-263 PS/3-263 
All products feature Pulse-by-Pulse Current Limiting and UVLO unless otherwise noted . 
.. The smallest available pin count for thru-hole and surface mount packages . 
• Combined Reference, DAC, and Error Amplifier Tolerance. 
a Pulse- by-Pulse Current Limiting Not Applicable. 
+ New Product 
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UCC3830-6 

Microprocessor 
Power 

Buck 

1%' 

1.5A 

10.5V /10V 

400kHz 

Single 

95% 

20 
PS/3-263 

[1JJ -
UCC3839 ) 

Secondary Side, 
Average Current 

Mode Control 

Any Topology 

1% 

1 OmA to Drive 
Opto-coupler 

lMHz 

Opto-coupler 
Drive 

U-140 
14 

PS/3-276 



Selection Guides - PWM Control 

PWM Control (cont.) 

Current Mode Controllers 
UNITRODE PART NUMBER 

UC3841 UC3842 UC3842A 
Primary Side, 

Application Programmable, Off-line Off-line 
Off-line, DC-DC 

Topology Forward, Flyback, Forward, Flyback, Forward, Flyback, 
Buck, Boost Buck, Boost Buck, Boost 

Voltage Reference Tolerance 1% 1% 1% 
Peak Output Current lA lA lA 
Under Voltage Lockout 16V I 10V 16V 110V 
Maximum Practical Operating SookHz SookHz SOOkHz Frequency 

Outputs Single, Open Single, Totem Single, Totem 
Collector Pole Pole 

Startup Current 4.SmA lmA O.SmA 
Leading Edge Blanking 
Soft Start y 

Maximum Duty Cycle Programmable 100% 100% 
Separate Oscillator I Synchronization 
Terminal 

Trimmed 

Special Features Oscillator 
Discharge 
Current 

DN-27, DN-40, DN-26, DN-27, 
DN-29, DN-30, Application I Design Note DN-28 DN-89, U-l00A, DN-40, DN-89, U-l11 U-l00A, U-l11 

Pin Count-:- 18 8, 14 8, 14 
Page Number PS/3-281 PS/3-289 PS/3-296 
All products feature Pulse-by-Pulse Current Limiting and UVLO unless otherwise noted. 
+ The smallest available pin count for thru-ho/e and surface mount packages. 
+ New Product 
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UC3843 

DC-DC 

Forward, Flyback 
Buck, Boost 

1% 
lA 

8.4V 17.6V 

500kHz 

Single, Totem 
Pole 
lmA 

100% 

DN-27, DN-40, 
DN-89, U-l00A, 

U-l11 

8, 14 
PS/3-289 

[1D -
UC3843A 

DC-DC 

Forward, Flyback 
Buck, Boost 

1% 
lA 

8.SV 17.9V 

SOOkHz 

Single, Totem 
Pole 

O.SmA 

100% 

Trimmed 
Oscillator 
Discharge 
Current 

DN-26, DN-27, 
DN-29, DN-30, 
DN-40, DN-89, 
U-l00A, U-l11 

8, 14 
PS/3-296 



Selection Guides - PWM Control 

PWM Control (cont.) 

UNITRODE PART NUMBER 
Current Mode Controllers 

UC3844 UC3844A UC3845 
Application Off-line Off-line DC-DC 

Forward, Flyback Forward, Flyback Forward, Flyback Topology Buck, Boost Buck, Boost Buck, Boost 

Voltage Reference Tolerance 1% 1% 1% 
Peak Output Current 1A 1A 1A 
Under Voltage Lockout 16V I 10V 16V I 10V 8.4V 17.6V 
Maximum Practical Operating 500kHz 500kHz 500kHz Frequency 

Outputs Single, Totem Single, Totem Single, Totem 
Pole Pole Pole 

Startup Current 1mA 0.5mA 1mA 
leading Edge Blanking 
Soft Start 
Maximum Duty Cycle 50% 50% 50% 
Separate Oscillator I Synchronization 
Terminal 

Trimmed 

Special Features Oscillator 
Discharge 
Current 

DN-27, DN-40, DN-26, DN-27, DN-27,DN-40, 
Application I Design Note DN-89, U-100A, DN-29, DN-30, DN-89, U-100A, DN-40, DN-89, U-111 U-100A, U-111 U-111 

Pin Count<> 8, 14 8, 14 8, 14 
Page Number PS/3-289 PS/3-296 PS/3-289 
All products feature Pu/se-by-Pulse Current Umiting and UVLO unless otherwise noted • 
.. The smallest available pin count for thru-hole and surface mount packages. 
+ New Product 
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UC3845A 
DC-DC 

Forward, Flyback 
Buck, Boost 

1% 
1A 

8.5V 17.9V 

500kHz 

Single, Totem 
Pole 

0.5mA 

50% 

Trimmed 
Oscillator 
Discharge 
Current 

DN-26,DN-27, 
DN-29, DN-30, 
DN-40, DN-89, 
U-100A, U-111 

8,14 
PS/3-296 

Qd] -
UC3846 

Off-line, DC-DC 
Push-pull, Full 
Bridge, Haff 

Bridge 
1% 

0.5A 
7.7V 16.95V 

500kHz 

Dual Alternating, 
Totem Pole 

y 

50%/50% 

y 

DN-45, U-93, 
U-97, U-100A, 

U-111 

16 
PS/3-302 



Selection Guides - PWM Control 

PWM Control (cont.) 

Current Mode Controllers 
UNITRODE PART NUMBER 

UC3847 UC3848 ) UC3849 ) 

Average Current Secondary Side, 
. Application Off-line, DC-DC Mode, Off-line, Average Current 

DC-DC Mode 

Push-pull, Full Forward, Flyback, Topology Bridge, Half Forward, Flyback Buck, Boost Bridge 
Voltage Reference Tolerance 1% 1% 1% 
Peak Output Current 0.5A 2A 0.25A 
Under Voltage Lockout 7.7V 16.95V 13V 110V B.3V!7.9V 
Maximum Practical Operating 500kHz lMHz lMHz Frequency 

Outputs Dual Alternating, Single, Totem Single, Totem 
Totem Pole Pole Pole 

Startup Current 5001JA 
Leading Edge Blanking N/A N/A 
Soft Start y y 

Maximum Duty Cycle 50%/50% Programmable Programmable 
Separate Oscillator I Synchronization y y 
Terminal 

DN-45, U-93, 
Application I Design Note U-97, U-l00A, U-135, U-140 U-135, U-140 

U-111 
Pin Count·:· 16 16 24 
Page Number PS/3-302 PS/3-309 PS/3-317 
All products feature Pulse-by-Pulse Current Limiting and UVLO unless otherwise noted • 
.. The smallest available pin count for thru-hole and surface mount packages. 
o Pulse- by-Pulse Current Limiting Not Applicable. 
+ New Product 
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UC3851 
Off-line, 

Programmable, 
Primary Side 

Controller 

Forward, Flyback; 
Buck, Boost 

1% 
0.2A 

500kHz 

Single, Totem 
Pole 

4.5mA 
y 
y 

50% 

DN-2B 

lB 
PS/3-327 

0dJ -
UC3856 

Isolated Output, 
Push-pull 
Controller 

Push-pull, Full 
Bridge, Half 

Bridge 
1% 

1.5A 
7.7V !7.0V 

lMHz 

Dual Alternating, 
Totem Pole 

y 

50%/50% 

y 

DN-45, U-93, 
U-97, U-110 

16 
PS/3-333 



Selection Guides - PWM Control 

PWM Control (cant.) 

Current Mode Controllers 
UNITRODEPARTNUMBER 

UCC3880-4 UCC3880-5 UCC3880-6 

Microprocessor Microprocessor Microprocessor Application Power Power Power 

Topology Buck Buck Buck 

Voltage Reference Tolerance 1%* 1%* 1%* 

Peak Output Current 1.5A 1.5A 1.5A 

Under Voltage Lockout 10.5V I 10V 10.5V I 10V 10.5V I 10V 
Maximum Practical Operating 100kHz 200kHz 400kHz Frequency 

Outputs Single Single 

Startup Current 
Leading Edge Blanking 
Average Current Mode Y Y 
Foldback Current Limiting Y Y 
Soft Start 
Maximum Duty Cycle 95% 95% 
Separate Oscillator I Synchronization 
Terminal 

4 Bit 4 Bit 4 Bit 

Special Features Programmable Programmable Programmable 
Output Voltage, Output Voltage, Output Voltage, 
UV/OV Monitor UV/OV Monitor UV/OV Monitor 

Application I Design Note U-140 U-140 U-140 
Pin Count+!· 24 18 16 
Page Number PS/3-373 PS/3-373 PS/3-373 
All products feature Pulse-by-Pulse Current Limiting and UVLO unless otherwise noted . 
.. The smallest available pin count for thru-hole and surface mount packages • 
• Combined Reference, DAC, and Error Amplifier Tolerance. 
+ New Product 
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UCC3882 

Microprocessor 
Power 

Synchronous 
Buck 
1%* 

1.5A 

10.5V I 10V 

700kHz 

Dual, N-FET 
Drive 

Y 
Y 

95% 

5 Bit 
Programmable 
Output Voltage, 
Uv/OV Monitor 

U-140 
28 

PS/3-380 

[1JJ -
UCC3884 
Off-Line or 

DC-DC 
Frequency 
Foldback 
Controlier 

Forward, Flyback, 
Buck, Boost 

2% 
0.5A Source, 1A 

Sink 
8.9V 18.3V 

750kHz 

Single 

200llA 

y 

80% 

y 

DN-65, U-164 
16 

PS/3-393 
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PWM Control (cont.) 

Current Mode Controllers 
UNITRODE PART NUMBER 

UC3886 

Application Microprocessor 
Power 

Topology Buck 
Voltage Reference Tolerance 1.5% 
Peak Output Current 1.5A 
Under Voltage Lockout 1 O.3V / 10.05V 
Maximum Practical Operating 400kHz Frequency 
Outputs Single 
Startup Current 
Leading Edge Blanking 
Average Current Mode 
Foldback Current Limiting 
Soft Start 
Maximum Duty Cycle 95% 
Separate Oscillator I Synchronization 
Terminal 

External 
Special Features Reference Input, 

Use with UC391 0 

Application / Design Note U-140, U-156, 
U-157 

Pin Count+:- 16 
Page Number PS/3-400 
All products feature Pulse-by-Pulse Current Limiting and UVLO unless otherwise noted. 
(+ The smallest available pin count for thru-hole and surface mount packages. 
+ New Product 

3-12 
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PWM Control (cont.) 

Dedicated DCfDC Controllers 
UNITRODE PART NUMBER 

UC2577-12 UC2577-15 

Description Simple Step-up Voltage Simple Step-up Voltage 
Regulator Regulator 

3A Step-up Switching 3A Step-up Switching 

Application Regulator for Boost, Flyback, Regulator for Boost, Flyback, 
and Forward Converter and Forward Converter 

Applications Applications 
Output Voltage 12V 15V 

-Circuit Requires Few -Circuit Requires Few 
External Components External Components 

-NPN Output Switches 3A -NPN Output Switches 3A 
Special Features -Current Mode Operation for -Current Mode Operation for 

Improved Response Improved Response 

- Fixed and Adjustable Output - Fixed and Adjustable Output 
Versions Available Versions Available 

Application I Design Note DN-47, DN-49 DN-47, DN-49 
Pin Count·:· 5 5 
Page Number PS/3-31 PS/3-31 
All products feature Pulse-by-Pulse Current Limiting and UVLO unless otherwise noted • 
.. The smallest available pin count for thru-ho/e and surface mount packages. 
+ New Product 

3-13 
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UC2577-ADJ 

Simple Step-up Voltage 
Regulator 

3A Step-up Switching 
Regulator for Boost, Flyback, 

and Forward Converter 
Applications 
Adjustable 

-Circuit Requires Few 
External Components 

- NPN Output Switches 3A 

- Current Mode Operation for 
Improved Response 

- Fixed and Adjustable Output 
Versions Available 

DN-49 
5 

PS/3-36 
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PWM Control (cant.) 

Dedicated DC/DC Controllers 
UNITRODEPARTNUMBER 

UC3572 UC3573 UC3578 

Low Power, High Low Power, High 
Application Efficiency, Spot Efficiency, Spot DC-DC 

Regulator Regulator 

Negative Output Topology Flyback Buck Buck 

Voltage Reference Tolerance 2% 2% 2% 

Peak Output Current 0.5A 0.5A 0.6A Source, 
0.8ASink 

Maximum Practical Operating 300kHz 300kHz 100kHz Internal 
Frequency Oscillator 

Outputs Single, Totem Single, Totem Single, Floating 
Pole Pole Totem Pole 

Startup Current N/A 
VoltageFeedforward 
Soft Start y 

Maximum Duty Cycle 100% 100% 90% 
Separate Oscillator I Synchronization 
Terminal 
Application I Design Note DN-70 U-167 
Pin Count-:· 8 8 16 
Page Number PS/3-108 PS/3-112 PS/3-116 
All products feature Pulse-by-Pulse Current Limiting and UVLO unless otherwise noted. 
+ The smallest available pin count for thru-hole and surface mount packages. 
+ New Product 

3-14 

UCC3585+ 
Low Input Voltage 

Synchronous 
Buck Regulator 

with Output 
Voltage Tracking 

Voltage Mode 
Synchronous 

Buck 
1% 

0.5A 

700kHz 

P FETIN FET 
Synchronous 

2.3mA 
N 
y 

100% 

N 

16 
PS/3-154 
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PWM Control (cont.) 

UNITRODE PART NUMBER 
Dedicated DC/DC Controllers 

UCC39401+ UCC3941 UCC39411/2/3+ 

Description Low Voltage Boost 1V Synchronous Boost 1V Low Power Boost 
Controller / Charger Converter Controller 

High Efficiency Integrated High Efficiency Low Power 
Application Pager Power Boost Converter Synchronous Boost 

Conversion 

- High Efficiency Boost - Full Load Startup at 1V -200mW Output Power with 

-1V Input - Power Limit Control Battery Voltages as low as 
0.8V 

- Battery Charger -Auxiliary 9V Supply -Power Limit Control 
Special Features -Backup LDO - Output Disconnect -Adaptive Current Mode 

-Shutdown Mode Control 

- Auxiliary 7V Supply 

-Shutdown Mode 
Application I Design Note 
Pin Count-:· 20 8 8 
Page Number ppn-34 ppn-45 ppn-58 

Dedicated DC/DC Controllers 
UNITRODE PART NUMBER 

UCC39421/2+ UCC3954 

Description Multimode HF PWM Controller Single Cell Lithium-Ion 
to 3.3V Converter 

Application High Efficiency Boost, Sepic High Efiiciency Flyback 
Flyback Converter Converter 

-2mHz Operation -Fixed 3.3V Output 

-1.8V Input -750mA Output Current 
Special Features -Current Limit - Low Battery Warning 

-Power-on Reset - Low Battery Disconnect 

-Low Voltage Detect -Shutdown Mode 
Application / Design Note 
Pin Count·:· 16,20 8 
Page Number ppn-66 ppn-93 
All products feature Pulse-by-Pulse Current Limiting and UVLO unless otherwise noted • 
.. The smallest available pin count for thru-hole and surface mount packages. 
+ New Product 

3-15 
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PWM Control (cont.) 

MicroProcessor UNITRODE PART NUMBER 
Power Controllers UCC3588+ UCC3830·4 UCC3830·5 

Synchronous Microprocessor Microprocessor Application Buck Regulator 
with 5 Bit DAC Power Power 

--
Voltage Mode 

Topology Synchronous Buck Buck 
Buck 

Voltage Reference Tolerance 1% 1%' 1%' 
Peak Output Current lA 1.5A 1.5A 
Maximum Practical Operating 700kHz 100kHz 200kHz Frequency 

Outputs Dual NFET Single Single Synchronous 
Soft Start y 

Average Current Mode y y 

FoldbackCurrent Limiting y y 

Maximum Duty Cycle 100% 95% 95% 
5 Bit 5 Bit 

Special Features Programmable Programmable 
Output Voltage, Output Voltage, 
UV/OV Monitor UV/OV Monitor 

Application I Design Note 
Pin Count-:- 16 20 20 
Page Number PSl3·163 PSl3·263 PS/3·263 
All products feature Pulse-by·Pulse Current Limiting and UVLO unless otherwise noted. 
+ The smallest available pin count for thru-hole and surface mount packages • 
• Combined Reference, DAC, and Error AmpliNer Tolerance. 
+ New Product 

3-16 

UCC3830·6 

Microprocessor 
Power 

Buck 

1%' 
1.5A 

400kHz 

Single 

y 
y 

95% 
5 Bit 

Programmable 
Output Voltage, 
UV/OV Monitor 

20 
PS/3-263 

[1£] -
UCC3880·4 

Microprocessor 
Power 

Buck 

1%' 
1.5A 

100kHz 

Single 

y 
y 

95% 
4 Bit 

Programmable 
Output Voltage, 
Uv/OV Monitor 

U·140 
20 

PSl3·373 
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PWM Control (cont.) 

MicroProcessor UNITRODE PART NUMBER 
Power Controllers UCC3880-5 UCC3880-6 UCC3882 

Application Microprocessor Microprocessor Microprocessor 
Power Power Power 

Topology Buck Buck Synchronous 
Buck 

Voltage Reference Tolerance 1%" 1%" 1%" 
Peak Output Current 1.5A 1.5A 1.5A 
Maximum Practical Operating 200kHz 400kHz 700kHz Frequency 

Outputs Single Single Dual, N-FET 
Drive 

Soft Start 
Average Current Mode y y y 

FoldbackCurrent Limiting y y y 

Maximum Duty Cycle 95% 95% 95% 
4 Bit 4 Bit 5 Bit 

Special Features Programmable Programmable Programmable 
Output Voltage, Output Voltage, Output Voltage, 
UV/OV Monitor UVIOV Monitor UV/OV Monitor 

Application / Design Note U-140 U-140 U-140 
Pin Count-:· 20 20 28 
Page Number PS/3-373 PS/3-373 PS/3-380 
All products feature Pulse-by-Pulse Current Limiting and UVLO unless otherwise noted • 
.. The smallest available pin count for thru-hole and surface mount packages. 
"Combined Reference, DAC, and Error Amplmer Tolerance. 
+ New Product 

3-17 
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PWM Control (cont.) 

MicroProcessor UNITRODE PART NUMBER 
Power Support UCC391+ UC3910 

Description 5-Bit DAC 5V Operation Reference, 4-bit DAC and 
Fault Monitor 

Sets Control Vol~g~ for Sets Control Voltage for 
Application UC3886 and other Precision UC3886, UC3870 and other 

PWMs Precision PWMS 

-.5V Operation -4-bit DAC Sets Output 

-1 % Combined Reference Voltage of PWM, Meets Intel 

and DAC Tolerance VID Code 

Special Features 
-Meets VID Code for Pentium -1% Combined Reference 

II Processors and DAC Tolerance 

-Over and Under Voltage 
Monitoring and Protection 

Application I Design Note U-157, U-158 
Pin Count-:- 8 16 
Page Number PS/3-434 PS/3-437 
All products feature Pulse-by-Pulse Current Limiting and UVLO unless otherwise noted. 
+ The smallest available pin count for thru-ho/e and surface mount packages. 
+ New Product 

3-18 
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UCC3946 

Microprocessor Supervisor 
with Watchdog Timer 

Accurate Microprocessor 
Supervision 

- Programmable Reset Period 

- Programmable Watchdog 
Period 

-1.5% Accurate Threshold 

-4mAIDD 

8 
PPI7-88 
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PWM Control (cont.) 

Post Regulation Controllers 
UCC3583 

UNITRODE PART NUMBER 

UC3584 UC3838A 
DC-DC 

Application Secondary Side Secondary Side Mag-Amp 
Post Regulation Synchronous Controller 

Post Regulator 
Topology Buck Buck 
Voltage Reference Tolerance 1.S% 1% 1% 

Peak Output Current 1.SA Source, 1.SA Source and 120mAReset 
O.SA Sink Sink Current 

Maximum Practical Operating SOOkHz 1MHz Frequency 
Undervoltage Lockout 9.0V IB.4V 10.SV IB.BV N/A 

Outputs Single, Totem Single, Totem 
Pole Pole 

Startup Current 100IJA NlA 

Voltage Feedforward N/A 
Soft Start y y 

Maximum Duty Cycle 9S% 94% 
Separate Oscillator I y y 
Synchronization Terminal 

-For Both Single -Can Use -DuaIOp-Amps 
Ended and Existing --120V Reset Center Tapped Windings Driver Secondary -Internally Circuits Regulated 1SV 

-Operation Boost Supply 
Special Features From Floating Bias for Low 

Supply Voltage 
Referenced to Applications 
Output -Short Circuit 

Protection with 
Programmable 
Delay 

Application I Design Note DN-64 DN-64, DN-B3 DN-47 
Pin Count-:· 14 16 16,20 
Page Number PS/3-139 PS/3-14B PS/3-272 

All products feature Pulse-by-Pulse Current Limiting and UVLO unless otherwise noted. 
<0> The smallest available pin count for thru-hole and surface mount packages. 
+ New Product 

3-19 
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PWM Control (cont.) 

Secondary Side UNITRODE PART NUMBER 
PWM Control UC3826 UCC3839 ) UC3849 ) 

Secondary Side, Secondary Side, Secondary Side, 
Application Average Current Average Current Average Current 

Mode Mode Control Mode 

Topology Forward, Flyback, Any Topology Forward, Flyback, 
Buck, Boost Buck, Boost 

Voltage Reference Tolerance 1% 1% 1% 

Peak Output Current O.25A lOrnA to Drive O.25A apto-coupler 
Undervoltage Lockout 8.4V 18V 8.3V 17.9V 

Maximum Practical Operating 1MHz 1MHz 1MHz Frequency 

Outputs Single, Totem apto-coupler Single, Totem 
Pole Drive Pole 

Startup Current 
Leading Edge Blanking NlA N/A 
Soft Start y y 

Maximum Duty Cycle Programmable Programmable 

Separate Oscillator I y y 
Synchronization Terminal 

Special Features 

Application I Design Note U-135, U-l4D U-140 U-135, U-140 
Pin Count .:. 24 14 24 
Page Number PS/3-247 PS/3-276 PS/3-317 
All products feature Pulse-by-Pulse Current Limiting and UVLO unless otherwise noted • 
.. The smallest available pin count for thru-ho/e and surface mount packages. 
o Pulse- by-Pulse Current Limiting Not Applicable. 
+ New Product 
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UCC3960+ 

Primary-Side 
Startup Control 

5% 

1.5A 

10V 18V 
400kHz 

Synchronizable 
Switching 
Frequency 

Single 

150llA 
NlA 
y 

DN-99 
8 

PS/3-442 

[1::D -
UCC3961+ 

Primary-Side 
Startup Control 

5% 

1.5A 

10V 18V 
400kHz 

Synchronizable 
Switching 
Frequency 

Single 

150llA 
N/A 
y 

Programable V-S 
Clamp 

o Multimode 
avc 
Protection, 

oProgramable 
aVand UV, 

o Self Bias 
Regulation. 

DN-99 
14 

PS/3-450 
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PWM Control (cont.) 

UNITRODE PART NUMBER 
Soft Switching Controllers 

UCC3580-1 * UCC3580-2* UCC3580-3* UCC3580-4* 

Active Clamp / Active Clamp / Active Clamp / Application ResetPWM ResetPWM ResetPWM 

Topology Forward, Flyback Forward, Flyback Forward, Flyback 

Voltage Reference Tolerance 1.5% 1.5% 1.5% 
Peak Output Current lA/O.5A lA/O.5A lA/O.5A 
Undervoltage Lockout 9V /8.5V 15V /8.5V 9V /8.5V 
Maximum Practical Operating lMHz lMHz lMHz Frequency 

Dual Dual Dual 

Outputs Complementary, Complementary, Complementary, 
Totem Pole, Totem Pole Totem Pole Inverted Out2 

Startup Current 50j.tA 50j.tA 50IJA 
Voltage Feedforward Y Y Y 
Soft Start y y y 

Maximum Duty Cycle Programmable Programmable Programmable 
Separate Oscillator I y y y 
Synchronization Terminal 
Application I Design Note DN-65 DN-65 DN-65 
Pin Count + 16 16 16 
Page Number PS/3-122 PS/3-122 PS/3-122 
All products feature Pulse-by-Pulse Current Limiting and UVLO unless otherwise noted . 
.. The smallest available pin count for thru-ho/e and surface mount packages. * Does Not Feature Current Limiting. 

, + New Product 

3-21 

Active Clamp / 
ResetPWM 

Forward, Flyback 

1.5% 
lA/O.5A 
15V /8.5V 

lMHz 

Dual 
Complementary, 

Totem Pole, 
Inverted Out2 

50j.tA 
Y 
y 

Programmable 

y 

DN-65 
16 

PS/3-122 

[1dJ -
UC3860 

Off-line, DC-DC, 
Zero Current 

Switching 
Half Bridge, Full 

Bridge 
1% 
2A 

17 .3V /1 O.5V 

2M Hz 

Dual 
Programmable, 

Totem Pole 

300j.tA 

Programmable 

y 

24,28 
PS/3-341 



Selection Guides,.., PWM Control 

PWM Control (cont.) 

Soft Switching Controllers 
UNITRODEPARTNUMBER 

UC3861 UC3862 UC3863 

Off-line, Zero DC-DC and DC-DC and 
Application Battery, Zero Battery, Zero Voltage Switching Voltage Switching Voltage Switching 

Topology Half Bridge, Full Forward, Flyback Half Bridge, Full 
Bridge Bridge 

Voltage Reference Tolerance 1% 1% 1% 
Peak Output Current 1A 1A 1A 
Undervoltage Lockout 16.5V 110.5V 16.5V 110.5V 8V/7V 
Maximum Practical Operating 1MHz 1MHz 1MHz Frequency 

Outputs Dual Alternating, Single, Totem Dual Alternating, 
Totem Pole Pole Totem Pole 

Startup Current 1501J,A 1501J,A 1501J,A 
Voltage Feedforward 
Soft Start 
Maximum Duty Cycle 50%/50% 100% 50%/50% 
Separate Oscillator I 
Synchronization Terminal 
Application I Design Note U-122, U-138 U-l22, U-138 U-122, U-l38 
Pin Count .:. 16 16 16 
Page Number PS/3-349 PS/3-349 PS/3-349 
All products feature Pulse-by-Pulse Current Limiting and UVLO unless othel'Wlse noted . 
.. The smallest available pIn count for thru-hole and surface mount packages. 
+ New Product 

3·22 

UC3864 
DC-DC and 

Battery, Zero 
Voltage Switching 

Forward, Flyback 

1% 
1A 

8V 17V 

1MHz 

Single, Totem 
Pole 

1501J,A 

100% 

U-122, U-138 
16 

PS/3-349 

O::JJ -
UC3865 

Off-line, Zero 
Current Switching 

Half Bridge, Full 
Bridge 

1% 
.1A 

16.5V 110.5V 

1MHz 

Dual Alternating, 
Totem Pole 

1501J,A 

50%/50% 

U-122, U-138 
16 

PS/3-349 
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PWM Control (cont.) 

UNITRODE PART NUMBER 
Soft Switching Controllers 

UC3866 UC3867 UC3868 

Off-line, Zero DC-DC and DC-DC and 
Application Current Switching Battery, Zero Battery, Zero 

Current Switching Current Switching 

Topology Forward, Flyback Half Bridge, Full Forward, Flyback Bridge 
Voltage Reference Tolerance 1% 1% 1% 
Peak Output Current 1A 1A 1A 
Undervoltage Lockout 16.5V 1 10.5V 8V 17V 8V 17V 
Maximum Practical Operating 1MHz 1MHz 1MHz Frequency 

Single, Totem Dual Alternating, Single, Totem Outputs Pole Totem Pole Pole 

Startup Current 150(JA 150(JA 150(JA 

Soft Start 
Maximum Duty Cycle 100% 50%/50% 100% 
Separate Oscillator I 
Synchronization Terminal 

Application I Design Note U-122, U-138 U-122, U-138 U-122, U-138 

Pin Count .:. 16 16 16 
Page Number PS/3-349 PS/3-349 PS/3-349 
All products feature Pulse-by-Pulse Current Umiting and UVLO unless otherwise noted • 
.. The smallest available pin count for thru-ho/e and surface mount packages. 
+ New Product 

3-23 

UC3875 
Zero Voltage 

Transition, Phase 
Shifted Bridge 

Full Bridge 

1% 
2A 

1 0.75V 1 9.5V 

1MHz 

Quad Phase 
Shifted, Totem 

Pole 

150(JA 
y 

100% 

y 

DN-63, U-111, 
U-136A 
20,28 

PS/3-357 

[1:D -
UC3876 

Zero Voltage 
Transition, Phase 

Shifted Bridge 

Full Bridge 

1% 
2A 

15.25V 19.25V 

1MHz 

Quad Phase 
Shifted, Totem 

Pole 

150(JA 
y 

100% 

Y 

DN-63, U-111, 
U-l36A 
20,28 

PS/3-357 
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PWM Control (cont.) 

UNITRODE PART NUMBER 
Soft Switching Controllers 

UC3877 UC3878 UC3879 

Zero Voltage Zero Voltage Zero Voltage 
Application Transition, Phase Transition, Phase TransHion, Phase 

Shifted Bridge . Shifted Bridge Shifted Bridge 

Topology Full Bridge Full Bridge Full Bridge 
Voltage Reference Tolerance 1% 1% 1% 
Peak Output Current 2A 2A O.lA 

Selectable 
Undervoltage Lockout 1 0.75V I 9.5V 15.25V 19.25V 10.75V I 9.5V, 

15.25V I 9.25V 
Maximum Practical Operating 1MHz 1MHz 300kHz Frequency 

Quad, Phase Quad Phase Quad Phase 
Outputs Shifted, Totem Shifted, Totem Shifted, Totem 

Pole Pole Pole 
Startup Current 15011A 15011A 15011A 
Leading Edge Blanking 
Soft Start y y y 

Maximum Duty Cycle 100% 100% 100% 
Separate Oscillator / y y y 
Synchronization Terminal 

Application / Design Note ON-63, U-111, ON-63, U-111, ON-63, U-111, 
U-136A U-l36A U-136A, U-l54 

Pin Count .:. 20,28 20,28 20 
Page Number PS/3-357 PS/3-357 PS/3-367 
All products feature Pulse-by-Pulse Current Limiting and UVLO unless otherwise noted • 
.. The smallest available pIn count for thru-hole and surface mount packages. 
+ New Product 

UCC3895+ 
Zero Voltage 
Transition, 

Phase, Shifted 
Bridge 

Full Bridge 
1% 

O.lA 

11V/9V 

1MHz 

Quad, Phase 
Shifted, Totem 

Pole 

15011A 

y 

100% 

y 

ON-63, U-l36A 

20 
PS/3-425 
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PWM Control (cont.) 

UNITRODE PART NUMBER 
Voltage Mode Controllers 

UC3524+ UC3524A UC3525A 
Fixed Frequency Fixed Frequency Fixed Frequency 

Application PWM, Off-line, PWM, Off-line, PWM, Off-line, 
DC-DC DC-DC DC-DC 

Topology Forward, Flyback, Forward, Flyback, Full Bridge, Half 
Buck, Boost Buck, Boost Bridge 

Voltage Reference Tolerance 4% 1% 1% 
Peak Output Current 100mA 200mA 400mA 
Undervoltage Lockout 7.5V 17V 7V 
Maximum Practical Operating 300kHz 500kHz 500kHz Frequency 

Outputs Dual Alternating, Dual Alternating, Dual Alternating, 
Uncommitted Uncommitted Totem Pole 

Startup Current 4mA 
Voltage Feedforward 
Soft Start y 

Maximum Duty Cycle 50%/50% 50%/50% 50%/50% 
Separate Oscillator I y y y 
Synchronization Terminal 
Application I DeSign Note DN-36 
Pin Count .:. 16 16 16 
Page Number PS/3-43 PS/3-48 PS/3-54 
All products feature Pulse-by-Pulse Current Limiting and UVLO unless otherwise noted. 
+ The smallest available pin count for thru-hole and surface mount packages. 
'" Does Not Feature UVLO. 
+ New Product 

3-25 

UC3525B 
Fixed Frequency 
PWM, Off-line, 

DC-DC 
Full Bridge, Half 

Bridge 
0.75% 
200mA 

7V 

500kHz 

Dual Alternating, 
Totem Pole 

y 

50%/50% 

y 

DN-36 
16 

PS/3-61 
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UC3526 

Fixed Frequency 
PWM, Off-line, 

DC-DC 
Full Bridge, Half 

Bridge 
1% 

100mA 
Y 

400kHz 

Dual Alternating, 
Totem Pole 

y 

50%/50% 

y 

16 
PS/3-68 
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PWM Control (cont.) 

UNITRODE PART NUMBER 
Voltage Mode Controllers 

UC3526A UC3527A UC3527B 
Fixed Frequency Fixed Frequency Fixed Frequency 

Application PWMOff-line, PWM, Off-line, PWM, Off-fine, 
DC-DC DC-DC DC-DC 

Topology Full Bridge, Full Bridge, Half Full Bridge, Half 
Half Bridge Bridge Bridge 

Voltage Reference Tolerance 1% 1% 0.75% 
Peak Output Current 100mA 400mA 200mA 
Undervoltage Lockout Y 7V 7V 
Maximum Practical Operating 550kHz 500kHz 500kHz Frequency 

Outputs Dual Alternating, Dual Alternating, Dual Alternating, 
Totem Pole Totem Pole Totem Pole 

Startup Current 
Voltage Feedforward 
Soft Start y y y 

Maximum Duty Cycle 50%/50% 50%/50% 50%/50% 
Separate Oscillator I y y y 
Synchronization Terminal 

Application I Design Note DN-36 DN-36 

Pin Count .:. 18 16 16 
Page Number PS/3,75 PSl3-54 PS/3-61 
All products feature Pulse-by-Pulse Current Limiting and UVLO unless otherwise noted. 
+ The smallest available pin count for thru-ho/e and surface mount packages. 
+ New Product 

3-26 

UC3548 

Off-line, DC-DC 

Flyback, Forward 

1% 
2A 

13V I 10V 

1MHz 

Single, Totem 
Pole 

500llA 
Y 
y 

Programmable 

16 
PS/3-83 

~ -
UCC3570 

Wide Range, 
Off-line 

Forward, Flyback, 
Buck, Boost 

1% 
500mA 
13V 19V 

500kHz 

Single, Totem 
Pole 

851lA 
y 
y 

100% 

DN-48, DN-62, 
DN-65, U-150 

14 
PS/3-91 
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PWM Control (cont.) 

UNITRODE PART NUMBER 
Voltage Mode Controllers 

UCC35701+ UCC3580-1 * UCC3580-2* UCC3580-3* UCC3580-4* 
Wide Range Active Clamp I Active Clamp I Application DC-DC and ResetPWM ResetPWM Off-line 

Topology Forward, Flyback, Forward, Flyback Forward, Flyback Buck and Boost 
Voltage Reference Tolerance 1% 1.5% 1.5% 
Peak Output Current 1.2A 1A/0.5A 1A/0.5A 
Undervoltage Lockout 13V 19V 9V 18.5V 15V 18.5V 
Maximum Practical Operating 700kHz 1MHz 1MHz Frequency 

Dual Dual 
Outputs Single, Totem Complementary, Complementary, Pole Totem Pole Totem Pole 

Startup Current 130fJA 50fJA 50fJA 
Voltage Feedforward Y Y Y 
Soft Start y y y 

Maximum Duty Cycle 100% Programmable Programmable 
Separate Oscillator I y y y 
Synchronization Terminal 

Application I Design Note ON-48, ON-62, ON-65 ON-65 ON-65, U-150 
Pin Count.:. 14 16 16 
Page Number PS/3-99 PS/3-122 PS/3-122 
All products feature Pulse-by-Pulse Current Limiting and UVLO unless otherwise noted. 
+ The smallest available pin count for thru-hole and surface mount packages. * Does Not Feature Current Limiting. 
+ New Product 

3-27 

Active Clamp I Active Clamp I 
ResetPWM ResetPWM 

Forward, Flyback Forward, Flyback 

1.5% 1.5% 
1A/0.5A 1A/0.5A 
9V 18.5V 15V 18.5V 

1MHz 1MHz 

Dual Dual 
Complementary, Complementary, 

Totem Pole, Totem Pole, 
Inverted Out2 Inverted Out2 

50fJA 50fJA 
Y Y 
y y 

Programmable Programmable 

y y 

ON'65 ON-65 

16 16 
PS/3-122 PS/3-122 
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PWM Control (cont.) 

Voltage Mode Controllers 
UNITRODE PART NUMBER 

UCC3581 UCC3588+ UCC3888 
Off-line, Primary Synchronous 

Application Side PWM for Buck Regulator Oil-line Power 
ISDN with 5 Bit OAC Supply Controller 

Applications 
Voltage Mode 

Topology Forward, Flyback Synchronous Flyback 
Buck 

Voltage Reference Tolerance 1.5% 1% 3% 
Peak Output Current lA lA O.15A 
Undervoltage Lockout 7.3V /6.BV 10.5V /10V B.4V /6.3V 
Maximum Practical Operating 100kHz 700kHz 250kHz Frequency 

Outputs Single, Totem Dual NFET Single, Totem 
Pole Synchronous Pole 

Startup Current 1001JA 1501JA 
Voltage Feedforward Y 
Soft Start y y 

Maximum Duty Cycle Programmable 100% 55% 
Separate Oscillator / y 
Synchronization Terminal 

Application I Design Note DN-4B,ON65 ON-59A, U-149A 

Pin Count .:. 14 16 B 
Page Number PS/3-131 PS/3-163 PS/3-407 
All products feature Pulse-by-Pulse Current Limiting and UVLO unless otherwise noted • 
.. The smallest available pin count for thru-ho/e and surface mount packages. 
+ New Product 
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Oil-line Power 
Supply Controller 

Flyback 

3% 
O.15A 

B.4V /6.3V 

250kHz 

Single, Totem 
Pole 

1501JA 
Y 

55% 

ON-59A, ON-65, 
U-149A 

B 
PS/3-412 

O:JJ -
UCC3890 

Off-line Battery 
Charge Controller 

Flyback 

4% 
O.15A 

B.6V /6.3V 

250kHz 

Single, Totem 
Pole 

Y 

NlA 

B 
PS/3-41B 



Selection Guides,..., PWM Control 

PWM Control (cont.) 

Voltage Mode Controllers 
UC494A1AC 

UNITRODE PART NUMBER 
UC495A/AC 

Application DC-DC DC-DC 
Buck, Boost, Buck, Boost, 

Topology Push-Pull, Half Push-Pull, Half 
Bridge Bridge 

Voltage Reference Tolerance 1% 1% 
Peak Output Current 200mA 200mA 
Undervoltage Lockout 5V / 4.7V 5V /4.7V 
Maximum Practical Operating 
Frequency 
Outputs Dual Floating Dual Floating 
Startup Current BmA BmA 
Voltage Feedforward 
Soft Start 
Maximum Duty Cycle 
Separate Oscillator I 
Synchronization Terminal 

Special Features On Chip39V 
Zener 

Application I Design Note DN-38 DN-38 
Pin Count .:. 1B 18 
Page Number PS/3-4BO PS/3-4BO 
All products feature Pulse-by-Pulse Current Umiting and UVLO unless otherwise noted. 
+ The smallest available pin count for thru-ho/e and surface mount packages. 
+ New Product 
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~UNITRODE 
UC2577-12115 

Simple Step-Up Fixed Voltage Regulators 
FEATURES 
• Requires Few External Components 

• NPN Output Switches 3.0A, 65V(max) 

• Extended Input Voltage Range: 3.0V to 40V 

• Current Mode Operation for Improved 
Transient Response, Line Regulation, and 
Current Limiting 

• Soft Start Function Provides Controlled 
Startup 

• 52kHz Internal Oscillator 

• Output Switch Protected by Current Limit, 
UVLO and Thermal Shutdown 

• Improved Replacement for LM2577 Series 

TYPICAL APPLICATIONS 
• Simple Boost and Flyback Converters 

• Transformer Coupled Forward Regulators 

• SEPIC Topology Permits Input Voltage to 
be Higher or Lower than Output Voltage 

• Multiple Output Designs 

BLOCK DIAGRAM 

V,N 

CIN 

3197 

DESCRIPTION 
The UC2577 family of devices provides all the active functions nec
essary to implement step-up (boost), flyback, and forward converter 
switching regulators. Requiring only a few components, these sim
ple regulators efficiently provide fixed output voltages of 12V or 15V 
as step-up regulators. 

The UC2577 series features a wide input voltage range of 3.0V to 
40V. An on-chip 3.0A NPN switch is included with undervoltage 
lockout, thermal protection circuitry, and current limiting, as well as 
soft start mode operation to reduce current during startup. Other 
features include a 52kHz fixed frequency on-chip oscillator with no 
external components and current mode control for better line and 
load regulation. 

For Applications Information, see the UC2577-ADJ data sheet, De
sign Note DN-48 "Versatile Low Power SEPIC Converter Accepts 
Wide Input Voltage Range", and Design Note DN-49 "UC2577 Easy 
Switcher Controls SEPIC Converter for Automotive Applications". 

3-31 

D 
SWITCH 

4 -------1 

Current 
Sense 
Resistor 

I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 

2 FB 

Rl : 
I 
I 
I 

R2 I 
I 
I 3 _______ J 

GND 

VOUT 

UDG-94036 



UC2577-12115 

UC2577-12 

ABSOLUTE MAXIMUM RATINGS (Note 1) 
Supply Voltage ................................... 45V 
Output Switch Voltage ... , ......................... 65V 
Output Switch Current (Note 2) . . . . . . . . . . . . . . . . . . . .. 6.0A 
Power Dissipation ...................... Internally Limited 
Storage Temperature Range ............. -e5°C to + 150°C 
Lead Temperature (Soldering, 10 sec.) .............. 260°C 
Maximum Junction Temperature ................... 150°C 
Minimum ESD Rating (C = 100pF, R = 1.5kn) .......... 2kV 

RECOMMENDED OPERATING RANGE 
Supply Voltage. . . . . . . . . . . . . . . . . . . . . . .. 3.0V ~ VIN ~ 40V 
Output Switch Voltage . . . . . . . . . . . . . . . . OV ~ VSWITCH ~ 60V 
Output Switch Current . . . . . . . . . . . . . . . . . . .. ISWITCH ~ 3.0A 
Junction Temperature Range. . . . . . . . .. -40°C ~ T J ~ + 125°C 

CONNECTION DIAGRAM 

5-Pin TO-220 (Top View) 
T Package 

10 1 JI 
Also available in TO-263 Package (TO). 

ORDERING INFORMATION 
UC2577T-12 
UC2577T-15 
UC2577TO-12 
UC2577TD-15 

5 Pin TO-220 Plastic Package 
5 Pin TO-220 Plastic Package 
5 Pin TO-263 Plastic Package 
5 Pin TO-263 Plastic Package 

ELECTRICAL CHARACTERISTICS Unless otherwise stated, these specifications apply for TA = -40°C to + 125°C, VIN = 
5V,IswITCH = 0, andTA =TJ. 

UC2577-12 
PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

System Parameters Circuit Figure 1 (Note 3) 
Output Voltage VIN = 5V to 10V, ILOAD = lOOmA to BOOmA 11.40 12.0 12.60 V 

TJ = 25°C 11.60 12.40 V 
Line Regulation VIN = 3.0V to 12V, ILOAD = 300mA 20 100 mV 

TJ = 25°C 50 mV 

Load Regulation VIN = 5V, ILOAD = 100mA to 800mA 20 100 mV 

TJ=25°C 50 mV 
Efficiency VIN = 5V, ILOAD = 800mA BO % 

Device Parameters 

Input Supply Current VFB = 14V (Switch Off) 7.5 14 mA 

TJ = 25°C 10 mA 

ISWITCH = 2.0A, VCOMP = 2.0V (Max Duty Cycle) 45 85 mA 

TJ = 25°C 70 mA 
Input Supply UVLO ISWITCH = lOOmA 2.70 2.95 V 

TJ = 25°C 2.B5 V 

Oscillator Frequency Measured at SWITCH Pin, ISWITCH = lOOmA 42 52 62 kHz 

TJ = 25°C 48 56 kHz 

Output Reference Voltage Measured at FB Pin, VIN = 3.0V to 40V, VCOMP = 1.OV 11.64 12 12.36 V 

TJ=25°C 11.76 12.26 V 

Reference Voltage Line Regulation VIN = 3.0V to 40V 7 mV 

FB Pin Input Resistance 9.7 kn 
Error Amp Transconductance ICOMP = -301lA to +301lA, VCOMP = 1.OV 145 370 615 I!mho 

TJ = 25°C 225 515 . !lcmho 
Error Amp Voltage Gain VCOMP = O.BV to 1.6V, RcoMP = 1.OMQ (Note 4) 25 80 VN 

TJ=25°C 50 VN 

3-32 



UC2577-12115 

ELECTRICAL CHARACTERISTICS Unless otherwise stated, these specifications apply for TA = -40°C to +125°C, VIN = 
5V, ISWITCH =0, and TA =TJ. 

UC2577-12 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

Device Parameters (cont.) 

Error Amplifier Output Swing Upper Limit VFB = 10.0V 2.0 2.4 V 

TJ = 25°C 2.2 V 

Lower Limit VFB = 15.0V 0.3 0.55 V 

TJ = 25°C 0.40 V 

Error Amp Output Current VFB = 1 O.OV to 15.0V, VCOMP = 10.0V ±90 ±200 ±400 IJ.A 
TJ = 25°C ±130 ±300 IJ.A 

Soft Start Current VFB = 10.0V, VCOMP = 0.5V 1.5 5.0 9.5 I1A 

TJ = 25°C 2.5 7.5 IJ.A 
Maximum Duty Cycle VCOMP = 1.5V, ISWITCH = 100mA 90 95 % 

TJ = 25°C 93 % 

Switch Transconductance 12.5 AN 
Switch Leakage Current VSWITCH = 65V, VFB = 1.5V (Switch Off) 10 600 IJ.A 

TJ = 25°C 300 IJ.A 
Switch Saturation Voltage ISWITCH = 2.0A, VCOMP = 2.0V (Max Duty Cycle) 0.5 0.9 V 

TJ = 25°C 0.7 V 

NPN Switch Current Limit VCOMP= 2.0V 3.0 4.3 6.0 A 

Thermal Resistance Junction to Ambient 65 °CIW 

Junction to Case 2 °CIW 
COMP Pin Current VCOMP=O 25 50 IJ.A 

TJ = 25°C 40 IJ.A 

VIN 

L 

lOOI!H ~" 10k VOUT 

\5 
4V1N5S"21 

VIN SWITCH 120 60 24 

220l!F r O.lI!F 
+COUT 

SW1 SW2 DVM 
.---! COMP FB ~ 6BOl!F O.lI!F 

2k UC2577 GND 
3 

0.331!F 

~"=- UDG·94037 

L = 415-0930 (AlE) D = any manufacturer 

Figure 1. Circuit Used to Specify System Parameters 

3-33 



UC2577-12115 

UC2577-15 

ABSOLUTE MAXIMUM RATINGS (Note 1) RECOMMENDED OPERATING RANGE 
Supply Voltage .................................. 45V Supply Voltage ........ : .............. 3.0V ::; VIN::; 40V 
Output Switch Voltage ............................. 65V . Output Switch Voltage ............... OV S VSWITCH S 60V 
Output Switch Current(Note 2) ..................... 6.0A Output Switch Current .................... ISWITCH::; 3.0A 
Power Dissipation ...................... Internally Limited Junction Temperature Range ......... -40°C ::; TJ::; + 125°C 
Storage Temperature Range ............. -65°C to +150°C 
Lead Temperature (Soldering, 10 sec.) ............. ; 260°C 
Maximum Junction Temperature ................... 150°C 

See Page 2 of this data sheet for Connection Diagram and Or
dering Information. 

Minimum ESD Rating (C = 100pF, R = 1.5k.Q) .......... 2kV 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these specifications apply for TA = -40°C to +125°C, VIN 
- 5V ISWITCH - 0 and T A TJ - , - , = 

UC2Sn-15 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

System Parameters Circuit Figure 2 (Note 3) 

Output Voltage VIN = 5V to 12V, ILOAD = 100mA to 600mA 14.25 15.0 15.75 V 

TJ = 25°C 14.50 15.50 V 

Line Regulation VIN = 3.0V to 12V, ILOAD = 300mA 20 100 mV 

TJ = 25°C 50 mV 

Load Regulation VIN = 5V, ILOAD = 100mA to 600mA 20 100 mV 

TJ = 25°C 50 mV 

Efficiency VIN = 5V, ILOAD = 600mA 80 % 

Device Parameters 

Input Supply Current VFS = 1.5V (Switch Off) 7.5 14 rnA 

TJ = 25°C 10 rnA 

ISWITCH = 2.0A, VCOMP = 2.0V (Max Duty Cycle) 45 85 rnA 

TJ = 25°C 70 rnA 

Input Supply UVLO ISWITCH = 100mA 2.70 2.95 V 

TJ = 25°C 2.85 V 

Oscillator Frequency Measured at SWITCH Pin, ISWITCH = 100mA 42 52 62 kHz 

TJ = 25°C 48 56 kHz 

Output Reference Voltage Measured at FB Pin, VIN = 3.0V to 40V, VCOMP = 1.0V 14.55 15 15.44 V 

TJ = 25°C 14.70 15.30 V 

Reference Voltage Line Regulation VIN = 3.0V to 40V 10 mV 

FB Pin Input Resistance 12.2 k.Q 

Error Amp Transconductance ICOMP = -30jJA to +30pA, VCOMP = 1.0V 110 300 500 Jlmho 

TJ = 25°C 170 420 Jlmho 

Error Amp Voltage Gain VCOMP = 0.8V to 1.6V, RCOMP = 1.0MO (Note 4) 20 65 VN 

TJ = 25°C 40 VN 

Error Amplifier Output Swing Upper Limit VFS = 12.0V 2.0 2.4 V 

TJ = 25°C 2.2 V 

Lower Limit VFS = 18.0V 0.3 0.55 V 

TJ = 25°C 0.40 V 

Error Amp Output Current VFS = 12.0V to 18.0V, VCOMP = 1.0V ±90 ±200 ±400 pA 

TJ = 25°C ±130 ±300 pA 

Soft Start Current VI'S = 12.0V, VCOMP = 0.5V 1.5 5.0 9.5 pA 

TJ = 25°C 2.5 7.5 pA 

Maximum Duty Cycle VCOMP = 1.5V, ISWITCH = 100mA 90 95 % 

TJ = 25°C 93 % 
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ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these specifications apply for TA = -40°C to + 125°C, VIN 
-5V ISWITCH-O andTA-TJ - , - -

PARAMETER TEST CONDITIONS MIN 

Device Parameters (cont.) 

Switch Transconductance 

Switch Leakage Current VSWITCH = 65V, VFB = 1.5V (Switch Off) 

TJ = 25°C 

Switch Saturation Voltage ISWITCH = 2.0A, VCOMP = 2.0V (Max Duty Cycle) 

TJ = 25°C 

NPN Switch Current Limit VCOMP=2.0V 3.0 

Thermal Resistance Junction to Ambient 

Junction to Case 

COMP Pin Current VCOMP=O 

TJ = 25°C 

VIN 
L 
~ 

D 1OOl1H 

4~·21 
10k 

\5 

VIN SWITCH 150 75 50 

22Ol1F 0.111F ,..---!. +COUT 
SW1 SW2 ;;. 

COMP FB ~ 68Ol1F 

3k UC2577-15 GND 

fO.33 11F 
3 

-'-

L = 415-0930 (AlE)" 

D = any manufacturer 

COUT = Sprague Type 673D 
Electrolytic 680llF, 20V 

Figure 2. Circuit used to specify system parameters. 

UC2Sn-1S 

TYP MAX UNITS 

12.5 AN 

10 600 J.tA 
300 J.tA 

0.5 0.9 V 

0.7 V 

4.3 6.0 A 

65 °CIW 

2 °CIW 

25 50 J.tA 
40 !LA 

VOUT 

0.111F 
DVM 

U DG-94038·1 

Note 1: Absolute Maximum Ratings indicate limits beyond which damage to the device may occur. Operating ratings indicate con
ditions during which the device is intended to be functional, but device parameter specifications may not be guaranteed un
der these conditions. For guaranteed specifications and test conditions, see the Electrical Characteristics. 

Note 2: Output current cannot be internally limited when the UC2577 is used as a step-up regulator. To prevent damage to the 
switch, its current must be externally limited to 6.0A. However, output current is internally limited when the UC2577 is used 
as a flyback or forward converler regulator. 

Note 3. External components such as the diode, inductor, input and output capacitors can affect switching regulator performance. 
When the UC2577 is used as shown in the Test Circuit, system performance will be as specified by the system parame
ters. 

Note 4: A 1.0Mn resistor is connected to the compensation pin (which is the error amplifier's output) to ensure accuracy in measur
ing A VOL . In actual applications, this pin's load resistance should be ?1 OMn, resulting in A VOL that is typically twice the 
guaranteed minimum limit. 

'(AlE) is AlE MagnetiCS, Div. Vernitron Corp., 2801 72nd Street Norlh, St. Petersburg, FL 33710. Tel. (813) 347-2181 

UNITRODE CORPORATION 
7 CONTINENTAL BLVD.· MERRIMACK, NH 03054 
TEL. (603) 424·2410 FAX (603) 424-3460 
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UC2577·ADJ 

Simple Step-Up Voltage Regulator 

FEATURES 
• Requires Few External Components 

• NPN Output Switches 3.0A, 65V(max) 

• Extended Input Voltage Range: 3.0V to 40V 

• Current Mode Operation for Improved 
Transient Response, Line Regulation, and 
Current Limiting 

• Soft Start Function Provides Controlled 
Startup 

• 52kHz Internal Oscillator 

• Output Switch Protected by Current Limit, 
Undervoltage Lockout and Thermal 
Shutdown 

• Improved Replacement for LM2577-ADJ 
Series 

TYPICAL APPLICATIONS 
• Simple Boost and Flyback Converters 

• SEPIC Topology Permits Input Voltage to be 
Higher or Lower than Output Voltage 

• Transformer Coupled Forward Regulators 

• Multiple Output Designs 

BLOCK DIAGRAM 

VIN 

DESCRIPTION 
The UC2577-ADJ device provides all the active functions neces
sary to implement step-up (boost), flyback, and forward converter 
switching regulators. Requiring only a few components, these sim
ple regulators efficiently provide up to 60V as a step-up regulator, 
and even higher voltages as a flyback or forward converter regula
tor. 

The UC2577-ADJ features a wide input voltage range of 3.0V to 
40V and an adjustable output voltage. An on-Chip 3.0A NPN switch 
is included with undervoltage lockout, thermal protection circuitry, 
and current limiting, as well as soft start mode operation to reduce 
current during startup. Other features include a 52kHz fixed fre
quency on-Chip oscillator with no external components and current 
mode control for better line and load regulation. 

A standard series of inductors and capacitors are available from 
several manufacturers optimized for use with these regulators and 
are listed in this data sheet. 

CONNECTION DIAGRAM 

5-Pin TO-220 (Top View) 

TPl o I JI 
Also available in TO-263 Package (TD). 

VOUT 

o 
SWITCH 

r----------------- 5 4 ---, 
I 
I 
I 
I 
I 

CIN 

3197 

I 
I 
I 
I 
I 
I 
I 
I 

3-36 

3A. 65V i 
NPN I 
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I 
I 
I 
I 
I 
I 
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I 
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UC25n-ADJ 

ABSOLUTE MAXIMUM RATINGS (Note 1) RECOMMENDED OPERATING RANGE 
Supply Voltage .................................. 45V Supply Voltage ....................... 3.0V:> VIN:> 40V 
Output Switch Voltage ............................. 65V Output Switch Voltage ................ OV :> VSWITCH :> 60V 
Output Switch Current (Note 2) ..................... 6.0A Output Switch Current .................... ISWITCH :> 3.0A 
Power Dissipation ...................... Internally Limited Junction Temperature Range .......... -40°C :> TJ :> + 125°C 
Storage Temperature Range ............. -65°C to +150°C 
Lead Temperature (Soldering, 10 sec.) .............. 260°C 
Maximum Junction Temperature ................... 150°C 
Minimum ESD Rating (C = 100pF, R = 15kn) ........... 2kV 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these specifications apply for TA = -40°C to + 125°C, VIN = 5V, 
VFB = VREF, ISWITCH = 0, and TA = TJ. 

PARAMETER TEST CONDITIONS MIN TVP MAX UNITS 

System Parameters Circuit Figure 1 (Note 3) 

Output Voltage VIN = 5V to 10V, ILOAD = 100mA to 800mA 11.40 12.0 12.60 V 

TJ = 25°C 11.60 12.40 V 

Line Regulation VIN = 3.0V to 10V, ILOAD = 300mA 20 100 mV 

TJ = 25°C 50 mV 

Load Regulation VIN = 5V, ILOAD = 100mA to 800mA 20 100 mV 

TJ = 25°C 50 mV 

Efficiency VIN = 5V, ILOAD = 800mA 80 % 

Device Parameters 

Input Supply Current VFB = 1.5V (Switch Off) 7.5 14 rnA 

TJ = 25°C 10 rnA 

ISWITCH = 2.0A, VCOMP = 2.0V (Max Duty Cycle) 45 85 rnA 

TJ = 25°C 70 rnA 

Input Supply UVLO ISWITCH = 100mA 2.70 2.95 V 

TJ = 25°C 2.85 V 

Oscillator Frequency Measured at SWITCH Pin, ISWITCH = 100mA 42 52 62 kHz 

TJ = 25°C 48 56 kHz 

Reference Voltage Measured at FB Pin, VIN = 3.0V to 40V, VCOMP = 1.0V 1.206 1.230 1.254 V 

TJ= 25°C 1.214 1.246 V 

Reference Voltage Line Regulation VIN = 3.0V to 40V 0.5 mV 

Error Amp Input Bias Current VCOMP= 1.0V 100 800 nA 

TJ = 25°C 300 nA 

Error Amp Transconductance ICOMP = -301JA to +301JA, VCOMP = 1.0V 1600 3700 5800 Ilmho 

TJ = 25°C 2400 4800 Ilmho 

Error Amp Voltage Gain VCOMP = 0.8V to 1.6V, RCOMP = 1.0Mn (Note 4) 250 800 VN 

TJ = 25°C 500 VN 
Error Amplifier Output Swing Upper Limit VFB = 1.0V 2.0 2.4 V 

TJ = 25°C 2.2 V 

Lower Limit VFB = 1.5V 0.3 0.55 V 

TJ = 25°C 0.40 V 

Error Amp Output Current VFB = 1.0V to 1.5V, VCOMP = 1.0V ±90 ±200 ±400 IJA 
TJ = 25°C ±130 ±300 IJA 

Soft Start Current VFB = 1.0V, VCOMP = 0.5V 1.5 5.0 9.5 IJA 
TJ = 25°C 2.5 7.5 IJA 

Maximum Duty Cycle VCOMP = 1.5V, ISWITCH = 100mA 90 95 % 

TJ = 25°C 93 % 
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ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these specifications apply for TA = -40°C to + 125°C, VIN = 5V, 
VFB = VREF, ISWITCH = 0, and TA =TJ. 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

Device Parameters (cont.) ,', 

Switch Transconductance 12.5 AN 
Switch Leakage Current VSWITCH = 65V, VFB = 1.5V (Switch Off) 10 600 I1A 

TJ = 25°C 300 I1A 
Switch Saturation Voltage ISWITCH = 2.0A, VCOMP = 2.0V (Max Duty Cycle) 0.5 0.9 V 

TJ = 25°C 0.7 V 

NPN Switch Current Limit VcoMP=2.0V 3.0 4.3 6.0 A 

Thermal Resistance Junction to Ambient 65 °CIW 
Junction to Case 2 °CIW 

CaMP Pin Current VCOMP=O 25 50 I1A 
TJ = 25°C 40 I1A 

Note 1: Absolute Maximum Ratings indicate limits beyond which damage to the device may occur. Operating ratings indicate con
ditions during which the device is intended to be functional, but device parameter specifications may not be 
guaranteed under these conditions. For guaranteed specifications and test conditions, see the Electrical Characteristics. 

Note 2: Output current cannot be internally limited when the UC2577 is used as a step-up regulator. To prevent damage to the 
switch, its current must be extemally limited to 6.0A. However, output current is internally limited when the UC2577 is used 
as a f/yback or forward converter regulator. 

Note 3, Extemal components such as the diode, inductor, input and output capacitors can affect switching regulator performance. 
When the UC2577 is used as shown in the Test Circuit, system performance will be as specified by the system parame
ters. 

Note 4: A 1.0Mn resistor is connected to the compensation pin (which is the error amplifier's output) to ensure accuracy in measur
ing A VOL. In actual applications, this pin's load resistance should be I 10Mn, resulting in A VOL that is typically twice 
the guaranteed minimum limit. 

VIN 

L 

100~y ~. 
\5 

1N5S"21 
4 

VIN SWITCH 
R1 

+COUT 
220llF O.lIlF ,-------!-

COMP FB L- 6S0llF 

2k UC2577 GND 
R2 

~0.33I'F 

L = 415~0930 (AlE) 
D = any manufacturer 

3 

--

COUT = Sprague Type 673D 
Electrolytic 680J.lF, 20V 

Figure 1. Circuit used to specify system parameters. 
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APPLICATIONS INFORMATION 

Step-up (Boost) Regulator 
The Block Diagram shows a step-up switching regulator 
utilizing the UC2577. The regulator produces an output 
voltage higher than the input voltage. The UC2577 turns 
its switch on and off at a fixed frequency of 52kHz, thus 
storing energy in the inductor (L). When the NPN switch 
is on, the inductor current is charged at a rate of VIN/L. 
When the switch is off, the voltage at the SWITCH termi
nal of the inductor rises above VIN, discharging the 
stored current through the output diode (D) into the out
put capacitor (COUT) at a rate of (VOUT - VIN)/L. The en
ergy stored in the inductor is thus transferred to the 
output. 

The output voltage is controlled by the amount of energy 
transferred, which is controlled by modulating the peak 
inductor current. This modulation is accomplished by 
feeding a portion of the output voltage to an error ampli
fier which amplifies the difference between the feedback 
voltage and an internal 1.23V precision reference volt
age. The output of the error amplifier is then compared 
to a voltage proportional to the switch current, or the in
ductor current, during the switch on time. A comparator 
terminates the switch on time when the two voltages are 
equal and thus controls the peak switch current to main
tain a constant output voltage. Figure 2 shows voltage 
and current waveforms for the circuit. Formulas for cal
culation are shown in Figure 3. 

STEP-UP REGULATOR DESIGN PROCEDURE 

(Refer to the block diagram) Given: 

VIN(min) = Minimum input supply voltage 

VOUT = Regulated output voltage 

ILOAD(max) = Maximum output load current 

SWITCH 
VOLTAGE 

DIODE 
VOLTAGE 

VSW(OFF)-n--n---

VSAT J __ L-L_L-... 
Ov------------

VF------------
oV-n--n---

VRJ--L-L-L-... 
INDUCTOR 
CURRENT 

....... __ ~::-==z-l
IINO(AVE) -~--~==~I~O 

SWITCH 
CURRENT 

DIODE 
CURRENT 

0------------
ISW(PK) ---r-r--~ 

o~ __ U __ L 
IO(PK)ITEE--------

IO(AVE) -- -- - ---

o -- - ---

Figure 2. Step-up regulator waveforms. 

t 

UC2Sn-ADJ 

D 
VOUT +VF -VIN , VOUT -VIN 

Duty Cycle 
VOIJT .VF-V~AT VOlJT 

Avg. Inductor IIND(AVG) 
I LOAD 
--

Current 1-D 

Inductor ~IIND 
VIN-VSAT D 

0--

Current Ripple L 52,000 

Peak Inductor IIND(PK) 
ILOAD ~"ND --+--

Current 1-D 2 

Peak Switch ISW(PK) 
ILOAD ~"ND --+--

Current 1-D 2 

Switch Voltage VSW(OFF) VOUT + VF 
when Off 

Diode Reverse VR VOUT- VSAT 
Voltage 

Avg. Diode ID(AVG) I LOAD 
Current 

Peak Diode ID(PK) 
ILOAD ~IIND 
--+--. 

Current 1-D 2 

Power PD ~.25n(ILOADr D + ILOADoDoVI~ 
DisSipation 1-D 50(1-D) 

VF = Forward Biased Diode Voltage, ILOAD = Output Load 
Current. 

Figure 3. Step-up regulator formulas. 

First, determine if the UC2577 can provide these values 
of VOUT and ILOADmax when operating with the minimum 
value of VIN. The upper limits for VOUT and ILOADmax are 
given by the following equations. 

VOUT ::;; 60V and 
VOUT::;; 10. VINmin 

ILOADmax::;; 2.1 A • VINmin 
VOUT 

These limits must be greater than or equal to the values 
specified in this application. 

1. Output Voltage Section 
Resistors R1 and R2 are used to select the desired out
put voltage. These resistors form a voltage divider and 
present a portion of the output voltage to the error ampli
fier which compares it to an internal 1 .23V reference. 
Select R1 and R2 such that: 

R1 = VOUT -1 
R2 1.23V 
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APPLICATIONS INFORMATION (cont.) 
2. Inductor Selection (L) 
A. Preliminary Calculations 
To select the inductor, the calculation of the following 
three parameters is necessary: 

Dmax, the maximum switch duty cycle (0 s; D S; 0.9): 

D VOUT + VF - VINmin 
max = --=-==-=---:-:c=-::-::-c-:-

VOUT + VF - 0.6V 

where typically VF = 0.5V for Schottky diodes and VF = 
0.8V for fast recovery diodes. 
E-T, the product of volts - time that charges the induc
tor: 

E- T = Dmax- (VINmin-0.6V)106 (V _ ) 
52,000Hz IlS 

liND. DC, the average inductor current under full load: 

liND, DC = 1.05 -ILOADmax 
1-Dmax 

B. Identify Inductor Value: 
1. From Figure 4, identify the inductor code for the re
gion indicated by the intersection of E-T and liND. DC. 
This code gives the inductor value in microhenries. The 
L or H prefix signifies whether the inductor is rated for a 
maximum E-T of 90VIlS (L) or 250VIlS (H). 

2. If D < 0.85, go to step C. If D ~ 0.85, calculate the 
minimum inductance needed to ensure the switching 
regulator's stability: 

100 
90 

80 

~ 70 

~ 60 

i-:' 50 W 
45 
40 

35 

30 

25 

UC2Sn-ADJ 

If Lmin is smaller than the inductor values found in step 
B1, go on to step C. Otl;lerwise, the inductor value found 
in step B1 is· too low; an appropriate inductor code 
should be obtained from,the graph as follows: 

1.Find the lowest value inductor that is greater than 
Lmin. 
2.Find where E-T intersects this inductor value to deter
mine if it has an L or H prefix. If E-T intersects both the L 
and H regions, seleCt the inductor with an H prefix. 

C. Inductor Selection 
Select an inductor from the table of Figure 5 which cross 
references the inductor codes to the part numbers of the 
three different manufacturers. The inductors listed in this 
table have the following characteristics: 

AlE (ferrite, pot-core inductors): Benefits of this type are 
low etectromagnetic interference (EM I), small physical 
size, and very low power dissipation (core loss). 

Pulse (powdered iron, toroid core inductors): Benefits 
are low EMI and ability to withstand E-T and peak cur
rent above rated value better than ferrite cores. 

Renco (ferrite, bobbin-core inductors): Benefits are low 
cost and best ability to withstand E-T and peak current 
above rated value. Be aware that these inductors gener
ate more EMI than the other types, and this may inter
fere with signals sensitive to noise. 

0.30.350.40.450.50.60.70.80.91.0 1.5 2.0 2.5 3.0 

liND. DC (A) 

Note: This chart assumes that the inductor ripple current inductor is approximately 20% to 30% of the average inductor current 
(when the regulator is under full load). Greater ripple current causes higher peak switch currents and greater output ripple voff
age. Lower ripple current is achieved with larger value inductors. The factor of 20% to 30% is chosen as a convenient balance 
between the two extremes. 

Figure 4. Inductor Selection Graph 
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APPLICATIONS INFORMATION (cont.) 

Inductor Manufacturer's Part Number 
Code AlE Pulse Renco 
L47 415 - 0932 PE - 53112 RL2442 
L68 415-0931 PE - 92114 RL2443 
L100 415 - 0930 PE - 92108 RL2444 
L150 415 - 0953 PE-53113 RL1954 
L220 415 - 0922 PE - 52626 RL1953 
L330 415 - 0926 PE - 52627 RL1952 
L470 415 - 0927 PE - 53114 RL1951 
L680 415 - 0928 PE - 52629 RL1950 
H150 415 - 0936 PE - 53115 RL2445 
H220 430 - 0636 PE-53116 RL2446 
H330 430 - 0635 PE - 53117 RL2447 
H470 430 - 0634 PE-53118 RL1961 
H680 415 - 0935 PE - 53119 RL1960 
H1000 415 - 0934 PE - 53120 RL1959 
H1500 415 - 0933 PE - 53121 RL1958 
H2200 415 - 0945 PE - 53122 RL2448 

AlE Magnetics, Div. Vernitron Corp., (813)347-2181 
2801 72nd Street North, SI. Petersburg, FL 33710 

Pulse Engineering, (619)674-8100 
12220 World Trade Drive, San Diego, CA 92128 

Renco Electronics, Inc., (516)586-5566 
60 Jeffryn Blvd. East, Deer Park, NY 11729 

Figure 5. Table of standardized inductors and 
manufacturer's part numbers. 

3. Compensation Network (Re, Ce) and Output 
Capacitor (COUT) Selection 
The compensation network consists of resistor Re and 
capaCitor Ce which form a simple pole-zero network and 
stabilize the regulator. The values of Re and Ce depend 
upon the voltage gain of the regulator, ILOADmax, the in
ductor L, and output capacitance COUT. A procedure to 
calculate and select the values for Re, Ce, and COUT 
which ensures stability is described below. It should be 
noted, however, that this may not result in optimum com
pensation. To guarantee optimum compensation a stan
dard procedure for testing loop stability is recommended, 
such as measuring VOUT transient responses to pulsing 
ILOAD. { 

A. Calculate the maximum value for Rc. 

750 -ILOADmax _ VOUT 2 
Rc S; ---------=---

VINmin 2 

Select a resistor less than or equal to this value, not to 
exceed 3k.Q. 

B. Calculate the minimum value for COUT using the fol
lowing two equations. 

UC2577-ADJ 

0.19-L-RC-ILOADmax d C > M 
OUT - VINmin _ VOUT 

VINmin - RC- (VINmin + (3.74 _10 5 -L» C >~~~~~~----~~----~ 
OUT - 487,800 _ VOUT3 

The larger of these two values is the minimum value that 
ensures stability. 

C. Calculate the minimum value of CC. 

58.5 - VOUT 2 - COUT 
Cc~-------=~----

RC2 -VINmin 

The compensation capacitor is also used in the soft start 
function of the regulator. When the input voltage is ap
plied to the part, the switch duty cycle is increased slowly 
at a rate defined by the compensation capacitor and the 
soft start current, thus eliminating high input currents. 
Without the soft start Circuitry, the switch duty cycle 
would instantly rise to about 90% and draw large cur
rents from the input supply. For proper soft starting, the 
value for Ce should be equal or greater than 0.22I1F. 

Figure 6 lists several types of aluminum electrolytic ca
pacitors which could be used for the output filter. Use the 
following parameters to select the capacitor. 

Working Voltage (WVDC): Choose a capacitor with a 
working voltage at least 20% higher than the regulator 
output voltage. 

Ripple Current: This is the maximum RMS value of cur
rent that charges the capacitor during each switching cy
cle. For step-up and flyback regulators, the formula for 
ripple current is: 

ILOADmax - Dmax 
IRIPPLE(rms) = 1- Dmax 

Choose a capacitor that is rated at least 50% higher than 
this value at 52kHz. 

Equivalent Series Resistance (ESR): This is the primary 
cause of output ripple voltage, and it also affects the val
ues of Re and Ce needed to stabilize the regulator. As a 
result, the preceding calculations for Ce and Re are only 
valid if the ESR does not exceed the maximum value 
specified by the following equations. 

0.01-15V d 8.7 _10-3 - VIN 
ESR < an s; where 

- IRIPPLE(P-P) ILOADmax 

1.15 -ILOADmax 
IRIPPLE(P-P) = 1- Dmax 
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APPLICATIONS INFORMATION (cont.) 
Select a capacitor with an ESR, at 52kHz, that is less 
than or equal to the lower value calculated. Most electro
lytic capacitors specify ESR at 120kHz which is 15% to 
30% higher than at 52kHz. Also, note that ESR in
creases by a factor of 2 when operating at -20°C. 

In general, low values of ESR are achieved by using 
large value capacitors (C <!: 470IlF), and capacitors with 
high WVDC, or by paralleling smaller value capacitors. 

4. Input Capacitor Selection (CIN) 
To reduce noise on the supply voltage caused by the 
switching action of a step-up regulator (ripple current 
noise), VIN should be bypassed to ground. A good qual
ity 0.11lF capaCitor with low ESR should provide. suffi
cient decoupling. If the UC2577 is located far from the 
supply source filter capacitors, an additional electrolytic 
(47IlF, for example) is required. 

Nichlcon - Types PF, PX, or PZ 
927 East State Parkway, Schaumburg, IL 60173 
(708) 843-7500 

United Chemi-CON - Types LX, SXF, or SXJ 
9801 West Higgens, Rosemont, IL 60018 
(708) 696-2000 

Figure 6. Aluminum electrolytiC capacitors 
recommended for switching regulators. 

5. Output Diode Selection (D) 
In the step-up regulator, the switching diode must with
stand a reverse voltage and be able to conduct the peak 
output current of the UC2577. Therefore a suitable diode 
must have a minimum reverse breakdown voltage 
greater than the circuit output voltage, and should also 
be rated for average and peak current greater than 
ILOADmax and IDpk. Because of their low forward voltage 
drop (and thus higher regulator efficiencies),Schottky 
barrier diodes are often used in switching regulators. Re
fer to Figure 7 for recommended part numbers and volt
age ratings of 1 A and 3A diodes. 

UNITRODE CORPORATION 
7 CONTINENTAL BLVD .• MERRIMACK, NH 03054 
TEL (603) 424-2410 FAX (603) 424·3460 

UC2577-ADJ 

VOUTmax 
Schott~ Fast Recoverv 

1A 3A 1A 3A 
20V 1N5817 1N5820 

MBR120P MBR320P 
30V 1N5818 1N5821 

MBR130P MB.R330P 
110003 31OQ03 

40V 1N5819 1N5822 
MBR140P MBR340P 
11OQ04 31OQ04 

50V MBR150 MBR350 1N4933 
11OQ05 31OQ05 MUR105 

100V 1N4934 MR851 
MUR110 30DL1 

10DL1 MR831 
MBRxxx and MURxxx are manufactured by Motorola. 
1 DDxxx, 11 Cxx and 31 Dxx are manufactured by 

I nternational Rectifier 

Figure 7. Diode Selection Chart 

ORDERING INFORMATION 
Unitrode Type Number 
UC2577T-ADJ 5 Pin TO-220 Plastic Package 
UC2577TD-ADJ 5 Pin TO-263 Plastic Package 
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~UNITRCCE 
UC1524 
UC2524 
UC3524 

Advanced Regulating Pulse Width Modulators 
FEATURES 
• Complete PWM Power Control 

Circuitry 

• Uncommitted Outputs for 
Single-ended or Push-pull 
Applications 

• Low Standby Current.. .SmA 
Typical 

• Interchangeable with SG1524, 
SG2524 and SG3524, 
Respectively 

BLOCK DIAGRAM 

6/93 

INV. INPUT 1 }----I"'-

GROUND@, 
(Substrate) - .J". 

DESCRIPTION 
The UC1524, UC2524 and UC3524 incorporate on a single monolithic chip 
all the functions required for the construction of regulating power supplies, in
verters or switching regulators. They can also be used as the control element 
for high-power-output applications. The UC1524 family was designed for 
switching regulators of either polarity, transformer-coupled dc-to-dc convert
ers, transformerless voltage doublers and polarity converter applications em
ploying fixed-frequency, pUlse-width modulation techniques. The dual 
alternating outputs allow either single-ended or push-pull applications. Each 
device includes an on-Chip reference, error amplifier, programmable oscilla
tor, pulse-steering flip-flop, two uncommitted output transistors, a high-gain 
comparator, and current-limiting and shut-down circuitry. The UC1524 is 
characterized for operation over the full military temperature range of -55°C 
to +125°C. The UC2524 and UC3524 are designed for operation from -25°C 
to +S5°C and 0° to +70°C, respectively. 

CONNECTION DIAGRAM 

5 
INV NON OSC (+) (.) RT CT GND 

INPUT INV OUT C.L. C.L. 
INPUT SENSE 

+5V to all 
I-----+-- internal circuitry 
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UC1524 
UC2524 
UC3524 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these specifications apply for TA = -55°C to 
+125°C for the UC1524, -25°C to +85°C for the UC2524, and O°C to 
+70°C for the UC3524, VIN = 20V, and f '= 20kHz, TA=TJ. 

UC15241UC2524 UC3524 
PARAMETER TEST CONDITIONS UNITS 

MIN TYP MAX MIN TYP MAX 

Reference Section 

Output Voltage 4.8 5.0 5.2 4.6 5.0 5.4 V 

Line Regulation VIN= 8to40V 10 20 10 30 mV 

Load Regulation IL=Ot020mA 20 50 20 50 mV 

Ripple Rejection f = 120Hz, TJ = 25°C 66 66 dB 

Short Circuit Current Limit VREF = 0, TJ = 25°C 100 100 mA 

Temperature Stability Over Operating Temperature Range 0.3 1 0.3 1 % 

Long Term Stability TJ = 125°C, t = 1000 Hrs. 20 20 mV 

Oscillator Section 

Maximum Frequency CT = .001mfd, RT = 2kn 300 300 kHz 

Initial Accuracy AT and CT Constant 5 5 % 

Voltage Stability VIN = 8 to 40V, TJ = 25°C 1 1 % 

Temperature Stability Over Operating Temperature Range 5 5 % 

Output Amplitude Pin 3, TJ = 25°C 3.5 3.5 V 

Output Pulse Width CT = .01 mfd, T J = 25°C 0.5 0.5 j.1s 

Error Amplifier Section 

Input Offset Voltage VCM= 2.5V 0.5 5 2 10 mV 

Input Bias Current VCM=2.5V 2 10 2 10 j.1A 

Open Loop Voltage Gain 72 80 60 80 dB 

Common Mode Voltage TJ=25°C 1.8 3.4 1.8 3.4 V 

Common Mode Rejection Ratio TJ = 25°C 70 70 dB 

Small Signal Bandwidth Av = OdB, TJ = 25°C 3 3 MHz 

Output Voltage TJ=25°C 0.5 3.8 0.5 3.8 V 

Comparator Section 

Duty-Cycle % Each Output On 0 45 0 45 % 

Input Threshold Zero Duty-Cycle 1 1 V 

Maximum Duty-Cycle 3.5 3.5 V 

Input Bias Current 1 1 j.1A 

Current Limiting Section 

Sense Voltage Pin 9 = 2V with Error Amplifier 190 200 210 180 200 220 mV 
Set for Maximum Out, TJ = 25°C 

Sense Voltage T.C. 0.2 0.2 mV/oC 

Common Mode Voltage -1 +1 -1 +1 V 

Output Section (Each Output) 

Collector-Emitter Voltage 40 40 V 

Collector Leakage Current VCE=40V 0.1 50 0.1 50 j.1A 

Saturation Voltage Ic=50mA 1 2 1 2 V 

Emitter Output Voltage VIN =20V 17 18 17 18 V 

Rise Time Rc = 2k ohm, TJ = 25°C 0.2 0.2 j.1S 

Fall Time Rc = 2k ohm, TJ = 25°C 0.1 0.1 j.1S 

Total Standby Current VIN=40V 8 10 8 10 mA 
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ABSOLUTE MAXIMUM RATINGS (Note 1) 
Supply Voltage, Vee (Notes 2 and 3) ................. 40V 
Collector Output Current. ........................ 100mA 
Reference Output Current ........................ 50mA 
Current Through CT Terminal ...................... -5mA 
Power Dissipation at T A = +25°C (Note 4) .......... 1000mW 
Power Dissipation at T e = +25°C (Note 4) .......... 2000mW 
Operating Junction Temperature Range .... -55°C to +150°C 
Storage Temperature Range ............. -65°C to +150°C 

Note 1: Over operating free-air temperature range unless oth
erwise noted. 

Note 2: All voltage values are with respect to the ground termi
nal, pinB. 

Note 3: The reference regulator may be bypassed for opera
tion from a fixed 5V supply by connecting the Vee and 
reference output pins both to the supply voltage. In this 
configuration the maximum supply voltage is 6V. 

Note 4: Consult packaging section of databook for thermal lim
itations and considerations of package. 

TYPICAL CHARACTERISTICS 

m 
:!:!. 
z 90 
0 VIN =20V 
i= 80 TJ=25°C < 70 0 
u: 
::::; 60 
"-
:::ii 50 < 
w 40 
(!J 
< 30 
I-
..J 20 0 
> 10 
"- NOTE: VALUE OF 
0 0 RF BELOW 30iCI WILL BEGIN TO 
0 LIMIT MAXIMUM DUTY-CYCLE 
..J -10 
Z 100 lk 10k lOOk 1M 10M w 
"- FREQUENCY (Hz) 0 

Open-loop voltage amplification of error amplifier vs 
frequency. 

r--- VI'! =20V 

-+--+---++-+-1+1-+------+ TJ =25° C 

--~-----,-+++H+-~-+-+++ 

r-------

f=: __ r-

~ 0.4 ~~-r-------t -+-t+it+--t-+-++-++ 

NOTE: DEAD TIME-BlAI\KING PULSE WIDTH 

0.1 ~TI~jIIW~ I I I IIII 
0.001 0.004 0.01 0.04 0.1 

CT- CAPACITANCE (OF) 

UC1524 
UC2524 
UC3524 

RECOMMENDED OPERATING CONDITIONS 
Supply Voltage, Vee .......................... 8V to 40V 
Reference Output Current. .................... 0 to 20mA 
Current through CT Terminal ............. -O.03mA to -2mA 
Timing ReSistor, RT ..................... 1.8kQ to 100kQ 
Timing Capacitor, CT ................... 0.001 ~F to 0.1 ~F 
Operating Ambient Temperature Range 

UC1524 ............................. -55°C to +125°C 
UC2524 .............................. -25°C to +85°C 
UC3524 ................................ O°C to +70°C 

1M 

N ;;. 
>- lOOK 0 z 
W 
::::l 
0 
W a: 10K "-
a: 
0 
I-
< 
..J lK d 
0 
CI) 
0 

100 
1 2 5 10 20 50 100 

TIMING RESISTOR - R T (k Q ) 

Oscillator frequency vs timing components. 

~ 4.0 
UJ 
(!J 

3.5 < 
I-
-' 3.0 0 
> 
a: 2.5 

~~ __ J ____ =[~~_ ~=~--
Vcc=20V 

---+--
-~-.--

w 
I-

~ 2.0 

4J 
1.5 0 

~ 1.0 0 
I-
0 .5 w 
-' 
-' 
0 0 
0 

0 20 40 60 80 100 

LOAD CURRENT (rnA) 

Output dead time vs timing capacitance value. Output saturation voltage vs load current. 
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PRINCIPLES OF OPERATION 
The UC1524 is a fixed-frequency pulse-width-modulation 
voltage regulator control circuit. The regulator operates at 
a frequency that is programmed by one timing resistor 
(RT), and one timing capacitor (CT) , RT establishes a 
constant charging current for CT. This results in a linear 
voltage ramp at CT, which is fed to the comparator pro
viding linear control of the output pulse width by the error 
amplifier. The UC1524 contains an on-board 5V regulator 
that serves as a reference as well as powering the 
UC1524's internal control circuitry and is also useful in 
supplying external support functions. This reference volt
age is lowered externally by a resistor divider to provide a 
reference within the common-mode range of the error 
amplifier or an external reference may be used. The 
power supply output is sensed by a second resistor di
vider network to generate a feedback signal to the error 
amplifier. The amplifier output voltage is then compared 
to the linear voltage ramp at CT. The resulting modulated 

TYPICAL APPLICATIONS DATA 

UC1524 
UC2524 
UC3524 

pulse out of the high-gain comparator is then steered to 
the appropriate output pass transistor (01 or 02) by the 
pulse-steering flip-flop, which is synchronously toggled by 
the oscillator output. The oscillator output pulse also 
serves as a blanking pulse to assure both outputs are 
never on simultaneously during the transition times. The 
width of the blankihg pulse is controlled by the valve of 
CT. The outputs may be applied in a push-pull configura
tion in which their frequency is half that of the base oscil
lator, or paralleled for single-ended applications in which 
the frequency is equal to that of the oscillator. The output 
of the error amplifier shares a common input to the com
parator with the current limiting and shutdown circuitry 
and can be overridden by signals from either of these in
puts. This common point is also available externally and 
may be employed to control the gain of, or to compen
sate, the error amplifier or to provide additional control to 
the regulator. 

Oscillator required, it should be accomplished by limiting the maxi

The oscillator controls the frequency of the UC1524 and is mum duty cycle by clamping the output of the error ampli

programmed by RT and CT according to the approximate 
formula: 

f'~ 
RTCT 

where RT is in kilohms 
CT is in microfarads 
f is in kilohertz 

Practical values of CT fall between 0.001 and 0.1 micro
farad. Practical values of RT fall between 1.8 and 100 
kilohms. This results in a frequency range typically from 
120 hertz to 500 kilohertz. 

Blanking 

The output pulse of the oscillator is used as a blanking 
pulse at the output. This pulse width is controlled by the 
value of CT. If small values of CT are required for fre
quency control, the oscillator output pulse width may still 
be increased by applying a shunt capacitance of up to 
100pF from pin 3 to ground. If still greater dead-time is 

VREF 16r---------, 
1N916 

Comp 

Gnd 8 j-----------' 

fier. This can easily be done with the circuit below: 

Synchronous Operation 

When an external clock is desired, a clock pulse of ap
proximately 3V can be applied directly to the oscillator 
output terminal. The impedance to ground at this pOint is 
approximately 2 kilohms. In this configuration RT CT must 
be selected for a clock period slightly greater than that of 
the external clock. 

If two or more UC1524 regulators are to operated synchro
nOUSly, all oscillator output terminals should be tied to
gether, all CT terminals connected to single timing 
capacitor, and the timing resistor connected to a single RT, 
terminal. The other RT terminals can be left open or shorted 
to VREF. Minimum .Iead lengths should be used between 
the CT terminals. 
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Single-Ended LC Switching Regulator Circuit 

V+ 
+28VO-----+---------~------~~ --------"rYnrL..I~+5V. 5A 

500~F 

V_~------------~------4-------~----~ 

0.H1 -
92CM - 32683 

Push Pull Transformer Coupled Circuit 

V+ 
+28VO------+----------~------~~------_. 

Open Loop Test Circuit 

1W 
2k 
1W ~ 

2k 

~N r15-------------------------------------------1'2r-+-~DoUTPUTS 

Osc.OUT~ 3 UC1524 13r-----+D 
.~ 11-

VREFQ- 16 8 6 7 2 1 9 10 4 514 -

VIN 
8-40V 

UNITRODE CORPORATION 

0.1=[= 

7 CONTINENTAL BLVD.· MERRIMACK. NH 03054 
TEL. (603) 424-2410 FAX (603) 424-3460 

.AN.I. TA:~~iITA, .A J.. 
RAMPVINPUT~COMPVD~~<,; C~~~NT 

2k 2k 

L--...-..; 10k y\ 
'---

2k 
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~UNITRODE 
UC1524A 
UC2524A 
UC3524A 

Advanced Regulating Pulse Width Modulators 

FEATURES DESCRIPTION 

• 

• 

• 

• 

• 

• 
• 
• 

,. 

• 

• 

• 

• 

Fully Interchangeable with 
Standard UC1524 Family 

Precision Reference Internally 
Trimmed to ±1% 

High-Performance Current Limit 
Function 

Under-Voltage Lockout with 
Hysteretic Turn-on 

Start-Up Supply Current Less 
Than 4mA 

Output Current to 200mA 

SOV Output Capability 

Wide Commo~-Mode Input 
Range for bot~ Error and 
Current Limit Amplifiers 

PWM Latch Insures Single 
Pulse per Period 

Double Pulse Suppression 
Logic 

200ns Shutdown through PWM 
Latch 

Guaranteed Frequency 
Accuracy 

Thermal Shutdown Protection 

The UC1524A family of regulating PWM ICs has been designed to retain the 
same highly versatile architecture of the industry standard UC1524 (SG1524) 
while offering substantial improvements to many of its limitations. The UC1524A 
is pin compatible with "non-A" models and in most existing applications Can be 
directly interchanged with no effect on power supply performance. USing the 
UC1524A, however, frees the designer from many concerns which typically had 
required additional circuitry to solve. 

The UC1524A includes a preCise 5V reference trimmed to ±1% accuracy, elimi
nating the need for potentiometer adjustments; an error amplifier with an input 
range which includes 5V, eliminating the need for a reference divider; a current 
sense amplifier useful in either the ground or power supply output lines; and a 
pair of SOV, 200mA uncommitted transistor switches which greatly enhance out
put versatility. 

An additional feature of the UC1524A is an under-voltage lockout circuit which 
disables all the internal circuitry, except the reference, until the input voltage 
has risen to 8V. This holds standby current low until turn-on, greatly simplifying 
the design of low power, off-line supplies. The turn-on circuit has approximately 
SOOmV of hysteresis for jitter-free activation. 

Other product enhancements included in the UC1524A's design include a PWM 
latch which insures freedom from multiple pulsing within a period, even in noisy 
environments, logic to eliminate double pulsing on a single output, a 200ns ex
ternal shutdown capability, and automatic thermal protection from excessive 
chip temperature. The oscillator circuit of the UC1524A is usable beyond 500kHz 
and is now easier to synchronize with an external clock pulse. 

The UC1524A is packaged in a hermetic 1S-pin DIP and is rated for operation 
from -55°C to + 125°C. The UC2524A and 3524A are available in either ceramic 
or plastic packages and are rated for operation from -25°C to +85°C and O°C to 
70°C, respectively. Surface mount devices are also available. 

BLOCK DIAGRAM 

VIN 15j------r----------j f-------{16 VREF 

Osc 3j--------, 

EA 

Inv. Input 1 }------j 

N.I. Input 
i--f"----II.'I'-...-------{10 Shutdown 

CL 

CL (-) Sense 5}----I Gnd 
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ABSOLUTE MAXIMUM RATINGS 
Supply Voltage (VIN) .............................. 40V 
Collector Supply Voltage (Vc) ....................... 60V 
Output Current (each Output) ..................... 200mA 
Maximum Forced Voltage (Pin 9,10) ............. -3 to +5V 
Maximum Forced Current (Pin 9, 10) ............... ±10mA 
Reference Output Current ........................ 50mA 
Oscillator Charging Current ........................ 5mA 
Power Dissipation at TA = +25°C ................. 1000mW 
Power Dissipation at Tc = +25°C ................ 2000mW 
Operating Temperature Range ............ -55°C to +125°C 
Storage Temperature Range .............. -65°C to +150°C 
Lead Temperature, (Soldering, 10 seconds) ......... +300°C 
Note: Consult packaging section of Databook for thermallimi
tations and considerations of package. 

DIL-16, SOIC-16 (TOP VIEW) 
J or N Package, OW Package 

Inv Input 1 

Non-Inv Input 2 

OSC/Sync 3 

C.L. (+) Sense 4 

C.L. 

+5V VREF 

+VIN 

Emitter B 

Collector B 

Collector A 

Shutdown 

9 Compensation 

CONNECTION DIAGRAMS 

PLCC-20, LCC-20 (TOP VIEW) 

UC1524A 
UC2524A 
UC3524A 

Q or L Package 
PACKAGE PIN FUNCTION 

FUNCTION PIN 

N/C 1 
Inv. Input 2 

/3 2 1 2019 Non-Inv. Input 3 

4 18 OSC/SYNC 4 

5 17 

6 16 

7 15 

C.L. (+) sense 5 
N/C 6 
C.L. (-) sense 7 
RT 8 

8 14 
9 10111213 CT 9 

Ground 10 
N/C 11 
Compensation 12 
Shutdown 13 
Emitter A 14 
Collector A 15 
N/C 16 
Collector B 17 
Emitter B 18 
+VIN 19 
+5V VREF 20 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these specifications apply for T A = -55°C to + 125°C for the 
UC1524A, -25° to +85°C for the UC2524A, and O°C to + 70°C for the UC3524A; VIN 
=Vc=20V, TA=TJ. 

UC1524A / UC2524A UC3524A UNITS 
PARAMETER TEST CONDITIONS 

MIN TYP MAX MIN TYP MAX 

Turn-on Characteristics 

Input Voltage Operating Range after Turn-on 8 40 8 40 V 

Turn-on Threshold 6.5 7.5 8.5 6.5 7.5 8.5 V 

Turn-on Current VIN =6V 2.5 4 2.5 4 mA 

Operating Current VIN = 8 t040V 5 10 5 10 mA 

Turn-on Hysteresis" 0.5 0.5 V 

Reference Section 

Output Voltage TJ = 25°C 4.95 5.00 5.05 4.90 5.00 5.10 V 

Over Operating Range 4.9 5.1 4.85 5.15 V 

Line Regulation VIN = 10 to 40V 10 20 10 30 mV 

Load Regulation IL= Ot020 mA 20 25 20 35 mV 

Temperature Stability' Over Operating Range" 20 25 20 35 mV 

Short Circuit Current VREF = 0, 25°C $; TJ" 125°C 80 100 80 100 mA 

Output Noise Voltage" 10Hz $; f $; 10kHz, TJ =25°C 40 40 IlVrms 

Long Term Stability" TJ =125°C, 1000 Hrs. 20 50 20 50 mV 

• These parameters are guaranteed by design but not 100% tested in production. 
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UC1524A 
UC2524A 
UC3524A 

ELECTRICAL CHARACTERISTICS: Unless otl1erwise stated, these specifications apply for TA = -55°C to + 125°C for the 
UC1524A, -25° to +85°C for the UC2524A, and O°C to + 70°C for the UC3524A; VIN 
= Vc =20V, TA = TJ. . 

UC1524A I UC2524A UC3524A 
PARAMETER TEST CONDITIONS 

MIN TYP MAX MIN TYP 

Oscillator Section (Unless otherwise specified, RT = 2700n, CT = 0.01 mfd) 

Initial Accuracy TJ=25°C 41 43 45 39 43 
Over Operating Range 40.2 45.9 38.2 

Temperature Stability" Over Operating Temperature Range 1 2 1 

Minimum Frequency RT = 150kn, CT= O.lmfd 140 

Maximum Frequency RT = 2.0kn, CT = 470pF 500 500 

Output Amplitude" 3 3.5 3 3.5 

Output Pulse Width" 0.29 0.5 1.0 0.3 0.5 

Ramp Peak 3.3 3.5 3.7 3.3 3.5 

Ramp Valley TJ=25°C 0.7 0.8 0.9 0.7 0.8 

Ramp Valley T.C. -1.0 -1.0 

Error Amplifier Section (Unless otherwise specified, VCM = 2.5V) 

Input Offset Voltage 0.5 5 2 

Input Bias Current 1 5 1 

Input Offset Current .05 1 0.5 

Common Mode Rejection Ratio VCM = 1.5 to 5.5V 70 80 70 80 

Power Supply Rejection Ratio VIN = 10 to 40V 70 80 70 80 

Output Swing (Note 1) 5.0 0.5 5.0 

Open Loop Voltage Gain !J.Vo= 1 to4V. RL~ 10Mn 72 80 64 80 

Gain-Bandwidth" TJ = 25°C, Av = OdB 1 3 1 3 

DC Transconductance"§ TJ = 25°C, 30kn $ RL < lMn 1.7 2.3 1.7 2.3 

P.W.M. Comparator(RT = 2kn, CT = 0.01 mfd) 

Minimum Duty Cycle VcoMP=0.5V 0 

Maximum Duty Cycle VcoMP=3.8V 45 45 

Current Limit Amplifier (Unless otherwise specified, Pin 5 = OV) 

Input Offset Voltage TJ = 25°C, EtA Set for Maximum 190 200 210 180 200 
Output 

Over Operating Temperature Range 180 220 170 

input Bias Current -1 -10 -1 

Common Mode Rejection Ratio V(pin 5) = -0.3V to + 5.5V 50 60 50 60 

Power Supply Rejection Ratio VIN = 10 to 40V 50 60 50 60 

Output Swing (Note 1) Minimum Total Range 5.0 0.5 5.0 

Open-Loop Voltage Gain !J.Vo = 1 to 4V, RL~ 10Mn 70 80 70 80 

Delay Time" Pin 4 to Pin 9, !J.VIN = 300mV 300 300 

Output Section (Each Output) 

Collector Emitter Voltage Ic = 100l!A 60 80 60 80 

Collector Leakage Current VCE= 50V .1 20 .1 

• These parameters are guaranteed by design but not 100% tested in production. 
§ DC transConductance (gM) relates to DC open-loop voltage gain according to the following equation: Av = gMRL 

where RL is the resistance from pin 9 to the common mode voltage. 
The minimum gM specification is used to calculate minimum Av when the error amplifier output is loaded. 

Note 1: Min Limit applies to output high level, max limit applies to output low level. 
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UC1524A 
UC2524A 
UC3524A 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these specifications apply for TA = -55°C to + 125°C for the 
.. UC1524A, -25° to +85°C for the UC2524A, and O°C to + 70°C for the UC3524A; VIN 
=Vc=20V. TA=TJ. 

UC1524A I UC2524A UC3524A 
PARAMETER TEST CONDITIONS MIN TYP MAX MIN TYP MAX 

Output Section ( cont.) (Each Output) 
Saturation Voltage Ic=20mA .2 .4 .2 .4 

Ic=200mA 1 2.2 1 2.2 
Emitter Output Voltage IE = 50mA 17 18 17 18 
Rise Time' TJ=25°C, R = 2kn 120 400 120 400 
Fall Time' TJ = 25°C, R = 2kn 25 200 25 200 
Comparator Delay' TJ = 25°C, Pin 9 to output 300 300 
Shutdown Delay' TJ = 25°C, Pin 10 to output 200 200 
Shutdown Threshold TJ = 25°C, Rc = 2kn 0.6 .7 1.0 0.6 .7 1.0 
SID Threshold Over Temp. Over Operating Temperature Range 0.4 1.2 0.4 1.0 
Thermal Shutdown' 165 165 

• These parameters are guaranteed by deSign but not 100% tested in production. 

OPEN-LOOP CIRCUIT 

+VC 

2k 2k 
1W lW 

VIN Collector A 121-----+-0 AOUT 

Sync Osc. 

VREF VREF 

RT 

0.1 

UC1524A 
D.U.T. 

Error Amp Current Limit 

Collector B 131---~ BOUT 

Emitter A 

~ ~ EmitterB 
Inv (+) (-) 

CT Input Comp Sense Sense SID Gnd 

E/A 
Control 

10k 
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Current Limit Amplifier Delay 

UC1524A 
UC2524A 
UC3524A 

Shutdown Delay From PWM Comparator - Pin 9 
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.~. UNITRDDE 
UC1525AJ27 A 
UC2525AJ27 A 
UC3525AJ27 A 

Regulating Pulse Width Modulators 
FEATURES 

• 8 to 35V Operation 

• 5.1 V Reference Trimmed to 
±1% 

• 100Hz to 500kHz Oscillator 
Range 

• Separate Oscillator Sync 
Terminal 

• Adjustable Deadtime Control 

• Internal Soft-Start 

• Pulse-by-Pulse Shutdown 

• Input Undervoltage Lockout 
with Hysteresis 

• Latching PWM to Prevent 
Multiple Pulses 

• Dual Source/Sink Output 
Drivers 

BLOCK DIAGRAM 

+VIN 

Gnd 

Inv Input 1 

Shutdown 

2196 

DESCRIPTION 
The UC1525A11527A series of pulse width modulator integrated circuits are de
signed to offer improved performance and lowered external parts count when used 
in designing all·types of switching power supplies. The on-chip +5.1V reference is 
trimmed to ±1% and the input common-mode range of the error amplifier includes 
the reference voltage, eliminating external resistors. A sync input to the oscillator 
allows multiple units to be slaved or a Single unit to be synchronized to an external 
system clock. A single resistor between the Cr and the discharge terminals pro
vides a wide range of dead-time adjustment. These devices also feature built-in 
soft-start circuitry with only an external timing capaCitor required. A shutdown ter
minal controls both the soft-start circuitry and the output stages, providing instanta
neous turn off through the PWM latch with pulsed shutdown, as well as soft-start 
recycle with longer shutdown commands. These functions are also controlled by an 
undervoltage lockout which keeps the outputs off and the soft-start capaCitor dis
charged for sub-normal input voltages. This lockout circuitry includes approximately 
500mV of hysteresis for jitter-free operation. Another feature of these PWM circuits 
is a latch following the comparator. Once a PWM pulse has been terminated for 
any reason, the outputs will remain off for the duration of the period. The latch is re
set with each clock pulse. The output stages are totem-pole designs capable of 
sourcing or sinking in excess of 200mA. The UC1525A output stage features NOR 
logic, giving a LOW output for an OFF state. The UC1527A utilizes OR logic which 
results in a HIGH output level when OFF. 
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ABSOLUTE MAXIMUM RATINGS (Note 1) 
Supply Voltage, (+VIN) ............................ +40V 
Collector Supply Voltage (Vc) .. . . . . . . . . . . . . . . . . . . .. +40V 
Logic Inputs ............................. -0.3V to +5.5V 
Analog Inputs ............................. -0.3V to +VIN 
Output Current, Source or Sink .................... 500mA 
Reference Output Current ......................... 50mA 
Oscillator Charging Current ......................... 5mA 
Power Dissipation at TA = +25°C (Note 2) . . . . . . . . .. 1000mW 
Power Dissipation at Tc = +25°C (Note 2). . . . . . . . .. 2000mW 
Operating Junction Temperature. . . . . . . . . .. -55°C to + 150°C 
Storage Temperature Range .............. -65°C to +150°C 
Lead Temperature (Soldering, 10 seconds). . . . . . . . .. +300°C 
Note 1: Values beyond which damage may occur. 
Note 2: Consult packaging Section of Databook for thermal 

limitations and considerations of package. 

CONNECTION DIAGRAMS 

DIL-16 (TOP VIEW) 
J or N Package 

Inv Input 

N.!. Input 

Sync 

Osc Output 

CT 

RT 

Discharge 

Soft-Start 

VREF 

+VIN 

Output B 

Vc 

Ground 

Output A 

Shutdown 

Compensation 

UC1525A127 A 
UC2525A127 A 
UC3525A127 A 

RECOMMENDED OPERATING CONDITIONS 
(Note 3) 
Input Voltage (+VIN) ........................ +8V to +35V 
Collector Supply Voltage (Vc) ............... +4.5V to +35V 
Sink/Source Load Current (steady state) ......... 0 to 100mA 
Sink/Source Load Current (peak) ............... 0 to 400mA 
Reference Load Current. . . . . . . . . . . . . . . . . . . . . .. 0 to 20mA 
Oscillator Frequency Range. . . . . . . . . . . . .. 100Hz to 400kHz 
Oscillator Timing Resistor. . . . . . . . . . . . . . . . . .. 2kn to 150kn 
Oscillator Timing Capacitor. . . . . . . . . . . . . . .. .0011!F to 0.11!F 
Dead Time Resistor Range .. . . . . . . . . . . . . . . . . .. 0 to 500n 
Operating Ambient Temperature Range 

UC1525A, UC1527A ................... -55°C to +125°C 
UC2525A, UC2527 A. . . . . . . . . . . . . . . . . . .. -25°C to +85°C 
UC3525A, UC3527A ...................... O°C to +70°C 

Note 3: Range over which the device is functional and 
parameter limits are guaranteed. 

PLCC-20, LCC-20 (TOP VIEW) 
Q,LPackage 

PACKAGE PIN FUNCTION 
FUNCTION PIN 

N/C 1 
Inv. Input 2 
N.!.lnput 3 

/3 2 1 2019 SYNC 4 

4 18 OSC. output 5 

5 17 N/C 6 

6 16 CT 7 

7 15 
RT 8 
Discharae 9 

8 14 Sofistart 10 9 10 11 12 13 
N/C 11 
Compensation 12 
Shutdown 13 
Output A 14 
Ground 15 
N/C 16 
Vc 17 
Output B 18 
+VIN 19 
VREF 20 
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UC1525A127 A 
UC2525A127 A 
UC3525A127 A 

ELECTRICAL CHARACTERISTICS: +VIN =' 20V,and over operating temperature, unless otherwise specified, TA = TJ 

UC1525A1UC2525A UC3525A UNITS 
PARAMETER TEST CONDITIONS UC1527A1UC2527A UC3527A 

MIN TYP MAX MIN TYP MAX 

Reference Section 

Output Voltage TJ = 25°C 5.05 5.10 5.15 5.00 5.10 5.20 V 

Line Regulation VIN=Sto35V 10 20 10 20 mV 

Load Regulation IL= 0 to 20mA 20 50 20 50 mV 

Temperature Stability (Note 5) Over Operating Range 20 50 20 50 
Total Output Variation (Note 5) Line, Load, and Temperature 5.00 5.20 4.95 5.25 V 

Shorter Circuit Current VREF = 0, TJ = 25°C SO 100 SO 100 mA 

Output Noise Voltage (Note 5) 10Hz:o; 10kHz, TJ = 25°C 40 200 40 200 I1Vrms 
Long Term Stability (Note 5) TJ = 125°C 20 50 20 50 mV 

Oscillator Section (Note 6) 

Initial Accuracy (Notes 5 & 6) TJ = 25°C ±2 ±6 ±2 ±6 % 

Voltage Stability (Notes 5 & 6) VIN = S to 35V ±0.3 ±1 ±1 ±2 % 

Temperature Stability (Note 5) Over Operating Range ±3 ±6 ±3 +6 % 

Minimum Frequency AT = 200kn, Cr = 0.11LF 120 120 Hz 

Maximum Frequency AT = 2kn, Cr = 470pF 400 400 kHz 

Current Mirror IRT=2mA 1.7 2.0 2.2 1.7 2.0 2.2 mA 

Clock Amplitude (Notes 5 & 6) 3.0 3.5 3.0 3.5 V 

Clock Width (Notes 5 & 6) TJ = 25°C 0.3 0.5 1.0 0.3 0.5 1.0 l1S 
Sync Threshold 1.2 2.0 2.S 1.2 2.0 2.S V 

Sync Input Current Sync Voltage = 3.5V 1.0 2.5 1.0 2.5 mA 

Error Amplifier Section (VCM = 5.1 V) 

Input Offset Voltage 0.5 5 2 10 mV 

Input Bias Current 1 10 1 10 l1A 
Input Offset Current 1 1 l1A 
DC Open Loop Gain RL~10Mn 60 75 60 75 dB 

Gain-Bandwidth Product Av = OdB, TJ = 25°C 1 2 1 2 MHz 
(Note 5) 

DC Transconductance TJ = 25OC, 30kn S RL S 1 Me 1.1 1.5 1.1 1.5 mS 
(Notes 5 & 7) 

Output Low Level 0.2 0.5 0.2 0.5 V 

Output High Level 3.S 5.6 3.S 5.6 V 

Common Mode Rejection VCM = 1.5 to 5.2V 60 75 60 75 dB 

Supply Voltage Rejection VIN=Sto35V 50 60 50 60 dB 

Note 5: These parameters, although guaranteed over the recommended operating conditions, are not 100% tested in production. 
Note 6: Tested at fose = 40kHz (Rr = 3.6kn, Cr = 0.01111'; RD = (0). Approximate oscillator frequency is defined by: 

f= 1 
Cr (0. TRT + 3RD) 

Note 7: DC transconductance (gM) relates to DC open-loop voltage gain (Av) according to the following equation: Av = gMRL 
where RL is the resistance from pin 9 to ground. 
The minimum gM specification is used to calculate minimum Av when the error amplifier output is loaded. 
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UC1525A127 A 
UC2525A127 A 
UC3525A127 A 

ELECTRICAL CHARACTERISTICS: +VIN = 20V, and over operating temperature, unless otherwise specified, TA = TJ 

UC1525A1UC2525A UC3525A UNITS 
PARAMETER TEST CONDITIONS UC1527A1UC2527A UC3527A 

MIN TYP MAX MIN TYP MAX 

PWM Comparator 

Minimum Duty-Cycle 0 0 % 

Maximum Duty-Cycle 45 49 45 49 % 

Input Threshold (Note 6) Zero Duty-Cycle 0.7 0.9 0.7 0.9 V 

Maximum Duty-Cycle 3.3 3.6 3.3 3.6 V 

Input Bias Current (Note 5) .05 1.0 .05 1.0 I!A 

Shutdown Section 

Soft Start Current VSD = OV, Vss = OV 25 50 80 25 50 80 I!A 
Soft Start Low Level VSD= 2.5V 0.4 0.7 0.4 0.7 V 

Shutdown Threshold To outputs, VSS = 5.1V, TJ = 25°C 0.6 0.8 1.0 0.6 0.8 1.0 V 

Shutdown Input Current VSD= 2.5V 0.4 1.0 0.4 1.0 rnA 

Shutdown Delay (Note 5) VSD = 2.5V, TJ = 25°C 0.2 0.5 0.2 0.5 I!S 
Output Drivers (Each Output) (Vc = 20V) 

Output Low Level ISINK=20mA 0.2 0.4 0.2 0.4 V 

ISINK = 100mA 1.0 2.0 1.0 2.0 V 

Output High Level ISOURCE = 20mA . 18 19 18 19 V 

ISOURCE = 100mA 17 18 17 18 V 

Under-Voltage Lockout VCOMP and VSS = High 6 7 8 6 7 8 V 

vc OFF Current (Note 7) Vc=35V 200 200 I!A 
Rise Time (Note 5) CL = lnF, TJ = 25°C 100 600 100 600 ns 

Fall Time (Note 5) CL = lnF, TJ = 25°C 50 300 50 300 ns 

Total Standby Current 

Supply Current VIN=35V 14 20 14 20 rnA 

Note 5: These parameters, although guaranteed over the recommended operating conditions, are not 100% tested in production. 
Note 6: Tested at (osc = 40kHz (RT = 3.6kD., CT = 0.011!F, RD = 00). 
Note 7: Col/ector off-state quiescent current measured at pin 13 with outputs low for UC1525A and high for UC1527A. 

Inv. 
Input 

N.I. 
Input 

UC1525A Error Amplifier 

To PWM 
Comparator 

5.SV lOOn 

9 Comp 

3-57 



UC1525A127 A 
UC2525A127 A 
UC3525A127 A 

PRINCIPLES OF OPERATION AND TYPICAL CHARACTERISTICS 

Clock F/F 

UC1525A Output Circuit 
(112 Circuit Shown) 

PWM 

Output 

+VSUPPLY 0-...-......... To Output Filter 

Return o----+-----+--

For single-ended supplies, the driver outputs are 
grounded. The Vc terminal is switched to ground by 
the totem-pole source transistors on alternate oscil-

+15V 

Return 

The low source impedance of the output drivers 
provides rapid charging of power FET Input capaci-
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UC1525A Output Saturation Characteristics 
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Low power transformers can be driven by the 
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UC1525A127 A 
UC2525A127 A 
UC3525A127 A 

UC1525A Oscillator Schematic 

7.4k 

Ramp 
To PWM 

2k 
Sync 3 }-----'V\/'v--j--;1 

Discharge 7 H-t---=" 

PRINCIPLES OF OPERATION AND TYPICAL CHARAC
TERISTIC SHUTDOWN OPTIONS 
(See Block Diagram) 

Since both the compensation and soft-start terminals 
(Pins 9 and 8) have current source pull-ups, either can 
readily accept a pull-down signal which only has to sink a 
maximum of 100IJA to turn off the outputs. This is subject 
to the added requirement of discharging whatever exter
nal capacitance may be attached to these pins. 

An alternate approach is the use of the shutdown circuitry 
of Pin 10 which has been improved to enhance the avail
able shutdown options. Activating this circuit by applying a 

Oscillator Charge Time 
vs RTand CT 
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·i 10 
II: 
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.~ 
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Charge Time (I1S) 

Clock 

positive signal on Pin 10 performs two functions; the 
PWM latch is immediately set providing the fastest turn
off signal to the outputs; and a 1501JA-current sink begins 
to discharge the external soft-start capacitor. If the shut
down command is short, the PWM signal is terminated 
without significant discharge of the soft-start capacitor, 
thus, allowing, for example, a convenient implementation 
of pulse-by-pulse current limiting. Holding Pin 10 high for 
a longer duration, however, will ultimately discharge this 
external capacitor, recycling slow turn-on upon release. 

Pin 10 should not be left floating as noise pickup could 
conceivably interrupt normal operation. 
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Maximum Value Ro vs Minimum Value RT 
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(bQ UNITRDDE 
UC1525B UC1527B 
UC2525B UC2527B 
UC3525B UC3527B 

Regulating Pulse Width Modulators 
FEATURES 
• 8 to 35V Operation 

• 5.1V Buried Zener Reference 
Trimmed to ±O.75% 

• 100Hz to 500kHz Oscillator Range 

• Separate Oscillator Sync Terminal 

• Adjustable Deadtime Control 

• Internal Soft-Start 

• Pulse-by-Pulse Shutdown 

• Input Undervoltage Lockout with 
Hysteresis 

• Latching PWM to Prevent Multiple 
Pulses 

• Dual Source/Sink Output Drivers 

• Low Cross Conduction Output Stage 

• Tighter Reference Specifications 

BLOCK DIAGRAM 

DESCRIPTION 
The UC1525B/1527B series of pulse width modulator integrated circuits 
are designed to offer improved performance and lowered external parts 
count when used in designing all types of switching power supplies. The 
on-chip +5.1V buried zener reference is trimmed to ±O.75% and the input 
common-mode range of the error amplifier includes the reference voltage, 
eliminating external resistors. A sync input to the oscillator allows multiple 
units to be slaved or a single unit to be synchronized to an external system 
clock. A single resistor between the CT and the discharge terminals provide 
a wide range of dead time adjustment. These devices also feature built-in 
soft-start circuitry with only an external timing capacitor required. A shut
down terminal controls both the soft-start circuitry and the output stages, 
providing instantaneous turn off through the PWM latch with pulsed shut
down, as well as soft-start recycle with longer shutdown commands. These 
functions are also controlled by an undervoltage lockout which keeps the 
outputs off and the soft-start capacitor discharged for sub-normal input volt
ages. This lockout circuitry includes approximately 500mV of hysteresis for 
jitter-free operation. Another feature of these PWM circuits is a latch follow
ing the comparator. Once a PWM pulse has been terminated for any rea
son, the outputs will remain off for the duration of the period. The latch is 
reset with each clock pulse. The output stages are totem-pole designs ca
pable of sourcing or sinking in excess of 200mA. The UC1525B output 
stage features NOR logic, giving a LOW output for an OFF state. The 
UC1527B utilizes OR logic which results in a HIGH output level when OFF. 

VREF ase OUT 

1---------------------, 
I 13 VC 
I 

11 OUTPUT AL 

14 OUTPUT B~ 

11 OUTPUT AU 

SOFT·START B f------.,.-+---' 

5k 14 OUTPUT BU 
SHUTDOWN 10t--~>IV--+----l 
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ABSOLUTE MAXIMUM RATINGS 
Supply Voltage, (+VIN) ........................... +40V 
Collector Supply Voltage (VC) ...................... +40V 
Logic Inputs ............................ -Q.3V to +5.5V 
Analog Inputs ..................... ' ........ -Q.3V to VIN 
Output Current, Sciurce or Sink ................... 500mA 
Reference Output Current ........................ 50mA 
Oscillator Charging Current ........................ 5mA 
Power Dissipation at T A = +25°C ................. 1000mW 
Power Dissipation at T C = +25°C ................ 2000mW , 
Operating Junction Temperature .......•.. -55°C to +150°C ' 
Storage Temperature Range ............. -65°C to +150°C 
Lead Temperature (Soldering, 10 sec.) ............. +300°C 

All currents are positive into, negative out of the specified ter
minal. Consult Packaging Section of Databook for thermallimi
tations and considerations of packages. 

CONNECTION DIAGRAMS 

DIL-16, SOIC-16 (Top View) 
J or N, DW Packages 

UC1525B UC1527B 
UC2525B UC2527B 
UC3525B UC3527B 

RECOMMENDED OPERATING CONDITIONS 
(Note 1) 
Input Voltage (+VIN) ....................... +8V to +35V 
Collector Supply Voltage (VC) .............. +4.5V to +35V 
Sink/Source, Load Current (steady state) ........ 0 to 100mA 
Sink/Source Load Current (peak) .............. 0 to 400mA 
Reference Load Current ...................... 0 to 20mA 
Oscillator Frequency Range .............. 100Hz to 400kHz 
Oscillator Timing Resistor .................. 2kn to 150kn 
Oscillator Timing Capacitor .............. 0.0011lF to 0.11lF 
Dead Time Resistor Range ................... on to 500n 
Note 1: Range over which the device is functional and parame-

ter limits are guaranteed. 

LCC-20, PLCC-20 (Top View) 
L, Q Packages 

N/C----, 
INV---, 

NI 

SYNC 4 
OSC OUT 5 

N/C 6 
CT 7 

RT 8 

DISCH 
SOFT-START 

VREF 
+VIN 

OUTPUT B 
VC 

16 N/C 
15 GND 

OUTPUT A 

SHUTDOWN 
COMP 
N/C 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these specifications apply for T A = -55°C to + 125°C for 
the UC1525B and UC1527B; -40°C to +85°C for the UC2525B and UC2527B; O°C to +70°C for the UC3525B and UC3527B; 
+VIN =20V TA=TJ , 

UC1525B1UC2525B UC3525B 
UC1527B1UC2527B UC3527B 

PARAMETER TEST CONDITIONS MIN TYP MAX MIN TYP MAX UNITS 

Reference Section 

Output Voltage TJ= 25°C 5.062 5.10 5.138 5.036 5.10 5.164 V 

Line Regulation VIN = 8V to 35V 5 10 5 10 mV 

Load Regulation IL = OmA to 20mA 7 15 7 15 mV 

Temperature Stability (Note 2) Over Operating Range 10 50 10 50 mV 

Total Output Variation Line, Load, and Temperature 5.036 5.164 5.024 5.176 V 

Short Circuit Current VREF = 0, TJ =25°C 80 100 80 100 mA 

Output Noise Voltage (Note 2) 10Hz ~ f ~10kHz, TJ = 25°C 40 200 40 200 IIlVrms 

Long Term Stability (Note 2) TJ = 125°C, 1000 Hrs. 3 10 3 10 mV 
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UC1525B UC1527B 
UC2525B UC2527B 
UC3525B UC3527B 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these specifications apply for TA = -55°C to + 125°C for 
the UC1525B and UC1527B; -40°C to +85°C for the UC2525B and UC2527B; O°C to +70°C for the UC3525B and UC3527B; 
+VIN - 20V TA - TJ - -

UC1525B1UC2525B UC3525B 
UC1527BlUC2527B UC3527B 

PARAMETER TEST CONDITIONS MIN TYP MAX MIN TYP MAX UNITS 

Oscillator Section (Note 3) 

Initial Accuracy (Notes 2 & 3) TJ= 25°C ±2 ±6 ±2 ±6 % 

Voltage Stability (Notes 2 & 3) VIN = 8V to 35V ±0.3 ±1 ±1 ±2 % 

Temperature Stability (Note 2) Over Operating Range ±3 ±6 ±3 ±6 % 

Minimum Frequency RT = 2001<0, CT = 0.11!F 120 120 Hz 

Maximum Frequency RT = 21<0, CT = 470pF 400 400 kHz 

Current Mirror IRT=2mA 1.7 2.0 2.2 1.7 2.0 2.2 mA 

Clock Amplitude (Notes 2 & 3) 3.0 3.5 3.0 3.5 V 

Clock Width (Notes 2 & 3) TJ= 25°C 0.3 0.5 1.0 0.3 0.5 1.0 I!S 
Sync Threshold 1.2 2.0 2.8 1.2 2.0 2.8 V 

Sync Input Current Sync Voltage = 3.5V 1.0 2.5 1.0 2.5 mA 

Error Amplifier Section (VCM = 5.1 V) 

Input Offset Voltage 0.5 5 2 10 mV 

Input Bias Current 1 10 1 10 !!A 
Input Offset Current 1 1 !!A 
DC Open Loop Gain RL~ 10 Mega 60 75 60 75 dB 

Gain-Bandwidth Product (Note 2) Av = OdB, TJ = 25°C 1 2 1 2 MHz 

Output Low Level 0.2 0.5 0.2 0.5 V 

Output High Level 3.8 5.6 3.8 5.6 V 

Common Mode Rejection VCM = 1.5V to 5.2V 60 75 60 75 dB 

Supply Voltage Rejection VIN = 8V to 35V 50 60 50 60 dB 

PWM Comparator 

Minimum Duty Cycle 0 0 % 

Maximum Duty Cycle 45 49 45 49 % 

Input Threshold (Note 3) Zero Duty Cycle 0.7 0.9 0.7 0.9 V 

Input Threshold (Note 3) Maximum Duty Cycle 3.3 3.6 3.3 3.6 V 

Input Bias Current (Note 2) 0.05 1.0 0.05 1.0 !!A 
Shutdown Section 

Soft Start Current VSHUTDOWN = OV, VSOFTSTART 25 50 80 25 50 80 !!A 
=OV 

Soft Start Low Level VSHUTDOWN = 2.5V 0.4 0.7 0.4 0.7 V 

Shutdown Threshold To outputs, VSOFTSTART = 0.6 0.8 1.0 0.6 0.8 1.0 V 
5.1V, TJ =25°C 

Shutdown Input Current VSHUTDOWN = 2.5V 0.4 1.0 0.4 1.0 mA 

Shutdown Delay (Note 2) VSHUTDOWN = 2.5V, TJ = 25°C 0.2 0.5 0.2 0.5 I!S 
Output Drivers (Each Output) (Vc = 20V) 

Output Low Level ISINK=20mA 0.2 0.4 0.2 0.4 V 

ISINK = 100mA 1.0 2.0 1.0 2.0 V 

Output High Level ISOURCE = 20mA 18 19 18 19 V 

ISOURCE = 100mA 17 18 17 18 V 

Undervoltage Lockout VCOMP and VSOFTSTART = 6 7 8 6 7 8 V 
High 

Collector Leakage VC=35V 200 200 !!A 
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UC1525B UC1527B 
UC2525B UC2527B . 
UC3525B UC3527B 

ELECTRICAL CHARACTEAISTICS: Unless otherwise stated, these specifications apply for T A = -55°C to + 125°C for 
the UC1525B and UC1527B; -40°C to +85°C for the UC2525B and UC2527B; DoC to + 70°C for the UC3525B and UC3527B; 
+VIN-20V TA-TJ - , -

UC1525B1UC2525B UC3525B 
UC1527B1UC2527B UC;:3527B 

PARAMETER TEST CONDITIONS MIN TYP MAX MIN TYP MAX UNITS 
Output Drivers (Each Output) (VC = 20V) (cont.) 

Rise Time (Note 2) CL= 1nF, TJ = 25°C 100 600 100 600 ns 

Fall Time (Note 2) CL = 1 nF, TJ = 25°C 50 300 50 300 ns 

Cross conduction charge Per cycle, TJ = 25°C 30 30 nc 

Total Standby Current 
Supply Current VIN =35V 14 20 14 20 mA 

Note 2: Guaranteed by design. Not 100% tested in production. 
Note 3: Tested at fose: 40kHz (RT = 3.61>, CT = O.011lF. RD = OD,I. Approximate oscillator frequency is defined by: 

f= 1 
CT .(O.7.RT +3RD) 

PRINCIPLES OF OPERATION AND TYPICAL CHARACTERISTICS 

UC1525B OutDut Circuit (112 Circuit Shown) 
+'VIN 13 +VC 

5k 10k 10k 

CLOCK FIF PWM 

Q1 
+VSUPPLY 0----.-____ 

UDG·95058 

RETURN o-----+----~-
UDG·95058 

For single-ended supplies, the driver outputs are grounded. 
The VC terminal is switched to ground by the totem-pole 
source transistors on alternate oscillator cycles. 

~--------------------------------~ 
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In conventional push-pull bipolar designs, forward base 
drive is controlled by R1-R3. Rapid turn-off times forthe 
power devices are achieved with speed-up capacitors C, 
and C2. . 



+VSUPPLY }---~-----------, 

RETURN u-----~ 

The low source impedance of the output drivers provides 
rapid charging of power FET input capacitance while mini
mizing external components. 

PRINCIPLES OF OPERATION AND TYPICAL 

CHARACTERISTICS 
Shutdown Options (See Block Diagram) 

Since both the compensation and soft-start terminals 
(Pins 9 and 8) have current source pull-ups, either can 
readily accept a pull-down signal which only has to sink a 
maximum of 100j.LA to turn off the outputs. This is subject 
to the added requirement of discharging whatever exter
nal capacitance may be attached to these pins. 

An alternate approach is the use of the shutdown cir
cuitry of Pin 10 which has been improved to enhance the 
available shutdown options. Activating this circuit by ap-

UC1525B UC1527B 
UC2525B UC2527B 
UC3525B UC3527B 

+VSUPPlY 0---...,...--------...,...----, 

Cl 

C2 

RETURNo--~~--------~-~ 

UDG·95061 

Low power transformers can be driven directly by the 
UC1525B. Automatic reset occurs during dead time, when 
both ends of the primary winding are switched to ground. 

plying a positive signal on Pin 10 performs two functions: 
the PWM latch is immediately set providing the fastest 
turn-off signal to the external soft-start capacitor. If the 
shutdown command is short, the PWM signal is termi
nated without significant discharge of the soft-start ca
paCitor, thus, allowing, for example, a convenient 
implementation of pulse-by-pulse current limiting. 
Holding Pin 10 high for a longer duration, however, will 
ultimately discharge this external capacitor, recycling 
slow turn-on upon release. 

UC1525B Oscillator Schematic 
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Oscillator Charge Time vs. RT and CT 
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UC1525B UC1527B 
UC2525B UC2527B 
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Oscillator Discharge Time vs. RD and CT 
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LAB TEST FIXTURE 

VREF 

o 

3k 
PWM 
ADJ. 

10k 

1.5k 

-

-

-

3.6k 

1=Vos 

2=1+ 
3=1-

VII 

UNITRODE CORPORATION 

CLOCK 

0.001 

10k 

7 CONTINENTAL BLVD.' MERRIMACK, NH 03054 
TEL. (603) 424-2410 • FAX (603) 424-3460 

,----------------------------, 
I I 
I I 
I I 

0 
S 
C 
I 
L 
L 
A 
T 
0 
R 

I 

UC1525B UC1527B 
UC2525B UC2527B 
UC3525B UC3527B 

f----1---(iO:» + VI N 

l-0.1 

rtr GND 

I ."". 

I 
I 
I 
I 
I 
I 
I - I 

L ________ ~~~ _________________ J 

3-67 

SOFT-START 

UDG-95067 



[blJ UNITRDDE 

UC1526 
UC2526 
UC3526 

Regulating Pulse Width Modulator 

FEATURES DESCRIPTION 

• 
• 
• 
• 
• 
• 
• 
• 
• 
• 
• 
• 
• 
• 

8 To 35V Operation 

5V Reference Trimmed To ±1% 

1 Hz To 400kHz Oscillator Range 

Dual 1 OOmA Source/Sink Outputs 

Digital Current Limiting 

Double Pulse· Suppression 

Programmable Deadtime 

Under-Voltage Lockout 

Single Pulse Metering 

Programmable Soft-Start 

Wide Current Limit Common Mode Range 

TTUCMOS Compatible Logic Ports 

Symmetry Correction Capability 

Guaranteed 6 Unit Synchronization 

The UC1526 is a high performance monolithic pulse width modulator 
circuit designed for fixed-frequency switching regulators and other 
power control applications. Included in an 18-pin dual-in-line pack
age are a temperature compensated voltage reference, sawtooth os
cillator, error amplifier, pulse width modulator, pulse metering and 
setting logic, and two low impedance power drivers. Also included 
are protective features such as soft-start and under-voltage lockout, 
digital current limiting, double pulse inhibit, a data latch for single 
pulse metering, adjustable deadtime, and provision for symmetry cor
rection inputs. For ease of interface, all digital control ports are TTL 
and 8-series CMOS compatible. Active LOW logic design allows 
wired-OR connections for maximum flexibility. This versatile device 
can be used to implement single-ended or push-pull switching regula
tors of either polarity, both transformerless and transformer coupled. 
The UC1526 is characterized for operation over the full military tem
perature range of -55°C to +125°C. The UC2526 is characterized for 
operation from -25°C to +85°C, and the UC3526 is characterized for 
operation from 0° to +70°C. 

BLOCK DIAGRAM 
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ABSOLUTE MAXIMUM RATINGS (Note 1, 2) 
Input Voltage (+VIN) . . . . . . . . . . . . . . . . . . . . . . . . . . . . .. +40V 
Collector Supply Voltage (+Vc) ..... . . . . . . . . . . . . . . .. +40V 
Logic Inputs . . . . . . . . . . . . . . . . . . . . . . . . . . . . . -0.3V to +5.5V 
Analog Inputs ............................. -0.3V to +VIN 
Source/Sink Load Current (each output) ............. 200mA 
Reference Load Current. .......................... 50mA 
Logic Sink Current ............................... 15mA 
Power Dissipation at TA = +25°C (Note 2) . . . . . . . . .. 1000mW 
Power Dissipation at Tc = +25°C (Note 2). . . . . . . . .. 3000mW 
Operating Junction Temperature .................. +150°C 
Storage Temperature Range. . . . . . . . . . . . .. -65°C to + 150°C 
Lead Temperature (soldering, 10 seconds) . . . . . . . . .. +300°C 
Note 1: Values beyond which damage may occur. 
Note 2: Consult packaging section of databook for thermal 

limitations and considerations of package. 

CONNECTION DIAGRAMS 

UC1526 
UC2526 
UC3526 

RECOMMENDED OPERATING CONDmONS (Note 3) 
Input Voltage .............................. +8V to +35V 
Collector Supply Voltage. . . . . . . . . . . . . . . . . .. +4.5V to +35V 
Sink/Source Load Current (each output) . . . . . . . .. 0 to 100mA 
Reference Load Current . . . . . . . . . . . . . . . . . . . . .. 0 to 20mA 
Oscillator Frequency Range . . . . . . . . . . . . . . .. 1 Hz to 400kHz 
Oscillator Timing Resistor ................... 2k.Q to 150kQ 
Oscillator Timing Capacitor ................... 1 nF to 20~F 
Available Deadtime Range at 40kHz ............. 3% to 50% 
Operating Ambient Temperature Range 

UC1526 .. . .. . ..................... -55°C to +125°C 
UC2526 ... . . . . . . . . . . . . . . . . . . . . . . . . .. -25°C to +85°C 
UC3526 .............................. -O°C to +70°C 

Note 3: Range over which the device is functional and 
parameter limits are guaranteed. 

DIL-18, SOIC-18 (TOP VIEW) PLCC-20, LCC-20 PACKAGE PIN FUNCTION 
FUNCTION PIN J or N Package, OW Package (TOP VIEW) 

Q and L Packages N/C 
+Error 

+Error VREF -Error 
Compo 

-Error +VIN Css 
/3 2 1 2019 Reset 

Comp Output B 

Css Ground 

4 18 - Current Sense 

5 17 
+ Current Sense 
Shutdown 

Reset Vc 
6 16 RTIMING 
7 15 CT 

-Current Output A 
Sense 

8 14 RD 
9 10 11 12 13 Svnc 

+Current Sync 
Sense 

Output A 
Vc 

Shutdown RD N/C 
Ground 

RTIMING CT Output B 
+VIN 
VREF 

ELECTRICAL CHARACTERISTICS: +VIN = 15V, and over operating ambient temperature, unless otherwise 
specified, TA=TJ. 

PARAMETER TEST CONDITIONS I UC1526 I UC2526 UC3526 

1 
2 
3 
4 
5 
6 
7 
8 
9 
10 
11 
12 
13 
14 
15 
16 
17 
18 
19 
20 

MIN TYP MAX MIN TYP MAX 

Reference Section (Note 4) 

Output Voltage TJ=+25°C 4.95 5.00 5.05 4.90 5.00 5.10 

Line Regulation +VIN = 8 to 35V 10 20 10 30 

Load Regulation IL=Ot020mA 10 30 10 50 

Temperature Stability Over Operating TJ 15 50 15 50 

Total Output Over Recommended 4.90 5.00 5.10 4.85 5.00 5.15 
Voltage Range Operating Conditions 

Short Circuit Current VREF=OV 25 50 100 25 50 100 

Under -Voltage Lockout 

RESET Output Voltage VREF=3.8V 0.2 0.4 0.2 0.4 

VREF=4.8V 2.4 4.8 2.4 4.8 

Note 4: IL = OmA. 
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UC1526 
UC2526 
UC3526 

ELECTRICAL CHARACTERISTICS: +VIN = 15V, and over operating ambient temperatur.e, unless otherwise 
specified, TA=TJ. 

PARAMETER TEST CONDITIONS UC1526 I UC2526 

MIN TYP MAX 

Oscillator Section (Note 5) 

Initial Accuracy TJ= + 25°C ±3 ±8 

Voltage Stability +VIN = 8 to 35V 0.5 1 

Temperature Stability Over Operating TJ 7 10 

Minimum Frequency RT = 150kQ, CT = 20llF 1 

Maximum Frequency RT = 2kQ, CT = 1.0nF 400 

Sawtooth Peak Voltage +VIN=35V 3.0 3.5 

Sawtooth Valley Voltage +VIN=8V 0.5 1.0 

Error Amplifier Section (Note 6) 

Input Offset Voltage RsS2kQ 2 5 

Input Bias Current -350 -1000 

Input Offset Current 35 100 

DC Open Loop Gain RL~ 10MC 64 72 

HIGH Output Voltage VPIN1-VPIN2 ~ 150mV, ISOURCE = 3.6 4.2 
10011A 

LOW Output Voltage VPIN2-VPIN1 ~ 150mV, ISINK = 1001lA 0.2 0.4 

Common Mode Rejection Rs::; 12kil 

Supply Voltage Rejection +VIN = 12 to 18V 

PWM Comparator (Note 5) 

Minimum Duty Cycle VCOMPENSATION = +O.4V 

Maximum Duty Cycle VCOMPENSATION = +3.6V 

Digital Ports (SYNC, SHUTDOWN, and RESET) 

HIGH Output Voltage ISOURCE =401lA 

LOW Output Voltage ISINK = 3.6mA 

HIGH Input Current VIH = +2.4V 

LOW Input Current VIL= +0.4V 

Current Limit Comparator (Note 7) 

Sense Voltage RsS50n 

Input Bias Current 

Soft-Start Section 

Error Clamp Voltage RESET = +O.4V 

Cs Charging Current RESET =+2.4V 

Output Drivers (Each Output) (Note 8) 

HIGH Output Voltage ISOURCE = 20mA 

ISOURCE = 100mA 

LOW Output Voltage ISINK= 20mA 

ISINK = 100mA 

Collector Leakage Vc=40V 

Rise Time CL= 1000pF 

Fall Time CL= 1000pF 

Power Consumption (Note 9) 

Standby Current SHUTDOWN = +D.4V 

Note 4: IL = omA. 

70 94 

66 80 

0 

45 49 

2.4 4.0 

0.2 0.4 

-125 -200 

-225 -360 

90 100 110 

-3 -10 

0.1 0.4 

50 100 150 

12.5 13.5 

12 13 

0.2 0.3 

1.2 2.0 

50 150 

0.3 0.6 

0.1 0.2 

I 18 30 

Note 6: VCM = 0 to +S.2V 
Note 8: Vc= +1SV 

MIN 

400 

0.5 

60 

3.6 

70 

66 

45 

2.4 

80 

50 

12.5 

12 

NoteS: Fosc = 40kHz (RT= 4. 12kQ± 1%, Cr=o.1J.1F± 1%, 
RD=llO) Note 9: +VIN = +3S11, RT= 4.12kQ 
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UC3526 I UNITS 

TYP MAX 

±3 ±8 % 

0.5 1 % 

3 5 % 

1 Hz 

kHz 

3.0 3.5 V 

1.0 V 

2 10 mV 

-350 -2000 nA 

35 200 nA 

72 dB 

4.2 V 

0.2 0.4 V 

94 dB 

80 dB 

0 % 

49 % 

4.0 V 

0.2 0.4 V 

-125 -200 IIA 
-225 -360 IIA 

100 120 mV 

-3 -10 IIA 

0.1 0.4 V 

100 150 IIA 

13.5 V 

13 V 

0.2 0.3 V 

1.2 2.0 V 

50 150 I1A 
0.3 0.6 IJ.S 
0.1 0.2 IJ.S 

18 30 mA 



APPLICATIONS INFORMATION 
Voltage Reference 

UC1526 
UC2526 
UC3526 

The reference regulator of the UC1526 is based on a tem- VREF 

perature compensated zener diode. The circuitry is fully 
active at supply voltages above +Sv, and provides up to 
20mA of load current to external circuitry at +5.0V. In sys
tems where additional current is required, an external 
PNP transistor can be used to boost the available current. 
A rugged low frequency aUdio-type transistor should be 
used, and lead lengths between the PWM and transistor 
should be as short as possible to minimize the risk of os
cillations. Even so, some types of transistors may require 
collector-base capacitance for stability. Up to 1 amp of 

To Reset 
To Driver A 

>o-~-- To Driver B 

load current can be obtained with excellent regulation if Figure 2. Under-Voltage Lockout Schematic 
the device selected maintains high current gain. 

VIN 

Gnd 

Figure 1. Extending Reference Output Current 

Unde .... Voltage Lockout 

VREF 

The under-voltage lockout circuit protects the UC1526 
and the power devices it controls from inadequate supply 
voltage, If +VIN is too low, the circuit disables the output 
drivers and holds the RESET pin LOW. This prevents spu
rious output pulses while the control circuitry is stabilizing, 
and holds the soft-start timing capacitor in a discharged 
state. 

The circuit consists of a + 1.2V bandgap reference and 
comparator circuit which is active when the reference volt
age has risen to 3VBE or + 1.SV at 25°C. When the refer
ence voltage rises to approximately +4.4V, the circuit 
enables the output drivers and releases the RESET pin, 
allowing a normal soft-start. The comparator has 200mV 
of hysteresis to minimize oscillation at the trip point. When 
+VIN to the PWM is removed and the reference drops to 
+4.2V, the under-voltage circuit pulls RESET LOW again. 
The soft-start capacitor is immediately discharged, and 
the PWM is ready for another soft-start cycle. 

The UC1526 can operate from a +5V supply by connect
ing the VREF pin to the +VIN pin and maintaining the sup
ply between +4.8 and +5.2V. 

Soft-Start Circuit 

The soft-start circuit protects the power transistors and 
rectifier diodes from high current surges during power 
supply turn-on. When supply voltage is first applied to the 
UC1526, the under-voltage lockout circuit holds RESET 
LOW with 03. 01 is turned on, which holds the soft-start 
capacitor voltage at zero. The second collector of 01 
clamps the output of the error amplifier to ground, guaran
teeing zero duty cycle at the driver outputs. When the 
supply voltage reaches normal operating range, RESET 
will go HIGH. 01 turns off, allowing the internal 100mA 
current source to charge Cs. 02 clamps the error ampli
fier output to 1VBE above the voltage on Cs. As the soft
start voltage ramps up to +5V, the duty cycle of the PWM 
linearly increases to whatever value the voltage regulation 
loop requires for an error nUll. 

Digital Control Ports 

VREF 

+Error 

-Error 

Reset 

Figure 3. Soft-Start Circuit Schematic 

The three digital control ports of the UC1526 are bi-direc
tiona!. Each pin can drive TTL and 5V CMOS logic di
rectly, up to a fan-out of 10 low-power Schottky gates. 
Each pin can also be directly driven by open-collector 
TTL, open-drain CMOS, and open-collector voltage com
parators 
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APPLICATIONS INFORMATION (cont.) 
TTL, open-drain CMOS, and open-collector voltage com
parators; fan-in is equivalent to 1 Jow-power Schottky 
gate. Each port is normally HIGH; the pin is pulled LOW 
to activate the particular function. Driving SYNC LOW in
itiates a discharge cycle in the oscillator. Pulling 

SHUTDOWN LOW immediately inhibits all PWM output 
pulses. Holding RESET LOW discharges the soft-start 
capacitor. The logic threshold is + 1.1V at +25°C. Noise 
immunity can be gained at the expense of fan-out with an 
external 2k pull-up resistor to +5V. 

To 
Internal 

Logic 

From 
Internal 

Logic 

VREF 

40K 20K 

Figure 4. Digital Control Port Schematic 

Oscillator 

Shutdown 
Or 
Reset 

The oscillator is programmed for frequency and dead time 
with three components: RT, CT and RD. Two waveforms 
are generated: a sawtooth waveform at pin 10 for pulse 
width modulation, and a logic clock at pin 12. The follow
ing procedure is recommended for choosing timing val
ues: 

1. With Ro = 0 (pin 11 shorted to ground) select values 
for RT and CT from Figure 7 to give the desired oscillator 
period. Remember that the frequency at each driver out
put is half the oscillator frequency, and the frequency at 
the +Vc terminal is the same as the oscillator frequency. 

2. If more dead time is required, select a large value of 
RD. At 40kHz dead time increases by 400ns/0 . 

3. Increasing the dead time will cause the oscillator fre
quency to decrease slightly. Go back and decrease the 
value of RT slightly to bring the frequency back to the 
nominal design value. 

The UC1526 can be synchronized to an external logic 
clock by programming the oscillator to free-run at a fre
quency 10% slower than the sync frequency. A periodic 
LOW logic pulse approximately 0.5!!S wide at the SYNC 
pin will then lock the oscillator to the external frequency. 

UC1526 
UC2526 
UC3526 

Multiple devices can be synchronized together by pro
gramming one master unit for the desired frequency and 
then sharing its sawtooth and clock waveforms with the 
slave units. All CT terminals are connected to the CTpin 

of the master, and all SYNC terminals are likewise COI)

nected to the SYNC pin of the master. Slave RTtermi
nalsare left open or connected to VREF. Slave Ro 
terminals may be either left open or grounded. 

Error Amplifier 

The error amplifier is a transconductance deSign, with an 
output impedance of 2MO. Since all voltage gain takes 
place at the output pin, the open-loop gain/frequency 
characteristics can be controlled with shunt reactance to 
ground. When compensated for unity-gain stability with 
100pF, the amplifier has an open-loop pole at 800Hz. 

The input connections to the error amplifier are deter
mined by the polarity of the switching supply output volt
age. For positive supplies, the common-mode voltage is 
+5.0V and the feedback connections in Figure 6A are 
used. With negative supplies, the common-mode voltage 
is ground and the feedback divider is connected between 
the negative output and the +5.0V reference voltage, as 
shown in Figure 68. 

Output Drivers 

The totem-pole output drivers of the UC1526 are de
signed to source and sink 100mA continuously and 
200mA peak. Loads can be driven either from the output 
pins 13 and 16, or from the +Vc, as required. 

Since the bottom transistor of the totem-pole is allowed to 
saturate, there is a momentary conduction path from the 
+Vc terminal to ground during switching. To limit the re
sulting current spikes a small resistor in series with pin 14 
is always recommended. The resistor value is determined 
by the driver supply voltage, and should be chosen for 
200mA peak currents. 

12 Sync n 
RTJCT~ 

Figure 5. OsciUator Connections and Waveforms 
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UC1526 
UC2526 
UC3526 

+ V Suppl Y D-<r------.. To Output Filter 

R2 
2 -

VREF~R3 1 

R1 Positive 
Gnd Output 

Voltage 

(Rl + R2) 
VOUT- VREF \~ 

( R1R2 ) 
R3 = Rl + R2 

~
Rl ~~f~~~ve 

R2 Voltage 

VREF 1 

R3 
2 -

Gnd 

Your - VREF ( ~~ ) 
( R1R2 ) 

R3 = Rl + R2 

Figure 6. Error Amplifier Connections 

+ V Supply 0---.----------, 

15 
Return o-------1>---~o__ 

Figure 8. Single-Ended Configuration 

+15V 0-----

II 
T1 

Return 

Figure 7. Push-Pull Configuration Figure 9. Driving N-channel Power Mosfets 

TYPICAL CHARACTERISTICS 
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TYPICAL CHARACTERISTICS 

Output Driver Deadtime vs Ro Value 
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Error Amplifier Open Loop Gain vs Frequency 
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UC1526 
UC2526 
UC3526 

Under Voltage Lockout Characteristic 
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·~UNITROCE UC1526A 
UC2526A 
UC3526A 

Regulating Pulse Width Modulator 

FEATURES 

• Reduced Supply Current 

• Oscillator Frequency to 600kHz 

• Precision Band-Gap Reference 

• 7 to 35V Operation 

• Dual 200mA Source/Sink Outputs 

• Minimum Output Cross-Conduction 

• Double-Pulse Suppression Logic 

• Under-Voltage Lockout 

• Programmable Soft-Start 

• Thermal Shutdown 

• TTLJCMOS Compatible Logic Ports 

• 5 Volt Operation (VIN = Vc = VREF = 5.0V) 

BLOCK DIAGRAM 

DESCRIPTION 
The UC1526A Series are improved-performance pulse-width mod
ulator circuits intended for direct replacement of equivalent non- "A" 
versions in all applications. Higher frequency operation has been 
enhanced by several significant improvements including: a more 
accurate oscillator with less minimum dead time, reduced circuit 
delays (particularly in current limiting), and an improved output 
stage with negligible cross-conduction current. Additional improve
ments include the incorporation of a precision, band-gap reference 
generator, reduced overall supply current, and the addition of ther
mal shutdown protection. 

Along with these improvements, the UC1526A Series retains the 
protective features of under-voltage lockout, soft-start, digital cur
rent limiting, double pulse suppression logic, and adjustable 
deadtime. For ease of interfacing, all digital control ports are TTL 
compatible with active low logic. 

Five volt (5V) operation is possible for "logic level" applications by 
connecting VIN, Vc and VREF to a precision 5V input supply. Con
sult factory for additional information. 

1-----.--------.---------------118 VREF 

SYNC 

RESET 

-EA 

+Cs 

-Cs 

6/93 

THERMAL 
SHUTDOWN 

S R 

S 

PWM 
LATCH 

Q .------z.._'--
L-_---l 

TOGGLE 
F/F 

~~----+--------------------_I8 SHUT --- DOWN 
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ABSOLUTE MAXIMUM RATINGS (Note 1, 2) 
Input Voltage (+VIN) .............................. +40V 
Collector Supply Voltage (+Vc) ..................... +40V 
Logic Inputs ............................. -0.3V to +5.5V 
Analog Inputs ............................. -0.3V to +VIN 
Source/Sink Load Current (each output) ............ 200mA 
Reference Load Current. ......................... 50mA 
Logic Sink Current .............................. 15mA 
Power Dissipation at TA = +25°C (Note 2) ......... 1000mW 
Power Dissipation at Tc = +25°C (Note 2) ......... 3000mW 
Operating Junction Temperature .................. +150°C 
Storage Temperature Range .............. -65°C to +150°C 
Lead Temperature (soldering. 10 seconds) .......... +300°C 

Note 1: Values beyond which damage may occur. 
Note 2: Consult packaging Section of Databook for thermal 

limitations and considerations of package. 

CONNECTION DIAGRAMS 

UC1526A 
UC2526A 
UC3526A 

RECOMMENDED OP.ERAllNG CONDITIONS 
(Note 3) 
Input Voltage ............................. +7V to +35V 
Collector Supply Voltage ................... +4.5V to +35V 
Sink/Source Load Current (each output) ......... 0 to 100mA 
Reference Load Current ...................... 0 to 20mA 
Oscillator Frequency Range ................ 1 Hz to 600kHz 
Oscillator Timing Resistor .................. 21<0 to 1501<0 
Oscillator Timing Capacitor ................. 400pF to 21¥F 
Available Deadtime Range at 40kHz ............ 1 % to 50% 
Operating Ambient Temperature Range 

UC1526A ............................ -55°C to +125°C 
UC2526A ............................. -25°C to +85°C 
UC3526A .............................. O°C to + 70°C 

Note 3: Range over which the device is functional and 
parameter limits are guaranteed. 

OIL-18, SOIC-18 (TOP VIEW) 
J or. N Package, OW Package 

PLCC-20, LCC-20 
(TOP VIEW) 

PACKAGE PIN FUNCTION 
FUNCTION PIN 

Q and L Packages 
N/C 1 
+ERROR 2 
-ERROR 3 

+ERROR 1 VREF COMPo 4 

+VIN Css 5 

/3 2 1 2019 RESET 6 
COMP OUTPUT B 

4 18 - CURRENT SENSE 7 

GROUND 5 17 

RESET Vc 6 16 

+ CURRENT SENSE 8 
SHUTDOWN 9 
RTIMING 10 

7 15 
-CURRENT 6 OUTPUT A 8 14 SENSE 
+CURRENT 9 10 11 12 13 

SENSE 7 SYNC 

CT 11 
Ro 12 
SYNC 13 
OUTPUT A 14 

SHUTDOWN 8 Vc 15 

RTIMING CT NlC 16 
GROUND 17 
OUTPUTB 18 
+VIN 19 
VREF 20 
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UC1526A 
UC2526A 
UC3526A 

ELECTRICAL CHARACTERISTICS: +VIN = 15V, and over operating ambient temperature, unless otherwise specified TA = T J. 

UC1526A I UC2526A 
PARAMETER TEST CONDITIONS MIN TYP MAX 

Reference Section (Note 4) 

Output Voltage TJ=+25°C 4.95 5.00 5.05 

Line Regulation +VIN = 7 to 35V 2 10 

Load Regulation IL= Oto 20mA 5 20 

Temperature Stability Over Operating TJ (Note 5) 15 50 

Total Output Voltage Over Recommended Operating 4.90 5.00 5.10 
Range Conditions 

Short Circuit Current VREF=OV 25 50 100 

Under-Voltage Lockout 

RESET Output Voltage VREF=3.SV 0.2 0.4 

VREF= 4.7V 2.4 4.7 

OSCillator Section (Note 6) 

Initial Accuracy TJ= +25°C ±3 ±8 

Voltage Stability +VIN = 7 to 35V 0.5 1 

Temperature Stability Over Operating TJ (Note 5) 2 6 

Minimum Frequency RT = 150kn, CT = 20~F (Note 5) 1 

Maximum Frequency RT = 2kn, CT = 470pF 550 

Sawtooth Peak Voltage +VIN=35V 3.0 3.5 

Sawtooth Valley Voltage +VIN=7V 0.5 1.0 

SYNC Pulse Width TJ = 25°C, RL = 2.7kn to VREF 1.1 

Error Am~lfler Section (Note 7) 

Input Offset Voltage RS:52kn 2 5 

Input Bias Current -350 -1000 

Input Offset Current 35 100 

DC Open Loop Gain RL~ 10Mn 64 72 

HIGH Output Voltage VPIN 1 - VPIN 2 ~ 150mV, ISOURCE = 1OO~ 3.6 4.2 

LOW Output Voltage VPIN 2 - VPIN 1 ~ 150mV, ISINK = 1 OO~ 0.2 0.4 

Common Mode Rejection RS:52kn 70 94 

Supply Voltage Rejection +VIN = 12 to 1SV 66 SO 

PWM Comparator (Note 6) 

Minimum Duty Cycle VCOMPENSATION = +O.4V 0 

Maximum Duty Cycle VCOMPENSATION = +3.6V I 45 49 

Digital Ports (SYNC, SHUTDOWN, and RESET) 

HIGH Output Voltage ISOURCE = 40~ 2.4 4.0 

LOW Output Voltage ISINK = 3.6mA 0.2 0.4 

HIGH Input Current VIH=+2.4V -125 -200 

LOW Input Current VIL= +C.4V -225 -360 

Shutdown Delay From Pin 8, TJ = 25°C 160 

Current Limit Comparator (Note 8) 

Sense Voltage RS:550n 90 100 110 

Input Bias Current -3 -10 

Shutdown Delay From pin 7, 100mV Overdrive, TJ = 25°C 260 

Note 4: IL = OmA. 
Note 5: Guaranteed by design, not 100% tested in production. 
Note 6: Fosc = 40kHz, (RT= 4.12kn ± 1%, Cr= O.01~F± 1%, 

RD=On). 

Note 7: VCM = 0 to +5.2V 
Note8: VCM=Oto+12V. 
Note 9: Vc = + 15V. 
Note 10:VIN=+35V, RT=4.12kO.. 
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UC3526A 

MIN TYP MAX UNITS 

4.90 5.00 5.10 V 

2 15 mV 

5 20 mV 

15 50 mV 

4.S5 5.00 5.15 V 

25 50 100 mA 

0.2 0.4 V 

2.4 4.S V 

±3 ±8 % 

0.5 1 % 

1 3 % 
1 Hz 

650 kHz 

3.0 3.5 V 

0.5 1.0 V 

1.1 ~ 

2 10 mV 

-350 -2000 nA 

35 200 nA 

60 72 dB 

3.6 4.2 V 

0.2 0.4 V 

70 94 dB 

66 SO dB 

0 % 

45 49 % 

2.4 4.0 V 

0.2 0.4 V 

-125 -200 ~ 
-225 -360 ~ 
160 ns 

SO 100 120 mV 

-3 -10 ~ 
260 ns 



UC1526A 
UC2526A 
UC3526A 

ELECTRICAL CHARACTERISTICS: +VIN = 15V, and over operating ambient temperature, unless otherwise specified TA = 
TJ. 

PARAMETER TEST CONDITIONS 

Soft·Start Section 

Error Clamp Voltage RESET = +O.4V 

Cs Charging Current RESET = +2.4V 

Output Drivers (Each Output) (Note 9) 

HIGH Output Voltage ISOURCE = 20mA 

ISOURCE = 100mA 

LOW Output Voltage ISINK=20mA 

ISINK = 100mA 

Collector Leakage Vc=40V 

Rise Time CL = 1000pF (Note 5) 

Fall Time CL = 1000pF (Note 5) 

Cross·Conduction Charge Per cycle, TJ = 25°C 

Power Consumption (Note 10) 

Standby Current SHUTDOWN = +O.4V 

Note 4: IL = OmA. 
Note 5: Guaranteed by design, not 100% tested in production. 
Note 6: Fosc = 40kHz, (RT = 4. 12kfl ± 1 %, CT = 0.011-1F± 1 %, 

RD=OQ). 
Note 7: VCM = 0 to +5.2V 
Note 8: VCM= 0 to +12V. 
Note 9: Vc= +15V. 
Note 10: 

Open Loop Test Circuit UC1526A 

Ro 

RT 

COMP 

+5V 

t -

5K 
lK 

11 

9 

-
10 

3 

2 

-
6 

loon 

7 

ILiM 

17 

18 

12 

5 

4 

14 

13 

16 

15 

8 
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UC1526A UC3526A 
UC2526A UNITS 

MIN TVP MAX MIN TVP MAX 

0.1 0.4 0.1 0.4 V 

50 100 150 I 50 100 150 !lA 

12.5 13.5 12.5 13.5 V 

12 13 12 13 V 

0.2 0.3 0.2 0.3 V 

1.2 2.0 1.2 2.0 V 

50 150 50 150 !lA 
0.3 0.6 0.3 0.6 J.IS 
0.1 0.2 0.1 0.2 JlS 
8 8 nC 

14 20 14 20 I mA 

+VIN 

VREF 

SYNC 

RESET 

-=rQSOFT START 

...::r:.4.7I-1F 
~ Vc 

~101-1F 

-
SHUTDOWN 

~ 



APPLICATIONS INFORMATION 

Voltage Reference 
The reference regulator of the UC1526A is based on a 
precision band-gap reference, internally trimmed to ±1 % 
accuracy. The circuitry is fully active at supply voltages 
above +7V, and provides up to 20mA of load current to 
external circuitry at +5.0V. In systems where additional 
current is required, an external PNP transistor can be 
used to boost the available current. A rugged low fre
quency audio-type transistor should be used, and lead 
lengths between the PWM and transistor should be as 
short as possible to minimize the risk of oscillations. 
Even so, some types of transistors may require collec
tor-base capacitance for stability. Up to 1 amp of load 
current can be obtained with excellent regulation if the 
device selected maintains high current gain. 

270 

"May be required 
coT with some types 
--" of transistors 

VREF 

IOI1F 
GND--------------+-------~--

Figure 1. Extending Reference Output Current 

Under-Voltage Lockout 
The under-voltage lockout circuit protects the UC1526A 
and the power devices it controls from inadequate sup
ply voltage, If +VIN is too low, the circuit disables the 
output drivers and holds the RESET pin LOW. This pre
vents spurious output pulses while the control circuitry is 
stabilizing, and holds the soft-start timing capacitor in a 
discharged state. 

The circuit consists of a + 1.2V bandgap reference and 
comparator circuit which is active when the reference 
voltage has risen to 3VBE or + 1.8V at 25°C. When the 
reference voltage rises to approximately +4.4V, the cir
cuit enables the output drivers and releases the RESET 
pin, allowing a normal soft-start. The comparator has 
350mV of hysteresis to minimize oscillation at the trip 
point. When +VIN to the PWM is removed and the refer
ence drops to +4.2V, the under-voltage circuit pulls RE
SET LOW again. The soft-start capacitor is immediately 
discharged, and the PWM is ready for another soft-start 
cycle. 

The UC1526A can operate from a +5V supply by con
necting the VREF pin to the +VIN pin and maintaining the 
supply between +4.8 and +5.2V. 
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VREF 

Rt 

UC1526A 
UC2526A 
UC3526A 

TO RESET 
TO DRIVER A 

.>0--1/---- TO DRIVER B 

Figure 2. Under-Voltage Lockout Schematic 

Soft-Start Circuit 

The soft-start circuit protects the power transistors and 
rectifier diodes from high current surges during power 
supply turn-on. When supply voltage is first applied to 
the UC1526A, the under-voltage lockout circuit holds 
RESET LOW with Q3. Q1 is turned on, which holds the 
50ft-start capacitor voltage at zero. The second collec
tor of Q1 clamps the output of the error amplifier to 
ground, guaranteeing zero duty cycle at the driver out
puts. When the supply voltage reaches normal operat
ing range, RESET will go HIGH. Q1 turns off, allowing 
the internal 10O(.LA current source to charge Cs. Q2 
clamps the error amplifier output to 1 VBE above the 
voltage on Cs. As the soft-start voltage ramps up to 
+5V, the duty cycle of the PWM linearly increases to 
whatever vaJue the voltage regulation loop requires for 

VREF 

Figure 3. Soft-Start Circuit Schematic 

Digital Control Ports 

The three digital control ports of the UC1526A are 
bi-directional. Each pin can drive TTL and 5V CMOS 
logic directly, up to a fan-out of 10 low-power Schottky 
gates. Each pin can also be directly driven by 
open-collector TTL, open-drain CMOS, and 
open-collector voltage comparators; fan-in is equivalent 
to 1 low-power Schottky gate. Each port is normally 
HIGH; the pin is pulled LOW to activate the particular 
function. Driving SYNC LOW initiates a discharge cycle 
in the oscillator. Pulling SHUTDOWN LOW immediately 
inhibits all PWM output pulses. Holding RESET LOW 



APPLICATIONS INFORMATION (cont.) 
capacitor. The logic threshold is +1.1 V at +25:::)C. Noise 
immunity can be gained at the expense of fan-out with 
an extemal2k pull-up resistor to +5V. 

TO 
INTERNAL 

LOGIC 

FROM 

VREF 

40K 

INTERNAL +---+----j 
LOGIC 

20K 

Figure 4. Digital Control Port Schematic 

Oscillators 

SHUTDOWN 
OR 
RESET 

The oscillator is programmed for frequency and dead 
time with three components: RT, CT and RD. Two wave
forms are generated: a sawtooth waveform at pin 10 for 
pulse width modulation, and a logic clock at pin 12. The 
following procedure is recommended for choosing timing 
values: 

1. With RD= 00 (pin 11 shorted to ground) select values 
for RT and CT from the graph on page 4 to give the de
sired oscillator period. Remember that the frequency at 
each driver output is half the oscillator frequency, and 
the frequency at the +Vc terminal is the same as the os
cillator frequency. 

2. If more dead time is required, select a larger value of 
RD. At 40kHz dead time increases by 400ns/O. 

3. Increasing the dead time will cause the oscillator fre
quency to decrease slightly. Go back and decrease the 
value of RT slightly to bring the frequency back to the 
nominal design value. 

The UC1526A can be synchronized to an external logic 
clock by programming the oscillator to free-run at a fre
quency 10% slower than the SYNC frequency. 

UC1526A 
UC2526A 
UC3526A 

the SYNC pin will then lock the oscillator to the external 
frequency. 

Multiple devices can be synchronized together by pro
gramming one master unit for the desired frequency, and 
then sharing its sawtooth and clock waveforms with the 
slave units. A" CT terminals are connected to the CT pin 
of the master and a" SYNC terminals are likewise con
nected to the SYNC pin of the master. Slave RT termi
nals are left open or connected to VREF. Slave RD 
terminal may be either left open or grounded. 

VREF~R3 1 
R2 

2 -
R1 POSITIVE 

GND ~gm~E 

VOUT" VREF (R1 ~2 R2) 

( 
R1R2 ) 

R3= ~ 

R1 ~~~~~\"E 

~
2 VOLTAGE 

VREF 1 

R3 
2 

GND 

VOUT' VREF ( :! ) 
( 

R1R2 ) 
R3 - R1 + R2 

Figure 6. Error Amplifier Connections 

Error Amplifier 
The error amplifier is a transconductance design, with an 
output impedance of 2MO. Since a" voltage gain takes 
place at the output pin, the open-loop gain/frequency 
characteristics can be controlled with shunt reactance to 
ground. When compensated for unity-gain stability with 
100pF, the amplifier has an open-loop pole at 800Hz. 

The input connections to the error amplifier are deter
mined by the polarity of the switching supply output volt
age. For positive supplies, the common-mode voltage is 
+5.0V and the feedback connections in Figure 6A are 
used. With negative supplies, the common-mode voltage 
is ground and the feedback divider is connected be
tween the negative output and the +5.0V reference volt
age, as shown in Figure 68. 

Figure 5. Oscillator Connections and Waveforms Figure 7. Push-Pull Configuration 
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APPLICATIONS INFORMATION (cont.) 
Output Drivers 

The totem pole output drivers of the UC1526A are de
signed to source and sink 100mA continuously and 
200mA peak. Loads can be driven either from the output 
pins 13 and 16, or from the +Vc, as required. 

+ V SUPPL Y o-_-~ ~-___ TO OUTPUT, FIL TER 

Figure 8. Single-Ended Configuration 

TYPICAL CHARACTERISTICS 

OSCILLATOR PERIOD vs RT and CT 

200 ~--~ 

100 

50 

Cl 20 
~ 

.!! 10 
a: 

5 

2 

UC1526A 
UC2526A 
UC3526A 

Since the bottom transistor of the totem-pole is allowed to 
saturate, there is a momentary conduction path from the 
+Vc terminal to ground during switching; however, im
proved design has limited this cross-conduction period to 
less than 50ns. Capacitor decoupling at Vc is recom
mended and careful grounding of Pin 15 is needed to in
sure that high peak sink currents from a capacitive load 
do not cause round transients. 

RETURN 

+ 15 V 0-----, 

II 

D1, D2 
1N5819 

Figure 9. Driving N-Channel Power MOSFETs 
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TYPICAL CHARACTERISTICS (Cont.) 

Output Driver Deadtime vs. Ro Value 
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Under Voltage Lockout Characteristic 

5 - -- ---1------

4 r--+-----/-~ 

3 --r-- -- ---

2 f----I--- -- ____ ILI..--'-----.l 

vn--r---
__ .... --__ .. _.0 _____ . _____ " 

o 1 2 3 4 5 

REFERENCE VOLTAGE - (V) 

Current Limit Transfer Function 
----,---

~ 5 H-+-++--+ 

z 4 ---

$: 3 c-O 
C 
I- 2 ::l ::c 
(/) 1 --- _. -- ---

o 40 80 120 160 200 
20 60 100 140 180 

DIFFERENTIAL INPUT VOLTAGE - (mV) 

Output Driver Saturation Voltage 

~ 

LlJ 
c:l 2.0 -"-- -

< -;/ l- tS ...J -
0 
> 
z to 

Source ? 
~ 0.5 n --< 11 uft--IX: 
::::I 

0 I- J,.L.J.... ___ • __ 

< 1 2 5 10 20 50 100 200 rJ) 

OUTPUT CURRENT 
SOURCE OR SINK - (rnA) 



~UNITRCDE 
Primary Side PWM Controller 

UC1548 
UC2548 
UC3548 

FEATURES ~B~LO~C~K~D~IA~G~R~A~M~ __ ~~~~~~~~~~~ ____ , 
• Primary Side Voltage Feed- ---------1 

forward Control of Isolated Power 
Supplies 

• Accurate DC Control of 
Secondary Side Short Circuit 
Current using Primary Side 
Average Current Mode Control 

• Accurate Programmable 
Maximum Duty Cycle Clamp 

• Maximum Volt-Second Product 
Clamp to Prevent Core Saturation 

• Practical Operation Up to 1 MHz 

• High Current (2A Pk) Totem Pole 
Output Driver 

• Wide Bandwidth (8MHz) Current 
Error Amplifier 

• Undervoltage Lockout Monitors 
VCC, VIN and VREF 

• Output Active Low During UVLO 

• Low Startup Current (500!1A) 

vee 15 14-~:":"'---------I2 VREF 

GNO 1 13110 . I UDG.95037 __________________________________ J 

DESCRIPTION Pin numbers refer to 16-pin D1L and sOle packages only. 

The UC3548 family of PWM controllCs uses voltage feed- driver. The current error amplifier easily interfaces with an 
forward control to regulate the output voltage of isolated optoisolator from a secondary side voltage sensing circuit. 

power supplies. The UC3548 resides on the primary side A full featured undervoltage lockout (UVLO) circuit is con
and has the necessary features to accurately control sec- tained in the UC3548. UVLO monitors the supply voltage 
ondary side short circuit current with average current to the controller (VCC), the reference voltage (VREF), and 
mode control techniques. The UC3548 can be used to the input line voltage (VIN). All three must be good before 
control a wide variety of converter topologies. soft start commences. If either VCC or VIN is low, the sup

In addition to the basic functions required for pulse width ply current required by the chip is only 500!1A and the 
modulation, the UC3548 implements a patented technique output is actively held low. 

of sensing secondary current from the primary side in an Two on board protection features set controlled limits to 
isolated buck derived converter. A current waveform syn- prevent transformer core saturation. Input voltage is moni
thesizer monitors switch current and simulates the inductor tored and pulse width is constrained to limit the maximum 
current downslope so that the complete current waveform volt-second product applied to the transformer. A unique 
can be constructed on the primary side without actual sec- patented technique limits maximum duty cycle within 3% 
ondary side measurement. This information on the primary of a user programmed value. 
side is used by an average current mode control circuit to 
accurately limit maximum output current. 

The UC3548 circuitry includes a precision reference, a 
wide bandwidth error amplifier for average current control, 
an oscillator to generate the system clock, latching PWM 
comparator and logic circuits, and a high current output 

These two features allow for more optimal use of trans
formers and switches, resulting in reduced system size 
and cost. 
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ABSOLUTE MAXIMUM RATINGS 
Supply Voltage (Pin 15) ............................ 22V 
Output Current, Source or Sink (Pin 14) 

DC ......................................... 0.5A 
Pulse (0.5!!s) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .. 2.2A 

Power Ground to Ground (Pin 1 to Pin 13) ........... ±O.2V 
Analog Input Voltages 

(Pins 3, 4, 7, 8, 12, 16) . . . . . . . . . . . . . . . . . . . .. -0.3 to 7V 
Analog Input Currents, Source or Sink 

(Pins 3, 4, 7, 8, 11, 12, 16) ...................... 1mA 

CONNECTION DIAGRAMS 

DIL-16, SOIC-16 (Top View) 
J, N, or OW Packages 

GND 

VREF 

NI 

CAO 

CT 

DMAX 

UC1548 
UC2548 
UC3548 

Analog Output Currents, Source or Sink (Pins 5 & 10) . .. 5mA 
Power Dissipation at TA = 60°C ........................ 1W 
Storage Temperature Range ............... -65°C to +150°C 
Lead Temperature (Soldering 10 seconds) .......... +300°C 
Notes: All voltages are with respect to ground (DIL and SOIC 

pin 1). Currents are positive into the specified terminal. 
Pin numbers refer to the 16 pin DIL and SOIC packages. 
Consult Packaging Section of Databook for thermal 
limitations and considerations of packages. 

PLCC-20 & LCC-20 (Top View) 
Q & L Packages 

N/C------, 
GND----, 

VREF 

NI 4 
INV 5 
N/C 6 

CAO 7 

CT 8 

VS 
DMAX-----' 

UV 
VCC 

18 OUT 
17 PGND 

16 N/C 
15 ION 

IOFF 

CI 
CDC 
N/C 

ELECTRICAL CHARACTERISTiCS Unless otherwise stated, all specifications are over the junction temperature range of 
-55°C to + 125°C for the UC1548, -4Q°C to +85°C for the UC2548, and O°C to +70°C for the UC3548. Test conditions are: VCC = 
12V, CT = 400pF, CI = 100pF, IOFF = 100!LA, CDC = 100nF, Cvs = 100pF, and Ivs = 400!LA' TA = TJ. 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 
Real Time Current Waveform Synthesizer 
Ion Amplifier 

Offset Voltage 0.95 1 1.05 V 

Slew Rate (Note 1) 20 25 V/!!S 

lib -2 -20 !LA 
JOFF Current Mirror 

Input Voltage .. 0.95 1 1.05 V 

Current Gain 0.9 1 1.1 NA 

Current Error Amplifier 
AVOL 60 100 dB 

Vio 12V ~ VCC::> 20V, OV::> VCM ~ 5V 10 mV 

lib -0.5 -3 !LA 
Voh 10 =-200!LA 3.1 3.3 3.5 V 

Vol 10 =200JIA 0.3 0.6 V 

Source Current Vo=1V 1.4 1.6 2.0 mA 

GBW Product f=200kHz 5 8 MHz 

Slew Rate (Note 1) 8 10 V/!!S 

Oscillator 
Frequency TA=25°C 240 250 260 kHz 

235 265 kHz 
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UC1548 
UC2548 
UC3548 

ELECTRICAL CHARACTERISTICS (cont.): Unless otherwise stated, all specifications are over the junction 
temperature range of -55°C to +125°C for the UC1548, -40°C to +85°C for the UC2548, and O°C to +70°C for the UC3548. Test 
conditions are: VCC = 12V, CT = 400pF, CI = 100pF, IOFF = 100j.LA, CDC = 100nF, Cvs = 100pF, and Ivs = 400j.LA, TA = TJ. 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 
Duty Cycle Clamp 

Max Duty Cycle V(DMAX) = 0.75. VREF 73.5 76.5 79.5 % 

VCC Comparator 
Turn-on Threshold 13 14 V 
Turn-off Threshold 9 10 V 
Hysteresis 2.5 3 3.5 V 

UV Comparator 

Turn-on Threshold 4.1 4.35 4.6 V 
RHYSTERESIS Vuv= 4.2V 77 90 103 kn 

Reference 

VREF TA = 25°C 4.95 5 5.05 V 

0<lo<10mA,12<VCC<20 4.93 5.07 V 
Line Regulation 12V < Vee < 20V 4 15 mV 
Load Regulation 0< 10< 10mA 3 15 mV 
Short Circuit Current VREF= OV 30 50 70 mA 

Output Stage 

Rise & Fall Time (Note 1) CI = 1nF 20 45 ns 
Output Low Saturation 10=20mA 0.25 0.4 V 

10=200mA 1.2 2.2 V 
Output High Saturation 10=-200mA 2.0 3.0 V 
UVLO Output Low Saturation 10=20mA 0.8 1.2 V 

Icc 
ISTART VCC= 12V 0.2 0.4 mA 
Icc (pre-start) VCC = 15V, V(UV) = 0 0.5 1 mA 
Icc (run) 

Note 1: Guaranteed by deSIgn. Not 100% tested m production. 

PIN DESCRIPTIONS 
CAO: Output of the current error amplifier. Also the 
resistor load for the collector of an optocoupler. 

CDC: Connect a charge balance integration capacitor 
from CDC to GND to achieve an accurate duty cycle 
clamp. This capacitor also sets the soft start time. 

CI: Output of the inductor current waveform synthesizer. 
Requires a capacitor to ground. 

CT: A capacitor from CT to GND sets the oscillator 
frequency. 

DMAX: Programs maximum duty cycle with a resistive 
divider from VREF to DMAX to GND. 

GND: Signal ground. 

INY: Inverting input of the current error amplifier. 

IOFF: Programs the discharge slope of the capacitor on 
CI to emulate the down slope of the inductor current 
waveform. 

22 26 mA 

ION: Input pin to inductor current waveform synthesizer. 
Apply a voltage proportional to switch current to this pin. 

NI: Noninverting input of the current error amplifier. 

OUT: Output driver for the gate of a power FET. 

PGND: Power ground pin for the output driver. This 
ground circuit should be connected to GND at a single 
point. 

UV: Line voltage sense pin to insure the chip only 
operates with sufficient line voltage. Program with a 
resistive divider from the converter input voltage to UV 
toGND. 

VCC: Chip supply voltage. Bypass with a 1 flF ceramic 
capacitor to PGND. 

VREF: Precision voltage reference. Bypass with a 1 flF 
ceramic capacitor to GND. 

VS: Volt second clamp programming pin and feedforward 
ramp waveform for the pulse width modulator. Connect a 
resistor to the input line voltage and a capacitor to GND. 
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UNDERVOLTAGELOCKOUT 
The undervoltage lockout block diagram is shown in Fig
ure 1. The VCC comparator monitors chip supply voltage. 
Hysteretic thresholds are set at 13V and 10V to facilitate 
off-line applications. If the VCC comparator is low, ICC is 
low «5001JA) and the output is low. 

The UV comparator monitors input line voltage (VIN). A 
pair of resistors divides the input line to Uv. Hysteretic in
put line thresholds are programmed by Rv1 and Rv2. The 
thresholds are 

VIN(on) = 4.35V • (1 + Rv1/Rv2') and 
VIN(off) = 4.35V. (1 + Rv1/Rv2) where 
Rv2' = Rv21190k. 

The resulting hysteresis is 
VIN(hys) = 4.35V • Rv1 / 90k. 

UC1548 
UC2548 
UC3548 

When the UV comparator is low, Icc is low «5001JA) and 
the output is low. 

When both the UV and VCC comparators are high, the in
ternal bias circuitry for the remainder of the chip is 
activated. The CDC pin (see discussion on Maximum Duty 
Cycle Control and Soft Start) and the Output are held low 
until VREF exceeds the 4.5V threshold of the VREF com
parator. When VREF is good, control of the output driver is 
transferred to the PWM circuitry and CDC is allowed to 
charge. 

If any of the three UVLO comparators go low, the UVLO 
latch is set, the output is held low, and CDC is discharged. 
This state will be maintained until all three comparators are 
high and the CDC pin is fully discharged. 

VIN 
Low Voltage Bootstrap 

,---------
I Ie Power 

5.0V REF 

Rv2 

UDG·95038 

Figure 1: Undervoltage Lockout 
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Figure 2: Oscillator Frequency 
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OSCILLATOR 
A capacitor from the CT pin to GND programs oscillator 
frequency, as shown in Figure 2. Frequency is determined 
by: 

F = 1 I (10k. Cn. 
The sawtooth wave shape is generated by a charging cur
rent of 200llA and a discharge current of 1800JlA. The 
discharge time of the sawtooth is guaranteed dead time 

50 
~ 

UC1548 
UC2548 
UC3548 

for the output driver. If the maximum duty cycle control is 
defeated by connecting DMAX to VREF, the maximum 
duty cycle is limited by the oscillator to 90%. If an adjust
ment is required, an additional trim resistor RT from CT to 
ground can be used to adjust the oscillator frequency. RT 
should not be less than 40kohms. This will allow up to a 
22% decrease in frequency. 
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Figure 3: Error Amplifier Gain and Phase Response over Frequency 

the input to the follower. The discharge current is pro
grammed at IOFF. 

The follower has a one volt offset, so that zero current 
corresponds to one volt at CI. The best utilization of the 
UC3548 is to translate maximum average inductor current 
to a 4 volt signal level. Given Nand Ns (the turns ratio of 
the power and current sense transformers respectively), 
proper scaling of IL to V(CI) requires a sense resistor Rs 
as calculated from: 

Rs = 4V • Ns • N IIL(max). 
Restated, the maximum average inductor current will be 
limited to: 

IL(max) = 4V • Ns • NlRs. 

INDUCTOR CURRENT WAVEFORM SYNTHESIZER 
Average current mode control is a very useful technique 
to control the value of any current within a switching con
verter. Input current, output inductor current, switch 
current, diode current or almost any other current can be 
controlled. In order to implement average current mode 
control, the value of the current must be explicitly known 
at all times. To control output inductor current (IL) in a 
buck derived isolated converter, switch current provides 
inductor current information, but only during the on time of 
the switch. During the off time, switch current drops 
abruptly to zero, but the inductor current actually dimin
ishes with a slope dlUdt = -VolL. This down slope must 
be synthesized in some manner on the primary side to 
provide the entire inductor current waveform for the con
trol circuit. 

IOFF and CI need to be chosen so that the ratio of 
dV(CI)/dt to dlUdt is the same during switch off time as 

The patented current waveform synthesizer (Figure 4) on time. Recommended nominal off current is 100JlA. 
consists of a unidirectional voltage follower which forces This requires 
the voltage on capacitor CI to follow the on time switch CI = (100JlA. N. Ns. L) I (Rs. Vo(nom» 
current waveform. A programmable discharge current where L is the output inductor value and Vo(nom) is the 
synthesizes the off time portion of the waveform. ION is converter regulated output voltage. 
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INDUCTOR CURRENT WAVEFORM SYNTHESIZER (cont.) 

UC1548 
UC2548 
UC3548 

There are several methods to program IOFF.lf accurate even during short circuit conditions. Actual inductor 
maximum current control is required, IOFF must track out- downslope is closer to zero during a short circuit. The 
put voltage. The method shown in Figure.4 derives a penalty is that the average current is understated by an 
voltage proportional to VIN • D (where D = duty cycle). In amount approximately equal to the nominal inductor rip
a buck converter, output voltage is proportional to VIN. pie current. Output short circuit is therefore higher than 
D. A resistively loaded diode connection to the bootstrap the designed maximum output current. 

winding yields a square wave whose amplitude is propor- A third method of generating IOFF is to add a second 
tional to VIN and is duty cycle modulated by the control winding to the output inductor core (Figure 6). When the 
circuit. Averaging this waveform with a filter generates a power switch is off and inductor current flows in the free 
primary side replica of secondary regulated Yo. A single wheeling diode, the voltage across the inductor is equal 
pole filter is shown, but in practice a two or three pole filter to the output voltage plus the diode drop. This voltage is 
provides better transient response. Filtered voltage is con- then transformed by the second winding to the primary 
verted by ROFF to a current to the IOFF pin to control CI side of the converter. The advantages to this approach 
downslope. are its inherent accuracy and bandwidth. Winding the sec
If accurate system maximum current is not a critical re- ond coil on the output inductor core while maintaining the 
quirement, Figure 5 shows the simplest method of required isolation makes this a more costly solution. In the 
downslope generation: a single resistor (ROFF = 4Ok) example, ROFF = Vo / 1001JA. The 4 • ROFF resistor is 
from IOFF to VREF. The discharge current is then 1001JA. added to compensate the one volt input level of the IOFF 
The disadvantage to this approach is that the synthesizer pin. Without this compensation, a minor current foldback 
continues to generate a down slope when the switch is off behavior will be observed. 

VIN 

I 
I 

I I 
I I 
I I 

~---------+~·~~~~+~Vccl I 
Bootstrap Volts I _ I 

ROFF 
40k 

~ L __ ~ ___________ ~ 

Figure 4: Inductor Current Waveform Synthesizer 
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Figure 5: Fixed IOFF Figure 6: Second Inductor Winding Generation of IOFF 
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FEED FORWARD PULSE WIDTH MODULATION 
Pulse width modulation is aChieved by comparing the out
put of the current error amplifier to the feed forward ramp 
generated at VS (Figure 7). The charge slope of the ramp 
is determined by a resistor (RVS) from VS to VIN and a 
capacitor (CVS) from VS to GND. In the event that CAO is 
at its maximum voltage, typically 3.3V, the UC3548 will 
limit the power stage to a volt-second product of: 

VIN • TON (max) = 3.3V • Rvs • Cvs. 

An isolated voltage control loop can be implemented with 
a secondary side reference, error amplifier and an opto
isolator. The optoisolator can be used to override the 
current amplifier output which is current limited by a 2.5k 
resistor. In overcurrent situations, the voltage loop turns 
the optoisolator off and the current error amplifier then as
sumes duty cycle control resulting in accurately limited 
maximum output current. 

MAXIMUM DUTY CYCLE AND SOFT START 
A patented technique is used to accurately program maxi
mum duty cycle. Programming is accomplished by a 
divider from VREF to DMAX (Figure 7). The value pro
grammed is: 

D(max) = Rd1 / (Rd1 + Rd2). 
For proper operation, the integrating capacitor, CDC, 
should be larger than T(osc) /80k, where T(osc) is the os
cillator period. CDC also sets the soft start time constant, 
so values of CDC larger than minimum may be desired. 

CAO 

The soft start time constant is approximately: 
T(ss) = 20k • CDC. 

GROUND PLANES 

UC1548 
UC2548 
UC3548 

The output driver on the UC3548 is capable of 2A peak 
currents. Careful layout is essential for correct operation 
of the Chip. A ground plane must be employed (Figure 8). 
A unique section of the ground plane must be designated 
for high dVdt currents associated with the output stage. 
This point is the power ground to which to PGND pin is 
connected. Power ground can be separated from the rest 
of the ground plane and connected at a single point, al
though this is not strictly necessary if the high di/dt paths 
are well understood and accounted for. VCC should be 
bypassed directly to power ground with a good high fre
quency capacitor. The source of the power MOSFET 
should connect to power ground as should the return con
nection for input power to the system and the bulk input 
capacitor. The output should be clamped with a high cur
rent Schottky diode to both VCC and PGND. Nothing else 
should be connected to power ground. 

VREF should be bypassed directly to the signal portion of 
the ground plane with a good high frequency capacitor. 
Low ESRIESL ceramic 1 (.1F capacitors are recommended 
for both VCC and VREF. The capacitors from CT, CDC, CI 
and VS should likewise be connected to the signal ground 
plane. 

OUT DRV 
C::~ 

UDG·95044 

Figure 7: Duty Cycle Control 
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~UNITRODE 
UCC1570 
UCC2570 
UCC3570 

Low Power Pulse Width Modulator 
FEATURES 
• Low Power BiCMOS Process 

• 85JlA Start-up Current 

• 1 rnA Run Current 

• 1 A Peak Gate Drive Output 

• Voltage Feed Forward 

• Programmable Duty Cycle Clamp 

• Optocoupler Interface 

• 500kHz Operation 

• Soft Start 

• Fault Counting Shutdown 

• Fault Latch Off or Automatic Restart 

BLOCK DIAGRAM 

DESCRIPTION 
The UCC1570 family of pulse width modulators is intended for application 
in isolated switching supplies using primary side control and a voltage 
mode feedback loop. Made with a BiCMOS process, these devices feature 
low startup current for efficient off-line starting with a bootstrapped low volt
age supply. Operating current is also very low; yet these devices maintain 
the ability to drive a power MOSFET gate at frequencies above 500kHz. 

Voltage feedforward provides fast and accurate response to wide line volt
age variation without the noise sensitivity of current mode control. Fast cur
rent limiting is included with the ability to latch off after a programmable 
number of repetitive faults has occurred. This allows the power supply to 
ride through a temporary overload, while still shutting down in the event of 
a permanent fault. Additional versatility is provided with a maximum duty 
cycle clamp programmable within a 20% to 80% range and line voltage 
sensing with a programmable window of allowable operation. 

eLK ..L....l.. 

SHUTDOWN 

O.6V 
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ABSOLUTE MAXIMUM RATINGS 
Supply Voltage 

(Limit Supply Current to 20mA) ....... Self Limiting at 15V 
Supply Current ................................... +20mA 
Analog Inputs (CURLlM, VFWD, FEEBK) .......... \ ... 6V 
Programming Current ISLOPE, IISET ................. -lmA 
Output Current lOUT 

DC ..................................... ±180mA 
Pulse (0.5ms) ............................... ±1.2A 

Note: All voltages are with respect to GND. Currents are posi
tive into the specified terminal. Consult Packaging Section of 
Databook for thermal limitations and considerations of pack
age. 

PLCC-20 (TOP VIEW) 
Q Package 

COUNT-----, 
CURLlM----. 

N/C 

N/C 4 
VCC 5 
OUT 6 

PGND 7 

N/C 8 

N/C 
VFWD----' 

ORDERING INFORMATION 

18 

17 

16 

15 

Temperature Ranae 
UCC1570J -55°C to +125°C 
UCC2570D -40°C to +85°C 
UCC2750N 
UCC3570D O°C to+70°C 
UCC3570N 
UCC3570Q 

SOFTST 
GND 

N/C 
VREF 
FREQ 
N/C 
RAMP 

ISET 
FEEDBK 
SLOPE 

Packaae 
Ceramic Dip 
SOIC 
Plastic Dip 
SOIC 
Plastic Dip 
PLCC 

CONNECTION DIAGRAMS 

DIL-14 (TOP VIEW) 
N or J Package 

COUNT 

CURLIM 

vec 

OUT 

PGND 

VFWD 

SLOPE 

SOIC-14 (TOP VIEW) 
o Package 

UCC1570 
UCC2570 
UCC3570 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these specifications apply for T A = 0 to 70°C for the 
UCC3570, TA= -40 to 85°C for the UCC2570, TA=-55 to 125°C for the UCC1570, RISET=100k, RSLOPE=121k, CFAEQ=180pF, 
CAAMP=150pF VCC=llV andTA=TJ , 

PARAMETER TEST CONDITIONS Min Typ Max Units 

Reference 

VREF VCC =10 to 13V, IVAEF= 0 to 2mA 4.9 5 5.1 V 

Line Regulation VCC = 10 to 13V 2 10 mV 

Load Regulation IVAEF = 0 to 2mA 2 10 mV 

Short Circuit Current VREF=O 10 50 mA 

vee 
Vth (On) 12 13 V 

VthJOff) 8 9 10 V 

Hysteresis 3 4 5 V 

VCC Ivee= 10mA 13.5 15 16 V 

Ivee Start VCC = 11 V, VCC Comparator Off 85 150 j.JA 

Ivee Aun VCC Comjlarator On 1 1.5 mA 
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UCC1570 
UCC2570 
UCC3570 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these specifications apply for T A = 0 to 70°C for the 
UCC3570, TA=-40 to 85°C for the UCC2570, TA=-55 to 125°C for the UCC1570, RISET=100k, RSLOPE=121k, CFREQ=180pF, 
C CC RAMP=150pF, V =11V and TA=TJ. 

PARAMETER TEST CONDITIONS Min Typ Max Units 

Line Sense 

Vth High Line Comparator 3.9 4 4.1 V 

Vth Low Line Comparator 0.96 1 1.04 V 
lib (VFWD) 0 ±100 nA 

Oscillator 
Frequency 90 100 110 kHz 

Ramp Generator 

IRAMP/lsLOPE 9 10 11 AlA 

-IRAMP/hsET 9 10 11 AlA 
Peak Ramp Voltage 3.8 4 4.2 V 

Vallej' Ramp Voltage 0.95 1 1.05 V 

ISET Voltage Level 0.95 1 1.05 V 

Soft Start 

Saturation VCC = 11V, VCC Comparator Off 25 100 mV 

ISOFTST/hsET 0.8 1 1.2 AlA 

Pulse Width Modulator 

lib(FEEDBK) 0 ±100 nA 

FEEDBK Zero DlJIy C},cle 0.9 1 1.1 V 
Maximum Duty Cycle, (Note 1) 3.8 4 4.2 V 

Current limit 

Iib(CURLlM) 0 ±100 nA 

Vth Current Limit 180 200 220 mV 

Vth Shutdown 500 600 700 mV 

Fault Counter 
Vth 3.8 4 4.2 V 
Vsat 0 100 mV 

ICOUNT/hsET 0.8 1 1.2 AlA 

Output Driver 

Vsat High lour = -100mA 0.4 1 V 
Vsat Low lOUT = 100mA 0.4 1 V 

Rise/Fall Time COUT = 1nF, (Note 1) 20 100 ns 

Note 1: This parameter guaranteed by design but not 100% tested in production. 

PIN DESCRIPTIONS 
vee: Chip supply voltage pin. Bypass to PGND with a 

low ESUESR O.1I1F capacitor plus a capacitor for gate 
charge storage. Lead lengths must be minimum. 

PGND: Ground pin for the output driver. Keep connec
tions less than 2cm. Carefully maintain low impedance 
path for high current return. 

OUT: Gate drive output pin. Connect to the gate of a 
power MOSFET with a resistor greater than 2f.1. Keep 
connection lengths under 2cm. 

VFWD: Voltage Feed Forward and Line Sense pin. Con
nect to input DC line using a resistive divider. 

SLOPE: Program the charging current for RAMP with a 
resistor from this pin to GND. This pin will follow VFWD. 

FEEDBK: Input to the pulse width modulator comparator. 
Drive this pin with an optocoupler to GND and a resistor 
to VREF. Modulation input range is from 1V to 4V. 

ISET: A resistor from this pin to GND programs RAMP 
discharge current, FREQ current, SOFTST current, and 
COUNT current. 
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PIN DESCRIPTIONS (cont.) 
RAMP: Ramp Pin. Connect a capacitor to GND. Rising 
slope is programmed by current in SLOPE. This slope is 
compared to FEEDBK for pulse width modulation. The 
falling slope is programmed by the current in ISET and 
used to limit maximum duty cycle. 

FREQ: Oscillator pin. Program the frequency with a ca
pacitor to GND. 

VREF: Precision 5V reference, and bypass point for in
ternal circuitry. Bypass this pin with a 1j.1F minimum ca
pacitor to GND. 

APPLICATION INFORMATION 
(Note: Refer to Typical Application for external compo
nent names.) All the equations given below should be 
considered as first order approximations with final values 
determined empirically for a specific application. 

Power Sequencing 

VCC normally connects through a high impedance (R5) 
to the rectified line, with an additional path(R6) to a low 
voltage, bootstrap on the winding power transformer. 
VFWD normally connects to a divider (R1 and R2) from 
the rectified line. For circuit activation, all of the following 
considerations are required: 

1. VFWD between 1 V and 4V 

2. VCC has been under 9V (to reset the shutdown 
latch) 

3. VCC over 13V 

At this time, the circuit will activate. Ivee will increase 
from its start up value of 85j.LA to its run value of 1 mAo 
The capacitor on SOFTST is charged with a current de
termined by: 

1V 
-ISOFTST = R4' 

When SOFTST rises above W, output pulses will begin 
and Ivee will further rise to a level dictated by gate 
charge requirements aslvee "" 1 mA + OTfs. With output 
pulses, the low voltage bootstrap winding should now 
power the controller. If VCC falls below 9V, the controller 
will turn off and the start sequence will reset and retry. 

VCCClamp 

An internal shunt regulator clamps VCC so that it will not 
exceed 15V. 

UCC1570 
UCC2570 
UCC3570 

GND: Analog ground. Connect to a low impedance 
ground plane containing all analog low current returns. 

SOFTST: Soft start pin. Program with a capacitor to 
GND. 

COUNT: Program the time that fault events will be toler
ated before shutdown occurs with a capacitor and resis
tor to GND. 

CURLlM: Current Limit Sense pin. Terminates OUT gate 
drive pulse for inputs over O.2V. Enables fault counting 
function (COUNT). For inputs over O.6V, the shutdown 
latch is activated. 

Output Inhibit 

During normal operation, OUT is driven high at the start 
of a clock period and back low when RAMP either 
crosses FEEDBK or equals 4V. If, however, any of the 
following occur, OUT is immediately driven low for the re
mainder of the clock period: 

1. VFWD is outside the range of W to 4V 

2. CURLIM is greater than O.2V 

3. FEEDBK or SOFTST is less than W 

Normal output pulses will not resume until the beginning 
of the next clock period in which none of the above con
ditions exist. 

Current Limiting 

CURLIM is monitored by two internal comparators. The 
current limit comparator threshold is O.2V. If the current 
limit comparator is triggered, OUT is immediately driven 
low and held low for the remainder of the clock cycle, 
providing pulse-by-pulse overcurrent control for exces
sive loads. This comparator also causes CF to be 
charged for the remainder of the clock cycle. The charg
ing current is 

1V 
-ICOUNT = R4' 

If repetitive cycles are terminated by the current limit 
comparator causing GaUNT to rise above 4V, the shut
down latch is set. The COUNT integration delay feature 
will be bypassed by the shutdown comparator which has 
a O.6V threshold. The shutdown comparator immediately 
sets the shutdown latch. RF in parallel with CF resets the 
COUNT integrator following transient faults. RF must be 

(4 eR4) 
greater than ( ). 

1-DMAX 
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APPLICATION INFORMATION (cont.) 
Latched Shutdown 

If CURLIM rises above 0.6V, or COUNT rises to 4V, the 
shutdown latch will be set. This will force OUT low, dis
charge SOFTST and COUNT, and reduce Ivee to ap
proximately 1 mAo When, and if, VCC falls below 9V the 
shutdown latch will reset and Ivee will fall to 85~, ailow
ing the circuit to restart. If VCC remains above 9V, an al
ternate restart will occur if VFWD is momentarily reduced 
below 1V. External shutdown commands from any 
source may be added into either the COUNT or CURLIM 
pins. 

Deadtime Control 

The voltage waveform on RAMP has independently con
trolled rising and falling edges. At the start of the clock 
period, RAMP is at 1V and rises to 4V. It then discharges 
back to 1V and awaits the next clock period. OUT can 
only be high during the rising part of the waveform, while 
it is positively blanked off during the falling portion. Set
ting the --dV/dt slope by R4 from ISET to GND estab
lishes a minimum deadtime as: 

td=0.3-R4-C 

vee 

RAMP OUT 

eURLIM 

PGND 

Figure 1. UCC1570 typical application. 

UCC1570 
UCC2570 
UCC3570 

Choose R4 between 20k and 200k and CR greater than 
50pF. In order to have a pulse at OUT in the next clock 
period, RAMP must fall to 1V prior to the end of the cur
rent period. If it does not, OUT will remain low for the en
tire next clock period. 

Voltage Feedforward 

The +dV/dt on RAMP is made proportional to line volt
age. The slope is: 

dV =10- VFWD 
dt (R3-CR ) 

where VFWD is line voltage scaled by R1 and R2. There
fore, a changing line voltage will accomplish an immedi
ate proportionate pulse width change without any action 
from the feedback amplifier. This will result in constant 
volt-second drive to the power transformer providing both 
international voltage operation, and excellent dynamic 
line regulation. VFWD is intended to operate over a 4:1 
range (1V to 4V) with undervoltage and overvoltage sen
sors deSigned to drive OUT low if this range is exceeded. 
Choose R3 between 20k and 200k. 

VIN 

R5 SUPPLY 

RS 

R9 
VIN 

~e2 Res 
RETURN 

RGND 
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APPLICATION INFORMATION (cont.) 
Frequency Set 

A capacitor from FREQ to GND will determine a constant 
clock frequency. Frequency is: 

F= 1.8 
(R4.Cr ) 

If required, frequency can be trimmed down from the 
above equation by the addition of RT from FREQ to 
GND. The reduction in frequency is a function of the ratio 
of RT/R4. RT should be greater than 2.4 • R4 for reliable 
operation. 

External synchronization can be accomplished by cou
pling a narrow pulse to a resistor inserted in series with 
the ground side of CT. The value should be less than 
R4/200 and the synchronizing pulse width should be less 
than 5% of the oscillator period. 

External synchronization can also be accomplished by 
driving FREQ with an CMOS inverter. The inverter must 

UCC1570 
UCC2570 
UCC3570 

be able to sink (4 • 14) with at a voltage less than the 
3.5V upper threshold of the oscillator. It must also be 
able to source 36 • 14 at a voltage greater than the 1.5V 
lower threshold of the oscillator. As long as FREQ is held 
high, the output is guaranteed to be low. 

Gate Drive Output 

The UCC1570 is capable of 1A peak output current. By
pass VCC with at least O.1ILF directly to PGND. Use a 
capacitor with low equivalent series resistance and in
ductance. The connection from OUT to the MOSFET 
gate should have a 2Q or greater damping resistor and 
the length should be minimized. A low impedance con
nection must be established between the MOSFET 
source (or the ground side of the current sense resistor), 
the VCC bypass capacitor and PGND. PGND should 
then be connected by a single path (shown as RGND in 
the application) to GND. 

Rt OSCILLATOR ~ ~ -1"" CLOCK 

. R2 
_13 

4V -
VARIABLE FIXED 

~ 
SLOPE -,. ,.- SLOPE 

RAMP 
CAPACITOR 

--cf)tOI4 

1V 

1-- ·1-- BLANKING ·1 PWM 
RANGE 

CLOCK 

~
" -:-1 ____ _ 
, , , , , , , RAMP 

FEEDBK 

, , , 

ll,--------,I OUT J '------JI J 
HIGH VIN LOWVIN FAULTVIN 

Figure 2. Ramp and PWM waveforms. 
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APPLICATION INFORMATION (cont.) 

cb36'14 
Figure 3. Clock generator. 

FRft° 
CT 

EXT~.3K 
ClK 

--u-- 4700 

DETECT 

EXT 
ClK 

-0110-- TPW < _1_ ""='" 
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FREOV L 
EXT-U
ClK 
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Figure 4. External clock synchronization. 
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Figure 5. Frequency dependence on RTf R4 ratio. 
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APPLICATION INFORMATION (cont.) 

Oscillator Frequency vs R4 
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~UNITRODE 
UCC15701/2 
UCC25701/2 

,.;;;;,;;;;;;~ UCC35701/2 
Advanced Voltage Mode Pulse Width Modulator 
FEATURES 
• 700kHz operation 

• Integrated Oscillator/ Voltage Feed 
Forward Compensation 

• Accuracte Duty Cycle Limit 

• Accurate volt-second Clamp 

• Optocoupler Interface 

• Fault Counting Shutdown 

• Fault Latch off or Automatic Shutdown 

• 1 A Peak Gate Drive Output 

• 130J.LA Start-up Current . 

• 750J.LA Operating Current 

TYPICAL APPLICATION DIAGRAM 

VFF 

VREF 

R4 

DESCRIPTION 
The UCC35701/UCC35702 family of pulse width modulators is intended for 
isolated switching power supplies using primary side control. They can be 
used for both off-line applications and DC/DC converter designs such as in 
a distributed power system architecture or as a telecom power source. 

The devices feature low startup current, allowing for efficient off-line start
ing, yet have sufficient output drive to switch power MOSFETs in excess of 
500kHz. 

Voltage feed forward compensation provides fast and accurate response to 
input voltage changes over a 4:1 range. An accurate volt-second clamp 
and maximum duty cycle limit are also featured. 

Fault protection is provided by pulse by pulse current limiting as well as the 
ability to latch off after a programmable number of repetitive faults has oc
curred. 

Two UVLO options are offered. UCC35701 has turn-on and turn-off thresh
olds of 13V/9V and UCC35702 has thresholds of 9.9V/9.1V. 

The UCC35701/2 and the UCC25701/2 are offered in the 14 pin SOIC (D), 
14 pin PDIP (N) or in 14 pin TSSOP (PW) packages. The UCC15701 is of
fered in the 14 pin CDIP (J) package. 

UCC35701 

C4 

+--------1 9 VSCLAMP 

El SYNC 
CS I 

RS 

~~SS 
f--..------l 1 COUNT 

VREF 

RGND V1NRETURN 

8 FB GND 

.... _-----------_ ... 
R11 

UDG·98005·1 
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UCC15701/2 
UCC25701/2 
UCC3570112 

ABSOLUTE MAXIMUM RATINGS ORDERING INFORMATION 
Supply voltage (Supply current limited to 20mA) . . . . . . .. 15V 
Supply Current. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .. 20mA 
Input pins (ILlM,VFF,RT,CT,VSCLAMP,SYNC,SS) ...... 6V 
Output Current(OUT) DC . . . . . . . . . . . . . . . . . . .. +/- 1BOmA 
Output Current (OUT) Pulse (0.5ms) .............. +/- 1.2A 
Storage Temperature ................... -65°C to +150°C 
Junction Temperature ................... -55°C to +150°C 
Lead Temperature (Soldering, 10 sec.) ............ +300°C 

Note: All voltages are with respect to GND. Currents are posi
tive into the specified terminal. Consult Packaging Section of 
the Databook for thermal limitations and considerations of 
packages. 

CONNECTION DIAGRAMS 

DIL-14, SOIC-14, TSSOP-14 (TOP VIEW) 
N or J, D, PW PACKAGE 

SS 

GNO 

VREF 

SYNC 

CT 

VSCLAMP 

FB 

UCC15701J 
UCC15702J 
UCC25701D 
UCC25701N 
UCC25701PW 
UCC25702D 
UCC25702N 
UCC25702PW 
UCC35701D 
UCC35701N 
UCC35701PW 
UCC35702D 
UCC35702N 
UCC35702PW 

TA=TJ UVLO Package 
O.mion 

-55°C to +125°C 13V /9V CDIP-14 
9.9V /9.1V CDIP-14 
12.5V / B.3V SOIC-14 
12.5V /B.3V PDIP-14 
12.5V / B.3V TSSOP-14 

-40°C to +B5°C 9.9V /9.1V SOIC-14 
9.9V/9.1V PDIP-14 
9.9V /9.1V TSSOP-14 
12.5V / B.3V SOIC-14 
12.5V / B.3V PDIP-14 
12.5V /B.3V TSSOP-14 

O°Cto +70°C 9.9V /9.1V SOIC-14 
9.9V /9.1V PDIP-14 
9.9V /9.1V TSSOP-14 

ELECTRICAL CHARACTERISTICS: Unless otherwise specified, Voo = 11V, RT = 60.4k, CT = 330pF, CREF = Cvoo = 
o 1ltF VFF - 2 OV and no load on the outputs -

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

UVLO Section 

Start Threshold (UCC35701) 12 13 14 V 

I LUCC35702) 9.1 9.9 10.7 V 

Stop Threshold I (UCC35701) B 9 10 V 

(UCC35702) B.5 9.1 9.9 V 

(UCC35701) 3 4 5 V 

(UCC35702) O.B V 

Supply Current 

Start-up Current (UCC357011 Voo = 11 V, Voo Comparator Off 130 200 !!A 
(UCC35702) Voo = BV, Voo Comparator Off 120 190 !!A 

100 Active Voo Comparator On 0.75 1.5 rnA 

Voo Clamp Voltage 100= 10mA 13.5 14.3 15 V 

Voo Clamp - Start Threshold 1 V 

Voltage Reference 

VREF Voo = 10V to 13V, IVREF = OmA to 2mA 4.9 5 5.1 V 

Line Regulation Voo = 10V to 13V 20 mV 

Load Regulation IVREF = OmA to 2mA 2 mV 

Short Circuit Current VREF= OV, TJ = 25°C 20 50 rnA 
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UCC1570112 
UCC25701/2 
UCC3570112 

ELECTRICAL CHARACTERISTICS: Unless otherwise specified, VDD = 11 V, RT = 60.4k, CT = 330pF, CREF = CVDD = 
01FV 20V d Id h • 1111 , FF = ,an no oa on t e outputs . 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

Line Sense 

Vth High Line Comparator 3.9 4 4.1 V 

Vth Low Line Comparator 0.5 0.6 0.7 V 

Input Bias Current -100 100 nA 

Oscillator Section 

Frequency VFF = 0.8V to 3.2V 90 100 110 kHz 

Frequency VFF = 0.6V to 3.4V (Note 1) 90 100 110 kHz 

SYNCVIH 2 V 

SYNCVIL 0.8 V 

SYNC Input Current VSYNC= 2.0V 3 10 !lA 
RTVoltage VFF= O.4V 0.5 0.6 0.7 V 

VFF=0.8V 0.75 0.8 0.85 V 

VFF=2.0V 1.95 2.0 2.05 V 

VFF=3.2V 3.15 3.2 3.25 V 

VFF=3.6V 3.3 3.4 3.5 V 

CT Peak Voltage VFF = 0.8V (Note 1) 0.8 V 

VFF = 3.2V (Note 1) 3.2 V 

CT Valley Volt!lge (Note 1) 0 V 

Soft StartlShutdownlDuty Cycle Control Section 

Iss Charging Current 10 18 30 !lA 
Iss Discharging Current 300 500 750 I1A 

Saturation VDD = 11V, IC Off 25 100 mV 

Fault Counter Section 

Threshold Voltage VFF = 0.8V to 3.2V 3.8 4 4.2 V 

Saturation Voltage VFF = 0.8V to 3.2V 100 mV 

Count Charging Current 10 18 30 I1A 

Current Limit Section 

Input Bias Current -100 0 100 nA 

Current Limit Threshold 180 200 220 mV 

Shutdown Threshold 500 600 700 mV 

Pulse Width Modulator Section 

FB Pin Input Impedance VFB=3V 30 50 100 kn 

Minimum Duty Cycle VFB <= 1V 0 % 

Maximum Duty Cycle VFB >= 4.5V, VSCLAMP >= 2.0V 95 99 100 % 

PWMGain VFF= 0.8V 35 50 70 %N 
Volt Second Clamp Section 

Maximum Duty Cycle VFF = 0.8V, VSCLAMP = 0.6V 69 74 79 % 

Minimum Duty Cycle VFF = 3.2V, VSCLAMP = 0.6V 17 19 21 % 

Output Section 

VOH IOUT=-100mA, (VDD-VOUT) 0.4 1 V 

VOL lOUT = 100mA 0.4 1 V 

Rise Time CWAD = 1000pF 20 100 ns 

Fall Time CWAD = 1000pF 20 100 ns 

Note 1: Guaranteed by design. Not 100% tested in production. 
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DETAILED BLOCK DIAGRAM 

UCC15701/2 
UCC25701/2 
UCC35701/2 

,--------------------------~~-~----------------------------------------~ 

r 2""' I 
I AT I 
I 
I 

PIN DESCRIPTIONS 
VDD: Power supply pin. A shunt regulator limits supply 
voltage to 14V typical at 10mA shunt current. 

PGND: Power Ground. Ground return for output driver 
and currents. 

GND: Analog Ground. Ground return for all other circuits. 
This pin must be connected directly to PGND on the 
board. 

OUT: Gate drive output. Output resistance is 10n maxi
mum. 

VFF: Voltage feedforward pin. This pin connects to the 
power supply input voltage through a resistive divider 
and provides feedforward compensation over a O.BV to 
3.2V range. A voltage greater than 4.0V or less than 
0.6V on this pin initiates a soft stop cycle. 

VOO 

5.0V 
REF 

I 
I 
I 

0 PGNO · 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 

12 VREF 

UbG-98004 

RT: The voltage on this pin mirrors VFF over a O.BV to 
3.2V range. A resistor to ground sets the ramp capacitor 
charge current. The resistor value should be between 
20k and 200k_ 

CT: A capacitor to ground provides the oscillator! 
feedforward sawtooth waveform. Charge current is 2 • 
IRT, resulting in a CT slope proportional to the input volt
age. The ramp voltage range is GND to VRT. 

Period and oscillator frequency is given by: 

VRT .CT 
T= +tDISCH -=0.5.RT .CT 

2·/RT 

2 F-=--
RT.CT 
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PIN DESCRIPTIONS (cont.) 
VSCLAMP: Voltage at this pin is compared to the CT 
voltage, providing a constant volt-second limit. The com
parator output terminates the PWM pulse when the ramp 
voltage exceeds VSCLAMP. The maximum on time is 
given by: 

t _ V VSCLAMP • CT 
ON- 2./RT 

The maximum duty cycle limit is given by: 

DMAX = tON = VVSCLAMP 

T VRT 

FB: Input to the PWM comparator. This pin is intended 
to be driven with an optocoupler circuit. Input impedance 
is 50kn. Typical modulation range is 1.6V to 3.6V. 

SYNC: Level sensitive oscillator sync input. A high level 
forces the gate drive output low and resets the ramp ca
pacitor. On-time starts at the negative edge the pulse. 
There is a 3JlA pull down current on the pin, allowing it to 
be disconnected when not used. 

APPLICATION INFORMATION 
(Note: Refer to the Typical Application Diagram on the first 
page of this datasheet for external component names.) All the 
equations given below should be considered as first order ap
proximations with final values determined empirically for a spe
cific application. 

Power Sequencing 

Voo is normally connected through a high impedance 
(R6) to the input line, with an additional path (R7) to a 
low voltage bootstrap winding on the power transformer. 
VFF is connected through a divider (R1/R2) to the input 
line. 

For circuit activation, all of the following conditions are 
required: 

1. VFF between 0.6V and 4.0V 

2. VDD has been under 9V to reset the shutdown latch 

3. VDD is over 13V for UCC35701/2 or over 9.9V for 
UCC35702. 

UCC15701/2 
UCC2570112 
UCC3570112 

VREF: 5.0V trimmed reference with 2% variation over 
line, load and temperature. Bypass with a minimum of 
0.11lF to ground. 

SS: Soft start pin. At power up, a capacitor to ground is 
charged with a nominal15JlA to VREF. A soft start cycle 
is initiated either at power up or after a fault condition dis
charges the soft start capacitor with a controlled dis
charge current of -450JlA. 

A low line, high line, UVLO, or a low VREF fault will follow 
the soft stop with a soft start cycle as soon as all faults 
are cleared. A current fault (0.6V on ILlM) or COUNT 
fault will cause a latched soft stop. In this case, dropping 
Voo below 9V, or VFF below 600mV will initiate a soft 
start cycle AFTER the voltage at SS is below 200mV. 

ILIM: Provides a pulse by pulse current limit by terminat
ing the PWM pulse when the input is above 200rnV. An 
input over 600mV initiates a latched soft stop cycle. 

COUNT: Capacitor to ground integrates current pulses 
generated when ILiM exceeds 200rnV. A resistor to 
ground sets the discharge time constant. A voltage over 
4V will initiate a latched soft stop cycle. 

winding should be sourcing the supply current. If VDD 
falls below 9V, the controller will enter a shutdown se
quence and tum the controller off, returning the start se
quence to the initial condition. 

VDDClamp 

An internal shunt regulator clamps VDD so the voltage 
does not exceed 14V. If the regulator is active, supply 
current must be limited to less than 20mA. 

Output Inhibit 

During normal operation, OUT is driven high at the start 
of a clock period and is driven low by voltages on CT, FB 
orVSCLAMP. 

The following conditions cause the output to be immedi
ately driven low until a clock period starts where none of 
the conditions are true: 

1. ILiM > 0.2V 

2. FB or SS is less than O.SV 
The circuit will start at this point. Ivoo will increase from 
the start up value of 130llA to the run value of 1 mAo The Current Limiting 
capacitor on SS is charged with a 15JlA current. When ILiM is monitored by two internal comparators. The cur-
the voltage on SS is greater than O.SV, output pulses can rent limit comparator threshold is 0.2V. If the current limit 
begin, and supply current will increase to a level deter- comparator is triggered, OUT is immediately driven low 
mined by the MOSFET gate charge requirements to Ivoo and held low for the remainder of the clock cycle, provid-
- 1 rnA + QT. fs. When the output is active, the bootstrap ing pulse-by-pulse over-current control for excessive 
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APPLICATION INFORMATION (cont.) 
loads. This comparator also causes CF to be charged for 
the remainder of the clock cycle. 

If repetitive cycles are terminated by the current limit 
comparator causing COUNT to rise above 4V, the shut
down latch is set. The COUNT integration delay feature 
will be bypassed by the shutdown comparator which has 
a 0.6V threshold. The shutdown comparator immediately 
sets the shutdown latch. RF in parallel with CF resets the 
COUNT integrator following transient faults. RF must be 
greater than (4. R4) • (1 - DMAX)' 

Latched Shutdown 

If ILIM rises above 0.6V, or COUNT rises to 4V, the shut
down latch will be set. This will force OUT low, discharge 
S8 and COUNT, and reduce 100 to approximately 1 mAo 
When, and if, Voo falls below 9V, the shutdown latch will 
reset and 100 will fall to 130~A, allowing the circuit to re
start. If Voo remains above 9V, an alternate restart will 
occur if VFF is momentarily reduced below 1V. External 
shutdown commands from any source may be added 
into either the COUNT or ILIM pins. 

Voltage Feedforward 

The voltage slope on CT is proportional to line voltage 
over a 4:1 range and equals 2.VFF/(RT.CT). The capac
itor charging current is set by the voltage across RT. 
V(RT) tracks VFF over a range of 0.8V to 3.2V. A chang
ing line voltage will immediately change the slope of 
V(CT), changing the pulse width in a proportional manner 
without using the feedback loop, providing excellent dy
namic line regulation. 

TYPICAL WAVEFORMS 

UCC15701/2 
UCC25701/2 
UCC35701/2 

VFF is intended to operate over a 4:1 range between 
0.8V and 3.2V. Voltages at VFF below 0.6V or above 
4.0V will initiate a soft stop cycle and a chip restart when 
the underlover voltage condition is removed. 

Volt-Second Clamp 

A constant volt-second clamp is formed by comparing 
the timing capacitor ramp voltage to a fixed voltage de
rived from the reference. Resistors R4 and R5 set the 
volt-second limit. For a volt-second product defined as 
VIN • toN(max), the required voltage at V8CLAMP is: 

(~).(VIN .toN(max)) 
RT .CT 

The duty cycle limit is then: 

VVSCLAMP, or VVSCLAMP 

VVFF V 1N .(R1:~J· 
The maximum duty cycle is realized when the 
feedforward voltage is set at the low end of the operating 
range. The absolute maximum duty cycle is: 

D - VVSCLAMP 
MAX - 0.8 

Frequency Set 

The frequency is set by a resistor from RT to ground and 
a capacitor from CT to ground. The frequency is approxi-

2 
mately: F = -=----=:---:

(RT .CT ) 

~-------------------r==~~ .... ----------------- FEEOBK 

:. :. :. : : :' : ,": ;' . 

':-,:';---i ;---,:' ;---i ~i;---/ ~i ~i;- VSCLAM P 

SOFT START 

, , 
'. '. 

LOW DC 

, , 

.. 

I ZERO DC I ff I SOFT STOP 
<'V-SCLAMP 

. ... 

.. .. .. 
: : 

Figure 1. Timing diagram for PWM action with forward, soft start and volt-second clamp. 
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TYPICAL WAVEFORMS (cont.) 

.,/.:. :: :1 ./.1 .~ •• ::.' • 
•• 
,:: .. I .. I .. 

. / ::' L// !::/ 1../" i/o t./' . . .. , ____ .... L __ .... 

UCC1570112 
UCC25701/2 
UCC35701/2 

VFF 

CT 

_____ ILill'---- SYNC 

UDG·9820 

Figure 2. Timing diagram for oscillator waveforms showing feedforward action and synchronization. 

TYPICAL CHARACTERISTIC CURVES 

1000 ",":::','::'::::::'::',::':::'::F-':::','::'::'::::':::::::::'::T:'::::::::::::::':::':::',::'::-j::,::-::::::::::::'::::':::::T:::::::::":::::'::::::::-::'l 

'N' 
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ij 

100 Z 
w 
:) 

53 
II: 
IL 

10 

1.03 .,.-------------------j 

III 1.02 +--""~-------------____1 ... 
~ 
u 1.01 -!-'""'"'==------"""""'----------____1 

~ 1.00 +----------=::::...~<::'"""------____1 
~ 0.99 +--------------" ..... 0'""'"'""--____1 
I!j 
z 0.98 +---------------..,:".;~ 

0.97 +--r----,-_-~-~-~-~-.,.-_____i 
20 60 100 140 180 220 -55 -35 -15 5 25 45 65 85 105 125 

RT [K!l] 

Figure 3. Oscillator frequency vs. RT and CT. 

~ 

1.02 r----::-----------------, 
CT=330pF 
Fosc = 100kHz 

15 1,01 +--------------------1 

~ 
c 

I 0,99 +-----------------''''''''' 
z VFF=3.2 

0,98 -'--_~~_~ _ _..L.. _ __'__ _ _'_____"'___~---' 

-55 -35 -15 5 25 45 85 85 105 125 

TEMPERATURE rCJ 

Figure 4. Oscillator frequency vs. temperature. 

TEMPERATURE rCI 

Figure 5. Normalized maximum duty cycle vs. 
temperature. 
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APPLICATION INFORMATION (cont.) 
External synchronization is via the SYNC pin. The pin 
has a 1.5V threshold, making it compatible with 5V and 
3.3V CMOS logic. The input is level sensitive, with a high 
input forcing the oscillator ramp low and the output low. 
An active pull down on the SYNC pin allows it to be un
connected when not used. 

Gate Drive Output 

The UCC35701/2 is capable of a 1A peak output current. 
Bypass Voo with at least 0.1J.lF directly to PGND. The 
capacitor must have a low equivalent series resistance 
and inductance. The connection from OUT to the power 
MOSFET gate should have a 2Q or greater damping re
sistor and the distance between chip and MOSFET 
should be minimized. A low impedance path must be es
tablished between the MOSFET source (or ground side 
of the current sense resistor), the Voo capacitor and 
PGND. PGND should then be connected by a single path 
(shown as RGND) to GND. 

Transitioning From UCC3570 To UCC35701 

The UCC35701/2 is an advanced version of the popular, 
low power UCC3570 PWM. Significant improvements 
were made to the IC's oscillator and PWM control sec
tions to enhance overall system performance. All of the 
key attributes and functional blocks of the UCC3570 
were maintained in the UCC35701/2. A typical applica
tion using UCC3570 and UCC35701/2 is shown in Fig. 6 
for comparison. 

The advantages of the UCC35701/2 over the UCC3570 
are as follows. 

• Improved oscillator and PWM control section. 

• A precise maximum volt-second clamp circuit. The 
UCC3570 has a dual time base between oscillator and 
feedforward circuitry. Theintegated time base in 
UCC35701/2 improves the duty cycle clamp accuracy, 
providing better than ± 5% accurate volt- second 
clamp over full temperature range. 

• Separately programmable oscillator timing resistor 

UCC15701/2 
UCC2570112 
UCC35701/2 

(RT) and capacitor (CT) circuits provide a higher 
degree of versatility. 

• An independent SYNC input pin for simple external 
synchronization. 

• A smaller value filter capacitor (0.1 J.lF) can be used 
with the enhanced reference voltage. 

UCC35701/2 is pin to pin compatible to UCC3570 but is 
not a direct drop-in replacement for UCC3570 sockets. 
The changes required to the power supply printed circuit 
board of for existing UCC3570 designs are minimal. For 
conversion, only one extra resistor to set the volt-second 
clamp needs to be added to the existing PC board lay
outs. In addition, some component values will need to 
be changed due to the functionality change in of four of 
the IC pins. 

The Pinout Changes from UCC3570 are as follows. 

• Pin 7 was changed from SLOPE to RT (for timing 
resistor) 

• Pin 8 was changed from ISET to VSCLAMP (requiring 
one additional resistor from pin 9 to VREF) 

• Pin 10 was changed from RAMP to CT (single timing 
capacitor) 

• Pin 11 was changed from FREQ to SYNC (input only) 

Additional Information 

Please refer to the following two Unitrode application 
topics for additional information. They are available in the 
Unitrode Applications Handbook. 

[11 Application Note U-150, Applying the UCC3570 Volt
age-Mode PWM Control/er to Both Off-line and DCIDC 
Converter Designs by Robert A. Mammano 

[21 Design Note DN-62, Switching Power Supply Topol
ogy, Voltage Mode vs. Current Mode by Robert 
Mammano 
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APPLICATION INFORMATION 

V,N+---r----------r---r---;:::=t-___ --. 

R2 

R3 
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F-----S 58 
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Figure 6. Single-ended forward circuit comparison between UCC3750 and UCC37501. 
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~UNITRODE UC1572 
UC2572 
UC3572 

Negative Output Flyback Pulse Width Modulator 
FEATURES DESCRIPTION 
• Simple Single Inductor Flyback PWM The UC3572 is a negative output flyback pulse width modulator which con

verts a positive input voltage to a regulated negative output voltage. The 
chip is optimized for use in a single inductor negative flyback switching 
converter employing an external PMOS switch. The block diagram consists 
of a precision reference, an error amplifier configured for voltage mode op
eration, an oscillator, a PWM comparator with latching logic, and a 0.5A 
peak gate driver. The UC3572 includes an undervoltage lockout circuit to 
insure sufficient input supply voltage is present before any switching activ
ity can occur, and a pulse-by-pulse current limit. Output current can be 
sensed and limited to a user determined maximum value. The UVLO circuit 
turns the chip off when the input voltage is below the UVLO threshold. In 
addition, a sleep comparator interfaces to the UVLO circuit to turn the chip 
off. This reduces the supply current to only 501JA, making the UC3572 ideal 
for battery powered applications. 

for Negative Voltage Generation 

• Drives External PMOS Switch 

• Contains UVLO Circuit 

• Includes Pulse-by-Pulse Current Limit 

• Low 501JA Sleep Mode Current 

BLOCK DIAGRAM 

,----------------------------------------, 
EAOUT 2 f------'---, 

ERROR 
EAINV 1 1--_._---1:>. AMP 

1.SR 

R 

RAMP 7 f--------------+ 

CS 3 f---_,_---j ....... :> _________ --' 
O.2V 

CURRENT LIMIT 
COMPARATOR 

SLEEP 
COMPARATOR 

REFERENCE 
& UVLO 

2.2V >--------jSLEEP UVLO 

I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 

VCC 4 i--------------------1VIN VOUTI---------18 3VREF 
'--------' 

GNDrtL- : 
T-$- I L_= ______________________________________ J 

UDG·94094·2 
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ABSOLUTE MAXIMUM RATINGS 
VCC ........................................... 35V 
EAINV .................................. -0.6V to VCC 
IEAOUT ........................................ 25mA 
RAMP .................................... -0.3V to 4V 
CS ..................................... -0.3V to VCC 
lout .................................... -0.7A to 0.7A 
lavREF ....................................... -15mA 
Storage Temperature ................... -65°C to +150°C 
Junction Temperature ................... -65°C to +150°C 
Lead Temperature (Soldering, 10 sec.) ............. +300°C 

Currents are positive into, negative out of the specified 
terminal. Consult Packaging Section of Databook for thermal 
limitations and considerations of packages. 

ORDERING INFORMATION 
TEMPERATURE RANGE PACKAGE 

UC1572 -55°C to + 125°C J 
UC2572 -40°C to +85°C D, N orJ 
UC3572 O°Cto +70°C DorN 

CONNECTION DIAGRAM 

OIL-S, SOIC-8 (TOP VIEW) 
0, N or J Packages 

ELECTRICAL CHARACTERISTICS- Unless otherwise specified VCC - 5V CT - 680pF TA - TJ - , - , - , -
PARAMETER TEST CONDITIONS MIN 

Reference Section 

3VREF 2.94 

Line Regulation VCC = 4.75 to 30V 

Load Regulation lavREF = OV to -5mA 

Oscillator Section 

Frequency VCC = 5V to 30V 85 

Error Amp Section 

EAINV EAOUT=2V -10 

IEANV = -1mA 

IEAINV EAOUT=2V 

AVOL EAOUT = 0.5V to 3V 65 

EAOUTHigh EAINV =-100mV 3.6 

EAOUTLow EAINV = 100mV 

IEAOUT EAINV=-100mV, EAOUT=2V -350 

EAINV = 100mV, EAOUT = 2V 7 

Unity Gain Bandwidth TJ = 25°C, F = 10kHz 0.6 

Current Sense Comparator Section 

Threshold 0.195 

Input Bias Current CS=O 

CS Propogation Delay 

Gate Drive Output Section 

OUT High Saturation lOUT = 0 

IOuT=-10mA 

lOUT = -100mA 

OUT Low Saturation lOUT = 10mA 

lOUT = 100mA 

Rise Time T J = 25°C, ClOAD = 1 nF + 3.3 Ohms 

3-109 

UC1572 
UC2572 
UC3572 

3VREF 

RAMP 

GND 

OUT 

TYP MAX 

3 3.06 

1 10 

1 10 

100 115 

0 10 
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20 
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ELECTRICAL CHARACTERISTICS: Unless otherwise specified VCC = 5V CT = 680pF TA = TJ , , , 
PARAMETER TEST CONDITIONS 

Gate Drive Output Section (cont.) 

Fall Time T J = 25°C, CLOAD = 1 nF + 3.3 Ohms 

Pulse Width Modulator Section 

Maximum Duty Cycle EAINV = + 1 OOmV, VCC = 5V to 30V 

Minimum Duty Cycle EAINV = -100mV, VCC = 5V to 30V 

Modulator Gain EAOUT = 1.5V to 2.5V 

Undervoltage Lockout Section 

Start Threshold 

Hysteresis 

Sleep Mode Section 

Threshold 

Supply Current Section 

IVCC VCC= 5V, 30V 

VCC = 30, CS = 3V 

CLOCK Jl'----------'n'---_---l1L 
(internal) 

RAMP 
(pin 7) 

MIN 

45 

3.5 

100 

1.8 

EAOUT 

OV 

~~nT 5) =r----- I _____ L ~VCC 

~;:~,~ J-----+-~~~~l~~~~J-----_F :~c 
ISWITCH 

Vcs 
(pin 3) ------------------------------------- 0.2V 

-------------------------------------0 
I L 

------------------------------------- 0 

Figure 1. Typical waveforms. 
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80 nS 

96 0/0 

0 0/0 
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PIN DESCRIPTIONS 
3VREF: Precision 3V reference. Bypass with 100nF ca
pacitor to GND. 

CS: Current limit sense pin. Connect to a ground refer
enced current sense resistor in series with the flyback in
ductor. OUT will be held high (PMOS switch off) if CS 
exceeds O.2V. 

EAINV: Inverting input to error amplifier. Summing junc
tion for 3VREF and VOUT sense. The non-inverting input 
of the error amplifier is internally connected to GND. This 
pin will source a maximum of 1 rnA. 

EAOUT: Output of error amplifier. Use EAOUT and 
EAINV for loop compensation components. 

GND: Circuit Ground. 

VIN 

SLEEP 

C3VREF 
l00nF I 

1-.,--+----=---1 B 3VREF 
CRAMP I 

680~F ~ 
r-----t2J RAMP 

I 

UC1572 
UC2572 
UC3572 

OUT: Gate drive for external PMOS switch connected 
between Vee and the flyback inductor. OUT drives the 
gate of the PMOS switch between Vee and GND. 

RAMP: Oscillator and ramp for pulse width modulator. 
Frequency is set by a capacitor to GND by the equation 

1 
F=--::---

15k-CRAMP 

Recommended operating frequency range is 10kHz to 
200kHz. 

VCC: Input voltage supply to chip. Range is 4.75 to 
30V. Bypass with a 1 J.LF capacitor. 

+-------/1 EAINV LFLyBACK 

GND 

RVSENSE 
401< 

Figure 2. Typical application: +5V to -12V flyback converter. 

UNITRODE CORPORATION 
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[1d] UNITROCE 

UC1573 
UC2573 
UC3573 

Buck Pulse Width Modulator Stepdown Voltage Regulator 
FEATURES 

• Simple Single Inductor Buck PWM 
Stepdown Voltage Regulation 

• Drives External PMOS Switch 

• Contains UVLO Circuit 

• Includes Pulse-by-Pulse Current Limit 

• Low 501lA Sleep Mode Current 

BLOCK DIAGRAM 

DESCRIPTION 
The UC3573 is a Buck pulse width modulator which steps down and regu
lates a positive input voltage. The chip is optimized for use in a single in
ductor buck switching converter employing an external PMOS switch. The 
block diagram consists of a precision reference, an error amplifier config
ured for voltage mode operation, an oscillator, a PWM comparator with 
latching logic, and a O.5A peak gate driver. The UC3573 includes an 
undervoltage lockout circuit to insure sufficient input supply voltage is pres
ent before any switching activity can occur, and a pulse-by-pulse current 
limit. Input current can be sensed and limited to a user determined maxi
mum value. In addition, a sleep comparator interfaces to the UVLO circuit 
which turns the chip off when the input voltage is below the UVLO thresh
old. This reduces the supply current to only 501lA, making the UC3573 
ideal for battery powered applications. 
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ERROR 
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RAMP 71--r------------------~ 
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CS 3 1--+----------<1 CURRENT LIMIT 
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'---______________ -l ........ COMPARA TOR & UVLO 
>-------------ISLEEP UVLO 2.2V 
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I 
I 
I 
I 
I 
I 
I 
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I 
I 
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VCC 41-----------------------------------~VCC 3VREFI-----------~8 3VREF 
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ABSOLUTE MAXIMUM RATINGS 
VCC ........................................... 35V 
EAINV ................................. -O.6V to VCC 
IEAOUT ........................................ 25mA 
RAMP ................................... -O.3V to 4V 
CS .................................... -0.3V to VCC 
lOUT ................................... -O.7A to 0.7A 
13VREF ....................................... -15mA 
Storage Temperature ................... -65°C to + 150°C 
Junction Temperature ................... -65°C to +150°C 
Lead Temperature (Soldering, 10 sec.) ............. +300°C 

Currents are positive into, negative out of the specified termi
nal. Consult Packaging Section of Databook for thermallimita
tions and considerations of packages. 

CONNECTION DIAGRAMS 

DIL-8, SOIC-8 (TOP VIEW) 
J or N, D Packages 

EAINV 

EAOUT 

es 

vee 

3VREF 

RAMP 

GND 

OUT 

UC1573 
UC2573 
UC3573 

ELECTRICAL CHARACTERISTICS: Unless otherwise specified, these parameters apply for T A = -55°C to + 125°C for 
the UC1573 -40°C to +85°C for the UC2573 and O°C to +70°C for the UC3573 VCC - 5V CT - 680pF TA - TJ , - - -

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

Reference Section 

3VREF 2.94 3 3.06 V 

Line Regulation VCC = 4.75 to 30V 1 10 mV 

Load Regulation 13VREF = 0 to -5mA 1 10 mV 

Oscillator Section 

Frequency Vcc=5V,30V 85 100 115 kHz 

Error Amp Section 

EAINV EAOUT=2V 1.45 1.5 1.55 V 

IEAINV EAOUT=2V -0.2 -1 ~ 
AVOL EAOUT = 0.5V to 3V 65 90 dB 

EAOUTHigh EAINV = l.4V 3.6 4 4.4 V 

EAOUTLow EAINV= 1.6V 0.1 0.2 V 

IEAOUT EAINV = l.4V, EAOUT = 2V -350 -500 !lA 
EAINV = 1.6V, EAOUT = 2V 7 20 rnA 

Unity Gain Bandwidth TJ = 25°C, F = 10kHz 0.6 1 MHz 

Current Sense Comparator Section 

Threshold (referred to VCC) -0.39 -0.43 -0.47 V 

Input Bias Current CS=VCC 150 800 nA 

CS Propagation Delay 400 ns 

Gate Drive Output Section 

OUT High Saturation lOUT = 0 0 0.3 V 

lOUT = -lOrnA 0.7 1.5 V 

lOUT = -100mA 1.5 2.5 V 

OUT Low Saturation lOUT = 10mA 0.1 0.4 V 

lOUT = 100mA 1.5 2.2 V 

Rise Time TJ = 25°C, CLOAD = 1 nF + 3.3 Ohms 30 80 ns 

Fall Time TJ = 25°C, CLOAD = 1 nF + 3.3 Ohms 30 80 ns 

Pulse Width Modulator Section 

Maximum Duty Cycle EAINV = l.4V 92 96 % 

Minimum Duty Cycle EAINV= 1.6V 0 % 

Modulator Gain EAOUT = 1.5V to 2.5V 25 35 45 %N 
Undervoltage Lockout Section 

Start Threshold 3.5 4.2 4.5 V 

Hysteresis 100 200 300 mV 
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UC1573 
UC2573 
UC3573 

ELECTRICAL CHARACTERISTICS: Unless otherwise specified, these parameters apply for T A = -55°C to + 125°C for 
the UC1573 -40°C to +85°C for the UC2573 and O°C to +70°C for the UC3573 VCC - 5V CT = 680pF TA = TJ , , , - , , 

PARAMETER I TEST CONDITIONS I MIN I TYP I MAX I UNITS 

Sleep Mode Section 

Threshold I I 1~ I ~2 I ~6 I V 

Supply Current Section 

Ivcc Ivcc = 30V I I 9 I 12 I mA 

Ivcc Ivcc = 30V, EAINV = 3V I I 50 I 150 J !lA 

PIN DESCRIPTIONS 
3VREF: Precision 3V reference. Bypass with 100nF ca
pacitor. 

CS: Peak current limit sense pin. Senses the current 
across a current sense resistor placed between VCC and 
source of the PMOS Buck switch. OUT will be held high 
(PMOS buck switch off) if VCC - CS exceeds O.4V. 

EAINV: Inverting input to error amplifier. VOUT sense 
feedback connected to this pin. The non-inverting input of 
the error amplifier is internally connected to: 

3VREF 
-2- Volts. 

Connecting the EAINV pin to an external voltage greater 
than 2.6V commands the chip to go into a low current 
sleep mode. 

EAOUT: Output of error amplifier. Use EAOUT and 
EAINV for loop compensation components. 

GND: Circuit Ground. 

OUT: Gate drive for external PMOS switch connected be
tween VCC and the flyback inductor. OUT drives the gate 
of the PMOS switch between VCC and GND. 

RAMP: Oscillator and ramp for pulse width modulator. 
Frequency is set by a capacitor to GND by the equation 

F 1 
15k-CRAMP 

Recommended operating frequency range is 10kHz to 
200kHz. 

VCC: Input voltage supply to chip. Range is 4.75V to 30V. 
Bypass with a 1 J.lF capacitor. 

CLOCK Jl'---____ --'n'---____ ---'iL 

Typical Waveforms. 

(Internal) 

RAMP 
(pin 7) 

OUT 
(pin 5) 

VSWITCH ~ 
(DRAIN) 

---r- Vc 

·vo 

I SWITCH 

VCS 

(pin 3) 

I L 

----------------------------.--------- VCC·O.4 

----------------------------------- 0 
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TYPICAL APPLICATION: 12V TO 5V BUCK CONVERTER 

VIN 

+12VIN 

GND 

UNITRODE CORPORATION 

RSLEEP 
24k 

RVSENSE1 
91K 

-----------------, 
I I 

C3 VREF I 
100nF 

+--+----ll 1al3VREF 
CRAMP ~ 
6BOpF I 

+--+----1~ RAMP 

I 

EAINV 

UC1573 

RCOMP C COMP I OUT 

t--'V'vlr---j ~ EAOUT 
I 
I 

RVSENSE2 6 GND I 
39k L ________________ ~ 

7 CONTINENTAL BLVD .• MERRIMACK, NH 03054 
TEL. (603) 424-2410. FAX (603) 424-3460 
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~UNITRODE 
UC2578 
UC3578 

Buck Pulse Width Modulator Stepdown Voltage Regulator 
FEATURES 
• Provides Simple Single Inductor Buck 

PWM Step-Down Voltage Regulation 

• Drives External High Side NMOS 
Switch 

• 14V to 72V Input Voltage Operating 
Range 

• Contains 100kHz Internal Oscillator, 
2V Reference and UVLO 

• Soft Start on Power Up 

• Overcurrent Shutdown Followed by 
Soft Start 

TYPICAL APPLICATION DIAGRAM 

15-40 VIN RSENSE 
0.12 

DESCRIPTION 
The UC3578 is a PWM controller with an integrated high side floating gate 
driver. It is used in buck step down converters and regulates a positive 
output voltage. Intended to be used in a distributed power system, the IC 
allows operation from 14V to 72V input voltage which range includes the 
prevalent telecomm bus voltages. The output duty cycle of the UC3578 
can vary between 0% and 90% for operation over the wide input voltage 
and load conditions. 

The UC3578 simplifies the design of the single switch PWM buck converter 
by incorporating a floating high side driver for an external N-channel 
MOSFET switch. It also features a 100kHz fixed frequency oscillator, an 
internal 2V precision reference, an error amplifier configured for voltage 
mode operation, and a PWM comparator with latching logic. Comple
menting the traditional voltage mode control block, the UC3578 incorpo
rates an overcurrent shutdown circuit with full cycle soft re-start to limit the 
input current to a user defined maximum value during overload operation. 
Additional functions include an under voltage lockout circuit to insure that 
sufficient input supply voltage is present before any switching activity can 
occur. 

The UC2578 and the UC3578 are both available in surface mount and 
thru-hole power packages. 

IRFZ34 

ORDERING INFORMATION 

UC2578DP 

UC2578N 
UC3578DP 
UC3578N 

5RC 

TEMPERATURE RANGE 
-40°C to +85°C 

O°Cto +70°C 

RECTIFIER 
MBR 3100 

EAINV 2 f-------, 

PACKAGE 
Power50lC 
Power PDIP 

Power50lC 
Power PDIP 

5k 

Cce UC3578 
l~F 

r-B 55 GND GND GND GND EAOUT ±c .. ~m ___ Icp-rp-~ ___ m_' 1k 

- -- -
UDG-99064 . 
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ABSOLUTE MAXIMUM RATINGS 
VCC .......................................... +72V 
EAINV ................................. -O.3V to +10V 
EAOUT ................................ -O.3V to +1 OV 
SS .................................... -O.3V to +10V 
DIODE .......................... " ....... -O.3V to VCC 
VGG .............................. -O.3Vto VCC +14V 
CS ............................ VCC - 5V to VCC +0.6V 
louT Pulsed ............................ -O.8A to +0.6A 
SRC ................................... -O.6V to VCC 
Storage Temperature ................... -65°C to +150°C 
Junction Temperature ................... -55°C to +150°C 
Lead Temperature (Soldering, 10 sec.) ............. +300°C 

Currents are positive into, negative out of the specified terminal. 
Consult Packaging Section of Databook for thermal limitations 
and considerations of packages. 

CONNECTION DIAGRAM 

DIL-16, SOIC-16 (Top View) 
N or DP Packages 

UC2578 
UC3578 

Note: The four GND pins are internally connected. 

ELECTRICAL CHARACTERISTICS· Unless otherwise specified VCC - 14V VGG - 14V TA - TJ - , - -
PARAMETER TEST CONDITIONS MIN TVP MAX UNITS 

Oscillator Section 
Frequency VCC= 14Vt072V, EAINV= 1.9V, TJ = 25°C 100 110 120 kHz 

VCC = 11V to 14V, Over Temperature 90 120 kHz 

Error Amplifier Section 
EAINV EAOUT = EAINV 1.97 2 2.03 V 

IEAINv EAOUT = EAINV 100 300 nA 

EAVOL EAOUT/EAINV, 25°C 70 80 dB 

EAOUTHigh EAINV < 1.9V, IEAOUT = -100ILA 5.5 6.2 V 

EAOUTLow EAINV 2! 2.1V, IEAOUT = 100llA 0.8 1.1 V 

Unity Gain Bandwidth TJ = 25°C, F = 100kHz 0.85 1 MHz 

PSRR, EAOUT EAOUT = EAINV, VCC = 14V 80 90 dB 

Current Sense Comparator Section 
Threshold (Referred to VCC) 0.4 0.5 0.6 V 

Input Bias Current CS = VCC - O.4V 0.2 1 IlA 

Propagation Delay VOVERDRIVE = 250mV 0.7 1.2 jlS 

Blanking Time VOVERDRIVE = 250mV 75 200 300 ns 

Gate Drive Output Section 
VOH lOUT = -200mA 9.5 11 V 

VOL louT = 20mA 0.2 0.36 V 

lOUT = 200mA 1.5 2 V 

Rise Time T J = 25°C, CLOAD = 1 nF 40 70 ns 

Fall Time T J = 25°C, CLOAD = 1 nF 40 70 ns 

Pulse Width Modulator Section 
Maximum Duty Cycle EAINV~ 1.9V 85 90 % 

Minimum Duty Cycle EAINV2!2.1V 0 % 

Modulator Gain EAOUT = 2.5V to 3.5V 30 %/V 

Undervoltage Lockout Section 
Start Threshold OUT - SRC, EAINV ~ 1.9V, SRC = OV 10 11 12 V 

UVLO Hysteresis 1.5 2 2.5 V 
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UC2578 
UC3578 

ELECTRICAL CHARACTERISTICS: Unless otherwise specified VCC = 14V VGG = 14V TA = TJ , , 
PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

VGG Regulator Section 

VGG-SRC VCC = 72V, SRC = OV, IVGG = -7mA 14.5 15.25 17 V 

VCC = 50V, SRC = OV, IVGG = -7mA 14 14.75 16 V 

VCC = 15V, SRC = OV, IVGG = -7mA 13 13.75 14.5 V 

VCC = 11V, SRC = OV, IVGG = -7mA 9.5 10 10.5 V 

Soft Start Ramp Section 

Soft Start Ramp Current -30 -45 IlA 

Supply Current Section 

Ivcc EAINV <: 2.1 V, SRC = OV 10 14 rnA 

IVGG EAINV <: 2.1 V, SRC = OV 7 10.5 rnA 

PIN DESCRIPTIONS 
cs: Peak current limit sense pin. Senses the current 
across a current sense resistor placed between VCC and 
the drain of the NMOS buck switch. OUT will be held low 
(NMOS buck switch off) if VCC - CS exceeds 0.5V. 

DIODE: An external small signal diode (1N4148 typical) 
is connected here, anode to VCC and cathode to 
DIODE, to implement the VGG regulator function. 

EAINV: Inverting input to error amplifier. VOUT sense 
feedback is connected to this pin. The non-inverting input 
of the error amplifier is internally connected to 2V. 

EAOUT: Output of the error amplifier. Use EAOUT and 
EAINV for loop compensation components. 

GND: Circuit Ground. The four ground pins are internally 
connected together by the fused leadframe of the 
package. They provide the primary thermal conduction 
path for dissipating junction heat. 

APPLICATION INFORMATION 
The UC3578 Floating Buck Controller is a high frequency 
switching regulator with a floating driver which provides 
PWM control for non-isolated buck converters. The con
troller operates at a fixed 100 kHz switching frequency, 
and in voltage mode control. The duty cycle range of the 
PWM output is 0% to 90% allowing for a wide range of 
input voltages (14V minimum with transients to 72V). 
The regulator features an undervoltage lockout threshold 
of 11 V with approximately 2V hysterisis as well as soft 
start capability. The typical application circuit shown is 
for a 15V to 40V input and a 12V at 3A output. 

To ensure proper operation of the floating driver, an ex
ternal capacitor (11J.F ceramic) must be connected from 
VGG to SRC, and to the source of the external MOSFET 

OUT: Gate drive for the external NMOS switch 
connected between VCC and the buck inductor. 

SRC: This pin is connected to the junction of the external 
NMOS switch source, the floating voltage source 
capacitor, the free-wheeling diode cathode, and buck 
inductor. 

SS: The external soft start capacitor is connected to this 
pin. 

VGG: An external capacitor connected from VGG to 
SRC completes the floating voltage source for the 
floating gate driver. A 1IJ.F capacitor is recommended. 

VCC: Input supply voltage. This pin supplies an internal 
ground referenced voltage regulator that supplies the IC 
and an on-chip regulated floating voltage source (VGG -
SRC) used by the floating driver to drive the external 
NMOS buck switch. This pin should be bypassed with a 
high quality ceramic capacitor. 

through a small resistor, as shown in the typical applica
tion diagram and in Fig 2. This capacitor provides the en
ergy for the high side driver. The gate drive voltage to 
the MOSFET is internally regulated to 14V. A diode 
(1 N4148) is required from the input voltage to DIODE. 
This allows the floating drive capacitor to charge during 
conduction of the output rectifier but prevents its dis
charge back into the supply rail. A 1IJ.F ceramic capacitor 
is recommended from VCC to ground to provide high fre
quency decoupling. Additional decoupling of this pin 
could be accomplished by a low value resistor between 
VCC and VIN and a 1IJ.F capacitor from VCC to GND as 
shown in the schematic. 
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APPLICATION INFORMATION (cont.) 

EAOUT 

----------------------l 
I 
I 

r----'~;'_f---_ OC - 5V I 
COMPARATOR - O. : 

PWM 
LATCH 

I 
I 
I 
I 
I 
I 
I 
I 
I 

LATCH I 
I 

UC2578 
UC3578 

r---.J-~~-+---!Q So +10V I 
V2 I 

I 
I 

• 7.2V INTERNAL SUPPLY I 
I +1.2V V2=2 ·V1 : 

I - I 
UDG·97006 L ______________________________________________ ~ 

Figure 1. Block diagram. 

Current Limit 

The current sense pin provides overcurrent shutdown. 
As can be seen from the block diagram, the overcurrent 
comparator is wire ANDed with the oscillator after an in
ternally set blanking time. The ILiMIT threshold level is set 
by the current sense resistor from RSENSE. 

I O.SV 
LIMIT =--

RSENSE 

An optional filter can be added (RsCs) from the current 
sense resistor to CS to provide high frequency filtering of 
the current sense signal if necessary. 

During a current limit condition, the soft start capacitor on 
SS is discharged until its voltage level reaches 1.2V. 
During this time, a duty cycle clamp is activated to ap
proximately O.6V above the voltage level on the SS ca
pacitor. This condition persist until the SS capacitor is 
discharged to 1.2V, thus disabling the output driver. At 
this time, the SS capacitor is allowed to charge to 5V 
through the SOJ.LA current source and normal operation 
resumes when the SS capacitor reaches SV. During the 
condition described, the regulator enters a hiccup current 
limit mode of operation which limits the power dissipation 
in the MOSFET and output rectifier under a short circuit 
condition. 

Error Amplifier 

The onboard error amplifier of the UC3578 is a voltage 
amplifier with its non-inverting input tied to an internal 2V 
reference. As usual, loop compensation can be added 
from the inverting input of EAINV to the error amplifier 
output at EAOUT. Consideration must be given when 
choosing the values of the compensation components 
around the amplifier so that the output swing of the am
plifier is not restricted. The output of the amplifier can 
source 100llA typically. 

General 

As in any buck converter, when the switch is off, the 
source flies low due to the conduction of the 
free-wheeling rectifier. The source (SRC) is pulled below 
ground by an amount determined by the forward voltage 
drop of the rectifier and by any transient voltage spike 
from inductance in this path. The occurrence of this con
dition could result in erratic operation of the IC during this 
period if the negative excursion is not limited. This is be
cause of conduction of current in the substrate of the IC 
due to the source pin being pulled below ground and for
ward biasing the internal substrate PN junction. To limit 
this effect, a small resistor (1SQ) can be placed in series 
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APPLICATION INFORMATION (cont.) 

220llF 

HS1, HS2, HS3: HEATSINKS 

15k 

1N4148 
5 

HS1 
IRF530 

~ ............ J 
1 

HS2 
MBR10100 

10 

470 

EAINV 

301lIi 

O.01IlF 
UC3578 

SS 

CS 

UC2578 
UC3578 

VOUT(+) 

330 

YOUTH 

UOG-99100 

Figure 2. Detailed application schematic for the UC3578 evaluation board. 

between the MOSFET source and the SRC pin as shown 
in Fig. 1. Too large a resistor will limit the drive to the 
MOSFET and result in startup problems with the regula
tor. A Schottky rectifier is used for the free-wheeling di
ode to limit the negative excursion of the source. This will 
also limit the reverse recovery current thus limiting the in
ductive voltage spike. 

In applications where transient load excursions may re
sult in a no load condition, it is necessary that the output 
of the regulator be loaded with a small load current 
(10mA to 15mA). This will prevent the output voltage 
from going unregulated at no load. This small load cur
rent is necessary for proper operation of the floating 
driver since the source must fly low to charge up the 
floating driver capacitance. 

Thermal Considerations 

For proper operation and reliability of the UC3578, 
proper thermal management is essential. It is important 
that the designer keep in mind that with surface mount 
packages, a significant amount of the heat that the de-

vice generates is conducted out through the lead frame. 
Because of this, the PCB design becomes a critical part 
of the thermal management system. Worst case junc
tion-to-ambient thermal resistance for different package 
configurations are given in a table in the data book in the 
package information section. 

The maximum ambient operating temperature is an im
portant factor in determining what the maximum operat
ing voltage can be for a particular application. For 
example, if we assume a maximum operating ambient 
temperature of 70°C we can determine what the maxi
mum allowable input voltage can be given other parame
ters such as package thermal impedance and MOSFET 
total gate charge by following the procedure outlined be
low; 

TJ(max) - TA =125°C _70°C = 55°C. 

55°C 
Pd= =0.95W, 

58°C/W 

(1 ) 

(2) 
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APPLICATION INFORMATION (cont.) 
where 58°CIW is the worst case theta j-a for the 16 pin 
DP package and Pd is the package power dissipation. 

Pd= (Qg-100kHz + 19mA)-V1N , (3) 

where Og is the total MOSFET gate charge and 19mA is 
the maximum quiescent current for the UC3578 (Icc + 
IGG) from the data sheet. The switching frequency of the 
buck converter is 100kHz. 

The gate charge can be determined from the MOSFET 
data sheet. As an example, for a IRFZ34 which has a to
tal gate charge of 46nC, substituting for Pd in equation 3: 

O.95W = (46nC -100kHz + 19mA) - V1N • and 

V1N(max) O.95W = 40V. 
O.0236A 

Therefore, at 70°C using a IRFZ34 MOSFET the maxi
mum input voltage is limited to 40V to maintain a maxi
mum junction temperature of 125°C in the 16 pin DP 
package. 

Higher input voltages can be achieved by choosing a 

30 

UC2578 
UC3578 

MOSFET with a lower total gate charge or by a reduced 
ambient operating temperature or by reducing the theta 
j-a of the package by improving the PCB mounting 
method. It is recommended that the four GND pins (4, 5, 
12 and 13) be connected to a ground plane to provide a 
low resistance thermal path. If a ground plane is not 
available, a heat spreader on a double sided PC board is 
recommended. 

Note: Thermal impedance number is based on device 
mounted to 5 square inch FR4 PC board with one ounce 
copper. From Unitrode 95-96 data book Table 1, page 
9-8, when resistance range is given, lower thermal im
pedance values are for 5 square inch aluminum PC 
board. 

ADDITIONAL INFORMATION 

Please refer to the following Unitrode topic for additional 
application information. 

[1] Application Note U-167, Design and Evaluation of a 
48V to 5V Telecom Buck Converter using the UC3578 
ControllC by Mark Dennis. 
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Figure 3. Icc vs. vee VS. temperature. 
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~UNITROOE 
UCC1580-1,-2,-3,-4 
UCC2580-1,-2,-3,-4 
UCC3580-1,-2,-3,-4 

Single Ended Active Clamp/Reset PWM 
FEATURES 
• Provides Auxiliary Switch Activation 

Complementary to Main Power 
Switch Drive 

• Programmable deadtime (Turn-on 
Delay) Between Activation of Each 
Switch 

• Voltage Mode Control with 
Feedforward Operation 

• Programmable Limits for Both 
Transformer Volt- Second Product 
and PWM Duty Cycle 

• High Current Gate Driver for Both 
Main and Auxiliary Outputs 

• Multiple Protection Features with 
Latched Shutdown and Soft Restart 

• Low Supply Current (100JlA Startup, 
1.5mA Operation) 

BLOCK DIAGRAM 

DESCRIPTION 
The UCC3580 family of PWM controllers is designed to implement a variety 
of active clamp/reset and synchronous rectifier switching converter topolo
gies. While containing all the necessary functions for fixed frequency, high 
performance pulse width modulation, the additional feature of this design is 
the inclusion of an auxiliary switch driver which complements the· main 
power switch, and with a programmable deadtime or delay between each 
transition. The active clamp/reset technique allows operation of single 
ended converters beyond 50% duty cycle while reducing voltage stresses 
on the switches, and allows a greater flux swing for the. power transformer. 
This approach also allows a reduction in switching losses by recovering en
ergy stored in parasitic elements such as leakage inductance and switch 
capacitance. 

The oscillator is programmed with two resistors and a capacitor to set 
switching frequency and maximum duty cycle. A separate synchronized 
ramp provides a voltage feedforward pulse width modulation and a pro
grammed maximum volt-second limit. The generated clock from the oscilla
tor contains both frequency and maximum duty cycle information. 

(continued) 

[---------------------------------------------1 
I 

r-----------------~----------------------~7 ClK 

~~-----------+------r--~-<----_+--------~l DELAY 

UVlO. 

SHUTDOWN. 

STARTUP 
lOGIC 

STARTUP 

OUT2 NORMAL 

OUT2 INVERTED 

ON/OFF 

UVlO Voo ON 

9V 15V 

UCCX580-1 UCCX580-2 

UCCX580-3 UCCX580-4 

I - I L _________________________________________ ----~ 

Pin Numbers refer to DIL-16 and SOIC-16 packages 
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DESCRIPTION (cont.) 
The main gate drive output (OUT1) is controlled by the 
pulse width modulator. The second output (OUT2) is in
tended to activate an auxiliary switch during the off time 
of the main switch, except that between each transition 
there is deadtime where both switches are off, pro
grammed by a single external resistor. This design offers 
two options for OUT2, normal and inverted. In the -1 and 
-2 versions, OUT2 is normal and can be used to drive 
PMOS FETs. In the -3 and -4 versions, OUT2 is inverted 
and can be used to drive NMOS FETs. In all versions, 
both the main and auxiliary switches are held off prior to 
startup and when the PWM command goes to zero duty 
cycle. During fault conditions, OUT1 is held off while 
OUT2 operates at maximum duty cycle with a guaran
teed off time equal to the sum of the two deadtimes. 

ABSOLUTE MAXIMUM RATINGS 
VDD ............................•.............. 1SV 
IVDD ... ·.·.···.· .............................. 2SmA 
LINE, RAMP ........................ -0.3V to VDD + 1V 
ILlNE, IRAMP ..................................... SmA 
DELAy ........................................ S.3V 
IDELAY ............................•........... -SmA 
10UT1 (tpw < 1115 and Duty Cycle < 10%) ....... -O.SA to 1.2A 
IOUT2 (tpw < 1115 and Duty Cycle < 10%) ....... -O.4A to O.4A 
IClK ................................ -100mA to 100mA 
OSC1, OSC2, SS, SHTDWN, EAIN ..... -Q.3V to REF + O.3V 
IEAOUT .................................. -SmA to SmA 
IREF ..............................•.......•.. -30mA 
PGND .................................. -O.2V to 0.2V 
Storage Temperature ................... -SsoC to +1S0°C 
Junction Temperature ................... -SsoC to +1S0°C 
Lead Temperature (Soldering, 10 sec.) ............. +300°C 

All voltages are with respect to ground unless otherwise stated. 
Cu"ents are positive into, negative out of the specified termi
nal. Consult Packaging Section of Databook for thermallimita
tions and considerations of packages. 

ORDER INFORMATION 

uccO 5800-0 
I I L-UVLO On Threshoid/OUT2 Options 

L-Package 
L..-----Temperature Range 

UCC1580-1 ,-2,-3,-4 
UCC2580-1,-2,-3,-4 
UCC3580-1,-2,-3,-4 

Undervoltage lockout monitors supply voltage (VDD), the 
precision reference (REF), input line voltage (LINE), and 
the shutdown comparator (SHTDWN). If after any of 
these four have sensed a fault condition, recovery to full 
operation is initiated with a soft start. VDD thresholds, on 
and off, are 15V and 8.5V for the -2 and -4 versions, 9V 
and 8.5V for the -1 and -3 versions. 

The UCC1580-x is specified for operation over the mili
tary temperature range of -55°C to 125°C. The 
UCC2580-x is specified from -40°C to 85°C. The 
UCC3580-x is specified from O°C to 70°C. Package op
tions include 16-pin surface mount or dual in-line, and 
20-pin plastic leadless chip carrier. 

CONNECTION DIAGRAMS 

DIL-16, SOIC-16 (Top View) 
J, N, or D Packages 

PLCC-20 (Top View) 
QPackages 

DELAY---...., 
LINE 
N/C 

N/C 
VDD 

OUT1 6 
PGND 7 

OUT2 8 

N/C 
ClK 

17 
16 

SHTDWN 
SS 

N/C 
REF 
EAIN 

EAOUT 
OSCl 

OSC2 
RAMP 
GND 
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UCC1580-1 ,-2,-3,-4 
UCC2580-1,-2,-3,-4 
UCC3580-1,-2,-3,-4 

ELECTRICAL CHARACTERISTICS Unless otherwise stated, all specifications are over the full temperature range, VDD 
= 12V, R1 = 18.2k, R2=4.41k, CT= 100pF, R3= 100k, COUT1 =0, COUT2=0. TA=0°Ct070°Cforthe UCC3580, -40°Ct085°C 
for the UCC2580 -55°C to 125°C for the UCC1580 T A = T J , , 

PARAMETEFI TEST CONDITIONS MIN TVP MAX UNITS 

Oscillator Section 

Frequency 370 400 430 kHz 

ClK Pulse Width 650 750 850 ns 

ClKVOH IClK=-3mA 4.3 4.7 V 

ClKVOl IClK =3mA 0.3 0.5 V 

Ramp Generator Section 

Ramp VOL IRAMP = 10011A 50 100 mV 

Flux Comparator Vth 3.16 3.33 3.50 V 

Pulse Width Modulator Section 

Minimum Duty Cycle OUT1, EAOUT = VOL 0 % 

Maximum Duty Cycle OUT1, EAIN = 2.6V 63 66 69 % 

PWM Comparator Offset 0.1 0.4 0.9 V 

Error Amplifier Section 

EAIN EAOUT=EAIN 2.44 2.5 2.56 V 

IEAIN EAOUT=EAIN 150 400 nA 

EAOUT, VOL EAIN = 2.6V, IEAOUT = 10011A 0.3 0.5 V 

EAOUT, VOH EAIN = 2.4V, IEAOUT= -10011A 4 5 5.5 V 

AVOl 70 80 dB 

Gain Bandwidth Product f = 100kHz (Note 1) 2 6 MHz 

SoftstartlShutdown Section 
Start Duty Cycle EAIN = 2.4V 0 % 

SSVOl Iss = 10011A 100 350 mV 

SS Restart Threshold 400 550 mV 

Iss -20 -35 IIA 
SHTDWNVTH 0.4 0.5 0.6 V 

ISHTDWN 50 150 nA 

Undervoltage lockout Section 

VDDOn UCC3580-2,-4 14 15 16 V 

UCC3580-1,-3 8 9 10 V 

VDD Off 7.5 8.5 9.5 V 

LINE On 4.7 5 5.3 V 

LINE Off 4.2 4.5 4.8 V 

IllNE LINE =6V 50 150 nA 

Supply Section 

VDDClamp IVDD= 10mA 14 15 16 V 

IVDD Start VDD <VDD On 160 250 J..lA 

IVDD Operating No load 2.5 3.5 mA 

Output Drivers Section 

OUT1 VSAT High IOUTl = -50mA 0.4 1.0 V 

OUT1 VSAT low IOUTl =100mA 0.4 1.0 V 

OUT2 VSAT High IOUT2 = -30mA 0.4 1.0 V 

OUT2 VSAT low IOUT2 = 30mA 0.4 1.0 V 

OUT1 Fall Time COUTl = 1nF, Rs = 3D 20 50 ns 

OUT1 Rise Time COUTl = 1 nF, Rs = 3D 40 80 ns 

OUT2 Fall Time COUT2 = 300pF, Rs = 10D 20 50 ns 

3-124 



UCC1580-1 ,-2,-3,-4 
UCC2580-1,-2,-3,-4 
UCC3580-1,-2,-3,-4 

ELECTRICAL CHARACTERISTICS Unless otherwise stated, all specifications are over the full temperature range, VDD 
= 12V, R1 = 18.2k, R2 = 4.41k, CT= 100pF, R3 = 100k, Coun = 0, COUT2 = o. TA = ODC to 70DC for the UCC3580, -40DC to 85°C 
for the UCC2580 -55DC to 125DC for the UCC1580 TA = TJ , , 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

Output Drivers Section (cont.) 

OUT2 Rise Time COUT2 = 300pF, Rs = 10n 20 40 ns 

Delay 1 OUT2 to OUT1 R3 = 100k, COUT1 = COUT2 = 15pF 90 120 160 ns 

TA=TJ=25DC 100 120 140 ns 

Delay 2 OUT1 to OUT2 R3 = 100k, COUT1 = COUT2 = 15pF 110 170 250 ns 

TA = TJ= 25DC 140 170 200 ns 

Reference Section 

REF IREF= 0 4.875 5 5.125 V 

Load Regulation IREF = OmA to 1 rnA 1 20 mV 

Line Regulation VDD = 10V to 14V 1 20 mV 

Note 1: Guaranteed by design. Not 100% tested in production. 

PIN DESCRIPTIONS 
ClK: Oscillator clock output pin from a low impedance 
CMOS driver. ClK is high during guaranteed off time. 
ClK can be used to synchronized up to five other 
UCC3580 PWMs. 

DELAY: A resistor from DELAY to GND programs the 
nonoverlap delay between OUT1 and OUT2. The delay 
times, Delay1 and Delay2, are shown in Figure 1 and are 
as follows: 

Delay 1 = 1.1pF e R3 

Delay2 is designed to be larger than Delay1 by a ratio 
shown in Figure 2. 

EAIN: Inverting input to the error amplifier. The 
noninverting input of the error amplifier is internally set to 
2.5V. EAIN is used for feedback and loop compensation. 

EAOUT: Output of the error amplifier and input to the 
PWM comparator. loop compensation components 
connect from EAOUT to EAIN. 

GND: Signal Ground. 

LINE: Hysteretic comparator input. Thresholds are 5.0V 
and 4.5V. Used to sense input line voltage and turn off 
OUT1 when the line is low. 

OSC1 & OSC2: Oscillator programming pins. A resistor 
connects each pin to a timing capaCitor. The resistor 
connected to OSC1 sets maximum on time. The resistor 
connected to OSC2 controls guaranteed off time. The 
combined total sets frequency with the timing capacitor. 
Frequency and maximum duty cycle are approximately 
given by: 

1 
Frequency = -=:----c::-:--= 

(R1 +1.2S eR2). CT 

Maximum Duty Cycle = R1 
R1 + 1.2SeR2 

Maximum Duty Cycle for OUT1 will be slightly less due to 
Delay1 which is programmed by R3. 

OUT1: Gate drive output for the main switch capable of 
sourcing up to O.5A and sinking 1 A. 

OUT2: Gate drive output for the auxiliary switch with 
± O.3A drive current capability. 

PGND: Ground connection for the gate drivers. Connect 
PGND to GND at a single point so that no high frequency 
components of the output switching currents are in the 
ground plane on the circuit board. 

RAMP: A resistor (R4) from RAMP to the input voltage 
and a capacitor (CR) from RAMP to GND programs the 
feedforward ramp signal. RAMP is discharged to GND 
when ClK is high and allowed to charge when ClK is 
low. RAMP is the line feedforward sawtooth signal for the 
PWM comparator. Assuming the input voltage is much 
greater than 3.3V, the ramp is very linear. A flux 
comparator compares the ramp signal to 3.3V to limit the 
maximum allowable volt-second product 

Volt-Second Product Clamp = 3.3 • R4 • CR. 

REF: Precision 5.0V reference pin. REF can supply up to 
SmA to extemal circuits. REF is off until VDD exceeds 9V 
(-1 and -3 versions) or activates the 15V clamp (-2 and 
-4 versions) and turns off again when VDD droops below 
8.5V. Bypass REF to GND with a 1J.lF capacitor. 

SHTDWN: Comparator input to stop the chip. The 
threshold is O.5V. When the chip is stopped, OUT1 is low 
and OUT2 continues to oscillate with guaranteed off time 
equal to two non-overlap delay times. 
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PIN DESCRIPTIONS (cont.) 
SS: A· capacitor from SS to ground programs the soft 
start time. During soft start, EAOUT follows the amplitude 
of SS's slowly increasing waveform until regulation is 
achieved. 

VDD: Chip power supply pin. VDD should be bypassed 
to PGND. The -1 and -3 versions require VDD to ex-

APPLICATION INFORMATION 

CLK 

UCC15SD-1,-2,-3,-4 
UCC25SD-1,-2,-3,-4 
UCC35SD-1,-2,-3,-4 

ceed 9V to start and remain above 8.5V to continue run
ning. A shunt clamp from VDD to GND limits the supply 
voltage to 15V. The -2 and -4 versions do not start until 
the shunt clamp threshold is reached and operation con
tinues as long as VDD is greater than 8.5V. 

n n n ~ OUT1 ______ ---lIL-__ ----' L-__ ----' DELA Y1 -II- -I I- DELA Y2 

(·3, -4) OUT2 -------~ 

(-1. -2) OUT2 -------..., 

STARTUP---+!'I SOFTSTART--------~.I NORMAL------

OUT1~~--~~L-------------------~L--~~L----~ 

(-3. -4) OUT2 

(-1. -2) OUT2 

oun 

(-3. -4) OUT2 

(-1. -2) OUT2 

NORMAL--------+!.I ZERO D TRANSIENT -----+I RESUME NORMAL---

INCREASING D WITH FALLING LINE---+!'I LINE IOUT2 RUNS TO DISCHARGE CLAMP
FAILS 

UDG·9507Q.2 
Note: Waveforms are not to scale. 

Figure 1. Output time relationships. 

UVLO and Startup this clamp must be activated as an indication of reaching 
the UVLO on threshold. The intemal reference (REF) is 

For self biased off-line applications, -2 and -4 versions brought up when the UVLO on threshold is crossed. The 
(UVLO on and off thresholds of 15V and 8.5V typical) startup logic ensures. that LINE and REF are above and 
are recommended. For all other applications, -1 and -3 SHTDWN is below their respective thresholds before 
versions provide the lower on threshold of 9V. The IC re- outputs are asserted. LINE input is useful for monitoring 
quires a low startup current of only 160~ whe.n VDP i~ actual input voltage and shutting off the IC if it falls be-
under the UVLO threshold, enabling use of a large trickle low a programmed value. A resistive divider should be 
charge resistor (with corresponding low power dissipa- used to connect the input voltage to the LINE input. This 
tion) from the input voltage. VDD has an internal clamp feature can protect the power supply from excessive 
at 15V which cansink up to 10mA. Measures .should be currents at low line voltages. 
taken not to exceed this current. For -2 and -4 versions). 
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APPLICATION INFORMATION (cont.) 

1400 

1200 

1000 

laDD 

1600 
400 

200 

C-} 

! 
Ii 

Delay atio 

~ 
V 

V 
c----

/ 

P 
/ 
~ 

V 

DelayTimes 

.--- -- --V 
----T 

Dei y2 / -- -

./ 
/ .-----

--------
-------

Oelay1 

---
------- ----- -- t---

'.80 

L 1.70 

--- '.60 

/ 

'.30 

--"--,-

UCC1580-1 ,-2,-3,-4 
UCC2580-1,-2,-3,-4 
UCC3580-1,-2,-3,-4 

The soft start pin provides an effective means to start 
the IC in a controlled manner. An internal current of 
201JA begins charging a capacitor connected to SS once 
the startup conditions listed above have been met. The 
voltage on SS effectively controls maximum duty cycle 
on OUT1 during the charging period. OUT2 is also con
trolled during this period (see Figure 1). Negation of any 
of the startup conditions causes SS to be immediately 
discharged. Internal circuitry ensures full discharge of 
SS (to 0.3V) before allowing charging to begin again, 
provided all the startup conditions are again met. 

Oscillator 

I~ 
1.10 

~ ~ ~ ~ ~ ~ ~ ~ ~ -
R3 Programming Resistor [1<0] 

Simplified oscillator block diagram and waveforms are 
shown in Figure 3. OSC1 and OSC2 pins are used to 
program the frequency and maximum duty cycle. Ca
pacitor CT is altemately charged through R1 and dis
charged through R2 between levels of 1V and 3.5V. The 
charging and discharging equations for CT are given by Figure 2. De/ay times. 

-SREF 

8 

R 

I CT 

VIN ~ 1 
lR4 0 ... 0 ~ 
~ 

CR L r t OUT1 

08C1 _______ SJ ______ IT 
08C2~ 

RAMP~ 

Figure 3. Oscillator and ramp circuits. 

eLK 

VC( charge) = REF - 4.0 - e' ,v, , 

VC(discharge) = 3.5 _e,,v,2 

where 't1 = R1 - CT and 't2 = R2 - CT. The charge time 
and discharge time are given by 

tCH = R1 - CT and tDIS = 1.25 - R2 - CT 

The ClK output is high during the discharge period. It 
blanks the output to limit the maximum duty cycle of 
OUT1. The frequency and maximum duty cycle are 
given by 

1 Frequency = -------
(R 1 + 1 .25 - R2) • CT 

MaximumDutyCycle = R1 
R1+1.25-R2 

Maximum Duty Cycle for OUT1 will be slightly less due 
to Delay1 which is programmed by R3. 

Voltage Feedforward and Volt-Second Clamp 

UCC3580 has a provision for input voltage feedforward. 
As shown in Figure 3, the ramp slope is made propor
tional to input line voltage by converting it into a charg
ing current for CR. This provides a first order 
cancellation of the effects of line voltage changes on 
converter performance. The maximum volt-second 

UDG-96016-1 clamp is provided to protect against transient saturation 
of the transformer core. It terminates the OUT1 pulse 
when the RAMP voltage exceeds 3.3V. If the 
feedforward feature is not used, the ramp can be gener
ated by tying R4 to REF. However, the linearity of ramp 
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APPLICATION INFORMATION (cont.) 
suffers and in this case the maximum volt-second clamp 
is no longer available. 

Output Configurations 

The UCC3580 family of ICs is designed to provide con
trol functions for single ended active clamp circuits. For 
different implementations of the active clamp approach, 
different drive waveforms for the two switches (main and 
auxiliary) are required. The -3 and -4 versions of the IC 
supply complementary non-overlapping waveforms 
(OUT1 and OUT2) with programmable delay which can 
be used to drive the main and auxiliary switches. Most 
active clamp configurations will require one of these out
puts to be transformer coupled to drive a floating switch 
(e.g. Figure 5). The -1 and -2 versions have the phase of 
OUT2 inverted to give overlapping waveforms. This con
figuration is suitable for capacity coupled driving of a 
ground referenced p-channel auxiliary switch with the 
OUT2 drive while OUT1 is directly driving an n-channel 
main switch (e.g. Figure 4). 

R5 R4 
[---------, 
I UCC3580-1,-2 

UCC1580-1,-2,-3,-4 
UCC2580-1,-2,-3,-4 
UCC3580-1,-2,-3,-4 

The programmable delay can be judiciously used to get 
zero voltage tum-on of both the main and auxiliary 
switches in the active clamp circuits. For the UCC3580, 
a single pin is used to program the delays between 
OUT1 and OUT2 on both sets of edges. Figure 1 shows 
the relationships between the outputs. Figure 2 gives the 
ratio between the two delays. During the transition from 
main to auxiliary switch, the delay is not very critical for 
ZVS turn-on. For the first half of OUT1 off-time, the body 
diode of the auxiliary switch conducts and OUT2 can be 
turned on any time. The transition from auxiliary to main 
switch is more critical. Energy stored in the parasitic in
ductance(s) at the end of the OUT2 pulse is used to dis
charge the parasitic capacitance across the main switch 
during the delay time. The delay (Delay 1) should be op
timally programmed at 1/4 the resonant period deter~ 
mined by parasitic capacitance and the resonant 
inductor (transformer leakage and/or magnetizing induc
tances, depending on the topology). However, depend
ing on other circuit parasitics, the resonant behavior can 
change, and in some cases, ZVS turn-on may not be ob-

PWR IN 

1iilrrJ: : liNE ~BOOTSTRAP[ 
I o 

R6 Q---i ClK 
CR I 

RAMP 
I 

R1 I 

C~OSC1 voo 
HI R2: CBYPl 

OSC2 OElAY~ 
I 

R3 ; eeL J~ 01 
CBYP2 I RG1 

REF OUT1 

~-K 
I 
I 
I SHTOWN 

EAOUT 
I RG2 -r 

EAIN 
OUT2 " I 

* 
02 RSENSE 

~ss 

i ~G~~ ____ --"."~'" I 
PWR RTN 

UOG-95071-2 

Figure 4. Active clamp forward converter. 

Note that Vicor Corporation has claimed that the use of active reset in a forward converter topology is covered by their U.S. patent 
No. 4,441,146. UnitrOcte is not suggesting or encOuraging persons to infringe or use Vicor's patented technology absent a license 
from Vicor. 
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APPLICATION INFORMATION (cont.) 

Vin(DC) 
(85-400V) 

LI 

R12 

Vo(15V. 100W) 

UCC1580-1 ,-2,-3,-4 
UCC2580-1,-2,-3,-4 
UCC3580-1,-2,-3,-4 

CFP R14 

RF CFF 

R13 
.... ____ -',-'TL431 

'---","1'..---' 

Voo 

R8 

Rll 

,--------, 

[:

T2. RG' I UCC3580-:EF ~ 

"'= 4 oun I ~ CBVP2 

BIAS (14V) $ II-----~'r--, Rl0 

o I ·3 VDD r---~~~~ 
Cl 

l CBVP'", ~ 
RG2 "'= ~CLK SSn 

I ~CSS 

'-----------16 OUT2 
DELAvh= 

I R3 
I 

9
2 

RAMP OSC1~~ =Rl 

+---+----------1 LINE 
I OSC2 10 10 R2 

I PGND GND I ~CT 
L~ __ ~~ "'= 

R4 
R5 

R6 
lCR 

-

UDG-96017-1 

Figure 5. Off-line active clamp flyback converter. 

The use of active reset in a f/yback power converter topology may be covered by U.S. Patent No. 5,402,329 owned by Technical 
Witts, Inc., and for which Unitrode offers users a paid up license for application of the UCC1580 product family. 
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APPLICATION INFORMATION (cont.) 

01 LF 

UCC1580-1 ,-2,-3,-4 
UCC258D-1,-2,-3,-4 
UCC3580-1,-2,-3,-4 

12V (}-----1P"---t_------, 3.3V. SA 

C2 RS1 

CIN 

02 DR CF 
T1 

RG1 
r ________ ~CBYP1 CBYP2 

UCC3S80-3 

3 VDD REF 14 
.--------+ 

12V 

RS OUT2 

LINE 

R6 R4 o---$CLK 

Figure 6. UCC35BO used in a synchronous rectifier application. 

UNITRDDE CORPORATION 
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~UNITRODE 
Micropower Voltage Mode PWM 

FEATURES BLOCK DIAGRAM 

• Low 851lA Startup Current 

• Low 3001lA Operating Current 

UCC1581 
UCC2581 
UCC3581 

r----------------------------------------i 

• Automatically Disabled 
Startup Preregulator 

I VCT\/\/\ : 

• Programmable Minimum Duty 
Cycle with Cycle Skipping 

• Programmable Maximum 
Duty Cycle 

• Output Current 1 A Peak 
Source and Sink 

• Programmable Soft Start 

• Programmable Oscillator 
Frequency 

• External Oscillator 
Synchronization Capability 

GND ric-- 1.8V/2.0V - I 

~ ~~ I L_: ______________________________________ ~ 

Note: Pin Connection shown for 14-pin Package UDG-95011-1 

DESCRIPTION 
The UCC3581 voltage mode pulse width modulator is 
designed to control low power isolated DC - DC convert
ers in applications such as Subscriber Line Power (ISDN 
1.430). Primarily used for single switch forward and 
flyback converters, the UCC3581 features BiCMOS cir
cuitry for low startup and operating current, while main
taining the ability to drive power MOSFETs at 
frequencies up to 100kHz. The UCC3581 oscillator al
lows the flexibility to program both the frequency and the 
maximum duty cycle with two resistors and a capacitor. A 
TTL level input is also provided to allow synchronization 
to an external frequency source. 

The UCC3581 includes programmable soft start circuitry, 
overcurrent detection, a 7.5V linear preregulator to con
trol chip VDD during startup, and an on-board 4.0V logic 
supply. 

The UCC3581 provides functions to maximize light load 
efficiency that are not normally found in PWM controllers. 

A linear preregulator driver in conjunction with an exter
nal depletion mode N-MOSFET provides initial controller 
power. Once the bootstrap supply is functional, the 
preregulator is shut down to conserve power. During light 
load, power is saved by providing a programmable mini
mum duty cycle clamp. When a duty cycle below the 
minimum is called for, the modulator skips cycles to pro
vide the correct average duty cycle required for output 
regulation. This effectively reduces the switching fre
quency, saving significant gate drive and power stage 
losses. 

The UCC3581 is available in 14-pin plastic and ceramic 
dual-in-line packages and in a 14-pin narrow body small 
outline IC package (SOIC). The UCC1581 is specified for 
operation from -55°C to + 125°C, the UCC2581 is speci
fied for operation from -40°C to +85°C, and the 
UCC3581 is specified for operation from O°C to +70°C. 
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ABSOLUTE MAXIMUM RATINGS 
Supply Voltage (IDD ~ 10mA) ........................ 15V 
Supply Current ................................. 30mA 
VREF Current. ................................. -10mA 
OUT Current. .................................... ± 1A 
Analog Inputs 

EN ............................ -Q.3V to (VDD + 0.3V) 
VC, ISEN, SYNC, DCMIN .......... -0.3V to (VREF + 0.3V) 

Power Dissipation at T D = 25°C . 
(N, J, Q, L Package) ............................. 1W 
(D Package) ................................. 0.65W 

Storage Temperature ................... -65°C to + 150°C 
Junction Temperature ................... -55C to +150°C 
Lead Temperature (Soldering, 10 sec.) ............. +300°C 

Unless otherwise specified, all v.oltages' are with respect to 
Ground. Currents positive into, negative out of the specified ter
minal. Consult Packaging Section of Databook for thermallimi
tations and considerations of packages. 

CONNECTION DIAGRAMS 

DIL-14, SOIC-14 (Top View) 
N or J, 0 Packages 

CT 

VDD 

OUT 

GND 

REF 

ISEN 

ORDERING INFORMATION 

DCMIN 

VC 

UCC1581 
UCC2581 
UCC3581 

TEMPERATURE RANGE PACKAGE 
UCC1581J -55°C to +125°C CDIP 
UCC2581D -40°C to +85°C SOIC 
UCC2581N -40°C to +85°C PDIP 
UCC3581D O°C to +70°C SOIC 
UCC3581N O°C to +70°C PDIP 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these specifications apply for VDD = 10V, 0.1/oLF capacitor 
from VDD to GND 1 O/oLF capacitor from REF to GND RT1 = 680kO RT2 = 12kn CT = 750pF and TA = TJ , , , , 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

Reference Seetion 

Output Voltage I =-Q.2mA 3.94 4.0 4.06 V 

Load Regulation -5.0mA < I < -0.2mA 10 30 mV 

Undervoltage Lockout Section 

Start Threshold 6.7 7.3 7.9 V 

Minimum Operating Voltage After Start 6.2 6.8 7.4 V 

Hysteresis 0.2 0.5 0.8 V 

Linear Preregulator Section 

Regulated VDD Voltage 7.0 7.5 8.0 V 

Regulated VDD to UVLO Delta 100 230 600 mV 

VDD Override Threshold 8.2 V 

Oscillator Section 

Frequency 25°C 18 19.5 21 kHz 

Temperature Stability (Note 1) 3.0 % 

CT Peak Voltage (Note 1) 2.5 V 

CT Valley Voltage (Note 1) .. 1.0 V 

SYNCVIH 1.9 2.1 2~3 V 

SYNCVIL (Note 1) 1.8 V 

PWMSECTION 

Maximum Duty Cycle 80 83 86 % 

Minimum Duty Cycle (VC < 1.0V) DCMIN = OV 0 % 

(VC> 1.0Vat start of cycle) DCMIN = 1.18V 8 10.5 13 % 

Input Bias Current (DCMIN), (Note 1) -150 20 150 nA 

(VC), (Note 1) -150 20 150 nA 
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UCC1581 
UCC2581 
UCC3581 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these specifications apply for VDD = 10V, 0.111F capacitor 
from VDD to GND 1 OI1F capacitor from REF to GND RT1 - 680kQ RT2 - 12kn CT - 750pF and TA - TJ , , - , - - -

PARAMETER TEST CONDITIONS MIN TVP MAX UNITS 
Current Sense Section 

Input Bias Current -150 20 150 nA 
Overcurrent Threshold 0.4 0.5 0.6 V 

Output Section 
OUT Low Level 1= 100mA 0.6 1.2 V 
OUT High Level 1= -100mA, VDD - OUT 0.6 1.2 V 
Rise/Fall Time (Note 1) 20 100 ns 

Soft start Section 
Soft start Current SS=2V -9 -11.5 -14 IJ.A 

Chip Enable Section 
VIH 1.9 2.0 2.1 V 
VIL 1.7 1.8 1.9 V 
Hysteresis 180 230 280 mV 
Source Current 5 10 15 IJ.A 

Overall Section 
Start-Up Current VDD < Start Threshold 85 130 IJ.A 
Operating Supply Current VC=OV 
VDD Zener Shunt Voltage 100 = 10mA 
100 Stand-by Shunt Voltage EN=OV 

Note 1: Guaranteed by design. Not 100% tested in production 

PIN DESCRIPTIONS 
CT: Oscillator timing capacitor pin. Minimum value is 
100pF. 

DCMIN: Input for programming minimum duty cycle 
where pulse skipping begins. This pin can be grounded 
to disable minimum duty cycle feature and pulse 
skipping. 

EN: Enable input. This pin has an internal101lA pull-up. 
A logic low input inhibits the PWM output and causes the 
soft start capacitor to be discharged. 

GND: Circuit ground. 

GT: Pin for controlling the gate of an external depletion 
mode N-MOSFET for the startup supply. The external 
N-MOSFET regulates VDD to 7.5V until the bootstrap 
supply comes up, then GT goes low. 

ISEN: Input for overcurrent comparator. This function 
can be used for pulse-by-pulse current limiting. The 
threshold is 0.5V nominal. 

OUT: Gate drive output to external N-MOSFET. 

REF: 4.0V reference output. A minimum value bypass 
capacitor of 1.0JlF is required for stability. 

RT1: Resistor pin to program oscillator charging current. 

300 600 IJ.A 
13.5 15 16.5 V 

100 150 IJ.A 

The oscillator charging current is 9.2 _(2.0V) . 
RT1 

See Application Diagram Fig. 1. 

e current Into t IS pin IS -- . Th . h' .. (2.0V) 
RT1 

The value of RT1 should be between 220k and 1 MO. 

RT2: Resistor pin to program oscillator discharge time. 
The minimum value of RT2 is 10kn. See Application 
Diagram Fig. 1. 

SS: Soft start capacitor pin. The charging current out of 
SS is 3.75X the current in RT1. 

SYNC: Oscillator synchronization pin. Rising edge 
triggered CMOSmL compatible input with a 2.1V 
threshold. SYNC should be grounded if not used. The 
minimum pulse width of the SYNC signal is 100ns. 

VC: Control voltage input to PWM comparator. The 
nominal control range of VC is 1.0V to 2.5V. 

VDD: Chip input power with an 15V internal clamp. VDD 
is regulated by startup FET to 7.5V until the bootstrap 
voltage comes up. VDD should be bypassed at the chip 
with a O.1JlF minimum capacitor. 
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APPLICATION INFORMATION 
The UCC3581 's oscillator allows the user the flexibility to 
program the frequency and the duty cycle by adjusting 
two resistors and a capacitor. Application Diagram Fig. 1 
shows these components as RT1, RT2, and CT. RT1 
programs the timing capacitor charging current which re
sults in a linear ramp charging CT. Discharge of CT is 
accomplished though RT2 which results in a standard 
RC discharge waveform. The oscillator on-time (CT 
charging) is calculated by the formula 

tON = 0.082 - RT1 - Cr. 

The off-time (CT discharging) is calculated by the formula 

tOFF =0.95- RT1- Cr. 

Resistor RT1 programs the charging current. The current 
is 

2.0V 
RT1 

CT charging current is 9.2 times the current in RT1. RT1 
can range from 220kn to 1 MO. Minimum capacitor size 
is 100pF, and minimum RT2 size is 10k. 

RT2 
.-----------~~~-----, 1 6-~--~~;-=~~ 
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A Block Diagram of the Oscillator is shown in Fig. 2. The 
oscillator also has an external synchronization pin. 
When a low to high level is detected, and if the oscilla
tor's output is in the high state (CT charging), the oscilla
tor output immediately goes low and CT starts 
discharging. The sync input is rising edge sensitive and 
is ignored when the oscillator output is low. Figure 1. Application diagram. 

RRn 

Figure 2. Oscll/ator. 
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APPLICATION INFORMATION (cont.) 
The externally bypassed 4.0V reference is controlled by 
undervoltage lockout and chip enable circuitry. The en
able input is internally tied to a 10llA current source 
which allows the pin to be driven by an open collector 
driver. The part is also enabled if EN floats. The 
UCC3581 has a soft start function which requires a user 
supplied external timing capacitor. When in soft start 
mode, the soft start capacitor, Css, is charged with a 
constant current source. The soft start current is 3.75X 
the current in RT1. 

There is an on-chip control amplifier, which when driving 
the gate of an external depletion mode N-MOSFET, acts 
as a 7.5V linear preregulator supplying VDD directly from 
the primary input power line. The preregulator may sub
sequently be fully disabled by a tertiary bootstrap winding 
providing a minimum of 8.2V to the VDD pin. 

Computation of DCMIN 

DCMIN for a given duty cycle is calculated as follows. 

AV " DC (tON +toFF ) '" =osc· • Cr 

where 

• i = oscillator charge current = 9.2. (2.0V/RT1) 

• DC = Duty Cycle, as a fraction of 1 

• tON = 0.082 • RT1 • CT 

• tOFF = 0.95 • RT2 • CT 

• CT = Oscillator Capacitor 

The CT pin ramp slews from 1V to 2.5V. Therefore, add 
dV to 1V to get DCMIN voltage. 

Example: For 10% duty cycle with RT1 = 680kQ, RT2 = 
12kQ, and CT = 705pF, 

AV " DC (tON + tOFF ) '" =osc· • Cr 

9.2. (2.0V). (0.1).4.182.10-5 sec+ 8.55 .10-6 sec 
680k 

dV=0.18V 

Therefore, 

750.10-12 

DCMIN = 1V + 0.18V = 1.18V 

A Typical Micropower Application 

UCC1581 
UCC2581 
UCC3581 

The circuit shown in Fig. 3 illustrates the use of the 
UCC3581 in a micropower application. The isolated 5V 
flyback power supply uses a minimum of parts and oper
ates over an 8: 1 input voltage range (15VDC to 120VDC) 
while delivering a regulated 5V output with a load swing 
from OW to 1W. It operates in the discontinuous mode at 
light load or high line, and continuous mode at heavier 
loads and lower line voltages. Higher input line voltages 
are possible by simply increasing the voltage ratings of 
C1, 01, D1 and D2. 

The most notable feature of the design is its efficiency: 
With a load of 1 watt, the typical efficiency is 82%, drop
ping to 70% around 50mW. With a load of only 12.5mW, 
the efficiency remains as high as 50%. At this load, with 
an input of 50V, the total input current is only 500J.LA. 
Note that the power supply can be disabled by pulling the 
UCC3581 enable pin low, in which case the input current 
drops to less than 150J.LA. 

The UCC3581 achieves very low losses by means of low 
quiescent current and pulse skipping at light loads which 
reduces switching losses. The degree of pulse skipping 
is controlled by programming the minimum duty cycle. In 
this example, the frequency is 35kHz at maximum load 
and drops to <2kHz at 12.5mW load (minimum pulse 
width of around 61lsec, or 21 % duty cycle at 35kHz). 
Another way losses are reduced is operating with a VDD 
of around 10V rather than the more common 12V to 16V. 
At such light primary currents, the MOSFET remains in 
full saturation with a gate drive voltage well below 10V. 

Gate drive losses are minimized by choosing a MOSFET 
with low total gate charge, in this case only 8nC maxi
mum. By choosing a large gate drive resistor, EMI is min
imized by reducing peak currents. Due to pulse skipping, 
switching times are less critical for efficiency at light load. 

The shunt regulator (LM3411) and optocoupler 
(MOC8100) are also key to the efficiency at such light 
loads, and were chosen for their low operating current. 
The LM3411 has a quiescent current of only 150J.LA max
imum (compared to 1 mA for the more common TL431). 
In addition, because it is not a three terminal device, the 
LM3411's quiescent current does not flow in the 
optocoupler LED. Since this bias current is not in the 
feedback control path, a higher value pull-up resistor 
can be used on the optocoupler output transistor, further 
reducing losses. 

3-135 



TYPICAL APPLICATION 
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Figure 3. Mlcropower power supply with 50% efficiency at 12.5mW load. 
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APPLICATION INFORMATION (cont.) 

A rather large soft start capacitor was chosen to give a 
startup time of several hundred milliseconds, reducing 
the input surge current while the output is coming up. 

Note that for stability, the UCC3581 VREF bypass capaci
tor needs to be at least 111F. The VDD supply also needs 
some capacitance to hold it up between pulses at light 
load and high line, where the frequency may drop to less 
than 1 kHz due to pulse skipping. Otherwise it may drop 
low enough for the startup MOSFET to be biased on, 
lowering efficiency. 

TYPICAL CHARACTERISTIC CURVES 
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Figure 5. Reference vonage VB. temperature. 
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If the sync input is used, it should not be left in a high im
pedance state where noise could cause false triggering. 
If unused, it should be grounded. 

The transformer was designed with a standard Magnet
ics RM8 ferrite core using P material, gapped for an AL of 
1600mHl1000Turn2. The primary consists of 44 turns, 
while the 5V secondary has 10 turns and the bootstrap 
winding 18 tums. For simplicity, all the windings can be 
#28 AWG. A two section bobbin was used to provide 
high primary to secondary isolation. A much smaller de
sign, with reduced isolation, could have been done for 
this low power level. 
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Figure 6. Frequency VB. CT VB. RT1 and RT2. 
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TYPICAL CHARACTERISTIC CURVES (cont.) 
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~UNITRODE UCC1583 
UCC2583 
UCC3583 

Switch Mode Secondary Side Post Regulator 
FEATURES 
• Precision Secondary Side Post 

Regulation for Multiple Output Power 
Supplies 

• Useful for Both Single Ended and 
Center Tapped Secondary Circuits 

• Ideal Replacement for Complex 
Magnetic Amplifier Regulated Circuits 

• Leading Edge Modulation 

• Does Not Require Gate Drive 
Transformer 

• High Frequency (>500kHz) Operation 

• Applicable for Wide Range of Output 
Voltages 

• High Current Gate Driver (O.5A 
Sinkl1.5A Source) 

• Average Current Limiting Loop 

DESCRIPTION 
The UCC3583 is a synchronizable secondary side post regulator for preci
sion regulation of the auxiliary outputs of multiple output power supplies. It 
contains a leading edge pulse width modulator, which generates the gate 
drive signal for a FET power switch connected in series with the rectifying 
diode. The turn-on of the power switch is delayed from the leading edge of 
the secondary power pulse to regulate the output voltage. The UCC3583 
contains a ramp generator slaved to the secondary power pulse, a voltage 
error amplifier, a current error amplifier, a PWM comparator and associ
ated logic, a gate driver, a precision reference, and protection circuitry. 

The ramp discharge and termination of the gate drive signal are triggered 
by the synchronization pulse, typically derived from the falling edge of the 
transformer secondary voltage. The ramp starts charging again once its 
low threshold is reached. The gate drive signal is turned on when the ramp 
voltage exceeds the control voltage. This leading edge modulation tech
nique prevents instability when the UCC3583 is used in peak current mode 
primary controlled systems. 

The controller operates from a floating power supply referenced to the out
put voltage being controlled. It features an undervoltage lockout (UVLO) 
circuit, a soft start circuit, and an averaging current limit amplifier. The cur
rent limit can be programmed to be proportional to the output voltage, thus 
achieving foldback operation to minimize the dissipation under short circuit 
conditions. 

(continued) 

TYPICAL APPLICATION AND BLOCK DIAGRAM 
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Note: Pin connections shown for 14-pin packages. 
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ABSOLUTE MAXIMUM RATINGS 
VDD .......................................... 15V 
IVDD ......................................... 15mA 
RAMP ............................. -o.3V to VDD + 1 V 
IRAMP ......................................... 5mA 
IREF .............................................. ; ..... -30mA 
PCOM ................................... -o.2V to 0.2V 
IGATE (twp < 1 IlS and Duty Cycle < 10%) . . . . . . -a.8A to 1.8A 
ICOMP .................................. -5mA to 5mA 
ICAO ................................... -5mA to 5mA 
VSYNC ............................ -o.6V to VREF +0.3V 
ISYNC ................................. -o5mA to 5mA 
INV, SS, ILlM, ISENSE .............. -o.3V to VREF + 0.3V 
Storage Temperature ................... -65°C to +150°C 
Junction Temperature ................... -55°C to +150°C 
Lead Temperature (Soldering, 10 sec.) ............. +300°C 

All voltages are with respect to the COM terminal unless other
wise stated. Currents are positive into, negative out of the 
specified terminal. Consult Packaging Section of Databook for 
thermal limitations and considerations of packages. 

CONNECTION DIAGRAMS 

DIL-14, SOIC-14 (Top View) 
J, N, or 0 Packages 
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ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these specifications apply for T A = -55°C to 125°C for 
UCC1583 -40°C 8 °C f UCC2 83 d °C °C f UCC3583 VDD 12V R 60k C 200 F T T , to 5 or 5 , an 0 to 70 or ; = , T= , T= IPI, A= J. 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

Ramp Generation and Synchronization 

Maximum Input Operating Frequency For input with 5% to 90% duty cycle (Note 1) 500 kHz 

Ramp Frequency, Free Running 95 100 105 kHz 

Ramp Discharge Current VRAMP=0.5V 2.0 3.6 rnA 

Low Threshold Voltage No min, no max, 0= TYP 0 V 

High Threshold Voltage 3.75 4 4.25 V 

Synchronizing Threshold Voltage (On) (Note 1) 1 V 

Synchronizing Comparator Hysteresis 1 V 

Output Duty Cycle 

Minimum Duty Cycle Output D/C = Output PW I Input PW 0 % 

Maximum Duty Cycle Output D/C = Output PW I Input PW 100 % 
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UCC1583 
UCC2583 
UCC3583 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these specifications apply for T A = -55°C to 125°C for 
UCC1583 -40°C to 85°C for UCC2583 and O°C to 70°C for UCC3583' VDD = 12V RT= 60k CT= 200pF TA= TJ , , , , , 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

Voltage Error Amplifier 

VINV VCOMP = VINV, O°C to 70°C (UCC3583) 2.462 2.5 2.538 V 

VCOMP = VINV, All Other Temperature Ranges 2.45 2.5 2.55 V 

hNV VCOMP=VINV 300 500 nA 

VCOMPLow VINV = 2.6V, ICOMP = 100!iA 450 700 mV 

VCOMPHigh VINV = 2.4V, ICOMP = -100!iA 5.0 5.5 6.0 V 

AVOL No Load 70 90 dB 

GBWProduct At f = 100kHz, TA = 25°C (Note 1) 3 5 MHz 

Current Error Amplifier 

Input Offset Voltage 10 mV 

InputCM Low Common Mode for CS and ILiM (Note 1) 0 V 

Input CM High Common Mode for CS and ILiM (Note 1) 2 V 

VCAoLow V+IN = OV, V-IN = 0.1V, ICAO = 100!iA 250 500 mV 

VCAoHigh V+IN = OV, V-IN = 0.1V, ICAO = -100~A 5.0 5.5 6.0 V 

Input Current (ILiM and CS Pins) -50 0 50 nA 

AVOL No Load 70 90 dB 

GBW Product At f = 100kHz, TA = 25°C 2 4 MHz 

Soft Start Current 10 25 !iA 
UVLO 

VDD On Threshold Voltage 8.5 9.0 9.5 V 

VDD Off Threshold Voltage 7.9 8.4 8.9 V 

UVLO Hysteresis 0.3 0.6 0.9 V 

Bias Supply 

Supply Clamp Voltage 13 14 15 V 

Supply Current (VDD) f = 100kHz With No Gate Output Load 3 5 rnA 

Output Driver 

VSAT High IGATE=-150mA 0.6 1.0 V 

VSATLow IGATE =50mA 0.4 0.75 V 

Rise Time CGATE = 1nF 50 75 ns 

Fall Time CGATE = 330pF 20 40 ns 

Reference 

VREF IREF = 0, O°C to 70°C (UCC3583) 4.925 5 5.075 V 

IREF = 0, All Other Temperature Ranges 4.900 5 5.100 V 

Line Regulation VDD = 10V to 14V 2 30 mV 

Load Regulation IREF = OmA to 2mA 1 20 mV 

Note 1: Guaranteed by design. Not 100% tested in production. 
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PIN DESCRIPTIONS 
CAO: Output of the current error amplifier. Averaging of 
the sensed current signal· is provided by connecting an 
integrating capacitor between ILIM and CAO. CAO feeds 
into the PWM comparator input and controls the loop 
when its voltage is higher than the voltage at COMP 
(output of the voltage error amplifier). 

COM: Signal ground for the Chip. It is connected to the 
positive terminal of the output voltage being regulated by 
the IC. 

COMP: Output of the voltage error amplifier fed into the 
PWM comparator. Loop compensation components are 
connected between COMP and INV. 

CS: Non-inverting input of the current error amplifier. The 
sensed current signal from the current sense resistor is 
connected to this pin. By making the signal at CS 
proportional to the output voltage, effective current 
foldback limiting can be provided. 

GATE: Gate drive output for the power switch FET. The 
drive pin has a O.5A sinkl1.5A source capability and very 
low output off-state impedance. 

ILlM: Inverting input of the current error amplifier. It sets 
the DC limit for the output current. 

INV: Inverting input of the voltage error amplifier. The 
feedback signal is connected to this pin using a resistive 
divider between REF and -Yo. 

PCOM: Power ground for the chip. It is connected to the 
source terminal of the MOSFET being regulated by the 
IC. 

RAMP: This pin is the input to the PWM comparator and 
provides a ramp Signal for generation of the PWM signal. 
A capacitor to COM and a resistor to REF set the 
charging rate for the ramp. An internal current source of 

APPLICATION INFORMATION 
Power Stage Circuit Configuration 

The UCC3583 is designed for use in a post regulator ap
plication for tightly regulating auxiliary outputs in a multi
ple output converter. The post regulation is applied to the 
secondary side power pulse of a power transformer 
where the power pulse is controlled by the feedback sig
nal from the main output. In order to simplify the applica
tion of the UCC3583, it is required that the IC be 
referenced to the positive output terminal and the output 
filter inductor be placed in the return path. The place
ment of the inductor in the return path facilitates better 
EMI performance, in addition to making magnetic de-

UCC1583 
UCC2583 
UCC3583 

1 mA discharges RAMP when synchronization signal 
appears or when RAMP crosses a 4V threshold. In the 
intended mode of operation, the switching frequency is 
determined by the secondary power pulse. The RC 
components at RAMP should be selected to give an 
appropriately sized ramp signal. In the absence of a 
synchronizing pulse, these RC components determine 
the free running frequency of the controller. 

REF: Precision 5V reference pin. REF stays off until 
VDD exceeds 9V and turns off again when VDD drops 
below 8.4V. Bypass REF to COM. 

SS: This pin provides a soft start function. A capacitor to 
REF programs the soft start time. During soft start, the 
PWM comparator is controlled by the soft start voltage 
resulting in a slow increase in output duty cycle. Once 
the soft start capacitor is discharged, output control is 
dictated by the larger of the output at CAO or COMPo 

SYNC: Synchronization input pin. It is connected to a 
signal representative of the secondary power pulse. One 
possible implementation is to use a resistive divider 
between terminal S2 of the secondary winding shown in 
Figure 1 and REF for generating the input to the SYNC 
pin. The synchronizing comparator is referenced to O.5V 
and has ±500mV of hysteresis. The trip levels are 
approximate 1.0V and O.OV. The designer should 
prevent the SYNC pin from exceeding O.3V below 
ground as this will turn on the ESD diode. 

VO: Power supply for the output driver. VD should be 
tied to VDD in the application. 

VOO: Power supply for the Chip. VDD should be 
bypassed to COM. VDD has to be 9V for the IC to start 
and 8.4V . for it to remain operational. A shunt clamp 
from VDD to COM limits the supply voltage to 14V. 

signs and terminations easier to implement. Typical set
up and circuit waveforms of the UCC3583 system appli
cation are shown in Figure 1. Figure 2 shows waveforms 
for a single ended output rectifier application of the 
UCC3583 shown on page 1. The UCC3583 can also be 
used in half bridge rectifier applications as shown by the 
circuit and waveforms depicted in Figures 3 and 4. Refer
encing the IC to the positive output terminal creates a re
quirement for a floating bias voltage for the IC which can 
be referenced to the same positive voltage terminal. Pos
sible implementations of deriving the floating bias voltage 
are shown in Figure 5. 
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APPLICATION INFORMATION (cont.) 
For the circuit shown in Figure 5a, CC1 is charged when 
the transformer voltage is positive and the synchronous 
switch is on. During the off period of a-SYNC, the 
charge is transferred to CC2 through diode DC2. Diode 
DC3 charges CC2 during the blocking interval of a
SYNC. This method is preferable when the transformer 
positive voltage is high enough to generate the required 
bias voltage. For the circuit shown in Figure 5b, CC1 is 
charged during the period when reverse (reset) voltage 
appears across the secondary. The charge on CC1 is 
transferred to CC2 through DC2 when a-SYNC turns on. 
This method is preferable when the reverse voltage is 
high enough to generate the required bias voltage. The 
series resistor should be chosen to handle the required 
voltage drop at full IC operating current when the zener 
clamp across VDD and COM is activated. 

The following is a description of the major functional 
blocks of the UCC3583. Refer to Figure 6 (Typical Appli
cation Circuit) for component designations. 

UVLO and Start Up 

The UCC3583 has an internal undervoltage lockout cir
cuit which keeps the internal circuitry inactive until VDD 
exceeds the upper threshold (9V). Once the chip is acti
vated, VDD has to be above the lower UVLO threshold 
(8.4V) for it to remain functional. The IC requires a low 
startup current of only 100IlA. when VDD is under the 
UVLO threshold. VDD has an internal clamp of 14V 
which can sink up to 10mA. Measures must be taken not 
to exceed this current. The intemal reference (REF) is 
brought up when the UVLO on threshold is exceeded. 

The soft start pin provides an effective means to start the 
IC in a controlled manner. An internal current of 10llA 
starts discharging a capacitor connected to SS when the 
UVLO conditions have been removed. The voltage on 
SS controls the duty cycle of the output during the dis
charge period. 

Synchronizing Circuit and Oscillator 

UCC3583 is primarily intended for synchronizable opera
tion where its switching frequency is determined by the 
secondary pulse of the power transformer. However, it 
has an internal oscillator which allows it to operate in 
free-running mode when an external synchronization 
pulse is not available. The switching frequency is deter
mined by resistor RT connected between REF and 
RAMP and capacitor CT connected from RAMP to GND. 
The frequency is given by: 

1 
freq = where tCH = 1. 56· RT • CT 

tCH +tD1S 

and 

CT • VRAMP(P-P) '" 3000· CT 

'RAMP (dis) 

UCC1583 
UCC2583 
UCC3583 

The values of RT and CT are also dictated by the fact 
that the ramp is discharged through an internal imped
ance of 2k. The value of RT needs to be at least 50k to 
ensure that the internal discharge current is the current 
through RT during the entire discharge period. This re
sults in making the value of CT relatively small for a de
sired frequency of operation. 

When the synchronizing signal is available, the oscillator 
frequency should be programmed to be lower than the 
synchronizing frequency to ensure proper operation. A 
large difference in self-running and synchronizing fre
quencies leads to smaller ramp amplitude and higher 
noise sensitivity. The ramp capacitor is discharged when 
the synchronization signal arrives and begins charging 
when the low threshold is crossed. 

There are two methods to synchronize to the secondary 
pulse. One method is to use the rising edge of the sec
ondary pulse, which reduces the maximum duty cycle 
available. Subsequently, the post regulator switch cannot 
be turned on during the CT discharge time. The other 
method is to use the falling edge of the secondary pulse 
for synchronization. This method is preferable because it 
allows a slower discharge of the ramp capacitor without 
affecting the maximum available duty cycle of the post 
regulator. The UCC3583 SYNC input needs to reach a 
fixed threshold (1.0V typical) for synchronization to take 
effect. Hence the IC is usable with either method of syn
chronization. However, the UCC3583 oscillator configu
ration is better suited for synchronization to the falling 
edge. A recommended method to implement the syn
chronization is shown in Figure 6. By connecting SYNC 
to a resistive divider between REF and the secondary 
terminal S2, the synchronization is achieved whenever 
the voltage on S2 goes from a negative value to zero. RA 
and Rs should be selected so that the voltage on the 
SYNC pin varies from OV to 1V. Placement of a Schottky 
diode from SYNC to COM prevents the voltage at SYNC 
from going negative. The internal hysteretic SYNC com
parator has an inverting input set to 0.5V with about 
±0.5V hysteresis. 

PWM Comparator 

The UCC3583 uses a leading edge PWM scheme. In a 
leading edge PWM, the output pulse (gate signal) is 
tumed on when the error amplifier crosses the PWM 
ramp and turned off by the clock/oscillator. Leading edge 
modulation is naturally provided by magamp type post 
regulators and is an essential feature for post regulators. 
Without the leading edge modulation in a multiple output 
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APPLICATION INFORMATION (cont.) 
converter with post regulation on one or more outputs, 
the primary current shape does not remain monotonic 
and can lead to instability when the primary current is 
used for current mode control or current limiting. When 
compared to conventional trailing edge PWMs, the lead
ing edge modulation leads to a phase inversion that 
needs to be accounted for in the feedback loop. For the 
UCC3583, this inversion is automatically provided since 
the sensed voltage at the power supply output negative 
terminal has a negative polarity with respect to the chip 
common. Thus, UCC3583 does not require inverting 
buffers which would otherwise be needed. 

Error Signal Generation and Current Limiting 

The PWM comparator in the UCC3583 is controlled by 
three parallel loops with only one. of them in effect at a 
time. During normal operation, the voltage error amplifier 
output is fed to the PWM comparator. The voltage error 
amplifier can be compensated using commonly used 
feedback techniques to achieve the desired dynamic per
formance. The ouput drive capability of the voltage am
plifier is limited to 1001JA, so appropriately high 
impedances should be used to utilize the full output 
swing of the amplifier. During startup, the soft start ca-

1- - -- -- -1 .... _IS_OLJ\_"_IO_N ----'~ - - - - - - - - : 

o----------j---I ~ ("'"' : f ~"~ 

VOLTAGE FEEDBACK 

UCC1583 
UCC2583 
UCC3583 

pacitor controls the pulse width. The third control loop is 
provided by the average current amplifier. By sensing the 
instantaneous inductor current and filtering/averaging it 
with the current error amplifier, accurate current limiting 
is achieved. This loop is in effect only during the overcur
rent mode and provides a more accurate and noise free 
control of the maximum output current compared to con
ventional peak current limiting circuits. The current limit is 
set by programming the voltage at ILlM· based on the 
current sense resistor chosen. In addition, the current 
limit can be made proportional to the output voltage in or
der to limit the power dissipation under short circuit con
ditions. This is implemented by inserting a bias voltage 
on CS which is proportional to the output voltage. 

Gate Drive Circuit 

The gate drive circuit of the UCC3583 provides high cur
rent drive capability and is very easy to implement as a 
result of tying the chip common to the source of the 
switching device. Turn on current is higher (1.5A) as fast 
turn on is essential for low losses and effective opera
tion. During the turn off, the drain voltage disappears, so 
turn off time can be slower without increasing switching 
losses. 

PRI~RY CLOCK 

! 

UDG·98195 

Figure 1. UCC3583 SSPR system application and typical waveforms. 
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APPLICATION INFORMATION (cont.) 
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Figure 2. Single ended post regulator waveforms. 

SYNC 

Figure 3. Half-bridge synchronous post regulator application. 
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APPLICATION INFORMATION (cont.) 
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Figure 4. Haff-bridge synchronous post regulator to waveforms. 
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APPLICATION INFORMATION (cont.) 
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Figure 5a 
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Figure 5b 

Figure 5. Possible implementation for floating bias voltage generation. 
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Figure 6. Typical application circuit. 
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[LJJ UNITRDDE 
UC1584 
UC2584 
UC3584 

Secondary Side Synchronous Post Regulator 
FEATURES 
• Practical Operation at Switching 

Frequencies up to 1 MHz 

• Wide Band Error Amplifier 

• Undervoltage Lockout with Hysteresis 

• Output Active Low During UVLO 

• Soft StarVMaximum Duty Cycle 
Control 

• Trimmed Bandgap Reference 

• Intemally Regulated 15V Boost 
Supply 

• Short Circuit Protection with 
Programmable Delay 

TYPICAL APPLICATION DIAGRAM. 

3.57k1l 3.3!l 

03/99 

DESCRIPTION 
The UC3584 is a low voltage, Secondary Side Synchronous Post Regula
tor. It is intended to be used. for auxiliary output voltage regulation in single 
secondary winding, multiple output power supplies (for more details refer 
to the Application Section of this Data sheet). The UC3584 is most suited 
for systems where the main output is regulated between 5Vand 14V. Out
put voltages regulated by the UC3584 can range from virtually OV up to 
the output voltage of the main output. 

Auxiliary output voltage regulation with the UC3584 uses leading edge 
modulation making it compatible to primary side peak current or voltage 
mode control. The UC3584 clock circuit is synchronized to the switching 
frequency utilizing the falling edge of the transformer's secondary winding 
waveform. 
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ABSOLUTE MAXIMUM RATINGS 

UC1584 
UC2584 
UC3584 

Supply Voltage .................................. 20V Power Dissipation at T A = SO°C ...................... 1 W 
VFL T Voltage ........................... 50V, 30V at 2A Storage Temperature .................... -65°C to 150°C 
Supply Current ................................. 50mA Junction Temperature .................... -55°C to 150°C 
Analog Inputs .............................. -0.3 to 20V Lead Temperature (Soldering, 10 sec.) .............. 300°C 
SYNC Maximum Sink Current ..................... SOOIlA 
PWM Driver, louT ............................ ± 300mA 
PWM Driver, louT (Peak) ......................... ± 1.5A 

Currents are positive into, negative out of specified terminal. 
Consult Packaging Section of Databook for thermal limitations 
and considerations of packages. 

Maximum Operating Frequency .................... 1 MHz 

CONNECTION DIAGRAMS ORDERING INFORMATION 

DIL-16, SOIC-16 (Top View) 
TEMPERATURE RANGE PACKAGE 

UC1584J -55°C to + 125°C CDIP 

UC2584DW -40°C to +85°C SOIC-Wide 
UC2584N PDIP 

UC3584DW O°C to +70°C SOIC-Wide 

UC3584N PDIP 

ELECTRICAL CHARACTERISTICS: Unless otherwise specified, T A = O°C to 70°C for the UC3584, -40°C to 85°C for 
the UC2584 and -55°C to 125°C for the UC1584 VCC - 15V T A - TJ , - -

PARAMETERS TEST CONDITIONS MIN TYPE MAX UNITS 

Error Amplifier 

FB COMP= FB 1.4S8 1.5 1.532 V 

IFB VCOMP = VFB 150 300 450 nA 

COMPVoL FB = 1.SV, ICOMP = 2001lA 50 400 mV 

COMPVoH FB = 1.4V, ICOMP = -2001lA 5.1 5.5 7 V 

AVOL SO 80 dB 

PSRR(COMP) COMP = FB, VCC = 14V to 1SV SO dB 

GBW Product F= 100kHz 5 10 MHz 

Oscillator 

Frequency RT = 3.75k, CT = 400pF, No Synchronization 500 kHz 

Ramp Low RT = 3.75k, CT = 400pF, No Synchronization 1.75 V 

Ramp Hi!lh RT = 3.75k, CT = 400pF, No Synchronization 3.5 V 

Ramp Amplitude RT = 3.75k, CT = 400pF, No Synchronization 1.75 V 

PWM 

Maximum Duty Cycle COMP= 4.5V 90 % 
Minimum Duty Cycle COMP=OV 0 % 

PWMDRIVER 

VSATHigh VFLT- VouT,louT=-100mA 2.5 3 V 

VSATLow Vo T-VSRC, 10l.T=50mA 0.8 2.2 V 

TRtSE Load = 1nF, SRC = OV, Measure VOUT 1V to 9V 75 100 ns 

TFALL Load = 1nF, SRC = OV, Measure VOUT 9V to 1V 25 100 ns 
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UC1584 
UC2584 
UC3584 

ELECTRICAL CHARACTERISTICS: Unless otherwise specified, T A = O°C to 70°C for the UC3584, -40°C to 85°C for the 
UC2584 d 55°C t 125°C f th UC1584 VCC 15V T T ,an - 0 or e , = A= J. 

PARAMETERS TEST CONDITIONS MIN TYPE MAX UNITS 

SoH Start 

Charge Current 30 

Discharge Current . 1 

55 Delay Css= 500nF 50 

Fault Latch 
Charge Current 30 

Discharge Current 5 

Fault Latch Delay CDLY=500nF 50 

UVLO 

VCCOn 10.5 

Hysteresis 1.7 

Regulated Voltage 

VREG IREG = OrnA to 1rnA 4.8 5.2 

vce Regulator 

VCC Boost inductor connected to 5V 14 15 16 

Icc No Load, Boost Circuitry Inactive 12 40 

No Load, Boost Circuitry Active (Note 1) 55 

Note 1: Guaranteed by design. Not 100% tested in production. 
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PIN DESCRIPTIONS 
BST1: Collector of the boost switch. This is the 
connection point of the external boost inductor and boost 
diode. The boost converter generates the bias supply for 
the UC3584 from the regulated 5V output. 

BST2: See BST1. BST2 must be connected externally 
to BST1 pin. 

CDL Y: Delay Set. External CDL Y capaCitor sets the 
delay from the time Short Circuit condition is detected 
and Fault Condition is asserted. 

COMP: Output of the Voltage Error Amplifier. 

CT: Connect the Timing CapaCitor between CT and 
GND. 

FB: Inverting Input of the Voltage Error Amplifier. 

GND: Analog System Ground. 

OUT: Output of the floating driver for an external, 
N-channel MOSFET. 

PGND: Power Ground. This is the reference node for the 
boost bias supply regulator. PGND and GND must be 

APPLICATION INFORMATION 
Biasing the UC3584 

Bias supply for the UC3584 is generated from the main 
output of the power supply by a boost regulator. The in
ductor, diode and capacitor of the boost converter are ex
ternal components, while the boost switch is internal to 
the chip. The boost converter operates in a burst mode 
with a built-in hysteresis of approximately 1 V centered at 
15V. This is a bang-bang controller and when enabled 
has a fixed duty cycle of 75%. 

Undervoltage Detection 

The UVLO circuit of the UC3584 monitors the voltage on 
VCC. During power up and power down, the pulse width 
modulator and the output driver are disabled and OUT is 
held active low. Operation is enabled when VCC reaches 
10.5V. The UVLO circuitry has a built-in hysteresis of 
1.7V (10.5V to 8.8V) thus VCC must drop below 8.8V in 
order to assert UVLO again. 

Precision Reference 

An internal precision bandgap reference provides accu
rate voltages to the error amplifier and other control sec
tions of the IC. A buffered 5V regulated voltage is also 
available for external circuitry on the VREG pin. This pin 
must be decoupled to the signal GND connection by a 
good quality high frequency capacitor. 

connected externally. 

UC1584 
UC2584 
UC3584 

RT: A Timing Resistor connected between RT and GND 
sets the discharge current of the timing capacitor. 

SRC: Source connection of the floating driver to the 
external switch. 

SS: Soft Start. An external capacitor is connected 
between SS and GND to set the duration of the Soft 
Start cycle. 

SYNC: Synchronization Pin. The UC3584 is 
synchronized from the falling edge of the transformer's 
secondary winding. Voltage must exceed 1 V at minimum 
input line. 

VCC: Bias supply of the chip, approximately 15V. This is 
also the output of the boost regulator. The VCC pin must 
be decoupled to PGND. 

VFL T: Positive rail of the floating driver's bias supply. 
Decouple to SRC using a high frequency (ceramic) 
capacitor. 

VREG: Output of the internal 5V regulated supply. Must 
be decoupled to GND. 

Oscillator and Trailing Edge Synchronization 

The UC3584 is outfitted with a synchronizable oscillator 
which also generates a ramp signal across the CT capac
itor for the PWM comparator. For easy implementation of 
the leading edge pulse width modulation technique, the 
oscillator has an inverted ramp waveform as shown in 
Fig. 1. The free running oscillator frequency is deter
mined by the timing components, RT and CT, according 
to the following approximate equations: 

_ ( 9.3 )1.7 
RT -

1-DMAX 

2-(8.2x10B -CT ) 

'osc = ---'('-----)0,-.9,---.:.... 
RT -CT 

where 

RT is the timing resistor, its value should be between 

lkn and 100kn, 

CT is the timing capacitor, 

DMAX is the desired maximum duty cycle, and 

fose is the free running oscillator frequency. 
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APPLICATION INFORMATION (cont.) 
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Figure 1. Trailing edge synchronization, leading edge modulation. 

Figure 2 graphically depicts the measured frequency 
data. 

Edge Modulation 

During normal operation the oscillator must be synchro
nized to the falling edge of the transformer secondary 
waveform. Synchronization is achieved by connecting 
SYNC to the secondary winding via a resistor divider. 
The resistor divider must be chosen to provide a SYNC 
pin voltage in excess of 1 V at the lowest operating volt
age on the transformer secondary winding. The UC3584 
will generate a narrow internal synchronization pulse 
which will synchronize the oscillator to the switching fre
quency of the main converter. 

PWM and Output Driver 

The UC3584 employs leading edge modulation tech
nique to set the required on time of its output Leading 
edge modulation is preferred for secondary side regula
tion in multiple output converters to prevent ambiguity in 

the primary current waveform. In fact, this is the only fea
sible technique to preserve compatibility with primary 
side peak current mode controL 

As Fig. 1 depicts the UC3584 utilizes voltage mode con
trol to regulate output voltage. The output pulse width 
(the on-time of the MOSFET switch) is determined on a 
cycle-by-cycle basis by comparing the output of the volt
age error amplifier and the ramp waveforms across the 
timing capacitor. OUT is asserted when the voltage on 
COMP exceeds the voltage on CT. There are three more 
conditions which must be satisfied to obtain an active 
high on the OUT pin. These conditions are: 

~ 
~ 
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Figure 2. Oscillator frequency vs. RT with eTaS a 
parameter. 
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APPLICATION INFORMATION (cont.) 
1. VCC within normal range (UVLO is inactive), 

2. No fault condition is detected, 

3. CT is discharging. 

During the fast charging time of the CT capacitor is held 
low. 

Ultimately, the output of the PWM circuitry controls the 
conduction interval of an extemal N-channel MOSFET 
switch in the power supply. The UC3584 employs an 
on-board, floating gate driver circuit to interface to the ex
temal switch. An external capacitor connected between 
VFL T and SRC acts as a floating power supply for the 
driver during the on-time of the switch. Charge is being 
replenished to the bootstrap capacitor during the off-time 
of the switch through the bootstrap diode connected be
tween VCC and VFL T as shown in the typical application 
diagram. 

Soft Start 

The UC3584 Soft Start circuitry is designed to implement 
closed loop startup of the power supply output. During 
Soft Start, the reference to the non inverting input of the 
error amplifier is controlled by the voltage across the soft 
start capacitor on SS. As this voltage rises, it provides an 
increasing reference to the error amplifier. Once the soft 
start capacitor charges above the 1.5V precision refer
ence of the error amplifier, SS gets disconnected from 
the noninverting input of the error amplifier. This tech
nique allows the error amplifier to stay in its linear mode 
and to regulate the output voltage of the power supply 
according to the gradually increasing reference voltage 
on its noninverting input. Further advantage of the closed 
loop start up scheme is the absence of output voltage 
overshoot during power up of the power supply output. 

UNITRODE CORPORATION 
7 CONTINENTAL BLVD.· MERRIMACK, NH 03054 
TEL. (603) 424·2410 FAX (603) 424-3460 

Fault Detection 

UC1584 
UC2584 
UC3584 

Fault Detection feature is implemented to detect exces
sive overload conditions. Under these conditions the er
ror amplifier output goes high to command the maximum 
duty cycle. As soon as the error amplifier's output ex
ceeds 5V, the fault delay capacitor connected to the 
CDL Y pin starts charging. If COL y capacitor voltage 
reaches 2V before the error amplifier output falls back 
below 5V, a fault condition is declared, the PWM output 
is disabled and soft start cycle is initiated. Under persis
tent fault conditions the UC3584 will continuously cycle 
through soft start sequence, attempting to bring the out
put to its regulated, nominal voltage. The value of COL Y 

capacitor should be chosen large enough to delay the 
activation of the fault sequence in case of load transients 
which can also cause the error amplifier output to go 
high temporarily. 

Error Amplifier 

The Error Amplifier of the UC3584 is used t.o regulate the 
voltage of an auxiliary output in a power supply. The 
noninverting input of the error amplifier is connected to 
an internal, 1.5V reference. The inverting input (FB pin) 
is tied to an output voltage divider. The compensation 
network of the negative feedback loop is connected be
tween the amplifier'S output (COMP pin) and FB. The 
noninverting input of the error amplifier is also connected 
to the SS node through a diode. This arrangement allows 
closed loop soft start for the output of a power supply 
regulated by the UC3584. Closed loop soft start assures 
that the error amplifier is kept in active mode and the out
put voltage of the converter follows the reference voltage 
on its non inverting input as it ramps up (following the SS 
node). If a fault condition is detected, SS node gets 
pulled to ground, forcing the error amplifier'S reference 
low. Consequently, the error amplifier's output voltage 
goes low and duty cycle is reduced. 
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'~UNITRDDE UCC2585 
UCC3585 

PRELIMINARY 

Low Voltage Synchronous Buck Controller 
FEATURES 
• Resistor Programmable 1.25V to 4.5V 

VOUT 

• 2.5V to 6V Input Supply Range 

• 1 % DC Accuracy 

• High Efficiency Synchronous 
Switching 

• Drives P-channel (High Side) and 
N-channel (Low Side) MOSFETs 

• Lossless Programmable Current Limit 

• Logic Compatible Shutdown 

• Programmable Frequency 

• Start-up Voltage Tracking Protects 
. Dual Rail Microprocessors 

TYPICAL APPLICATION DIAGRAM 

DESCRIPTION 
The UCC2585IUCC3585 synchronous Buck controller provides flexible 
high efficiency power conversion for output voltages as low as 1.25V with 
guaranteed ±1% DC accuracy. Output currents are only limited by the 
choice of eXternal logic level MOSFETs. With an input voltage range of 
2.5V to 6.0V it is the ideal choice for 3.3V only, battery input, or other low 
voltage systems. Applications include local microprocessor core voltage 
power supplies for desktop and Notebook computers, and high speed GTL 
bus regulation. Its fixed frequency oscillator is capable of providing practi
cal PWM operation to 700kHz. 

With its low voltage capability and inherent "always on" operation, the 
UCC25851UCC3585 causes VOUT to track VIN once VIN has exceeded 
the threshold voltage of the external P channel MOSFET. Tracking can be 
tailored for any application with a single resistor or disabled by connecting 
TRACK to VIN. For dual supply rail microprocessors this feature negates 
the need for extemal diodes to insure supply voltage tracking between the 
+3.3V and lower voltage microprocessor core supplies . 

(continued) 
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ABSOLUTE MAXIMUM RATINGS 
Analog Pins 

Minimum and Maximum Forced Voltage 
(Reference to GND) ................... -Q.3V to +6.3V 

Digital Pins 
Minimum and Maximum Forced Voltage 
(Reference to GND) ..................... -O.3V to 6.3V 

Power Driver Output Pins 
Maximum forced current . . . . . . . . . . . . . . . . . . . . . . . . . ±1.0A 
Operating Junction Temperature .......... -55°C to + 125°C 
Storage Temperature ................... -65°C to +150°C 

Note: Unless otherwise indicated, voltages are reference to 
ground and currents are positive into, negative out of, the 
specified terminals. Pulsed is defined as a less than 10% duty 
cycle with a maximum duration of 500ns. 

APPLICATIONS 
• Low Voltage Microprocessor Power such as PowerPC 

603 and 604 

• High Power 5V or 3.3V to 1.25V-4.5V Regulators 

• GTL Bus Termination 

DESCRIPTION (cont.) 
The UCC2585/UCC3585 drives a complementary pair of 
power MOSFET transistors, P·channel on the high side, 
and N·channel on the low side to step down the input 
voltage at up to 90% efficiency. 

A programmable two-level current limiting function is pro
vided by sensing the voltage drop across the high side P 
channel MOSFET. This circuit can be configured to pro
vide pulse-by-pulse limiting, timed shutdown after 7 con-

CONNECTION DIAGRAMS 

DIL-16, SOIC-16, SSOP-16 (TOP VIEW) 
J, N, D, and M Packages 

UCC2585 
UCC3585 

secutive faults, or latch-off after fault detection, allowing 
maximum application flexibility. The current limit thresh
old is programmed with a single resistor selected to 
match system MOSFET characteristics. 

The UCC2585IUCC3585 also includes undervoltage 
lockout, a logic controlled enable, and softstart functions. 
The UCC2585/UCC3585 is offered in the 16 pin surface 
mount and through hole packages. 
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UCC2585 
UCC3585 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these specifications hold for T A = O°C to 70°C for the 
UCC3585, and TA = -40°C to 85°C for the UCC2585. TA"; TJ. VIN = 3.3V, ENB, ISENSE = VIN, VFB = 1.25V, COMP = 1.5V, 
CT = 330pF RISET =1 OOk RTRACK = 10k RCLSET = 10k , , , 

PARAMETER TEST CONDITIONS 

Input Supply Section 

Supply Current- Total (Active) 

Supply Current- Shutdown ENABLE=OV 

VIN Turn On Threshold (UVLO) 

VIN Turn On Hysteresis 

Voltage Amplifier Section 

Input Voltage (Internal Reference) TA = O°C to 70°C, VIN = 3.0V to 3.6V, Note 1 

Input Voltage (Internal Reference) VIN = 3.0V to 3.6V, IND/MIL Temp, Note 1 

Open Loop Gain COMP = 0.5 to 2.5V 

Output Voltage High I(COMP) = -501-1A 

Output Voltage Low I(COMP) = 501-1A 

Output Source Current 

Output Sink Current 

Osciliator/PWM Section 

Initial Accuracy TJ= 25°C 

Initial Accuracy Over Temperature 

CT Ramp Peak to Valley 

CT Ramp Valley Voltage 

PWM Maximum Duty Cycle COMP = 3V, Measured on PDRV 

PWM Minimum Duty Cycle COMP = 0.2V, Measured on PDRV 

PWM Delay to Outputs COMP= 2.5V 

Tracking Current Measured on TRACK, VTRACK = 1.6V 

Enable High Threshold Measured on ENABLE (Note 3) 

Enable Low Threshold Measured on ENABLE 

Sofistart Charge Current SS=OV 

Current Limit Section 

Pulse to Pulse Threshold Measured Between VIN and ISENSE 

eLSET Current 

SD Sink Current SD=2V 

SD Source Current SD=2V 

Restart Threshold Measured on SDOWN 

Output Driver Section (PDRV, NDRV) 

Pull Up Resistance -100mA (Source) TA = 25°C 

Pull Down Resistance 100mA (Sink) T A = 25°C 

Deadtime Delay Note 2 

Note 1. Measured on COMP with the Error Amp in a Unity Gain (voltage follower) configuration. 

Note 2. 50% point of PDRV Rise to NDRV Rise and 50% point of NDRV Fall to PDRV Fall. 

Note 3. Enable High Threshold = VIN -D.5. 
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MIN 

1.238 

1.228 

65 

3.00 

-100 

0.4 

405 

390 

1.8 

0.3 

100 

10 

-10 

100 

11 

8 

0.40 

150 

TYP MAX UNITS 

2.3 3.5 mA 

10 25 IJA 
2.35 2.60 V 

450 550 mV 

1.250 1.262 V 

1.250 1.273 V 

80 dB 

3.25 V 

0.10 0.25 V 

-175 IJA 
1.0 mA 

450 495 kHz 

450 510 kHz 

2.1 2.4 V 

0.4 V 

% 

0 % 

45 ns 

12 15 IJA 
2.8 V 

0.5 V 

-14 -18 IJA 

125 150 mV 

14 16 IJA 
13 18 IJA 

-100 -140 IJA 
0.55 0.90 V 

6 n 
4 n 

200 250 ns 



BLOCK DIAGRAM 
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UCC2585 
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I II 101lA DISABLE DRIVERS i 
-- ---------0 ---=------------10 - ---~- --- --- - - --------: 

L = NO SHUTDOWN 

I 

L_ -- -------- -- -- ------- 16 

CT GND SD H = LATCHED SHUTDOWN 
CAP = TIMED SHlJTDOWN 

PIN DESCRIPTIONS 
CLSET: CLSET is used to program the pulse by pulse 
and overcurrent shutdown levels for the UCC1585. A re
sistor is connected between CLSET and VIN to set the 
thresholds. The threshold follows the following relation
ship: 

1.25 
--eRCLSET 

leI = R'SET 
RDS(on) 

COMP: Output of the Voltage type error amplifier. Loop 
compensation components are connected between 
COMP and VFS. 

CT: A high quality ceramic capacitor connected between 
this pin and ground sets the PWM oscillator frequency by 
the following relationship: 

F= 1 
(6700 eCT) 

UDG-98008 

Use capacitor values greater than 100pF in order to mini
mize the effects of stray capacitance. The oscillator is ca
pable of reliable operation in excess of 1 MHz. 

ENS: A LOGIC1 (VIN-Q.5V) on this input will activate the 
Output drivers. A logic zero (0.5V) will prevent switching 
of the output drivers. Do not allow ENS to remain be
tween these levels steady state. 

GND: Reference level for the IC. All voltages and cur
rents are with respect to GND. 

ISENSE: ISENSE performs two functions. The first is to 
monitor the voltage dropped across the high side P chan
nel MOSFET switch while it is conducting. This informa
tion is used to detect over current conditions by the 
current limit circuitry. The second function of ISENSE is 
to measure current through the lowside N-channel 
MOSFET. When the current flow through this MOSFET 
is drain to source, (Le. reversed), this FET is turned off 
for the remainder of the switching cycle. 
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PIN DESCRIPTIONS (cont.) 
ISET: A resistor is connected between ISET and ground 
to program a precision bias for many of the 
UCC2585/UCC3585 circuit blocks. Allowable resistor val
ues are 90kO to 11 Oka. 1 .25V is provided to ISET via a 
buffered version the internal bandgap voltage reference. 
The resultant current is 1.25V / RISET.This current is mir
rored directly over to CLSET to program the over current 
thresholds. A second use for this current is to set a basis 
for the charging current of the oscillator. 

PDRV: High current driver output for the high side P 
channel MOSFET switch. A 30 to 100 series resistor be
tween PORV and the MOSFET gate may be inserted to 
reduce ringing on this pin. In some layout situations, a 
low VF diode may be required from this pin to ground to 
keep the pin from ringing more than 0.5V below ground. 

PWRGND: High current return path for the MOSFET 
drivers. PWRGNO and GNO should be terminated to
gether as close to the IC package as possible. 

SD: This pin can configure current limit to operate in any 
one of three different ways. 

1) A forced voltage of less than 250mV on SO inhibits the 
shutdown function causing pulse by pulse limiting. 

2) A capacitor from SO to GNO provides a control
ler-converter shutdown timeout after 7 consecutive 
overcurrent signals are received by the current limit cir
cuitry. An interval 1OJ.1A (typ) current source discharges 
the SO capacitor to the 0.5V (typ) restart threshold. The 
shutdown time is given by: 

T _[CSD -(VIN -0.5)] 
SHUT - 101-1 A ' 

where CSD is the value of the capacitor from SO to GNO, 
and VIN is the chip supply voltage (on pin 15). At this 
point, a softstart cycle is initiated, and a 100J,1A current 
(typ) quickly recharges SO to VIN. Ouring softstart, pulse 
by pulse limiting is enabled, and the 7 cycle count is de
layed until softstart is complete (i.e. charged to approxi
mately VIN volts). 

3) A forced voltage of greater than 1 V on SO will cause 
the UCC2585/UCC3585 to latch OFF after 7 overcurrent 
signals are received. After the controller is latched off, 
SO must drop below 250mV to restart the controller. 

UCC2585 
UCC3585 

SS: A low leakage capacitor connected between SS and 
GNO will provide a softstart function for the converter. 
The voltage on this capacitor will slowly charge on start
up via an internal current source. The output of the Volt
age error amplifier (COMP) tracks this voltage thereby 
limiting the controller duty ratio. 

NDRV: High current driver output for the low side 
MOSFET switch. A 30 to 100 series resistor between 
NORV and the MOSFET gate may be inserted to reduce 
ringing on this pin. In some layout situations, a low VF di
ode may be required from this pin to ground to keep the 
pin from ringing more than 0.5V below ground. 

TRACK: A resistor is connected between TRACK and 
output voltage of the converter to set the start-up profile 
of the power converter. Oertain dual supply rail micropro
cessors require that a maximum voltage differential be
tween the supply rails is not exceeded. Failure to do so 
results in large currents in the microprocessor through 
the ESO (electrostatic discharge) protection. devices. 
This can result in chip failure. The UCC2585/UCC3585 is 
designed such that it is "normally on" before VIN reaches 
the 2.0V (nom.) UVLO threshold. That is, the high side P 
channel MOSFET switch driver output is actively held 
low allowing the MOSFET to conduct current to the out
put as soon as VIN is high enough to exceed the gate 
turn on threshold. The resistor from TRACK to VOUT sets 
the voltage level on VOUT at which the P channel 
MOSFET is turned off. The tracking cutoff voltage follows 
the following relationship: 

VOUT(max) = 1.25V + 121-1 A - (RTRACK ) 

This is necessary for very low output voltage applications 
« 2.0V), where overvoltage may occur if the Pchannel 
MOSFET is not disabled before the UVLO threshold is 
reached. For applications with VOUT greater than 2.0V, 
TRACK can be disabled by tying TRACK to VIN. 

VFB: Inverting input to the Voltage type error amplifier. 
The common mode input range for VFB extends from 
GNOto 1.5V. 

VIN: Supply voltage for the UCC2585/UCC3585.Bypass 
with a 0.1 J.1F ceramic capacitor (minimum) to supply the 
switching .transient currents required by the external 
MOSFET switches. 
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APPLICATION INFORMATION 
Some of today's microprocessors require very low oper
ating voltages. In some cases, as low as 1.8V of supply 
voltage are required in addition to already available 3.3V 
system voltage. Following is an illustration of a design 
using the UCC3585 as the power controller. 

The design criteria are as follows: 

- Input Voltage (VIN) 3.3V DC 

- Output Voltage (VOUT) 1.8V DC 

- Output Ripple Voltage (VOUT) 18mV 

- Output Current (lOUT) 3.5A DC 

Other features include 

- Output Tracking 

- Switching Frequency (Fs) 350kHz 

- 100% Surface Mount 

The first few steps in the design are to define the power 
stage (Schematic Fig. 1). 

1) The normal operating duty cycle (Ii) of the regulator is 
approximately 

0= VOUT =~=0.545 
V1N 3.3 

UCC2585 
UCC3585 

2) Select the output inductor to meet ripple current re
quirements. For this design, the allowable ripple current 
in the output inductor is selected to be 10% of the full 
load output current. 

L1= (VIN -VOUT)-O =4.6IJ-H 
Fs -0.1-/0UT 

A Pulse Engineering SMT inductor (PE-53682) is 4.7J.!H 
has a DC resistance (Ru) of 8.3mQ and will dissipate 
0.1 Wunder full load operation. 

The resulting 610UT is now: 

6/ = (VIN -VOUT ) -~=0.5A 
OUT 4.7_10-6 Fs 

3) Next, the output capacitors are determined based 
upon the output ripple criteria. Assuming the ripple is lim
ited by the equivalent series resistance, or ESR, of the 
capacitors and not the impedance of the capacitors at the 
switching frequency, then the output capacitor selection 
is based upon ESR, size and voltage considerations. 

VIN -1r-_----.---_--~------_-_, 

RTN 

+ + 

Cl C2 
150~F 150~F 

Rl 
10k 

I CB 

=- O.47~F 

1- -- - - -- - - - - - --I 

15 VIN 

C7 L--R2---I 1 ENB 

147pF 549k I 

~COMP 
I 

;-------1 4 VFB 

I 

NlC [!J 
I 

PWRGND 

7 ISET GND 
L _____________ _ 

R4 
lOOk 

R3 
27.4k 

Figure 1. Application circuit schematic. 
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APPLICATION INFORMATION (cont.) 

ESR= ~VOUT = 0.018 =0.0260 
MOUT 0.5 

A 220I-lF, 6.3V Sprague 5940 capacitor has an ESR of 
75mO. Three of these in parallel will result in an overall 
ESR of 25mO. (C9, C10, and C11 in Fig. 1). Since the 
output ripple current is so low, the capacitor's ripple cur
rent rating of 1.45A is not a concern. 

To check the assumption that the capacitor's impedance 
at the switching frequency is dominated by the ESR and 
not the capacitor's capacitance value, calculate the im
pedance and compare it to the ESR. 

Zc= 1 1 =2tnn 
21t eFs e C 21t e350k e220~ 

The ESR of the capacitor is 37 times that of the imped
ance of the capacitor at the switching frequency, so the 
earlier assumption was valid. 

4) Before selecting the switching MOSFETs, the current 
that will be flowing through them must first be deter
mined. 

MOUT 10 =IOUT +-- =3.8A 
PK 2 

The RMS of this current in 01 is 

loQ1RMS =IOPK .J6 =2.8A 

And in 02 

loQ2RMS =IOPK ../1-S =2.5A 

5) Since this regulator must be able to operate from a 
3.3V source, the MOSFETs used must have a gate 
threshold level of no more than 2V. 

For 01, an IRF7404 is selected. It has an ROS(on) of 
0.040, a total gate charge (OG1) of 50nC, and a turn 
OFF (toFF1) time of 65ns. The conduction loss in 01 will 
be: 

POQ1 ON=loQ1 RMS2e ROSONQ1 =0.593W 

The gate drive losses will be 

POQ1GATE=QG, eVIN eFs =58mW 

And finally the turn OFF losses are estimated 

1 
POQ10FF=-eV,N eloQ1pK eTOFF1 eFs =0.14W 

2 

The total power loss for 01 is the sum of these three: 

Po Q1 TOTAL =0.5W 

UCC2585 
UCC3585 

6) 02 has been selected to be an IRF7401, which has an 
ROS(ON) of 0.030, and a total gate charge (OG2) of 48nC 
and a body diode tum OFF switching time (toFF2) of 
59ns. In this topology, the N Channel MOSFET, 02, is 
turned OFF prior to the turn ON of 01, so when 02 is 
turned OFF, current is being re-routed from the channel 
of the device into the intrinsic body diode. Therefore 02's 
intrinsic body diode incurs switching loss during the turn 
OFF interval. 

The conduction loss in 02 is: 

POQ20N =loQ2 RMS 2eROSON Q2=0.2W 

The gate drive losses will be 

POQ2GATE =QG2 eV,N eFs =55mW 

And the body diode turn OFF loss: 

1 
PoQ20 OFF=-eV,Nelo eTOFF2eFs =0.13W - 2 PK 

The total power loss for 02 is the sum of these three: 

PoQ2 TOTAL =0.4W 

7) Thus far the power loss in the two MOSFETs and the 
output inductor total 1.0W. The average input current is: 

l,N = VOUT e/OUT + PLOSS 2.2A 
AVG Y'N 

The peak to peak ripple in the input capacitors is the 
peak current less the average input current during 01 's 
ON time, and equal to the average input current during 
01 's OFF time. The RMS value of this current is then: 

IIN_CAPRMS =~(lOPK -1,NAVG )2 eS +(I'NAVG )2 e(1-S)=1.9A 

8) After the input capacitor's input ripple current is 
known, select the input capacitors. Again, Sprague 5940 
Solid Tantalum capacitors are chosen. A single 150I-lF, 
10V capacitor has a ripple current rating of 1.35A RMS. 
Two in parallel (C1 and C2) will have a combined capa
bility of 2.7 A, and a total ESR of 40mO. The losses in the 
capacitors are: 

POIN_CAP =I,N_CAPRMS 2 eESR=0.14W 

Adding the capacitor loss to that previously found, the to-
tal losses are now 2.1 W. . 

9) The overall efficiency of the power train is then 

E VOUT e/OUT -084 
FF - - . 

VOUT e/OUT +2.1 
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APPLICATION INFORMATION (cont.) 
The losses are dominated by the MOSFETs 01 and 02. 
One way to improve the efficiency would be to reduce 
the conduction loss in 01, either by choosing a device 
with a lower RDS(on) or by paralleling it with another 
MOSFET. The conduction losses in 02 may be improved 
by the same technique, but will prove detrimental in 
switching losses. To lower the switching losses, 02 may 
be paralleled with a Schottky diode. In this manner, the 
switching loss may be absorbed by the Schottky, instead 
of the MOSFET. 

10) After the power stage design is completed, attention 
is given to the feedback loop. The LC filter gain is de
scribed by the equation (10A) below: (where ro = j27t1) 

Where COUT is the combined capacitance of C9, C10, 
and C11 and RESR is the ESR of the capacitors. 

There will be a double pole at 

1 
Fp = 2.8kHz 

27t~L1- COUT 

and a zero at the point where the impedance of the out
put capacitors equals the ESR: 

1 
Fz = =9.6kHz 

27t-RESR -COUT 

The modulator gain is given by 

V/N 
KpWM =--=1.65 

VRAMP 

10 

0 

iD -10 
~ 
z 
:c -20 CJ 

-30 

-40 

10 100 

./ 

1000 

\ 

10000 

FREQUENCY (Hz) 

~ 

100000 

Figure 2. Modulator and filter frequency response. 

(10A) 

UCC2585 
UCC3585 

where VRAMP is the peak to peak amplitude of the oscil
lator ramp found on the CT pin. The overall open loop 
gain is shown in Fig. 2. 

11) The voltage divider is next determined to give us the 
proper output voltage. First select one of the divider re
sistors R11 = 82k. The other resistor becomes: 

R10 =R11- VOUT -R11 =36 k 
VREF 

12) The equation for the error amplifier in this configura
tion is: 

----,------=-+R2 
K _ J27t-f-C7 

EA - R10 

For a gain of 5 and a zero at 2kHz 

R2=15-R10=180k 

and 

C7 = 1 = 440pF 
27t-fp-R2 

The overall voltage loop gain now has a crossover at 
34kHz with a phase margin of about 73 degrees. 

13) Select the RISET resistor, R3, to be 100k. (The range 
of value should be between 90k and 110k.) Then choos
ing the current limit trip point to be 130% of lOUT, the cur
rent limit set resistor is then found by the relationship 

1.3 -'OUT 
R3 = - RDS(onp1- R1SET =27.2k 

1.25 
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80 

60 
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Figure 3. Error amp and closed loop frequency 
response. 



APPLICATION INFORMATION (cont.) 
Note that the ROS(on) value used should include the· ef
fects of temperature. 

14) During nonnal power on of the UCC3585, the gate of 
01 is held low (01 turned ON) until the Vcc input to the 
IC reaches the 2V Under Voltage Lockout (UVLO) volt
age. At UVLO, the UCC3585 wakes up and switching 
begins on 01 and 02. With a 1.8V output however, the 
output will reach 2V before regulation begins! This is 
where the tracking function comes into use. By selecting 
an appropriate resistive divider from the output, we can 
select the point below UVLO at which 01 will be shut off. 
Upon reaching UVLO, the UCC3585 will then begin to 
regulate normally. 

With a 1.8V nominal output voltage, select the tracking 
turn off point to be 1.6V. 

R3= 1.6-1.25 29kQ 
12/1 

Note that the tracking function ONLY makes a difference 
below UVLO. If VOUT were to be 2V or above, then the 
tracking pin should be tied to VIN. 

15) A capacitor on the SD pin will allow the converter to 
shutdown in the event seven consecutive over current 
pulses occur. If a timing shutdown interval of 1 ms is cho
sen as the shutdown time, T so, then the value of the ca
pacitor is: 

C4= TSD 3.2nF 

W,N _0.5)_(_1_+_1_) 
ICHG IDICHG 

Where ICHG and IOISCHG are 1001lA and 101lA respect
fully. 

16) The next step is to find the value of timing capacitor. 

C6=.!L=476pF 
6000 

A 470pF capacitor will result in a switching frequency of 
354kHz. 

17) The softstart capacitor is selected for a 5ms startup 
time. Knowing that a 101lA current source will charge the 
capacitor to 2.5V, the softstart capacitor is given by: 

C5= Tss -ICHG = 5m-10/1 20nF 
Vss 2.5 

UNITRODE CORPORATION 
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Figure 4. Error amp and closed loop frequency 
response. 
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~UNITROOE UCC1588/-1 
UCC2588/-1 
UCC3588/-1 

ADVANCE INFORMATION 

5-Sit Programmable Output SiCMOS Power Supply Controller 
FEATURES 
• 5-Bit Digital-to-Analog Converter 

(DAC) supports Intel Pentium IITM 

• Microprocessor VID Codes 

• Compatible with 5V or 12V Systems 

• 1% Output Voltage Accuracy 
Guaranteed 

• Drives 2 N-Channel MOSFETs 

• Programmable Frequency to 800kHz 

• Power Good OV / UV / OVP Voltage 
Monitor 

• Undervoltage Lockout and Softstart 
Functions 

• Short Circuit Protection 

• Low Impedance MOSFET Drivers 

• Chip Disable 

APPLICATION DIAGRAM 

12VIN 

5VIN 

I::!::C16 

IlO~F 

Rl _ 
10K -

DESCRIPTION 
The UCC1588 synchronous step-down (Buck) regulator provides accurate 
high efficiency power conversion. Using few external components, the 
UCC1588 converts 5V to an adjustable output ranging from 3.5VDC to 
2.1VDC in 100mV steps and 2.05VDC to 1.8VDC in 50mV steps (1.75VDC 
to 1.3VDC in 50mV steps, -1 only) with 1 % DC system accuracy. A high 
level of integration and novel design allow this 16-pin controller to provide a 
complete control solution for todays demanding microcontroller power 
requirements. Typical applications include on board or VRM based power 
conversion for Intel Pentium IITM microprocessors, as well as other 
processors from a variety of manufacturers. High efficiency is obtained 
through the use of synchronous rectification. 

The softstart function provides a controlled ramp up of the system output 
voltage. Overcurrent circuitry detects a hard (or soft) short on the system 
output voltage and invokes a timed softstartlshutdown cycle to reduce the 
PWM controller on time to 5%. 

The oscillator frequency is externally programmed with RT and operates 
over a range of 50kHz to 800kHz. The gate drivers are low impedance to
tem pole output stages capable of driving large external MOSFETs. Cross 
conduction is eliminated by fixed delay times between turn off and turn on 
of the external high side and synchronous MOSFETs. The chip includes 
undervoltage lockout circuitry which assures the correct logic states at the 
outputs during power up and power down. 

(continued) 
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ABSOLUTE MAXIMUM RATINGS CONNECTION DIAGRAMS 

UCC15881-1 
UCC25881-1 
UCC35881-1 

Supply Voltage V cc. . . . . . . . . . . . . . . . . . . . . . . . . . . . .. 15V 
Gate Drive Current, 50% Duty Cycle. . . . . . . . . . . . . . . . .. 1 A 
Input Voltage, VSENSE, VFB, SS, COMMAND, COMP ..... 5V 

DIP-16, SOIC-16, TSSOP-16 (TOP VIEW) 
N, J, D and PW Packages . 

Input Voltage, DO, 01, 02, 03, 04 ................... SV 
Input Current, RT, COMP ......................... 5mA 

Currents are positive· into, negative out of the specified termi
nal. Consult Packaging Section of Databook for thermallimita
tions and considerations of packages. All voltages are 
referenced to GND. 

THERMAL DATA 
Plastic DIP Package 

Thermal Resistance Junction to Leads, 9jc ........ 45°CIW 
Thermal Resistance Junction to Ambient, 9ja ...... 90°CIW 

Ceramic DIP Package 
Thermal Resistance Junction to Leads, 9jc ........ 28°CIW 
Thermal Resistance Junction to Ambient, 9ja ..... 120°CIW 

Standard Surface Mount Package 
Thermal Resistance Junction to Leads, 9jc ........ 35°CIW 
Thermal Resistance Junction to Ambient, 9ja ..... 120°CIW 

Note: The above numbers for 9ja and 9jc are maximums for 
the limiting thermal resistance of the package in a standard 
mounting configuration. The 9ja numbers are meant to be 
guidelines for the thermal performance of the device and 
PC-board system. All of the above numbers assume no 
ambient airflow, see the packaging section of Unitrode Product 
Data Handbook for more details. 

DESCRIPTION (cont.) 
This device is available in 16- pin surface mount, plastic 
and ceramic DIP, TSSOP packages, and 20 pin surface 
mount. The UCC1588 is specified for operation from 
-55°C to + 125°C, the UCC2588 is specified for opera
tion from -25°C to +85°C, and the UCC3588 is specified 
for operation from O°C to +70°C. 

SOIC-20 (TOP VIEW) 
DWPackage 

VSENSE 

D4 

RT 

VIN 

PVIN 

DRVLO 

DRVHI 

PGND 

GND 

PWRGOOD 

FB 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these specifications hold for T A = O°C to 70°C for the 
UCC3588 -25°C to +85°C for the UCC2588 and -55°C to + 125°C for the UCC1588 T A = T J V cc = 12V RT = 49k , , , , 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

Supply Current Section 

Supply Current, On Vcc = 12V 4.5 mA 

UVLO Section 

VCC UVLO Turn-On Threshold 10.5 10.80 V 

UVLO Threshold Hysteresis 500 mV 

Voltage Error AmplHler Section 

Input Bias Current VCM= 2.0V -0.02 0 IlA 
Open Loop Gain O.S < VCOMP < 2.5 90 dB 

Output Voltage High ICOMP = -5001lA 3.4 V 

Output Voltage Low ICOMP = +5001lA 0.2 0.5 V 

Output Source Current VVFB = 2V, VCOMMAND = VCOMP = 2.5V -500 IlA 
Output Sink Current VVFB= 3V, VCOMMAND = VCOMP = 2.5V 10 mA 
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UCC15881-1 
UCC25881-1 
UCC35881-1 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these specifications hold for T A = O°C to 70°C for the 
UCC3588 -25°C to +85°C for the UCC2588 and -55°C to +125°C for the UCC1588 TA= TJ Vec= 12V RT = 49k , , , , 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

Osciliator/PWM Section 

Initial Accuracy TA=25°C 240 300 360 kHz 

O°C <T A < 70°C 220 300 380 kHz 

-25°C < T A < 85°C 210 300 390 kHz 

-55°C < TA < 150°C 200 300 400 kHz 

Voltage Stability Vee = 10.8V to 13.2V 1 % 

Ramp Amplitude (p-p) 1.85 V 

Ramp Vall~ Voltage 0.65 V 

PWM Max Duty Cycle COMP= ,3V 95 % 

PWM Min Duty Cycle COMP=0.3V 0 % 

PWM Delay to Outputs (High to Low) COMP= 1.5V 150 ns 

PWM Delay to Outputs (Low to High) COMP= 1.5V 150 ns 

Transient Window Comparator Section 

Detection Range High (Duty Cycle = 0) % Over V COMMAND, (Note 1) 1 3 5 % 

Detection Range Low (Duty Cycle = 1) % Under VeoMMAND, (Note 1) -1 -3 -5 % 

Propogation Delay (VSENSE to Outputs) 150 nS 

Soft Start! Shutdown Section 

SS Charge Current (Normal Start Up) Measured on SS -10 IlA 

SS Charge Current (Short Circuit Fault Measured on SS -100 JlA 
Condition) 

SS Discharge Current (During Timeout Measured on SS 2.5 JlA 
Sequence) 

Shutdown Threshold Measured on SS 4.2 V 

Restart Threshold Measured on SS 0.4 0.5 V 

Soft Start Complete Threshold (Normal Measured on SS 3.7 V 
Start-Up) 

DAC I Reference Section 

COMMAND Voltage Accuracy 10.8V < VIN < 13.2V, measured on COMP, -1.00 1.00 % 
O°C < TA < +70°C, (Note 2) 

10.8V < VIN < 13.2V, measured on COMP, -1.10 1.10 % 
-25°C < T A < +85°C, (Note 2) 

00-04 Voltage High 6 V 

00-04 Voltage Threshold 3 V 

00-04 Volt~e Input Bias Current V(D4, ... ,DO) < 0.5V -90 -20 JlA 
Overvoltage Comparator Section 

Trip Point % Over VCOMMAND, (Note 1) 5.00 8.60 12.00 % 

Hysteresis 10 20 30 mV 

Undervoltage Comparator Section 

Trip Point % Under VCOMMAND, (Note 1) -12.00 -8.60 -5.00 % 

Hysteresis 10 20 30 mV 

PWRGOOD Signal Section 

Output Impedance VIN = 12V, IpWRGOOD = 1mA 470 n 
Overvoltage Protection Section 

Trip Point % Over VeOMMAND, (Note 1) 10 17.50 25.00 % 

Hysteresis 20 30 mV 

VSENSE Input Bias Current OV, OVP, UV Combined -10 IlA 
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ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these specifications hold for T A = O°C to 70°C for the 
UCC3588 -25°C to +85°C for the UCC2588 and -55°Cto+125°C for the UCC1588 TA - TJ Vcc-12V RT - 49k - - , _. 

PARAMETER TEST CONDITIONS MIN TVP MAX UNITS 

Gate Drivers (DRVHI, DRVLO) Section 

Output High Voltage IGATE= l00mA, VIN= 12V 11.5 V 

Output Low Voltage IGATE =-100mA, VIN = 12V 0.5 V 

Driver Non-overlap Time (Note 3) 100 nS 
(DRVHI- to DRVLO+) 

Driver Non-overlap Time (Note 3) 50 nS 
(DRVLO- to DRVHI+) 

Driver Rise Time (3nF Capacitive Load) 80 nS 

Driver Fall Time (3nF Capacitive Load) 80 nS 

Current Limit Section 

Current Limit Detect to Soitstart Quick VISNS = VSENSE + 75mV 170 nS 
Charge 

Start of Quick Charge to Shutdown VISNS = VSENSE + 75mV, CSS = 10nF, (Note 4) 1.6 I1S 
Threshold 

Current Limit Threshold Voltage VTHRESHOLD = VISNS - VVSENSE 50 54 58 mV 

ISNS Input Bias Current -10 .J,1A 

Note 1: This percentage is measured with respect to the ideal command voltage programmed by the VtD (DO to 04) pins and ap-
plies to all DAC codes from 1.8 to 3.5V. 

Note 2: Reference and error amplifier offset trimmed while the voltage amp is set in unity gain mode. 
Note 3: Deadtime delay is measured from the 50% point of DRVHI falling to the 50% point of DRVLO rising, and vice-verse. 
Note 4: This time is dependent on the value of Css. 

BLOCK DIAGRAM 

~----------------------------------------------------------------------------1 

COMP 9~------------------~ 

VFB 101---------------1 

D4 

PWM 
COMP. 
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JUUl 
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DRVLO 

DRVHI 

vee 

n GND 

- -=- I 
---- 2 ------------ 1 ------ 11 -- 16 ------------------------------------------, 

ISNS VSENSE PWRGOOD RT UDG·96152 
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PIN DESCRIPTION 
COMP: (Voltage Amplifier Output) The system voltage 
compensation network is applied between COMP and 
VFB. 

DO, D1, D2, D3, D4: These are the digital input control 
codes for the DAC. The DAC is comprised of two ranges 
set by D4, with DO representing the least significant bit 
(LSB) and D3, the most significant bit (MSB). A bit is set 
low by being connected the pin to GND; a bit is set high 
by floating the pin. Each control pin is pulled up to ap
proximately 6V by an internal pull-up. If one of the low 
voltage codes is commanded on the DAC inputs, the out
puts will be disabled. The outputs will also be disabled 
for all 1 's, the NO CPU command. 

DRVHI: (PWM Output, MOSFET Driver) This output pro
vides a low Impedance totem pole driver. Use a series 
resistor between this pin and the gate of the external 
MOSFET to prevent excessive overshoot. Minimize cir
cuit trace length to prevent DRVHI from ringing below 
GND. DRVHI is disabled during UVLO conditions. 
DRVHI has a typical output impedance of 50 for a VIN 
voltage of 12V. 

DRVLO: (synchronous rectifier output, MOSFET driver) 
This output provides a low Impedance totem pole driver 
to drive the low-side synchronous external MOSFET. 
Use a series resistor between this pin and the gate of the 
external MOSFET to prevent excessive overshoot. Mini
mize circuit trace length to prevent DRVLO from ringing 
below GND. DRVLO is disabled during UVLO conditions. 
DRVLO has a typical output impedance of 50 for a VIN 
voltage of 12V. Please see the ''Typical Curves" section 
to determine the driver output impedance as a function of 
VIN Voltage. 

GND: (Ground) All voltages measured with respect to 
ground. Vcc should be bypassed directly to GND with a 
0.11JF or larger ceramic capacitor. The timing capaCitor 
discharge current also returns to this pin, so the lead 
from the oscillator timing to GND should be as short and 
direct as possible. 

ISNS: (Current Limit Sense Input) A resistance. con
nected between this sense connection and Vsense sets 
up the current limit threshold (54mV typical voltage 
threshold). 

PWRGOOD: This pin is an open drain output which is 
driven low to reset the microprocessor when VSNS rises 

UCC15881-1 
UCC25881-1 
UCC35881-1 

above or falls below its nominal value by 8.5%(typ). The 
on resistance of the open-drain switch is no higher than 
4700. This output should be pulled up to a logic level 
voltage and should be programmed to sink 1 mA or less. 

RT: (Oscillator Charging Current) This pin is a low im
pedance voltage source set at -1 .25V. A resistor from 
RT to GND is used to program the internal PWM oscilla
tor frequency. The equation for RT follows: 

R =( 1 )-800 
T (f. 67.2pF) 

(1 ) 

SSlSD: (Soft StarVShut Down) A low leakage capacitor 
connected between SS and GND will provide a softstart 
function for the converter. The voltage on this capacitor 
will slowly charge on start-up via an internal current 
source (10/lA typ.) and ultimately clamp at approximately 
3.7V. The output of the voltage error amplifier (COMP) 
tracks this voltage thereby limiting the controller duty ra
tio. If a short circuit is detected, the clamp is released 
and the cap on SS charges with a 100llA (typ) current 
source. If the SS voltage exceeds 4.2V, the converter 
shuts down, and the 100/lA current source is switched 
off. The SS cap will then be discharged with a 2.5/lA 
(typ) current sink. When the voltage on SS falls below 
0.5V, a new SS cycle is started. The equation for soft
start time follows: 

( CSS ) Tss =3.7 101lA . 
(2) 

Shutdown is accomplished by pulling SS/SD below 0.5V. 

VCC: (Positive Supply Voltage) This pin is normally con
nected to a 12V ±10% system voltage. The UCC1588 
will commence normal operation when the voltage on 
VCC exceeds 10.5V (typ). Bypass Vee directly to GND 
with a 0.11JF (minimum) ceramic capaCitor to supply cur
rent spikes required to charge external MOSFET gate 
capacitances. 

VFB: (Voltage Amplifier Inverting Input) This is normally 
connected to a compensation network and to the power 
converter output through a divider network. 

VSENSE: (Direct Output Voltage Connection) This pin is 
a direct kelvin connection to the output voltage used for 
over voltage, under voltage, and current sensing. 
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APPLICATION DIAGRAM 

12VIN 

UCC35B8 

VIN 

DO 

01 VSENSE 

02 

03 

D4 

CE:S .. 
35nF 

R2 
48K 

APPLICATION INFORMATION 
Figure 1 shows a synchronous regulator using the 
UCC3588. It accepts +5V and + 12V as input, and deliv
ers a regulated DC output voltage. The value of the out
put voltage is programmable via a 5-bit CAC.code to a 
value between 1.8Vand 3.5V. The example given here is 
for a 12A regulator, running from a 10% tolerance 
source, and operating at 300kHz. 

The design of the power stage is straightforward buck 
regulator design. Assuming an output noise requirement 
of 50mV, and an output ripple current of 20% of full load, 
the value of the output inductor should be calculated at 
the highest input voltage and lowest output voltage that 
the regulator is likely to see. This insures that the ripple 
current will decrease as the input voltage and output volt
age differential decreases. The minimum duty cycle, 
()min, should also be calculated under this condition. 

1) The current sense resistor is chosen to allow current 
limit to occur at 1.4 times the full load current. 

R6 = VTR1P 50 mV = 3mQ (3) 
(1.4 e /ouT ) 16.8A 

UCC15881-1 
UCC25881-1 
UCC35881-1 

R6 
0.0030 ca-G12 1S00~F VOUT 

ca C10 C11 C12 C14 
150~F 

RTN 

UDG-981S8 

2) To properly approximate the full load duty cycle oper
ating range, assumptions are made regarding the MOS
FETs' RdsON, and the output inductor's DC resistance. 
01 and 02 are IRF3103s, each with an RdsON of 
0.0140. The output inductor is allowed to dissipate one 
watt under full load, giving a DC resistance of 6.9mO, 
and R6 is 3mO. The resulting duty cycle at the operating 
extremes is then: 

VOUT(IO) + lOUT e (R6 + RdsON +Rl) (4) 
()min = __ :......c _________ _ 

V'N(hi) 

= 1.8+ (12 e O.024) =0.379 
5.5 

V OUT( hi) + lOUT e (R6 + RdsON + Rl) (5) 
()max = --'---'---::-:-'-------

V'N('O) 

= 3.5+ (12 e 0.024) =0.842 
4.5 

3) The value of the output inductor is chosen at the worst 
case ripple current point. 
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APPLICATION INFORMATION (cont.) 
V1N( hi) - V OUT( 10) e 3min T S 

L=--~~--~~------
(6) And the Turn OFF losses are estimated as 

MOUT 

= (5.5-1.8)eO.37g e3.333Jl =1.9JlH 

2.4 

Four turns of #16 on a micrometals T51-52C core has an 
inductance of 1.9JlH, has a DC resistance of 6.6mO, and 
will dissipate about 1 W under full load conditions. With 
an output inductor value of 1.9JlH, the ripple current will 
be 1750mA under the low-input-high-output condition. 

4) To meet the output noise voltage requirement, the out
put capacitor(s) must be chosen so that the ripple volt
age induced across the ESR of the capacitors by the 
output ripple current is less than 50mv. 

ESR< 50mV =42mO (7) 
MOUT 

Additionally, to meet output load transient response re
quirements, the capacitors' ESL and ESR must be low 
enough to avoid excessive voltage transient spikes. (See 
Application Note U-157 for a discussion of how to deter
mine the amount and type of load capacitance.) For this 
example, four Sanyo MV-GX 1500Jlf, 6.3 V capacitors 
will be used. The ESR of each capacitor is approximately 
44mO so the parallel combination of four results in an 
equivalent ESR of 11 mO. 

5) 01 and 02 are chosen to be IRF3103 N-Channel 
MOSFETs. Each MOSFET has an RdsON of approxi
mately 0.0140, a gate charge requirement of 50nC, and 
a turn OFF time of approximately 54ns. 

To calculate the losses in the upper MOSFET, 01, first 
calculate the RMS current it will be conducting. 

(8) 

Notice that with a higher output voltage, the duty cycle 
increases, and therefore so does the RMS current. Any 
heat sink design should take into account the worst case 
power dissipation the device will experience. 

With the highest programmable output voltage of 3.5 
volts and the lowest possible input voltage of 4.5V, the 
RMS current 01 will conduct is 10.5 amps, and the con
duction loss is 

PeON Q1 = (/Q1RMS )2 e RdsON = 1. 5W (9) 

Next, the gate drive losses are found. 

PGATE Q1=QG eV1N(hi) eFs =0.08W (10) 

PT(OFFP1 = ~ V1N(hi) eIO(Pk) e tf e Fs = O. 56 W (11) 

The total loss in 01 is the sum of the three components, 
or about 2.1 watts. 

The gate drive losses in 02 will be the same as in 01, 
but the turn OFF losses will be associated with the re
verse recovery of the body diode, instead of the turn 
OFF of the channel. This is due to the UCC3588's delay 
built into the switching of the upper and lower MOSFET's 
drive. For example, when 01 is turned OFF, the turn ON 
of 02 is delayed for about 100ns, insuring that the circuit 
has time to commutate and that current has begun to 
flow in the body diode of 02. When 02 is turned OFF, 
current is diverted from the channel of 02 into the body 
diode of 02, resulting in virtually no power dissipation. 
When 01 is turned ON 100ns later however, the circuit is 
forced to commutate again. This time causing reverse re
covery loss in the body diode of 02 as its polarity is re
versed. The loss in the diode is expressed as: 

PRRQ2=~eQRR eV1N(hi) eFs =0.26W (12) 

Where ORR, the reverse recovery of the body diode, is 
310nC. 

100ns before the turn ON of 02, and 100ns after the turn 
OFF of 02, current flows through 02's intrinsic body di
ode. The power dissipation during this interval is: 

200ns 
lOUT eVOIOOE e-----=12e1.4eO.06=1W 

3.33JlS 

(13) 

During the ON period of 02, current flows through the 
RdsON of the device. Where the highest RMS current in 
01 was at the low-input-and-high-output condition, the 
highest RMS current in 02 is found when the input is at 
its highest, and the output is at its lowest. The equation 
for the RMS current in 02 is: 

I(Q2RMS) = (14) 

( 1 _ 0 . _ 200 ns ) e (I 2 + MoUT 2 ) = 8.7 A 
min 3.33JlS OUT 12 

The worst case loss in 02 comes to about 2.4 watts. 

6) Repeating the preceding procedure for various input 
and output voltage combinations yields a table of operat
ing conditions. 
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APPLICATION INFORMATION (cont.) 

Table 1. Regulator Operating Conditions 

VIN= 
4.5 5.0 5.5 

VouT=3.5 
Pd 01 2.2 2.1 2 
Pd02 1.5 1.6 1.8 
Pd L 0.95 0.95 0.95 
Pd Total 5.1 5.2 5.4 
Average Input 10.50 9.5 8.70 
Duty Cycle 0.84 0.76 0.69 

V6UT=1.8 
Pd 01 1.5 1.4 1.4 
Pd02 2.3 2.4 2.5 
Pd L 0.95 0.95 0.95 
Pd Total 5.2 5.3 5.4 
Average Input 6.00 5.40 4.96 
Duty Cycle 0.46 0.42 0.38 

7) Assuming the converter's input current is DC, the re
maining switching current drawn by 01 must come from 
the input capacitors. The next step then, is to find the 
worst case RMS current the capacitors will experience. 
(Equation 16). Where IIN(avg) is the average input cur
rent. 

Repeating the above calculation over the operating 
range of the regulator (see Table 2.) reveals that the 
worst case capacitor ripple current is found at low input, 
and at low output voltage. A Sanyo MV-GX, 1500IlF, 
6.3V capacitor is rated to handle 1.25 amps at 105°C. 
Derating the design to 70°C allows the use of four ca-

Table 2. Regulator Operating Conditions 

VIN= 
4.5 5.0 5.5 

Vour- 3.5 
Total Input Cap RMS Current 4.4 5.2 5.6 
Total Input Cap Power Dissipation 0.21 0.29 0.34 
Total Power Dissipation 5.1 5.3 5.4 
Power Train Efficiency 0.89 0.88 0.87 

Vour-1.8 
Total Input Cap RMS Current 6 5.9 5.8 
Total Input Cap Power Dissipation 0.39 0.39 0.37 
Total Power Dissipation 5.2 5.3 5.4 
Power Train Efficiency 0.81 0.8 0.8 

UCC1588/-1 
UCC2588/-1 
UCC3588/-1 

pacitors, each one experiencing one fourth of the total 
ripple current. 

-VIN=4.5V -VIN=5.5V 
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Figure 1. Modulator Frequency Response 

8) The voltage feedback loop is next. The gain and fre
quency response of the PWM and LC filter is shown in 
Equation 17. 

To compensate the loop with as high a bandViidth as 
practical, additional gain is added to the loop with the 
voltage error amplifier. 

(16) 
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APPLICATION INFORMATION (cont.) 

C2 

R2 C3 C1 

>--- VOUT 

Figure 3. Voltage error amplifier configuration. 

The equation for the gain of the voltage amplifier in this 
configuration is: 

KEA = (18) 

(1 +s(C1Rf)) e(1 +s(C3(R/ +R2))) 

Rt (S2C1C2Rf +s(C1 + C2)) e (1 +s(C3R2)) 

For good transient response, select the RF-C1 zero at 
5kHz. Add additional phase margin by placing the RI-C3 
zero also at 5kHz. To roll off the gain at high frequency, 
selece the R2-C3 pole to be at 10kHz, and the final C2-
RF pole at 40kHz. Results are RI=20k, RF=200k, 
R2=15k, C1=220nf, C2=20pF, C3=1000pf. The Gain
Phase plots of the voltage error amplifier and the overall 
loop are plotted below. 

9) The value of RT is given by: 

- Error Amp - VIN = 4.5V - VIN = 5.5V 

60 
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Figure 4. Error amplifier and loop frequency 

" 1000 

UCC15881-1 
UCC25881-1 
UCC35881-1 

RT =( 1 ) -800 =48kO 
Fs e67.2pF 

(19) 

10) The value of the soft start capacitor is given by: 

Css=10lle tss (20) 
3.7V 

Where tss is the desired soft start time. 

To insure that soft start is long enough so that the con
verter does not enter current limit during startup, the 
minimum value of soft start may be determined by: 

C COUT e'CH V/N 
SS ~ e--

( 
VLlM ), V RAMP 
--- - OUT 
RSENSE 

(21 ) 

Where COUT is the output capacitance, Ich is the soft 
start charging current (10lla typ), VLlM is the current limit 
trip voltage (54mV typ) , lOUT is the load current, VIN is 
the 5V supply, and VRAMP is the internal oscillator ramp 
voltage (1.85Vtyp). For this example, Css must be 
greater than 35nF, and the resulting soft start time will be 
13ms. 

11) The output of the regulator is adjustable by program
ming the following codes into the DO - D4 pins according 
to the table below. To program a logic zero, ground the 
pin. To program a logic 1, then leave the pin floating. Do 
not tie the pin to an external voltage source. 

12) A series resistor should be placed in series with the 
gate of each MOSFET to prevent excessive ringing due 
to parasitic effects. A value of 30 to 50 is usually 

- Error Amp ~ VIN = 4.5V - - - . VIN = 5.5V 
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Figure 5. Error amplifier and loop frequency 
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APPLICATION INFORMATION (cont.) 

. Table 3. 
VID Codes and Resulting Regulator Output Voltage 

04 03 02 01 
For -1 Parts Only 

0 1 1 
0 1 1 
0 1 1 
0 1 1 
0 1 0 
0 1 0 
0 1 0 
0 1 0 
0 0 1 
0 0 1 

For all parts 
0 0 1 
0 0 1 
0 0 0 
0 0 0 
0 0 0 
0 0 0 
1 1 1 

1 1 1 
1 1 1 
1 1 1 
1 1 0 
1 1 0 
1 1 0 
1 1 0 
1 0 1 
1 0 1 
1 0 1 
1 0 1 
1 0 0 
1 0 0 
1 0 0 

UNITRODE CORPORATION 
7 CONTINENTAL BLVD .• MERRIMACK. NH 03054 
TEL (603) 424-2410· FAX (603) 424-3460 

1 
1 
0 
0 
1 
1 
0 
0 
1 
1 

0 
0 
1 
1 
0 
0 
1 

1 
0 
0 
1 
1 
0 
0 
1 
1 
0 
0 
1 
1 
0 

00 VOUT 

1 1.3 
0 1.35 
1 1.4 
0 1.45 
1 1.5 
0 1.55 
1 1.6 
0 1.65 
1 1.7 
0 1.75 

1 1.8 
0 1.85 
1 1.9 
0 1.95 
1 2 
0 2.05 
1 No 

outputs 
0 2.1 
1 2.2 
0 2.3 
1 2.4 
0 2.5 
1 2.6 
0 2.7 
1 2.8 
0 2.9 
1 3 
0 3.1 
1 3.2 
0 3.3 
1 3.4 

UCC15881-1 
UCC25881-1 
UCC35881-1 

sufficient in most cases. Additionally, to prevent pins 13 
and 14 from ringing more than O.5V below ground, a 
clamp schottky rectifier placed as close as possible to 
the Ie is also recommended. 
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~UNITRODE UCC1800/1/213/4/5 
UCC2800/1/213/415 
UCC3800/1/213/4/5 

Low-Power SiCMOS Current-Mode PWM 
FEATURES 
• 100!!A Typical Starting Supply Current 

• 500!!A Typical Operating Supply 
Current 

• Operation to 1 MHz 

• Internal Soft Start 

• Internal Fault Soft Start 

• Internal Leading-Edge Blanking of the 
Current Sense Signal 

• 1 Amp Totem-Pole Output 

• 70ns Typical Response from 
Current-Sense to Gate Drive Output 

• 1.5% Tolerance Voltage Reference 

• Same Pinout as UC3842 and 
UC3842A 

DESCRIPTION 
The UCC1800/1/2/3/4/5 family of high-speed, low-power integrated cir
cuits contain all of the control and drive components required for off-line 
and DC-to-DC fixed frequency current-mode switching power supplies 
with minimal parts count. 

These devices have the same pin configuration as the UC1842/3/4/5 
family, and also offer the added features of internal full-cycle soft start 
and internal leading-edge blanking of the current-sense input. 

The UCC1800/1/2/3/4/5 family offers a variety of package options, tem
perature range options, choice of maximum duty cycle, and choice of 
critical voltage levels. Lower reference parts such as the UCC1803 and 
UCC1805 fit best into battery operated systems, while the higher refer
ence and the higher UVLO hysteresis of the UCC1802 and UCC1804 
make these ideal choices for use in off-line power supplies. 

The UCC180x series is specified for operation from -55°C to + 125°C, 
the UCC280x series is specified for operation from -40oC to +850 C, and 
the UCC380x series is specified for operation from OoC to +70oC. 

Part Number Maximum Dutv Cvcle Reference Voltage Turn-On Threshold Turn-Off Threshold 
UCCxBOO 100% SV 7.2V 6.9V 
UCCxB01 SO% SV 9.4V 7.4V 
UCCxB02 100% SV 12.SV B.3V 
UCCxB03 100% 4V 4.1V 3.6V 
UCCxB04 SO% SV 12.SV B.3V 
UCCxBOS SO% 4V 4.1V 3.6V 

BLOCK DIAGRAM 

03199 

FB COMP cs 

r-~----------------------------+----r---------------r----------~~~7 vcc 

Full Cycle 
Soft Start 

UCCxB01 
UCCx804 
UCCx805 

L-~----------------------------~~~--~~------~------------~~~5 GND 

REF 
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UCC1800/11213/415 
UCC280011121314/5 
UCC3800/1/2131415 

ABSOLUTE MAXIMUM RATINGS (Note 1) CONNECTION DIAGRAMS 
Vee Voltage (Note 2) ............................ 12.0V 
Vee Current ................................. 30.0mA 
OUT Current ................................... ±1.0A 
OUT Energy (Capacitive Load) ................... 20.01l-l 
Analog Inputs (FB, CS) . . . . . . . . . . . . . . . . . . . . -O.3V to 6.3V 
Power Dissipation at T A < +25°C (N or J Package) . . . .. 1.0W 
Power Dissipation at T A < +25°C (0 Package) ........ 0.65W 
Storage Temperature Range ............. -65°C to +150°C 
Lead Temperature (Soldering, 10 Seconds) ........ +300°C 
Note 1: All voltages are with respect to GND. All currents are 

positive into the specified terminal. Consult Unitrade 
databook for information regarding thermal specifica
tions and limitations of packages. 

Note 2: In normal operation Vee is powered through a current 
limiting resistor. Absolute maximum of 12Vapplies 
when Vee is driven from a low impedance source such 
that Icc does not exceed 30mA. 

TEMPERATURE AND PACKAGE SELECTION 
Temperature Ranae Available Packaaes 

UCC1800 -55°C to +125°C J 
UCC2800 -40°C to +85°C N,D PW 
UCC3800 O°Cto +70°C NO PW 

ORDERING INFORMATION 

uccD80DD t t t PACKAGE 
PRODUCT OPTION 

TEMPERATURE RANGE 

TSSOP-8 (Top View) 
PWPackage 

COMP 

FB 

cs 

4 RC 

DIL-8, SOIC-8 (Top View) 
J or N, 0 Package 

COMP 

FB 

CS 

RC 

REF 8 

VCC 7 

OUT 6 

GND 5 

ELECTRICAL CHARACTERISTICS Unless otherwise stated, these specifications apply for -55°C ~ T A ~ + 125°C for 
UCC180x; -40°C ~TA ~ +85°C for UCC280x; O°C ~ TA~ +70°C for UCC380x; Vee=10V (Note 3); RT=100k from REF to RC; 
CT =330pF from RC to GND; 0.11lF capacitor from Vee to GND; 0.1J.lF capacitor from VREF to GND. TA=TJ. 

PARAMETER TEST CONDITIONS UCC180X UCC380X UNITS 
UCC280X 

MIN TYP MAX MIN TYP MAX 

Reference Section 

Output Voltage TJ=+25°C, 1=0.2mA, UCCx800/1/214 4.925 5.00 5.075 4.925 5.00 5.075 V 

TJ=+25°C, 1=0.2mA, UCCx803/5 3.94 4.00 4.06 3.94 4.00 4.06 

Load Regulation 0.2mA<1<5mA 10 30 10 25 mV 

Total Variation UCCx800/1/214 (Note 7) 4.88 5.00 5.10 4.88 5.00 5.10 V 

UCCx803l5 (Note 7) 3.90 4.00 4.08 3.90 4.00 4.08 V 

Output Noise Voltage 1 OHz ~ f ~ 10kHz, T J=+25°C (Note 9) 130 130 IlV 

Long Term Stability T A=+ 125°C, 1000 Hours (Note 9) 5 5 mV 

Output Short Circuit -5 -35 -5 -35 rnA 

Oscillator Section 

Oscillator Frequency UCCx800/1/214 (Note 4) 40 46 52 40 46 52 kHz 

UCCx803/5 (Note 4) 26 31 36 26 31 36 kHz 

Temperature Stability (Note 9) 2.5 2.5 % 

Amplitude peak-to-peak 2.25 2.40 2.55 2.25 2.40 2.55 V 

Oscillator Peak Voltage 2.45 2.45 V 
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UCC1800/1/2131415 
UCC2800/1/213/415 
UCC3800/1/213/415 

ELECTRICAL CHARACTERISTICS Unless otherwise stated, these specifications apply for -55°C ~ T A ~ + 125°C for 
UCC1BOx; -40°C ~TA ~ +85°C for UCC2BOx; O°C ~TA~ +70°C for UCC380x; Vee=10V (Note 3); RT=100k from REF to RC; 
CT=330pF from RC to GND; 0.11J.F capacitor from Vee to GND; 0.11J.F capacitor from VREF to GND. TA=TJ. 

PARAMETER TEST CONDITIONS UCC180X UCC380X UNITS 
UCC280X 

Error Amplifier Section 

Input Voltage COMP=2.5V; UCCxBOO/1/214 2.44 2.50 2.56 2.44 2.50 2.56 V 

COMP=2.0V; UCCxB03/5 1.95 2.0 2.05 1.95 2.0 2.05 

Input Bias Current -1 1 -1 1 I'A 

Open Loop Voltage Gain 60 BO 60 BO dB 

COMP Sink Current FB=2.7V, COMP=1.1V 0.3 3.5 0.4 2.5 mA 

COMP Source Current FB=1.BV, COMP=REF-1.2V -0.2 -0.5 -O.B -0.2 -0.5 -O.B mA 

Gain Bandwidth Product (Note 9) 2 2 MHz 

PWM Section 

Maximum Duty Cycle UCCxBOOl2l3 97 99 100 97 99 100 % 

UCCxB01/4/5 4B 49 50 4B 49 50 

Minimum Duty Cycle COMP=OV 0 0 % 

Current Sense Section 

Gain (Note 5) 1.10 1.65 1.BO 1.10 1.65 1.BO VN 

Maximum Input Signal COMP=5V (Note 6) 0.9 1.0 1.1 0.9 1.0 1.1 V 

Input Bias Current -200 200 -200 200 nA 

CS Blank Time 50 100 150 50 100 150 ns 

Over-Current Threshold 1.42 1.55 1.6B 1.42 1.55 1.6B V 

COMP to CS Offset CS=OV 0.45 0.90 1.35 0.45 0.90 1.35 V 

Output Section 

OUT Low Level 1=20mA, all parts 0.1 0.4 0.1 0.4 V 

1=200mA, all parts 0.35 0.90 0.35 0.90 V 

1=50mA, VCC=5V, UCCxB03/5 0.15 0.40 0.15 0.40 V 

1=20mA, VCC=OV, all parts 0.7 1.2 0.7 1.2 V 

OUT High VSAT 1=-20mA, all parts 0.15 0.40 0.15 0.40 V 
(Vee-OUT) 1=-200mA, all parts 1.0 1.9 1.0 1.9 V 

1=-50mA,VCC=5V, UCCxB03l5 0.4 0.9 0.4 0.9 V 

Rise Time CL=1nF 41 70 41 70 ns 

Fall Time CL=1nF 44 75 44 75 ns 

Undervoltage Lockout Section 

Start Threshold (Note B) UCCxBOO 6.6 7.2 7.B 6.6 7.2 7.B V 

UCCxB01 B.6 9.4 10.2 B.6 9.4 10.2 V 

UCCxB02l4 11.5 12.5 13.5 11.5 12.5 13.5 V 

UCCx803l5 3.7 4.1 4.5 3.7 4.1 4.5 V 

Stop Threshold (Note B) UCCx1BOO 6.3 6.9 7.5 6.3 6.9 7.5 V 

UCCx1B01 6.B 7.4 B.O 6.B 7.4 B.O V 

UCCxB02l4 7.6 B.3 9.0 7.6 B.3 9.0 V 

UCCxB03l5 3.2 3.6 4.0 3.2 3.6 4.0 V 

Start to Stop Hysteresis UCCxBOO 0.12 0.3 O.4B 0.12 0.3 0.48 V 

UCCxB01 1.6 2 2.4 1.6 2 2.4 V 

UCCxB02l4 3.5 4.2 5.1 3.5 4.2 5.1 V 

UCCxB03l5 0.2 0.5 O.B 0.2 0.5 O.B V 
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UCC1800/112131415 
UCC2800/1/2131415 
UCC3800/1/2131415 

ELECTRICAL CHARACTERISTICS Unless otherwise stated, these specifications apply for -55°C $; T A$;+ 125°C for 
UCC180x; -40°C $; T A$; +85°C for UCC280x; O°C $; T k$; +70°C for UCC380x; Vcc=10V (Note 3); RT =1 OOk from REF to RC; 
C C T =330pF from R to GND; 0.11lF capacitor from Vcc to GND; 0.11lF capacitor from VREF to GND. TA=TJ. 

PARAMETER TEST CONDITIONS UCC180X UCC380X. UNITS 
UCC280X 

Soft Start Section 

CaMP Rise Time FB=1.8V, Rise from 0.5V to REF-1 V 4. 10 4 10 ms 

Overall Section 

Start-up Current Vcc < Start Threshold 0.1 0.2 0.1 0.2 rnA 

Operating Supply Current FB=OV,CS=OV 0.5 1.0 0.5 1.0 rnA 

VCC Internal Zener Voltage Icc=10mA (Note 8) 12 13.5 15 12 13.5 15 V 

VCC Internal Zener Voltage Minus UCCx802l4 0.5 1.0 0.5 1.0 V 
Start Threshold Voltage 

Note 3: Adjust VCC above the start threshold before setting at 1OV. 
Note 4: Oscillator frequency for the UCCx800, UCCx802 and UCCx803 is the output frequency. 

Oscillator frequency for the UCCx801, UCCx804 and UCCx805 is twice the output frequency. 

Note 5: Gain is defined by: A = L1 VCOMP 0 $; Vcs $; 0.8V. 
L1 Vcs 

Note 6: Parameter measured at trip point of latch with Pin 2 at OV. 
Note 7: Total Variation includes temperature stability and load regulation. 
Note 8: Start Threshold, Stop Threshold and Zener Shunt Thresholds track one another. 
Note 9: Guaranteed by design. Not 100% tested in production. 

PIN DESCRIPTIONS 
COMP: CaMP is the output of the error amplifier and the 
input of the PWM comparator. 

Unlike other devices, the error amplifier in the UCC3800 
family is a true, low output-impedance, 2MHz operational 
amplifier. As such, the CaMP terminal can both source 
and sink current. However, the error amplifier is internally 
current limited, so that you can command zero duty cycle 
by externally forcing CaMP to GND. 

The UCC3800 family features built-in full cycle Soft Start. 
Soft Start is implemented as a clamp on the maximum 
CaMP voltage. 

CS: CS is the input to the current sense comparators. 
The UCC3800 family has two different current sense 
comparators: the PWM comparator and an over-current 
comparator. 

The UCC3800 family contains digital current sense filter
ing, which disconnects the CS terminal from the current 
sense comparator during the 100ns interval immediately 
following the rising edge of the OUT pin. This digital filter
ing, also called leading-edge blanking, means that in 
most applications, no analog filtering (RC filter) is re
quired on CS. Compared to an extemal RC filter tech
nique, the leading-edge blanking provides a smaller 

effective CS to OUT propagation delay. Note, however, 
that the minimum non-zero On-Time of the OUT signal is 
directly affected by the leading-edge-blanking and the 
CS to OUT propagation delay. 

The over-current comparator is only intended for fault 
senSing, and exceeding the over-current threshold will 
cause a soft start cycle. 

FB: FB is the inverting input of the error amplifier. For 
best stability, keep FB lead length as short as possible 
and FB stray capacitance as small as possible. 

GND: GND is reference ground and power ground for all 
functions on this part. 

OUT: OUT is the output of a high-current power driver 
capable of driving the gate of a power MOSFET with 
peak currents exceeding ± 750mA. OUT is actively held 
low when Vee is below the UVLO threshold. 

The high-current power driver consists of FET output de
vices, which can switch all of the way to GND and all of 
the way to Vee. The output stage also provides a very 
low impedance to overshoot and undershoot. This 
means that in many cases, external schottky clamp di
odes are not required. 
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PIN DESCRIPTIONS (cont.) 
RC: RC is the oscillator timing pin. For fixed frequency 
operation, set timing capacitor charging current by con
necting a resistor from REF to RC. Set frequency by con
necting a timing capacitor from RC to GND. For best 
performance, keep the timing capacitor lead to GND as 
short and direct as possible. If possible, use separate 
ground traces for the timing capacitor and all other func
tions. 

The frequency of oscillation can be estimated with the 
following equations: 

UCCx800/1/2/4: F = ~ 
R·C 

10 
UCCx803, UCCx80S: F =-

R.C 

where frequency is in Hz, resistance is in ohms, and ca
pacitance is in farads. The recommended range of timing 
resistors is between 10k and 200k and timing capacitor is 
100pF to 1000pF. Never use a timing resistor less than 
10k. 

To prevent noise problems, bypass VCC to GND with a 
ceramic capacitor as close to the VCC pin as possible. 
An electrolytic capacitor may also be used in addition to 
the ceramic capacitor. 

REF: REF is the voltage reference for the error amplifier 
and also for many other functions on the IC. REF is also 

O.2V 
R Q 

s 
2.5V 

The UCC38001112/3I415 oscillator generates a sawtooth 
waveform on RC. The rise time is set by the time constant 
of Rr and Gr. The fall time is set by CT and an internal tran
sistor on-resistance of approximately 125(1. During the fall 
time, the output is off and the maximum duty cycle is re
duced below 50% or 100% depending on the part number. 
Larger timing capacitors increase the discharge time and re
duce the maximum duty cycle and frequency. 

Figure 1. Oscillator. 

UCC180011/2131415 
UCC2800/1/213141S 
UCC3800/11213/4IS 

used as the logic power supply for high speed switching 
logic on the IC. 

When Vee is greater than 1 V and less than the UVLO 
threshold, REF is pulled to ground through a Sk ohm re
sistor. This means that REF can be used as a logic out
put indicating power system status. It is important for 
reference stability that REF is bypassed to GND with a 
ceramic capacitor as close to the pin as possible. An 
electrolytic capacitor may also be used in addition to the 
ceramic capacitor. A minimum of 0.1 ~F ceramic is re
quired. Additional REF bypassing is required for external 
loads greater than 2.SmA on the reference. 

To prevent noise problems with high speed switching 
transients, bypass REF to ground with a ceramic capaci
tor very close to the IC package. 

VCC: Vee is the power input connection for this device. 
In normal operation Vee is powered through a current 
limiting resistor. Although quiescent Vee current is very 
low, total supply current will be higher, depending on 
OUT current. Total Vee current is the sum of quiescent 
Vee current and the average OUT current. Knowing the 
operating frequency and the MOSFET gate charge (Og) , 
average OUT current can be calculated from: 

lOUT = Q g x F. 
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[b[] UNITRODE 

UCC1806 
UCC2806 
UCC3806 

Low Power, Dual Output, Current Mode PWMControlier 
FEATURES 
• BiCMOS Version of UC1846 Families 

• 1.4mA Maximum Operating Current 

• 1001lA Maximum Startup Current 

• 1.0A Peak Output Current 

• 12Snsec Circuit Delay 

• Easier Parallelability 

• Improved Benefits of Current Mode 
Control 

BLOCK DIAGRAM 

SYNC 

RT 

CT 

DESC~IPTION 

The UCC1806 family of BiCMOS PWM controllers offers exceptionally im
proved perfonnance with a familiar architecture. With the same block dia
gram and pinout of the popular UC1846 series, the UCC1806 line features 
increased switching frequency capability while greatly reducing the bias 
current used within the device. With a typical startup current of SOIJA and a 
well defined voltage threshold for turn-on, these devices are favored for ap
plications ranging from off-line power supplies to battery operated portable 
equipment. Dual high current, FET driving outputs and a fast current sense 
loop further enhance device versatility. 

All the benefits of current mode control including simpler loop closing, volt
age feed-forward, parallelability with current sharing, pulse-by-pulse cur
rent limiting, and push-pull symmetry correction are readily achievable with 
the UCC1806 series. 

(continued) 
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Pin numbers refer to DIL-16 package. 
UOG-99035 

02199 
3-180 



ABSOLUTE MAXIMUM RATINGS 
Supply Voltage, Low Impedance (Pin 15) ............. +15V 
Supply Current, High Impedance (Pin 15) ........... +25mA 
Output Supply Voltage (Pin 13) ..................... + 18V 
Output Current, Continuous Source or Sink ......... ±200mA 
Output Current, Gate Drive ...................... ±500mA 
Analog Input Voltage (Pin 3, 4, 5, 6, 16) .. -0.3V to +VIN +0.3V 
Sync Output Current(Pin 10) ..................... ±30mA 
Error Amplifier Output Current (Pin 7) . +1 OmA/- (Self Limiting) 
Power Dissipation at T A = 25°C (Note 3) ........... 1000mW 
Power Dissipation at T c = 25°C (Note 3) ........... 2000mW 
Storage Temperature Range .............. 65°C to +150°C 
Lead Temperature (soldering, 10 seconds) .......... +300°C 

Note 1. All voltages are with respect to Ground, Pin 12. 

Note 2. Currents are positive into, negative out of the specified 
terminal. 

Note 3. Consult packaging section of databook for thermallimi
tations and considerations of package. 

Note 4. Pin numbers refer to DIL -16 package. 

CONNECTION DIAGRAMS 

OIL-16 (Top View) 
J or N, OW PACKAGE 

DESCRIPTION (continued) 

UCC1806 
UCC2806 
UCC3806 

These devices are available with multiple package op
tions for both through-hole and surface mount applica
tions; and in commercial, industrial, and military 
temperature ranges. Contact factory for availability. 

The UCC1806 is specified for operation from -55°C to 
+125°C, the UCC2806 is specified for operation from 
-40°C to +85°C, and the UCC3806 is specified for oper
ation from O°C to +70°C. The part is available in DIP and 
SOIC packages. 

PLCC-20, LCC-20 (Top View) 
Q, LPACKAGE 

N/C---, 
CURLIM 

VREF 

CS-
CS+ 
N/C 

NI 
INV 

COMP 
CT 

6 
7 
8 

SHUTDOWN 
VIN 

BOUT 
17 VC 
16 N/C 
15 GND 

AOUT 

SYNC 
RT 
N/C 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these specifications hold for T A = -55°C to + 125°C for the 
UCC1806, -40°C to +85°C for the UCC2806, and O°C to +70°C for the UCC3806; VIN = 12V, RT = 33k, CT = 330pF, 
C BYPASS on VREF = 0.01I!F, TA= TJ. 

PARAMETER TEST CONDITION UCC1806 I UCC2806 UCC3806 UNITS 

MIN TVP MAX MIN TVP MAX 

Reference Section 

Output Voltage TJ = 25°C, 10 = 0.2mA 5.02 5.10 5.17 5.00 5.10 5.20 V 

Load Regulation 0.2mA < '0 < 5mA 3 25 3 25 mV 

Temperature Stability (Note 5) 0.2 0.6 0.2 0.6 mV/oC 

Total Output Variation Line, Load, Temperature (Note 7) -150 150 -150 150 mV 

Output Noise Voltage 10Hz::; f::; 10kHz, TJ = 25°C 70 70 !LV 
(Note 5) 

Long Term Stability T A = 125"C, 1000 Hours (Note 5) 5 25 5 25 mV 

Output Short Circuit -10 -30 -10 -30 mA 
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UCC1806 
UCC2806 
UCC3806 

ELECTRICAL CHARACTERI$TICS: Unless otherwise stated, these specifications hold for T A = '-55°C to + 125°C for the 
UCC1806, -40°C to +85°C for the UCC2806, and O°C to +70°C for the UCC3806; VIN = 12V, RT = 33k, CT = 330pF, 
CBYPASS on VREF= 0.01uF, TA = TJ. 

PARAMETER TEST CONDITION UCC18061 UCC2806 UCC3806 UNITS 

MIN TYP MAX MIN TYP MAX 

Oscillator Section 

Initial Accuracy TJ = 25°C 42 47 52 42 47 52 kHz 

Tem~erature Stability T MIN < T A < T MAXjNote 5) 2 2 % 

Amplitude 2.35 2.35 V 

SYNC Delay to Outputs Pin 8 = OV, Pin 9 = VREF, 50 125 50 100 ns 
VSYNC = 0.8V to 2.0V 

Discharge Current TJ = 25°C, VPIN 8 = 2.0V 2 2 mA 

SYNC, VOL lOUT = +1mA 0.4 0.4 V 

SYNC, VOH IOUT=-4mA 2.4 2.4 V 

SYNC, VIL Pin 8 = OV, Pin 9 = VREF 0.8 0.8 V 

SYNC, VIH Pin 8 = OV, Pin 9 = VREF 2.0 2.0 V 

SYNC Input Current -1 +1 -1 +1 J.lA. 
Error Amplifier Section 

Input Offset Voltage 5 10 mV 

Input Bias Current -1 -1 J.lA. 
Input Offset Current 500 500 nA 

Common Mode Range 0 VIN-2 0 VIN-2 V 

Open Loop Gain Vo=1.0t04.0 80 100 80 100 dB 

Unity Gain Bandwidth 1 1 MHz 

Output Sink Current VID < -20mV, VPIN 7 = 1.0V 1 1 mA 

Output Source Current VIO < 20mV, VPIN 7 = 3.0V -80 -120 -80 -120 J.lA. 
Output High Level VID=-50mV 4.5 4.5 V 

Output Low Level VID=-50mV 0.5 0.5 V 

Current Sense Amplifier Section 

Amplifier Gain VPIN 3 = OV, VPIN 1 = VREF (Notes 3,4) 2.75 3 3.35 2.75 3 3.35 VN 
Maximum Differential Input VPIN 1 = VREF, VPIN 5 = VREF, 1.1 1.1 V 
Signal (VPIN 4 - VPIN 3) VPIN6=OV 

Input Offset Voltage VPIN 1 = 0.5V, VPIN 7 = OPEN 10 30 10 50 mV 

CMRR VCM = 0 to VIN- 3.5 60 60 dB 

PSRR 56 56 dB 

Input Bias Current VPIN 1 = 0.5V, PIN 7 OPEN (Note 3) -1 -1 J.lA. 
Input Offset Current VPIN 1 = 0.5V, PIN 7 OPEN (Note 3) 1 1 J.lA. 
Delay to Outputs VPIN 5 = VREF, PIN 6 = 0, PIN 1 = 2.75V, 125 175 125 175 ns 

PIN 4 - PIN 3 = 0 to 1.5V step (Note 6) 

Current Limit Adjust Section 

Current Limit Offset VPIN 3 = 0, VPIN 4 = 0, PIN 7 = op_en 0.40 0.50 0.60 0.40 0.50 0.60 V 

Input Bias Current 1 1 J.lA. 
Minimum Latching Current 300 200 300 200 J1t. 
Maximum Non-Latching 200 80 200 80 J.lA. 
Current 

Shutdown Terminal Section 

Threshold Voltage 0.94 1.00 1.06 0.9 1.0 1.1 V 

Input Voltage Range 0 VIN 0 VIN V 

Delay to Outputs VPIN 16 = 0 to 1.3V 75 150 75 150 ns 

3-182 



UCC1806 
UCC2806 
UCC3806 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these specifications hold for T A = -55°C to + 125°C for the 
UCC1806, --40°C to +85°C for the UCC2806, and O°C to +70°C for the UCC3806; VIN = 12V, RT = 33k, CT = 330pF, 
C V F T T BYPASS on REF = 0.01~1 , A= J. 

PARAMETER TEST CONDITION UCC18061 UCC2806 UCC3806 UNITS 

MIN TYP MAX MIN TYP MAX 

Output Section 

Output SUPlllyVoltalle 2.5 15 2.5 15 V 

Output Low Level ISINK=20mA 100 300 100 200 mV 

ISINK = 100mA 0.40 1.1 0.40 1.1 V 

Output High Level ISOURCE = -20mA 11.6 11.9 11.6 11.9 V 

ISOURCE = -1 OOmA 11 11.6 11 11.6 V 

Rise Time T J = 25°C, CLOAD = 1000pF 35 65 35 65 ns 

Fall Time T J = 25°C, CLOAD = 1000pF 35 65 35 65 ns 

Under Voltage Lockout Section 

Startup Current VIN < Start Threshold 50 100 50 100 ~ 
Operating Supply Current 1 1.4 1 1.4 mA 

VIN Shunt Voltage IVIN= 10mA 15 17.5 15 17.5 V 

Startup Threshold 6.5 7.5 8 6.5 7.5 8 V 

Threshold Hysteresis 0.75 0.75 V 

Note 1: All voltages are with respect to Ground, Pin 12. 

Note 2: Currents are positive into, negative out of the specified terminal. 

Note 3: Parameters measured at trip point of latch with VPIN 5 = VREF, VPIN 6 = OV. 

Note 4: Amplifier gain defined as: G = delta change at Pin 71delta change forced at Pin 4 delta voltage at Pin 4 = 0 to 1V. 

Note S: Guaranteed by design. Not 100% tested in production. 

Note 6: Current Sense Amp output is slew rate limited to provide noise immunity. 

Note 7: Line Range = 10V to 1SV, Load Range = 0.2mA to SmA. 

PIN DESCRIPTIONS 

AOUT and BOUT: AOUT and BOUT provide altemating 
high current gate drive for the extemal MOSFETs. Duty 
cycle can be varied from 0 to 50% where minimum dead 
time is a function of CT. Both outputs use MOS transistor 
switches with inherent anti-parallel body diodes to clamp 
voltage swings to the supply rails, allowing operation 
without the use of clamp diodes. 

COMP: COMP is the output of the error amplifier and the 
input of the PWM comparator. The error amplifier is a low 
output impedance, 2MHz operational amplifier which al
lows sinking or sourcing of current at the COMP pin. The 
error amplifier is intemally current limited, so that zero 
duty cycle can be commanded by extemally forcing 
COMPtoGND. 

CS-: CS- is the inverting input of the 3X, differential cur
rent sense amplifier. 

CS+: CS+ is the non-inverting input of the 3X, differential 
current sense amplifier. 

CT: CT is the oscillator timing capacitor connection pOint, 
which is charged by the current set by RT. CT is dis
charged to GND through a 2.6mA current sink. This 
causes a linear discharge of CT to zero volts which then 
initiates the next switching cycle. Dead time occurs dur
ing the discharge of CT, forcing AOUT and BOUT low. 
Switching frequency (fs) and dead time (td) are approxi
mated by: 

fs= 1 andtd=961.CT 
2.RT.CT+td 

CURLIM: CURLIM programs the primary current limit 
threshold and determines whether the device will latch 
off or retry after an overcurrent condition. When a shut
down signal is generated, a 2001lA current source to 
ground pulls down on CURLIM. If the voltage on the pin 
remains above 350mV the device remains latched and 
the power must be cycled to restart. If the voltage on the 
pin falls below 350mV, the device attempts a restart. The 
voltage threshold is typically set by a resistor divider from 
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PIN DESCRIPTIONS (continued) 

VREF to ground. To calculate the current limit adjust volt
age threshold the following equations can be used; 

Current Limit Adjust Latching Mode Voltage: 

V = V REF - (R1. 300 IJA) > 3S0mV 

1+ R1 
R2 

Current Limit Adjust Non-Latching Mode Voltage: 

V = V REF - (R1. 80 IJA) > 3S0mV 

1+ R1 
R2 

where R1 is the resistance from the VREF to CURLIM 
and R2 is the resistance from CURLIM to GND. 

GND: GND is the reference ground and power ground for 
all functions of this part. Bypass and timing capacitors 
should be connected as close as possible to GND. 

INV: INV is the inverting input of the error amplifier and 
has a common mode range from OV to VIN -2V. 

NI: NI is the non-inverting input of the error amplifier and 
has a common mode range from OV to VIN -2V. 

RT: RT is the connection point for the oscillator timing re
sistor. It has a low impedance input and is nominally at 
1.2SV. The current through RT is mirrored to the timing 
capacitor pin, CT. This causes a linear charging of CT 
from OV to 2.3SV. Note that the current mirror is limited to 
a maximum of 1001lA so RT must be greater than 12.Sk. 

TYPICAL CHARACTERISTICS 
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Figure 1. Error amplifier gain and phase response. 
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UCC1806 
UCC2806 
UCC3806 

SHUTDOWN: The SHUTDOWN pin is provided for en
hanced protection. When SHUTDOWN is driven above 
1V, AOUTand BOUT are forced low. 

SYNC: SYNC is a bi-directional pin, allowing or providing 
extemal synchronization with TTL compatible thresholds. 
In a typical application RT is connected through a timing 
resistor to GND which allows the intemal oscillator to free 
run. In this mode SYNC outputs a TTL compatible pulse 
during the oscillator dead time (when CT is being dis
charged). If RT is forced above 4.4V, SYNC acts as an 
input with TTL compatible thresholds and the intemal os
cillator is disabled. When SYNC is high, greater than 2V 
the outputs are held active low. When SYNC retums low, 
the outputs may be high until the on-time is terminated 
by the normal peak current Signal, a fault seen at SHUT
DOWN or the next high assertion of SYNC. Multiple 
UCC3806s can be synchronized by a single master 
UCC3806 or external clock. 

VC: VC is the input supply connection for the FET drive 
outputs and has an input range of 2.SV to 1SV. VC 
should be capacitively bypassed for proper operation. 

VIN: VIN is the input supply connection for this device. 
The UCC1806 has a maximum startup threshold of 8V 
and internally limited by means of a 1SV shunt regulator. 
The shunted supply current must be limited to 2.SmA. 
For proper operation, VIN must be bypassed to GND 
with at least a 0.01j.1F ceramic capacitor. 

VREF: VREF is a S.1 V ±1 % trimmed reference output with 
a SmA maximum available current. VREF must be by
passed to GND with at least a 0.1j.1F ceramic capaCitor 
for proper operation. 
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Figure 2. Oscillator frequency VB. temperature. 
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TYPICAL CHARACTERISTICS (continued) 
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Design Equations 
for Oscillator: 

--

1 
Fosc=----

TRAMP + T FALL 

TRAMP = 1.92- RT - CT 

T _ 2.4-CT 
FALL - 125 

0.002-
RT 

Dead Time = T FALL 
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Figure 4. Supply current vs. oscillator frequency. Figure 5. Maximum duty cycle vs. frequency. 
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TYPICAL APPLICATION 
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UNITRODE CORPORATION 
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~UNITRODE 
lapPlicationl1 

I~ I available I 

UCC1807-1/-21-3 
UCC2807-1/-21-3 
UCC3807-1/-21-3 

Programmable Maximum Duty Cycle PWM Controller 
FEATURES 
• User Programmable Maximum PWM 

Duty Cycle 

• 100J,LA Startup Current 

• Operation to 1 MHz 

• Internal Full Cycle Soft Start 

• Internal Leading Edge Blanking of 
Current Sense Signal 

• 1 A Totem Pole Output 

BLOCK DIAGRAM 

DESCRIPTION 
The UCC3807 family of high speed, low power integrated circuits contains 
all of the control and drive circuitry required for off-line and DC-to-DC fixed 
frequency current mode switching power supplies with minimal external 
parts count. 

These devices are similar to the UCC3800 family, but with the added fea
ture of a user programmable maximum duty cycle. Oscillator frequency and 
maximum duty cycle are programmed with two resistors and a capacitor. 
The UCC3807 family also features internal full cycle soft start and internal 
leading edge blanking of the current sense input. 

The UCC3807 family offers a variety of package options, temperature 
range options, and choice of critical voltage levels. The family has UVLO 
thresholds and hysteresis levels for off-line and battery powered systems. 
Thresholds are shown in the table below. 

Part Number Turn-on Threshold Turn-off Threshold 

UCCxB07-1 7.2V 6.9V 

UCCxB07-2 12.5V B.3V 
UCCxB07-3 4.3V 4.1V 

FB COMP CS 
r---------------------------- 3 --- 2 ----------------

OVER 
CURRENT 

~'~------------------~------+_--~r_~ 

I 
I 
I 
I 
I 
I 
I 
I 
I 
I 

1.5V 

SOFT START 

I _ 

2.0V 

2.2V 

L _________________________________________ _ 
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ABSOLUTE MAXIMUM RATINGS 
Supply Voltage (100 ::;;10mA) ....................... 13.5V 
Supply Current ................................. 30mA 
OUT Current .................................... ±lA 
Analog Inputs (FB, CS) ............. -o.3V to (VDD + 0.3V) 
Power Dissipation at TA +25°C (N or J packages) ....... ; lW 
Power Dissipation at T A +25°C (D package) .......... 0.65W 
Storage Temperature ................... -65°C to +150°C 
Junction Temperature ................... -65°C to +150°C 
Lead Temperature (Soldering, 10 sec.) ............. +300°C 

All currents are positive into, negative out of the specified ter
minal. Consult Packaging Section of Databook for thermallimi
tations and considerations of packages. 

ORDERING INFORMATION 

UCC B070 - 0 

~ UVLO Threshold 
Package 

'--------- Temperature Range 

CONNECTION DIAGRAMS 

DlL-8, SOIC-8, (Top View) 
J or N, 0 Packages 

TRIG 

COMP 

FB 

CS 

UCC1807-1/-21-3 
UCC2807-1/-21-3 
UCC3807-1/-21-3 

DISCH 

VDD 

OUT 

GND 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated these specifications apply for T A = -55°C to + 125°C for 
UCC1B07-1/-21-3; -40°C to +B5°C for UCC2B07-1/-21-3; and O°C to +70°C for UCC3B07-1/-21-3; VDD = 10V (Note 6), RA = 12kn, 
Rs - 4 7kn CT - 330pF 1 OJ.1F capacitor from VDD to GND T A - T J - - , , -

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

Oscillator Section Section 

Frequency 175 202 228 kHz 

Temperature Stability (Note 5) 2.5 % 

Amplitude I (Note 1) 1/3VDD V 

Error Amplifier Section 

Input Voltage COMP=2.0V 1.95 2.00 2.05 V 

Input Bias Current -1 1 IJA 
Open Loop Voltage Gain 60 80 dB 

COMP Sink Current FB = 2.2V, COMP = 1.0V 0.3 2.5 rnA 

COMP Source Current FB = 1.3V, COMP = 4.0V -0.2 -0.5 rnA 

PWM Section 

Maximum Duty Cycle 75 78 81 % 

Minimum Duty Cycle COMP=OV 0 % 

Current Sense Section 

Gain (Note 2) 1.1 1.65 1.8 VN 

Maximum Input Signal COMP = 5.0V (Note 3) 0.9 1.0 1.1 V 

Input Bias Current -200 200 nA 

CS Blank Time 50 100 150 ns 

Overcurrent Threshold 1.4 1.5 1.6 V 

COMP to CS Offset CS=OV 0.55 1.1 1.65 V 

Output Section 

OUT Low Level 1= 100mA 0.4 1 V 

OUT High Level I =-100mA, VDD - OUT 0.4 1 V 

Rise/Fall Time CL = 1 nF (Note 5) 20 100 ns 
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UCC1807·1/·21·3 
UCC2807·1/·21·3 
UCC3807·1/·21·3 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated these specifications apply for T A = -55°C to + 125°C for 
UCC1807-1/-21-3; -40°C to +85°C for UCC2807-1/-21-3; and O°C to +70°C for UCC3807-1/-21-3; VDD = 10V (Note 6), RA = 12kn, 
Rs = 4 7kn CT = 330pF 1 O/lF capacitor from VDD to GND T A = TJ , , , 

PARAMETER TEST CONDITIONS 

Undervoltage Lockout Section 

Start Threshold UCCx807-1 (Note 4L 
UCCx807-2 

UCCx807-3 

Minimum Operating Voltage After Start UCCx807-1 (Note 4) 

UCCx807-2 

UCCx807-3 

Hysteresis UCCx807-1 

UCCx807-2 

UCCx807-3 

Soft Start Section 

COMP Rise Time FB = 1.8V, From 0.5V to 4.0V 

Overall Section 

Startup Current VDD < Start Threshold (UCCx807-1,-3) 

VDD < Start Threshold (UCCx807-2) 

Operating Supply Current FB = OV, CS = OV, No Load (Note 7) 

VDD Zener Shunt Voltage 100= 10mA 

Shunt to Start Difference 

Note 1: Measured at TRIG; signal minimum = 1/3 VDD, maximum = 213 VDD. 

Note 2: Gain is defined by: A = i\ VCOMP , 0:'> Vcs :'> 0.8V 
i\Vcs 

Note 3: Parameter measured at trip point of latch with FB at OV. 
Note 4: Start Threshold and Zener Shunt thresholds track one another. 
Note 5: Guaranteed by design. Not 100% tested in production. 
Note 6: Adjust VDD above the start threshold before setting at 10V for UCC3807-2. 
Note 7: Does not include current in external timing RC network. 

PIN DESCRIPTIONS 

MIN TYP MAX UNITS 

6.6 7.2 7.8 V 

11.5 12.5 13.5 V 

4.1 4.3 4.5 V 

6.3 6.9 7.5 V 

7.6 8.3 9.0 V 

3.9 4.1 4.3 V 

0.1 0.3 0.5 V 

3.5 4.2 5.1 V 

0.1 0.2 0.3 V 

4 ms 

0.1 0.2 rnA 

0.15 0.25 rnA 

1.3 2.1 rnA 

12.0 13.5 15.0 V 

0.5 1.0 V 

COMP: COMP is the output of the error amplifier and the 
input of the PWM comparator. The error amplifier in the 
UCC3807 is a low output impedance, 2MHz operational 
amplifier. COMP can both source and sink current. The 
error amplifier is internally current limited, which allows 
zero duty cycle by externally forcing COMP to GND. 

affected by the leading edge blanking and the CS to 
OUT propagation delay. 

The UCC3807 family features built-in full cycle soft start. 
Soft start is implemented as a clamp on the maximum 
COMP Voltage. 

CS: Current sense input. There are two current sense 
comparators on the chip, the PWM comparator and an 
overcurrent comparator. 

The overcurrent comparator is only intended for fault 
sensing. Exceeding the overcurrent threshold causes a 
soft start cycle. 

FB: The inverting input to the error amplifier. For best 
stability. keep connections to FB as short as possible 
and stray capacitance as small as possible. 

GND: Reference ground and power ground for all func
tions of the part. 

OUT: The output of a high current power driver capable 
of driving the gate of a power MOSFET with peak cur
rents exceeding 1 A. OUT is actively held low when VDD 
is below the UVLO threshold. 

The UCC3807 also contains a leading edge blanking cir
cuit, which disconnects the external CS signal from the 
current sense comparator during the 100ns interval im
mediately following the rising edge of the signal at the The high current power driver consists of MOSFET out
OUT pin. In most applications, no analog filtering is re- put devices in a totem pole configuration. This allows the 
quired on CS. Compared to an external RC filtering tech- output to switch from VDD to GND. The output stage 
nique, leading edge blanking provides a smaller effective also provides a very low impedance which minimizes 
CS to OUT propagation delay. Note, however, that the overshoot and undershoot. In most cases, external 
minimum non-zero on-time of the OUT signal is directly Schottky clamp diodes are not required. 
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PIN DESCRIPTIONS (cont.) 
TRIG/DISCH: Oscillator control pins. Trig is the oscillator 
timing input, which has an RC-type charge/discharge sig
nal controlling the chip's internal oscillator.· DISCH is the 
pin which provides the low impedance discharge path for 
the external RC network during normal operation. Oscil
lator frequency and maximum duty cycle are computed 
as follows: 

1.4 
frequency = ( ) 

RA +2Ra CT 

RA +Ra 
duty cycle = -::-'-'---='"-

RA +2Ra 

as shown in Figure 1. 

UCC1807-1/-21-3 
UCC2807-1/-21-3 
UCC3807-1/-21-3 

For best performance, keep the lead from CT to GND as 
short as possible. A separate ground connection for CT is 
desirable. The minimum value of RA is 10kQ, the mini
mum value of Rs is 2.2kQ, and the minimum value of CT 
is 47pF. 

VDD: The power input connection for this device. Total 
VDD current is the sum of quiescent current and the av
erage OUT current. Knowing the operating frequency 
and the MOSFET gate charge (Og), average OUT cur· 
rent can be calculated from 

lOUT = Og • F, where F is frequency. 

To prevent noise problems, bypass VDD to GND with a 
ceramic capacitor as close to the chip as possible in par
allel with an electrolytic capacitor. 

r--------------------, 
I Rs 
I 8 DISCH Voo 

TRIG 
R 

R 

R 

APPLICATIONS INFORMATION 

RA 

'--_----j 7 VDD 

S OUTPUT 

Figure 1. Oscillator Block Diagram 

T1: 

Ireq= __ --'1'-'.4'--_ 
(RA+2Rs )CT 

tH=0.7(RA+Rs )CT 

tL =0. 7(Rs)C T 

UDG·95002-1 

The circuit shown in Fig_ 2 illustrates the use of the 
UCC3807 in a typical off-line application. The 100W, 
200kHz, universal input forward converter produces a 
regulated 12VDC at 8 Amps_ The programmable maxi
mum duty cycle of the UCC3807 allows operation down 
to 80VRMS and up to 265VRMS with a simple RCD 
clamp to limit the MOSFET voltage and provide core re
set. In this application the maximum duty cycle is set to 
about 65%_ Another feature of the design is the use of a 
flyback winding on the output filter choke for both boot
strapping and voltage regulation. This method of loop clo
sure eliminates the optocoupler and secondary side 
regulator, common to most off-line designs, while provid-

Core Magnetics Inc. #P-42625-UG (ungapped) 
Primary: 28 turns of 2x #26AWG 
Secondary: 6 turns of 50xO.2mm Litz wire 
L1: 
Core: Magnetics Inc. #P-42625-SG-37 (0.020" 

gap) 
Main Winding: 13 turns of 2x #18AWG 
Second Winding: 11 turns of #26AWG 
Magnetics Inc. 
900 E. Butler Road 
P.O_ Box 391 
Butler, PA 16003 

ing good line and load regulation. . . 
Tel: (412) 282-8282 
Fax: (412) 282-6955 
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APPLICATIONS INFORMATION cont. 
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Figure 2. Typical Off-line Application Using UCC3807-2 

UNITRODE CORPORATION 
7 CONTINENTAL BLVD .• MERRIMACK, NH 03054 
TEL (803) 424-2410· FAX (603) 424-3460 
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~UNITRODE UCC1S0S-1/-2 
UCC2S0S-1/-2 
UCC3S0S-1/-2 

Low Power Current Mode Push-Pull PWM 
FEATURES 
• 1301JA Typical Starting Current 

• 1 mA Typical Run Current 

• Operation to 1 MHz 

• Intemal Soft Start 

• On Chip Error Amplifier With 2MHz 
Gain Bandwidth Product 

• On Chip VDD Clamping 

• Dual Output Drive Stages In Push-Pull 
Configuration 

• Output Drive Stages Capable Of 
500mA Peak Source Current, 1 A 
Peak Sink Current 

BLOCK DIAGRAM 

FB 

1-------------------------

DESCRIPTION 
The UCC3808 is a family of BiCMOS push-pull, high-speed, low power, 
pulse width modulators. TheUCC3808 contains all of the control and drive 
circuitry required for off-line or DC-to-DC fixed frequency current-mode 
switching power supplies with minimal external parts count. 

The UCC3808 dual output drive stages are arrariged in a push-pull configu
ration. Both outputs switch at half the oscillator frequency using a toggle 
flip-flop. The dead time between the two outputs is typically 60ns to 200ns 
depending on the values of the timing capacitor and resistors, thus limits 
each output stage duty cycle to less than 50%. 

The UCC3808 family offers a variety of package options temperature range 
options, and choice of undervoltage lockout levels. The family has UVLO 
thresholds and hysteresis options for off-line and battery powered systems. 
Thresholds are shown in the table below. 

Part Number Turn on Threshold Turn off Threshold 
UCCxBOB-1 12.5V B.3V 
UCCxBOB-2 4.3V 4.1V 

COMP CS 

---------------------------------------------1 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 

r-r---------------~----------~--_t============~----~----------------~~ voo 
14V 

~------------+-------~------~~--------+_----------------~----------~5 GND 
I 
I 

----------------------------------------------------- 4 -------------------------------------~ 
RC rV\ 

UDG·99076 
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ABSOLUTE MAXIMUM RATINGS 
Supply Voltage (100 S10mA) ........................ 15V 
Supply Current ................................. 20mA 
OUTAlOUTB Source Current (peak) ................ -o.5A 
OUT AlOUTB Sink Current (peak) ................... 1.0A 
Analog Inputs (FB, CS) . -0.3V to VDD+0.3V, not to exceed 6V 
Power Dissipation at TA = 25°C (N Package) ............ 1W 
Power Dissipation at TA = 25°C (0 Package) ........ 650mW 
Storage Temperature ................... -65°C to +150°C 
Junction Temperature ................... -55°C to +150°C 
Lead Temperature (Soldering, 10sec.) ............. +300°C 

Currents are positive into, negative out of the specified terminal. 
Consult Packaging Section of Databook for thermal limitations 
and considerations of package. 

ORDER INFORMATION 

UCC D sos D -D 
I I L-UVLO THRESHOLD 

'----PACKAGE 
TEMPERATURE RANGE 

CONNECTION DIAGRAM 

OIL-a, SOIC-8 (Top View) 
J or N Package, 0 Package 

COMP 

FB 

CS 

RC 

UCC1S0S-1/-2 
UCC2S0S-1/-2 
UCC3S08-1/-2 

VDD 

OUTA 

OUTB 

GND 

ELECTRICAL CHARACTERISTICS: Unless otherwise specified,TA = O°C to 70°C for the UCC3S0S-X, -40°C to 85°C for 
the UCC2S0S-X and -55°C to 125°C for the UCC1S0S-X, VDD = 10V (Note 6), 1lJF capacitor from VDD to GND, R = 22kn, 
C = 330pF. TA=TJ. 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

Oscillator Section 

Oscillator Frequency 175 194 213 kHz 

Oscillator AmplitudeNDD I (Note 1) 0.44 0.5 0.56 VN 

Error Amplifier Section 

Input Voltage COMP=2V 1.95 2 2.05 V 

Input Bias Current -1 1 !IA 
Open Loop Voltage Gain 60 SO dB 

COMP Sink Current FB = 2.2V, COMP = 1V 0.3 2.5 rnA 

COMP Source Current FB = 1.3V, COMP = 3.5V -0.2 -0.5 rnA 

PWM Section 

Maximum Dutv Cvcle Measured at OUTA or OUTB 4S 49 50 % 
Minimum Duty Cycle COMP=OV 0 % 

Current Sense Section 

Gain I (Note 2) 1.9 2.2 2.5 VN 

Maximum Input Signal COMP = 5V (Note 3) 0.45 0.5 0.55 V 

CS to Output Delay COMP = 3.5V, CS from 0 t6 600mV 100 200 ns 

CS Source Current -200 nA 

CS Sink Current CS = 0.5V, RC = 5.5V (Note 7) 5 10 rnA 

Over Current Threshold 0.7 0.75 O.S V 

COMP to CS Offset CS=OV 0.35 O.S 1.2 V 

Output Section 

OUT Low Level 1= 100mA 0.5 1 V 

OUT High Level I = -50mA, VDD - OUT 0.5 1 V 

Rise Time CL = 1nF 25 60 ns 

Fall Time CL=1nF 25 60 ns 

Undervoltage Lockout Section 

Start Threshold UCCxSOS-1{Note 6) 11.5 12.5 13.5 V 

UCCxSOS-2 4.1 4.3 4.5 V 
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UCC1S0S-1/-2 
UCC2S0S-1/-2 
UCC3S0S-1/-2 

ELECTRICAL CHARACTERISTICS: Unless otherwise specified,TA = O°C to 70°C for the UCC3S0S-X, -40°C to S5°C for 
the UCC2S0S-X and -55°C to 125°C for the UCC1S0S-X, VDD = 10V (Note 6), 11JF capacitor from VDD to GND, R = 22kn, 
C = 330pF. TA= TJ. 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

Undervoltage Lockout Section (cont.) 

Minimum Operating Voltage After Start UCCxSOS-1 7.6 S.3 9 V 

UCCxSOS-2 3.9 4.1 4.3 V 

Hysteresis UCCxSOS-1 3.5 4.2 5.1 V 

UCCxSOS-2 0.1 0.2 0.3 V 

Soft Start Section 

COMP Rise Time FB = 1.SV, Rise from 0.5V to 4V 3.5 20 ms 

Overall Section 

Startup Current VOD < Start Threshold 130 260 IIA 
Operating Supply Current FB = OV, CS = OV (Note 5 and 6) 1 2 rnA 

VDD Zener Shunt Voltage 100 = 10mA (Note 4) 13 14 15 V 
Note 1: Measured at RC. Signal amplitude tracks VDD. 

Note 2: Gain is defined by A = A :~;P, 0 ~Vcs ~.411. 
Note 3: Parameter measured at trip point of latch with FB at Oil. 
Note 4: Start threshold and Zener Shunt threshold track one another. 
Note 5: Does not include current in the external oscillator network. 
Note 6: For UCCx808-1, set VDD above the start threshold before setting at 1011. 
Note 7: The internal current sink on the CS pin is designed to discharge an external filter capacitor. It is not intended to be a DC 

sink path. 

PIN DESCRIPTIONS 
COMP: COMP is the output of the error amplifier and the 
input of the PWM comparator. The error amplifier in the 
UCC3808 is a true low-output impedance, 2MHz opera
tional amplifier. As such, the COMP pin can both source 
and sink current. However, the error amplifier is internally 
current limited, so that zero duty cycle can be externally 
forced by pulling COMP to GND. 

The UCC3808 family features built-in full cycle soft start. 
Soft start is implemented as a clamp on the maximum 
COMP voltage. 

CS: The input to the PWM, peak current, and 
overcurrent comparators. The overcurrent comparator is 
only intended for fault sensing. Exceeding the 
overcurrent threshold will cause a soft start cycle. An in
ternal MOSFET discharges the current sense filter ca
paCitor to improve dynamic performance of the power 
converter. 

FB: The inverting input to the error amplifier. For best 
stability, keep FB lead length as short as possible and FB 
stray capacitance as small as possible. 

GND: Reference ground and power ground for all func
tions. Due to high currents, and high frequency operation 
of the UCC3808, a low impedance circuit board ground 
plane is highly recommended. 

OUTA and OUTB: Alternating high current output stages. 
Both stages are capable of driving the gate of a power 
MOSFET. Each stage is capable of 500mA peak source 
current, and 1A peak sink current. 

The output stages switch at half the oscillator frequency, 
in a push/pull configuration. When the voltage on the RC 
pin is rising, one of the two outputs is high, but during fall 
time, both outputs are off. This "dead time" between the 
two outputs, along with a slower output rise time than fall 
time, insures that the two outputs can not be on at the 
same time. This dead time is typically 60ns to 200ns and 
depends upon the values of the timing capacitor and re
sistor. 

The high-current output drivers consist of MOSFET out
put devices, which switch from VDD to GND. Each output 
stage also provides a very low impedance to overshoot 
and undershoot. This means that in many cases, external 
schottky clamp diodes are not required. 

RC: The oscillator programming pin. The UCC3808's os
cillator tracks VDD and GND internally, so that variations 
in power supply rails minimally affect frequency stability. 
Fig. 1 shows the oscillator block diagram. 

Only two components are required to program the oscil
lator, a resistor (tied to the VDD and RG), and a capaci
tor (tied to the RC and GND). The approximate oscillator 
frequency is determined by the simple formula: 
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PIN DESCRIPTIONS (cont.) 
1.41 

'OSCILLATOR = RC 

where frequency is in Hertz, resistance in Ohms, and ca
pacitance in Farads. The recommended range of timing 
resistors is between 1 Okn and 200kn and range of timing 
capacitors is between 100pF and 1000pF. Timing resis
tors less than 10knshould be avoided. 

For best performance, keep the timing capacitor lead to 
GND as short as possible, the timing resistor lead from 
VDD as short as possible, and the leads between timing 
components and RC as short as possible. Separate 
ground and VDD traces to the external timing network 
are encouraged. 

UCC1S0S-1/-2 
UCC2S0S-1/-2 
UCC3S0S-1/-2 

VOO: The power input connection for this device. Al
though quiescent VDD current is very low, total supply 
current will be higher, depending on OUTA and OUTS 
current, and the programmed oscillator frequency. Total 
VDD current is the sum of quiescent VDD current and 
the average OUT current. Knowing the operating fre
quency and the MOSFET gate charge (Og), average 
OUT current can be calculated from 

lOUT = Og • F, where F' is frequency. 

To prevent noise problems, bypass VDD to GND with a 
ceramic capacitor as close to the chip as possible along 
with an electrolytic capacitor. A 1 ~ decoupling capacitor 
is recommended. 

r---------------------------l 
I I 
I I 

RCI I 
I 

fV\ +-----j 4 I 
I J- _V~_D : 

I 
I 

--ILfl I 
S Q I 
R OSCILLA TOR I 

OUTPUT : 

I 

FREQ = ~~ 
(APPROXIMA TE 
FREQUENCY) 

UDG·97009 

The oscillator generates a sawtooth waveform on RC. During the RC rise time, the output stages alternate on time, but both 
stages are off during the RC fall time. The output stages switch a Ul the oscillator frequency, with guaranteed duty cycle of < 
50% for both outputs. 

Figure 1. Block diagram for oscillator. 

APPLICATION INFORMATION 
A 200kHz push-pull application circuit with a full wave rec
tifier is shown in Fig. 2. The output, Yo, provides 5V at 
75W maximum and is electrically isolated from the input. 
Since the UCC3808 is a peak current mode controller the 
2N2222A emitter following amplifier (buffers the CT wave
form) provides slope compensation which is necessary for 
duty ratios greater than 50%. Capacitor decoupling is very 
important with a single ground IC controller and a 11lF is 
suggested as close to the IC as possible. The controller 
supply is a series RC for startup, paralleled with a bias 
winding on the output inductor used in steady state oper
ation. 

Isolation is provided by an optocoupler with regulation 
done on the secondary side using the UC3965 Precision 
Reference with Low Offset Error Amplifier. Small signal 
compensation with tight voltage regulation is achieved 
using this part on the secondary side. Many choices ex
ist for the output inductor depending on cost, volume, 
and mechanically strength. Several design options are 
iron powder, molypermalloy (MPP), or a ferrite core with 
an air gap as shown here. The main power transformer 
is a low profile deSign, EFD size 25, using Magnetics 
Inc. P material which is a good choice at this frequency 
and temperature. The input voltage may range from 36V 
dc to 72V dc. Refer to application note U-170 for addi
tion design information. 
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TYPICAL CHARACTERISTIC CURVES 
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FIgure 3. TYPIcal oscillator frequency. 
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~UNITROCE 
UCC1809-1/-2 
UCC2809-1/-2 
UCC3809-1/-2 

Economy Primary Side Controller 
FEATURES 
• User Programmable Soft Start With 

Active Low Shutdown 

• User Programmable Maximum Duty 
Cycle 

• Accessible 5V Reference 

• Undervoltage Lockout 

• Operation to 1 MHz 

• O.4A Source/O.8A Sink FET Driver 

• Low 1001lA Startup Current 

PART TURN ON TURNOFF 
NUMBER THRESHOLD THRESHOLD 

UCCX809-1 10V 8V 
UCCX809-2 15V 8V 

TYPICAL APPLICATION DIAGRAM 

DESCRIPTION 
The UCC3809 family of BCDMOS economy low power integrated circuits 
contains all the control and drive circuitry required for off-line and isolated 
DC-to-DC fixed frequency current mode switching power supplies with 
minimal external parts count. InternallyilTiplemented Circuits include 
undervoltage lockout featuring startup current less than 100llA, a user ac
cessible voltage reference, logic to ensure latched operation, a PWM com
parator, and a totem pole output stage to sink or source peak current. The 
output stage, suitable for driving N-Channel MOSFETs, is low in the off 
state. 

Oscillator frequency and maximum duty cycle are programmed with two 
resistors and a capacitor. The UCC3809 family also features full cycle soft 
start. 

The family has UVLO thresholds and hysteresis levels for off-line and 
DC-to-DC systems as shown in the table to the left. 

The UCC3809 and the UCC2809 are offered in the 8 pin SOIC (D), PDIP 
(N), TSSOP (PW), and MSOP (P) packages. The small rssop and 
MSOP packages make the device ideal for applications where board 
space and height are at a premium. 

V,N O--+---1'--"{IfI;-,------------------------, 
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CURRENT 

SENSE 
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ABSOLUTE MAXIMUM RATINGS 

VDD ........................................... 19V 
IVDD············· ............................. 25mA 
lOUT (tpw < 11ls and Duty Cycle < 10%) ........ -O.4A to O.BA 
Rn, RT2, SS ...................... -Q.3V to REF + 0.3V 
IREF ......................................... -15mA 
Storage Temperature ................... -65°C to +150°C 
Junction Temperature ................... -55°C to +150°C 
Lead Temperature (Soldering, 10 sec.) ............. +300°C 
All voltages are with respect to ground unless otherwise 
stated. Currents are positive into, negative out of the specified 
terminal. Consult Packaging Section of Databook for thermal 
limitations and considerations of packages. 

TSSOP-8 (Top View) 
PWPackage 

FB REF 

2 55 VDD 

3 RT1 OUT 

4 RT2 GND 

CONNECTION DIAGRAM 

SOle-B, DIL-8 (Top View) 
D, Nand J Packages 

FB 

SS 

Rn 

RT2 

MSOP-8 (Top View) 
P Package 

FB 

SS 

Rn 

RT2 

ORDERING INFORMATION 

uccOB09D-D 

REF 

VDD 

OUT 

GND 

UCC1809-1/-2 
UCC2809-1/-2 

UCC3809-1/-2 

REF 

VDD 

OUT 

GND 

Temperature Ranae 
UCC1B09-X -55°C to +125°C 
UCC2B09-X -40°C to +B5°C 
UCC3B09-X O°Cto +70°C 

Available Packaaes 
J 

N, D, P, PW 
N D P PW 

t t t UVLO OPTION 
PACKAGE 

TEMPERATURE RANGE 

ELECTRICAL CHARACTERISTICS· Unless otherwise specified VDD -12V TA - TJ , - -
PARAMETER TEST CONDITIONS MIN TVP MAXi UNIT 

Supply Section 
VDD Clamp IVDD= 10mA 16 17.5 19 V 

IVDD No Load 600 900 IlA 
IVDD Starting 100 uA 

Undervoltaae Lockout Section 
Start Threshold (UCCxB09-1) 9.4 10.4 V 
UVLO Hysteresis (UCCxB09-1) 1.65 V 
Start Threshold (UCCxB09-2) 14.0 15.6 V 
UVLO Hysteresis (UCCxB09-2) 6.2 V 

Voltage Reference Section 
Output Voltage IREF=OmA 4.75 5 5.25 V 
Line Regulation VDD = 10V to 15V 2 mV 
Load Regulation IREF = OmA to 5mA 2 mV 

Comparator Section 
IFB Output Off -100 nA 
Comparator Threshold 0.9 0.95 1 V 
OUT Propagation Delay (No Load) VFB = O.BV to 1.2V at TR = IOns 50 100 ns 
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UCC1809-1/-2 
UCC2809-1/-2 
UCC3809-1/-2 

ELECTRICAL CHARACTERISTICS· Unless otherwise specified VDD = 12V TA = TJ 
PARAMETER TEST CONDITIONS MIN TYP MAX UNIT 

Soft Start Section 
Iss VDD = 16V, Vss = OV -3 -6 -16 llA 
Vss Low VDD = 7.5V, Iss = 200llA 0.2 V 
Shutdown Threshold 0.44 0.48 0.52 V 

Oscillator Section 
Frequency RT1 = 10k, RT2 = 4.32k, CT = 820pF 90 100 110 kHz 
Frequency Change with Voltage VDD = 10V to 15V 0.1 %N 
CT Peak Voltage 3.33 V 
CT Valley Voltage 1.67 V 
CT Peak to Peak Voltage 1.54 1.67 1.80 V 

Output Section 
Output VSAT Low lOUT = 80mA (dc) 0.8 1.5 V 
Output VSAT High lOUT = -40mA (dc), VDD - OUT 0.8 1.5 V 
Output Low Voltage During UVLO lOUT = 20mA (dc) 
Minimum Duty Cycle VFB= 2V 
Maximum Duty Cycle 
Rise Time COUT= 1nF 
Fall Time COUT= 1nF 

PIN DESCRIPTIONS 
FB: This pin is the summing node for current sense 
feedback, voltage sense feedback (by optocoupler) and 
slope compensation. Slope compensation is derived 
from the rising voltage at the timing capacitor and can be 
buffered with an external small signal NPN transistor. 
External high frequency filter capacitance applied from 
this node to GND is discharged by an internal 2S0n on 
resistance NMOS FET during PWM off time and offers 
effective leading edge blanking set by the RC time 
constant of the feedback resistance from current sense 
resistor to FB input and the high frequency filter 
capaCitor capacitance at this node to GND. 

GND: Reference ground and power ground for all 
functions. 

OUT: This pin is the high current power driver output. 

REF: The internal SV reference output. This reference is 
buffered and is available on the REF pin. REF should be 
bypassed with a 0.471lF ceramic capacitor. 

RT1: This pin connects to timing resistor RT1 and 
controls the positive ramp time of the internal oscillator 
(Tr = 0.74 • (CT + 27pF) • RT1). The positive threshold 

1.5 V 
0 % 
70 % 
35 ns 
18 ns 

of the internal oscillator is sensed through inactive timing 
resistor RT2 which connects to pin RT2 and timing 
capacitor CT. 

RT2: This pin connects to timing resistor RT2 and 
controls the negative ramp time of the internal oscillator 
(Tf = 0.74 • (CT + 27pF) • RT2). The negative threshold 
of the internal oscillator is sensed through inactive timing 
resistor RT1 which connects to pin RT1 and timing 
capacitor CT. 

SS: This pin serves two functions. The soft start timing 
capacitor connects to SS and is charged by an internal 
611A current source. Under normal soft start SS is 
discharged to at least O.4V and then ramps positive to 
1V during which time the output driver is held low. As SS 
charges from 1V to 2V soft start is implemented by an 
increasing output duty cycle. If S8 is taken below O.SV, 
the output driver is inhibited and held low. The user 
accessible SV voltage reference also goes low and IVDD 
< 1001lA· 

VDD: The power input connection for this device. This 
pin is shunt regulated at 17.SV which is sufficiently below 
the voltage rating of the DM08 output driver stage. VDD 
should be bypassed with a 11lF ceramic capacitor. 

3-200 



:i 
~ 
:-" 

i' 
iir 

i 
-@: 
-a 
(i)' 
III 

i" ::s 
Q. 
iii' 
'S 
~ 

& 
'" I +VIN 

0 
t. 
'" ~~ Ntr 

°111 ..... ('1 

~ 

g 
~ 
i 
:"I 

TP3 

01 
1NS231B 

02 
1N5245 

RS 
R7 <: 0.15 
15~~ 3W 

I II I I ' _ 1-
= 2 

c: 
8 

~ 

PaND 
1 

C23 
6800pF 

05 
1N5819 

R17 
12.1K 
1% 

~ 
'1J 
'1J r-

~ 
o z 
Z 
~ 
::D 

~ 
o z 

c:c:c: nnn nnn 
WN ..... 
co co co 
~~~ ............... 
1"'"1""""'i"" 
NNN 



APPLICATION INFORMATION (cont.) 
The Typical Application Diagram shows an isolated 
flyback converter utilizing the UCC3809. Note· that the 
capacitors CREF and CVDD are local decoupling capaci
tors for the reference and IC input voltage, respectively. 
Both capacitors should be low ESR and ESL ceramic, 
placed as close to the IC pins as possible, and returned 
directly to the ground pin of the chip for best stability. 
REF provides the internal bias to many of the IC func
tions and CREF should be at least 0.471lF to prevent REF 
from drooping. 

FB Pin 

The basic premise of the UCC3809 is that the voltage 
sense feedback signal originates from an optocoupler 
that is modulated by an external error amplifier located 
on the secondary side. This signal is summed with the 
current sense signal and any slope compensation at the 
FB pin and compared to a 1V threshold, as shown in the 
Typical Application Diagram. Crossing this 1V threshold 
resets the PWM latch and modulates the output driver 
on-time much like the current sense comparator used in 
the UC3842. In the absence of a FB signal, the output 
will follow the programmed maximum on-time of the os
cillator. 

When adding slope compensation, it is important to use 
a small capaCitor to AC couple the oscillator waveform 
before summing this signal into the FB pin. By correctly 
selecting the emitter resistor of the optocoupler, the volt
age sense signal can force the FB node to exceed the 
1 V threshold when the output that is being compared ex
ceeds a desired level. DOing so drives the UCC3809 to 
zero percent duty cycle. 

Oscillator 

The following equation sets the oscillator frequency: 

Fose =[0.74 e (CT +27pF)e(RT1+RT2)rl 

DMAX =0.74 eRT1e (CT +27pF)eFose 

Referring to Figure 2 and the waveforms in Figure 3, 
when Q1 is on, CT charges via the RDS(on) of Q1 and 
RT1. During this charging process, the voltage of CT is 
sensed through RT2. The S input of the oscillator latch, 
S(OSC), is level sensitive, so crossing the upper thresh
old (set at 213 VREF or 3.33V for a typical 5.0V refer
ence) sets the Q output (CLK signal) of the oscillator 
latch high. A high CLK Signal results in turning off Q1 
and turning on Q2. CT now discharges through RT2 and 
the RDS(on) of Q2. CT discharges from 3.33V to the 
lower threshold (set at 1/3 VREF or 1.67V for a typical 

UCC1809-1/-2 
UCC2809-1/-2 
UCC3809-1/-2 

5.0V reference) sensed through RT1. The R input to the 
oscillator latch, R(OSC), is also level sensitive and resets 
the CLK signal low when CT crosses the 1.67V thresh
old, turning off Q2 and turning on Q1, initiating another 
charging cycle. 

Figure 3 shows the waveforms associated with the oscil
lator latch and the PWM latch (shown in the Typical Ap
plication Diagram). A high CLK signal not only initiates a 
discharge cycle for CT, it also turns on the internal 
NMOS FET on the FB pin causing any external capaci
tance used for leading edge blanking connected to this 
pin to be discharged to ground. By discharging any ex
ternal capacitor completely to ground during the external 
switch's off-time, the noise immunity of the converter is 
enhanced allowing the user to design in smaller RC com
ponents for leading edge blanking. A high CLK signal 
also sets the level sensitive S input of the PWM latch, 
S(PWM), high, resulting in a high output, Q(PWM), as 
shown in Figure 3. This Q(PWM) signal will remain high 
until a reset Signal, R(PWM) is received. A high R(PWM) 
signal results from the FB signal crossing the 1V thresh
old, or during soft start or if the SS pin is disabled. 

Assuming the UVLO threshold is satisfied, the OUT sig
nal of the IC will be high as long as Q(PWM) is high and 
S(PWM), also referred to as CLK, is low. The OUT sig
nal will be dominated by the FB signal as long as the FB 
signal trips the 1V threshold while CLK is low. If the FB 
signal does not cross the 1 V threshold while CLK is low, 
the OUT signal will be dominated by the maximum duty 
cycle programmed by the user. Figure 3 illustrates the 
various waveforms for a design set up for a maximum 
duty cycle of 70%. 

OSC 

OSCilLATOR 
LATCH 

ClK 

l ________________ _ 

UDG-97195 

Figure 2. UCC3809 oscillator. 
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APPLICATION INFORMATION (cont.) 

CT.CT 
. CHARGING i DISCHARGING 

UCC1809-1/-2 
UCC2809-1/-2 
UCC3809-1/-2 

:: t------------ H------------- 5--------------- r:--;--------:= 
! I ~! ~! 

S(OSC) ~ ~ I ~ I ~ 

R(OSC) I. " I' I' 'I' 
O(OSC)=CLK 

=S(PWM) 

1V 

FB 

R(PWM) 

O(PWM) 

OUT 

I 
70% 
ON 

30% 
OFF 

OIl FB SIGNAL DOMINANT -------.~: .1---- MAX. DUTY CYCLE DOMINANT ----1.~ 
UDG·99037 

Figure 3. Waveforms associated with the oscillator latch and the PWM latch. 

The recommended value for CT is 1 nF for frequencies in 
the 100 kHz or less range and smaller CT for higher fre
quencies. The minimum recommended values of RT1 
and RT2 are 10kn and 4.32kn, respectively. Using these 
values maintains a ratio of at least 20:1 between the 
ROS(on) of the internal FETs and the external timing re
sistors, resulting in minimal change in frequency over 
temperature. Because of the oscillator's susceptibility to 
capacitive coupling, examine the oscillator frequency by 
looking at the common RT1-RT2-CT node on the circuit 
board as opposed to looking at pins 3 and 4 directly. For 
good noise immunity, RT1 and RT2 should be placed as 
close to pins 3 and 4 of the IC as possible. CT should be 
returned directly to the ground pin of the IC with minimal 
stray inductance and capacitance. 

1000 

~ 
/:) 
iii 100 
::l o w 
D: 
lJ.. 

10 

...... ' 

i 

100 

"-.: 
N , , 

! ."K ,J 

: 
i i . 

I Iii 

i 
! 

Ii 
1000 

CT [pF] 

i . i 
, . . 

...... 
i ....... ' : 
! ..... , : : : 

I ...... 1 ! I 

10000 

Figure 4. Oscll/ator frequency vs. CT (RT1 = 10k, 
RT2= 4.32k) 
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APPLICATION INFORMATION (cont.) 
Synchronization 

Both of the synchronization schemes shown in Figure 5 
can be successfully implemented with the intemal oscilla
tor of the UCC3809. Both schemes allow access to the 
timing ramp needed for slope compensation and have 
minimal impact on the programmed maximum duty cycle. 
In the absence of a sync pulse, the PWM controller will 
run independently at the frequency set by RT1, RT2, and 
CT. This free running frequency must be approximately 
15 to 20% lower than the sync pulse frequency to insure 
the free running oscillator does not cross the comparator 
threshold before the desired sync pulse. 

Option I uses the synchronization pulse to pull pin 3 low, 
triggering the internal 1.67V comparator to reset the RS 
latch and initiate a charging cycle. The valley voltage of 
the CT waveform is higher when synchronized using this 
configuration, decreasing the ramp charge and discharge 
times, thereby increasing the operating frequency; other
wise the overall shape of the CT voltage waveform is un
changed. 

..JL 
SYNC 
PULSE 

1k 

424 

OPTION I 

UCC3809 
OSCILLATOR 

L ____ _ 

Figure 5. UCC3809 synchronization options. 

UNITRODE CORPORATION 
7 CONTINENTAL BLVD.' MERRIMACK, NH 03054 
TEL. (603) 424-2410' FAX (603) 424-3460 

UCC1809-1/-2 
UCC2809-1/-2 
UCC3809-1/-2 

Option II uses the synchronization pulse to superimpose 
the sync voltage onto the peak of the CT waveform. This 
triggers the internal 3.33V comparator, initiating a dis
charge cycle. The sync pulse is summed with the free 
running oscillator waveform at the CT node, resulting in a 
spike on top of the CT peak voltage. 

ADDITIONAL INFORMATION 

Please refer to the following Unitrode application topics 
for additional information. 

[1] Application Note U-165, Design Review: Isolated 50W 
Flyback Converter with the UCC3809 Primary Side Con
troller and the UC3965 Precision Reference and Error 
Amplifier by Lisa Dinwoodie. 

[2] Design Note DN-89, Comparing the UC3842, 
UCC3802, and UCC3809 Primary Side PWM Controllers 
by Lisa Dinwoodie. 

+5V 
UCC3809 

OSCILLATOR 

L _____ _ 

OPTION II 
UDG-99006 
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~UNITROCE UCC1810 
UCC2810 
UCC3810 

Dual Channel Synchronized Current Mode PWM 
FEATURES 
• Single Oscillator Synchronizes Two 

PWMs 

• 150r.tA Startup Supply Current 

• 2mA Operating Supply Current 

• Operation to 1 MHz 

• Internal Soft Start 

• Full-Cycle Fault Restart 

• Internal Leading Edge Blanking of the 
Current Sense Signal 

• 1 Amp Totem Pole Outputs 

• 75ns Typical Response from Current 
Sense to Output 

• 1.5% Tolerance Voltage Reference 

BLOCK DIAGRAM 

DESCRIPTION 
The UCC3810 is a high-speed BiCMOS integrated circuit which imple
ments two synchronized pulse width modulators for use in off-line and 
DC-to-DC power supplies. 

The UCC3810 provides perfect synchronization between two PWMs by us
ing the same oscillator. The oscillator's sawtooth waveform can be used for 
slope compensation if required. 

USing a toggle flip flop to alternate between modulators, the UCC3810 en
sures that one PWM will not slave, interfere, or otherwise affect the other 
PWM. This toggle flip flop also ensures that each PWM will be limited to 
50% maximum duty cycle, insuring adequate off-time to reset magnetic el
ements. 

This IC contains many of the same elements of the UC3842 current mode 
controller family, combined with the enhancements of the UCC3802. This 
minimizes power supply parts count. Enhancements include leading edge 
blanking of the current sense signals, full cycle fault restart, CMOS output 
drivers, and outputs which remain low even when the supply voltage is re
moved. 

FB1 REF 

.-----~1S~----------------, 

CS2 

vee OK 
vee 

J 1:-sms 

02199 

Over-Current 
Comparator 

1.SV 

FB2 COMP2 SYNC CT RT ENABLE2 PWRGND GND 

UDG-92062-1 
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ABSOLUTE MAXIMUM RATINGS 
Vee Voltage (Note 3) .............................. 11V 
Vee Current ................................... 20mA 
OUT1, OUT2 Current, Peak, 5% Duty Cycle ............ ±1A 
OUT1, OUT2 Energy (Capacitive Load) .............. 20jJJ 
Analog Inputs (FB1, FB2, CS1, CS2, SYNC) .... -O:3V to 6.3V 
Operating Junction Temperature .................. +150°C 
Storage Temperature Range ............. -65°C to +150°C 
Lead Temperature (Soldering, 10 seconds) .......... 300°C 

Note 1: All voltages are with respect to GND. All currents are 
positive into the specified terminals. 

Note 2: Consult Unitrode Integrated Circuits Product & Appli
cations Handbook for information regarding thermal 
specifications and limitations of packages. 

Note 3: In normal operation, Vee is powered through a current 
limiting resistor. Absolute maximum of 11 V applies 
when driven from a low impedance such that the Vee 
current does not exceed 20mA. 

CONNECTION DIAGRAM 

OIL-16, SOIC-16 (TOP VIEW) 
J or N Package, OW Package 

Vee 

REF 

UCC1810 
UCC2810 
UCC3810 

ENABLE2 

FB2 

COMP2 

CS2 

OUT2 

PWRGND 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these specifications apply for -55°C", T A S 125°C for 
UCC1810; -40°C '" TA '" 85°C for UCC2810; O°C '" TA '" 70°C for UCC3810; Vee = 10V (Note 4); RT = 150k; CT = 120pF; 
No Load' TA = TJ All parameters are the same for both channels , 

PARAMETER TEST CONDITIONS MIN TVP MAX UNITS 

Reference Section 

Output Voltage TJ= 25°C 4.925 5.000 5.075 V 

Load Regulation OmA < IREF < 5mA 5 25 mV 

Line Regulation UVLO Stop Threshold Voltage +0.5V < Vee < Shunt 12 mV 
Voltage 

Output Voltage Full temperature range, OmA < IREF < 5mA 4.85 5.00 5.10 V 

Output Noise Voltage 10Hz < f < 10kHz, T J = +25°C (Note 10) 235 !LV 

Long Term Stability T A = + 125°C, 1000 Hours (Note 10) 5 mV 

Output Short Circuit Current -8 -25 rnA 

Oscillator Section 

Oscillator Frequency RT= 30k, CT= 120pF (Note 5) 840 940 1040 kHz 

Oscillator Frequency RT = 150k, CT = 120pF (Note 5) 200 220 240 kHz 

Temperature Stability (Note 10) 2.5 % 

Peak Voltage 2.5 V 

Valley Voltage 0.05 V 

Peak-to-Peak Amplitude 2.25 2.45 2.65 V 

SYNC Threshold 0.80 1.65 2.2 V 

SYNC Input Current SYNC=5V 30 !LA 
Error Amplifier Section 

FB Input Voltage COMP= 2.5V 2.44 2.50 2.56 V 

FB Input Bias Current ±1 !LA 
Open Loop Voltfl9El Gain 60 73 dB 

Unity Gain Bandwidth (Note 10) 2 MHz 

COMP Sink Current FB = 2.7V, COMP = 1V 0.3 1.4 3.5 rnA 

COMP Source Current FB = 1.8V, COMP = 4V -0.2 -0.5 -0.8 rnA 

Minimum Duty Cycle COMP=OV 0 % 

COMP Soft Start Rise Time FB = 1.8V, Rise from O.5V to REF-1.5V 5 ms 
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UCC1810 
UCC2810 
UCC3810 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these specifications apply for -55'C $ T A'; 125°C for 
UCC1810; -40°C $ TA $ 85°C for UCC2810; ODC $ TA $ 70DC for UCC3810; Vee = 10V (Note 4); RT = 150k; CT= 120pF; 
No Load; T A = T J All parameters are the same for both channels 

PARAMETER TEST CONOInONS MIN TVP MAX 

Current Sense Section 

Gain (Note 6) 1.20 1.55 1.80 

Maximum Input Signal COMP = 5V (Note 7) 0.9 1.0 1.1 

CS Input Bias Current ±200 

CS to OUT Propagation Delay CS steps from OV to 1.2V, COMP = 2.5V 75 

CS Blank Time (Note 8) 55 

CS Overcurrent Threshold 1.35 1.55 1.85 

COMP to CS Offset CS=OV 0.65 0.95 1.4 

PWM Section 

Maximum Duty Cycle RT = 150k, CT = 120pF (Note 10) 45 49 50 

Maximum Duty Cycle RT = 30k, CT = 120pF (Note 10) 40 45 48 

Minimum On Time CS =1.2V, COMP = 5V 130 

Output Section 

OUT Low Level louT=20mA 0.12 0.42 

lOUT = 200mA 0.48 1.10 

lOUT = 20mA, Vee = OV 0.7 1.20 

OUT High Level IOuT=-20mA 0.15 0.42 
(Vee-OUT) lOUT = -200mA 1.20 2.30 

OUT Rise Time COUT = 1nF 20 50 

OUTFall Time COUT = 1nF 30 60 

Undervoltage Lockout Section 

Start Threshold 9.9 11.3 13.2 

Stop Threshold 7.5 8.3 9.5 

Start to Stop HystereSiS 1.7 3.0 4.7 

ENABLE2 Input Bias Current ENABLE2=OV -20 -35 -55 

ENABLE2 Input Threshold 0.80 1.53 2.00 
Voltage 

Overall Section 

Startup Current Vee < Start Threshold Voltage 0.15 0.25 

Operating Supply Current, Vee = 10V, FB = 2.75V 2.0 3.0 
Outputs Off 

Operating Supply Current, Vee = 10V, FB = OV, CS = OV, RT = 150k 3.2 5.1 
Outputs On 

Operating Supply Current, Vee = 10V, FB = OV, CS = OV, RT= 30k 8.5 14.5 
Outputs On 

Vee Internal Zener Voltage Icc = 10mA (Note 9) 11.0 12.9 14.0 

Vee Internal Zener Voltage Minus 0.4 1.2 
Start Threshold Voltage 

Note 4: Adjust Vee above the start threshold before setting at 10V. 

Note 5: Oscillator frequency is twice the output frequency. Fosc = RT: CT 

Note 6: Current Sense Gain A is defined by: A = !J. VCOMP 0 $ VCS $ 0.8V. 
!J.VCS 

Note 7: Parameter measured at trip point of latch with FB = Ov. 
Note 8: CS Blank Time is measured as the difference between the minimum non-zero on-time and the CS to OUT delay. 
Note 9: Start Threshold Voltage and Vee Internal Zener Voltage track each other. 
Note 10: Guaranteed by design. Not 100% tested in production. 

3-207 

UNITS 

VN 

V 

nA 

ns 

ns 

V 

V 

% 

% 

ns 

V 

V 

V 

V 

V 

ns 

ns 

V 

V 

V 

IlA 
V 

mA 

mA 

mA 

mA 

V 

V 



PIN DESCRIPTIONS 
COMP1, COMP2: The low impedance outputs ofthe er
ror amplifiers. 

CS1, CS2: The current sense inputs to the PWM com
parators. These inputs have leading edge blanking. For 
most applications, no input filtering is required. Leading 
edge blanking disconnects the CS inputs from all inter
nal circuits for the first 55ns of each PWM cycle. When 
used with very slow diodes or in other applications 
where the current sense signal is unusually noisy, a 
small current sense RC filter may be required. 

CT: The timing capacitor of the oscillator. Recom
mended values of CT are between 1 OOpF and 1 nF. Con
nect the timing capacitor directly across CT and GND. 

ENABLE2: A logic input which disables PWM 2 when 
low. This input has no effect on PWM 1. This input is in
ternally pulled high. In most applications it can be left 
floating. In unusually noisy applications, the input should 
be bypassed with a 1 nF ceramic capacitor. This input 
has TTL compatible thresholds. 

FB1, FB2: The high impedance inverting inputs of the 
error amplifiers. 

GND: To separate noise from the critical control circuits, 
this part has two different ground connections: GND and 
PWRGND. GND and PWRGND must be electrically 
connected together. However, use care to avoid cou
pling noise into GND. 

OUT1, OUT2: The high current push-pull outputs of the 
PWM are intended to drive power MOSFET gates 
through a small resistor. This resistor acts as both a cur
rent limiting resistor and as a damping impedance to 
minimize ringing and overshoot. 

APPLICATION INFORMATION 
Leading Edge Blanking and Current Sense 

Figure 1. shows how an extemal power stage is con
nected to the UCC3810. The gate of an external power 
N-channel MOSFET is connected to OUT through a 
small current limiting resistor. For most applications, a 
10n resistor is adequate to limit peak current and also 
practical at damping resonances between the gate driver 
and the MOSFET input reactance. Long gate lead length 
increases gate capacitance and mandates a higher se
ries gate resistor to damp the RLC tank formed by the 
lead, the MOSFET input reactance, and the UCC3810 
driver output resistance. 

UCC1810 
UCC2810 
UCC3810 

PWRGND: To separate noise from the critical control 
circuits, this part has two different ground connections: 
GND and PWRGND. GND and PWRGND must be elec
trically connected together. 

REF: The output of the 5V reference. Bypass REF to 
GND with a ceramic capacitor ~.01IlF for best perfor
mance. 

RT: The oscillator charging current is set by the value of 
the resistor connected from RT to GND. This pin is regu
lated to W, but the actual charging current is 10VlRT. 
Recommended values of RT are between 10k and 470k. 
For a given frequency, higher timing resistors give 
higher maximum duty cycle and slightly lower overall 
power consumption. Supply current decreases with in
creased RT by the relationship: 

aICC= 11V 
RT 

For more information, see the detailed oscillator block 
diagram. 

SYNC: This logic input can be used to synchronize the 
oscillator to a free running oscillator in another part. This 
pin is edge triggered with TTL thresholds, and requires 
at least a 10ns wide pulse. If unused, this pin can be 
grounded, open circuited, or connected to REF. 

VCC: The power input to the IC. This pin supplies cur
rent to all functions including the high current output 
stages and the precision reference. Therefore, it is criti
cal that Vee be directly bypassed to PWRGND with an 
O.1IlF ceramic capacitor. 

The UCC3810 features internal leading edge blanking of 
the current sense signal on both current sense inputs. 
The blank time starts when OUT rises and continues for 
55ns. During that 55ns period, the signal on CS is ig
nored. For most PWM applications, this means that the 
CS input can be connected to the current sense resistor 
as shown above. However, high speed grounding prac
tices and short lead lengths are still required for good 
performance. 
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APPLICATION INFORMATION (cont.) 

UCC1810 
UCC2810 
UCC3810 

r---------------------------------l 

J 
I 

I From I 
: Over-Current Oscillator S I 

Power 
Stage 

Current 
Sense 

Resistor 

{ Comparator 

f--------! R a 

R 

PWM PWM 
Comparator Latch 

Gate 
Driver 

I 
I S - I 
I I L _________________________________ J 

Figure 1. Detailed block diagram. 

Oscillator 

The UCC3810 oscillator generates a sawtooth wave at 
CT_ The sawtooth rise time is set by the resistor from RT 
to GND. Since RT is biased at 1V, the current in RT is 
1V/RT. The actual charging current is 10 times higher. 
The fall time is set by an internal transistor on-resistance 
of approximately 100n. During the fall time, all outputs 
are off and the maximum duty cycle is reduced below 
50%. Larger timing capacitors increase the discharge 
time and reduce frequency. However, the percentage 

1V 

Figure 2. Oscillator. 

maximum duty cycle is only a function of the timing resis
tor RT and the internal 1 oon discharge resistance. 

Error Amp Output Stage 

The UCC3810 error amplifiers are operational amplifiers 
with low output resistance and high input resistance. The 
output stage of one error amplifier is shown above. This 
output stage allows the error amplifier output to swing 
close to GND and as high as one diode drop below 5V 
with little loss in amplifier performance. 

5V Vcc 

L----IR Q 

s 

COMP 

Figure 3. Error amp output stage. 
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TYPICAL CHARACTERISTICS 
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Figure 4. E"or amp and gain phase response. 
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Figure 5. Oscillator frequency vs. temperature. 
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APPLICATION INFORMATION (cont.) 

UCC1810 
UCC2810 
UCC3810 

~~UT(}----------------------------~----------------------~--~IIC-C*--~~-rr-------------~~+12v OUT 

+ 
~ 

r----- 16 -----~ -$- V 
Vee I -

I 
I 

TTl MONITOR 
SYNC )----+----------~1 SYNC 

~~A:~~ O----t----------i14 ENABLE2 REF~ 
I PWR T 10.1 
I RT CT GND $j T c_PJP 

Figure 10. Typical application. 
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~UNITRODE 
UCC2813-0/-1/-21-3/-4/-5 
UCC3813-0/-1/-21-3/-4/-5 

Low Power Economy BiCMOS Current Mode PWM 
FEATURES 
• 100llA Typical Starting Supply Current 

• 500J.LA Typical Operating Supply Current 

• Operation to 1 MHz 

• Internal Soft Start 

• Internal Fault Soft Start 

• Internal Leading-Edge Blanking of the 
Current Sense Signal 

• 1 Amp Totem-Pole Output 

• 70ns Typical Response from 
Current-Sense to Gate Drive Output 

DESCRIPTION 
The UCC3813-0/-1/-21-31-4/-5 family of high-speed, low-power inte
grated circuits contain all of the control and drive components required 
for off-line and DC-to-DC fixed frequency current-mode switching power 
supplies with minimal parts count. 

These devices have the same pin configuration as. the UC38421314/5 
family, and also offer the added features of internal full-cycle soft start 
and internal leading-edge blanking of the current-sense input. 

The UCC3813-0/-1/-21-3/-4/-5 family offers a variety of package options, 
temperature range options, choice of maximum duty cycle, and choice 
of critical voltage levels. Lower reference parts such as the UCC3813-3 
and UCC3813-5 fit best into battery operated systems, while the higher 
reference and the higher UVLO hysteresis of the UCC3813-2 and 
UCC3813-4 make these ideal choices for use in off-line power supplies. 

• 1.5% Tolerance Voltage Reference The UCC2813-x series is specified for operation.from -40°C to +85°C 

• Same Pinout as UCC3802, UC3842, and and the UCC3813-x series is specified for operation from O°C to +70°C. 
UC3842A 

ORDERING INFORMATION 

Part Number Maximum Duty Cycle Reference Voltage Turn-On Threshold Turn-Off Threshold 
UCCx813-0 100% SV 7.2V 6.9V 
UCCx813-1 SO% SV 9.4V 7.4V 
UCCx813-2 100% SV 12.SV 8.3V 
UCCx813-3 100% 4V 4.1V 3.6V 
UCCx813-4 SO% SV 12.SV 8.3V 
UCCx813-S SO% 4V 4.1V 3.6V 

BLOCK DIAGRAM 

FB COMP CS 

,-~-----------------------------+----~--------------~----------~~~7 vcc 

Logic 
Power 

Full Cycle 
Soft Start 

UCCx813-1 
UCCx813-4 

L-~~--------------------------__ ~~~-+~ ________ ~ ____________ ~-+~5 GND 

04199 

8 

REF 
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UCC2813-0/-1/-21-31-4/-5 
UCC3813-0/-1/-21-31-4/-5 

ABSOLUTE MAXIMUM RATINGS (Note 1) 
VCC Voltage (Note 2) ........................... 12.0V 
VCC Current. ................................ 30.0mA 
OUT Current .................................. ±1.0A 
OUT Energy (Capacitive Load) . . . . . . . . . . . . . . . . . .. 20.0IJ,J 
Analog Inputs (FB, CS) .................... -O.3V to 6.3V 
Power Dissipation atT A < +25°C (N Package). . . . . . . .. 1.0W 
Power Dissipation at T A < +25°C (0 Package) ........ 0.65W 
Storage Temperature ................... -65°C to +150°C 
Junction Temperature ................... -55°C to +150°C 
Lead Temperature (Soldering, 10 Seconds) ......... +300°C 

Note 1: All voltages are with respect to GND. All currents are 
positive into the specified terminal. Consult Unitrode Integrated 
Circuits databook for information regarding thermal specifica
tions and limitations of packages. 
Note 2: In normal operation VCC is powered through a current 
limiting resistor. Absolute maximum of 12Vapplies when VCC 
is driven from a low impedance source such that ICC does not 
exceed 30mA. 

TEMPERATURE RANGE PACKAGES 
I UCC2813 -40°C TO +85°C N,O,PW 
I UCC3813 O°C TO+70°C NO PW 

ORDERING INFORMATION 

~ PRODUCT OPTION UCCr13~O 
PACKAGE 

TEMPERATURE RANGE 

CONNECTION DIAGRAMS 

DIL-8 or SOIC-8 (TOP VIEW) 
N or D PACKAGE 

COMP 1 

FB 2 

CS 3 

RC 4 

TSSOP-8 (TOP VIEW) 
PWPACKAGE 

COMP 

2 FB 

3 CS 

4 RC 

REF 8 

VCC 7 

OUT 6 

GND 5 

ELECTRICAL CHARACTERISTICS Unless otherwise stated, these specifications apply for -40°C ~ TA ~ +85°C for 
UCC2813-x; O°C ~ TA ~ +70°C for UCC3813-x; VCC = 10V (Note 3); RT = 100k from REF to RC; CT=330pF from RC to GNO; 
0.11lF capaCitor from VCC to GNO; 0.11lF capaCitor from VREF to GND. TA = TJ 

UCC2813-x 
PARAMETER TEST CONDITIONS UCC3813-x UNITS 

MIN TYP MAX 

Reference Section 

Output Voltage TJ = +25°C, I = 0.2mA, UCCxB13-0/-1/-2/-4 4.925 5.00 5.075 V 

TJ = +25°C, 1= 0.2mA, UCCx813-5 3.94 4.00 4.06 V 

Load Regulation 0.2mA < I < 5mA 10 30 mV 

Total Variation UCCx813 -0-1/-2/-4 (Note 7) 4.84 5.00 5.10 V 

UCCxB13-5 (Note 7) 3.B4 4.00 4.0B V 

Output Noise Voltage 1 OHz ~ f ~ 10kHz, T J = +25°C (Note 9) 70 IlV 

Long Term Stability T A = + 125°C, 1000 Hours (Note 9) 5 mV 

Output Short Circuit -5 -35 rnA 

Oscillator Section 

Oscillator Frequency UCCx813-0/-1/-2/-4 (Note 4) 40 46 52 kHz 

UCCx813-5 (Note 4) 26 31 36 kHz 

Temperature Stability (Note 9) 2.5 % 

Amplitude Peak-to-Peak 2.25 2.40 2.55 V 

Oscillator Peak Voltage 2.45 V 
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UCC2813-0/-1/-21-31-4/-5 
UCC3813-0/-1/-21-31-4/-5 

ELECTRICAL CHARACTERISTICS Unless otherwise stated, these specifications apply for -40°C ~ TA ~ +85°C for 
UCC2813-x; O°C ~ TA ~ +70°Cfor UCC3813-x; VCC = 10V (Note 3); RT = 100kfrom REF to RC; CT=330pF from RC to GND; 
o 1f.1F capacitor from VCC to GND' 0 1f.1F capacitor from VREF to GND TA - TJ , -

UCC2813-x 
PARAMETER TEST CONDITIONS UCC3813-x UNITS 

MIN TYP MAX 

Error Amplifier Section 

Input Voltage COMP = 2.5V; UCCx813-0/-1/-21-4 2.42 2.50 2.56 V 

COMP = 2.0V; UCCx813-3/-5 1.92 2.0 2.05 V 

Input Bias Current -2 2 !JA 
Open Loop Voltage Gain 60 80 dB 

COMP Sink Current FB = 2.7V, COMP = 1.1V 0.4 2.5 mA 

COMP Source Current FB = 1.8V, COMP = REF - 1.2V -0.2 -0.5 -0.8 mA 

Gain Bandwidth Product (Note 9) 2 MHz 

PWM Section 

Maximum Duty Cycle UCCx813-0/-21-3 97 99 100 % 

UCCx813-1/-4/-5 48 49 50 

Minimum Duty Cycle COMP=OV 0 % 

Current Sense Section 

Gain (Note 5) 1.10 1.65 1.80 VN 

Maximum Input Signal COMP = 5V (Note 6) 0.9 1.0 1.1 V 

Input Bias Current -200 200 nA 

CS Blank Time 50 100 150 ns 

Over-Current Threshold 1.32 1.55 1.70 V 

COMP to CS Offset CS=OV 0.45 0.90 1.35 V 

Output Section 

OUT Low Level I = 20mA, all parts 0.1 0.4 V 

I = 200mA, all parts 0.35 0.90 V 

1= 50mA, VCC = 5V, UCCx813-3/-5 0.15 0.40 V 

I = 20mA, VCC = OV, all parts 0.7 1.2 V 

OUT High VSAT I = -20mA, all parts 0.15 0.40 V 
(Vee-OUT) I = -200mA, all parts 1.0 1.9 V 

1= -50mA,VCC = 5V, UCCx813-3/-5 0.4 0.9 V 

Rise Time CL= 1nF 41 70 ns 

Fall Time CL= 1nF 44 75 ns 

Undervoltage Lockout Section 

Start Threshold (Note 8) UCCx813-0 6.6 7.2 7.8 V 

UCCx813-1 8.6 9.4 10.2 V 

UCCx813-21-4 11.5 12.5 13.5 V 

UCCx813-3/-5 3.7 4.1 4.5 V 

Stop Threshold (Note 8) UCC1813-0 6.3 6.9 7.5 V 

UCC1813-1 6.8 7.4 8.0 V 

UCCx813-21-4 7.6 8.3 9.0 V 

UCCx813-3/-5 3.2 3.6 4.0 V 

Start to Stop Hysteresis UCCx813-0 0.12 0.3 0.48 V 

UCCx813-1 1.6 2 2.4 V 

UCCx813-2/-4 3.5 4.2 5.1 V 

UCCx813-3/-5 0.2 0.5 0.8 V 
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UCC2813-0/-1/-21-31-4/-5 
UCC3813-0/-1/-21-31-41-5 

ELECTRICAL CHARACTERISTICS Unless otherwise stated, these specifications apply for -40°C S TA S +85°C for 
UCC2813-x; O°C s TA S +70°C for UCC3813-x; VCC = 10V (Note 3); RT= 100k from REF to RC; CT=330pF from RC to GND; 
o 111F capacitor from VCC to GND' 0.111F capacitor from VREF to GND TA = TJ , 

UCC2813-x 
PARAMETER TEST CONDITIONS UCC3813-x UNITS 

MIN TVP MAX 

SoH Start Section 

COMP Rise Time FB = 1.8V, Rise from 0.5V to REF-1 V 4 ms 

Overall Section 

Start-up Current VCC < Start Threshold 0.1 0.23 mA 

Operating Supply Current FB = OV, CS = OV, RC = OV 0.5 1.2 mA 

VCC Intemal Zener Voltage ICC = 10mA (Note 8) 12 13.5 15 V 

VCC Internal Zener Voltage Minus Start UCCx813-21-4 0.5 1.0 V 
Threshold Voltage 

Note 3: Adjust VCC above the start threshold before setting at 10V. 
Note 4: Oscillator frequency for the UCCx813-0, UCCx813-2 and UCCx813-3 is the output frequency. 

Oscillator frequency for the UCCx813-1, UCCx813-4 and UCCx813-5 is twice the output frequency. 

Note 5: Gain is defined by: A = a VCOMP 0 S Vcs S 0.8V. 
aVes 

Note 6: Parameter measured at trip point of latch with Pin 2 at OV. 
Note 7: Total Variation includes temperature stability and load regulation. 
Note 8: Start Threshold, Stop Threshold and Zener Shunt Thresholds track one another. 
Note 9: Guaranteed by design. Not 100% tested in production. 

PIN DESCRIPTIONS 
COMP: CaMP is the output of the error amplifier and the 
input of the PWM comparator. 

Unlike other devices, the error amplifier in the UCC3813 
family is a true, low output-impedance, 2M Hz operational 
amplifier. As such, the CaMP terminal can both source 
and sink current. However, the error amplifier is internally 
current limited, so that you can command zero duty cycle 
by externally forcing CaMP to GND. 

The UCC3813 family features built-in full cycle Soft Start. 
Soft Start is implemented as a clamp on the maximum 
CaMP voltage. 

FB: FB is the inverting input of the error amplifier. For 
best stability, keep FB lead length as short as possible 
and FB stray capacitance as small as possible. 

CS: CS is the input to the current sense comparators. 
The UCC3813 family has two different current sense 
comparators: the PWM comparator and an over-current 
comparator. 

The UCC3813 family contains digital current sense filter
ing, which disconnects the CS terminal from the current 

sense comparator during the 100ns interval immediately 
following the riSing edge of the OUT pin. This digital filter
ing, also called leading-edge blanking, means that in 
most applications, no analog filtering (RC filter) is re
quired on CS. Compared to an external RC filter tech
nique, the leading-edge blanking provides a smaller 
effective CS to OUT propagation delay. Note, however, 
that the minimum non-zero On-Time of the OUT signal is 
directly affected by the leading-edge-blanking and the 
CS to OUT propagation delay. 

The over-current comparator is only intended for fault 
sensing, and exceeding the over-current threshold will 
cause a soft start cycle. 

RC: RC is the oscillator timing pin. For fixed frequency 
operation, set timing capaCitor charging current by con
necting a resistor from REF to RC. Set frequency by con
necting a timing capacitor from RC to GND. For best 
performance, keep the timing capacitor lead to GND as 
short and direct as possible. If pOSSible, use separate 
ground traces for the timing capaCitor and all other func
tions. 
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PIN DESCRIPTIONS (cont.) 
The frequency of oscillation can be estimated with the 
following equations: 

UCCx813-0/·1/-2/-4: F =~ 
R-C 

UCCx813-3, UCCx813-5: F = ~ 
R-C 

where frequency is in Hz, resistance is in n, and capaci
tance is in farads. The recommended range of timing re
sistors is between 10k and 200k and timing capacitor is 
100pF to 1000pF. Never use a timing resistor less than 
10k. 

GND: GND is reference ground and power ground for all 
functions on this part. 

OUT: OUT is the output of a high-current power driver 
capable of driving the gate of a power MOSFET with 
peak currents exceeding ±750mA. OUT is actively held 
low when VCC is below the UVLO threshold. 

The high-current power driver consists of FET output de
vices, which can switch all of the way to GND and all of 
the way to VCC. The output stage also provides a very 
low impedance to overshoot and undershoot. This 
means that in many cases, external schottky clamp di
odes are not required. 

VCC: VCC is the power input connection for this device. 
In normal operation VCC is powered through a current 
limiting resistor. Although quiescent VCC current is very 

APPLICATION INFORMATION 

O.2V 

2 .. 5V 

UCC2813-0/-1/-21-31-41-5 
UCC3813-0/-1/-21-3/-4I-5 

low, total. supply current will be higher, depending on 
OUT current. Total VCC current is the sum of quiescent 
VCC current and the average OUT current. Knowing the 
operating frequency and the MOSFET gate charge (Qg), 
average OUT current can be calculated from: 

lOUT =Og -F. 

To prevent noise problems, bypass VCC to GND with a 
ceramic capacitor as close to the VCC pin as possible. 
An electrolytic capaCitor may also be used in addition to 
the ceramic capacitor. 

REF: REF is the voltage reference for the error amplifier 
and also for many other functions on the IC. REF is also 
used as the logic power supply for high speed switching 
logic on the IC. 

When VCC is greater than 1 V and less than the UVLO 
threshold, REF is pulled to ground through a 5kn resis
tor. This means that REF can be used as a logic output 
indicating power system status. It is important for refer
ence stability that REF is bypassed to GND with a ce
ramic capacitor as close to the pin as possible. An 
electrolytic capacitor may also be used in addition to the 
ceramic capacitor. A minimum of 0.11lF ceramic is re
quired. Additional REF bypassing is required for external 
loads greater than 2.5mA on the reference. 

To prevent noise problems with high speed switching 
transients, bypass REF to ground with a ceramic capaci
tor very close to the IC package. 

R Q 

s 

UDG·96139 

The UCC3813-0/-1/-2/-31-4/-5 oscillator generates a sawtooth waveform on RC. The rise time is set by the time constant of RT 
and CT. The fall time is set by CT and an intemal transistor on-resistance of approximately 125fJ.. During the fall time, the out
put is off and the maximum duty cycle is reduced below 50% or 100% depending on the part number. Larger timing capacitors 
increase the discharge time and reduce the maximum duty cycle and frequency. 

Figure 1. Oscillator. 
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APPLICATION INFORMATION (cont.) 
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APPLICATION INFORMATION (cont.) 
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~UNITRODE 
High Speed PWM Controller 
FEATURES 

• Compatible with Voltage or Current-Mode 
Topologies 

• Practical Operation @ Switching Frequencies 
to 1.0MHz 

• 50ns Propagation Delay to Output 

• High Current Totem Pole Output (1.5A peak) 

• Wide Bandwidth Error Amplifier 

• Fully Latched Logic with Double Pulse 
Suppression 

• Pulse-by-Pulse Current Limiting 

• Soft Start/Max. Duty Cycle Control 

• Under-Voltage Lockout with Hysteresis 

• Low Start Up Current (1.1 mA) 

• Trimmed Bandgap Reference (5.1 V ±1 %) 

ABSOLUTE MAXIMUM RATINGS 

DESCRIPTION 

UC1823 
UC2823 
UC3823 

The UC1823 family of PWM control ICs is optimized for high fre
quency switched mode power supply applications. Particular care 
was given to minimizing propagation delays through the compara
tors and logic circuitry while maximizing bandwidth and slew rate 
of the error amplifier. This controller is designed for use in either 
current-mode or voltage-mode systems with the capability for in
put voltage feed-forward. 

Protection circuitry includes a current limit comparator, a TTL 
compatible shutdown port, and a soft start pin which will double as 
a maximum duty cycle clamp. The logic is fully latched to provide 
jitter free operation and prohibit multiple pulses at the output. An 
under-voltage lockout section with 800mV of hysteresis assures 
low start up current. During under-voltage lockout, the output is high 
impedance. The current limit reference (pin 11) is a DC input voltage 
to the current limit comparator. Consult specifications for details. 

These devices feature a totem pole output designed to source 
and sink high peak currents from capacitive loads, such as the 
gate of a power MOSFET. The on state is defined as a high level. 

Supply Voltage (Pins 15, 13) ........................ 30V Oscillator Charging Current (Pin 5) ................. -5mA 
Output Current, Source or Sink (Pin14) 

DC .......................................... 0.5A 
Pulse (0.5j.ts) .................................. 2.0A 

Analog Inputs (Pins 1, 2, 7, 8, 9, 11) ........... -Q.3V to +6V 
Clock Output Current (Pin 4) ...................... -5mA 
Error Amplifier Output Current (Pin 3) ................ 5mA 
Soft Start Sink Current (Pin 8) ..................... 20mA 

BLOCK DIAGRAM 

3197 

Clock [44}--------, 

RT 5t------i 

CT ~6}-----~~ 

Error ( NI 2 

Amp ( Iny I---h_ 

Power Dissipation at TA = 60 DC ...................... 1W 
Storage Temperature Range ............. -65DC to + 150DC 
Lead Temperature (Soldering, 10 seconds) .......... 300DC 
Note: All voltages are with respect to ground, Pin 10. 

Currents are positive into the specified terminal. 
Consult Packaging Section of Databook for thermal 
limitations 
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CONNECTION DIAGRAMS 

OIL-16, SOIC-16 (TOP VIEW) PLCC-20, LCC-20 (TOP VIEW) 
J or N, OW Package Q,LPackage 

Inv. VREF 5.W 

NJ. Vee /3 2 1 2019 

EtA Out Out 4 18 

5 17 
Clock Ve 6 16 

RT Pwr Gnd 7 15 

8 14 
CT ILIMREF 9 10 11 12 13 

Ramp Ground 

Soft Start I LIM/S.D. 

UC1823 
UC2823 
UC3823 

PACKAGE PIN FUNCTION 
FUNCTION PIN 
N/C 1 
Inv. 2 
NJ. 3 
ElAOut 4 
Clock 5 
N/C 6 
RT 7 
CT 8 
Ramp 9 

. Soft start 10 
N/C 11 
ILIM/S.D. 12 
Ground 13 
ILiM REF 14 
PWRGnd 15 
N/C 16 
Ve 17 
OUT 18 
Vee 19 
VREF5.1V 20 

ELECTRICAL CHARACTERISTICS: Unless otherwise noted, these specifications apply for RT = 3.65k, CT = 1 nF, 
Vcc = 15V, O°C < TA < +70°C for the UC3823, -25°C < TA < +85°C for the 
UC2823, and -55°C < TA < +125°C for the UC1823, TA = TJ. 

UC1823 UC3823 UNITS 
PARAMETER TEST CONDITIONS UC2823 

MIN TYP MAX MIN TYP MAX 

Reference Section 

Output Voltage TJ = 25°C, 10= 1mA 5.05 5.10 5.15 5.00 5.10 5.20 V 

Line Regulation 10< Vec < 30V 2 20 2 20 mV 

Load Regulation 1 < 10 < 10mA 5 20 5 20 mV 

Temperature Stability' TMIN < TA < TMAX 0.2 0.4 0.2 0.4 mV/oC 

Total Output Variation' Line, Load, Temp. 5.00 5.20 4.95 5.25 

Output Noise Voltage' 10Hz < f < 10kHz 50 50 IlV 
Long Term Stability' TJ = 125°C, 1000 hrs. 5 25 5 25 mV 

Short Circuit Current VREF=OV -15 -50 -100 -15 -50 -100 mA 

Oscillator Section 

Initial Accuracy' TJ=25°C 360 400 440 360 400 440 kHz 

Voltage Stability' 10< Vcc< 30V 0.2 2 0.2 2 % 

Temperature Stability' TMIN <TA < TMAX 5 5 % 

Total Variation' Line, Temp. 340 460 340 460 kHz 

Clock Out High 3.9 4.5 3.9 4.5 V 

Clock Out Low 2.3 2.9 2.3 2.9 V 

Ramp Peak' 2.6 2.8 3.0 2.6 2.8 3.0 V 

Ramp Valley' 0.7 1.0 1.25 0.7 1.0 1.25 V 

Ramp Valley to Peak' 1.6 1.8 2.0 1.6 1.8 2.0 V 
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UC1823 
UC2823 
UC3823 

ELECTRICAL CHARACTERISTICS: Unless otherwise noted, these specifications apply for RT = 3.65k, CT = 1 nF, Vcc 
= 15V, DoC < TA < +70°C for the UC3823, -25°C < TA < +85°C for the 
UC2823, and -55°C < TA < + 125°C for the UC1823, TA = TJ. 

PARAMETER TEST CONDITIONS 

MIN 

Error Amplifier Section 

Input Offset Voltage 

Input Bias Current 

Input Offset Current 

Open Loop Gain 1 <Vo<4V 60 

CMRR 1.5 < VCM < 5.5V 75 

PSRR 10 < Vcc< 30V 85 

Output Sink Current VPIN3 =1V 1 

Output Source Current VPIN 3 '= 4V -0.5 

Output High Voltage IPIN 3 = {).5mA 4.0 

Output Low Voltage IPIN3= 1mA 0 

Unity Gain Bandwidth" 3 

Slew Rate" 6 

PWM Comparator Section 

Pin 7 Bias Current VPIN7 = OV 

Duty Cycle Range 0 

Pin 3 Zero D.C. Threshold VPIN7 = OV 1.1 

Delay to Output" 

Soft-Start Section 

Charge Current VPIN8=0.5V 3 

Discharge Current VPIN8 = 1V 1 

Current LimitlShutdown Section 

Pin 9 Bias Current 0< VPIN9 < 4V 

Current Limit Offset VPIN 11 = 1.1V 

Current Limit Common Mode 1.0 
Range (VPIN 11) 

Shutdown Threshold 1.25 

Delay to Output" 

Output Section 

Output Low Level louT=20mA 

lOUT = 200mA 

Output High Level louT=-20mA 13.0 

lOUT = -200mA 12.0 

Collector Leakage Vc= 30V 

Rise/Fall Time' CL = 1nF 

Under-Voltage Lockout Section 

Start Threshold 8.8 

UVLO Hysteresis 0.4 

Supply Current 

Start Up Current Vcc=8V 

Icc VPIN 1, VPIN 7, VPIN 9 =OV, VPIN 2 = 1 V 

" These parameters are guaranteed by design but not 100% tested in production. 
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UC1823 
UC2823 

TYP 

0.6 

0.1 

95 

95 

110 

2.5 

-1.3 

4.7 

0.5 

5.5 

12 

-1 

1.25 

50 

9 

1.40 

50 

0.25 

1.2 

13.5 

13.0 

100 

30 

9.2 

0.8 

1.1 

22 

UC3823 UNITS 

MAX MIN TVP MAX 

10 15 mV 

3 0.6 3 I!A 
1 0.1 1 I!A 

60 95 dB 

75 95 dB 

85 110 dB 

1 2.5 mA 

-0.5 -1.3 mA 

5.0 4.0 4.7 5.0 V 

1.0 0 0.5 1.0 V 

3 5.5 MHz 

6 12 V/fJS 

-5 -1 -5 I!A 
80 0 85 % 

1.1 1.25 V 

80 50 80 ns 

20 3 9 20 I!A 
1 mA 

±10 ±10 I!A 
15 15 mV 

1.25 1.0 1.25 V 

1.55 1.25 1.40 1.55 V 

80 50 80 ns 

0.40 0.25 0.40 V 

2.2 1.2 2.2 V 

13.0 13.5 V 

12.0 13.0 V 

500 100 500 I!A 
60 30 60 ns 

9.6 8.8 9.2 9.6 V 

1.2 0.4 0.8 1.2 V 

2.5 1.1 2.5 mA 

33 22 33 mA 



UC1823 PRINTED CIRCUIT BOARD LAYOUT 
CONSIDERATIONS 

UC1823 
UC2823 
UC3823 

High speed circuits demand careful attention to layout this purpose. 3) Bypass Vcc, Vc, and VREF. Use O.1~ 
and component placement. To assure proper perfor- monOlithic ceramic capacitors with low equivalent series 
mance of the UC1823, follow these rules. 1) Use a inductance. Allow less than 1 cm of total lead length for 
ground plane. 2) Damp or clamp parasitic inductive kick each capacitor between the bypassed pin and the ground 
energy from the gate of driven MOSFET. Don't allow the plane. 4) Treat the timing capacitor, CT, like a bypass ca
output pins to ring below ground. A series gate resistor or pacitor. 
a shunt 1 Amp Schottky diode at the output pin will serve 

ERROR AMPLIFIER CIRCUIT 

Simplified Schematic 

3 Error Amp 
Output 

I 
I 

L .".. .".. ."...".. J 
-------

Open Loop Frequency Response 

100 

80 

60 

Av (dB)40 
20 

o 
-20 

r\. 

i'.. 

PWM APPLICATIONS 

r\. 
r\. 

{v 
r\. 0 

(J (J (0) 

........ 1--. -90 
-180 

Freq (Hz) 

Conventional (Voltage Mode) 

Oscillator 
1.25V 

III~ 
L_Fr~m E/A 

5 

4 

3 
(V) 

2 

ISWITCH 

RSENSE 

Unity Gain Slew Rate 

I 

VIN 

I I \ I', If VOUT I~ Jl 

- V L ~ I-

o 0.2 0.4 0.6 
TIME (fLS) 

Current-Mode 

0.8 

fuc1823 - - --

~ Oscillator 
""'='" CT CT 

rL...f 1.25V 

•• 7 II~ 
.J. 'L From EI A 

- -------

1.0 

* A small filter may be required to suppress switch noise 

3-222 



OSCILLATOR CIRCUIT 

Clock 
-.SL 4 Blanking 

~ 1--1 400~A 
To L_"':': __ ~ 

Timing Resistance vs Frequency 

100K 

§: 10K 
f
a: 

1K 
100 1K 10K 100K 1M 

Freq (Hz) 

SYNCHRONIZED OPERATION 

Deadtime vs CT (3:'0 RT:'O 100K) 

4.70 

2.20 

Iii 1.00 
a. 0.47 
t9 

0.221 
0.10 . 

0.047 : 

~~~~~~ 
CT (nF) 

Deadtime vs Frequency 

~ :: iTt1111.0nFi . 1..
1 

. 

r= 1~~ 1.470P~. n-V 
10K 100K 1M 

Freq (Hz) 

Two Units in Close Proximity 

IUC1823 

I 

I ~T I RT 5 = 

I CT 6 Local 
CT Ramp 

L Mas1er J ..::f- L Slave -.J 

Generalized Synchronization 

iUC1823l 

I I 
~I 

0:$ ~~ tRT I 
~ C11T I 

6 CT I 
24 

Local L Slave J = Ramp 
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CONSTANT VOLT-SECOND CLAMP CIRCUIT 

The circuit shown here will achieve a constant 
volt-second product clamp over varying input voltages. 
The ramp generator components, RT and CR are 
chosen so that the ramp at Pin 9 crosses the 1 V 
threshold at the same time the desired maximum 
volt-second product is reached. The delay through the 
inverter must be such that the ramp capacitor can be 
completely discharged during the minimum deadtime. 

OUTPUT SECTION 

Rise/Fall Time (CL=1NF) 

Vcc 

Vc 

Out 

Pwr 
Gnd 

Gnd 

:> 15 

-:-- 10 

0 

3 

~ 2 

il\ 
\ 

( r\ 
\ 

J 
0 0 0 0 v CIO ~ \!! 
Time - (ns) 

0.2 
I L (A) 
o 
-0.2 

0 
0 
C\I 

Saturation Curves 

lOUT - (A) 

Rise/Fall Time (CL=10NF) 

15 -2 ~
~L(A) 

~ 10 

§ 5 
> 0 

000000 

~ ~ ~ ~ ~ 
Time - (ns) 

FEED FORWARD TECHNIQUE FOR OFF-LINE VOLTAGE MODE APPLICATION 

UNITRODE CORPORATION 
7 CONTINENTAL BLVD .• MERRIMACK. NH 03054 
TEL. (603) 424·2410 FAX (603) 424-3460 

VlN 

RFF 
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~UNITRODE 
UC1823A,BI1825A,B 
UC2823A,B/2825A,B 
UC3823A,B/3825A,B 

High Speed PWM Controller 
FEATURES 
• Improved versions of the 

UC38231UC3825 PWMs 

• Compatible with Voltage or 
Current-Mode Topologies 

• Practical Operation at Switching 
Frequencies to 1 MHz 

• 50ns Propagation Delay to Output 

• High Current Dual Totem Pole 
Outputs (2A Peak) 

• Trimmed Oscillator Discharge Current 

• low 1001lA Startup Current 

• Pulse-by-Pulse Current Limiting 
Comparator 

• latched Overcurrent Comparator With 
Full Cycle Restart 

BLOCK DIAGRAM 

DESCRIPTION 
The UC3823A & B and the UC3825A & B family of PWM control ICs are 
improved versions of the standard UC3823 & UC3825 family. Performance 
enhancements have been made to several of the circuit blocks. Error ampli
fier gain bandwidth product is 12MHz while input offset voltage is 2mV. Cur
rent limit threshold is guaranteed to a tolerance of 5%. Oscillator discharge 
current is specified at 10mA for accurate dead time control. Frequency ac
curacy is improved to 6%. Startup supply current, typically 1001lA, is ideal 
for off-line applications. The output drivers are redesigned to actively sink 
current during UVlO at no expense to the startup current specification. In 
addition each output is capable of 2A peak currents during transitions. 

Functional improvements have also been implemented in this family. The 
UC3825 shutdown comparator is now a high-speed overcurrent comparator 
with a threshold of 1.2V. The overcurrent comparator sets a latch that en
sures full discharge of the soft start capacitor before allowing a restart. 
While the fault latch is set, the outputs are in the low state. In the event of 
continuous faults, the soft start capacitor is fully charged before discharge 
to insure that the fault frequency does not exceed the deSigned soft start 
period. The UC3825 Clock pin has become ClK/lEB. This pin combines 
the functions of clock output and leading edge blanking adjustment and has 
been buffered for easier interfacing. ' 

(continued) 

1------------------------------------------------------, 
~ I I 

I 
ClK/lEB 4 I 

VCC15r--;~~~~~----~~------------------~ 
I 
I 

GND $---:L. 
I = ON/OFF L ______________________________________________________ ~ 

• Note: 1823A,B Version Toggles Q and Q are always low 
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DESCRIPTION (cont.) 
The UC3825A,B has dual alternating outputs and the 
same pin configuration of the UC3825. The UC3823A,B 
outputs operate in phase with duty cycles from zero to 
less than 100%. The pin configuration of the UC3823A,B 
is the same as the UC3823 except pin 11 is now an out
put pin insteadQf the reference pin to the current limit 
comparator. "A"· version parts have UVLO thresholds 
identical to the original. UC3823125. The "B" versions 
have UVLO thresholds of 16 and 10V, intended for ease 
of use in off-line applications. 

Consult Application Not~ U-128 for detailed technical 
and applications information. Contact the factory for fur
ther packaging and availability information. 

Device UVlO Dmax 

UC3823A 9.2V/8.4V < 100% 

UC3823B 16V/10V < 100% 

UC3825A 9.2V/8.4V <50% 

UC3825B 16V/10V <50% 

CONNECTION DIAGRAMS 

DIL-16, SOIC-16, (Top View) 
. J or N Package; OW Package 

UC1823A,B/1825A,B 
. UC2823A,BI2825A,B 
UC3823A,BI3825A,B 

ABSOLUTE MAXIMUM RATINGS 
Supply Voltage (VC, VCC) ......................... 22V 
Output Current,Source or Sink (Pins OUTA, OUTB) 

DC ......................................... 0.5A 
Pulse (0.5!1S) ................................. 2.2A 

Power Ground (PGND) ........................... :t0~2V 
Analog Inputs 

(INV, NI, RAMP) ......................... -o.3V to 7V 
(ILlM, SS) .............................. -o.3V to 6V 

Clock Output Current (ClK/lEB) ................... -5mA 
Error Amplifier Output Current (EAOUT) .............. 5mA 
Soft Start Sink Current (SS) ....................... 20mA 
Oscillator Charging Current (Rn ................... -5mA 
Power Dissipation at T A = 60°C ...................... 1 W 
Storage Temperature Range ..... '.' ...... -65°C to +150°C 
Junction Temperature ................... -55°C to +150°C 
lead Temperature (Soldering, 10 sec.) .............. 300°C 

All currents are positive into, negative out of the specified ter
minal. Consult Packaging Section of Databook for thermallimi
tations and considerations of packages. 

PLCC-20, LCC-20, (Top View) 
Q, L Packages 

N/C 
INV VREF 

NI VCC 

EAOUT 4 OUTB 
ClK/lEB 5 17 VC 

N/C 6 16 N/C 
RT 7 15 PGND 

CT 8 OUTA 

RAMP GND 
SS ILiM 

N/C 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these specifications apply for T A = -55°C to + 125°C for 
the UC1823A,B and UC1825A,B; -40°C to +85°C for the UC2823A,B and UC2825A,B; O°C to +70°C for the UC3823A,B and 
UC3825A B' RT= 3 65k CT= 1nF VCC = 12V TA= TJ , , , , , 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

Reference Section 

Output Voltage TJ=25°C, 10= 1mA 5.05 5.1 5.15 V 

Line Regulation 12<VCC<20V 2 15 mV 

load Regulation 1mA < 10 < 10mA 5 20 mV 

Total Output Variation Line, load, Temp 5.03 5.17 V 

Temperature Stability TMIN < TA < TMAX (Note 1) 0.2 0.4 mV/oC 

Output Noise Voltage 10Hz < f < 10kHz (Note 1) 50 I1VRMS 

long Term Stability TJ = 125°C,1000 hours (Note 1) 5 25 mV 

Short Circuit Current VREF=OV 30 60 90 rnA 
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UC1823A,B/1825A,B 
UC2823A,B/2825A,B 
UC3823A,B/3825A,B 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these specifications apply for T A = -55°C to + 125°C for 
the UC1823A,B and UC1825A,B; -40°C to +85°C for the UC2823A,B and UC2825A,B; O°C to +70°C for the UC3823A,B and 
UC3825A B· RT= 3 65k CT= 1nF VCC = 12V TA= TJ , , 

PARAMETER TEST CONDITIONS MIN TVP MAX UNITS 

Oscillator Section 

Initial Accuracy TJ = 25°C (Note 1) 375 400 425 kHz 

Total Variation line, Temperature (Note 1) 350 450 kHz 

Voltage Stability 12V < VCC < 20V 1 % 

Temperature Stability TMIN <TA < TMAX (Note 1) 5 % 

Initial Accuracy RT = 6.6k, CT = 220pF, T A = 25°C (Note 1) 0.9 1 1.1 MHz 

Total Variation RT = 6.6k, CT = 220pF (Note 1) 0.85 1.15 MHz 

Clock Out High 3.7 4 V 

Clock Out Low 0 0.2 V 

Ramp Peak 2.6 2.8 3 V 

Ramp Valley 0.7 1 1.25 V 

Ramp Valley to Peak 1.6 1.8 2 V 

Oscillator Discharge Current RT=Open, VCT=2V 9 10 11 rnA 

Error Amplifier Section 

Input Offset Voltage 2 10 mV 

Input Bias Current 0.6 3 ~ 
Input Offset Current 0.1 1 ~ 
Open Loop Gain 1V<Vo<4V 60 95 dB 

CMRR 1.5V < VCM < 5.5V 75 95 dB 

PSRR 12V < VCC < 20V 85 110 dB 

Output Sink Current VEAOUT= 1V 1 2.5 rnA 

Output Source Current VEAOUT=4V -0.5 -1.3 rnA 

Output High Voltage IEAOUT = -O.5mA 4.5 4.7 5 V 

Output Low Voltage IEAOUT= 1mA 0 0.5 1 V 

Gain Bandwidth Product F= 200kHz 6 12 MHz 

Slew Rate (Note 1) 6 9 V/j.lS 

PWM Comparator 

RAMP Bias Current VRAMP= OV -1 -8 ~ 
Minimum Duty Cycle 0 % 

Maximum Duty Cycle 85 % 

Leading Edge Blanking R = 2k, C = 470pF 300 375 450 ns 

LEB Resistor V ClK/lEB = 3V 8.5 10 11.5 kohm 

EAOUT Zero D.C. Threshold VRAMP=OV 1.1 1.25 1.4 V 

Delay to Output VEAOUT= 2.1V, VRAMP= 0 to 2V Step (Note 1) 50 80 ns 

Current Limit/Start Sequence/Fault Section 

Soft Start Charge Current Vss=2.5V 8 14 20 ~ 
Full Soft Start Threshold 4.3 5 V 

Restart Discharge Current Vss= 2.5V 100 250 350 ~ 
Restart Threshold 0.3 0.5 V 

ILiM Bias Current 0< VILIM < 2V 15 ~ 
Current limit Threshold 0.95 1 1.05 V 
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UC1823A,B/1825A,B 
UC2823A,B/2825A,B 
UC3823A,B/3825A,B 

ELECTRICAL CHARACTERISTICS:. Unless otherwise stated. these specifications apply for T A =,..55°C to + 125°C for 
the UC1823A,B and UC1825A,B; -40°C to +85°C for the UC2823A,B and UC2825A,B; O°C to +70°C for the UC3823A,B and 
UC3825A B· RT= 3 65k CT= 1nF VCC = 12V TA= TJ , , , , , 

PARAMETER TEST CONDITIONS 

Current Limit/Start Sequence/Fault Section (cont.) 

Over Current Threshold 

ILiM Delay to Output VILIM = 0 to 2V Step (Note 1 ) 

Output Section 

Output Low Saturation lOUT = 20mA 

lOUT = 200mA 

Output High Saturation IOUT=20mA 

lOUT = 200mA 

UVLO Output Low Saturation 10 = 20mA 

Rise/Fall Time Cl= 1nF (Note 1) 

UnderVoltage Lockout 

Start Threshold UCX823B and X825B only 

Stop Threshold UCX823B and X825B only 

UVLO Hysteresis UCX823B and X825B only 

Start Threshold UCX823A and X825A only 

UVLO Hysteresis UCX823A and X825A only 

Supply Current 

Startup Cu rrent VC = VCC = VTH(start) -Q.5V 

Icc 

Note1:Guaranteed by design. Not 100% tested in production. 

APPLICATIONS INFORMATION 

OSCILLATOR 

The UC3823A,B/3825A,B oscillator is a saw tooth. The 
rising edge is governed by a current controlled by the RT 
pin and value of capacitance at the CT pin. The falling 
edge of the sawtooth sets dead time for the outputs. Se
lection of RT should be done first, based on desired 
maximum duty cycle. CT can then be chosen based on 
desired frequency, RT, and DMAX. The design equations 
are: 

RT 

CT 

3V 

(1 OmA>(1- DMAX ) 

(1.6- DMAX ) 

(RT- F) 

RT 

~CI 
- I 
= I _ 

MIN TYP MAX UNITS 

1.14 1.2 1.26 V 

50 80 ns 

0.25 0.4 V 

1.2 2.2 V 

1.9 2.9 V 

2 3 V 

0.8 1.2 V 

20 45 ns 

16 17 V 

9 10 V 

5 6 7 V 

8.4 9.2 9.6 V 

0.4 0.8 1.2 V 

100 300 IlA 
28 36 mA 

Oscillator 

ClK 

--VT~lEB 
Recommended values for RT range from 1 k to 100k. 
Control of DMAX less than 70% is not recommended. L __________ _ 

UDG·95102 
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APPLICATIONS INFORMATION (cont.) 

OSCilLATOR (cont.) 

Oscillator Frequency vs. RT and CT Curve 
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RT (0) 

lEADING EDGE BLANKING 
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UDG-95103 

The UC3823A,B/382SA,B performs fixed frequency 
pulse width modulation control. The UC3823A,B out
puts operate together at the switching frequency and 
can vary from 0 to some value less than 100%_ The 
UC382SA,B outputs are alternately controlled_ During 
every other cycle, one output will be off_ Each output 
then, switches at one-half the oscillator frequency, vary
ing in duty cycle from 0 to less than SO%_ 

To limit maximum duty cycle, the internal clock pulse 
blanks both outputs low during the discharge time of 
the oscillator_ On the falling edge of the clock, the ap
propriate output(s) is driven high. The end of the pulse 
is controlled by the PWM comparator, current limit com
parator, or the overcurrent comparator_ 

Normally the PWM comparator will sense a ramp 
crossing a control voltage (error amp output) and termi
nate the pulse_ leading edge blanking (lEB) causes 
the PWM comparator to be ignored for a fixed amount 
of time after the start of the pulse_ This allows noise in
herent with switched mode power conversion to be re
jected_ The PWM ramp input may not require any 
filtering as result of leading edge blanking_ 

To program a leading Edge Blanking period, connect a 
capacitor, C, to ClK/lEB_ The discharge time set by C 
and the internal 10k resistor will determine the blanked 
interval. The 10k resistor has a 10% tolerance_ For 
more accuracy, an external 2k 1 % resistor, R, can be 
added, resulting in an equivalent resistance of 1_66k 
with a tolerance of 2.4%_ The design equation is: 

UC1823A,BI1825A,B 
UC2823A,BI2825A,B 
UC3823A,BI3825A,B 

100 

95 

1ft 90 

x 85 « :; 
C 80 

75 

70 

Maximum Duty Cycle vs RT Curve 

f------

// 

V 
.L 

/ 
II 
1 

CT 

10 

RT (0) 

lEB Operational Waveforms 

100 

UDG-95104 

ClK/lEB I--++-="k:----+-t----"'k--i_ 

lEB 

RAMP 
INPUT 

BLANKED 
RAMP 

TO PWM 

tlEB = O.S • (R I I 10k) • C_ 

Values of R less than 2k should not be used 

UDG-95105 

Leading edge blanking is also applied to the current 
limit comparator_ After LEB, if the ILlM pin exceeds the 
one volt threshold, the pulse is terminated_ The over 
current comparator, however, is not blanked_ It will 
catch catastrophic over current faults without a blanking 
delay_ Any time the ILIM pin exceeds 1_2V, the fault 
latch will be set and the outputs driven low_ For this rea
son, some noise filtering may be required on the ILIM 
pin. 
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APPLICATIONS INFORMATION (cont.) 

UVLO, SOFT START AND FAULT MANAGEMENT 

Soft start is programmed by a capacitor on the SS pin. At 
power up, SS is discharged. When SS is low, the error 
amp output is also forced low. As the internal 9J.IA source 
charges the SS pin, the error amp output follows until 
closed loop regulation takes over. 

Anytime ILiM exceeds 1.2V, the fault latch will be set and 
the output pins will be driven low. The soft start cap is 
then discharged by a 250J.IA current sink. No more output 
pulses are allowed until soft start is fully discharged, and 
ILiM is below 1.2V. At this point the fault latch will be re
set and the chip will execute a soft start. 

Should the fault latch be set during soft start, the outputs 
will be immediately terminated, but the soft start cap will 
not be discharged until it has been fully charged. This re-

ACTIVE LOW OUTPUTS DURING UVLO 

The UVLO function forces the outputs to be low and con
siders both VCC and VREF before allowing the chip to 
operate. 

Simplified Schematic 
3 

-5~C 
2 

25'C 

Vcc=OPEN 

o 
o 0.2 0.4 0.6 O.S 1.0 

CURRENT (A) 

UDG·95108 

PWM APPLICATIONS 

ISWITCH 

Current Mode 

/V.,----------
D.~ OSCILLATOR I 
= CT I CT 

I 
.fL.r' 1.25V 

7 11f-------f'> 
RSENSE I RAMP ~ 

I FROM E/A 

- L - - - - - - - - - -UDG.95109 
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FAULT 

Vss 

PWM 

UC1823A,B/1825A,B 
UC2823A,B/2825A,B 
UC3823A,B/3825A,B 

Soft Start and Fault Waveforms 

1.2V -------

5.0V --------

1.2V 
O.2V 

ON 

OFF 

I I 
----------~~-- -

I I 
I I 
I I 

I I 

UDG·95106 

suits in a controlled hiccup interval for continuous 
fault conditions. 

Output V and I During UVLO 

UDG·95107 

Voltage Mode 

,----------
OSCILLATOR 

I CT 

1.25V 

7 II~ 

IRAMP ~ 
I FROM EtA 

L_ ------- -UDG.95110 



APPLICATIONS INFORMATION 

SYNCHRONIZATION 

The oscillator can be synchronized by an external pulse 
inserted in series with the timing capacitor. Program the 
free running frequency of the oscillator to be 10 to 15% 

slower than the desired synchronous frequency. The 
pulse width should be greater than 10ns and less than 

half the discharge time of the oscillator. The rising edge of 
the ClK/lEB pin can .be used to generate a synchroniz
ing pulse for other chips. Note that, the ClK/lEB pin will 

no longer accept an incoming synchronizing signal. 

General Oscillator Synchronization 

50U 
External 
Clock 

VSYNC 

HIGH CURRENT OUTPUTS 

UDG·95111 

Each totem pole output of the UC3823A,B and 
UC3825A,B can deliver a 2 amp peak current into a ca
pacitive load. The output can slew a 1000pF capacitor 15 
volts in approximately 20 nanoseconds. Separate collec
tor supply (VC) and power ground (PGND) pins help de
couple the IC's analog circuitry from the high power gate 
drive noise. The use of 3 Amp Schottky diodes (1N5120, 
USD245 or equivalent) as shown in the figure from each 
output to both VC and PGND are recommended. The di
odes clamp the output swing to the supply rails, neces
sary with any type of inductive/capacitive load, typical of a 
MOSFET gate. Schottky diodes must be used because a 
low forward voltage drop is required. DO NOT USE stan
dard silicon diodes. 

Although a "single ended" device, two output drivers are 
available on the UC3823A,B devices. These can be "par
alleled" by the use of a one-half ohm (noninductive) resis
tor connected in series with each output for a combined 
peak current of 4 amps. 
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UC1823A,B/1825A,B 
UC2823A,BI2825A,B 
UC3823A,B/3825A,B 

Operational Waveforms 

VeT 

UDG·95112 

Two Units 

--, r--
4 I 

39pF 1200 c~ 

i 4.7k~ ~ I ; .f20 I 

MASTER~T ~ ~ I SLAVE 

~~ I ~ ~ I 
I L __ 

Power MOSFET Drive Circuit 

01, 02 

vc 

-=='" GNO 

1N5820 

J 

UDG·95113 

UDG·95114 



APPLICATIONS INFORMATION (cont.) 

GROUND PLANES 

Each output driver of these devices is capable of 2A 
peak currents. Careful layout is essential for correct op
eration of the chip. A ground plane must be employed. 
A unique section of the ground plane must be desig
nated for high di/dt currents associated with the output 
stages. This point is the power ground to which the 
PGND pin is connected. Power ground can be sepa
rated from the rest of the ground plane and connected 
at a single point, although this is not strictly necessary 
if the high di/dt paths are well understood and ac
counted for. VCC should be bypassed directly to power 
ground with a good high frequency capacitor. The 

I 
SIGNAL GROUND I __________ .J 

Open Loop Test Circuit 

This test fixture is useful for exercising many of the 
UC3823A,B, UC3825A,B functions and measuring their 
specifications. As with any wideband circuit, careful 

UC1823A,B/1825A,B 
UC2823A,BI2825A,B 
UC3823A,B13825A,B 

sources of the power MOSFET should connect to 
power ground as should the return connection for input 
power to the system and the bulk input capacitor. The 
output should be clamped with a high current Schottky 
diode to both VCC and PGND. Nothing else should be 
connected to power ground. 

VREF should be bypassed directly to the signal portion 
of the ground plane with a good high frequency capaci
tor. Low ESRIESL ceramic 11JF capacitors are recom
mended for both VCC and VREF. All analog circuitry 
should likewise be bypassed to the signal ground 
plane. 

,---"'----T+VIN 

I 
I I 

: POWER GROUND : L ______________ .J UDG-9511S 

grounding and bypass procedures should be fOllowed. 
The use of a ground plane is highly recommended. 

,----------------, 
UC3823A1B, UC3825A1B $ 

1 
,--------14 ClK/lEB VCC 15'-:1:---:1:-- 15V 

)= 
'1'_. O.II1F= '1'_ 10l1F 

5 RT OSCillATOR I -L. -L. 

,---+----l6 CT VC 131-.,.----t---,-.,.-..,.--

7 RAMP 

50 

22k 27k 4.7k 

10k 
ERROR lN5820 ('4) 
AMP PGND 121---+----4----, 

27k 

4.7k GND~ 
10k "'= .I.10I1F I "r ..1 
:.3k \"'= = $lllM V~'~~ 1~ "'= 

k ________________ ~ 

-

UNITRODE CORPORATION 
7 CONTINENTAL BLVD.' MERRIMACK, NH 03054 
TEL (603) 424-2410' FAX (603) 424-3460 
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~UNITRODE 
UC1824 
UC2824 
UC3824 

High Speed PWM Controller 

FEATURES 

• Complementary Outputs 

• Practical Operation Switching Frequencies 
to 1MHz 

• SOns Propagation Delay to Output 

• High Current Dual Totem Pole Outputs 
(1.SA Peak) 

• Wide Bandwidth Error Amplifier 

• Fully Latched Logic with Double Pulse 
Suppression 

• Pulse-by-Pulse Current Limiting 

• Soft Start / Max. Duty Cycle Control 

• Under-Voltage Lockout with Hysteresis 

• Low Start Up Current (1.1 mA) 

• Trimmed Bandgap Reference (S.1V ± 1 'Yo) 

BLOCK DIAGRAM 

DESCRIPTION 
The UC1824 family of PWM control ICs is optimized for high fre
quency switched mode power supply applications. Particular care 
was given to minimizing propagation delays through the comparators 
and logic circuitry while maximizing bandwidth and slew rate of the 
error amplifier. This controller is designed for use in either cur
rent-mode or voltage mode systems with the capability for input volt
age feed-forward. 

Protection circuitry includes a current limit comparator with a 1 V 
threshold, a TTL compatible shutdown port, and a soft start pin which 
will double as a maximum duty cycle clamp. The logic is fully latched 
to provide jitter free operation and prohibit multiple pulses at an out
put. An under-voltage lockout section with 800mV of hysteresis as
sures low start up current. During under-voltage lockout, the outputs 
are high impedance. 

These devices feature totem pole outputs designed to source and 
sink high peak currents from capacitive loads, such as the gate of a 
power MOSFET. The on state is designed as a high level. 

----------------------------------l 

3197 

CT 6[--------1 

1.2SV 

Error{ NI 2 
Amp INV 1 f-----b--'~" 

Soft Start 

Gnd Wf---------. 

I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 

TJ -L "Vee Good" ~ L ______ ~ _____ w_~_-_-_~ __________________ ~ 
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ABSOLUTE MAXIMUM RATINGS (Note 1) CONNECTION DIAGRAMS 
Supply Voltage (Pins 13,15) ........................ 30V 
Output Current, Source or Sink (Pins 11, 14) 
DC ........................................... 0.5A 
Pulse (O. 5).lS) ................................. 2.0A 
Analog Inputs 
(Pins 1, 2, 7) ............................... ·0.3V to 7V 
(Pin 8, 9) ......................... ; ....... ·0.3V to 6V 
Clock Output Current (Pin 4) .......... , ............ -5mA 
Error Amplifier Output Current (Pin 3) ................ 5mA 
Soft Start Sink Current (Pin 8) ~ .................... 20mA 
Oscillator Charging Current (Pin 5) .................. -5mA 
Power Dissipation ................................ 1 W 
Storage Temperature Range .............. -65°C to +150°C 
Lead Temperature (Soldering, 10 seconds) .......... 300°C 
Note 1: All voltages are with respect to GND (Pin 10); all cur· 
rents are positive into, negative out of part; pin numbers refer to 

OIL-16 (Top View) 
J Or N Package --.....r-

INV IT ~VREF 5.W 

NIt:! • ~VCC 
EtA outl!: ~INVOUT 

Clock [I ~VC 
RT~ ~pwr Gnd 

CTC! ~out 
Ramp [I ~Gnd 

Soft Start [! ~~JiLIMtSD 

UC1824 
UC2824 
UC3824 

DIL-16 package. 
Note 3: Consult Unitrode Integrated Circuit Databook for ther· PACKAGE PIN FUNCTION 
mallimitations and considwations of package. 

SOIC-16 (Top View) 
OW Package 

PLCC-20 & LCC-20 
(Top View) 
Q & L Packages 

/3 2 1 2019 

4 

5 

6 

7 

8 
9 10 11 12 13 

18 

17 

16 

15 

14 

FUNCTION PIN 
N/C 1 
INV 2 
NI 3 
E/AOut 4 
Clock 5 
N/C 6 
RT 7 
CT 8 

' Ramo 9 
Soft Start 10 
N/C 11 
ILiM/SD 12 
Gnd 13 
Out 14 
PwrGnd 15 
N/C 16 
Ve 17 
I NVOUT 18 
Vee 19 
VREF5.1V 20 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated,these specifications apply for, RT = 3.65k, CT = 1 nF, Vee = 
15V, -55°C<TA<125°C for the UC1824, -40°C<TA<85°C for the UC2824, and 0°C<TA<70°C for the UC3824, TA= T J, 

UC1824 
UC3824 

PARAMETERS TEST CONDITIONS UC2824 

MIN TYP MAX MIN TYP MAX UNITS 

Reference Section 

Output Voltage TJ = 25°C, 10 = 1mA 5.05 5.10 5.15 5.00 5.10 5.20 V 

Line Regulation 10V < Vee < 30V 2 20 2 20 mV 

Load Regulation 1mA < 10 < 10mA 5 20 5 20 mV 

Temperature Stability· TMIN < TA < TMAX 0.2 0.4 0.2 0.4 mY/DC 

Total Output Variation· Line, Load, Temperature 5.00 5.20 4.95 5.25 V 

Output Noise Voltage" 10Hz < f < 10kHz 50 50 llV 
Long Term Stability" TJ = 125°C, 1000hrs. 5 25 5 25 mV 

Short Circuit Current VREF = OV -15 -50 -100 -15 -50 -100 rnA 

Oscillator Section 

Initial Accuracy" TJ=25:::>C 360 400 440 360 400 440 kHz 

Voltage Stability" 10V < Vee < 30V 0.2 2 0.2 2 % 
Temperature Stability· TMIN < TA < TMAX 5 5 % 
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UC1824 
UC2824 
UC3824 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated,these specifications apply for, RT = 3.65k, CT = 1 nF, Vee = 
15V, -55°C<TA<125°C for the UC1824, -40°C<TA<85°C for the UC2824, and 0°C<TA<70°C for the UC3824, TA=TJ. 

PARAMETERS TEST CONDITIONS 

Total Variation" Line, Temperature 

Oscillator Section (cont.) 

Clock Out High 

Clock Out Low 

Ramp Peak" 

Ramp Valley" 

Ramp Valley to Peak" 

Error Amplifier Section 
Input Offset Voltage 

Input Bias Current 

Input Offset Current 

Open Loop Gain 1V<Vo<4V 

CMRR 1.5V < VCM < 5.5V 

PSRR 10V < Vec < 30V 

Output Sink Current VPIN3 = 1V 

Output Source Current VPIN3 = 4V 

Output High Voltage IPIN 3 = -0.5mA 

Output Low Voltage IPIN3= 1mA 

Unity Gain Bandwidth" 

Slew Rate" 

PWM Comparator Section 

Pin 7 Bias Current VPIN7 = OV 

Duty Cycle Range 

Pin 3 Zero DC Threshold VPIN7= OV 

Delay to Output" 

Soft-Start Section 

Charge Current VPIN8 = 0.5V 

Discharge Current VPIN8 = 1V 

Current Limit I Shutdown Section 
Pin 9 Bias Current 0< VPIN9 < 4V 

Current Limit Threshold 

Shutdown Threshold 

Delay to Output 

Output Section 
Output Low Level louT=20mA 

IOuT=200mA 

Output High Level lOUT = -20mA 

lOUT = -200mA 

Collector Leakage Ve=30V 

Rise/Fall Time" CL = 1nF 

Under-Voltage Lockout Section 

Start Threshold 

UVLO Hysteresis 

Supply Current Section 

Start Up Current Vcc=8V 

* This parameter not 100% tested in production but guaranteed by design. 
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UC1824 

UC2824 

MIN TYP 

340 

3.9 4.5 

2.3 

2.6 2.8 

0.7 1.0 

1.6 1.8 

0.6 

0.1 

60 95 

75 95 

85 110 

1 2.5 

-0.5 -1.3 

4.0 4.7 

0 0.5 

3 5.5 

6 12 

-1 

0 

1.1 1.25 

50 

3 9 

1 

0.9 1.0 

1.25 1.40 

50 

0.25 

1.2 

13.0 13.5 

12.0 13.0 

100 

30 

8.8 9.2 

0.4 0.8 

1.1 

UC3824 

MAX MIN TVP MAX UNITS 

460 340 460 kHz 

3.9 4.5 V 

2.9 2.3 2.9 V 

3.0 2.6 2.8 3.0 V 

1.25 0.7 1.0 1.25 V 

2.0 1.6 1.8 2.0 V 

10 15 mV 

3 0.6 3 IlA 
1 0.1 1 !!A 

60 95 dB 

75 95 dB 

85 110 dB 

1 2.5 mA 

-0.5 -1.3 mA 

5.0 4.0 4.7 5.0 V 

1.0 0 0.5 1.0 V 

3 5.5 MHz 

6 12 V/IlS 

-5 -1 -5 !!A 
80 0 85 % 

1.1 1.25 V 

80 50 80 ns 

20 3 9 20 !!A 
1 mA 

15 10 !!A 
1.1 0.9 1.0 1.1 V 

1.55 1.25 1.40 1.55 V 

80 50 80 ns 

0.40 0.25 0.40 V 

2.2 1.2 2.2 V 

13.0 13.5 V 

12.0 13.0 V 

500 10 500 !!A 
60 30 60 ns 

9.6 8.8 9.2 9.6 V 

1.2 0.4 0.8 1.2 V 

2.5 1.1 2.5 mA 



UC1824 Printed Circuit Board Layout Considerations 

UC1824 
UC2824 
UC3824 

High speed circuits demand careful attention to layout shunt 1 Amp Schottky diode at the output pin will serve 
and component placement To assure proper perfor- this purpose. 3) Bypass VCC, VC, and VREF. Use 0.1 mF 
mance of the UC1824 follow these rules: 1) Use a ground monolithic ceramic capacitors with low equivalent series 
plane. 2) Damp or clamp parasitic inductive kick energy inductance. Allow less than 1 cm of total lead length for 
from the gate of driven MOSFETs. Do not allow the out- each capaCitor between the bypassed pin and the ground 
put pins to ring below ground. A series gate resistor or a plane. 4) Treat the timing capacitor, CT, like a bypass ca-

pacitor. 

Error Am lifier Circuit 

Av 

Simplified Schematic 
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Generalized Synchronization 
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Oscillator Circuit 

luC1824 ----

Blanking 

UC1824 
UC2824 
UC3824 

Primary Output Deadtime vs CT (3k ® RT ® 100k) 
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Forward Techni 

VIN ~ ~ 
RFF ~ UC18241 

7 Ramp I 

Constant Volt-Second Clamp Circuit 

The circuit shown here will achieve a constant 
volt-second product clamp over varying input voltages. 
The ramp generator components, RT and CR are cho
sen so that the ramp at Pin 9 crosses the 1 V threshold 
at the same time the desired maximum volt-second 
product is reached. The delay through the functional 
nor block must be such that the ramp capacitor can be 
completely discharged during the minimum deadtime. 

Output Section 

Simplified Schematic 
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I" UCI824 
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Open Loop Laboratory Test Fixture 

1-
50 

27k 
- 22k 

10k 

27k 

-
10k 

3.3k 

UC1824 

:~OCk 1 Oscillator 

Cr ) 

Ramp 

:~: out} ~~~r 
INV 

INV 

Soft Start 

I LIM 
Shutdown 

Vcc H----15V 

Vc 

Out A 

Out B 

pwr~2 Gnd 

Gnd 10 

___ .J 

UC1824 
UC2824 
UC3824 

UDG·92036·2 

This test fixture is useful for exercising many of the As with any wideband circuit, careful grounding and by
UC1824's functions and measuring their specifications. pass procedures should be followed. The use of a 

ground plane is highly recommended. 

UNITRODE CORPORATION 
7 CONTINENTAL BLVD.· MERRIMACK. NH 03054 
TEL. (603) 424·2410 FAX (603) 424-3460 
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[biD UNITROCE 

UC1825 
UC2825 
UC3825 

High Speed PWM Controller 

FEATURES 

• Compatible with Voltage or Current Mode 
Topologies 

• Practical Operation Switching Frequencies 
to 1MHz 

• 50ns Propagation Delay to Output 

• High Current Dual Totem Pole Outputs 
(1.5A Peak) 

• Wide Bandwidth Error Amplifier 

• Fully Latched Logic with Double Pulse 
Suppression 

• Pulse-by-Pulse Current Limiting 

• Soft Start / Max. Duty Cycle Control 

• Under-Voltage Lockout with Hysteresis 

• Low Start Up Current (1.1 rnA) 

BLOCK DIAGRAM 

DESCRIPTION 
The UC1825 family of PWM control ICs is optimized for high fre
quency switched mode power supply applications. Particular care 
was given to minimizing propagation delays through the comparators 
and logic circuitry while maximizing bandwidth and slew rate of the 
error amplifier. This controller is designed for use in either cur
rent-mode or voltage mode systems with the capability for input volt
age feed-forward. 

Protection circuitry includes a current limit comparator with a 1 V 
threshold, a TTL compatible shutdown port, and a soft start pin which 
will double as a maximum duty cycle clamp. The logic is fully latched 
to provide jitter free operation and prohibit multiple pulses at an out
put. An under-voltage lockout section with 800mV of hysteresis as
sures low start up current. During under-voltage lockout, the outputs 
are high impedance. 

These devices feature totem pole outputs designed to source and 
sink high peak currents from capacitive loads, such as the gate of a 
power MOSFET. The on state is designed as a high level. 

----------------------------------l 

CT 61---------l 

Error{ NI 2 
Amp INV 11-----0-

Soft Start 

3197 3-240 

B 

Gnd 

UDG·92030·2 



ABSOLUTE MAXIMUM RATINGS (Note 1) CONNECTION DIAGRAMS 
Supply Voltage (Pins 13, 15) ........................ 30V 
Output Current, Source or Sink (Pins 11, 14) 
DC ........................................... 0.5A 
Pulse (0.5Ils) ................................... 2.0A 
Analog Inputs 
(Pins 1, 2, 7) ............................... -0.3V to 7V 
(Pin 8, 9) ................................. -0.3V to 6V 
Clock Output Current (Pin 4) ....................... -5mA 
Error Amplifier Output Current (Pin 3) ................ 5mA 
Soft Start Sink Current (Pin 8) ..................... 20mA 
Oscillator Charging Current (Pin 5) .................. -5mA 
Power Dissipation ................................ 1 W 
Storage Temperature Range .............. -65°C to +150°C 
Lead Temperature (Soldering, 10 seconds) .......... 300°C 
Note 1: All voltages are with respect to GND (Pin 10); all cur
rents are positive into, negative out of part; pin numbers refer to 

DIL-16 (Top View) 
J Or N Package 

~ 

INV[I ~VREF5.1V 

NI~ ~vcc 

E/A Out IT ~out B 

Clock [I El Vc 

RT ~ }gJ Pwr Gnd 

CT~ ~Out A 

Ramp [I ~Gnd 

Soft Start ~ :!J ILiM/So 

UC1825 
UC2825 
UC3825 

DIL-16 package. 
Note 3: Consult Unitrode Integrated Circuit Databook for ther PACKAGE PIN FUNCTION 

mal limitations and considerations of package. 

SOIC-16 (Top 
View) 

E/A 

Ramp 7 

Soft Start 8 ~~ __________ -r-

PLCC-20 & LCC-20 
(Top View) 
Q & L Packages 

/3 2 1 2019 

4 

5 

6 

7 

8 
9 10 11 12 13 

FUNCTION PIN 
N/C 1 
INV 2 
NI 3 
E/AOut 4 
Clock 5 
N/C 6 
RT 7 
CT 8 

18 Ramo 9 
17 Soft Start 10 

16 N/C 11 
ILiM/SD 12 

15 Gnd 13 
14 Out A 14 

PwrGnd 15 
N/C 16 
Ve 17 
OutB 18 
Vee 19 
VREF 5.1V 20 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated,these specifications apply for, RT= 3.65k, CT = lnF, Vee = 
15V, -55 C<TA<125 C for the UC1825, -40 C<TA<85 C for the UC2825, and 0 C<TA<70 C for the UC3825, TA=TJ. 

UC1825 
UC3825 

PARAMETERS TEST CONDITIONS UC2825 

MIN TYP MAX MIN TYP MAX UNITS 

Reference Section 

Output Voltage TJ = 25 C, 10= 1mA 5.05 5.10 5.15 5.00 5.10 5.20 V 

Line Regulation 10V < Vee < 30V 2 20 2 20 mV 

Load Regulation lmA < 10 < lOrnA 5 20 5 20 mV 

Temperature Stability" TMIN < TA < TMAX 0.2 0.4 0.2 0.4 mViC 

Total Output Variation" Line, Load, Temperature 5.00 5.20 4.95 5.25 V 

Output Noise Voltage" 10Hz <f < 10kHz 50 50 IlV 
Long Term Stability" TJ = 125 C, 1000hrs. 5 25 5 25 mV 

Short Circuit Current VREF= OV -15 -50 -100 -15 -50 -100 rnA 

Oscillator Section 

Initial Accuracy" TJ=2 C 360 400 440 360 400 440 kHz 

Voltage Stability" 10V < Vee < 30V 0.2 2 0.2 2 % 
Temperature Stability" TMIN < TA < TMAX 5 5 % 
Total Variation" Line, Temperature 340 460 340 460 kHz 

3-241 



UC1825 
UC2825 
UC3825 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated,these specifications apply for , RT = 3.65k, CT = 1 nF, Vcc = 
15V, -55°C<TA<125°C for the UC1825, -40°C<T A<85°C for the UC2825, and 0°C<TA<70°C forthe UC3825, TA= T J. 

UC1825 
UC3825 

PARAMETERS TEST CONDITIONS UC2825 

MIN TYP MAX MIN TYP MAX UNITS 

Oscillator Section (cont.) 

Clock Out High 3.9 4.5 3.9 4.5 V 

Clock Out Low 2.3 2.9 2.3 2.9 V 

Ramp Peak* 2.6 2.8 3.0 2.6 2.8 3.0 V 

Ramp Valley' 0.7 1.0 1.25 0.7 1.0 1.25 V 

Ramp Valley to Peak' 1.6 1.8 2.0 1.6 1.8 2.0 V 

Error Amplifier Section 

Input Offset Voltage 10 15 mV 

Input Bias Current 0.6 3 0.6 3 !IA 
Input Offset Current 0.1 1 0.1 1 !IA 
Open Loop Gain lV<Vo<4V 60 95 60 95 dB 

CMRR 1.5V < VCM < 5.5V 75 95 75 95 dB 

PSRR 10V < Vcc < 30V 85 110 85 110 dB 

Output Sink Current VPIN3= lV 1 2.5 1 2.5 mA 

Output Source Current VPIN3 = 4V -0.5 -1.3 -0.5 -1.3 mA 

Output High Voltage IPIN 3 = -0.5mA 4.0 4.7 5.0 4.0 4.7 5.0 V 

Output Low Voltage IPIN 3 = lmA 0 0.5 1.0 0 0.5 1.0 V 

Unity Gain Bandwidth' 3 5.5 3 5.5 MHz 

Slew Rate' 6 12 6 12 V/jJJi3 

PWM Comparator Section 

Pin 7 Bias Current VPIN7= OV -1 -5 -1 -5 !IA 
DulL Cycle Range 0 80 0 85 % 
Pin 3 Zero DC Threshold VPIN7= OV 1.1 1.25 1.1 1.25 V 

Delay to Output· 50 80 50 80 ns 

Soft-Start Section 

Charge Current VPIN8= 0.5V 3 9 20 3 9 20 !IA 
Discharge Current VPIN8= lV 1 1 mA 

Current Limit I Shutdown Section 

Pin 9 Bias Current o < VPIN 9 < 4V 15 10 !IA 
Current Limit Threshold 0.9 1.0 1.1 0.9 1.0 1.1 V 

Shutdown Threshold 1.25 1.40 1.55 1.25 1.40 1.55 V 

Delay to Output 50 80 50 80 ns 

Output Section 

Output Low Level IOUT=20mA 0.25 0.40 0.25 0.40 V 

louT=200mA 1.2 2.2 1.2 2.2 V 

Output High Level IOUT=-20mA 13.0 13.5 13.0 13.5 V 

lOUT = -200mA 12.0 13.0 12.0 13.0 V 

Collector Leakage Vc=30V 100 500 10 500 !IA 
Rise/Fall Time' CL = lnF 30 60 30 60 ns 

Under-Voltage Lockout Section 

Start Threshold 8.8 9.2 9.6 8.8 9.2 9.6 V 

UVLO Hysteresis 0.4 0.8 1.2 0.4 0.8 1.2 V 

Supply Current Section 

Start Up Current Vcc= 8V 1.1 2.5 1.1 2.5 rnA 

ICC VPIN 1, VPIN 7, VPIN 9 = OV; VPIN 2 = 1 V 22 33 22 33 mA 

• This parameter not 100% tested in production but guaranteed by design. 
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UC1825 
UC2825 

Printed Circuit Board Layout Considerations UC3825 
High speed circuits demand careful attention to layout this purpose. 3) Bypass Vcc, Vc, and VREF. Use O.1f.LF 
and component placement. To assure proper perfor- monolithic ceramic capacitors with low equivalent series 
mance of the UC1825 follow these rules: 1) Use a ground inductance. Allow less than 1 cm of total lead length for 
plane. 2) Damp or clamp parasitic inductive kick energy each capacitor between the bypassed pin and the ground 
from the gate of driven MOSFETs. Do not allow the out- plane. 4) Treat the timing capacitor, CT, like a bypass ca
put pins to ring below ground. A series gate resistor or a pacitor. 
shunt 1 Amp Schottky diode at the output pin will serve 

.Error Amplifier Circuit 

Simplified Schematic 
r-;;;:---
I UC1825 

I ~ ~ ~ 
3 Error Amp 

Output 

~ I 
L ~ ~ ~~ J --------
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• A small filter may be required to 
suppress switch noise. 
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Oscillator Circuit 
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Forward Technique for Off-Line Voltage Mode Application 

RFF 

Constant Volt-Second Clamp Circuit 

The circuit shown here will achieve a constant 
volt-second product clamp over varying input voltages. 
The ramp generator components, RT and CR are cho
sen so that the ramp at Pin 9 crosses the 1 V threshold 
at the same time the desired maximum volt-second 
product is reached. The delay through the functional 
nor block must be such that the ramp capacitor can be 
completely discharged during the minimum deadtime. 

Output Section 

Simplified Schematic 
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Open Loop Laboratory Test Fixture 

UC1825 

:~OCk} Oscillator 

CT 

Ramp 
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ILIM 
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Out A 
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VREF 
5.1 V 
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UC3825 
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This test fixture is useful for exercising many of the As with any wideband circuit, careful grounding and by
UC1825's functions and measuring their specifications. pass procedures should be followed. The use of a 

ground plane is highly recommended. 

Design Example: 50W, 48V to 5V DC to DC Converter -1.5MHz Clock Frequency 

+E-------------~------------------------~ 
VIN 42-56V 

E-,,----------+-------------------------~------------~~+ 

4.3k NI 

INV 

I 
1nFT ... +E/A 

---;;--T Out 
I 
I 
I 

--, 15V 4.71lF 

I ,,=":J. 
Bt-R.!4 1N 

I 5820 

.$ i 1~~t I 1k 
-:;::- ~ 

I LIM 

Ramp 

lic 4 Clk CT 6 
10nF 

5 RT ~~d 12 120pF 
1 5k I Gnd 55 I CT . ~ L_!$~!l :f470pF 

UNITRODE CORPORATION 
7CONTINENTAL BLVD.' MERRIMACK, NH 03054 
TEL (603) 424-2410 FAX (603) 424-3460 
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~UNITRODE 
UC1826 
UC2826 
UC3826 

Secondary Side Average Current Mode Controller 
FEATURES 
• Practical Secondary Side Control of 

Isolated Power Supplies 

• 1 MHz Operation 

• Tailored Loop Bandwidth Provides 
Excellent Noise Immunity 

• Voltage Feedforward Provides 
Superior Transient Response 

• Accurate Programmable Maximum 
Duty Cycle 

• Multiple Chips Can be Synchronized 
to Fastest Oscillator 

• Wide Gain Bandwidth Product 
(70MHz, Acl>10) Current Error 
Amplifier 

• Up to Ten Devices Can Easily Share a 
Common Load 

BLOCK DIAGRAM 

DESCRIPTION 
The UC1826 family of average current mode controllers accurately accom
plishes secondary side average current mode control. The secondary side 
output voltage is regulated by sensing the output voltage and differentially 
sensing the AC switching current. The sensed output voltage drives a volt
age error amplifier. The AC switching current, monitored by a current 
sense resistor, drives a high bandwidth, low offset current error amplifier. 
The output of the voltage error amplifier can be used to drive the current 
amplifier which filters the measured inductor current. Fast transient re
sponse is accomplished by utilizing voltage feedforward in generating the 
PWM ramp. 

The UC1826 features load share, oscillator synchronization, undervoltage 
lockout, and programmable output control. Multiple chip operation can be 
achieved by connecting up to ten UC1826 chips in parallel. The SHARE 
bus and CLKSYN bus provide load sharing and synchronization to the fast
est oscillator respectively. With its tailored bandwidth, the UC1826 provides 
excellent noise immunity and is an ideal controller to achieve high power, 
secondary side average current mode control. 

----------------------------------------------l 
I 
I 

~c I 
I 

RDEAD I 

CLKSYN 

I 
I 
I 

>----11 ADJ 

KILL ISI-------<f' 60mV 

1~~======~---------=5.~OV~--------~ I- 14 VREF 

,,.__----------115 RUN 

I 
I 
I 
I 

LD I 

PWRSEN ~ 125V$ """ ~ PWROK L ___ ~ ____ !~~~ _________________________________ _ 

Pin Numbers refer to 24-pin packages. 
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ABSOLUTE MAXIMUM RATINGS 
Supply Voltage (VCC) ............................. 20V 
Output Current Source or Sink ...................... 0.3A 
Analo.9...!!Jput Voltages ....................... -O.3V to 7V 
ILlM, KILL, SEQ, ENBL, RUN, PWRSEN, PWROK -O.3V to 7V 
CLKSYN Current Source ......................... 20mA 
RUN Current Sink ............................... 20mA 
SEQ Current Sink ............................... 20mA 
RDEAD Current Sink ............................ 20mA 
RAMP Current Sink ............................. 20mA 
Share Bus Voltage (voltage with respect to GND) .. OV to 6.2V 
ADJ Voltage (voltage with respect to GND) ...... 0.9V to 6.3V 
VEE (voltage with respect to GND) ................. -1.5V 

CONNECTION DIAGRAMS 

OIL-24, SOIC-24, TSSOP-24 (Top View) 
J or N, OW, PW Packages 

UC1826 
UC2826 
UC3826 

Storage Temperature ................... -65°C to + 150°C 
Junction Temperature ................... -65°C to +150°C 
Lead Temperature (Soldering, 10 sec.) ............. +300°C 

All voltages with respect to VEE except where noted; all cur
rents are positive into, negative out of the specified terminal. 
Consult Packaging Section of Databook for thermal limitations 
and considerations of packages. 

RECOMMENDED OPERATING CONDITIONS 
Input Voltage ............................... 8V to 2.0V 
Sink/Source Output Current ...................... 250mA 
Timing Resistor RT .......................... 1 k to 200k 
Timing Capacitor CT ........................ 75pF to 2nF 

PLCC-28 (Top View) 
QPackages 

ADJ------, 
NC-----, 

ILIM 
NC 

VA· 5 

VA+ 6 
VAO 7 

PWRSEN 8 
PWROK 9 

CA+ 10 

CA· 11 

CAO 
ENBL 
SEQ,------' 

25 

24 
23 

22 

21 

20 

SHARE 
OSC 
NC 

RDEAD 
RAMP 
CLKSYN 
VEE 
GND 
OUT 
VCC 

RUN 
NC 
VREF 
KILL 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated these specifications apply for T A = -55°C to + 125°C for 
UC1826; -40°C to +85°C for UC2826; and O°C to +70°C for UC3826; VCC= 12V, VEE= GND, Output no load, CT= 345pF, 
R 4kn RDEAD 1000 C 3 F R 3 kn R 1k T T T= , = n, RAMP = 45pl, RAMP= 5.2 , CLKSYN = , A= J. 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

Current Error Amplifier 

Ib 0.5 3 J.iA 
Vio TA = +25°C 0.75 3 mV 

Over Temperature 5 mV 

Avo 60 90 dB 

GBW (Note 2) Acl = 10, R'N = 1k, CC = 15pF, f = 200kHz (Note 1) 45 70 MHz 

Vol 10 = 1 mA, Voltage above VEE 0.5 V 

Voh 10 = OmA 3.8 V 

10=-1mA 3.5 V 

Voltage Error Amplifier 

Ib 0.5 3 J.iA 
Vio 5 mV 

Avo 60 90 dB 
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UC1826 
UC2826 
UC3826 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated these specifications apply for T A = -55°C to + 125°C for 
UC1826; -40°C to +85°C for UC2826; and O°C to +70°C for UC3826; VCC = 12V, VEE = GND, Output no load, CT = 345pF, 
RT = 4k!l RDEAD = 1000n CRAMP = 345pF RRAMP = 35 2k!l RCLKSYN = 1 k T A = TJ , , , 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

Voltage Error Amplifier (cont.) 

GBW (Note 2) f=200kHz 7 MHz 

Vol 10 = 175mA, Volts above VEE 0.6 V 

Voh ILiM = 3V 2.85 3 3.15 V 

Voh-ILiM Tested ILiM = 0.5V, 1.0V, 2.0V -100 100 mV 

2X Amplifier and Share Amplifier 

V offset (b; y = mx + b) 20 mV 

GAIN (m; y = mx + b) Slope with AVOUT = 1 V and 2V 1.98 2.02 V 

GBW(Note2) 100 kHZ 

RSHARE VCC = 0, VSHARElISHARE 200 k!l 

Total Offset Negative supply is VEE, GND Open,VAO = GND -75 0 75 mV 

Vol VAO = Voltage Amp Vol, Volts above VEE 0.2 0.45 0.6 V 

Voh 10 = OmA, ILiM = 3V, VAO = Voltage Amp Voh 5.7 6 6.3 V 

10 =-1mA, ILiM = 3V, VAO = Voltage Amp Voh 5.7 6 6.3 V 

Adjust Amplifier 

Vio 40 60 80 mV 

gm 10 = -21lA to 21lA, CADJ = 0.11lF -0.1 -0.3 mS 

Vol lOUT = 0 0.9 1 1.1 v 

lOUT = 21lA 0.85 1 1.15 V 

Voh lOUT = 0, VSHARE = 6.5V 5.7 6 6.3 V 

lOUT = -21lA, VSHARE = 6.5V 5.7 6 6.3 V 

Oscillator 

Frequency 450 500 550 kHz 

Max Duty Cycle 72 76 80 % 

OSC Ramp Amplitude 2 2.2 2.4 V 

Ramp Saturation 10= 10mA, OSC = OV 0.44 0.8 V 

Clock Driver/SYNC (CLKSYN) 

Vol 0.02 0.2 V 

Voh 3.6 V 

RCLKSYN = 200n 3.5 V 

ISOURCE 25 mA 

RCLKSYN VCC = 0, VCLKSYN/ICLKSYN 10 k 

VTH 1.5 V 

VREF Comparator 

Turn-on Threshold 4.65 V 

Hysteresis 0.4 V 

VCC Comparator 

Turn-on Threshold 7.9 8.4 8.9 V 

Hysteresis 0.4 V 

PWR Sense Comparator 

Voltage Threshold 1.25 V 

Vol 10= 1mA 0.3 0.4 V 

Voh 10 = -1001lA 4 V 

KILL Comparator 

Voltage Threshold 3 V 
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UC2826 
UC3826 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated these specifications aPply for T A = -55"C to + 125°C for 
UC1826; -40°C to +85°C for UC2826; and O°C to +70°C for UC3826; VCC= 12V; VEE =GND, Output no load, CT= 345pF, 
R ' onc 34 FR 352knR 1kT T T = 4kn, RDEAD = 100 , RAMP = 5pt, RAMP = , CLKSYN = , A= J. 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

Sequence Comparator 

Voltage Threshold 2,5 V 

SEQ SAT 10= 10mA 0.25 V 

Enable Comparator 

Voltage Threshold 2.5 V 

RUN SAT 10= 10mA 0.2 V 

Reference 

VREF TA=25°C 4.95 5 5.05 V 

VCC= 15V 4.9 5.1 V 

Line Regulation 10<VCC<20 3 15 mV 

Load Regulation 0< 10< 10mA 3 15 mV 

Short Circuit I VREF=OV 30 60 90 rnA 

Output Stage 

Rise Time CL= 10QQF 10 20 ns 

Fall Time CL= 100pF 10 20 ns 

Voh VCC> 11V,lo=-10mA 8.0 8. 8.8 V 

10=-200mA 7.8 V 

Vol 10 = 200mA 3.0 V 

10= 10mA 0.5 V 

Virtual Ground 

VGND-VEE VEE is externally supplied, GND is floating 0.2 0.75 V 
and used as Signal GND. 

Icc 

Icc (run) 21 30 rnA 

Note 1: Guaranteed by design. not 100% tested in production. 
Note 2: Unless otherwise specified al/ voltages are with respect to GND. Currents are positive into, negative OUf of the 

specified terminal. 

PIN DESCRIPTIONS 
ADJ: The output of the transconductance (gm = -0.1 mS) 
amplifier adjusts the control voltage to maintain equal 
current sharing. The chip sensing the highest output cur
rent will have its output clamped to 1V. A resistor divider 
between VREF and ADJ drives the control voltage (VA+) 
for the voltage amplifier. Each slave unit's ADJ voltage 
increases (to a maximum of 6V) its control voltage (VA+) 
until its load current is equal to the master. The 60mV in
put offset on the gm amplifier guarantees that the unit 
sensing the highest load current is chosen as the master. 
The 60mV offset is guaranteed by design to be greater 
than the inherent offset of the gm amplifier and the buffer 
amplifier. While the 60mV offset represents an error in 
current sharing, the gain of the current and 2X amplifiers 
reduces it to only 30mV. The total current sense gain is 

the current amplifier gain. This pin needs a 0.1 IlF capaci
tor to compensate the amplifier. 

CA-, CA+: The inverting and non-inverting inputs to the 
current error amplifier. This amplifier needs a capacitor 
between CA- and CAO to set its dominant pole. 

CAO: The output of the current error amplifier which is 
internally clamped to 4V. It is internally connected to the 
inverting input of the PWM comparator. 

CLKSYN: The clock and synchronization pin for the os
cillator. This is a bidirectional pin that can be used to 
synchronize several chips to the fastest oscillator. Its in
put synchronization threshold is 1.4V. The CLKSYN volt
age is 3.6V when the oscillator capacitor CT is being 
discharged, otherwise it is OV. 
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PIN DESCRIPTIONS (cont.) 
ENBL: The active low input with a 2.5V threshold en
ables the output to switch. SEQ and RUN are driven low 
when ENBL is above its 2.5V threshold. 

GND: The signal ground used for the voltage sense am
plifier, current error amplifier, current error amplifier, volt
age reference, 2X amplifier, and share amplifier. The 
output sink transistor is wired directly to this pin. 

KILL: The active low input with a 3.0V threshold stops 
the output from switching. Once this function is activated 
RUN must be cycled low by driving KILL above 3.0V and 
either resetting the power to the chip (VCC) or resetting 
the ENBL signal. 

ILIM: A voltage on this pin programs the voltage error 
amplifier's Voh clamp. The voltage error amplifier output 
represents the average output current. The Voh clamp 
consequently limits the output current. If ILiM is tied to 
VREF, it defaults to 3.0V. A voltage less than 3.0V con
nected to ILiM clamps the voltage error amplifier at this 
voltage and consequently limits the maximum output cur
rent. 

OSC:The oscillator ramp (not to be confused with PWM 
ramp) pin has a capacitor CT to ground and two resistors 
in series RT and ROEAO to VREF. The total resistance of 
RT and ROEAO divided by VREF - Vasc sets exponential 
charge current. The oscillator charges from 1.2V to 3.4V 
until the output transitions low. At this time an open col
lector transistor is turned on and discharges the CT ca
pacitor through RDEAD. 

The charge time is approximately T CHARGE = 2(RT + 
ROEAO)-CT when the ROEAO resistor is used. 

The dead time is approximately T OISCHARGE = 2 - ROEAO 

-CT· 

1 
(1) Frequency = =-----:::-----

TCHARGE + T DISCHARGE 

(2) MaximumDuty Cycle = TCHARGE 

TCHARGE + T DISCHARGE 

The CT capacitance should be increased by approxi
mately 40pF to account for parasitic capacitance. 

OUT: The output of the PWM driver. It has an upper 
clamp of 8.5V. The peak current sink and source are 
250mA. All UVLO, SEQ, ENBL, and KILL logic either en
able or disable the output driver. 

PWRSEN: This pin is the input to the PWROK compara
tor. 

PWROK: The output pin from the PWROK comparator. It 
has a 3001lA current source output when driven high. 

UC1826 
UC2826 
UC3826 

RAMP: An open collector that can sink 20mA to dis
charge the oscillator capacitor. An RC is tied between 
VCC and GND to accomplish feedforward. The PWM 
output drives this pin. When the output is high, the tran
sistor is off enabling the charging of the RAMP capaCitor. 
When the output transitions low, the transistor is turned 
on discharging the RAMP capacitor. The voltage at 
RAMP rises from O.2V to near 4V at maximum duty cy
cle. Although this is an exponential ramp at high VCC 
voltage the ramp appears linear. 

RDEAD: The pin that programs the maximum duty cycle 
by connecting a resistor between it and OSC. The maxi
mum duty cycle is decreased by increasing this resistor 
value which increases the discharge time. The dead 
time, the time when the output is low, is 2 - ROEAO • CT. 
The CT capacitance should be increased by approxi
mately 40pF to account for parasitic capacitance. 

RUN: This is an open collector logic output that signifies 
when the chip is operational. RUN is pulled high to VREF 
through an external resistor when VCC is greater than 
8.4V, VREF is greater than 4.65V, SEQ is greater than 
2.5V, and KILL lower than 3.0V. RUN connected to the 
VA+ pin and to a capacitor to ground adds an RC rise 
time on the VA+ pin initiating a soft start. 

SEQ: The sequence pin allows the sequencing of startup 
for multiple units. A resistor between VREF and SEQ 
and a capaCitor between SEQ and GND create a unique 
RC rise time for each unit which sequences the output 
startup. 

SHARE:The nearly DC voltage representing the average 
output current. This pin is wired directly to all SHARE 
pins and is the load share bus. 

VA-, VA+: The inverting and non-inverting inputs to the 
voltage error amplifier. 

VAO: The output of the voltage error amplifier. Its Voh is 
clamped with the ILiM pin. 

VCC: The input voltage to the chip. The chip is opera
tional between B.4V and 20V. 

VEE: The negative supply voltage to the chip which pow
ers the lower voltage rail for all amplifiers. The chip is op
erational if VEE is connected to GND or if GND is 
floating. When voltage is applied externally to VEE, GND 
becomes a virtual ground because of an internal diode 
between VEE and GND. The GND current flows through 
the forward biased diode and out VEE. GND is always 
the signal ground from which the voltage reference and 
all amplifier inputs are referenced. 

VREF: The reference voltage equal to 5.0V. 
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VREF OSCILLA TOR : 

RT 
4000 

14 I 

I 
I 
I 

ROEAO I 
I 

1000 ~_+-O_S_C--I2 3 I 

CT 
345PFI 

R 

I 
I 

20 CLKSYN 

I 
I 
I 
I 

10k I 
I - I 
I = I L _________________________ ~ __ ~ 

UOG-95014-1 

Figure 1. Oscillator Block with External Connections 

CIRCUIT DESCRIPTION: 
PWM Oscillator: The chip has two pins that set RC time 
constants. The resistor and capacitor tied to RAMP cre
ate the ramp used as the input to the PWM comparator. 
When the output pin OUT is high, RAMP charges until it 
passes the PWM comparator threshold. The output is 
then driven low and RAMP is discharged. The resistors 
and capacitor on the OSC pin are used to set the PWM 
operating frequency and its maximum duty cycle. 

The oscillator block diagram with extemal wiring is 
shown in Figure 1. OSC has a capacitor (CT) to ground 
and two resistors in series (RT and ROEAO) to VREF. The 
total resistance of RT and ROEAO divided by VREF -
Vosc sets the exponential charge current. The oscillator 

CLKSYN 

OUT 

Figure 2. Oscillator and PWM Output Waveform 

charges from 1.2V to a 3.4V threshold with an RC time 
delay of 2 • CT • (ROEAO + RT)' After exceeding this 
threshold, the RS flip-flop is set driving CLKSYN high 
and RDEAD low which discharges CT. At this time an 
open collector transistor is tumed on and discharges CT 
capacitor through RDEAD with a RC time delay of 2 • CT 
• ROEAO. The oscillator and ramp waveforms are shown 
in Figure 2. Equations to attain frequency and maximum 
duty cycle are listed under the OSC pin description. 

As shown in Figure 3, several oscillators are synchro
nized to the highest free running frequency by connect
ing 100pF capacitors in series with each CLKSYN pin 
and connecting the other side of the capacitors together 
forming the CLKSYN bus. The CLKSYN bus is then 
pulled down to ground with a resistance of approximately 
10k. Referring to Figure 1, the synchronization threshold 
is 1.4V. The oscillator blanks any synchronization pulse 
that occurs when OSC is below 2.5V. This allows units, 
once they discharge below 2.5V, to continue through the 
current discharge and subsequent charge cycles 
whether or not other units on the CLKSYN bus are still 
synchronizing. This requires the frequency of all free run
ning oscillators to be within 40% of each other to guaran
tee synchronization. 

Grounds, Voltage Sensing and Current Sensing: The 
voltage is sensed directly at the load. Proper load shar
ing requires the same sensed voltage for each power 
supply connected in parallel. Referring to Figure 4, the 
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CIRCUIT BLOCK DESCRIPTION (cont.) 

100pF 

100pF 

C 
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K 
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u 
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10k 

UDG-9501S 

Figure 3. Oscillator Synchronization Connection 
Diagram 

positive sense voltage (VSP) connects to the voltage er
ror amplifier inverting terminal (VA-) , the retum lead for 
the on-chip reference is used as the negative sense 
(VSM). The current is sensed across the shunt resistor, 
Rs. The voltage across the shunt resistor is level shifted 
up so that the maximum voltage across Rs corresponds 
to the voltage error amplifier Voh. 

R111RADJ R1 

VSP ......,W'r--+--i --, 
VOUT : 

.---[>I----r--+ I 

CL RL i 
I II 

tlcc i 
VOUT- I 

___ J 

VSM '+---T---r-t 

R 

R 

14 VREF 

ERROR 
AMP 

UDG-95016 

Figure 4. Voltage and Current Sense VEE Tied to 
GND 
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Figure 4 shows one recommended voltage and current 
sensing scheme when VEE is connected to GND. The 
signal ground is the negative sense point for the output 
voltage and the positive sense point for the output cur
rent. VEE is the negative supply for the current sense 
amplifier. When it is separated from GND, it extends the 
current sense amplifier's common mode input voltage 
range to include VEE which is approximately -O.7V be
low ground. The resistor RADJ is used for load sharing. 
The unit which is the master will force V ADJ to 1.0V. 
Therefore, the regulated voltage being sensed is actually 

VSP-VSM = (VREF -VADJ)e( RADJ ) +VADJ 
R1+RADJ 

VSM =OV,VADJ =1V(masfer),VREF = 5V 

VSP=4 e( RADJ )+1V 
R1+RADJ 

The voltage at ADJ on the slave chips will increase forc
ing their load currents to increase to match the master. 

The AC frequency response of the voltage error amplifier 
is shown in Figure 5. 
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Figure 5. AC Frequency Response of the Voftage 
Error Amplifier 

Startup and Shutdown: Isolated power up can be ac
complished using the UCC1889. Application Note U-149 
is available for additional information. 

The UC1826 offers several features that enhance startup 
and shutdown. Soft start is accomplished by connecting 
RUN to VA+ and a capacitor to ground. The resulting RC 
rise time on the VA+ pin initiates a soft start. It can also 
be accomplished by connecting RUN to ILiM. When RUN 
is low it will command zero load current, guaranteeing a 
soft start. The undervoltage lockout (UVLO) is a logical 
AND of ENBL < 2.5V, SEQ > 2.5V, VCC > 8.4V and 
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CIRCUIT BLOCK DESCRIPTION (cont.) 
VREF > 4.65V. The block diagram shows that the thresh
olds are set by comparators. By placing an RC divider on 
the SEQ pin, the enabling of multiple chips can be se
quenced with different RC time constants. Similarly, dif
ferent RC time constants on the ENBL pins can 
sequence shutdown. The UVLO keeps the output from 
switching; however the internal reference starts up with 
VCC less than 8.4V. The KILL input shuts down the 
switching of the chip. This can be used in conjunction 
with an overvoltage comparator for overvoltage protec
tion. In order to restart the chip after KILL has been initi
ated, the chip must be powered down and then back up. 
A pulse on the ENBL pin also accomplishes this without 
actually removing voltage to the VCC pin. 

Load Sharing: Load sharing is accomplished similarly to 
the UC1907 except it has the added constraint of using 
the sensed current for average current mode control. 
The sensed current for the UC1826 has an AC compo
nent that is amplified and then averaged. The voltage er
ror amplifier represents this average current. The voltage 
error amplifier output is the current command signal and 
its voltage represents the average output load current. 
The ILiM pin programs the upper clamp voltage of this 
amplifier and consequently the maximum load current. A 
gain of 2 amplifier connected between the voltage error 
amplifier output and the share amplifier input increases 
the current share resolution and noise margin. The aver
age current is used as an input to a source only load 
share buffer amplifier. The output of this amplifier is the 
current share bus. The IC with the highest sensed cur
rent will have the highest voltage on the current share 
bus and consequently act as the master. The 60mV input 
offset guarantees that the unit sensing the highest load 
current is chosen as the master. 

The adjust amplifier is used by the remaining (slave) ICs 
to adjust their respective references high in order to bal
ance each IC's load current. The master's ADJ pin will be 
at its 1.0V clamp and connected back to the 
non-inverting voltage error amplifier input through a high 
value resistor. This requires the user to initially calculate 
the control voltage with the ADJ pin at 1.0V. 

VREF can be adjusted 150mV to 300mV which compen
sates for 5% unit to unit reference mismatch and external 
resistor mismatch. RADJ will typically be 10 to 30 times 
larger than R1. This also attenuates the overall variation 
of the ADJ clamp of 1V ±100mV by a factor of 10 to 30, 
contributing only a 3mV to 10mV additional delta to 
VREF. Refer to the UC3907 Application Note U-130 for 
further information on parallel power supply load sharing. 

UC1826 
UC2826 
UC3826 

Current Control Loop: The current error amplifier (CEA) 
needs its loop compensated externally. The zero cross
ing can be calculated with Equation 3. 

(3) Frequency(OdB) = 1 
21r.R1Nv • CCOMP 

R,NV is the input resistance at the inverting terminal CA
CCOMP is the capacitance between CA- and CAO. 

Although it is only unity gain stable for a BW of 7MHz, 
the amplifier is typically configured with a differential gain 
of at least 10, allowing the amplifier to operate with suffi
cient phase margin at a GBW of 70MHz. A closed loop 
gain of 10 attenuates the output by 20.8dB 

1 
20.8 = 20 log. -

11 

to the inverting terminal assuring stability. The amplifier'S 
gain fed back into the inverting terminal is less than unity 
at 7MHz, where the phase margin begins to roll off. See 
Figure 6 for a typical Bode plot. 
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Figure 6. Current Error Amplifier Bode Plot 

The current error amplifier bandwidth is rolled off and 
controlled by the voltage error amplifier output. The maxi
mum load current is limited to approximately the maxi
mum voltage across the shunt resistor (maximum of 
200mV) divided by Rs: 

VR(S) 
(4) IMAX(LOAD) = ~ 

ILiM sets the maximum current limit by setting the Voh 
clamp on the voltage error amplifier. If ILiM is not set to 
limit the Voh to be equal to the maximum voltage across 
Rs, VAO must be attenuated to match the maximum volt
age VRS across the shunt resistor. By attenuating the 
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CIRCUIT BLOCK DESCRIPTION (cont.) 

maximum voltage at VAO to be equal to VRS, the current 
control loop keeps the load from exceeding its current 
limit. If the ILiM pin is connected to VREF, the Voh is set 
at 3.0V. The maximum current limit clamp can be re
duced by reducing the voltage on ILiM to less than 3.0V 
as described in the ILiM pin description. 

CAO 

sEa 

-

UC1826 
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Design Example: Figure 7 is an open loop test that lets 
the user test the circuit blocks discussed without having 
to build an entire control loop. The pulse width can be 
varied by either the V ADJ or the VISENSE inputs. Figure 8 
shows an isolated power supply using the UC1826 sec
ondary side average current mode controller. 

SHARE 
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GND 
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.J. 0.1v.F 

"",=,"+0.1V.F 

UOG-95017-1 

Figure 7. Open Loop Circuit 
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~UNITRODE 
UC1827-1/-2 
UC2827-1/-2 
UC3827-1/-2 

Buck CurrenWoltage Fed Push-Pull PWM Controllers 
FEATURES 
• Ideal for Multiple Output and/or High 

Voltage Output Voltage Converters 

• Up to 500kHz Operation 

• High Voltage, High Current Floating 
Driver for Buck Converter Stage 

• UC3827-1 Current Fed Controller has 
Push-Pull Drivers with Overlapping 
Conduction Periods 

• UC3827-2 Voltage Fed Controller has 
Push-Pull Drivers with 
Non-overlapping Conduction Periods 

• Average Current Mode, Peak Current 
Mode or Voltage Mode with Input 
Voltage Feedforward Control for Buck 
Power Stage 

• Wide Bandwidth, Low Offset, 
Differential Current Sense Amplifier 

• Precise Short Circuit Current Control 

BLOCK DIAGRAM 

VEAO CEM 

VEA+ 

DESCRIPTION 
The UC3827 family of controller ICs provides an integrated control solution 
for cascaded buck and push-pull converters. These converters are known 
as current fed or voltage fed push-pull converters and are ideally suited for 
multiple output and/or high voltage output applications. In both current fed 
and voltage fed modes, the push-pull switches are driven at 50% nominal 
duty cycles and at one half the switching frequency of the buck stage. In 
the current fed mode, the two switches are driven with a guaranteed over
lap period to prevent ringing and voltage stress on the devices. In the volt
age fed mode, the two switches are driven with a guaranteed gap time 
between the switches to prevent shorting the transformer across the en
ergy storage capacitor and to prohibit excessive currents flowing through 
the devices. 

The converter's output voltage is regulated by pulse width modulation of 
the buck switch. The UC3827 contains complete protection and PWM con
trol functions for the buck converter. Easy control of the floating switch is 
accomplished by the floating drive circuitry. The gate drive waveform is 
level shifted to support an input voltage up to 72Vdc. 

(continued) 
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DESCRIPTION (cont.) 
The UC3827 can be set up in traditional voltage mode 
control using input voltage feedforward technique or in 
current mode control. Using current mode control pre
vents potential 90re saturation· of the push·pull trans-. 
former due to mismatches in timing and in component 
tolerances. With average current mode control, precise 
control of the inductor current feeding the push-pull stage 
is possible without the noise sensitivity associated with 
peak current mode control. The UC3827 average current 
mode loop can also be connected in parallel with the volt
age regulation loop to assist only in fault conditions. 

Other valuable features of the UC3827 include 
bidirectional synchronization capability, user programma
ble overlap time (UC3827-1), user programmable gap 
time (UC3827-2), a high bandwidth differential current 
sense amplifier, and soft start circuitry. 

ABSOLUTE MAXIMUM RATINGS 
Supply Voltage, VCC .............................. 20V 
Input Voltage Range 

For all pins except V+, BUCK, SRC .......... -Q.3V to 5V 
For V+ and BUCK .............................. 90V 
For SRC ................................ 90V-VCC 

BUCK Driver 
10 Continuous ............................. ± 250mA 
10 Peak ..................................... ± 1A 

PUSH/PULL Driver 
10 Continuous ............................. ± 200mA 
10 Peak .................................... ± 0.8A 

Storage Temperature ................... -65°C to +150°C 
Junction Temperature ................... -55°C to +150°C 
Lead Temperature (Soldering, 10 sec.) ............. +300°C 

Voltages are referenced to ground. Currents are positive into, 
negative out of the specified terminal. Consult Packaging 
Section of Databook for thermal limitations and considerations 
of packages. 

TEMPERATURE AND PACKAGE 
SELECTION GUIDE 

TEMPERATURE AVAILABLE 
RANGE PACKAGES 

UC1827-X -55°C to +125°C J 
UC2827-X -40°C to +85°C N OW a 
UC3827-X O°Cto +70°C N DWQ 

PART VERSION GUIDE 

PART NUMBER TOPOLOGY 
UCX827-1 Current Fed Push-Pull 
UCX827-2 Voltaae Fed Push-Pull 

CONNECTION DIAGRAMS 

.DIL-24 (Top View) 
N or J,DW Packages 

PLCC-28 (Top View) 
Q Package 

v+------, 
N/C----, 

BUCK 
SRC 

SS 5 
RAMP 6 
CEAO 7 
CSAO 8 
CSA+ 9 
CSA- 10 

VEAO 11 

GND 
CEA+ 
CEA-----' 

ORDERING INFORMATION 

ucD827DD 

25 
24 
23 
22 
21 
20 

UC1827-1/~2 

UC2827-1/-2 
LlC3827-1/-2 

PUSH 
VCC 
PULL 

PGND 
N/C 
N/C 
DELAY 
SYNC 
CT 
RT 

VEA-
N/C 
REF 
VEA+ 

t t t PRODUCT OPTlON 
PACKAGE 

TEMPERATURE RANGE 
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UC3827-1/-2 

ELECTRICAL CHARACTERISTICS Unless otherwise specified, VCC = 15V, V+ = 14.3V, CT = 340pF, RT = 10K, 
ROELAY - 24 3k SRC - GND BUCK PUSH and PULL outputs no load TJ - TA - - -

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

Supply 

VCC UVLO, Turn-On 8.3 8.8 9.5 V 

Hysteresis 0.9 1.2 1.5 V 

Ivcc Start VCC=8V 1000 JlA 

Ivcc Run 32 45 rnA 

V+ UVLO, Turn-On 7.1 7.5 8.3 V 

V+ Hysteresis 0.2 0.4 0.9 V 

Iv+ Buck High 0.2 1 2 rnA 

Voltage Error Amplifier 

IB 0.5 3 ~A 

VIO 10 mV 

AVOL 80 95 dB 

GBW (Note 7) 1 4 MHz 

VOL IVEAO = OI!A (No Load) 0.3 0.5 V 

VOH IVEAO = O~ (No Load) 2.85 3 3.20 V 

Current Sense Amplifier 

IB -1 -5 uA 

VIO 5 mV 

AVOL 80 110 dB 

GBW (Note 7) 15 29 MHz 

VOL ICEAO = O~A (No Load) 0.25 0.5 V 

VOH ICEAO = O~A (No Load) 3 3.3 V 

Common Mode Range (Note 7) 0 2 V 

Current Error Amplifier 

IB -1 -5 ~ 
VIO 10 mV 

AVOL 80 110 dB 

GBW At 100kHz, Measure Gain 2 4.5 MHz 

VOL ICEAO = OI!A (No Load) 0.25 0.5 V 

VOH ICEAO = O~A (No Load) 3.3 3.5 V 

Common Mode Range {Note 7) 0 5 V 

Oscillator Section 

Frequency 180 220 250 kHz 

CT Discharge Current 3.5V at CT when CT removed 5 rnA 

PWM Comparator 

Minimum Duty Cycle 200kHz 0 % 

Maximum Duty Cycle 200kHz 85 91 95 % 

Buck Output Stage 

Rise Time 1nF Load, (Note 3) 40 100 ns 

Fall Time 1nF, Load 30 80 ns 

VOH IBUCK = -15mA, V+ -BUCK (Note 4) 1.5 2.5 V 

IBUCK = -150mA, V+ - BUCK (Note 4) 2 2.5 V 

VOL IBUCK = 15mA (Note 5) 0.2 0.4 V 

IBUCK = 150mA (Note 5) 0.7 1.2 V 
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UC1827-1/-2 
UC2827-1/-2 
UC3827-1/-2 

ELECTRICAL CHARACTERISTICS Unless otherwise specified, VCC = 15V, V+ = 14.3V, CT = 340pF, RT = 10K, 
ROELAY - 24 3k SRC - GND BUCK PUSH and PULL outputs no load TJ - TA - , - , , -

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

PushlPull Output Stages 

Rise Time 1nF Load 50 100 ns 

Fall Time 1nF Load 35 100 ns 

Overlap Time, -1 Only 1 nF loads (Note 1) 100 250 400 ns 

Non-Overlapping Time, -2 Only i(Note 2) 100 250 500 ns 

VOH IpUSH/PULL = -10mA, VCC - PUSH (Note 6) 2 3 V 

IpUSH/PULL = -100mA, VCC - PUSH (Note 6) 2.5 3 V 

VOL IpUSH/PULL = 10mA (Note 6) 0.2 0.8 V 

IpUSHIPULL = 100mA (Note 6) 0.6 1.2 V 

Reference 

REF Voltage 4.8 5 5.2 V 

Short Circuit Current REF=OV -35 -50 -65 rnA 

Line Regulation 9.5V < VCC < 20V 5 20 mV 

Load Regulation OmA < 10 < 10mA 8 20 mV 

Soft Start 
VOL, Saturation VCC=7V 250 500 mV 

Iss -5 -12 -25 uA 
Note 1: The overlap time is measured from the point at which the rising edge of PUSH/PULL crosses SV until the falling edge of 

PULUPUSH crosses SV. 
Note 2: The non-overlap time is measured from the point at which the falling edge of PUSH/PULL crosses SV until the rising edge 

. of PULUPUSH crosses 5V. 
Note 3: Measure the rise time from when BUCK crosses 1 V until it crosses 9V. 
Note 4: To force BUCK high, force CSA0=2.5V, CEAO = 2.5V, a 25k pulldown resistor form RAMP to ground, and CT = 0.5V. 
Note S: To force BUCK low, force CSAO = 2.5V, CEAO = 2.SV, a 10k pulldown resistor from RAMP to ground, and CT = 3.SV. 
Note 6: To toggle PUSH or PULL into a desired state, pulse CT from O.SV to 3.SV. PUSH and PULL toggle on the rising edge of 

CT. 
Note 7: Guaranteed by design. Not 100% tested in production. 

PIN DESCRIPTIONS 

BUCK: Output of the buck PWM controller. The BUCK 
output is a floating driver, optimized for controlling the 
gate of an N-channel MOSFET. The peak sink and 
source currents are 1 A. Any undervoltage faults will dis
able BUCK to an off condition (low). 

CEA+: The non-inverting input of the current error ampli
fier. 

CEA-: The inverting input of the current error amplifier. 

CEAO: The output of the current error amplifier and the 
inverting input of the PWM comparator of the buck con
verter. 

CSA+: The noninverting input of the current sense ampli
fier. 

CSA-: The inverting input of the current sense amplifier. 

CSAO: The output of the current sense amplifier and the 
noninverting input of the current limit comparator. When 
the signal level on this pin exceeds the 3V threshold of 
the current limit comparator, the buck gate drive pulse is 
terminated. This feature is useful to implement cy
cle-by-cycle current limiting for the buck converter. 

CT: This pin is provided for the timing capacitor which is 
connected between CT and GND. The oscillator fre
quency is set by CT and a resistor RT, connected be
tween pin RT and GND. The CT discharge current is 
approximately 40X the bias current through the resistor 
connected to RT. A practical maximum value for the dis
charge current is 20mA. The frequency of the oscillator is 
given by: 

fOSC=~ 
RT-CT 
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PIN DESCRIPTIONS (cont.) 
DELAY: A resistor to GND programs the overlap time of 
the PUSH and PULL outputs of the UC3827-1 and the 
dead time of the PUSH and PULL outputs of the 
UC3827-2. The minimum value of the resistor, RDELAY, 
is 18k.Q. The delay or overlap time is given by: 

TDELAY RDELAY -1O-9 sec. 
2000 

GND: This pin is the ground reference for all sensitive 
setup components not related to driving the outputs. 
They include all timing, voltage sense, current sense, 
and bypass components. 

PGND: Ground connection for the PUSH and PULL out
puts. PGND must be connected to GND at a single point 
on the printed circuit board. This is imperative to prevent 
large, high frequency switching currents flowing through 
the ground metalization inside the IC. 

PULL: Ground referenced output to drive an N-channel 
MOSFET. The PULL and the PUSH outputs are driving 
the two switches of the push-pull converter with comple
mentary signals at close to a 50% duty cycle. Any 
undervoltage faults will disable PULL to an off condition 
(low). 

PUSH: Ground referenced output to drive an N-channel 
MOSFET. The PULL and the PUSH outputs are driving 
the two switches of the push-pull converter with comple
mentary signals at close to a 50% duty cycle. Any 
undervoltage faults will disable PUSH to an off condition 
(low). 

RAMP: The RAMP voltage, after a 700mV internal level 
shift, is fed to the noninverting input of the buck PWM 
comparator. A resistor to Yin and a capacitor to GND 
provide an input voltage feedforward Signal for the buck 
controller in voltage mode control. In peak current mode 
control, the RAMP pin receives the current signal of the 
buck converter. In an average current mode setup, the 
RAMP pin has a linearly increasing ramp Signal. This 
waveform may be generated either by connecting RAMP 
directly to CT, or by connecting both a resistor from VCC 
to RAMP and a capacitor from RAMP to GND. 

REF: The output of the +5V on board reference. Bypass 
this pin with a capacitor to GND. The reference is off 
when the chip is in undervoltage lockout mode. 

RT: A resistor to GND programs the charge current of 
the timing capacitor connected to CT. The charge current 
approximately equals: 

REF 
2-RT 

UC1827-1/-2 
UC2827-1/-2 
UC3827-1/-2 

The charge current should be less than 5001JA to keep 
CT's discharge peak current less than 20mA, which is 
CT's maximum practical discharge value. The discharge 
time, which sets the maximum duty cycle, is set internally 
and is influenced by the charge current. 

SRC: The source connection for the floating buck switch. 
The voltage on the SRC pin can exceed VCC but must 
be lower than 90V-VCC. Also, during turn-off transients 
of the buck switch, the voltage at SRC can go to -2V. 

SS: The soft start pin requires a capacitor to GND. Dur
ing soft start the output of the voltage error amplifier is 
clamped to the soft start capacitor voltage which is slowly 
charged by an internal current source. In UVLO, SS is 
held low. 

SYNC: SYNC is a bidirectional pin for the oscillator. This 
pin can be used to synchronize several chips to the fast
est oscillator. Its input synchronization threshold is 1.4V. 
The SYNC voltage is 3.6V when the oscillator capacitor, 
CT, is discharged. Otherwise it is OV. If the recom
mended synchronization circuit is not used, a 1 k or lower 
value resistor from SYNC to GND may be needed to in
crease the fall time of the signal at SYNC. 

VCC: A voltage source connected to this pin supplies the 
power for the UC3827. It is recommended to bypass this 
pin to both GND .and PGND ground connections with 
good quality high frequency capacitors. 

VEA+: The non-inverting input of the voltage error ampli
fier. 

VEA-: The inverting input of the voltage error amplifier. 

VEAO: The output of the voltage error amplifier. 

V+: Supply voltage for the buck output. The floating 
driver of the UC3827 uses the bootstrap technique which 
requires a reservoir capacitor to store the required en
ergy for the on time of the buck switch. A diode must be 
connected from VCC to V+ to charge the reservoir ca
pacitor. This diode must be able to withstand Yin. The 
reservoir capacitor must be connected between V+ and 
SRC arid its voltage is monitored directly by the 
undervoltage lockout circuitry of the buck driver. 
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APPLICATION INFORMATION 

UC1827-1/-2 
UC2827-1/-2 
UC3827-1/-2 

1-------------------------------------------------
I ' V OSCILLATOR ' 

RT 

I REF 

I 
I 
I 
I 
I 

- I SYNC 
I 
I 
I 

.1 
I 
I 
I 
I 
I 

I _ - I UDG-990B6 L ________________________________________________ I 

Figure 1. Oscillator block with external connections. 

CIRCUIT BLOCK DESCRIPTION 

PWM Oscillator. The oscillator block diagram with exter
nal connections is shown in Fig. 1. A resistor (RT) con
nected to pin RT sets the linear charge current: 

I 2.SV 
RT""-

RT 

The timing capacitor (CT) is linearly charged with the 
charge current forcing the OSC pin to charge to a 3.4V 
threshold. After exceeding this threshold, the RS flip-flop 
is set driving CLKSYN high and RDEAD low which dis
charges CT. CT continues to discharge until it reaches' a 
O.SV threshold and resets the RS flip-flop which repeats 
the charging sequence as shown in Fig. 2. 

As shown in Fig. 3, several oscillators are synchronized to 
the' highest free running frequency by connecting 100pF 
capacitors in series with each CLKSYN pin and connect
ing the other side of the capacitors together forming the 
CLKSYN bus. The CLKSYN bus is then pulled down to 
ground with a resistance of approximately· 1 Ok. Referring 
to Fig. 1, the synchronization threshold is 1.4V. The oscil
lator blanks any synchronization pulse that occurs when 
asc is below 2.SV. This allows units, once they dis
charge below 2.SV, to continue through the current dis
charge and subsequent charge cycles whether or not 
other units on the CLKSYN bus are still synchronizing. 
This requires the frequency of all free running oscillators 
to be within 17% of each other to guarantee synchroniza
tion. 

UNITRODE CORPORATION 
7 CONTINENTAL BLVD,. MERRIMACK, NH 03054 
TEL (603) 424-2410. FAX (603) 424-3460 

'VAO CURRENT 
COMMAND 

OSC 

..... --- CLKSYN 

+--'---1---1.-----'----'-- OUT 
UDG-99067 

Figure 2. Oscillator and PWM output waveform. 

10k 

UDG-99065 

Figure 3. Oscillator synchronization connection 
diagram. 
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~UNITROOE 
UCC3830-4/-S/-6 

5-Bit Microprocessor Power Supply Controller 
FEATURES 
• 5-Bit Digital-to-Analog Converter 

(DAC) 

• Supports 4-Bit and 5-Bit 
Microprocessor VID Codes 

• Combined DACNoltage Monitor 
and PWM Functions 

• 1 % DAC/Reference 

• Current Sharing 

• 100kHz, 200kHz, 400kHz 
Oscillator Frequency Options 

• Foldback Current Limiting 

• Overvoltage and Undervoltage 
Fault Windows 

• Undervoltage Lockout 

• 4.Q Totem Pole Output 

• Chip Disable Function 

BLOCK DIAGRAM 

DESCRIPTION 
The UCC3830-4/-5/-6 is a fully integrated single chip solution ideal for power
ing high performance microprocessors. The chip includes an average current 
mode PWM controller, has a fully integrated 5-Bit DAC, and includes an 
on-board precision reference and voltage monitor circuitry. The UCC3830-x 
converts 5VDC to an adjustable output, ranging from 3.5VDC down to 1 .8VDC 
with 1 % DC system accuracy (see Table 1). The UCC3830-x fully supports 
Intel's 4-bit Pentium® Pro and 5-bit Pentium® II VID codes. 

The accuracy of the DAC/reference combination is 1 %. The overvoltage and 
undervoltage comparators monitor the system output voltage and indicate 
when it rises above or falls below its programmed value by more than 8.5%. A 
second overvoltage protection comparator pulls the current amplifier output 
voltage low to force zero duty cycle when the system output voltage exceeds 
its designed value by more than 17.5%. This comparator also terminates the 
cycle. Undervoltage lockout circuitry assures the correct logic states at the 
outputs during powerup and powerdown. The gate output can be disabled by 
bringing the CAO/ENBL pin to below O.8V. 

(continued) 

CAM CAO/ENBL 

r------------------- 4 ---- 5 ---------------------------, 

02/99 

1 
1 
1 
1 
1 
1 
1 

VSENSE 21------------+----1-----1 

VFB 14f--------...p... 

1 
1 
1 
1 

1 

1 

1 

3 PWRGOOD 

1 

.L¢ GND 

=1 
1 

1 
1 
1 

1 L ________________________________________________________ ~ 
UDG-9618B·2 
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UCC3830-41-5/-6 

DESCRIPTION (cont.) 
The voltage and current amplifiers have a 3MHz gain 
bandwidth product to satisfy high performance system 
requirements. The internal current sense amplifier per
mits the use of a low value current senSe resistor, mini
mizing power loss. The oscillator frequency is fixed 
internally at 100kHz, 200kljz, or 400kHz, depending 
upon the option selected. The foldback circuit reduces 
the converter short circuit current limit to 50% of its nomi
nal value when the converter is short circuited. The gate 
driver is a 4Q totem pole output stage capable of driving 
an external MOSFET. 

This device is available in 20-pin dual in~line and surface 
mount packages. The UCC3830-x is specified for opera
tion from O°C to 70°C. 

PentiufIiIP Pro and PentiufIiIP Pro /I are registered trademarks of 
Intel Corporation. 

ABSOLUTE MAXIMUM RATING 
Input Supply Voltage VIN .......................... 15V 
00, 01, 02, 03, 04, VSENSE, VFB, IS+, IS-, CAM Inputs 

Maximum Forced Voltage ................ -0.3V to 5.3V 
PWRGOOO Output Maximum Voltage ................ 5.5V 
COMMANO Ouput Maximum Current ...... Internally Limited 
Reference Output Current ............... Internally Limited 
Storage Temperature ................... -65°C to +150°C 
Junction Temperature ................... -55°C to +150°C 
Lead Temperature (Soldering, 10 sec.) ............. +300°C 

Currents are positive into negative out of the specified terminal. 
Pulse is defined as a less than 10% duty cycle with a maximum 
duration of 500 !ls. Consult Packaging Section of Databook for 
thermal limitations and considerations of packages. 

CONNECTION DIAGRAM 

SOIC-20 (Top View) 
DWPackage 

GND 1 

VSENSE 2 

PWRGO'oD 3 

CAO/ENBL 5 

ORDERING INFORMATION 

UCC3830D-D 

t L SEE FREQUENCY TABLE 

~ PACKAGE 

Note: Consult factory for temperature range or package op
tions not shown. 

FREQUENCY TABLE Frequency 

100kHz 200kHz 400kHz 

UCC3830-4 X 

UCC3830-5 X 

UCC3830-6 X 

ELECTRICAL CHARACTERISTICS: Unless otherwise specified, VIN = 12V, VSENSE = 3.5V, VOO = V01 = V02 = V03 = 
V04=OV 0°C<TA<70°C TA=TJ , , 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

Undervoltage Lockout 

VIN UVLO Turn-on Threshold 10.5 10.8 V 

VIN UVLO Turn-off Threshold 9.5 10 V 

UVLO Threshold Hysteresis 200 500 700 mV 

Supply Current 

liN 00 through 04 = Open 7.5 13.5 mA 

DACIReference 

COMMANO Voltage Accuracy 10.8V < VIN < 13.2V, Iv REF = OmA, O°C < TA < 70°C -1 1 % 

00-04 Voltage High OX Pin Floating 4 5 5.2 V 

00-04 Input Bias Current OX Pin Tied to GNO -100 -70 -20 I!A 
OVP Comparator 

Trip Point % Over COMMANO Voltage (Note 1), 00 = 01 = 02 = 04 10 17.5 25 % 
= Open, 03 = GNO 

Hysteresis 20 30 mV 

VSENSE Input Bias Current OV, OVP, UV Combined -0.5 -0.1 0.5 !lA 
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UCC383Q-4J-51-6 

ELECTRICAL CHARACTERISTICS: Unless otherwise specified, VIN = 12V, VSENSE = 3.5V, VOO = V01 = V02 = V03 = 
V04 = OV O°C < TA < 70°C TA= TJ , , 

PARAMETER TEST CONDITIONS MIN TYP MAX 

OV Comparator 

Trip Point % Over COMMAND Voltage (Note 1), DO = 01 = 02 = 04 5 8.5 12 
= Open, 03 = GNO 

Hysteresis 20 30 

PWRGOOO Equivalent Resistance VSENSE = 2.0V 470 

UV Comparator 

Trip Point % Over COMMAND Voltage (Note 1), DO = 01 = 02 = 04 -12 -8.5 -5 
= Open, 03 = GNO 

Hysteresis 20 30 

Voltage Error Amplifier 

Input Bias Current VCM= 3.0V -0.5 -0.02 0.5 

Open Loop Gain 1.5V < VCOMP < 2.5V, 04 = 03 = 02 = 01 = GNO, DO = 80 
Open 

Power Supply Rejection Ratio 10.8V < VIN < 15V 85 

Output Sourcing Current VVFB = 2V, VCOMMAND = VCOMP = 2.5V -0.5 -0.3 

Output Sinking Current VVFB = 3V, VCOMMAND = VCOMP = 2.5V 0.5 1 

Current Sense Amplifier 

Gain 14.25 15.25 

Input Resistance 3 

Common Mode Rejection Ratio OV < VCM < 4.5V 60 

Power Supply Rejection Ratio 10.8V < VIN < 15V 80 

Output Sourcing Current VIS- = 2V, VISOUT = VIS+ = 2.5V -0.5 -0.3 

Output Sinking Current VIS- = 3V, VISOUT = VIs;' = 2.5V 5 8 

Current Amplifier 

Input Offset Voltage VCM= 3.0V -12 12 

Input Bias Current VCM= 3.0V -0.1 

Open Loop Gain 1V < VCAO/ENBL < 2.5V 80 

Output Voltage High VCOMP = 3V, VCAM = 2.5V 3.2 

Power Supply Rejection Ratio 10.8V < VIN < 15V 80 

Output Sourcing Current VCAM = 2V, VCAO/ENBL = VCOMP = 2.5V -1 -0.5 

Output Sinking Current VCAM = 3V, VCAOIENBL = VCOMP = 2.5V 3 5 

Oscillator 

Frequency (-4) 85 100 115 

Frequency (-5) 170 200 230 

Fre~uen~ (-6) 340 400 460 

Frequency Change With Voltage 10.8V < VIN < 15V 1 

Output Section 

Maximum Duty Cycle 90 95 99 

Output Low Voltage IGATE = -100mA 0.2 

Output High Voltage IGATE = 100mA 11.8 

Rise Time CGATE = 3.3nF 20 70 

Fall Time CGATE = 3.3nF 15 70 

Foldback Current Limit 

Clamp Level Measured at Voltage EA Output; 4.28 
VSENSE = VCOMMAND = 3V 

VCOMMAND = 3V, VSENSE = 0 3.64 

Note 1: This percentage is measured with respect to the ideal COMMAND voltage programmed by the DO - D4 pins. 
3-265 

UNITS 

% 

mV 

a 

% 

mV 

IlA 
dB 

dB 

mA 

mA 

VN 

kQ 

dB 

dB 

mA 

mA 

mV 

IlA 
dB 

V 

dB 

mA 

mA 

kHz 

kHz 

kHz 

% 

% 

V 

V 

ns 

ns 

V 

V 



PIN DESCRIPTIONS 
CAM (Current Amplifier Inverting Input): The average 
load current feedback from ISOUT is applied· through a 
resistor to this pin. The current loop compensation 
network is also connected to this pin (see CAO/ENBL 
below). 

CAOIENBL (Current Amplifier Output/Chip Enable): 
The current loop compensation network is connected 
between this pin and CAM. The voltage on this pin is the 
input to the PWM comparator and regulates the output 
voltage of the system. The GATE output is disabled 
(held low) unless the voltage on this pin exceeds 1V, 
allowing the PWM to force zero duty cycle when 
necessary. The PWM forces maximum duty cycle when 
the voltage on CAO/ENBL exceeds the oscillator peak 
voltage (3V). A 3.2V clamp circuit prevents the 
CAO/ENBL voltage from rising excessively past the 
oscillator peak voltage for excellent transient response. 
The user can force this pin below 0.8V externally with an 
open collector, disabling the GATE drive. 

COMMAND (Digital-to-Analog Converter Output 
Voltage): This pin is the output of the 5-bit 
digital-to-analog converter (DAC) and the noninverting 
input of the voltage amplifier. The voltage on this pin sets 
the switching regulator output voltage. This voltage 
ranges from 1.8V to 3.5V as programmed by the 5-bit 
DAC according to Table 1. The GATE output is disabled 
when all 1 s or illegal codes are presented at the 5 Bit 
DAC. The COMMAND source impedance is typically 
1.2k.Q and must therefore drive only high impedance 
inputs if accuracy is to be maintained. Bypass 
COMMAND with a 0.01IlF, low ESR, low ESL capacitor 
for best circuit noise immunity. 

COMP (Voltage Amplifier Output): The system voltage 
compensation network is applied between COMP and 
VFB. 

DO - D4 (DAC Digital Input Control Codes): These are 
the DAC digital input control codes, with DO representing 
the least significant bit (LSB) and D4, the most significant 
bit (MSB) as shown in ·Table 1. A bit is set low by being 
connected to GND. A bit is set high by floating it, or 
connecting it to a 5V source. Each control pin is pulled 
up to approximately 5V by an internal 701lA current 
source. 

GATE (PWM Output, MOSFET Driver): This output 
provides a 40 totem pole driver. Use a series resistor 
between this pin and the gate of the external MOSFET to 
prevent excessive overshoot. 

UCC3830-41-51-6 

GND (Signal Ground): All voltages are measured with 
respect to GND. Bypass capacitors on the VCC and 
VREF pins should be connected directly to the ground 
plane near the GND pin. 

IS- (Current Sense Amplifier Inverting Input): This pin 
is the inverting input to the current sense amplifier and is 
connected to the low side of the average current sense 
resistor. 

IS+ (Current Sense Amplifier Noninverting Input): 
This pin is the noninverting input to the current sense 
amplifier and is connected to the high side of the 
average current sense resistor. 

ISOUT (Current Sense Amplifier Output): This pin is 
the output of the current sense amplifier. The voltage on 
this pin is (COMMAND + GCSA • I • RSENSE), where 
COMMAND is the voltage on the COMMAND pin, GCSA 
is the fixed gain of the current sense amplifier, equal to 
15, I is the current through the sense resistor, and 
RSENSE is the value of the average current sensing 
resistor. 

PGND (Power Ground): This pin provides a dedicated 
ground for the output gate driver. The GND and PGND 
pins should be connected externally using a short printed 
circuit board trace close to the IC. Decouple VIN to 
PGND with a low ESR capacitor ~ 0.10IlF. 

PWRGOOD (UndervoltageJLower Overvoltage 
Output): This pin is an open drain output which is driven 
low to reset the microprocessor when VSENSE rises 
above or falls below its nominal value by 8.5%. The on 
resistance of the open drain switch will be no higher than 
4700. The OV and UV comparators' hysteresis is fixed 
at 20mV independent of the COMMAND voltage. 

VIN (Positive Supply Voltage): This pin supplies power 
to the chip. Connect VIN to a stable voltage source of at 
least 10.8V. The GATE and PWRGOOD outputs will be 
held low until VCC exceeds the upper undervoltage 
lockout threshold. This pin should be bypassed directly 
to the GND pin. 

VFB (Voltage Amplifier Inverting Input): This input is 
connected to COMP through a feedback network and to 
the power supply output through a resistor or a divider 
network. 

VREF (Voltage Reference Output): This pin provides 
an accurate 5V reference and is internally short circuit 
current limited. VREF powers the D/A converter and also 
provides a threshold voltage for the UVLO comparator. 
For best reference stability, bypass VREF directly to 
GND with a low ESR, low ESL capacitor of at least 
0.01IlF. 
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PIN DESCRIPTIONS (cont.) 
VSENSE (Output Voltage Sensing Input): This pin is 
connected to the system output voltage through a low 
pass filter. When the voltage on VSENSE rises above or 
falls below the COMMAND voltage by 8.5%, the 
PWRGOOD output is driven low to reset the 

TYPICAL PERFORMANCE CURVES 
The curves shown in Figures 1 and 2 depict the typical 
high gain-bandwidth products for the UCC3830-x Volt
age Amplifier, Current Amplifier and Current Sense Am-

100 1000 10000 100000 1000000 10000000 100000000 

FREQUENCY [Hz] 

Figure 1. Open loop gain for UCC3830 voltage and 
current amplifier. 

APPLICATION INFORMATION 
Short Circuit Current Limit 

The short circuit current limit, Isc, is set according to: 

ISC= 1.28V 
RSENSE-GCSA 

where RSENSE is the average current sense resistor and 
GCSA is the current sense amplifier gain. GCSA equals 
15. 

Example: Choose RSENSE to set the short circuit limit at 
17 A using the UCC3830-5 

RSENSE = 1.28V = 0.005Q. 
17A -15 

UCC3830-41-S/-6 

microprocessor. When the voltage on VSENSE rises 
above the COMMAND voltage by 17.5%, the OVP 
comparator pulls the current amplifier output voltage 
below the oscillator valley voltage to force zero duty 
cycle at the GATE output. This pin is also used by the 
foldback current limiting circuitry. 

plifiers. These high gain-bandwidth devices help achieve 
an excellent transient response to load and line changes. 
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Figure 2. Current sense amplifier gain vs frequency •. 
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% SHORT CIRCUIT CURRENT 

A lower resistance value may be needed if the AC ripple 
current in the inductor is more than 20% of the load cur- Figure 3. Short circuit foldback reduces stress on 

circuit components by reducing short circuit current. 
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.APPLICATION INFORMATION (cont.) 

ON/OFF 

COMP 
UDG-96189 

Figure 4. Disabling the UCC383o-x. 

The UCC3830-x incorporates short circuit current 
foldback, as shown in Figure 3. When the output of the 
power supply is short circuited, the output voltage falls. 
When the output voltage reaches 1/2 of its nominal volt
age (COMMAND/2) then the output current is reduced. 
This feature reduces the amount of current in the 
MOSFET, diode and capacitors, and insures high reliabil
ity. 

Enabling/Disabllng the UCC3830-x Gate Drive 

The CAO/ENBL pin can be used to disable the UCC3830 
gate drive by forcing this pin below 0.8V, as shown in 
Figure 4. Bringing the voltage below the valley of the 
PWM oscillator ramp will insure a 0% duty cycle, effec
tively disabling the gate drive. A low noise open collector 
signal should be used as an Enable/Disable command. 

VIN 

VRIPPLE 

ION 

UCC3830-41-51-6 

o ------ ---------- ---- ---------- -------
Ie 

IOFF 

I-- (I-O)oTs 
OoTs--r---; 

RMS CAPACITOR CURRENh ..;rl-ON-2-o O-+-I-OF-F-20-(-I-O-) 

Figure 5. Input capacitors current waveform. 

Setting the Output Voltage Using the DAC 

The 5-bit Digital-to-Analog Converter (DAC) is pro
grammed according to Table 1. The COMMAND voltage 
is always active as long as the UCC3830 VIN pin is 
above the undervoltage lockout voltage. The output gate 
drive, GATE, is disabled at certain DAC codes, as shown 
in Table 1. Disabling the gate drive disables the power 
supply. 

Operating the .. 5-Bit Controller with Intel's 4-Bit 
Pentium Pro 

The UCC3830-x 5-Bit Controller is completely backward 
compatible. When the fifth bit, D4 is left open (4-Bit Pro
cessor in circuit), the UCC3830-x acts as a 4-Bit control-
ler with the COMMAND voltage fully compatible with 
Intel's 4-Bit Pentium® Pro family. 

Table 1. Programming the command voltage for the UCC383o-x. 

Dlaital Command Command GATEHIIGATELO Digital Command Command GATEHIIGATELO 
D4 03 02 01 DO Voltage Status 04 03 02 01 DO Vol~e Status 
0 1 1 1 1 1.300 Note 1 1 1 1 1 1 2.000 Note 1 
0 1 1 1 0 1.350 Note 1 1 1 1 1 0 2.100 Enabled 
0 1 1 0 1 1.400 Note 1 1 1 1 0 1 2.200 Enabled 
0 1 1 0 0 1.450 Nole 1 1 1 1 0 0 2.300 Enabled 
0 1 0 1 1 1.500 Nole 1 1 1 0 1 1 2.400 Enabled 
0 1 0 1 0 1.550 Nole 1 1 1 0 1 0 2.500 Enabled 
0 1 0 0 1 1.600 Nole 1 1 1 0 0 1 2.600 Enabled 
0 1 0 0 0 1.650 Nole 1 1 1 0 0 0 2.700 Enabled 
0 0 1 1 1 1.700 Nole 1 1 0 1 1 1 2.800 Enabled 
0 0 1 1 0 1.750 Nole 1 1 0 1 1 0 2.900 Enabled 
0 0 1 0 1 1.800 Enabled 1 0 1 0 1 3.000 Enabled 
0 0 1 0 0 1.850 Enabled 1 0 1 0 0 3.100 Enabled 
0 0 0 1 1 1.900 Enabled 1 0 0 1 1 3.200 Enabled 
0 0 0 1 0 1.950 Enabled 1 0 0 1 0 3.300 Enabled 
0 0 0 0 1 2.000 Enabled 1 0 0 0 1 3.400 Enabled 
0 0 0 0 0 2.050 Enabled 1 0 0 0 0 3.500 Enabled 
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UCC3830-4/-51-6 

APPLICATION INFORMATION (cont.) 
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Figure 6. Load current VB RMS current for Input 
capacitors. 

Figure 7. Efficiency of UCC3B30-5200kHz demo kit at 
2.BVouput. 
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UCC3830-4/-51-6 

APPLICATION INFORM~TION (cont.)." 
Choosing the Input Capacitor 

The input capacitors are chosen primarily based on their 
switching frequency RMS current handling capability and 
their voltage rating. The input capacitors must handle 
virtually all of the RMS current at the switching fre
quency, even if the circuit does not have an input induc-. 
tor. The switching current in the input capacitors 
appears as shown in Figure 5. 

Figure 6 show the RMS current handled by the total input 
capacitance in typical VRM circuits delivering 1.8V to 
2.8V and powered from .sV. . 

Related Publications 

U-156 and U-157 are Unitrode Application Notes describ
ing the operation of the UC3886 and the UC3886/ 
UC3910 together in a Pentiuri,.® Pro application. 

The amount of RMS current in an Aluminum Electrolytic 
capacitor has a strong impact on the reliability and life
time of the capacitor. Other factors which affect the life 
of an input capacitor are internal heat rise, external air
flow,the amount of time that the circuit operates at maxi
mum current and the operating voltage. The curves. in 

Typical Application 

The UCC3830-x is ideal for converting the 5.0V system 
bus into the required Pentium® Pro bus voltage. The 
3.3V system bus oan also be converted using the 
UCC3830-x when the pentium® Pro requires lower bus 
voltages. 

Table II. Parts list. 

REFERENCE DESCRIPTION PACKAGE 
DESIGNATOR 

U1 Unitrode.UCC3830DWP-5 DAC/PWM SOIC-20 Wide 

C1 Sanyo 6MV1500GX, 1500IlF, 6.3V, Aluminum Electrolytic 10x20mm Radial Can 

C2 Sanyo 6MV1500GX, 1500IlF, 6.3V, Aluminum Electrolytic 10x20mm Radial Can 

C3 Sanyo 6MV1500GX, 1500IlF, 6.3V, Aluminum Electrolytic 10x20mm Radial Can 

C4 Sanyo 6MV1500GX, 1500IlF, 6.3V, Aluminum Electrolytic 10x20mm Radial Can 

C5 SpragueNishay 595D475X0016A2B, 4.71lF 16V Tantalum SPRAGUE Size A 

C6 Sanyo 611!1V1500GX, 1500IlF, 6.3V, Aluminum Electrolytic 10x20mm Radial Can 

C7 Sanyo 6MV1500GX, 1500IlF, 6.3V, Aluminum Electrolytic 10x20mm Radial Can 

C8 Sanyo 6MV1500GX, 1500IlF, 6.3V, Aluminum Electrolytic 10x20mm Radial Can 

C9 Sanyo 6MV1500GX, 1500IlF, 6.3V, Aluminum Electrolytic 10x20mm Radial Can 

C10 Sanyo 6MV1500GX, 1500IlF, 6.3V, Aluminum Electrolytic 10x20mm Radial Can 

C11 Sprague 593D107X9010D2, 100IlF, 6.3V Tantalum EIA Size D SMD 

C12 0.1 OIlF Ceramic 
., 

1206 SMD 

C13 0.01 IlF Ceramic 0603SMD 

C14 0.011lF Ceramic 0603SMD 

C15 0.011lF Ceramic 0603SMD 

C16 1 OOOpF Ceramic 0603SMD 

C17 0.10IlF Ceramic 
. 

1206 SMD 

C18 33pF NPO Ceramic: 0603SMD 

C19 15QOpF Ceramic 0603SMD 

C20 82pF NPOCeramic 0603SMD 

C21 0.10IlF Ceramic 1206 SMD 

C22 0.10IlF Ceramic 1206 SMD 

CR1 International Rectifier 32CT0030 30V, 30A Schottky Diode TO-220AB 

L1 Micrometals T50-52B, 10 Turns #16AWG; 4.51lH Toroid 

01 International Rectifier IRL31 03, 30V,56A TQ-220AB 
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Table II. Parts list. (cont.) 

REFERENCE DESCRIPTION 
DESIGNATOR 

R1 DaleNishay WSR-2 0.005n 1% 

R2 10n, 5%, 1/16 Watt 

R3 S.2kQ, 5%,1/16 Watt 

R4 6.S1kQ, 1%, 1/16 Watt 

R5 3.92kn, 1%, 1/16 Watt 

R6 261kQ, 1%, 1/16 Watt 

R7 100kQ, 1%, 1/16 Watt 

RS 3.92kQ, 1%, 1/16 Watt 

R9 10.5kn, 1%, 1/16 Watt 

Q1-HS AAVID 576S02 TO-220 Heat Sink 

CR1-HS AAVID 577002 TO-220 Heat Sink 

UNITRODE CORPORATION 
7 CONTINENTAL BLVD .• MERRIMACK. NH 03054 
TEL. (603) 424·2410 • FAX (603) 424-3460 
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PACKAGE 

SMD Power Package 

0603SMD 

0603SMD 

0603 SMD 

0603SMD 

0603 SMD 

0603SMD 

0603 SMD 

0603SMD 

TO-220AB 

TO-220AB 



~UNITRODE UC1838A 
UC2838A 
UC3838A 

Magnetic Amplifier Controller 
FEATURES 
• Independent 1 % Reference 

• Two Uncommitted, Identical 
Operational Amplifiers 

• 100mA Reset Current Source 
with -120V Capability 

• 5V to 40V Analog Operation 

• 5W DIL Package 

BLOCK DIAGRAM 

vee 

VREF 

INV.IN 

EJAOUT 

INV.IN 

N.I.IN 

DESCRIPTION 
The UC1838A family of magnetic amplifier controllers contains the circuitry to gen
erate and amplify a low-level analog error signal along with a high volt
age-compliant current source. This source will provide the reset current necessary 
to enable a magnetic amplifier to regulate and control a power supply output in the 
range of 2A to 20A. 

By controlling the reset current to a magnetic amplifier, this device will define the 
amount of volt-seconds the magnetic amplifier will block before switching to the 
conducting state. Magnetic amplifiers are ideal for post-regulators for multi
ple-output power supplies where each output can be independently controlled with 
effiCiencies up to 99%. With a square or pulse-width-modulated input voltage, a 
magnetic amplifier will block a portion of this input waveform, allowing just enough 
to pass to provide a regulated output. With the UC1838A, only the magnetic ampli
fier coil, three diodes, and an output L-C filter are necessary to implement a com
plete closed-loop regulator. 

The UC1838A contains a precision 2.5V reference, two uncommitted high-gain op 
amps and a high-gain PNP-equivalent current source which can deliver up to 
100mA of magnetic amplifier reset current and with -120 volt capability. 

These devices are available in a plastiC "bat-wing" DIP for operation over a -20°C 
to +85°C temperature range and, with reduced power, in a hermetically sealed 
cerdip for -55°C to + 125°C operation. Surface mount versions are. also available. 

This improved "A" version replaced the non "A" version formerly introduced. 

~----.---~--~~~11 VM 

20 
3.5V 

RESET 

DR1 

- 16 DR2 
ClLOUT 

~---------------_JL_{I}[t}~~--______ i 
GND GND GND GND 
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UC1838A 
UC2838A 
UC3838A 

ABSOLUTE MAXIMUM RATINGS CONNECTION DIAGRAMS 
Supply Voltage, vee ....................................... 40V 
Magnetic Amp. Source Voltage, VM ........................ 40V 
Reset Output Voltage, VR ............................... -120V 
Total Current Source Voltage, VM - VR .................. -140V 
Amplifier Input Range ...................... -0.3V to Vee 
Reset Input Current, lOR ................................ -10mA 
Power Dissipation at T A = 25°C 

Q, N, DP Package .............................. 2W 
J, L Package ................................... 1W 

Power Dissipation at T (leads/case) = 25°C 
Q, N, DP Package .............................. 5W 
J, L Package ................................... 2W 

Operating Temperature Range ............ -55°C to +125°C 
Storage Temperature Range ............. -65°C to +150°C 
Lead Temperature (Soldering, 10 sec) .............. 300°C 

Note: All voltages are with respect to ground pins. All currents 
are positive into the specified terminal. Consult Packaging 
section of Databook for thermal limitations and considerations 
of package. 

ORDERING INFORMATION 
TEMPERATURE RANGE PACKAGE 

UC1838AJ -55°C to +125°C Ceramic Dip 
UC1838AL CLCC 
UC2838ADP -20°C to +85°C PowerSOIC 
UC2838AN Plastic Dip 
UC2838AQ PLCC 
UC3838ADP O°C to +70°C PowerSOIC 
UC3838AN Plastic Dip 
UC3838AQ PLCC 
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OIL-16, SOIC-16 (TOP VIEW) 
J or N Package, OP Package 

GIL Out 

GIL N.l.ln 

GIL INV.ln 

Gnd 

Gnd 

ElA Inv.ln 

ElA N.l.ln 

ElAOut 

Note: All four ground pins must be connected to a common 
ground 

PLCC-20, LCC-20 (TOP VIEW) 
Q, L Packages 

NlC-----~ 

C/LOut---~ 

CIL N.I. In ----, 

CIL Inv.ln 
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NlC 

ElAlnv.ln 
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NlC 

N/C 

GND 
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UC1838A 
UC2838A 
UC3838A 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these specifications apply for TA = -55°C to + 125°C for the 
UC1838A -20°C to +85°C for the UC2838A and O°C to +70°C for the UC3838A Vee - 20V VM = 5VTA = TJ , , , - , , .. 

UC1838A I UC2838A 
PARAMETER TEST CONDITIONS MIN 

Reference Section 

Supply Current .. Vee=VM =40V 

Reference Output TA = 25°C 2.47 

Line Regulation Vec=5t030V 

Load Regulation lo=Oto-2mA 

Short Circuit Current VREF=OV 

Temperature Stability" Over Operating Temp. Range 

Amplifier Section (Each Amplifier) 

Offset Voltage VeM= 2.5V 

Input Bias Current VIN=OV 

Input Offset Current 

Minimum Output Swing 0.4 

Output Sink Current Vo=5V 1 

Output Source Current Vo=OV -1 

AVOL Vo= 1 to 11V 100 

CMRR VIN=1t011V 70 

PSRR Vee = 10 to 20V 70 

Gain Bandwidth" 0.6 

Reset Drive Section 

Input Leakage VOR=40V 

Output Leakage VR = -120V 

Input Current IR=-50mA 

Maximum Reset Current IOR=-3mA -100 

Transconductance IR = -10 to -50mA .03 

• These parameters are guaranteed by design but not 100% tested in production. 

TYPICAL APPLICATION 

45 Turns 
50810-10 Core UES2403 100l1H 

TVP MAX 

4 8 

2.5 2.53 

1 5 

5 20 

-30 -60 

15 25 
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100 
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UC3838A 
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0.6 0.8 
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Magnetic 
Amplifier 

II 

3000 
1W 

12V 
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15V 
Auxilliary 

Supply 

100 

9.1k 

+ 
1000 

L-________________ ~~----------------------~------~~~ Gnd 

+ 12V, 4A output with switching frequency = 50 kHz. 
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UNITS 

MAX 

8 mA 

2.55 V 

10 mV 

20 mV 

--60 mA 

25 mV 

10 mV 

-1 IlA 
100 nA 

18 V 

30 mA 

-20 mA 

dB 

dB 

dB 

MHz 

10 IlA 
-100 jJA 

-2 mA 

-200 mA 

.055 AN 



APPLICATION INFORMATION 
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Figure 1. Amplifier open loop response. 
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Figure 3. Reset driver-output impedance. 

UNITRODE CORPORATION 
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Figure 4. Reset driver response. 

~ 
':"' -100 

!z -80 
w 
II: 
~ -60 
o 
I- -40 
w 

I I 

VI~VM=+5V 

&' 
1/ 

IR ':> 
~ -- -=- -.<..; 

en -20 I--i---f-/- -/--Iol---, 

~ 
-1 -2 -3 -4 -5 

INPUT VOLTAGE - V(W.R.T. Vm) 

Figure 5. Reset driver-input voltage. 

w 2.55 - ---- ----

(!) 
< 2.54 
I- 2.53 .-
...J 
O~ 2.52 
>G 2.51 
wI- 2.50 t-
O~ -r- -Zl- 2.49 
w::J 2.48 _ .... -- --

a: O 2.47 W 
LL. 2.46 :--- - -

w 2.45 ---a: -- .-.---'-------'-----'--'----'-----'-----'-~ 

-50 0 +50 +100 +150 

JUNCTION TEMPERATURE - (C) 

Figure 6. Reference temperature coefficient. 

3-275 



.[1dJ. UNITROCE 
UCC1839 
UCC2839 
UCC3839 

Secondary Side Average Current Mode Controller·· 
FEATURES 
• Practical Secondary Side Control of 

Isolated Power Supplies 

• Provides a Self Regulating Bias 
Supply From a High Input Voltage 
Using an External N-Channel 
Depletion Mode FET 

• Onboard Precision, Fixed Gain, 
Differential Current Sense Amplifier 

• Wide Bandwidth Current Error 
Amplifier 

• 5V Reference 

• High Current, Programmable Gm 
Amplifier Optimized to Drive 
Opto-couplers 

BLOCK DIAGRAM 

DESCRIPTION 
The UCC3839 provides the control functions for secondary side average 
current mode control in isolated power supplies. Start up, pulse width 
modulation and MOSFET drive must be accomplished independently on 
the primary side. Communication from secondary to primary side is antici
pated through an opto-isolator. 

Accordingly, the UCC3839 contains a fixed gain current sense amplifier, 
voltage and current error amplifiers, and a Gm type buffer/driver amplifier 
for the opto-isolator. Additional housekeeping functions include a precision 
SV reference and a bias supply regulator. 

Power for the UCC3839 can be generated by peak rectifying the voltage of 
the secondary winding of the isolation transformer. From this unregulated 
voltage, the UCC3839's bias supply regulator will generate its own 7.SV 
bias supply using an external, N-channel, depletion mode FET .. 

The UCC3839 can be configured for traditional average current mode con
trol where the output of the voltage error amplifier commands the current 
error.amplifier. It can also be configured for output voltage regulation with 
average current mode short circuit current limiting, employing two parallel 
control loops regulating the output voltage and output current independ
ently. 

r---------------------------------------------l 

~~----------------------------------~7 VDD 

GND 1 

r-_______ 5~V~ ____________ ~4 REF 

2V I.------------i 6 LED 

R 
~------------------------~----~~----~--~~----~------~5 GM 

UDG·9701 
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ABSOLUTE MAXIMUM RATINGS 
Supply Voltage .................................. 15V 
Supply Current 

(LED not connected) ........................... 2mA 
(LED connected) ............................. 14mA 

Analog Inputs ............................ -O.3V to 15V 
Power Dissipation at TA = 60°C 

(LED not connected) .......................... 20mW 
(LED connected) ............................. 55mW 

Storage Temperature ................... -65°C to + 150°C 
Junction Temperature ................... -55°C to + 150°C 
Lead Temperature (Soldering, 10sec.) ............. +300°C 

Currents are positive into, negative out of the specified terminal. 
Consult Packaging Section of Databook for thermal limitations 
and considerations of package. 

CONNECTION DIAGRAMS 

DIL-14, SOIC-14 (Top View) 
J or N Package, 0 Package 

GND 

VA

VAO 

REF 

GM 

LED 

VDD 

CS+ 

VGATE 

UCC1839 
UCC2839 
UCC3839 

ELECTRICAL CHARACTERISTICS: Unless otherwise specified, O°C to 70°C for the UCC3839, -40°C to 85° for the 
UCC2839 and -55°C to 125°C for the UCC1839 VUNE = 10V, RG = 4000 TA= TJ 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

Current Error Amplifier 

VIO 10 mV 

AVOL 60 dB 

CMRR VCM = 0.5V to 5.5V 60 dB 

PSRR VUNE = 10V to 20V 60 dB 

CAO High CA- = 1V, CA+ = 1.1V, ICAO = -100J,LA 4.8 7 V 

ICAO CA- = 1V, CA+ = 1.1V, CAO = 0.5V -500 -250 ~A 

CAOLow CA- = 1V, CA+ = 0.9V, ICAO = 500J,LA 0.2 0.4 V 

GBW F = 100kHz, TA = 25°C 3 5 MHz 

Voltage Error Amplifier 

VA- 1.475 1.5 1.525 V 

AVOL 60 dB 

PSRR VUNE = 10V to 20V 60 dB 

VAO High IVAO =-100~A to 100~A 4.8 5 5.2 V 

IVAO VA- = 1.45V, VAO = 0.5V -500 -250 J,LA 

VAOLow VA- = 1.55V, VAO = 0.5V, IVAO = 500f!.A 0.2 0.4 V 

GBW (Note 1) 3 5 MHz 

Current Sense Amplifier 

CSOZero CS+ = CS- = -O.3V to 5.5V, Icso = -100J,LA to 100J,LA 0.95 1 1.05 V 

AV CS+ = 0, CS- = OmV to -200mV 7.8 8 8.2 VN 

Current Sense Amplifier (cont.) 

Slew Rate CS+ = 0, CS- = OmV to -O.5V 2 4 V/IJS 

CSO CS+ = -200mV, CS- = -700mV 4.8 5 5.2 V 

LED Driver 

ILED LED = 5.5V, CA-= 1V, CA+ = 1.1V, RG = 400 0 10 J,LA 

LED = 5.5V, CA- = 1 V, CA+ = 0.9V, RG = 400 9 10 11 mA 

Gm LED = 5.5V, CAO = 1V to 3V, RG = 400 2.25 2.5 2.75 mS 

Slew Rate CAO = 2V to 2.5V, LED = 4000 to 5.5V, RG = 400 2 4 V/IJS 
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UCC1839 
UCC2839 
UCC3839 

ELECTRICAL CHARACTERISTICS: Unless otherWise specified, O°C to 70°C for the UCC3839, -40°C to 85° for the 
UCC2839 and -55°C to 125°C for the UCC1839 VLINE-l0V RG - 4000 TA - TJ - ,. - -

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

Precision Reference 

REF TJ = 25°C 4.95 5 5.05 V 

IREF = OmA to 1 mA, VUNE = 10V to 20V 4.9 5.1 V 

VA+/REF 0.298 0.3 0.302 VN 

VDD Regulator 

VDD IDD = OmA to -15mA, VUNE = 10V to 40V 7 7.5 8 V 

IVDD VUNE = 10V to 40V, CA- = OV, CA+ = IV, VA- = 2.9V, CS+ 1.3 2 mA 
= CS- = 0, IREF = 0 

Note 1: Guaranteed by design. Not 100% tested in production. 

PIN DESCRIPTIONS 
CA-: Current Error Amplifier Negative Input. 

CAO: Current Error Amplifier Output. Output source cur
rent is limited, and output sink current is guaranteed to 
be greater than the VAO output source current. Current 
loop compensation components are generally connected 
to CAO and CA-. 

CA+: Current Error Amplifier Positive Input. 

CS-: Current Sense Amplifier Negative Input. 

CSO: Current Sense Amplifier Output. Internally set gain 
VOUTNIN = 8 VIN = OV results in CSO = 1V. 

CS+: Current Sense Amplifier Positive Input. 

GM: Gm (transconductance) Programming Pin. Resistor 
RGM = 400n to GND. 

GND: Chip Ground. 

LED: Output of LED Driver. Connect LED from VDD pin 
to LED. 

APPLICATION INFORMATION 
Fig. 1 shows a typical secondary side average current 
mode controller configuration using the UCC3839. In this 
configuration, output voltage is sensed and regulated by 
the voltage error amplifier. Its output, VAO provides the 
reference for the current error amplifier at the CA+ pin. 
VAO can be connected to CA+ directly or through a re
sistive divider depending on the particular application re
quirements. 

Average current mode control needs accurate output 
current information which is provided by a low value cur
rent sense resistor. The voltage proportional to the con
verter's output current is sensed and amplified by the 

REF: SV Precision Reference Buffer Output. Minimum 
Decoupling Capacitance = O.01IlF 

VA-: Voltage Error Amplifier Negative Input. Voltage Er
ror Amplifier is internally referenced to 1 .SV 

VAO: Voltage Error Amplifier Output. In a two loop aver
age current mode control configuration, VAO is con
nected to CA+ and is the current command signal. VAO 
is internally clamped not to exceed SV for short circuit 
control. In a single loop voltage mode control configura
tion with a parallel average short circuit current control 
loop, VAO is connected directly to CAO. Output source 
current is limited, and output sink current is guaranteed 
to be greater than the CAO output source current. 

VDD: 7.SV Regulator output. Supply for most of the 
chip. Minimum Decoupling Capacitance = O.01IlF 

VGATE: External FET Gate Control Voltage. 

precIsion current sense amplifier of the chip. The 
onboard current sense amplifier has a gain of 8 and is in
tended for differential sensing of the shunt voltage with a 
common mode voltage range from OV up to SV. The out
put of the current sense amplifier, CSO is 1V for zero in
put which guarantees that the circuit can control currents 
down to OA. 

The CSO signal is fed to the CA- input of the current er
ror amplifier through a resistor. The current error ampli
fier takes the V AO and CSO signals and generates the 
error signal for the pulse width modulator. 
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APPLICATION INFORMATION (cont.) 
Since the PWM function is located on the primary side of 
the power converter the CAD signal must be sent across 
the safety isolation boundary. The UCC3839 anticipates 
an opto-coupler to provide isolation between primary and 
secondary. Therefore, CAD drives a transconductance 
amplifier that controls LED current in an opto·isolator. 
During start up and when CAD exceeds 4V, the current 
in the LED drops to zero. Maximum LED current is ob
tained during normal operation as CAD reaches its low
est potential. Its value is determined by the programming 
resistor value from the GM pin to circuit GND. 

An alternative secondary side controller configuration is 
introduced in Fig. 2. In this circuit, the voltage and cur· 
rent control loops of the UCC3839 are connected paralc 
leI. It can be achieved by connecting the VAO and CAD 
pins together. The error amplifier with the lower output 

I 
I 

UCC1839 
UCC2839 
UCC3839 

voltage controls the current in the opto-coupler providing 
the feedback signal for the PWM section on the primary 
side. Voltage regulation is still maintained by the voltage 
error amplifier until a user programmable output current 
is reached. At this time CAD will take control over the 
Gm amplifier and the output current of the converter will 
be regulated while the output voltage falls below its nom
inal value. This current level is set at the CA+ input by a 
resistive divider from the 5V reference of the chip. 

Since the chip is powered from a peak rectifier which 
maintains the bias supply for the UCC3839 even under 
short circuit conditions, both of these techniques can be 
used to eliminate the short circuit runaway problem in 
isolated power supplies using peak current mode control 
on the primary side. 

I 1.5 UCC3839 L ______________________ ~ 
UDG·97012 

Figure 1. Secondary side average current mode controller. 
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APPLICATION INFORMATION (cont.) 

,.........,.....::C=.;S0"-jI1I-____ -' 

CAO 12 

10k 

REF 

I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 

SV I 
I 
I 

I 1.S UCC3838 I L ___________________ ~ 

Figure 2. Voltage mode with average current short circuit limit. 

,-----------, LINE 
I 

ClK/lEB I 
I UC3823B 

RT I ~-~Cr-----BOOT5TRAP 

CT VCC 

RAMP I 

VC$J 
EAOUT 

OUTA J 
INV OUTB 

~N' ILIM 
-

-!-~ 16 VREF 

"'= r---$ 55 
I 
I L ___________ ..J 

= 

Figure 3. Typical primary side circuit for use with secondary slda average current mode controller. 

UNITRODE CORPORATION 
7 CONTINENTAL BLVD .• MERRIMACK, NH 03054 
TEL. (603) 424-2410 FAX (803) 424-3480 
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~UNITRDDE 
UC1841 
UC2841 
UC3841 

Programmable, Off-Line, PWM Controller 
FEATURES DESCRIPTION 
• All Control, Driving, Monitoring, and 

Protection Functions Included 

• Low-current, Off-line Start Circuit 

• Voltage Feed Forward or Current 
Mode Control 

• Guaranteed Duty Cycle Clamp 

• PWM Latch for Single Pulse per Period 

• Pulse-by-Pulse Current Limiting Plus 
Shutdown for Over-Current Fault 

• No Start-up or Shutdown Transients 

• Slow Tum-on Both Initially and After 
Fault Shutdown 

• Shutdown Upon Over- or 
Under-Voltage Sensing 

• Latch Off or Continuous Retry After 
Fault 

• PWM Output Switch Usable to 1 A 
Peak Current 

• 1 % Reference Accuracy 

• 500kHz Operation 

The UC1841 family of PWM controllers has been designed to increase 
the level of versatility while retaining all of the performance features of 
the earlier UC1840 devices. While still optimized for highly-efficlent boot
strapped primary-side operation in forward or flyback power converters, 
the UC1841 is equally adept in implementing both low and high voltage 
input DC to DC converters. Important performance features include a 
low-current starting circuit, linear feed-forward for constant volt-second 
operation, and compatibility with either voltage or current mode topologies. 

In addition to start-up and normal regulating PWM functions, these de
vices include built In protection from over-voltage, under-voltage, and 
over-current fault conditions with the option for either latch-off or automat
ic restart. 

While pin compatible with the UC1840 in all respects except that the po
larity of the External Stop has been reversed, the UC1841 offers the fol
lowing improvements: 

1. Fault latch reset is accomplished with slow start discharge rather 
than recycling the input voltage to the chip. 

2. The External Stop input can be used for a fault delay to resist 
shutdown from short duration transients. 

3. The duty-cycle clamping function has been characterized and 
specified. 

• 18 Pin DIL Package 

The UC1841 is characterized for -55°C to +125°C operation while the 
UC2841 and UC3841 are designed for -25°C to +85°C and OCto +70°C, 
respectively. 

BLOCK DIAGRAM 

r--------------ffll, VlN SENSE 

RAMP 

CLOCK 
RT ICT 1!91----i OSCj-------;:::~====::t--__, VIN SUPPLY 

COMP [j],!-------, 

INV. INPUT ~~====j~~ __ I_~ 
NI INPUT ~ 

START/UV 

CURRENT LIMIT I!l--Iri~_--+--+J THRESHOLD .! 

DRIVER 
BIAS 

5.0V REF 

....-'li------ill RESET 

CURRENT 
SENSE 

DUTY CYCLE 
L-...!:=;a==r=t----=~h----_I!l SLOW-START! 

OV SENSE rn::-:-:::=--r>-~D CLAMP 
3V REF .l::-+---------1~ GROUND 

EXT. STOP 

Note: Positive true logic, latch outputs high with set, reset has priority. 
6193 
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ABSOLUTE MAXIMUM RATINGS 
Supply Voltage, +VIN (Pin 15) (Note 2) " , ' 

Voltage Driven ............................. : ... +32V 
Current Driven, 100mA maximum ............ Self-limiting 

PWM Output Voltage (Pin 12) ....................... 40'1 
PWM Output Current, Steady-State (Pin 12) .... ' ..... '400mA 
PWM Output Peak Energy Discharge ............ 20iWouies 
Driver Bias Current (Pin 14), ........ : . . . . . . . . . .. -200mA 
Reference Outpyt Current (Pin 16) ............ .' ... -50mA 
Slow-Start Sink Current (Pin 8) . . . . . . . . . . . . . . . . . . .. 20mA 
VIN Sense Current (Pin 11) ........................ 10mA 
Current Limit Inputs'(Pir'is 6 &'7) ............. -0.5 to +5.5V 
Stop Input (Pin 4) ........ ; . . . . . .. . . . . . . . .. -0.3 to +5.5V 
Comparator Inputs 

(Pins 1,7,9-11,16) ............ Internally clamped at 12V 
Power Dissipation alTA = 25°C (Note 3) ........... 1000mW 
Power Dissipation at Tc = 25°C (Note 3) ........... 2000mW 

CONNECTION DIAGRAMS 

OIL-18, SOIC-18 (TOP VIEW) 
J or N, OW Package 

N.i. Input 

Inv. Input 

+VIN Supply 

Drive Bias 

Ground 

PWM Out 

Ramp 

UC1841 
UC2841 
UC3841 

Operating JunctionTemperature .......... -55°C to + 1!50°C 
Storage Temperature Range .............. -65°C to +150°C 
Lead Temperature (Soldering, 10 sec) ........... " +300°C 
Note 1: Ali voltages are with respect to ground, Pin 13. 

Currents are positive-into, negative-out of the specified 
terminal. 

Note 2: All pin numbers are referenced to DIL-18 package. 
Note 3: Consult Packaging Section of Databook for thermal 

limitations and considerations of package. 

PLCC-20, LCC-20 
PACKAGE PIN FUNCTIONS (TOP VIEW) 

Q or L Package FUNCTION PIN 
Como 1 
StartlUV 2 
OVSense 3 
Stop 4 

L 3 2 1 2019 Reset 5 

~ CUR Thresh 7 

5 17 CUR Sense 8 
6 16 Slow Start 9 
7 15 RT/CT 10 
8 14 Ramp 11 

9 10111213 VIN Sense 12 
PWMOut 13 
Ground 14 
Drive Bias 15 
+VIN Supply 17 
5.0V REF 18 
Inv.ln!:tut 19 
N." Input 20 

ELECTRICAL CHARACTERISTICS: Unless otherwise slated, these specifications apply for TA = -55°C to + 125°C for the 
UC1841 , -25°C to +85°C for the UC2841 , and O°C to +70°C for the UC3841; VIN = 20V, RT = 20kn, CT = .001mfd, RR = 10kn, 
CR = .001 mfd, Current Limit Threshold = 200mV, TA = TJ. 

UC1841 I UC2841 UC3841 UNITS 
PARAMETER TEST CONDITIONS MIN TYP MAX MIN TYP MAX 

Power Inputs 

Start-Up Current VIN = 30V, Pin 2 = 2.5V 4.5 6 4.5 6 mA 

Operating Current VIN = 30V, Pin 2 = 3.5V 10 14 10 14 mA 

Supply OV Clamp IIN=20mA 33 40 45 33 40 45 V 

Reference Section 

Reference Voltage TJ = 25°C 4.95 5.0 5.05 4.9 5.0 5.1 V 

Line Regulation VIN =8to 30V 10 15 10 20 mV 

Load Regulation IL=OtO 10mA 10 20 ,10 30 mV 

Temperature Stability Over Operating Temperature Range 4.9 5.1 4.85 5.15 V 

Short Circuit Current VREF = 0, TJ = 25°C -80 ~100 -80 -100, mA 

Oscillator 

Nominal Frequency TJ = 25°C 47 50 53 45 50 55 kHz 

Voltage Stability VIN =8 t030V 0.5 1 0.5 .1 1 % 

Temperature Stability Over Operating Temperature Range 45 55 43 57 kHz 

Maximum Frequency AT = 2kn, CT = 330pF 500 500 kHz 
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UC1841 
UC2841 
UC3841 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these specifications apply for TA = -55°C to + 125°C for the 
UC1841 , -25°C to +S5°C for the UC2841 , and O°C to +70°C for the UC3S41; VIN = 20V, RT = 20k.O, CT = .001 mfd, RR = 10k.O, 
CR = 001 mfd Current Limit Threshold = 200mV TA = T J , , 

PARAMETER TEST CONDITIONS UC1841 I UC2841 I UC3841 UNITS 

MIN TYP MAX I MIN TYP MAX 

Ramp Generator 

Ramp Current, Minimum ISENSE = -1 01tA -11 -14 -11 -14 ItA 
Ramp Current, Maximum ISENSE = 1.0mA -0.9 -.95 -0.9 -.95 mA 

Ramp Valley 0.3 0.4 0.6 0.3 0.4 0.6 V 

Ramp Peak Clamping Level 3.9 4.2 4.5 3.9 4.2 4.5 V 

Error Amplifier 

Input Offset Voltage VCM=5.0V 0.5 5 2 10 mV 

Input Bias Current 0.5 2 1 5 ItA 
Input Offset Current 0.5 0.5 ItA 
Open Loop Gain l:J.Vo= 1 to 3V 60 66 60 66 dB 

Output Swing (Max. Output $ Minimum Total Range 0.3 3.5 0.3 3.5 V 
Ramp Peak - 100mV) 

CMRR VCM = 1.5 to 5.5V 70 SO 70 SO dB 

PSRR VIN=St030V 70 SO 70 SO dB 

Short Circuit Current VCOMP=OV -4 -10 -4 -10 mA 

Gain Bandwidth' TJ = 25°C, AVOL = OdB 1 2 1 2 MHz 

Slew Rate' TJ=25°C, AVCL=OdB O.S O.S VlIlS 
PWMSection 

Continuous Duty Cycle Minimum Total Continuous Range, 4 95 4 95 % 
Range' (other than zero) Ramp Peak < 4.2V 

50% Duty Cycle Clamp RSENSE to VREF = 10k 42 47 52 42 47 52 % 

Output Saturation louT=20mA 0.2 0.4 0.2 0.4 V 

IOUT=200mA 1.7 2.2 1.7 2.2 V 

Output Leakage VOUT= 40V 0.1 10 0.1 10 ItA 
Comparator Delay' Pin S to Pin 12, TJ = 25°C, RL = 1 k.O 300 500 300 500 ns 

Sequencing Functions 

Comparator Thresholds Pins 2, 3, 5 2.S 3.0 3.2 2.S 3.0 3.2 V 

Input Bias Current Pins 3, 5 =OV -1.0 -4.0 -1.0 -4.0 ItA 
Input Leakage Pins 3,5 = 10V 0.1 2.0 0.1 2.0 ItA 
StartlUV Hysteresis Current Pin 2 =2.5V 170 200 220 170 200 230 ItA 
Ext. Stop Threshold Pin4 O.S 1.6 2.4 O.S 1.6 2.4 V 

Error Latch Activate Current Pin 4 = OV, Pin 3 > 3V -120 -200 -120 -200 ItA 
Driver Bias Saturation Voltage, Is=-50mA 2 3 2 3 V 
VIN- VOH 

Driver Bias Leakage Vs=OV -0.1 -10 -0.1 -10 ItA 
Slow-Start Saturation Is = 10mA 0.2 0.5 0.2 0.5 V 

Slow-Start Leakage Vs=4.5V 0.1 2.0 0.1 2.0 ItA 
Current Control 

Current Limit Offset 0 5 0 10 mV 

Current Shutdown Offset 370 400 430 360 400 440 mV 

Input Bias Current Pin 7=OV -2 -5 -2 -5 ItA 
Common Mode Range' -0.4 3.0 -0.4 3.0 V 

Current Limit Delay' TJ = 25°C, Pin ?to 12, RL = 1 k 200 400 200 400 ns 
, These parameters are guaranteed by deSign but not 100% tested In production. 
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UC1841 
UC2841 
UC3841 

FUNCTIONAL DESCRIPTION 

PWMCONTROL 
1. Oscillator Generates a fixed-frequency internal clock from an external RT and CT. 

Frequency = R~T where Kc is a first order correction factor z 0.3 log (Cr X 1012). 

2. Ramp Generator " 

Develops a linear ramp with a slope defined externally by ~~ = 
sense voltage 

RRCR 

CR is normally selected:'> Cr and its value will have sol'T)e effect upon valley voltage. 
Limiting the minimum value for ISENSE will establish a maximum duty cycle clamp. 
CR terminal can be used as an input port for current mode control. 

3. Error Amplifier Conventional operational amplifier for closed-loop gain and phase compensation. 
Low output impedance; unity-gain stable. 
The output is held low by the slow start voltage at turn on in order to minimize overshoot. 

4. Reference Generator Precision S.OV for internal and external usage to SOmA. 
Tracking 3.0V reference for internal usage only with nominal accuracy of ± 2%. 
40V clamp zener for chip OV protection, 100mA maximum current. 

S. PWM Comparator Generates output pulse which starts at termination of clock pulse and ends when the ramp 
input crosses the lowest of two positive inputs. 

6. PWM Latch Terminates the PWM output pulse when set by inputs from either the PWM comparator, the 
pulse-by-pulse current limit comparator, or the error latch. Resets with each internal clock 
pulse. 

7. PWM Output Switch Transistor capable of sinking current to ground which is off during the PWM on-time and turns 
on to terminate the power pulse. Current capacity is 400mA saturated with peak 
c~acitance discharge in excess of one amp. 

SEQUENCING FUNCTIONS 
1. StartJUV Sense With an increasing voltage, it generates a turn-on signal and releases the slow-start clamp at 

a start threshold. 
With a decreasing voltage, it generates a turn-off command at a lower level separated by a 

2001lA hysteresis current. 
2. Drive Switch Disables most of the chip to hold internal current consumption low, and Driver Bias OFF, until 

inQut voltage reaches start threshold. 
3. Driver Bias Supplies drive current to external power switch to provide turn-on bias. 
4. Slow Start Clamps low to hold PWM OFF. Upon release, rises with rate controlled by RsCs for slow 

increase of output pulse width. 
Can also be used as an alternate maximum duty cycle clamp with an external voltaQe divider. 

PROTECTION FUNCTIONS 
1. Error Latch When set by momentary input, this latch insures immediate PWM shutdown and hold off until 

reset. Inputs to Error Latch are: 
a. OV > 3.2V (typically 3V) 
b. Stop> 2.4V (typically 1.6V) 
c. Current Sense 400mV over threshold (typical). 

Error Latch resets when slow start voltage falls to O.4V if Reset Pin S < 2.8V. With Pin S> 
3.2V Error Latch will remain set. 

2. Current Limiting Differential input comparator terminates individual output pulses each time sense voltage 
rises above threshold. 

When sense voltage rises to 400mV (typical) above threshold, a shutdown signal is sent to 
Error Latch. 

3. External Stop A voltage over 1.2V will set the Error Latch and hold the output off. 
A voltage less than 0.8V will defeat the error latch and prevent shutdown. 
A capaCitor here will slow the action of the error latch for transient protection by providing a 

typical delay of 13ms/IlF. 
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OPEN-LOOP TEST CIRCUIT 

UC1841 
UC2841 
UC3841 

o~--~--~============~ ________ -, 
Supply 
Voltage 

16 VREF ~r--+-----'~~ 
RR 

10k 11 VIN Sense 

15 

VIN 
Rs lOOk 

Slow Start 8 ~~ 
Driver Bias 14 

RT 
20k UC1841 

Monitor ? 0.,,", 
CT 
.001~ 

9 RT/CT 

10 Ramp 

D.U.T. PWM Out 12 

DIL-18 
Rl 20k Package 

2 Start/UV 

R2 9k 
3 OV Sense 

R3 3k CR 
.001 

NI C/L(-) C/L(+) 10k 

- - 18 6 7 

VREF 
10k 

1- 0.1 10k 48k 43k 
10k 

""'='" PWM 2k 
10k 

Adjust Current Sense 
Test - -

Nominal Frequency = R.:cr = 50 kHz (
R1 +R2+R3) 

UV Faull Voltage = 3 R2 + R3 = 8V 
Currenl Limil = 200mV 

Current Faull Voltage = 600mV 

Duty Cycle Clamp = 50% ( R1+R2+R3) SIart Voltage = 3 R2 + R3 +O.2R1 = 12V OV Faull Voltage = 3 (R1 + ~~ + R3) = 32V 

FLYBACK APPLICATION (A) 

In this application (see Figure A, next' page), complete 
control is maintained on the primary side. Control power 
is provided by RIN and CIN during start-up, and by a pri
mary-referenced low voltage winding, N2, for efficient op
eration after start. The error amplifier loop is closed to 
regulate the DC voltage from N2 with other outputs fol
lowing through their magnetic coupling - a task made 
even easier with the UC1B41's feed-forward line regula
tion. 

An extension to this application for more precise regula
tion would be the use of the UC1901 Isolated Feedback 
Generator for direct closed-loop control to an output. 

Not shown, are protective snubbers or additional interface 
circuitry which may be required by the choice of the high-

voltage switch, Os, or the application; however, one ex
ample of power transistor interfacing is provided on the 
following page. 

REGULATOR APPLICATION (B) 

With the addition of a level shifting transistor, 01, the 
UC1841 is an ideal control circuit for DC to DC converters 
such as the buck regulator shown in Figure B opposite. In 
addition to providing constant current drive pulses to the 
PIC661 power switch, this circuit has full fault protection 
and high speed dynamic line regulation due to its feed
forward capability. An additional feature is the ability to 
work with high input line voltages - in this case, up to 60V 
- with intemal protective clamping_ 
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AC 
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Stop 
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VREF 

F-et 

Stop 

Reset 

DC Input Line 

Control 

Turn 
On 
UVP 

Drive 
Bias 

UC1841 

Figure A. UC1841 Programmable PWM Controller In A Simplified Flyback Regulator 

Note: UC3707 Pins 1,4,5,7,12,13,16, To Gnd 

Ul: UC3705 
MOSFET Driver 

UC1841 
UC2841 
UC3841 

See Application Note U-114 
For Complete Circuit 

Figure B. Overall Schematic For A 300 Watt, Off-line Power Converter Using The UC3841 For Control 
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ERROR LATCH INTERNAL CIRCUITRY 

Internal 5V 

To 
Shutdown 

The Error Latch consists of 05 and Q6 which, when both on, 
turns off the PWM Output and pulls the Slow-Start pin low. This 
latch is set by either the Over-Voltage or Current Shutdown 
comparators, or by a high signal on Pin 4. Reset is accom
plished by either the Reset comparator or a low signal on Pin 
4. An activation time delay can be provided with an external 
capacitor on Pin 4 in conjunction with the ~ 1001lA collector 
current from 04. 

Since Pin 10 is a direct input to the PWM comparator, this 
point can also serve as a current sense port for current mode 
control. In this application, current sensing is ground refer
enced through Res. Resistor R1 sets a 400mV offset across 
R2 (assuming R2 > Res) so that both the Error Amplifier and 
Fault Shutdown can force the current completely to zero. R2 is 
also used along with CF as a small filter to attenuate leading
edge spikes on the load current waveform. In this mode, 
current limiting can be accomplished by divider R3/R4 which 
forms a clamp overriding the output of the Error Amplifier. 

UNIT RODE CORPORATION 
7 CONTINENTAL BLVD .• MERRIMACK, NH 03054 
TEL. (603) 424-2410. FAX (603) 424-3460 

PROGRAMMABLE SOFT START AND 
RESTART DELAY CIRCUIT 

VREF 161-..... --...... --...... ---, 

2k 

Ground 

Restart Delay (.51)(RRD )(eRD) 

CURRENT MODE CONTROL 

VIN 

UC1841 
UC2841 
UC3841 

In this circuit, R1 is used in conjunction with CR (not shown) to 
establish a minimum ramp charging current such that the ramp 
voltage reaches 4.2V at the required maximum output pulse 
width. 

The purpose of 01 is to provide an increasing ramp current 
above a threshold established by R2 and R3 such that the duty 
cycle is further reduced with increasing VIN. 

The minimum ramp current is: 

IR(MIN) = VREF - VIN SENSE ~ 4 V 
R1 R1 

The threshold where VIN begins to add extra ramp current is: 

VIN ~ 5.6V (R2 ~t3) 
Above the threshold, the ramp current will be: 

IR (VARIAB) ~ ~1 + VIN;2 5.6 - ~~ 
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~UNITRODE 
UC1842131415 
UC284213/415 
UC3842131415 

Current Mode PWM Controller 
FEATURES 

• Optimized For Off-line And DC 
To DC Converters 

• Low Start Up Current «1mA) 

• Automatic Feed Forward 
Compensation 

• Pulse-by-pulse Current Limiting 

• Enhanced Load Response 
Characteristics 

• Under-voltage Lockout With 
Hysteresis 

• Double Pulse Suppression 

• High Current Totem Pole Output 

• Internally Trimmed Bandgap 
Reference 

• 500khz Operation 

• Low Ro Error Amp 

BLOCK DIAGRAM 

VFB 

COMP 

CURRENT 
SENSE 

DESCRIPTION 
The UC184213/4/5 family of control ICs provides the necessary features to im
plement off-line or DC to DC fixed frequency current mode control schemes 
with a minimal external parts count. Internally implemented circuits include un
der-voltage lockout featuring start up current less than 1 mA, a precision refer
ence trimmed for accuracy at the error amp input, logic to insure latched 
operation, a PWM comparator which also provides current limit control, and a 
totem pole output stage designed to source or sink high peak current. The out
put stage, suitable for driving N Channel MOSFETs, is low in the off state. 

Differences between members of this family are the under-voltage lockout 
thresholds and maximum duty cycle ranges. The UC1842 and UC1844 have 
UVLO thresholds of 16V (on) and 10V (off), ideally suited to off-line applica
tions. The corresponding thresholds for the UC1843 and UC1845 are 8.4V and 
7.6V. The UC1842 and UC1843 can operate to duty cycles approaching 100%. 
A range of zero to 50% is obtained by the UC1844 and UC1845 by the addi
tion of an internal toggle flip flop which blanks the output off every other clock 
cycle. 

~~+-----~--------~8 

VREF 
5.0V 
50 rnA 

Note 1: 0@ A = DIL-8 Pin Number. B = 80-14 Pin Number. 
Note 2: Toggle flip flop used only in 1844 and 1845. 

4197 
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ABSOLUTE MAXIMUM RATINGS (Note 1) 
Supply Voltage (Low Impedance Source) .............. 30V 
Supply Voltage (Iec <30mA) . . . . . . . . . . . . . . . . . Self Limiting 
Output Current ................................... ±1A 
Output Energy (Capacitive Load) ..................... 5p.J 
Analog Inputs (Pins 2, 3) . . . . . . . . . . . . . . . . .. -0.3V to +6.3V 
Error Amp Output Sink Current ...... .'. . . . . . . . . . . .. 10mA 
Power Dissipation at TA ~ 25°C (DIL-8) ............... 1W 
Power Dissipation at TA ~ 25°C (SOIC-14) .......... 725mW 
Storage Temperature Range .............. -65°C to +150°C 
Lead Temperature (Soldering, 10 Seconds) .......... 300°C 
Note 1: All voltages are with respect to Pin 5. 

All currents are positive into the specified terminal. 
Consult Packaging Section of Databook for thermal limitations and considerations 

of packages. 

CONNECTION DIAGRAMS 

OIL-8, SOIC-8 (TOP VIEW) 
N or J Package, 08 Package 

COMP 

VFB 

ISENSE 

RT/CT 

SOIC-14 (TOP VIEW) 
o Package 

CaMP 1 

ISENSE 5 

RT ICT 7 

VREF 

Vee 

OUTPUT 

GROUND 

OUTPUT 

9 GROUND 

8 PWR GND 

PLCC-20 (TOP VIEW) 
Q Package 

/3 2 1 2019 

4 18 

5 17 

6 16 

7 15 

8 14 
9 10 11 12 13 

3-290 

UC18421314J5 
UC28421314/5 
UC38421314/5 

PACKAGE PIN FUNCTION 
FUNCTION PIN 

N/C 1 
COMP 2 
N/C 3 
N/C 4 
VFB 5 
N/C 6 
ISENSE 7 
N/C 8 
N/C 9 
RT/CT 10 
N/C 11 
PWRGND 12 
GROUND 13 
N/C 14 
OUTPUT 15 
N/C 16 
Ve 17 
Vee 18 
N/C 19 
VREF 20 



UC184213/4IS 
UC28421314/S 
UC38421314/S 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these specifications apply for _55°C ~ TA ~ 125°C for the 
UC184X; -40°C ~ TA ~ 85°C for the UC284X; O°C ~ TA ~ 70°C for the 384X; Vee = 
15V (Note 5); RT = 10k; CT =3.3nF, TA=TJ. 

UC1842131415 
PARAMETER TEST CONDITIONS UC2842131415 

MIN TYP 

Reference Section 

Output Voltage TJ = 25°C, 10 = 1mA 4.95 5.00 

Line Regulation 12~VIN~25V 6 

Load Regulation 1 ~lo~20mA 6 

Temp. Stability (Note 2) (Note 7) 0.2 

Total Output Variation Line, Load, Temp. (Note 2) 4.9 

Output Noise Voltage 10Hz ~ f ~ 10kHz, TJ = 25°C (Note2) 50 

Long Term Stability TA = 125°C, 1000Hrs. (Note 2) 5 

Output Short Circuit -30 -100 

Oscillator Section 

Initial Accuracy TJ = 25°C (Note 6) 47 52 

Voltage Stability 12~Vee~25V 0.2 

Temp. Stability TMIN < TA < TMAX (Note 2) 5 

Amplitude VPIN 4 peak to peak (Note 2) 1.7 

Error Amp Section 

Input Voltage VPIN1 =2.5V 2.45 2.50 

Input Bias Current -0.3 

AVOL 2~Vo~4V 65 90 

Unity Gain Bandwidth (Note 2) T J = 25°C 0.7 1 

PSRR 12 <Vee<25V 60 70 

Output Sink Current VPIN2 = 2.7V, VPIN 1 = 1.1V 2 6 

Output Source Current VPIN 2 = 2.3V, VPIN 1 = 5V -0.5 -0.8 

VOUTHigh VPIN 2 = 2.3V, RL = 15k to ground 5 6 

VouTLow VPIN2 = 2.7V, RL= 15k to Pin 8 0.7 

Current Sense Section 

Gain (Notes 3 and 4) 2.85 3 

Maximum Input Signal VPIN 1 = 5V (Note 3) 0.9 1 

PSRR 12 ~ Vee ~ 25V (Note 3) (Note 2) 70 

Input Bias Current -2 

Delay to Output VPIN 3 = 0 to 2V (Note 2) 150 

Note 2: These parameters, affhough guaranteed, are not 100% tested in production. 
Note 3: Parameter measured at trip point of latch with VPIN 2 = O. 
Note 4: Gain defined as 

A=Ll VPIN1 O~ VPIN3~0.8V 
Ll VPIN3' 

Note 5: Adjust Vee above the start threshold before setting at 1511. 
Note 6: Output frequency equals oscillator frequency for the UG1842 and UG1843. 

Output frequency is one half oscillator frequency for the UG1844 and UG1845. 

MAX 

5.05 

20 

25 

0.4 

5.1 

25 

-180 

57 

1 

2.55 

-1 

1.1 

3.15 

1.1 

-10 

300 

UC3842131415 

MIN TYP MAX 

4.90 5.00 5.10 

6 20 

6 25 

0.2 0.4 

4.82 5.18 

50 

5 25 

-30 -100 -180 

47 52 57 

0.2 1 

5 

1.7 

2.42 2.50 2.58 

-0.3 -2 

65 90 

0.7 1 

60 70 

2 6 

-0.5 -0.8 

5 6 

0.7 1.1 

2.85 3 3.15 

0.9 1 1.1 

70 

-2 -10 

150 300 

Note 7: Temperature stability, sometimes referred to as average temperature coefficient, is described by the equation: 
Temp Stability= VREF(max) - VREF~min) 

TJ (maX) - TJ (mm) 
VREF (max) and VREF (min) are the maximum and minimum reference voltages measured over the appropriate 
temperature range. Note that the extremes in voltage do not necessarily occur at the extremes in temperature. 
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mA 
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V 

dB 

!LA 
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UC1842131415 
UC2842131415 
UC3842131415 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these specifications apply for ...;55°C S TA S 125°C for the 
UC184X; -40°Cs TA S 85°C for ti')e UC284X; O°C S TA S 70°C for the 384X; Vcc = 
15V (Note 5); AT = 10k; Cr =3.3nF, TA= T J. 

UC1842131415 
PARAMETER TEST CONDITION UC2842131415 

MIN TYP 
Output Section 

Output Low Level ISINK=20mA 0.1 

ISINK = 200mA 1.5 

Output High Level ISOURCE = 20mA 13 13.5 

ISOURCE = 200mA 12 13.5 

Rise Time TJ = 25°C, CL = 1 nF (Note 2) 50 

Fall Time T J = 25°C, CL = 1 nF (Note 2) 50 

Under-voltage Lockout Section 
Start Threshold X842I4 15 16 

X843I5 7.8 8.4 

Min. Operating Voltage X84214 9 10 
AfierTum On X843I5 7.0 7.6 

PWMSectlon 
Maximum Duty Cycle X84213 95 97 

X844/5 46 48 

Minimum Duty Cycle 

Total Standby Current 
Start-Up Current 0.5 

Operating Supply Current VPIN2 = VPIN3 =OV 11 

Vcc Zener Voltage Icc=25mA 30 34 
Note 2: These parameters, although guaranteed, are not 100% tested In productIon. 
Note 3: Parameter measured at trip point of latch with VPlN 2 = o. 
Note 4: Gain defined as: 

AVPINl 
A= AVPIN3;OS VPIN3S0.8V. 

Note 5: Adjust Vee above the start threshold before setting at 1511. 
Note 6: Output frequency equals oscillator frequency for the UC1842 and UC1843. 

Outputfrequency is one half oscillator frequency for the UC1844 and UC1845. 

ERROR AMP CONFIGURATION 

2.50V 

Error Am can Source or Sink u to O.SmA 
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MAX 

0.4 

2.2 

150 

150 

17 

9.0 

11 

8.2 

100 

50 

0 

1 

.17 

UC3842131415 UNITS 

MIN TYP MAX 

0.1 0.4 V 

1.5 2.2 V 

13 13.5 V 

12 13.5 V 

50 150 ns 

50 150 ns 

14.5 16 17.5 V 

7.8 8.4 9.0 V 

8.5 10 11.5 V 

7.0 7.6 8.2 V 

95 97 100 % 

47 48 50 % 

0 % 

0.5 1 mA 

11 17 mA 

30 34 V 

0.5mA 



UNDER-VOLTAGE LOCKOUT 

Vee ---£f " 
ON/OFF COMMAIIIl 
TO REST OF IC ....... 

I 
I 
I 
I 
I UC1842 UC1843 
I UC1844 UC1845 
I - VON 16V I 8AV 

I 

Vee 

<17mA 

UC1842131415 
UC2842131415 
UC3842131415 

VOFF IOV 7.6V 
I ~~~-----~---4------.vee 

<1mA L ________________ _ 

VOFF VON 

During under-voltage lock-out, the output driver is biased to sink minor resistor to prevent activating the power switch with extraneous leakage 
amounts of current. Pin 6 should be shunted to ground w~h a bleeder currents. 

CURRENT SENSE CIRCUIT 

Peak Current (IS) is Determined By The Formula 
ISMAX .. 1.0V 

Rs 
A small RC filter may be required to suppress sw~ch transients. 

OSCILLATOR SECTION 

V REF 

For RT> 5k f- 1.72 
RTCT 

RT Deadtme vs CT (RT>5k) 

30 

10 

3 

0.3 

/ 
/ 

V 

V 
V 

... ~~~~~a 
CT - (nF) 
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Timing Resistance vs Frequency 
100 

a 30 
.~ 

I- 10 
a: 

3 
100 11< 10k 100k 

FREQl.ENCY - (Hz) 



OUTPUT SATURATION CHARACTERISTICS 

~ 4 ,---,--,-,,-- - -- -,-,-,---" 

2: L J 151V I 
., 3 ---TA = +25"C= - -----t-+,!+--t---j 
~ TA=-55"C-- ,'1 
"0 I 
: 2 ---f-+-+-+--- --=- __ -- :: ~ ,/ 
.2 l\ - 1 _. - ---1- - - - -,' - --- - -
!'l _ , .I SOURCE SAT (Vee-VoH) 
~ ~_J._.-t"""'" L--~SINK SAT (VOL) 
en 0 _ ._ '-- _______ LJ_J _L_-'-

.01 .02 .03 .04.05 .07.1 .2.3.4.5.71.0 

Output Current. Source or Sink - (A) 

OPEN-LOOP LABORATORY FIXTURE 

ERROR AMPLIFIER OPEN-LOOP 
FREQUENCY RESPONSE 

~ 801-_..,.... .......... 

60 

.5 
~ 40 
., N 20 ---~--- ---

o 
> 0 -----+----1---+---

10 100 11< 10k lOOk 

Frequency - (Hz) 

UC1842131415 
UC2842J3/415 
UC3842131415 

0 -,:J 
::r 
II> 

-45 '" ., 
-90 

--;;-
-135 

-180 

1M 10M 

r----~~-~-------------._---------O_ VREF 

4.7k 

1k 
ERROR AMP 

ADJUST 

4.7k 

R1 
1---------1 

UC1842 
COMP' VREF 

VFB Vee 

ISENSE OUTPUT 

RT/CT GROUND 

Vee 

1k 1W 
OUTPUT 

GROUND 

High peak currents associated with capacitive loads necessitate care- potentiometer are used to sample the oscillator waveform and apply 
ful grounding techniques. Timing and bypass capacitors should be an adjustable ramp to pin 3. 
connected close to pin 5 in a single point ground. The transistor and 5k 

SHUT DOWN TECHNIQUES 

1k 

VREF COMP 

3300 ISENSE 
L _____ _ 

SHUTDOWN ---!'!'-" 

TO CURRENT 
SENSE RESISTOR 

Shutdown of the UC1842 can be accomplished by two methods; either 
raise pin 3 abovf;l 1V or pull pin 1 below a voltage two diode drops 
above ground. Either method causes the output of the PWM compara
tor to be high (refer to block diagram). The PWM latch is reset 
dominant so that the output will remain low until the next clock cycle 

after the shutdown cond~ion at pin 1 and/or 3 is removed. In one ex
ampl!!. an externally latched shutdown may be accomplished by 
adding an SCR which will be reset by cycling Vee below the lower 
UVLO threshold. At this point the reference turns off. allowing the SCR 
to reset. 
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OFFLINE FLYBACK REGULATOR 

R4 
4.7k 

Cl 
250~F 
250V 

R3 
20k 

R2 
56k 
2W 

Power Supply Specifications 

1. Input Voitage95VAC to 130VA 

(50 Hz/60Hz) 

2. Line Isoiation3750V 

3. Switching Frequency40kHz 

SLOPE COMPENSATION 

---, 
VREF 

RT 

R12 C9 
4.7k 3300pF 
2W 600V 

Np 

04 
lN3613 

02 03 
lN3612 lN3612 

C4 
4~F NC 
25V 

R7 
220 

lk 

R8 

T1 
(NOTE 2) 

N5 

06 L1 

UC1842131415 
UC2842131415 
UC38421314/5 

US0945 (NOTE 2) 

+5V 

Cll 
Cl0 

4700~F 4700~F 
10V 10V 

COM 
07 
UFS1002 

+12V 
C12 
2200~F 

f-!.!....N_12 __ --+...;.::16~V ____ : 12V COM 

Ql 

UFN833 

N12 C13 
2200~F 

08 16V 

L-----l<::J--I-------12V 

UES1002 

C7 R13 Rl0 
0.550 
lW 

Rll 
2.7k 
2W 

470pF 20k 

4. Efficiency @ Full Load70% 

5. Output Voltage: 
A. +5V, ±5%; 1A to 4A load 

Ripple voltage: 50mV pop Max 

RT ICT 41-------=---+ /\./\.. 

A fraction of the oscillator ramp can be resistively summed with 
the current sense signal to provide slope compensation for con
verters requiring duty cycles over 50%. 

Note that capacitor, C forms a fitter with R2 to suppress the 
leading edge switch spikes. UC1842/3 

R2 
ISENSE 3 f--------1r--~V\II ......... 

___ ...J 

UNITRODECORPORAnON 
7 CONTINENTAL BLVO .• MERRIMACK, NH 03054 
TEL. (603) 424-2410. FAX (603) 424-3460 

~C 

.I. 

l ISENSE 

JUl 
RSENSE 
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~UNITRODE 
UC1842A13A14A15A 
UC2842AJ3A14A15A 
UC3842AJ3A14A15A 

Current Mode PWM Controller 

FEATURES 
• Optimized for Off-line and DC to DC 

Converters 

• Low Start Up Current «O.5mA) 

• Trimmed Oscillator Discharge Current 

• Automatic Feed Forward Compensation 

• Pulse-by-Pulse Current Limiting 

• Enhanced Load Response Characteristics 

• Under-Voltage Lockout With Hysteresis 

• Double Pulse Suppression 

• High Current Totem Pole Output 

• Internally Trimmed Bandgap Reference 

• 500kHz Operation 

• Low Ro Error Amp 

BLOCK DIAGRAM 

VFB 

Comp 

CIS 

DESCRIPTION 
The UC1842A13A14A15A family of control ICs is a pin for pin compat
ible improved version of the UC3842131415 family. Providing the neces
sary features to control current mode switched mode power supplies, 
this family has the following improved features. Start up current is 
guaranteed to be less than O.5mA. Oscillator discharge is trimmed to 
8.3mA. During under voltage lockout, the output stage can sink at 
least 10mA at less than 1.2V for Vcc over 5V. 

The difference between members of this family are shown in the table 
below. 

Part # UVLOOn 

UC1842A 16.0V 

UC1843A 8.5V 

UC1844A 16.0V 

UC1845A 8.5V 

UVLO Off 

10.0V 

7.9V 

10.0V 

7.9V 

Maximum Duty 
Cycle 

<100% 

<100% 

<50% 

<50% 

Pwr 
Ground 

Note1:IAlBIA = DIL-8 Pin Number. B =80-14 Pin Number. 
Note 2: Toggle flip flop used only in 1844A and 1845A. 

9194 
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ABSOLUTE MAXIMUM RATINGS (Note 1) 
Supply Voltage (Low Impedance Source) .............. 30V 
Supply Voltage (lee mAl ..................... Self Limiting 
Output Current ................................... ±1A 
Output Energy (Capacitive Load) ..................... 51J,J 
Analog Inputs (Pins 2, 3) . . . . . . . . . . . . . . . . .. -0.3V to +6.3V 
Error Amp Output Sink Current .................... 10mA 
Power Dissipation at TA ~ 25°C (DIL-8) ................ 1W 
Storage Temperature Range ............. -65°C to +150°C 
Lead Temperature (Soldering, 10 Seconds) .......... 300°C 

Note 1. All voltages are with respect to Ground, Pin 5. Currents 
are positive into, negative out of the specified terminal. Consult 
Packaging Section of Databook for thermal limitations and con
siderations of packages. Pin numbers refer to DIL package only. 

SOIC-14 (TOP VIEW) 
D Package 

UC1842AJ3AJ4AJSA 

UC2842AJ3AJ4AJSA 

UC3842AJ3AJ4AJSA 

CONNECTION DIAGRAMS 

OIL-8, SOIC-8 (TOP VIEW) 
J or N, 08 Package 

~ 
Comp 0= ~ VREF 

VFB [I ~ Vee 

ISENSE l2: ~ Output 

RT/CT [I ~ Gnd 

PLCC-20, LCC-20 PACKAGE PIN FUNCTION 
(TOP VIEW) FUNCTION PIN 

a, L Packages N/C . 1 
Como 2 
N/C 3-4 
VFB 5 
N/C 6 

/3 2 1 2019 ISENSE 7 

4 18 N/C 8-9 

5 17 RT/CT 10 
N/C 11 

6 16 PwrGnd 12 
7 15 Gnd 13 
8 14 N/C 14 

9 10 11 1213 Outout 15 
N/C 1.L 
VC 17 
Vee 18 
N/C 19 
VREF 20 

ELECTRICAL CHARACTERISTICS Unless otherwise stated, these specifications apply for -55°C ~ TA ~ 125°C for the 
UC184xA; -40°C ~ TA~ 85°C for the UC284xA; 0 ~ TA~ 70°C for the UC384xA; Vcc = 15V (Note 5); RT = 10k; CT = 3.3nF; TA = TJ; 
Pin numbers refer to DIL-8. ---
PARAMETER TEST CONDITIONS 

UC184xA\UC284xA UC384xA 
UNITS 

MIN. TYP. MAX. MIN. TYP. MAX. 

Reference Section 

Output Voltage TJ = 25°C, 10 = 1mA 4.95 5.00 5.05 4.90 5.00 5.10 V 
Line Regulation 12<VIN~25V 6 20 6 20 mV 
Load Regulation 1 S; 10 S; 20mA 6 25 6 25 mV 
Temp. Stability (Note 2, Note 7) 0.2 0.4 0.2 0.4 mVloC 

Total Output Variation Line, Load, Temp. 4.9 5.1 4.82 5.1"8 V 
Output Noise Voltage 10Hz S; f S; 10kHz 

TJ = 25°C (Note 2) 50 50 IlV 
Long Term Stability TA = 125°C, 1000Hrs. (Note 2) 5 25 5 25 mV 
Output Short Circuit -30 -100 -180 -30 -100 -180 mA 

Oscillator Section 

Initial Accuracy TJ = 25°C (Note 6) 47 52 57 47 52 57 kHz 
Voltage Stability 12 S; Vee s; 25V 0.2 1 0.2 1 % 
Temp. Stability TMIN S; T A s; TMAX (Note 2) 5 5 % 
Amplitude VPIN 4 peak to peak (Note 2) 1.7 1.7 V 

Discharge Current T J = 25°C, VPIN 4 = 2V (Note 8) 7.8 8.3 8.8 7.8 8.3 8.8 mA 
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UC1842AJ3A14A15A 
UC2842AJ3A14A15A 
UC3842AJ3A14A15A 

ELECTRICAL CHARACTERISTICS (cont.) Unless otherwise stated, these specifications apply for -55°C S TA S 125°C 
for the· UC184xA; -40°C S TAS85°C for the UC284xA; 0 S TAS 70°C·forthe UC384xA; Vcc = 15V (Note 5); RT = 10k; CT = 3.3nF; 
TA - TJ· Pin numbers refer to DIL-8 - , 

PARAMETER TEST CONDITIONS 

VPIN 4 = 2V (Note 8) 

Error Amp Section 

Input Voltage VPIN1 =2.5V 

Input Bias Current 

AVOL 2<Vo<4V 

Unity Gain Bandwidth TJ = 25°C (Note 2) 

PSRR 12 S Vcc S 25V 

Output Sink Current VPIN 2 = 2.7V, VPIN 1 = 1.1V 

Output Source Current VPIN 2 = 2.3V, VPIN 1 = 5V 

VOUTHigh VPIN 2 = 2.3V, RL = 15k to ground 

VOUTLow VPIN2 = 2.7V, RL = 15k to Pin 8 

Current Sense Section 

Gain (Note 3, Note 4) 

Maximum Input Signal VPIN 1 = 5V (Note 3) 

PSRR 12 S Vcc < 25V (Note 3) 

Input Bias Current 

Delavto Output VPIN 3 = 0 to 2V (Note 2) 

Output Section 

Output Low Level ISINK=20mA 

ISINK = 200mA 

Output High Level ISOURCE = 20mA 

ISOURCE = 200mA 

Rise Time TJ = 25°C, CL = 1 nF (Note 2) 

Fall Time TJ = 25°C, CL = 1 nF (Note 2) 

UVLO Saturation Vee = 5V, ISINK = 10mA 

Under-Voltage Lockout Section 

Start Threshold x842A14A 

x843A15A 

Min. Operation Voltage After x842A14A 

Tum On x843A15A 

PWMSection 

Maximum Duty Cycle x842A13A 

x844A15A 

Minimum Duty Cycle 

Total Standby Current 

Start-Up Current 

Note 2: These parameters, although guaranteed, are not 100% 
tested in production. . 

Note 3: Parameter measured at trip point of latch with VPIN2 = O. 
. . , LlVPIN1. 

Note 4: Gain defined as: A = -,,- ; 0 S VPIN 3 S O.81f. 
LlvPIN3 

Note 5: Adjust Vee above the start threshold before setting at 
151f. 

UC184xA\UC284xA UC384xA 
UNITS 

MIN. TYP. MAX. MIN. TYP. MAX. 

7.5 8.8 7.6 8.8 mA 

2.45 2.50 2.55 2.42 2.50 2.58 V 

-0.3 -1 -0.3 -2 uA 
65 90 65 90 dB 

0.7 1 0.7 1 MHz 

60 70 60 70 dB 

2 6 2 6 mA 

-0.5 -0.8 -0.5 -0.8 mA 

5 6 5 6 V 

0.7 1.1 0.7 1.1 V 

2.85 3 3.15 2.85 3 3.15 VN 

0.9 1 1.1 0.9 1 1.1 V 

70 70 dB 

-2 -10 -2 -10 uA 
150 300 150 300 ns 

0.1 0.4 0.1 0.4 V 

15 2.2 15 2.2 V 

13 13.5 13 13.5 V 

12 13.5 12 13.5 V 

50 150 50 150 ns 

50 150 50 150 ns 

0.7 1.2 0.7 1.2 V 

15 16 17 14.5 16 17.5 V 

7.8 8.4 9.0 7.8 8.4 9.0 V 

9 10 11 8.5 10 11.5 V 

7.0 7.6 8.2 7.0 7.6 8.2 V 

94 96 100 94 96 100 % 
47 48 50 47 48 50 % 

0 0 % 

··0.3 0.5 0.3 0.5 mA 

1l St bT VREF(mBJl} - VREF(min) 
emp a Ilfy= TJ (mBX) _ TJ (min) . 

VREF (max) and VREF (min) are the maximum & mini
mum reference voltage measured over the appropriate 
temperature range. Note that the extremes in voltage 
do not necessarily occur at the extremes in tempera
ture .• 

Note 6: Output frequency equals oscillator frequency for the 
UC1842A and UC1843A. Output frequency is one half 
oscillator frequency for the UC1844A and UC1845A. 

Note 8: This parameter is measured with RT = 10W to VREF. 

Note 7:-·Temperature stability, sometimes referred to as average 
temperatul1fcoefficient, is described by the equation: 
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This contributes approximately 3GqiA of current to the 
measurement. The total current flowing into the RT/Cr 
pin will be approximately 3GqiA higher than the meas
uredvalue. 



UdVoI Lk n er- tage oc out 

I 
I 

Vee " 7 ....L 
-v 

I 
I 
I 
I 
I 
I 
I 
I - VON 

I VOFF 
I 

I 2.S0V 

+ 

Error Amp can Source and Sink up to O.SmA, and Sink up to 2mA. 

lee 

ON/OFF COMMAND 
TO REST OF IC 

<17mA 

UC1842A UC1843A 

UC1844A UC1845A <O.5mA 
/ l6V 8.4V 

10V 7.6V VOFF 

UC1842A13A14A15A 
UC2842A13A14A15A 
UC3842A13A14A15A 

Vee 
VON 

L _________________ 
During UVLo, the Output is low. 

Current Sense Circuit 

Peak Current (Is) is Determined By The Formula 
ISMAX <= 1.0V 

Rs 
A small RC filter may be required to suppress switch transients. 
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APPLICATIONS DATA (cont.) 

UC1842A13A14A15A 
UC2842A13A14A15A 
UC3842A13A14A15A 

Output Saturation Characteristics Error Amplifier Open-Loop Frequency Response 

~ 4~IT-T I 
Vee ~ 15V 

Q) 3 ----- TA = +2Soe =+---+---I---H-f, +---
..., 
:T 
II> 

-45 (II 
(!) 

.£ ~ TA = -ssoe -- If! 
"0 .... _~ .... ~ 40~--+--~~~~~--4-~ -90 

:2 > 2 - --- --+--I~t----t--+:=d$~i't-t---+--I 
c: -- - - -- - """""" .",::. ~ 
~ 1 - - I~--~ -- -- f--\-
::> V SOURCE SAT (Vee-VoH) 
-;;; / 1L--sINK SAT (VOL) 
CI) 0 i:=:::±-:--:t:TI~JI_~ I_~LL~_ 

Q) 

'" 20 
~ 
> 0 

.01 .02 .03 .04 .OS .07.1 .2.3.4.S .71.0 

Output Current, Source or Sink - (A) 

Oscillator Section 

Oscillator Frequency vs Timing Resis-

I 

VREF~ RT 

RTICT H 
t CT 

~H 
_~~~J _ 

For RT> 5k f- 172 
RTCT 

(; >1}1:'f-~ -
~ ~ I~ :-s::. ----"'-
·u l"-e 10k f=i=,m*'_~c_~-:l=l-=,=f_ ~ __ I=I=_W~==--M~-I=I"'H'NI 

~-- -1-+ ++++++--+-j-i-

10 

300 1.00k 3.00k 10.0k 30.0k 100k 

Open-Loop Laboratory Test Fixture 

4.7k 

1k 
ERROR AMP 

ADJUST 

4.7k 

RT 

5k 
ISENSE <-0-_-1--1 

ADJUST 

RT (ohms) 

CT 

-135 

-180 

100 11< 10k 100k 1M 10M 

Frequency - (Hz) 

Maximum Duty Cycle vs Timing Resistor 

100.0 ~--- -nTTW--=>-';:.;--;r;-+'1"'Fl'ffl 
H-i-+HI----I- ~ 

- ",. ",
~ 80.0 1-_t--_H_+_ tt-_-- t"- _ 
~ /--
t) 1- -- r- -
~ 60.0 -+-+-'r+t-HtI~ __ -__ +_-_-_H-_-_ 
:> 
c 
E 
:> 
E ·x 
<II 

40.0 
- -- -

---_. - -- --
:::< -1- - ----

20.0 -_.---

~- J -----
-- - --

300 1.00k 3.00k 10.0k 30.0k 100k 

R T (ohms) 

VREF 

Vee 

OUTPUT 

GROUND 

High peak currents associated with capacitive loads ne- single point ground. The transistor and 5k potentiometer 
cessitate careful grounding techniques. Timing and by- are used to sample the oscillator waveform and apply an 
pass capacitors should be connected dose to pin 5 in a adjustable ramp to pin 3. 
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APPLICATIONS DATA (cont.) 
Off-line Flyback Regulator 

R4 
4.7k 

Cl 
250l'F 
250V 

R3 
20k 

R2 
56K 
2W 

R12 
4.7k 
2W 

02 
lN3612 

C9 
3300pF 
600V 

04 
lN3613 

03 
lN3612 

Np 

Tl 06 

UC1842A13A14A15A 
UC2842A13A14A15A 
UC3842A13A14A15A 

Ll 

(NOTE 2) US0945 (NOTE 2) 

+5V 

N5 Cl0 
Cll 

4700JlF 4700l1F 

10V 10V 

COM 
07 
UFS1002 

.----{>I-"?----- +12V 
C12 
2200l'F 

~ • ..,N_12 ___ ~16::.:V:...-__ ! 12V COM 

N12 C13 

08 

2200l'F 
16V r----L~ 100~~ C4 47JlF NC 

2 
25V t-t--~-I---+ 25V 

lk 

R8 

Ql 

UFN833 

'-----I<C1-"'----- -12V 

UES1002 

C7 R13 ~.1051l Rll 
470pF 20k lW 2.7k 

L---L-~--~~b-----~----~----~~--~~~-------i----~ 2W 

Power Supply Specifications 
1. Input Voltage 

2. Line Isolation 
3. Switching Frequency 
4. Efficiency @ Full Load 

Slope Compensation 

RTtCT 4~----~ 

UC1842At3A 

UNITRODE CORPORATION 
7 CONTINENTAL BLVD.' MERRIMACK, NH 03054 
TEL. (603) 424-2410 FAX (603) 424-3460 

95VAC to 130VA 
(50 Hz/60Hz) 
3750V 
40kHz 
70% 

/\/\. 

R2 

5. Output Voltage: 
A. +5V, ±5%; 1 A to 4A load 

Ripple voltage: 50mV pop Max 
B. +12V, ±3%; 0.1A to 0.3A load 

Ripple voltage: 100m V pop Max 
C. -12V,±3%; 0.1A to 0.3A load 

Ripple voltage: 100mV pop Max 

A fraction of the oscillator ramp can be resistively 
summed with the current sense signal to provide slope 
compensation for converters requiring duty cycles over 
50%. 
Note that capacitor, C, forms a filter with R2 to suppress 
the leading edge switch spikes. l ISENSE 

nn 
RSENSE 
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~UNITRODE UC1846n 
UC2846n 
UC3846n 

Current Mode PWM Controller 
FEATURES 
• Automatic Feed Forward Compensation 

• Programmable Pulse-by-Pulse Current 
Limiting 

• Automatic Symmetry Correction in Push-pull 
Configuration 

• Enhanced Load Response Characteristics 

• Parallel Operation Capability for Modular 
Power Systems 

• Differential Current Sense Amplifier with 
Wide Common Mode Range 

• Double Pulse Suppression 

• 500mA (Peak) Totem-pole Outputs 

• ±1 % Bandgap Reference 

• Under-voltage Lockout 

• Soft Start Capability 

• Shutdown Terminal 

• 500kHZ Operation 

BLOCK DIAGRAM 

1/97 

DESCRIPTION 
The UC1846n family of control ICs provides all of the necessary 
features to implement fixed frequency, current mode control 
schemes while maintaining a minimum external parts count. The 
superior performance of this technique can be measured in im
proved line regulation, enhanced load response characteristics, and 
a simpler, easier-to-design control loop. Topological advantages in
clude inherent pulse-by-pulse current limiting capability, automatic 
symmetry correction for push-pull converters, and the ability to par
allel "power modules" while maintaining equal current sharing. 

Protection circuitry includes built-in under-voltage lockout and pro
grammable current limit in addition to soft start capability. A shut
down function is also available which can initiate either a complete 
shutdown with automatic restart or latch the supply off. 

Other features include fully latched operation, double pulse sup
pression, deadline adjust capability, and a ±1% trimmed bandgap 
reference. 

The UC1846 features low outputs in the OFF state, while the 
UC1847 features high outputs in the OFF state. 

r------------ --------, 
I 
I 
I 
I 

.J1.. 

UC1846 
Output Stage 

UC1847 
Output Inverted 

.J1.. 

.----f---i-------------il Current limit 
Adjust 
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ABSOLUTE MAXIMUM RATINGS (Note 1) 
Supply Voltage (Pin 15) ......................................... +40V 

Collector Supply Voltage (Pin 13) ................................. +40V 
Output Current, Source or Sink (Pins 11, 14) ....................... 500mA 

Analog Inputs (Pins 3, 4,5,6,16) ........................... -0.3V to +VIN 
Reference Output Current (Pin 2) ................................ -30mA 

Sync Output Current (Pin 10) ..................................... -5mA 
Error Amplifier Output Current(Piri 7) .............................. -5mA 

Soft Start Sink Current (Pin 1) .................................... 50mA 

Oscillator Charging Current (Pin 9) ................................. 5mA 
Power Dissipation at TA=25°C ...........•..................... 1000mW 
Power Dissipation at Tc=25°C ................................. 2000mW 
Storage Temperature Range ............................ -65°C to +150°C 
lead Temperature (soldering, 10 seconds) ........................ +300°C 

Note 1. All voltages are with respect to Ground, Pin 13. Currents are positive into, 
negative out of the speficied terminal. Consult Packaging Section of Databook for 
thermal limitations and considerations of packages. Pin numbers refer to DIL and 
SOIC packages only. 

CONNECTION DIAGRAMS 
OIL-16, SOIC-16 
(TOP VIEW) 
J or N Package, OW Package 

PLCC-20, LCC-20 
(TOP VIEW) 
Q, L Packages 

/3 2 1 2019 

4 18 

5 17 
6 16 

7 15 

8 14 
9 10 11 12 13 

UC1846n 
UC2846n 
UC3846n 

PACKAGE PIN FUNCTION 
FUNCTION PIN 

NlC 1 
C/l SS 2 
VREF 3 
C/S- 4 
C/S+ 5 
N/C 6 
E/A+ 7 
E/A- 8 
ComD 9 
CT 10 
N/C 11 
AT 12 
Svnc 13 
A Out 14 
Gnd 15 
N/C 16 
Vc 17 
BOut 18 
VIN 19 
Shutdown 20 

ELECTRICAL CHARACTERISTICS (Unless otherwise stated, these specifications apply for TA=-55°C to + 125°C for 
UC184617; -40°C to +85°C for the UC284617; and O°C to +70°C for the UC384617; 
VIN=15V, RT=10k, CT=4.7nF, TA=TJ.) 

UC1846JUC1847 
UC38461UC3847 

PARAMETER TEST CONDITIONS UC2846JUC2847 

MIN. TYP. MAX. MIN. TYP. MAX. UNITS 

Reference Section 

Output Voltage T J=25°C, 10=1 mA 5.05 5.10 5.15 5.00 5.10 5.20 V 

Line Regulation VIN=8V to 40V 5 20 5 20 mV 

load Regulation IL=1mA to 10mA 3 15 3 15 mV 

Temperature Stability Over Operating Range, (Note 2) 0.4 0.4 mY/DC 

Total Output Variation Line, load, and Temperature (Note 2) 5.00 5.20 4.95 5.25 V 

Output Noise Voltage 10Hz :5: f :5:10kHz, T J=25°C (Note 2) 100 100 /-tV 

long Term Stability TJ=125°C, 1000 Hrs. (Note 2) 5 5 mV 

Short Circuit Output Current VREF=OV -10 -45 -10 -45 mA 
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UC184&n 
UC284&n 
UC384&n 

ELECTRICAL (Unless otherwise stated, these specifications apply for TA=-55°C to + 125°C for UC184617; 
CHARACTERISTICS (cont.) -40°C to +85°C for the UC284617; and O°C to +70°C for the UC384617; VIN=15V, RT=10k, 

CT=4.7nF, TA=TJ.) . 

UC18461UC1847 
UC3846JUC3847 

PARAMETER TEST CONDITIONS UC28461UC2847 

MIN. TYP. MAX. MIN. TYP. MAX. UNITS 

Oscillator Section 

Initial Accuracy TJ=25°C 39 43 47 39 43 47 kHz 

Voltage Stability VIN=8V to 40V -1 2 -1 2 % 

Temperature Stability Over Operating Range (Note 2) -1 -1 % 

Sync Output High Level 3.9 4.35 3.9 4.35 V 

Sync Output Low Level 2.3 2.5 2.3 2.5 V 

Sync Input High Level Pin8=OV 3.9 3.9 V 

Sync Input Low Level Pin8=OV 2.5 2.5 V 

Sync Input Current Sync Voltage=3.9V, Pin 8=OV 1.3 1.5 1.3 1.5 mA 

Error Amp Section 

Input Offset Voltage 0.5 5 0.5 10 mV 

Input Bias Current -0.6 -1 -0.6 -2 ~ 
Input Offset Current 40 250 40 250 nA 

Common Mode Rallge VIN=8V to 40V 0 VIN-2V 0 VIN-2V V 

Open Loop Voltage Gain llVo=1.2 to 3V, VCM=2V 80 105 80 105 dB 

Unity Gain Bandwidth TJ=25°C (Note 2) 0.7 1.0 0.7 1.0 MHz 

CMRR VCM=OV to 38V, VIN=40V 75 100 75 100 dB 

PSRR VIN=8V to 40V 80 105 80 105 dB 

Output Sink Current VID=-15mV to -5V, VPIN 7=1.2V 2 6 2 6 mA 

Output Source Current VID=15mV to 5V, VPIN 7=2.5V -0.4 -0.5 -0.4 -0.5 mA 

High Level Output Voltage RL=(Pin 7) 15k.Q 4.3 4.6 4.3 4.6 V 

Low Level Output Voltage 0.7 1 0.7 1 V 

Current Sense Amplifier Section 

Amplifier Gain VPIN 3=OV, Pin 1 Open (Notes 3 & 4) 2.5 2.75 3.0 2.5 2.75 3.0 V 

Maximum Differential Input Pin 1 Open (Note 3) 

Signal (VPIN 4-VPIN 3) RL (Pin 7)=15kW 1.1 1.2 1.1 1.2 V 

Input Offset Voltage VPIN l=O.5V, Pin 7 Open (Note 3) 5 25 5 25 mV 

CMRR VCM=1V to 12V 60 83 60 83 dB 

PSRR VIN=8V to 40V 60 84 60 84 dB 

Input Bias Current VPIN 1=0.5V, Pin 7 Open (Note 3) -2.5 -10 -2.5 -10 ~ 
Input Offset Current VPIN 1=0.5V, Pin 7 Open (Note 3) 0.08 1 0.08 1 ~ 
Input Common Mode Range 0 VIN-3 0 VIN-3 V 

Delay to Outputs TJ=25°C, (Note 2) 200 500 200 500 ns 

Current Limit Adjust Section 

Current Limit Offset VPIN 3=OV, VPIN 4=OV, Pin 7 Open 

(Note 3) 0.45 0.5 0.55 0.45 0.5 0.55 V 

Input Bias Current VPIN 5=VREF, VPIN 6=OV -10 -30 -10 -30 ~ 
Shutdown Terminal Section 

Threshold Voltage 250 350 400 250 350 400 mV 

Input Voltage Range 0 VIN 0 VIN V 

Minimum Latching Current (Note 6) 

(IPIN 1) 3.0 1.5 3.0 1.5 mA 
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UC184617 
UC284617 
UC384617 

ELECTRICAL (Unless otherwise stated, these specifications apply for TA=-55°C to +125°C for UC184617; 
CHARACTERISTICS (cont.) -40°C to +85°C for the UC284617; and O°C to +70°C for the UC384617; VIN=15V, Rr=10k, 

CT=4.7nF, TA=TJ.) 

UC18461UC1847 
UC3846/UC3847 

PARAMETER TEST CONDITIONS UC2846IUC2847 

MIN. TYP. MAX. MIN. TYP. MAX. UNITS 

Shutdown Terminal Section (cont.) 

Maximum Non-Latching (Note 7) 

Current (lplN 1) 1.5 0.8 1.5 0.8 mA 

Delay to Outputs T J=25°C (Note 2) 300 600 300 600 ns 

Output Section 

Collector-Emitter Voltage 40 40 V 

Collector Leakage Current Vc=40V (Note 5) 200 200 IlA 
Output Low Level ISINK=20mA 0.1 0.4 0.1 0.4 V 

ISINK=100mA 0.4 2.1 0.4 2.1 V 

Output High Level ISOURcE=20mA 13 13.5 13 13.5 V 

ISOURcE=100mA 12 13.5 12 13.5 V 

Rise Time CL=1nF, TJ=25°C (Note 2) 50 300 50 300 ns 

Fall Time CL=1nF, TJ=25°C (Note 2) 50 300 50 300 ns 
Under-Voltage Lockout Section 

Start-Up Threshold 7.7 8.0 7.7 8.0 V 

Threshold Hysteresis 0.75 0.75 V 

Total Standby Current 

Supply Current 17 21 17 21 I rnA 

Note 2. These parameters, although guaranteed over the recommended operating conditions, are not 100% tested in production. 
Note 3. Parameter measured at trip point of latch with VPIN 5 = VREF, VPIN 6 = OV. 

Note 4. Amplifier gain defined as: G = t. VPlN1 ; t. V PIN4 = 0 to 1.0V 
t. VPlN4 

Note 5. Applies to UC18461UC28461UC3646 only due to polarity of outputs. 
Note 6. Current into Pin 1 guaranteed to latch circuit in shutdown state. 
Note 7. Current into Pin 1 guaranteed not to latch circuit in shutdown stata. 

APPLICATIONS DATA Oscillator Circuit 

Sawtooth ./"'\ /"\ ./ 
(Pine)./' V V 

RT 

Osc n n 
(Pin 10) --.J L-..J L-

-1r-
Output Deadtlme ltd) 

Sync 

Output deadtime is determined by the extemal capacitor, Cr, according to the formula: td ~s) = 145CT ~f) [ '~.6 l. 
ID = Oscillator discharge current at 25°C is typically 7.5. ID - RT (kll) 

For large values of Rr: td ~s) '" 145CT ~f). 

Oscillator frequency is approximated by the formula: fT (kHz) '" RT kll2~2CT 
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APPLICATIONS DATA (cont.) 

UC184617 
UC284617 
UC384617 

Error Amp Output Configuration Error Amp Gain and Phase vs Frequency 

VREF VREF. 

j O.SmA 

7 
Comp 

100 lk 10k lOOk 1M 

Error Amplifier can source up to O.SmA. FREQUENCY (Hz) 

9 
RT 

8 
CT 

RT 

JCT 

VREF 

-

VREF 
9 

RT 
8 

CT 

-

Error Amp Open-Logic D.C. Gain vs Load Resistance 

m 110 

:e 
z 

; 1::--_~~ -- -X< -= __ 

i:: ......... -:W'-
o 10 20 30 40 50 60 70 80 90 100 

OUTPUT LOAD RESISTANCE, RL (k-OHMS) 

Parallel Operation 

MASTER 

E/A+ Sync Comp E/A-

10 7 

10 7 6-==-

E/A+ Sync Comp E/A-

SLAVE 
~Additional Units) 

J-

Slaving allows parallel operation of two or more 
units with equal current sharing. 

3-306 

VOUT Output 
Filters 



APPLICATIONS DATA (cont.) 
Pulse by Pulse Current Limiting 

IS 
(+)4 

Rs 
(-)3 ISENSE x3 

VREF 

O.SmA 

Rl 
EtA 

I 
R2 I --=- Comp L ________________ _ 

7 

R2VREF -0.5 

Peak Current (Is) is determined by the formula: IS = R1 + !~ 

Current Limit 
(Pin 1) 

O.5V-- -

a 
Shutdown 

(Pin 16) 

Soft Start and Shutdown IRestart Functions 

VREF 

I 
I 
I 
I 
I 
I 
I 
I 

n o-l.:.:6'tI--=:S,;..:h::;ut:.:d:.:o.:;:,;..:n-l 

I 
I~ 
I = 3S0mV 

'---_EIA 

>-----( S 

S 

L _____________ _ 

Shutdown With Auto-Restart Shutdown Without Auto-Restart 
(Latched) __ n' ~n\ ____ _ 

~~~L ______ ~n nL ______ _ 

PWM 

V~~< a.SmA 

If V~~F < a.SmA, the shutdown latch will commutate when 

Iss ~ a.SmA and a restart cycle will be initiated. 
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s-fUL--
V~~F > 3mA (Latched Off) 

If V~~~. > 3mA, the device will 

latch off until power is recycled. 
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APPLICATIONS DATA (cont.) 

IS ~ 

Current Sense Amp Connection 

R 

I 
L ____ _ 

A small RC filter may be required in some applications to reduce switch transients. 
Differential input allows remote, noise free sensing. 

UC1846 Open Loop Test Circuit 

Timing Resist0i-r _____ ---, 

UC1846n 
UC2846n 
UC3846n 

Freq. Set & 
Max Duty Cycle RT o----r------i 9 21-..--------oVREF (+5V Output) 

Sawtooth 

I SENSE 
Adjust 

(=1V PK) 

Current Limit 
Adjust 

UNITRooE CORPORATION 

Timing 

+12 
151-..--------oVIN (+12V) 

Cap CTo-~--r------i 8 10r------~O 

+5V 

161-_-" 

UC1846 
~-~~-----~ 4 

7 131-..-_____ +;...;1.:.;20-___ --. __ (+12V) 

Duty Cycle 
Adjust 

+5V 
Inv 6 

~---l5 

Out A JL 
141-_-----~ 

1500 

Out B 
11 r-"f------O 

1500 

Gnd 
12r-"f------o-~-~ 

31-_-------ols+ 

Ground for X Normal Operation 

-Bypass Caps Should Be Low ESR & ESL Type 

-Short Pins 6 & 7 for Unity Gain Testing 

7 CONTINENTAL BLVD .• MERRIMACK, NH 03054 
TEL. (603) 424-2410 FAX (603) 424-3460 
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~UNITRODE 
UC1848 
UC2848 
UC3848 

Average Current Mode PWM Controller 
FEATURES BLOCK DIAGRAM 
• Practical Primary Side Control of 

Isolated Power Supplies with DC 
Control of Secondary Side Current 

• Accurate Programmable Maximum 
Duty Cycle Clamp 

• Maximum Volt-Second Product Clamp 
to Prevent Core Saturation 

• Practical Operation Up to 1 MHz 

• High Current (2A Pk) Totem Pole 
Output Driver 

• Wide Bandwidth (8MHz) Current Error 
Amplifier 

• Under Voltage Lockout Monitors VCC, 
VIN and VREF 

• Output Active Low During UVLO 

• Low Startup Current (5001lA) 

• Precision 5V Reference (1%) 

DESCRIPTION 
The UC3848 family of PWM control ICs makes primary 
side average current mode control practical for isolated 
switching converters. Average current mode control in
sures that both cycle by cycle peak switch current and 
maximum average inductor current are well defined and 
will not run away in a short circuit situation. The UC3848 
can be used to control a wide variety of converter topolo
gies. 

In addition to the basic functions required for pulse width 
modulation, the UC3848 implements a patented tech
nique of sensing secondary current in an isolated buck 
derived converter from the primary side. A current wave
form synthesizer monitors switch current and simulates 
the inductor current down slope so that the complete cur
rent waveform can be constructed on the primary side 
without actual secondary side measurement. This infor
mation on the primary side allows for full DC control of 
output current. 

The UC3848 circuitry includes a precision reference, a 
wide bandwidth error amplifier for average current con
trol, an oscillator to generate the system clock, latching 
PWM comparator and logic circuits, and a high current 

IOFF 

f-+---'-'-'-'-----------j2 VREF 

UDG·93003· 1 

output driver. The current error amplifier easily interfaces 
with an optoisolator from a secondary side voltage sens
ing circuit. 

A full featured undervoltage lockout (UVLO) circuit is con
tained in the UC3848. UVLO monitors the supply voltage 
to the controller (VCC) , the reference voltage (VREF), 
and the input line voltage (VIN). All three must be good 
before soft start commences. If either VCC or VIN is low, 
the supply current required by the chip is only 5001lA and 
the output is actively held low. 

Two on board protection features set controlled limits to 
prevent transformer core saturation. Input voltage is mon
itored and pulse width is constrained to limit the maxi
mum volt-second product applied to the transformer. A 
unique patented technique limits maximum duty cycle 
within 3% of a user programmed value. 

These two features allow for more optimal use of trans
formers and switches, resulting in reduced system size 
and cost. 

Patents embodied in the UC3848 belong to Lambda 
Electronics Incorporated and are licensed for use in ap
plications employing these devices. 
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ABSOLUTE MAXIMUM RATINGS 
Supply Voltage (Pin 15) ............................ 22V 
Output Current, Source or Sink (Pin 14) 

DC ......................................... 0.5A 
Pulse (0.51J.S) ................................ 2.2A 

Power Ground to Ground (Pin 1 to Pin 13) ........... ± 0.2V 
Analog Input Voltages 

(Pins 3, 4, 7, 8, 12, 16) ..................... -0.3 to 7V 
Analog Input Currents, Source or Sink 

(Pins 3, 4, 7, 8,11,12,16) ...................... 1mA 

CONNECTION DIAGRAMS 

OIL-16, SOIC-16 (Top View) 
J, N, or OW Packages 

UC1848 
UC2848 
UC3848 

Analog Output Currents, Source or Sink (Pins 5 & 10) ... 5mA 
Power Dissipation at TA = 60°C ...................... 1 W 
Storage Temperature Range............ ~5°C to +150°C 
Lead Temperature (Soldering 10 seconds) .......... +300° C 

Notes: All voltages are with respect to ground (OIL and SOIC 
Pin 1). Currents are positive into the specified terminal. Pin 
numbers refer to the .16 pin DIL and SOIC packages. Consult 
Packaging Section of Databook for thermal limitations and con
siderations of packages. 

PLCC-20 & LCC-20 PACKAGE PIN FUNCTION 
FUNCTION PIN 

(Top View) N/C 1 
Q & L Packages GND 2 

VREF 3 
NI 4 
INV 5 
N/C 6 
CAO 7 

/3 2 1 2019 
CT 8 

4 18 VS 9 
5 17 DMAX 10 

6 16 N/C 11 
CDC 12 

7 15 CI 13 
8 14 IOFF 14 

9 10 11 12 13 ION 15 
N/C 16 
PGND 17 
OUT 18 
VCC 19 
UV 20 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, all specifications are over the junction temperature range 
of -65°C to +125°C for the UC1848, 40°C to +85°C for the UC2848, and O°C to +70°C for the UC3848. Test conditions are: 
VCC = 12V CT = 400pF CI = 100pF IOFF = 100j.IA CDC = 100nF Cvs = 100pF and Ivs = 400j.iA TA = TJ , , , , , , , 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

Real Time Current Waveform Synthesizer 

Ion Amplifier 

Offset Voltage 0.95 1 1.05 V 

Slew Rate (Note 1) 20 25 V/j.IS 

lib' -2 -20 j.iA 

IOFF Current Mirror 

Input Voltage 0.95 1 1.05 V 

Current Gain 0.9 1 1.1 AlA 

Current Error Amplifier 

AVOL 60 100 dB 

Vio 12V 9/CC S20V, OV SVCM S5V 10 mV 

lib -0.5 -3 IIA 
Voh 10 =-200PA 3 3.3 V 

Vol 10 = 200j.iA 0.3 0.6 V 

Source Current Vo=1V 1.4 1.6 2.0 mA 

GBW Product f=200kHz 5 8 MHz 

Slew Rate (Note 1) 8 10 V/j.IS 
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UC1848 
UC2848 
UC3848 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, all specifications are over the junction temperature range 
of -55°C to +125°C for the UC1848, -40°C to +85°C for the UC2848, and O°C to +70°C for the UC3848. Test conditions are: 
VCC = 12V, CT = 400pF CI = 100pF IOFF = 100~ CDC = 100nF Cvs = 100pF and Ivs = 400~ TA = TJ , , , , , 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

Oscillator 

Frequency TA = 25°C 240 250 260 kHz 

235 265 kHz 

Ramp Amplitude 1.5 1.65 1.8 V 

Duty Cycle Clamp 

Max Duty Cycle V(DMAX) = 0.75 • VREF 73.5 76.5 79.5 % 

Volt Second Clamp 

Max On Time 900 1100 ns 

VCC Comparator 

Turn-on Threshold 13 14 V 

Turn-off Threshold 9 10 V 

Hysteresis 2.5 3 3.5 V 

UV Comparator 

Turn-on Threshold 4.1 4.35 4.6 V 

RHYSTERESIS Vuv=4.2V 77 90 103 kO 

Reference 

VREF TA = 25°C 4.95 5 5.05 V 

0< 10 < 10mA, 12 < VCC < 20 4.93 5.07 V 

Line Regulation 12 < Vcc < 20V 4 15 mV 

Load Regulation 0<lo<10mA 3 15 mV 

Short Circuit Current VREF= OV 30 50 70 mA 

Output Stage 

Rise & Fall Time (Note 1) CI = 1nF 20 45 ns 

Output Low Saturation 10=20mA 0.25 0.4 V 

10=200mA 1.2 2.2 V 

Output High Saturation 10=-200mA 2.0 3.0 V 

UVLO Output Low Saturation 10=20mA 0.8 1.2 V 

Icc 

ISTART VCC= 12V 0.2 0.4 mA 

Icc (pre-start) VCC = 15V, V(UV) = 0 0.5 1 mA 

Icc (run) 22 26 mA 

Note 1: Guaranteed by design. 

APPLICATION INFORMATION 
Under Voltage Lockout 

The Under Voltage Lockout block diagram is shown in 
Fig 1. The vee comparator monitors chip supply voltage. 
Hysteretic thresholds are set at 13V and 10V to facilitate 
off-line applications. If the vee comparator is low, ICC is 
low «SOOJ,lA) and the output is low. 

put line thresholds are programmed by Rv1 and Rv2. 
The thresholds are 

The UV comparator monitors input line voltage (VIN). A 
pair of resistors divides the input line to UV. Hysteretic in-

V'N(on) = 4.3SV • (1 + Rv1/Rv2' ) and 
VIN(off) = 4.3SV. (1 + Rv1/Rv2) where 
Rv2' = Rv211 90k. 

The resulting hysteresis is 
V'N(hys) = 4.3SV. Rv1 /90k. 

When the UV comparator is low, Icc is low (SOOJ,lA) and 
the output is low. 
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APPLICATION INFORMATION (cont.) 
When both the UV and VCC comparators are high,the 
internal bias circuitry for the rest of the chip is activated. 
The CDC pin (see discussion on Maximum DutY Cycle 
Control and Soft Start) and the Output are held low until 
VREF exceeds the 4.SV threshold of the VREF com
parator. When VREF is good, control of the output driver 

UC1848 
UC2848 
UC3848 

is transferred to the PWM circuitry and CDC is allowed to 
charge. 

If any of the three UVLO comparators go low, the UVLO 
latch is set, the output is held low, and CDC is dis
charged. This state will be maintained until all three com
parators are high and the CDC pin is fully discharged. 

VIN 
Low Voltage Bootstrap 

r---------
I Ie Power 

Figure 1: Under voltage lockout. 
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APPLICATION INFORMATION (cont.) 
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Figure 3: Error amplifier gain and phase response 
over frequency. 
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of the switch. During the off time, switch current drops 
abruptly to zero, but the inductor current actually dimin
ishes with a slope dlLldt = -VaiL. This down slope must 
be synthesized in some manner on the primary side to 
provide the entire inductor current waveform for the con
trol ci rcuit. 

The patented current waveform synthesizer (Fig. 4) con
sists of a unidirectional voltage follower which forces the 
voltage on capacitor CI to follow the on time switch cur
rent waveform. A programmable discharge current syn
thesizes the off time portion of the waveform. ION is the 
input to the follower. The discharge current is pro
grammed at IOFF. 

The follower has a one volt offset, so that zero current 
corresponds to one volt at CI. The best utilization of the 
UC3848 is to translate maximum average inductor cur
rent to a 4V signal level. Given Nand Ns (the turns ratio 
of the power and current sense transformers), proper 
scaling of IL to V(CI) requires a sense resistor Rs as cal
culated from: 

Rs = 4V • Ns. N / IL(max). 
Oscillator 

Restated, the maximum average inductor current will be 
A capacitor from the CT pin to GND programs oscillator limited to: 
frequency, as shown in Fig. 2. Frequency is determined 
by: IL(max) = 4V • Ns • N/Rs. 

F = 1 / (10k. CT). 

The sawtooth wave shape is generated by a charging 
current of 20011A and a discharge current of 18001lA. The 
discharge time of the sawtooth is guaranteed dead time 
for the output driver. If the maximum duty cycle control is 
defeated by connecting DMAX to VREF, the maximum 
duty cycle is limited by the oscillator to 90%. If an adjust
ment is required, an additional trim resistor RT from CT 
to Ground can be used to adjust the oscillator frequency. 
RT should not be less than 40kn. This will allow up to a 
22% decrease in frequency. 

Inductor Current Waveform Synthesizer 

Average current mode control is a very useful technique 
to control the value of any current within a switching con
verter. Input current, output inductor current, switch cur
rent, diode current or almost any other current can be 
controlled. In order to implement average current mode 
control, the value of the current must be explicitly known 
at all times. To control output inductor current (lL) in a 
buck derived isolated converter, switch current provides 
inductor current information, but only during the on time 

IOFF and CI need to be chosen so that the ratio of 
dV(CI)/dt to dlLldt is the same during switch off time as 
on time. Recommended nominal off current is 1001lA. 
This requires 

CI = (1001lA. N. Ns. L) / (Rs. Vo(nom» 

where L is the output inductor value and Vo(nom) is the 
converter regulated output voltage. 

There are several methods to program IOFF. If accurate 
average current control is required during short circuit op
eration, IOFF must track output voltage. The method 
shown in Fig. 4 derives a voltage proportional to VIN. D 
(DUty Cycle). (In a buck converter, output voltage is pro
portional to VIN • D.) A resistively loaded diode connec
tion to the bootstrap winding yields a square wave whose 
amplitude is proportional to VIN and is duty cycle modu
lated by the control circuit. Averaging this waveform with 
a filter generates a primary side replica of secondary reg
ulated Vo. A single pole filter is shown, but in practice a 
two or three pole filter provides better transient response. 
Filtered voltage is converted by ROFF to a current to the 
IOFF pin to control CI down slope. 
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APPLICATION INFORMATION (cont.) 
If the system is not sensitive to short circuit requirements, 
Figure 5 shows the simplest method of downslope gener
ation: a single resistor (ROFF = 40k) from IOFF to VREF. 
The discharge current is then 100~. The disadvantage 
to this approach is that the synthesizer continues to gen
erate a down slope when the switch is off even during 
short circuit conditions. Actual inductor down slope is 
closer to zero during a short circuit. The penalty is that 
the average current is understated by an amount approxi
mately equal to the nominal inductor ripple current. Out
put short circuit is therefore higher than the designed 
maximum output current. 

V,N 

UC1848 
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UC3848 

A third method of generating IOFF is to add a second 
winding to the output inductor core (Fig. 6). When the 
power switch is off and inductor current flows in the free 
wheeling diode, the voltage across the inductor is equal 
to the output voltage plus the diode drop. This voltage is 
then transformed by the second winding to the primary 
side of the converter. The advantages to this approach 
are its inherent accuracy and bandwidth. Winding the 
second coil on the output inductor core while maintaining 
the required isolation makes this a more costly solution, 
In the example, ROFF = Vo 1100~. The 4 • ROFF re
sistor is added to compensate the one volt input level of 
the IOFF pin. Without this compensation, a minor current 
foldback behavior will be observed. 

I 
I 
I 
I 
I 
I 

CI I 

(OFF I 

I 

Current 
Amp 

JCllnput 

I I 
I I 
I I 

'------------1 .>t-'VV'v--.-:--. V cc I I 
Bootstrap Volts I - I L __ .:: ___________ .J 

UDG·93009 

Figure 4: Inductor current waveform synthesizer. 

ROFF 
40k 

Figure 5: Fixed IOFF. 

I qVREF 

JOFF 

I 

UDG·93010 

VREF 

IOFF 

UDG·93011 

Figure 6: Second inductor winding generation of 
IOFF. 
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APPLICATION INFORMATION (cont.) 
Maximum Volt-Second Circuit 

A maximum volt-second product can be programmed by 
a resistor (Avs) from VS to VIN and a capacitor (Cvs) 
from VS to ground (Figure 7). VS is discharged while the 
switch is off. When the output turns on, VS is allowed to 
charge. Since the threshold of the VS comparator is 
much less than VIN, the charging profile at Vs will be es
sentially linear. If VS crosses the 4.0V threshold before 
the PWM turns the output off, the VS comparator will turn 
the output off for the remainder of the cycle. The maxi
mum volt-second product is 

VIN. TON (max) = 4.0V. Avs. Cvs. 

Maximum Duty Cycle And Soft Start 

A patented technique is used to accurately program max
imum duty cycle. Programming is accomplished by a di
vider from VAEF to DMAX (Fig. 7). The value 
programmed is: 

D(max) = Ad1 I (Ad1 + Ad2). 

For proper operation, the integrating capacitor, CDC, 
should be larger than Coc(min) > T(osc) I 80k, where 
T(osc) is the oscillator period. CDC also sets the soft start 
time constant, so values of CDC larger than minimum may 
be desired. The soft start time constant is approximately: 

T(ss) = 20k. CDC. 

CAO 

PWM 
LATCH 

Ground Planes 

UC1848 
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The output driver on the UC3848 is capable of 2A peak 
currents. Careful layout is essential for correct operation 
of the chip. A ground plane must be employed (Fig. 8). A 
unique section of the ground plane must be designated 
for high di/dt currents associated with the output stage. 
This point is the power ground to which to PGND pin is 
connected. Power ground can be separated from the rest 
of the ground plane and connected at a single pOint, al
though this is not strictly necessary if the high di/dt paths 
are well understood and accounted for. VCC should be 
bypassed directly to power ground with a good high fre
quency capacitor. The sources of the power MOSFET 
should connect to power ground as should the return 
connection for input power to the system and the bulk in
put capacitor. The output should be clamped with a high 
current Schottky diode to both VCC and PGND. Nothing 
else should be connected to power ground. 

VAEF should be bypassed directly to the signal portion 
of the ground plane with a good high frequency capacitor. 
Low esr/esl ceramic 1 jlF capacitors are recommended 
for both VCC and VAEF. The capacitors from CT, CDC, 
and CI should likewise be connected to the signal ground 
plane. 

CDC;4f-V-- --~ 
CAO - - --

cr I I I 
4V _I I I 

VS~ 

OUT DRV our~ 
OUT Controlled by Current Error Amplifier 

I-+-rCL:-:O::-:C:-:K:-I R 

Rd2 

Rd1 

CAO~ _____ _ CDC -_ _ _ 

cr : : : 
4V - I I I 

VS~ 
our~ 

OUT Controlled by OMAX Circuit 

CA0717471---- --CDC -_ _ ...... -,.,... 

cr 

~~~ 
our~ 

UDG·93012·1 OUT Controlled by VS Clamp CirC'eR-93013-1 

Figure 7: Duty cycle control. 
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UNITAODE CORPORATION 
7 CONTINENTAL BLVD.' MERRIMACK, NH 03054 
TEL. (600) 424·2410 FAX (600) 42'1-3460 

3-316 

~ 

UC1848 
UC2848 
UC3848 

UDG·93014 

+ 

OPTO 
Vo 

UDG·93015 



Qd] UNITRODE 

I application II 
I~ I available I 

UC1849 
UC2849 
UC3849 

Secondary Side Average Current Mode Controller 
FEATURES 
• Practical Secondary Side Control of 

Isolated Power Supplies 

• 1 MHz Operation 

• Differential AC Switching Current 
Sensing 

• Accurate Programmable Maximum 
Duty Cycle 

• Multiple Chips Can be Synchronized 
to Fastest Oscillator 

• Wide Gain Bandwidth Product 
(70MHz, Acl> 10) Current Error and 
Current Sense Amplifiers 

• Up to Ten Devices Can Easily Share a 
Common Load 

BLOCK DIAGRAM 

DESCRIPTION 
The UC1849 family of average current mode controllers accurately accom
plishes secondary side average current mode control. The secondary side 
output voltage is regulated by sensing the output voltage and differentially 
sensing the AC switching current. The sensed output voltage drives a volt
age error amplifier. The AC switching current, monitored by a current 
sense resistor, drives a high bandwidth, low offset current sense amplifier. 
The outputs of the voltage error amplifier and current sense amplifier differ
entially drive a high bandwidth, integrating current error amplifier. The 
sawtooth waveform at the current error amplifier output is the amplified and 
inverted inductor current sensed through the resistor. This inductor current 
down-slope compared to the PWM ramp achieves slope compensation, 
which gives an accurate and inherent fast transient response to changes in 
load. 

The UC1849 features load share, oscillator synchronization, undervoltage 
lockout, and programmable output control. Multiple chip operation can be 
achieved by connecting up to ten UC1849 chips in parallel. The SHARE 
bus and CLKSYN bus provide load sharing and synchronization to the fast
est oscillator respectively. The UC1849 is an ideal controller to achieve 
high power, secondary side average current mode control. 

r----------------------------------------------l 
CLKSYN 

esc 

ROEAD 

7/95 

esc 
CLOCK 

60mV 

5.0V 

Pin numbers refer to 24-pin packages. 

I 
I 
I 
I 
I 

I 
I 
I 
I 
I 
I 

I I L ______________________________________________ J 

3-317 

UDG-94110 



ABSOLUTE MAXIMUM RATINGS 
Supply Voltage (VCC) ............................. 20V 
Output Current Source or Sink ...................... 0.3A 
Analo5l!!!Put Voltages ....................... -0.3V to 7V 
ILlM, KILL, SEQ, ENBL, RUN ................ -o.3V to 7 V 
CLKSYN Current Source ......................... 12mA 
RUN Current Sink ............................... 15mA 
SEQ Current Sink ............................... 20mA 
RDEAD Current Sink ............................ 20mA 
Share Bus Voltage (voltage with respect to GND) .. OV to 6.2V 
ADJ Voltage (voltage with respect to GND) ...... 0.9V to 6.3V 
VEE (voltage with respect to GND) ................. -1.5V 
Storage Temperature ................... -65°C to +150°C 

CONNECTION DIAGRAMS 

OIL-24, SOIC-24, TSSOP-24 (Top View) 
J or N, OW, PW Packages 

UC1849 
UC2849 
UC3849 

Junction Temperature ................... -65°C to +150°C 
Lead Temperature (Soldering, 10 sec.) ............. +300°C 

All voltages with respfJCt to VEE except where noted; al/ cur
rents are positive into, negative out of the spfJCified terminal. 
Consult Packaging Section of Databook for thermal limitations 
and considerations of packages. 

RECOMMENDED OPERATING CONDITIONS 
Input Voltage ............................... BV to 20V 
Sink/Source Output Current ...................... 250mA 
Timing Resistor (RT) ......................... 1 k to 200k 
Timing Capacitor (CT) ...................... 75pF to 2nF 

PLCC-28 (Top View) 
Q Package 

ADJ-----, 
NC----, 

ILiM 

NC 

VA· 5 
VA+ 6 

VAO 7 

CA· 8 
CAO 9 
CS+ 10 

CS· 11 

CSO 
ENBL 
SEQ---....I 

SHARE 
OSC 
NC 

25 ROE AD 
24 RT 
23 CLKSYN 
22 VEE 
21 GND 
20 OUT 

VCC 

RUN 
NC 
VREF 
KILL 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated these specifications apply for T A = -55°C to + 125°C for 
UC1B49; -40°C to +B5°C for UC2B49; and O°C to +70°C for UC3849; VCC = 12V, VEE = GND,Output no load, CT = 345pF, RT 
= 45300, RDEAD = 5110, RCLKSYN = 1k, TA = TJ 

PARAMETER TEST CONOmONS MIN TYP MAX UNITS 

Current Sense Amplifier 

Ib 0.5 3 !lA 
Vio TA= +25°C 3 mV 

Over Temperature 5 mV 

Avo 60 90 .~ 
GBW(Note 2) Acl = 1, RIN = 1k, CC = 15pF, f = 200kHz (Note 1) 4.5 7 MHz 

Vol 10 = 1 mA, Voltage above VEE 0.5 V 

Voh lo=OmA 3.B V 

10=-1mA 3.5 V 

CMRR -0.2 < Vcm < BV BO dB 

PSRR 10V < VCC < 20V BO dB 

Current Error Amplifier 

Ib 0.5 3 !lA 
Vio 3 20 mV 
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ELECTRICAL CHARACTERISTICS: Unless otherwise stated these specifications apply for T A = -55°C to + 125°C for 
UC1849; -40°C to +85°C for UC2849; and O°C to +70°C for UC3849; VCC = 12V, VEE = GND, Output no load, CT = 345pF, RT 
= 45300 RDEAD = 5110 RCLKSYN = 1k TA = TJ , 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

Current Error Amplifier (cont.) 

Avo 60 90 dB 

GBW (Note 2) Acl = 1, RIN = 1k, CC=15pF, f=200kHz (Note 1) 4.5 7 MHz 

Vol 10 = 1mA, Voltage above VEE 0.5 V 

Voh 10=OmA 3.8 V 

10=-1mA 3.5 V 

CMRR --0.2 < Vcm < 8V 80 dB 

PSRR 10V < VCC < 20V 80 dB 

Voltage Error Amplifier 

Ib 0.5 3 ~ 
Vio 2 5 mV 

Avo 60 90 dB 

GBW(Note 2) f=200kHz 4.5 7 MHz 

Vol 10 = 175~, Volts above VEE 0.3 0.6 V 

Voh IliM > 3V 2.85 3 3.15 V 

Voh -lliM Tested IliM = 0.5V, 1.0V, 2.0V -100 100 mV 

CMRR --0.2 < Vcm < 8V 80 dB 

PSRR 10V < VCC < 20V 80 dB 

2X Amplifier and Share Amplifier 

V offset (b; Y = mx + b) 20 mV 

GAIN (m; y = mx + b) Slope with AVOUT = 1 V and 2V 1.98 2.02 V 

GBW (Note 2) 100 kHZ 

RSHARE VCC = 0, VSHARE/lsHARE 200 k 

Total Offset Negative supply is VEE, GND Open, VAO = GND -75 0 75 mV 

Vol VAO = Voltage Amplifier Vol, Volts above VEE 0.2 0.45 0.6 V 

Voh 10 = OmA, IliM = 3V, VAO = Voltage Amp Voh 5.7 6 6.3 V 

10 = -1mA, IliM = 3V, VAO = Voltage Amp Voh 5.7 6 6.3 V 

Adjust Amplifier 

Vio 40 60 80 mV 

gm 10UT= -10~ to 10~, VOUT= 3.5V, CADJ = 1j.tF -1 mS 

Vol lOUT = 0 0.9 1 1.1 V 

lOUT = 50j.tA 0.85 1 1.15 V 

Voh lOUT = 0, VSHARE = 6.5V 5.7 6 6.3 V 

lOUT = -50~, VSHARE = 6.5V 5.7 6 6.3 V 

Oscillator 

Frequency 450 500 550 kHz 

Max Duty Cycle 80 85 90 % 

OSC Ramp Amplitude 2 2.5 2.8 V 

Clock Driver/SYNC (CLKSYN) 

Vol 0.02 0.2 V 

Voh 3.6 V 

RCLKSYN = 2000 3.2 V 

ISOURCE 25 mA 

RCLKSYN VCC = 0, VCLKSYNlICLKSYN 10 k 

VTH 1.5 V 
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ELECTRICAL CHARACTERISTICS: Unless otherwise stated these specifications apply for T A = -55°C to + 125°C for 
UC1849; -40°C to +85°C for UC2849; and O°C to +70°C for UC3849; VCC = 12V, VEE = GND, Output no load, CT = 345pF, RT 
=45300 RDEAD=5110 RCLKSYN=1k,TA=TJ , , 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

VREF ComJlarator 

Tum-on threshold 4.S5 V 

Hysteresis 0.4 V 

VCC Comparator 

Tum-on Threshold 7.9 8.3 8.7 V 

Hysteresis 0.4 V 

KILL Comparator 

Voltage Threshold 3 V 

Sequence Comparator 

Voltage Threshold 2.5 V 

SEQ SAT 10= 10mA 0.25 V 

Enable Comparator 

Voltage Threshold 2.5 V 

RUN SAT 10= 10mA 0.25 V 

Reference 

VREF TA= 25°C 4.95 5 5.05 V 

VREF VCC= 15V 4.9 5.1 V 

Line Regulation 10 < VCC < 20 3 15 mV 

Load Regulation 0< 10< 10mA 3 15 mV 

Short Circuit I VREF=OV 30 SO 90 mA 

Output Stage 

Rise Time CL= 100pF 10 20 ns 

Fall Time CL= 100pF 10 20 ns 

Voh VCC> 11V, 10 = -10mA 8.0 8.4 8.8 V 

10=-200mA 7.8 V 

Vol 10=2oomA 3.0 V 

10= 10mA 0.5 V 

Virtual Ground 

VGNo-VEE VEE is extemally supplied, GND is floating 0.2 0.75 V 
and used as Signal GND. 

Icc 

Icc (run) 21 30 mA 

Note 1: If a closed loop gain greater than 1 is used, the possible GBW will increase by a factor of ACL + 10; where ACL is the 
closed loop gain. 

Note 2: Guaranteed by design. not 100% tested in production. 
Note 3: Unless otherwise specified a/l voltages are with respect to GND. Currents are positive into, negative out of the 

specified terminal. 

PIN DESCRIPTIONS 
ADJ: The output of the transconductance (gm = -1mS) put offset on the gm amplifier guarantees that the unit 
amplifier adjusts the control voltage to maintain equal sensing the highest load current is chosen as the master. 
current sharing. The chip sensing the highest output cur- The 60mV offset guarantees by design to be greater 
rent will have its output clamped to 1V. A resistor divider than the inherent offset of the gm amplifier and the buffer 
between VREF and ADJ drives the control voltage (VA+) amplifier. While the 60mV offset represents an error in 
for the voltage amplifier. Each slave unit's ADJ voltage current sharing, the gain of the current and 2X amplifiers 
increases (to a maximum of 6V) its control voltage (VA+) reduces it to only 30mV. This pin needs a 11lF capacitor 
until its load current is equal to the master. The 60mV in- to compensate the amplifier. 
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PIN DESCRIPTIONS (cont.) 
CA-: The inverting input to the current error amplifier. 
This amplifier needs a capacitor between CA- and CAO 
to set its dominant pole. 

CAO: The output of the current error amplifier which is 
internally clamped to 4V. It is internally connected to the 
inverting input of the PWM comparator. 

CS-, CS+: The inverting and non-inverting inputs to the 
current sense amplifier. This amplifier is not internally 
compensated so the user must compensate externally to 
attain the highest GBW for the application. 

CLKSYN: The clock and synchronization pin for the os
cillator. This is a bidirectional pin that can be used to 
synchronize several chips to the fastest oscillator. Its in
put synchronization threshold is 1.4V. The CLKSYN volt
age is 3.6V when the oscillator capacitor (CT) is being 
discharged, otherwise it is OV. If the recommended syn
chronization circuit is not used, a 1 k or lower value resis
tor from CLKSYN to GND may be needed to increase fall 
time on CLKSYN pin. 

CSO: The output of the current sense amplifier which is 
internally clamped to 4V. 

ENBL: The active low input with a 2.5V threshold en
ables the output to switch. SEQ and RUN are driven low 
when ENBL is above its 2.5V threshold. 

GND: The signal ground used for the voltage sense am
plifier, current sense amplifier, current error amplifier, 
voltage reference, 2X amplifier, and share amplifier. The 
output sink transistor is wired directly to this pin. 

KILL: The active low input with a 3.0V threshold stops 
the output from switching. Once this function is activated 
RUN must be cycled low by driving KILL above 3.0V and 
either resetting the power to the chip (VCC) or resetting 
the ENBL signal. 

ILIM: A voltage on this pin programs the voltage error 
amplifier's Voh clamp. The voltage error amplifier output 
represents the average output current. The Voh clamp 
consequently limits the output current. If ILiM is tied to 
VREF, it defaults to 3.0V. A voltage less than 3.0V con
nected to ILiM clamps the voltage error amplifier at this 
voltage and consequently limits the maximum output cur
rent. 

OSC: The oscillator ramp pin which has a capacitor (CT) 
to ground and a resistor (RDEAD) to the RDEAD pin pro
grams its maximum duty cycle by programming a mini
mum dead time. The ramp oscillates between 1.2V to 
3.4V when an RDEAD resistor is used. The maximum 
duty cycle can be increased by connecting RDEAD to 
OSC which changes the oscillator ramp to vary between 

UC1849 
UC2849 
UC3849 

The charge time is approximately T CHARGE = RT • CT 
when the RDEAD resistor is used. 

The dead time is approximately T DISCHARGE = 2 • 
RDEAD· CT' 

1 
(1) Frequency", -----:=,-----

TCHARGE + TDISCHARGE 

(2) MaximumDutyCycle '" TCHARGE 

TCHARGE + T DISCHARGE 

The CT capacitance should be increased by approxi
mately 40pF to account for parasitic capacitance. 

OUT: The output of the PWM driver. It has an upper 
clamp of 8.5V. The peak current sink and source are 
250mA. All UVLO, SEQ, ENBL, and KILL logic either en
able or disable the output driver. 

RDEAD: The pin that programs the maximum duty cycle 
by connecting a resistor between it and OSC. The maxi
mum duty cycle is decreased by increasing this resistor 
value which increases the discharge time. The dead 
time, the time when the output is low, is 2 • RDEAD • CT. 
The CT capacitance should be increased by approxi
mately 40pF to account for parasitic capacitance. 

RT: This pin programs the charge time of the oscillator 
ramp. The charge current is 

VREF 
2.RT 

The charge time is approximately T CHARGE '" RT • CT 
when the RDEAD resistor is used. 

The dead time is approximately T DISCHARGE '" 2 • 
RDEAD. CT. 

RUN: This is an open collector logic output that signifies 
when the chip is operational. RUN is pulled high to VREF 
through an external resistor when VCC is greater than 
8.4V, VREF is greater than 4.65V, SEQ is greater than 
2.5V, and KILL lower than 3.0V. RUN connected to the 
VA+ pin and to a capacitor to ground adds an RC rise 
time on the VA+ pin initiating a soft start. 

SEQ: The sequence pin allows the sequencing of startup 
for multiple units. A resistor between VREF and SEQ 
and a capacitor between SEQ and GND creates a 
unique RC rise time for each unit which sequences the 
output startup. 

SHARE: The nearly DC voltage representing the aver
age output current. This pin is wired directly to all 
SHARE pins and is the load share bus. 

O.2V and 3.5V. In order to guarantee zero duty cycle in VA+, VA-: The inverting and non-inverting inputs to the 
this configuration VEE should not be connected to GND. voltage error amplifier. 
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PIN DESCRIPTIONS (cont.) 
VAO: The output of the voltage error amplifier. Its Voh is 
clamped with the ILiM pin. 

VCC: The input voltage of the chip. The chip is opera
tional between 8.4V and 20V. 

VEE: The negative supply to the chip which powers the 
lower voltage rail for all amplifiers. The chip is opera
tional if VEE is connected to GND or if GND is floating. 

UC1849 
UC2849 
UC3849 

When voltage is applied extemally to VEE, GND 
becomes a virtual ground because of an internal diode 
between VEE and GND. The GND current flows through 
the forward biased diode and out VEE. GND is always 
the signal ground from which the voltage reference and 
all amplifier inputs are referenced. 

VREF: The reference voltage equal to 5.0V. 

,-------------------------------, 

500 

I VREF OSCILLATOR 
I 
I 
I 

22f-----........ , 
RDEAD ~--------------------~ 

I 
I 
I 
I 

10k I 
I - I 

UDG·94111·1 I = I L ____________________________ ~ __ J 

Figure 1. Oscillator Block with External Connections 

CIRCUIT BLOCK DESCRIPTION: 
PWM Oscillator: The oscillator block diagram with exter
nal connections is shown in Figure 1. A resistor (RT) con
nected to pin RT sets the linear charge current; 

I _ 2.5V 
RT--

RT 

The timing capacitor (CT) is linearly charged with the 
charge current forcing the asc pin to charge to a 3.4V 
threshold. After exceeding this threshold, the RS flip-flop 
is set driving CLKSYN high and RDEAD low which dis
charges CT. This discharge time with the RC time delay 
of 2 • CT • RDEAD is the minimum output low time. asc 
continues to discharge until it reaches a 1.2V threshold 
and resets the RS flip-flop which repeats the charging 
sequence as shown in Figure 2. Equations to approxi
mate frequency and maximum duty cycle are listed under 
the asc pin description. Figure 3 and 4 graphs show 
measured variation of frequency and maximum duty cy-
cle with varying RT, CT, and RDEAD component values. 

As shown in Figure 5, several oscillators are synchro
nized to the highest free running frequency by connect-

ing 100pF capacitors in series with each CLKSYN pin 
and connecting the other side of the capacitors together 
forming the CLKSYN bus. The CLKSYN bus is then 
pulled down to ground with a resistance of approximately 
10k. Referring to Figure 1, the synchronization threshold 
is 1.4V. The oscillator blanks any synchronization pulse 
that occurs when asc is below 2.5V. This allows units, 
once they discharge below 2.5V, to continue through the 

a.sv n n 
1.4V (THRESHOLD) 

CLKSYN _. . L. __ _ 

i+t+1 
MINIMUM OUTPUT LOW TIME 

B.SV 

OUT 

OV 

Figure 2. Oscillator and PWM Output Waveform 
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CIRCUIT BLOCK DESCRIPTION (cont.) 

10k 
RDEAD=500n 

1000 
CT=345pF .... 1nF 
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4.7nF 

~ 100 
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UJ 
::> 

" 10 UJ 
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Figure 3. Output Frequency 
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Figure 4. Maximum Duty Cycle 

current discharge and subsequent charge cycles 
whether or not other units on the CLKSYN bus are still 
synchronizing. This requires the frequency of all free run
ning oscillators to be within 40% of each other to guaran
tee synchronization. 

Grounds, Voltage Sensing and Current Sensing: The 
voltage is sensed directly at the load. Proper load shar
ing requires the same sensed voltage for each power 
supply connected in parallel. Referring to Figure 6, the 
positive sense voltage (VSP) connects to the voltage er
ror amplifier inverting terminal (VA-) , the return lead for 
the on-chip reference is used as the negative sense 
(VSM). The current is sensed across the shunt resistor, 
Rs· 

Figure 6 shows one recommended voltage and current 
sensing scheme when VEE is connected to GND. The 
signal ground is the negative sense point for the output 
voltage and the positive sense point for the output cur
rent. The voltage offset on the current sense amplifier is 
not needed if VEE is separated from GND. VEE is the 
negative supply for the current sense amplifier. When it 
is separated from GND, it extends the current sense am
plifier's common mode input voltage range to include 
VEE which is approximately -o.7V below ground. The re
sistor RADJ is used for load sharing. The unit which is the 

100pF 

100pF 

C 
l 
K 
S 
Y 
N 

1-----1[----+ B 

100pF 

ClKSYN 100pF 

U 
S 

10k 

UC1849 
UC2849 
UC3849 

UDG-94113 

Figure 5. Oscillator Synchronization Connection 
Diagram 

14 VREF 

R2A II RADJ R2A 

VSP ~Wv--+---I 
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VOUT : 

rt*---"T'-1 I 
I 

CL AL I 

AMP 

I 

t,cc : 
VOUT- I 
___ J 

VSM '+-_...-_...-1 

R 

R 

UDG·94114 

Figure 6. Voltage and Current Sense VEE Tied to 
GND 

master will force V ADJ to 1.0V. Therefore, the regulated 
voltage being sensed is actually: 

VSP-VSM = (V REF -VADJ)e( RADJ )+ VADJ 
R1+RADJ 

VSM = OV, V ADJ = 1V (master), VREF = 5V 
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CIRCUIT BLOCK DESCRIPTION (cont.) 

VSP=4 e ( R ADJ )+1V 
R1+RADJ 

The ADJ pin voltage on the slave chips will increase forc-

200 
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iii'120 

::s 
<: 
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I'--.. 
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121m =50° I'--.. 

'" 10 100 1.Ok 10k lOOk 1.0M 10M 100M 

Frequency (Hz) 

Figure 7. AC Frequency Response of the Voltage 
Error Amplifier 

ing their load currents to increase to match the master. 

The AC frequency response of the voltage error amplifier 
is shown in Figure 7. 

Startup and Shutdown: Isolated power up can be ac
complished using the UCC1889. Application Note U-149 
is available for additional information. 

The UC1849 offers several features that enhance startup 
and shutdown. Soft start is accomplished by connecting 
RUN to VA+ and a capacitor to ground. The resulting RC 
rise time on the VA+ pin initiates a soft start. It can also 
be accomplished by connecting RUN to ILiM. When RUN 
is low it will command zero load current, guaranteeing a 
soft start. The undervoltage lockout (UVLO) is a logical 
AND of ENBL < 2.5V, SEQ> 2.5V, VCC > 8.4V and 
VREF > 4.65V. The block diagram shows that the thresh
olds are set by comparators. By placing an RC divider on 
the SEQ pin, the enabling of multiple chips can be se
quenced with different RC time constants. Similarly, dif
ferent RC time constants on the ENBL pins can 
sequence shutdown. The UVLO keeps the output from 
switching; however the internal reference starts up with 
VCC less than 8.4V. The KILL input shuts down the 
switching of the chip. This can be used in conjunction 
with an overvoltage comparator for overvoltage protec
tion. In order to restart the chip after KILL has been initi
ated, the chip must be powered down and then back up. 
A pulse on the ENBL pin also accomplishes this without 
actually removing voltage to the VCC pin. 

UC1849 
UC2849 
UC3849 

Load Sharing: Load sharing is accomplished similar to 
the UC1907. The sensed current for the UC1849 has an 
AC component that is amplified and then averaged. The 
voltage error amplifier output is the current command sig
nal representing the average output load current. The 
ILiM pin programs the upper clamp voltage of this ampli
fier and consequently the maximum load current. A gain 
of 2 amplifier connected between the voltage error ampli
fier output and the share amplifier input increases the 
current share resolution and noise margin. The average 
current is used as an input to a source only load share 
buffer amplifier. The output of this amplifier is the current 
share bus. The IC with the highest sensed current will 
have the highest voltage on the current share bus and 
consequently act as the master. The 60mV input offset 
guarantees that the unit sensing the highest load current 
is chosen as the master. 

The adjust amplifier is used by the remaining (slave) ICs 
to adjust their respective references high in order to bal
ance each IC's load current. The master's ADJ pin will be 
at its 1.0V clamp and connected back to the 
non-inverting voltage error amplifier input through a high 
value resistor. This requires the user to initially calculate 
the control voltage with the ADJ pin at 1.0V. 

VREF can be adjusted 150mV to 300mV which compen
sates for 5% unit to unit reference mismatch and external 
resistor mismatch. RADJ will typically be 10 to 30 times 
larger than R1. This also attenuates the overall variation 
of the ADJ clamp of 1V ±100mV by a factor of 10 to 30, 
contributing only a 3mV to 10mV additional delta to 
VREF. Refer to the UC3907 Application Note U-130 for 
further information on parallel power supply load sharing. 

Current Control Loop: The current sense amplifier 
(CSA) is designed specifically for the task of sensing and 
amplifying the inductor ripple current at frequencies up to 
1 MHz. The CSA's input offset voltage (VIO) is trimmed to 
less than 1 mV to minimize error of the average current 
signal. This amplifier is not internally compensated allow
ing the user to optimally choose the zero crossing band
width. 
. 1 
(3) Frequency (OdB) = --~--

21CR,NV e CCOMP 

RINV is the input resistance at the inverting terminal CS
CCOMP is the capacitance between Cs- and. CSO. 

Although it is only unity gain stable for a GBW of 7MHz, 
the amplifier is typically configured with a differential gain 
of at least 10, allowing the amplifier to operate at 70MHz 
with sufficient phase margin. A closed loop gain of 10 at
tenuates the output by 20.8dB. 
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CIRCUIT BLOCK DESCRIPTION (cont.) 
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Figure 8. Current Sense Amplifier and Current Error 
Amplifier Bode Plot 

to the inverting terminal assuring stability. The amplifier's 
gain fed back into the inverting terminal is less than unity 
at 7MHz, where the phase margin begins to roll off. See 
Figure 8 for typical Bode plot. 

The gain of the differential current sense amplifier 
(CSGAIN) is calculated by knowing the maximum load 
current. The maximum voltage across the shunt resistor 
(Rs) divided by Rs is the maximum load current. By am
plifying the voltage across RS, VRS. to be equal to the 
voltage error amplifier Voh, the current control loop 
keeps the load from exceeding its current limit. Voh is set 
at 3.0V if ILiM is connected to VREF. The maximum cur
rent limit clamp can be reduced by reducing the voltage 
at ILiM to less than 3.0V as described in the ILiM pin de
scription. 

(4) 

(5) 

R - VRS 
S - Max/WAD 

CS VILIM 
GAIN =-

VRS 

UC1849 
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The current error amplifier (CEA) also needs its loop 
compensated by the user with the same criteria as the 
current sense amplifier. This amplifier is essentially the 
same wide bandwidth amplifier without the input offset 
voltage trim. The zero crossing can also be approxi
mately calculated with Equation 3. The gain bandwidth of 
the current loop is optimized by matching the inductor 
downslope (Vall) to the oscillator ramp slope (Vs • fs). 
Sub harmonic oscillation problems are avoided by keep
ing the amplified inductor downslope less than the oscil
lator ramp slope. 

The following equation determines the current error am
plifier gain (GCA): 

(6) GCA= Vs efs ; 
(Vo IL)eRs eCSGAIN 

where CSGAIN and Rs are defined by equations 

4 and 5, 

Vs is the oscillator peak to peak voltage, 

fs is the oscillator frequency, 

Va is the output voltage, 

and l is the inductance. 

Additional Information about average current mode con
trol can be found in Unitrode Application Note U-140. 

.20 
C4 
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R2 

5k 

C6 
Io.1J,tF 

KILL 131----'{i~~: ---1--+ C5 ""'" 
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Figure 9. Open Loop Circuit 
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~UNITROCE 
UC1851 
UC2851 
UC3851 

Programmable, Off-Line, PWM Controller 
FEATURES 

• All Control, Driving, Monitoring, and Protection 
Functions Included 

• Low-Current Off Line Start Circuit 

• Voltage Feed Forward or Current Mode Control 

• High Current Totem Pole Output 

• 50% Absolute Max Duty Cycle 

• PWM Latch for Single Pulse Per Period 

• Pulse-by-Pulse Current Limiting plus Shutdown 
for Over-Current Fault 

• No Start-Up or Shutdown Transients 

• Slow Turn-On Both Initially and After Fault 
Shutdown 

• Shutdown Upon Over or Under Voltage Sensing 

• Latch Off or Continuous Retry After Fault 

• 1 % Reference Accuracy 

• 500kHz Operation 

• 18 Pin OIL or 20 Pin PLCC Package 

BLOCK DIAGRAM 

COMP 11--------, 

INV. 
INPUT 

N.I. 
INPUT 

STARTI 
UV 

CURRENT 
LIMIT 

THRESHOLD 

DESCRIPTION 
The UC1851 family of PWM controllers are optimized for off
line primary side control. These devices include a high current 
totem pole output stage and a toggle flip-flop for absolute 50% 
duty cycle limiting. In all other respects this line of controllers 
is pin for pin compatible with the UC1841 series. Inclusion of 
all major housekeeping functions in these high performance 
controllers makes them ideal for use in cost sensitive applica
tions. 

Important features of these controllers include low current 
start-up, linear feed-forward for constant volt-second opera
tion, and compatibility with both voltage or current mode con
trol. In addition, these devices include a programmable start 
threshold, as well as programmable over-voltage, under
voltage, and over current fault thresholds. The fault latch on 
these devices can be configured for automatic restart, or 
latched off response to a fault. 

These devices are packaged in 18-pin plastic or ceramic 
dual-in-line packages, or for surface mount applications, a 20 
Pin PLCC. The UC1851 is characterized for -55°C to +125°C 
operation while the UC2851 and UC3851 are designed for 
-40°C to +85°C and O°C to +70°C, respectively. 

VIN 
.--------------111111 SENSE 

Hr-----------~10 RAMP 

DRIVER 
BIAS 

5.0V REF 

'-d---------lEJ5 RESET 

OV SENSE 31----~ ..... L~t:=;===t__1 SLOW STARTI 
+--~------l.!!J8 g~r~pCYCLE 

10/94 

EXT. STOP 

GROUND 
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ABSOLUTE MAXIMUM RATINGS (Note 1) 
Supply Voltage, +VIN (Pin 15) 

Voltage Driven ............................... +32V 
Current Driven, 100mA maximum ........... Self-limiting 

PWM Output Voltage (Pin 12) ....................... 40V 
PWM Output Current, Steady-State (Pin 12) ......... 400mA 
PWM Output Peak Energy Discharge ............ 20!Woules 
Driver Bias Current(Pin 14) ..................... -200mA 
Reference Output Current (Pin 16) ................. -50mA 
Slow-Start Sink Current (Pin 8) .................... 20mA 
VIN Sense Current (Pin 11) ........................ 10mA 
Current Limit Inputs (Pins 6 & 7) .............. -0.5 to +5.5V 
Stop Input (Pin 4) ......................... -0.3 to +5.5V 

CONNECTION DIAGRAMS 

Comparator Inputs 

UC1851 
UC2851 
UC3851 

(Pins 1-7, 9-11,16) ............. Intemallyclampedat 12V 
Power Dissipation at T A = 25°C (Note 3) ........... 1000mW 
Power Dissipation at Tc = 25°C (Note 3) ........... 2000mW 
Operating Junction Temperature ........... -55°C to + 150°C 
Storage Temperature Range .............. -65°C to + 150°C 
Lead Temperature (Soldering, 10 sec) ............. +300°C 
Note 1: All voltages are with respect to ground, Pin 13. Currents 

are positive-into, negative-out of the specified terminal 
Note 2: All pin numbers are referenced to 01L-18 package. 
Note 3: Consult Packaging Section of Oatabook for thermallimi

tations and considerations of package. 

DIL-18, SOIC-18 (TOP VIEW) 
J or N, OW Package 

PLCC-20, LCC-20 PACKAGE PIN FUNCTIONS 
FUNCTION 

COMP 1 

START/UV 2 

OV 

CUR THRESH 6 

CUR SENSE 7 

SLOW 

N.I. INPUT 

INV. INPUT 

5.0V REF 

+VIN SUPPLY 

DRIVE BIAS 

GROUND 

PWM OUT 

11 VIN SENSE 

RAMP 

(TOP VIEW) 
Q, LPACKAGE 

/3 2 1 2019 

4 18 

5 17 

6 16 

7 15 

8 14 
9 10 11 12 13 

PIN 
COMP 1 
STARTtUV 2 
OVSENSE 3 
STOP 4 
RESET 5 
CUR THRESH 7 
CUR SENSE 8 
SLOW START 9 
RrtCr 10 
RAMP 11 
VIN SENSE 12 
PWM OUT 13 
GROUND 14 
DRIVE BIAS 15 
+VIN SUPPLY 17 
5.0V REF 18 
INV.INPUT 19 
N.I.INPUT 20 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these specifications apply for TA = -55°C to + 125°C for the 
UC1851, -40°C to +85°C for the UC2851, and O°C to 70°C for the UC3851; VIN = 20V, Rr = 20k.Q, Cr = .001 mfd, RR = 10k.Q, 
CR = .00Imfd. Current Limit Threshold = 200mV, TA= TJ. 

UC1851 I UC2851 UC3851 UNITS 
PARAMETER TEST CONDITIONS MIN TYP MAX MIN TYP MAX 

Power Inputs 

Start-Up Current VIN = 30V, Pin 2 = 2.5V 4.5 6 4.5 6 mA 

Operating Current VIN = 30V, Pin 2 = 3.5V 15 21 15 21 mA 

Supply OV Clamp VIN= 20mA 33 39 45 33 39 45 V 

Reference Section 

Reference Voltage TJ= 25°C 4.95 5.0 5.05 4.9 5.0 5.1 V 

Line Regulation VIN = 8to 30V 10 15 10 20 mV 

Load Regulation IL= Oto 10mA 10 20 10 30 mV 

Total Ref Variation Over Operating Temperature Range 4.9 5.1 4.85 5.15 V 

Short Circuit Current VREF = 0, TJ = 25°C -80 -100 -80 -100 mA 

Oscillator 

Nominal Frequency TJ = 25°C 47 50 53 45 50 55 kHz 

Voltage Stability VIN=8t030V 0.5 1 0.5 1 % 
Total Ref Variation Over Operating Temperature Range 45 55 43 57 kHz 

Maximum Frequency Rr = 2k.Q, CT = 330pF 500 500 kHz 

3-328 



UC1851 
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UC3851 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these specifications apply for TA = -55°C to + 125°C for the 
UC1851, -40°C to +85°C for the UC2851, and O°C to 70°C for the UC3851; VIN = 20V, RT = 20kn, CT = .001 mfd, RR = 10ka, 
CR = .001 mfd. Current Limit Threshold = 200mV, TA = TJ. 

PARAMETER TEST CONDITIONS UC1851 I UC2851 UC3851 UNITS 

MIN TYP MAX MIN TYP MAX 

Ramp Generator 

Ramp Current, Minimum ISENSE = -1 0j.lA -11 -14 -11 -14 j.lA 

Ramp Current, Maximum ISENSE = 1.0mA -0.9 -.95 -0.9 -.95 mA 

Ramp Valley 0.3 0.4 0.6 0.3 0.4 0.6 V 

Ramp Peak Clamping Level 3.9 4.2 4.5 3.9 4.2 4.5 V 

Error Amplifier 

Input Offset Voltage VCM=5.0V 0.5 5 2 10 mV 

Input Bias Current 0.5 2 1 5 IJA 
Input Offset Current 0.5 0.5 j.lA 

Open Loop Gain !Wo= 1 to 3V 60 66 60 66 dB 

Output Swing (Max Output ® Minimum Total Range 0.3 3.5 0.3 3.5 V 
Ramp Peak - 100mV) 

CMRR VCM = 1.5 to 5.5V 70 80 70 80 dB 

PSRR VIN= 8 to 30V 70 80 70 80 dB 

Short Circuit Current VCOMP=OV -4 -10 -4 -10 mA 

Gain Bandwidth (Note 1) TJ = 25°C, AVOL = OdB 1 2 1 2 MHz 

Slew Rate (Note 1) TJ = 25°C, AVCL = OdB 0.8 0.8 V/l!s 

PWM Section 

Continuous Duty Cycle Range Minimum Total Continuous Range 2 46 2 46 % 
(other than zero) (Note 1) Ramp Peak < 4.2V 

Output High Level ISOURCE = 20mA 18 18.5 18 18.5 V 

ISOURCE = 200mA 17 18.5 17 18.5 V 

Rise Time (Note 1) TJ = 25°C, CL = 1nF 50 150 50 150 ns 

Fall Time (Note 1) TJ = 25°C, CL = 1nF 50 150 50 150 ns 

Output Saturation lOUT = 20mA 0.2 0.4 0.2 0.4 V 

lOUT = 200mA 1.7 2.2 1.7 2.2 V 

Comparator Delay (Note 1) Pin 8 to Pin 12, TJ = 25°C, RL = 1kn 300 500 300 500 ns 

Sequencing Functions 

Comparator Thresholds Pins 2, 3, 5 2.8 3.0 3.2 2.8 3.0 3.2 V 

Input Bias Current Pins 3, 5 = OV -1.0 -4.0 -1.0 -4.0 I!A 
Input Leakage Pins 3,5 = 10V 0.1 2.0 0.1 2.0 I!A 

StartlUV Hysteresis Current Pin 2 = 2.5V 170 200 220 170 200 230 j.lA 

Ext. Stop Threshold Pin4 0.8 1.6 2.4 0.8 1.6 2.4 V 

Error Latch Activate Current Pin 4 = OV, Pin 3 > 3V -120 -200 -120 -200 I!A 
Driver Bias Saturation Voltage, IB = -50mA 2 3 2 3 V 
VIN-VOH 

Driver Bias Leakage VB=OV -0.1 -10 -0.1 -10 j.lA 

Slow-Start Saturation Is = 10mA 0.2 0.5 0.2 0.5 V 

Slow-Start Leakage Vs= 4.5V 0.1 2.0 0.1 2.0 j.lA 

Current Control 

Current Limit Offset 0 5 0 10 mV 

Current Shutdown Offset 370 400 430 360 400 440 mV 

Input Bias Current Pin 7 = OV -2 -5 -2 -5 j.lA 

Common Mode Range (Note 1) -0.4 3.0 -0.4 3.0 V 

Current Limit Delay (Note 1) TJ = 25°C, Pin 7 to 12, RL = 1k 200 400 200 400 ns 

Note1:Guaranteed by design. Not 100% tested in production. 
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UC3851 

FUNCTIONAL DESCRIPTION 

PWMCONTROL 
1. Oscillator Generates a fixed-frequency internal clock from an extemal RT and CT. 

Frequency =~ where Kc is a first-order correction factor ~ 0.3 log (CT x 1012). 
RrCr 

2. Ramp Generator: . . . d sense voltage 
Develops linear ramp with slope defined externally by ..::L = . 

dT RRCR 
CR is normally selected:;; CT and its value will have some effect upon valley duty cycle. 
Limiting the minimum value for ISENSE into pin 11 will establish a maximum duty cycle clamp. 
CR terminal can be used as an input port for current mode control. 

3. Error Amplifier Conventional operational amplifier for closed-loop gain and phase compensation. 
Low output impedance; unity-gain stable. 
The output is held low by the slow start voltage at turn on in order to minimize overshoot. 

4. Reference Generator: Precision 5.0V for internal and external usage to 50mA. 
Tracking 3.0V reference for internal usage only with nominal accuracy of ±2%. 
40V clamp zener for chip OV protection, 100mA maximum current. 

5. PWM Comparator: Generates output pulse which starts at termination of clock pulse and ends when the ramp input 
crosses the lowest of two positive inputs. 

6. PWM Latch: Terminates the PWM output pulse when set by inputs from either the PWM comparator, the 
I pulse-bv-pulse comparator, or the error latch. Resets with each internal clock pulse. 

7. PWM Output Switch: Totem pole output stage capable of sourcing and sinking 1 amp peak current. The active "on" state 
is high. 

SEQUENCING FUNCTIONS 
1. StartlUV Sense: With an increasing voltage, this comparator generates a turn-on signal and releases the slow start 

clamp at a start threshold. 
With a decreasing voltage, it generates a turn-off command at a lower level separated by a 2001!A 
hysteresis current. 

2. Drive Switch: Disables most of the chip to hold internal current consumption low, and Driver Bias OFF, until input 
voltage reaches start threshold. 

3. Driver Bias: Supplies drive to external circuitry upon start-up. 

4. Slow Start: Clamps low to hold PWM OFF. Upon release, rises with rate controlled by RsCs for slow increase of 
output pulse width. 
Can also be used as an alternate maximum duty cycle clamp with an external voltage divider. 

PROTECTION FUNCTIONS 
1. Error Latch: When set by momentary input, this latch insures immediate PWM shutdown and hold off until reset. 

Inputs to Error Latch are: 
a. OV > 3.2V (Typically 3V) 
b. Stop> 2.4V (Typically 1.6V) 
c. Current Sense 400mV over threshold. (Typical). 
Error Latch resets when slow start voltage falls to O.4V if Reset Pin < 2.8V. With Pin 5 > 3.2V, 
Error Latch will remain set. 

2. Current Limiting: Differential input comparator terminates individual output pulses each time sense voltage rises 
above threshold. 
When sense voltage rises to 400mV (typical) above threshold, a shutdown signal is sent to Error 
Latch. 

3. External Stop: A voltage over 2.4 will set the Error Latch and hold the output off. 
A voltage less than 0.8V will defeat the error latch and prevent shutdown. 
A capacitor here will slow the action of the error latch for transient protection by providing a Typical 
Delay of 13msl1lF. 
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OPEN-LOOP CIRCUIT 
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aminal Frequency = RT~T = 50kHz UV Fault Voltage =3 (R1+R2+R3) = BV 
R2+R3 

Current Limit = 200mV 

Current Fault Voltage = 600mV 

Duty Cycle Clamp = 50% (R1+R2+R3) 
tart Voltage =3 R2 + R3 +0.2R1 = 12V (R1+R2+R3) OV Fault Voltage = 3 R3 = 32V 

@VlN = 15V, Duty Cycle = 48% 

@VlN = 30Y, Duty Cycle = 24% 

High Peak currents associated with capacitive loads necessitate careful grounding techniques. Timing and bypass 
capacitors should be connected close to pin 13 in a single ground point. 

Programmable Soft Start and Restart Delay Circuit 

SOFT 
START 

GROUND 

For further application information see UC1840/UC1841 
Data Sheets 

UNlrRODE CORPORATION 
7 CONTINENTAL BLVD .• MERRIMACK. NH 03054 
TEL. (603) 424-2410 FAX (603) 424-3460 

3-332 

UC1851 Power MOSFET Drive Interface 

(A) DIRECT DRIVE 

TO 
CURRENT 
SENSE 

(B) TRANSFORMER COUPLED 



~UNITRODE 
Improved Current Mode PWM Controller 

UC1856 
UC2856 
UC3856 

FEATURES 
• Pin-for-Pin Compatible With the 

UC3846 

• 65ns Typical Delay From Shutdown to 
Outputs, and 50ns Typical Delay From 
Sync to Outputs 

• Improved Current Sense Amplifier 
With Reduced Noise Sensitivity 

• Differential Current Sense with 3V 
Common Mode Range 

• Trimmed Oscillator Discharge Current 
for Accurate Deadband Control 

• Accurate 1 V Shutdown Threshold 

• High Current Dual Totem Pole 
Outputs (1.5A peak) 

• TTL Compatible Oscillator SYNC Pin 
Thresholds 

• 4kV ESD Protection 

BLOCK DIAGRAM 

DESCRIPTION 
The UC3856 is a high performance version of the popular UC3846 series 
of current mode controllers, and is intended for both design upgrades and 
new applications where speed and accuracy are important. All input to out
put delays have been minimized, and the current sense output is slew rate 
limited to reduce noise sensitivity. Fast 1.5A peak output stages have been 
added to allow rapid switching of power FETs. 

A low impedance TTL compatible sync output has been implemented with 
a tri-state function when used as a sync input. 

Internal chip grounding has been improved to minimize internal "noise" 
caused when driving large capacitive loads. This, in conjunction with the 
improved differential current sense amplifier results in enhanced noise im
munity. 

Other features include a trimmed oscillator current (8%) for accurate fre
quency and dead time control; a 1V, 5% shutdown threshold; and 4kV min
imum ESD protection on all pins. 

r------------------------------------l 

VIN f---------l2 VREF 

SYNC 
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11 
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~----~~--_+------~1 CL SS 

I 
I _ I 
I 
I = I L ____________________________________ ~ 
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ABSOLUTE MAXIMUM RATINGS 
Supply Voltage ................................. +40V 
Collector Supply Voltage .......................... +40V 
Output Current, Source or Sink 

DC ......................................... 0.5A 
Pulse (0.5~s) .......................•......... 2.0A 

Error Amp Inputs ......................... -0.3V to +VIN 
Shutdown Input .......................... -O.3V to +1 OV 
Current Sense Inputs ...................... -O.3V to +3V 
SYNC Output Current. .......................... ±10mA 
Error Amplifier Output Current ..................... -5mA 
Soft Start Sink Current ........................... 50mA 
Oscillator Charging Current ........................ 5mA 
Power DisSipation at T A = 25°C (Note 2) ........... 1000mW 
Power DisSipation at T c = 25°C (Note 2) ........... 2000mW 
Junction Temperature ................... -55°C to +150°C 
Storage Temperature Range ............. -65°C to +150°C 
Lead Temperature (Soldering, 10 sec.) ............. +300°C 
All voltages are with respect to Ground. Currents are positive 
into, negative out of the specified terminal. Consult packaging 
section of databook for thermal limitations and considerations 
of package. 
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UC1856 
UC2856 
UC3856 

SHUTDOWN 
VIN 

BOUT 

VC 

N/C 

GND 

AOUT 

SYNC 
RT 
N/C 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these specifications apply for T A = -55°C to + 125°C for 
UC1856; -40°C to +85°C for the UC2856; and O°C to +70°C for the UC3856, VIN = 15V, RT = 10k CT = 1nF TA = TJ , , 

UC18561UC2856 UC3856 
PARAMETER TEST CONDITIONS MIN TYP MAX MIN TYP MAX UNITS 

Reference Section 

Output Voltage TJ = 25°C, 10= 1mA 5.05 5.10 5.15 5.00 5.10 5.20 V 

Line Regulation VIN = 8V to 40V 20 20 mV 

Load Regulation 10 = -1mA to-10mA 15 15 mV 

Total Output Variation Line, Load, and Temperature 5.00 5.20 4.95 5.25 V 

Output Noise Voltage 10Hz < f < 10kHz, TJ = 25°C 50 50 I1V 
Long Term Stability TJ = 125°C, 1000 Hrs (Note 2) 5 25 5 25 mV 

Short Circuit Current VREF=OV -25 -45 -65 -25 -45 -65 mA 

Oscillator Section 
Initial Accuracy TJ= 25°C 180 200 220 180 200 220 kHz 

Over Operating Range 170 230 170 230 kHz 
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UC1856 
UC2856 
UC3856 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these specifications apply for T A = -55°C to + 125°C for 
UC1B56' -40°C to +B5°C for the UC2B56' and O°C to +70°C for the UC3B56 VIN = 15V RT = 10k CT = 1nF TA = TJ , , 

UC18561UC2856 UC3856 

PARAMETER TEST CONDITIONS MIN TYP MAX MIN TVP MAX UNITS 

Oscillator Section (cont.) 

Voltage Stability VIN = BV to 40V 2 2 % 

Discharge Current TJ = 25°C, VCT = 2V 7.5 B.O B.B 7.5 B.O B.B mA 

VCT=2V 6.7 B.O B.B 6.7 B.O B.B mA 

Sync Output High Level 10=-1mA 2.4 3.6 2.4 3.6 V 

Sync Output Low Level 10= +lmA 0.2 0.4 0.2 0.4 V 

Sync Input High Level CT = OV, RT = VREF 2.0 1.5 2.0 1.5 V 

Sync Input Low Level CT=OV, RT=VREF 1.5 O.B 1.5 O.B V 

Sync Input Current CT = OV, RT = VREF VSYNC = 5V 1 10 1 10 ~A 

Sync Delay to Outputs CT = OV, RT = VREF VSYNC = 50 100 50 100 ns 
O.BV to 2V 

Error Amplifier Section 

Input Offset Voltage VCM =2V 5 10 mV 

Input Bias Current -1 -1 ~ 
Input Offset Current 500 500 nA 

Common Mode Range VIN = BV to 40V 0 VIN-2 0 VIN·2 V 

Open Loop Gain Vo = 1.2V to 3V BO 100 BO 100 dB 

Unity Gain Bandwidth TJ = 25°C 1 1.5 1 1.5 MHz 

CMRR VCM = OV to 38V, VIN = 40V 75 100 75 100 dB 

PSRR VIN = BV to 40V BO 100 BO 100 dB 

Output Sink Current Vlo=-15mV, VCOMP= 1.2V 5 10 5 10 mA 

Output Source Current VIO= 15mV, VcoMP=2.5V -0.4 -0.5 -0.4 -0.5 mA 

Output High Level VIO = 50mV, RL (CaMP) = 15k 4.3 4.6 4.9 4.3 4.6 4.9 V 

Output Low Level VIO = -50mV, RL (CaMP) = 15k 0.7 1 0.7 1 V 

Current Sense Amplifier Section 

Amplifier Gain Vcs - = OV, CL SS Open (Notes 2.5 2.75 3.0 2.5 2.75 3.0 VN 
3,4) 

Maximum Differential Input Signal CL SS Open (Note 3) 1.1 1.2 1.1 1.2 V 
(Vcs+ • Vcs-) RL (CaMP) = 15k 

Input Offset Voltage VCL ss = 0.5VCOMP Open (Note 5 35 5 35 mV 
3) 

CMRR VCM = OV to 3V 60 60 dB 

PSRR VIN = BV to 40V 60 60 dB 

Input Bias Current VCL ss = 0.5V, CaMP Open (Note -1 --3 -1 --3 ~ 
3) 

Input Offset Current VCL SS = 0.5V, CaMP Open (Note 1 1 mA 
3) 

Input Common Mode Range 0 3 0 3 V 

Delay to Outputs VEA+ = VREF, EA- = OV 120 250 120 250 ns 
CS+-CS- = OV to 1.5V 

Current Limit Adjust Section 

Current Limit Offset VCS- = OV VCS+ = OV, 0.43 0.5 0.57 0.43 0.5 0.57 V 
CaMP = Open (Note 3) 

Input Bias Current VEA+ = VREF, VE~ = OV -10 -30 -10 --30 ~ 
Shutdown Terminal Section 

Threshold Voltage 0.95 1.00 1.05 0.95 1.00 1.05 V 

Input Voltage Range 0 5 0 5 V 
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UC1856 
UC2856 
UC3856 

ELECTRICAL CHARACTERISTICS: Unles.s otherwise stated, these specifications apply for T A = -55°C to + 125°C for 
UC1856'-40°Cto+85°Cforthe UC2856' and O°C to +70°C for the UC3856 VIN = 15V RT= 10k CT= 1nF TA=TJ , , , 

UC18561UC2856 UC3856 

PARAMETER TEST CONDITIONS MIN TYP MAX MIN TYP MAX UNITS 

Shutdown Terminal Section (cont.) 

Minimum Latching Current (Note 5) 3 1.5 3 1.5 
(ICL ssl 

Maximum Non-Latching Current (Note 6) 1.5 0.8 1.5 0.8 
(ICLSS) 

Delay to Outputs VSHUTDOWN = 0 to 1.3V 65 110 65 110 

Output Section 

Collector-Emitter Voltage 40 40 

Off-State Bias Current VC=40V 250 250 

Output Low Level IOUT=20mA 0.1 0.5 0.1 0.5 

lOUT = 200mA 0.5 2.6 0.5 2.6 

Output High Level IOUT=-20mA 12.5 13.2 12.5 13.2 

lOUT = -200mA 12 13.1 12 13.1 

Rise Time C1 = 1nF 40 80 40 80 

Fall Time C1 = 1nF 40 80 40 80 

UVLO Low Saturation VIN = OV, lOUT = 20mA 0.8 1.5 0.8 1.5 

PWMSection 

Maximum Duty Cycle 45 47 50 45 47 50 

Minimum Duty Cycle 0 0 

Undervoltage Lockout Section 

Startup Threshold I 7.7 8.0 7.7 8.0 

Threshold Hysterisis I 0.7 0.7 

Total Standby Current 

Supply Current 18 23 18 23 

Note 1: All voltages are with respect to GND. Currents are positive into, negative out of the specified terminal. 
Note 2: This parameter, although guaranteed over the recommended operating conditions is not 100% tested in production. 
Note 3: Parameter measured at trip point of latch with VEA+ = VREF, VEA- = av. 
Note 4: Amplifier gain defined as: 

G -_ 6VeoMP " 6Ves -=OVT01.0V 
6Ves + 

Note 5: Current into CL 55 guaranteed to latch circuit into shutdown state. 
Note 6: Current into CL 55 guaranteed not to latch circuit into shutdown state. 
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APPLICATIONS INFORMATION 
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Oscillator Circuit 
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CT 
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OUTPUT DEADTIME ( Td ) 

UC1856 
UC2856 
UC3856 

Output deadtime is determined by size of the external capacitor, CT, according to the formula: Td= 2CT 

SmA- 3.6 
RT For large values of RT: Td = 250CT 

Oscillator frequency is approximated by the formula: fT= _2_ 
RTCT UDG-96177 

Error Amplifier Output Configuration Error Amplifier Gain and Phase vs Frequency 
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APPLICATIONS INFORMATION (cont.) 

RT 

RT 

CT 

Parallel Operation 

MASTER 

I VREF +EA SYNC COMP -EA r,Lu -
r 
I 

- 10-- 7 --P 
VREF +EA SYNC COMP -EA I 

SLAVE 
(ADDITIONAL UNITS) 

I 
I 
1----+ 
I 
I J 

OUTPUT 
FILTERS 

Slaving allows parallel operation of two or more units with equal current sharing. 

Pulse by Pulse Current Limiting 

Is I 

Rs I SENSE X3 

COMP 
VREF 

R1 
EtA 

R2 I COMP 
L ______ -___ -- 7 

(R2VREF )-0.5 

Peak current (Is) is determined by the formula: Is = R1 + R2 
3Rs 
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APPLICATIONS INFORMATION (cont.) 

I _ + Ir 
I "'='"1.0V L _____________ _ 

SHUTDOWN WITH AUTO·REST ART 

CURRENT LIMIT~ ~ 
O.5V =--....7 V ~ 

o 

SHUTDOWN 

ON, n 
OFF ~------~ L ______ ~ 

PWM ___ --'--...I 

SHUTDOWN WITHOUT 
AUTO·RESTART (LATCHED) 

~ ~----
~'-----

[Ul'-----

UC1856 
UC2856 
UC3856 

UDG-96183 

UDG-961B4 

If V REF < O.SmA, the shutdown latch will commutate 
R1 

If V REF < 3mA, the device will latch off until power is 
R1 

when Iss = O.SmA and a restart cycle will be initiated. recycled. 

Current Sense Amplifier Connections 

IS~ R 

Rs C 

L ______ _ 

A small RC filter may be required in some applications to reduce switch transients. 
Differential input allows remote, noise sensing. 
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APPLICATIONS INFORMATION (cont.) 

UC1856 Open Loop Test Circuit 

UC1856 
UC2856 
UC3856 

TIMING RESISTOR: rl - - - - - - - ;:!,2 '---_-------< I.f-l 1 0 VREF (+5.W OUTPUT) 

I $ : JO.l~F 
FREG. SET & 

MAX DUTY CYCLE RT 0 

1·+ 1~ i ~'---1--------<0 VIN (+15V) 

- - - I : I O.l~F 
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./'\ TIMING 
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UNITRODE CORPORATION 
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=
10TURN '_ ~~~6J L _______ .J 1_ GROUND FOR 

.J.... NORMAL OPERATION 

- BYPASS CAPS SHOULD BE LOW ESR & ESL TYPE 

- SHORT ElA- & COMP FOR UNITY GAIN TESTING 

THE USE OF A GROUND PLANE IS HIGHLY RECOMMENDED 

7 CONTINENTAL BLVD .• MERRIMACK, NH 03054 
TEL. (603) 424-2410· FAX (603) 424-3460 
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~UNITROOE UC1860 
UC2860 
UC3860 

Resonant Mode Power Supply Controller 
FEATURES 
• 3MHz VFO Linear over 100:1 Range 

• 5MHz Error Amplifier with Controlled 
Output Swing 

• Programmable One Shot Timer
Down to 100ns 

• Precision 5V Reference 

• Dual2A Peak Totem Pole Outputs 

• Programmable Output Sequence 

• Programmable Under Voltage Lockout 

• Very Low Start Up Current 

• Programmable Fault Management & 
Restart Delay 

• Uncommitted Comparator 

ABSOLUTE MAXIMUM RATINGS 

DESCRIPTION 
The UC1860 family of controllCs is a versatile system for resonant mode 
power supply control. This device easily implements frequency modu
lated fixed-on-time control schemes as well as a number of other power 
supply control schemes with its various dedicated and programmable 
features. 

The UC1860 includes a precision voltage reference, a wide-bandwidth 
error amplifier, a variable frequency oscillator operable to beyond 3M Hz, 
an oscillator-triggered one-shot, dual high-current totem-pole output driv
ers, and a programmable toggle flip-flop. The output mode is easily pro
grammed for various sequences such as A, off, B, off; A & B, off; or A, B, 
off. The error amplifier contains precision output clamps that allow pro
gramming of minimum and maximum frequency. 

The device also contains an uncommitted comparator, a fast comparator 
for fault sensing, programmable soft start circuitry, and a programmable 
restart delay. Hic-up style response to faults is easily achieved. In addi
tion, the UC1860 contains programmable under voltage lockout circuitry 
that forces the output stages low and minimizes supply current during 
start-up conditions. 

Supply Voltage (pin 19) ............................ 20V Comparator Output Voltage (pin 15) .................. 15V 
Output Current, Source or Sink (pins 17 & 20) 

DC ......................................... 0.8A 
Pulse (0.5I1S) ................................. 3.0A 

Power Ground Voltage ........................... ±0.2V 
Inputs (pins 1, 2, 3, 4, 8, 9, 11, 12, 

13,14,21,22,23 & 24) .................... -0.4 to 6V 
Error Amp Output Current, Source or Sink (pin 5) ....... 2mA 
IVFO Current (pin 7) ............................... 2mA 
Comparator Output Current (pin 15) .................. 5mA 

BLOCK DIAGRAM 

Vee 

UVLO 

EA IN(+) 

Soft Start or Restart Delay Sink Current (pins 22 & 23) ... 5mA 
Power Dissipation at TA = 50°C (01 P) ............... 1.25W 
Power Dissipation alTA = 50°C (PLCC) ................ 1 W 
Lead Temperature (Soldering, 10 seconds) .......... 300°C 

Note: All voltages are with respect to signal ground and all cur
rents are positive into the specified terminal. Pin numbers refer 
to the DIP. Refer to Packaging Section of Databook for thermal 
limitations and considerations of packages. 

VREF 

>-----II----I-----I:J EA OUT 
EA IN(-) 

IVFO 

CVFO 

TRIG 

OSC DSBL 
RC 

MODE 

CMP IN(+) 
CMP IN(-) 

SFT STRT 

RST DLY 
FLT(+) 

FLT(-) 

SGNDD 

OUT A 

OUT B 
PGND 
CMP OUT 
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CONNECTION DIAGRAMS 

OIL - 24 (TOP VIEW) 
J or N Package 

FLT(-) 1 

FL T(+) 2 

EA IN(+) 3 

EA IN(-) 4 

EA OUT 5 

S GND 6 

CMP IN(-) 11 

CMP IN(+) 12 

15 CMP OUT 

14 OSC DSBL 

PLCC-28, LCC-28 
{TOP VIEW) 
Q or L Package 

/ 4 3 2 1 282726 

5 25 
6 24 
7 23 
8 22 
9 21 
10 20 
11 19 

12131415161718 

UC1860 
UC2860 
UC3860 

PIN PACKAGE FUNCTION 
FUNCTION PIN 

SGND 1 
IVFO 2 
CVFO 3 
RC 4 
VREF 5 
CMP IN (-) 6 
CMPIN (+) 7 
TRIG 8 
OSCDSBL 9 
CMPOUT 10 
N/C 11,12 
OUT A 13 
PGND 14 
N/C 15 
Vcc 16 
OUTB 17 
N/C 18 19 
MODE 20 
SFTSTRT 21 
RST DLY 22 
UVLO 23 
FLT(-) 24 
FLT(+) 25 
EAIN(+) 26 
EA IN (-) 27 
EAOUT 28 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, all specifications apply for -55°C STA S 125°C for the 
UC1860, -25°C STA S 85°C for the UC2860, 0 S TAS 70°C for the UC3860, Vcc = 
12V, CVFO = 330pF, IVFO = 0_5mA, C = 330pF, and R = 2_7k, TA = TJ. 

PARAMETER CONDITIONS MIN TYP MAX UNITS 
Reference Section 

Output Voltage TA = 25°C 10 = 0 4.95 5.00 5.05 V 
10 = 0 Over Temp 4.93 5.07 V 

Line Regulation 10<Vcc<20V 2 15 mV 
Load ReQulation 0< 10< 10mA 2 25 mV 
Output NOise Voltage" 10Hz S f S 10kHz 50 IlVRMS 
Short Circuit Current VREF =OV -150 -15 rnA 

Error Amplifier Section 
Input Offset Voltage 2.8 < VCM < 4.5V 1 8 mV 
Input Bias Current 50 500 nA 
Open Loop Gain dVo = 1.5V 60 80 dB 
PSRR . 10 < Vcc < 20V 70 100 dB 
Output Low (Vo-VIVFO) -0.1 < 10 < 0.1mA -8 0 8 mV 
Output High (VO-VIVFO) -0.5 S 10 < 0.5mA 1.9 2 2.1 V 
Unity Gain Bandwidth" RIN = 2k 4 5 MHz 

Oscillator Section 
Nominal Frequency' 1.0 1.5 2.0 MHz 
dF/dlosc' 100 < IVFO < 500uA 2 3 4 GHzlA 
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UC1860 
UC2860 
UC3860 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, all specifications apply for -55°C S TA S 125°C for the 
UC1860, -25° s TA s 85°C for the UC2860, 0 S TA S 70°C for the UC3860, Vcc = 
12V, CVFO = 330pF, IVFO = 0.5mA, C = 330pF, and R = 2.7k, TA= TJ. 

PARAMETER CONDITIONS MIN TYP MAX UNITS 
Oscillator Section (cont'd) 

Trig in Threshold 1.0 1.4 1.8 V 
Trig in Open Circuit Voltage 0.7 0.9 1.1 V 
Trig in Delta (VTH-VOC) 0.3 0.5 0.7 V 
Trig in Input Resistance dV TRIG = Voc to VTH 5 12 25 kn 
Minimum Trig in Pulse Width" 3 10 ns 
Osc. Disable Threshold 1.0 1.4 1.8 V 

One Shot Timer 
On Time" 150 200 250 ns 
Clamp Frequency" IVFO= 1.5mA 2.8 3.7 4.6 MHz 
Dead Time" IVFo=1.5mA 35 70 100 ns 

Output Stage 
Output Low Saturation 20mA 0.2 0.4 V 

200mA 0.5 2.2 V 
Output High Saturation -20mA 1.5 2.0 V 

-200mA 1.7 2.5 V 
Rise/Fall Time" CLOAD= 1nF 15 30 ns 
UVLO Low Saturation 20mA 0.8 1.5 V 
Outout Mode Low InpJJt 0.4 V 
Output Mode High Input 2.0 V 

Under Voltage Lockout Section 
Vcc Comparator Threshold On 16 17.3 18.5 V 

Off 9.5 10.5 12 V 
UVLO Comparator Threshold On 3.6 4.2 4.8 V 

Hysteresis 0.2 0.4 0.6 V 
UVLO Input Resistance UVLO = 4Ncc = 8 10 23 50 kn 
VREF Comoarator Threshold Vcc = UVLO = VREF 4.5 4.9 V 

Supply Current 
Icc Vcc = 12V, Vosc DSBL = 3V 30 40 mA 
ISTART UVLO pin open 0.3 0.5 mA 

Vcc - Vcc (on) -0.3V 
Fault Comparator 

Input Offset Voltage -0.3 < VCM < 3V 2 10 mV 
Input Bias Current VCM=OV 100 200 IlA 
Input Offset Current VCM=OV 10 30 uP. 
Propagation Delay To Output" +50mVinput 100 150 ns 

Uncommitted Comparator 
Input Offset Voltage -0.3 < VCM < 3V 2 10 mV 
Input Bias Current VCM= OV 100 200 IlA 
Inout Offset Current VCM = OV 10 30 uP. 
Output Low Voltage lo=2mA 0.3 0.5 V 
Propagation Delay To Sat" ±50mV input, 2.5k load to 5V 50 100 ns 

Soft Start/Restart Control Section 
Saturation Voltage (2 pins) ISINK = 100l!A 0.2 0.5 V 
Charae Currentl2_pinsJ 2 5 10 llA 
Restart Delay Threshold 2.8 3.0 3.2 V 

"Guaranteed by design but not 100% tested. 
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ERROR AMPLIFIER 

The error amplifier is a high gain, low offset, high band
width design with precise limits on its output swing. The 
bandwidth of the amplifier is externally determined by the 
resistance seen at the inverting input. Unity gain band
width is approximately: 

Frequency (OdS) = 1/(27t • RIN (-) • CCOMP) 

The input common mode range of the amplifier is from 
2.8 to 4.SV. As long as one pin is within this range, the 
other can go as low as zero. 

The output swing with respect to the IVFO pin is limited 
from zero to 2V. Note that pulling Sft Strt (soft start) low 
will lower the reference of the upper clamp. The lower 
clamp, however, will dominate should the upper clamp 
reference drop below the lower reference. 

Error Amplifier Frequency Response 
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UNDER VOLTAGE LOCKOUT SECTION 

The under voltage lockout consists of three comparators 
that monitor Vee, UVLO and VREF. The VREF compara
tor makes sure that the reference voltage is sufficiently 
high before operation begins. When the UVLO com
parator is low, the outputs are driven low, the fault latch 
is reset, the soft start pin is discharged, and the toggle 
flip-flop is loaded for output A. 

The Vee comparator is used for off-line applications by 
leaving the UVLO pin open. In this application the sup
ply current is typically less than O.3mA during start-up. 
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The UVLO comparator is used for DC to DC applica
tions or to gate the chip on and off. To utilize its 
hysteretic threshold by an external resistive divider, the 
internal impedance of the pin must be accounted for. To 
run from a SV external supply, UVLO, Vee, and VREF 
are tied together. 
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VARIABLE FREQUENCY OSCILLATOR 

The VFO block is controlled through 4 pins: CVFO, IVFO, 
Osc Dsbl (oscillator disable), and Trig (trigger input). Os
cillator frequency is approximately: 

Frequency = IVFO (CVFO .1V) 

With a fixed capacitor and low voltage applied to Trig and 
Osc Dsbl, frequency is linearly modulated by varying the 
current into the IVFO pin. 

The Trig and Osc Dsbl inputs are used to modify VFO 
operation. If Osc Dsbl is held high, the oscillator will com
plete the current cycle but wait until Osc Dsbl is retumed 
low to initiate a new cycle. If a pulse is applied to Trig 
during a cycle, the oscillator will immediately initiate a 
new cycle. Osc Dsbl has priority over Trig, but if a trigger 
pulse is received while Osc Dsbl is high, the VFO will re
member the trigger pulse and start a new cycle as soon 
as Osc Dsbl goes low. 

UC1860 
UC2860 
UC3860 

Normally low trigger pulses are used to synchronize the 
oscillator to a faster clock. Normally high trigger pulses 
can also be used to synchronize to a slower clock. 

ONE SHOT TIMER 

The one shot timer performs three functions and is pro
grammed by the RC pin. The first function is to control 
output driver pulse width. Secondly, it clocks the toggle 
flip-flop. Thirdly, it establishes the maximum allowable 
frequency for the VFO. One shot operation is initiated at 
the beginning of each oscillator cycle. The RC pin, pro
grammed by an external resistor and capacitor to ground, 
is charged to approximately 4.3V and then allowed to dis
charge. The lower threshold is approximately 80% of the 
peak. On time is approximately: 

tON =0.2.R· C. 

After crossing the lower threshold, the resistor continues 
to discharge the capacitor to approximately 3V, where it 
waits for the next oscillator cycle. 

Maximum Frequency vs R On Time vs R VFO Frequency vs IVFO 
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FLT (-) 
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R 

FAULT MANAGEMENT SECTION 

R 

During UVLO, the fault management section is initialized. 
The latch is reset, and both Sft Strt (soft start) and Rst 
Diy (restart delay) are pulled low. When Sft Strt is low, it 
lowers the upper clamp of the error amplifier. As Sft Strt 
increases in voltage, the upper clamp increases from a 
value equal to the lower clamp until it is 2V more positive. 
A capacitor to ground from the Sft Strt pin will control the 
start rate. 

UNCOMMITTED COMPARATOR 

The uncommitted comparator, biased from the reference 
voltage, operates independently from the rest of the chip. 
The open collector output is capable of sinking 2mA. The 
inputs are valid in the common mode range of -0.3 to 
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3.0V. As long as one of the inputs is within this range, the 
other can be as high as 5V. 

The high speed fault comparator will work over the input 
common mode range of -0.3 to 3.0V. When a fault is 
sensed, the one shot is immediately terminated, Sft Strt 
is pulled low, and Rst Diy is allowed to go high. Three 
modes of fault disposition can easily be implemented. If 
Rst Diy is externally held low, then a detected fault will 
shut the chip down permanently. If the Rst Diy pin is left 
open, a fault will simply cause an interruption of opera
tion. If a capacitor is connected from Rst Diy to ground, 
then hic-up operation is implemented. The hic-up time is: 

tOFF =600kQ eCe(RstDIY). 
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1K 

UC1860 
UC2860 
UC3860 

NOTE: PIN NUMBERS REFER TO THE DIP 

OPEN LOOP LABORATORY TEST FIXTURE 

The open loop laboratory test fixture is designed to allow 
familiarization with the operating characteristics of the 
UC3860. Note the pin numbers apply to the DIP. 

To get started, preset all the options as follows: 

Adjust the error amplifier variable resistor pot (R1) 
so the wiper is at a high potential. 

Open the IVFO resistor switch (81). 

Throw the Trig switch (82) to ground. 

Throw the Osc Dsbl switch (83) to ground. 

Throw the uncommitted comparator switch (84) to 
ground. 

Throw the UVLO switch (85) to the resistive divider. 

Throw the Out Mode switch (86) to ground. 

Open the restart delay switch (87). 

Throw the fault switch (88)to ground. 

In this configuration, the chip will operate for Vee greater 
than 12V. Adjustment of the following controls allows ex
amination of specific features. 

R1 adjusts the output of the error amp. Notice the voltage 
at pin 5 is limited from OV to 2V above the voltage at pin 
7. 

81 changes the error amp output to VFO gain. With 81 
open, the maximum frequency is determined by the error 
amp output. With 81 closed, the one shot will set the 
maximum frequency. 

82 demonstrates the trigger. An external trigger signal 
may be applied. When the switch is set to the resistive di
vider, the chip will operate in consecutive mode (ie: A,B, 
off ... ) 

83 allows input of an external logic signal to disable the 
oscillator. 

84 demonstrates the uncommitted comparator. When set 
to output A, the comparator will accelerate the discharge 
of pin 9, shortening the output pulse. 

85 shorted to ground will disable the chip and the outputs 
will be low. If the switch is open, the Vee start and stop 
thresholds are 17V and 10V. 8witched to the resistive di
vider, the thresholds are approximately 12V and 10V. 

86 sets the mode of the toggle flip-flop. When grounded, 
the outputs operate alternately. 8witched to 5V, the out
puts switch in unison. (Note: If 86 and 82 are set for uni
son operation and triggered consecutive outputs, the chip 
will free run at the maximum frequency determined by the 
one shot.) 

87 open allows the chip to restart immediately after a 
fault sense has been removed. When grounded, it 
causes the chip to latch off indefinitely. This state can be 
reset by UVLO, Vee, or opening the switch. Connected to 
IILF programs a hic-up delay time of 600 ms. 

88 allows the simulation of a fault state. When flipped to 
the RC network, the comparator monitors scaled average 
voltage of output B. Adjusting frequency will cause the 
comparator to sense a 'fault' and the chip will enter fault 
sequence. 
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OUTPUT STAGE 

The two totem pole output stages can be programmed by 
Mode to operate alternately or in unison. When Mode is 
low the outputs alternate. During UVLO, the outputs are 
low. 

Extreme care needs to be exercised in the application of 
these outputs. Each output can source and sink transient 
currents of 2A or more and is designed for high values of 
dl/dt. This dictates the use of a ground plane, shielded in
terconnect cables, Schottky diode clamps from the output 
pins to Pwr Gnd (power ground), and some series resis
tance to provide damping. Pwr Gnd should not exceed 
±0.2V from signal ground. 

Output Rise & Fall Time vs Load Capacitance 
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The reference should be bypassed with a 0.11lF ceramic 
capacitor from the VREF pin directly to the ground plane 
near the Signal Ground pin. The timing capacitors on 
CVFO and RC should be treated likewise. Vee, however, 
should be bypassed with a ceramic capacitor from the 
Vee pin to the section of ground plane that is connected 
to Power Ground. Any required bulk reservoir capacitor 
should parallel this one. The two ground plane sections 
can then be joined at a single point to optimize noise re
jection and minimize DC drops. 

Output Saturation Voltage vs Load Current 
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~UNITRODE 
UC1861-1868 
UC2861-2868 
UC3861-3868 

Resonant-Mode Power Supply Controllers 
FEATURES 
• Controls Zero Current Switched (ZCS) 

or Zero Voltage Switched (ZVS) 
Quasi-Resonant Converters 

• Zero-Crossing Terminated One-Shot 
Timer 

• Precision 1 %, Soft-Started 5V 
Reference 

• Programmable Restart Delay 
Following Fault 

• Voltage-Controlled Oscillator (VCO) 
with Programmable Minimum and 
Maximum Frequencies from 10kHz to 
1MHz 

• Low Start-Up Current (1501lA typical) 

• Dual 1 Amp Peak FET Drivers 

• UVLO Option for Off-Line or DC/DC 
Applications 

Device 1861 1862 
UVLO 16.5/10.5 16.5/10.5 

Outputs Altemating Parallel 
"Fixed" Off Time Off Time 

BLOCK DIAGRAM 

DESCRIPTION 
The UC1861-1868 family of ICs is optimized for the control of Zero Cur
rent Switched and Zero Voltage Switched quasi-resonant converters. Dif
ferences between members of this device family result from the various 
combinations of UVLO thresholds and output options. Additionally, the 
one-shot pulse steering logic is configured to program either on-time for 
ZCS systems (UC1865-1868), or off-time for ZVS applications (UC1861-
1864). 

The primary control blocks implemented include an error amplifier to com
pensate the overall system loop and to drive a voltage controlled oscillator 
(VCO), featuring programmable minimum and maximum frequencies. Trig
gered by the VCO, the one-shot generates pulses of a programmed maxi
mum width, which can be modulated by the Zero Detection comparator. 
This circuit facilitates ''true" zero current or voltage switching over various 
line, load, and temperature changes, and is also able to accommodate the 
resonant components' initial tolerances. 

Under-Voltage Lockout is incorporated to facilitate safe starts upon 
power-up. The supply current during the under-voltage lockout period is 
typically less than 150IlA, and the outputs are actively forced to the low 
state. (continued) 
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DESCRIPTION (cont.) 
UVLO thresholds for the UC1861/62165/66 are 16.5V 
(ON) and 10.5V (OFF), whereas the UC1863/64/67/68 
thresholds are 8V (ON) and 7V (OFF). After Vee ex
ceeds the UVLO threshold, a 5V generator is enabled 
which provides bias for the internal circuits and up to 
10mA for external usage. 

A Fault comparator serves to detect fault conditions and 
set a latch while forcing the output drivers low. The Soft
Ref pin serves three functions: providing soft start, re-

ABSOLUTE MAXIMUM RATINGS 
vcc ........................................... 22V 
Output Current 

Source or Sink (Pins 11 & 14) ..................... 0.5A 
DC Pulse (0.5lJS) ............................... 1.5A 

Power Ground Voltage ........................... ±0.2V 
Inputs (Pins 2,3,10, & 15) .................... --0.4 to 7V 
Error Amp Output Current ........................ ±2mA 
Power Dissipation ................................ 1 W 
Junction Temperature (Operating) .................. 150°C 
Lead Temperature (Soldering, 10 seconds) .......... 300°C 

All voltages are with respect to signal ground and all currents 
are positive into the specified terminal. Pin numbers refer to 
the J and N packages. Consult Unitrode Integrated Circuits da
tabook for information regarding thermal specifications and 
limitations of packages. 

DIL-16, SOIC-16 (Top View) 
J or N, DW Packages 

UC1861-1868 
UC2861-2868 
UC3861-3868 

start delay, and the internal system reference. 

Each device features dual 1 Amp peak totem pole output 
drivers for direct interface to power MOSFETS. The out
puts are programmed to alternate . in the 
UC1861/63/65/67 devices. The UC1862164/66168 out
puts operate in unison alliowing a 2 Amp peak current. 

CONNNECTION DIAGRAMS 

PLCC-20 & LCC-20 (Top View) 
Q&L Package 

P~KA.JlE PIN FUNCTION 
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5V 2 
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7 15 RC 10 
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8 14 NC 12 9 10 11 12 13 
NC 13 
A Out 14 
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B.JM 18 
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UC1861-1868 
UC2861-2868 
UC3861-3868 

ELECTRICAL CHARACTERISTICS Unless otherwise stated, all specifications apply for -55°C:;;TA,;125°C for the 
UC186x, -25°C:;;T M85°C for the UC286x, and O°C:;;T M70°C for the UC386x, Vcc=12V, Cvco=1 nF, Range= 7 .15k, RMIN=86.6k, 
C C =200pF, R=4.02k, and sr=0.1I1F. TA=TJ. 

PARAMETER TEST CONDITIONS MIN TVP MAX UNITS 

SV Generator 

Output Voltage 12V:;; Vcc:;; 20V, -10mA :;; 10,; OmA 4.8 5.0 5.2 V 

Short Circuit Current Vo=OV -150 -15 mA 

Soft-Reference 

Restart Delay Current V=2V 10 20 35 itA 

Soft Start Current V=2V -650 -500 -350 I-lA 

Reference Voltage TJ = 25°C, 10 = OA 4.95 5.00 5.05 V 

12V :;; Vcc,; 20V, -2001tA :;; 10 :;; 200l-lA 4.85 5.15 V 

Line Regulation 12V < Vcc < 20V 2 20 mV 

Load Regulation -2001tA :;; 10 :;; 2OOl-lA 10 30 mV 

Error Amplifier (Note 3) 

Input Offset Voltage VCM=5V, Vo=2V, 10=OA -10 10 mV 

Input Bias Current VCM= OV -2.0 -0.3 _!if\_ 
Voltage Gain Vcm = 5V, 0.5V:;; Vo:;; 3.7V, 10 = OA 70 100 dB 

Power Supply Rejection Ratio Vcm = 5V, Vo = 2V, 12V < Vcc < 20V 70 100 dB 

Error Amplifier (Note 3) (cont.) 

Common Mode Rejection Ratio OV:;; Vcm:;;6V, Vo=2V 65 100 dB 

VourLow VID = -100mV, 10 = 2001tA 0.17 0.25 V 

Your High VID = 100mV, 10 = -2001tA 3.9 4.2 V 

Unity Gain Bandwidth I (Note 4) 0.5 0.8 MHz 

Voltage Controlled Oscillator 

Maximum Frequency VID (Error Amp) = 100mV, TJ = 25°C 450 500 550 kHz 

VID (Error Amp) = 100mV 425 575 kHz 

Minimum Frequency VID (Error Amp) = -100mV, TJ = 25°C 45 50 55 kHz 

VID (Error Amp) = -100mV 42 58 kHz 

One Shot 

Zero Comparator Vth 0.45 0.50 0.55 V 

Propagation Delay I (Note 4) 120 200 ns 

Maximum Pulse Width VZERO = 1V 850 1000 1150 ns 

Maximum to Minimum Pulse VZERO = OV UCx861 - UCx864 2.5 4 5.5 

Width Ratio VZERO= OV UCx865 - UCx868. -55°C to +85°C 4 5.5 7 

VZERO = OV UCx865 - UCx868, + 125°C 3.8 5.5 7 

Output Stage 

Rise and Fall Time CLOAD = 1nF (Note 4) 25 45 ns 

Output Low Saturation 10 = 20mA 0.2 0.5 V 

10 = 200mA 0.5 2.2 V 

Output High Saturation 10 = -200mA, down from Vcc 1.7 2.5 V 

UVLO Low Saturation 10 = 20mA 0.8 1.5 V 

Fault Comparator 

Fault Comparator Vth 2.85 3.00 3.15 V 

Delay to Output (Note 4) (Note 5) 100 200 ns 
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UC1861-1868 
UC2861-2868 
UC3861-3868 

ELECTRICAL CHARACTERISTICS Unless otherwise stated, all specifications apply for -55°C:5T,A,;125°C for the 
UC186x, -25°C:5TAS85°C for the UC286x, and 0°C~T,A,;70°C for the UC386x, Vcc=12V, Cvco=1nF, Range=7.15k, RMIN=86.6k, 
C 0 F R k dC F T T =20Jpl, =4.02 ,an sr=0.11l1 . A= J. 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

UVLO 

Vcc Turn-on Threshold UCx861, UCx862, UCx865, UCx866 15 16.5 18 V 

UCx863, UCx864, UCx867, UCx868 7 8.0 9 V 

Vcc Turn-off Threshold UCx861, UCx862, UCx865, UCx866 9.5 10.5 11.5 V 

UCx863, UCx864, UCx867, UCx868 6 7.0 8 V 

Icc Start Vcc = Vcc(on) - 0.3V 150 300 !lA 
Icc Run VID= 100rnV 25 32 rnA 

Note 1: Currents are defined as positive into the pin. 
Note 2: Pulse measurement techniques are used to insure that TJ = TA. 
Note 3: VID = V(NI) - V(INV). 
Note 4: This parameter is not 100% tested in production but guaranteed by design. 
Note 5: Vi = 0 to 4V tr(Vi) ~ 10ns tpd = t(Vo = 6V) - t(Vi = 3V) 

APPLICATION INFORMATION 
UVLO & 5V GENERATOR (See Figure 1): When power 
is applied to the chip and Vcc is less than the upper 
UVLO threshold, Icc will be less than 300lJA, the 5V gen
erator will be off, and the outputs will be actively held low. 

When Vcc exceeds the upper UVLO threshold, the 5V 
generator turns on. Until the 5V pin exceeds 4.9V, the 
outputs will still remain low. 

The 5V pin should be bypassed to signal ground with a 
O.1j.1F capacitor. The capacitor should have low equiva
lent series resistance and inductance. 

FAULT AND SOFT-REFERENCE (See Figure 1): The 
Soft-Ref pin serves three functions: system reference, re
start delay, and soft-start. Designed to source or sink 
2001JA. this pin should be used as the input reference for 
the error amplifier circuit. This pin requires a bypass ca
pacitor of at least O.1j.1F. This yields a minimum soft-start 
time of 1ms. 

Under-Voltage Lockout sets both the fault and restart de
lay latches. This holds the outputs low and discharges 
the Soft-Ref pin. After UVLO, the fault latch is reset by 
the low voltage on the Soft-Ref pin. The reset fault latch 
resets the delay latch and Soft-Ref charges via the 
O.5mA current source. 

The fault pin is input to a high speed comparator with a 
threshold of 3V. In the event of a detected fault, the fault 
latch is set and the outputs are driven low. If Soft-Ref is 
above 4V, the delay latch is set. Restart delay is timed as 
Soft-Ref is discharged by 201JA. When Soft-Ref is fully 
discharged, the fault latch is reset if the fault input signal 
is low. The Fault pin can be used as a system shutdown 
pin. 

If a fault is detected during soft-start, the fault latch is set 
and the outputs are driven low. The delay latch will re
main reset until Soft-Ref charges to 4V. This sets the de
lay latch, and restart delay is timed. Note that restart 
delay for a single fault event is longer than for recurring 
faults since Soft-Ref must be discharged from 5V instead 
of4V. 

The restart delay to soft-start time ratio is 24:1 for a fault 
occurring during normal operation .and 19:1 for faults oc
curring during soft-start. Shorter ratios' can be pro
grammed down to a limit of approximately 3:1 by the 
addition of a 20kn or larger resistor from Soft-Ref to 
ground. 

A 100kn resistor from Soft-Ref to 5V will have the effect 
of permanent shut down after a fault since the internal 
201JA current source can't pull Soft-Ref low. This feature 
can be used to require recycling Vcc after a fault. Care 
must be taken to insure Soft-Ref is indeed low at start up, 
or the fault latch will never be reset. 
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APPLICATION INFORMATION 

.>-----IR 

Precision 
5V Zener 

b4--------1R 

Output(s) (UVLO) 

Output(s) (Fault) 

.1. Soft-Start 
'V 0 or O.5IlA 

.1. Restart 
'V Delay 20llA 

'UCx861/62/65/66 thresholds are 16.5V and 10.5V. 
UCx863/64/67/68 thresholds are 8V and 7V. 

_5V ---IV 
Soft-Ref 

Fault 

Output(s) 

: 5.0V ..... y. ---~ 

Soft 
Start 

· .. · . · . · . · . · . 

LOW i--7--T~~' fj 

Figure 1. UVLO, 5V, fault and soft-ref. 
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UC1861-1868 
UC2861-2868 
UC3861-3868 

-
Sig Gnd 

UDG·92020 

UDG·92021-1 



From 
Feedback ~ 

Error Amp 5V 

and ~ 
Reference .--C:~---LJ-+/ 

Range 

Rmin 

Cvco I7n 

- 5V 

15K 

Vth2 

15K 

Vthl 

~zero 12K 

VCO 

I min Irange 

Clock l n n I (Internal) 
'----. ----' '--------' '--------' 

Vth2 ................. ~::-;-;:-o= 
RC Vth1 ........ :" ............................................................ ( ... . 

Ze,o 0.5v ......... , .................... I .................... ............. JI\ . 
: : : 

................. 

One Shot~ ________ ~ 
Minimum 

Pulse 
Maximum 

Pulse 
Zero Controlled 

Pulse 

Figure 2. Error Amp, Voltage Controlled Oscillator, and One Shot 
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UC2861-2868 
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UDG·92023·1 



APPLICATION INFORMATION 
Minimum oscillator frequency is set by Rmin and Cvco. 
The minimum frequency is approximately given by the 
equation: 

F 4.3 
MIN == -,----:-

RMIN .Cvco 

Maximum oscillator frequency is set by Rmin, Range & 
Cvco. The maximum frequency is approximately given by 
the equation: 

F 3.3 
MAX == ---,-------c-

(RMIN I t Range). Cvco 

STEERING LOGIC 

One Shot 

vcc 

Out A 

Out B 

Pwr Gnd 

UOG·92013 

The steering logic is configured on the UG1861,63 to result in 
dual non-overlapping square waves at outputs A & B. This is 
suited to drive dual switch ZVS systems. 

vcc 

One Shot-_ ...... <I>T Out A 

Out B 

Pwr Gnd 

UOG·92015 

The steering logic is configured on the UG1865,67 to result in 
alternating pulse trains at outputs A & B. This is suited to drive 
dual switch ZGS systems. 

UC1861-1868 
UC2861-2868 
UC3861-3868 

The Error Amplifier directly controls the oscillator fre
quency. EtA output low corresponds to minimum fre
quency and output high corresponds to maximum 
frequency. At the end of each oscillator cycle, the RC pin 
is discharged to one diode drop above ground. At the be
ginning of the oscillator cycle, V(RC) is less than Vth1 
and so the output of the zero detect comparator is ig
nored. After V(RC) exceeds Vth1, the one shot pulse will 
be terminated as soon as the zero pin falls below O.5V or 
V(RC) exceeds Vth2. The minimum one shot pulse width 
is approximately given by the equation: 

Tpw(min) == 0.3. R. C. 

The maximum pulse width is approximately given by: 

Tpw(max) == 1.2. R. C. 

One Shot 
Fault Latch 

UVLO 

Output 

0.50 

UOG-92014 

The steering logic is configured on the UG1862,64 to result in 
inverted pulse trains occurring identically at both output pins. 
This is suited to drive single switch ZVS systems. Both outputs 
are available to drive the same MOSFET gate. It is advisable 
to join the pins with 0.5 ohm resistors. 

One Shot 
Fault Latch 

UVLO 

Output 

0.50 

UOG-92016 

The steering logic is configured on the UG1866,68 to result in 
non-inverted pulse trains occurring identically at both output 
pins. This is suited to drive single switch ZGS systems. Both 
outputs are available to drive the same MOSFET gate. It is ad
visable to join the pins with 0.5 ohm resistors. 
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APPLICATION INFORMATION (cont.) 

Internal One Shot 

UCx861,63 

UCx862,64 

UCx865,67 

UCx866,68 

Figure 3. Current waveforms. 

UNITRODE CORPORATION 
7 CONTINENTAL BLVD.· MERRIMACK, NH 03054 
TEL. (603) 424-2410· FAX (603) 424-3460 

Jl 
OutA~ 

Out B l 

LJ 
Out A Jl 
Out B 

Jl 

UC1861-1868 
UC2861-2868 
UC3861-3868 

n n IL 

L 
I 

U U LJ 

n 
n IL 

n n IL UDG-92017 
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~UNITRODE 
I application II 
I~ I available I 

UC1875/6nl8 
UC2875/6nl8 
UC3875/6nl8 

Phase Shift Resonant Controller 
FEATURES 
• Zero to 100% Duty Cycle Control 

• Programmable Output Turn-On Delay 

• Compatible with Voltage or Current 
Mode Topologies 

• Practical Operation at Switching 
Frequencies to 1 MHz 

• Four 2A Totem Pole Outputs 

• 10MHz Error Amplifier 

• Undervoltage Lockout 

• Low Startup Current -1501JA 

• Outputs Active Low During UVLO 

• Soft-Start Control 

• Latched Over-Current Comparator 
With Full Cycle Restart 

• Trimmed Reference 

BLOCK DIAGRAM 

DESCRIPTION 
The UC1875 family of integrated circuits implements control of a bridge 
power stage by phase-shifting the switching of one half-bridge with respect 
to the other, allowing constant frequency pulse-width modulation in combi
nation with resonant, zero-voltage switching for high efficiency perfor
mance at high frequencies. This family of circuits may be configured to 
provide control in either voltage or current mode operation, with a separate 
over-current shutdown for fast fault protection. 

A programmable time delay is provided to insert a dead-time at the turn-on 
of each output stage. This delay, providing time to allow the resonant 
switching action, is independently controllable for each output pair (A-B, 
C-D). 

With the oscillator capable of operation at frequencies in excess of 2MHz, 
overall switching frequencies to 1 MHz are practical. In addition to the stan
dard free running mode, with the CLOCKSYNC pin, the user may configure 
these devices to accept an external clock synchronization signal, or may 
lock together up to 5 units with the operational frequency determined by 
the fastest device. 

Protective features include an undervoltage lockout which maintains all 
outputs in an active-low state until the supply reaches a 10.75V threshold. 
1.5V hysteresis is built in for reliable, boot-strapped chip supply. 
Over-current protection is provided, and will latch the outputs in the OFF 
state within 70nsec of a fault. The current-fault circuitry implements 
full-cycle restart operation. (continued) 

r-----------------------------------------------------I 

07199 

I TOGGLE FF I 
I 
I 

CLOCKSYNC 17~====~--:-_--, 

SOFTST ART 61-----r------+--, 

I 

l.--~~-_+_--__l7 g~~AYSET 

I 1 VREF 
I 

i ----$;I GND 
I 4~V ~ ~ 
L.. _____________________________________________________ .J UDG.95073 
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DESCRIPTION (cont.) 
Additional features include an error amplifier with band
width in excess of 7MHz, a 5V reference, provisions for 
soft-starting, and flexible ramp generation and slope com
pensation circuitry. 

These devices are available in 20-pin DIP, 28-pin 
"bat-wing" sOle and 28 lead power PLee plastic pack
ages for operation over both ooe to 70°C and -25°C to 
+85°e temperature ranges; and in hermetically sealed 
cerdip, and surface mount packages for -55°C to +125°e 
operation. 

Device 

UC1875 

UC1876 

UC1877 
UC1878 

UVLO 
Turn-On 

10.75 
15.25V 
10.75V 

15.25V 

ABSOLUTE MAXIMUM RATINGS CONNECTION DIAGRAMS 

Supply Voltage (VC, VIN) .......................... 20V 
Output Current, Source or Sink 

DC ...... · ................................... 0.5A 
Pulse (0.5J.lS) .................................. 3A 

Analog I/0s 
(Pins 1, 2, 3, 4, 5, 6, 7,15,16,17,18,19) .... -0.3 to 5.3V 

Storage Temperature Range ............. -65°C to +150°C 
Junction Temperature ................... -55°C to +150°C 
Lead Temperature (Soldering, 10 sec.) ............ +300°C 
Note: Pin references are to 20 pin packages. All voltages are 

with respect to ground. Currents are positive into, neg
ative out of, device terminals. Consult Unitrode 
databook for information regarding thermal specifica
tions and limitations of packages. 

SOIC-28, (Top View) 
DWP Package 
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DiI-20 (Top View) 
J or N Package 

VREF 1 

SOFT START 6 

DELA YSET CoD 7 

VC 

PLCC-28 (Top View) 
QP Package 

VIN 

PWRGND 

OUTB 

OUTA 

N/C 5 

N/C 6 
DELAYSET A-B 7 

FREQSET 8 

CLOCKSYNC 9 
SLOPE 10 
RAMP 11 

GND 

GND 

GND 

UC1875/61718 
UC2875/61718 
UC3875/61718 

UVLO Delay 
Turn-Off Set 

9.25V Yes 
9.25V Yes 
9.25V No 
9.25V No 

GND 

RAMP 

SLOPE 

CLOCKSYNC 

FREQSET 

DELAYSET A·B 

OUTA 

OUTB 

PWRGND 

VC 

OUTC 

OUTO 

25 DELAY SET CoD 

24 SOFTSTART 

23 CS+ 
22 EA+ 

21 EA-

20 E/AOUT 

VREF 

GND 

GND 

GND 

GND 



UC1875/617/8 
UC2875/617/8 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, -55°C < T A < 125°C for the UC1875/61718, -25°C < T A < 
85°C for the UC2875/61718 and O°C < T A < 70°C for the UC3875/61718, VC = VIN = 12V, RFREQSET = 12kn, CFREQSET = 330pF, 
RSLOPE - 12kn CRAMP - 200pF CDELAYSET A B - CDELAYSET e D - 0 01 flF IDELAYSET A B - IDELAYSET e D - -500flA TA - TJ - - " - " - - " - , -

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

Undervoltage Lockout 

Start Threshold UC1875/UC1877 10.75 11.75 V 

UC1876/UC1878 15.25 V 

UVLO Hysteresis UC1875/UC1877 0.5 1.25 2.0 V 

UC1876/UC1878 6.0 V 

Supply Current 

liN Startup VIN = 8V, VC = 20V, RSLOPE open, IDELAY = 0 150 600 flA 
Ie Startup VIN = 8V, VC = 20V, RSLOPE open, IDELAY = 0 10 100 flA 

liN 30 40 mA 

Ie 15 30 mA 

Voltage Reference 

Output Voltage TJ= +25°C 4.92 5 5.08 V 

Line Regulation 11 < VIN < 20V 1 10 mV 

Load Regulation IVREF=-10mA 5 20 mV 

Total Variation Line, Load, Temperature 4.9 5.1 V 

Noise Voltage 10Hz to 10kHz 50 flVrms 

Long Term Stability TJ = 125°C, 1000 hours 2.5 mV 

Short Circuit Current VREF = OV, TJ = 25°C 60 mA 

Error Amplifier 

Offset Voltage 5 15 mV 

Input Bias Current 0.6 3 flA 
AVOL 1V < VEIAOUT<4V 60 90 dB 

CMRR 1.5V < VCM < 5.5V 75 95 dB 

PSRR 11 V < VIN < 20V 85 100 dB 

Output Sink Current VEIAOUT= 1V 1 2.5 mA 

Output Source Current VEIAOUT=4V -1.3 -0.5 mA 

Output Voltage High IEIAOUT = -0.5mA 4 4.7 5 V 

Output Voltage Low IEIAOUT= 1mA 0 0.5 1 V 

Unity Gain BW 7 11 MHz 

Slew Rate 6 11 V/flsec 

PWM Comparator 

Ramp Offset Voltage TJ = 25°C (Note 3) 1.3 V 

Zero Phase Shift Voltage (Note 4) 0.55 0.9 V 

PWM Phase Shift (Note1) VEIAOUT> (Ramp Peak + Ramp Offset) 98 99.5 102 % 

VEIAOUT < Zero Phase Shift Voltage 0 0.5 2 % 

Output Skew (Note 1) VEIAOUT < 1V 5 ±20 nsec 

Ramp to Output Delay UC3875/61718 (Note 6) 65 100 nsec 

UC1875/61718, UC2875/61718 (Note 6) 65 125 nsec 

Oscillator 

Initial Accuracy TJ=25°C 0.85 1 1.15 MHz 

Voltage Stability 11V<VIN<20V 0.2 2 % 

Total Variation Line, Temperature 0.80 1.20 MHz 

Sync Pin Threshold TJ=25°C 3.8 V 

Clock Out Peak TJ=25°C 4.3 V 

Clock Out Low TJ = 25°C 3.3 V 

Clock Out Pulse Width RCLOeKSYNC = 3.9kn 30 100 nsec 
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UC1875/sn18 
UC2875/sn18 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, -55°C < T A < 125°C for the UC1875/6f718, -25°C < T A < 
85°C for the UC2875/61718 andO°C < T A < 70°C for the UC3875/6f718, VC = VIN = 12V, RFREQSET = 12kQ, CFREQSET = 330pF, 
RSLOPE = 12kQ CRAMP = 200pF CDELAYSET A B = CDELAYSET e D = 0 01 ~F IDELAYSET A B = IDELAYSET e D = -500j.tA TA = TJ , , , , 

PARAMETER TEST CONDITIONS 

Maximum Frequency RFREQSET = 5kQ 

Ramp Generator/Slope ComJl4!nsation 

Ramp Current, Minimum ISLOPE = 10j.tA, VFREQSET = VREF 

Ramp Current, Maximum ISLOPE = 1 mA, VFREQSET = VREF 

Ramp Valley 

Ramp Peak - Clamping Level RFREQSET = 100kQ 

Current Limit 

Input Bias Ves+=3V 

Threshold Voltage 

Delay to Output UC3875/61718 

UC1875/61718, UC2875/6f718 

Soft-StartlReset Delay 

Charge Current VSOFTSTART= 0.5V 

Discharge Current VSOFTSTART= 1V 

Restart Threshold 

Discharge Level 

Output Drivers 

Output Low Level IOUT=50mA 

lOUT = 500mA 

Output High Level IOUT=-50mA 

lOUT = -500mA 

Delay Set (UC1875 and UC1876 only) 

Delay Set Voltage IDELAY = -500~ 

Delay Time IDELAY = -250j.tA (Note 5) (UC3875/617/8, 
UC2875/61718) 

IDELAY = -250j.tA (Note 5) (UC1875/6f718) 

Note 1: Phase shift percentage (0% = 0°, 100% = 180°) is de

fined as 9 = 2~0 <1>%, where 9 is the phase shift, and <1> and Tare 

OUTA 50% 
OUTB 

OUTe 
defined in Figure 1. At 0% phase shift, <1> is the output skew. OUTO 

Note 2: Delay time is defined as delay = T (112-(duty cycle)), 
where T is defined in Fig. 1. 

MIN 

I 2 

-0.8 

2.4 

-20 

120 

4.3 

2.3 

150 

150 

Note 3: Ramp offset voltage has a temperature coefficient of Duty Cycle = tIT Period = T 

about-4mVI"C. TOHL (A to C) = TOHL (B to D) = <1> 

Note 4: Zero phase shift voltage has a temperature coefficient of 
about -2mVI"C. 

Note 5: Delay time can be programmed via resistors from the de-
625_10-12 

lay set pins to ground. Delay time ",' sec. Where 
IDELAy 

I Delaysetvoltage The recommended range for IDELAY 

RAMp· ---L~O% 
PIN ---.J 

90% 

TYP MAX UNITS 

MHz 

-11 -14 j.tA 

-0.95 mA 

0 V 

3.8 4.1 V 

2 5 j.tA 

2.5 2.6 V 

85 125 nsec 

85 150 nsec 

-9 -3 j.tA 

230 j.tA 

4.7 V 

300 mV 

0.2 0.4 V 

1.2 2.6 V 

1.5 2.5 V 

1.7 2.6 V 

2.4 2.6 V 

250 400 nsec 

250 600 nsec 

UDG·95074 

DELAY- RDELAy 

is 25~:O; IDELAY:O; 1mA 

Note 6: Ramp delay to output time is defined in Fig. 2. 

DUTe 
DUTD 

~ M~ " oo,~ on" 
UOG·95075 
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PIN DESCRIPTIONS 
CLOCKSYNC (bi-directional clock and synchroniza
tion pin): Used as an output, this pin provides a clock 
signal. As an input, this pin provides a synchronization 
point. In its simplest usage, multiple devices, each with 
their own local oscillator frequency, may be connected 
together by the CLOCKSYNC pin and will synchronize 
on the fastest oscillator. This pin may also be used to 
synchronize the device to an external clock, provided the 
external signal is of higher frequency than the local oscil
lator. A resistor load may be needed on this pin to mini
mize the clock pulse width. 

ElAOUT (error amplifier output): This is is the gain 
stage for overall feedback control. Error amplifier output 
voltage levels below 1 volt will force 0° phase shift. Since 
the error amplifier has a relatively low current drive capa
bility, the output may be overridden by driving with a suf
ficiently low impedance source. 

CS+ (current sense): The non-inverting input to the cur
rent-fault comparator whose reference is set internally to 
a fixed 2.5V (separate from VREF). When the voltage at 
this pin exceeds 2.5V the current-fault latch is set, the 
outputs are forced OFF and a SOFT-START cycle is initi
ated. If a constant voltage above 2.5V is applied to this 
pin the outputs are disabled from switching and held in a 
low state until the CS+ pin is brought below 2.5V. The 
outputs may begin switching at 0 degrees phase shift be
fore the SOFTST ART pin begins to rise -- this condition 
will not prematurely deliver power to the load. 

FREQSET (oscillator frequency set pin): A resistor 
and a capacitor from FREQSET to GND will set the oscil
lator frequency. 

DELAYSET A-B, DELAYSET CoD (output delay con
trol): The user programmed current flowing from these 
pins to GND set the turn-on delay for the corresponding 
output pair. This delay is introduced between turn-off of 
one switch and turn-on of another in the same leg of the 
bridge to provide a dead time in which the resonant 
switching of the external power switches takes place. 
Separate delays are provided for the two half-bridges to 
accommodate differences in the resonant capaCitor 
charging currents. 

UC1S75/6n1S 
UC2S75/6n1S 
UC3S75/6n1S 

pin, any bypass capacitor on the VREF pin, bypass·ca
pacitors on VIN and the ramp capacitor, on the RAMP 
pin, should be connected directly to the ground plane 
near the signal ground pin. 

OUTA-OUTD (outputs A-D): The outputs are 2A to
tem-pole drivers optimized for both MOSFET gates and 
level-shifting transformers. The outputs operate as pairs 
with a nominal 50% duty-cycle. The A-B pair is intended 
to drive one half-bridge in the external power stage and 
is syncronized with the clock waveform. The CoD pair 
will drive the other half-bridge with switching phase 
shifted with respect to the A-B outputs. 

PWRGND (power ground): VC should be bypassed 
with a ceramic capacitor from the VC pin to the section of 
the ground plane that is connected to PWRGND. Any re
quired bulk reservoir capacitor should parallel this one. 
Power ground and signal ground may be joined at a sin
gle point to optimize noise rejection and minimize DC 
drops. 

RAMP (voltage ramp): This pin is the input to the PWM 
comparator. Connect a capaCitor from here to GND. A 
voltage ramp is developed at this pin with a slope: 

dV Sense Voltage 

dT RSLOPE • CRAMP 

Current mode control may be achieved with a minimum 
amount of external circuitry, in which case this pin pro
vides slope compensation. 

Because of the 1.3V offset between the. ramp input and 
the PWM comparator, the error amplifier output voltage 
can not exceed the effective ramp peak voltage and duty 
cycle clamping is easily achievable with appropriate val
ues of RSLOPE and CRAMP· 

SLOPE (set ramp slope/slope compensation): A resis
tor from this pin to VCC will set the current used to gen
erate the ramp. Connecting this resistor to the DC input 
line voltage will provide voltage feed-forward. 

SOFTSTART (soft start): SOFTSTART will remain at 
GND as long as VIN is below the UVLO threshold. 
SOFTSTART will be pulled up to about 4.8V by an inter
nal 9J.lA current source when VIN becomes valid (assum

EA- (error amplifier inverting input): This is normally ing a non-fault condition). In the event of a current-fault 
connected to the voltage divider resistors which sense (CS+ voltage exceeding 2.5V), SOFTSTART will be 
the power supply output voltage level. pulled to GND and them ramp to 4.8V. If a fault occurs 

EA+ (error amplifier non-inverting input): This is nor- during the SOFTSTART cycle, the outputs will be imme
mally connected to a reference voltage used for compari- diately disabled and SOFTSTART must charge fully prior 
son with the sensed power supply output voltage level at to resetting the fault latch. 

the EA+ pin. For paralleled controllers, the SOFTSTART pins may be 
GND (signal ground): All voltages are measured with paralled to a single capacitor, but the charge currents will 
respect to GND. The timing capacitor, on the FREQSET be additive. 
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PIN DESCRIPTIONS (cont.) 
VC (output switch supply voltage): This pin supplies 
power to the output drivers and their associated bias cir
cuitry. Connect VC to a stable source above 3V for nor
mal operation, above 12V for best performance. This 
supply should be bypassed directly to the PWRGNO pin 
with low ESR, low ESL capacitors. 

VIN (primary chip supply voltage): This pin supplies 
power to the logic and analog circuitry on the integrated 
circuit that is not directly associated with driving the out
put stages. Connect VIN to a stable source above 12V 
for normal operation. To ensure proper chip functionality, 
these devices will be inactive until VIN exceeds the up
per undervoltage lockout threshold. This pin should by 
bypassed directly to the GNO pin with low ESR, low ESL 
capacitors. 

APPLICATION INFORMATION 
Undervoltage Lockout Section 

VIN 

VREF 

GND D--J 
TO SOFT· 

START 
LOGIC 

The high frequency oscillator may be either 
free-running or externally synchronized. For 
free-running operation, the frequency is set via an ex-

Simplified Oscillator Schematic 
VREF 

1-+_+-_+---+ '-_+-__ -+-.TO LOGIC 

UDG·95077 

UC1875/617/8 
UC2875/617/8 
UC3875/617/8 

NOTE: When VIN exceeds the UVLO threshold the sup
ply current (lIN) will jump from about 100/-lA to a current 
in excess of 2011A, If the UC1875. is not connected to a 
well bypassed supply, it may immediately enter UVLO 
again. 

VREF: This pin is an accurate 5V voltage reference. This 
output is capable of delivering about 60mA to peripheral 
circuitry and is intemally short circuit current limited. 
VREF is disabled while VIN is low enough to force the 
chip into UVLO. The circuit is also in UVLO until VREF 
reaches approximately 4.75V. For best results bypass 
VREF with a O.1I1F, low ESR, low ESL, capacitor to the 
GNOpin. 

When power is applied to the circuit and VIN is below 
the upper UVLO threshold, liN will be below 600/-lA. the 
reference generator will be off, the fault latch is reset, 
the soft-start pin is discharged, and the outputs are ac
tively held low. When VIN exceeds the upper UVLO 
threshold, the reference generator turns on. All else re
mains in the shut-down mode until the output of the ref
erence, VREF, exceeds 4.75V. 

UDG·99136 

ternal resistor and capacitor to ground from the 
FREQSET pin. 

> o 

10k 

iii lk 
::> 
o w 
a: 
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a: 
0100 ... 
« 
..J 
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o 
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10 

r--- CT=75pF 

I j"'... 
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10 
RT(kll) 
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....... 
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~ 

.::::", 
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100 
UDG-95079 

FREasET 
/'--.... /'--.... /'--.... 4.3V 

/ "-...../ "-...../ ~ 3.3V 

CLOCKSYNC 
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APPLICATION INFORMATION (cont.) 
Synchronizing The Oscillator 

UC1875/6nl8 
UC2875/6nl8 
UC3875/6nl8 

The CLOCKSYNC pin of the oscillator may be used to synchronize multiple UC1875 devices simply by connecting 
the CLOCKSYNC of each UC1875 to the others: 

1875/6n18s only 

FREOSET 

IC1 

CLOCKSYNC 

R1 

All ICs will sync to chip with the fastest local oscillator_ 

FREOSET 

IC2 

CLOCKSYNC 

R1 & RN maybe needed to keep sync pulse narrow due to capacitance on line_ 

R1 & RN may also be needed to properly terminate RSYNC line_ 

Syncing to external TTUCMOS 

5V 

FREOSET 

IC1 

CLOCKSYNC 

R1 

ICs will sync to fastest chip or TTL clock if it is higher frequency_ 

R & RN maybe needed for same reasons as above 

FREOSET 
IC2 

CLOCK SYNC 

FREOSET 

ICN 

CLOCK SYNC 

RN 

FREQSET 

ICN 

UDG-950BO 

CLOCK SYNC 

RN 

UOG-950Bl 

Although each UC1875/61718 has a local oscillator fre
quency, the group of devices will synchronize to the 
fastest oscillator driving the CLOCKSYNC pin_ This ar
rangement allows the synchronizing connection be
tween ICs to be broken without any local loss of 
functionality_ 

Synchronizing the device to an extemal clock signal 
may be accomplished with a minimum of external cir
cuitry, as shown in the previous figure_ 

Capacitive loading on the CLOCKSYNC pin will in
crease the clock pulse width, and may adversely effect 
system performance_ Therefore, a resistor to ground 
from the CLOCKSYNC pin is optional, but may be re
quired to offset capacitive loading on this pin_ These re
sistors are shown in the oscillator schematics as R1, 
RN_ 
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APPLICATION INFORMATION (cont.) 
Delay Blocks And Output Stages 

In each of the output stages, transistors 03 through 06 
form a high-speed totem-pole driver which will source 
or sink more than one amp peak with a total delay of 
approximately 30 nanoseconds. To ensure a low output 
level prior to turn-on, transistors 07 through 09 form a 

DELAYSET 

FROM LOGIC 

CURRENT 
FAULT 

The delay providing the dead-time is accomplished with 
C1 which must discharge to VTH before the output can 
go high. The time is defined by the current sources, 11, 
which is programmed by an external resistor, RTD. The 
voltage on the Delay Set pins is internally regulated to 

Output Switch Orientation 

UC1875/61718 
UC2875/6nl8 
UC3875/61718 

self-biased driver to hold 06 on prior to the supply 
reaching its turn-on threshold. This circuit is operable 
when the chip supply is zero. 06 is also turned on and 
held low with a signal from the fault logic portion of the 
chip. 

~----r-------r-VC 

OUT 

PWRGND 

UDG·95082 

2.5V and the range of dead time control is 
from 50 to 200 nanoseconds. NOTE: There is no way· 
to disable the delay circuitry, and the delay time must 
be programmed. 

The four outputs of the UC1875/617/8 interface to the full bridge converter switches as shown below: 

UDG·95083 

3 Winding Bifilar, AWG 30 Kynar Insulation 
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APPLICATION INFORMATION (cont.) 
Fault/Soft-Start 

The fault control circuitry provides two forms of power 
shutdown: 

• Complete turn-off of all four output power stages. 

• Clamping the phase shift command to zero. 

Complete turn-off is ordered for an over-current fault or 
a low supply voltage. When the SOFTSTART pin 
reaches its low threshold, switching is allowed to pro-

UC1875/6nl8 
UC2875/617/8 
UC3875/6nl8 

ceed while the phase-shift is advanced from zero to its 
nominal value with the time constant of the 
SOFT-START capacitor. 

The fault logic insures that a continuous fault will insti
tute a low frequency "hiccup" retry cycle by forcing the 
SOFT-START capacitor to charge through its full cycle 
between each restart attempt. 

UVLO 
OUTPUT 

.-------+-----------------·SHUTDOWN 

CS+ 

VCC 

UVLO 

5V ZENER 

ACTIVE 
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APPLICATIONS INFORMATION (cont.) 
SlopelRamp Pins 

The ramp generator may be configured for the following 
control methods: 

• Voltage Mode 

• Voltage Feedforward 

• Current Mode 

• Current Mode with Slope Compensation 

Voltage Mode Operation 

SUPPL Y VOLTAGE 

RSLOPE 

SLOPE 

UC18751WI8 
UC287516nJ8 
UC387516nJ8 

The figure below shows a voltage-mode configuration. 
With RSLOPE tied to a stable voltage source, the wave
form on CRAMP will be a constant-slope ramp, providing 
conventional voltage-mode control. If RSLOPE is con
nected to the power supply input voltage, a vari
able-slope ramp will provide voltage feedforward. 

IN 

1. Simple voltage mode operation 
achieved by placing RSLOPE between VIN 
and SLOPE. 

2. Voltage Feedforward achieved by plac
ing RSLOPE between supply voltage and 
SLOPE pin of UC1875. 

RAMP 

dV VRslope 

dT RsLOPE • CRAMP 

UDG·95086 

For current-mode control the ramp generator may be disabled by grounding the slope pin and using the ramp pin 
as a direct current sense input to the PWM comparator. 

UNITRODE CORPORATION 
7 CONTINENTAL BLVD, • MERRIMACK, NH 03054 
TEL (603) 424·2410. FAX (603) 424·3460 
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~UNITROCE 
UC1879 
UC2879 
UC3879 

Phase Shift Resonant Controller 
FEATURES 
• Programmable Output Turn On 

Delay; Zero Delay Available 

• Compatible with Voltage Mode or 
Current Mode Topologies 

• Practical Operation at Switching 
Frequencies to 300kHz 

• Four 100mA Totem Pole Outputs 

• 10MHz Error Amplifier 

• Pin Programmable Undervoltage 
Lockout 

• Low Startup Current - 150J.LA 

• Soft Start Control 

• Outputs Active Low During UVLO 

BLOCK DIAGRAM 

DESCRIPTION 
The UC3879 controls a bridge power stage by phase shifting the switching 
of one half-bridge with respect to the other. This allows constant frequency 
pulse width modulation in combination with resonant, zero-voltage switch
ing for high efficiency performance. The UC3879 can be configured to pro
vide control in either voltage mode or current mode operation, with 
overcurrent shutdown for fast fault protection. 

Independently programmable time delays provide dead-time at the turn-on 
of each output stage, allowing time for each resonant switching interval. 

With the oscillator capable of operating in excess of 600kHz, overall output 
switching frequencies to 300kHz are practical. In addition to the standard 
free running mode, with the CLKSYNC pin, the user may configure the 
UC3879 to accept an external clock synchronization signal. Alternatively, 
up to three units can be locked together with the operational frequency de
termined by the fastest device. 

Protective features include an undervoltage lockout and overcurrent protec
tion. Additional features include a 10MHz error amplifier, a 5V precision ref
erence, and soft start. The UC3879 is available in 20 pin N, J, OW, and Q 
and 28 pin L packages. 

r------------------------------------------------, 

6/98 

I 
I 
I 
I 2.0V 

RAMP ~'---"""'-
1.3V 

I 
I 
I 
I 

I 
I 
I 

Reference 
Generator Gate 

OUTA 

OUTS 

DELSETA-S 

VIN 

UVSEL 

~--------------__41 VREF 

: ~GND 
I 4~V ~ ~ 
~-----------------------------------------------~ UDG-94070-1 
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UC1879 
UC2879 
UC3879 

ABSOLUTE MAXIMUM RATINGS 
Table I. Product Selection Guide 

Supply Voltage (VC, VIN) .......................... 20V 
Output Current, Source or Sink, DC ................. 20mA TEMPERATURE 
Analog 1I0s RANGE 

(Pins 1, 2, 3, 4, 5, 6,14,15,17,18,19) ...... -0.3 to 5.3V UCC1879 - 55°C to +125°C 
(Pin 16) ............................... -.03V to VIN 

Storage Temperature Range ............. -65°C to +150°C 
Junction Temperature ................... -55°C to +150°C 

UCC2879 - 40°C to +85°C 

UCC3879 O°Cto +70°C 

Lead Temperature (Soldering, 10 sec.) ............ +300°C 

CONNECTION DIAGRAMS 
Notes: Pin references are to 20 pin OIL and SOIC packages. 
All voltages are with respect to ground unless otherwise stated. 
Currents are positive into, negative out of the specified termi
nal. Consult Packaging Section of Oatabook for thermallimita
tions and considerations of packages. 

CLCC-28 (Top View) 
L Package 

-RT 
-RAMP 
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DIL-20, SOIC-20 (Top View) 
J or N Package, DW Package 

PLCC-20 (Top View) 
Q Package 

DELSETC-D ------, 

S8---, 

OUTD 

OUTC 4 

VC 5 

VIN 6 

PWRGND 

OUTB 

OUTA 
CT---....J 

AVAILABLE 
PACKAGES 

J, L 

N, DW, Q,J, L 

N,DW,Q 

GND 

RAMP 

RT 

CLKSYNC 

UVSEL 

DELSETA-B 

CT 

OUTA 

OUTB 

PWRGND 

cs 
EA-

16 COMP 

17 VREF 

16 GND 

RAMP 

AT 

CLK8YNC 

UV8EL 

DELSETA-B 



UC1879 
UC2879 
UC3879 

ELECTRICAL CHARACTERISTICS Unless specified; VC = VIN = VUVSEL =12V, CT = 470pF, RT = 9.53k, ROELSETA-B = 
R 8kC C FT T OELSEC-O = 4. , OELSETA-B= OELSETC-O = 0.01111 , A= J. 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

Undervoltage Lockout 

Start Threshold VUVSEL= VIN 9 10.75 12.5 V 

VUVSEL = Open 12.5 15.25 16.5 V 

UVLO Hysteresis VUVSEL= VIN 1.15 1.75 2.15 V 

VUVSEL = Open 5.2 6 7.4 V 

Input Bias, UVSEL Pin VUVSEL = VIN = 8V 30 I1A 

Supply Current 

IVIN Startup VIN = VUVSEL= 8V, VC = 18V, IOELSETA-B= 150 600 I1A 
IOELSETC-O = 0 

Ivc Startup VIN = VUVSEL= 8V, VC = 18V, IOELSETA-B= 10 100 I1A 
IOELSETC-O = 0 

IVIN Operating UC3879, UC2879 23 33 mA 

UC1879 23 36 mA 

Ivc Operating 4 8 mA 

Voltage Reference 

Output Voltage TJ= +25°C 4.92 5 5.08 V 

Line Regulation 11V<VIN<18V 1 10 mV 

Load Regulation IVREF=-10mA 5 20 mV 

Total Variation Line, Load, Temperature 4.875 5.125 V 

Short Circuit Current VREF = OV, TJ = 25°C -60 -15 mA 

Error Amplifier 

Error Amplifier Input Voltage 2.4 2.5 2.6 V 

Input Bias Current 0.6 3 I1A 
AVOL 1V<VCOMP<4V 60 90 dB 

PSRR 11V < VIN < 18V 85 100 dB 

Output Sink Current VCOMP= 1V 1 2.5 mA 

Output Source Current VCOMP=4V -1.3 -0.5 mA 

Output Voltage High ICOMP = -a.5mA 4 4.7 5 V 

Output Voltage Low ICOMP= 1mA 0 0.5 1 V 

Slew Rate TA= +25°C 6 11 V/l1s 

PWM Comparator 

RAMP Offset Voltage TJ = 25°C, Note 3 1.1 1.25 1.4 V 

PWM Phase Shift, VCOMP >VRAMPoeak + VRAMPolfset 98 99.7 102 % 

TOELSETA-B, TOELSETC-O = 0, Note 1 VCOMP < Zero Phase Shift Voltage 0 0.3 2 % 

Output Skew, VCOMP> VRAMPpeak + VRAMPolfset 10 ns 

TOELSETA-B. TOELSETC-O = 0, Note 1 VCOMP < Zero Phase Shift Voltage 10 ns 

Ramp to Output Delay, TOELSETA-B = 0, UC3879, UC2879 115 250 ns 
T OELSETC-O = 0 UC1879 115 300 ns 

Oscillator 

Initial Accuracy TA= 25°C 180 200 220 kHz 

Voltage Stability 11V<VIN<18V 1 2 % 

Total Variation Line, Temperature 160 200 240 kHz 

CLKSYNC Threshold 2.3 2.5 2.7 V 

Clock Out High 2.8 4 V 

Clock Out Low 0.5 1 1.5 V 

Clock Out Pulse Width 400 600 ns 

Ramp Valley Voltage 0.2 0.4 V 
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UC1879 
UC2879 
UC3879 

ELECTRICAL CHARACTERISTICS Unless specified; VC = VIN = VUVSEL=12V, CT = 470pF, RT = 9.53k, ROELSETA·B = 
R 4 Bk C C 0 01 F T T OELSEC·O= , OELSETA·B= OELSETC·O= . IJI.I, A= J. 

PARAMETER TEST CONDITIONS 

Ramp Peak Voltage 

Current Limit 

Input Bias Vcs=3.0V 
Threshold Voltage 

Delay to OUTA, B, C, 0 

Cycle-by-Cycle Current Limit 

Input Bias Vcs=2.2V 

Threshold Voltage 

Delay to Output Zero Phase 

Soft StartlReset Delay 

Charge Current Vss=0.5V 

Discharge Current Vss= 1V 

Restart Threshold 

Discharge Level 

Output Drivers 

Output Low Level lOUT = 10mA 

Output High Level lOUT = -1 OmA, Referenced to VC 

Delay Set (Note 5) 

Delay Time ROELSETA.B = ROELSETC.O = 4.Bk 

Delay Time ROELSETA.B = ROELSETC.O- 1.9k 
Zero Delay VOELSET A·B = VOELSETC.O = 5V 

Note 1. Phase shift percentage (0% = 0", 100%: 180") is de-

r,. d e 200<1>% me as =T 0 OUTA 

where e is the phase shift, and <I> and T are defined in Figure 1. 
At 0% phase shift, <I> is the output skew. 

Note 2. Delay time is defined as: 

delay = T e G -duty CYCle) 

where T is defined in Figure 1. 

Note 3. Ramp offset voltage has a temperature coeffecient of 
about-4mV/oC. 

OUTB 

OUTC 

OUTO 

t 
Duty Cycle = T 

Period: T 

MIN TYP MAX 

2.B 2.9 3.2 

2 10 

2.35 2.5 2.65 

160 300 

2 10 

1.B5 2 2.15 

110 300 

-20 -9 -3 

120 230 

4.3 4.7 

300 

0.3 0.4 

2.2 3 

300 430 600 

130 170 250 

5 

~~----T~I~----~ 
I 

Note 4. The zero phase shift voltage is the voltage measured 
at COMP which forces zero phase shift. This condition corre
sponds to zero effective output power. Zero phase shift voltage 
has a temperature coeffecient of about -2mV/oC. 

TDHdA to C) = TDHdB to D) = <I> 

UNITS 

V 

!lA 
V 

ns 

!lA 
V 

ns 

!lA 
I!A 

V 

mV 

V 

V 

ns 

ns 

ns 

Note 5. Delay time can be programmed via resistors from the 
delay set pins to ground. 

Figure 1. Phase Shift, Output Skew & Delay Time 
Definitions 

Delay Time = (0.8g e 10-10 eRDELAy ) sec 

The recommended range for RDELA Y is 1.9k to 10k. 
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PIN DESCRIPTIONS 
CLKSYNC (Bi-directional Clock and Synchronization): 
Used as an output, CLKSYNC provides a clock signal. 
As an input, this pin provides a synchronization pOint. 
Multiple UC3879s, each with their own local oscillator 
frequency, may be connected together by the CLKSYNC 
pin, and they will synchronize to the fastest oscillator. 
This pin may also be used to synchronize the UC3879 to 
an external clock, provided the frequency of the external 
signal is higher than the frequency of the local oscillator. 
CLKSYNC is internally connected to an emitter follower 
pull-up and a current source pull-down (3001JA typical). 
Therefore an external resistor to GND can be used to 
improve the CLKSYNC pin's ability to drive capacitive 
loads. 

COMP (Error Amplifier Output): This pin is the output of 
the gain stage for overall feedback control. Error amplifier 
output voltage levels below 0.9 volt forces zero phase 
shift. Since the error amplifier has a relatively low current 
drive capability, the output may be overridden by driving 
it with a sufficiently low impedance source. 

CT (Oscillator Frequency Set): After choosing RT to set 
the required upper end of the linear duty cycle range, the 
timing capaCitor (Cn value is calculated to set the 
oscillator frequency as follows: 

CT = __ D_l_in __ 
1.08. RT. f 

Connect the timing capaCitor directly between CT and 
GND. Use a high quality ceramic capaCitor with low ESL 
and ESR for best results. A minimum CT value of 200pF 
insures good accuracy and less susceptibility to circuit 
layout parasitics. The oscillator and PWM are designed 
to provide practical operation to 600kHz. 

CS (Current Sense): This pin is the non-inverting input to 
the two current fault comparators whose references are 
set internally to fixed values of 2.0V and 2.5V. When the 
voltage at this pin exceeds 2.0V, and the error amplifier 
output voltage exceeds the voltage on the ramp input, 
the phase shift limiting overcurrent comparator will limit 
the phase shifting on a cycle-by-cycle basis. When the 
voltage at this pin exceeds 2.5V, the current fault latch is 
set, the outputs are forced OFF, and a soft start cycle is 
initiated. If a constant voltage above 2.5V is applied to 
this pin the outputs are disabled and held low. When CS 
is brought below 2.5V, the outputs will begin switching at 
o degrees phase shift before the SS pin begins to rise. 
This condition will not prematurely deliver power to the 
load. 

UC1879 
UC2879 
UC3879 

OELSETA-B, OELSETC-O (Output Delay Control): The 
user programmed currents from these pins to GND set 
the turn on delay for the corresponding output pair. This 
delay is introduced between the turn off of one switch 
and the turn on of another in the same leg of the bridge 
to allow resonant switching to take place. Separate 
delays are provided for the two half-bridges to 
accommodate differences in the resonant capaCitor 
charging currents. 

EA- (Error Amplifier Inverting Input): This is normally 
connected to the voltage divider resistors which sense 
the power supply output voltage level. The loop 
compensation components are connected between this 
pin and COMPo 

GNO (Signal Ground): All voltages are measured with 
respect to GND. The timing capacitor on CT, and bypass 
capacitors on VREF and VIN should be connected 
directly to the ground plane near GND. 

OUTA - OUTO (Outputs A-D): The outputs are 100mA 
totem pole output drivers optimized to drive FET driver 
ICs. The outputs operate as pairs with a nominal 50% 
duty cycle. The A-B pair is intenaed to drive one 
half-bridge in the external power stage and is 
synchronized to the clock waveform. The CoD pair drives 
the other half-bridge with switching phase shifted with 
respect to the A-B outputs. 

PWRGNO (Power Ground): VC should be bypassed with 
a ceramic capaCitor from VC to the section of the ground 
plane that is connected to PWRGND. Any required bulk 
reservoir capacitor should be connected in parallel. 
PWRGND and GND should be connected at a single 
point near the chip to optimize noise rejection and 
minimize DC voltage drops. 

RAMP (Voltage Ramp): This pin is the input to the PWM 
comparator. Connect it to CT for voltage mode control. 
For current mode control, connect RAMP to CS and also 
to the output of the current sense transformer Circuit. 
Slope compensation can be achieved by injecting a 
portion of the ramp voltage from CT to RAMP. 
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PIN DESCRIPTIONS (cont.) 
RT (Clock/Sync Duty Cycle Set Pin): The UC3879 
oscillator produces a sawtooth waveform. The rising 
edge is generated by connecting a resistor from RT to 
GND and a capacitor from CT to GND (see CT pin 
description). During the rising edge, the modulator has 
linear control of the duty cycle. The duty cycle jumps to 
100% when the voltage on COMP exceeds the oscillator 
peak voltage. Selection of RT should be done first, based 
on the required upper end of the linear duty cycle range 
(Dlin) as follows: 

RT == 2.5 
10mA-(1-Dlin) 

Recommended values for RT range from 2.5k to 100k. 

SS: Connect a capacitor between this pin and GND to 
set the soft start time. The voltage at SS will remain near 
zero volts as long as VIN is below the UVLO threshold. 
Soft start will be pulled up to about 4.8V by an internal 
91lA current source when VIN and VREF become valid 
(assuming a non-fault condition). In the event of a current 
fault (CS voltage exceeding 2.5V), soft start will be pulled 
to GND and then ramp to 4.8V. If a fault occurs during 
the soft start cycle, the outputs will be immediately 
disabled and soft start must fully charge prior to resetting 
the fault latch. For paralleled controllers, the soft start 
pins may be paralleled to a single capacitor, but the 
charge currents will be additive. 

ADDITIONAL INFORMATION 
Please refer to the following Unitrode publications for 
additional information. The following three topics are 
available in the Applications Handbook. 

[1] Application Note U-154, The New UC3879 Phase
Shifted PWM Controller Simplifies the Design of Zero 
Voltage Transition Full-Bridge Converters by Laszlo 

UNITRODE CORPORATION 
7 CONTINENTAL BLVD .• MERRIMACK. NH 03054 
TEL. (603) 424·2410 FAX (603) 424·3460 

UC1879 
UC2879 
UC3879 

UVSEL: Connecting this pin to VIN sets a turn on 
voltage of 10. 75V with 1 .5V of UVLO hysteresis. Leaving 
the pin open-circuited programs a turn on voltage of 
15.25V with 6.0V of hysteresis. 

VC (Output Switch Supply Voltage): This pin supplies 
power to the output drivers and their associated bias 
circuitry. The difference between the output high drive 
and VC is typically 2.1V. This supply should be bypassed 
directly to PWRGND with a low ESRIESL capacitor. 

VIN (Primary Chip Supply Voltage): This pin supplies 
power to the logic and analog circuitry on the integrated 
circuit that is not directly associated with driving the 
output stages. Connect VIN to a stable source above 
12V for normal operation. To ensure proper functionality, 
the UC3879 is inactive until VIN exceeds the upper 
undervoltage lockout threshold. This pin should be 
bypassed directly to GND with a low ESRIESL capacitor. 

NOTE: When VIN exceeds the UVLO threshold the supply cur
rent (hN) jumps from about 10q.u4 to greater than 20mA. If the 
UC3879 is not connected to a well bypassed supply, it may im
mediately enter the UVLO state again. Therefore, sufficient by
pass capacity must be added to ensure reliable startup. 

VREF: This pin provides an accurate 5V voltage 
reference. It is internally short circuit current limited. 
VREF is disabled while VIN is below the UVLO 
threshold. The circuit is also disabled until VREFreaches 
approximately 4.75V. For best results bypass VREF with 
a 0.1IlF, low ESRIESL capacitor. 

Balogh. 

[2] Application Note U-136, Phase Shifted, Zero Voltage 
Transition Design Considerations and the UC3875 PWM 
Controller by Bill Andreycak. 

Design Note DN-63, The Current-Doubler Rectifier: An 
Alternative Rectification Technique for Push-Pull and 
Bridge Converters by Laszlo Balogh. 
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~UNITRODE 
UCC2880-41-5/-6 
UCC388Q-41-5/-6 

Pentium® Pro Controller PRELIMINARY 

FEATURES 
• Combined DACNoltage Monitor 

and PWM Functions 

• 4-Bit Digital-to-Analog Converter 
(DAC) 

• 1.0% DAC/Reference 

• Low Offset X20 Current Sense 
Amplifier 

• 100kHz, 200kHz, 400kHz 
Oscillator Frequency Options 

• Foldback Current Limiting 

• Overvoltage and Undervoltage 
Fault Windows 

• Undervoltage Lockout 

• 2Q Totem Pole Output 

• Chip Disable Function 

BLOCK DIAGRAM 

DESCRIPTION 
The UCC3880-4/-5/-6 combines high precision reference and voltage monitor
ing circuitry with average current mode PWM controller circuitry to power Intel 
Pentium Pro and other high-end microprocessors with a minimum of external 
components. The UCC3880-x converts 5VDC to an adjustable output, ranging 
from 2.0VDC to 3.5VDC in 100mV steps with 1% DC system accuracy. 

The chip includes a precision 5V reference which is capable of sourcing cur
rent to an external load. The output voltage of the DAC is derived from this 
reference, and is programmed directly by Intel's VID pins (Table 1). 

The accuracy of the DAC/reference combination is 1.0%. The overvoltage and 
undervoltage comparators monitor the system output voltage and indicate 
when it rises above or falls below its programmed value by more than 7.5%. A 
second overvoltage protection comparator pulls the current amplifier output 
voltage low to force zero duty cycle when the system output voltage exceeds 
its designed value by more than 15%. This comparator also terminates the cy
cle. Undervoltage lockout circuitry assures the correct logic states at the out
puts during powerup and powerdown. Grounding the ENABLE pin forces the 
GATE output low. 

(continued) 

CAM CAO 

r--------------------4 ---- 5 ---------------------------, 
I I 

VFB· 14f---------f"-. 
>-,......--JjV 

COMP 131---------+---,..-' 

IS· 

IS+ 

I 
I 
I 
I 
I 
I 

ENBL 

I 

~GND 
= I 

I 
I 
I 

COMMAND I 
I L ________________________________________________________ ~ 

UDG·961 06·1 

10196 3-373 



UCC2880-4/-5/-6 
UCC3880-41-51-6 

DESCRIPTION (cont.) CONNECTION DIAGRAM 
The voltage and current amplifiers have a 4MHz gain 
bandwidth product to satisfy high performance system re
quirements. The intemal current sense amplifier permits 
the use of a low value current sense resistor, minimizing 
power loss. The oscillator frequency is fixed internally at 
100kHz, 200kHz, or 400kHz, depending upon the option 
selected. The foldback circuit reduces the converter short 
circuit current limit to 50% of its nominal value when the 
converter is short circuited. The gate driver is a 20 totem 
pole output stage capable of driving an external MOSFET. 

This device is available in 20-pin dual in-line and surface 
mount packages. The UCC2880-x is specified for opera
tion from -25°C to 85°C, and the UCC3880-x is specified 
for operation from O°C to 70°C. 

Pentium@ Pro is a registered trademark of Intel Corpora
tion. 

ORDERING INFORMATION 

UCC 0 880 0 -0 
I I L-See Frequency Gain 

L. ---Package 
'--------Temperature Range 

Table 

Consult factory for temperature range or package options 
not shown. 

SOIC-20 (Top View) 
OW Package 

GND 1 

VSENSE 2 

PWRGOOD 3 

CAM 4 

Frequency Gain Table 

Frequency 

100kHz 200kHz 

UCC3880-4 X 

UCC3880-5 X 

UCC3880-6 

400kHz 

X 

ELECTRICAL CHARACTERISTICS: Unless otherwise specified, VIN = 12V, VSENSE = 3.5V, VENBL = 5V, VDO = VD1 = VD2 
= VD3 = OV, O°C < TA < 70°C, TA = TJ. 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

Undervoltage Lockout 

VIN UVLO Tum-on Threshold 10.5 10.8 V 

VIN UVLO Tum-off Threshold 9.5 10 V 

UVLO Threshold Hysteresis 500 mV 

Supply Current 

liN 3.5 mA 

DAClReference 

COMMAND Voltage Accuracy 10.8V < VIN < 13.2V, IVREF = OmA -1 1 % 

00-03 Voltage High OX Pin Floating 5 V 

00-03 Input Bias Current OX Pin Tied to GNO -70 -20 IlA 

VREF OutJlut Voltage 4.975 5 5.025 V 

VREF Load Regulation IVREF = OmA to 5mA -10 0 mV 

VREF Sourcing Current VREF=OV 10 mA 

OVP Comparator 

Trip Point % Over COMMAND Voltage 10 15 20 % 

Hysteresis 20 30 mV 

VSENSE Input Bias Current OV, OVP, UV Combined -0.1 !LA 
Propagation Delay 1 Ils 
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UCC2880-4/-5/-6 
UCC3880-41-5/-6 

ELECTRICAL CHARACTERISTICS (cont.): Unless otherwise specified, VIN = 12V, VSENSE = 3.5V, VENBL = 5V, VDO = 
VDl = VD2 = VD3 = OV, O°C < TA < 70°C, TA = TJ. 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

OV Comparator 

Trip Point % Over COMMAND Voltage (Note 1) 7.6 10 % 

Retum Point % Over COMMAND Voltage (Note 1) 5 7.4 % 

Hysteresis 20 30 mV 

PWRGOOD Equivalent Resistance VSENSE = 2.0V 470 n 
Propagation Delay 1 I1s 

UV Comparator 

Trip Point % Over COMMAND Voltage (Note 1) -10 -7.6 % 

Return Point % Over COMMAND Voltage (Note 1) -7.4 -5 % 

Hysteresis 20 30 mV 

Propagation Delay 1 ItS 
Enable Pin 

Pull-up Current VENBL= 2.5V -50 -20 ItA 
Voltage Error Amplifier 

Input Offset Voltage VcoMP=3.5V 0.0 mV 

Input Bias Current VCM= 3.0V -0.02 0 ItA 
Open Loop Gain lV < VCOMP < 4V 90 dB 

Common Mode Rejection Ratio 2V < VCOMP < 3.5V 90 dB 

Power Supply Rejection Ratio 10.8V < VIN < 15V 85 dB 

Output Sourcing Current VVFB = 2V, VCOMMAND = VCOMP = 2.5V -0.5 rnA 

Output Sinking Current VVFB = 3V, VCOMMAND = VCOMP = 2.5V 2.0 rnA 

Gain Bandwidth Product F = 100kHz 3 MHz 

Current Sense Amplifier 

Gain 20 VN 
Input Resistance 5 kO 

Common Mode Rejection Ratio OV < VCM < 4.5V 60 dB 

Power Supply Rejection Ratio 10.8V < VIN < 15V 80 dB 

Output Sourcing Current VIS- = 2V, VISOUT = VIS+ = 2.5V -0.5 rnA 

Output Sinking Current VIS- = 3V, VISOUT = VIS+ = 2.5V 6.0 rnA 

-3dB Frequency At GAIN =20 1.75 MHz 

Current Amplifier 

Input Offset Voltage VCM= 3.0V 10 mV 

Input Bias Current VCM= 3.0V 0.15 ItA 
Open Loop Gain lV <VCAO < 3V 90 dB 

Output Voltage High VCOMP = 3V, VCAM = 2.5V 3.2 V 

Common Mode Rejection Ratio 1.5V < VCM < 4.9V 80 dB 

Power Supply Rejection Ratio 10.8V < VIN < 15V 80 dB 

Output Sourcing Current VCAM = 2V, VCAO = VCOMP = 2.5V -0.5 rnA 

Output Sinking Current VCAM = 3V, VCAO = VCOMP = 2.5V 2.0 rnA 

Gain Bandwidth Product F= 100kHz 3.5 MHz 
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UCC288()..41-51-6 
UCC3880-41-5/-6 

ELECTRICAL CHARACTERISTICS (cont.): Unless otherwise specified, VIN = 12V, VSENSE = 3.5V, VENBl = 5V, VDO = 
VD1 = VD2 = VD3 = OV, O°C < TA < 70°C, TA = TJ. 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 
Oscillator 

Frequency (-4) 85 100 115 kHz 
Frequency (-5) 200 kHz 
Frequency (-6) 400 kHz 
Frequency Change With Voltage 10.8V < VIN < 15V 1 % 

Output Section 
Maximum Duty Cycle 90 95 99 % 

Output Low Voltage IGATE = -100mA 0.20 V 
Output High Voltage IGATE = 100mA 11.8 V 
Rise Time CGATE = 3.3nF 20 80 ns 
Fall Time CGATE = 3.3nF 15 80 ns 
Output Impedance IGATE = 100mA 2 Q 

IGATE = -100mA 2 Q 

Foldback Current Limit 
Clamp Level Measured at Voltage EA Output; 4.4 V 

VSENSE = VCOMMAND = 3V 
VCOMMAND = 3V, VSENSE = 0 3.7 V 

Note 1: ThiS percentage IS measured with respect to the Ideal COMMAND voltage programmed by the DO - 03 pins. 

PIN DESCRIPTIONS 
CAM (Current Amplifier Inverting Input): The average 
load current feedback from ISOUT is applied through a 
resistor to this pin. The current loop compensation 
network is also connected to this pin (see CAO below). 

CAO (Current Amplifier Output): The current loop 
compensation network is connected between this pin 
and CAM. The voltage on this pin is the input to the 
PWM comparator and regulates the output voltage of the 
system. The GATE output is disabled (held low) unless 
the voltage on this pin exceeds 1V, allowing the PWM to 
force zero duty cycle when necessary. The PWM forces 
maximum duty cycle when the voltage on CAO exceeds 
the oscillator peak voltage (3V). A 3.2V clamp circuit 
prevents the CAO voltage from rising excessively past 
the oscillator peak voltage for excellent transient 
response. 

COMMAND (Digital-to-Analog Converter Output 
Voltage): This pin is the output of the 4-bit 
digital-to-analog converter (DAC) and the noninverting 
input of the voltage amplifier. The voltage on this pin sets 
the switching regulator output voltage. Setting all input 
control codes low produces 3.5V at COMMAND; setting 
all codes high produces 2.0V at COMMAND. The DAC 
LSB step size (I.e. resolution) is 100mV (See Table 1). 
The COMMAND source impedance is typically 1.21<0 

Decimal D3 D2 D1 DO COMMAND 
Code Voltage 

15 1 1 1 1 2.0 
14 1 1 1 0 2.1 
13 1 1 0 1 2.2 
12 1 1 0 0 2.3 
11 1 0 1 1 2.4 
10 1 0 1 0 2.5 
9 1 0 0 1 2.6 
8 1 0 0 0 2.7 
7 0 1 1 1 2.8 
6 0 1 1 0 2.9 
5 0 1 0 1 3.0 
4 0 1 0 0 3.1 
3 0 0 1 1 3.2 
2 0 0 1 0 3.3 
1 0 0 0 1 3.4 
0 0 0 0 0 3.5 

Table 1. Programming the COMMAND Voltage 

0.01I!F, low ESR, low ESL capacitor for best circuit noise 
immunity. 

COMP (Voltage Amplifier Output): The system voltage 
compensation network is applied between COMP and 
VFB. 

and must therefore drive only high impedance inputs if DO - D3 (DAC Digital Input Control Codes): These are 
accuracy is to be maintained. Bypass COMMAND with a the DAC digital input control codes, with DO representing 
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PIN DESCRIPTIONS (cont.) 
the least significant bit (LSa) and 03, the most significant 
bit (MSa). A bit is set low by being connected to GND. A 
bit is set high by floating it, or connecting it to a SV 
source. Each control pin is pulled up to approximately SV 
by an internal 70llA current source. 

ENBL (Chip Enable Pin): This input is used to disable 
the GATE and PWRGOOD outputs. Grounding this pin 
causes the GATE output to be held low; floating the pin 
or pulling it up to SV ensures normal operation. ENBL is 
pulled up to SV internally. 

GATE (PWM Output, MOSFET Driver): This output 
provides a 20 totem pole driver. Use a series resistor of 
at least SO between this pin and the gate of the external 
MOSFET to prevent excessive overshoot. 

GND (Signal Ground): All voltages are measured with 
respect to GND. Bypass capacitors on the VCC and 
VREF pins should be connected directly to the ground 
plane near the GND pin. 

IS- (Current Sense Amplifier Inverting Input): This pin 
is the inverting input to the current sense amplifier and is 
connected to the low side of the average current sense 
resistor. 

IS+ (Current Sense Amplifier Noninverting Input): 
This pin is the noninverting input to the current sense 
amplifier and is connected to the high side of the 
average current sense resistor. 

ISOUT (Current Sense Amplifier Output): This pin is 
the output of the current sense amplifier. The voltage on 
this pin is (COMMAND + GCSA ° I ° RSENSE), where 
COMMAND is the voltage on the COMMAND pin, GCSA 
is the fixed gain of the current sense amplifier, equal to 
20, I is the current through the sense resistor, and 
RSENSE is the value of the average current sensing 
resistor. 

PGND (Power Ground): This pin provides a dedicated 
ground for the output gate driver. The GND and PGND 
pins should be connected externally using a short printed 

APPLICATION INFORMATION 

Current Limit 

The short circuit current limit, Isc, is set according to: 

ISC = __ 1_.4_V __ 
RSENSE ° GCSA 

where RSENSE is the average current sense resistor and 
GCSA is the current sense amplifier gain, where GCSA 
equals 20. Example: Choose RSENSE to set the short cir
cuit current limit at 16A using the UCC3880-S 

UCC2880-4/-5/-6 
UCC3880-4/-5/-6 

circuit board trace close to the IC. Decouple VIN to 
PGND with a low ESR capacitor;? 0.1 OIlF. 

PWRGOOD 
(UndervoltageILower Overvoltage Output): This pin is 
an open drain output which is driven low to reset the 
microprocessorwhen VSENSE rises above or falls below its 
nominal value by 7.S%. The on resistance ofthe open drain 
switch will be no higher than 4700. The OV and UV 
comparators' hysteresis is fixed at 20mV independent ofthe 
COMMANDvoltage. 

VIN (Positive Supply Voltage): This pin supplies power 
to the chip. Connect VIN to a stable voltage source of at 
least 10.8V. The GATE and PWRGOOD outputs will be 
held low until VCC exceeds the upper undervoltage 
lockout threshold. This pin should be bypassed directly 
to the GND pin. 

VFB (Voltage Amplifier Inverting Input): This input is 
connected to COMP through a feedback network and to 
the power supply output through a resistor or a divider 
network. 

VREF (Voltage Reference Output): This pin provides 
an accurate SV reference and is internally short circuit 
current limited. VREF powers the D/A converter and also 
provides a threshold voltage for the UVLO comparator. 
For best reference stability, bypass VREF directly to 
GND with a low ESR, low ESL capacitor of at least 
0.01IlF. 

VSENSE (Output Voltage Sensing Input): This pin is 
connected to the system output voltage through a low 
pass filter. When the voltage on VSENSE rises above or 
falls below the COMMAND voltage by 7.S%, the 
PWRGOOD output is driven low to reset the 
microprocessor. When the voltage on VSENSE rises 
above the COMMAND voltage by 1S%, the OVP 
comparator pulls the current amplifier output voltage 
below the oscillator valley voltage to force zero duty 
cycle at the GATE output. This pin is also used by the 
foldback current limiting circuitry. 

R 1.4V 4 
SENSE = --- = AmO 

16A o 20 

A lower resistance value may be needed if the AC ripple 
current in the inductor is more than 20% of the full load 
current. 

Related Publications 

U-1S6 and U-1S7 are Unitrode Application Notes describ
ing the operation of the UC3886 and the UC3886/ 
UC3910 together in a Pentium® Pro application. 
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UCC2880-41-51-6 
UCC3880-41-5/-6 

TYPICAL APPLICATION 
The UCC3880-x is ideal for converting the 5.0V system bus into the required Pentiurn® Pro bus voltage. 

VeeP 
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~ 4.511H 0.0044 

.~ i"CR1 

1 3 

R3 
8.2k 

C8 
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C9 
1500 

R5 
12 VIN C16 3.92k 
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VID2 

OUTEN 

R7 

.J-1000PF 

3.92k 
100k 

~r~::J-:!~ 
8 GATE IS- 111-----' 
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~20 DO UCC3880-5 I C18 

VID1 COMP 131---------4 ..... --ll:l--t 
~:::..:..---------------19 D1 33pF 

VFB 141---------4-------' 
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UCC3880 Configured for Powering the Pentium® Pro 
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PARTS LIST 

REF. DESCRIPTION 

U1 Unitrode UCC3830DWP-5 DAC/PWM 

C1 Sanyo 6MV1500GX, 1500~F, 6.3V, Aluminum Electrolytic 

C2 Sanyo 6MV1500GX, 1500~F, 6.3V, Aluminum Electrolytic 

C3 Sanyo 6MV1500GX, 1500~F, 6.3V, Aluminum Electrolytic 

C4 Sanyo 6MV1500GX, 1500~F, 6.3V, Aluminum Electrolytic 

C5 SpragueNishay 595D475X0016A2B, 4.7~F 16V Tantalum 

C6 Sanyo 6MV1500GX, 1500~F, 6.3V, Aluminum Electrolytic 

C7 Sanyo 6MV1500GX, 1500~F, 6.3V, Aluminum Electrolytic 

C8 Sanyo 6MV1500GX, 1500~F, 6.3V, Aluminum Electrolytic 

C9 Sanyo 6MV1500GX, 1500~F, 6.3V, Aluminum Electrolytic 

C10 Sanyo 6MV1500GX, 1500~F, 6.3V, Aluminum Electrolytic 

C11 Sprague 59301 07X901 002, 100~F, 6.3V Tantalum 

C12 0.1 O~F Ceramic 

C13 0.01 ~F Ceramic 

C14 O.o1~F Ceramic 

C15 0.01 ~F Ceramic 

C16 1000pF Ceramic 

C17 0.1 O~F Ceramic 

C18 33pF NPO Ceramic 

C19 1500pF Ceramic 

C20 82pF NPO Ceramic 

C21 0.1 O~F Ceramic 

C22 0.1 O~F Ceramic 

CR1 International Rectifier 32CT0030 30V, 30A Schottky Diode 

L1 Micrometals T50-52B, 10 Turns #16AWG, 4.5~H 

01 International Rectifier IRL3103, 30V, 56A 

R1 DaleNishay WSR-2 0.0050 1 % 

R2 100,5%, 1/16 Watt 

R3 8.2kO, 5%, 1/16 Watt 

R4 6.81kO, 1%, 1/16 Watt 

R5 3.92kO, 1%, 1/16 Watt 

R6 261kn, 1%, 1/16 Watt 

R7 100kn, 1%, 1/16 Watt 

R8 3.92kO, 1%, 1/16 Watt 

R9 10.5kO, 1%, 1/16 Watt 

01-HS AAVID 576802 TO-220 Heat Sink 

CR1-HS AAVID 577002 TO-220 Heat Sink 

Pentium@ Pro is a registered trademark of Intel Corporation. 

UNITRODE CORPORATION 
7 CONTINENTAL BLVD .• MERRIMACK. NH 03054 
TEL. (603) 424-2410· FAX (603) 424·3460 
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PACKAGE 

SOIC·20 Wide 

10x20mm Radial Can 

10x20mm Radial Can 

10x20mm Radial Can 

10x20mm Radial Can 

SPRAGUE Size A 

10x20mm Radial Can 

10x20mm Radial Can 

10x20mm Radial Can 

10x20mm Radial Can 

10x20mm Radial Can 

EIA Size 0 SMD 

1206 SMD 

0603 SMD 

0603 SMD 

0603 SMD 

0603 SMD 

1206 SMD 

0603SMD 

0603 SMD 

0603SMD 

1206 SMD 

1206 SMD 

TO-220AB 

Toroid 

TO-220AB 

SMD Power Package 

0603 SMD 

0603 SMD 

0603 SMD 

0603SMD 

0603SMD 

0603 SMD 

0603SMD 

0603 SMD 

TO-220AB 

TO-220AB 



~UNITRODE UCC28821-1 
UCC38821-1 

Average Current Mode Synchronous Controller With 5-Bit DAC 
FEATURES 
• Combined DACNoitage Monitor and PWM 

with Synchronous Rectification Functions 

• 5-Bit Digital-to-Analog (DAC) Converter 

• 1 % DAC/Reference Combined Accuracy 

• Compatible with 5V and 12V Systems and 
12V-only Systems 

• Low Offset Current Sense Amplifier 

• Programmable Oscillator Frequency Practical 
to 700kHz 

• Foldback Current Limiting 

• Overvoltage and Undervoltage Fault Windows 

• 2f.l Totem Pole Outputs with Programmable 
Dead Times to Eliminate Cross-Conduction 

• Chip Disable Function 

BLOCK DIAGRAM 

CAM 

,------------------- 4 
1 
1 
1 
1 
1 
1 

DESCRIPTION 
The UCC3882 combines high precision reference and voltage 
monitoring circuitry with average current mode PWM synchro
nous rectification c;ontroller circuitry to power high-end micropro
cessors with a minimum of external components. The UCC3882 
converts 5V or 12V to an adjustable output ranging from 1.8VDC 
to 2.05VDC in 50mV steps and 2.1 VDC to 3.5VDC in 100mV 
steps with 1 % DC system accuracy. 

The DAC output voltage is directly compatible with Intel's 5-bit 
VID code (Table 1) which covers 1.3V to 2.05V in 50mV steps 
and 2.1V to 3.5V in 100mV steps. The accuracy of the DAC/ref
erence combination is better than 1%. Undervoltage lockout cir
cuitry assures the correct logic states at the outputs during 
power up and power down. The overvoltage and undervoltage 
comparators monitor the system output voltage and indicate 
when it rises above or falls below its designed value by more 
than 9%. A second overvoltage comparator digitally forces 
GATEHI off and GATELO on when the system output voltage ex
ceeds its designed value by more than 17.5%. 

CAD 

----------------------------, 
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1 

1 
1 
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VSNS 1r---------------------~------_r--~ 2 PWRGD 

03199 

VFB 15r---------------~~ 
>-.,----l;y 

COMP 16r---------------+-...,-----' 

03 

04 

1 
1 L _____________ _ 

COMMAND 

~GNO 
""""I 

g -------------------------~ 
CT RT UDG·97047·1 
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ABSOLUTE MAXIMUM RATINGS 
VDRVHI, GATEHI (Note 1) ................. -Q.3V to 20V 
VDRVLO, GATELO ........................ -Q.3V to lSV 
All other pins referenced to GND ............. -Q.3V to S.3V 
VIN ........................................... +lSV 
Storage Temperature ................... -6Soe to +lS0oe 
Junction Temperature ................... -5Soe to + lS00e 
Lead Temperature (Soldering, 10 sec.) ............. +3oooe 

Currents are positive into, negative out of the specified terminal. 
Consult Packaging Section of Databook for thermal limitations 
and considerations of packages. 

Note 1: 20V at no load. Derate to 18.5V when used with capaci
tive loads of greater than 1oo0pF in series with less than 20 O. 

DESCRIPTION (continued) 
For all of the parts, grounding the EN pin disables the 
GATEHI and GATELO outputs, shutting down the power 
supply. For the 2882 and 3882 only, programming a 
DAC output voltage below 1.8V, or programming all of 
the VID pins high also disables the GATEHI and 
GATELO outputs. For the "-1" option parts, the GATEHI 
and GATELO outputs are switching, and the power sup
ply output voltage regulates at the programmed DAC 
output voltage for all VID codes. 

The voltage and current amplifiers have 2.5MHz 
gain-bandwidth product to satisfy high performance sys
tem requirements. The internal current sense amplifier 
permits the use of a low value current sense resistor, 
minimizing power loss. The oscillator frequency is exter-

CONNECTION DIAGRAM 

OIL-28, SOIC-28 (Top View) 
N, OW or PW Packages 

UCC28821-1 
UCC38821-1 

GND 

DO 

D1 

N/C 

D2 

D3 

D4 

VREF 

COMMAND 

VDRVHI 

GATEHI 

EN 

COMP 

VFB 

nally programmed with RT and CT. The foldback circuit 
reduces the converter short circuit current limit to 50% of 
its nominal value when the converter is short-circuited, 
minimizing component stress and dissipation during ab
normal conditions. The gate drivers are low impedance 
totem pole output stages capable of driving large exter
nal MOSFETs. Cross conduction is eliminated internally 
by programming the dead time between tum-off and turn 
on of the external high Side and synchronous MOSFETs. 

This device is available in a 28-pin wide body surface 
mount package. The UCC2882 is specified for operation 
from -25°C to +85°C and the UCC3882 is specified for 
operation from O°C to 70°C. 

ELECTRICAL CHARACTERISTICS: Unless otherwise specified, VIN = VDRVHI = VDRVLO = 12V, VSNS = 3.SV, Voo = VOl 
= V02= V03= V04= OV, RT= 13k, eT= 1.8nF, EN = Open, ooe < TA< 70°C, TA= TJ. 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

Undervoltaae Lockout 
VIN UVLO Turn-on Threshold 10.S 10.8 V 

VIN UVLO Turn-off Threshold 9.S 10 V 

UVLO Threshold Hysteresis 300 SOO 700 mV 

Supply Current 

liN EN=OV 7 12 rnA 
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ELECTRICAL CHARACTERISTICS: Unless otherwise specified, VIN = VDRVHI = VDRVlO = 12V, VSNS = 3.5V, Voo = V01 
= V02 = VD3 = V04 = OV, RT = 13k, CT = 1.8nF, EN = Open, O°C < TA < 70°C, TA = TJ. 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 
DAClReference 

COMMAND Voltage Accuracy 10.8V < VIN < 13.2V, IREF = OmA (Note 1) -1 1 % 
DO-D4 Voltage High DX Pin Floating 5 5.2 V 

DO-D4 InjJut Bias Current DX Pin Tied to GND -120 -70 -20 !lA 
OVP Comparator 

Trip. Point % Over COMMAND Voltage (Note 2) 10 17 25 % 
Hysteresis 20 mV 

OV Comparator 
Trip Point % Over COMMAND Voltage (Note 2) 5 9 12 % 
Hysteresis 20 mV 

PWRGD On Resistance 470 0 

UV Comparator 
Trip Point % Over COMMAND Voltage (Note 2) I -12 -9 -5 % 
Hysteresis 20 mV 

Enable Pin 

Pull Up Current VEN = 2.5V -80 -50 -20 uP. 
Voltage Error Amplifier 

Input Offset Voltaqe VCM=3V -10 0 10 mV 

Input Bias Current VCM=3V -0.5 0.5 uP. 
Open Loop Gain 2.05V < VCOMP < 3.05V 90 dB 

Power Supply Rejection Ratio 10.8V < VIN < 15V 85 dB 

Output Sourcinq Current VYFB = 2V, VCOMMAND = VCOMP = 2.5V -1.6 -0.8 mA 

Output Sinkinq Current VYFB = 3V, VCOMMANO = VCOMP = 2.5V 1 mA 

Current Sense Amplifier 

Gain 15 16 17 VN 

Common Mode Rejection Ratio OV < VCM < 4.5V 60 dB 

Power Supply Rejection Ratio 10.8V < VIN < 15V 80 dB 

Output Sourcinq Current VIS- = 2V, VISOUT = VIS+ = 2.5V -4 -3 mA 

Output Sinkinq Current VIS- = 3V, VISOUT = VIS+ = 2.5V 3 4 mA 

Current Amplifier 
Input Offset Voltage VCM=3V 1 mV 

Input Bias Current VCM=3V -0.1 !LA 
OjJen Loop Gain 1V < VCAO < 2.5V 90 dB 

Output Voltage High 3 V 

Power Supply Rejection Ratio 10.8V < VIN < 15V 80 dB 

Output Sourcing Current VCAM = 2V, VCAO = VCOMP = 2.5V -7 mA 

Outp_ut Sinking Current VCAM = 3V, VCAO = VCOMP = 2.5V 17 mA 

Oscillator 
Initial Accuracy TA= 25°C 324 360 396 kHz 

O°C < TA< 70°C 300 360 420 kHz 

Valley to Peak Voltage 1.67 V 

Frequency Change With Voltage 10.8V < VIN < 15V 1 % 
Output Section (GATEHI and GATELO 

Output Low Voltage IGATE = -100mA 0.2 V 

Output High Voltage IGATE = 100mA 11.8 V 

Rise Time CGATE = 3.3nF, RSERIES = 100 20 80 ns 

Fall Time CGATE = 3.3nF, RSERIES = 100 15 80 ns 
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ELECT~ICAL CHARACTERISTICS: Unless otherwise specified, VIN = VDRVHI = VDRVLO = 12V, VSNS = 3.5V, Voo = V01 
= V02= VD3= V04= OV, RT= 13k, CT= 1.BnF, EN = Open, O°C < TA< 70°C, TA= TJ. 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 
Turn On Delay 

GATEHI Turn Off to GATELO Turn On 150 ns 
GATELO Turn Off to GATEHI Turn On 135 ns 

Foldback Current Limit 
Clamp Level VCOMMANO = VSNS 1.37 V 

VFB = VCOMMANO - 1 OOmV (Note 3) 
VSNS = 0 0.71 V 
VFB = VCOMMANO - 100mV (Note 3) 

System Short Circuit Current Limit VCOMMANO = 2.3V 14.4 17 22 A 
VFB = OV (Note 4) 

Note 1: This test measures the combined errors of the COMMAND voltage and the voltage amplifier offset voltage. Applies to all 
DAC codes from 1.BV to 3.5V. 

Note 2: This percentage is measured with respect to the ideal COMMAND voltage programmed by the DO - D4 pins. 
Note 3: This voltage is measured with respect to the COMMAND voltage. 
Note 4: The calculation of this parameter assumes an off chip sense resistor value of 0.0050.. This test encompasses all sources 

of error from the IC. 

PIN DESCRIPTIONS 
CAM: This pin is the inverting input to the current ampli
fier. The average load current feedback from the ISOUT 
pin is applied through a resistor to this pin. The current 
loop compensation network is also connected to this pin 
(see CAO below). 

CAO: This pin is the current amplifier output. The current 
loop compensation network is connected between this 
pin and the CAM pin. The voltage on this pin is the input 
to the PWM comparator and regulates the output voltage 
of the system. The voltage at this output ranges from be
low O.SV (forcing 0% duty cycle) to above 2.SV forcing 
maximum duty cycle. A 3V clamp circuit prevents the 
CAO voltage from rising excessively past the oscillator 
peak voltage, for excellent transient response. 

COMP: This pin is the voltage error amplifier output volt
age. The system voltage compensation network is ap
plied between COMP and VFB. A 1.37V clamp above 
COMMAND is used to force the power supply into cur
rent limit mode when the output is short circuited. See 
the Applications Section for programming current limit. 

COMMAND: This pin is the output of the S-bit digi
tal-to-analog (DAC) converter and is the non-inverting in
put of the voltage error amplifier. The voltage on this pin 
sets the switching regulator output voltage. The COM
MAND voltage is set by the DAC input pins DO-D4, ac
cording to Table 1. The COMMAND source impedance is 
typically 1 .2kn and must therefore drive only high imped
ance inputs if accuracy is to be maintained. Bypass 
COMMAND with a 0.01f.1F, low ESR, low ESL capacitor 
for best circuit noise immunity. 

CT: This pin is used with RT to program the internal 
PWM oscillator frequency. Use a high quality capacitor 
for best oscillator accuracy. See the Applications Section 
for programming the oscillator. 

00-04: These are the digital input control codes for the 
DAC (See Table 1). The DAC is comprised of two ranges 
set by D4 and with DO representing the least significant 
bit (LSB) and D3, the most significant bit (MSB). A bit is 
set low by being connected to GND; a bit is set high by 
floating it, or connecting it to a SV source. Each control 
pin is pulled up to approximately SV by an internal pull 
up. 

EN: This input is used to disable the GATEHI and 
GATELO outputs, resulting in disabling the power sup
ply. Pulling EN to GND causes the GATEHI and 
GATELO outputs to be held low, while floating the pin or 
pulling it up to SV ensures normal operation. EN is pulled 
up to SV internally. 

GATEHI: This output provides a low impedance totem 
pole driver to drive the high-side external MOSFET. A 
series resistor between this pin and the gate of the exter
nal MOSFET is recommended to prevent gate drive 
ringing and overshoot. Good layout techniques should be 
used to prevent GATEHI from ringing more than O.3V be
low PGND. The VDRVHI pin provides the power for the 
GATEHI pin. GATEHI is disabled during UVLO and 
overvoltage conditions. For the 2882/3882 only, GATEHI 
is also disabled when the COMMAND voltage is pro
grammed between 1.3 and 1.7SV, or where the DO-D4 
pins are all logic high levels, indicating no processor 
present. 
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PIN DESCRIPTIONS (continued) 
GATELO: This output provides a low impedance totem 
pole driver to drive the low-side synchronous external 
MOSFET. A series resistor between this pin and the gate 
of the external MOSFET is recommended to prevent 
gate drive ringing and overshoot. Good layout tech
niques should be used to prevent GATELO from ringing 
more than 0.3V below PGND. The VDRVLO pin provides 
the power for GATELO. GATELO is disabled during 
UVLO conditions. For the 288213882 only, GATELO is 
also disabled when the COMMAND voltage is pro
grammed between 1.3 and 1.75V, or where the DO-D4 
pins are all logic high levels, indicating no processor 
present. 

GND: Ground reference for the device. All voltages, with 
the exception of the GATE voltages, are measured with 
respect to GND. Bypass capacitors on VIN, VREF, 
VSNS and COMMAND should be connected directly to 
the ground plane near GND. 

ISo: This pin is the inverting input to the current sense 
amplifier and is connected to the low side of the average 
current sense resistor. 

IS+: This pin is the non-inverting input to the current 
sense amplifier and is connected to the high side of the 
average current sense resistor. 

ISOUT: This pin is the output of the current sense ampli
fier. The voltage on this pin is equal to the voltage across 
the sense resistor multiplied by 16 and biased up by the 
COMMAND voltage. This voltage is used for Average 
Current mode control and for current limiting. 

PGND: This pin provides a dedicated ground for the out
put gate drivers. The GND and PGND pins should be 
connected externally using. a short PC board trace or 
plane. Decouple VDRVHI and VDRVLO to PGND with 
low ESR capacitor of at least 0.1IlF. 

PWRGD: This pin is an open drain output which is driven 
low to reset the microprocessor when VSNS rises above 
or falls below its nominal value by 9%. The on resistance 
of the open-drain switch will be no higher than 470(1. 
This output should be pulled up to a logic level voltage 
and should be programmed to sink 1 mA or less. 

RT: This pin is used with CT to program the internal 
PWM oscillator frequency. It is also used to program the 
delay times between the external MOSFET turn on and 
turn off periods, which eliminates cross conduction in 
those MOSFETs. See the Applications Section for pro
gramming the oscillator and for controlling cross conduc
tion. 

UCC28821-1 
UCC38821-1 

VDRVHI: This pin supplies power to the high side output 
driver, GATEHI. Connect VDRVHI to an 18V or lower 
source for power supplies converting 12VDC to lower 
voltages, and to a 12V source for systems for power sup
plies converting 5VDC. This pin should be bypassed di
rectly to PGND using a low ESR capacitor. 

VDRVLO: This pin supplies power to the low side output 
driver, GATELO. VDRVLO is typically connected to a 
12V source, but may be connected to a 5V source for 
driving logic level MOSFETs. This pin should be by
passed directly to PGND using a low ESR capacitor. 

VIN: This pin supplies power to the chip. Connect VIN to 
a stable voltage source that is at least 10.8V above 
GND. The GATEHI, GATELO and PWRGD outputs will 
be held low until VCC exceeds the upper undervoltage 
lockout threshold. This pin should be bypassed directly 
to GND. 

VFB: This pin is the inverting input to the error amplifier. 
This input is connected to COMP through a feedback 
network and to the power supply output through a resis
tor or a divider network. 

VREF: This pin provides an accurate 5V reference and is 
internally short circuit current limited. VREF powers the 
D/A Converter and also provides a threshold voltage for 
the UVLO comparator. For best reference stability, by
pass VREF directly to GND with a low ESR, low ESL ca
pacitor of at least O.Q1IlF. 

VSNS: This pin is connected to the system output volt
age through a low pass R-C filter. When the voltage on 
VSNS rises above or falls belOW the COMMAND voltage 
by 9%, the PWRGD output is driven low to reset the mi
croprocessor. When the voltage on VSNS rises above 
the COMMAND voltage by 17.5%, the OVP comparator 
disables the GATEHI output and enables the GATELO 
output, forcing 0% duty cycle on the power supply. This 
pin is also used by the foldback current limiting circuitry 
to indicate when the output voltage has been short cir
cuited. VSNS should be decoupled very closely to the IC 
with a capacitor to GND. The OV and UV comparators' 
hysteresis is typically 20mV, requiring good layout and 
filtering techniques to insure that noise and 
ground-bounce do not inadvertently trip the OV and UV 
comparators. It is recommended that an R-C filter set to 
approximately Fs/10 be used to filter noise from the sys
tem output, where Fs is the oscillator frequency. 
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DAC INFORMATION 
The 5-bit Digital-to-Analog Converter (DAC) is pro
grammed according to Table 1.The COMMAND voltage 
is always active as long as the UCC3882 VIN pin is 
above the undervoltage lockout voltage. For the 
2882/3882 only, the output gate drives GATEHI and 

Digital Command Command GATEHIIGATELO 
04 03 02 01 DO Voltaae Status 
0 1 1 1 1 1.300 Note 1 
0 1 1 1 0 1.350 Note 1 
0 1 1 0 1 1.400 Note 1 
0 1 1 0 0 1.450 Note 1 
0 1 0 1 1 1.500 Note 1 
0 1 0 1 0 1.550 Note 1 
0 1 0 0 1 1.600 Note 1 
0 1 0 0 0 1.650 Note 1 
0 0 1 1 1 1.700 Note 1 
0 0 1 1 0 1.750 Note 1 
0 0 1 0 1 1.800 Enabled 
0 0 1 0 0 1.850 Enabled 
0 0 0 1 1 1.900 Enabled 
0 0 0 1 0 1.950 Enabled 
0 0 0 0 1 2.000 Enabled 
0 0 0 0 0 2.050 Enabled 

UCC28821-1 
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GATELO are disabled at certain DAC codes, as shown 
in Table 1. Disabling the gate drives disables the power 
supply. For the 2882 -1 and 3882 -1, the GATEHI and 
GATELO drives are enabled for all DAC codes. For a 
given code, the power supply output regulates at the cor
responding COMMAND voltage. 

Diaital Command Command GATEHIIGATELO 
04 03 02 D1 DO Voltaae Status 
1 1 1 1 1 2.000 Note 1 
1 1 1 1 0 2.100 Enabled 
1 1 1 0 1 2.200 Enabled 
1 1 1 0 0 2.300 Enabled 
1 1 0 1 1 2.400 Enabled 
1 1 0 1 0 2.500 Enabled 
1 1 0 0 1 2.600 Enabled 
1 1 0 0 0 2.700 Enabled 
1 0 1 1 1 2.800 Enabled 
1 0 1 1 0 2.900 Enabled 
1 0 1 0 1 3.000 Enabled 
1 0 1 0 0 3.100 Enabled 
1 0 0 1 1 3.200 Enabled 
1 0 0 1 0 3.300 Enabled 
1 0 0 0 1 3.400 Enabled 
1 0 0 0 0 3.500 Enabled 

Table 1. Programming the Command Voltage for the UCC3882 

APPLICATION INFORMATION 
This IC is intended to be used in a high performance 
power supply to power the Pentium® II or a similar pro
cessor. Figure 1 shows a typical power supply applica
tion circuit which converts +5V to lower voltages required 
by the Pentium® II Processor. 

Synchronous Switching Delay Time 

Figure 2 shows that the fundamental difference between 
a Buck and a Synchronous Buck regulator is the use of a 
MOSFET rather than a Schottky diode as the low side or 
free-wheeling switch. 

In order to maintain safe and efficient operation of a Syn
chronous Buck regulator, both MOSFETs, 01 and 02, 
should never be turned on at the same time. Having both 
MOSFETs on at the same time results in cross conduc
tion, which can result in excessively high power dissipa
tion in one or both MOSFETs. The UCC3882 has a built 
in delay between the tum OFF of one MOSFET and the 
tum ON of the other MOSFET. This delay is a controlled 
delay between the GATEHI and GATELO drive outputs 
and is programmable by the selection of the resistor RT. 
ContrOlling the delay between the gate drive outputs is 

only part of the solution. The power supply designer 
must also understand intrinsic delays involving MOSFET 
turn on, turn off, rise and fall times in order to insure that 
there is no cross conduction. 

It is recommended that a value between 10kQ and 15kQ 
be used for RT, which minimizes the delay and can result 
in the highest efficiency operation. A higher value of RT 
will result in a larger delay between the MOSFET Gate 
transitions. RT should be between 10kQ minimum and 
50kQ maximum. 

Programming the Oscillator 

The first step in programming the oscillator is choosing 
the value of RT as described above. The second step is 
to program the frequency according to the curves shown 
in Figure 3, by choosing the appropriate capacitor value. 

For convenience, values are shown in Table 1 for nomi
nal frequencies from 100kHz to 700kHz using standards 
resistors and capacitor values. 
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APPLICATION INFORMATION (continued) 
FREQUENCY AT CT 

(kH~ (kn) (oF) 

100 14.7 5600 
200 11.0 3900 
300 10.5 2700 
400 11.3 1800 
500 12.7 1200 
600 10.7 1200 
700 11.0 1000 

Table 2. Programming Standard Frequencies 

An excessively long delay time between gate drive sig
nals, or a delay time that is too small, will result in a inef
ficient power supply design. The third step in 
programming the oscillator is to observe the actual circuit 
waveforms to insure that the delay is optimal. The de
signer should vary RT and CT accordingly to adjust the 
delay time and to program the proper oscillator fre
quency. 

VeeP 
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Using an External Schottky Diode in Parallel With the 
Low Side MOSFET 

The purpose of using a synchronous buck regulator is to 
substitute a low voltage' drop MOSFET in place of a 
Schottky diode as the low side switch. An external 
Schottky diode may still be required however, in order to 
reduce the losses due to the reverse recovery of the 
low-side MOSFET body diode. Figure 4 illustrates the ef
fects on power losses due to the non-ideal nature of a 
typical MOSFET body diode. IRM is the peak recovery 
current of the body diode of 02 and ILOUT is the current 
of the output inductor. Using a parallel Schottky diode 
can reduce these losses and increase circuit efficiency. 
The size of the diode should be increased as a function 
of load current, input voltage, and operating frequency. 
The diode should be as close to the lower MOSFET, 02, 
as pOSSible, to reduce stray inductance. 

Q2 C5 C10 

L_-4-_---Ji--_....!..T_l-_--!. __ t--__ +-ll_RL_3_10_3D_I __ -I-_---+...L15_0_0~_F_L-__L-J-.:-J"':':':" O.I~F 

PWRGD 

12VIN 

VIDO 

VIOl 

VID2 

VID3 

VID4 

ISHARE 

OUTEN 

6BpF 

rl~:O --~-~~; I f--+-+--+--+--l-...J 
= I PWRGD 2 

5.62kn 
R5 
365kn 

Figure 1. Application circuit - Pentium'ID II power supply. 
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APPLICATION INFORMATION 
Choosing RSENSE to Set the Current Limit 

RSENSE is chosen to limit the maximum (short circuit) 
current of the power supply. The short circuit current 
equation for the UCC3882 is: 

ISC= 1.37V 
RSENSE·16 

and therefore, the value of the sense resistor, for a cho
sen short circuit current is: 

RSENSE = 1.37V 
ISC·16 

The short circuit current limit does vary slightly as a func
tion of the switching regulator's output inductor value and 
operating frequency because a high value of ripple cur
rent will reduce the average short circuit current limit. 
Figure S shows the variation in Isc given common values 
for the UCC3882. The UCC3882 is nominally configured 
so that a O.OOSmQ resistor will set the current limit to ap
proximately 17 A. 

The UCC3882 incorporates short circuit current foldback, 
as shown in Figure 6. When the output of the power sup
ply is short circuited, the output voltage falls. When the 
output voltage reaches 1/2 of its nominal voltage (COM
MAND/2) then the output current is reduced. This feature 
reduces the amount of current in the MOSFETs and ca
pacitors, and insures high reliability. 

VIN 01 VSOURCE 

• I 111 i D
' J- RG 

VIN Q1 VSOURCE 

~ I 1 

I 

I 
I 

L ___ --.J 

LOUT VOUT 
rrn> 

i co"' 

~ 

LOUT VOUT 

UDG-97049 

Figure 2. Buck vs. synchronous buck regulator. 
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BOO~--------~--------~------~ 

700~~------+---------+-------~ 

'N' 600 +-" ....... -"'o..,---+---------+-------~ 

~ 500+-~~~~~--------~------~ 

~ 

i 200t:~~~~~~~~~~~~~~ 100+ 
5.6nF 

O+---------+---------+-------~ 

10 15 
RT[kW] 

20 

Figure 3. Programming UCC3882 oscillator 
frequency. 

Choosing VDRVLO, VDRVHI and VIN 

25 

The UCC3882 requires a nominal 12V input supplied at 
VIN. VDRVLO and VDRVHI can be set to any voltage 
less than 18.SV, and may be set individually. A power 
supply deriving its power from +SV should use + 12V at 
the VDRVHI pin, but may use either +SV or +12V de
pending on the drive requirements of the synchronous 
low-side MOSFET. A power supply deriving its power 
from +12V should use +18V at VDRVHI in order to pro
vide adequate voltage (6V) gate drive to the high-side 
MOSFET. VIN must be less than +1SV. 

Input Capacitors 

The input capacitors are chosen primarily based on their 
switching frequency RMS current handling capability and 
their voltage rating. The input capacitors must handle vir
tually all of the RMS current at the switching frequency, 
even if the circuit does not have an input inductor. The 
switching current in the input capacitors appears as 
shown in Figure 7. 

Aluminum or tantalum capacitors can be used. The 
amount of RMS current in an Electrolytic capacitor has a 
strong impact on the reliability and lifetime of the capaci
tor. Other factors which affect the life of an input capaci
tor are internal heat rise, external airflow, the amount of 
time that the circuit operates at maximum current and 
the operating Voltage. The curves in Figure 8 show the 
RMS current handled by the total input capacitance in 
typical VRM circuits powered from SV or from 12V. 

3-387 



APPLICATION INFORMATION (continued) 

BODY 
DIODE 

LOSSES 

Q1 
LOSSES 

------ WAVEFORMS WITHOUT REVERSE RECOVERY 

-- WAVEFORMS INCLUDING REVERSE 
RECOVERY CHARACTERISTICS 

ILOUT 

"""!"··· .. ·,·············,RM 

Figure 4. Effects of reverse recovery in a 
synchronous rectifier. 
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Figure 5. Short circuit current limit vs. RSENSE for 
various frequency and inductor values. 
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Figure 6. Short circuit foldback reduces stress on 
circuit components by reducing short circuit current. 
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Figure 7. Input capacitors current waveform. 
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Figure 8. Load current vs RMS current for input 
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APPLICATION INFORMATION (continued) 
Demonstration Kit Design and Performance • Short Circuit Current = 17 A Nominal 

UCC28821-1 
UCC38821-1 

A demonstration circuit was built based on the UCC3882 
and utilizing an Intel VRM 8.1 form factor connector. The 
schematic is shown in Figure 9 and the Bill of Materials 
in Table 3. The circuit is configured for the following op
erating parameters: 

• Output Voltage: 1.8V to 2.8V Configured by VID Code 

• Airflow: 100 LFM 

• Switching Frequency = 225kHz 

• Rated Output Current = 15A 

REF DESCRIPTION 

U1 Unitrode UCC3882 DAC/PWM 

C01 Sanyo 6MV1500GX, 1500~F, 6.3V, Aluminum Electrolytic 

CO2 Sanyo 6MV1500GX, 1500/iF, 6.3V, Aluminum Electrolytic 

C03 Sanyo 6MV1500GX, 1500/iF, 6.3V, Aluminum Electrolytic 

• Temperature: 0 to 60°C 

• Regulation: Per Intel VRM 8.1 DC-DC Converter 
Design Guidelines 

Figures 12 - 14 show the performance of the circuit. 

PACKAGE 

SOIC-28 WIDE 

10x20mm Radial Can 

10x20mm Radial Can 

10x20mm Radial Can 

C04 SpragueNishay 595D475X0016A2B, 4.7uF 16V Tantalum SPRAGUE Size A 

C05 Sanyo 6MV1500GX, 1500flF, 6.3V, Aluminum Electrolytic 10x20mm Radial Can 

C06 Sanyo 6MV1500GX, 1500~F, 6.3V, Aluminum Electrolytic 10x20mm Radial Can 

C07 Sanyo 6MV1500GX, 1500~F, 6.3V, Aluminum Electrolytic 10x20mm Radial Can 

C08 Sanyo 6MV1500GX, 1500~F, 6.3V, Aluminum Electrolytic 10x20mm Radial Can 

C09 Sanyo 6MV1500GX, 1500IlF, 6.3V, Aluminum Electrolytic 10x20mm Radial Can 

C10 0.1 O~F Ceramic 1206 SMD 

C11 0.1 O~F Ceramic 1206 SMD 

C12 0.01~F Ceramic 0603SMD 

C13 O.D1/iF Ceramic 0603 SMD 

C14 0.01 IlF Ceramic 0603SMD 

C15 0.1 O~F Ceramic 1206 SMD 

C17 68pF NPO Ceramic 0603 SMD 

C18 1000pF Ceramic 0603 SMD 

C19 220pF NPO Ceramic 0603SMD 

C20 Sanyo 6MV1500GX, 1500~F, 6.3V, Aluminum Electrolytic 10x20mm Radial Can 

CT 3900pF Ceramic 0603 SMD 

J1 AMP 532956-7 40 Pin Connector 40 Pin 

L1 Toroid T51-52C, 5 Turns #16AWG, 1.6~H Toroid 

01 International Re<:tifier IRL31 03, 30V, 56A TO-220AB, layed down 

02 International Rectifier IRL3103D1, 30V, 56A TO-220AB, layed down 

R01 5mO, PCB Resistor Copper Trace 

R02 10kO, 5%, 1/16 Watt 0603 SMD 

R03 5.62kn, 1%, 1/16 Watt 0603 SMD 

R05 365kO, 1%, 1/16 Watt 0603SMD 

R06 100kO, 5%, 1/16 Watt 0603 SMD 

R07 5.6kn, 5%, 1/16 Watt 0603SMD 

R08 10kn, 5%, 1116 Watt 0603SMD 

R09 3.30,5%, 1/16 Watt 0603 SMD 

R10 3.30,5%, 1/16 Watt 0603 SMD 

Tab/e 3. Bi// of materials. 
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APPLICATION INFORMATION (continued) 

v P cc 

~ 

~ 
~ SViN 

Q1 

~ 
IAL3~ .,lli..-. 

~ 
~ 
~ 

F~5'oaIlF c. ~;OO.F' C20 C. ~ 
~ 

1500J1F 1500p.F 4.7p.F 

..,.ill.-
A1 

.Jll-

.£- .¢. ~ 
~ 

.'0 

~ .",. 

~ 
~ 
~ 
~ 
~ 
~ 
~ C15 

~ O.1IlF 

~GD 
A412VIN 

~ 
= 

A7 VIDa 

87 VIOl 

AS VID2 

88 VID3 

A9 VID4 

.R '""AR. 

B6 OUTEN 

~ 
~ 
~ 

A6 1 C1' C13 

OO.01.F ~~ C17 

68pF 

L1 R1 

to ... 0.0050 

~E o. CS co 
IRL3103D1 1500llF 1500p.F 

A10 
3.30 

RS 
3.ao 

i----;-~;;rtr 

~ ··':t-!GND N/C 3 I 
I CAM 4 

~DO '! CAO 5 

~D1 --a N/C ISOUT t 
D. IS+P: 
03 
04 IS-+ 

iVAEF VIN~-

-=:O~~ ' .. "~ '" ,. VDRV1 i~.'.F 
1~ GATE1 GATE2 11 .,.,. 

~ PGND ,. '''" }d RT 13 1¥f COMP RT 
~ CT~ 1aka 

15 VFB CT 
~ ___ U~~3.!8~ __ ..J ~3900PF ""!i"" 

F SWITCH = 225kHz 
R3 

5.62kO 
RS 
3S5kO: 

-

C7 C8 

UCC28821-1 
UCC38821-1 

CS C10 
1500).lF 1500p.F 1500l1F O.1p.F 

-$-

R' 

kC14 
10ka 

1·01 .. 

R8 C~8 I 
10ka 1500PF 

A7 C1. 

S.6k'" 220PF 

UDG-97140 

Figure 9. Reference design - UCC3882 5-bit synchronous rectifier PWM controller for the Intel Pentiunt!fJ1/ 
processor. 
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APPLICATION INFORMATION (continued) 
r-----~--------------------_, 

Figure to. Demo board. Figure tta. COMP silkscreen. Figure 11b. COMP side. 
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Figure 11c. GND layer. Figure ttd. PWR layer. Figure 11e. Solder side. 

1r·028I1AX. 

11-00---------- 3.100 --------....... 1 

i r·200 r' , 
" 

+ 

+ +++ t 
x x 

LAYER 1 LAYER 3 

GROUND LAYER SOLOER SIDE 

UCC28821-1 
UCC38821-1 

COIIPONENT SlOE =t= VOLTAGE LAYER 

LAYER 2 LAYER 4 

..J '-.062 

TL~: m<!>~Jxx. x x : : < x 
x x x x x (~; xxxxxxxxxxxxxxxxxxxx I" 

xxxxxxx, xxxxxxxxxxxx " .060 RADIUS 
.420 I .I j 4 PLCS 

-1.300 2.500 ------~ 
1 oz. cu. INNER LAYERS. I oz. cu. OUTER LAYERS 

NOTES: 
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Figure 11f. Drill drawing. 
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APPLICATION INFORMATION (cont.) 
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Figure 12. Transient response to 1S.2A step load 
channel 2 scale is SOmVIA. 
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Figure 13. UCC3882 demo kit efficiency. 
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~UNITRODE 
I application II UCC1884 

I~ UCC2884 
I available I UCC3884 

Frequency Foldback Current Mode PWM Controller PRELIMINARY 

FEATURES 
• Frequency Foldback Reduces 

Operating Frequency Under Fault 
Conditions 

• Accurate Programmable Volt-Second 
Clamp 

• Programmable Maximum Duty Cycle 
Clamp 

• Oscillator Synchronization 

• Overcurrent Protection 

• Shutdown with Full Soft Start 

• Wide Gain Bandwidth Amplifier 
(GBW > 2.5MHz) 

• Current Mode Operation 

• Precision 5V Reference 

BLOCK DIAGRAM 

DESCRIPTION 
The UCC3884 is a high performance current mode PWM controller in
tended for single ended switch mode power supplies. The chip implements 
a frequency foldback scheme that decreases the oscillator frequency as 
the output voltage falls below a programmed value. This technique de
creases the average output current sourced into a low impedance load 
which can occur during an output short circuit or overload condition. Ex
cessive short circuit current is more prevalent in high frequency converters 
where the propagation delay and switch turn-off time forces a minimum at
tainable duty cycle. An accurate volt-second clamp limits the duty cycle 
during line or load transient conditions which could otherwise saturate the 
transformer. The volt-second clamp may also be used with an external 
overvoltage protection circuit to handle fault conditions such as current 
sense disconnect or current transformer saturation. The frequency 
foldback, volt-second clamp, cycle-by-cycle current limit, and overcurrent 
shutdown provide a rich set of protection features for use in peak current 
mode pulse width modulators. 
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ABSOLUTE MAXIMUM RATINGS 
Supply Voltage .................................. 15V 
Output Sink Current. ............................... 1A 
Output Source Current ............................ 0.5A 
All Other Pins. ; ................................... 6V 
Storage Temperature ................... -65°C to +150°C 
Junction Temperature ................... -55°C to +150°C 
Lead Temperature (Soldering, 10 sec.) ............. +300°C 

Currents are positive into, negative out of the specified termi
nal. Consult Packaging Section of Databook for thermal limita
tions and considerations of packages. 

PLCC-20 (Top View) 

Q Package N/C-----, 

GND 
N/C 

COMP 
CSS 5 

FB 6 
CS 7 

CLKSYNC 8 

VDD 
OUT 

17 
16 
15 

VREF 
GT 

N/C 
VVS 
VOUT 
IOFF 
ION 

N/C 
CT 
PGND 

CONNECTION DIAGRAMS 

DIL-16, SOIC-16 (Top View) 
J, N or D Packages 

UCC1884 
UCC2884 
UCC3884 

VVS 

VOUT 

ELECTRICAL CHARACTERISTICS: Unless otherwise specified, these specifications apply for TA = -55°C to 125°C for the 
UCC1884, -40°C to 85°C for the UCC2884, and O°C to 70°C for the UCC3884, CT = 220pF, RON = 53k, ROFF = 38k, VOUT = 
VREF VVS=OV CSS=25nF VDD=11V Output no load TA=TJ , , , , , 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

5V Reference Section 

VREF IREF= OmA 4.86 5 5.14 V 

Line Regulation VDD = 10V to 12V 1 10 mV 

Load Regulation 0< IREF< 5mA 1 20 mV 

Short Circuit I VREF=OV 15 45 rnA 

Oscillator Section 

Accuracy VOUT= VREF 360 400 440 kHz 

Foldback Frequency VOUT= 0.75V 200 230 260 kHz 

CLKSYNC Output High 4.8 5 5.2 V 

CLKSYNC Output Low 0.0 0.4 V 

CLKSYNC Sink Current CLKSYNC= 1V 1.2 2.2 rnA 

CLKSYNC Source Current CLKSYNC=3V -0.2 -0.1 rnA 

CLKSYNC Input Threshold CLKSYNC from 5V to OV (Edge Detect) 2.5 3.0 3.5 V 

Error Amplifier Section 

18 Total Bias Current; Regulating Level -1 1 IlA 

FBVoltage FB=COMP 2.43 2.5 2.57 V 

Ava 50 90 dB 

GBW F = 100kHz (Note 1) 2.5 5 MHz 

Output Source Current FB = 2.3V, COMP = 2.5V -0.6 -1.2 rnA 

Output Sink Current FB = 2.7V, VCOMP = 1V 0.250 1.5 rnA 

VOL 10= 1001lA 0.3 0.9 V 

VOH 10 = -1001lA 2.7 3.1 3.5 V 
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UCC1884 
UCC2884 
UCC3884 

ELECTRICAL CHARACTERISTICS: Unless otherwise specified, these specifications apply for TA = -55°C to 125°C for the 
UCC1884, -40°C to 85°C for the UCC2884, and O°C to 70°C for the UCC3884, CT = 220pF, RON = 53k, ROFF = 38k, VOUT = 
VREF VVS-OV CSS-25nF VDD-11V Output no load TA-TJ - - , - , , -

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

PWM Section 

Minimum Duty Cycle FB = 3V, CS = OV 0 % 

Maximum Duty Cycle FB = OV, CS = OV 75 78 81 % 

Current Sense Section 

Input Bias Current (CS) 3.0 ~ 
CS Shutdown Threshold 1.235 1.3 1.365 V 

CS Shutdown Hysteresis 20 mV 

CS Over Current Threshold 0.95 1 1.05 V 

Current/Fault Section 

Soft Start Charge Current -10 -20 -30 ~ 
Soft Start Discharge Current 10 20 30 ~ 
VOL 0 50 mV 

Soft Start Complete Threshold 3.6 4 4.4 V 

Soft Start Restart Threshold 0.4 0.5 0.6 V 

Volt Second Clamp 

Duty Cycle VVS = 1.4V, TA = O°C to 70°C 53.8 56.8 59.8 % 

VVS = 3.6V, TA=-55°C to 125°C 19.8 22 25.8 % 

VVS = 3.6V, T A = -40°C to 85°C 20.9 22 24.5 % 

VVS = 3.6V, T A = O°C to 70°C 21 22 23 % 

Is VVS =3.7V -1 +1 IlA 

Output Stage 

Output Low Saturation lOUT = 100mA 0.5 0.9 V 

Output High Saturation IOUT=-50mA 0.5 0.9 V 

lOUT = -200mA 1.9 V 

UVLO Output Low Saturation lOUT = 20mA, VDD = OV 0.7 1.2 V 

Rise Time CL= 1nF 50 70 ns 

Fall Time CL= 1nF 30 50 ns 

Undervoltage Lockout 

Turn-On Threshold Voltage 8.4 8.9 9.4 V 

Hysteresis 200 600 1000 mV 

Startup Regulator 

. Regulated VDD Voltage 9.5 10 10.5 V 

VDD Override Threshold 10.7 V 

Overall 

VooRange 14.5 V 

100 (run) f=400kHz 2 5 10 rnA 

100 Startup Current VDD = 5.4V 250 IlA 

VDDClamp IDD= 10mA 12 13.5 15 V 

Note 1: Guaranteed by design. Not 100% tested in production. 
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PIN DESCRIPTIONS 
CLKSYNC: An edge triggered active low TTL signal to 
this pin synchronizes the oscillator to an external clock. 
When VOUT decreases below 3.0V, the frequency 
foldback circuit is activated and the controller becomes 
unsynchronized. When VOUT exceeds 3.0V, the 
controller resynchronizes to the external clock. 

COMP: The output of the voltage error amplifier used for 
compensation. The output is clamped to 3.0V minimum. 

CS: Current sense input. This pin accepts a voltage 
proportional to converter inductor current. The voltage at 
CS is compared to the output of the compensated error 
amplifier to control the on-time of the switch. Voltage 
mode control can be realized by driving this pin with a 
fixed sawtooth ramp. Voltage feedforward is achieved by 
making the peak of this ramp proportional to the input 
voltage. 

CSS: A capacitor, Css, to ground programs the soft start 
time for the power up sequence. This function is also 
used when an overcurrent fault occurs. As CSS is 
charged, the PWM comparator uses the lowest of either 
the voltage at CSS or the error amplifier output voltage to 
determine the duty cycle. The duty cycle, therefore, 
slowly increases during the soft start cycle. The faults 
that cause CSS to discharge and shutdown the controller 
are the logical OR of VREF below 4.4V or VDD below 
8.8V. If a fault is still present when CSS is discharged 
below O.SV, the supply remains off until the fault is 
cleared. The soft start time is determined by: 

Css 
Tss =3.S o -

Iss 

where Iss is 20IlA. A current limit terminates the present 
cycle. It does not generate a soft start cycle. 

CT: A capacitor, CT to ground, is charged and 
discharged creating the oscillator waveform. This 
waveform varies between 1.SV and 3.SV. The operating 
frequency is determined by: 

f = ~---:_4_.4 __ -,,-

CT 0 (RON + ROFF) 
1.S 3.S 

The ratio of the time duration of the positive sloped 
portion of the CT voltage waveform to the period gives 
the maximum duty cycle. 

FB: The inverting input of the voltage amplifier used to 
sense the output voltage. The non-inverting input of the 
error amplifier is internally connected to 2.SV. 

UCC1884 
UCC2884 
UCC3884 

GND: The ground pin internally used for all the amplifiers 
and as the return for all resistor and capacitor 
connections to the UCC3884. 

GT: Used to drive an external depletion-mode MOSFET 
for the housekeeping power supply. The MOSFET is 
turned off when the bootstrap winding voltage exceeds 
10V. There is 300mV of hysteresis around the 10V 
turn-off voltage to prevent oscillation. See Typical 
Application. 

IOFF: A resistor, ROFF, to ground, programs the 
discharge current of the timing capacitor CT. This is a 
variable discharge current which determines the negative 
slope of the oscillator voltage waveform at CT. The 
discharge time is dependent on the voltage at the VOUT 
pin. The discharge current is given by IOFF = 
VOUT/RoFF. The VOUT pin is internally clamped to 3.SV 
maximum. 

ION: A resistor, RON, to ground programs the charge 
current of the timing capacitor, CT, which generates the 
positive slope of the oscillator waveform. The charge 
time is constant and corresponds to the maximum output 
on-time at OUT. The charge current equation is ION = 
1.SV/RoN. When required the linear positive slope of the 
CT voltage could be buffered and used to provide slope 
compensation into the CS pin. 

OUT: The output of the controller. The peak source 
current is O.SA and the peak sink current is 1.0A. The 
faults listed under the CSS description turn off this 
output. 

PGND: The power ground pin is used as the return for 
the output transistor drive stage. 

VDD: The input voltage of the chip. A low ESR and ESL 
ceramic capacitor from this pin to GND should be used 
to bypass internal switching transients. 

VOUT: This pin accomplishes frequency fold back by 
controlling the discharge current for the oscillator CT 
capacitor. A dc voltage proportional to the output voltage 
is connected to this pin. To startup with zero output 
voltage the user should tie a resistor between VREF and 
VOUT. The value depends on the lowest desired 
operating frequency. When VOUT decreases below 3.SV 
the frequency decreases by reducing the discharge 
current IOFF. When VOUT increases, the frequency 
increases by increasing the discharge current. The 
maximum operating frequency occurs when VOUT = 
3.SV. The CT charge time is constant to guarantee a 
maximum output duty cycle. This pin must be above 
3.0V to allow synchronization to occur. 

3-396 



PIN DESCRIPTIONS (cont.) 
VREF: This pin is the output of the 5V regulated 
reference. Bypass this pin with a low ESR and ESL 
ceramic capacitor (e.g., 0.47(.1F). 

W5: Provides a programmable duty cycle clamp which 
is dependent upon the input voltage. A resistor divider 
network reduces the input voltage supplied to WS. The 

APPLICATION INFORMATION 
Theory of Operation 

The UCC3884 current mode PWM controller contains a 
programmable oscillator which includes the ability to 
synchronize multiple PWMs. The positive and negative 
sloped portions of the oscillator waveform (measured at 
CT), have time intervals that are set by external resistors 
at ION and IOFF. The operating frequency is inversely 
proportional to the timing capacitor. The negative sloped 
portion of the oscillator waveform is extended in time as 
the measured output voltage decreases providing 
protection during output faults. The power supply output 
voltage and the voltage from VREF are fed back to 
VOUT. When the output voltage decreases, the voltage 
at VOUT also decreases. As VOUT decreases below 
3.5V, the operating frequency decreases. This reduction 
in frequency allows the duty cycle to decrease below 
what the CS to OUT delay would otherwise permit. This 
is referred to as frequency foldback. An output short 
circuit or overload causes the converter to enter the 
frequency foldback mode. Synchronization to other 
controllers can only occur during normal operation, that 
is, when VOUT is greater than 3.0V. 

GT is provided to turn off an external depletion-mode 
MOSFET after startup when the bootstrap winding 
exceeds 10V. This depletion-mode MOSFET is used in 
the housekeeping section of the converter to simplify 
startup biasing circuitry. The amplifier that drives this 
MOSFET has 300mV of hysteresis to avoid oscillation 
during power up. 

An accurate programmable volt-second technique 
clamps the duty cycle. The duty cycle limit is inversely 
proportional to input voltage and a resistor divider 
network is used to program the proportionality constant. 
At a given input voltage and constant load, under closed 
loop control, the operating duty cycle is a fixed value. 
The volt-second clamp duty cycle may then be set 
somewhat higher than this operating duty cycle. For 
other input voltages, the volt-second clamp will still 
exceed the steady state operating duty cycle. This allows 
normal closed loop operation of the converter. It is during 

UCC1884 
UCC2884 
UCC3884 

IC determines the reciprocal of the voltage at VVS and 
scales the result. The voltage is then compared to the 
oscillator waveform to clamp the duty cycle. The purpose 
of this clamp is to reduce the likelihood of saturating the 
isolation transformer during unusual line or load condi
tions. 

a load transient (a fault such as a momentary short 
circuit) as the error amplifier increases the duty cycle, 
that when the volt-second clamp accurately limits the 
maximum volt-seconds. This ensures that the 
transformer does not saturate during a fault which can 
fail the power supply. After the fault is removed the 
converter resumes closed loop control. 

CSS is provided which allows the UCC3884 to be 
disabled with an external transistor. The increasing pulse 
width at OUT during soft start should be programmed to 
be less than the pulse width of the duty cycle limit that 
the frequency fold back circuitry creates. The frequency 
foldback circuit will be in effect during soft start since the 
output voltage fed back to VOUT is less than 3.5V. 
Designing the circuit in this fashion allows a proper 
startup sequence. 

The current sense feedback pin has an overcurrent 
protection feature which forces a soft start cycle only if 
the IC is not currently in a soft start cycle. A 1V bias at 
the PWM comparator's non-inverting input and a reset 
dominant PWM latch permit zero duty cycle operation. 

The error amplifier has a wide gain-bandwidth product 
and its non-inverting input is internally set to 2.5VDC. 

Oscillator 

The oscillator has charge and discharge currents pro
grammed with resistors to ground from ION and IOFF re
spectively, as seen on the Oscillator Block Diagram (Fig. 
1). This generates a linear sawtooth waveform on CT. 
Frequency fold back is accomplished by the level shifted 
output voltage controlling the VOUT voltage which de
creases the discharge current and the frequency. 

Synchronization is accomplished by coupling the fastest 
oscillator CLKSYNC signal as shown on the Oscillator 
Synchronization Diagram (Fig. 2). The fastest (master) 
CLKSYNC pin will couple a negative pulse into the 
slower (slave) CLKSYNC pins forcing the slaves' CT pins 
to quickly discharge as shown on the Oscillator Wave
form diagram (Fig. 3). 
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APPLICATION INFORMATION (cant.) 
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Figure 1. UCC3884 oscillator. 
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Figure 2. Oscillator synchonization connection 
diagram. 

UOG-9602B-l 

Figure 3. Oscillator waveforms. 
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APPLICATION INFORMATION (cont.) 
The following explains two synchronization techniques: 

1. If the user does not care which unit is the master, 
then the oscillator frequencies are designed as accu
rate as necessary and one unit will become the mas
ter and synchronize the remaining units. The user 
will never know exactly which unit will be themaster 
upon power up. 

2. If the user does care which unit is the master, a unit 
should be identified as the master, and the frequency 

UCC1884 
UCC2884 
UCC3884 

and maximum duty cycle clamp should be pro
grammed accordingly. The ROFF resistor which pro
grams the slave units oscillator discharge ramp 
should be between 50% and 100% of the ROFF re
sistor which programs the master. This guarantees 
that if a slave unit tries to synchronize the master, 
the master frequency will still be faster than the slave 
frequency and the master will synchronize all the re
maining units. 

Voo 
~---~--~Vo 

4.99kll 

VIN E':~~[::: d r:F ...... -'WIr-4--.... 

r-- 8 -!---ili-~~ 4 

220pF 

4.99kll 

499kn I OUT CLKSYNC COMP FB 
14 VVS 

I CS 
L 5 

20kll 1000pF lkll 

2kll 

48V 

VIN 

680"F 
100V 

320pF 

Figure 4. Typical application. 

UNITRODE CORPORATION 
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~UNITRODE 
UC1886 
UC2886 
UC3886 

Average Current Mode PWM Controller IC 
FEATURES 
• 10.3V - 20V Operating Range 

• Low Offset Voltage Amplifier 

• High Bandwidth Current and Voltage 
Amplifiers 

• Low Offset Current Sense Amplifier 

• Undervoltage Lockout 

• Trimmed S Volt Reference 

• Externally Programmable Oscillator 
Charge Current 

• 1.SA Peak Totem Pole Output 

• Available in 16-pin DIL or SOIC 
Packages 

BLOCK DIAGRAM 

DESCRIPTION 
The UC3886 family of PWM controller ICs is designed for DC-to-DC con
verters with average current mode control. It is designed for use in con
junction with the UC3910 4-bit DAC and Voltage Monitor. The UC3886 
drives an external N-channel MOSFET and can be used to power the In
tel Pentium® Pro and other high-end microprocessors. 

The UC3886 in conjunction with the UC391 0 converts SVDC to an adjust
able output ranging from 2.0V to 3.SV in 100mV steps with 3SmV DC sys
tem accuracy. 

The oscillator is programmed by the user's selection of an external resis
tor and capacitor, and is designed for 300kHz typical operation. 

The voltage and current amplifiers have 3.SMHz gain-bandwidth product 
to satiSfy high performance system requirements. 

The internal current sense amplifier permits the use of a low value current 
sense resistor, minimizing power loss. It has inputs and outputs accessi
ble to allow user-selection of gain-setting reSistors, and is internally com
pensated for a gain of S and above. The command voltage input is 
buffered and provided for use as the reference for the current sense am
plifier. 

The output of the voltage amplifier (input to the current amplifier) is 
clamped to 1 volt above the command voltage to serve as a current limit. 
The gate output can be disabled by bringing the CAO/ENBL pin to below 
0.8 volts. 

COMP CAM CAO/ENBL 

6/98 

,--------- 3 
I 
I 
I 
I 
I 
I 
I 

COMMAND 4 

1.0V 

Vee 

-----------------------[ 
I 
I 
I 
I 
I 
I 
I 

~ ~------------~----~11 CT 

OSC 

~ r-------------~----~12RT 

r---------------~------------------+-----~10VREF 

I 
I 
I 
I 
I 

= I L ______________________________________________ -' UOG-95098-2 
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ABSOLUTE MAXIMUM RATINGS 
Supply Voltage .................................. 20V 
Output Current 

CAM, COMMAND, VSENSE, ISN, ISP ............. ± 1A 
Analog Input .............................. -0.3V to 7V 
Storage Temperature ................... -65°C to +150°C 
Junction Temperature ................... -55°C to +150°C 
Lead Temperatue (Soldering, 10 sec.) ............. +300°C 

Currents are positive into, negative out of the specified terminal. 
Consult Packaging Section of Databook for thermal limitations 
and considerations of packages. 

CONNECTION DIAGRAM 

DIL-16, SOIC-16 (Top View) 
J, N, or D Packages 

CAO/ENBL 1 

COMMAND 4 

ISO 

ISP 

ISN 

SGND 

RT 

VREF 

UC1886 
UC2886 
UC3886 

ELECTRICAL CHARACTERISTICS Unless otherwise specified, VCC = 12V, VCOMMAND = 3.0V, CT = 1nF, RT = 10k, 
T A = T J = O°C < TA < 70°C for the UC3886 (Note' -25°C < T A < 85°C for the UC2886 and -55°C < TA < 125°C for the UC1886) 

PARAMETER TEST CONDITIONS MIN TVP MAX UNITS 

Overall 

Supply Current VCC = 11V, Gate Open 10 15 mA 

VCC= 9.3V 5 I mA 

Undervoltage Lockout 

Start Threshold 9.7 10.3 10.8 V 

UVLO Hysteresis 0.25 0.4 V 

Voltage Error Amplifier 

Input Offset Voltage VCM = 3.0V (UC3886) 4 mV 

VCM = 3.0V (UC2886, UC1886) 15 mV 

Input Bias Current VCM=3.0V -2 !LA 
Input Offset Current VCM = 3.0V (UC3886) 0.01 !LA 

VCM = 3.0V (UC2886, UC1886) 0.1 !LA 
Open Loop Gain 2.5V < VCOMP < 3.5V 60 85 dB 

Common-Mode Rejection Ratio 2V < VCOMP< 4V 60 85 dB 

Power Supply Rejection Ratio 11V < VCC < 15V 60 85 dB 

Output High Voltage (Clamp) ICOMP = -100!LA (UC3886) 3.95 4 4.05 V 

ICOMP = -1 OO~A (UC2886, UC1886) 3.9 4.1 V 

Output Low Voltage (Clamp) ICOMP = 100!LA 1.9 2.7 V 

Output Sink Current VCOMP= 3.7V 0.9 mA 

Output Source Current VcoMP=2.8V -0.15 -0.25 mA 

Gain-Bandwidth Product F = 100kHz 2 3.5 MHz 

5.0V Reference 

Output Voltage IVREF = 1.0mA 4.9 5 5.1 V 

Total Variation Line, Load, Temperature 4.825 5.175 V 

Line Regulation 11 V < VCC < 15V 10 mV 

Load Regulation o < IVREF < 2mA 15 mV 

Short Circuit Current -10 -40 mA 
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UC1886 
UC2886 
UC3886 

ELECTRICAL CHARACTERISTICS Unless otherwise specified, VCC = 12V, VCOMMAND = 3.0V, CT = 1nF, RT = 10k, 
TA = T J = O°C < T A < 70°C for the UC3886 (Note' -25°C < TA < 85°C for the UC2886 and -55°C < T A < 125°C for the UC1886) 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

Input Buffer 

Gain IBUF = ± 500~ (UC3886) 0.98 1 1.02 VN 

IBUF = ± 500!LA (UC2886, UC1886) 0.95 1.05 VN 

Current·Sense Amplifier 

Input Offset Voltage VCM = 3.0V (UC3886) 2 mV 

VCM = 3.0V (UC2886, UC1886) 6 mV 

Input Bias Current VCM=3.0V -1 ~ 
Input Offset Current VCM=3.0V 0.2 !LA 

Open Loop Gain 2V <VISO< 6V 60 85 dB 

CMRR OV < VCM < 4.5V 60 85 dB 

PSRR 11V < VCC < 15V 60 85 dB 

Output High Voltage 1150= -100!LA 5 V 

Output Low Voltage 1150= 1mA 1 V 

Output Source Current VISo=2V -0.2 mA 

Gain-Bandwidth Product F = 100kHz 2 3.5 MHz 

Current Amplifier 

Input Offset Voltage VCM = 3.0V (UC3886) 13 mV 

VCM= 3.0V (UC2886, UC1886) 18 mV 

Input Bias Current VCM=3.0V 1 ~ 
Open Loop Gain 1V<VCAO<3V 60 85 dB 

CMRR 1.5V < VCM < 4.5V 60 85 dB 

PSRR 11V<VCC<15V 60 85 dB 

Output High Voltage ICAO=-100~ 3 3.3 V 

Output Low Voltage ICAO= 100~ 1 V 

Output Source Current VCAo=lV -0.1 -0.25 mA 

Gain-Bandwidth Product F = 100kHz 2 3.5 MHz 

Oscillator 

Frequency RT = 10k, CT = 1 nF (UC3886) 90 100 110 kHz 

RT = 10k, CT = 1 nF (UC2886, UC1886) 85 115 kHz 

Frequency Change With Voltage l1V > VCC > 15V 1 % 

CT Peak Voltage 2.6 2.8 V 

CT Valley Voltage 1 1.2 V 

CT Peak-to-Peak Voltage 1.6 1.8 2.0 V 

Output Section 

Output Low Voltage IGATE = 200mA 1.6 2.2 V 

Output High Voltage IGATE = -200mA 9 10.3 V 

Output Low Voltage 5V < VCC < 9V, IGATE = 10mA 0.5 V 

VCAO < 0.8V, IGATE = 10mA 0.5 V 

Rise/Fall Time CL= lnF 150 ns 

Maximum Duty Cycle (UC3886) 90 % 

(UC2886, UC1886) 85 % 
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PIN DESCRIPTIONS 
BUF: (Buffer Output) The voltage on COMMAND pin is 
buffered and presented to the user here. This voltage is 
used to provide the operating bias point for the current 
sense amplifier by connecting a resistor between BUF 
and ISP. Decouple BUF with O.Q1!1F or greater to 
SGND. 

CAM: (Current Amplifier Minus Input) The average load 
current feedback from ISO is typically applied through a 
resistor here. 

CAOIENBL: (Current Amplifier Output/Chip Enable) 
The current loop compensation network is connected be
tween CAO/ENBL and CAM, the inverting input of the 
current amplifier. The voltage at CAO/ENBL is the input 
to the PWM comparator and regulates the output voltage 
of the system. The GATE output is disabled (held low) 
unless the voltage at this pin exceeds 1.0 volts, allowing 
the PWM to force zero duty cycle when necessary. The 
user can force this pin below 0.8 volts extemally with an 
open collector, disabling the GATE drive. 

COMMAND: (Voltage Amplifier Non-Inverting Input) This 
input to the voltage amplifier is connected to a command 
voltage, such as the output of a DAC. This voltage sets 
the switching regulator output voltage. 

COMP: (Compensation, Voltage Amplifier Output) The 
system voltage compensation network is applied be
tween COMP and VSENSE. The voltage at COMP is 
clamped to prevent it from going more than 1 V above 
the COMMAND voltage. This is used to provide an accu
rate average current limit. The voltage on COMP is also 
clamped to 0.7V below the voltage on COMMAND. This 
is done to avoid applying a full charge to capacitors in 
the compensation network during transients, allowing 
quick recovery time and little overshoot. 

CT: (Oscillator Timing Capacitor) A capacitor from CT to 
SGND along with the resistor on RT, sets the PWM fre
quency and maximum duty cycle according to these 
formulas: 

D -1- 2.0V 
MAX - RT e4.0mA 

where DMAX is the maximum operating duty cycle, and 
RT is in ohms. 

2.0V e «4.0mA eRT)-2.0V) 
Fosc = -----'-"-----::---"----'

CT e1.8V eRT2 e4.0mA 

where Fosc is the UC3886 oscillator switching fre
quency in Hz, RT is in ohms, and CT is in farads. 

UC1886 
UC2886 
UC3886 

GATE: (PWM Output) The output is a 1A totem pole 
driver. Use a series resistor of at least 5Q to prevent in
teraction between the gate impedance and the output 
driver that might cause excessive overshoot. 

ISN: (Current Sense Amplifier Inverting Input) A resistor 
to the low side of the average current sense resistor and 
a resistor to ISO are applied to this pin to make a differ
ential sensing amplifier. 

ISO: (Current Sense Amplifier Output) A feedback resis
tor to ISN is connected here to make a differential 
sensing amplifier. The voltage at this pin is equal to 
(VBUF + A • IAVG • RSENSE) where A is the user deter
mined gain of the differential amplifier, IAVG is the 
average load current of the system, and RSENSE is the 
average current sensing resistor. For stability, A must be 
greater than 5. Set A such that A • Isc • RSENSE = 1.0V 
where ISC is the user-determined short circuit current 
limit. 

ISP: (Current Sense Amplifier Non-Inverting Input) A re
sistor to the high side of the average current sense 
resistor and a resistor to BUF are connected to this pin 
to make a differential sensing amplifier. 

PGND: (Power Ground) The PWM output current returns 
to ground through this pin. This is separated from SGND 
to avoid on-chip ground noise generated by the output 
current. 

RT: (Oscillator Charging Current) This pin is held at 2V. 
Resistor RT from this pin to SGND sets the oscillator 
charging current. Use 5k < RT < 100k. 

SGND: (Signal Ground) For better noise immunity, sig
nal ground is provided at this pin. 

VCC: (Positive Supply Voltage) This pin supplies power 
to the chip and to the gate drive output. Decouple to 
PGND and separately to SGND for best noise immunity. 
The reference (VREF), GATE output, oscillator, and am
plifiers are disabled until VCC exceeds 10.3V. 

VREF: (Voltage Reference Output) An accurate 5V ref
erence as provided at this pin. The output can deliver 
2mA to external circuitry, and is internally short circuit 
current limited. VREF is disabled if VCC is below UVLO. 
Bypass 5V REF to SGND with an 0.01!1F or larger ca
pacitor for best stability. 

VSENSE: (Voltage Sense Input) This input is connected 
to COMP through a feedback network and to the power 
supply output through a resistor or a divider network. 

3-403 



APPLICATION INFORMATION 

OSCILLATOR 

The UC3886 oscillator is a saw tooth. The rising edge 
is governed by a current controlled by RT flowing into 
the capacitor CT. The falling edge of the sawtooth sets 
the dead time for the output. Selection of RT should be 
done first, based on desired maximum duty cycle. CT 
can then be chosen based on the desired frequency, 
Fs, and the value of RT. The design equations are: 

D -1- 2.OV 
MAX - RTe4.0mA 

F. _ 2.OV e «4.0mA eRT)-2.OV) 
asc - CTe1.8VeRT2 e4.0mA 

SkU'; RT'; 100kU 

UDG·96022 

Figure 1. Oscillator 

Configuring the Current Sense Amplifier 

The UC3886 Current Sense Amplifier is used to amplify 
a differential current sense signal across a low value 
current sense resistor, RSENSE. This amplifier must be 
set up as a differential amplifier as shown. 

The Current Sense Amplifier gain, GCSA, is given by the 
ratio of R2IR1. The output of the Current Sense Ampli
fier at the ISO pin is given by 

R2 
Visa =V8UF +VSENSE e

R1 

The Current Sense Amplifier gain, GCSA, must be pro
grammed to be greater than or equal to 5.0 (14dB), as 
this amplifier is not stable with gain below 5.0. The Cur
rent Sense Amplifier gain is limited on the high side by 
its Gain-Bandwidth product of 2.5MHz. Therefore GCSA 
must be programmed between 

GCSA_MIN = 5.0 and GCSA_MAX = 2.5MHzlFSWITCH 
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Figure 2. Programming Maximum Duty Cycle with Rr 
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APPLICATION INFORMATION (cont.) 

ILOUT -
LOUT 

RSENSE 

+VSENSE-

R1 

COUT RLOAD 

R1 

R2 ISO 
'-~~16r-----------, 

R2 

VCOMMAND 
4 1--------' 

UDG-96024 

Figure 5. Configuring the Current Sense Amplifier 

TYPICAL APPLICATIONS 

Enabling/Disabling the UC3886 Gate Drive 

UC1886 
UC2886 
UC3886 

The CAO/ENBL pin can be used to Disable the UC3886 
gate drive by forcing this pin below 0_8V, as shown_ 
Bringing the voltage below the valley of the PWM oscil
lator ramp will insure a 0% duty cycle, effectively dis
abling the gate drive_ A low noise open collector signal 
should be used as an Enable/Disable command_ 

ISO 

ON/OFF 

COMP 
UDG-96023 

Figure 6. EnablinglDisabling the UC3886 

VIN )>-----------,.-..----.,-, n..---------,.-----fY'rY'l.-----t--'V'.tv--,---.,--t---

RTN>--------~~;-~--~-----+--------~----+_~--~~ 

Vee >----.,------r~ ISP 
UC3886 

~PGND 
\i' HSGND 
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BUF 

ISN 

ISO 

I 
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I 

VREF CAM 

VeOMMAND CAO/ENBL 

VSENSE 

COMP 
I CT RT L--l-y--J 

Figure 7. The UC3886 Configured in a Buck Regulator 
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TYPICAL APPLICATIONS (cont.) 

UC1886 
UC2886 
UC3886 
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-L ~pV~:~OOD -------:--6------,' FAULT 

OVPB 

DO PWRGOOD 

ISO 

ISN 

ISP 

CAM CAOI COMP VSENSE VCC 
ENBL 

GATE 

OVP FAULT 

VIDa 

VIOl 
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VID. 

I VCC OVP VSENSE W' I 

UC3910 UC3886 I 
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Figure 8. UC3886 Configured with the UC3910 for a Pentium@ Pro DCIDC Converter 
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~UNITROCE 
UCC1888 
UCC2888 
UCC3888 

Off-line Power Supply Controller 
FEATURES DESCRIPTION 

• Transformerless Oft-line 
Power Supply 

• Wide 100VDC to 400VDC 
Allowable Input Range 

• Fixed 5VDC or Adjustable 
Low Voltage Output 

• Output Sinks 200mA, Sources 
150mA Into a MOSFET Gate 

• Uses Low Cost SMD Inductors 

• Short Circuit Protected 

• Optional Isolation Capability 

The UCC3888 controller is optimized for use as an oft-line, low power, low voltage, 
regulated bias supply. The unique circuit topology utilized in this device can be 
visualized as two cascaded flyback converters, each operating in the discontinu
ous mode, both driven from a single external power switch. The significant benefit 
of this approach is the ability to achieve voltage conversion ratios as high as 400V 
to 2.7V with no transformer and low intemal losses. 

The control algorithm utilized by the UCC3888 sets the switch on time inversely 
proportional to the inpu1 line voltage and sets the switch off time inversely propor
tional to the outpu1 voltage. This action is automatically controlled by an internal 
feedback loop and reference. The cascaded configuration allows a voltage conver
sion from 400V to 2.7V to be achieved with a switch duty cycle of 7.6%. This topol
ogy also offers inherent short circuit protection since as the output voltage falls to 
zero, the switch off time approaches infinity. 

The output voltage is set internally to 5V. It can be programmed for other output 
voltages with two external resistors. An isolated version can be achieved with this 
topology as described further in Unitrode Application Note U-149. 

OPERATION 
With reference to the application diagram below, when input voltage is first applied, 
the current through RON into TON is directed to Vee where it charges the external 
capacitor, C3, connected to Vee. As voltage builds on Vee, an internal undervol
tage lockout holds the circuit off and the output at DRIVE low until Vee reaches 
8.4V. At this time, DRIVE goes high turning on the power switch, 01, and redirect
ing the current into TON to the timing capacitor, CT. CT charges to a fixed threshold 
with a current leHG=0.8 • (VIN - 4.5V)/RoN. Since DRIVE will only be high for as 
long as CT charges, the power switch on time will be inversely proportional to line 
voltage. This provides a constant (line voltage) • (switch on time) product. 

TYPICAL APPLICATION 

OC INPUT VOLTAGE 100-400V 

01 
RON 

TON r------------------ 8 ------------, 

VOUTI Ivee 04 

3~--~--~~----~~----+__r~------~--~7~~--~~:~~ 

ROFF 
02 

2~--~----------_. 

03 
5V 

I OUTPUT 

I 
I 
IGNO 

L==c~----L__JL4-l------~L-~5~+_~ 

L3 L2 + 
C2 

RETURN 

Note: This device incorporates patented technology used under license from Lambda Electronics, Inc. UDG-96013 
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OPERATION (cont.) 
At the end of the on time, Q1 is turned off and the current 
through RON is again diverted to Vcc. Thus the current 
through RON, which charges CT during the on time, con
tributes to supplying power to the chip during the off time. 

The power switch off time is controlled by the discharge 
of CT which, in turn, is programmed by the regulated out
put voltage. The relationship between CT discharge cur
rent, IOCHG, and output voltage is illustrated as follows: 

IOCHG 

~3 
1 4 

VOUT 

0.7 5 
Regulated Output 

Voltage 

Region 1. When VOUT = 0, the off time is infinite. This 
feature provides inherent short circuit protec
tion. However, to ensure output voltage 
startup when the output is not a short, a high 
value resistor, Rs, is placed in parallel with CT 
to establish a minimum switching frequency. 

Region 2. As VOUT rises above approximately 0.7V to its 
regulated value, IOCHG is defined by ROFF, 
and is equal to: 

DESIGN EXAMPLE 

IOCHG = (VOUT - 0.7V) / ROFF 

UCC1888 
UCC2888 
UCC3888 

As VOUT increases, IOCHG increases reducing off time. 
The operating frequency increases and VOUT rises 
quickly to its regulated value. 

Region 3. In this region, a transconductance amplifier re
duces IOCHG in order to maintain a regulated 
VOUT. 

Region 4. If VOUT should rise above its regulation range, 
IOCHG falls to zero and the circuit returns to 
the minimum frequency established by Rs and 
CT. 

The range of switching frequencies is established by 
RON, ROFF, Rs, and CT as follows: 

Frequency = 1/(TON + TOFF) 

TON = RON. CT. 4.6 V/(VIN - 4.5V) 

TOFF (max) = 1.4 • Rs • CT 
Regions 1 and 4 

TOFF = ROFF. CT. 3.7V /(VOUT - 0.7V) 
Region 2, excluding the effects of Rs 
which have a minimal impact on TOFF. 

The above equations assume that Vcc equals 9V. The 
voltage at TON increases from approximately 2.5V to 
6.5V while CT is charging. To take this into account, VIN 
is adjusted by 4.5V in the calculation of TON. The voltage 
at TOFF is approximately 0.7V. 

The UCC3888 regulates a 5 volt, 1 Watt nonisolated DC output from AC inputs between 80 and 265 volts. In this ex
ample, the IC is programmed to deliver a maximum on time gate drive pulse width of 2.2 microseconds which occurs 
at 80 VAC. The corresponding switching frequency is approximately 100kHz at low line, and overall efficiency is ap
proximately 50%. Additional design information is available in Unitrode Application Note U-149. 

0.25A 

IN4006 

AC INPUT 
80-265 

VAC 

RETURN 

+ 2.2~F 
450V 

Rs 
1M 

RON 

330k UCC3888 

+ 
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ABSOLUTE MAXIMUM RATINGS 
Icc ............................................ 8mA 
Current into TON Pin ............................. 1.5mA 
Voltage on VOUT Pin ............................... 20V 
Current into TOFF Pin ............................ 250~ 
Storage Temperature .................... -65°C to +150°C 
Note: Unless otherwise indicated, voltages are referenced to 
ground and currents are positive into, negative out of, the speci
fied terminals. 

CONNECTION DIAGRAM 

DIL-8, SOIC-8 (Top View) 
N or J, D Package 

CT 

TOFF 

VOUT 

ADJ 

TON 

Vee 

DRIVE 

GND 

UCC1888 
UCC2888 
UCC3888 

ELECTRICAL CHARACTERISTICS Unless otherwise stated, these specifications hold for TA = O°C to 70°C for the 
UCC3888, -4Q°C to +85°C for the UCC2888, and -55°C to + 125°C for the UCC1888. 
No load at DRIVE pin (CLOAO=O). 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

General 

Vcc Zener Voltage Icc < 1.5mA 8.6 9.0 9.3 V 

Startup Current VOUT=O 150 250 ~ 
Operating Current I(Vcc) Vcc = Vcc(zener) -100mV, F = 150kHz 1.2 2.5 mA 

Under-Voltage-Lockout 

Start Threshold VOUT=O 8.0 8.4 8.8 V 

Minimum Operating Voltage after Start VOUT=O 6.0 6.3 6.6 V 

Hysteresis VOUT=O 1.8 V 

Oscillator 

Amplitude Vcc=9V 3.5 3.7 3.9 V 

CT to DRIVE high Propagation Delay Overdrive = 0.2V 100 200 ns 

CT to DRIVE low Propagation Delay Overdrive = 0.2V 50 100 ns 

Driver 

VOL I = 20mA, Vcc = 9V 0.15 0.4 V 

1= 100mA, Vcc = 9V 0.7 1.8 V 

VOH I = -20mA, Vcc = 9V 8.5 8.8 V 

I =-100mA, Vcc = 9V 6.1 7.8 V 

Rise Time CLOAO = 1nF 35 70 ns 

Fall Time CLOAO= 1nF 30 60 ns 

Line Voltage Detection 

Charge Coefficient: ICHG / I(ToN) VCT = 3V, DRIVE = High, I(TON) = 1 mA 0.73 0.79 0.85 

Minimum Line Voltage for Fault RON = 330k 60 80 100 V 

Minimum Current I(ToN) for Fault RON =330k 220 ~ 
On Time During Fault CT = 150pF, VLINE = Min -1V 2 I.IS 
Oscillator Restart Delay after Fault 0.5 ms 

VOUT Error Amp 

VOUT Regulated 5V (ADJ Open) Vcc = 9V, IOCHG = I(ToFF)/2 4.5 5.0 5.5 V 

Discharge Ratio: IDCHG / I(TOFF) I(ToFF) = 5011A 0.95 1.01 1.07 

Voltage at TOFF I(ToFF) = 50lJA 0.6 0.95 1.3 V 

Regulation gm (Note 1) Max IOCHG = 50~ 2.4 mAN 

Max locHG = 125~ 1.9 4.1 7.0 mAN 

Note 1: gm is defined as I1IVDCHG for the values of VOUT when VOUT is in regulation. The two paints used to calculate gm are for 
11 OUT 

IDCHG at 65% and 35% of its maximum value. 
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PIN DESCRIPTIONS 
ADJ: The ADJ pin is used to provide a 5V regulated sup
ply without additional external components. Other output 
voltages can be obtained by connecting a resistor divider 
between Your, ADJ and GND. Use the formula 

VOIJr = 2.5V. R1; R2 

where R1 is connected between Your and ADJ, and R2 
is connected between ADJ and GND. R1 II R2 should be 
less than 1 kO to minimize the effect of the temperature 
coefficient of the internal 30k resistors which also connect 
to Your, ADJ, and GND. See Block Diagram. 

CT (timing capacitor): The Signal voltage at Cr has a 
peak-to-peak swing of 3.7V for 9V Vee. As the voltage at 
Cr crosses the oscillator upper threshold, DRIVE goes 
low. As the voltage on Cr crosses the oscillator lower 
threshold, DRIVE goes high. 

DRIVE: This output is a CMOS stage capable of sinking 
200mA peak and sourcing 150mA peak. The output volt
age swing is 0 to Vee. 

GND (chip ground): All voltages are measured with re
spect to GND. 

BLOCK DIAGRAM 

TON 

UCC1888 
UCC2888 
UCC3888 

TOFF (regulated output control): TOFF sets the dis
charge current of the timing capacitor through an external 
resistor connected between Your and TOFF. 

TON (line voltage control): TON serves three functions. 
When Cr is discharging (off time), the current through 
TON is routed to Vee. When Cr is charging (on time), the 
current through TON is split 80% to set the Cr charge 
time and 20% to sense minimum line voltage which oc
curs for a TON current of 220~. For a minimum line volt
age of 80V, RON is 330ka. 

The Cr voltage Slightly affects the value of the charge 
current during the on time. During this time, the voltage at 
the TON pin increases from 2.5V to 6.5V. 

Vee (chip supply voltage): The supply voltage of the 
device at pin Vee is internally clamped at 9V. The device 
needs an external supply, from a source such as the rec
tified AC line or derived from the switching circuit. Pre
cautions must be taken to ensure that total lee does not 
exceed 8mA. 

VOUT (regulated output): The Your pin is directly con
nected to the power supply output voltage. When VOUT is 
greater than Vee, Your bootstraps Vee. 

r---------------- 8 ---------------------------------------, 
I I 
I 
I 
I 
I 

;----\------------t"---f-:>-.. Vee OK Camp I 
I 
I 
I 
I 
I 
I 
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I 
I 
I 

30k 
2.5V 

ADJ 4 r-----<---t"---b--' 
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30k 

Switch TON to: 
Vee when DRIVE=Low 
CT when DRIVE=High 
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TYPICAL CHARACTERISTICS CURVES 

I CHG va Line Voltage, RON=330k, VCT=3V 
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~UNITRODE 
UCC1889 
UCC2889 
UCC3889 

Off-line Power Supply Controller 
FEATURES DESCRIPTION 
• Transformerless Off-line 

Applications 

• Ideal Primary-side Bias Supply 

• Efficient BiCMOS Design 

• Wide Input Range 

• Fixed or Adjustable 
Low Voltage Output 

• Uses Low Cost SMD Inductors 

• Short Circuit Protected 

• Optional Isolation Capability 

The UCC1889 controller is optimized for use as an off-line, low power, low voltage, 
regulated bias supply. The unique circuit topology utilized in this device can be visu
alized as two cascaded flyback converters, each operating in the discontinuous 
mode, and both driven from a single external power switch. The significant benefit 
of this approach is the ability to achieve voltage conversion ratios of 400V to 12V 
with no transformer and low internal losses. 

The control algorithm utilized by the UCC1889 is to force the switch on time to be 
inversely proportional to the input line voltage while the switch off time is made in
versely proportional to the output voltage. This action is automatically controlled by 
an internal feedback loop and reference. The cascaded configuration allows a volt
age conversion from 400V to 12V to be achieved with a switch duty cycle greater 
than 10%. This topology also offers inherent short circuit protection since as the 
output voltage falls to zero, the switch off time approaches infinity. 

The output voltage can be easily set to 12V or 18V. Moreover, it can be pro
grammed for other output voltages less than 18V with a few additional components. 
An isolated version can be achieved with this topology as described further in Uni
trode Application Note U-149. 

OPERATION 
With reference to the application diagram below, when input voltage is first applied, 
the RON current into TON is directed to Vee where it charges the external capacitor, 
C3, connected to Vee. As voltage builds on Vee, an internal undervoltage lockout 
holds the circuit off and the output at DRIVE low until Vee reaches 8.4V. At this 
time, DRIVE goes high turning on the power switch, Q1, and redirecting the current 
into TON to the timing capacitor, CT. CT charges to a fixed threshold with a current 
leHG=0.8 • (VIN - 4.5V)IRON. Since DRIVE will only be high for as long as CT 
charges, the power switch on time will be inversely proportional to line voltage. This 
provides a constant line voltage-switch on time product. 

TYPICAL APPLICATION 

ROFF 

DC INPUT VOLTAGE 100-400V 

TON r------------------ -------------, 
VOUT' 'Vee 

3r---~----~~----~:*_----+_~-+--------~--~7 

2r----r------------, 

ADJ , , , , 

, , , 
'GND 

L---+---------~--~-+ __ ~----------4_--~5r_-4--~ L__________________ 1 

RETURN 

Note: This device incorporates patented technology used under license from Lambda Electronics, Inc_ 
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OPERATION (cont.) 
At the end of the on time, Q1 is turned off and the RON 
current into TON is again diverted to Vcc. Thus the cur
rent through RON, which charges CT during the on time, 
contributes to supplying control power during the off time. 

The power switch off time is controlled by the discharge 
of CT which, in turn, is programmed by the regulated out
put voltage. The relationship between CT discharge cur
rent, IOCHG, and output voltage is illustrated as follows: 

IOCHG 

~3 
1 4 

VOUT 

0.7 12 
Regulated 

Voltage 

1. When VOUT = 0, the off time is infinite. This feature pro
vides inherent short circuit protection. However, to en
sure output voltage startup when the output is not a 
short, a high value resistor, Rs, is placed in parallel 
with CT to establish a minimum switching frequency. 

2. As VOUT rises above approximately O.7V to its regu
lated value, IOCHG is defined by ROFF, and therefore is 
equal to: 

DESIGN EXAMPLE 

IOCHG = (VOUT - 0.7V) I ROFF 

UCC1889 
UCC2889 
UCC3889 

As VOUT increases, IOCHG increases resulting in the 
reduction of off time. The frequency of operation in
creases and VOUT rises quickly to its regulated value. 

3. In this region, a transconductance amplifier reduces 
IOCHG in order to maintain VOUT in regulation. 

4. If VOUT should rise above its regulation range, IOCHG 
falls to zero and the circuit returns to the minimum fre
quency established by Rs and CT. 

The range of switching frequencies is established by 
RON, ROFF, Rs, and CT as follows: 

Frequency = 1/(TON + TOFF) 

TON = RON. CT. 4.6 V/(VIN - 4.5V) 

TOFF (max) = 1.4 • Rs • CT 
Regions 1 and 4 

TOFF = ROFF. CT. 3.7V I(VOUT - 0.7V) 
Region 2, excluding the effects of Rs 
which have a minimal impact on TOFF. 

The above equations assume that Vcc equals 9V. The 
voltage at TON increases from approximately 2.5V to 
6.5V while CT is charging. To take this into account, VIN 
is adjusted by 4.5V in the calculation of TON. The voltage 
at TOFF is approximately O.7V. 

The UCC3889 regulates a 12 volt, 1 Watt non isolated DC output from AC inputs between 80 and 265 volts. In this ex
ample, the IC is programmed to deliver a maximum on time gate drive pulse width of 2.4 microseconds which occurs at 
80 VAC. The corresponding switching frequency is approximately 100kHz at low line, and overall efficiency is approxi
mately 50%. Additional design information is available in Unitrode Application Note U-149. 
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ABSOLUTE MAXIMUM RATINGS 
Icc ............................................ 5mA 
Current into TON Pin ............................. 1.5mA 
Voltage on VOUT Pin ............................... 20V 
Current into TOFF Pin ............................ 25D!JA 
Storage Temperature .................... -65°C to +150°C 
Note: Unless otherwise indicated, voltages are referenced to 
ground and currents are positive into, negative out of, the speci
fied terminals. 

CONNECTION DIAGRAM 

DIL-8, SOIC-S (Top View) 
N or J, 0 Package 

Cr 

TOFF 

Your 

ADJ 

TON 

Vee 

DRIVE 

GND 

UCC1889 
UCC2889 
UCC3889 

ELECTRICAL CHARACTERISTICS Unless otherwise stated, these specifications hold for TA = O°C to 70°C for the 
UCC3889, -40°C to +85°C for the UCC2889, and -55°C to + 125°C for the UCC1889. 
No load at DRIVE pin (CLOAD=O). 

PARAMETER TEST CONDITIONS I MIN TYP MAX IUNITS 
General 

Vcc Zener Voltage Icc < 1.5mA 8.6 9.0 9.3 V 
StartuJl Current VOUT=O 150 250 J.IA 
Operating Current I(VOUT) Your = 11V, F = 150kHz 1.2 2.5 mA 

Under-Voltage-Lockout 
Start Threshold VOUT=O 8.0 8.4 8.8 V 
Minimum Operating Voltage after Start VOUT=O 6.0 6.3 6.6 V 
Hysteresis VOUT=O 1.8 V 

Oscillator 
Amplitude Vcc=9V 3.5 3.7 3.9 V 
Cr to DRIVE high Propagation Delay Overdrive = 0.2V 100 200 ns 
Cr to DRIVE low PropaJjation Delay Overdrive = 0.2V 50 100 ns 

Driver 
VOL I = 20mA, vcc = 9V 0.15 0.4 V 

1= 1OOmA, Vcc = 9V 0.7 1.8 V 
VOH I = -;-20mA, Vcc = 9V 8.5 8.8 V 

1= -100mA, Vee = 9V 6.1 7.8 V 
Rise Time CLOAO= 1nF 35 70 ns 
Fall Time CLOAO= 1nF 30 60 ns 

Line Voltage Detection 
Charge Coefficient: ICHG II(TON) VCT = 3V, DRIVE = High, I(ToN) = 1 mA 0.73 0.79 0.85 
Minimum Line VoltaJle for Fault RON=330k 60 80 100 V 
Minimum Current I(TON) for Fault RON = 330k 220 J.IA 
On Time During Fault Cr = 150pF, VLlNE = Min - 1 V 2 lIS 

Oscillator Restart Delay after Fault 0.5 ms 
Vour Error Amp 

Your Regulated 12V (ADJ Open) Vcc = 9V, IOCHG = I(TOFF)/2 11.2 11.9 12.8 V 
VOUT Regulated 18V (ADJ = OV) Vee = 9V, IOCHG = I(TOFF)/2 16.5 17.5 19.5 V 
Discharge Ratio: IOCHG II(TOFF) I(ToFF) = 5OJ.IA 0.95 1.01 1.07 
Voltage at TOFF I(ToFF) = 50J.IA 0.6 0.95 1.3 V 
Regulation gm (Note 1) Max IOCHG = 50llA 1.0 mAN 

Max IOCHG = 125J.IA 0.8 1.7 2.9 mAN 

Note 1: gm is defined as 81vDCHG for the values of VOUT when VOUT is in regulation. The two points used to calculate gm are for 
8 OUT 

IOCHG at 65% and 35% of its maximum value. 
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PIN DESCRIPTIONS 
ADJ: The ADJ pin is used to provide a 12V or an 18V 
regulated supply without additional external components. 
To select the 12V option, ADJ pin is left open. To select 
the 18V option, ADJ pin must be grounded. For other out
put voltages less than 18V, a resistor divider between 
VOUT, ADJ and GND is needed. Note, however, that for 
output voltages less than Vee, the device needs addi
tional bootstrapping to Vee from an external source such 
as the line voltage. If so, precautions must be taken to en
sure that total lee does not exceed SmA. 

CT (timing capacitor): The signal voltage across CT has 
a peak-to-peak swing of 3.7V for 9V Vee. As the voltage 
on CT crosses the oscillator upper threshold, DRIVE goes 
low .. As the voltage on CT crosses the oscillator lower 
threshold, DRIVE goes high. 

DRIVE: This output is a CMOS stage capable of sinking 
200mA peak and sourcing 1S0mA peak. The output volt
age swing is 0 to Vee. 

GND (chip ground): All voltages are measured with re
spect to GND. 

TOFF (regulated output control): TOFF sets the dis
charge current of the timing capacitor through an external 

BLOCK DIAGRAM 

TON 

resistor connected between VOUT and TOFF. 

UCC1889 
UCC2889 
UCC3889 

TON (line voltage control): TON serves three functions. 
When CT is discharging (off time), the current through 
TON is routed to Vee. When CT is charging (on time), the 
current through TON is split 80% to set the CT charge 
time and 20% to sense minimum line voltage which oc
curs for a TON current of 2201lA. For a minimum line volt
age of 80V, RON is 330kn. 

The CT voltage slightly affects the value of the charge 
current during the on time. During this time, the voltage at 
the TON pin increases from approximately 2.SV to 6.S\I. 

Vee (chip supply voltage): The supply voltage of the de
vice at pin Vee is internally clamped at 9V. Normally, Vee 
is not directly powered from an external voltage source 
such as the line voltage. In the event that Vee is directly 
connected to a voltage source for additional bootstrap
ping, precautions must be taken to ensure that total lee 
does not exceed SmA. 

VOUT (regulated output): The VOUT pin is directly con
nected to the power supply output voltage. When VOUT is 
greater than Vee, VOUT bootstraps Vee. 

r----+------------r----f.-~ Vee OK Comp 

Clamp 

116k 
2.5V 

30k 

Switch TON to: 
Vee when DRIVE",low 
CT when DRIVE=High 

IOCHG 
+--

Discharge 
when 

DRIVE=Low 

§ >-----, 
8.4V + 1.8V Hysteresis 

>-_---1 R1 R2 

"----'5 
R3 

Switch Vx to: 
TOElAY after Fault l To;:: O.5ms 

CT 

Vee when DRIVE=Low 
VR when DRIVE=High 
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TYPICAL WAVEFORMS 
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Off-Line Battery Charger Circuit 
FEATURES DESCRIPTION 
• 

• 
• 

• 

• 

• 
• 

Transformerless Off-Line 
Operation 

Low Voltage Operation to O.8V 

Ideal for Battery Trickle Charger 
Applications 

Current Mode Operation With 
100mV Shunt 

Voltage Mode Operation With 
Fixed 1 .25V Output or Resistor 
Adjustable Output 

Efficient BiCMOS Design 

Inherent Short Circuit Protection 

I 
I 
I 
I 
I 

VF=O.4 

The UCC3890 controller is optimized for use as an off-line, low power, low 
voltage, regulated current supply, ideally suited for battery trickle charger 
applications. The unique circuit topology used in this device can be visual
ized as two cascaded flyback converters; each operating in the discontin
uous mode, and both driven from a single external power switch. The 
significant benefit'of this approach is the ability to charge low voltage bat
teries in off-line applications with no transformer, and low internal losses. 

The control algorithm used by the UCC3890 forces a switch 
versely proportional to the input line voltage, while the 
versely proportional to the output voltage. This 
controlled by an internal feedback loop and 
figuration allows a large voltage t'nrl\/ .. ,r",in 

duty cycle. 

While the UCC3890 is 
chargers, provision is 
supply, or to use 
than 1.25V. 

1.25V 

QN 

R3 

I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 

DRIVE 

L ____________________ _ 
---------------~ 

Note: This device incorporates patented technology used under license from 
Lambda Electronics, Inc. UDG-96052 

3/97 
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ABSOLUTE MAXIMUM RATINGS 
100 .......................................... 7.5mA 
Current into TON ............................... 7.5mA 
Voltage on VOUT ........................................... 20V 
Current into TOFF .............................. 2501lA 
Storage Temperature. . . . . . . . . . . . . . . . . .. -65°C to + 150°C 
Junction Temperature .................. -55°C to +150°C 
Lead Temperature (Soldering, 10 sec.) ............. +300°C 

Currents are positive into, negative out of the specified terminal. 
Consult Packaging Section of Databook for thermal limitations 
and considerations of packages. 

CONNECTION DIAGRAMS 

OIL-8, SOIC-8 (Top View) 
J, N, or 0 Packages 

UCC1890 
UCC2890 
UCC3890 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these specifications apply for TA = -55°C to 125°C for 
UCC1890 -40°C to 85°C for the UCC2890 and O°C to 70°C for the UCC3890 No load at DRIVE pin (CLOAO = 0) TA = TJ , , 

PARAMETER TEST CONDITIONS MIN TYP MAX IUNITS 

General 

VDD Zener Voltage 100 = 4.75mA,IToN = OmA 8.3 9.0 9.4 I V 

Minimum Operating Current ITON 100 = -1 rnA, F = 150kHz 1.65 2.0 I rnA 

Undervolta.ge Lockout 

Minimum Voltage to Start FB=O 7.8 8.6 9.2 V 

Minimum Voltage after Start FB=O 5.75 6.3 6.65 V 

Hysteresis FB=O 1.8 2.3 2.6 V 

VDD-VsTART FB=O 0.2 0.4 0.7 V 

Oscillator 

Amplitude ITON = 3mA; ITOFF = 501lA; VFB = OV CT = 100pF 3.1 3.4 3.7 V 

CTto DRIVE High Delay Overdrive = 200mV 80 200 ns 

CT to DRIVE Low Delay Overdrive = 200mV 50 100 ns 

Charge Coefficient I.CT/ITON ITON = 3mA; VCT= 3.0V 0.135 0.15 0.165 j.lAIllA 
Discharge Coefficent ICT/ITOFF ITOFF = 501lA; VCT = 3.0V 0.95 1.00 1.05 j.lAIllA 

Driver 

VOL 1= 100mA (Note 1) 0.7 1.8 V 

VOH I = -100mA referred to VDD (Note 1) -2.9 -1.5 V 

Rise Time CL=1nF 35 70 ns 

Fa" Time CL=1nF 30 60 ns 

Line Voltage Detection 

Minimum ITON for Fault 1.0 1.5 2.0 rnA 

ITON Detector Hysteresis 110 IlA 
On Time During Fault 0.5 /.IS 

VOUT Error Amplifier 

Reference Level ITOFF = 501lA, ICT = 251lA, T J = 25°C 1.20 1.25 1.30 V 

ITOFF = 501lA, ICT = 251lA, Over Temperature 1.15 1.25 1.35 V 

Voltage at TOFF ITOFF = 50jlA 0.3 0.4 0.5 V 

Regulation gm ITOFF = 501lA (Note 2) 2.0 4.0 7.7 mAN 

Current Sense Amplifier 

Gain Vcs = 90-110mV 11.8 12.5 13.0 VN 

Input Offset Voltage Vcs = 90-110mV -5 0 5 mV 

Input Voltage for CS Amplifier Enabled ITON = 3mA, Referred to VDD -1.5 -0.8 V 

Input Voltage for CS Amplifier Disabled ITON = 3mA, Referred to VDD -0.8 -0.3 V 

Note 1: VDD forced to 1 OOmV below VDD Zener Voltage 

Note 2: gm is defined as :~: for the values of VFB where the error amp is in regulation. The two points used to calculate gm 

are for leT at 65% amd 35% of its maximum value. 
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PIN DESCRIPTIONS 
cs: The high side of the current sense shunt is con
nected to this pin. Short CS to VDD. for voltage feedback 
operation. 

CT: Oscillator timing capacitor is connected to this pin. 

DRIVE: Gate drive to external power switch. 

FB: Output of current sense amplifier. This pin can be 
used for direct output voltage feedback if the current 
sense amp input pin CS is shorted to the VDD pin. 

GND: Ground pin. 

APPLICATION INFORMATION 

VIN 

ROFF 

Rvs1 

Rs CT 

UCC1890 
UCC2890 
UCC3890 

TOFF: Resistor ROFF connects from voltage output to 
this pin to provide a maximum capacitor discharge cur
rent proportional to output voltage. 

TON: Resistor RON connects from line input to this pin to 
provide capacitor charge current proportional to line volt
age. The current in RON also provides power for the 9V 
shunt regulator at VDD. 

VDD: Output of 9V shunt regulator. 

Q1 
I---+--+---'H 

D1 

C1 

D2 

D3 
VOUT +--C::>f--' 

/ 
NO LOAD 

PROTECTION 

VOUT 

C2 M 

~AD 

UDG·96053 

Figure 1. Typical Voltage Mode Application 

OPERATION (VOLTAGE OUTPUT) 
Figure 1 shows a typical voltage mode application. 
When input voltage is first applied, all of the current 
through RDD and SO% of the current through RON, 
charge the external capacitor C3 connected to VDD. As 
the voltage builds on VDD, undervoltage lockout holds 
the circuit off and the output DRIVE low until VDD 
reaches S.4V. At this time, DRIVE goes high, turning on 
the external power switch 01, and 15% of the current 
into TON is directed to the timing capaCitor CT. The volt-
age at TON is fixed at approximately 11 V, so CT 
charges to a fixed threshold with current 

I = 0.2. VIN - 11V 
RON 

Since the input line is much greater than 11V, the 
charge current is approximately proportional to the input 
line voltage. DRIVE is only high while CT is charging, so 

the power switch on time is inversely proportional to line 
voltage. This provides a constant line voltage-switch on 
time product. 

At the end of the switch on time, 01 is turned off, and 
the 15% of the RON current which was charging CT is 
diverted to ground. The power switch off time is control
led by discharge of CT, which is determined by the outut 
voltage as described here: 

IOCHG 

,/\'. 
-t--4-----'----+VOUT 

t t 
O.4V 1.25V 

Regulated 
Voltage UDG·96054 
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APPLICATION INFORMATION (cont.) 
1. When VOUT = 0, the off time is infinite. This feature 

provides inherent short circuit protection. However, 
to ensure output voltage startup when the output is 
not a short, a high value resistor, Rs, is placed in 
parallel with CT to establish a minimum switching 
frequency. 

2. As VOUT rises above approximately O.4V, IOCHG is 
set by ROFF, and is defined by 

IOCHG = VO~ - O.4V 
OFF 

As VOUT increases, IOCHG increases resulting in the 
reduction of off time. The frequency of operation in
creases and VOUT rises quickly to its regulated 
value. 

3. In this region, a transconductance amplifier reduces 
IOCHG in order to maintain VOUT in regulation. The 
input to the transconductance amplifier is the pin FB. 
(In this mode the pin CS should be shorted to VDD.) 
FB can either be connected directly to VOUT to regu
late at nominal VOUT = 1 .25V or to be connected to 
VOUT through a resistor divider RVS1/RvS2 to regu
late at nominal 

V 1.25V • (RVS1 + RVS2) 
OUT = RVS2 

4. If VOUT should rise above its regulation range, IOCHG 
falls to zero and the circuit returns to the minimum 
frequency established by Rs and CT. 

The range of switching frequencies is established by 
RON, ROFF, Rs, and CT as follows: 

1 
Frequency = TON + TOFF 

TON = CT. 3.4V. 0.15· RON 
VIN -11V 

UCC1890 
UCC2890 
UCC3890 

TOFF(MAX) = 1.5. Rs • CT (regions1 and 4) 

TOFF = CT. 3.4V. ROFF ( . 2) 
VOUT _ O.4V region 

The above equations assume VDD = 9, the voltage 
at TON = 11V, the voltage at TOFF = 0.4V. 

OPERATION (CURRENT OUTPUT) 

Figure 2 shows a typical current mode application. In 
current mode, operation is the same as in voltage 
mode, except that in region 3 the transconductance am
plifier is controlled by the current sense amplifier which 
senses the voltage across a shunt resistor RSH. The cir
cuit then regulates the current in the shunt to the nomi
nal value 

ISH= 100mV 
RSH 

The circuit shown in this schematic would be suitable 
for an application which trickle charges a battery at a 
low current, (e.g. C/10), and has a battery load which 
draws a high current, (e.g. C), when turned on. In that 
case, RSHl value is chosen so that 

100mV C -----
RSH1 10 

RON Roo L1 

Rs CT 

ROFF 

Q1 
/---/--....IH 

C1 

VOUT t--Df---' 

L2 

RECHARGABLE CURRENT SENSE 
BATTERY RESISTORS 

Figure 2. Typical Current Mode Application 
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APPLICATION INFORMATION (cont.) 
If RSH2 is chosen so that 

100mV =C 
RSH2 

then the regulator output will assist the battery, minimiz
ing or eliminating battery output current. 

DESIGN EXAMPLE 
A typical design has the following requirements: 

VIN 80 to 132 VAC or 100 to 180 VOC 
VOUT = 1.25V 
VouT' 2.0V (assumes 1.25 VOUT with 

ILOAD 
750mV forward drop in 03) 
500mAOC max 

FSWITCHING = 100kHz 
1'\ (eff.) 50% (excluding efficiency losses in 

03 which will be very large due to the 
low output voltage. Losses in 03 are 
accounted for by using VouT' in the 
calculations). 

Component values are indicated in Figure 3. The expla
nation for the choices in component values follows. 

First calculate the maximum duty cycle, d(max). To cal
culate this assume that at maximum load/minimum line 
conditions, the converter will be at the continuous con
duction boundary and there will be no idle time after the 
inductors are discharged. For all other load/line condi
tions, the UCC3890 will stretch the off time, to create an 
idle time after the inductors are discharged, in order to 

ROFF 

15k 

UCC1890 
UCC2890 
UCC3890 

maintain a constant output voltage. For a single flyback 
stage at continuous conduction boundary 

d= 1 
1 + VIN 

Vour 

For the cascaded flyback stages of the UCC3890 topol
ogy, the corresponding equation is 

d(max) = ~ 
VIN 

1 + VOUT 

in this case 

d(max) = ~ 
100V 

1+ 2.V 

= 0.125 

Next using the operating frequency and the maximum 
duty cycle to calculate the maximum on time 

TON(max) = d(max) 
. FswlTCHING 

in this case 

0.125 
TON(max) = 100kHz = 1.25fl.S 

correspondingly 

RON 
33k 

TOFF( . ~ = 1 - 0.125 
min, 100kHz 

L1 D1 
390I'H IN4937 

C1 

8.75fl.S 

Your' ,.----, . ......-
Q1 

f----+-+--JH IRF820 

C2 
471'F 
25V 
Low ESR 

M 

'\ Rs 
1M 

Figure 3. Example Application 
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APPLICATION INFORMATION (cont.) 
The average input current at minimum line and maxi
mum load will be 

liN = loUT • VOUT 
11 VIN 

in this case 

liN = 500mA • ~ = 20mA 
0.5 100V 

Knowing that input current is drawn from the line only 
during TON, calculate the peak current in L 1 to be 

I ( k) 2 I TON + TOFF 
Ll P = • IN· TON 

in this case 

IL1(pk) = 2. 20mA. 1.25J.lS + 8.75J.lS = 320mA 
1.25J.lS 

Now calculate the value for L 1 

Ll =VIN. TON 
1L1(pk) 

in this case 

L 1 = 100V. 1.2511S = 390l1H 
320mA 

The output voltage of the first flyback stage is 

TON 
VCl = VIN • TOFF 

in this case 

VCl = 100V. 1.25J.lS = 14.3V 
8.75J.lS 

Knowing that output current is provided to the load only 
during TOFF, calculate the peak current in L2 to be 

TON + TOFF 
1l2(pk) = 2 • lOUT. TOFF 

in this case 

1l2(pk) = 2. 0.5A. 1.25':.7~~75I1S 1.14A 

Now calculate the value of L.2 

L2 = VOUT'. TOFF 
1l2(pk) 

in this case 

L2 = 2V. 8.75J.lS = 1511H 
1.14A 

For all of the calculations so far only the maximum 
load/minimum line condition have been considered. The 

UCC1890 
UCC2890 
UCC3890 

entire range of operation must be considered to choose 
values for the rest of the components. 

Under all normal operating conditions the current ITON, 
(which is the current in RON), should be greater than 
2mA and less than 7.5mA. In this case set RON to give 
ITON = 2.8mA at low line. The voltage at TON will be 
about 11V so 

R - 100V -11V 33kQ 
ON- 2.8mA 

With RON = 33k, ITON at high line will be 

180V - 11V 
ITON = 33k 5.1mA 

At high line, the power dissipation in RON will be 

P(RON) = (180V -: 11V). 5.1mA=860mW 

RON will need to be at least a 1 W resistor. Alternately it 
could be four 1/4W 8.21<0 resistors in series. 

Once RON is set, CT can be chosen. The charge current 
for CT is nominally 15% of ITON, and the nominal oscilla
tor amplitude is 3.4V, so 

TON = CT. 3.4V 
0.15·ITON 

solving for CT 

CT = TON • 0.15 • ITON 
3.4V 

ITON at low line is 2.8mA, and the target TON at low line 
is 1.25I1S, so in this case 

CT= 1.2511S • 0.15· 2.8mA 150 F 
3.4V P 

The final component to be chosen is ROFF, which deter
mines the minimum value of TOFF. When the output 
voltage is below the regulation point, the discharge cur
rent for CT is equal to ITOFF (the current in ROFF). Un
der that condition 

TOFF = CT • 3.4V 
ITOFF 

since the voltage at the TOFF pin = O.4V 

I VouT-0.4V 
TOFF = ROFF 

substituting and solving for ROFF 

R _ TOFF. (VOUT - 0.4V) 
OFF - CT • 3.4V 

The largest discharge current, and hence the minimum 
off time, will occur when the output is about 10mV be-
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APPLICATION INFORMATION (cont.) 
low the regulation point of 1 .25V. The minimum value 
for TOFF is 8.75I1S. SO in this case 

R = 8.75115 • (1.24V - O.4V) = 15k 
OFF 150pF • 3.4V 

OTHER APPLICATION CONSIDERATIONS 
Output Capacitor: For best regulation of the output 
voltage or current, the output capacitor should be a low 
ESR type. This is especially true when operating in cur
rent sense mode with a non-linear load such as a bat
tery. If a low ESR capacitor cannot be used, excellent 
regulation can also be achieved by placing a low pass 
RIC filter between the current shunt and the CS input. 

1'10 Load Operation: The UCC3890 is inherently pro
tected for short circuits, but not for open circuits. If the 
load is removed, the output voltage will quickly rise up 
to the regulation point. Once the output is above the 
regulation voltage, the oscillator will drop to the mini
mum frequency set by Rs/CT. With no load on the out
put, even at this low frequency the output voltage can 
quickly rise to a dangerous level. To protect against this, 
it is recommended that a zener or other voltage clamp 
always be connected across the output. The clamp 
should be chosen to be above the normal range of out
put voltage, but low enough to protect the output ca
pacitor. In current sense operation, removal of the load 
will also break the regulation loop, in which case a sim-

UNITROOE CORPORATION 
7 CONTINENTAL BLVD .• MERRIMACK, NH 03054 
TEL (603) 424·2410. FAX (603) 424-3460 

UCC1890 
UCC2890 
UCC3890 

pie clamp on the output may not be adequate. In current 
sense mode it is recommended that a second zener be 
connected from the output to the FB pin, the breakdown 
voltage of this clamp chosen to be high enough so that 
it will not conduct during normal operation, but will con
duct at least 2V lower than the breakdown voltage of 
the other clamp. 

Gate Drive for the External FET: The UCC3890 is 
guaranteed to be able to deliver at least 1 mA of steady 
state current to the gate of the external FET at ITON = 
2mA. If ITON is higher than 2mA, 80% of the additional 
current is available to drive the FET gate. If, as in the 
design example above, a moderate sized FET such as 
the IRF820 is used, the operating frequency is 100kHz, 
and the minimum ITON at low line is 2.8mA, then the 
available gate drive current may be adequate. The 
IRF820 needs about 13nC to charge the gate on each 
cycle. At 100kHz, this is equivalent to 1.3mA steady 
state; below the minimum 1.64mA available. In some 
combinations of a larger FET, and/or higher frequency 
operation, the current available for driving the gate may 
not be adequate. In that case extra current may be pro
vided by connecting a resistor Roo from the line input to 
the VDD pin. This resistor should be sized so that under 
all conditions the current input to VDD is below the 
7.5mA absolute maximum limit. Roo will likely need to 
be a power resistor. 
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~UNITROOE 
UCC1895 
UCC2895 
UCC3895 

SiCMOS Advanced Phase Shift PWM Controller PRELIMINARY 

FEATURES DESCRIPTION 
• Programmable Output Turn-on Delay 

• Adaptive Delay Set 

• Bidirectional Oscillator Synchronization 

The UCC3895 is a phase shift PWM controller that implements control of a 
full-bridge power stage by phase shifting the switching of one half-bridge 
with respect to the other. It allows constant frequency pulse-width modula
tion in conjunction with resonant zero-voltage switching to provide high effi
ciency at high frequencies. The part can be used either as a voltage mode 
or current mode controller. • Capability for Voltage Mode or Current 

Mode Control 

• Programmable Soft StarVSoft Stop 
and Chip Disable via a Single Pin 

• 0% to 1 00% Duty Cycle Control 

• 6.5MHz Error Amplifier 

• Operation to 1 MHz 

• Low Active Current Consumption 
(5mA Typical @ 500kHz) 

• Very Low Current Consumption 
During Undervoltage Lock-out 
(150j..lA typical) 

While the UCC3895 maintains the functionality of the UC3875/6nt8 family 
and UC3879, it improves on that controller family with additional features 
such as enhanced control logic, adaptive delay set, and shutdown capabil
ity. Since it is built in BCDMOS, it operates with dramatically less supply 
current than it's bipolar counterparts. The UCC3895 can operate with a 
maximum clock frequency of 1 MHz. 

The UCC3895 and UCC2895 are offered in the 20 pin SOIC (OW) pack
age, 20 pin PDIP (N) package, 20 pin TSSOP (PW) package, and 20 pin 
PLCC (0). The UCC1895 is offered in the 20 pin CDIP (J) package, and 20 
pin CLCC package (L). 

SIMPLIFIED APPLICATION DIAGRAM 

03199 

---------------------1 

~ EAN UCC3895 EAP;O 

LdJ EAOUT 

I 

DELCO 

OUTS 

OUTC 

OUTD 

CS 

_____________________ J 

V,N 

UDG-9B139 
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ABSOLUTE MAXIMUM RATINGS 
Supply Voltage (100 < 10mA) ....................... 17V 
Supply Current ................................. 30mA 
REF current ................................... 15mA 
OUT Current .................... ' .............. 100mA 
Analog inputs 

(EAP, EAN, EAOUT, RAMP, 
SYNC, ADS, CS, SS/DISB) ........... -D.3V to REF+0.3V 

Power Dissipation at TA=+25°C (N Package) ............ 1W 
Power Dissipation at TA=+25°C (D Package) ........ 650mW 
Storage Temperature ................... -65°C to +150°C 
Junction Temperature ................... -55°C to +125°C 
Lead Temperature (soldering, 10 sec) .............. +300°C 

Currents are positive into, negative out of the specified termi
nal. Consult Packaging Section of Databook for thermal limita
tions and considerations of package. 

TEMPERATURE & PACKAGE SELECTION 
TABLE 

TEMPERATURE 
RANGE 

UCC1895 -55°C to + 125°C 
UCC2895 -40°C to +85°C 
UCC3895 O°C to+70°C 

ORDERING INFORMATION 

UCCD895 D 

PACKAGE 
SUFFIX 

J,L 
DW N,PW a 
DWNPWa 

i 1 PACKAGE SUFFIX 

~ TEMPERATURE RANGE 

CONNECTION DIAGRAMS 

UCC1895 
UCC2895 
UCC3895 

OIL-20,c SOIC-20, TSSOP-20 (TOP VIEW) 
J or N Package, OW Package, PW Package 

PLCC-20, CLCC-20 (TOP VIEW) 
Q Package, L Package 

EAN------, 
EAOUT----, 

RAMP 

REF 4 

GND 5 

SYNC 6 

CT 7 

RT 

DELAB 
DELCD __ ----l 

EAP 
SSlDISB 

18 OUTA 

17 OUTB 

16 PGND 

15 VDD 

OUTC 

OUTO 
CS 
ADS 
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UCC1895 
UCC2895 
UCC3895 

ELECTRICAL CHARACTERISTICS: Unless otherwise specified, VDD=12V, RT=82k, CT=220pF, RDELAB=10k, 
RDELCD=10k, CREF=0.1 /IF, Cvoo=1.0/lF, no load at outputs. T A = T J. T A = O°C to 70°C for UCC3895x, -40°C to +85°C for 
UCC2895x and -55°C to +125°C for UCC1895x , 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

UVLO Section 

Start Threshold 11 V 

Stop Threshold 9 V 

Hysteresis 2 V 

Supply Current 

Start -up Current VDD =8V 150 300 IlA 
100 Active 5 mA 

VDD Clamp Voltage IDD= 10mA 17.5 V 

Voltage Reference Section 

Output Voltage TJ= 25°C 4.95 5 5.05 V 

9V < VDD < 17.5V, OmA < IREF < 5mA, 4.85 5 5.15 V 
Temperature 

Short Circuit Current REF = OV, TJ = 25°C 20 mA 

Error Amplifier Section 

Common Mode Input Voltage Range -Q.1 3.6 V 

Offset Voltage -5 5 mV 

Input Bias Current (EAP, EAN) -2 2 JlA 
EAOUTVOH EAP-EAN = 500mV, IEAOUT= -0.5mA 3.6 4 5 V 

EAOUTVOL EAP-EAN = -500mV, IEAOUT= 0.5mA 0 0.3 0.4 V 

EAOUT Source Current EAP-EAN = 500mV, EAOUT = 2.5V 0.7 1 mA 

EAOUT Sink Current EAP-EAN = -500mV, EAOUT = 2.5V 2.5 3 mA 

Open Loop DC Gain 70 80 dB 

Unity Gain Bandwidth 6.5 MHz 

Slew Rate EAN from 1V to OV, EAP = 500mV, 2 V//ls 
EAOUT from 0.5V to 3.0V 

No Load Comparator Turn-Off Threshold 0.5 V 

No Load Comparator Turn-On Threshold 0.6 V 

Oscillator Section 

Frequency TJ= 25°C 484 511 538 kHz 

Total Variation Line, Temperature 2.5 5 % 

SYNCVIH 2.1 V 

SYNCVIL 1.9 V 

SYNCVOH ISYNC = -4001lA, CT = 2.6V 4 4.3 V 

SYNC VOL ISYNC = 1001lA, CT = 2.6V 0.7 1 V 

SYNC Output Pulse Width SYNC Load = 1 MEG and 1 OpF in parallel 75 125 ns 

RTVoltage 2.9 3 3.1 V 

CT Peak Voltage 2.45 2.5 2.55 V 

CT Valley Voltage 0 0.1 0.2 V 

PWM Comparator Section 

EAOUT to RAMP Input Offset Voltage RAMP = OV, DELAB = DELCD = REF 0.7 0.8 0.95 V 

Minimum Phase Shift RAMP = OV, EAOUT = 650mV (Note 1) 0 0.6 % 
(OUTA to OUTC, OUTB to OUTO) 

RAMP to OUTC/OUTD Delay RAMP from OV to 2.5V, EAOUT = 1.2V, 75 ns 
DELAB = DELCD = REF (Note 2) 

RAMP Bias Current OV < RAMP < 5V, SYNC = OV to REF, CT = OV -5 50 IlA 
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UCC1895 
UCC2895 
UCC3895 

ELECTRICAL CHARACTERISTICS: Unless otherwise specified, VDD=12V, RT=82k, CT=220pF, RDELAB=10k, 
RDELCD=10k; CREF=0.1IlF, CVDD=1.0IlF, no load at outputs. TA = TJ. TA = O°C to 70°C forUCC3895x, -40°C to +85°C for 
UCC2895x and -55°C to +125°C for UCC1895x , 

PARAMETER TEST CONDITIONS MIN TYP 

Current Sense Section 

CS Bias Current 0< CS , 2.5V, 0 < ADS < 2.5V -3 

Peak Current Threshold 2 

Overcurrent Threshold 2.5 

CS to Output Delay CS from 0 to 2.3V, DELAB = DELCO = REF 75 

Soft Start/Shutdown Section 

Soft Start Current SS/DISB = 3.0V, CS < 1.9V -37 

Soft Stop Current SS/DISB = 3.0V, CS > 2.6V 370 

Soft Start/Disable Comparator Threshold 0.5 

Delay Set Section 

DELAB/DELCD Output Voltage ADS = CS = OV 0.5 

ADS = OV, CS = 2.0V 2.0. 

Output Delay ADS = CS = OV (Note 2) 500 

ADS Bias Current OV < ADS < 2.5V, OV < CS < 2.5V -20 

Output Section 

VOH (all outputs) lOUT = -1 OmA, VDD to Output 250 

VOL (all outputs) lOUT = 10mA 150 

Rise Time CLOAD = 100pF 30 

Fall Time CLOAD = 100pF 20 

Note 1: Minimum phase shift is defined as followed: 

<II = 200. t(( OUTA) - t(( OUTC) Or I+----'!PERIOD-----.I 

tpERIOD 

<II = 200. t((OUrB) - t((OUTD) where 
tpERIOD 

t((OUTA) = falling edge of OUT A signal 
t((OUTB) = falling edge of OUTB signal 
t((OUTC) = falling edge of OUTe signal 
t((OUTO) = falling edge of aUTO signal 
t(PERIOD) = period of OUT A or OUTB signal 

Note 2. Output delay is measured between OUT AlOUTB or 
OUTe/OUTO. Output delay is defined as shown below, 
where: 
t((OUTA) = falling edge of OUTA signal 
tr(OUTB) = rising edge of OUTB signal 

Same applies to OUTB and OUTO 

Same applies to OUTe and OUTO 
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PIN DESCRIPTIONS 

ADS: Adaptive Delay Set. This function sets the ratio be
tween the maximum and minimum programmed output 
delay dead time. When the ADS pin is directly connected 
to the CS pin, no delay modulation occurs. The maxi
mum delay modulation occurs when ADS is grounded. In 
this case, delay time is four times longer when CS = 0 
than when CS = 2.0V (the Peak Current threshold), ADS 
changes the output voltage on the delay pins DELAB 
and DELCD by the following formula: 

VOEL = [0.75-(Ves -VAos )]+0.5V 

where Ves and V ADS are in Volts. ADS must be limited to 
between OV and 2.5V. 

EAOUT: Error Amplifier Output. It is also connected in
temally to the non-inverting input of the PWM compara
tor and the no-load comparator. EAOUT is internally 
clamped to the soft start voltage. The no-load compara
tor shuts down the output stages when EAOUT falls be
low 500mV, and allows the outputs to turn-on again 
when EAOUT rises above 600mV. 

CT: Oscillator Timing Capacitor. (Refer to Fig. 1, Oscilla
tor Block Diagram) The UCC3895's oscillator charges CT 
via a programmed current. The waveform on CT is a 
sawtooth, with a peak voltage of 2.5V. The approximate 
oscillator period is calculated by the following formula: 

5-RT -CT 
tose = +75ns 

48 

where CT is in Farads, and RT is in Ohms and tose is in 
seconds. CT can range from 100pF to 880pF. Please 
note that a large CT and a small RT combination will re
sult in extended fall times on the ~ waveform. The in
creased fall time will increase the SYNC pulse width, 
hence limiting the maximum phase shift between OUT A, 
OUTB and OUTC, OUTD outputs, which limits the maxi
mum duty cycle of the converter. 

CS: Current Sense. This is the inverting input of the Cur
rent Sense comparator and the non-inverting input of the 
Over-current comparator, and the ADS amplifier. The 
current sense signal is used for cycle-by-cycle current 
limiting in peak current mode control, and for overcurrent 
protection in all cases with a secondary threshold for out
put shutdown. An output disable initiated by an 
overcurrent fault also results in a restart cycle, called 
"soft stop", with fu II soft start. 

UCC1895 
UCC2895 
UCC3895 

DELAB, DELCD: Delay Programming Between 
Complementary Outputs. DELAB programs the dead 
time between switching of outputs A and B, and DELCD 
programs the dead time between output C and D. This 
delay is introduced between complementary outputs in 
the same leg of the external bridge. The UCC3895 
allows the user to select the delay, in which the resonant 
switching of the external power stages takes place. 
Separate delays are provided for the two half-bridges to 
accommodate differences in resonant capacitor charging 
currents. The delay in each stage is set according to the 
following formula: 

(25_10-12 ) -ROEL 
t OELA Y = --'----,-,.--'-----

VOEL 

where VDEL is in Volts, and RDEL is in Ohms and tDELAY 
is in seconds. DELAB and DELCD can source about 
1 mA maximum. Choose the delay resistors so that this 
maximum is not exceeded. Programmable output delay 
can be defeated by tying DELAB and/or DELCD to REF. 
For an optimum performance keep stray capacitance on 
these pins at <10pF. 

EAP: The non-inverting input to the error amplifier. 

EAN: The inverting input to the error amplifier. 

GND: Chip ground for all circuits except the output 
stages. 

OUT A-OUTD: The 4 outputs are 100mA complementary 
MOS drivers, and are optimized to drive FET driver 
circuits. Output A and B are fully complementary, always 
operate up to 50% duty cycle and one-half the oscillator 
frequency. A and B outputs are intended to drive one 
half-bridge circuit in an external power stage. Outputs C 
and D will drive the other half-bridge and will have the 
same characteristics as OUTA and OUTB. Output C is 
phase shifted with respect to Output A, and Output D is 
phase shifted with respect to Output B. Note that 
changing the phase relationship of OUTC and OUTD 
with respect to OUTA and OUTB requires other than the 
nominal 50% duty ratio on OUTC and OUTD during 
those transients. 

PGND: Output Stage Ground. To keep output switching 
noise from critical analog circuits, the UCC3895 has 2 
different ground connections. PGND is the ground 
connection for the high-current output stages. Both GND 
and PGND must be electrically tied together. Also, since 
PGND carries high current, board traces must be low 
impedance. 
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PIN DESCRIPTIONS (cont.) 
RAMP: The Inverting Input of the PWM Comparator. 
This pin receives either the CT waveform in voltage and 
average current mode controls,or the current signal 
(plus slope compensation) in peak current mode control. 

RT: Oscillator Timing Resistor. (Refer to Fig. 1, Oscillator 
Block Diagram) The oscillator in the UCC3895 operates 
by charging an external timing capacitor, CT, with a fixed 
current programmed by RT. RT current is calculated as 
follows: 

I _ 3.0V 
RT -f:i;" 

where RT is in Ohms and IRT is in Amperes. RT can 
range from 40kn to 120kn Soft start charging and dis
charging current are also programmed by IRT . 

SS/DISB: Soft Start/Disable. This pin combines the 2 in
dependent functions. 

Disable Mode: A rapid shutdown of the chip is 
accomplished by externally forcing SS/DISB below 0.5V, 
externally forcing REF below 4V, or if VDD drops below 
the undervoltage lockout threshold. In the case of REF 
being pulled below 4V or an undervoltage condition, 
SS/DISB is actively pulled to ground via an internal 
MOSFET switch. 

Note that if externally forcing SS/DISB below 0.5V, the 
pin will start to source current equal to IRT. 

If an overcurrent fault is sensed (CS ~ 2.5V), a "soft stop" 
is initiated. In this mode, SS/DISB will sink a constant 
current of (10 • IRT). The soft stop will continue until 
SS/DISB falls below 0.5V. When any of these faults are 
detected, all outputs are forced to ground immediately. 
Note that the only time the part switches into low 100 

current mode, though, is when the part is in undervoltage 
lockout. 

UCC1895 
UCC2895 
UCC3895 

Soft Start Mode: After a fault or disable condition has 
passed, VDD is above the start threshold, and/or 
SS/DISB falls below 0.5V during a soft stop, SS/DISB 
will switch to a soft start mode. The pin will now source 
current, equal to IRT. A user selected resistor/capacitor 
combination on SS/DISB determines the soft start time 
constant. Note that SS/DISB will actively clamp the 
EAOUT pin voltage to approximately the SS/DISB pin 
voltage during both soft start, soft stop, and disable 
conditions. 

SYNC: Oscillator Synchronization. (Refer to Fig. 1, Oscil
lator Block Diagram) This pin is bidirectional. When used 
as an output, SYNC can be used as a clock, which is the 
same as the chip's internal clock. When used as an in
put, SYNC will override the chip's internal oscillator and 
act as it's clock signal. This bidirectional feature allows 
synchronization of multiple power supplies. The SYNC 
signal will also internally discharge the CT capacitor and 
any filter capacitors that are present on the RAMP pin. 
The internal SYNC circuitry is level sensitive, with an in
put low threshold of 1.9V, and an input high threshold of 
2.1V. 

VDD: Power Supply. VDD must be bypassed with a mini
mum of a 1.01lF low ESR, low ESL capacitor to ground. 

REF: 5V, ±2% voltage reference. The reference supplies 
power to internal circuitry, and can also supply up to 
5mA to external loads. The reference is shut down 
during undervoltage lock-out but is operational during all 
other disable modes. For best performance, bypass with 
a 0.11lF low ESR, low ESL capacitor to ground 
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BLOCK DIAGRAM 
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CIRCUIT DESCRIPTION 

UCC1895 
UCC2895 
UCC3895 

i---------------------------l 
I REF 

JUJL 

I 

I 
RT ~ IRT I 

I 
I 
I 

Figure 1. Oscillator block diagram. 
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Figure 2. Adaptive delay set block diagram. 
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CIRCUIT DESCRIPTION (cont.) 

BUSSED CURRENT 
FROM ADS CIRCUIT 

3.5V 

DELAB/CD C>---<l 
FROM PAD 

2.5V 

CLOCK c>--...... --I ...... ~-----' 

VREF 

Figure 3. Delay block diagram (one delay block per output). 

APPLICATION INFORMATION 

DELAYED 
CLOCK 
SIGNAL 

UCC1895 
UCC2895 
UCC3895 

UDG·98143 

~~~~~~~u~r 

40~~vti+lHt1yV' 
RAMP 

& 
COMP 

PWM 
SIGNAL 

OUTPUT A 

OUTPUTB 

OUTPUTC 

OUTPUTD 

Figure 4. UCC3895 timing diagram (no output delay shown). 

UNITRODE CORPORATION 
7 CONTINENTAL BLVD .• MERRIMACK, NH 03054 
TEL. (603) 424-2410 • FAX (603) 424·3460 
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UCC391 

~UNITROCE 
ADVANCE INFORMATION 

5-Sit Programmable Output SiCMOS Precision Voltage Reference 
FEATURES 
• 5 - Bit Digital-to-Analog Converter 

(DAC) supports Intel Pentium IITM 
Microprocessor VID Codes 

• Compatible with 5V Systems 

• 1 % Output Voltage Accuracy 
Guaranteed 

BLOCK DIAGRAM 

11198 

DO 

DESCRIPTION 
The UCC391 provides an accurate reference, programmable by a 5-bit 
DAC, in a tiny 8 pin package. Using few external components, the UCC391 
converts 5V to an adjustable output ranging from 3.5VDC to 2.1VDC in 
100mV steps and 2.05VDC to 1.3VDC in 50mV steps with 1 % DC system 
accuracy. 

This device is available in and 8 pin surface mount (150mm SOIC) and 
TSSOP packages and is specified for operation from O°C to 70°C. 

~----------------------, 
I 
I 

DAC >-------j 5 COMMAND 

I 
I 
I 

'-------i 6 GND 
I I 
I I L ______________________ I 

3-434 

UDG-98200 



ABSOLUTE MAXIMUM RATINGS 
Supply Voltage V cc ................................ 8V 
Input Voltage, ~O, 01, 02, 03, 04 .................... 8V 

Currents are positive into, negative out of the specified termi
nal. Consult Packaging Section of Databook for thermallimita
tions and considerations of packages. All voltages are 
referenced to GND. 

CONNECTION DIAGRAMS 

MSOP-8, TSSOP-8 (TOP VIEW) 
P, PW Packages 

D2 1 8 D3 

D1 2 7 D4 

DO 3 6 GND 

UCC391 

vee 4 5 COMMAND 

ELECTRICAL CHARACTERISTICS: Unless otherwise specified these specifications hold for T A = O°C to 70°C for the 
UCC391 TA - TJ Vcc - 5V , - -

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

Supply Current Section 

Supply Current, On Vcc=5V 1.8 mA 

DAC Reference Section 

COMMAND Voltage Accuracy 4.5V < VIN < 5.5V, measured on COMMAND, O°C -1.00 1.00 % 
< TA < 70°C (Note 1) 

DO - 04 Voltage High 4.5 5 5.5 V 

DO - D4 Voltage Threshold 2.5 V 

DO - 04 Input Bias Current V(04, 03, 02, 01, ~O) < 0.5V -90 -20 .~ 
Output Current (Maximum Load) lOUT (VCOMMAND) 0 150 iJA 

Note 1: Reference and output amplifier offsets are trimmed out before packaging. 

PIN DESCRIPTIONS 
GND: (Ground) All voltages measured with respect to 
ground. VCC should be bypassed directly to GNO with a 
0.1 J.1F or larger ceramic capacitor. 

VCC: (Positive supply voltage) This pin is normally con
nected to a 5V ± 10% system voltage. Bypass VCC di
rectly to GNO with a 0.1 J.1F (minimum) ceramic capacitor. 

COMMAND: This pin is the output of the IC. It is con
trolled by the 5-bit input word (00:04). This output will 
have a ±1 % system accuracy over temperature, process, 
and input voltage. 

DO, D1, D2, D3, D4: These are the digital input control 
codes for the OAC. The OAC is comprised of two ranges 
set by 04, with 00 representing the least significant bit 
(LSB) and 03, the most significant bit (MSB). A bit is set 
low by being connected to GNO; a bit is set high by float
ing the pin. Each control pin is pulled up to approximately 
5V by an internal pull-up. If all ones are commanded on 
the OAC inputs (no CPU command), the output will be 
disabled. 
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APPLICATION INFORMATION 

04 03 02 01 DO VOUT 

0 1 1 1 1 1.3 
0 1 1 1 0 1.35 
0 1 1 0 1 1.4 
0 1 1 0 0 1.45 
0 1 0 1 1 1.5 
0 1 0 1 0 1.55 
0 1 0 0 1 1.6 
0 1 0 0 0 1.65 
0 0 1 1 1 1.7 
0 0 1 1 0 1.75 
0 0 1 0 1 1.8 
0 0 1 0 0 1.85 
0 0 0 1 1 1.9 
0 0 0 1 0 1.95 
0 0 0 0 1 2 
0 0 0 0 0 2.05 
1 1 1 1 1 NO 

OUTPUT 
1 1 1 1 0 2.1 
1 1 1 0 1 2.2 
1 1 1 0 0 2.3 
1 1 0 1 1 2.4 
1 1 0 1 0 2.5 
1 1 0 0 1 2.6 
1 1 0 0 0 2.7 
1 0 1 1 1 2.8 
1 0 1 1 0 2.9 
1 0 1 0 1 3 
1 0 1 0 0 3.1 
1 0 0 1 1 3.2 
1 0 0 1 0 3.3 
1 0 0 0 1 3.4 
1 0 0 0 0 3.5 

Table I. VID Codes and Resulting Regulator Output 
Voltage 

UNITRODE CORPORATION 
7 CONTINENTAL BLVD .• MERRIMACK. NH 03054 
TEL. (603) 424-2410, FAX (603) 424-3460 

UCC391 
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~UNITROOE 
UC1910 
UC291 0 
UC3910 

4-Bit DAC and Voltage Monitor 
FEATURES 
• Precision 5V Reference 

• 4-Bit Digital-to-Analog (DAC) 
Converter 

• 0.5% DAC/Reference Combined Error 

• Programmable Undervoltage and 
Overvoltage Fault Windows 

• Overvoltage Comparator with 
Complementary SCR Driver and Open 
Collector Outputs 

• Undervoltage Lockout 

BLOCK DIAGRAM 

VSENSE 

DESCRIPTION 
The UC391 0 is a complete precision reference and voltage monitor circuit 
for Intel Pentium® Pro and other high-end microprocessor power supplies. 
It is designed for use in conjunction with the UC3886 PWM. The UC3910 
together with the UC3886 converts 5VDC to an adjustable output ranging 
from 2.0VDC to 3.5VDC in 100mV steps with 1% DC system accuracy. 

The UC391 0 utilizes thin film resistors to ensure high accuracy and stabil
ity of its precision circuits. The chip includes a precision 5V voltage refer
ence which is capable of sourcing 10mA to external circuitry. The output 
voltage of the DAC is derived from this reference, and the accuracy of the 
DAC/reference combination is 0.5%. Programmable window comparators 
monitor the supply voltage to indicate that it is within acceptable limits. 
The window is programmed as a percentage centered around the DAC 
output. An overvoltage protection comparator is set at a percentage 2 
times larger than the programmed lower overvoltage level and drives an 
external SCR as well as provides an open collector output. Undervoltage 
lockout protection assures the correct logic states at the outputs during 
power-up and power-down. 

,-------- 8 ----------------------------l 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 

3197 

OVTHI 
UVTH THRESHOLD 

PROGRAM 

5V REF 

D/A 
CONVERTER 
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P---------------+---------~11 PWRGOOD 

I L _______________________________________ J 

UDG·95097· 
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CONNECTION DIAGRAM 

DIL-16, SOIC-16 (Top View) 
J, N, or 0 Packages 

OVTHI 
UVTH 

N/C 

VREF 

11 PWRGOOD 

VCC 

UC1910 
UC291 0 
UC391 0 

ELECTRICAL CHARACTERISTICS: Unless otherwise specified, VCC = 12V, VSENSE = 3.5V, VOVTHlUVTH = 1.26V, 
Voo = VOl = V02 = V03 = OV, O°C < TA < 70°C for the UC3910, -25°C < TA < 80°C for the UC2910, -55°C < TA < 125°C for the 
UC1910TA=TJ 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

Undervoltage Lockout 

VIN UVLO Turn-on Threshold 7 8 9 V 

UVLO Threshold Hysteresis 50 200 500 mV 

Supply Current 

liN Startup VCC=5V 2 3.5 mA 

liN VCC= 12V 10 12 mA 

DAClReference 

OACOUT Voltage Accuracy Line, Load, O°C < TA < 70°C (Note 1) -0.9 0.9 % 

Line, Load, -55°C < TA < 125°C -1.5 1.5 % 

00-03 Voltage High Ox Pin Floating 4.6 4.85 V 

00-03 Input Bias Current Ox Pin Tied to GNO -140 -105 I1A 
VREF Output Voltage IVREF = OmA, DoC < TA < 70°C 4.97 5 5.03 V 

VREF Total Variation Line, Load, DoC < TA < 70°C (Note 1) 4.96 5 5.04 V 

Line, Load, -55°C < TA < 125°C 4.925 5 5.075 V 

VREF Sourcing Current VREF=OV 10 mA 

DAC Buffer 

Input Offset Voltage IOAcBuF = -1 mA, DoC < TA < 70°C -25 25 mV 

Output Sourcing Current -12 -1 mA 

Monitor Circuitry (Note 2) 

VSENSE UV Threshold Voltage Code 0, Ratio = 0.45 (Note 3) 3.174 3.237 3.3 V 

Code 0, Ratio = 0.9 2.87 2.975 3.08 V 

Code 15, Ratio = 0'.45 1.816 1.85 1.884 V 

Code 15, Ratio = 0.9 1.635 1.7 1.765 V 

VSENSE OV Threshold Voltage Code 0, Ratio = 0.45 3.7 3.763 3.826 V 

Code 0, Ratio = 0.9 3.92 4.025 4.13 V 

Code 15, Ratio = 0.45 2.116 2.15 2.184 V 

Code 15, Ratio = 0.9 1.635 2.3 2.365 V 
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UC1910 
UC291 0 
UC3910 

ELECTRICAL CHARACTERISTICS: Unless otherwise specified, VCC = 12V, VSENSE = 3.5V, VOVTH/UVTH = 1.26V, 
Voo = V01 = V02 = V03 = OV, O°C < TA < 70°C for the UC3910, -25°C < TA < 80°C for the UC2910, -55°C < TA < 125°C for the 
UC1910 TA = TJ 

PARAMETER TEST CONDITIONS 

Monitor Circuitry (Note 2) (cont.) 

VSENSE OVP Threshold Voltage Code 0, Ratio = 0.45 

Code 0, Ratio = 0.9 

Code 15, Ratio = 0.45 

Code 15, Ratio = 0.9 

OV, UV Comparator Hysteresis Code 0, Ratio = 0.9 

Code 15, Ratio = 0.45 

OVP Comparator Hysteresis Code 0, Ratio = 0.9 

Code 15, Ratio = 0.45 

Input Common Mode Range OV, UV, OVP Comparators 

Propagation Delay OV, UV Comparators 

OVP Comparator 

PWRGOOD, OVP, OVPB Outputs 

PWRGOOD Voltage Low IpWRGOOO = 10mA 

OVP Sourcing Current Vovp = 1.4V 

OVPB Voltage Low IOVPB = 1mA 

Note 1: "Line, Load" implies that the parameter is tested at all combinations of the conditions: 
10.8V < VCC < 13.2V, -2mA < IVREF < OmA. 

MIN 

3.937 

4.41 

2.235 

2.505 

70 

15 

160 

40 

0 

65 

TYP MAX UNITS 

4.025 4.113 V 

4.55 4.69 V 

2.3 2.365 V 

2.6 2.695 V 

88 120 mV 

25 40 mV 

218 300 mV 

62 85 mV 

5 V 

5 I!s 

5 I!s 

0.4 V 

mA 

0.4 V 

Note 2: These are the actual voltages on VSENSE which will cause the OVPB and PWRGOOD outputs to switch, assuming the 
DAGOUT voltage is perfect. These limits apply for OOG < TA < 70oG. 

Note 3: "Code 0" means pins DO - D4 are all low; "Gode 15" means they are all floating or high (See Table 1). "Ratio" is the divider 
ratio of the resistor string between DAGBUF and OVTHIUVTH (See Figure 1). 

PIN DESCRIPTIONS 

DO-D3 (DAC Digital Input Control Codes): These are 
the DAC digital input control codes, with DO representing 
the least significant bit (lSB) and D3, the most signifi
cant bit (MSB) (See Table 1). A bit is set low by being 
connected to GND; a bit is set high by floating it, or con
necting it to a 3V to 5V voltage source. Each control pin 
is pulled up to approximately 4.BV by an internal 40J.IA 
current source. 

DACBUF (Buffered DACOUT Voltage): This pin pro
vides a buffered version of the DACOUT voltage to allow 
external programming of the OV/UV thresholds (see 
OVTH/UVTH below). 

DACOUT (Digital-to-Analog Converter Output Volt
age): This pin is the output of the 4-bit digital to analog 
(DAC) converter. Setting all input control codes low pro
duces 3.5V at DACOUT; setting all codes high produces 
2.0V at DACOUT. The lSB step size (I.e. resolution) is 
100mV (See Table 1). The DACOUT source impedance 
is typically 3k.Q and must therefore drive a high imped
ance input. Bypass DACOUT at the driven input with a 
0.01 J..LF, low ESR, low ESl capacitor for best circuit 
noise immunity. 
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Table 1. Programming the DACOUT Voltage 

Decimal 03 02 01 DO DACOUT 
Code Voltajle 

15 1 1 1 1 2.0 

14 1 1 1 0 2.1 

13 1 1 0 1 2.2 
12 1 1 0 0 2.3 

11 1 0 1 1 2.4 

10 1 0 1 0 2.5 
9 1 0 0 1 2.6 

8 1 0 0 0 2.7 
7 0 1 1 1 2.8 
6 0 1 1 0 2.9 

5 0 1 0 1 3.0 
4 0 1 0 0 3.1 

3 0 0 1 1 3.2 

2 0 0 1 0 3.3 

1 0 0 0 1 3.4 

0 0 0 0 0 3.5 



PIN DESCRIPTIONS (cont.) 

GND (Signal Ground): All voltages are measured with 
respect to GND. The two GND pins are connected to
gether internally but should also be connected externally 
using a short PC board trace. Bypass capacitors on the 
VCC and VREF pins should be connected directly to the 
ground plane near one of the signal ground pins. 

OVP (Overvoltage Comparator Output): This output 
pin drives an external SCR circuit with up to 65mA when 
the voltage on VSENSE rises above its nominal value by 
a percentage set by the voltage on the OVTHlUVTH pin 
(see below). The OVP comparator hysteresis is a func
tion of both the DACBUF voltage and the OV/UV per
centage programmed. 

OVPB (Overvoltage Comparator Complementary 
Output): This output is a complement to the OVP output 
(see above) and provides an open collector capable of 
sinking 1 mA when the voltage on VSENSE rises above 
its nominal value by a percentage set by the voltage on 
the OVTHlUVTH pin (see below). 

OVTHlUVTH (Undervoltage and Lower Overvoltage 
Threshold Input): This pin is used to program the win
dow thresholds for the OV and UV comparators. The 
OV-UV window is centered around the DACBUF voltage 
and can be programmed from ±5% to ±15% about 
DACBUF. Connect a resistor divider between DACBUF 
and GND to set the percentage. The threshold for the 
OVP comparator is internally set to a percentage 2 times 
larger than the programmed OV percentage; therefore, 
its range extends from 10% to 30% above DACBUF. 

APPLICATION INFORMATION 
The Overvoltage (OV), Undervoltage (UV) and 
Overvoltage Protection Voltage (OVP) threshold detec
tions voltages are programmed as a percentage about 

RF 
VOUT -W'v---r---, 

VSENSE 8 

UDG·96020 

UC1910 
UC2910 
UC391 0 

PWRGOOD (UndervoltageILower Overvoltage Out
put): This pin is an open collector output which is driven 
low to reset the microprocessor when VSENSE rises 
above or falls below its nominal value by a percentage 
programmed by OVTH/UVTH. The OV and UV compara
tors' hysteresis is a function of the DACBUF voltage and 
the OVlUV programmed percentage. 

VCC (Positive Supply Voltage): This pin supplies 
power to the Chip. Connect VCC to a stable voltage 
source of at least 9V and capable of sourcing at least 
15mA. The OVP and PWRGOOD outputs are held low, 
the OVPB output is in a high impedance state, and the 
VSENSE pin is pulled low until VCC exceeds the upper 
undervoltage lockout threshold. This pin should be by
passed directly to the GND pin with a 0.1 ~F low ESR, 
low ESL capacitor. 

VREF (Voltage Reference Output): This pin provides 
an accurate 5V reference, capable of delivering up to 
10mA to external circuitry, and is internally short circuit 
current limited. For best reference stability, bypass 
VREF directly to the GND pin with a 0.1 ~F, low ESR, low 
ESL capaCitor. 

VSENSE (Output Voltage Sensing Input): This pin is 
the input to the OVP and PWRGOOD comparators and 
is connected to the system output voltage through a 
lowpass filter. When choosing the resistor value for this 
filter, make sure that no more than 500~ will flow 
through the resistor when VSENSE is grounded. 

the nominal DAC output voltage, DACOUT. Figure 1 il
lustrates how to program the UC3910 by setting a volt
age divider, ROIV, at the OVTH/UVTH pin. The voltage 
divider ration is defined as: 

R _ RS1 
DIV - RS1 + RS2 

The UC3910 allows a ratio RDIV at the OVTH/UVTH pin 
from 0.3 to 0.9, which corresponds to overvoltage and 
undervoltage percentage thresholds from 5% to 15% and 
an OVP percentage threshold from 10% to 30%. These 
thresholds are shown in Fig. 2. 

The OV, UV and OVP percentage thresholds are given 
by: 

%Vov = ROlv. 16.7 
%Vuv = - (Rolv • 16.7) 
%Vovp =%Vov • 2.0 = ROlv • 33.4 

Fig 1. Setting the OV/uV/OVP threshold percentages. 
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APPLICATION INFORMATION (cont.) 

30 _._-- -- --'---r---,---
VREF 

UC1910 
UC2910 
UC391 0 

25 VCC 

20 

l15 

t 10 - ovP 

~ 5 +-===-j
t= 0 

-5 

-10 

-15 
0.3 0.4 0.5 

--

0.6 

Ratio RDIV 

0.7 

... " .... 
"",-~ .. ----

0.8 0.9 

Figure 2. OV, UVand OVP percentage thresholds as a 
function of the divider ratio RDW 

An R-C filter is added to the VSENSE pin to filter noise 
and ripple at the comparator inputs. An R-C filter fre
quency of FSWITCW10 is recommended. Choose the 
value of RF therefore such that it limits the current into 
VSENSE to :<; O.SmA. 

R > VOUT 
F - O.SmA 

VIN or VOUT 

A 
G SCR 

~--~~~----~--~C 

Cl R2 

UDG-96019 

Figure 3. Driving and SCR using the UC3910 OVP 
signal. 

The Overvoltage Protection output, OVP, can be used to 
directly drive a crowbarring SCR, as shown in Figure 3. 

A typical application is shown in Figure 4 using the 
UC3910 together with the UC3886 Average Current 
Mode PWM Controller for IC for a power supply to drive 
Intel's Pentium®pro processor. 

+5V IN >--------....0---------_._--------.>---. r.__----_._----ITr"'------------Q-'0.tv-<.>------.>------.------+ VaUT 

GNO>-----------------1---~~~---r----~------------------+_--~--~----+----, 

+12VIN~_= ,1-
-L ~pv~::ooo -------=-6--,' FAULT 

OVP FAULT 

VIOo 

VIOl 

VI02 

VI03 

ISO 

OVPB ISN 

DO PWRGOOO 
ISP 

CAM CAOI COMP VSENSE VCC 
ENBL 

GATE 

I VCC OVP VSENSE WI I 

UC3910 UC3886 I 
01 OACIMONITOR I BUF PWM h 
02 I.I I PGNO I 

03 OACOUT~----.~AA._._-~AvCOMMAND I 
OVTHI Tr-vvv---y-y 

L~_~~U~?_J l l LyICT ---rRT 
---?I

REF 
___ ~J 

1 1 I 1 UDG-96021 
"'="" "'="""'="" "'="" "'="" "'="" "'="" 

Figure 4. UC3910 Configured with the UC3886 for a Pentium@Pro DC/DC Converter 
UNITRODE CORPORATION 
7 CONTINENTAL BLVD .• MERRIMACK, NH 03054 
TEL. (603) 424-2410 FAX (603) 424-3460 

3-441 



~UNITRODE 
Primary-Side Startup Controller 

UCC1960 
UCC2960 
UCC3960 

ADVANCE INFORMATION 

FEATURES TYPICAL APPLICATION DIAGRAM 

• Operates with Secondary-Side PWM 
Control 

• Isolated PWM Command through a 
Pulse Transformer 

• Initial Free-running Soft Startup with 
Duty-Cycle Clamping 

• Up to 400kHz Synchronizable 
Switching Frequency 

• High current FET drive (1.5A sink, 
O.75A source) 

~II 

,----------1 
, UCC3960 , , , 

FB VDD 

REF 
SS 

, , 

~ 
• Overcurrent Protection 

• Under Voltage LockOut with 2V 
hysteresis 

SOFT I START 

OUT ~ 
• Low-Current Startup 

DESCRIPTION 
The UCC3960 Primary-Side Startup Controller is a 
unique solution which provides all the primary-side func
tions required for a single-ended, isolated off-line, 
switch-mode power converter which utilizes second
ary-side PWM control. It is usable with a wide range of 
secondary circuits and is especially well suitable for sys
tems where sophisticated handling of overload conditions 
is required. 

Secondary-side control assumes that output voltage and 
current measurements are interfaced directly to an output 
ground-referenced PWM stage which develops the power 
switch command for the supply. This digital PWM com
mand can then be transmitted to the primary-side power 
switch through a simple and low-cost isolating pulse 
transformer. With secondary-side control, it is much eas
ier to monitor and control the system load with tightly cou
pled analog control loops. Load oriented features such 
as output current sharing and synchronous rectification 
are implemented more easily. The UCC3960 additionally 
allows the use of an extremely small and low-cost pulse 
transformer for higher converter bandwidth. This elimi
nates the loop gain variations due to initial accuracy and 
aging of an opto-coupler feedback element or the size 

RT 
CS 

UCC3960 provides all the circuitry required on the pri
mary side of a secondary-side controlled power supply. 
The UCC3960 features low current startup (1001lA) with 
active low during UVLO, under-voltage lockout with 2V 
hysteresis, soft-start capability, a 5V reference, high cur
rent power output for driving N-Channel MOSFETs, a 
free running 360kHz to 60kHz oscillator which is 
synchronizable to the secondary side PWM Signal, and 
the ability to accept start/stop PWM commands from an 
isolating pulse transformer. 

In a non-typical use, the UCC3960 can accommodate 
an analog feedback signal through an opto-isolator 
where it can operate in voltage mode control mode with 
primary side peak current limiting. 

The UCC3960 and the UCC2960 are available in the 8 
pin SOIC (D) and PDIP (N) packages. The UCC1960 is 
available in 8 pin CDIP (J) package. A full feature ver
sion is available in a 14 pin package as UCC3961 which 
includes multimode over-current protection, volt-second 
clamp, programmable over and under voltage sense 
lines and the self bias regulator. 

penalty of a gate transformer. 
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ABSOLUTE MAXIMUM RATINGS 
VDD 

Voltage Driven ................................. 19V 
Current Driven ............................... 25mA 

lOUT 4nF load with 4n series resistor ............. -1.5A/2A 
IREF ........................................ -7.5mA 
SS, RT, REF, CS .................... -O.3V to VDD+0.3V 
FB ................................ -6.0V to VDD+0.3V 
Storage Temperature ................... -65°C to + 150°C 
Junction Temperature .................. -55°C to +150°C 
Lead Temperature (Soldering, 10 sec.) ............. +300°C 

All voltages are with respect to ground unless otherwise stated. 
Currents are positive into, negative out of the specified termi
nal. Consult Packaging Section of the Databook for thermal 
limitations and specification of packages. 

ORDERING INFORMATION 
TEMPERATURE RANGE PACKAGE 

UCC1960J -55°C to +125°C CDIP 
UCC2960D -40°C to +B5°C SOIC 
UCC2960N PDIP 
UCC3960D O°Cto +70°C SOIC 
UCC3960N PDIP 

CONNECTION DIAGRAMS 

SOIC-S, DIL-8 (Top View) 
D, Nand J Packages 

SS 1 

FB 2 

RT 3 

REF 4 

B VDD 

7 OUT 

6 GND 

5 CS 

UCC1960 
UCC2960 
UCC3960 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated these parameters apply for VDD = 12V, RT=56.3k, 
C 1 F C 0 1 F C 0 01 F R 4 C 1 F d T T voo= 11, REF = . 1111 , ss= lilt, OUT = n, OUT= n an A= J. 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

Supply Section (VDD) 

VDDClamp Ivoo= 10mA 16 17.5 19 V 

Ivoo Operating No load 1.B 2.3 2.B mA 

Ivoo Starting Voo=7.5V 100 150 200 uA 
Undervoltage Lockout Section 

UVLO Start Threshold 9.5 10 10.5 V 

UVLO Hysteresis 1.9 2 2.1 V 

Voltage Reference Section (REF) 

VREF 4.75 5.0 5.25 V 

Load Regulation IREF = OmA to -2.5mA 4 mV 

Line Regulation Voo = 10V to 12V 4 mV 

. Short Circuit Current 10 15 mV 

Soft Start Section (S5) 

SS Discharge Current SD = 4.5V Pulsed 6 uA 
SS Charge Current SD = 4.5V Pulsed -6 uA 
Vss Low Threshold 1 V 

Vss Clamp Threshold 5 V 

RssON ' Voo= 7.5V 600 700 BOO n 

Current Sense Section (CS) 

CS Threshold Pulse-by-Pulse 0.92 1 1.0B V 

Immediate 1.26 1.37 1.49 V 

CS Input Bias CS = 1.1V Pulsed 0.1 uA 
CS to OUT Delay 50 75 100 ns 

Res ON 600 700 BOO n 

3-443 



UCC1960 
UCC2960 
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ELECTRICAL CHARACTERISTICS: Unless otherwise stated these parameters apply for VDD = 12V, RT =56.3k, 
C FCC C VOD = 1111 , REF = 0.1I1F, ss= 0.01I1F, ROUT = 40, OUT = 1nF and TA = TJ. 

PARAMETER TEST CONDITIONS MIN TVP MAX UNITS 

Oscillator Section 

OUT Frequency 127.5 150 172.5 kHz 

OUT Frequency Charge with Voltage VOD = 10V to 12V 0.1 %IV 

OUT Minimum Duty Cycle 0 % 

OUT Maximum Dl!~ Cycle 63 70 70 % 

Output Section (OUn 

Output VSAT Low lOUT = 100mA (dc) (Note 1) 0.7 1.0 V 

Output VSAT High (VDD-OUn lOUT = -40mA (dc) (Note 2) 0.56 1.0 V 

Output Low Voltage During UVLO lOUT = 20mA (dc), Voo = 7.5V 1.5 V 

Rise Time 30 60 ns 

Fall Time RT= 133.3k 15 30 ns 

Feedback Section (FB) 

FB-SS, Positive Differential Voltage FB-SS Pulsed, FB = SS 2 2.5 7 V 

FB-SS, Negative Differential Voltage FB-SS Pulsed, FB = SS -2 -2.5 -7 V 

Input Bias Current FB = 4.5V, SS = OV 0.1 IlA 
FB Negative Compliance IFB = -1001lA, SS = OV -6.8 -7.2 -7.6 V 

Rising Edge FB-SS to OUT Delay FB-SS Pulsed = 2V, FB = SS 50 75 100 ns 

Falling Edge FB-SS to OUT Delay FB-SS Pulsed = 2V, FB = SS 100 125 150 ns 

Note 1: OUT Low, nominal of O. 7V reflects the 3n OMOS ON resistance plus 4D. RSERIES. 

Note 2: OUT High (VOO-OUT), nominal of O.S6V reflects the 100. HVPMOS ON resistance plus 4D. RSERIES' 

PIN DESCRIPTIONS 
GND: This pin is the reference point for grounding all an
alog functions and must be kept as clean as possible 
from all switching noise. It should be closely bypassed to 
VDD. 

CS: This is the pulse-by-pulse and shutdown 
over-current sense input pin. This Current Sense pin will 
trigger a pulse-by-pulse termination anytime a 1 .OV 
threshold is exceeded while a signal in excess of 1.375V 
on this pin will initiate a complete shutdown. Since the 
CS pin can be noise sensitive, it is good practice to insert 
a small low-pass RC filter between this pin and the cur
rent sensor. 

FB: This is the control input for the signal from a second
ary-side PWM controller whose pulse-width command 
has been differentiated by the feedback pulse edge 
transformer into positive "start" and negative "stop" 
pulses. These signals are used to turn on and off the pri
mary power switch and must have an amplitude of at 
least ±2.0V (4V peak-to-peak). 

OUT: This is the drive pin for the MOSFET power switch 
and will both sink (1.5A) and source (0.75A) fast, 
high-current gate drive pulses. During shutdown, this pin 
is self-biased to an active low state. A minimum of 40 
should be added in series with the output to ensure that 
the on chip driver safe operating area is not exceeded. 
(Data from the IRF820/830/840 family of MOSFETs, 
commonly available in the TO-220 package, is used to 
derive this value. The gate charge needed to provide full 
enhancement was used to establish an equivalent ca
pacitance of up to 4000pF.) 

RT: A resistor from this pin to GND establishes a current, 

I SET = 2V which is mirrored internally for several func-
RT 

tions. It establishes the free-running startup switching 
frequency with an internal capacitor according to the re-

I · h' f: 8.0 X 109 Th '11 h atlons IP, S = e startup OSCI ator as a 
RT 

rise and fall time set to limit the duty-cycle of the power 
switch to a maximum of 70%, a limit which is maintained 
even after the feedback signal takes command. 
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PIN DESCRIPTIONS 
REF: This is a 5V output usable with external loads of up 
to 10mA. This voltage is also the source for all internal 
analog threshold settings and should be bypassed with a 
minimum of O.1IlF capacitance to GND. 

SS: The pin implements the primary side soft start func
tion. This is the connection point for an external capacitor 
which determines the rate of increase in commanded 
pulse width for the power switch at startup. It also serves 
as the AC ground retum for the feedback pulse trans
former to provide a tracking bias for the FB input. 

BLOCK DIAGRAM 

UCC1960 
UCC2960 
UCC3960 

VOO: This is the power input connection for all the con
trol circuitry and, in addition, conducts all the gate charge 
current for the power FET. It should be closely bypassed 
with at least 1.011F to GND. This pin is internally shunt 
regulated to clamp at 17.5V to protect the intemal com
ponents so if a voltage source above this value is possi
ble, external current limiting must be provided. 

r-----------------------------------------------------, 
I STOP I 
I I 
I SO LATCH I 

I a' R I 
FB f-..----...---j 8 VOO 

SS 

RT 

GNO 

I 
I 

5V 

H CT 

I _ 

Q Sf-----., 

SYNC MAXO/C 

OSCILLATOR 

'------I RAMP CLKf-----' 

PWM 
LATCH 

PMWORIVE 

RQf-----i 

S Q 

CURRENT 
LIMIT 

I 
I 
I 
I 
I 
I 
I 

I I L _____________________________________________________ I 

Figure 1. Block diagram. 
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CIRCUIT DESCRIPTION 
Start-up Oscillator Section 

The RT pin is connected to an internal 2.0V nominal, 
unity gain closed loop amplifier which is referenced to a 
voltage divider off the 5.0V reference. When a 22.22kn 
resistor is connected from the RT pin to GND an approxi
mate IRT = 90~ internal current is realized which 
charges the internal oscillator capacitor, approximately 
58pF. IRT = 90~ produces a maximum free running os
cillator frequency of 360KHz at a 70% duty cycle. When 
a 133.33kn resistor is connected from the RT pin to GND 
an approximate IRT = 15~ internal current is realized 
which produces a minimum free running oscillator fre
quency of 60KHz at a 70% duty cycle. The approximately 
70% maximum duty cycle is setup by on chip MOSFET 
current mirrors which are not programmable. 

Any frequency between these two limits (6:1 maximum to 
minimum frequency) is obtainable by linearly scaling .the 
RT resistance between the minimum 22.22kU and maxi
mum 133.33kU values. The secondary side PWM fre
quency should be fixed at (1 I 0.9) or 1.11 times the user 
programmed primary side free running oscillator fre
quency for proper primary side synchronization. There
fore, in all cases the recommended secondary side 
synchronization frequency shall be 1.11 times higher 
than the selected primary side free running start up fre
quency. Taking into consideration the two extreme limits 
for primary side free running start up frequency, the sec
ondary side operating frequency should be set between 
400kHz and 67kHz. 

Soft Start Section 

The Soft Start section contains all the circuitry required to 
produce a user programmable slowly increasing PWM 
duty cycle, starting from 0% to a maximum of 70%. The 
Soft Start cycle is triggered either by the initial primary 
side Start-up procedure or after anyone of three user 
programmable fault conditions and one fixed fault condi
tion. The PWM duty cycle increases according to the 
charge rate of an user selectable external Soft Start ca
paCitor, connected from the SS pin to GND. The SS ca
pacitor is charged by a nominal 6uA internal current 
source. 

UCC1960 
UCC2960 
UCC3960 

output OUT is enabled and the duty cycle is allowed to 
slowly increase as before. 

Synchronization Section 

The SS pin and the FB pin accepts the secondary side of 
a small signal synchronization transformer. A series 
blocking capacitor inserted in the primary side of the syn
chronization transformer is intended to differentiate the 
square wave gate drive output of the secondary side 
PWM controller while preventing the transformer from 
saturation. The SS capacitor also provides an AC GND 
at the SS pin or the synchronization transformer second
ary. The small signal synchronization transformer pro
vides galvanic isolation between primary and secondary 
side and must have adequate voltage breakdown rating 
between the primary and secondary windings. 

Two comparators, with an approximate 1.0V offset each, 
are connected to the FB pin to provide plus and minus 
differential voltage comparison with a 2.0V deadband be
tween the FB and SS pins. The 2.0V deadband prevents 
inductive backswing of the small signal transformer from 
giving false secondary side pulse edge detection. 

Enough energy must be coupled into the comparator dif
ferential inputs to ensure reliable comparator switching. 
This requires sufficient voltage overdrive above the 1.0V 
comparator threshold and a specified transformer circuit 
time constant to provide a minimum synchronization 
pulse width. 

On receiving the first recognizable negative going volt
age pulse (turn-off command) generated from the falling 
edge of the differentiated square wave gate drive signal 
on the secondary side, the PWM latch is RESET and a 
synchronization latch is SET. After this event all primary 
side PMW driver output is slaved to the secondary side 
driver output in both frequency and duty cycle. The trig
gering of a Soft Start cycle by a fault condition will RE
SET the synchronization latch to again allow the internal 
Start-up oscillator to control the PWM latch. 

PWMSection 

The PWM section consists of a reset dominant SR latch 
with necessary logical gating on the SET input to allow 
control from the free running Start-up Oscillator until 

Voltage comparators referenced to a 4.0V threshold feedback from the secondary side PWM gate drive out
monitor the OVS pin, SD pin and the UVS pin and trigger put is detected. After the occurrence of detectable feed
a Soft Start cycle when a fault condition is detected on back from the secondary side gate driver, the control of 
any of these pins. Should the CS pin rise in voltage the primary side PWM latch is handed off to the second-
above 1.375V a Soft Start cycle will also be triggered. ary side PWM controller. A nine input OR gate on the 
The Soft Start cycle disables the output driver OUT and PWM latch reset dominant input allows the numerous 
holds it in the low state until the capacitor connected from fault conditions to RESET the PWM latch and control 
the SS pin to GND is discharged below 1.0V by an inter- from either the Start-up oscillator or feedback from the 
nal 6~ current sink. After this discharge period the PMW secondary side PWM output driver. 
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CIRCUIT DESCRIPTION (cont.) 
UVLO & REF Sections 

The under voltage lockout (UVLO) circuit will enable nor
mal operation after VDD exceeds the 10.0V turn-on 
threshold and permits operation until VDD falls below the 
8V turn-off threshold. While activated, the UVLO circuit 
holds the PWM gate driver output (OUT) and the internal 
reference buffer amplifier output REF low. To insure 
proper Soft Start, internal NMOS FET switches discharge 
external capacitor connected to the SS pin during under 
voltage conditions. 

The 5V internal reference is connected to the REF pin 
and must be bypassed using a good quality, high fre
quency capacitor. This 5V reference is not available ex
ternally while the chip is disabled by the under voltage 
lockout circuit. 

CS Section 

The Current Sense (CS) circuit monitors the voltage 
across a ground referenced current sense resistor, con
nected between the source of the external power 
MOSFET and GND. The signal amplitude at the CS pin 
is compared to two, a 1.0V and a 1.375V, thresholds by 
two independent voltage comparators. 

A voltage level greater than 1.0V, but less than 1.375V, 
will SET the reset dominant Shut Down latch and RE
SET the PWM latch. The SD latch is RESET by the 
Start-up oscillator arriving at it's 4.0V compare threshold. 

APPLICATION INFORMATION 
The evaluation circuit of UCC3960 as the primary side 
startup circuit and UC3845 as the secondary side con
troller is shown in Fig. 2. 

Pulse Edge Transmission Circuit 

The UCC3960 uses a Pulse Edge Transmission (PET) 
circuit to transmit isolated gate pulse information from the 
secondary side controller. It is important for the PET cir
cuit to have proper frequency response and adequately 
high damping (low Q factor) in order to prevent excessive 
overshoot. The circuit is shown below. 

The pulse width measured at the FB pin must be be
tween 25nsec wide and 200nsec wide, measured at 1 
Volt above and at 1 Volt below the Soft Start voltage. 
The FB voltage must not be overdriven by more than 5V 
above or 5V below the Soft Start voltage. In order to pre-

UCC1960 
UCC2960 
UCC3960 

During the OFF period of the PWM latch any capaci
tance connected to the CS pin is discharged to GND po
tential by an internal 7000 device. 

VDD Clamp Section 

To insure that the absolute maximum voltage ratings of 
internal devices are not violated, an internal shunt volt
age regulator is provided to clamp the VDD pin at a nom
inal 17.5V maximum voltage. Similarly to other shunt or 
zener like voltage regulator circuits the current through 
the internal VDD clamp must be limited below the maxi
mum current level indicated in the datasheet. In addition 
to limiting the current through the clamp circuit, the maxi
mum power dissipation capability of the particular pack
age used in the application has to be considered. 

OUT Driver Section 

An internal output driver OUT is provided to drive the 
gate of an external N-channel power MOSFET. The out
put driver consists of a nominal 4.00 ON resistance 
PMOS FET for turn-on, and a nominal 2.00 ON resis
tance DMOS FET utilized during the turn-off of the exter
nal MOSFET transistor. An external series gate 
resistance is specified to maintain an acceptable SOA 
(Safe Operating Area) for the DMOS device of the inter
nal output driver. As discussed in the UVLO section be
fore, the under voltage lockout (UVLO) circuit holds the 
PWM gate driver output low while UVLO conditions ex
ists. 

vent false triggering, the FB voltage must not ring 
pelloast the Soft Start voltage by more than ±0.9V. This 
can be met if the Pulse Edge Transmission circuit has a 
resonant frequency of 880kHz and a Q of 0.25. For fur
ther details, refer to Design Note DN-99, Pulse Edge 
Transmission Circuit. The following values will meet 
those specifications for a 12 Volt Secondary Gate Pulse 
Signal, over the full range of UCC3960 operating fre-
quencies. 

T1 1:1 turns ratio, LM=5.4~H, Feronics 11-622J, 
N1 = N2 = 4 turns 

R1 3000 

C1 2700pF 

R22000 
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APPLICATION INFORMATION 
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Figure 2. Evaluation circuit of UCC3960. 
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TYPICAL WAVEFORMS 

Figure 4. Normal operating waveforms. 

Figure 6. Operating waveforms at no load. 

UNITRODE CORPORATION 
7 CONTINENTAL BLVD.' MERRIMACK, NH 03054 
TEL. (603) 424-2410' FAX (603) 424-3460 
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Figure 5. Operating waveforms during overload. 
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Advanced Primary-Side Startup Controller ADVANCE INFORMATION 

FEATURES TYPICAL APPLICATION DIAGRAM 

• Operates with Secondary-Side PWM 
Control 

V IN -_-.--------------.----.--

• Isolated PWM Command through a 
Pulse Transformer 

• Initial Free-running Soft Startup with 
Duty-Cycle Clamping 

• Up to 400kHz Synchronizable 
Switching Frequency 

• High current FET drive (1.5A sink, 
0.75A source) 

UVIOV 
STOP 

~------------I 

I 
I 
I 
I 
I 

UCC3961 : 

uvs START ~ 
I 

VDD 

OPTIONAL 
START 
SWITCH 

c 
• Multi-Mode Over-Current Protection 

with Restart, Latching, or 
Cycle-by-Cycle Current Limiting 

+----18 vs 

• Programmable Volt-Second Clamp for 
Transformer Reset 

• Under Voltage LockOut with 2V 
hysteresis 

• Low-Current Startup with Optional 
Disconnect 

• Programmable Over- and 
Under-Voltage Protection 

DESCRIPTION 

VOLT 
SEC 

CLAMP 

~II 

I 

The UCC3961 Advanced Primary-Side Startup Controller 
is a unique solution which provides all the primary-side 
functions required for a Single-ended, isolated off-line, 
switch-mode power converter which utilizes second
ary-side PWM control. It is usable with a wide range of 
secondary circuits and is especially well suitable for sys
tems where sophisticated handling of overload conditions 
is required. 

Secondary-side control assumes that output voltage and 
current measurements are interfaced directly to an output 
ground-referenced PWM stage which develops the power 
switch command for the supply. This digital PWM com
mand can then be transmitted to the primary-side power 
switch through a simple and low-cost isolating pulse 
transformer. The advantages of secondary-side control 
are tightly coupled analog control loops, monitoring and 
control functions that easily interfaces to the system load, 
incorporation of output current sharing, generation of 
drive signals for synchronous rectification, and the use of 
a low-cost pulse transformer instead of opto-couplers 
which also allows higher converter bandwidth and elimi
nates the loop gain variations caused by the aging and 
initial accuracy of the optical feedback element. 

UDG·99039 

UCC3961 provides all the circuitry required on the pri
mary side of a secondary-side controlled power supply. 
The IC allows implementation of initial startup with op
tional high voltage disconnect after starting, input volt
age monitoring with turn-off for either under- or 
over-voltage, primary power switch current protection, 
pulse-by-pulse current limiting plus shutdown after a 
programmable delay, and continuous input volt-second 
clamping to insure protection from transformer satura
tion. UCC3961 also features a multi purpose, 
bi-directional shutdown pin which can be used to modify 
the converter's behavior in overload conditions. The 
possible configurations include continuous peak current 
limiting, delayed or immediate shutdown with full cycle 
soft restart or fully latched overcurrent shutdown. 

The UCC3961 and the UCC2961 are available in the 14 
pin SOIC (D) and PDIP (N) packages. The UCC1961 is 
available in 14 pin CDIP (J) package. For applications 
where only startup and control are desired, a simplified 
version of this product is offered in an a-pin package as 
the UCC3960. 

(continued) 
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DESCRIPTION (cant.) 
The additional features of the UCC3961 include low cur
rent startup (100pA) with active low during UVLO, un
der-voltage lockout with 2V hysteresis, soft-start 
capability, a 5V reference, high current power output for 
driving N-Channel MOSFETs, a free running 360kHz to 
60kHz oscillator which is synchronizable to the second-

ABSOLUTE MAXIMUM RATINGS 
VDD 

Voltage Driven ................................. 19V 
Current Driven ............................... 25mA 

lOUT 4nF load with 40 series resistor ............. -1.5A12A 
IREF ........................................ -7.5mA 
OVS, SD, SS, RT, REF, VS, CS, 
START, UVS ....................... -D.3V to VDD+0.3V 
FB ................................ --6.0V to VDD+0.3V 
Storage Temperature ................... --65°C to +150°C 
Junction Temperature .................. -55°C to + 150°C 
Lead Temperature (Soldering, 10 sec.) ............. +300°C 

All voltages are with respect to ground unless otherwise stated. 
Currents are positive into, negative out of the specified termi
nal. Consult Packaging Section of the Databook for thermal 
limitations and specification of packages. 

ORDERING INFORMATION 
TEMPERATURE RANGE PACKAGE 

UCC1961J -55°C to +125°C CDIP 
UCC2961D -40°C to +85°C SOIC 
UCC2961N -40°C to +85°C PDIP 
UCC3961D DOC to +70°C SOIC 
UCC3961N O°C to +70°C PDIP 

UCC1961 
UCC2961 
UCC3961 

ary side PWM signal, and the ability to accept start/stop 
PWM commands from an isolating pulse transformer. 

In a non-typical use, the UCC3961 can accommodate an 
analog feedback signal through an opto-isolator where 
the UCC3961 then can operate in voltage mode control 
mode with primary side peak current limiting. 

CONNECTION DIAGRAMS 

SOIC-14, DIL-14 (Top View) 
D, Nand J Packages 

OVS UVS 

SD START 

SS VDD 

FB OUT 

RT PGND 

REF CS 

AGND VS 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated these parameters apply for VDD = 12V, RT =56.3k, 
C FC FC C F T voo = 1/!t , REF = 0.1/! , ss= 0.01/!F, ROUT = 40, OUT = 1n and TA = J. 

PARAMETER TEST CONDITIONS MIN TVP MAX UNITS 

Supply Section (VDD) 

VDD Clamp Ivoo= 10mA 16 17.5 19 V 

Ivan Operating No load 1.8 2.3 2.8 rnA 

Ivoo Starting Voo=7.5V 100 150 200 /!A 

Undervoltage Lockout Section 

UVLO Start Threshold 9.5 10 10.5 V 

UVLO Hysteresis 1.9 2 2.1 V 

Voltage Reference Section (REF) 

VREF 4.75 5.0 5.25 V 

Load Regulation IREF = OmA to -2.5mA 4 mV 

Line Regulation Voo = 10V to 12V 4 mV 

Short Circuit Current 10 15 mV 
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ELECTRICAL CHARACTERISTICS: Unless otherwise stated these parameters apply for VDD = 12V, RT =56.3k, 
C 1 F C 0 1 F C 0 01 F R 4n C 1 F d T T voo= Il , REF= .IIlI, SS=·IP.t, OUT = , OUT= n an A = J. 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

Overvoltage Sense Section (OVS) 

OVS Threshold 3.68 4 4.32 V 

OVS Input Bias Current 0.1 IlA 

Undervoltage Sense Section (UVS) 

UVS Threshold 3.68 4 4.32 V 

UVS Input Bias Current 0.1 ItA 
Soft Start Section (S5) 

SS Discharge Current SD = 4:5V Pulsed 6 ItA 
SS Charge Current SD = 4.5V Pulsed -6 ItA 
Vss Low Threshold 1 V 

Vss Clam~ Threshold 5 V 

RssON Voo = 7.5V 600 700 800 n 
Shutdown Section (SO) 

SD Threshold 3.68 4 4.32 V 

SD Discharge Current 0.63 ItA 
SD Charge Current -6.3 ItA 
RsoON Voo = 7.5V 600 700 800 n 

Current Sense Section (CS) 

CS Threshold Pulse-by-Pulse 0.92 1 1.08 V 

Immediate 1.26 1.37 1.49 V 

CS Input Bias CS = 1.1V Pulsed 0.1 ItA 
CS to OUT Delay 50 75 100 ns 

Res ON 600 700 800 n 
Oscillator Section 

OUT Frequency 127.5 150 172.5 kHz 

OUT Frequency Charge with Voltage Voo = 10V to 12V 0.1 %N 

OUT Minimum Duty C1cle 0 % 

OUT Maximum Duty Cycle 63 70 70 % 

Volt"Second Section (VS) 

VS Threshold 3.68 4 4.32 V 

VS Input Bias 0.1 %N 

RvsON 600 700 800 n 
Output Section (OUT) 

Output VSAT Low lOUT = 1ciOmA (dc) (Note 1) 0.7 1.0 V 

Output VSAT High (VDD-OUT) lOUT = -40mA (dc) (Note 2) 0.56 1.0 V 

Output Low Voltage During UVLO lOUT = 20mA (dc), Voo = 7.5V 1.5 V 

Rise Time 30 60 ns 

Fall Time RT= 133.3k 15 30 ns 

Bias Regulator Section (START) 

Bias Regulator Voo-START = 0.5V 11.6 11.8 12 V 

VDD Override Voltage Voo-START = 1.0V 12.2 12.4 12.6 V 
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ELECTRICAL CHARACTERISTICS: Unless otherwise stated these parameters apply for VDD = 12V, RT =56.3k, 
C C C 0 01 F R C F d T T VDD = 11lF, REF = 0.1IlF, ss= 11, OUT = 40, OUT= 1n an A= J. 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

Feedback Section (FB) 

FB-SS, Positive Differential Voltage FB-SS Pulsed, FB = SS 2 2.5 7 V 

FB-SS, Negative Differential Voltage FB-SS Pulsed, FB = SS -2 -2.5 -7 V 

input Bias Current FB = 4.5V, SS = OV 0.1 ItA 
FB Negative Compliance IFB = -1001tA, SS = OV -6.8 -7.2 -7.6 V 

Rising Edge FB-SS to OUT Delay FB-SS Pulsed = 2V, FB = SS 50 75 100 ns 

Falling Edge FB-SS to OUT Delay FB-SS Pulsed = 2V, FB = SS 100 125 150 ns 

Note 1: OUT Low, nominal of o. 7V reflects the 3n OMOS ON resistance plus 4n RSERIES. 

Note 2: OUT High (VOO-OUT), nominal of O.S6V reflects the 10n HVPMOS ON resistance plus 40 RSERIES. 

PIN DESCRIPTIONS 
AGNO: This pin is the reference point for grounding all 
analog functions and must be kept as clean as possible 
from all switching noise. It should be connected to PGN[) 
in only one location as close to the IC as practical. 

CS: This is the pulse-by-pulse and shutdown 
over-current sense input pin. This Current Sense pin will 
trigger a pulse-by-pulse termination anytime a 1.0V 
threshold is exceeded while a Signal in excess of 1.375V 
on this pin will initiate a complete shutdown. Each activa
tion of pulse-by-pulse termination also sends a current 
pulse to the SD pin where an external capacitor can be 
used to provide a delayed shutdown. Since the CS pin 
can be noise sensitive, it is good practice to insert a 
small low-pass RC filter between this pin and the current 
sensor. 

FB: This is the control input for the signal from a second
ary-side PWM controller whose pulse-width command 
has been differentiated by the feedback pulse edge 
transformer into positive "start" and negative "stop" 
pulses. These signals are used to turn on and off the pri
mary power switch and must have an amplitude of at 
least ±2.0V (4V peak-to-peak). 

OUT: This is the drive pin for the MOSFET power switch 
and will both sink (1.5A) and source (0.75A) fast, 
high-current gate drive pulses. During shutdown, this pin 
is self-biased to an active low state. A minimum of 40 
should be added in series with the output to ensure that 
the on chip driver safe operating area is not exceeded. 
(Data from the IRF820/830/840 family of MOSFETs, 
commonly available in the TO-220 package, is used to 
derive this value. The gate charge needed to provide full 
enhancement was used to establish an equivalent ca
pacitance of up to 4000pF.) 

OVS: This pin is used with an external resistor divider of 
VIN to terminate operation if a voltage is sensed above 
the internal 4V threshold. Activation sets the Shutdown 
Latch which requires recycling the voltage on VDD to re
start. 

PGNO: This is the power ground for the PWM ou1put 
stage and conducts any current transients from the 
power switch gate drive. It should be closely bypassed to 
VDD and connected to AGND in only one location as 
close to the IC as possible. 

RT: A resistor from this pin to AGND establishes a cur
rent, ISET = 2V / RT, which is mirrored internally for sev
eral functions. It establishes the free-running startup 
switching frequency with an internal capacitor according 
to the relationship, fs = 8.0 x 109 / RT. The startup oscil
lator has a rise and fall time set to limit the duty-cycle of 
the power switch to a maximum of 70%, a limit which is 
maintained even after the feedback signal takes com
mand. 

REF: This is a 5V output usable with external loads of up 
to 10mA. This voltage is also the source for all internal 
analog threshold settings and should be bypassed with a 
minimum of 0.11J.F capacitance to AGND. 

SO: This pin is the input to the shutdown circuit. Like 
OVS, this pin also sets the Shutdown Latch when a 
threshold above 4V is exceeded. The primary intent of 
this input is to allow the use of an external capacitor to 
program a delay between the onset of current limiting 
and the issuance of a Shutdown command by integrating 
current pulses which appear on this pin with each activa
tion of the CS input. This pin is pulled low with a current 
sink of 0.33/RT when there is no CS signal. The shut-
down function can be disabled by connecting SD pin to 
AGND. 
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PIN DESCRIPTIONS 
SS: The pin implements the primary side soft start func
tion. This is the connection point for an external capacitor 
which determines the rate of increase in commanded 
pulse width for the power switch at startup. It also serves 
as the AC ground return for the feedback pulse trans
former to provide a tracking bias for the FB input. 

START: In conjunction with an external depletion-mode 
NFET, such as the Supertex DN2530, this pin can be 
used to develop a regulated 12V at VDD and thereby 
minimize or eliminate continuous current drain when 
starting from a variable high voltage source. If this func
tion is unused, this pin can be left open. 

UVS: This pin is used with an external resistor divider of 
Yin to terminate operation if a voltage is sensed below 
the internal 4V threshold. Activation maintains the circuit 
in shutdown with the soft-start capacitor clamped low. 

BLOCK DIAGRAM 

UCC1961 
UCC2961 
UCC3961 

VDD: This is the power input connection for all the con
trol circuitry and, in addition, conducts all the gate charge 
current for the power FET. It should be closely bypassed 
with at least 1.0 uF to PGND and 0.1 uF to AGND. This 
pin is internally shunt regulated to clamp at 17.5V to pro
tect the internal components so if a voltage source above 
this value is possible, external current limiting must be 
provided. 

VS: This pin provides a volt-second clamp for the opera
tion of the transformer-driving power switch with the aid 
of an external capaCitor to ground and a high value resis
tor to the transformer's voltage source (Vin). With the ini
tiation of each power pulse, the circuit will release an 
internal grounding clamp across the capacitor allowing it 
to charge with a current from the resistor proportional to 
the input voltage. If this pin reaches 4V prior to output 
termination from other control functions, then this will end 
the power pulse. 

Tvs =1.61 eRvs eCvs , Rvs >1000 

1------------------------------------------------------
1 ~~: 

UVS 

OVS 

VS 

FB 

SS 

RT 

1 12V + 

4 

1 
1 

5V 

1 CT 

SYNC 

SID 
LATCH 
Q R 

OSClll 

-PWM PMWDRIVE LATCH 
R Q 

S Q 

START 

VDD 

VREF 

OUT 

CS 

SD 
~ T RAMP ClK 

~ ~ L ___________________________________________________ ~_I 

AGND 
PGND 

. UDG-99040 

Figure 1. Block diagram. 
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CIRCUIT DESCRIPTION 
Start-up Oscillator Section 

The RT pin is connected to an internal 2.0V nominal, 
unity gain closed loop amplifier which is referenced to a 
voltage divider off the 5.0V reference. When a 22.22kn 
resistor is connected from the RT pin to GND an approxi
mate IRT = 901lA internal current is realized which 
charges the internal oscillator capacitor, approximately 
58pF. IRT = 90llA produces a maximum free running os
cillator frequency of 360KHz at a 70% duty cycle. When 
a 133.33kQ resistor is connected from the RT pin to GND 
an approximate IRT = 151lA internal current is realized 
which produces a minimum free running oscillator fre
quency of 60KHz at a 70% duty cycle. The approximately 
70% maximum duty cycle is setup by on chip MOSFET 
current mirrors which are not programmable. 

Any frequency between these two limits (6:1 maximum to 
minimum frequency) is obtainable by linearly scaling the 
RT resistance between the minimum 22.22kn and maxi
mum 133.33kn values. The secondary side PWM fre
quency should be fixed at (1 / 0.9) or 1.11 times the user 
programmed primary side free running oscillator fre
quency for proper primary side synchronization. There
fore, in all cases the recommended secondary side 
synchronization frequency shall be 1.11 times higher 
than the selected primary side free running start up fre
quency. Taking into consideration the two extreme limits 
for primary side free running start up frequency, the sec
ondary side operating frequency should be set between 
400kHz and 67kHz. 

Soft Start Section 

The Soft Start section contains all the circuitry required to 
produce a user programmable slowly increasing PWM 
duty cycle, starting from 0% to a maximum of 70%. The 
Soft Start cycle is triggered either by the initial primary 
side Start-up procedure or after anyone of three user 
programmable fault conditions and one fixed fault condi
tion. The PWM duty cycle increases according to the 
charge rate of an user selectable external Soft Start ca
pacitor, connected from the SS pin to GND. The SS ca
pacitor is charged by a nominal 6uA internal current 
source. 
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output OUT is enabled and the duty cycle is allowed to 
slowly increase as before. 

Synchronization Section 

The SS pin and the FB pin accepts the secondary side of 
a small signal synchronization transformer. A series 
blocking capacitor inserted in the primary side of the syn
chronization transformer is intended to differentiate the 
square wave gate drive output of the secondary side 
PWM controller while preventing the transformer from 
saturation. The SS capacitor also provides an AC GND 
at the SS pin or the synchronization transformer second
ary. The small signal synchronization transformer pro
vides galvanic isolation between primary and secondary 
side and must have adequate voltage breakdown rating 
between the primary and secondary windings. 

Two comparators, with an approximate 1.0V offset each, 
are connected to the FB pin to provide plus and minus 
differential voltage comparison with a 2.0V deadband be
tween the FB and SS pins. The 2.0V deadband prevents 
inductive backswing of the small signal transformer from 
giving false secondary side pulse edge detection. 

Enough energy must be coupled into the comparator dif
ferential inputs to ensure reliable comparator switching. 
This requires sufficient voltage overdrive above the 1.0V 
comparator threshold and a specified transformer circuit 
time constant to provide a minimum synchronization 
pulse width. 

On receiving the first recognizable negative going volt
age pulse (tum-off command) generated from the falling 
edge of the differentiated square wave gate drive signal 
on the secondary side, the PWM latch is RESET and a 
synchronization latch is SET. After this event all primary 
side PMW driver output is slaved to the secondary side 
driver output in both frequency and duty cycle. The trig
gering of a Soft Start cycle by a fault condition will RE
SET the synchronization latch to again allow the internal 
Start-up oscillator to control the PWM latch. 

PWM Section 

The PWM section consists of a reset dominant SR latch 
with necessary logical gating on the SET input to allow 
control from the free running Start-up Oscillator until 

Voltage comparators referenced to a 4.0V threshold feedback from the secondary side PWM gate drive out
monitor the OVS pin, SD pin and the UVS pin and trigger put is detected. After the occurrence of detectable feed
a Soft Start cycle when a fault condition is detected on back from the secondary side gate driver, the control of 
any of these pins. Should the CS pin rise in voltage the primary side PWM latch is handed off to the second-
above 1.375V a Soft Start cycle will also be triggered. ary side PWM controller. A nine input OR gate on the 
The Soft Start cycle disables the output driver OUT and PWM latch reset dominant input allows the numerous 
holds it in the low state until the capacitor connected from fault conditions to RESET the PWM latch and control 
the SS pin to GND is discharged below 1 .OV by an inter- from either the Start-up oscillator or feedback from the 
nal 61lA current sink. After this discharge period the PMW secondary side PWM output driver. 
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CIRCUIT DESCRIPTION (cont.) 
UVLO & REF Sections 

The under voltage lockout (UVLO) circuit will enable nor
mal operation after VDD exceeds the 10.0V turn-on 
threshold and permits operation until VDD falls below the 
8V turn-off threshold. While activated, the UVLO circuit 
holds the PWM gate driver output (OUT) and the internal 
reference buffer amplifier output REF low. To insure 
proper Soft Start and to prevent false SD detection, inter
nal NMOS FET switches discharge external capacitors 
connected to the SS and SD pins during under voltage 
conditions. 

The 5V internal reference is connected to the REF pin 
and must be bypassed using a good quality, high fre
quency capacitor. This 5V reference is not available ex
ternally while the chip is disabled by the under voltage 
lockout circuit. 

CS and VS Section 

The Current Sense (CS) circuit monitors the voltage 
across a ground referenced current sense resistor, con
nected between the source of the external power 
MOSFET and GND. The signal amplitude at the CS pin 
is compared to two, a 1.0V and a 1.375V, thresholds by 
two independent voltage comparators. 

A voltage level greater than 1.0V, but less than 1.375V, 
will SET the reset dominant Shut Down latch and RE
SET the PWM latch. The SD latch is RESET by the 
Start-up oscillator arriving at it's 4.0V compare threshold. 
When the SD latch is SET a scaled current, ISD = 
-(1/6)"(lRT), charges an user selectable external capaci
tor connected between the SD pin and GND. When the 
SD latch is RESET a scaled current ISD = 
(1/10)"(1/6)"(IRT), discharges the user selectable capaci
tor connected between the SD pin and GND. 

A current sense voltage greater than 1.375V will immedi
ately trigger a SD event and also RESET the PWM latch. 
During the OFF period of the PWM latch any capacitance 
connected to the CS pin is discharged to GND potential 
by an internal 700n device. 

The Volt"Second (VS) clamp circuit monitors the voltage 
at the VS pin produced by an external series RC circuit. 
The resistor is connected from the HV primary side 
power input, that is derived from the rectified line voltage, 
to the VS pin. The capacitor is from the VS pin to GND 
and being charged by the resistor during the ON time of 
the OUT driver. The resulting exponential voltage at the 
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VS pin is monitored by a voltage comparator with a 4.0V 
threshold. Should the voltage at the VS pin exceed 4.0V, 
the PWM latch is RESET thus the output drive signal is 
terminated. This RC circuit can be tailored to prevent the 
power transformer from saturation by effectively limiting 
the applied maximum Volt"Second product across the 
primary winding. During the OFF period of the PWM out
put driver the VS capacitor is discharged to GND poten
tial by an internal switch with 800n ON resistance. 

START Regulator and VDD Clamp Sections 

To facilitate the primary side Start-up a VDD = 12V volt
age regulator may be implemented by using an external 
depletion mode FET. The gate of this device is than con
nected to the START pin, the Source terminal is at
tached to the VDD pin, and the Drain is tied to the HV 
primary side power input that is derived from the rectified 
line voltage. An auxiliary bootstrap winding off the main 
power transformer might be used to generate a bias volt
age greater than 12V, which will effectively shutdown the 
12V regulator and increase the efficiency of the biasing 
solution during normal operation. 

To insure that the absolute maximum voltage ratings of 
internal devices are not violated, an internal shunt volt
age regulator is provided to clamp the VDD pin at a nom
inal 17.5V maximum voltage. Similarly to other shunt or 
zener like voltage regulator circuits the current through 
the internal VDD clamp must be limited below the maxi
mum current level indicated in the datasheet. In addition 
to limiting the current through the clamp circuit, the maxi
mum power dissipation capability of the particular pack
age used in the application has to be considered. 

OUT Driver Section 

An internal output driver OUT is provided to drive the 
gate of an external N-channel power MOSFET. The out
put driver consists of a nominal 4.0n ON resistance 
PMOS FET for turn-on, and a nominal 2.0n ON resis
tance DMOS FET utilized during the turn-off of the exter
nal MOSFET transistor. An external series gate 
resistance is specified to maintain an acceptable SOA 
(Safe Operating Area) for the DMOS device of the inter
nal output driver. As discussed in the UVLO section be
fore, the under voltage lockout (UVLO) circuit holds the 
PWM gate driver output low while UVLO conditions ex
ists. 

3-456 



APPLICATION INFORMATION 
The evaluation circuit of UCC3961 as the primary side 
startup circuit and UC3845 as the secondary side con
troller is shown in Fig. 2. 

10 MUR110 

1k 

4.7k 

27k 12V 

6.2k 

3.9k 

= 
1-------------' 

1 UCC3961 
1 

UVS OVS 

START 

1 

VDD SS 3 

OUT FB 

PGND 

1 

CS REF ;fa RT 
80k 

100pF 

Figure 2. Evaluation circuit of UCC3961. 
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APPLICATION INFORMATION (cont.) 
Pulse Edge Transmission Circuit 

The UCC3961 uses a Pulse Edge Transmission (PET) 
circuit to transmit isolated gate pulse information from the 
secondary side controller. It is important for the PET cir
cuit to have proper frequency response and adequately 
high damping (low Q factor) in order to prevent excessive 
overshoot. The circuit is shown below. 

The pulse width measured at the FB pin must be be
tween 2Snsec wide and 200nsec wide, measured at 1 
Volt above and at 1 Volt below the Soft Start voltage. 
The FB voltage must not be overdriven by more than SV 
above or SV below the Soft Start voltage. In order to pre
vent false triggering, the FB voltage must not ring 

FB 

UCC3961 

SS 

C1 R1 

~+ 
JLV~P 

'----+---~ 

SECONDARY 
GATE PULSE 

Figure 3. Pulse edge transmission circuit. 

TYPICAL WAVEFORMS 

Figure 4. Normal operating waveforms. 

UCC1961 
UCC2961 
UCC3961 

pelloast the Soft Start voltage by more than ±0.9V. This 
can be met if the Pulse Edge Transmission circuit has a 
resonant frequency of 880kHz and a Q of 0.2S. For fur
ther details, refer to Design Note DN-99, Pulse Edge 
Transmission Circuit. The following values will meet the 
specifications for a 12 Volt Secondary Gate Pulse signal, 
over the full range of UCC3961 operating frequencies. 

T1 1:1 turns ratio, LM=S.4j.LH, Feronics 11-622J, 
N1 = N2 = 4 turns 

R1 3000 

C1 2700pF 

R22000 

PWM 
OUT 

25ns<T<200ns 
VFB 

VSS+1.0 -
vss-t-,~~~'=~------~~+ 

VSS-1.0 -

"10.0Y '210.0 M2.0,",S'C""f 
1.00 Y'V Ch4 SOOmY 

Figure 5. Operating waveforms during overload. 
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TYPICAL WAVEFORMS (cont.) 

f·++++-·!·-H-·H .... ! .. +++-i!+-H-+.++.+--+++ ... }.++ .. " .... , .... , ... +.+.+.+.+ .. !:++.H-+~' ... , .... , .. +-

OUT2 ... 'F .... .;,.:...~;..;.;....;.;·.;..M;·t. : 

Figure 6. Operating waveforms at no load. 
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~UNITRODE 
UC494A1AC 
UC495A1AC 

Advanced Regulating Pulse Width Modulators 
FEATURES 
• Dual Uncommitted 40V, 200mA 

Output Transistors 

• 1 % Accurate 5V Reference 

• Dual Error Amplifiers 

• Wide Range, Variable Deadtime 

• Single-ended or Push-pull Operation 

• Under-voltage Lockout With 
Hysteresis 

• Double Pulse Protection 

• Master or Slave Oscillator Operation 

• UC495A: Intemal 39V Zener Diode 

• UC495A: Buffered Steering Control 

BLOCK DIAGRAM 

DESCRIPTION 
This entire series of PWM modulators each provide a complete pulse width 
modulation system in a single monolithic integrated circuit. These devices 
include a 5V reference accurate to ±1 %, two independent amplifiers usable 
for both voltage and current sensing, an externally synchronizable oscillator 
with its linear ramp generator, and two uncommitted transistor output 
switches. These two outputs may be operated either in parallel for sin
gle-ended operation or alternating for push-pull applications with an exter
nally controlled dead-band. These units are internally protected against 
double-pulsing of a single output or from extraneous output signals when 
the input supply voltage is below minimum. . 

The UC495A contains an on-chip 39V zener diode for high-voltage applica
tions where Vee would be greater than 40V, and a buffered output steering 
control that overrides the internal control of the pulse steering flip-flop. 

The UC494A is packaged in a 16-pin DIP, while the UC495A is packaged in 
an 18 pin DIP. The UC494A, UC495A are specified for operation over the 
full military temperature range of -55°C to +125°C, while the UC494AC, 
UC495AC are designed for industrial applications from O°C to +70°C. 

OUTPUT CONTROL 
(UC495A) (SEE FUNCTION TABLE) 

FUNCTION TABLE 

f$TEERiNG------j 01 
I CONTROL Cl 

El 

C2 

E2 

DEAD·~O.1V 
TIME ---i 
CONTROL 

NON 
INV. INPUT--,r ...... 

INV. INPUT-----o-~ 

L ______ _ 

ERROR AMPLIFIERS 
NON 
INV. INPUT----1 ........ 

INV. INPUT----1>-~ 

COMPo 
PWM COMP -------' 

10193 

r--
I 
I 
I 
I 

UV 
LIO 

Vee 

REFoUT 

I ~~+--~-----GND 
I I 
I V I 
L_-=_.J 
(UC495A) 

3-460 

Oulput Control Output Function Connected to: 

Ground 
Single-Ended or 

Parallel Operation 

VREF Push-Pull Alternating 
Outputs 

UC495A 

Steering Control 
(Output Control Output Function 

at VAEF) 

Vs < O.4V PWM Output at 01 
VB > 2.4V PWM Output at 02 



ABSOLUTE MAXIMUM RATINGS (Note 1, 2, 3) 
Supply Voltage, Vee (Note 2) ....................... 45V 
Amplifier Input Voltages ...................... Vee + 0.3V 
Collector Output Voltage ........................... 41V 
Collector Output Current ......................... 250mA 
Continuous Total Dissipation .................... 1000mW 

@ (or below) 25°C free air temperature range (Note 3) 
Storage Temperature Range ............... -65° to +150°C 
Lead Temperature 1/16" (1.6mm) from case for 60 seconds, 

J Package ................................... 300°C 
Lead Temperature 1/16" (1.6mm) from case for 10 seconds, 

N Package .................................. 260°C 
Note 1: Over operating free air temperature range unless other

wise noted. 
Note 2: All voltage values are with respect to network ground 

terminal 3. 
Note 3: Consult Packaging Section of Databook regarding ther

mal specifications and limitations of packages. 

CONNECTION DIAGRAMS 

DIL-18 (TOP VIEW) 
J or N Package 

NON·INV INPUT 

INV INPUT 2 

COMPENIPWM 
COMP INPUT 

DEAD TIME CONTROL 4 

ERROR 
AMP 

UC494A1AC 

5 INV INPUT 

13 OUTPUT CONTROL 

UC494A1AC 
UC495A1AC 

RECOMMENDED OPERATING CONDITIONS 
Supply Voltage Vee .......................... 7V to 40V 
Error Amplifier Input Voltages ............. -0.3V to Vee-2V 
Collector Output Voltage ........................... 40V 
Collector Output Current (each transistor) ........... 200mA 
Current into Feedback Terminal ................... 0.3mA 
Timing Capacitor, CT ................. 0.47nF to 10,000nF 
Timing Resistor, RT ...................... 1.8kn to 500kn 
Oscillator Frequency ..................... 1 kHz to 300kHz 
Operating Free Air Temperature 

UC494A, UC495A .................... -55°C to + 125°C 
UC494AC, UC495AC .................... O°C to +70°C 

DIL-18 (TOP VIEW) 
J or N Package 

NON·INV INPUT 1 

INV INPUT 2 

ERROR 
AMP 

g8~~~~i!'uV;:M 31-=nm----' 
DEAD TIME CONTROL 4 

UC495A1AC 

18 NON-INV INPUT 

14 OUTPUT CONTROL 

13 STEERING CONTROL 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, over recommended operating free-air temperature range, 
VCC = 15V, f = 10kHz, TA= TJ. 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

Reference Section 

Output Voltage VREF 10=1mA, TA=25°C 4.95 5 5.05 V 

Input Regulation Vee = 7V to 40V 2 25 mV 

Output Regulation 10 = 1mA to 10mA 1 15 mV 

Output Voltage Over Temperature ~TA = Min. to Max. 4.90 5.10 V 

Short Circuit Output Current VREF = 0, TA = 25°C (Note 1) 10 35 50 mA 

Oscillator Section 

Frequency (Note 2) CT = 0.01IlF, RT = 12kn 10 kHz 

Standard Deviation Of Frequency (Note 3) All Values of Vee, CT, RT, TA Constant 10 % 

Frequency Change With Voltage Vee = 7V to 40V, TA = 25°C 0.1 % 

Frequency Change With Temperature CT = 0.01IlF, RT= 12kn, ~TA = Min. to Max. 2 % 

Deadtime Control Section (Output Control Connected to VREF) 

Input Bias Current (Pin 4) V(PIN 4) = OV to 5.25V -2 -10 ~ .. 
Maximum Duty-Cycle (Each Output) V(PIN4) = OV 45 % 
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UC494A1AC 
UC495A1AC 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, over recommended operating free-air temperature range, 
VCC = 15V, f<= 10kHz, TA = TJ. 

PARAMETER TEST CONDITION 

Deadtime Control Sectlonlcont;) (Ou!put Control Connected to VREF) 

Input Threshold Voltage (Pin 4) Zero Duty-Cycle 

Maximum Duty-Cycle 

Amplifier Section 

Input Offset Voltage Vo (PIN 3) = 2.SV 

Injlut Offset Current Vo (PIN 3) = 2.5V 

Input Bias Current Vo (PIN 3) = 2.5V 

Common-Mode Input Voltage Range Vcc = 7V to 40V 

Open Loop Voltage Gain fj,Vo = 3V, Vo = 0.5V to 3.5 V 

Unity Gain Bandwidth 

Common-Mode Rejection Ratio Vcc = 40V, TA= 25°C 

Output Sink Current (Pin 3) VIO = -15mV to -5V, V(PIN 3) = 0.7V 

Output Source Current (Pin 3) VIO = 15mV to SV, V(PIN 3) = 3.5V 

Output Section 

Collector Off-State Current VCE = 40V, Vcc = 40V 

Emitter Off-State Current Vcc=Vc=40V, VE=O 

Collector - Emitter I Common-Emitter VE = 0, Ic = 200mA 
Saturation Voltage I Emitter-Follower Vc = 15V, IE = -200mA 

Output Control Input Current VI = VREF 

PWM Comparator Section 

Input Threshold Voltage (Pin 3) Zero Duty-Cycle 

Input Sink Current (Pin 3) V(PIN 3) = 0.7V 

Steering Control (UC495A, See Function Table) 

Input Current V(PIN 13) = 0.4V, 01 ACTIVE 

V(PIN 13) = 2.4V, 02 ACTIVE 

Deadband 

Zener Diode Circuit (UC495A) 

Breakdown Voltage Vcc = 45V, Iz = 2mA 

Sink Current V(PIN15)=1V 

Total Device 

Standby Supply Current Pin 6 at VREF, All other inputs and 
outputs open 

Under Voltage Lockout 

Hysteresis 

Switching Characteristics (TA = 25°C) 

Output Voltage Rise Time Common-Emitter Configuration 

Output Voltage Fall Time RL = 68n, CL = 15pF 

Output Voltage Rise Time Emitter-Follower Configuration 

Output Voltage Fall Time RL = 68n, CL=15pF 

Note 1: 

Note 2: 

Duration of the short circuit should not exceed one second. 

Frequency for other values of Cr and Rr is approximately f = _1_.1_ 
Rr-Cr 

MIN 

0 

.03 to 
Vcc-2 

70 

65 

0.3 

-2 

0.3 

36 

0.2 

I Vcc = 15V 

I Vcc=40V 

3.S 

TVP MAX UNITS 

3 3.3 V 

V 

2 10 mV 

25 250 nA 

-0.2 -1 IlA 
V 

95 dB 

800 kHz 

80 dB 

0.7 rnA 

rnA 

2 100 IlA 
-100 ~ 

1.1 1.3 V 

1.5 2.5 V 

3.5 rnA 

4 4.5 V 

0.7 rnA 

-200 IlA 
300 IlA 

500 mV 

39 45 V 

0.3 0.6 rnA 

6 10 rnA 

9 15 rnA 

6.S V 

300 mV 

100 200 ns 

25 100 ns 

100 200 ns 

40 100 n$ 

n 

Note 3: Standard deviation is a measure of the statistical distribution about the mean as derived from the formula:CJ = L (Xn-X)2 
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VREF Vee 

r 
S 

5 

R oJ T 

LRT 

I VR" 

¥" 

Vee 

5 CT 

12 

Ve 

12 

Slav . 
ditional 
uits) 

(Ad 
eire 

Vee 

UC494A1AC 
UC495A1AC 

VREF 0----+-----.-----, 

OF ERROR 
AMPLIFIER 
CIRCUIT 

TO REMAINDER 
OF ERROR 
AMPLIFIER 
CIRCUIT 

TO COMPENSATION/PWM 
.---------0 COMPARATOR INPUT 

(PIN 3) 

Figure 1. Slaving two or more control circuits. Figure 2. Output circuit of error amplifiers. 

OUTPUT 
CONTROL 

GND OR 
A VOLTAGE 
UP TO O.4V 

Cl 
~-{)----;.--.Oc 

01 El 

00soom 

E2 

SINGLE - ENDED CONFIGURATION 

TIE TO VREF 

OR A VOLTAGE 

AS LOW AS 2.4V 

OUTPUT 

CONTROL 

PUSH - PULL 

Cl 

01 El 
( to 2S0mA 

C2 C to 2S0mA 
---u 

E2 

CONFIGURA TION 

Figure 3. Output connections for single-ended and push-pull configurations. 

TO 
FLIP 
FLOP 

GNO 

37K 

13 ...--+-+--o STEERING 
CONTROL 

12K 

Rs 

VIN >40V 
12 

VCC 
39V 

15 IC 

SUPPLY 

Vz VOL TAGE 
3K 

7 

GND 

Figure 4. Internal buffer with deadband for 
steering control on UC495A. Figure 5. Operation with VIN> 40V using internal zener. 

Vo 

R1 

TO OUTPUT 
VOLTAGE OF 
SYSTEM 

VREF --+--o---l 

R2 POSITIVE OUTPUT VOLTAGE 

Vo = VREF (1 +~) 

Figure 6. Error amplifier sensing techniques. 
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DN-26 

Design Note 
UC3842A 

LOW COST START-UP AND FAULT PROTECTION 
CIRCUIT 

This circuit optimizes control circuit performance to 
include: 

• Low Start-up Current, Less Than 0.5 ma 

• MOSFET Compatible Undervoltage Lockout 
Thresholds 16V Turn-on, 10V Turn-off 

• Programmable Restart Delay HICCUP Fault 
Protection 

• Auxiliary 5V Precision Reference 

• OvervoltageiOvertemperature Protection 

CIRCUIT DESCRIPTION AND OPERATION: 

The UC3842A Controller is featured in this design NOT 
as the power supply controllC, but in a supervisory func
tion to assist the principal PWM. It will be utilized to fa
cilitate a low current start-up of less than 0.5 milliamp 
from the high voltage bulk supply. Additionally, the 
UC3842A features 16 volt turn-on and 10 volt turn-off 
thresholds, ideally suited for power mostet gate drive cir· 
cuits. The 1 amp output of the UC3842A is used to 
switch the auxiliary supply voltage to the principal PWM 
controller, a UC3825 or UC3846 for example. 

The oscillator of the UC3842A is configured to generate 
a constant off time, corresponding to the desired restart 
delay interval. At the beginning of its operation,the UV 

initiates a clock cycle and the PWM output at pin 6 goes 
high. This is fed to transistor 01 which pulls the RtlCt in
put at pin 4 low, thus "freezing" the oscillator, while keep
ing the PWM output high. Once a valid fault (greater 
than 1 volt) is received at the current sense input (pin 3), 
the output at pin 6 will go low. Transistor 01 is then 
turned off, and the oscillator generates an off period, or 
delay as programmed by the RtlC, components. This 
procedure will repeat as often as dictated by the fault 
conditions, but significantly reduces the average short 
circuit currents and power dissipation. 

The UC3842A's current sense node is used as the fault 
input, and can be configured to provide numerous safe
guards. Primary overvoltage protection is accomplished 
by using a simple resistor divider network or series 
string of zener diodes to the high voltage rail. Overtem
perature protection is possible by including the UC3730 
Precision Thermal Monitor IC, or a variable impedance 
thermistor. Ina simple configuration, the fault circuit is 
designed to deliver a 1 volt input to pin 3 of, the 
UC3842A when a fault response is necessary. The error 
amplifier can also be biased to accept lower amplitudes 
of valid fault inputs at the current sense input. A preci
sion five volt auxiliary supply is made available at the 
IC's reference output, pin 8 and can supply 20 milliamps 
maximum. 

UC3842A Supervisory Function Circuits 

LOW COST START-UP and FAULT PROTECTION CIRCUIT 

R START 

'HYOC >---r.J\,/V\rT--------t-----Kl--------< BOOTSTRAP 

SET 
FOR 

: loA 

~ux 

10 

IK 

.HYOC >---*---+--+--------+----O--~---""" 
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Design Note 

COMBINED LATCH/RESET/HICCUP FUNCTIONS 
General Circuit 

UNITRODE CORPORATION 
7 CONTINENTAL BLVD .• MERRIMACK, NH 03054 
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TO 
)---------<.--+-.,..'" 

Q1 11 

OVER-TEMPERATURE PROTECTION 
using 50 to 100(1 thermocouples 

F AU l T 
INPUT 

4,3 K 

3-465 

UC 
3842A 

DN-26 



~UNITRODE 
Design Note 

DN-27 

UC1842/UC1842A FAMILY 
SUMMARY OF FUNCTIONAL DIFFERENCES 

The industry standard series of UCI842143/44/45 de
vices has been improved for higher frequency, off-line 
power supplies. This new "A" series of controllers, 

Start Up Current 

UCI842A143A144A145A, feature three major advantages 
over their predecessors as shown in the summary be
low. 

UC1842145 UC1842A145A 

Typical (T J = 25°C) 0.5ma 0.3ma 

Maximum (T J = 25°C) 1.0ma 0.5ma 

Oscillator Discharge Current 

UC1842145 UC1842A145A 
MIN TYP MAX MIN TYP MAX 

At TJ = 25°C~mA) 7 10 13 7.8 8.3 8.8 
Overtemp. Range 6 - 14 7.5 - 8.8 

Output Saturation 

UCI842145 UC1842145A 
tV@ 0.2ma tV @ 10ma 

The reduced start-up current is of particular concern in 
offline supplies where the IC is "powered-up" from the 
high voltage DC rail, then bootstrapped to an auxiliary 
winding on the main transformer. Power is then dissi
pated in the start-up resistor which is sized by the IC's 
start-up current. Lowering this by 50% in the "A" version 
family will reduce the resistors power loss by the same 
percentage. 

Precision operation at high frequencies with an accurate 
maximum duty cycle can now be obtained with the "A" 

UNITRODE CORPORATION 
7 CONTINENTAL BLVD .• MERRIMACK, NH 03054 
TEL. (603) 424-2410. FAX (603) 424-3460 

family of devices due to its trimmed oscillator discharge 
current. This nullifies the effects of production variations 
in the initial discharge current or deadtime. 

Another significant improvement has been made in the 
output section, specifically to the lower totem-pole tran
sistor's operation during undervoltage lockout. The "A" 
series of devices prevent the power MOSFETs from 
parasitically turning-on at powerup due to the "Miller" ef
fect. This new technique allows the IC to sink higher cur
rents at lower saturation voltages than it's predecessors. 
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~UNITRODE 
Design Note 

UC38401UC3841IUC3851 PWM CONTROLLERS 
SUMMARY OF FUNCTIONS AND DIFFERENCES 

DN-28 

The UC3840/UC3841 and UC3851 PWM controllers in
corporate numerous protection features for switch mode 
power supplies. The list includes programmable under
voltage lockout thresholds, programmable current limit 
thresholds, overvoltage protection, soft-start and exter
nal stop/reset capability. While these controllers are simi
lar in concept, there are subtle differences amongst 

them in the operation of the error latch circuitry, specifi
cally, the external stop and reset inputs. The UC3841 
and UC3851 ICs feature an improved circuit design 
which simplifies the interface to the internal protection 
circuitry. A summary of the functions and modes of op
eration is listed below. 

EXTERNAL STOP 

UC3840 UC3841/51 
Low (<O.8V) Stop Defeat ElL Operation 
High Normal Stop 
Open Normal Normal 
Cap.toGND Not Delay ElL Operation 
Durina Power-up Recommended at z 13mseC/~F 

EIL= Error Latch 

RESET 

UC3840 UC3841 151 
High (>3.2V) Latch Latch 

Low «2.8V) 
Requires UV 

Reset 
Cycle to Reset 

SOFT START 

UC3840 
After UV or Reset Unlatched 

The UC3851 controller incorporates two additional fea
tures, a toggle flip-flop for an accurate 50% maximum 
duty cycle clamp, and a 1 amp peak totem-pole output for 

driving power MOSFETs. Maximum duty cycles and out
put configurations for each device is shown below. 

MAXIMUM DUTY CYCLE (T J = 25°C) 

RT = 20k, CT = 1nF 

PWMOUTPUT 

UNlmODE CORPORATION 
7 CONTINENTAL BLVD .• MERRIMACK, NH 03054 
TEL. (603) 424-2410. FAX (603) 424-3460 

UC3840141 UC3851 
0-95% 0-46% 

UC3840141 UC3851 
n Collector Active Low Totem Pole Active Hi 

3-467 



~UNITRODE 
Design Note 

DN-29 

UC3842A FAMILY 
FREQUENCY FOLDBACK TECHNIQUE PROVIDES PROTECTION 

Excessive power dissipation in switching devices can 
occur during start-up and overload conditions in many 
switch mode power supplies. Many sophisticated PWM 
controllers provide the means for protection against 
these conditions; however, simple low-cost controllers 
will require additional circuitry. The circuit described be
low utilizes only one additional resistor and transistor to 
enhance the performance of the UC3842A family of con
trollers. 

The power supply output voltage is fed to the error am
plifier inverting input (pin 2) at a 2.5 volt amplitude under 
normal operating conditions. During start-up or overload, 

EXAMPLE: 

however, this voltage can drop to zero. The circuit 
shown uses this feedback voltage to divert normal 
charging current from the IC's timing capacitor to ground 
whenever the feedback voltage is below the 2.5 volt 
nominal. A linear three-to-one reduction of oscillator fre
quency is obtainable for most applications. This tech
nique lengthens the potential maximum on-time and 
reduces the programmed deadtime. In many circuits, 
however, the peak current limit threshold is reached 
early in the cycle under these overload conditions, and 
this is not a problem. For most applications, the foldback 
resistor value (RF) should equal that of the timing resis
tor (RT). 

100 kHz operation, RT = 15k, CT = 1 nF, RF = 15k, 01 = 2N2907 A 

OPERATING MODE 
VElA· (pin 2) 
Oscillator Freq. 

FREQUENCY FOLDBACK TECHNIQUE 
CIRCUIT 

UC 
3842A 

UNITRODE CORPORATION 
7 CONTINENTAL BLVD .• MERRIMACK, NH ()(l()54 
TEL. (603) 424-2410. FAX (603) 424-3460 

2. 5¥ 
Iypi ca 1 

NORMAL OVERLOAD 
2.50V O.OOV 

105 kHz 36kHz 

OSCILLATOR FREQUENCY 
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Design Note 

DN-30 

PROGRAMMABLE ELECTRONIC CIRCUIT BREAKER 

The design of a programmable electronic circuit breaker 
is shown below which utilizes the UC3843A control IC to 
facilitate a high speed turn-off following an overcurrent 
condition. This low cost, industry standard IC contains 
the required protection features and drive capability in a 
single 8 pin device. 

CIRCUIT OPERATION 

Power to the controller is provided by a simple, low cost 
60Hz transformer from the AC line which delivers 12 
VAC at the secondary. The output current is determined 
primarily by the relay used with an additional 10 mil
liamps, or so, drawn by the IC. Undervoltage lockout 
prevents any operation until 10 VDC is obtained across 
capacitor C1, when the UC3843A will turn on. The PWM 

SCHEMATIC DIAGRAM 

output at pin 6 goes high which drives the relay ON and 
switches the load across its respective power source. 
The load current is sensed by the current transformer 
T2, multiplied by its tums ration(N) and develops a volt
age across the sense resistor R4. This resistor is scaled 
to delivery 1 volt maximum at the full load current and is 
one input to the PWM comparator. 

While the output at pin six is high transistor 01 is also 
turned ON which disables the ICs OSCillator, locking the 
output high until toggles by the PWM. A 10k resistor (R5) 
to the supply voltage (pin 7) supplies bias to 01 after the 
output has gone low, providing a latched OFF condition. 
This can easily be reset by pulling 01 's gate low through 
1 k ohms to ground as shown. 

ELECTRONIC CIRCUIT BREAKER FEATURES HIGH SPEED CURRENT LIMITING 

UC 

PROGRAMMABLE CURRENT ADJUST 
~ ______________________________ ~ 3610 

+ 

12 VDC TO AC 

~ 
~. LINE 
6....-

T2 

I SENSE 

TO AC 
LOAD 

The other input to the PWM comparator is represented by the voltage at pin 1, the error amplifier output which 
can be adjusted by resistor R2. Internally, this voltage Is reduced by two diode drops then attenuated to one
third its amplitude. The PWM circuitry compares this voltage with that of the current sense input at pin 3. 
When the current sense input exceeds the threshold set by resistor R2, the comparator is tripped and the 
ouptput at pin 6 is latched OFF. 
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UC1525B/UC1527B DEVICES 

Comparison Summary to UC1525A127 A DElvices 

. The UC1525B and UC1527B devices are enhanced 
versions of the previous generation of UC1525A 
and UC1527 A devices. They are pin-for-pin 
compatible and direct replacements for the "N' 
versions in 

PARAMETER 

REFERENCE VOLTAGE 

VREF (min) 

VREF (max) 

Line Regulation (max) 

Load Regulation (max) 

Temperature Stability (max) 

Total Output Variation (max) 

Long Term Stability (max) 

Temperature Coefficient (typ) 

PWM OUTPUT SECTION 

Minimum On-Time (typ) 

Cross Conduction 

SUPPLY CURRENT 

ICC Increase (40 kHz to 400 kHz) 

ESD PROTECTION 

Discharge Withstand Voltage (typ) 

UNlTRQDE CORPORATION 
7 CONTINENTAL BLVD. ,MERRIMACK. NH 03054 
TEL. (603) 424·2410 ,FAX (603) 424-3460 

almost all applications. Significnt improvements 
have been made in the 5.1 V reference voltage and 
the output drivers as itemized in the tables below. 

NEW: UC1515B/27B OLD: UC1525A127A 

5.062 V 5.05 V 

5.138 V 5.15 V 

+/·10 mV +/-20 mV 

+/-15 mV +/-50 mV 

+/-30 mV +/-50 mV 

5.036 V to 5.164 V 5.00 V to 5.20V 

+/-10 mV +/-50 mV 

8 ppm/deg. C 

350 nS 600 nS 

30 nC 150 nC 

15 mA(max) 40 mA (!vo) 

2 kV (typ all pins) no protection 
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UNIQUE "CHEAP AND DIRTY" CONVERTER 
FOR LOW POWER BIAS SUPPLIES 

Bill Andreycak 

Regulated output voltage is obtained - regardless of input voltage 

Most power supply designs use PWM controller ICs 
and MOSFET switches which require 10 to 15 volt 
bias supplies for proper operation. A common 
application problem is to first generate an auxiliary 
supply within this range. Although simple in many 
applications, developing this supply with a variable 
low voltage input can be challenging especially 
when the input amplitude goes both below and 
above the desired output voltage. The circuit shown 
below is a unique, inexpensive solution to this 
problem. 

Basically, the topology is a two transistor flyback 
(buck-boost) converter which provides a 
non inverting output polarity. By varying the duty 
cycle, the output voltage can be either higher or 
lower than the input amplitude. This attribute makes 
this approach ideally suited for many widerange 
input or automotive applications. Likewise, this 
technique is equally applicable to power factor 
correction applications. Additionally, the inductor 
can be operated in either the continuous or 
discontinuous current modes. 

BUCK-BOOST CONVERTER (2 XTOR) 

+ 

VOUT 

Figure 1_ 

Implementation of this technique will require a "high 
side" switch connected to the input voltage (VIN) and 
a low side switch to ground. Both of, these are 
activated together, placing the inductor across the 
input supply while the switches are on. At turn off, 
the inductor is placed across the output capacitor 

and the two diodes conduct until the current reaches 
zero (discontinuous mode) or the next switching 
cycle is initiated (continuous mode). Inductor voltage 
and current waveforms are shown at maximum duty 
cycle for clarity. 

INDUCTOR VOLTAGE AND CURRENT 

IL 

o 

VL 

o 

Figure 2. 

At first, most PWM controllers may seem to be likely 
candidates for implementation of this technique. 
However, only one PWM features the ability to 
simultaneously switch both outputs together. The 
UC494A provides this operational mode by 
grounding its output control (O/C) input. Also limiting 
the IC selection is the fact that one IC output must 
go high and the other low each cycle. This is 
accomplished by connecting each of the UC494A's 
output collectors and emitters as required. 

Switching at 200kHz in this application, the UC494A 
is programmed by a 9.1 K timing resistor (RT) and 
470 pF capaCitor (CT). High frequency conversion 
facilitates the use of a small (surface mount) inductor 
and output storage capacitor. Output voltage is 
regulated by using the ICs "A" amplifier as the 
voltage error amplifier. The 15 volt output is divided 
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down to 5 volts across the 15 K ohm resistor at pin 
1 and compared to the reference voltage at pin 14. 
The 30K ohm resistor to Vout can be changed to 
provide different output voltages if required. 
Amplifier "8" is not used, but can be configured to 
provide overcurrent or overvoltage protection if 
desired. Schottky (1 N5820) diodes are used in the 

DN-38 

power stage to maximize efficiency. Standard silicon 
diodes can be substituted in cost sensitive 
applications with some performance degradation. 
Efficiency for the 400 mW converter shown in figure 
3 is approximately 50% for inputs between 7 and 16 
volts and decreases slightly at higher and lower 
inputs. Consult Unitrode Design Note DN-37 for 
further information about 5 volt PWM operation. 

BUCK BOOST CONVERTER USING THE UC 494A PWM CONTROLLER 

lOI.lF 

Figure 3. 

NOTE VOUT 
RISES FROM 
12 TO 15VDC 
WHILE VIN 
RISES FROM 
5 TO 6 VDC 

UNITRODECORPORATION 
7CONTINENTAL BLVD. MERRIMACK, NH 03054 

. TEL. (603) 424-241 0 FAX (603) 424-3460 

10nF 

10K 

12 

YIN COL A 

3 

COMP 

2 EMI A 

INVA 

UC494A 
COL B 

15 

INVB 

VREF 

RT 

CT 

DEAD GND O/C 
9.1 470 L-.--,-...,.---,-...,.---,...,.----.J 
K pF 4 
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15K 

F(OSC) - 200KHZ 
VlN -5 TO 40 VDC 
VOUT -15VDC 
lOUT -25MA 
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THE EFFECTS OF OSCILLATOR DISCHARGE CURRENT VARIATIONS 
ON MAXIMUM DUTY CYCLE AND FREQUENCY 

IN UC3842 AND UC3842-IA" PWM ICs 

by YEAM CHONG HOCK 

Many designers try to program a precise maximum 
duty cycle and operating frequency by careful se
lection of the oscillator timing components, Rt and 
Ct. Because of the variations in oscillator dis
charge current, very accurate programming is not 
easily obtainable. However, it is possible with ICs 
which contain a "trimmed" discharge current which 
has specified limits. This Design Note will detail 
programming frequency and maximum duty cycle 
with both types of oscillators. Simplified equations 
will be used to develop obtainable ranges for these 
parameters over IC tolerances. 

ON-TIME 

Maximum on-time directly corresponds to the maxi
mum charging time of the timing capacitor. Charg
ing time (TC) is determined by the timing capacitor 

IR 
I 

RT 1-~1 I 
"> 

<" 

VREF 

Figure 1: Basic UC3842 Oscillator Circuit 

i 
\V 

~ 
TC TO 

Figure 2: Timing Waveforms and Design Equations 

value (Ct) , the charging current (IRt) and the volt
age amplitude between the upper and lower oscil
lator thresholds. 

OFF-TIME (DEADTIME) 

The off-time occurs while the timing capacitor is 
discharged from the oscillator upper threshold to its 
lower threshold. The discharge current actually 
sinks two currents to ground. One current is flow
ing from the discharging timing capacitor. Another 
current flows from the timing resistor (Rt) pulling to 
Vref. Therefore, the effective timing capacitor dis
charge current (ICt) is the ICs discharge current 
(Id) minus the timing resistor charging current (IRt). 
Maximum duty cycle and switching frequency can 
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be controlled by accurately setting the ratio of 
these currents and capacitor value. The related 
equations are listed below. 

CHARGING: 

ICt= Cx ~/Ct= Cx dVITc 

ICt= ~ (approximation) 

TC=cx dV 
IRt 

DISCHARGING: 

ICt= Id-IRt 

dv 
Td= cx ( IRt-ld) 

Td= (ld-IRt) 
Id 

DUTVCYCLE: 

D= Tc 
(Tc+ Td) 

D= (Id- Rt) 
Id 

SWITCHING FREQUENCY: 

F=_1_= 1 
Tper (Tc+ Td) 

F= (id-IRt) 
(Idx Tc) 

EXAMPLE 1: 

This example will calculate the potential variations 
in maximum duty cycle and frequency using a 
standard UC3842 device. A ten milliamp internal 
discharge current (Id = 10mA) will be used for in
itial programming. The worst case limits of 6 and 
14 milliamp discharge currents will be used to ana
lyze the possible variations. A target of 100kHz at 
60% duty cycle will be used. 

Id= 10mA (typic~ 

Id( min) =6mA Id( max) = 14mA 

F( typ) = 100kHz 

DN-40 

D= 0.60 (60%) 

Based on the 10mA discharging current and the 
equations previously mentioned; 

IRt= 4mA and Tc = 6us 

Using the same Rt and Ct values with a discharge 
. current of 6mA results in: 

Dmax= 0.33 ( 30%) 

F=55kHz 

When the highest discharge current of 14mA is 
used, the results are: 

Dmax=0.71 (71%) 

F= 118kHz 

Therefore, the total possible range due to dis
charge current variations in maximum duty cycle 
and frequency is: 

Dmax= 33 71 percent 

Frequency = 55 118kHz 

In most applications this range is far too wide to 
use in a high volume production environment. One 
technique to minimize the effects of the discharge 
current is to have the ICs sorted into different 
groups. Each group can have a tight distribution or 
tolerance and will use a specific timing resistor and 
capacitor to achieve the desired frequency and 
duty cycle. Each other group will also need a spe
cific Rt and Ct for that group. Keeping these 
groups separated can create problems in some 
production situations. One alternative is to have 
the ICs measured and "binned" at the factory. An
other way is to use only ICs within one distribution 
group, for example, 1 OmA +/- 1 mAo Listed below is 
a general procedure to follow with grouped parts. 

1. Sort ICs by discharge current range 
ex: 7mA +/- 1 mA (6-8mA total) 

2. Select Rt and Ct using previous equations and 
worst case conditions. 

Table 1 shows the results of selecting ICs by dis
charge current. The oscillator was programmed not 
to exceed 100kHz and 60% maximum duty cycle. 
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I Discharge Rt Ct Minimum 
(+1-1mA) (k) (nF) Duty% 

7mA 1.56 11.3 47 

9mA 1.25 14.1 50 

11mA 1.04 16.9 52 

TRIMMED DISCHARGE CURRENT: 

Very repeatable and predictable high volume pro
duction can be rescued from these variations by 
using the right IC, one with a trimmed discharge 
current. The UC3842A, UC3843A, UC3844A and 
UC3845A devices have an internal factory trimmed 
discharge current with a tight distribution. This is 
set at 8.3mA typically, and can only vary between a 
low of 7.5mA and a high of 8.8mA. Programming 
these ICs for a 50% maximum duty cycle and 
100kHz switching frequency will result in worst 
case variations of: 

D(min)=56% 

UNITRODE CORPORATION 
7 CONTINENTAL BLVD .• MERRIMACK, NH 03054 
TEL. (603) 424-2410 • FAX (603) 424-3460 

Maximum Minimum 
Duty% Freq (kHz) 

60 77.8 

60 83.3 

60 86.7 

D( max)=62% 

F( min) = 92.9kHz 

F( max) = 103.8kHz 

DN-40 

Maximum 
Freq (kHz) 

100 

100 

100 

This is a significant improvement over the non "A: 
version devices. The accuracy of these ICs will im
prove when these ICs are used at wider maximum 
duty cycles, for example 65 to 85 percent. The 
UC3844A and UC3845A are intended for 50% 
maximum duty cycle applications and contain a flip 
flop to insure that 50% O(max) is never exceeded. 
The UC3842A and UC3843A have maximum duty 
cycles near 100% and can be adjusted lower using 
the appropriate Rt and Ct components. 
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DESIGN CONSIDERATIONS FOR TRANSITIONING 
FROM UC3842 TO THE NEW UCC3802 FAMILY 

John Gaumont 

In an attempt to stay abreast of trends in the power supply marketplace, the Power Supply Design Engineer 
is perpetually seeking methods of improving upon existing designs. Requirements such as lower power for 
battery operated equipment, higher switching frequencies for reduced magnetics size, higher levels of circuit 
integration for improved reliability and lower cost have become necessities for survival. 

The UCC3802 offers numerous advantages which allow the Power Supply Design Engineer to meet these 
challenging requirements. Features include: 

• BI-CMOS Process 
• Low Starting Supply Current: typically 100JIA 
• Low Operating Supply Current: typically 500JIA 
• Pin out Compatible with UC3842 and UC3842A 

families 
• 5 Volt Operation (UCC3803, UCC3805) 
• Leading Edge Blanking of Current Sense Signal 
• On-Chip Soft Start 
• Intemal Full Cycle Restart Delay 
• 1% Voltage Reference 
• Up to 1 MHz Oscillator 
• Self-Biasing Output Low During UVLO 
• Very Few External Components Required 
• 70ns Response from Current Sense to Output 
• Available in Surface Mount or DIP Package 

The UCC3802 family of devices are pin out 
compatible with the UC3842 and UC3842A families 
however, they are NOT PLUG-IN COMPATIBLE. 
In general, the UCC3802 requires fewer external 
components and consumes less operating current. 
The following UCC3802 family attributes should be 
considered BEFORE inserting the device into a 
UC3842142A family socket: 

1. Maximum supply voltage 
2. Turn-on and Turn-off thresholds 
3. Oscillator Rt, Ct values 
4. Schottky diodes may not be required 

on output 
5. No current sense filter required 
6. No soft start circuitry required 
7. Auxiliary power (bootstrap winding) may not be 

required 

11194 

Detailed Pin By Pin Description 

PIN 1 COMpo-The UCC3802 has a true low output 
impedance error amplifier which both sources and 
sinks current. The error amplifier associated with 
the UC3842 family is an open collector in parallel 
with a current source. The UCC3802 has power-up 
soft start and fault soft start built on-chip with a fixed 
COMP rise time to 5V in 5ms. Therefore, NO 
EXTERNAL SOFT START CIRCUITRY IS 
REQUIRED saving 1 resistor, 1 capacitor, and 1 
PNP transistor. 

PIN 2 FB--The UCC3802 features a 2 MHz 
bandwidth error amplifier versus 1 MHz on the 
UC3842. Feedback techniques are identical to the 
UC3842 family. Stray capacitance on FB should be 
kept as small as possible, and the lead length as 
short as possible to achieve best stability. 

PIN 3 CS--The UCC3802 current sense is 
significantly different from its predecessor. The 
UC3842 current sense input connects to only the 
PWM comparator. The UCC3802 Current Sense 
input connects to two comparators; the PWM 
comparator and the over-current comparator. 
Internal leading edge blanking masks the first 100ns 
of the current sense signal. This MAY ELIMINATE 
THE NEED FOR AN RC CURRENT SENSE 
FILTER AND PREVENT FALSE TRIGGERING 
due to leading edge noise. Connect CS directly to 
MOSFET source current sense resistor. The gain 
of the current sense amplifier on the UCC3802 
family is typically 1.65 VN versus typically 3 VN 
with the UC3842 family. 
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PIN 4 RC--The UCC3802's oscillator allows for 
operation to 1 MHz versus 500KHz with the 
UC3842. Both devices make use of an external 
resistor to set the charging current for the capacitor 
which determines the oscillator frequency. For the 
UCC3802 and UCC3804 

FHz = 1.5 
ROHMS. CF 

For the UCC3803 and UCC3805 

FHz 1.0 
ROHMS. CF 

The two equations are different due to different 
reference voltages. The recommended range of 
timing resistor values is between 10K and 200K' the 
recommended range of timing capacitor valu~s is 
between 100pF and 1000pF. The peak to peak 
amplitude of the oscillator waveform is 2.45 Volts 
versus 1.7 Volts. For best performance, keep the 
timing capacitor lead to GND as short as possible. 
Separate ground traces for the timing capacitor and 
all other pins are recommended. The maximum 
duty cycle for the UCC3802103 is approximately 
99%; the maximum duty cycle for the UCC3803104 
is approximately 49%. The duty cycle CANNOT be 

-AMr-

-

,', 

rtl 
~ 

UCCS802 
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easily modified by adjusting RT and CT, unlike the 
UC3842A family. The maximum duty cycle limit is 
set by the ratio of the external oscillator charging 
resistor RT and the internal oscillator discharge 
transistor on-resistance, like the UC3842. However, 
maximum duty cycle limits less than 90% for the 
UCC3802/03 and less than 45% for the 
UCC3804105 can not reliably be set in this manner. 
For better control of maximum duty cycle, consider 
using the UCC3807. 

PIN 5 GND--Both devices same. 

PIN 6 OUT --The output of the UCC3802 is a CMOS 
output versus a Bipolar output on the UC3842. Peak 
output current remains the same +/- 1 Amp. The 
CMOS output provides very smooth rising and 
falling waveforms, with virtually no overshoot or 
undershoot. Additionally, the CMOS output 
provides a low resistance to the supply in response 
to overshoot, and a low resistance to ground in 
response to undershoot. Because of this, 
SCHOTTKY DIODES MAY NOT BE NECESSARY 
on the output. Furthermore, the UCC3802 has a 
self-biasing, active low output during UVLO. This 
feature ELIMINATES THE GATE TO SOURCE 

---------

J n= f ~ 
------

II 
.... M ...... M ---

... 

" 

-:: J, .A ~ -{j ~, .. , " .. 
I 

" ~ l~ '". . . . . . . . . . . . 
~ 

~ 
If---

:-... 
~ ~ ~ ... 

, " : 

~ 
: 

... 

Figure 1 

Figure 1 illustrates a nonisolated off-line flyback. Dotted components may be eliminated 
using the UCC3802 family. 
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"BLEEDER" RESISTOR associated with the 
MOSFET gate drive. Finally, NO MOSFET GATE 
VOLTAGE CLAMP is necessary witMheUCC3802 
as the on-chip zener diode automatically clamps the 
output to VCC. 

PIN 7 V~C--The UCC3802 has a lower VCC 
(supply voltage) clamp of 13.5 Volts typical versus 
30 Volts on the UC3842. For applications which 
require a higher VCC voltage, a resistor must be 
placed in series with VCC to increase the source 
impedance. The maximum value of this resistor 

Rmax = VIN(min) - VCC(max) 
ICC + Ogate • F 

Additionally, the UCC3802 has an on-chip zener 
diode to regulate VCC to 13.5 Volts. The turn-on 
and tum-off thresholds for the UCC3802 family are 

UNITRODE CORPORATION 
7 CONTINENTAL BLVD .• MERRIMACK. NH 03054 
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significantly different: 12.5V and 8V for the 
UCC3802 and UCC3804; 4.1 V and 3.6V for the 
UCC3803 and UCC3805. 5 Volt PWM operation is 
now possible. To ensure against noise related 
problems, filter VCC with an electrolytic and bypass 
with a ceramic capaCitor to ground. Keep the 
capacitors close to the IC pins. 

PIN 8 REF--The UCC3802 and UCC3804 have a 5 
Volt reference. The UCC3803 and UCC3805 have 
a 4 Volt reference; both +/- 1 % versus +/- 2% on the 
UC3842 family. The output short circuit current is 
lower ... 5mA versus 30mA. REF must be bypassed 
to ground with a ceramic capacitor to prevent 
oscillation and noise problems. REF can be used 
as a logiC output; as when VCC is lower than the 
UVLO threshold, REF is held low. 
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Simple Techniques to Generate a 
Negative Voltage Bias Supply 
from a Positive Input Voltage 

by Bill Andreycak 

Developing a low power negative supply voltage 
from a positive input supply can be accomplished 
using some very common PWM control ICs. Typical 
applications include generating a negative five 
through twelve volt (-5V to -12V) supply for analog 
function ICs (OP amps), RS-232 communication 
circuits, and MOSFET or IGBT gate drives at power 
levels below a few Watts. 

Many PWM ICs contain a high current totem pole 
output which goes high during the device's ON-time 
or pulse width. The exact pulse width is modulated 
to regulate a converter's output voltage during 
changes in input voltage and output current. The 
IC's totem pole output can also be used as the 
main switch in low power applications. One exam
ple of this is a Flyback converter configured as 
shown in Figure 1. 

Figure 1: Low Power Negative Output Voltage 
+5V to -5V Inverter 

UCC3803 

V,N 

+5VDC 

VREF La 

ISNS EtA-
GNO 

"GNO" 
20k -Vo 

L----+-----+ ___ -+---___ ----+_+---:;> -5V 

With this arrangement, the inductor (L) charges 
when the IC output is high and discharges or flies
back when the IC output goes low. Energy stored 
during the inductors charging time is transferred to 
the output capacitor (Cout) during the flyback, or 
OFF portion of the cycle. When a BiCMOS PWM 
control IC is used, the external diode can be re
placed by the MOS channel and body diode of the 

8193 
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IC's lower totem pole transistor thus saving one 
component. Reverse recovery characteristics are 
not a concern since current also flows through the 
MOS transistor channel in parallel with the body di
ode. 

The circuit can be designed for either continuous or 
discontinuous inductor current operation, depend
ing on the application. Discontinuous mode is gen
erally preferred at lower power levels to minimize 
inductor size. Continuous inductor current operation 
is more applicable with higher load currents. High 
frequency switching and surface mount packaging 
options minimize overall size. 

Conventional duty cycle control ( voltage mode ) is 
less complex to implement as the control technique 
than current mode control. The principal difficulty is 
sensing the inductor current which is not referenced 
to the IC's return connection, -Vout instead of 
ground. Adding a current sense transformer is pos
sible, but will increase cost and complexity. Over
current protection is obtained by using the IC's 
internal maximum current limit at the switch. 

Note that the BiCMOS UCC3803 device used in the 
example circuit of Figure 1. has a maximum low im
pedance input supply voltage rating of 12VDC. This 
limits it's applications to less than negative seven 
volts outputs (-7V max) with a +5V DC input. Higher 
voltage outputs, for example -12V to -15V, can be 
obtained by using a UC3843 with a higher maxi
mum input voltage ( 30VDC ). Here too there are 
some limitations. These fully bipolar ICs draw 
higher supply current and have higher undervoltage 
lockout (UVLO) thresholds, but are acceptable 
choices for some applications. 

The IC datasheet should be referred to for addi
tional information. Application Notes within the IC 
databook contain general information about the de
sign .of the Flyback converter, and others. For fur
ther assistance contact a Unit rode Field Application 
Engineer or the factory. 
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UC3846, UC3856 and UCC3806 
Push Pull PWM Current Mode ControllCs 

by Jack Palczynski 

The UC3856 is a pin for pin compatible high per
formance bipolar version of the industry standard 
UC3846. It can replace the UC3846 with few cir
cuit modifications and features increased speed, 
higher gate drive current and reduced propaga-
Specification Differences : 

UC3846 
Process 40V Bipolar 

General: 

Startup Current (max) 21mA 

Operating Current 21mA 
Output Section: 

Supply Vc (max) 40V 

Drive Voltage Supply 40V (max) 

Rise and Fall TIme 300ns (max) 

Peak Output Current 0.5A 
Oscillator Section: 

Oscillator Discharge I ---------
Initial Accuracy 43kHz±9.3% 

Sync VOH (min) 3.9V 

Sync VOL (max) 2.5V 

Sync VIH (min) 3.9V 

Sync VIL (max) 2.5V 

Sync IINPUT (max) 1.5mA 

Sync IOUTPUT (max) -5mA 

Error Amp Section: 

Input 10FFsET(max) 250nA 

Open Loop Gain 105dB (typ) 

Unity Gain BW 1MHz (typ) 

PSRR (typ) 105dB 
Current Sense Amp Section: 

Input CM Range OV to (VIN - 3V) 

Shutdown Terminal Section: 
Threshold Voltage O.35V (typ) 

Input Voltage Range OVto VIN 
Delays: 

ISENSE amp to Output 500ns (max) 

Shutdown to Output 600ns (max) 

Sync Delay to Output 300ns (typ) 

8/93 

tion delays. The UCC3806 is a BiCMOS pin for 
pin compatible ultra low power version ideal for 
battery, low power and high speed applications. 
The UCC3806 may also replace the UC3846 with 
few circuit changes. 

UC3856 UCC3806 
40V Bipolar 18VBiCMOS 

23mA 1001lA 

23mA 1AmA 

40V 15V 

40V(max) 1SV (max) 

SOns (max) 65ns (max) 

1.5A 0.5A 

6.7toS.SmA . 2.2 to 2.9mA 

200kHz±15% 49kHz±22% 

2AV 2AV 

OAV OAV 

2.0V 2.0V 

O.SV O.SV 

10uA 1uA 

±10mA ±30mA 

500nA 500nA 

100dB (typ) 100dB (typ) 

1.5MHz (typ) 3MHz (typ) 

100dB 100dB 

OVto 3V OV to (VIN - 3.5V) 

1V (typ) 1V (typ) 

OVt05V OVto VIN 

250ns (max) 175ns (max) 

110ns (max) 100ns (max) 

50ns (typ) 50ns (typ) 
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Applications Information: 

When replacing the UC3846 with a UC3856, ex
tra care must be taken to decouple VIN, Vc and 
VREF with ceramic capacitors close to the leads 
of the IC. In applications where high output cur
rents are seen, very fast rise and fall times can 
cause source ripple which can induce problems 
for PWM ICs which are not properly decoupled. 
Note also that the shutdown voltage changes 
from 350mV to 1V. Oscillator frequency is calcu
lated differently, however similar mechanisms 
generate the oscillator frequency and dead times. 
As with any bipolar PWM IC, outputs should be 
protected from negatively biasing the substrate. 
This is typically done by using Schottky diodes 
from ground to each output. Failure to do this 
could cause spurious interruption and restart of 
the oscillator, dropping of output pulses and a sig
nificant increase in propagation delays. The input 
of the current sense amplifier is slew rate limited 
allowing lower values of filter capacitors to be 
used to eliminate leading edge noise. As with the 
UC3846, the UC3856 uses a differential current 
sense amplifier which can eliminate ground loop 
problems and increase noise immunity. 
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When replacing the UC3846 with the 
UCC3806,output Schottky diodes can be elimi
nated because the totem pole output is made of 
MOSFETs which may conduct current in either di
rection. As with any MOS device, higher imped
ances require proper decoupling with ceramic 
capacitors close to the IC. VIN, VC and VREF 
should all be properly decoupled. Note that the 
UCC3806 has a limiting regulator to limit VIN to 
15V and the shunted current must be limited to 
10mA. To determine oscillator frequency; a 1.25V 
source through RT (min 12.5k) creates a current 
which is mirrored to CT. This current charges CT 
from zero to 2.5V, at which point the outputs are 
turned off. Both outputs remain low while CT dis
charges to zero volts from a 2.6mA current sink. 
The Shutdown threshold voltage (pin 16) is 1V. 
The specific Shutdown mode is determined by a 
switched internal 190J1A sink between pin 1 and 
ground, turned on when a shutdown is triggered. 
If the Shutdown voltage falls below 350mV, a re
start is triggered. Otherwise, the oscillator re
mains latched off. As with the UC3856, the 
UCC3806 current sense amplifier is slew rate lim
ited allowing less leading edge filtering to be 
used. This amplifier is also fully differential, elimi
nating ground loop problems associated with 
noisy environments. For additional information 
consult Application Note U-144 or contact a Uni
trode Field Applications Engineer. 
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Highly Efficient Low Power 
DC to DC Inverter Converts 

+5V Input to -3V Output 

* Achieves 73% Efficiency at 0.2 Watt 

by Bill Andreycak 

Operational Notes: The UCC3805 PWM control IC 
is used in this Flyback inverter application to per
form three functions; control, switching and output 
rectification. During the PWM ON-time, the upper 
totem pole switch of the IC's output is turned on ap
plying the 5 volt input across. the inductor (Lo) 
which stores energy. The PWM output goes low 
when the correct duty cycle is achieved to regulate 
the output voltage, Yo. This turns off the upper to
tem pole switch and turns· on the lovyer one, con
necting the inductor to the output voltage (-3V) rail. 
The lower totem pole switch acts as a synchronous 
rectifier in parallel with the internal MOS body di
ode. This condition necessitates discontinuous in
ductor current operation at all times to avoid high 
cross-conduction currents in the IC output stage. 

Circuit Schematic 

UCC3805 

+5VDC 

Lo 

Cl 

R2 =GND 

+ 
GND C6.C7 

R3 

-Yo 

The duty cycle is controlled using conventional volt
age mode operation. The IC's oscillator timing 
waveform (RT/CT) is capacitively divided down to 
the appropriate amplitude (1V max) and fed into the 
ISNS pin. A regulated output is obtained by resis-

8193 

tively dividing down the output to 2.0 volts above 
the IC's "ground" (which is at -3V) and input to the 
error amplifier's inverting input (EtA-). A 400kHz os
cillator frequency results in 200kHz switchmode 
power conversion due to the IC's internal divide-by
two toggle flip-flop. This is done to limit the maxi
mum duty cycle to below 50% while maintaining the 
benefits of high frequency operation. 

A 200 milliwatt converter was constructed to deliver 
-3.0 volts at approximately 65 milliamps from a +5 
volt input supply. Peak efficiency at full load meas
ured 73% with VIN = +5.5V, 69% with +5.0V and 
60% at +4.75V input. 

Higher switching frequencies are a practical choice 
to reduce the inductor volume, although some deg
radation in efficiency is to be expected. The use of 
surface mount components results in a very com
pact DC to DC converter, suitable for "on-card" 
regulators and distributed power applications. 

List of Materials 

C1 O.1~F I 16V 

C2 O.1~F I 16V 

C3 100pF 16V 

C4 270pF 16V 

'C5 1nF I 6V 

C6 1.0~F/6V 

C7 100~F/6V 

SPRAGUE #5920-107X06R3R2 

L1 150~H/O.4~ 

COILCRAFT # OT3316-154 

R1 30k/O.1W 

R2 11.0k/O.1W 

R3 20.0k/O.1W 

*R4 100k/O.1W 

U1 UCC3805PWM 
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Other Applications: 
+5V to -2V : A minus two volt (-2V) output can be 
obtained with the same circuit by simply replacing 
resistor R2 with a short circuit. The inductor value 
may need to be modified depending on the desired 
output current. 

+5V to -5V : A minus five volt (-5V) output is ob
tained by using a 30k ohm value for resistor R2. 
Note that the UCC3803 device is recommended 
(without the toggle flip flop) to achieve a higher 
maximum duty cycle. The inductor value needs to 

UNITRODE CORPORATION 
7 CONTINENTAL BLVD .• MERRIMACK, NH 03054 
TEL. (603) 424-2410. FAX (603) 424-3460 
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be calculated based upon output current and 
switching frequency. Higher overall efficiency can 
be obtained than in the -3V application due to the 
higher output voltage (-5V). 

Consult Unitrode Design Note DN-43 for other sim
ple DC-DC inverter applications, or contact a Uni
trode Field Applications Engineer. 

• Coilcraft telephone number: 1-800-322-COIL 

• Sprague telephone number: 1-207-324-4140 
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Versatile Low Power SEPIC Converter 
Accepts Wide Input Voltage Range 

by Jack Palczynski 

Much attention has been given to the Single Ended 
Primary Inductor Converter (SEPIC) topology re
cently because output voltage may be either higher 
or lower than input voltage. The output is also not 
inverted as is the case in a flyback or Cuk topology. 
Voltage conversion is accomplished without trans
formers, instead using low cost inductors to transfer 
energy. The input and output voltages are DC iso
lated by a coupling capacitor. This design note illus
trates an application for a 5V, 100mA output con
verter for battery powered and Automotive 
applications. It makes use of a UCC3803 BiCMOS 
current mode controller to provide a 5V output at 
full load of 1 OOmA from an input of 2.5V to 13.5V af
ter an initial start-up at 5 volts. 

This SEPIC converter uses current mode control to 
simplify stabilization of the control loop. Peak cur-

+ 
- C1 

+ 
C4 

R8 R6 

rent in the FET is limited by the pulse by pulse cur
rent limiting of the UCC3803. Switching frequency 
is 500kHz, allowing low output current handling and 
low output ripple with small inductors and capaci
tors while remaining in the continuous inductor cur
rent mode (CCM). Once started, the low voltage 
operation of the UCC3803 is extended by boot
strapping from the output through a UC3612 Schot
tky diode. By including slope compensation (02, 
R3), the duty cycle may exceed 50% without expe
riencing subharmonic oscillations. 

This topology places higher stresses on both the 
switch and the diode than with other PWM topolo
gies. Peak switch and diode stresses are both 
VIN+VOUT and liN + lOUT. Peak to peak ripple cur
rent in the coupling capacitor is liN + lOUT. 

L1 

R1 

L2 
+ 
Co 

Figure 1. UCC3803 Controlled SEPIC Converter 

9/93A 

3-484 



Design Note 

Specifications: 

VIN (initial start-up) ....................... 5V 
VIN ........................... 2.5V to 13.5V 
lOUT. . . . . . . . . . . . . . . . . . . . . . .. 45mA to 100mA 
Switching Frequency .................. 500kHz 
Output Regulation. . . . . . . . . . . . . . . . . . . . .. ±3% 
Output Ripple .................. 150mV (max) 

SEPIC Converter Design Guide: 

1. Choose a switching frequency, fs. 

fs=500kHz 

2. Calculate minimum duty cycle (DMIN): 

DMIN= Vo 
Vo+ VIN(maX) 

DMIN= SV 0.27 
(SV+ 13.S\I) 

3. Calculate maximum duty cycle (DMAX): 

DMAX= Vo. 
Vo+ VIN(mtn) 

SV 
DMAX= (S V + 2.S \I) = 0.67 

4. Find an appropriate inductor so that IDIODE is not 
less than zero (note that this value should be used 
for both inductors): 

L > VIN (maX) • DMIN 

fs.'O(minl Vi Vo +1) 
llN(maX) 

L1 = L2 > 13.SV.0.27 118/JH 

SOOkHz. 4sm{1~S + 1) 
Note that the COILCRAFT inductor selected is 
specified at twice this value of inductance at light 
load, and decreases at high loads. 

5. Calculate IIN(max) at maximum output current: 

lIN (maX) = 10 (maX) • lJ(ma>l) 
1 - D(ma>l) 

I ( ov'\_ 0.1 • 0.67 202mA 
IN m~) - 1 _ 0.67 

DN-48 

6. Find RMS current ripple and choose an appropri
ate Ccc: 

-V 10 (maX)2. D (ma>l) + ItN(maX)2 • (1 - D (max)) 

-V 0.1 2 • 0.67+0.~. (1-0.67) = 141mA 

Select a capacitor to handle this ripple current. 

7. Choose an output capacitor for ripple voltage: 

dlo(maX) = lIN (max) + VIN(maX). D(m~ 
2Lfs 

2.SV.0.67 
dlo (maX) = 202mA + 2 • 220IlH. SookHz 209mA 

then, ripple voltage 

dV> db (maX)(21tf;. C + ESR) 

1S0mV> 209mi21t. SOOk~Z. 33/JF+ 0.7)= 148mV 

Some iterations with different capacitors will yield 
an acceptable voltage ripple. 

It may become necessary to run the converter in 
discontinuous inductor current mode (DCM) when 
minimum load is a very small percentage of the 
maximum load. D will become dependent on output 
load and output voltage regulation will vary more 
than in CCM. The CCM system double pole occurs 
at 

fd _ 1 
p- ..J2 • 1t (L 1 + 12)Ccc 

and the ESR zero occurs at 

fz 1 . 
2 • 1t. ESR. Co 

A plot of efficiency is shown below for the range of 
input voltage. Efficiency may be increased by using 
lower switching frequencies at a cost of larger com
ponents. This might be desirable in equipment with 
small batteries that demand lower power consump
tion for extended life. 

The SEPIC converter may be used for a wide range 
of output voltages over a range of input voltages. 

3-485 



Design Note 

Other outputs tested were 3V and 12V with circuits 
similar to that of this design note. As output current 
increases, conduction losses in the switch and out
put diode begin to degrade efficiency and ripple 
current in the coupling capacitor may be excessive. 
In high power applications, a transformer isolated 

Efficiency vs Input VoHage 

80 

70 

60 

10 

DN-48 

50 ohm 1/8W R8,R9 
U1 Unitrode UCC3803D BiCMOS PWM IC 

REFERENCES: 

[1] W. Andreycak U-133 "UCC3800/1/21314/5 
BiCMOS Current Mode ControllCs" Unitrode Appli-
cation Note 

[2] L. Dixon "High Power Factor Preregulator Using 
the SEPIC Converter" Unitrode Seminar SEM-900 
pp.6.1-6.12 

[3] L. Dixon 'Control Loop DeSign SEPIC Preregu
lator Example" Unitrode Seminar SEM-900 pp. 7.1-
7-6 

[4] U-97 "Modeling, Analysis and Compensation 
of the Current-Mode Converter" Unitrode Applica
tions Handbook A-1 00 pp. 260-266 

[5] U-100 "UC3842 Provides Low-Cost Current-
6 10 12 

INPUVLAGEV 
14 Mode Control" Unitrode Applications Handbook A-

100 pp.278-291 

converter or cascaded stages may be more practi
cal. 

Parts List: 

D1, D2 Unitrode UC3612D Dual Schottky 
phone # (603) 429-8610 

C1-3, C9 

C4,C5,C6 
C8 

33IlF 25V Sprague 293D336X0025E2T 

L1,L2 

01 

02 
03 
R1 
R2 
R3,R6 
R4 
R5,R7 

phone # (207) 324-4140 
0.11lF Ceramic 
150pF Ceramic 
220llH COILCRAFT DT3316-102-224 

phone # (708) 639-1469 
Siliconix Si9410DY 

phone # (800) 554-5565 
2N2222S 
2N2907AS 
10hm1/4W 
1k 1/8W 
10k 1/8W 
30k 1/8W 
6.2k 1/8W 

UNITRODE CORPORATION 
7 CONTINENTAL BLVD .• MERRIMACK, NH 03054 
TEL. (60S) 424-2410. FAX (600) 424-3480 
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UC2577 Controls SEPIC Converter 
for Automotive Applications 

by Jack Palczynski 

The Single Ended Primary Inductance Converter 
(SEPIC) can convert an input voltage to an output 
voltage that is higher, lower or equal to the in
put. Conversion is performed without the use of ex
pensive transformers, making this a good choice for 
low cost, non-isolated applications. The UC2577 
provides the switch and control to take advantage of 
this topology with a minimum of additional parts. 

The circuit shown in Figure 1 was designed to pro
vide a 5V or 12V output from an input voltage rang
ing between 3V and 40V. The coupling capacitor is 
chosen to handle the high ripple current seen in this 
topology, with a peak-to-peak current of approxi-

L1 

+ 
VIN 

+ C1 

C2 

mately liN + lOUT. The converter switches at 52kHz 
and operates in both continuous inductor current 
mode (CCM) and discontinuous inductor current 
mode (DCM). Note that both the diode and the 
switch have a peak voltage stress of approximately 
VIN + VOUT, and peak current stress of approxi
mately liN + lOUT. Note that when the converter is in 
CCM, the ratio of VOUTNIN = D/(1-D) where D is the 
duty ratio. To calculate components for other inputs 
and outputs, assume CCM as a starting point and 
use about 1/2 max output current as a min value. 
For further details, consult Unitrode Design Note 
DN-48. 

D1 
i--l 

+ 
VOUT 

I 
I 

R2 
L2 

I UC3612I + 
I I C5 
L __ J 

R3 

Figure 1. Easy SEPIC Converter Schematic 

9/93 
3-487 



Design Note 

Parts List: 

U1 UC2577 
01 UC3612 Dual Schottky 
L1,L2 100llH ECI # M1088 

phone (413) 562-7684 
C1 471lF/50V Sprague 515D476M050AA6A 

phone (207) 324-4140 
C2 0.11lF ceramic 
C3 0.471lF ceramic 
C4 220llF/50V Sprague 515D227M050CD6A 
C5 220IlF/6V Sprague 595D227X9006D7 

(5Voutput) 
• C5 12V output only, use four 681lF/16V 

Sprague 293D686X0016D2T 
R1 100 ohm 1/8W 
R2 3.01k 1/8W 
R3 1k 1/8W (5V output) 
• R3 330 ohms 1/8W (12V output) 
• 02,3 UC3612 Dual Schottky 

(Extended Operating Range) 

Efficiency was measured for the 5V (Figure 2) and 
12V (Figure 3) output at two power levels for the full 
range of Automotive input voltages. 

45 -----

40 - ---- ----"... . .. "_ .. - ----.. ---

ro g ~ ~ ~ ~ ~ 

INPUT VOLTAGE (V) 

Figure 2: 5V Converter Efficiency vs Input Voltage 
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Figure 3: 12V Converter Efficiency vs Input VoHage 

As seen in Figure one, a simple design is used to 
convert power for automotive applications. If longer 
hold up times are needed or operation at low input 
voltages demanded, the circuit in Figure 4 may be
come useful. By adding two diodes, the output volt
age bootstraps the IC and allows operation even af
ter the input voltage drops below the operating 
range of the IC. 

+VIN 

I 
I 

D2 I 

L 

+ 

To +VOUT 

ID3 

jUC3612 

11 

VIN 

Figure 4: Extending Operation Range 
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Programming the UCC3806 Features 

by Jack Palczynski 

INTRODUCTION 

The UCC3806 is a pin for pin compatible BiCMOS 
replacement for the UC3846 and UC3856. Some 
functions in the UCC3806 are programmed differ
ently and these methods are explained here. In par
ticular, the CUR LIM ADJ pin programs the 
maximum peak current for the current sense ampli
fier. This function is completely compatible with pre
vious ICs. The second function on this pin is the 
latch/non-latch feature for the shutdown pin. Pro
gramming latch or non-latch mode differs from the 
UC3846 and UC3856 and these changes will be 
explained here. 

Current Limit Adjust 
To review, the CUR LIM ADJ pin adjusts the maxi
mum current peak on the current sense amplifier 
(pin 4 to 3) by the formula: Vcl=1/3 * 
[(R2*VREF)/(R1+R2) -0.5] . This can be verified by 
carefully following the path from the current sense 
amplifier to the CUR LIM ADJ pin. A second func
tion is for shutdown mode programming. When the 
shutdown pin voltage exceeds 1 V, the UCC3806 
outputs shut down. At this point, a 1901lA (typ) cur
rent sink pulls current from the CUR LIM ADJ pin to 
ground. If the voltage at the CUR LIM ADJ is above 

\-I---------------+---~2 VREF 

Figure 1: UCC3806 BiCMOS Current Mode PWM Block Diagram 
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350mV (typ), then the IC remains latched off. If this 
voltage falls below 350mV at any time, the shut
down is unlatched and the IC restarts. Calculating 
the actual voltage on the CUR LIM ADJ pin is a 
simple, two source superposition problem. 

VREF 2 

Figure 2: Superposition with current sink = 0 

V = (VREF*R2)/(R1 +R2) 

VREF 

R1 

Figure 3: Superposition with VREF = 0 

V=[-190!JA*(R1 * R2)]/(R 1 +R2) 

Combining equations: 
V=(VREF-R1*190!JA)/[1+R1/R2)] 

The internal current sink is specified to be between 
80!JA to 300!JA. This is the dominant source for er
ror for this application, thus worst case values are 

ON-51 

inserted into the above equation to determine latch 
and non-latch modes. 

I LIM ADJ Latching Mode Voltage: 

V=(VREF-R1 *300!JA)1[1 +R1/R2)] >350mV 

I LIM ADJ Non-Latching Mode Voltage: 

V=(VREF-R1 *80!JA)1[1+R1/R2)] <350mV 

Solving either of these equations and solving the 
equation for a desired current limit pin voltage si
multaneously gives closed form solutions for R1 
and R2. Some solutions are shOwn below. 

Table of Approximate Resistor Value: 

Latching Mode: 

V (pin 4) R1 R2 V (pin 1) 

1.0 16.5k 38.3k 0.1 
0.77 15k 18.2k 0.3 
0.5 14.7k 9.76k 0.3 

Non-Latchin ~ Mode: 

V (pin 4) R1 R2 V (pin 1) 

1.0 54.9k 130k 0.5 
0.77 54.9k 66.5k 0.4 
0.5 51.1k 34k 0.4 

VREF 2 1-..----. 

R1 

R2 

I 
Figure 4: Soft starting the current 
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The CUR LIM ADJ may also be used as a conven
ient soft start point. By adding a capacitor across 
R2, maximum current sense ramps up as the soft 
start capacitor charges. A diode may be added to 
force a quick discharge of the capacitor when IC 
power is removed. 

SUMMARY 
With a systematic approach, one may achieve a va
riety of maximum current peak levels and the de
sired shutdown mode. In addition, the UCC3806 
allows for a programmed softstart by adding a ca
pacitor to the CUR LIM ADJ pin. By underst~nding 
the internal workings of the UCC3806, designers 

UNITRODE CORPORATION 
7 CONTINENTAL BLVD ..• MERRIMACK, NH 03054 
TEL. (603) 424-2410 .FAX (603) 424-3460 

ON-51 

will find many features which can be of great help 
in reducing parts count and current requirements. 

REFERENCES 
(1) W. Andreycak, "UCC3800/1/2/31415 BiCMOS 
Current Mode Control ICs" Unitrode Integrated Cir
cuits Corporation U-133, Unitrode Product & Appli
cations Handbook '93-'94, pp. 9-344 to 9-361. 

(2) J. Palczynski, "UCC BiCMOS Current Mode 
Control IC" Unitrode Integrated Circuits Corporation 
Applications Note U-144. 

(3) W. Andreycak, "Practical Considerations in Cur
rent Mode Power Supplies" Unitrode Integrated Cir
cuits Applications Note U-111, Unitrode Product & 
Applications Handbook '93-'94, pp. 9-134 to 9-151. 
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Innovative Buck Regulator 
Uses High Side N-Channel Switch 

Without Complex Gate Drive 
Converts +5 VDC to +3.3 VDC (or others) 

and draws only 40 mlcroamps In standby mode 

by Bill Andreycak 

Obtaining very high efficiency in a voltage step
down (Buck regulator) application often· requires 
the use of N channel, low on-resistance MOSFET 
switches. The difficulty in driving these enhance
ment mode devices on the high side of a 
converter is that they require a gate voltage above 
the input supply to turn-on. This necessity de
mands an additional supply voltage solely for the 
high side gate drive. Although P channel devices 
are a viable alternative for the sake of gate drive 
simplicity, their associated cost and higher on re
sistance limits the number of applications. 
Typically, P channel FETs are used in Buck regu
lators with output currents below 4 amps, or so. 
However, the demand of many 1.8 volt through 3.3 
volt logic systems is often in the neighborhood of 
10 amps, forcing the use of N channel devices. 

The circuit shown in Figure 1. incorporates the 

C3 

GND 

UCC3803 BiCMOS PWM controller in a conven
tional voltage mode controlled Buck regulator 
application. Normally, the IC needs to be supplied 
with a separate 12 volt supply from the input to the 
Buck converter. As the MOSFET is switched on, 
it's source approaches it's drain voltage (5V) and 
the gate is driven seven volts higher to the IC's 12 
volt supply. Logic level MOSFETs are required for 
this application which become fully enhanced with 
only five (or so) volts gate to source in comparison 
to standard devices which require about ten volts. 
When 01 is turned off, the gate is driven to 
ground by the IC's output and diode Do then con
ducts the full output current of the regulator. 

What's unique about this circuit configuration is 
the way in which Vee is supplied to the IC. Diode 
01 is used to route the initial power to the 
UCC3803's Vee pin from the 5 volt input. Notice 

Q1 

LO + 

VO=3.3V 
13k 

+ 
Co 

Do 20k 

Figure 1. Buck Regulator with High Side NMOS 

3194 
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that diode 02 and capacitor C1 are connected be
tween VIN and the IC's output, pin 6. While the IC 
is off, it's output is low and capacitor C1 is 
charged to VIN, or 5 volts. Once the 4.1 volt un
dervoltage lockout threshold of the IC is crossed, 
it's PWM output begins switching and goes high. 
The upper totem-pole transistor within the IC 
forces the lower end of capacitor C1 (connected to 
pin 6) up towards the IC's supply voltage, Vee. 
The initial charge stored by the 5V across C1 is 
then directed to Vee through diode 03. Essen
tially, a quasi-resonant tank circuit is formed by 
the following components; the UCC3803's output, 
C1, L 1 and 03. This simple circuit configuration 
replenishes the supply voltage (Vee) each time 
the PWM output switches. After a few initial 
switching cycles, the ICs supply voltage (Vee) is 
increased to approximately twice VIN, or about 10 
volts. This is a sufficient amplitude to properly 
drive Logic Level N Channel FETs on the high 
side of a Buck Regulator. The UCC3803's internal 
12 volt supply clamp can also be used to supply a 
better regulated supply voltage, however any ex
cess current will be shunted to ground. This will 
reduce overall efficiency slightly, but will immunize 
the supply voltage from any duty cycle related 
variations. 

The ideal value of inductor L 1 is determined by 
several operating conditions. The critical ones are 
switching frequency, duty cycle, IC supply current 
and the current required to supply the MOSFET's 
gate charge (Og) demand. For most high fre
quency applications, the inductance is in the 
range of about 50 to 300 micro Henries. Note that 
small, inexpensive surface mount or axial thru
hole components the size of a half-watt resistor 
are ideal candidates. A one time "tweaking" of the 
exact value during the prototype stage may be re
quired to deliver the best performance over all line 
and load conditions. Once the best value is estab
lished, an adequate supply voltage will obtained 
over all specified operating conditions. 

Operating at 500kHz, the UCC3803 and bootstrap 
circuit will collectively draw 8 milliamps from the 5 
volt input while boosting the supply voltage to ap-
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proximately 9 volts. Input current rises to around 
12mA in order to raise the supply voltage to 11.5 
volts. This amplitude is just below the Vee supply 
clamp voltage threshold of the UCC3803 IC. In 
most applications, the OC current from the 5 volt 
input source required to charge the MOSFET gate 
will be around 20mA, which adds to the IC and 
bootstrap circuit demands. Typical consumption of 
the entire working control circuit will be in the 30 
to 50mA range, depending on frequency and 
MOSFET selections. 

A low current standby mode can be obtained by 
using a small logic level MOSFET to switch the 
IC's ground connection in and out of circuit. When 
disabled, the entire circuit draws approximately 40 
microamps from a 5 volt input. Other adaptations 
are possible, as shown in Application Note U-133 
of the Unitrode IC databook. 

Circuit Modifications: 

Other output voltages (2.0, 2.2, 2.5, 2.75, 3.0 
VOC) : 

Any desired output voltage between 2.0V and VIN 
can be developed using the exact circuit sche
matic of Figure 1. The modifications required are 
only to the component values used in the Buck 
regulator section (LOUT, COUT and R1), although 
some adjustment of L 1 may also be needed. 

High current output: 

A high current output can also be achieved using 
the schematic of Figure 1. by selecting the compo
nents appropriately for the higher output power. 

Component List: 

C1,C2 
C3 
Cn 
CT2 
01,02,03 
U1 

0.Q1 J.1F116 VOC 
1J.1F/16 VOC 
150pF/10VOC 
270pF/10 VOC 
1N4148 
UCC3803 

NOTE : All other components and values depend 
upon the exact application. 
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UCC3889 Bias Supply Controller Evaluation Kit 
- Schematic and Lists of Materials 

by Bill Andreycak 

DN-59A 

Evaluation Kits facilitate a quick measurement of nents as well.as their surface mount counterparts. An 
new IC performance in typical application circuits additional prototyping area allows engineers to fur
without a lengthy investment of time and resources. ther customize these units to address their projects' 
The schematic for the UCC3889 Off-Line Bias Sup- specific needs. Component lists for two popular 1 
ply Controller IC Evaluation Kit is shown below in Watt (output power) applications are also provided, 
Figure 1 with a photograph of the top side layout in and complete design details are available in Unitrode 
Figure 2. Notice that this board is designed to accept Application Note U-149: "Elegantly Simple Off-Line 
both conventional "through-hole" or leaded compo- Bias Supply for Very Low Power Applications". 

05 
R1 01 02 

TO PFC 

C1 R2 

+ ncr I 09 

: L4 C6. 
I • 
I 

+ 
03 04 C2 

R6 

I 
OPTIONAL 

Figure 1. UCC3889 Evaluation Kit Schematic 

Nonisolated 85 to 265VAC Universal Input, L5 Jumper Wire, AWG#20 (short circuit) 
12VDC 11 Watt Converter 01 600Vl2A MOSFET, 
C1 2.2j.lF/450 VOC Electrolytic (MTP1 N60 or IRFBC1 0) 
C2 2.2j.lF/35 VOC Electrolytic R1,2,3 = 110k, 1/2W, 5%, 150VOC rating each 
C3 150pF/16 VOC Ceramic Oisc (three used) 
C4 0.1 j.lF/1 00 VOC Polyester foil R4 150k, 1/4W, 5% 

R7 2 Meg, 1/4W, 5% 
C5 33j.lF/25VOC Electrolytic (low ESR) U1 UCC3889 ControllC 
01-04 = 1 Al800V Rectifier (1 N4006) 
06,07 = 1A1600V Fast Recovery Rectifier (1N4937) Components NOT USED in this design: 
08 1A1200VOC Fast Recovery C6, 05, 09, L4, R5, R6 

F1 
L1,L2 

L3 

5197 

Rectifier (1 N4935) 
0.2 AOC/250VAC Fuse 
1mH (each) Inductor, 200 mApeak, 
250 VOC rating 
390j.lH Inductor, 250mA peak 

Optional component list: 
05 1A1800V OIOOE (1N4006) - used with OC 

input from PFC or UPS 
R5,R6 = 1/4W, 5% resistors - used to program other 

output voltages 
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Transformer Isolated 85 to 265VAC Universal 
Input, 12VDC 11 Watt Converter 

C1 2.21lF/450 VDC Electrolytic 
C2 11lF/35 VDC Electrolytic 
C3 150pF/16 VDC Ceramic 
C4 
C5,6 
D1-4 
06,7 = 

0.11lF/150 VDC Polyester foil 
331lF/25VDC Electrolytic (low ESR) 
1A1800V Rectifier (1 N4006) 
1 Al600V Fast Recovery Rectifier 
(1N4937) 

D8,9 

F1 
L1,2 

L4 

L5 
Q1 

1A1200VDC Fast Recovery Rectifier 
(1N4935) 

= 0.2ADC/250VAC Fuse 
= 1 mH (each) Inductor, 200mA peak, 

250VDC rating 
Transformer; 1:1 Turns ratio, 300llH 
(Coilcraft # E3497A) 
10IlH,750mApeak 
600Vl2A MOSFET, 
(MTP1 N60 or IRFBC1 0) 

R1,2,3 = 110k, 1/2W, 5%, 150VDC rating each 
(three used) 

R4 
R7 
U1 

= 150k, 1/4W, 5% 
= 2 Meg, 1/4W, 5% 

UCC3889 CONTROL IC 

Components NOT USED in this design: 
D5,l3,R5,R6 

DN-59A 

Optional component list: 
D5 1A1800V DIODE (1N4006) - used with 

DC input from PFC or UPS 
R5,R6 = 1/4W, 5% resistors - used to program 

other output voltages 

Note that the control technique and cascade Flyback 
configuration used in these examples can be ex
tended to higher power levels and a variety of 
applications. This is accomplished by selecting the 
converter's power components accordingly. Higher 
current ratings for the power MOSFET, rectifiers and 
inductors, along with lower inductance values are 
usually all that's required. Other topologies, for ex
ample, the simple (non-cascaded) flyback, forward 
and boost converters can be controlled by the 
UCC3889 IC. Many distributed DC power and DC to 
DC converters make likely candidates for this control 
technique. Power Factor Correction (PFC) can also 
be achieved with this IC when used in a discontinu
ous inductor current boost configuration. Consult 
Unitrode Application Note U-132 for information on 
the controlled on-time, variable off-time PFC control 
technique which can be implemented with the 
UCC3889 without the need for current sensing. For 
further information, contact a local Unitrode repre
sentative or Field Application Engineer. 

Figure 2. Top Side PC Board Photo 
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Switching Power Supply Topology 
Voltage Mode VS. Current Mode 

by: Robert Mammano 

Unitrode IC Corporation has, since its inception, 
been active in the development of leading-edge 
control circuits to implement state-of-the-art pro
gressions in power supply technology. Over the 
years many new products have been introduced to 
allow designers to readily apply new innovations in 
circuit topologies. Since each of these new topolo
gies purports to offer improvements over that which 
was previously available, it is reasonable to expect 
some confusion to be generated with the introduc
tion of the UCC3570 - a new voltage-mode 
controller introduced almost 10 years after we told 
the world that current-mode was such a superior 
approach. 

The truth, however, is that there is no single topol
ogy which is optimum for all applications. Moreover, 
voltage-mode control - if updated with modern cir
cuit and process developments - has much to offer 
designers of today's high-performance supplies and 
is a viable contender for the power supply de
signer's attention. 

REFERENCE 

VOUT 

To answer the question as to which circuit topology 
is best for a specific application, one must start with 
a knowledge of both the advantages and disadvan
tages of each approach. The following discussion 
attempts to do this in a consistent way for these two 
power supply control algorithms. 

Voltage Mode Control 
This was the approach used for the first switching 
regulator designs and it served the industry well for 
many years. The basic voltage mode configuration 
is shown in Figure 1. 

The major characteristics of this design are that 
there is a single voltage feedback path, with pulse
width modulation performed by comparing the 
voltage error signal with a constant ramp waveform. 
Current limiting must be done separately. 

The advantages of voltage-mode control are: 

1. A single feedback loop is easier to design and 
analyze. 

CLOCK _-'--_--'-__ -'--_ 

10194 

V. /1 /1 /1 / 
VR? V V V 
LATCH II II II 

OUTPUT ---.J L-J U L 

FIGURE 1. VOLTAGE MODE CONTROL 

Figure 1. Voltage Mode Control 
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2. A large-amplitude ramp waveform provides 
good noise margin for a stable modulation 
process. 

3. A low-impedance power output provides better 
cross-regulation for multiple output supplies. 

Voltage-mode's disadvantages can be listed as: 

1. Any change in line or load must first be 
sensed as an output change and then cor
rected by the feedback loop. This usually 
means slow response. 

2. The output filter adds two poles to the control 
loop requiring either a dominant-pole low fre
quency roll-off at the error amplifier or an 
added zero in the compensation. 

3. Compensation is further complicated by the 
fact that the loop gain varies with input volt
age. 

Current Mode Control 
The above disadvantages are relatively significant 
and since all are alleviated with current-mode con
trol, designers were highly motivated to consider 
this topology upon its introduction. As can be seen 
from the diagram of Figure 2, basic current-mode 
control uses the oscillator only as a fixed-frequency 
clock and the ramp waveform is replaced with a 
signal derived from output inductor current. 

REFERENCE 

VOUT 

ON-62 

The advantages which this control technique offers 
include the following: 

1. Since inductor current rises with a slope deter
mined by Vin-Vo, this waveform will respond 
immediately to line voltage changes, eliminat
ing both the delayed response and gain 
variation with changes in input voltage. 

2. Since the Error Amplifier is now used to com
mand an output current rather than voltage, 
the effect of the output inductor is minimized 
and the filter now offers only a single pole to 
the feedback loop (at least in the normal re
gion of interest). This allows both simpler 
compensation and a higher gain bandwidth 
over a comparable voltage-mode circuit. 

3. Additional benefits with current-mode circuits 
include inherent pulse-by-pulse current limiting 
by merely clamping the command from the Er
ror Amplifier, and the ease of providing load 
sharing when multiple power units are paral
leled. 

While the improvements offered by current-mode 
are impressive, this technology also comes with its 
own unique set of problems which must be solved 
in the design process. A listing of some of these is 
outlined below: 

CLOCK _"'--_....L.. __ "'--_ 

::7[([([ 
LATCH II II II 

OUTPUT --.J LJ L...J L 

FIGURE 2. CURRENT MODE CONTROL 

Figure 2. Current Mode Control 
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1. There are now two feedback loops, making 
circuit analysis more difficult. 

2. The control loop becomes unstable at duty cy
cles above 50% unless slope compensation is 
added. 

3. Since the control modulation is based on a 
signal derived from output current; resonances 
in the. power stage can insert noise into the 
control loop. 

4. A particularly troublesome noise source is the 
leading edge current spike typically caused by 
transformer winding capacitance and output 
rectifier recovery current. 

5. With the control loop forcing a current drive, 
load regulation is worse and coupled inductors 

. are required to get acceptable cross-regulation 
with multiple outputs. 

So from the above we can conclude that while cur
rent-mode control will ease many of the limitations 
of VOltage-mode, it also contributes a new set of 
challenges to the designer. However, with the 
knowledge gained from more recent developments 
in power control technology, a re-evaluation of volt
age-mode control indicated that there were 
alternative ways to correct its major weaknesses 
and the result was the UCC3570. 

Voltage-Mode Revisited 
The two major improvements to voltage-mode con
trol offered by the UCC3570 are voltage 
feed-forward to eliminate the effects of line voltage 
variations, and higher frequency capability which al
low the poles of the output filter to be placed above 
the range of normal control loop bandwidth. 

Voltage feed-forward is accomplished by making 
the slope of the ramp waveform proportional to in
put voltage. This provides a corresponding and 
correcting duty cycle modulation with no action 
needed by the feedback loop. The result is a con
stant control loop gain and instantaneous response 
to line voltage changes. The higher frequency ca
pability is accomplished through the use of 
BiCMOS processing for this IC which yields smaller 
parasitic capacitance and lower circuit delays. Thus 
many of the problems of voltage-mode have been 
alleviated without incurring the difficulties of current
mode. 

Choosing Circuit Topologies 
None of the above discussion should leave the im
pression that there is no longer a place for 
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current-mode control - only that both topologies are 
viable choices in today's environment. There are 
considerations which could point to one or the other 
as more optimum for each particular application. 
Some of these are outlined below: 

Consider the use of current-mode if: 

1. The power supply output is to be a current 
source or very high output voltage. 

2. The fastest dynamic response is needed with 
a given switching frequency. 

3. The application is for a DCIDC converter 
where the input voltage variation is relatively 
constrained. 

4. Modular applications where parallelability with 
load sharing is required . 

5. In push-pull circuits where transformer flux 
balancing is important. 

6. In low-cost applications requiring the absolute 
fewest components. 

Consider voltage-mode (with feed-forward) if: 

1. There are wide input line and/or output load 
variations possible. 

2. Particularly with low line - light load conditions 
where the current ramp slope is too shallow 
for stable PWM operation. 

3. High power and/or noisy applications where 
noise on the current waveform would be diffi
cult to control. 

4. Multiple output voltages are needed with rela
tively good cross-regulation. 

5. Saturable reactor controllers are to be used as 
auxiliary secondary-Side regulators. 

6. Applications where the complexities of dual 
feedback loops and/or slope compensation is 
to be avoided. 

In line with these considerations, the UCC3570 has 
been optimized for low-to-medium power, off-line, 
primary-side control applications with isolated feed
back. It features many performance enhancements 
for this task in addition to the control characteristics 
described above but, since that is not the purpose 
of this document, the reader is referred to the prod
uct data sheet for further information. 

Reprinted with permission from Electronic Design, 
June 27, 1994. Copyright 1994, Penton Publishing 
Inc. 
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Design Note 
The Current-Doubler Rectifier: An Alternative Rectification 

Technique For Push-Pull And Bridge Converters 

by Laszlo Balogh 

This design note describes an altemative rectifica
tion method which offers simpler structure and bet
ter utilization of the isolation transformers in 
push-pull, half-bridge and bridge power stages 
where usually full-wave rectification is required on 
the secondary side of the transformers. Converters 
using the current-doubler rectifier can achieve lower 
and better distributed power dissipation and smaller 
size in the magnetic components. 

The common property of the push-pull, half-bridge 
and bridge topologies which makes the full-wave 
rectification necessary is that they utilize bipolar 
voltage across the secondary side of the trans
former. 

Figure 1 illustrates the commonly used circuit ar
rangement for full-wave rectification. For proper op
eration the secondary winding has to be 
center-tapped with one terminal connected to the 
reference potential (ground) of the circuit. The cen
ter-tapping splits the secondary winding into two in
ductors which are coupled strongly but not perfectly 
within one magnetic structure. 

This design note assumes a full-bridge power con
verter using the phase-shifted control method. Con
sequently, the primary of the isolation transformer is 
short circuited in the free-wheeling mode which has 
a profound effect on the current distribution in the 
secondary windings during that period. In all other 
aspects, the operation of the push-pull, half-bridge 
and the conventional full-bridge converters are 
identical to the description below. 

Based on the polarities and signal names of Figure 
1, operation is as follows: 

During the first active period when energy is trans
ferred from the primary to the secondary side, the 
voltage across TR1 is positive. D1 is forward biased 
while the negative voltage appearing across TR2 
keeps D2 reverse biased. The current of the output 
inductor, La, is forced to flow through TR1 while 
TR2 carries no current. During the free-wheeling 
period, the voltages across TR1 and TR2 become 
zero. In theory the output current is evenly distrib
uted between the secondary windings TR1 and 
TR2. In practice, because of leakage inductance 

12194 
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Figure 1_ Full-Wave Rectifier 

associated with real magnetic structures, the output 
current is not shared evenly. TR1 still conducts 
most of the output inductor current while the current 
slowly builds up in TR2 depending on the value of 
the leakage inductance and the available voltage 
across it. In the next active interval, V2 is positive, 
in which case TR2 and D2 carries all the current of 
La while D1 is reverse biased by TR1 having no 
current through them. In the next period V1 and V2 
are zero again and similarly to the previous free
wheeling period the output inductor current will 
keep flowing in TR2. 

Figure 2 shows the most important waveforms of 
operation. 

V20 

ITRl 

10 

o 
10 

ITR2 

O--f------Y 

Figure 2. Waveforms of the FUll-Wave Rectifier 
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The proposed current-doubler rectifier is presented 
in Figure 3. It is composed of the secondary wind
ing of the isolation transformer which is not center
tapped now, the same two rectifier diodes, two 
individual but identical filter inductors and an equal 
output capacitor to the one of the full-wave rectifier 
circuit. 

Using the symbols and signal polarities introduced 
in Figure 3 the operation of the rectifier is described 
below: 

02 

Figure 3. Current-Doubler Rectifier 

Starting at the first active period the voltage across 
the secondary winding of the transformer, Vr is 
positive. Current flows in positive direction in both 
filter inductors, L 1 and L2. During this period D1 is 
forward biased while D2 is kept off by VT. It means 
that the current path for L 1 runs through D1 and the 
output capacitor, basically kept away from the sec
ondary winding of the transformer. The current of 
the second filter inductor L2 flows through the 
transformer winding and D1, closing the loop 
through the output capacitor. Hence the output cur
rent is the sum of the DC components of the two fil
ter inductor currents, the transformer sees only half 
of the load current during the active time interval. 
During this time, the voltage across L 1 is negative 
and equals the output voltage causing the current 
in L 1 to decrease. On the other hand, V2 across L2 
is positive, causing the current in L2 to increase. 
The active period is followed by a free-wheeling in
terval. VT is not forced across the secondary wind
ing of the transformer any longer. The voltage 
across L2 becomes negative, and equal to the out
put voltage amplitude, producing a negative slope 
in the current through L2. As in the full-wave case, 
theory would suggest that the current of L2 goes 
through D2 instead of the transformer winding, but 
in practice this current will continue, due to flow in 
the transformers secondary. The conditions for L 1 
do not change. At the beginning of the consecutive 
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active interval, a negative voltage appears on the 
output of the transformer. D1 turns off while D2 is 
forward biased. The current rapidly changes direc
tion in the transformer winding, and is equal to the 
current of L 1. The current of L2 is not flowing 
through the transformer any longer and keeps de
creasing by the rate determined by the inductance 
value and the output voltage. Having a positive volt
age across L 1, the current starts building up in the 
inductor. The full operating cycle is completed by 
another free-wheeling period when Vr becomes 
zero, -Va appears on L 1 causing its current to de
crease and there is no change in the condition of 
L2. 

The essential waveforms of the current-doubler rec
tifier are indicated in Figure 4. 

V1 

Id: I: I: "': o -·i-··----- --·i-·--+··· -----. ---f- --+- -_ ... _ .. _- .... to .. 

Figure 4. Waveforms of the Current 
Doubler Rectifier 

Summarizing the most important properties of the 
current-doubler rectifier as revealed by the circuit 
diagram, the description of operation and the differ
ent waveforms, the following conclusions can be 
drawn: 

• there is no need for center-tapping 

• finer steps in turns ratio are possible 

• transformer structure is simpler 

• transformer carries approximately half of the 
output current (only the secondary winding) 

• operation on the primary side, including duty
cycle is unchanged 
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- diode and output capacitor stresses are identi
cal to the full-wave technique 

- additional filter inductor required 

- each filter inductor carries only half of the DC 
output cu rrent 

- ripple currents cancel on common output ca
pacitor 

- requires current-mode control to ensure 
equal currents in the filter inductors 

ON-63 

In order to correctly judge the merit of this rectifica
tion technique for practical applications, a quantita
tive comparison is presented. Assume, that two 
converters operate with a clock frequency of fs, 
have the same input and output voltages, equal 
load currents and equal ripple currents in the output 
capacitors. For these cases, the most important de
sign parameters are given in an easy to use form in 
Table 1. For simplicity, the current values are not re
flecting the effect of the AC components of the in
ductor currents. 

Table 1. Comparison of Full-Wave and Current-Doubler Rectifiers 

Technique> 

Magnetics> TR1 

Transformer Operating Frequency 

Transformer Primary Number of Turns 

Transformer Secondary Number of Turns 1 

Transformer Secondary Current 
(DC average; multiplier is the 10-0.5 
duty-cycle of the secondaries) 

Secondary current reflected to the primary 
(DC average) 

D1; D2 Breakdown Voltage (minimum) 

Output Inductor Operating Frequency 

Output Inductor Current (DC Average) 

Output Inductance (minimum) 
• function of duty-cycle 

Summary: the presented current-doubler rectifier 
provides an alternative rectification technique for 
converters employing push-pull, half-bridge or 
bridge topologies. The method simplifies the power 
transformer and adds one more filter inductor to the 
circuit. Depending on the particular application, the 
total volume of the two filter inductors might be 
equal or smaller than the choke of the full-wave 
rectifier due to their lower operating frequency and 
lower current rating. 
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Full-Wave Current-Doubler 

TR2 Lo Tr L1 L2 

fs fs 
2 2 

N N 

1 - 2 - -
10 _ 1 

10-0.5 - - -
2 

1 10 2 
10-N- D ----D 

2 N 

1 + 1 
VIN-~ 

2 
V'N- N 

fs 
fs fs - -
2 2 

10 
10 10 - -
2 2 

- La - :5Lo' :5Lo' 

Further trade-offs can be made in order to reduce 
inductor sizes by lowering the inductance value and 
relying more strongly on the ripple current cancella
tion of the two inductors. Additionally, the current
doubler rectifier offers the potential benefit of better 
distributed power dissipation which might become a 
vital benefit in densely packed power supplies. Be
cause of its added circuit complexity, this solution 
could probably be justified in medium to higher 
power and/or high output current applications. 
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Inductorless Bias Supply Design for Synchronous Rectification 
and High Side Drive Applications . 

by Bill Andreycak 

Developing a bias supply which is higher than a 
power supply's input voltage is usually required 
in high side switch applications. Two such exam
ples are Buck regulators and Synchronous 
Switch converters using N-channel MOSFETs as 
the switching device. Independent of the specific 
application, there are numerous requirements for 
cost effective bias supplies without the added 
complexity of inductors, switches, transformer 
windings or even an independent power supply. 
The circuit shown in Figure 1 exemplifies the 
need in a transformer coupled, Synchronous 
Switch application in a Forward converter. 

Figure 1. Synchronous Switch 

+ 
Vo 

UDG-95119 

A number of more demanding applications than 
the conventional Synchronous Switch examples 
exist, all with similar high side bias supply needs. 
For example, adding an overcurrent limit or cir
cuit breaker function to the output will require a 
more sophisticated detection and gate drive cir
cuit than the previous examples. A further exten
sion would be the need to completely regulate 
the output voltage by pulse width modulating the 
switch. Note, however, that each of these will re
quire the MOSFET switch to be "reversed" from 
that found in the Synchronous Switch example. 
This is necessary so that the MOSFET body di
ode does not always conduct while the input is 
greater than the output voltage. With this adapta-

6/95 

tion, its "channel" can be switched "on" to per
form rectification only when required. Further
more, this allows for the gate. drive to be pulse 
width modulated to regulate the output voltage or 
to control output current. A diode, placed in se
ries with the switch is required to prevent the 
MOSFET body diode from conducting when the 
transformer secondary voltage reverses. The ba
sic circuit is shown in Figure 2. 

BIAS 
SUPPLY 

UDG-95120 

Figure 2. Controlled Switch with Series Diode 

One problem with the configuration shown in Fig
ure 2 is that the control circuit is "floating" and all 
control signals will require isolation which adds 
unnecessary complexity. An improved arrange
ment, shown in Figure 3, references the control 
circuit and gate drive to the supply's positive out
put rail. Note that the output filter stage consist
ing of the commutating diode (Dc), output filter 
capacitor (Co) and output inductor (Lo) has been 
reconfigured yet performs the same task. For 
Simplicity, the output inductor has been moved to 
the lower (return) rail for two reasons. First, it en
ables the gate drive and control circuitry to be 
solidly referenced to the positive output voltage. 
Secondly, it eliminates the need for a "floating" 
gate drive which would have been required if the 
inductor were left in the positive output rail. Addi
tional noise immunity in the control logic is gen
erally gained with this configuration since its 
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Figure 3. Improved Circuit Configuration 

common mode range is reduced. Note that a di- replenishing C2. Eventually, diode D2 will dis-
rect measurement of output current is also avail- continue conducting as C1 's voltage drops below 
able for overcurrent protection purposes or cur- that of C2. The entire cycle is repeated begin-
rent mode control by using a sense resistor in ning at the reset of T1 when the secondary volt-
series with the positive output. age goes negative, starting the charge of C1 

Operation of the basic charge pump circuitry 
used to develop the high side bias is as follows. 
The sequence begins at turn-off of the main 
power supply switch on the transformer's pri
mary side which causes the secondary voltage 
waveform to collapse. Power is transferred to the 
bias supply during the transformer's resetting or 
"backstroke". As the voltage across the secon
dary winding reverses, capacitor C1 is charged 
through diode D1 to the peak amplitude of the 
secondary reset voltage. Note that these compo
nents are "isolated" from the bias supply capaci
tor (C2) by diode D2 while C1 swings below the 
positive output rail and charges. During the nor
mal transfer of power to the output stage the 
secondary transformer voltage is positive. As this 
occurs, Diode D1 is reversed biased and turns 
off while capacitor C1 is lifted along with the 
positive secondary transformer voltage. When 
the voltage across capacitor C1 exceeds that 
across the bias supply capacitor (C2), diode D2 
conducts. Note that this takes place whether or 
not the power switch and diode are conducting. 
Charge stored in C1 is delivered to C2 beginning 
with the rise of secondary transformer voltage, 
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again. One noteworthy additional benefit of this 
circuit is that it may snub some of the parasitic 
energy across the transformer during its tran
sient reset which can reduce the peak reverse 
voltage of the output (power) diode. 

In center tapped transformer secondary applica
tions, for example push-pull, half and full bridge 
topologies, the circuit can be replicated to ac
commodate the second high side switch and 
drive circuitry, as shown in Figure 4. This ar
rangement will provide power to the bias supply 
from both windings of the secondary. At first 
glance, the lower side circuitry may seem unnec
essary, or even wrong. But when the time comes 
for it to transfer power to the output, this lower 
side becomes the upper side of the schematic 
and the need for it becomes apparent. 

Many other arrangements of the basic diode and 
capacitor charge pump circuit are possible -
without using inductors and/or additional 
switches for these low power applications. For 
more demanding ones, a linear or switch mode 
integrated circuit regulator can be considered to 
deliver a precisely regulated bias voltage. 
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Figure 4. Center Tapped Application of Improved Circuitry 
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Design Note 
Considerations in Powering BiCMOS ICs 

by Jack Palczynski 

Bipolar linear integrated circuits have been with 
us for years in the form of PWM and PFC con
trollers, supervisory circuits and others. Since 
these devices have traditionally been built using 
relatively high voltage (35V) Bipolar processes, 
powering considerations were typically never a 
concern. In addition, many of these ICs con
tained high current protection zeners to keep 
higher voltages from damaging the device. With 
a number of new BiCMOS ICs now replacing tra
ditional Bipolars, more consideration needs to be 
given to powering these low voltage controllers. 
This Design Note will provide more details re
garding the device specifications and help sim
plify the powering and use of these energy sav
ing devices. 

The most prolific of PWM ICs are those of the 
UC3842 family which are easy to use and to 
power. The Vee supply can be as high as 34V 
and an on-chip zener can sink up to 30mA of 
current. It consumes significantly more power in 
comparison to the replacement series of Uni
trode UCC3802 BiCMOS PWMs. Requiring only 
about 10% of the current used by the UC3842, 
these BiCMOS parts are a logical replacement 
for previous UC3842 based designs. The trade
off is that the maximum voltage is 13.5V. With 
these specifications in mind, several power 
methodologies will be described. 

Upon first review of the UCC3802 data sheet, 
several seemingly contradictory specifications 
could be noted. The UVLO start threshold has a 
range of 11.5V to 13.5V, while the protection 
zener voltage can vary from 12.0V to 15.0V. 
However, the absolute maximum supply voltage 
of the IC is specified at 12.0V. This absolute 
maximum is defined as the lowest possible zener 
voltage when driven from a low impedance (volt
age) source. Note, however, that the zener volt
age is always higher than the UVLO start volt
age. These two parameters track each other and 
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the chip is tested to guarantee that the zener 
voltage will never be below that of the start volt
age. 

For low cost, off-line applications, these newly 
introduced control ICs offer savings in overall 
cost and power in comparison to their predeces
sors. For example, the UCC3802 PWM con
sumes only 1 mA (approximate) for full opera
tion - which can eliminate the need for a bias 
supply in many instances. To this 1 mA, add esti
mates for the other currents consumed by the 
control circuitry (gate drive, slope compensation, 
etc.). Working backwards, calculate the resistor 
value for the circuit of Figure 1 to deliver this cur
rent from the rectified, filtered line voltage. Typi
cally, the AC input voltage will range from 
85VRMS to 264VRMS, or about a 3:1 ratio. The 
corresponding DC input will vary accordingly 
from 124VDC to 374VDC. Calculate R1 to pro
vide supply current at the lowest input voltage. 
3mA minimum supply current is used for this ex
ample. 

124VDC - 12VDC 
3mA 37.3k.Q (use 36k). 

At high line, this current will increase to . 

374VDC-12VDC = 10 A 
36k .1m 

and dissipate more power. The resistor will guar
antee that the ICs zener clamp will not be sub
jected to overcurrent since it shunts only 7.1 mA, 
the other 3mA are consumed for operation. This 
configuration is generally referred to as a "cur
rent source" power supply. Before the IC starts, it 
only draws 100l1A and C1 is charged with nearly 
the full supply current. Once C1 reaches the 
UVLO start threshold of about 13.5V, the 
UC3802 starts and then uses 1 rnA for itself, and 
an additional 2mA (this example) to power the 
gate drive and other functions. 
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FROM FILTERED 
INPUT SUPPLY 

R1 

UDG-95123 

Figure 1. Off-line Current Source Power 

A drawback to the above circuit is that a good 
percentage of power is dissipated in R1. If the in
put voltage range is very wide, or if a high fre
quency is used or a FET with high gate charge is 
used, it may not be possible to guarantee that 
the zener current is limited to 30mA at high line 
while still being able to provide enough current to 
run at low line. To create a more efficient input 
supply, a few alternatives are demonstrated. Fig
ure 2 shows a typical bias supply with modifica
tions for the BiCMOS IC. R1 limits current while 
the IC is in standby mode so that zener current 
is not exceeded as in the last example. In this 
case, the resistor may be made much larger 
since it will not be the major power source once 
the supply has started. Resistor R2 is placed in 
series with the bias supply coming from the 
transformer in order to again limit the zener cur-

O.25A 

FROM FILTERED 
INPUT SUPPLY 

R1 

R2 D 

DN-65 

UDG-95124 

Figure 2. Adding a Bootstrap Supply 

rent to 10mA. This circuit will result in a higher 
efficiency than that of the first - at the cost of ad
ditional components and a bias winding on the 
transformer. During start up, C1 again charges 
through R1 until the turn on threshold of the IC is 
reached. If R1 is very large, then the UVLO hys
teresis of the UCC3802 allows the controller to 
continue running until it reaches its lower thresh
old. During this time, the bias supply starts sup
plying current and should take over as the pri
mary IC power supply before the lower UVLO 
threshold is reached. 

A third solution is to use the Unitrode UCC3889 
bias supply control circuitry as seen in Figure 3. 
This patented control technology will provide a 
fully regulated supply from a high input voltage 
without the use of transformers. As with the last 
circuit, a series resistor from an 18V input to Vcc 

r 

II UC3854A/B I c IPFC 

~ L-.f-
R1 

r 

: UCC3802 

I C11PWM 

~ L-:2,:--
=UDG-95125 

Figure 3. UCC3889 Powers Other Circuits 
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will limit current. With the UCC3889 IC, an input 
Power Factor Correction IC or other primary side 
PWM circuit may also be easily powered. 

The UCC3802 and the entire family of Unitrode 
BiCMOS integrated circuits can provide added 
efficiency, higher speed, FET totem pole output 
drivers (which eliminate the need for protection 
Schottky diodes) and other added features. With 
some care, input power can easily be designed 
to meet the ICs power requirements, and assist 
in designing new, more efficient switching power 
supplies. 
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Typical Application Circuit for +12VDC Input to+5VDC/1A Output 
Also: Demonstration Kit Circuit Schematic and List of Materials 
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TP9 
Rl 

TEST P01INTS (1-8) 

R2 C7 C8! r,--'--F----, \ 

I~; r" ~U~AINV 3VREF ~ i-e--------, 

U--$EAOUT RAMPh 

+-1£--+---11----+-13 CS GND 6 Cl0 

Cl R8 Rl0 

C2 

R4 I UC3573 I 

R 12 L-..4"'7k-""---1 
R6 
20k 

L _______ ---1 

C5 TPll 

C6 
10F R3 

Figure 1. UC3573 Application Circuit Schematic 

Figure 2. Photo of UC3573 Demo Kit 
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List of Materials: 

Reference 

C1,C3 

C2 
C4,C5 
C6 
C7 
C8 
C9 
C10 
D1 
H1* 

Value and Type 

CAP 8211F/25V Electrolytic, 
ESR < 0.25n@100kHz 
(Panasonic HFO or FA series) 
Not Used - Open Circuit 
CAP 0.111F/50V Ceramic 
CAP 0.4711F/50V Ceramic 
CAP 2.2nF/50V Ceramic NPO Type 
CAP 27pF/50V Ceramic NPO Type 
CAP 1.8nF/50V Ceramic 
CAP 680pF/50V Ceramic 
1 N5820 3A120V Schottky Diode 
Heatsink for 01 

L1 
01 

220l1H/2A : Coilcraft PCH-45 Series 
IRF9Z30 P-Channel Power MOSFET, 
-50V, 0.2n RDs(on) 

02 BS250P P-Channel Signal MOSFET, 
-45V, 100 ohm RDs(on) 

R1 
R2 
R3,R9 
R4 
R5 
R6 
R7 
R8,R10 
R11 
R12 
TB1, TB3 
U1 

* = Optional 

0.27Qf1 Watt 
Short Circuit - Use AWG#22 Wire 
20n,1/4W 
47k,1/4W 
47k, 1/4W, 1% 
20k, 1/4W, 1% 
130k, 1/4W 
100k,1/4W 
7.5k,1/4W 
200k 1/4W 
Terminal Block 
UC3573 PWM 

Test Equipment needed: 

Power supply + 12VDC/2A max. 
Adjustable load for 5VDC/2A max. 
Digital Multimeter 100n, 1 Watt load resistor Os
cilloscope. 

Testing Procedure 
1. Before applying power to the UC3573 Demo Kit, 

connect A 100n preload resistor across the 
UC3573 output terminals at TB3. This places a 
minimum load of 50 milliamps on the +5VDC 
output of the converter to keep the Buck regula
tor inductor current continuous. Also connect the 
adjustable electronic or resistive load across the 
same output terminals. Set the load to draw no 
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current and observe correct ± polarity when us
ing an electronic load. Pin 1 of TB3 is the 
positive output (+) and pin 2 is the negative (-) 
terminal, or ground. Also connect the digital mul
timeter to the output terminals to measure the 
output voltage. 

2. Connect the 12VDC/2A power supply to the 
UC3573 Demo Kit input terminal block observ
ing the correct polarity. Pin 1 of TB1 is the 
positive input (+12VDC) and pin 2 is the return 
connection (-) and ground. 

3. The oscilloscope and digital multimeter can be 
used to observe and measure signals at numer
ous nodes in the Buck converter. Test points 
TP1 through TP8 correspond directly to the re
spective pins of the UC3573 IC; ie. TP1 is the 
voltage at the UC3573's pin 1 with respect to 
ground. The various waveforms and amplitudes 
of the IC pins can be monitored over the operat
ing ranges of input voltage and output current. 
Test points TP9 through TP11 are for further 
probing of the power stage. 

4. Once all of the connections to the UC3573 
demo kit have been verified, the + 12VDC input 
can be applied. The output voltage of the Demo 
Kit should be approximately 5.0 VDC (4.8 to 5.2 
VDC worst case) initially. Note that 1% tolerance 
resistors are used in the voltage divider network 
to the IC's error amplifier and the IC's intemal 
reference voltage (Pin 8) has an initial tolerance 
of±2%. 

5. Gradually increase the load on the UC3573 
Demo Kit output until the output voltage de
creases to 4.5VDC or lower. Load current will be 
limited to approximately 1.3ADC, and decreas
ing the load resistance will only lower the output 
voltage, and not cause a significant increase in 
the converter's output current. This is a typical 
exhibition of the overcurrent protection feature of 
the IC. Each switching cycle, the pulse width 
output of the IC is turned off early (before the 
normal pulse width is reached) to reduce the in
put power drawn. This feature reduces the 
MOSFET switch power dissipation and provides 
protection from a short circuited or severely 
overloaded output condition. Once the fault has 
been removed, the output voltage will automat-



Design Note 

> 

~ 
;.J 

g ... 
~ 
:I 
0 

Output Voltage and Current Characteristics 
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Figure 3. Converter Output Voltage 
Versus Current 

ically return to the normal 5VDC amplitude. The 
exact profiles of output voltage versus output 
current is shown in Figure 3. and input power 
versus output power during overload conditions 
is shown in Figure 4. 

Optional Features 

Synchronization: Terminal block TB2 is for op
tional external synchronization of the UC3573 
and for remote shutdown of the UC3573 Demo 
Kit. The required SYNC pulse input to TB2 (pin 
2) is a brief pulse of approximately 1 volt ampli
tude. This adds to the IC's normal oscillator tim· 
ing sawtooth waveform (RAMP, pin 7) to force 
the total waveform above the oscillator's internal 
upper threshold. Doing this will terminate the im
mediate switching cycle and initiate the next 
clock cycle. It is necessary that the synchroniza· 
tion frequency is higher than the UC3573 pro
grammed oscillator frequency in order for this to 
work properly. Note that a low impedance, fairly 
high current drive circuit is required to force syn· 
chronization. More complete details can be 
found in Unitrode Application Note U-111 in the 
"Synchronization" section. 

Remote Shutdown: The UC3573 controller can 
be placed into a low current (50JlA typical) 
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Input and Output Power During Overload with 
Output Current Limited at 1.SA (Approx.) 
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Figure 4. Converter Input and Output 
Power During Overload 
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standby mode by forcing the error amplifier in· 
verting input above 2.6VDC. The circuitry used 
to facilitate this on the Demo Kit consists of tran· 
sistor 02, resistors R4, R6 and R12. When pin 1 
of terminal block TB2 is pulled low, a voltage di
vider to the gate of 02 is formed between resis· 
tors R8 and R4. This drives the gate to source 
voltage of the P-channel MOSFET switch below 
its threshold causing it to turn on. Its drain volt· 
age, connected to resistor R4 approaches that of 
the FET source node which is connected to the 
positive input voltage (+VIN), Now a voltage di
vider is activated between the input voltage and 
ground via R4 and R6 which forces the error am
plifier inverting input voltage to rise above the 
2.6VDC shutdown threshold, placing the device 
into its low current standby mode. 

Other Applications 

Many other voltage step down applications are 
addressable by the UC3573 Buck Regulator 
PWM Controller. Following a brief design exer
cise, the UC3573 Demonstration Kit can be reo 
populated with the exact components to evaluate 
other DC to DC converter designs. Consult the 
UC3573 Datasheet for additional information. 
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UC3584DW Secondary Side Post Regulator, Evaluation Board, Schematic, 
and List of Materials 

By Phil Cooke 

Introduction 
The operation of the UC3584 Secondary Side Post 
Regulator can quickly be evaluated in a given sys
tem by using this separate board containing a fully 
functional auxiliary converter. This controller pro
vides a semiconductor solution for regulating auxil
iary outputs in transformer isolated power supplies 
where magnetic amplifiers (magamps) where pre
viously used. Circuit operation is synchronized to 
the main power converter and is based on leading 
edge modulation. This technique is compatible with 
both primary side current-mode and voltage-mode 
controls employed by the main converter. 

VIN 
(TO TRANSFORMER 

SEODNDARY) 

R8 

Rl0 

Circuit Description 
As shown in Fig. 1, a buck power stage produces 
the regulated auxiliary output at the AUX OUT con
nector. The input power is provided at VIN and can 
be connected to a variety of single and double 
ended buck-derived converters. One such case is 
shown in Fig. 2 for a push-pull converter. This 
power connection is made at the common cathode 
of the main output node just before the main filter 
inductor. Connection at this node affords both syn
chronization to the primary controller and power 
transfer. Note that the oscillator is set at approxi
mately 150kHz to make synchronization to a 
170kHz converter possible. To guarantee synchro
nization, the free running oscillator frequency 
should be set to less than the main frequency by 
adjusting R11 and C1 o. 

R9 

AUXOUT 
(3.3V AUXILIARY 

OUTPlJT] 

R12 

~C9 T C8 LdJ-~---U1- -~ ~r-c-;-o -r ------0 CT 

LL..ili COMP AT ~~ 
+-J.i..Iv-....,---1=::'!:!'!.=1~-----=-:-::--1l6 SYNC [$J----Wv-J-=1=-

f:1:' 
R2 

D2 

R4 

Figure 1. Evaluation board schematic. 
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The auxiliary circuit is designed to interface to a 
5.0V main output and its output is set to 3.3V at 
10W. Other configurations are possible with minor 
changes to R7, C7, R8, R9, C8, C9 and R10. The 
surface mount design permits the use of the lowest 
thermal impedance package (UC35840W) and 
minimizes required circuit board area. Compensa
tion of the auxiliary circuit uses a lead-lag network 
providing the most flexibility for other designs. 
Power to the IC (U1) is generated by the boost cir-

MAINPWM 
CONTROL 

r-

.. 

+ 
) I~ 

~ 

~ 

Jlr. IIo..J 

c )::; 
..... 1 

J~r J~r 
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cuit consisting primarily of L2, 03, C14 and an in
ternal boost switch. The boost circuit can be re
placed if desired, by a simple voltage doubler 
attached to the main transformer secondary wind
ing. 

For more complete information, pin descriptions and 
specifications for the UC3584DW Secondary Side Post 
Regulator, please refer to the UC3584, UCC3583 and· 
. the UCC3808 data sheet or contact your Unitrade Field 
Applications Engineer. 

~ 

MAIN 

* LOAD 

-=~ 

+ - + -
VIN MAIN IN 

UC3584DW DEMO 
BOARD 

+>-- AUXILIARY 
AUXOUT ->-- LOAD 

UDG-98066 

Figure 2. Connections between push-pull power stage and UC3584DW evaluation board. 

Reference Description Manufacturer Part Number 
DeSignator 

C1, C2, C3, C4 390JlF 6.3V R Case Code Solid Tantalum Sprague, Newark 595D397X06R3R2T 

C5,C11, C12, 0.1IlF, 50V, 1206, X7R, ±10% Xicon, Mouser 140-CC502B104K 
C15 
C6 100 pF, 50V, 1206, NPO, ±5% Xicon, Mouser 140-CC502N101J 

C7 4700pF,50V, 1206,X7R,±10% Xicon, Mouser 140-CC502B472K 

CB 120 pF 50V 1206 NPO ±5% Xicon, Mouser 140-CC502N121J 

C9 0.01 JlF 50V, 1206, X7R, ±10% Xicon, Mouser 140-CC502B103K 

C10 220 pF, 50V, 1206, NPO, ±5% Xicon Mouser 140-CC502N221J 

C13 1000pF 50V 1206,X7R ±10% Xicon, Mouser 140-CC502B 1 02K 

C14 10 JlF, 25V, 7343, Tantalum, ±20% Kemet, Newark T491D106M025AS 

Table 1. Evaluation board list of materials. 
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C16 470 uF, 6V, 7343H, Tantalum, ±20% 
C17 1.5 uF, 25V, Tantalum, ±20% 

Dl Schottky, lOA, 45V 

D2,D4 lN414S 

D3 Schottky, 1.0A, 40V 

Ll 33uH, 3.7A rms, 52mn 

L2 33uH, 2.4A rms, 9S.9mn 

Ml MOSFET, 60V, 0.10n, 14A 
Rl 4.75kn, 1206, 1/SW 
R2,R12 2kn, 1206, 1/SW 
R3,R13 243n, 1206, 1/SW 
R4 3.3n, 1206, 1/SW 
R5 3.57kn, 1206, 1/SW 
R6 1 kn, 1206, 1/SW 
R7 13.3kn, 1206, 1/SW 
RS 6S.1kn, 1206, 1/SW 
R9 57.6kn, 1206, 1/SW 
Rl0 17.Skn, 1206, 1/SW 
Rl1 15kn, 1206, 1/SW 
VIN, AUX OUT, Terminal Board Connectors 
MAIN IN 
CaMP, CT Test POints, SMT 
U1 Secondary Side Synchronous Post Regulator 

Table 1. Evaluation board list of materials (continued). 
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Manufacturer Part Number 

Kemet T510X477M006AS 

Panasonic, Digikev ECS-Hl EX155R 

Central Semiconductor CSHD10-45L 

Diodes Inc. 1 N414S 

IR 10B0040 
Coiltronics UP4-330 

Coiltronics UP2-330 

IR IRFR024 

Panasonic, Digikey P4.75KFCT-ND 

Panasonic, Digikev P2.0KFCT-ND 

Panasonic, Digikey P243FCT-ND 
Panasonic, Digikev P3.3RCT-ND 
Panasonic, Digikey P3.57KFCT-ND 

Panasonic, Digikey Pl.0KFCT-ND 

Panasonic, Digikev P13.3KFCT-ND 

Panasonic, Digikey P6S.1 KFCT -N D 
Panasonic, Digikev P57.6KFCT-ND 

Panasonic, Digikey P17.SKFCT-ND 

Panasonic, Digikey P15.0KFCT-ND 

RDl/Mouser 506-2SV-02 

Components Corp. TP-l0S-02 

Unitrode UC35S4DW 
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Comparing the UC3842, UCC3802, and UCC3809 Primary Side PWM Controllers 

by Lisa Dinwoodie 

Introduction 

Despite the fact that the UC3842 and the 
UCC3802 are pin for pin compatible, they are not 
drop in replacements for each other. Designed as 
the next generation '42, the UCC3809 also has dif
ferences that prevent a simple drop in substitute. 
Table 1 identifies the most notable features and 
functional differences between the three control
lers. This Design Note will help the user transition 
from either the UC3842 or the UCC3802 to the 
UCC3809 in an existing design. 

Figures 1, 2, and 3 all show the same basic iso
lated f1yback converter utilizing a different primary 
side controller chip. Each converter uses identical 
component types and circuit traces. Careful atten
tion must be paid to the components and circuit 
traces that are drawn with dotted lines. The dotted 
lines indicate unused components in that particular 
design and these designations would be left open. 
The secondary side of each figure consists of an 
error amplifier and voltage reference to compare 
the output voltage and drive an optocoupler. The 
primary side of each figure consists of a MOSFET 

switch, PWM controller IC, and supporting circuitry 
to perform soft start, leading edge blanking, slope 
compensation, and current limiting. Table 2 lists 
each component and the function it supports in 
each design. 

Soft-Start and Shutdown 

The UC3842 requires an external PNP, resistor, 
and capacitor in order to have full cycle soft start. 
The UCC3802 has built in soft start fixed at W/ms. 
The UCC3809 has user programmable soft start 
by selecting a Single capacitor. The shut down cir
cuitry is the same in all three designs except that 
the UCC3809 uses this circuitry to pull the SS pin 
low instead of pulling the COMP pin low as in the 
UC3842 and the UCC3802. 

Bias 

The BiCMOS design of the UCC3802 and the 
UCC3809 result in lower start up and operating 
currents as compared to the bipolar UC3842. As 
an added feature, the '09 has two versions with dif
ferent under voltage lockout levels for off-line or dc 
to dc systems. 

Table 1. Feature comparison of the three controllers. 

FEATURES UC3842 UCC3802 UCC3809 
Operating Current lImA 0.5mA O.BmA 
Undervoltage lBV IBV 12.5V 14.2V 10V 12V (-1 Version) 
Lockout/Hysteresis 15V 17V (- 2 Version) 
Max. Frequency 500 kHz 1 MHz 1 MHz 
Soft Start External Circuit Required Internal User Programmable 
Leadina Edae Blankina External Internal External 
Output Drive +IA ±IA O.4A Source I O.SA Sink 
Reference Voltage 5V±2% 5V±2% 5V±5% 
Maximum Duty Cycle Limit Not User Programmable Less Than 90% Not User Programmable Up To 

Recommended 70% 
Slope Compensation External External External 
Error Amplifier Internal Internal External 
Shut Down External External External 

01199 
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Outputs 

Only the UC3842 requires Schottky diodes from 
the output to ground in order to prevent the sub
strate from becoming negatively biased. The 
CMOS output stage of the UCC3802 and 
UCC3809 make these Schottkies unnecessary. 

Oscillator 

Both the UC3842 and the UCC3802 use a single 
resistor and capacitor to set the oscillator fre
quency. Both oscillators have a valley voltage of 
approximately zero. This is evident in Figures 1 
and 2 where RT2 is not used (shorted) and the AC 
coupling capacitor in the slope compensation cir
cuitry, Csc, is also shorted. Although requiring 
fewer parts, setting a maximum duty cycle is diffi
cult if not impossible. Because the UC3842 and 
the UCC3802 do not have trimmed discharge cur
rents, the maximum duty cycle can only be set by 
trial and error on every device. The UCC3809 
uses two resistors and a capacitor (and two pins) 
to set its oscillator frequency. The user can reli
ably set the maximum duty cycle by programming 
the positive ramp time of the oscillator through the 
selection of RT1 and CT. Because the valley volt
age of the oscillator is greater than zero, the AC 
coupling capacitor is required in the slope compen
sation circuitry of the UCC3809. The UCC3802 

V,N 
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and the UCC3809 can be used in systems with 
switching frequencies as high as 1 MHz, the 
UC3842 is limited to 500kHz operation. 

Feedback 

Because the flyback design shown in the figures 
requires isolation, an external error amplifier is 
used on the secondary side to sense the output 
voltage. The internal error amplifiers in the 
UC3842 and the UCC3802 are configured for unity 
gain and are essentially not used. The UCC3809 
was designed without an internal error amplifier, 
greatly reducing its silicon size and cost. A single 
pin (FB) sums the current sense Signal, the voltage 
feedback signal, and any added slope compensa
tion. The UC3842 and the UCC3802 require three 
pins to perform these functions. 

Current Sense 

To reduce the effects of noise pulses on the lead
ing edge of the current sense Signal, the UC3842 
and the UCC3809 deSigns both use an RC filter. 
Thanks to an internal discharging FET on the FB 
pin in the UCC3809, this device has better n~ise 
immunity and requires a smaller external RC filter 
than the UC3842. These components are not re
quired with the UCC3802 because this chip has 
on-board current sense filtering that blanks out the 
first 1 OOns of the rising edge of the OUT pin. 

DOTIED LINES INDICATE UNUSED COMPONENTS 

UDG·99011 

Figure 1. Isolated flyback converter using the UC3842. 
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Figure 2. Isolated flyback converter using the UCC3802. 
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Figure 3. Isolated flyback converter using the UCC3809. 
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Table II. Component function and requirement comparison for Figures 1,2, and 3. 

COMPONENT FUNCTION UC3842 UCC3802 UCC3809 

RBIAS IC Operating Current UVLO/Hysteresis Required Required Required 

CREF VREF Decoupling Required Required Required 
CyCC Input Voltage Decouplina R~uired Required Required 
D1 Gate Drive Clamp Required Not Used Not Used 
D2 Gate Drive Clamp Required Not Used Not Used 

RGATE Gate Drive Required Required Required 

RPLDN Gate Drive Required Required Required 

RTl Oscillator Required Required Required 

RT2 Oscillator Not Used Not Used Required 

CT Oscillator Required Required Required 

Css Soft Start Not Used Not Used Required 

ass Soft Start Required Not Used Not Used 

CSSl Soft Start Required Not Used Not Used 
Rss Soft Start Required Not Used Not Used 

RLEB Leading Edae Blanking, Slope Compensation Required Required Required 

CLEB Leading Edge Blankina 

asc Slope Compensation 

RSCl Slope Compensation 

Csc Slope Compensation 

RSC2 Slope Compensation 

RVFB Voltage Feedback 

RCOMP Voltage Feedback 

aso Shutdown 

RSOl Shutdown 

RS02 Shutdown 

RSENSE Current Limit 

Packaging 

In systems where board space and height are at a 
premium, the UCC3809 is the optimum choice be
cause it is available in the new MSOP package, 
which is approximately two-thirds the footprint of 
the TSSOP package. The MSOP measures only 
1 mm in height as compared to 1.2mm for the 
TSSOP. The TSSOP is the smallest package 
available for the UCC3802 and the 14 pin SOIC D 
package is the smallest package that will accom
modate the UC3842. 

UNITRODE CORPORATION 
7 CONTINENTAL BLVD .• MERRIMACK, NH 03054 
TEL. (603) 424-2410· FAX (603) 424-3460 

Required Not Used Required 
Required Required Required 
Required Required Required 
Not Used Not Used Required 
Required Required Required 
Required Required Required 
Required Required Not Used 
Required Required Required 
Required Required Required 
Reguired Required Required 
Required Required Required 

Summary 

Although not directly a drop in replacement, exist
ing designs utilizing the UC3842 or the UCC3802 
can be easily transitioned to the UCC3809. By do
ing so, the user will enjoy the added benefits of 
programmable soft-start, maximum duty cycle 
clamp, smaller prOfile, and better noise immunity 
without a redundant, unused error amplifier on the 
primary side resulting in a more cost effective, effi
cient design. 
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A NEW INTEGRATED CIRCUIT FOR 
CURRENT MODE CONTROL 

Abstract 
The inherent advantages of current-mode control over conventional PWM approaches to switching power 
converters read like a wish list from a frustrated power supply design engineer. Features such as automatic feed 
forward, automatic symmetry correction, inherent current limiting, simple loop compensation, enhanced load 
response, and the capability for parallel operation all are characteristics of current-mode conversion. This paper 
introduces the first control integrated circuit specifically designed for this topology, defines its operation and 
describes practical examples illustrating its use and benefits. 

1.0 Introduction 
Over the past several years an increased interest in 
current-mode control of switching inverters has 
surfaced in the literature. Originally invented in the 
late 1960s this scheme was not publicly reported 
until 1977(1) and has seen rapid development by 
many authors to date.(2-6) In short, current-mode 
control uses an inner or secondary loop to directly 
control peak inductor current with the error signal 
rather than controlling duty ratio of the pulse width 
modulator as in conventional converters. Practi
cally, this means that instead of comparing the error 
voltage to a voltage ramp, it is compared to an 
analogue of the inductor current forcing the peak 
current to follow the error voltage. 

CLOCK ....... '--~_-L __ 

FIGURE 1. A FIXED FREQUENCY CURRENT-MODE CONTROLLED 
REGULATOR. 
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Figure 1 illustrates a simplified block diagram of a 
fixed frequency buck regulator employing current
mode control. As shown, the error Signal, Ve• is 
controlling peak switch current which, to a good 
approximation, is proportional to average inductor 
current. Since the average inductor current can 
change only if the error signal Changes, the inductor 
may be replaced by a current source, and the order 
of the system reduced by one. This results in a 
number of performance advantages including 
improved transient response, a simpler, more easily 
designed control loop, and line regulation compara
ble to conventional feed-forward schemes. Peak 
current sensing will automatically provide flux 
balancing thereby eliminating the need for complex 
balance schemes in pOsh-pull systems. Addition
ally, by simply limiting the peak swing of the error 
voltage Ve • instantaneous peak current limiting is 
accomplished. Lastly, by feeding identical power 
stages with a common error signal, outputs may be 
paralleled while maintaining equal current sharing. 

Although the advantages of current-mode control 
are abundant, wide acceptance of this technique 
has been hampered by a lack of suitable integrated 
circuits to perform the associated control functions. 
This paper introduces a new integrated circuit 
designed specifically for control of current-mode 
converters. Circuit function and features are des
cribed in detail, and a comparative design example 
is used to illustrate the numerous advantages of this 
approach. 

2.0 UC1846 Chip Architecture 
In addition to all the functions required of conven
tional PWM controllers, a current-mode controller 
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FIGURE 2. UC1B46 BLOCK DIAGRAM 

must be able to sense switch or inductor current 
and compare it on a pulse-by-pulse basis with the 
output of the error amplifier. As may be seen in the 
block diagram of Figure 2, this is accomplished in 
the UC1846 by using a differential current sense 
amplifier with a fixed gain of 3. The amplifier allows 
sensing of low level voltages while maintaining high 
noise immunity. A list of other features, while not 
unique to current-mode conversion, demonstrates 
the advanced, state-of-the-art architecture of the 
UC1846: 

.A ± 1%, 5.1V trimmed bandgap reference used 
both as an external voltage reference and inter
nal regulated power source to drive low level 
circuitry. 

.A fixed frequency sawtooth oscillator with varia
ble deadtime control and external synchroniza
tion capability. Circuitry features an all NPN 
design capable of producing low distortion 
waveforms well in excess of 1 MHz. 

• An error amplifier with common mode range from 
ground to Vcc-2V. 

• Current limiting through clamping of the error 
signal at a user-programmed level. 

.A shutdown function with built in 350mV thresh
old. May be used in either a latching, or non
latching mode. Also capable of initiating a 
"hiccup" mode of operation. 
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• Under-voltage lockout with hysteresis to guaran
tee outputs will stay "off" until reference is in 
regulation. 

• Double pulse suppression logic to eliminate the 
possibility of consecutively pulsing either output. 

• Totem pole output stages capable of sinking or 
sourcing 100mA continuous, 400mA peak 
currents. 

These various features, along with their interrela
tionships and applications to switched-mode regu
lators, will be further discussed in the following 
sections. 

3.0 UC1846 Functional Description 

3. 1 Current Sense Amplifier 
The current sense amplifier may be used in a var
iety of ways to sense peak switch current for com
parison with an error voltage. Referring to Figure 2, 
maximum swing on the inverting input of the PWM 
comparator is limited to approximately 3.5V by the 
internal regulated supply. Accordingly, for a fixed 
gain of 3, maximum differential voltages must be 
kept below 1.2V at the current sense inputs. Figure 3 
depicts several methods of configuring sense 
schemes. Direct resistive sensing is simplest, how
ever, a lower peak voltage may be required to min
imize power loss in the sense resistor. Transformer 
coupling can provide isolation and increase effi-
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ciency at the cost of added complexity. Regardless 
of scheme, the largest sense voltage consistent 
with low power losses should be chosen for noise 
immunity. Typically, this will range from several 
hundred millivolts in some resistive sense circuits to 
the maximum of 1.2V in transformer coupled 
circuits. 

A.) RESISTIVE SENSING WITH GROUND REFERENCE 

I 
~--------------~ --

B.) RESlmVE SENSING ABOVE GROUND 

CURRENT 
XFORUeR 

«~} ~----.lllt-
C.) ISOLATED CURRENT SENSING 

FIGURE 3. VARIOUS CURRENT SENSE SCHEMES 

In addition, caution should be exercised when using 
a configuration that senses switch current (Figure 
3A) instead of inductor current (Figure 3B). As the 
switch is turned on, a large instantaneous current 
spike can be generated in the sense resistor as the 
collector capacitance of the switch is discharged. 
This spike will often be of sufficient magnitude and 
duration to trip the current sense latch and result in 
erratic operation of the PWM circuit, particularly at 
lower duty cycles. A small RC filter (Figure 4) in 
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series with the input is generally all that is required 
to reduce the spike to an acceptable level. 

5QOpf 

/ 

~"n 

\k 

/ 

, 
I , 

FIGURE 4. RC FILTER FOR REDUCING SWITCH TRANSIENTS 

3.2 Oscillator 
Although many data sheets tout 300 to 500kHz 
operation, virtually all PWM control chips suffer from 
both poor temperature characteristics and wave
form distortions at these frequencies. Practical 
usage is generally limited to the 100 to 200kHz 
range. This is a direct consequence of having slow 
(f.= 2MHz) PNP transistors in the oscillator signal 
path. By implementing the oscillator using all NPN 
transistors, the UC1846 achieves excellent temper
ature stabillity and waveform clarity at frequencies 
in excess of 1 MHz. 

., 

SYNC 

OSCILLATOR /"'"\ /"\ /'\ 
(PIN 8) /' \,../' V'" \ 

SYNC n n n 
(PIN 10) ----' ~ ~ ~ 

-I I-OUTPUT DEADTlME (") 

FIGURE 5. OSCILLATOR CIRCUIT 

Referring to Figure 5, an external resistor RT is used 
to generate a constant current into a capacitor CT to 
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produce a linear sawtooth waveform. Oscillator fre
quency may be approximated by selecting RT and 
CT such that: 

2.2 
fooc= --

RT CT (1) 

Where RT can range from 1 K to 500K and CT is 
above 100pF. For quick reference a plot of fre
quency versus RT and CT is given in Figure 6. 

FREQUENCY • KILOHERTZ 

FIGURE 6. OSCILLATOR FREQUENCY AS A FUNCTION OF 
RT AND CT 

Again referring to Figure 5, the oscillator generates 
an internal clock pulse used, among other things, to 
blank both outputs and prevent simultaneous cross 
conduction during switching transitions. This output 
"deadtime" is controlled by the oscillator fall time. 
Fall time, in turn, is controlled by CT according to the 
formula: 

[ 12 ] rd=145CT 
12 - 3.6/RT(kQ\ (2) 

For large values of RT: 

rd = 145 CT (3) 

OUTPUT DEAD TIME, T d • MICROSECONDS 

FIGURE 7. OUTPUT DEADTIME AS A FUNCTION OF TIMING 
CAPACITOR CT 
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A plot of output deadtime versus CT for two values of 
RT is given in Figure 7. 

Although timing capacitors as small as 100pF can 
be used successfully in low noise environments, it is 
generally recommended that CT be kept above 
1000pF to minimize noise effects on the oscillator 
frequency (see Section 4.0). 

Synchronization of one or more devices to either an 
external time base or another UC1846 is accomp
lished via the bi-directional SYNC pin. To synchron
ize devices, first, CT must be grounded to disable the 
internal oscillator on all slaved devices. Second, an 
external synchronization pulse must be applied to 
the SYNC terminal. This pulse can come directly 
from the SYNC terminal of a master UC1846 or, 
alternatively, from an external time base as shown 
in Figure 8. 

FIGURE 8. SYNCHRONIZING THE 1846 TO AN EXTERNAL 
TIME BASE 

3.3 Current Limit 

fl2.0 

OV 

One of the most attractive features of a current
mode converter is its ability to limit peak switch 
currents on a pulse-by-pulse basis by simply limit
ing the error voltage to a maximum value. Referring 
to Figure 9, peak current limiting in the UC1846 is 
accomplished using a divider network, Rl and R2 , to 
set a pre-determined voltage at pin 1. 

FIGURE 9. PEAK CURRENT LIMIT SET UP 
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This voltage, in conjunction with Q1, acts to clamp 
the output of the error amplifier at a maximum value. 
Since the base emitter drop of Q, and the forward 
drop of diode D, very nearly cancel, the negative 
input of the comparator will be clamped at the value 
VPIN' -0.5V. Following this through to the input of 
the current sense amplifier yields: 

VPIN, -0.5 
Ve8 = 

3 (4) 

Where Vee is the differential input voltage of the 
current sense amplifier. Using this relationship, a 
value for maximum switch current in terms of exter
nal programming resistors can be derived, resulting 
in: 

R2 (VREF) - 0.5 

R, + R2 
ICL = -'-----=--

3Rs (5) 

While still on the subject of resistor selection, it 
should be pointed out that R, also supplies holding 
current for the shutdown circuit, and therefore 
should be selected prior to selecting Ra as outlined 
in the next section. 

One last word on the current limit circuit. As may be 
seen from equation 5, any signal less than 0.5V at 
the current limit input will guarantee both outputs to 
be off, making pin 1 a convenient point for both 
shutting down and slow starting the PWM circuit. 
For example, both the under-voltage lockout and 
shutdown functions are connected internally to this 
point. If a capacitor is used to hold pin 1 low (Figure 
10) then as the input voltage increases above the 
under-voltage lockout level, the capacitor will 
charge and gradually increase the PWM duty cycle 
to its operating point. In a similar manner if the 
shutdown amplifier is pulsed, the shutdown SCR will 
be fired and the capacitor discharged, guarantee
ing a shutdown and soft restart cycle independent 
of input pulse width. 

TO TO 
UNDER-VOLTAGE PWM COMPARATOR 

LOCKOUT 

R, 

FIGURE 10. USING UNDER-VOLTAGE LOCKOUT AND SHUTDOWN 
TO INITIATE A SLOW START. 
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3.4 Shutdown 
The shutdown circuit, shown in Figure 11, was 
designed to provide a fast acting general purpose 
shutdown port for use in implementing both protec
tion circuitry and remote shutdown functions. The 
circuit may be divided into an input section consist
ing of a comparator with a 350mV temperature 
compensated offset, and an output section consist
ing of a three transistor latch. Shutdown is accomp
lished by applying a signal greater than 350mV to 
pin 16, causing the output latch to fire, and setting 
the PWM latch to provide an immediate signal to the 
outputs. At this point, several things can happen. Q, 
requires a minimum holding current, IH, of approxi
mately 1.5mA to remain in the latched state. There
fore, if R, is chosen greater than 5kO, Q, will 
discharge any capacitance, Cs, on pin 1 to ground 
and commutate the output latch, allowing Cs to 
recharge. If R, is chosen less than 2.5kO, Q, will 
discharge Cs and remain in the latched state until 
power is externally cycled off. In either case, Cs is 
required only if a soft-start or soft-restart function is 
desired. 

FIGURE 11. SHUTDOWN CIRCUITRY 

For example, the shutdown circuit of Figure 12, 
operating in a nonlatched mode, will protect the 
supply from overcurrent fault conditions. Many 
times, if the output of a supply is shorted, circulating 
currents in the output inductor will build to danger
ous levels. Pulse-by-pulse current limiting with its 
inherent time delay, will in general not be able to 
limit these currents to acceptable levels. Figure 12 
details a circuit which will provide shutdown and 
soft-restart if the overcurrent threshold set by R3 
and R4 is exceeded. This level should be greater 
than the peak current limit value determined by R, 
and R2 (see equation 5). Sometimes called a "hic
cup mode", this overcurrent function will limit both 
power and peak current in the output stages until 
the fault is removed. 
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R, 

FIGURE 12. OVER CURRENT SENSING WITH THE SHUTDOWN 
CIRCUIT PRODUCES A SHUTDOWN - SOFT RESTART 
CYCLE TO PROTECT OUTPUT DRIVERS 

4.0 Noise Immunity 
As in all PWM circuits, some simple precautions 
should be observed to prevent switching noise from 
prematurely triggering the oscillator as it 
approaches its upper threshold. This is most evi
dent when large capacitive loads - such as the 
gates of power FETS - are directly driven from 
outputs A and B. As the duty cycle approaches 
100%, the current spike associated with this output 
capacitance can cause the oscillator to prema
turely trigger with a resulting shift upward in fre
quency. By separating high current ground paths 
from low level analog grounds, using CT values 
greater than 1000pF grounded directly to pin 12, 
and decoupling both VIN and VREf with good quality 
bypass capacitors, noise problems can be avoided. 

5.0 Comparative Design Example 
To more vividly illustrate the advantages of current
mode control, a relatively simple push-pull forward 
converter was designed using two interchangeable 
control sections, as shown in Figure 13. The control 
modules consist of (a) a UC1846 current-mode 
controller with associated circuitry, and (b) a con
ventional UC1525A PWM controller with its support 
circuitry. Loop compensation of the UC1525A was 
implemented by placing a zero in the feedback loop 
to cancel one of the poles in the output stage, 
resulting in a unity gain bandwidth of approximately 
3kHz - a commonly used technique. Compensat
ing the current-mode converter requires somewhat 
of a different approach. Since the output stage con
tains only a single pole, in theory closing the loop 
will produce a stable system with no additional 
compensation. In practice, however, it has been 
shown that subharmonic oscillation will result from 
excess gain at half the switching frequency'5'. 
Therefore, a pole-zero combination has been 
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placed in the feedback loop to reduce high fre
quency gain and allow the output capacitor (lOW 
ESR) to roll off loop gain to OdB at 3kHz. 

While not demonstrated in Figure 13, fixed fre
quency current-mode converters are known to be 
unstable above 50% duty cycle without some form 
of slope compensation'4-61. By injecting a small cur
rent from the sawtooth oscillator into the positive 
terminal of the current sense amplifier, slope com
pensation is accomplished, and the converter can 
be operated in excess of 50% duty cycle. An alter
nate, but just as effective, scheme would be to inject 
the signal into the negative terminal of the error 
amplifier. 

As may be seen, a similar parts count for both 
supplies was encountered. Topologically, using the 
UC1525A shutdown terminal provided only a crude 
current limit in contrast to the UC1846. Further
more, internal double pulse suppression circuitry of 
the UC1846 gave an added level of protection 
against core saturation - important if your regula
tor is prone to subharmonic oscillations. Since both 
regulators were over-designed to withstand a short 
circuit on the output with resultant high peak cur
rents, the shutdown-restart mode of the UC1846 
was not used. 

It should be pointed out at this time that one of the 
main features of a current-mode converter of this 
type is its ability to be paralleled with similar units. 
By disabling the oscillator and error amplifiers (CT 
grounded, +EI A to VREf, -E/A grounded) of one or 
more slave modules, and connecting SYNC and 
COMP pins of the slave(s) respectively, the outputs 
may be connected together to provide a modular 
approach to power supply design. 

Starting with Figure 14, a comparison of line and 
load step responses is made between the two con
verters. As a result of the feed-forward effect of the 
current-mode converter, response to a step input 
change shows more than an order of magnitude 
improvement (Figure 14a) when compared to the 
conventional converter (Figure 14b). Although not 
as pronounced, response to a step load change 
leaves the UC1846 converter (Figure 15) with a 
clear advantage in output response - 40mV as 
compared to 70mV for the UC1525A. 

Virtually all conventional push-pull converters are 
prone to flux imbalance caused by mismatched 
storage delays etc., in the output stage. Figure 16 
shows both converters operating with the same 
power stage. No effort was made to match output 
devices. As may be seen, there is little noticeable 
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difference between switch currents of the UC1846. 
However, the UC1525A - with identical output 

transistors - shows phase B.driving the core close 
to saturation with 50% more current than phase A. 

lOOQ 
15 

:lJ.lf 
2w 

VREI' 

.5k 11 
·T "oUT 

.OO5~f 

CT .. , 
UCla46 

+ElA BCUf 
.. 

3.2k 

....... P--"'1 ... 5''II---· \lREF 

Ik 0--_+---_-_-_______ -' 
.3.6k 

(A) UC1846 CURRENT-MODE CONTROLLED REGULATOR 

v" 

lOOpf 

(B) UC1525A VOLTAGE MODE CONTROLLER 

FIGURE 13. PUSH-PULL FORWARD CONVERTER WITH (A) CURRENT-MODE CONTROL AND (B) VOLTAGE MODE CONTROL 

(A) 

t = 2msJDIV 

.... OUTPUT ... 
RESPONSE 
50mVIDIV 

(8) 

FIGURE 14. RESPONSE TO A STEP INPUT CHANGE OF 25 TO 35V BY (A) UCl846 and (B) UC1525A CONVERTERS 
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(A) 

t = O.2mS/DIV 

.... OUTPUT~ 
RESPONSE 
20mV/DIV 
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(B) 

FIGURE 15. RESPONSIVE TO A STEP LOAD CHANGE OF 1 AMP BY (A) UC1846 AND (B) UC1525A CONVERTERS 

(AI 

t = 5Ils!DIV 

.... SWITCH ~ 
CURRENTS 
(O.2A1DIV) 

,BI 

FIGURE 16. SWITCH CURRENTS SHOWING FLUX IMBALANCE IN (A) UC1846 AND (B) UC1525A CONVERTERS 

6.0 Conclusion 
Rarely do new design techniques evolve that can 
promise as much as current-mode control for the 
power supply engineer. We have shown this to be a 
simple technique easily extended from present 
converter topologies, that will increase dynamic 
performance and provide a higher degree of relia
bility while permitting new approaches to modular 

UNITRODE CORPORATION 
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deSign. Until recently, current-mode converters 
could not compete with the economics of conven
tional converters designed with I.C. controllers. 
Now, with the UC1846 designed specifically for this 
task, current-mode control can provide all of the 
above performance advantages on a cost competi
tive basis. 
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MODELLING, ANAL YSISAND 
COMPENSATION OF THE' 

CURRENT-MODE CONVERTER 

Abstract 

As current-mode conversion increases in popularity, several peculiarities associated with fixed:frequency, peak-current 
detecting schemes have surfaced These include instability above 50% duty cycle, a tendency towards subharmonic 
oscillation, non-ideal loop response, and an increased sensitivity to noise. This paper will attempt to show that the 
performance of any current-mode converter can be improved and at the same time all of the above problems reduced or 
eliminated by adding a fixed amount of "slope compensation" to the sensed current waveform. 

1.0 INTRODUCTION 

The recent introduction of integrated control circuits designed specifically 
for current mode control has led to a dramatic upswing in the 
application of this technique to new designs. Although the advantages of 
current-mode control over conventional voltage-mode control has been 
amply demonstrated"", there still exist several drawbacks to a fixed 
frequency peak-sensing current mode converter. They are (1) open loop 
instability above 50% duty cycle, (2) less than ideal loop response 
caused by peak instead of average inductor current sensing, (3) tendency 
towards subharnionic oscillation, and (4) noise sensitivity, particularly 
when inductor ripple current is small: Although the benefits of current 
mode control will, in most cases, far out-weight these drawbacks, a 
simple solution does appear to be available. It has been shown by a 
number of authors that adding slope compensation to the current 
waveform (Figure 1) will stabilize a system above 50% duty cycle. If 

Vo 

VOLTAGE 

SLOPE I 
COMPENSATION -.l.. 

~A 
f--T-1 1 

one is to look further, it becomes apparent that this same compensation 
technique can be used to minimize many of the drawbacks stated above. 
In fact, it \viii be shown that any practical converter will nearly always 
perform better with some slope compensation added to the current 
waveform. 

The simplicity of adding slope compensation - usually a single resistor -
adds to its attractiveness. However, this introduces a new problem - that 
of analyzing and predicting converter I'erformance. Small signal AC 
models for both current and voltage-mode PWM' s have been 
extensively developed in the Iiteratnre. However, the slope compensated 
or "dual control" converter possesses properties of both with an 
equivalent circuit different from yet containing elements of each. 
Although this has been addressed in part by several authors '''', there 
still exists a need for a simple circuit model that can provide both . 
qualitative and quantitative results for the power supply designer. 

Vo 

INDUCTOR 
CURRENT 

1"'i'Y'1 ... ~ SWITCH 
L....-_____ I U ~ CURRENT 

l-T-1 
FIGURE 1 - A CURRENT-MODE CONTROLLED BUCK REGULATOR WITH SLOPE COMPENSATION. 
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The first objective of this paper is to familiarize the reader with the 

peculiarities of a peak-current control converter and at the same time 
demonstrate the ability of slope compensation to reduce or eliminate 

many problem areas. This is done in section 2. Second, in section 3, a 

circuit model for a slope compensated buck converter in continuous 
conduction will be developed using the state-space averaging technique 

outlined in (1). This will provide the analytical basis for section 4 where 

the practical implementation of slope compensation is discussed. 

2.1 OPEN LOOP INSTABILITY 

An unconditional instability of the inner current loop exists for any fixed 

frequency current-mode converter operating above 50% duty cycle -

regardless of the state of the voltage feedback loop. While some 

topologies (most notably two transistor forward converters) cannot 
operate above 50"10 duty cycle, many others would suffer serious input 

limitations if greater duty cycle could not be achieved. By injecting a 

small amount of slope compensation into the inner loop, stability will 

result for all values of duty cycle. Following is a brief review of this 

techoique. 

Ver---~~~--------------~~---------

A.) DUTY CYCLE < 0.5 

INDUCTOR 
CURRENT (Ill 

Ver-----~~~--------------~~~~--

B.) DUTY CYCLE> 0.5 

~~~---------t~~~-----------y 

C.) DUTY CYCLE> 0.5 WITH SLOPE COMPENSATION 

FIGURE 2 - DEMONSTRATION OF OPEN LOOP INSTABILITY IN A 
CURRENT-MODE CONVERTER. 

Figure 2 depicts the inductor current wavefonn, k, of a current-mode 
converter being controlled by an error voltage Ve' By perturbing the 

current IL by an amount 81, it may be seen graphically that 81 will 

decrease with time for D < 0.5 (Figure 2A), and increase with time for 

D > 0.5 (Figure 2B). Mathematically this can be stated as 

811 = -810 (:~) (I) 

Carrying this a step further, we can introduce a linear ramp of slope -m 

as shown in Figure 2C. Note that this slope may either be added to the 

current wavefonn, or subtracted from the error voltage. This then gives 

811 =-810 (ffi2 + m) 
ml +m 

Solving for m at 100% duty cycle gives 
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(2) 

(3) 

Therefore, to guarantee current loop stability, the slope of the 

compensation ramp must be greater than one-half of the down slope of 
the current wavefonn. For the buck regulator of Figure I, ffi2 is a 

constant equal to ~ Rs, therefore, the amplitude A of the compensating 

wavefonn should be chosen such that 

A> TRs Yo 
L 

to guarantee stability above 50% duty cycle. 

(4) 

2.2 RINGING INDUCTOR CURRENT 

Looking closer at the inductor current waveform reveals two additional 

phenomenon related to the previous instability. If we generalize equation 

2 and plot In vs nT for all n as in Figure 3, we observe a damped 

sinusoidal response at one-half the switching frequency, similar to that of 

an RLC circuit. This ring-out is undesirable in that it (a) produces a 

ringing response of the inductor current to line and load transients, and 

(b) peaks the control loop gain at Y, the switching frequency, producing 

a marked tendency towards instability. 

o 
nT_ 

3T 

C 

V@o---j~ 

/L lR 

4T 5T 

FIGURE 3 - ANALOGY OF THE INDUCTOR CURRENT RESPONSE TO 
THAT OF AN RLC CIRCUIT. 

It has been shown in (I), and is easily verified from equation 2, that by 

choosing the slope compensation m to be equal to -ffi2 (the down slope 
of the inductor current), the best possible transient response is obtained. 

This is analogous to critically damping the RLC circuit, allowing the 

current to correct itself in exactly one cycle. Figure 4 graphically 

demonstrates this point. Note that while this may optimize inductor 

current ringing, it bas little bearing on the transient response of the 

voltage control loop itself. 

~ ~----------------------~~ 

FIGURE 4 - FOR THE CASE OF m = -m" A CURRENT PERTURBATION 
WILL DAMP OUT IN EXACTLY ONE CYCLE. 
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2.3 SUB HARMONIC OSCILLATION 

Gain peaking by the inner current loop can be one of the most 

significant problems associated with current-mode controllers. This 
peaking occurs at one-half the switching frequency, and - because of 
excess phase shift in the modulator - can cause the voltage feedback 
loop to break into oscillation at one-half the switching frequency. This 
instability, sometimes called subharmonic oscillation, is easily detected 
as duty cycle asymmetry between consecutive drive pulses in the power 
stage. Figure 5 shows the inductor current of a current-mode controller 
in subhannonic oscillation (dotted waveforms with period 2T). 

80 
~------------,.-----2T---------------------

FIGURE 5- CURRENT WAVE FORM (DOTTED) OF A CURRENT-MODE 
CONVERTER IN SUBHARMONIC OSCILLATION. 

To determine the bounds of stability, it is first necessary to develop an 
expression for the gain of the inner loop at one-half the switching 
frequency. The technique used in (2) will be paralleled for a buck 
converter with the addition of terms to include slope compensation 

2.3.1 LOOP GAIN CALCULATION AT lin, 

Referring to figures 5 and 6, we want to relate the input stimulus, Av .. 
to an output current,AIL.From figure 5, two equations may be 
written 

ADml T-ADnt:!T 
ADml T+ADm2T 

(4) 
(5) 

Adding slope compensation as in figure 6 gives another equation 

AVe = AVe +2ADmT (6) 

Using (5) to eliminate AVe from (6) and solving forAlIfAVe yields 

ml +nt:!+m 
(7) 

Ve~~ ____________________ -p~~ __ 

~-----------T---------~'~I 
FIGURE 6- ADDITION OF SLOPE COMPENSATION TO THE CONTROL 

SIGNAL 

For steady state condition we can write 

Dml T=(l -D)nt:!T 
or 

D=~ 
ml-1lI!!2 

By using (9) to reduce (7), we obtain 
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(8) 

(9) 

(10) 

Now by recognizing thatAILis simply a square wave of period 2T, we 
can relate the first harmonic amplitude toAIL by the factor 4/n and 
write the small signal gain at f = I>fs as 

(11) 

If we assume a capacitive load of C at the output and an error amplifier 
gain of A, then finally, the expression for loop gain at f = I> fs is 

4TA 

Loop gain = TT2 C 
1- 2D(1+ mlm2) 

(12) 

2.3.2 USING SLOPE COMPENSATION TO ELIMINATE 
SUBHARMONIC OSCILLATION 

From equation 12, we can write an expression for maximum error 
amplifier gain at f = I> fs to guarantee stability as 

1-2D(I+mlnt:!) 
4T 

TT2 C 
(13) 

This equation clearly shows that the maximum allowable error amplifier 
gain, A ... , is a function of both duty cycle and slope compensation A 

normalized plot of A.... versus duty cycle for several values of slope 
compensation is shown in figure 7. Assuming the amplifier gain cannot 
be reduced to zero at f = ~fs, then for the case of m = 0 (no 
compensation) we see the same instability previously discussed at 50% 
duty cycle. As the compensation is increased to m = -~nt:!, the point 
of instability moves out to a duty cycle of 1.0, however in any practical 

3 

~ 
:! 2 
L 
z ;;;: 
CJ 
:! 
::::> 
:! 
~ 
:! 

mllTI2 =-2 

1E:-----------------m/lTl2 =-\ 

.7 

DUTY CYCLE (D) 

1.0 

FIGURE 7 - MAXIMUM ERROR AMPLIFIER GAIN AT '1:0 f, (NORMALIZED) 
V.S. DUTY CYCLE FOR VARYING AMOUNTS OF SLOPE 
COMPENSATION. REFER TO EQUATION 13. 
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system, the finite value of Am .. will drive the feedback loop into 
subharmonic oscillation well before full duty cycle is reached. Ifwe 
continue to increase m, we reach a point, m = -nt:z. where the 
maximum. gain becomes independent of duty cycle. This is the point of 
critical damping as discussed earlier, and increasing m above this value 
will do little to improve stability for a regulator operating over the full 
duty cycle range. 

2.4 PEAK CURRENT SENSING VERSUS 
AVERAGE CURRENT SENSING 

True current-mode conversion, by definition, should force the average 
inductor current to follow an error voltage - in effect replacing the 
inductor with a current source and reducing the order of the system by 
one. As shown in Figure 8, however, peak current detecting schemes are 
generally used which allow the average inductor current to vary with 
duty cycle while producing less than perfect input to output - or 
feedforward characteristics. If we choose to add slope compensation 
equal to m = -'n m2 as shown in Figure 9, we can convert a peak 
current detecting scheme into an average current detector, again allowing 
for perfect current mode control. As mentioned in the last section, 
however, one must be careful of subharmonic oscillations as a duty 
cycle of 1 is approached when using m = -liz m2. 

IAVG 1 f-----I:-:;I#~--t~nr ...... --'~--
IAVG 2 f----7'Jry.-+--t--'l~--'~~~--
IAVG 3 1-""7'£...~--+--t--lU~~~-~-

0 1 O2 03 

FIGURE 8 - PEAK CURRENT SENSING WITHOUT SLOPE COMPENSATION 
ALLOWS AVERAGE INDUCTOR CURRENT TO VARY WITH 
DUTY CYCLE 

FIGURE 9 - AVERAGE INDUCTOR CURRENT IS INDEPENDENT OF DUN 
CYCLE AND INPUT VOLTAGE VARIATION FOR A SLOPE 
COMPENSATION OF m = .'1. 1IIz. 
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2.5 SMALL RiPPLE CURRENT 

From a systems standpoint, small inductor ripple currents are desirable 
for a number of reasons - reduced output capacitor requirements, 
continuous current operation with light loads, less output ripple, etc. 
However, because of the shallow slope presented to the current sense 
circuit, a small ripple current can, in many cases, lead to pulse width 
jitter caused by both random and synchronous noise (Figure 10). Again, 
if we add slope compensation to the current waveform, a more stable 
switchpoint will be generated. To be of benefit, the amount of slope 
added needs to be significant compared to the total inductor current -
not just the ripple current This usually dictates that the slope m be 
considerably greater than m2 and while this is desirable for subharmonic 
stability, any slope greater than m = -liz m2 will cause the converter to 
behave less like an ideal current mode converter and more like a voltage 
mode converter. A proper trade-off between inductor ripple current and 
slope compensation can only be made based on the equivalent circuit 
model derived in the next section. 

v.~=-_______________ __ 

1 I-__ ...::::...----";;;:O'T""'=::::::~....:.::~__ IRIPPLE 

tPEDESTAl 

FIGURE 10 • A LARGE PEDESTAL TO RIPPLE CURRENT RATIO. 

3.0 SMALL SIGNAL A.C. MODEL 

As we have seen, many drawbacks associated with current-mode control 
can be reduced or eliminated by adding slope compensation in varying 
degrees to the current waveform. In an attempt to determine the full 
effects of this same compensation on the closed loop response, a small 
signal equivalent circuit model for a buck regulator will now be 
developed using the state-space averaging technique developed in (I). 

3.1 A.C. MODEL DERiVATION 

Figure II a shows an equivalent circuit for a buck regulator power stage. 
From this we can write two state-space averaged differential equations 
corresponding to the inductor current and capacitor voltage as functions 
of duty cycle D 

Vo= IL_YlL 
C R 

Vo(l -0) 
L 

(14) 

(15) 
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(A) 

L Rx 

tWo VI (1·0) 

+ c 
RsT(..":'.._VO) 

Rs 2L 

(B) 

FIGURE 11- BASIC BUCK CONVERTER (A) AND ITS SMALL SIGNAL 
EQUIVALENT CIRCUIT MODEL (B). 

If we now perturb these equations - that in substitute 

VI + l:NIo Vo + 6.VO.O + 6.0 and IL + 6.IL for their respective 
vatiables - and ignore second order terms, we obtain the small signal 

averaged equations 

6. iL = 06.IL _ 6.Vo + VI6.0 (16) 
L L L 

• =6.IL_~ 
6.Vo C CR 

(17) 

A third equation - the control equation - relating error voltage, Ve, to 
duty cycle may be written from Figure 6 as 

I R = V - mDT _ (I - 0) Vo T Rs 
L S e 2L 

(\8) 

Perturbing this equation as before gives 

6.Ve (m VO) T 6.IL=---6.0T --- --(I-0)6.Vo 
Rs Rs 2L 2L 

(19) 

By using 19 to eliminate 6.0 from 16 and 17 we arrive at the state 

space equations 
(20) 

6.i =.Q i:l.V + i:l.Ve VI 
L L I RsLT(m Va' 

Rg-2I) 

(21) 

An equivalent circuit model for these equations is shown in Figure liB 

and discussed in the next section. 

3.2 A.C. MODEL DISCUSSION 

The model of Figure II B can be used to verify and expand upon our 

previous observations. Key to understanding this model is the interaction 
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between Rx and L as the slope compensation, m is changed In most 

cases, the dependent source between Rx and C can be iguored 

If Rx is much greater than L, as is the case for little or no compensation 

(m = 0), the converter will have a single pole response and act as a true 

current mode converter. If Rx is smaIl compared to L (m " R~~o), 
then a double pole response will be formed by the LRC output filter 
similar to any voltage-mode converter. By appropriately adjusting m, 

any condition between· these two extremes can be generated. 

Of . I' . th h Rs Vo . particu ar mterest IS e case w en m ="2L" Smce the down 

slope of the inductor current (m2 from Figure 6) is equal to RS LVo , we 

can write m = -!>m2. At this point, Rx goes to infinity, resulting in an 

ideal current mode converter. This is the same point, discussed in 

section 2.4, where the average inductor current exactly follows the error 

voltage. Note that although this compensation is ideal for line rejection 

and loop response, maximum error amp gain limitations as higher Quty 

cycles are approached (section 2.3) may necessitate using more 

compen~ation. 

Having derived an equivalent circuit model, we may now proceed in its 

application to more specific design examples. Figure 12 plots open loop 

ripple rejection (6.Vo/6.VI) at 120Hz versus slope compensation for a 

typical 12 volt buck regulator operating under the following conditions: 

Vo 12V 

VI 25V 

L 200~H 

C 300~f 

T 20~S 

R .5a 
RL W, I20 

Again, as the slope compensation approaches -!>m2, the theoretical 
ripple rejection is seen to become infinite. As larger values of m are 

introduced ripple rejection slowly degrades to that of a voltage-mode 

converter (-6.4dB for this example). 

iIi" e. 
::I! 
0 
~ ... « 
z 
0 
>= u 
U-J 

i:l 
Q: 

U-J' 

~ 
Il. 
1i: 

·70 

·60 

-0.5 -1 -1.5 -2 -2.5 -3 -3.5 -4 

SLOPE COMPENSATION (mill12) 

FIGURE 12 - RIPPLE REJECTION AT 120Hz V.S. SLOPE COMPENSATION 
FOR lAMP AND 12AMP LOADS. 
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If a small ripple to D.C. current ratio is used. as is the case for RL = 

I ohm in the example, proportionally larger values of slope compensation 
may be injected while still maintaining a high ripple rejection ratio. In 
other words, to obtain a given ripple rejection ratio, the allowable slope 
compensation varies proportionally to the average D.C. current, not the 
ripple current. This is an important concept when attempting to 
minimize noise jitter on a low ripple converter. 
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UC1846 

Figure 13 shows the small signal loop response (.6.Vo/.6.Ve) versus Il) Rs 
frequency for the same example of Figure 12. The gains have all been "--<~---------l 

normalized to zero dB at low frequency to reflect the actual difference in 
frequency response as slope compensation m is varied. At m = -1011'2," (a) SUMMING OF SLOPE COMPENSATION DIRECTLY WITH SENSED CURRENT 
an ideal single-pole roll-off at 6dB/octave is obtained. As higher ratios SIGNAL 

are used. the response approaches that of a double-pole with a 
12dB/octave roll-off and associated 1800 phase shift 

10 

O~---------.~---c~--

z rl,:-IO 
<l<l 
~-20 

~ 
Il. -30 

"'~H,.--m/l112 =-1 

§ 
~--w 
~ -50 
a:: 
~ 

10 

m/m2 =-.5--~~ 

m/l112 = 0 ----~'qf 

100 
FREQUENCY (HERTZ) 

lK 10K 

FIGURE 13 - NORMALIZED LOOP GAIN V.S. FREQUENCY FOR VARIOUS 
SLOPE COMPENSATION RATIO'S. 

4.0 SLOPE COMPENSATING THE UC1846 CONTROL I.C. 

Implementing a practical, cost effective current-mode converter has 
recently been simplified with the introduction of the UCI846 integrated 
control chip. This I.C. contains all of the control and support circuitry 
required for the design of a fixed frequency current-mode converter. 
Figures 14A and B demonstrate two alternative methods of implementing 
slope compensation using the UC1846. Direct summing of the 
compensation and current sense signal at Pin 4 is easily accomplished, 
however, this introduces an error in the current limit sense circuitry. The 
alternative method is to introduce the compensation into the negative 
input terminal of the error amplifier. This will only work if (a) the gain 
of the error amplifier is fixed and constant at the switching frequency 
(RI/~ for this case) and (b) both error amplifier and current amplifier 
gains are taken into consideration when calculating the required slope 
compensation. In either case, once the value of R2 has been calculated, 
the loading effect on CT can be determined and, if necessary, a buffer 
stage added as in Figure 14C. 

UNI1RODE CORPORATION 

VRff _______ -t __ , 

VSEN . .::S::E'--_-'VV'v __ -+ __ , 

(b) SUMMING OF SLOPE COMPENSATION WITH ERROR SIGNAL 

(e) EMITTER FOLLOWER USED TO LOWER OUTPUT IMPEDANCE OF 
OSCILLATOR. 

UCl846 

FIGURE 14 - ALTERNATIVE METHODS OF IMPLEMENTING SLOPE COMPEN
SATION WITH THE UC1846 CURRENT·MODE CONTROLLER. 
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UC384213/4/S PROVIDES LOW-COST 
CURRENT-MODE CONTROL 

INTRODUCTION 

The fundamental challenge of power supply design is to 
simultaneously realize two conflicting objectives: good 
electrical performance and low cost. The UC3842/3/4/5 
is an integrated pulse width modulator (PWM) designed 
with both these objectives in mind. This IC provides de
signers an inexpensive controller with which they can ob
tain all the performance advantages of current mode op
eration. In addition, the UC3842 series is optimized for ef
ficient power sequencing of off-line converters, DC to DC 
regulators and for driving power MOSFETs or transistors. 

This application note provides a functional description of 
the UC3842 family and highlights the features of each in
dividual member, the UC3842, UC3843, UC3844 and 
UC3845 Throughout the text, the UC3842 part number 
will be referenced, however the generalized circuits and 
performance characteristics apply to each member of the 
UC3842 series unless otherwise noted. A review of cur
rent mode control and its benefits is included and meth
ods of avoiding common pitfalls are mentioned. The final 
section presents designs of power supplies utilizing 
UC3842 control. 

CURRENT-MODE CONTROL 

Figure 1 shows the two-loop current-mode control system 
in a typical buck regulator application. A clock signal initi
ates power pulses at a fixed frequency. The termination of 
each pulse occurs when an analog of the inductor current 
reaches a threshold established by the error signal. In this 
way the error signal actually controls peak inductor cur
rent. This contrasts with conventional schemes in which 
the error signal directly controls pulse width without regard 
to inductor current. 

Several performance advantages result from the use of 
current-mode control. First, an input voltage feed-forward 
characteristic is achieved; i.e., the control circuit instanta
neously corrects for input voltage variations without using 
up any of the error amplifier's dynamic range. Therefore, 
line regulation is excellent and the error amplifier can be 
dedicated to correcting for load variations exclusively. 

For converters in which inductor current is continuous, 
controlling peak current is nearly equivalent to contrOlling 
average current. Therefore, when such converters employ 
current-mode control, the inductor can be treated as an 

CLOCK 
VERROR 

I I I 
VSENSE 

LATCH 
OUTPUT 

Figure 1. Two-Loop Current-Mode Control System 
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error-voltage-controlled-current-source for the purposes of 
small-signal analysis. This is illustrated by Figure 2. The 
two-pole control-to-output frequency response of these 
converters is reduced to a single-pole (filter capacitor in 
parallel with load) response. One result is that the error 
amplifier compensation can be designed to yield a stable 
closed-loop converter response with greater gainband
width than would be possible with pulse-width control, giv
ing the supply improved small-signal dynamic response to 
changing loads. A second result is that the error amplifier 
compensation circuit becomes simpler, as illustrated in Fig
ure 3. Capacitor Cj and resistor Rjz in Figure 3a add a low 
frequency zero which cancels one of the two control-to-. 
output poles of non-current-mode converters. For large
signal load changes, in which converter response is limit
ed by inductor slew rate, the error amplifier will saturate 
while the inductor is catching up with the load. During this 
time, Cj will charge to an abnormal level. When the induc
tor current reaches its required level, the voltage on Cj 

Vc 

U-100A 

causes a corresponding error in supply output voltage. 
The recovery time is RIzGj, which may be quite long. How
ever, the compensation network of Figure 3b can be used 
where current-mode control has eliminated the inductor 
pole. Large-signal dynamic response is then greatly im
proved due to the absence of Gj. 

Current limiting is greatly simplified with current-mode con
trol. Pulse-by-pulse limiting is, of course, inherent in the 
control scheme. Furthermore, an upper limit on the peak 
current can be established by simply clamping the error 
voltage. Accurate current limiting allows optimization of 
magnetic and power semiconductor elements while ensur
ing reliable supply operation. 

Finally, current-mode controlled power stages can be op
erated in parallel with equal current sharing. This opens 
the possibility of a modular approach to power supply de
sign. 

VOLTAGE 
CONTROLLED 
CURRRENT 
SOURCE 

~--------------------------~-----<)VOUT 

I 
0019-2 

Figure 2. Inductor Looks Like a Current Source to Small Signals 

R. 

c. 
Vo ... -JVVIr--....... __ -l 

>---~--.Vc 

v ... 
0019-3 v.., 

0019-4 

A) Direct Duty Cycle Control B) Current Mode Control 

Figure 3. Required Error Amplifier Compensation for Continuous Inductor Current Designs 
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THE UC384213/4/5 SERIES OF CURRENT-MODE PWM IC'S 
DESCRIPTION 

The UC184213/4/5 family of control ICs provides the nec
essary features to implement off-line or DC to DC fixed 
frequency current mode control scilemes with a minimal 
external parts count. Internally implemented circuits in
clude under-voltage lockout featuring start up current less 
than 1 mA, a precision reference trimmed for accuracy at 
the error amp input, logic to insure latched operation, a 
PWM comparator which also provides current limit control, 
and a totem pole output stage designed to source or sink 
high peak current. The output stage, suitable for driving ei
ther N Channel MOSFETs or bipolar transistor switches, is 
low in the off state. 

Differences between members of this family are the un
der-voltage lockout thresholds and maximum duty cycle 
ranges. The UC1842 and UC1844 have UVLO thresholds 
of 16V (on) and 10V (off), ideally suited to off-line applica
tions. The corresponding thresholds for the UC1843 and 
UC1845 are 8.5V and 7.9V. The UC1842 and UC1843 can 
operate to duty cycles approaching 100%. A range of 
zero to <50% is obtained by the UC1844 and UC1845 by 
the addition of an internal toggle flip flip which blanks the 
output off every other clock cycle. 

IC SELECTION GUIDE 

UVLO MAXIMUM DUTY CYCLE 
START <50% I 

8.SV UC3845 I 
18V UC3844 1 

GROUND 

COMP~~r-------~ 

CURRENT 
SENSE 

<100% 

UC3843 

UC3842 

FEATURES 

• Optimized for Off-Line and DC to DC Converters 

• Low Start Up Current « 1 mAl 

• Automatic Feed Forward Compensation 

• Pulse-By-Pulse Current Limiting 

• Enhanced Load Response Characteristics 

• Under-Voltage Lockout with Hysteresis 

• Double Pulse Suppression 

• High Current Totem Pole Output 

• Internally Trimmed Bandgap Reference 

• 500 kHz Operation 

• Low Ro Error Amp 

RECOMMENDED USAGE 

APPLICATION 
(CIRCUIT) 

POWER SUPPLY INPUT (V) 

HIGH (OFFLINE) LOW (DC/DC) 

FLYBACK UC3844 UC3845 

FORWARD UC3844/2 UC3845/3 

BUCK/BOOST UC3842/4 UC3843/S 

Note: 1. @Z§]A= DIL-8 Pin Number. B = 80-16 Pin Number. 
2. Toggle flip flop used only in 1844A and 1845A. 

Figure 4 
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UNDER·VOLTAGE LOCKOUT 

The UVLO circuit insures that Vee is adequate to make 
the UC3842/3/4/5 fully operational before enabling the 
output stage. Figure 5 shows that the UVLO turn-on and 
turn-off thresholds are fixed internally at 16V and 10V re
spectively. The 6V hysteresis prevents Vee oscillations 
during power sequencing. Figure 6 shows supply current 
requirements. Start-up current is less than 1 mA for effi
cient bootstrapping from the rectified input of an off-line 
converter, as illustrated by Figure 6. During normal circuit 
operation, Vee is developed from auxiliary winding WAUX 
with 01 and CIN. At start-up, however, CIN must be 
charged to 16V through RIN. With a start-up current of 1 
rnA, RIN can be as large as 100 kfl. and still charge GIN 
when VAe = 90V RMS (low line). Power dissipation in 
RIN would then be less than 350 mW even under high line 
(V Ae = 130V RMS) conditions. 

During UVLO; the output driver is in a low state. While it 
doesn't exhibit the same saturation characteristics as nor
mal operation, it can easily sink 1 milliamp, enough to in
sure the MOSFET is held off. 

vee 

.. 
Figure 5 

oN/orr COMMAND 
TO REST or IC 

UC1842 UC1843 
UC1844 UC184S 

16V 8.4V 

lOV 7.6V 

0019-6 
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lec 

<17mA 

<1 mA 

~--------~---+--------v~ 

0019-7 

Figure 6. During Under-Voltage Lockout, the output 
driver is biased to sink minor amounts of 
current. 

OSCILLATOR 

The UC3842 oscillator is programmed as shown in Figure 
8. Timing capacitor CT is charged from VREF (5V) through 
the timing resistor RT, and discharged by an internal cur
rent source. 

The first step in selecting the oscillator components is to 
determine the required circuit deadtime. Once obtained, 
Figure g is used to pinpoint the nearest standard value of 
CT for a given deadtime. Next, the appropriate RT value is 
interpolated using the parameters for CT and oscillator 
frequency. Figure 10 illustrates the RT/CT combinations 
versus oscillator frequency. The timing resistor can be cal
culated from the following formula. 

Fose (kHz) = 1.72 I (RT (k) x CT (JLf)) 

The UC3844 and UC3845 have an internal divide-by-two 
flip-flop driven by the oscillator for a 50% maximum duty 
cycle. Therefore, their oscillators must be set to run at 
twice the desired power supply switching frequency. The 
UC3842 and UC3843 oscillator runs AT the switching fre
quency. Each oscillator of the UC3842/3/4/5 family can 
be used to a maximum of 500 kHz. 

START-UP 
CURRENT 

UC 
3842/3/4/5 

BOOTSTRAPPED 
SUPPLY CURRENT 

OUT J 
GND 

[ 

0019-8 

Figure 7. Providing Power to the UC3842/3/4/5 
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MAXIMUM DUTY CYCLE 

The UC3842 and UC3843 have a maximum duty cycle of 
approximately 100%, whereas the UC3844 and UC3845 
are clamped to 50% maximum by an internal toggle flip 
flop. This duty cycle clamp is advantageous in most f1y
back and forward converters. For optimum IC perform
ance the deadtime should not exceed 15% of the oscilla
tor clock period. 

During the discharge, or "dead" time, the internal clock 
signal blanks the output to the low state. This limits the 
maximum duty cycle DMAX to: 

DMAX = 1 - (tOEAO / tpERIOO) U C 3 8 4 2 / 3 

DMAX = 1 - (toEAO / 2 X tpERIOO) UC3844/5 

where TpERloo = 1 / F oscillator 

··"4 I 
I Rr 

Rr/Cr : 

~ Tcr 

GROUNOn 
-----_. -

Figure 8 

Deadtime vs CT (RT > 5k) 
30 

/ 
/ 
~ 

10 

V 
1 

V 
V 

0.3 
1 2.2 4.7 10 22 47 100 

c,--(nF) 

Figure 9 

Timing Resistance vs Frequency 
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I 

€ 
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CURRENT SENSING AND LIMITING 

The UC3842 current sense input is configured as shown 
in Figure 12. Current-to-voltage conversion is done exter
nally with ground~referenced resistor Rs. Under normal 
operation the peak voltage across Rs is controlled by the 
E/A according to the following relation: 

I _ Vc - 1.4V 
P - 3Rs 

where Vc = control voltage = EJA output voltage. 

Rs can be connected to the power circuit directly or 
through a current transformer, as Figure 11 illustrates. 
While a direct connection is simpler, a transformer can re
duce power dissipation in Rs, reduce errors caused by the 
base current, and provide level shifting to eliminate the re
straint of ground-referenced sensing. The relation be
tween Vc and peak current in the power stage is given by: 

. (VRS(Pk)) N ( ) I(pk) = N -- = -- Vc -1.4V 
Rs 3Rs 

where: N = current sense transformer turns ratio 
= 1 when transformer not used. 

For purposes of small-signal analysis, the control-to
sensed-current gain is: 

~=~ 
Vc 3Rs 

When sensing current in series with the power transistor, 
as shown in Figure 11, the current waveform will often 
have a large spike at its leading edge. This is due to recti
fier recovery and/or inter-winding capacitance in the pow
er transformer. If unattenuated, this transient can prema
turely terminate the output pulse. As shown, a simple RC 
filter is usually adequate to suppress this spike. The RC 
time constant should be approximately equal to the cur
rent spike duration (usually a few hundred nanoseconds). 

The inverting input to the UC3842 current-sense compara
tor is internally clamped to 1V (Figure 12). Current limiting 
occurs if the voltage at pin 3 reaches this threshold value, 
i.e., the current limit is defined by: 

. N x 1V 
Imax=~ 

hf1 
UC 

3842/3/4/5 

0019·13 

Figure 11. Transformer-Coupled Current Sensing 
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Figure 12. Current Sensing 

ERROR AMPLIFIER 

The error amplifier (E/A) configuration is shown in Figure 
13. The non-inverting input is not brought out to a pin, but 
is internally biased to 2.5V ± 2%. The E/A output is 
available at pin 1 for external compensation, allowing the 
user to control the converter's closed-loop frequency re
sponse. 

Figure 14 shows an E/A compensation circuit suitable for 
stabilizing any current-mode controlled topology except for 
flyback and boost converters operating with inductor cur
rent. The feedback components add a pole to the loop 
transfer function at fp = "V21T AF,CF' AF and CF are cho
sen so that this pole cancels the zero of the output filter 
capacitor ESR in the power circuit. AI and AF fix the low
frequency gain. They are chosen to provide as much gain 
as possible while still allowing the pole formed by the out
put filter capacitor and load to roll off the loop gain to uni
ty (0 dB) at f ::: fSWITCHING/4. This technique insures 
converter stability while providing good dynamic response. 

2.50V 

R, 

R; 2 
c, 

E/A >---_ Vc 

0019-15 

Figure 14. Compensation 

The E/A output will source 0.5 mA amd sink 2 mAo A low
er limit for RF is given by: 

R ::: VEA OUT (MAX) - 2.5V = 6V - 2.5V = 7 kO 
F(MIN) 0.5 mA 0.5 mA . 

8819-14 

Figure 13. EJA Configuration 
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ElA input bias curret (2 p.A max) flows through RI, result
ing in a DC error in output voltage (Vol given by: 

~VO(MAX) = (2 p.A) RI, 

It is therefore desirable to keep the value of RI, as low as 
possible. 

Figure 15 shows the open-loop frequency response of the 
UC3842 EtA. The gain represents an upper limit on the 
gain of the compensated EtA. Phase lag increases rapidly 
as frequency exceeds 1 MHz due to second-order poles 
at - 10 MHz and above. 

Continuous-inductor-current boost and f1yback converters 
each have a right-half-plane zero in their transfer function. 
An additional compensation pole is needed to roll off loop 
gain at a frequency less than that of the RHP zero. Rp 
and Cp in the circuit of Figure 16 provide this pole. 

TOTEM·POLE OUTPUT 

The UC3842 PWM has a single totem-pole output which 
can be operated to ± 1 amp peak for driving MOSFET 
gates, and a + 200 mA average current for bipolar power 

80 
iii' 
:!!. 

-....... 
~ 60 

z 
C 40 Cl " ~ 
w 
Cl « 

20 too 
...J 

0 
> 

0 
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U·100A 

transistors. Cross conduction between the output transis
tors is minimal, the average added power with VIN = 30V 
is only 80 mW at 200 kHz. 

Limiting the peak current through the IC is accomplished 
by placing a resistor between the totem-pole output and 
the gate of the MOSFET. The value is determined by di
viding the totem-pole collector voltage Vc by the peak 
current rating of the IC's totem-pole. Without this resistor, 
the peak current is limited only by the dVtdT rate of the 
totem-pole switching and the FET gate capacitance. 

The use of a Schottky diode from the PWM output to 
ground will prevent the output voltage from going exces
sively below ground, causing instabilities within the IC. To 
be effective, the diode selected should have a forward 
drop of less than 0.3V at 200 rnA. Most 1- to 3-amp 
Schottky diodes exhibit these traits above room tempera
ture. Placing the diode as physically close to the PWM as 
possible will enhance circuit performance. Implementation 
of the complete drive scheme is shown in the following di
agrams. Transformer driven circuits also require the use of 
the Schottky diodes to prevent a similar set of circum-

'" ~ 
v--- 16 

Av-~ 1\ 

'" lOOK 1M 

o 

-45 

" -90 ~ 
rJl 
m 

-135 ~ 

-180 

10M 

FREQUENCY • (Hz) 
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Figure 15. Error Amplifier Open-Loop Frequency Response 

Vo 

R. 

R. C. 
R; 

c. 

I Vc 

2.50V 
0019·17 

Figure 16. EtA Compensation Circuit for Continuous Boost and Flyback Topologies 
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stances from occurring on the PWM output. The ringing 
below ground is greatly enhanced by the transformer leak
age inductance and parasitic capacitance, in addition to 
the magnetizing inductance and FET gate capacitance. 
Circuit implementation is similar to the previous example. 

Figures 18, 19 and 20 show suggested circuits for driving 
MOSFETs and bipolar transistors with the UC3842 output. 
The simple circuit of Figure 18 can be used when the 
control IC is not electrically isolated from the MOSFET 
turn-on and turn-off to ± 1 amp. It also provides damping 
for a parasitic tank circuit formed by the FET input capaci
tance and series wiring inductance. Schottky diode 01 
prevents the output of the IC from going far below ground 
during turn-off. 
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o 

SINK SAT (VOL 

0.Q1 0.04 0.1 0.2 0.40.6 1.0 

OUTPUT CURRENT SOURCE OR SINK - (A) 
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Figure 17. Output Saturation Characteristics 

20 TO 30V 

7 

0019-20 

Figure 19. Isolated MOSFET Drive 
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Figure 19 shows an isolated MOSFET drive circuit which 
is appropriate when the drive signal must be level shifted 
or transmitted across an isolation boundary. Bipolar tran
sistors can be driven efficiently with the circuit of Figure 
20. Resistors R1 and R2 fix the on-state base current 
while capacitor C1 provides a negative base current pulse 
to remove stored charge at turn-off. 

Since the UC3842 series has only a single output, an in
terface circuit is needed to control push-pull half or full 
bridge topologies. The UC3706 dual output driver with in
ternal toggle flip-flop performs this function. A circuit ex
ample at the end of this paper illustrates a typical applica
tion for these two ICs. Increased drive capability for driv
ing numerous FETs in parallel, or other loads can be ac
complished using one of the UC3705/6/7 driver ICs. 
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10 TO 20V 

7 
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Figure 18. Direct MOSFET Drive 

12 TO 20V 

7 
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Figure 20. Bipolar Drive with Negative Tum-Off Bias 
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NOISE 

As mentioned earlier, noise on the current sense or con
trol signals can cause significant pulse-width jitter, particu
larly with continuous-inductor-current designs. While slope 
compensation helps alleviate this problem, a better solu
tion is to minimize the amount of noise. In general, noise 
immunity improves as impedances decrease at critical 
points in a circuit. 

One such point for a switching supply is the ground line. 
Small wiring inductances between various ground points 
on a PC board can support common-mode noise with suf
ficient amplitude to interfere with correct operation of the 
modulating IC. A copper ground plane and separate return 
lines for high-current paths greatly reduce common-mode 
noise. Note that the UC3842 has a single ground pin. 
High sink currents in the output therefore cannot be re
turned separately. 

Ceramic monolythic bypass capacitors (0.1 ,...F) from Vee 
and VREF to ground will provide low-impedance paths for 
high frequency transients at those points. The input to the 
error amplifier, however, is a high-impedance point which 
cannot be bypassed without affecting the dynamic re
sponse of the power supply. Therefore, care should be 
taken to layout the board in such a way that the feed
back path is far removed from noise generating compo
nents such as the power transistor(s). 

Figure 21 illustrates another common noise-induced prob
lem. When the power transistor turns off, a noise spike is 
coupled to the oscillator RT/CT terminal. At high duty cy
cles the voltage at RT/CT is approaching its threshold lev
el (- 2.7V, established by the internal oscillator circuit) 
when this spike occurs. A spike of sufficient amplitude will 
prematurely trip the oscillator as shown by the dashed 
lines. In order to minimize the noise spike, choose CT as 
large as possible, remembering that deadtime increases 
with CT. It is recommended that ~ never be less than 
- 1000 pF. Often the noise which causes this problem is 
caused by the output (pin 6) being pulled below ground at 
tum-off by external parasitics. This is particularly true 

J 

U-100A 

when driving MOSFETs. A Schottky diode clamp from 
ground to pin 6 will prevent such output noise from feed
ing to the oscillator. If these measures fail to correct the 
probelm, the oscillator frequency can always be stabilized 
with an external clock. Using the circuit of Figure 31 re
sults in an RT/CT waveform like that of Figure 21 B. Here 
the. oscillator is much more immune to noise because the 
ramp voltage never closely approaches the internal 
threshold. 

SYNCHRONIZATION 

The simplest method to force synchronization utilizes the 
timing capacitor (CT) in near standard configuration. Rath
er than bring CT to ground directly, a small resistor is 
placed in series with CT to ground. This resistor serves as 
the input for the sync pulse which raises the CT voltage 
above the oscillator's internal upper threshold. The PWM 
is allowed to run at the frequency set by RT and CT until 
the sync pulse appears. This scheme offers several ad
vantages including having the local ramp available for 
slope compensation. The UC3842/3/4/5 oscillator 

SYNC CIRCUIT 
INPUT 

fLiCr 
24.0. 

UC 
3842/3/4/5 

PWt.I 

0019·32 

Figure 22. Sync Circuit Implementation 

\ r 
0019-31 

Figure 21. (a.) Noise on Pin 4 can cause oscillator to pre-trigger. 
(b.) With external sync., noise does not approach threshold level. 
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must be set to a lower frequency than the sync pulse 
stream, typically 20 percent with a 0.5V pulse applied 
across the resistor. Further information on synchronization 
can be found in "Practical Considerations in Current Mode 
Power Supplies" listed in the reference appendix. 

The UC3842 can also be synchronized to an external 
clock source through the RT/Or terminal (Pin 4) as shown 
in Figure 23. 

In normal operation, the timing capacitor CT is charged 
between two thresholds, the upper and lower comparator 
limits. As CT begins its charge cycle, the output of the 
PWM is initiated and turns on. The timing capacitor contin
ues to charge until it reaches the upper threshold of the 
internal comparator. Once intersected, the discharge cir
cuitry activates and discharges CT until the lower thresh
old is reached. During this discharge time the PWM output 
is disabled, thus insuring a "dead" or off time for the out
put. 

A digital representation of the oscillator charge/discharge 
status can be utilized as an input to the RT/CT terminal. 
In instances like this, where no synchronization port is 
easily available, the timing circuitry can be driven from a 

DMax = tL (tH + tU 
lH = 0.693 (RA + RB) C 
tL = 0.693 RBC 

U-100A 

digital logic input rather than the conventional analog 
mode. The primary considerations of on-time, dead-time, 
duty cycle and frequency can be encompassed in the digi
tal pulse train input. 

A LOW logic level input determines the PWM maximum 
ON time. Conversely, a HIGH input governs the OFF, or 
dead time. Critical constraints of frequency, duty cycle or 
dead time can be acurately controlled by anything from a 
555 timer to an elaborate microprocessor controlled soft
ware routine. 

EXTERNAL 
CLOCK 

JlSU 
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r----

RT 

-
0.01 = 
II CT 
II 

1 
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Figure 23 

Synchronization to an External Clock 
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Figure 24 
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SYNC PULSE GENERATOR 

The UC3842/3/4/5 oscillator can be used to generate 
sync pulses with a minimum of external components. This 
simple circuit shown in Figure 25 triggers on the falling 
edge of the or waveform, and generates the sync pulse 
required for the previously mentioned synchronization 

~ 
INPUT lk 

10k 

U-100A 

scheme. Triggered by the master's deadtime, this circuit is 
useable to several hundred kilohertz with a minimum of 
delays between the master and slave(s). The photos 
shown in Figures 26 and 27. depict the circuit waveforms 
of interest. 

SLAVE 

GND 

0019-37 

Figure 25. Sync Pulse Generator Circuit 

Top Trace: 
Circuit Input 

Bottom Trace: 
Circuit Output 
Across 24 Ohms 

Vertical: 0.5v/CM Both 
Horizontal: 0.5¢l1CM 

001938 
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Figure 26. Operating Waveforms at 500 kHz 

Top Trace: 
SlaveCli 

Bottom Trace: 
Master Cli 

Vertical: O.5V/CM Both 
Horizontal: O.5JA5iCfJ! 

001939 
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Figure 27. Master/Slave Sync Waveforms at C'I1 
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CHARGE. PUMP CIRCUITS 
LOW POWER DC/DC CONVERSION 

Step Up 
VO:::: 2 X VIN 

Inverting 
VO:::: -VIN 

+V'N------"'f'"-----, +V'N ------, 

10k 10k 

1 nF 1 nF 

rOUT" 100KHz 
DUTY % ~ 50 

+ 
-V'N ~ ..... --..... - ........ --.... "'f'" .... ---<l ...... ~ 
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Figure 28 Figure 29 

Low Power Buck Regulator-Voltage Mode 

+VIN ~~-----------., 

0.1 nF Cr 
2.2nF 

Figure 30 
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The basic buck regulator is described 
in the UNITRODE Applications Hand
book. 
'Consult UNITRODE Power Supply 
Design Seminar Book for compensa
tion details; see "Closing The Feed
back Loop", Buck Topology. 
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CIRCUIT EXAMPLES 

1. Off-Line Flyback 
Figure 31 shows a 25W multiple-output off-line flyback 
regulator controlled with the UC3844. This regulator is low 
in cost because it uses only two magnetic elements, a pri
mary-side voltage sensing technique, and an inexpensive 
control circuit. Specifications are listed below. 

Rl 
SA 
lW 

117VAC 

01 

Cl 
2S0JAof 
2S0V 

R2 
S6k 
2W 

R12 
4.7k 

2W 

02 R4 
4.7k 

R3 
20k lN3612 
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Also consult UNITRODE application note U-96 in the ap
plications handbook. 

C9 
3300pf 

600V 

04 
lN3613 

R13 
20k 

06 
US094S 

Ll (NOTE 2) 

Cll 
4700JAof 
10V 

...-... I--_----<l +12V 

~--------~--------~ ±12vCOW 

L..-I4I-_ ...... -----<l -12V 

RIO 
O.SSA 
lW 

Rll 
2.7k 

2W 
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Figure 31 

Power Supply Specifications 
1. Input Voltage: 
2. Line Isolation: 

95 VAG to 130 VAG (50 Hz/60 Hz) 
3750V 

3. Switching Frequency: 40 kHz 
4. Efficiency @ Full Load: 70% 
5. Output Voltage: 

A. + 5V, ± 5%: 1A to 4A load 
Ripple voltage: 50 mV pop Max. 

6. +12V, ±3% 0.1A to 0.3A load 
Ripple voltage: 100 mV pop Max. 

G. -12V ±3%, 0.1A to 0.3A load 
Ripple voltage: 100 mV pop Max. 

3-544 



....... c: 
PJ8~ 
.:...~~ 8- 0 

i~~ 
~~~ 
!::m"'ll 

<?'Ci 
~~5 
~i!iz 
~~ 
it;: 
i"1; 
'ie;< 
~~ 

~ 

VfN 
(GND) 

220p 

r-11 ~~" .~ ii J 
~115Ou 
I"LJ' 63\1 

63Y + I 
I 30 

yiN I .0411 2W 

6"H 
100:11 ,Lt:;)~~ r soon 

4W VIN + 
USD535 

1670 
12W 

~ 2.1°1
1 

5V STY~~ 25·100A 

Rr 
5.6K 

8yn1% YiN ~ II ESD535 

'.. ~"" O~. , '" ~ I =" " " I ~ ~ - I.~ 
.001s" T 5.6k I 1% 15 I 2 .015" I 

4-

yiN I 
(-40 to -56V) 

I I 
22k 

4.7k IN914 

lOOk 

2k 

I 
I 

750 I 
4W I 

! ____________ -;;(I!::o:!:!-::~:'O:-:N-BO...LU-N..JDA~RY)-1~~L-.l- 1 : 
, I ,-------- I 

WV'> til 

-::-
UC2901 

1" 
12 

1.5k 

.133p 

4.7k 
1% 

12k 

2.0k 
1% 

2. DC-to-DC Push-Pull Converter 
Figure 45 is a 500W push-PUll DC-to-DC converter 
utilizing the UC3642, UC3706, and UC3901 ICs. It 
operates from a standard telecommunications bus 
to produce 5V at up to 100A. Operation of this cir
cuit is detailed in Reference 6. 
SPECIFICATIONS: 
Input Voltage: 
Output Voltage: 
Output Current: 
Oscillator Frequency: 
Line Regulation: 
Load Regulation: 

-=-Efficiency @ Y,N = 48V 
10 = 25A: 
10 = 50A: 

Output Ripple Voltage: 

-48V ± 8V 
+5V 

25A to 100A 
200 kHz 

0.1% 
1% 

75% 
80% 

200 mV pop 

Also consult application note U-101 in the Unitrode 
Applications Handbook. 

Figure 32. 500W Push-Pull DC-to-DC Converter 
0019-48 
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[UJ UNITRDDE 
APPLICATION NOTE 

U-110 

1.5 MHZ CURRENT MODE IC CONTROLLED 
50 WATT POWER SUPPLY 

Abstract 
This application note highlights the development 
of a 1.5 megahertz current mode IC controlled, 
50 watt power supply. Push-pull topology is 
utilized for this DC to DC converter application of 
+48 volts input to +5 volts at 10 amps output. 
The beneficial increase in switching speed and 
dynamic performance is made possible by a new 
pulse width modulator, the Unitrode UC3825 
Reductions in magnetic component sizes are 
realized and the selections of core geometry, fer
rite material and flux density are discussed. The 
effects of power losses throughout the circuit on 
overall efficiency are also analyzed. 

Introduction 
The switching frequencies of power supplies 
have been steadily increasing since the advent of 
cost effective MOSFETS, used to replace the con
ventional bipolar devices. While the transition time 
in going from twenty to hundreds of kilohertz has 
been brief, few designers have ventured into, or 
beyond, the one megahertz benchmark. Until 
recently, those who have, had utilized discrete 
pulse width modulation designs due to the 
absence of an integrated circuit truely built for 
high speed. The 1.5 MHZ power supply shown 
schematically in figure 1 was designed to exem
plify high frequency power conversion under the 
supervision of such an IC controller, the UC382S.' 

Figure 1. Schematic Diagram 
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II. POWER SUPPLY SPECIFICATIONS 
Input Voltage Range: 42 to 56 VDC 
Switching Frequency: 1.5 MHz 
Output Power: 51 Watts Max. 
Output Voltage: 5.1 VDC Nom. 
Output Current: 2-10 ADC 
Line Regulation: 5 MV 
Load Regulation: 15 MV 
Output Ripple: 100 MV Typ. 
Efficiency: 75% Typ. 

III. OPERATING PRINCIPLES 
Power can efficiently be converted using any of 
several standard topologies. Design tradeoffs of 
cost, size and performance will generally narrow 
the field to one that is most appropriate. For this 
demonstration application, the center-tapped 
push-pull configuration has been selected. 
Current mode control provides numerous advan
tages over conventional duty cycle control, and 
has been implemented as the regulation method. 
In review, the error amplifier output (outer control 
loop) defines the level at which the primary current 

+ 
VIN 

V 
SENSE 

CURRENT 
MODE 

CONTROL 
PWM 

I 
SENSE 

Ip 

+ 
Vo 

Rs 

Figure 2. Basic Diagram - Push-Pull Converter Using 
Current Mode Control 

(inner loop) will regulate the pulse width, and out
put voltage. Pulse-by-pulse symmetry correction 
(flux balancing) is inherent to current mode con
trollers, and essential for the push-pull topology 
to prevent core saturation. 

U-110 

A basic current mode controlled, mosfet switched 
push-pull converter is shown in figure 2. Transistor 
01 is turned on by a drive pulse from the PWM, 
causing primary current I. to flow through the 
transformer primary, mosfet 01 and sense resistor 
R,. Simultaneously, diode D1 conducts current I • 
x N/N, in the secondary, storing energy in in
ductor L 1 and delivering power to the output load. 
When 01 receives a turn-off pulse from the PWM, 
it halts the current flow in the primary. Secondary 
current continues due to the filter inductor L 1. 
Diodes D1 and D2 each conduct one-half the DC 
output current during these converter "off' times. 
This entire process is repeated on alternate 
cycles, as 02 next is toggled on and off. The basic 
waveforms are shown in figure 3 for reference. 
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IG(01) 0 

VGS (Q2) 0 ___ ---' 
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Figure 3. Basic Push-Pull Waveforms 
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IV. DESIGN CONSIDERATIONS 

Auxiliary Supply Voltage 
The 9.2 volt minimum requirement of the UC3825 
and 20 volt gate-source maximum of the mosfets 
imply an approximate 10 thru 18 volt range of 
inputs. The 10 volt value was selected to supply 
both Vee and Ve (totem pole outputs) while keep
ing power dissipation in the IC low. The circuit 
used is a simple resistor-zener dissipative network 
with ample bypassing capacitors located near the 
IC to reduce noise. 

Oscillator Frequency 
The oscillator frequency selected is 1.5 MHz, 
resulting in a 670 nanosecond period. From the 
UC3825 data sheet, oscillator frequency versus 
Rt, Ct. and deadtime curves: 

Fo = 1.5 mHz; T period = 670 ns 
Ct =470pF 
Rt= 1.5 K 
Therefore; T (on) = 570 ns (max) 

T (off) = 100 ns (min) 

DUTY CYCLE d max = T (on) max = 570 ns = 85% 
, T (period) 670 ns 

NOTE: These times will determine the mosfet device 
selection and transformer turns ratio. 

Preliminary Considerations 
Prior to designing the main transformer, several 
parameters need to be defined and determined. 
Standard design procedures are used for this 
"first cut" approximation. 

Input Power 
I t P (. ) _ Output power, P (out) 
npu power, In - Efficiency, n 

Let n = 75% for a 5 v, single output power supply. 

P (in) = 5.1 v • 10 a = 51 watts = 68 watts 
0.75 0.75 

Primary Current 
The primary current can be approximated using 
the low-line constraints of 42 volts DC input: 

P 'mary C e t (dc) _ Input power P (in) 68 watts 
n urr n - Input voltage V (in) 42 volts 

The primary current during the transistor on time is: 

I(p)= ~ = 1.62 A = 1.9 amps, or approx. 2A 
d (max) 0.85 

The RMS primary current is: 

Ip (rms) = Ip Jduly = 1.24A (rms) 

U-t10 

Sense Resistor R (s) 
Primary current is sensed and controlled in a cur
rent mode controller by first developing a voltage 
proportional to the. primary current, used as an 
input to UC3825. This is accomplished by sense 
resistor R (s) with a calculated value of the I limit 
threshold value divided by the primary current at 
the desired current limit point, typically 120% 
I (max). 

R (s) :s V th (pin 9) = 1 volt = 0.42 ohm 
120%, • I (pri) 1.2. 2 amps 

Mosfet DC Losses 
A high quality mosfet is used to keep both DC and 
switching losses low, with an R (ds) on max of 0.8 
ohms. Calculation of the voltage drops across the 
device are required for the transformer design. 

V ds (on) = Rds (max). I (p) = 0.8 ·2= 1.6 v 
During an overload: V ds (max) = 0.8 .2 • 1.20 = 1.92 v (2 v) 

P dc = I dc2 Rds max,duty 
= 22 • 0.8 • 0.85/2 = 1.35 watts 

Selection of Core Material 
Few manufacturers provide core loss curves for 
Irequencies above 500 khz. To minimize power 
dissipation in the core, the flux density must be 
drastically reduced in comparison to the 20 -150 
khz versions. Typical operation is at a total flux 
density swing, delta B, of 0.030 Tesla (300 Gauss) 
while approaching the 1 megahertz region. TDK's 
H7C4 material was selected for it's low loss, high 
frequency characteristics. 

Main Transformer Design 
The first step in transformer design is to determine 
the preliminary turns ratio. Once obtained, the 
minimum cross-sectional area core (Ae) can be 
calculated, and core selection made possible. 
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Calculation of Transformer 
Voltages and Turns Ratio 
V pri (min) = V in (min) - V xtor (max) - V (Rs) max 

V p (min) = 42 v - 2.0 v - 1 v 
=39.0v 

V sec (min) = V out (max) + V diode (max) 
+ V choke (de) + V (losses) 

V sec (min) = 5.1 + 0.65 + 0.1:" 0.05 (est) = 5.9 v 

Turns ratio N = V pri (min) Duty (max) = 39.0 ·0.85 = 5.6:1 
V sec (min) 5.9 
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The secondary is designed for excellent coupling 
using copper foil, and the primary has been 
rounded to the nearest lower turns. 

Turns ratio: N = N pri / N sec = 5:1 

The actual number of both primary and secon
dary turns will be determined by the ferrite core 
characteristics as a function of operating fre
quency and Gauss level. 

Minimum Core Size 
The minimum cross-sectional area core that can 
be used is calculated with the following equation 
for core loss limited applications. 

Ac (min) = V (pri) min. Duty (max) • 10' (cm2) 
2 • Freq, • N (p) • .lB (Te5Ia) 

At first it would seem that the core area required 
for this 1.5 MHZ switcher would be ten times 
smaller than that of a 150 KHZ version. This would 
be true if the flux density, number of turns and 
core losses remained constant. However, losses 
are a function of both frequency and frequency 
squared2 and as it increases, the flux density 
swing (.18) must be drastically reduced to provide 
a similar core loss, hence temperature rise. In this 
example, an acceptable figure was selected of 
one percent of the total output power, or one-half 
watt. Empirically, this translates to a temperature 
rise of 25°C, at 325 Gauss (0.0325 Tesla) for cores 
with a cross-sectional area of 0.70 sq. cm, a ball
park estimate of the true core size. 

This formula can be rewritten as: 

k • Np = V pri • D max· 10' 
2·F • .lB 

This is a more convenient formula because the 
right hand side of the equation contains all con
stants. Input voltage, frequency of operation and 
flux density have already been determined. The 
selection of core size (cross-sectional area) is 
inversely proportional to the number of primary 
turns, and vice-versa. Based on the five-to-one 
turns ratio, an original assumption of five turns for 
the primary would result in a large core size for this 
50 watt application. Alternatively, a ten turn pri
mary is used to minimize core size. 

Substituting previous values for high line opera
tion at 0.0325 Tesla (325 Gauss) and a magnetic 
operating frequency of 750 kHz: 

k (min) = 39·0,85 • 10' = 0,68 cm2 
2 • 750.000 • 10.0,0325 
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Core Loss Limited Conditions 
As the switching frequencies are increased, gen
erally a reduction of core size or minimum number 
of turns is realized. This is true, however, but only 
to the point at which the increasing core losses 
prevent a further reduction of either size or mini
mum turns. This crossover point occurs at differ
ent frequencies for each individual ferrite material 
based upon their losses and acceptable circuit 
losses, or temperature rise? 

Core Geometry Selection 
A variety of standard core shapes are available in 
the cross-sectional area range of 0.62 to 0.84 cm2. 

Considerations of safety agency spacing require
ments, physical dimensions, window area and rel
ative cost of assembly must be evaluated. 

AC Weight 
Core Style Description (cm') (g) 
PQ PO 20/20 0.62 15 
POT CORE P 22/13 0.63 13 
LP LP 22/13 0.68 21 
TOROID T 28/13 0.76 26 
EE EE 35/28 0.78 28 

The LP 22113 style was selected to easily termi
nate (breakout) the high current output windings. 
For a given cross-sectional area, it occupies less 
PC board space, and has good shielding charac
teristics. 

Wire Size Selection 
The single, most difficult task in high frequency 
magnetic design is to minimize the eddy current 
losses, or skin effects while optimizing wire sizes. 
Penetration depth refers to the thickness (or 
depth) into a copper conductor in which a wave 
will penetrate for a specific frequency. For copper 
at 100°C: 

d pen = 7.5/ (frequencyo5) (cm) 

At 750 kHz, this corresponds to 8.66.103 cm, or 
about the thickness of an AWG #39 wire. Larger 
size wire can be used, however the AC current 
flows only in the depth penetrated at the switching 
frequency. Consult the UNITRODE DESIGN 
SEMINAR SEM-400 book, appendix M2 for 
additional information on this subject. 
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For low current windings,- several strands of thin 
wire can be paralleled, or twisted together forming 
a "bundle." Seven wires twisted around each other 
closely approximate a round conductor with a net 
diameter of three times the individual wire diam
eter. This twisting is commonly done at 10-12 turns 
per foot, and significantly reduces parasitics 
between wires at high frequencies. 

Medium to high current windings require the use 
of Litz wire, a similar bundle of numerous conduc
tors. Copper foil is also an excellent choice. 

Industry practice is to operate at 450 amps (RMS) 
per centimeter squared, or 2.22 • 10-3 cm2/A. 
This applies to windings operating at an accept
able temperature rise. 

Area required = I rms I 450A I em" 
Primary area (Axp) = 1.24A I 450A I em2 = 2.75 • 10-3 em2 

Calculate Secondary RMS Current. 

I rms (sec) = I see2 (duty on) + '~~J2 • duty off) 

2 

I rms (sec) = 102 (.425) + ~2 (2 • ,075) 

2 
I rms (sec) = 4.B1A 

Secondary Area (Axs) = 4.B1A 1450A I em" 
= 1.07 .10-2 em2 

7STRM1D.S. 

3 LAYERS 

Figure 4. 

For a given bundle of 7 conductors, the cross-sec
tional area of each conductor equals: 

Required area = Axp = 2.75 10-3 = 3.93 .10-' em" 
# conductors 7 7 

The cross-sectional area of an AWG #36 wire is 
1.32.10-4 , therefore, three bundles of seven con
ductors each should be used. Two bundles were 
utilized as a compromise between practical wind
ing considerations and acceptable eddy current 
losses. 
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Copper foil is used for the secondary, with a 
required width slightly less than the bobbin width, 
and thickness determined by: 

Secondary area (Axs) = 1.07 10-2 em = 7.64 .10-3 em 
Bobbin width 1.40 em 

This corresponds to 0.003" thick foil, a standard 
value. In practice, slightly thicker foil (0.004" to 
0.005") may be required to minimize power losses 
in the transformer. 

Transformer Assembly 
Standard practice to increase coupling between 
primary and secondary is position both as closely 
as possible to each other inside the transformer. In 
this design, the first layer wound is one primary, 
and the next layer is the corresponding secon
dary. This is again followed by the other secondary 
and primary. It is important to keep the secon
daries in close proximity since both will be con
ducting simultaneously twice per period. The 
primaries do not conduct in this manner, so 
coupling from primary A to primary B is not critical, 
only primary A to secondary C, and primary B to 
secondary D. 

Referring to the transformer schematic, primary A 
is wound closest to the bobbin. After insulation, 
secondaries C and D are wound bifilar and 
insulated. Primary B is wound last, then termi
nated so that primaries A and B are wired in series, 
likewise for secondaries C and D. 
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A 
#7 & #8 --"";";"---, 

2 BUNDLES. 

10T 

#3 & #4 ____ ----I 

B 
#5 & #6 --""';;;"'---. 

2 BUNDLES. 

10T 

#1 & #2 ____ ----I 

PRIMARY 

D r;;:-Dl 
~D2 

C r;:;:- Cl 

~C2 

SEcbNDARY 

Figure 5. Transformer Schematic 
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TAPE 
(INSULATION) 
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Figure 6. Transformer - Exploded View 

Calculation of Winding 
Resistances and Losses 
The mean length of turn for the bobbin can be 
determined from the specifications of 0.0. and 
1.0., and for the BLP 22113 a figure of 4.51 cm or 
1.77 in. was obtained. AWG #36 wire has a resis
tance of 1.82 .10-2 ohms/cm at 100°C for the 
following: 

Primary resistance can be calculated: 

Rpri = 
R wire.M.L.T .• #turns = 0.0182. 4.51 .10 =0.0586 ohm 

#wires 14 

Voltage drop and power loss in each half winding can be also 
calculated: 

V (R pri) = Ipri • Rpri = 2.0 • 0.58 = 0.116 volt (negligible) 
P (Rpri) = R pri .1 pri 2. duty = 0.0586 0 4 0 0.425 

= 0.0996 watts 

The resistance of the secondary can be approxi
mated by using the wire tables, and substituting 
the foil for wire of similar cross-sectional area. In 
this example, AWG #16 wire is used to obtain Rsec 
= 1.58 .10-4 ohms/cm. 

Rsec= R foil.M.L.T. ·#turns = 1.58 .10"·4.5·2 
= 0.00143 ohm 

V (Rsec) = 1.43.10-3 • 10 = 0.0143 volt (negligible) 
P (Rsec) = R sec ((lde 2 • 0 on) + (. 2· 0 off» 
P (Rsee) = 0.00143 «102 .0.425) + (52 .0.15) = 

0.066 watts 

3-551 

Transformer Power Losses 
The total copper losses for two windings are then: 
P cu = P (Rpri) + P (Rsec) = 2 • (0.066 + 0.0996) 

= 0.332 watts 
Estimated eddy current losses are approximately 50% of 
the copper losses. Pcu ,,0.50 watts. 

Given the core material type, geometry, frequency 
and operating Gauss level, the ferrite losses can 
be calculated. From the manufacturers informa
tion, the typical loss coefficient for H7C4 material 
operating at a flux density swing of 0.035 Tesla 
(350 Gauss) at 750 kHz is 0.15 watts per cubic 
centimeter of core volume, which is 3.327 cm3 per 
LP 22113 core set. Therefore: 

P core = 3.327 .0.15 = 0.50 watt 

The total power lost is a summation of the copper 
and ferrite losses: 

P xfmr = P cu + P core = 0.50 + 0.50 = 1.00 watts 

OUTPUT SECTION 

Output Choke Calculations 
Typically, the RMS output ripple current is less than 
15% I dc, or 1.5 amps in this case. Delta I, the peak 
to peak ripple therefore is twice the RMS, or 3 
amps. 

V _ L di L = V dt = 5.9 v (350) 10-9 s = 690 nanohenries 
dl dl 3.0 A 
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Due to the small value of inductance required, the 
conventional approach will not be used. Instead, 
a simple RF type wound coil will be designed 
using the solenoid equation found in most refer~ 
ence texts. A thick pencil will be utilized as the coil 
form with a diameter of 0.425 inches, however any 
similar item will suffice. 

The form factor, F, is a function of the form diam
eter divided by the length of the wound coil, or 
D/L. A few gyrations will take place before the 
exact values are obtained, however this goes 
quickly. The form factor is listed below for various 
practical values of D/L. 

Coil Dia./Length 
0.1 
0.25 
0.50 
1.0 
2.0 
5.0 

Form Factor "F" 
0.0025 
0.0054 
0.010 
0.0173 
0.026 
0.040 

L ("H) = F • N2 • D (in), N = (UF • D)' (turns) 
For D = 0.425, D/L = 1 (approx); F = 0.0173 
N = (0.690/0.0173.0.425)"2 = 9.76 turns 

Rounding off to the nearest next number of turns the actual 
inductance for 1 0 turns can be calculated: 
L (,.h) = 0.0173.102 .0.425 = 744 nanohenries 

In an air core inductor the permeability "u" equals 
unity, therefore the flux density B equals the 
driving function H. 

Output Capacitor 

a = I p.p • T period • ~ . Delta Q = I p.p I 8 • F 
222 

C = Q I dV where dV (output ripple) equals 0.100 volts. 
e = I p.p 18. F. dV = 3/8·1.5. 1()6. 0.10 = 2.5 "F 

Three 1 pi caps are used in parallel. With a typical 
ripple voltage of < 50 mv due to ESR, the ESR 
each (at 1.5 mHz) must be approximately 150 
milliohms. The Unitrode ceramic monolithic 
capacitor series was selected for their excellent 
high frequency characteristics. 

Resonance, and its effect at these frequencies 
must be taken into account. In this case, the 
capacitor reaches resonance at 1.5 mHz, and the 
effective impedance is resistive. 
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Output Diodes 
Schottky diodes were selected for their short 
reverse recovery times to minimize switching 
losses, and low forward drop for high DC effi
ciency. The Unitrode USD 640Cis a center-tap
ped TO-220 type, with ample margin to safely 
accommodate 40 volt reverse transients and 10 
amp DC output currents. Also featured is a 0.65 
volt maximum drop across each diode and 1 volt 
per nanosecond switching rate. 

UC3825 PWM CONTROL SECTION 

Current LimitlShutdown 
Pulse-by-pulse current limiting is performed by 
the UC3825 by an input of the primary current 
waveform to the IC at pin 9. The small RC network 
of R3 and C8 are used to suppress the leading 
edge glitch caused by turn-on of the mosfet and 
transformer parasitics. The input must be below 
the 1 volt threshold or current limiting will occur. 
Once reached, an input above the threshold will 
narrow the pulse width accordingly. When this 
reaches a 1.4 volts amplitude, shutdown of the 
outputs will occur, and the UC3825 will initiate a 
soft start routine. 

Ramp 
The UC3825 offers the flexibility of both Current 
Mode Control or conventional duty cycle control 
via the RAMP input pin. When connected to the 
timing capaCitor, the UC3825 operates as a duty 
cycle control IC. Connecting the RAMP input to 
the current waveform changes the control meth
od to Current Mode. In this application, the ramp 
waveform is tied through a small RC filter network 
to the primary current waveform. This network is 
defined in the next section - slope compensa
tion. The dynamic range of this input is 1-3 volts, 
and is generally used for introducing slope com
pensation to the PWM. 

Slope Compensation 
Slope compensation is required to compensate 
for the peak to average differences in primary 
current as a function of pulse width. Adding a 
minimum of 50% of the reflected downslope of 
the output current waveform to the primary cur
rent is required. See UNITRODE APPLICATION 
NOTE U-93 and U-97 for further information. 
Empirically, 60-75% should be used to accom
modate circuit tolerances and increase stability5 
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Resistors R2 and R4 in this circuit form a voltage 
divider from the oscillator output to the RAMP 
input, superimposing the slope compensation on 
the primary current waveform. Capacitor C6 is an 
AC coupling capacitor, and allows the 1.8 volt 
swing of the oscillator to be used without adding 
offset circuitry. CapaCitor C7 has a two-fold pur
pose. During turn on it filters the leading edge 
noise of the current waveform, and provides a 
negative going pulse across R4 to the ramp input 
at the end of each cycle. This overrides any para
sitic capacitance at the ramp input, (pin 7) that 
would tend to hold it above zero volts. This insures 
the proper voltage input at the beginning of the 
next cycle. 

C7 

Rs R4 

Figure 7. 

For the purposes of determining the resistor 
values, capacitors C4 (timing), C6 (ac coupling) 
and C7 (filtering) can be removed from the circuit 
schematic. The simplified model represented in 
figure 8 is used for the calculations. These calcula
tions can be applied to all Current Mode circuits 
using a similar scheme. 

R2 

Rs R4 

FigureS. 
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STEP 1. Calculate Inductor Downslope 
S(L) = dildt = V sec I L = 5.9 VI .740 pH = 8.0 AI¢! (1) 

STEP 2. Calculate Reflected Downslope to Primary 
S(L)' = SILl I N (turns ratio) = B.0/5 = 1.6 AI $8 (2) 

STEP 3. Calculate Equivalent Ramp Downslope Voltage 
V S(L), = S(L)'. Rsense = 1.6 • 0.375 = 0.600 VI¢! (3) 

STEP 4. Calculate Oscillator Slope 
VS(osc) = d(V osc) I Ton = 1.BV 1570 ns = 3.15VI fit (4) 

STEP 5. Generate the Ramp Equations 
Using superpostion, the circuit can be configured as: 

R4 R2 

RAMP 

Figure 9. 

V (ram ) = V 8 (L)' • R2 = V S (osc) • R4 
P R2 + R4 R2 + R4 

SUBSTITUTING, 

V (ramp) = V S (L)" + V S (comp) 
WHERE 

Sase. 

V S (com ) = V S (osc) • R4: V S (L)" = V S (L)' • R2 
P R2 + R4 R2 + R4 

STEP 6. Calculate Slope Compensation 

(5) 

(6) 

V S (comp) = m· S(L)" (7) 

Where m equals the amount of inductor downslope to be 
introduced. In this example, let m = 75%, or 0.75. 
V S (osc) • R4 = m • V S(l), • R2 

R2 + R4 R2 + R4 

SOLVING FOR R2: 
R2 = R4. V S (osc) = R4 • 3.15 

V S (L)' • m 0.600·0.75 

USING CIRCUIT VALUES, 

R2 = 7.05· R4 

For simplicity, let R4 equal 1 K ohms and R2 there
fore equals 7.05 K. Using the nearest standard 
value resistor of 6.8 K, the exact amount of down
slope is minimally affected. Important, however, IS 

that the series combination of R2 and R4 is high 
enough in resistance not to load down the oscilla
tor and cause frequency shifting. 

(9) 
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CLOSING THE FEEDBACK LOOP 
Error Amplifier 
Compensation of the high gain error amplifier in 
the UC3825 is straight forward. There is a sin
gle-pole at approximately 5 hertz. A zero will be 
introduced in the compensation network to pro
vide gain once the zero db threshold is crossed. 
Using Current Mode control greatly simplifies the 
compensation task as the output choke is con
trolled by the inner current loop, thus making the 
output section appear as a single pole response 
with a zero at the ESR frequency" 
Control to Output Gain 
The control to output gain will vary with output 
loading, and as the load is increased the gain de
creases. Output capacitor ESR will determine the 
frequency at which the zero occurs, thus chang
ing the gain as a function of ESA. To insure stability 
through all combinations of load and ESR, the 
amplifier will be compensated to cross zero db at 
approximately one-fifth of the switching frequency 
with ample phase margin. 
The output filter pole and zero occur at 
Fp = 1/2'/1" R (load) C (output) 
Fz = 1/2'/1" R (esr) C (output) 

CIRCUIT PARAMETERS: 
C (output) = 31'F; ESR (each) = 0.050 min - 0.300 max 
For three capacitors in parallel, ESR = 0.016 - 0.100 ohms 
R (output) = 2.5 ohms at 2 A, 0.5 ohms at 10 A 
Using the above equations; 
Fp (2A) = 11 (2 ,3.14.2.5.3.10-6) = 21.2 kHz 
Fp (1 OA) = 1 1 (2.3.14.0.5.3.10-6) = 106.1 kHz 

Fz (high) = 1 1 (2,3.14 ,0.Q16. 3.10-") = 3.315 mHz 
Fz(low) = 1 1 (2.3.14.0.100.3.10-6) = 530.5 kHz 
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GAIN 

V (output) = K. Ro, where K = Ipri. Np/Ns = 2·5 = 11.76 
V (control) V (control) 0.85 

Therefore, at 2 amps and 10 amps, 
VolVe = K.ro = 11.76 ,2.5 = 29.4 db (2A) 
VolVe = K.ro + 11.76. 0.5 = 15.4 db (10A) 

Error Amplifier Compensation 
The control to output gain can be plotted along 
with the desired zero db crossing point and an 
estimate of the error amplifier required compen
sation network can be made. The amp compen
sation should have a zero at approximately 100 
kHz, and a gain of -16 db at this frequency. Resis
tor R9 has been selected to be 3.3 k ohms based 
on the output drive capability of the UC3825 amp. 
Complete specifications are contained in the 
UC3825 data sheet. 
F zero (amp) = 11 (2 ,'/I",R9 ,C12) 
therefore, CI2 = 1 1 (2 ,'/I"' R9 ,F zero) 
C12 = 1 1 (2.3.14.3300.100.000) = 480 pF (use 560 pF) 

R101 R9 = approx -16 db (0.16), 
R10 = R91 gain = 3.3 K 1 0.16 = 20.4 K (use 20 K) 

This compensated response can now be plotted, 
along with the control to output gain and the over
all power supply response is a summation of the 
two curves, as seen in figures 11 and 12. Low fre
quency gains of 100 db at full load, and 115 db at 
light load are obtained, with a zero db crossing at 
approx. 100 kHz for both. Phase margin is gener
ous with approx. 90 degrees for both light and 45 
degrees at full load. 

GAIN AND PHASE RESPONSE 
UC3825 DEMO KIT 

130 
120 

GAIN - UGHT LOAD 

Figure 11. 

LIGHT 
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10 
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·10 
-20 
-30 

FULL 

GAIN - FULL LOAD 

100 10' 102 1(}l TO" 106 10e lOr 

FREQUENCY (HZ) ;: r=: ___ PH_A_SE_~_::1 
Figure 12. 
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LIST OF MATERIALS 

REFERENCE DESCRIPTION 

Capacitors 
C1,2 
C3,5 
C4 
C6 
C7 
C8 
C9-11, 17-19 
C12 
C13,14 
C15, 16 

Diodes 
CR1 
CR2,3 
CR4,5 
CR6,7 

4.7 /LF. 63 VDC Electrolytic 
0.1 iF. 50 VDC Monolithic 
470 pF, VDC Monolithic 
0.01 iF. 50 VDC Monolithic 
120 pF. 50 VDC Monolithic 
15 pF. 50 VDC Monolithic 
1 iF. 50 VDC Monolithic 
560 pF, 50 VDC Monolithic 
150 pF, 150 VDC Ceramic 
5000 pF, 50 VDC Ceramic 

1N4465 
USD1140 
UES1105 
USD640C 

10 V, 1.5 Watt Zener 
40 V, 1 Amp Schottky 
150 V, 2.5 Amp Ultrafast 
40 V, 12 Amp Schottky 

Integrated Circuits 
U1 UC3825 Unitrode High Speed PWM 

Transistors 
Q1,2 

Resistors 
R1 
R2 
R3,4, 14, 15 
R5-8 
R9 
R10 
R11,12 
R13 
R16-19 
R20-23 
R24 

Magnetics 
L1 
T1 

UFN633 150 V, 8A Mosfet 

1.5K,1/2W.1% 
6.8 K. 1/2 W. 5"10 
1K. 1/2 W. 5"10 
1.5 R, 1W.5% 
3.3 K. 1/2 W. 5"10 
20 K. 1/2 W. 5"10 
6.2 R, 1/2 W.5% 
500 R, 5W, 10"10 
200 R, 1/2 W.5% 
24 R, 1/2 W.5% 
51 R,1 W.5% 

740 nH Wound Coil 
AlE Magnetics Custom Transformer, 
5:1 Turns Ratio 

Miscellaneous 
H1 Heatsink-Mosfets (AAALL #5786B) 
H2 Heatsink-Diodes (AAALL #5299B) 

Efficiency Measurements 

v l~) I ~n) P7~1.~ P (Loss) Efficiency 
1. 07 20.2 71.8% 

48 1.483 71.2. 19.7 72.4% 
56 1.331 73.2 21.7 70.4% 
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v~) Vout Vout Vout 
(2A) (5A) (10A) Load Reg. 

42 5.110 5.102 5.093 17 
48 5.108 5.101 5.092 16 
56 5.108 5.102 5.089 19 

Line 2 mv 1 mv 4 mv 

Dynamic Performance 
The power supply was pulse loaded from 5 amps 
to 10 amps at a frequency of 100 kilohertz. 
Recovery to within 50 mv was less than 2 micro
seconds with a total excursion of less than 200 
millivolts. High speed FETS were used to switch 
the load current with typical riselfall times of 50 
nanoseconds. 

Short Circuit 
The short circuit input current is approximately 
0.75 amps, or an input power of 36 watts. 

Circuit Power Losses 
The total circuit losses are approximated using 
both the calculated and measured losses 
throughout the power supply. 

Power Losses 
Current Sense Circuit 
Output Diodes 
Switching Transistors 
Dropping Resistor 
Snubber Networks 
Transformer Losses 
Auxiliary Supply 
Miscellaneous 

TOTAL LOSSES 

1.2W 
9.8W 
3.2W 
3.0 w 
1.0W 
1.0W 
0.8W 
0.2W 

20.2W 

If a bootstrapped technique is utilized in the 
auxiliary supply to the Ie and drive circuitry, the 
dropping resistor losses of three watts can be 
reduced to 0.1 watts in the bootstrap circuitry. In 
addition, the lossy resistive current senSing net
work can be replaced by a small current trans
former, lowering the losses by a half-watt. Overall 
efficiency would then increase to 75%, fairly high 
for a five volt output application. Noteworthy is 
that the switching losses at this high of frequency 
can be minimized, and have little overall effect 
on circuit efficiency. 
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Summary 
The demands of higher power densities will 
undoubtedly throttle many switch-mode power 
supply designs into and beyond the megahertz 
region in the near future. Designers will be facing 
the challenges of selecting switching devices, 
magnetic materials and IC controllers built exclu
sively for high efficiency at these frequencies. The 
thrust from contemporary hundreds of kilohertz 
designs to megahertz versions is rapidly making 
progress. This 1.5 MHZ current mode push-pull is 
an example of what can successfully be accom
plished with existing high speed components and 
technology. 
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TIMING WAVEFORMS 
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PRACTICAL CONSIDERATIONS IN 
CURRENT MODE POWER SUPPLIES 

Introduction 
This detailed section contains an in-depth explanation of 
the numerous PWM functions, and how to maximize their 
usefulness. It covers a multitude of practical circuit design 
considerations, such as slope compensation, gate drive 
circuitry, external control functions, synchronization, and 
paralleling current mode controlled modules. Circuit dia
grams and simplified equations for the above items of inter
est are included. Familiarity with these topics will simplify 
the design and debugging process, and will save a great 
deal of time for the power supply design engineer. 

I. SLOPE COMPENSATION 
Current mode control regulates the PEAK inductor current 
via the 'inner' or current control loop. In a continuous mode 
(buck) converter, however, the output current is the AVER
AGE inductor current, composed of both an AC and DC 
component. 
While in regulation, the power supply output voltage and 
inductance are constant. Therefore, VOUT I LsEC and 
dl/dT, the secondary ripple current, is also constant. In a 
constant volt-second system, dT varies as a function of 
VIN. the basis of pulse width modulation. The AC ripple 
current component, dl. varies also as a function of dT in 
accordance with the constant VOUT LsEC. 

Average Current 
At high values of VIN. the AC current in both the primary 
and the secondary is at its maximum. This is represented 
graphically by duty cycle 01, the corresponding average 
current II. and the ripple current d(11). As VIN decreases to 
its minimum at duty cycle, the ripple current also is at its 
minimum amplitude. This occurs at duty cycle 02 of aver
age current 12 and ripple current d(12). Regulating the 
peak primary current (current mode control) will produce 
different AVERAGE output currents 11, and 12 for duty 
cycles 01 and 02. The average current INCREASES with 
duty cycle when the peak current is compared to a fixed 
error voltage. 

Ve.-----~~~----~~~~----~ 

o ~--------
Figure 1. Average Current Error 
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Constant Output Current 
To maintain a constant AVERAGE current. independent of 
duty cycle, a compensating ramp is required. Lowering the 
error voltage precisely as a function of TON will terminate 
the pulse width sooner. This narrows the duty cycle cre
ating a CONSTANT output current independent of TON. or 
VIN. This ramp simply compensates for the peak to aver
age current differences as a function of duty cycle. Output 
currents 11 and 12 are now identical for duty cycles 01 and 
D2. 

Figure 2. Constant Average Current 

Determining the Ramp Slope 
Mathematically, the slope of this compensating ramp must 
be equal to one-half (50%) the downslope of the output 
inductor as seen from the control side of the circuit. This is 
proven in detail in "Modelling, Analysis and Compensating 
of the Current Mode Controller," (Unitrode publication U-97 
and its references). Empirically, slightly higher values of 
slope compensation (75%) can be used where the AC 
component is small in comparison to the DC pedestal, typi
cal of a continuous converter 

Circuit Implementation 
In a current mode control PWM IC, the error voltage is gen
erated at the output of the error amplifier and compared to 
the primary current at the PWM comparator At this node, 
subtracting the compensating ramp from the error voltage. 
or adding it to the primary current sense input will have the 
same effect: to decrease the pulse width as a function of 
duty cycle (time). It is more convenient to add the slope 
compensating ramp to the current input. A portion of the 
oscillator waveform available at the timing capacitor (CT) 
will be resistively summed with the primary current. This is 
entered to the PWM comparator at the current sense input. 
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Parameters Required for 
Slope Compensation Calculations 
Slope compensation can be calculated after specific 
parameters of the circuit are defined and calculated. 

SECTION PARAMETER 
Control 

Output 

General 

T on (Max) Oscillator 
tN Oscillator (PK-PK Ramp Amplitude) 
I Sense Threshold (Max) 

V Secondary (Min) 
L output 
I AC Secondary 
(Secondary Ripple Current) 

R Sense (Current Sensing Resistor) 
M (Amount of Slope Compensation) 
N Turns Ratio (Np / Ns) 

Once obtained, the calculations for slope compensation 
are straightforward, using the following equations and 
diagrams. 

Ip 

111-
Figure 3. General Circuit 

Resistors R1 and R2 form a voltage divider from the oscilla
tor output to the current limit input, superimposing the 
slope compensation on the primary current waveform. 
Capacitor C1 is an AC coupling capacitor, and allows the 
AC voltage swing of the oscillator to be used without add
ing offset circuitry. Capacitor C2 forms an R-C filter with R1 
to suppress the leading edge glitch of the primary current 
wave. The ratio of resistor R2 to R1 will determine the exact 
amount of slope compensation added. 

For purposes of determining the resistor values, capacitors 
CT (timing), C1 (coupling), and C2 (filtering) can be 
removed from the circuit schematic. The oscillator voltage 
(Vosc) is the peak-to-peak amplitude of the sawtooth 
waveform. The simplified model is represented sche
matically in the following circuit. 

These calculations can be applied to all current mode con
verters using a similar slope compensating scheme. 
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Ip 

R, 
Rs 

Figure 4. Simplified Circuit 

Step 1. Calculate the Inductor Downslope 
S(L) = di/dt = VSEc/LsEC (Amps/Second) 

Step 2. Calculate the Reflected Downslope 
to the Primary 

S(L)' = S(L)/N (Amps/Second) 

Step 3. Calculate Equivalent Downslope Ramp 
V S(L)' = S(L)' • R sense (Volts/Second) 
Step 4. Calculate the Oscillator Charge Slope 
V S(OSC) = d (Vosc) / T on (Volts/Second) 
Step 5. Generate the Ramp Equations 
Using superposition, the circuit can be illustrated as: 

SI.: R, R2 Sose. 

? 
'IN\i 

I 
'VItI. 

9'vo~ VRAMP 

Figure 5. Superposition 

V(RAMP) = V S(L)' • R2 + V S(OSC) • R1 simplifying. 
R1 + R2 R1 + R2 

V(RAMP) = V S(L)" + V S(COMP) where 

V S(COMP) = V S(osC) • R1 ,and V S(L)" = V S(L), • R2 
R1 + R2 R1 + R2 

Step 6. Calculate Slope Compensation 
V S(COMP) = M • S(L)" where M is the amount of 
inductor downslope to be introduced. 

Equating V S(osC) • R1 = M • V S(L)' • R2 
R1 + R2 R1 + R2 

, solving for R2 

R2 = R1. V S(osC) 
VS(L)'eM 
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Equating R1 to 1 K ohm simplifies the above calculation 
and selection of capacitor C2 for filtering the leading edge 
glitch. Using the closest standard value to the calculated 
value of R2 will minimally effect the exact amount of down
slope introduced. It is important that R2 be high enough in 
resistance not to load down the I.C. oscillator, thus causing 
a frequency shift due to the slope compensation ramp 
to R2. 

VREF 

PWM 

CT 

Ip R, 
ISENSE 

RSENSE 

Figure 6. Emitter Follower Circuit 

Design Example - Slope Compensation Calculations 
Circuit Description and Parameter Listing: 
Topology: Half-Bridge Converter 
Input Voltage: 85-132 VAC "Doubler Configuration" 
Output: 5 VDC/45 ADC 
Frequency: 200 KHz, T Period = 5.0 IJS 
T Deadtime: 500 ns, T on Max = 4.5 IJS 
Turns Ratio: 15/1, (Np/Ns) 
V Primary: 90 VDC Min, 186 Max 
V Sec Min: 6 VDC 
R Sense: 0.25 Ohm 
I Sec Ac: 3.0 Amps «10% I DC) 
L Output: 5.161Jh 

1. Calculate the Inductor Downslope on the 
Secondary Side 

S (L) = di/dt = VSEc/LsEC = 6 v/5.16 IJh = 1. 16 AlpS 

2. Calculate the Transformed Inductor Slope to the 
Primary Side 

S (L)' = S (L) • Ns/Np = 1.16 • 1/15 = 0.0775 A/IJS 

3. Calculate the Transformed Slope Voltage at 
Sense Resistor 

V S(L)' = S (L)' • Rsense = 7.72 • 10-2· 0.250 = 
1.94.10-2V/pS 
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4. Calculate the Oscillator Slope at the Timing Capacitor 
S(OSC) = d V osc/T on max = 1.8/4.5 = 0.400 V/IJS 

5. Let Amount of Slope Compensation (M) = 0.75 and 
R1 = 1K 

R2 = R1 • V S(OSC) 

V S(L)'. M 

= 27.4 K ohms 

; R2= 

II. GATE DRIVE CIRCUITRY 

1 K· 0.400 
0.0192 • 0.75 

The high current totem-pole outputs of most PWM ICs have 
greatly enhanced and simplified MOSFET gate drive 
circuits. Fast switching times of the high power FETs can 
be attained with nearly a "direcf' drive from the PWM. 
Frequently overlooked, only two extemal components - a 
resistor and Schottky diode are required to insure proper 
operation of the PWM while delivering the high current 
drive pulses. 

MOSFET Input Impedance 
Typical gate-to-source input characteristics of most FETs 
reveal approximately 1500 picofarads of capacitance in 
series with 15 nanohenries of source inductance. For this 
example, the series gate current limiting resistor will not be 
used to exemplify its necessity. Also, the totem pole tran
sistors are replaced with ideal (Iossless) switches. A dV/dT 
rate of 0.5 volts per nanosecond is typical for most high 
speed PWMs and will be incorporated. 

PWM 1500 
pF 

15 
NH 

Figure 7. Ideal Circuit Gate Drive 

Assuming no external circuit parasitics of R, L or C, the 
PWM is therefore driving an L-C resonant tank with no 
attenuation. The driving function is a 15 volt pulse derived 
from the auxiliary supply voltage. The resulting current 
waveform is shown in figure 8, having a peak current of 
approximately seven amps at a frequency of thirty-three 
megahertz. 
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\~ v 

0· 

Figure 8. Voltage & Current Waveforms at Gate 

In a practical application, the transistors and other circuit 
parameters, fortunately, are less than ideal. The results 
above are unlikely to happen in most designs, however 
they will occur at a reduced magnitude if not prevented. 

Limiting the peak current through the IC is accomplished 
by placing a resistor between the totem-pole output and 
the gate of the MOSFET. The value is determined by divid
ing the totem-pole collector voltage eve) by the peak 
current rating of the IC's totem-pole. Without this resistor, 
the peak current is limited only by the dV/dT rate of the 
totem-pole and the FET gate capacitance. 

For this example, a collector supply voltage of 10 volts is 
used, with an estimated totem-pole saturation voltage of 
approximately 2 volts. Limiting the peak gate current to 1.5 
amps max requires a resistor of six ohms, and the nearest 
standard value of 6.2 ohms was used. Locating the resistor 
in series with the collector to the auxiliary voltage source 
will only limit the turn-on current. Therefore it must be 
placed between the PWM and gate to limit both turn-on 
and turn-off currents. 

Actual circuit parasitics also playa key role in the drive 
behavior. The inductance of the FET source lead (15 nano
henries typical) is generally small in comparison to the lay
out inductance. To model this network, an approximation of 
30 nanohenries per inch of PC trace can be used. In addi
tion, the inductance between the pins of the IC and the die 
can be rounded off to 10 nanohenries per pin. It now 
becomes apparent that circuit inductances can quickly 
add up to 100 nanohenries, even with the best of PC lay
outs. For this example, an estimate of 60 nh was used to 
simulate the demonstration PC board. The equivalent cir
cuit is shown in figure 10. A 10 volt pulse is applied to the 
network using 6.2 ohms as the current limiting resistance. 
Displayed is the resulting voltage and current waveform at 
the totem-pole output. 
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Figure 9. Circuit Parameters 

10 

V 
(v) 

o 

o 
(A) 

-1 

Figure 10. Circuit Response 
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The shaded areas of each graph are of particular interest. 
During this time, the lower totem-pole transistor is satu
rated. The voltage at its collector is negative with respect to 
it's emitter (ground). In addition, a positive output current is 
being supplied to the RLC network thru this saturated NPN 
transistor's collector. The IC specifications indicate that 
neither of these two conditions are tolerable individually, 
nevermind simultaneously. One approach is to increase 
the limiting resistance to change the response from under
damped to slightly overdamped. This will occur when: 

R (gate) ~ 2·.ffJC 

Unfortunately, this also reduces the peak drive current, 
thus increasing the switching times of the FETS - highly 
undesirable. The alternate solution is to limit the peak 
current, and alter the circuit to accept the underdamped 
network. 
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The use of a Schottky diode from the PWM output to 
ground will correct both situations. Connected with the 
anode to ground and cathode to the output, it will prevent 
the output voltage from going excessively below ground, 
and will also provide a current path. To be effective, the 
diode selected should have a forward voltage drop of less 
than 0.3 volts at 200 milliamps. Most 1-to-3 amp diodes 
exhibit these traits above room temperature. The diode will 
conduct during the shaded part of the curve shown in 
figure 10 when the voltage goes negative and the current 
is positive. The current is allowed to circulate without 
adversely effecting the IC performance. Placing the diode 
as physically close to the PWM as possible will enhance cir
cuit performance. Circuit implementation of the complete 
drive scheme is shown in the schematic. 

Power MOSFET Drive Circuit 

Dl.D2· UC3611 Schottky Diodes 

Figure 11. 

Transformer driven circuits also require the use of the 
Schottky diodes to prevent a similar set of circumstances 
from occurring on the PWM outputs. The ringing below 
ground is greatly enhanced by the transformer leakage 

Transformer Coupled MOSFET Drive Circuit 

t..F T T lOuF TC 
~ LOAD 

.... 7 rrt9 
r---+----JiiC±lJ 

~ GND 

D1 .02: UC3611 Schottky Diode Array 

Figure 12. 
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inductance and parasitic capacitance, in addition to the 
magnetizing inductance and FET gate capacitance. Cir
cuit implementation is similar to the previous example. 

Transformer Coupled Push-Pull MOSFET Drive Circuit 

-1 V ,tIE 
r-:---+---t---'-i ,oJ'. 'K 

! 'UFO. rnj~ 
t--+--Il-T--"+-+--!-I --l. 'K 

PGND 

I 0 
I 
I 

-.I 

UC3611 Quad SchOttky 
Diode Array 

Figure 13. 

Peak Gate Current and Rise Time Calculations 
Several changes occur at the MOSFET gate during the 
turn-on period. As the gate threshold voltage is reached, 
the effective gate input capacitance goes up by about 
fifteen percent, and as the drain current flows, the capaci
tance will double. The gate-to-source voltage remains fairly 
constant while the drain voltage is decreasing. The peak 
gate current required to switch the MOSFET during a spec
ified turn-on time can be approximated with the following 
equation. 

I pk = ~ I Ciss [ (2.5· Vgth) + Idl + [Crss (VDD -Vgth) 11 
Ton gm 

Several generalizations can be applied to simplify this 
equation. First, let Vgth, the gate turn-on threshold, equal 
3 volts. Also, assume gm equals the drain current Id 
divided by the change in gate threshold voltage, dVgth. For 
most applications, dVgth is approximately 2.5 volts for utili
zation of the FET at 75% of its maximum current rating. In 
most off-line power supplies, the gate threshold voltage is 

. a small percentage of the drain voltage and can be elimi
nated from the last part of the equation. The formulas to 
determine peak drive current and turn-on time using the 
FET parameters now simplify to: 

I pk = ~ • ( (10 • Ciss) + (Crss • V drain) I 
Ton 

Ton = ~ • ( (10 • Ciss) + (Crss • Vdrain) I 
I pk 

Switching times in the order of 50 nanoseconds are attain
able with a peak gate current of approximately 1 .0 amps in 
many practical designs. Higher drive currents are obtain
able using most Unitrode current mode PWMs which can 
source and sink up to 1.5 amps peak (UC1825). Driver ICs 
with similar output totem poles (UC1707) are recom
mended for paralleled MOSFET high speed applications. 
SEE APPLICATION NOTE U-118 
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III. SYNCHRONIZATION 
Power supplies have historically been thought of as "black 
boxes," an off-the-shelf commodity by most end users. 
Their primary function is to generate a precise voltage, 
independent of load current or input voltage variations, at 
the lowest possible cost. In addition, end users allocate a 
minimal amount of system real estate in which it must fit. 
The major task facing design engineers is to overcome 
these constraints while exceeding the customers' expec
tations, attaining high power densities and avoiding 
thermal management problems. It is imperative, too, that 
the power supply harmonize and integrate with the system 
rather than cause catastrophic noise problems and last 
minute headaches. Products that had performed to satis
faction on the lab workbench powered by well filtered 
linear supplies may not fare as well when driven by a noisy 
switcher enclosed in a small cabinet. 

Basic power supply design criteria such as the switching 
frequency may be designated by the system clock or CPU 
and thus may not be up to the power supply deSigner's dis
cretion. This immediately impacts the physical size of the 
magnetic components, hence overall supply size, and may 
result in less-than-optimum power density. However, for the 
system to function properly, the power supply must be 
synchronized to the system clock. 

There are numerous other reasons for synchronizing the 
power supply to the system. Most switching power noise 
has a high peak-to-average ratio of short duration, 
generally referred to as a spike. Common mode noise gen
erated by these pulsating currents through stray capaci
tance may be difficult (if not impossible) to completely elimi
nate after the system design is complete. Ground loop 
noise may also be amplified due to the interaction of 
changing currents through parasitic inductances, resulting 
in crosstalk through the system. EMI filtering to the main 
input line is much simpler and more repeatable when 
power is processed at a fixed frequency. 

In addition, multiple power stages require synchronization 
to reduce the differential noise generated between mod
ules at turn-on. In unison, the converters begin their cycles 
at the same time, each contributing to common mode 
noise simultaneously, rather than randomly. This also sim
plifies peak power considerations and will result in predict
able power distribution and losses. Compensation made 
for voltage drops along the bus bars, produced by both the 
AC and DC power current components, can be accom
plished. Balancing of the loads and power bus losseS also 
contributes to diminishing the differential noise and should 
be administered for optimum results. 
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Operation of the PWM Oscillator 
In normal operation, the timing capacitor (Ct) is linearly 
charged and discharged between two thresholds, the 
upper and lower comparator thresholds. The charging 
current is determined by means of a fixed voltage across 
a user selected timing resistance (Rt). The resulting current 
is then mirrored internally to the timing capacitor Ct at the 
IC's Ct output. The discharge current is internally set in 
most PWM designs. 
As Ct begins its charge cycle, the outputs of the PWM are 
initiated and turn on. The timing capacitor charges, and 
when its amplitude equals that of the error amplifier output, 
the PWM output is terminated and the outputs turn off. Ct 
continues to charge until it reaches the upper threshold of 
the timing comparator Once intersected, the discharge 
circuitry activates and discharges Ct until the timing 
comparator lower threshold is reached. During this dis
charge time, the PWM outputs are disabled, thus insuring 
a "dead" time when each output is off. 

\ \: UPP£IO COM ..... ""'" THRESHOLD 

V'" ~ d-~ - ERROR AMPUFIEFI 
OUlPUT 

_ LOWERCOM~R 
THRESHOLD 

n n HIGH 
SYNC DEAOrIME 

LOW 

OU~UTJ ON OFF OUTPUTA 

OUTPUT 
B 

OFF ~ OFF OUTPUTB 

Figure 14. Voltage Mode Control-
Normal Operation 

UPPER 

~ ~-THRESHOLD 
SYNC LOW I ~ I lOW HIGH Vc> =====.l. l=. =======1 -~=:HOLD 

O~TFON ~. OFF • OUTPUT A 

O~T ------OFF • I .. ON~OUTPUTB 

Figure 15. 

The SYNC terminal provides a "digital" representation of 
the oscillator charge/discharge status and can be utilized 
as both an input or an output on most PWM's. In instances 
where no synchronization port is easily available, the timing 
circuitry (Ct) can be driven from a digital (OV, 5V) logic input 
rather than in the analog mode. The primary considera
tions of on-time, off-time, duty cycle and frequency can be 
encompassed in the digital pulse train. A LOW logic level 
input determines the PWM ON time. Conversely, a HIGH 
input governs the OFF time, or dead time. Critical con
straints of frequency, duty cycle or dead time can be 
accurately controlled by a digital signal to the PWM timing 
cap (Ct) input. The command can be executed by anything 
from a simple 555 timer, to an elaborate microprocessor 
software controlled routine. 
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Not all PWM IC's have a direct synchronization input/out
put connection available to the internal oscillator In these 
applications, the slave oscillator must be disabled and 
driven in a different fashion. This approach may also be 
required when using different PWMs amongst the slave 
modules with different sync characteristics, or anti-phase 
signals. 
Unfortunately, there are several drawbacks to this method, 
depending on the implementation. First, the PWM error 
amplifier has no control over the pulse width in voltage 
mode control. The error amplifier output is compared to a 
digital signal instead of a sawtooth ramp, rendering its 
attempts fruitless. The conventional soft start technique of 
clamping the error amp output, thereby clamping the duty 
cycle will not function. With no local timing ramp available, 
the supply is completely under the direction of the sync 
pulse source. Should the pulse become latched or 
removed, the PWM outputs will either stay fully on, or fully 
off, depending on the sync level input (voltage mode). Also, 
without the local Ct ramp, the supply will not self-start, 
remaining off until the sync stream appears. Slope com
pensation for current mode controlled units requires addi
tional components to generate the compensating ramp. 
Every supply must be produced as a dedicated master, or 
slave, and must be non-interchangeable with one another, 
barring modification. This is only a brief list of the numerous 
design drawbacks to this "open-ended" sync operation. To 
circumvent these shortcomings, a universal sync circuit 
has been developed with the following performance fea
tures and benefits: 
- Sync any PWM to/from any other PWM 
- Sync any PWM to/from any number of other PWMs 
- Sync from digital levels for simple system integration 
- Bidirectional sync Signal 
- Any PWM can be master or slave with no modifications 
- Each control circuit will start and run independently 

of sync if sync signal is not present 
- Localized ramp at Ct for slope compensation 
- No critical frequency settings on each module 
- High speed - minimum delays 
- High noise immunity 
- Low power requirements 
- Remote off capability 
- Minimal effect on frequency, duty cycle, and dead time 
- Low cost and component count 
- Small size 

Sync Circuit Operating Principles 
These optimal objectives can be obtained using a combi
nation of both analog and digital Signal inputs. The timing 
capacitor Ct input will be used as a summing junction for 
the analog sawtooth and digital sync input. The PWM is 
allowed to run independently using its own Rt and Ct 
components in standard configuration. When synchroni
zation is required, a digital sync pulse will be super
imposed on the Ct waveform. 
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When applied, the sync pulse quickly raises the voltage at 
Ct above the PWM comparator upper threshold. This 
forces a change in the oscillator charge/discharge status 
and operation. The oscillator then begins its normal dis
charge cycle synchronized to the sync signal. This digital 
sync pulse simply adds to the analog Ct waveform, forcing 
the Ct input voltage above the comparator upper 
threshold. 

VCT 
./"\(ANALOG) ~ UPPER 

/ \ --'\. THRESHOLD, 
-v' VCT n VSYNC .. LOWER 

___ I L(DIGITAL) COMBINED THRESHOLD 

Figure 16. 

In practice, this approach is best implemented by bringing 
Ct to ground through a small reSistance, about 24 ohms. 
This low value was selected to have minimal offset and 
effects on the initial oscillator frequency. The sync pulse will 
be applied across the 24 ohm resistor Since all PWMs 
utilize the timing capacitor in their oscillator section, it is 
both a convenient and universal node to work with. 

SYNC CIRCUIT 
INPUT 

Cr 

240 

PWM 

Figure 17. Sync Circuit Implementation 

Oscillator Timing Equations 
The oscillator timing components must be first selected to 
guarantee synchronization to the sync pulse. The sawtooth 
amplitude must be lower than the upper threshold voltage 
at the desired sync frequency. If not, the oscillator will run 
in its normal mode and cross the upper threshold first, 
before the sync pulse. This requirement dictates that the 
PWM oscillator frequency must be lower than the sync 
pulse frequency to trigger reliably. Typically, a ten percent 
reduction in free running frequency can be accommo
dated throughout the power supply. Adding the sync cir
cuit will have minor effects on the PWM duty cycle, dead
time and ramp amplitude. (These will be examined in 
detail .) 
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The Timing Ramp 
As mentioned, the timing ramp amplitude needs to be 
approximately ten percent lower in frequency than normal. 
Therefore, the MINIMUM sync pulse amplitude must fill the 
remaining ten percent of the peak-to-peak ramp amplitude 
to reach the upper threshold. Synchronization can be 
insured over a wide range of frequency inputs and compo
nent tolerances by supplying a slightly higher amplitude 
sync pulse. 
Lowering the peak-to-peak charging amplitude also lowers 
the peak-to-peak discharge amplitude. This shortens the 
time required to discharge Ct since it begins at a lower 
potential. Consequently, this reduces the deadtime 
accordingly. However, the sync pulse width adds to the IC 
generated deadtime and increases the effective off, or 
deadtime due to discharge. This sync pulse width need 
only be wide enough to be sensed by the IC comparator, 
which is fairly fast. Additional sync pulse width increases 
deadtime which can be used to compensate for the 10% 
lower ramp, hence deadtime. 

V~+·~----------~~-

VTH -~~--------~~

VTH +...----------I~--1--..-

VTH -~-------+---l""-J
TON I--------l---~ 

TON .. I----~ 
~TON 

CHARGING RAMP DISCHARGING RAMP 

Figure 18. Oscillator Ramp Relationships 

Oscillator Ramp Equations 
The timing components required in the oscillator section 
are generally determined graphically from the manufac
turers' data sheets for frequency and deadtime versus Rt 
and Ct. While fine for most applications, a careful examina
tion of the equations is necessary to analyze the impacts of 
the additional sync circuit components on the timing 
relationships. 

Oscillator Charging Ramp Equations 

I:Nosc=..!.fICh9dT = ICh9 ] t 
Ct Ct 0 

T 

T chg = I ~V osc • Ct l/lchg where Ichg = Vchg I At 

AV osc = Vth upper - Vth lower 

~V osc' = AV osc (tchg') - V (24 ohm) 
t chg(o) 

V (24 ohm) = I chg • 24 = [Vchg I Rt] • 24 
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These equations can be reduced if an approximation is 
made that the deadtime is very small in comparison to the 
total period. In this case, the entire effect of changing the 
ramp voltage is upon the charging time of the oscillator 
Synchronizing to a higher frequency simply reduces the 
charging time of Ct, (Tchg). The new charging time (Tchg') 
is the original charge time multiplied by the change in fre
quency between F original and F sync. This relative 
change will be used in several equations; it is labelled P, for 
percentage of change. 

T chg' = T sync = F orig = P "relative F change" 
T chg(o) T orig F sync 

For small values of charging current, or large values of Rt, 
the voltage drop across the 24 ohm resistor is negligible. A 
current of 2 milliamps will result in a 2.5% timing error with 
a 2 volt peak to peak oscillator ramp at Ct. It is also prefer
rable to free-run the IC oscillator at about a 15% lower fre
quency than the synchronization frequency, where "P" = 
0.85. 

AVosc' (sync) = ~Vosc(o) • P = 0.85 • A[Vosc] orig. 

T chg' = T chg(o) • P = 0.85 T chg(o) 
V sync (minimum) amplitude = ~ [Vose] • (1-P) 
= 0.15 • ~ [Vosc(o)] 
With an approximate 2 volt peak to peak oscillator ampli
tude, the minimum sync pulse amplitude is 0.30 volts for 
synchronization to occur with a 15% latitude in 
frequencies. 

Oscillator Discharge Ramp Equations 
Proper deadtime control in the switching power stage is 
required to safeguard against catastrophic failures. Add
ing the sync circuit to the oscillator reduces the discharge 
time of the timing capacitor Ct, hence reducing the dead
til:ne of the PWM. There are two contributing factors. First, 
the peak amplitude at the timing capacitor is lowered by ~V 
osc(o) - ~Vosc', and the capacitor begins its discharge 
from a lower potential. Second, the 24 ohm resistor adds 
an offset voltage, dependent on its current. Typical IC dis
charge currents range from approximately 6 to 12 milli
amps. This offset due to charging current (1-2 mal is low in 
comparison to that of the discharge current (6 to 12 mal. 
While negligible during the charge cycle, its tenfold effects 
must be taken into account during the discharge, or 
deadtime. 
The discharge time (T dchg) can be calculated knowing 
the discharge current of the particular IC. More convenient 
is to use the manufacturers' published deadtime listing for 
a known value of Ct, and to calculate the effects of the sync 
circuit. The discharge current has been averaged to 8 milli
amps for brevity. 

AV dschg' = [AVdchg(o) • P]- V (24 ohm) 
= [0.85 • ~Vosc(o)] - 0.2 volts 

T dchg' = T dchg(o) - T loss (24 ohms) 
where T dchg(o) = initial deadtime from curve 

= T dchg(o) • [~V dchg' I ~Vosc(o)] 
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The actual deadtime is a summation of both the discharge 
time of Ct and the width of the sync pulse. While being 
applied, the sync pulse disables the PWM outputs and 
must be added to the discharge time. The sync pulse width 
can be used to compensate for the "lost" deadtime, or as 
a deadtime extension. 

T dead' = T dchg' + T sync pulse width 

...... -__40---_ +5V 

,..../6lTO 
2N2222A JL ~LAVE 

~9T OSC. 

FROM INPUT R, R4 0.1 pF 
UC1825 10K R3 3900 OUTPUT 240 

3K 
~~~~~---+--~~--4 

Figure 19. Sync Circuit Schematic 

Operating Principles 
A positive going signal is input to the base of transistor 01 
which operates as an emitter follower. The leading edge of 
the sync signal is coupled into the base of 02 through 
capacitor CI, developing a voltage across R4 in phase with 
the sync input. This signal is driven through C2 to the slave 
timing capacitor and 24 ohm resistor network, forcing 
synchronization of the slave to the master This high speed 
pulse amplifier circuit adds a minimum of delay ( .. 50 ns) 
between the master to slave timing relationship. 

Top Trace: 
Clock Input 

Center Trace: 
Base-to-Ground 
Voltage at Q2 

Bottom Trace: 
Output VoRage 
inlo 8 ohms 

Vertical: 1 VolVCM Horizontal: 
FOSC=1 MHz 

Figure 20. Sync Circuit Waveforms 

This photo displays the waveforms of the sync circuit in 
operation at a clock frequency of 1 megahertz. The top 
trace is the circuit input, a 2.5 volt peak-to-peak clock Ollt
put signal from the UC3825 PWM. Any of several other 
PWMs can be used as the source with similar results at 
lower frequencies. The center trace depicts the base to 
ground voltage waveform at transistor 02, biased at 3 volts. 
The lower trace displays the output voltage across R4 while 
driving three slave modules, or about 8 ohms from the 5 
volt reference. 
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TQp Trace: 
. Master:Cr 

Center Trace: 
Clock Output 

Bottom Trace: 
V Sync Output 

FOSC= 1 MHz 

Figure 21. Circuit Timing Waveforms 

Top Trace: 
Master Clock Output 

Bottom Trace: 
Slave Clock Output 

Both: 1 V/CM, 20 nslCM 

Figure 22. Sync Circuit Delay; Input to Output 

Trace 1: Master 

Trace 2: Slave 1 

Trace 3: Slave 2 

Trace 4: Slave 3 

Vertical: 1 v/CM All Horizontal: 
Fo= 1 MHz 

Figure 23. Oscillator Waveforms: 
Master and Slaves 
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Trace 1: Master 

Trace 2: Slave 1 

Trace 3: Slave 2 

Trace 4: Slave 3 

Vertical: 1 VlCM All Horizontal: 20 nslCM 

Figure 24. Typical Sync Delay at CT: 
Master to Slaves 

Synchronization ranges for the slaves were discussed in 
the previous text. The 1 volt sync pulse will accommodate 
most ranges in frequency due to manufacturers' toler
ances. The following photo is included to display the out
come of trying to use the sync circuit on slaves with oscilla
tor frequencies set beyond the sync circuit range. The 
upper trace is the master Ct waveform. The center trace is 
Ct of a slave free-running at approximately one half that of 
the master. The sync pulse alters the waveform, however 
does not bring it above the comparator's upper threshold 
to force synchronization. The lower trace shows a slave free 
running at approximately twice that of the master's oscilla
tor In this instance, the sync pulse forces synchronization 
at alternate cycles to the master. 

Top Trace: Master Cr 
FOSC = 1.0 MHz 

Center Trace: Slave 1 
F OSC = 500 KHz 

Bottom Trace: Slave 2 
FOSC = 1.7 MHz 

Vertical: 1 VlCM All Horizontal: 250 nslCM 

Figure 25. Nonsynchronous Operation 

For voltage mode control, the free-running frequencies of 
the oscillator should be set as close to the master as toler
ances will allow. One of the consequences of not doing so 
is the reduced amplitude of the Ct waveform, resulting in a 
lower dynamic range to compare against the error ampli
fier output. The top trace in the following photo shows that 
slave 1 has a much smaller ramp than slave 2, the lower 
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trace. The amplitude should be made as large as possible 
to enhance circuit performance. 

Top Trace: Slave 1 
dVRamp = 1.25V 1 
F OSC < F Sync dV1 

Center Trace: Slave 2 T 1 
dV Ramp = 1.75V dVz 
FOSC = FSYNC L 

Bottom Trace: Sync 

Figure 26. CT Ramp Amplitude Waveforms 

Sync Pulse Generation from 
the Oscillator Ct Waveform 
Not every PWM IC is equipped with a sync output terminal 
from the oscillator. This is certainly the case with most low 
cost, mini-dip PWMs with a limited number of pin, like the 
UC184213/4/5. These ICs can provide a sync output with a 
minimum of external components. 
Common to all PWMs of interest is the timing capacitor, Ct, 
used in the oscillator frequency generation. The universal 
sync circuit previously described triggers from the master 
deadtime, or Ct discharge time. A simple circuit will be 
described to detect this falling edge of the Ct waveform 
and generate the sync pulse required to the slave PWM(s). 

OND OND 

Figure 27. Sync Pulse Generator Circuit 

Operating Principles 
Transistor 01 is an emitter follower to buffer the master 
oscillator circuit, and capacitively couples the falling edge 
of the timing waveform to the base of 02. Since the rising 
edge of the waveform is typically ten or more times slower, 
it does not pass through to 02, only the falling edge, or 
deadtime pulse is coupled. Transistor 02 inverts this sync 
signal at its collector, which drives 03, the power stage of 
this circuit. Similar to the universal sync circuit, the slave 
oscillator sections are driven from 03's emitter. This circuit 
is useable to several hundred kilohertz with a minimum of 
delays between the master and slave synchronization 
relationship. 
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Top Trace: 
Circuit Input 

Bottom Trace: 
Circuit Output 
Across 24 Ohms 

Vertical: 0.5 v/CM Both Horizonlal: 0.5 ~S/CM 

Figure 28. Operating Waveforms at 500 KHz 

Top Trace: 
Slave Cr 

Bottom Trace: 
MasterCr 

Vertical: 0.5 VICM Both Horizontal: 0.5 ~S/CM 

Figure 29. Master/Slave Sync Waveforms at CT 

IV. EXTERNALLY CONTROLLING THE PWM 
Many of today's sophisticated control schemes require 
external control of the power supply for various reasons. 
While most of these requirements can be incorporated 
quite easily with a full functioned control chip, (typical of a 
16 pin device), implementation may be more complex with 
a low cost, 8 pin PWM. Circuits to provide these functions 
with a minimum of external parts will be highlighted. 

Shutdown 
One of the most common requirements is to provide a 
complete shutdown of the power supply for certain situa
tions like remote on/off, or sequencing. Typically, a TIL 
level input is used to disable the PWM outputs. Both vol
tage and current mode control ICs can perform this task by 
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simply pulling the error amplifier output below the lower 
threshold of the PWM c;omparator of approximately 0.5 
volts. This can be easily implemented via an NPN transistor 
placed between the E/Aoutput and ground, used to short 

. circuit the EtA output to zero volts. In most cases, this node 
is internally current limited to prevent failures. 

Another scheme is to pull the current limit or current sense 
input above its upper threshold. A small transistor from this 
input to the reference voltage will fulfill this requirement. 

ACTIVE LOW 

VREF 

PWM 

IUM 

A. NONLATCHING 

Figure 30. PWM Shutdown Circuits 

ACTIVE HIGH 

E/AOUTPUT 

Latching Shutdown 

GND 

B. NONLATCHING 

Figure 31. 

PWM 

For those applications which require a latching shutdown 
mechanism, an SCR can be used in conjunction with the 
above circuits, or in lieu of them. The SCR can also be 
placed from the PWM E/A output to ground, provided the 
PWM E/A minimum short circuit current is greater than the 
maximum holding current of the SCR, and the voltage 
drop at I(hold) is less than the lower PWM threshold. 
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Soft Start 

C. LATCHING 

Figure 32. 

VREF 

PWM 

ILiM 

Upon power-up, it is desirable to gradually widen the PWM 
pulse width starting at zero duty cycle. On PWMs without 
an internal soft start control, this can be implemented exter
nally with three components. An RIC network is used to 
provide the time constant to control the I limit input or error 
amplifier output. A transistor is also used to isolate the com
ponents from the normal operation of either node. It also 
minimizes the loading effects on the RIC time constant by 
amplification through the transistors gain. 

RsS 

= 

VREF 

E/AOUTPUT 

B. USING ElA 

Figure 33. 

PWM 
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Variable Frequency Operation 
Certain topologies and control schemes require the use of 
a variable frequency oscillator in the controlling element. 
However, most PWMs are designed to operate in a fixed 
frequency mode of operation. A simple circuit is presented 
to disable the ICs internal oscillator between pulses, thus 
allowing variable frequency operation. 
Internal at the ICs timing resistor (Rt) terminal is a current 
mirror The current flowing through Rt is duplicated at the 
Ct terminal during the charge cycle, or "on" time. When the 
Rt terminal is raised to V ref (5 volts), the current mirror is 
turned off, and the oscillator is disabled. This is easily 
switched by a transistor and external logic as the control 
element, for example, a pulse generator. The PWM's timing 
resistor and capacitor should be selected for the maximum 
"ON" time and minimum "DEAD" time of the PWM 
output(s). The rate at which the PWM oscillator is disabled 
determines the frequency of the output(s). 
The frequency can be varied in two distinct fashions 
depending on the desired control mode and trigger 
source. The "off" time of both outputs will occur on a pulse
by-pulse basis when the PWM outputs are OR'd to the trig
ger source. In this configuration either output initiates the 
"off' time, triggered by its falling edge. The PWM output A 
is activated, then both outputs A and B are low during the 
"off" time of the pulse generator. This is followed by output 
B being activated, then both outputs A and B low again 
during the next "off" time. This cycle repeats itself at a fre
quency determined by the pulse generator circuitry. 
Another method is to introduce the "ofr' time after two 
(alternate A, then B) output pulses. Output A is activated, 
followed immediately by output B, then the desired "off" 
time. The pulse generator circuitry is triggered by the 
PWM's falling edge of output B. The specific control 
scheme utilized will depend on the power supply topology 
and control requirements. 

PULSE 
GENERATOR 

2K 

2K 

CT 

VREF 

PWM 

RT 

CT 

Figure 34. Oscillator Disable Circuit 
Variable Frequency Operation 
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VOLTAGE CONTROLLED OSCILLATOR 
GENERAL CONFIGURATION 
VARIABLE FREQUENCY OPERATION 

FIXED 50% DUTY CYCLE 
OSCILLATORS WITH SINGLE PIN PROGRAMMING 

EAINV C FDBK 

INPUT 
R FDBK 

RIN 

VOUT HI=F MAX 

SHUTDOWN INPUT 

SOFT START 
CIRCUIT 

5V 
REF 

RT 

RVF 

RTCT 

CT 

2N 1 
J1UF 

UC3851 I UC3844A I UC3845A 
"GROUND RAMP OR CURRENT SENSE INPUT 

OSCILLATORS WITH SEPARATE RT & CT PINS 

EAINV 

INPUT 

RIN 

VOUT LO=F MIN 

VOUT HI=F MAX 

CURRENT LIMIT 

SHUTDOWN INPUT 

C FDBI( 

R FDBK 

SOFT START 

RVF 

>--<i ....... ..J\,J\/'v_- RT 

RT 

UC3823 I UC3825 I UC3847 
"GROUND RAMP OR CURRENT SENSE INPUT 

USE NONINV Ela INPUT FOR REVERSE V/F OPERATION 

Fixed "Off -Time" Applications 
Obtaining a fixed "off-time" and a variable "on-time" can 
easily be accomplished with most current-mode PWM IC's. 
In these applications, the RVCt timing components are used 
to generate the "off-time" rather than the traditional "on
time." Implementation is shown schematically in Figure 3 
along with the pertinent waveforms. 
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At the beginning of an oscillator cycle, Ct begins charging 
and the PWM output is turned on. Transistor Q1 is driven 
from the output and also tums on with the PWM output, thus 
discharging Ct and pulling this node to ground. As this 
occurs, the oscillator is "frozen" with the PWM output fully 
ON. On-time can be controlled in the conventional manner 
by comparing the error amplifier output voltage with the 
current sense input voltage. This results in a current con
trolled "on-time" and fixed "off-time" mode of operation. 
Other variations are possible with different inputs to the 
current sense input. 
When the PWM output goes low (off ), transistor 01 also turns 
off and Ct begins charging to its upper threshold.The off-time 
generated by this approach will be longer for a given RVCt 
combination than first anticipated using the oscillator"charg
ing" equations or curves. Timing capacitor Ct now begins 
charging from Vsat of 01 (approx. OV) instead of the internal 
oscillator lower threshold of approximately 1 volt. 

FIXED "OFF-TIME", CURRENT 
CONTROLLED "ON-TIME" 

OUTPUT 
UC3842/3 

VREF 

GND 

SCHEMATIC 

TO 
ISENSE 

CIRCUITRY 
(PIN 3) 

OUTPUT ~l OFF 

VE I ! 
~L.-_O_F_F __ ...JI 

I 

Ip 

I 
PEAK - - T-
OSC. I VALLEY __ _ 

VSAT 01 ----'" 
Ov ----------------------

WAVEFORMS 

Figure 35. 
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Current Mode ICs Used in Voltage Mode 
Most of today's current mode control ICs are second and 
third generation PWMs. Their features include high current 
output driver stages, reduced internal delays through their 
protection circuitry, and vast improvements in the refer
ence voltage, oscillator and amplifier sections. In compari
son to the first generation ICs (1524), numerous advan
tages can be obtained by incorporating a second or third 
generation IC (1 BXX) into an existing voltage mode design. 

In duty cycle control (voltage mode), pulse width modula
tion is attained by comparing the error amplifier output to 
an artificial ramp. The oscillator timing capacitor Ct is used 
to generate a sawtooth waveform on both current or vol
tage mode ICs. To utilize a current mode chip in the voltage 
mode, this sawtooth waveform will be input to the current 
sense input for comparison to the error voltage at the PWM 
comparator. This sawtooth will be used to determine pulse 
width instead of the actual primary current in this method. 

1N 
4148 

2N 
2907 

2N 
2222 

I 
CHG 

Cr 

Figure 36. Current Mode PWM Used as a 
Voltage Mode PWM 

Compensation of the loop is similar to that of voltage mode, 
however, subtle differences exist. Most of the earlier PWMs 
(15xx) incorporate a transconductance (current) type 
amplifier, and compensation is made from the EJA output 
to ground. Current mode PWMs use a low output resis
tance (voltage) amplifier and are compensated accord
ingly. For further reference on topologies and compensa
tion, consult "Closing the Feedback Loop" listed in this 
appendix. 
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VI. FULL DUTY CYCLE (100%) APPLICATIONS 
Many of the higher power (>500 watt) power supplies 
incorporate the use of a fan to provide COOling for the mag
netic components and semiconductors. Other users lo
cate fans throughout a computer mainframe, or other 
equipment to circulate the air and keep temperatures from 
skyrocketing. In either case, the power supply designer is 
usually responsible for providing the power and control. 

The popularity of low voltage DC fans has increased 
throughout the industry due to the stringent agency safety 
requirements for high voltage sections of the overall circuit. 
In addition, it's much easier to satisfy dual AC inputs and 
frequency stipulations with a low cost DC fan, powered by 
a semi-regulated secondary output. 

The most efficient way to regulate the fan motor speed 
(hence temperature) is with pulse width modulation. An 
error signal proportional to temperature can be used as the 
control voltage to the PWM error amplifier. While nearly full 
duty cycle can be easily attained, the circumstances may 
warrant full, or true 100% duty cycle. 

This condition is highly undesirable in a switch-mode 
power supply, therefore most PWM IC designs have gone 
to great extent to prevent 100% duty cycle from occurring. 
There are simple ways to over-ride these safeguards, how
ever. One method, presented below, "freezes" the oscilla
tor and holds the PWM output in the ON, or high state 
when the circuit is activated. Feedback from the output is 
required to guarantee that the oscillator is stopped while 
the output is high. Without feedback, the oscillator can be 
nulled with the output in either state. 

+12V 

Figure 37. Full Duty Cycle Implementation 
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VII. HIGH EFFICIENCY START-UP CIRCUITS 
FOR BOOTSTRAPPED· POWER SUPPLIES 
Many pulse width modulator I.C.s have been optimized for 
offline use by incorporating an under-voltage lockout cir
cuit. Demanding only a milliamp or two until start-up, the 
auxiliary supply voltage (V aux) can be generated by a sim
ple resistor/capacitor network from the high voltage dc rail 
(+V dc). Once start-up is reached, the auxiliary power is 
supplied by means of a "boostrap" winding on the main 
transformer. 
While the start-up requirements are quite low, losses in the 
resistor to the high voltage DC can be significant in steady 
state operation. This is especially true for low power « 35 
watt) applications and circuits with high voltage rails (400 
volts DC, for example). Once the main converter is running, 
switching the start-up resistor out of circuit would increase 
efficiency substantially. Circuits have been developed to 
use either bipolar or MOSFET transistors as the switch to 
lower the start-up circuit power consumption, depending 
on the application. Selection can be based on optimizing 
circuit efficiency (MOSFET) or lowest component cost 
(bipolar). The overall improvement in power supply effi
ciency suggests this circuitry is a practical enhancement. 
The high efficiency start-up circuit shown in figure 1 utilizes 
two NPN bipolar transistors to switch the start·up resistor in 
and out of circuit. It can be used in a variety of applications 
with minor modifications, and requires a minimum of com
ponents. Figure 2 displays a similar circuit utilizing N 
channel MOSFET devices to perform the switching. 

+ 
90-

190VDC 
+ 

02 
2N2222 

R4 
24K 

UPTA520 
01 

Figure 38. NPN Switches 

+ 

(90 - 19Ov) + VDC 

IRFD210 

02~--"'" 

Figure 39. 

RSTART 
=2K 

01 
IRFD210 FROM 

BOOTSTRAPPED 
WINDING 
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Theory of Operation 
Prior to applying the high voltage DC, capacitor CI is dis
charged; switches Q1, Q2 and the main converter are off. 
As the input supply voltage (Vdc) rises, resistors R1 and R2 
form a low current voltage divider. The voltage developed 
across R2 rises accordingly with +V dc until switch Q1 
turns on, thus charging C1 thru R start-up from +V dc. This 
continues as the UV lockout threshold of the I.C. is reached 
and the main converter begins operation. Energy is deli
vered to CI from the bootstrap winding in addition to that 
supplied through R start-up. 
After several cycles, the auxiliary voltage rises with the main 
converters increasing pulse width, typical of a soft-start rou
tine. Current flows through zener diode D1 and develops a 
voltage across the Q2's biasing resistor, R3. Transistor Q2 
turns on when the auxiliary voltage reaches V zener plus 
Q2's turn on threshold. As this occurs, transistor Q1 is 
turned off, thus eliminating the start-up resistor from the cir
cuit power losses. In most applications, the auxiliary vol
tage is optimized between 12 and 15 volts for driving the 
main power MOSFETs, while keeping power dissipation in 
the PWM IC low. 
If the main converter is shut down for some reason, V aux 
will decay until Q2 turns off. Transistor Q1 then turns back 
on, and CI is charged through R start-up from the high vol
tage DC, as during start-up. 
NOTE: SEE DESIGN NOTE DN-26 FOR ADDITIONAL 
CIRCUITS. 

VIII. CURRENT MODE 
HALF BRIDGE APPLICATIONS 
As previously described (1), current mode control can 
cause a "runaway" condition when used with a "soft" cen
tered primary power source. The best example of this is the 
half bridge converter using two storage capacitors in series 
from the rectified line voltage. For 110 VAC operation, the 
input is configured as a voltage doubler, and one of the AC 
inputs is tied directly to the storage capacitor's centerpoint. 
This is considered a "stiff' source, since the centerpoint will 
remain at one-half of the developed voltage between the 
upper and lower rail. However, during 220 VAC inputs, a 
bridge configuration is used for the input rectifiers, and the 
capacitors are placed in series with each other, across the 
bridge. Their centerpoint potential will vary when different 
amounts of charge are removed from the capacitors. This 
is generally caused by uneven storage times in the switch
ing transistors Q1 and Q2. 

l 
110 

VAC 

Figure 40. 
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SOFT CENTERPOINT 

C, 
220 

Np 
• 

VAC 

Figure 41. 

The centerpoint voltage can be maintained at one-half 
+Vdc by the use of a balancing technique. In normal 
operation, transistor 01 turns on, and the transformer pri
mary is placed across one of the high voltage capacitors, 
C1 for example. On alternate cycles the transformer pri
mary is across the other cap, C2. An additional balancing 
winding, equal in number in turns to the primary, is wound 
on the transformer. It is connected also to the capacitor 
centerpoint at one end and thru diodes to each supply rail 
at the other end. The phasing is such that it is in series with 
the primary winding through the ON time of either 
transistor 01 or 02. 

+350--~----------~----------. 

0, 

D, 

Figure 42. Schematic - Balancing Winding 

In this configuration, the center point of the high voltage 
caps is forced to one-half of the input DC voltage by nature 
of the two series windings of identical turns. Should the 
midpoint begin to drift, current flows thru the balancing 
winding to compensate. 

+ 

Figure 43. Transistor 01 On 

U-111 

Figure 44. Transistor 02 On 

In most high frequency MOSFET designs, the FET mis
matches are small, and the average current in the balanc
ing winding is less than 50 milliamps. A small diameter wire 
can be wound next to the larger sized primary for the 
balancing winding with good results. 

IX. PARALLELING CURRENT MODE MODULES 
One of the numerous advantages of current mode control 
is the ability to easily parallel several power supplies for in
creased output power. This discussion is intended as a 
primer course to explore the basic implementation 
scheme and design considerations of paralleling the 
power modules. Redundant operation, failure modes and 
their considerations are not included in this text. 

The prerequisites for parallel operation are few in number, 
but important to insure proper operation. First, each power 
supply module must be current mode controlled, and 
capable of supplying its share of the total output power. All 
modules must be synchronized together, and one unit can 
be designated as the master for the sake of simplicity. All 
remaining units will be configured as slaves. 

The master will perform one function in addition to gen
erating the operating frequency. It provides a common 
error voltage (Ve) to all modules as the input to the PWM 
comparator. This voltage is compared to the individual 
module's primary current at its PWM comparator. The 
slaves are utilized with their error amplifier configured in 
unity gain. Assume there are identical primary current 
sense resistors in each module, and no internal offsets in 
the ICs amplifiers or other circuit components. In this case, 
the output voltages and currents of each module would be 
identical, and the load would be shared equally among the 
modules. 

VE 

VR '" Ip· Rs (±5%) 
--E-R-R-O-R---'-A-M-P-'L1-F-IE-R---'PWM COMPARATOR 

Figure 45. PWM Diagram 
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In reality, small offets of ± 10 millivolts exist in each PWM 
amplifier and comparator. As the common error voltage, 
(Ve) traverses through the IC's circuitry, its accuracy de
creases by the number and quality of gates in its path. The 
maximum error occurs at the lowest common mode ampli
fier voltage, approximately 1 volt. The ± 20 millivolt offset 
represents a ± 2% error at the PWM comparator. At higher 
common mode voltages, typical of full load conditions, the 
error voltage (Ve) is closer to its maximum of 4 volts. Here 
the same ± 20 millivolts introduces only ± 0.5% error to the 
signal. 

The other input to the PWM comparator, Vr, is the voltage 
developed by the primary current flowing through the cur
rent sense resistor(s). In many applications, a 5% tolerance 
resistor is utilized resulting in a ± 5% error at the PWM 
comparator's "current sense" or ramp input. 

Pulse width is determined by comparing the error voltage 
(Ve) with the current sense voltage, (Vr). When equal, the 
primary current is therefore the error voltage divided by the 
current sense resistance; Ip = Ve/Rs. Output current is 
related to the primary current by the turns ratio (N) of the 
transformer. Sharing of the load, or total output current is 
directly proportional to the sharing of the total primary cur
rent. The previous equations and values can be used to 
determine the percentage of sharing between modules. 

Unit 1 Unit 2 
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Primary current, Ip = Ve/Rs. Introducing the tolerances, 
Ip' = Ve (± 2%) / Rs (± 5%); therefore Ip' = Ip (± 7%) 
The primary currents (hence output currents) will share 
within ± seven percent (7%) of nominal using a five per
cent sense resistor. Clearly, the major contribution is from 
the current sense circuitry, and the PWM IC offsets are 
minimal. Balancing can be improved by switching to a 
tighter tolerance resistor in the current sense circuitry. 

The control-to-output gain (K) decreases with increasing 
load. At high loads, when primary currents are high, so is 
the error amplifier output voltage, (Ve). With a typical value 
of four volts, the effects of the offset voltages are minimized. 
This helps to promote equal sharing of the load at full 
power, which is the intent behind paralleling several 
modules. 

For demonstration purposes, four current mode push-pull 
power supplies were run in parallel at full power. The pri
mary current of each was measured (lower traces) and 
compared to a precision 1 volt reference (upper trace). The 
voltage differential between traces is displayed in the 
upper right hand corner of the photos. Using closely 
matched sense resistors, the peak primary currents varied 
from a low of 2.230A to 2.299 amps. Calculating a mean 
value of 2.270 amps, the individual primary currents 
shared within two percent, indicative of the sense resistor 
tolerances. 

1.00OV 

Unit 3 Unit 4 

Figure 46. Primary Currents - Parallel Operation 
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Other factors contributing to mismatch of output power are 
the individual power supply diode voltage drops. The out
put choke inductance reflects back to the primary current 
sense, and any tolerances associated with it will alter the 
primary current slope, hence current. In the control sec
tion, the peak-to-peak voltage swing at the timing capacitor 
Ct effects the amount of slope compensation introduced, 
along with the tolerance of the summing resistor These 
must all be accounted for to calculate the actual worst case 
current sharing capability of the circuit. 

Top Trace: 
VE: Error Voltage 
with Noise 

Lower Trace: 
VR: Primary 
Current 

Figure 47. Noise Modulating VE 

Proper layout of all interconnecting wires is required to 
insure optimum performance. Shielded coax cable is 
recommended for distributing the error voltage among the 
modules. Any noise on this line will demonstrate its impact 
at the PWM comparator, resulting in poor load sharing, or 
jitter. 

UNI1RODE CORPORATION 
7 CONTINENTAL BLVD. MERRIMACK. NH 03054 
TEL. (603) 424-2410 • FAX (603) 424.3460 
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Cables should be of equal length, originating at the 

master and routed away from any noise sources, like the 

high voltage switching section. All input and output power 

leads should be exactly the same length and wire gauge, 

connected together at ONE single point. Leads should be 

treated as resistors in series with the load, and deviations 

in length will result in different currents delivered from each 

mod u Ie. 

PARALLEL 
OPERATION 
EOUAL LEAD 
LENGTHS FROM 
MASTER AND 
SLAVE(S) TO ALL 
CONNECTIONS 
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A NEW FAMILY OF INTEGRATED CIRCUITS CONTROLS 
RESONANT MODE POWER CONVERTERS 

ABSTRACT 

Larry Wofford 
Unitrode Integrated Circuits Corporation 

Southeast Design Center 
1005 Slater Road, Suite 206 

Morrisville, NC 27560 
(919) 941-6355 

A new family of integrated circuits is introduced. Devices from 
this family implement the necessary architecture to control a broad 
range of resonant mode converters. Key features in the areas of 
switch timing, fault management, and soft-start technique arc 
unique to this family. Individual devices arc customized to handle 
off-line or DC to DC. single-ended or dual-switch, zero-voltage-or
current-switched configurations. Specific application to three 
different resonant mode converters is mentioned. 

arc significant differences in features and performance levels 
between the three groups. However, a common operational 
philosophy is shared by all: fixed-pulse-width variable-frequency. 
This approach has been applied to zero-current-switched (ZCS), 
quasi-resonant mode converters with reported success. 

Table 1. List of Resonant Mode Control ICs 

SURVEY OF EXISTING CONTROL 
INTEGRA TED CIRCUITS 

Since 1986, interest in resonant mode power conversion has 
exploded in the technical conferences. IC makers have been quick 
to respond with offerings of control ICs. Table 1 is a list of chips 
available at the present time. To simplify thinking, the first three 
parts listed are essentially the same design as arc the last two. There 

Fault 

Soft·Ref 

NI 

INV 

ElA Out 

Range 

Rmin 

Cveo 

Zero 

RC 

veo One 
Shot 

LD405 
GP605 
CS3805 

UC3860 

MC34066 
CS360 

Steering 
Logic 

Figure 1. Controller Block Diagram 
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NEW FAMILY OF RESONANT MODE 
CONTROL INTEGRA TED CIRCUITS 

As the discipline is maturing, the advantage of some feature 
changes has become apparent. Versatility to control both ZCS and 
zero-voltage-switched (ZVS) converters is needcd. The ability to 
control proper switch times (on or off) with changing line, load, or 
component values is needed. To address these needs, a family of 
controllers based on a common silicon die has been developed. 
Three members of the family, the UC1861, UCI864, and UCI865 
will be covered in detail. 

The common block diagram of the family is illustrated in figure 
1. These parts feature an error amplifier (ElA), voltage controlled 
oscillator (VCO), one shot timing generator with a zero wave
crossing detection comparator, steering logic to two output drivers, 
a 5V bias generator, and under voltage lockout (UVLO). A latched 
fault management scheme provides soft start, restart delay, and a 
precision reference. 

Die options can be produced that give different UVLO levels, as 
well as different output properties. There arc two UVLO options. 
The first, suited for off-line operation has thresholds of 16 and IOV. 
While UVLO is active, Icc is less than O.3mA. The other option is 
8 and 7V, to accommodate lower input voltage DC/DC converters. 

The flavor of the outputs required by different resonant mode 
topologies requires the steering logic to be configured specially for 
each application. The basic options that can be built allow for single 
or dual switch drive, and controlled on or off times. Zero-current
switching applications require controlled switch on times while 
zero-voltage-switching applications require controlled switch off 
times. Figure 2 shows these options. 

One Shot 

SingleZCS 

Single ZVS 
(UC1864) 

Dual ZCS 
A 

(UC186S) B ______ ~!l~ ______ _ 

Dual ZVS A 

(UC1861) 
B 

Figure 2. Output Drive For Different Converters 

Table 2 details the options implemented in the 1861, '64, and '65. 
Other options can be built from the same die. 

Table 2. Implemented Options in the 1861, '64, '65. 

Device 

UCI861 
UCI864 
UCI865 

IIVLO Vth 
16flOV 
snv 
161l0V 

Qmwill.. 
Dual 
Single 
Dual 

Zero-{?l-Switchin& 

Voltage 
Voltage 
Current 
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PRIMARY CONTROL BLOCKS 
The fundamental control blocks essential for a majority of 

resonant mode converters arc an error amplifier. VCO, one shot 
timing generator, and output stage to drive power mosfets. 

ERROR AMP & VOLTAGE 
CONTROLLED OSCILLATOR 

Figure 3 details the ElA and VCO. The EfA output directly 
controls the VCO via the Irange generator. The VCO has inputs for 
two resistors, R"" and Rm;. and one capacitor, C.co• Rmin and 
C.co determine minimum frequency. 

F . = 
mill 

36 (I) 

Clock 

Figure 3. Error Amplifier and Voltage Controlled 
Oscillator 

When the output of the Ef A is less than or equal to one diode drop 
above ground, the VCO operates at minimum frequency. The ElA 
output can go as high as one diode drop below 5V. When at this 
potential, the VCO frequency is at its maximum. 

F max 
3.6 (2) 

Usable maximum frequency tops out around 1.5MHz. The 
Frequency range is the difference in equations 2 and 1. 

6F= 
3.6 

R ·C .nge YC'O 

(3) 
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Since the nominal FJA output swing is approximately 3.6Y for 
full variation in yeO frequency. the gain of the yeO block is 

dF/dV = (4) 

Rango * evco 

In zes power supplies, an increase in frequency will corrcspond 
to an increase in the converter's output voltage. For these 
applications the FJ A non-inverting input is connected to a reference 
voltage while the output voltage sense is fed back to the inverting 
input. For ZYS power supplies, a decrease in frequency 
corresponds to an increase in output voltage. For these systems, the 
input to the FJ A are exchanged. 

The common mode range of the FJA is from zero to 6Y. This 
feature allows zero volts to be a valid reference voltage applied to 
the FJ A. Soft start, covered later. takes advantage of this feature. 

ONE SHOT TIMING REQUIREMENTS 
The basic premise in resonant mode conversion is packets of 

energy delivered at varying repetition rates. Each energy packet 
dictates a basic switch on or off time, hence the one shot timer. In 
zes systems the switch is on. In ZVS systems the switch is off. The 
timer, then, should force the switch to conform to the resonant 
timing of the tank circuit. It is this conformance that achieves zero 
stress switching. 

L = 16.4 IJIi Load 0 to 1A 

01 

02 
.E=3.16nF 

Figure 4. ZCS Resonant Tank Example 

For purposes of convenience, a simplified zes resonant tank is 
presented to illustrate the timing requirements of resonant 
converters in general. This is an example, not a rigorous theoretical 
presentation. It does, however, demonstratc the problems to 
overcome in properly controlling a resonant mode converter. The 
circuit of figure 4 is designed to operate from line input of 100 to 
150Y and 0 to lA load current. The tank frequency is arbitrarily 
selected to be 700kHz. A reasonable first guess for tank impedance 
is determined by 

Vlowlino 

Zo = I • 1.386 
max 

72 ohms. 

(5) 

From the equations governing resonant tank natural frequency 
and impedance, L and e can be calculated. 

(6) 

F.= 
1 = 700kHz 

2"..JLC 

zo= IF = 72 oluns 
(7) 
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L= 
Z. 

= 16.4J.!H (8) 
2nF 

0: 

e= 
2nZ F 

= 3.16nF (9) 
o 0 

Figure 5 shows the pertinent current and voltage waveforms for 
the case of 125Y input and 0.8A output. When the switch closes at 
zero time, the current starts to build linearly. Once the current 
reaches 0.8A, then load current is completely supplied through the 
inductor and D2 carries no current. At this point in time the L and 
e resonate together until inductor current returns to zero. At this 
time the switch is allowed to turn off, but it doesn't necessarily have 
to. Dl prevents reverse current in the switch. It isn't necessary to 
open the switch until the capacitor voltage decays to line voltage. It 
is acceptablc to open the switch any time during this "switch 
window". If it is opened too soon, the circuit will suffer severe 
switching losses. If it is not opened, the tank will resume resonating, 
as shown by the dashed curves. If the switch is opened later than the 
switch window, not only will the circuit suffer switching losses, but 
the transfer function becomes overly complex. 

2.5 

2.0 

1.5 

1.0 

0.5 

Inductor 

Line = 125V 
Load = O.SA 
L = 16.4 J.!H 
C = 3.16nF 

: 

O~~ __ -L ____ -+~ __ ~~ __ ~ __ ~ 
o 0.5 1.0 1.5 2.0 

Figure 5. Typical Resonant Tank Waveforms 

The graph in figure 6 plots the switch window as a function of 
load current for both high and low line voltage. For example, at a 
load current of O.5A and high line, the switch must be closed for at 
least 0.80us and need not be opened until l.61us. Examination 
reveals the most stringent switch window, 1.03 to 1.21us, occurs at 
low line and full load. Furthermore, this window is a subset of all 
other windows. This might lead to choosing a fixed on-time of 
1.I2us under the assumption that it is relatively easy to build a fixed 
time one-shot circuit with total variations less than +/-8%. 
However, further consideration will lead to a different conclusion. 

In order to insure that the example in question can be produced, 
the variations of the resonant components and the possibility of 
output overload must also be examined. This example continues by 
assuming total variations for the capacitor are under 10% while 
under 20% for the inductor. A 20% overload is also allowed. 
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Time 
(I's) 

2.0 

1.5 

1.0 

0.5 

o 
o 

\ ~ Maximum 

~ 
Switch 

k/ Times 

'""""-.... ~-

-~ -.:-
150V " \ Minimum 

Switch 
Times 

L=16.4 H 
C=3.16nF 

0.25 0.5 0.75 1.0 

Load Current (A) 

Figure 6. Minimum/Maximum Switch Time vs Load 
Current 

15V 
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Figure 7 shows the valid switch windows at lo2A and 100V for 
nominal component values as well as the four tolerance comers. 
Several observations can be made. Firstly, the window for the case 
of +20% inductor and -10% capacitor vatiations has zero tolerance. 

Tlma 
(I's) 

1.5 I- Component 
Tolerance: 

~ 1.4 I-
Lt.2O% 

1.3 fo-
C ±.10% 

1.2 r- ~ 
1.1 r- I -~ 

Llna = 100V 
1.0 Load = 1.2A 

0.9 -
L(·)C(-) L(-)C(+) NOM L(+)C(-) L(+)C(+) 

Figure 7. Switch Window vs Component Value 

Clock 

5V~JW~---~H----~~~--1-_______________ -+ ______ ~ 

~zero 
Clock 
(Internal) 

RC 

Zero 

Vth2 
Vth1 

o.SV 

One Shot 

Figure 8. One Shot Timer. 
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The switch must tum off at 1.30us. This is because the tank 
impedance is exactly the ratio of low line voltage to overload 
current for these component values. This is the source of the 1.386 
factor in equation 5. Secondly, and the point of the illustration, there 
is no possible value of fixed switch time that accommodates 
component variation. 

ONE SHOT TIMING GENERATOR 
In figure 8, details of the one shot timer arc seen. The clock signal 

from the VCO sets the latch, blanks the output, and causes the RC 
timing pin to be discharged. The timing pin determines the 
minimum and maximum times the one shot output will be high. 

T ROC 
mIX 

(10) 

(II) 

Between these two limits, the zero detect comparator will 
terminate the one shot pulse whenever the Zero pin goes below 
O.5V. By sensing the zero crossing of the resonant waveform, the 
one shot adapts to different resonant component values and varying 
line/load conditions. The switch time will properly track the 
resonant tank assuring zero stress switching. 

STEERING LOGIC & OUTPUT STAGE 

Figures 9, 10, and I I, are block diagrams of the steering logic and 
output stages. Each output stage is a totem pole driver optimized for 
driving power mosfet gates. Gate currents of I A can be obtained 
from each driver. Note the 1864 single driver is actually both 
drivers on the chip paralleled. Sample waveforms for the three 
configurations were shown in figure 2. 

Fault and UVLO response of the three configurations is identical. 
These indications always force both drivers to the low state. During 
UVLO, the outputs can easily sink 20mA irrespective of V cc. 

One Shot 

Fault 
Latch----..... 

UVLO 

Figure 9. UC1861 Steering Logic 

~ 
One Shot 

Fault 
Latch 

UVLO 
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.Pwr 
Figure 10. UC1864 Steering Logic :Gnd 

One Shot 

T 

Fault 
Latch----...I 

UVLO 

Figure 11. UC1865 Steering Logic 

SECONDARY BLOCKS 

.Pwr 
:Gnd 

The secondary blocks on board are UVLO, a 5V bias generator, 
and fault management with a precision reference. The purpose of 
the 5V generator is to provide a stable bias environment for internal 
circuits and up to IOmA of current for external loads. The one shot 
timing resistor connects to 5V. 

UVLO senses both Vcc and 5V. It doesn't allow operation of the 
chip until both are above preset values. When V cc is below the 
UVLO threshold, the 5V generator is off, the outputs are actively 
pulled low, the fault latch is set, and supply cnrrent is less than 
300uA. 

SOFT START, RESTART DELAY, 
PRECISION REFERENCE 

A novel combination fault management and precision reference 
is shown in figure 12. One pin is dedicated to a fault sense 
comparator with a 3V threshold. A second pin does triple duty 
providing soft start, restart delay, and precision system reference. 
UVLO initializes the latches. forcing the chip output(s) to be low 
and the Soft-Ref pin to be discharged. After UVLO, Soft-Ref is 
charged by an internal O.5mA current source until is it clamped at 
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Force 

UVLO 
.------_________ ... Output(s) 

Low UVLO 

5 
5=0 
R= O.SmA 

0.2V 

Soft·Ref 

S.OOV 

UVLO 

Fault 
____________ ~n~ ____ ~n~ ______ ~n~ __________________ __ 

Output(s) 

Soft·Ref 

Figure 12. Fault Comparator, Soft Start, Restart Delay And Precision Reference 

SV. The soft start time is approximately given by: 

T solis .. " = C sr .. 10kohms. (12) 

The recognition of a fault causes the outputs to be driven low and 
the Soft -Ref pin to be discharged with a 20uA current source. This 
is the restart delay period. When Soft-Ref reaches O.2V, the outputs 
are enabled and the pin is recharged by the O.5mA current. If a fault 
should occur before completion of the charge cycle, the outputs are 
immediately driven low, but the Soft-Ref pin is charged to 4 Volts 
before the 20uA restart delay current discharges the pin. The restart 
delay time during continuous fault operation is: 

T ..... " = Cor .. 190kohms. (13) 

nme 
(ms) 

200 

150 

100 

Restart Delay TIme 

Soft Start Time (=1 Oms) 

SV 
4V 

0.2V 

The ratio of restart delay to soft start is 19: 1. If shorter restart 
delay times are desired, a resistor of 20k or larger can be added from 
Soft-Ref to ground. The timing equations then become: 

o~ __ ~ ____ ~ __ ~ ____ ~ __ ~ __ ~ 
20k SOk lOOk 200k Sook 1M 2M 

(
0.48mA .. Rsr) - 0.2 ) (14) 

Tlor .... " = ROT" C .... In (0.48mA .. Rsr) _ 5 
Restart Delay Resistance (n) 

Figure 13. Soft Start And Restart Delay Times 
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( 
(20uA * Rsr) + 4 ) 

T .. 1&" = R .. • Cit· In (20uA * Rsr) + 0.2 

(IS) 

Soft and restart times are plotted in figure 13 for Csr = 1 uF. 

The restart feature can be defeated by the addition of a lOOk 
resistor from Soft-Ref to SV. In this configuration, a fault detection 
will permanently shut down the converter until either V cc is 
recycled and UVLO resets the fault circuit, the lOOk resistor is 
opened or Soft-Ref is externally pulled to ground. The soft start 
time becomes: 

T _II = CIl • 9.2kolun. (16) 

The Soft-Ref pin is the system reference pin. By ramping the 
reference from zero during soft start, the converter output will 
follow the ramp up under closed loop contro!. This technique 
allows controlled starts for both ZCS and ZVS systems with no 
significant overshoot. 

The reference characteristic of the Soft-Rcf pin is due to a 
trimmed SV zener-type clamp circuit. Fifteen oluns resistance 
separates the Soft-Ref pin from the clamp to eliminate zener 
oscillations for any external capacitance value. The clamp zener is 
designed to tolerate loading of +/- 200uA without degradation of 
reference accuracy. Loading, however, will alter the soft start and 
restart delay times, and could even preclude restart delay action 
unless care is taken in the design. 

Vln .... .--+----"f----..-----J 
SOV 

1864 Zero 

::r: sv 
-

Gnd 

veo 

II 
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DC/DC ZVS SINGLE ENDED FORWARD 
CONVERTER APPLICATION 

A ZVS multi-resonant forward converter based on previously 
reported (ref. 4) work is shown in figure 14. An 1864 is used to 
control the converter. A 22k resistor from the input line is used to 
start the circuit, which boot -straps power from the output to the chip 
after start-up. Before start-up, the chip draws less than 30QuA and 
starts operating when Vee rcachcs 8V. After start-up, the 22k 
resistor dissipates 70m W. 

The switch voltage V,is sampled with a lOOk/S.lk divider 
network. The chip anticipates zero crossing when V,= 10V. In this 
power converter, switch voltages of 200 to 300V are to be expected. 
A pnp is used to clamp the zero voltage, V z to prevent damage to the 
chip. The lOOk resistor represents an insignificant load to the 
resonant circuit. 

The paralleled outputs are connected, as good practice dictates, 
to the mosfct gate with a small-valued resistor. A schottky diode 
parallels the output pins to protect the chip from negative voltage 
spikes that might result from parasitic ringing in the gate circuit. 

This power stage was demonstrated to have excellent short 
circuit tolerance when the minimum switching frequency is well 
controlled. For this reason, the fault input is not used. 

Sensed output voltage is scaled & presented to the non-inverting 
pin of the EJA. The inverting input is DC referenced to the Soft-Ref 

L-..... -oi~Vout 
12V 

100k vsiL, -

Vz Iko,s 
S.1k 

Vz' --- --'0 

Figure 14. ZVS-MR Forward Converter Control/ed By UC1864. 
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220 to 380V 

Figure 15. ZCS Off-Line Half-Bridge Converter With UC1865 

pin, 5V. The compensation network shown represents zero DC load 
to the Soft-Ref pin. As long as Car is much larger than the feedback 
capacitor, then soft start behavior will be essentially as described in 
equation 12. 

OFF-LINE ZCS HALF-BRIDGE 
CONVERTER APPLICATION 

AZCS off-line half-bridge converter (ref. 1) with an 1865 control 
IC is shown in figure 15. Irrelevant details in the converter have 
been simplified. The wide UVLO hysteresis and low start current I 
of the chip have been used in start-up. A single resistor from the 
high voltage bus is used to start the circuit which then sustains itself 
from output voltage. 

This circuit samples resonant current with transformer T 1. 
Rectified secondary current, converted to an analog voltage, is 
applied to the fault and zero inputs of the 1865. Excessive current 
in the resonant tank will effect a shutdown and restart. The resistor 
between current sense transformer and the zero pin is to limit 
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Figure 16. ZVS Half-Bridge Converter 
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current when the signal is at a high value. The allowable voltage 
range at the zero pin is zero to 9V, and resistive current limiting to 
less than 1mA is sufficient. 

The half bridge power mosfets arc transformer driven from the 
differentially connected output drivers of the 1865. A UC3611 
schottky diode array has been used to prevent the outputs from 
being forced too far above Vcc or below ground. 

The EI A non-inverting input is directly connected to the Soft-Rcf 
pin to take advantage of all three features of the pin. This 
emphasizes the simplicity of application of the 1865 to this 
converter. 

OFF-LINE ZVS HALF-BRIDGE 
CONVERTER APPLICATION 

An off-line ZVS half-bridge converter (ref. 3) is shown in figure 
16. An 1861 controls this converter in much the same manner as 
the two previous examples and is not shown here. The error amp 
configuration matches the ZVS example while the output stage is 
configured like the ZCS example. 

This application does, however, present a difficulty in sensing 
zero voltage to control the one shot. In the first ZVS example, the 
voltage waveform was ground referenced and unipolar. The ZCS 

Figure 17. Zero Voltage Sensing Scheme For 
ZVS Half-Bridge Converter 

UNITRODE CORPORATION 
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cxample had bipolar current, but a transformer and diode bridge 
conditioned the signal for the chip. In this example, zero switch 
voltage needs to be sensed for both Q I and Q2. This poses no real 
problem for Q2. Q 1 is another story. Some form of external 
circuitry must be employed to' sense Q1 and translate the 
information to the ground referenced chip. 

An easily implemented high voltage comparator circuit is shown 
in figure 17. The pnp and diode are the only high voltage 
components used. The circuit dissipates only 300mW. The output 
of this circuit is applied directly to the zero input of the 1861. 

CONCLUSION 
A new family of integrated circuits to control resonant mode 

converters has been introduced that provides several improved 
features over those previously available. This family has parts that 
are suited not only to zero-current-switching, but also to zero
voltage-switching converters. The 1861, 1863. and 1865 are suited 
to off-line ZVS, DClDC single ended ZVS, and off-line ZCS 
systems. Controllers for other specific converters can be built from 
this family. Adaptive control for resonant tank component 
variations as well as varying line and load conditions is inherent in 
the chip due to its zero crossing detect circuitry. A uuique one pin 
approach to soft start, restart delay, and system reference provides 
adjustable restart delay to soft start time ratios as well as closed loop 
control during soft starts. Relative ease of application to three 

previously reported converters was discussed. 
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GENERATION OF PWM CONTROLLERS 

BILL ANDREYCAK 

ABSTRACT 

U-128 

This application note will highlight the enhancements incorporated in four new PWM control IGs, the UG3823A, UG3823B, 
UG3825A and UG3825B devices. Based upon the industry standard UG3823 and UG3825 controllers, this advanced gen
eration features several key improvements in protection and performance over their predecessors. Newly developed tech
niques such as leading edge blanking of the current sense mput and full cycle soft start protection following a fault have 
been incorporated into the design. Numerous enhancements to existing standard functions and features have also been 
made. 

INTRODUCTION 

Higher degrees of integrated functions within PWM IG controllers are necessary to remain in pace with todays advanc
ing power supply technology Many external features, used almost universally by designers, have been built into this new 
generation of UG3823A,B and UG3825A,B PWM controllers. These control enhancements can be classified as either a 
performance or protection improvement, and an itemized description of each will be presented. The new features are: 

PERFORMANCE IMPROVEMENTS 
Lower startup current 
Accurate oscillator frequency 

- Leading Edge Blanking 
Higher current totempole outputs 
Higher G.B.W. Error Amplifier 

Note: 3823A,B version toggles Qand a are always low 

Figure 1- UG3823A,B and UG3825A,B Block Diagram 

PROTECTION ENHANCEMENTS 

Active Low outputs during UVLO 
- Advanced undervoltage lockout 
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UC3823A,B AND UC3825A,B FEATURES PREVIEW 

AND APPLICATIONS GUIDE 

In most applications, the UC3823A and UC3825A devices 
are enhanced drop-in replacements for the UC3823 and 
UC3825 high speed PWMs. The "A" suffix versions 
(UC3823A and UC3825A) feature similar undervoltage 
lockout (UVLO) thresholds to the preceding generation 
which turn on at 9.2 volts and turn off at 8.4 volts. Off-line 
power supplies can benefit from the wider UVLO hystere
sis of the "B" version devices (UC38238 and UC38258) 
which turn on at 16 volts and off at 10 volts. This, in con
junction with the lower startup current of 100 microamps can 
streamiine the IC's power supply and minimize startup cir
cuitry power loss. 

One significant difference will be found on the UC3823A and 
UC3823B controllers. Formerly, the UC3823 (non A or B ver
sion) provided access to the current limit comparator's 
threshold at pin 11. This could be accurately set by the 
user within the range of 1.0 to 1.25 volts with an external ref
erence voltage. The UC3823A and UC3823B devices use 
pin 11 as a high current totem pole output, identical to that 
found on pin 14. These outputs can be paralleled - effectively 
doubling the peak output current capability to 4 amps. No 
access to the previous current limit reference (I LIM REF) 
comparator is provided as this threshold is internally set to 
1.0 volts with a +/- 5% accuracy over all operating conditions. 
Existing applications can incorporate the UC3823A or 
UC38238 devices by simply removing any of the former 
external biasing components to pin 11. 

One other major difference to the prior generation of PWMs 
is the reduced maximum operating supply (Vcc) and col
lector supply (Vc) voltages of 22 volts versus 30 volts. This 
characteristic is a principal consideration when determining 
the IC power supply, as nearly all applications utilize a 
supply voltage between 10 and 15 volts. Typical supply 
current is higher; 28 rnA versus the former 22 rnA, however 
the maximum Icc is unchanged at33 rnA. 
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high gain bandwidth error amplifier (12 MHz). Unity gain· 
bandwidth is also up from 5.5 MHz to 9 MHz. This should 
not require changes to the PC board layout unless the 
compensation circuit design relied upon the older 5.5 MHz 
UGBW for high frequency roll-off. 

STARTUP FEATURES 

Since a majority of PWM applications are off-line convert
ers, a low startup current is desirable. This attribute mini
mizes the complexity and power loss of the startup power 
supply once normal operation is attained. Every milliamp of 
additional startup current drawn by the controller results in 
a power loss of approximately 385 milliwatts in a power 
factor corrected application. Heat, PC board real estate 
and additional cost are unnecessary extras which can be 
eliminated with a lower startup current controller. 

+400VDC 

RSTART 

15VDC 

Figure 2 - Startup/Bootstrap Circuit 

TO 
OUTPUT 

This new generation of UC3823A,B and UC3825A,B con
trol ICs minimizes the startup current to 100uA typically. 
Once the IC crosses its undervoltage lockout threshold, 
the current drawn will increase to the typical running current. 

In an off-line converter, two things are necessary to get the 
main converter up and running when the controllC turns on. 
First, the IC should contain wide undervoltage lockout hys
teresis. Second, the bootstrap supply should come up and 
into regulation very quickly before the auxiliary capacitor volt
age drops below the ICs lower (turn-Off) undervoltage lock
out threshold. 

Since many of the enhancements in this new family of 
PWMs are executed using internal circuitry, most applica
tions require no additional components externally to realize 
a performance or protection advantage. The list of improve
ments which includes latched fault protection and full cycle 
soft start should not require any PC board changes. The 
leading edge blanking feature, however, will require one 
capacitor from the CLOCKlLEB(pin4) to ground to facilitate 
programming. Undervoltage lockout thresholds are primarily determined 

by the allowable MOSFET gate voltage range. Operation 
The improved oscillator section can be optimally pro- with gate-to-source voltages above sixteen volts can cause 
grammed for the correct frequency and maximum duty over-stress to the device, and voltages lower than about 
cycle combination. No changes to the timing component nine volts can cause linear FET operat.ion. The "B" suffix des-
values of Rt and Ct are necessary. Additionally, high fre- ignator (UC3823B and UC3825B) is used to define devices 
quency current mode applications can benefit from the which exhibit typical undervoltage lockout thresholds of 
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16V (turn-on) and 10V (turn-off) for off-line applications. 
The "A" suffix parts (UC3823A and UC3825A) incorporate 
9.2V (tum-on) and 8.4V (tum-off) thresholds for DC to DC 
converter applications, and are compatible with existing 
UC3823 and UC3825 (non A,B) UVLO thresholds. 

>20 ~ 

SUPPLY 
CURRENT 

(rnA) 

TURN ,r TURN 
OFF ON 

0.5 ""'/----------. 
8.4 9.2 

SUPPLY VOLTAGE (V) 

Figure 3 - 9.21B.4V UVLO Thresholds-DC/DC Converters 

SUPPLY 
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(rnA) 

TURN , TURN 
OFF • ON 

0.5 I£../----------i .. ~ 
10 16 

SUPPLY VOLTAGE (V) 

Figure 4 - 16/10V UVLO Thresholds-Off Line Power Supplies 

SELF BIASING, ACTIVE LOW OUTPUTS 
DURING UV LOCKOUT 

Another enhancement to the new UC3823A,B and 
UC3825A,B controllers is found in the output stages. During 
undervoltage lockout almost all internal functions of the 
control IC are disabled, primarily to obtain a low startup 
current. Generally, this would result in little or no available 
bias to actively keep the outputs low during this power-up 
condition, when it's needed the most. Outputs are in a high 
impedance state which is typically about 1 megohm. As 
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the DC (bulk) high voltage rises, a capacitive divider is 
formed at the MOSFET switch between the drain-to-gate 
and the gate-to-source capacitances. A quickly rising bulk 
supply can couple a problematic gate drive command to any 
FET driven without a gate pull down circuit. Since the con
trol IC is below its tum on threshold, the unbiased output 
drivers of older PWMs cannot prevent the switch from turn
ing on under these circumstances. 

One solution to prevent this parasitic tum-on during under
voltage lockout is to incorporate an active low, self biasing 
totem-pole design in the driver output. As shown in figure 5, 
a PNP drive transistor (02) is connected between the output 
pin of the IC and the lower NPN output transistor (03). As 
the output voltage rises, transistor 01 is biased on through 
the 50K ohm resistance. This causes the base of 02 to go 
low, turning 02 on. The output pin supplies drive bias to 
the main totem-pole transistor, 03, directly through the sat
urated PNP. Increasing voltage on the output pin provides 
more drive to transistors 01, 02 and 03. The saturation volt
age of this circuit at moderate currents (10mA) is well below 
the tum on thresholds of the power switching MOSFETs. This 
circuit is removed from operation once the undervoltage 
lockout requirements have been satisfied. Transistor 04 
is turned on with a valid UVLO which voids the possibility of 
transistor 01 from ever turning on during normal opera
tion. Additionally, a 250 microamp current source from Vcc 
keeps the PNP predriver (02) off after UVLO. 

Figure 5 - UVLO Self Biasing Outputs 

Another benefit of this technique is obtained during power 
down. As the IC crosses below its lower UVLO threshold, 
the self biasing circuitry is enabled. Any residual voltage on 
the output will similarly tum the totempole stage on which 
actively pulls the output low. This feature insures correct gate 
drive operation regardless of the tum off sequence. 
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Figure 6 - Output V and I During UVLO 

OSCILLATOR ACCURACY 

Fundamental to the design of any switch mode converter is 
maintaining an accurate switching frequency. The 
UC3823A1B and UC3825A1B ICs utilize two pins for the 
sawtooth oscillator; one each for the timing resistor (Rt) 
and timing capacitor (Ct). The resistor programs the charg
ing current to the timing capacitor via an internal current 
mirror with high accuracy. Maximum switch on-time is deter
mined by the rising capacitor voltage whereas deadtime, the 
programmed switch off time is determined by the timing 
capacitors discharge. 

Considerable improvement has been made to the accuracy 
of the oscillator discharge current. The previous generation 
of UC3823/25 devices endured variations of plus or minus 
forty percent (+/- 40%) over the full military temperature 
range and production tolerances. This new generation of 
UC3823AIB and UC3825AIB PWM controllers features a 
well controlled oscillator discharge current which is "trimmed" 
at wafer probe testing to +/- 1 milliamp. Oscillator initial 
accuracy (400 KHz nominal) has been tightened to 375 
KHz minimum and 425 KHz maximum. Total variation over 
all line and temperature ranges is limited to 350 and 450 
KHz. A new specification for 1 MHz accuracy has been 
added, demonstrating a plus or minus fifteen percent total 
frequency variation at high frequency. ' 

CLOCK OUTPUT 

The UC3823A,B and UC3825A,B controllers also feature a 
nUCMOS compatible CLOCK output pin. Specified ampli
tudes are 3.7 volts in the high (off) state and 0.2 volts during 
its low state. Additionally, this pin is also used for program
ming of the leading edge blanking function. Notice that unlike 
their non A,B predecessors, these enhanced versions cannot 
be externally synchronized by an input to the clock pin. 
Synchronization is obtained by forCing a SYNC pulse across 
a resistor in series with the timing capacitor. 
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Maximum Deadtime/Lowest Frequency 

Minimum Deadtime/Highest Frequency 
Figure 7 - Frequency and Deadtime Variations vs. Discharge 
Current Tolerances 
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Figure 8 - Controlled Discharge Current 

LEADING EDGE NOISE IN THE 
CURRENT SENSING CIRCUIT 

One of the most difficult tasks with peak current mode con
trol is sensing the inductor current. Instead, switch current 
is generally sensed by means of either a series resistor or 
current sense transformer. There is some difficulty with 
using this technique accurately, especially at light current 
levels. As the switch turns on, circuit parasitics in the power 
stage, output rectifier reverse recovery characteristics and 
high current gate drive pulses can create significant noise 
pulses on the leading edge of the current sense signal. 
Traditionally, this problem has been overcome by adding a 
small R-C noise filter between the current sense resistor and 
the PWM controllers current sense input. At low operating 
frequencies and high output current levels this RIC filtering 
technique will generally deliver satisfactory results. However, 
at higher switching frequencies, and almost always at lighter 
load currents the leading edge spike amplitude can greatly 
exceed the peak current sense signal. 
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Figure 9 - Synchronization 

THRESHOLD 

The leading edge current sense noise shown in figure 10 
will cause a premature, false triggering of the pulse width 
modulator. Additionally, this will lead to instability of the con
verter by causing the voltage loop to oscillate at light loads. 
When the PWM is triggered by the noise spike instead of 
the true current signal - a smaller (minimum) pulse width is 
delivered to the main switch. The power supply's output 
voltage subsequently falls which causes the voltage ampli
fier to command for a higher inductor (switch) current. 
Eventually this continues until the amplitude is sufficient to 
rise above the leading edge noise spike. 

J 
--11 

RSfNSf 

(

TO 
OUTPUT 
FILTER 

TO CURRENT 
SENSE 

Figure 10 - Current Sensing Technique 
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Pulse widths too wide for proper operation are now deliv
ered and the output voltage climbs until the voltage ampli
fier commands .less current. This oscillatory process 
continues at a rate determined by several factors. 
Noteworthy is that this has nothing at all to do with the insta
bility caused by inadequate slope compensation, or peak
to-average current error. The cause is leading edge noise, 
and even optimal loop compensation cannot protect against 
this problem. 

LEADING EDGE BLANKING 

The RC filter shown in figure 10 can be tailored to work 
well over a limited range of applications and power levels. 
Another technique, known as Leading Edge Blanking (LEB) 
essentially blindfolds (blanks) the PWM comparator for a 
specific amount of time during the beginning of the cycle. 
The blanking duration is user programmable and should cor
respond to the width of the leading edge noise spike. This 
eliminates the need for filtering of the current sense signal 
in peak current mode controlled circuits. 

ERROR 
VOLTAGE 

I SENSE 

PWM 
OUTPUT 

HIGH 
VOUTTYP 

LOW 

Figure 11-lnstablity Caused By Leading Edge Noise Triggering 
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UNBLANKED SWITH 
CURRENT 
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Figure 12 - Leading Edge Blanking Operational Waveforms 
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LEB IMPLEMENTATION 

The focal point of any fixed frequency PWM controller is its 
clock. Used to accurately program the switching frequency 
and maximum duty cycle, the clock serves as the trigger 
source for the leading edge blanking circuitry. A digital· rep
resentation of the timing capacitor charge/discharge status 
is developed by internal logic. This is made available at 
the PWMs CLOCK pin for external purposes. The 
UC3823A,B and UC3825A,B all use a high output to indi
cate the OFF period of the switching cycle, and a low to indi
cate the maximum ON time. These levels will be 
incorporated into the design of the leading edge blanking 
circuitry. 

The clock output of the UC3823A,B and UC3825A,B is 
pulled high during the oscillator deadtime to approximately 
4 volts. A capacitor added to the CLOCK output pin pro
grams the leading edge blanking duration. An internal com
parator with an accurate threshold set at 60% of the peak 
clock amplitude has been added. The LEB programming 
capacitor is discharged by an internal 10K ohm resistance 
to ground. The LEB interval is defined by the time required 
for the capacitance to discharge from 4 volts to the 60% 
threshold. Once the LEB capacitor discharges below this 
threshold, the PWM operates normally without any blank
ing. Programming should accommodate the worst case of 
leading edge noise. With no programming capacitor added, 
the ICs function similarly to their predecessors and pro
vide no blanking. 

5.1V 

REFERENCE 

ClK/lEB 

GND = 

---------------------------I 

lEADING EDGE 
BLANKING 

COMPARATOR 

1 ______ ---------------------

Figure 13 - LEB Circuitry 
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Because of the leading edge blanking, the PWM outputs will 
exhibit a minimum ON time in normal operation. The dura
tion corresponds directly to that of the LEB programming, 
so a minimum duty cycle has also been established. 
Resolution between zero duty cycle and this minimum duty 
cycle cannot be obtained - which should also be taken into 
account when programming the LEB circuitry. 

Zero duty cycle is a valid operating condition which can be 
achieved by one of two methods. The most obvious tech
nique is to bias the error amplifier such that its output is 
driven below the PWM zero duty cycle threshold of 1.1V. The 
ICs error amplifier can easily accomplish this while sinking 
current up to 1 mA, worst case. The second technique uti
lizes the current limiting feature (IL1M) at pin 9. An ILiM 
input held above the 1.2V (typ) FAULT threshold will force 
the PWM's on-time and duty cycle to zero. More details of 
the interface between the PWM and fault circuitry will be 
found in the following fault protection section. 

Ct RAMP 

INTERNAL 
SYNC 

ClK/lEB ------- · · ------- ----~---

PWM OUT 

· · · · · · · · · 

· · · · . 

100% 
60% 

LEB 
INTERVAL ----'!n!--o --· . · . · . · . · . 

Figure 14 - Blanking Waveforms 

LATCHED FAULT PROTECTION 

While the previous generation of controllCs offered fault pro
tection circuitry, they did not feature a fully latched shut
down after detecting a fault. The unlatched technique only 
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discharges the soft start capacitor during the duration of 
the fatilt - a duration which can be very brief with a high 
speed controller. As a result, the duty cycle is not significantly 
reduced, and the IC continues delivering output pulses at 
the the switching frequency. Typically, the switching com
ponents can easily be dangerously overstressed while also 
dissipating a significant amount of power. 

The new UC3823A,B and UC3825A,B controllers feature 
a latched fault protection circuit as shown in figure 15. Two 
comparators are used to offer two stage protection - depend
ing on the amplitude of the fault. The first comparator has 
a one volt threshold for cycle-by-cycle current limiting. In 
normal operation this terminates the immediate switch drive 
pulse but does not trigger the latching fault logic. One volt 
has been selected as the peak amplitude of the current 
sense signal for normal operation and slight overloads to 
accommodate transients. 

The second comparator has a slightly higher threshold of 
1.20 volts, indicative of a twenty percent overload or fault. 
When this comparator is tripped, the fault latch is turned on 
and the soft start capacitor begins discharging. The present 
output pulse had already been terminated by the one volt 
comparator circuity while the signal was rising to cross the 
1.20 volt level. The over- current latch insures that the PWM 
latch is held off for an extended period of time, approxi
mately equal to the soft start time constant. 

Once this overcurrent latch is set, a second "restart" latch 
is triggered which insures the proper restart of the control 
logic. First, a current sink (typically 200 uA) is turned on by 
the restart latch output which overpowers the 9 uA charg
ing current source and begins discharging the soft start 
capacitor. The capacitor voltage is monitored by a restart 
comparator, looking for a decay to the threshold level of 
0.2 volts. Once this occurs, the restart comparator resets the 
overcurrent comparator which sequentially resets the restart 
latch. 

The restart latch can only be set with the right set of con
ditions as shown in the block diagram. First, undervoltage 
lockout must be satisfied to insure proper operation during 
initial power-up. Secondly, the overcurrent (1.2 V) com
parator must be triggered, indicative of a valid fault. Last, and 
most important, is that a full soft start cycle must be com
pleted before the restart latch can be retriggered. A fourth 
comparator insures that the soft start capacitor voltage has 
charged to a 5 volt threshold. This indicates that a complete 
discharge followed by a complete charge has occurred. 
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Figure 15 - Latched Fault And Full Cycle Soft Start Protection 
Circuitry 

FULL CYCLE I CONTINUOUS FAULTS 

During a fault, many designers prefer to reduce the repe
tition rate at which the switch is driven rather than to con
tinue at the normal switching frequency. Often called 
"hiccup", this delayed restart will significantly reduce the 
overstress and power dissipated during abnormal conditions. 
Implementation of the latched fault technology results in 
significantly lower power dissipation during a continuous fault 
or shorted output stage. Instead of delivering minimum 
duty cycle pulses at the oscillator frequency, the retry 
sequence occurs at a repetition rate approximately equal 
to the soft start period with a continuous fault. 

In the worst case, two PWM outputs can occur in a time less 
than the soft start time constant, but this happens only once 
with a 'true" fault input (>1.2 V). For example, assume that 
the converter is in normal operation when a fault is detected. 
The first valid fault immediately turns off the output and 
triggers the latching overcurrent circuitry. Since the soft 
start capacitor was fully charged (above 5 volts), the "full 
soft start complete" comparator allows the overcurrent latch 
to set the restart latch. Discharge begins and continues 
until the restart complete comparator is tripped at a soft 
start capacitor voltage of 0.2 volts. The restart latch is reset, 
and the soft start capaCitor begins charging. 

Note that a well defined time is required between this instant 
and the time when the first output pulse can next occur. 
The capacitor begins at 0.2 volts and the error amplifier 
output is internally clamped to the soft start capacitor volt
age. Back at the PWM comparator, however, there is a 
1.25 volt offset on the ramp pin to facilitate zero duty cycle. 
Therefore, the soft start capacitor must charge from 0.2 
volts to 1.25 volts before the PWM comparator is active. 
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This provides a slight interval between the worst case of suc
cessive output pulses into a shorted load. From this point 
on, the soft start capacitor must fully charge up to the five 
volt threshold of the '1ull soft start complete" comparator. 
Once in this mode, only one PWM output per 50ft start 
period can be obtained into a fault as shown in figure 16. 

LEB AND FAULT DETECTION 

The leading edge blanking circuitry is interfaced to also 
blank some of the fault detection circuitry. While numer
ous arrangements are possible, only one configuration 
offers a reasonable compromise between quick response 
and noise immunity. As demonstrated in figure 12, leading 
edge blanking does inhibit the one volt, cycle-by-cycle cur
rent limit comparator during the programmed interval. 
However, the blanking does not disable the 1.2 volt over
current comparator and fault logic. This adaptation will 
accommodate a moderate amount of leading edge noise 
without having to significantly filter the current sense, and 
fault Signals. Even if a moderate amount of filtering is 
required, the latched full cycle shutdown protection mini
mizes the power dissipation. 

FAULT 

OUTPUT 
OFF t w .. " ________ .. __ .. __ i. __ ; ...... i. ........ i. __ .. __ .. __ .... j .... J ___ i. ...... __ .. _. 

Figure 16 - Full Cycle Soft Start - Operational Waveforms 

TIGHTER FAULT THRESHOLDS 

This latest generation of IC controllers utilizes a thin film 
resistor process which provides improved control of the 
tolerance. These resistors are used to generate accurate 
voltage thresholds by dividing down the IC's reference 
voltage internally. Both of the current limiting comparator 
thresholds have been tightened in the "A" and "B" versions 
of controllers. The cycle-by-cycle current limit threshold 
range has been tightened to +/- 5% from its previous +/-
10% specification. The new limits are 0.95V minimum, 
1.05V maximum with the center remaining at the previ
ous 1.0 volts. 
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The overcurrent (fault) threshold,however, has been cen
tered at 1.2 volts instead of the 1.4 volt midpoint of the non 
A,B versions. The new specifications are 1.14 volts minimum 
to 1.26 volts maximum. Applications converting to the newer 
controllers may need to adjust the current sense resistor 
value accordingly. Typical propagation delay is unchanged 
at 50 ns typical, and 80 ns maximum. 

HIGHER GAIN BANDWIDTH ERROR AMPLIFIER 

Many of the critical UC3823/25 error amplifier specifica
tions have been improved. The characteristics which sig
nificantly differ are: input offset voltage - reduced from 10 to 
7 mV, unity gain bandwidth - increased from 5.5 MHz to 9 
MHz, typical slew rate - reduced from 12 to 9 V/us. Notice 
that the minimum slew rate is unchanged at 6 V/us. 

HIGH POWER OUTPUTS 

The industry need for higher switching frequencies and 
improved efficiency has directly effected the design of the 
totem-pole output drivers. Many of the capacitive loads 
(MOSFETS) placed directly on the PWM outputs require 
high peak currents to obtain adequate switching transi
tions. The high speed UC3823A,B and UC3825A,B con
trollers feature peak current ratings of 2 amps, and are 
capable of slewing 15 volts in 35 nanoseconds into 1000pF 
Separate collector supply (Vc) and power ground connec
tions (PGND) help decouple the analog circuitry from the 
high power gate drive noise. 

TYPICAL APPLICATION 

The 1.5 MHz, 50 Watt push-pull converter detailed in 
Application Note U-11 0 was redesigned to accept the 
UC3825"B" device. The basic power stage remained sim
ilar while an emphasis was placed on control circuit improve
ments. These enhancements included Leading Edge 
Blanking of the current sense signal and Restart Delay fol
lowing a fault. Also, a current sense transformer was 
installed which not only reduced losses but allowed ampli
fication of the current sense signal to approximately 2.5 
volts, thus enhancing noise immunity. 

Improvements to the power section of the converter include 
the use of larger MOSFETS (IRF640's) and the addition 
of a bootstrap winding for the auxiliary bias supply. The 
startup resistor from the input supply was increased since 
the UC3825"B" device features a wide UVLO hysterisis of 
six volts. 
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Figure 17 UC38258 Controlled 1.5 MHz Push Pull Converter 

CONVERTER PERFORMANCE 

The redesigned converter exhibited similar line, load and 
transient response to the original converter, which was 
excellent due to the high conversion frequency. A significant 
improvement was made in the short circuit performance by 
comparison. While operating into a continuous short cir
cuited output, the UC3825"B" controlled version reduced 
the converter input power (and dissipation) to approxi
mately one-hundredth of the original design. Featuring the 
programmable Restart Delay circuitry, the redesigned 50 
Watt converter draws only one-quarter of a Watt (1/4 W) of 
input power with a shorted circuited output. 
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WI 
SUMMARY 

This new generation of UC3823A,B and UC3825A,B PWM 
controllers features a multitude of performance advan
tages over its predecessors, Higher precision, increased pro
tection and programmable new functions are just a few of 
the benefits obtainable with these enhanced versions of 
PWMs. And as the level of sophistication in todays power 
supplies increases, so too must that of its components -
especially control ICs. Containing an expanded list of inte
grated features, this new era of enhanced UC3823A,B 
and UC3825A,B controllers overcomes the challenges of 
the power supply industry for higher levels of power, pro
tection and performance, 

ADDITIONAL INFORMATION AND REFERENCES 

1, New Pulse Width Modulator Chip Controls 1 MHz 
Switchers; UNITRODE Application Note # U-107 

2, 1.5 MegaHertz Current Mode IC Controlled 50 Watt 
Power Supply; UNITRODE IC Databook, Application 
Note#U-110 

3, "Practical Considerations in Current Mode Power 
Supplies"; UNITRODE IC Databook, Application Note 
# U-111 
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APPLICATION NOTE U-133A 

UCC 3800/1/213/415 BiCMOS 
CURRENT MODE CONTROL ICs 

BILL ANDREYCAK 

INTRODUCTION 

Power supply design has become increasingly more challenging as engineers confront the difficulties of 
obtaining higher power density, improved performance and lower cost. The control for many of these 
switch mode supplies was revolutionized with two significant introductions; an advance technique known as 
current mode control, and a novel PWM solution, the UC3842 controller. This IC contained several innova
tive features for general purpose current mode controlled applications. Included were high speed circuitry, 
undervoltage lockout, an op-amp type error amplifier, fast overcurrrent protection, a preCision reference 
and a high current totem-pole output. 

The popular UC3842 control circuit architecture has been recently improved upon to deliver even higher 
levels of protection and performance. Advanced circuitry such as leading edge blanking of the current 
sense signal, soft-start and full cycle restart have been built-in to minimize external parts count. Addition
ally, these integrated circuits have been developed on a BiCMOS wafer fabrication process geared to virtu
ally eliminate supply power and propagation delays in comparison to the bipolar UC3842 devices. These 
sophisticated new BiCMOS controllers, the UCC3800 through UCC3805 pulse width modulators address 
the challenges presented by the upcoming generations of power supply designs. This application note will 
highlight the features incoporated into this new generation of PWM controllers in addition to realizeable en
hancements in typical applications. The specific differences between members of the UCC3800/1/21314/5 
family are reflective of their maximum duty cycle, undervoltage lockout thresholds and reference voltage 
which are summarized in the following table. 

Unltrode Max Duty VRef UVLO UVLO 
Part # Cycle (V) Turn-On Turn-Off 

UCC3800 100% 5.0 7.2 6.9 

UCC3801 50% 5.0 9.4 7.4 

UCC3802 100% 5.0 12.5 8.4 

UCC3803 100% 4.0 4.1 3.6 

UCC3804 50% 5.0 12.5 8.4 

UCC3805 50% 4.0 4.1 3.6 

3-594 



APPLICATION NOTE 

UCC3800/1/213/415 PWM FEATURES 

A. Low start-up current 

B. Undervoltage lockout 

C. Low operating current 

D. Internal soft start 

E. Self biasing output during UVLO 

F. Leading Edge Blanking 

G. Self regulating Vcc supply 

H. Full cycle restart after fault 

I. Clamped gate drive amplitude 

J. Reduced propagation delays 

K. 5 Volt operation (UCC3803 & 05) 

IN-CIRCUIT ADVANTAGES VS. UC3842 

• Greatly reduced power requirements 

• Eliminates bootstrap supply 

• Fewer external components 

• Lower junction temperature 

• Reduced stress during faults 

• No current sense RIC filter network 

• Faster response to fault 

• Higher frequency operation 

• Higher maximum duty cycles 

UCC3800/112131415 BLOCK DIAGRAM 
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UCC3800/1/213/4/5 DEVICE OVERVIEW 

The BiCMOS UCC3800/1/21314/5 devices have 
similar standard features and pinouts to the bipolar 
UC38421314/5 PWMs and are enhanced replace
ments in many applications. There are a few impor
tant differences however which may require minor 
modifications to existing applications. 

APPLICATION DIFFERENCES 

1. Maximum supply voltage from a low impedance 
source: 12V versus 30V 

2. Undervoltage lockout thresholds 

3. Start-up current 

4.0perating current 

5. Oscillator timing component values 

6. Reference voltage (UCC3803 and 05) 

7. Vcc supply self clamping zener voltage 

8. Internal soft start 

9. Internal full cycle restart 

10. Clamped gate drive voltage 

11. Current loop gain 

12. EtA reference voltage ('03 & '05) 

FB COMP 

@ 
~~--~~--------------------~--4--------------+----------~~~7 VCC 

~-;--------------------------~~-r~~-------;------------~~,5 GND 

REF 

Figure 1. 
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SUPPLYING POWER 

An internal Vcc shunt regulator is incorporated in 
each member of the UCC3800/1/213/415 PWMs to 
regulate the supply voltage at approximately 13.5 
volts. A series resistor from Vee to the input supply 
source is required with inputs above 12 volts to 
limit the shunt regulator current as shown in figure 
2. A maximum of 10 milliamps can be shunted to 
ground by thl3 internal regulator. 

The internal regulator in conjunction with the de
vice's low startup and operating current can greatly 
simplify powering the device and may eliminate the 
need for a regulated bootstrap auxiliary supply and 
winding in many applications. The supply voltage is 
MOSFET gate level compatible and needs no ex
ternal zener diode or regulator protection with a 
current limited input supply. The UVLO start-up 
threshold is 1.0 volts below the shunt regulator 
level on the '02 and '04 devices to guarantee start
up. 

It is important to bypass the ICs supply (Vcc) and 
reference voltage (Vref) pins with a 0.1 uF to 1 uF 
ceramic capacitor to ground. The capacitors should 
be located as close to the actual pin connections 
as possible for optimal noise filtering. A second, 
larger filter capacitor may also be required in off
line applications to hold the supply voltage (Vcc) 
above the UVLO turn-off threshold during start-up. 

+400VDC 

RSTART 

TO 
OUTPUT 

CAUX 

Figure 2. Powering the UCC3802. 

UNDERVOLTAGELOCKOUT 

The UCC3800/1/2131415 devices feature undervol
tage lockout protection circuits for controlled opera
tion during power-up and power-down sequences. 
Both the supply voltage (Vcc) and the reference 
voltage (V ref) are monitored by the UVLO circuitry. 
An active low, self biasing totem pole output during 
UVLO design is also incorporated for enhanced 
power switch protection. 

U-133A 

Undervoltage lockout thresholds for the UCC 
3802/3/4/5 devices are different from the previous 
generation of UC384213/415 PWMs. Basically, the 
thresholds are optimized for two groups of applica
tions; off-line power supplies and DC-DC convert
ers. The UCC3802 and UCC3804 feature typical 
UVLO thresholds of 12.5Vfor turn-on and 8.3V for 
turn-off, providing 4.3V of hysteresis. For low volt
age inputs which include battery and 5V applica
tions, the UCC3803 and UCC3805 turn on at 4.1 V 
and turn off at 3.6V with 0.5V of hysteresis. The 
UCC3800 and UCC3801 have UVLO thresholds 
optimized for automotive and battery applications. 

During UVLO the IC draws approximately 100 mi
croamps of supply current. Once crossing the turn
on threshold the IC supply current increases 
typically to about 500 microamps, over an order of 
magnitude lower than bipolar counterparts. 

0.5 

SUPPLY TURN TURN 
CURRENT OFF ON 

(rnA) 

0.1 

0 ___ ._ .. _ .. 1... '--. 
VTURN OFF ON 

SUPPLY VOLTAGE (V) 

Figure 3. During Undervoltage Lockout 

Device Vton Vtoff 

UCC3800 7.2 6.9 

UCC3801 9.4 7.4 

UCC3802,4 12.5 8.3 

UCC3803,5 4.1 3.6 

SELF BIASING, ACTIVE LOW OUTPUT 

The self biasing, active low clamp circuit shown 
eliminates the potential for problematic MOSFET 
turn on. As the PWM output voltage rises while in 
UVLO, the P device drives the larger N type switch 
ON which clamps the output voltage low. Power to 
this circuit is supplied by the externally rising gate 
voltage, so full protection is available regardless of 
the ICs supply voltage during undervoltage lockout. 
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vee 

OUT 

Figure 4: Internal circuit which holds output low 
during UVLO. 

2v vee = OPEN 

VOUT ~",-~ ___ vee = 2V 
vee = ov 

--~- vee = 1V 

50mA 

lOUT 

100mA 

Figure 5: Output voltage vs. output current 
during UVLO. 

REFERENCE VOLTAGE 

The traditional 5.0V amplitude bandgap reference 
voltage of the UC3842 family can be also found on 
the UCC3800,1 ,2 and UCC3804 devices. However, 
the reference voltage of the UCC3803 and 
UCC3805 device is 4.0 volts. This change was nec
essary to facilitate operation with input supply volt
ages below five volts. Many of the reference 
voltage specifications are similar to the UC3842 
devices although the test conditions have been 
changed, indicative of lower current PWM applica
tions. Similar to their bipolar counterparts, the 
BiCMOS devices internally pull the reference volt
age low during UVLO which can be used as a 
UVLO status indication. 

REFERENCE DIFFERENCES 

Note that the 4V reference voltage on the 
UCC3803 and UCC3805 is derived from the supply 
voltage (Vcc) and requires about 0.5V of headroom 
to maintain regulation. Whenever Vcc is below ap
proximately 4.5V, the reference voltage also will 
drop outside of its specified range for normal op
eration. The relationship between Vcc and Vref dur
ing this excursion is shown in Figure 7. 

UCC380X 

R 
TO 

R E/A+ 
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0.1'1 F 
BYPASS 

Figure 6: Required reference bypass. 

The noninverting input to the error amplifier is tied 
to one-half of the PWMs reference voltage, Vref. 
Note that this input is 2.0V on the UCC3803 and 
UCC3805 and 2.5V on the higher reference volt
age parts, the UCC3800, UCC3801, UCC3802 and 
UCC3804. 

VAEF 

4.0V 

3.9V 

3.8V 

3.7V 

3.6V 1 

I 

I 
3.SV 

3.6V 3.8V 4.0V 4.2V 4.4V 4.6V 4.8V S.OV 

vee 

Figure 7: UCC3803 VREF output vs. VCC. 

OSCILLATOR SECTION 

The oscillator section of the UCC3800 through 
UCC3805 BiCMOS devices has few similarities to 
the UC3842 type - other than single pin program
ming. It does still utilize a resistor to the reference 
voltage and capacitor to ground to program the os
cillator frequency up to 1 MHz. Timing component 
values will need to be changed since a much lower 
charging current is desirable for low power opera
tion. 

Several characteristics of the oscillator have been 
optimized for high speed, noise immune operation. 
The oscillator peak to peak amplitude has been in
creased to 2.45V typical versus 1.7V on the UC 
3842 family. The lower oscillator threshold has 
been dropped to approximately 0.2 volts while the 
upper threshold remains fairly close to the original 
2.8 volts at approximately 2.65V. 
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VREF 

RT 

1300 

DISCHARGE1 CT 

Figure 8: Oscillator equivalent circuit. 

Discharge current of the timing capacitor has been 
increased to nearly 20 milliamps peak as opposed 
to roughly 8mA. As shown, this can be represented 
by approximately 130 ohms in series with the dis
charge switch to ground. A higher current was nec-

2.65V f------~------:;;r_-

VCT 

O.2V f<'-----------¥'--------"--

o ...... f-------.~ 
fCONV 

Figure 9: OSC Waveform 

1000 

800 

600 
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200 
CT~100p 
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100 
80 CT=180p 
60 CT=270p 
40 CT=390p 

CT-470p 

204--,--,--,-,--,--, 

o 20 40 60 80 100 120 

RT. KOhm 

Figure 10: Oscillator frequency vs. RT for several CT. 
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essary to achieve brief deadtimes and high duty 
cycles with high frequency operation. Practical ap
plications can utilize these new ICs to a 1 MHz 
switching frequency. 

SYNCHRONIZATION 

Synchronization of these PWM controllers is best 
obtained by the universal technique shown in figure 
12. The ICs oscillator is programmed to free run at 
a frequency about 20% lower than that of the syn
chronizing frequency. A brief positive pulse is ap
plied across the son resistor to force 
synchronization. Typically, a one volt amplitude 
pulse of 100 nanoseconds width is sufficient for 
most applications. 

The ICs can also be synchronized to a pulse train 
input directly to the oscillator RVCt pin. Note that 
the IC will internally pull low at this node once the 
upper oscillator threshold is crossed. This 130 ohm 
impedance to ground remains active until the pin is 
lowered to approximately 0.2 V. External synchroni
zation circuits should accommodate these condi
tions. 

200 

180 

160 

140 

Td, ns 120 

100 

80 

60 

40 ----, I -, 
125 250 375 500 

CT.pF 

Figure 11: Minimum dead time vs. CT. 

PWM SECTION: 
MAXIMUM DUTY CYCLE 

Maximum duty cycle is higher for these devices 
than for their UC384213/4/5 predecessors. This is 
primarily due to the higher ratio of timing capacitor 
discharge to charge current which can exceed one
hundred to one in a typical BiCMOS application. 
Attempts to program the oscillator maximum 
duty cycle much below the specified range by 
adjusting the timing component values of Rt 
and Ct should be avoided. There are two reasons 
to refrain from this design practice. First, the ICs 
high discharge· current would necessitate higher 
charging currents than necessary for programming, 
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VREF 

RT 

RT/CT 

CTh 
50!) Jl 

Figure 12: Synchronizing the oscillator. 

defeating the purpose of low power operation. Sec
ondly, a low value timing resistor will prevent the ca
pacitor from discharging to the lower threshold and 
initiating the next switching cycle. 

VREF 

RT/CT 

Figure 13: Circuit to produce controlled maximum 
duty cycle. 

DEADTIME CONTROL 

Deadtime is the term used to describe the guaran
teed OFF time of the PWM output during each oscil
lator cycle. It is used to insure that even at maximum 
duty cycle, there is enough time to reset the magnetic 
circuit elements, and prevent saturation. 

The deadtime of the UCC380x PWM family is de
termined by the internal 130 Ohm discharge im
pedance and the timing capacitor value. Larger 
capacitance values extend the deadtime whereas 
smaller values will result in higher maximum duty 
cycles for the same operating frequency. A curve 
for deadtime versus timing capacitor values is pro
vided in figure 11. 

Increasing the deadtime is possible by adding a re
sistor between the RtlCt pin of the IC and the tim
ing components. The deadtime increases with the 
discharge resistor value to about 470 Ohms as in
dicated from the curve. Higher resistances should 
be avoided as they can decrease the deadtime and 
reduce the oscillator peak-to-peak amplitude. Sink
ing too much current (1 mA) by reducing Rt will 
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"freeze" the oscillator OFF by preventing discharge 
to the lower comparator threshold voltage of 0.2 V. 

Reducing the maximum duty cycle can be accom
plished by adding a discharge resistor (below 470 
Ohms) between the ICs RtlCt pin and the actual 
RtlCt components. Adding this discharge control 
resistor has several impacts on the oscillator pro
gramming. First, it introduces a DC offset to the ca
pacitor during the discharge - but not the charging 
portion of the timing cycle, thus lowering the usable 
peak-to-peak timing capacitor amplitude. 

Because of the reduced peak-to-peak amplitude, 
the exact value of Ct may need to be adjusted from 
UC3842 type designs to obtain the correct initial 
oscillator frequency. One alternative is keep the 
same value timing capacitor and adjust both the 
timing and discharge resistor values since these 
are readily available in finer numerical increments. 

100 

99 

98 

97 

9. 

Max 95 
Duty Cycle 

9' 

93 

92 

91 

90 

89 

250 500 750 1000 

RD, Ohms 

Figure 14: Maximum duty cycle vs. RD for AT = 20k. 

LEADING EDGE BLANKING 

A 100 nanosecond leading edge blanking interval 
is applied to the current sense input circuitry of the 
UCC3800/1/2/3/4/5 devices. This internal feature 
has been incorporated to eliminate the need for an 
external resistor-capacitor filter network to sup-

)11t"ouWUT h 
-1~Jl hfF TO 

RSENSE CURRENT 
CF SENSE 

Figure 15: Current sense filter required with 
older PWM ICs. 
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press the switching spike associated with turn-on 
of the power MOSFET. This 100 nanosecond pe
riod should be adequate for most switch mode de
signs but can be lengthened by adding an external 
RIC filter. 

Note that the 100 ns leading edge blanking is also 
applied to the cycle-by-cycle current limiting func
tion in addition to the overcurrent fault comparator. 

OSCILLATOR 
CT 

LEADING 
EDGE 

BLANKING 

UNBLANKED 
SWITCH 

CURRENT 

BLANKED 
SWITCH 

CURRENT 

Figure 16: Current sense waveforms with leading 
edge blanking. 

MINIMUM PULSE WIDTH 

The leading edge blanking circuitry can lead to a 
minimum pulse width equal to the blanking interval 
under certain conditions. This will occur when the 
error amplifier output voltage (minus a diode drop 
and divided by 1.65) is lower than the current 
sense input. However, the amplifier output voltage 
must also be higher than a diode forward voltage 
drop of about 0.5V. It is only during these condi
tions that a minimum output pulse width equal to 
the blanking duration can be obtained. 

Note that the PWM comparator has two inputs; one 
is from the current sense input. The other PWM in
put is the error amplifier output which has a diode 
and two resistors in series to ground. The diode in 

ZERO DUTY CYCLE 

/ 

OFFSET 

0.65 R 
EtA 

PWM 

COMP 

R 

ISNS 

Figure 17. 

Zero duty cycle is achievable by forcing the er
ror amplifier output below the zero duty cycle 
threshold of one diode voltage drop. 
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this network is used to guarantee that zero duty cy
cle can be reached. Whenever the E1A output falls 
below a diode forward voltage drop, no current 
flows in the resistor divider and the PWM input 
goes to zero, along with pulse width. 

PROTECTION CIRCUITRY: 
CURRENT LIMITING 

A 1.0 volt (typical) cycle-by-cycle current limit 
threshold is incorporated into the UCC3800 family. 
Note that the 100 nanosecond leading edge blank
ing pulse is applied to this current limiting circuitry. 
The blanking overrides the current limit comparator 
output to prevent the leading edge switch noise 
from triggering a current limit function. 

Propagation delay from the current limit compara
tor to the output is typically 70 nanoseconds. This 
high speed path minimizes power semiconductor 
dissipation during an overload by abbreviating the 
on time. 

CURRENT SENSE OFFSET CIRCUITRY 

For increased efficiency in the current sense cir
cuitry, the circuit shown in figure 18 can be used. 
Resistors RA and RB bias the actual current sense 
resistor voltage up, allowing a small current sense 
amplitude to be used. This circuitry provides cur
rent limiting protection with lower power loss cur
rent sensing. 

VRCS=200mV 
AT FULL LOAD 

+ 
RCS 

Figure 18: Biasing Isense for lower current 
sense voltage. 

The example shown uses a 200 millivolt full scale 
signal at the current sense resistor. Resistor Rb bi
ases this up by approximately 700 mV to mate with 
the 0.9V minimum specification of the current limit 
comparator of the IC. The value of resistor Ra 
changes with the specific IC used, due to the differ
ent reference voltages. The resistor values should 
be selected for minimal power loss. For example, a 
50 uA bias sets Rb = 13k ohms, Ra=75 k ohms 
(UCC3800, 1 ,2,4) qr Ra=56k ohms with the 
UCC3803 and UCC3805 devices. 
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PWM 
O! 

I 
VRCS I 

o I 

VISNS 

o 

Figure 19. 

OVERCURRENT PROTECTION 
AND FULL CYCLE RESTART 

A separate overcurrent comparator within the UCC 
3800/1/213/4/5 devices handles operation into a 
short circuited or severely overloaded power sup
ply output. This overcurrent comparator has a 1.5 
volt threshold and is also gated by the leading 
edge blanking signal to prevent false triggering. 
Once triggered, the overcurrent comparator uses 
the internal soft start capaCitor to generate a delay 
before retry is attempted. Often referred to as "hic
cup", this delay time is used to significantly reduce 
the input and dissipated power of the main con
verter and switching components. 

Full Cycle Soft Start insures that there is a predict
able delay of greater than 3 milliseconds between 
successive attempts to operate during fault. The 
circuit shown in figure 20 and the timing diagram in 
figure 21 show how the IC responds to a severe 
fault, such as a saturated inductor. When the fault 
is first detected, the internal soft start capacitor in
stantly discharges and stays discharged until the 
fault clears. At the same time, the PWM output is 

O.5V 

FULL CYCLE 
SOFT START 

Figure 20. 

I SENSE FB COMP 

U-133A 

turned off and held off. When the fault clears, the 
capacitor will slowly charge and will allow the error 
amp output (COMP) to rise. When COMP gets high 
enough to enable the ouput, another fault occurs, 
latching off the PWM output, but the soft start ca
pacitor still continues to rise to 4V before being dis
charged and permitting start of a new cycle. This 
means that for a severe fault, sucessive retries will 
be spaced by the time required to fully charge the 
soft start capaCitor. 

Low leakage transformer designs are recom
mended in high frequency applications to activate 
the overcurrent protection feature. Otherwise, the 
switch current may not ramp up sufficiently to trig
ger the overcurrent comparator within the leading 
edge blanking duration. This condition would cause 
continual cyclical triggering of the cycle-by-cycle 

FAULT 1.5V rLJl 
5.0V 

SOFT 
START 1.2V 

O.2V : 

ON 
OUTPUT 

OFF 

Figure 21. 

current limit comparator but not the overcurrent 
comparator. This would result in brief high power 
dissipation durations in the main converter at the 
switching frequency. The intent of the overcurrent 
comparator is to reduce the effective retry rate un
der these conditions to a few milliseconds, thus 
significantly lowering the short circuit power dissi
pation of the converter. 

FB COMP 

REF/2 

cs 

PWM TO 
L....::::IJJ>--- OUTPUT 

lOGIC 

1V 

Figure 22. 
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SOFT START 

Internal soft starting of the PWM output is accom
plished by gradually increasing error amplifier (ElA) 
output voltage. When used in current mode control, 
this implementation slowly raises the peak switch 

RTICT 

SOFT 
START 

PWM 

ISENSE 

o M 'lVVl 

:J;=~4E JJ~~~ 
Figure 23. 

current each PWM cycle in comparison, forcing a 
controlled start-up. In voltage mode (duty cycle) 
control, this feature continually widens the pulse 
width. 

The soft start capacitor (Css) is discharged follow
ing an undervoltage lockout transition or if the ref
erence voltage is below a minimum value for 
normal operation. Additionally, discharge of Css oc
curs whenever the overcurrent protection compara
tor is triggered by a fault. 

Soft start is performed within the UCC3800/-
1/2/3/4/5 devices by clamping the ElA amplifier 
output to an internal soft start capacitor (Css) 
which is charged by a current source. The soft start 
clamp circuitry is overridden once Css charges 

+VIN 

I 
RT 

O.1nF 
CT 

-VIN 
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above the voltage commanded by the error ampli
fier for normal PWM operation. 

VREF 

RTICT 

ISNS 

RSC 
TO MAIN 
SWITCH 

RF 
RCS 

Figure 24: Adding slope compensation. 

APPLICATIONS SECTION: 
CURRENT MODE CONTROL 

Peak current mode control is obtained by feeding 
the converters switch current waveform into the 
current sense (lsens) input of a UCC3800/1/2/3/4/5 
device. The sense resistor should be selected to 
develop a 0.9 V peak amplitude at full load, includ
ing slope compensation. Because of the internal 
100 ns typical leading edge blanking, the traditional 
resistor-capacitor (Rf/Cf) filter to suppress the turn
on noise spike may not be needed. 

SLOPE COMPENSATION 

Slope compensation can be added in all current 
mode control applications to cancel the peak to av
erage current error. Slope compensation is neces-

r-------~~--------~--~---.+ 

c vo 

RIP 

Figure 27: Low-power buck PWM example using on-Chip power FETs. 
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VREF 

RT 

RT/CT 

R1 

Figure 25: Connecting UCC3802 for voltage mode. 

sary with applications with duty cycles exceeding 
50%, but also improves performance in those be
low 50%. 

Primary current is sensed using resistor Rcs in se
ries with the converter switch. The timing resistor 
can be broken up into two series resistors to bias 
up the NPN follower. This is needed to provide am
ple compliance for slope compensation at the be
ginning of a switching cycle, especially with 
continuous current converters. A NPN voltage fol
lower drives the slope compensating programming 
resistor (Rsc) to provide a slope compensating cur
rent into Cf. 

VOLTAGE MODE OPERATION 

Any current mode control IC can be used as a di
rect duty cycle control (voltage mode) by applying 
a sawtooth ramp to the current sense input. The 
exponential charging of the timing capacitor (Ct) is 
used as an approximation of a sawtooth. 

Vm=4.5 to 16V L 
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vo :=::::: 2 X VIN 

+VIN ~ 1 -T----
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III 
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[~ UCC 
3805 
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i DUTY'.::::: = 50% 

1(+ T ~ 

.L 

vo 

b). 

FOUT ~ 100KHz 
DUTY % = 50 

Figure 26: a) Using the UCC3805 to double VIN. 
b). Using the UCC3805 to create Vo = -VIN. 

The oscillator waveform is resistively divided down 
by R1 and R2 to a 0.9V maximum amplitude and 
fed into the current sense input for duty cycle con
trol. A small capacitor across R1 might be neces
sary to completely bring the current sense input to 

DI v 

~ 
0 

IIJ 68K 510 470pF 

10K If- 510 22K 

RI 

2K liJ. RCS 
I 4700 * 70 pF 

lOOK pF 

Figure 28: A practical boost PWM example. 
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Figure 29: A practical buck PWM that runs with VIN :20 4.1 V. 

zero volts at the beginning of each PWM cycle, 
Current in the divider network should be kept 
around 50 microamps, a compromise between low 
power consumption and good noise immunity. A 
15K ohm and 30 K ohm are used in the example. 

This circuit can also be used to program the PWM 
maximum duty cycle. Values should be calculated 
to attain the 0.9V current sense voltage at the de
sired maximum duty cycle. 

LOW POWER DC/DC CONVERTERS 
CHARGE PUMP CONVERTERS 

Charge pump converters are popular for simple, 
low power applications. The two basic applications 
are free running step-up and inverting switchers 
which use few external components as shown in 
figure 26. 

VIN 

LOW POWER BUCK REGULATOR 

For voltage step down applications, the UCC 380x 
totem pole output can be used as both the switch 
and com mutating diode of the buck regulator (see 
figure 27). Power dissipation and the one amp peak 
current rating of the IC's output stage limit the 
range of applications to less than 1 amp of output 
current. High frequency operation permits the use 
of small and inexpensive surface mount compo
nents. 

BUCK-BOOST CONVERTER for 
VOLTAGE STEP-UP and/or STEp· 
DOWN APPLICATIONS 

A two-switch buck-boost converter can be control
led by the UCC380x family of PWMs. This specific 
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Figure 30: Buck PWM using a PMOS high-side switch. 
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+ 
~ VOUT 

Figure 31. Simplified two switch buck/boost 
converter drive switches together. 

converter is useful in applications where the input 
voltage can be both higher and lower than the de
sired output voltage. Implementation combines the 
voltage step-down characteristic of the buck regu
lator with the voltage step-up of the boost con
verter. Both switches are driven simultaneously 
with this adaptation to simplify the control algo
rithm. Note that the PWM output of the IC will be 
used directly for the high side switch in a low power 
application thus requiring only one external switch. 
Also, the body diode of the lower side totem-pole 
output is used as one of the commutating rectifiers, 
further reducing complexity. As shown in figure 31, 
this approach is ideal for low voltage, low power 
DC to DC applications. Higher voltage and higher 
power applications will require the use of discrete 
semiconductors for the high side switch and lower 
diode. 

+ VIN --------, 

ucc 
380X 

1 
+ 

VOUT 

Figure 32. Bucklboost PWM for low power systems. 

Duty cycle is varied with input line voltage to pro
vide a regulated output. This non isolated buck
boost converter can be operated in either the 
discontinuous and continuous inductor current 
modes. High frequency switching permits the use 
of very small and inexpensive surface mount induc
tors for most low power applications. The converter 
can be controlled by duty cycle modulation (voltage 
mode) or current mode control, and with or without 
overcurrent protection. 
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BOOST CONVERTERS 

The UCC 3803 and UCC 3805 devices are fully 
operational from a 4.5 volt input supply and are 
ideally suited for 5VDC and battery input PWM 
boost converter applications. MOSFETs featuring 
"logic level" gate thresholds are the most likely can
didates for the PWM switch as opposed to using 
standard devices which typically require a gate 
voltage near 12 volts to be fully on. Currently, many 
popular N channel MOSFETs are available with 
logic level gate inputs as an option. Note that many 
logic level FETs have maximum gate voltage rat
ings of +/- 10V as opposed to +/- 20V for most con
ventional FETs which limits their application. Also 
note that the UCC 380x devices will require a cur
rent limited supply when used above 12 volts from 
a low impedance source. 

A basic current mode controlled boost converter 
application circuit is shown in figure 28. Typical 
component values for 250 kHz operation are listed 
in the following tables for a 12V and 24V output ap
plications. The boost converter design equations 
are summarized below. 

BOOST DESIGN SUMMARY: 

(Discontinuous inductor current) 

Vout= Vin x (~~~~ + 1 ) 

lin = lout x (~~~ + 1 ) 

I 2 /. ,t(peri04 
p= x mx I 

t(on) 

I _ 2 x /(period) x loutx (t(on) + t(of~) 
p- [t(on) x t(off)] 

where t(period) = F(Sw~tchin'g 
L = Vout minusVin (min) x t(off)] 

Ip 

C out= (Ipx t (off) maX) 
2 x dVout 

ESR (max) = dVout 
. Ip 
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BOOST CONVERTER DESIGN 
TABLE 1 

VIN = 4.S to 10 VDC 

VOUT=12VDC 

lOUT = 0.2, 0.4, 1 ADC 

DISCONTINUOUS I MODE 

F(SWITCHING) = 2S0kHz 

POUT 3W 6W 

D1 1N40V 3N40V 
1NS819 1 NS822 

L 12uH 6.8uH 

PCH- 27-123 27-682 

Cout 100uF 300uF 

Rcs(ohm) 0.1 O.OS 

01" 2NSOV IRLZ14 
RFL2NOSL 

12W 

6N4SV 
6T004S 

1.8uH 

27-182 

SOOuF 

0.033 

IRLZ14 

NOTE 1: Coilcraft inductor part number. 
NOTE 2: Cout must be low ESR and ESI. 
NOTE 3: MOSFET ratings and part number. 

LOGIC LEVEL gate threshold. 

TABLE 2 

VIN = 4.S to 10 VDC 

VOUT=24VDC 

lOUT = 0.1, 0.2, O.S ADC 

DISCONTINUOUS I MODE 

F(SWITCHING) = 2S0kHz 

POUT 3W 6W 

D1 1N40V 3N40V 
1NS819 1 NS822 

L 12uH 6.8uH 

PCH- 27-123 27-682 

Cout 100uF 200uF 

Rcs(ohm) 0.1 O.OS 

01" 2NSOV 8NSOV 
RFL2NOSL IRLZ14 

12W 

6N45V 
6T004S 

3.9uH 

27-392 

SOOuF 

0.033 

IRLZ14 

NOTE 1: Coilcraft inductor part number. 
NOTE 2: Cout must be low ESR and ESI. 
NOTE 3: MOSFET ratings and part number. 

LOGIC LEVEL gate threshold. 

TABLE 3 

VIN = 10 to 18 VDC 

VOUT=24VDC 

lOUT = 0.1, 0.2, O.S ADC 

DISCONTINUOUS I MODE 

F(SWITCHING) = 2S0kHz 

POUT 3W 6W 

D1 1N40V 3N40V 
1NS819 1 NS822 

L 22uH 12uH 

PCH- 27-223 27-123 

Cout 100uF 200uF 

Rcs(ohm) 0.2 0.1 

01" 3N60V 3N60V 
IRFF113 IRFF113 

U-133A 

12W 

6N45V 
6T004S 

3.9uH 

27-392 

SOOuF 

0.066 

IRFF133 

NOTE 1: Coilcraft inductor part number. 
NOTE 2: Cout must be low ESR and ESI. 
NOTE 3: MOSFET ratings and part number. 

LOGIC LEVEL gate threshold. 

BUCK REGULATOR 

The buck regulator is a more difficult design chal
lenge than the boost converter due to the high side 
switch. A transformer coupled gate drive is typically 
required to deliver drive pulses to the switch, which 
requires about ten volts above the input voltage for 
proper drive. Current mode control further compli
cates the design by requiring a current transformer 
to level shift the high side current sense signal 
down to the ground based input of the IC. In many 
applications, direct duty cycle control (voltage 
mode) can be used to simplify the design although 
overcurrent protection is lost with common ground 
applications. 

Several examples of common buck regulator applica
tion circuits are shown in figures 29 and 30. Direct duty 
cycle control is used for Simplicity, however current 
mode control can be easily adapted as shown in the 
example: Tables listing component values and typical 
part numbers have been included. 
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DESIGN EQUATIONS: 

Vout = Vin * 0 (duty cycle) 

T(on) 
where 0= T . d) (peno 

L=Voutx t (off) 
dlo 

where: Delta 10 is the inductor ripple current and 
equal to one-half of the minimum output current. 
Minimum output current has been selected as 10% 
of the full load current 

d 10 
Ipk= 10+ 2 
Iin(DC) = lout * 0 

Gout = d 10 
(8x Fx d Vout) 

where F is the switching frequency and d Vout is 
the output ripple voltage 

BUCK REGULATOR DESIGN TABLES 

TABLE 4 

VIN = 4.5 to 10 VDC 

VOUT = 3.3 VDC 

lOUT = 1, 3 and 5 ADC 

CONTINUOUS I MODE 

F(SWITCHING) = 250kHz 

lout(min) = lout(max)/10 

lOUT 1A 

01 3A120V 
1N5820 

3A 

6A140V 
6TQ045 

L 39uH 22uH 

PCH- 27-393 45-223 

Cout 2uF 4.7uF 

Q1* 8A160V 8A160V 
IRLZ14 IRLZ14 

SA 

12A145V 
12TQ045 

6.8uH 

45-682 

10uF 

IRLZ14 

NOTE 1: Coilcraft inductor part number. 
NOTE 2: Cout must be low ESR and ESI. 
NOTE 3: MOSFET ratings and part number. 

LOGIC LEVEL gate threshold. 

TABLES 

VIN = 10 to 18 VDC 

VOUT=5VDC 

lOUT = 1, 3 and 5 ADC 

CONTINUOUS I MODE 

F(SWITCHING) = 250kHz 

lout(min) = lout(max)/10 

lOUT 1A 3A 

01 3A140V 6A140V 
1N5822 6TQ045 

L 120uH 39uH 

PCH- 27-1243 45-393 

Cout 2uF 5uF 

Q1* 4A150V 8A150V 
IRF9Z12 IRF9Z22 

U-133A 

SA 

12A140V 
12TQ045 

22uH 

45-223 

10uF 

12A150V 
IRF9Z30 

NOTE 1: Coilcraft inductor part number. 
NOTE 2: Cout must be low ESR and ESI. 
NOTE 3: MOSFET ratings and part number. 

LOGIC LEVEL gate threshold. 

TABLE 6 

VIN = 10 to 18 VDC 

VOUT=9VDC 

lOUT = 1, 3, 5 ADC 

CONTINUOUS I MODE 

F(SWITCHING) = 250kHz 

lout(min) = lout(max)/10 

lOUT 1A 3A 

01 3A140V 6A140V 
1N5822 6TQ045 

L 39uH 12uH 

PCH- 27-293 27-123 

Cout 1uF 3uF 

SA 

12A140V 
12TQ045 

6.9uH 

27-682 

5uF 

NOTE 1: Coilcraft inductor part number. 
NOTE 2: Cout must be low ESR and ESI. 
NOTE 3: MOSFET ratings and part number. 

LOGIC LEVEL gate threshold. 
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OFF-LINE APPLICATIONS: 
FORWARD AND FLYBACK 
CONVERTERS 

Several benefits can be realized in off-line applica
tions by using the low current, UC380x BiCMOS 
PWM controllers. First, the IC can be powered from 
a resistor to the rectified input voltage source, 
eliminating the bootstrap winding. This applies to 
most low frequency applications (50kHz) where the 
DC supply current required for the gate drive is low. 
Soft start of the power supply and delayed restart 
following a fault requires no external parts. The in-

OUT 

ISNS 

Figure 33. Forward Converter 

ternal leading edge blanking eliminates filtering of 
the current sense signal. Also, the ICs undervol
tage lockout thresholds, internal Vcc shunt regula
tor and active low totem pole output eliminate any 
problematic gate drive operation. 

The basic schematic of a forward converter is 
shown in figure 33, and a flyback is shown in figure 
34. In each, the UCC3804 limits the maximum duty 
cycle to 50% by internal logic, allowing time for the 
main transformer to reset. Applications which utilize 
higher maximum duty cycles, for example 65%, 
should use the UCC 3802 device without the inter
nal toggle flip flop. 

UCC 
380X 

OUT 

ISNS 

II 
.+ 

Figure 34. Flyback Converter 
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UCC380X OTHER APPLICATIONS: 
UNIVERSAL SYNC GENERATOR 

The UCC3803 can be used as a synchronization 
(SYNC) pulse generator and driver for a variety of 
applications. Basically, one circuit shown uses the 
leading edge blanking duration as the SYNC out
put pulse width. The current limit input is biased at 
1.25 volts to terminate the output pulse immedi
ately after the ICs. internal blanking pulse width. 

+5V SlAVEl 

I r= 7 

,--,8 

UCC 
39K 39K 

3803 
CT 

1800 
8 

"- 4 
13K 

r-3 
500 

5 
YNC 13K 

j NPUT 
s 

(TTL) -$-

SlA VE2 

TO 
CTr[ 

ADDITIONAL 1800 

SLAVES 500 

Figure 35. Synchronization Circuit 

The oscillator is resistively programmed to a DC 
level of 1.25 volts also, midway between its upper 
and lower thresholds. When a TTL compatible 
SYNC pulse is injected, the amplitude at the oscil
lator input is raised above its upper threshold. This 
turns on the internal discharge circuitry which pulls 
the pin to about 0.2 volts, crossing the lower oscil
lator threshold. Once this occurs, the discharge 
transistor is turned off and the ICs output is turned 
on, generating the SYNC pulse. Note that the cur
rent sense input is biased to turn the ICs output off 
following the leading edge blanking duration, which 
is used to program the SYNC output pulse width. 
This 100 nanosecond duration is ideal for synchro
nizing most PWMs used today with the technique 
shown. 

This circuit can be adapted to generate other width 
pulses with minor modifications. A capacitor can be 
added across the lower resistor in the divider net
work to the current sense input for extending the 
pulse width. Note that the voltage must be limited 
below 1.4 volts or a full cycle soft start will be in
curred. Also, this capacitor must be discharged be
fore the beginning of each pulse for proper timing 
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APPRO X 12 VDC 

T1 ~ 
r--
"<t 

7 + 

R1 
UCC 

6 
~ 
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R2 2 
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u. 
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0 R4 I 
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C1 r-- I FOR 1V 
"<t j MAXIMUM 

PROGRAMMABLE CURRENT ADJUST 

5V 

~ 
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RT 
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I 
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" 

11 \ 
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111A2 

RESET 

Dr 
'" , I I 

~ ~ 
0' 

I 

~i' 

, 

~ 

TO AC 
LOAD 

I , 
~ 

ISENSE 

Figure 36. Electronic circuit breaker application. 

to occur. One recommendation is to diode couple 
the current sense input to the oscillator RVCt pin. 
External circuits can also be used for more precise 
programming. 

SYNC 

.ll II 
IN 

RT/CT 

II, III III ",I 

OUTPUT 

I II II 
SLAVES 

'\ 1 \, 1\ CT 

Figure 37. Synchronization Circuit Waveforms 

VFO APPLICATIONS 

Members of the UCC380x family of devices are 
adaptable for use in variable frequency applica
tions. The most direct means of accomplishing this 
is to vary the charging current to the oscillator tim
ing capacitor. Note that the minimum compliance 
voltage of the current source must exceed the up-

per oscillator threshold of approximately 2.7 volts. 
The VFO current source can be generated by an 
external op-amp for general purpose applications 
as shown. 

EXTERNAL UCC 
OPAMP 380X 

R 
RT/CT 

I 
Figure 38. Using UCC380x as a VFO. 

Some VFO applications can utilize the ICs internal 
error amplifier to vary the frequency over a pro
grammed minimum and maximum frequency 
range. This is done by programming the minimum 
frequency by a resistor to Vref. Another current 
sink/source is formed by a resistor to the ElA out
put. This arrangement performs frequency modula
tion as the ElA output voltage is varied. 
Applications which require a fixed 50% duty cycle 
at varying frequencies, electronic ballasts, for ex-
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VFO INPUT 
(0-5V) 

75K 

100K 

R' 

RT 

VREF 

E/A-

COMP 

RT/CT 

UCC 
380X 

-=cGT '--------

Figure 39: Using the error amplifier to make a 
simpleVFO. 

ample, should use the UCC3804 or UCC3805 de
vices. Output frequency from these will be one-half 
of the ICs oscillator due to the internal divide-by
two gating circuitry. 

FIXED OFF-TIME APPLICATIONS 

Obtaining a fixed off-time, variable on-time control 
technique is easily implemented with the UCC380X 
family. The oscillator RVCt timing components are 
used to generate the off-time rather than the oper
ating frequency. Implementation is shown in the 
corresponding figure 40. 

Figure 40: Fixed off-time control. 
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FULL DUTY CYCLE APPLICATIONS 

Any of the UCC380X PWM controllers can be used 
at full (100%) duty cycle. This mode of operation 
may be required in certain applications, including 
DC switch drivers. Implementation requires ''freez
ing" the oscillator so that the output stays high until 
it is time to turn off. Switch 01 insures that the 
PWM output is high when switch 02 is activated to 
stop the oscillator. Current limiting can still be ac
complished by using the current sense feature of 
the IC, in addition to modulating the peak current 
via the error amplifier. 

FULL 
DUTY 
CYCLE 
INPUT 
HI = ON 

Figure 41.100% Duty Cycle Circuit 

HIGH SPEED, PROGRAMABLE ELEC
TRONIC CIRCUIT BREAKER 

A high speed, programmable electronic circuit 
breaker can be built using the UCC380x family to 
perform the control and MOSFET drive functions. 
Basically, back-to-back power MOSFETS are used 
as the switching element although an SCR, TRIAC 
or bipolar switch can also be used. The MOSFETS 
are connected with the sources tied together to 
simplify the gate drive while providing a blocking 
path to current in either direction. Current limiting 
for an AC supply requires a current transformer, 
also shown, which can be simplified to a resistor 
for use in DC input applications. The current sense 
input to the IC can either be biased up for lower 
power loss in the current sense network, or pro
grammed by adjusting the error amplifier output 
voltage to yield a similar result. 
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SWITCHING COMPONENT NOTES: 
P CHANNEL MOSFET SWITCHES 

Logic level P channel MOSFETs are unavailable 
today which limits the use of P channel MOSFETs 
to those with input voltages greater than about ten 
volts for proper gate drive. The P channel switch 
will also require a small N channel device to invert 
its gate drive command, due to the active high out
put of the PWM (figure 30). High speed PNP tran
sistors are also a suitable choice for some 
applications. 

N CHANNEL MOSFET SWITCHES 

Proper gate drive for N channel high side switches 
will require a supply voltage which is several volts 
above the input voltage. This is not a problem in 
five volt input applications using logic level FETs if 
a nine volt (or higher) supply is also available. If 
not, one option is to construct a very low power 
boost converter to generate the nine volt supply to 
power the IC and gate drive. The boost converter 
switch can be driven from the UCC380x output 
which is switching the main output (figure 29). 
Small, inexpensive surface mount inductors, 
switches and diodes are readily available. Another 
possibility is to build a charge pump circuit driven 
from the PWM output, provided that only a few 
volts of headroom are required. 

GATE DRIVE TRANSFORMER 

Higher input voltage applications using high-side 
switches will require a gate drive transformer due 
to 12 volt maximum supply rating of the UCC 380x 
IC family. A small ferrite toroid with two windings 
and minimal insulation is typically used. A capacitor 
is placed in series with the primary and is needed 
for proper reset of the core. The DC offset intro
duced by the capaCitor will effect the primary to 
secondary turns ratio of the transformer which is 
dependant on the application. A PULSE Engineer
ing (phone 619-268-2400) model PE-64973 can be 
employed in most Buck regulator designs. 

CURRENT SENSE TRANSFORMER 
A current sense transformer is required in the buck 
regulator application for current mode control. This 
transformer is used to level shift the current signal 
from the high side input supply to the ground refer
enced PWM circuitry. A high turns ratio should be 
incorporated to reduce power dissipation. ParasitiC 
noise can be minimized by inserting the trans-

UNITRODE CORPORATION 
7 CONTINENTAL BLVD .• MERRIMACK, NH 03054 
TEL. 603-424·241 o. FAX 603-424-3460 
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former in series with the drain of the power switch 
as opposed to its source. A PULSE Engineering 
(phone 619-268-2400) model PE-64978 current 
transformer with a one turn primary and 50 turn 
secondary can be used in most applications. 

ADDITIONAL INFORMATION 

1. UNITRODE Application Note U-100A; 

" The UC3842131415 Series of Current 

Mode PWM ICs" : 

• UC3842131415 PWMs 

• Applications Information 

2. UNITRODE Application Note U-111; 

" Practical Considerations in Current 

Mode Power Supplies" ; 

• Fixed OFF-Time Implementation 

• Full Duty Cycle 

• Paralleling Power Supplies 

• Shutdown Techniques 

• Slope Compensation (implementation) 

• Soft Start 

• Synchronization 

• Variable Frequency Operation 

• Voltage Mode Operation 

3. UNITRODE Application Note U-96A 

"A 25 Watt Off-Line Flyback Switching Regulator": 

• Flyback Converter Design 

4. UNITRODE Application Note U-97 

"Modelling, Analysis and Compensation of the Cur
rent Mode Converter" 

• Current Mode Control 

• Slope Compensation 

5. UNITRODE Design Note DN-42 

"Design Considerations for Transitioning from 
UC3842 to the New UCC3802 Family" 
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The UC3848 Average Current Mode Controller Squeezes 
Maximum Performance from Single Switch Converters 

by JOHN A. O'CONNOR 

ABSTRACT 

This application note describes the UC3848 average current mode PWM controller. The unique features of 
this controller are discussed, which make primary side average current mode control practical for isolated 
converters. The UC3848 employs a current waveform synthesizer which monitors switch current and simu
lates the inductor current down slope, generating a complete current waveform without actual secondary 
side measurement. Primarily intended for single ended converters, several additional features such as ac~ 
curate duty-cycle and volt-second limiting allow maximum transformer and switch utilization. A three out
put, 200 watt off-line design example is presented which .also features planar magnetics and a coupled 
output inductor. 

INTRODUCTION 

The UC3848 represents a significant advance in 
the control of single switch forward converters. 
Generally considered simple and reliable, but non
optimum in transformer and switch utilization, the 
single switch forward has previously been reserved 
for less demanding applications. Upon careful ex
amination however, it is apparent that many of the 
perceived limitations aqtually result from the con
trol circuitry rather than the converter topology it
self. 
The advantages that an inner current loop brings to 
power SUfPIY design and performl;lnce are well 
known [1 . Current mode control is usually pre
ferred over direct duty cycle control because of the 
superior input supply rejection and simplified volt
age loop closure. Average current feedback pro
vides additional advantages over the more 
common peak, current feedback. Major benefits in
clude inherent slope compensation, better noise 
rejection, and the ability to operate with both con
tinuous and discontinuous inductor current. Addi
tionally, average current feedback provides 
significantly better closed current loop accuracy. 
This further improves input supply rejection and 
current limit accuracy. Average current feedback is 
detailed in the references [2,3,4]. 
Maximum power component utilization requires 
carefully defined and controlled operating mode 
boundaries. While this can be said of many con
verter topologies, it is particularly critical with the 
single switch forward because of the transformer 

reset mechanism. Energy in the transformer leak
age and magnetizing inductance must be removed 
after each energy transfer cycle. Above all, the 
control circuit must insure that this condition is 
achieved. Total losses are generally minimized by 
bringing the pel;lk power transfer as close ,to the 
average as possible. This indicates that improve
ments in efficiency and component utilization are 
obtainable by maximizing duty-cycle, Unfortu
nately, maximizing duty.cycle conflicts with assur
ing transformer reset, traditionally requiring an 
overly conservative design to assure reliability. 
Previously, these characteristics have limited the 
single switch converter to low-power, low-end ap
pliqations~ The UC3848 Average Current Mode 
PWM Controller allows operation beyond conven
tional,limitations by employing highly accurate cir
cuitry to provide programmable operating 
boundaries, and by implementing an inner average 
current feedback loop for improved control charac
teristics and accuracy. This control circuit advance 
capitalizes on unique, patented circuitry, and the 
precision achievable with Unitrode's thin-film resis
tor process. , 

The UC3848 Average 
Current Mode PWM Controller 

The block diagram of the UC3848 shown in figure 
1, illustrates a number of unique functions. Al
though the IC can certainly be used for flyback, 
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UC3848 Avera Current Mode PWM Controller 
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boost, as well as other buck derived converters [4], 
the UC3848 has been optimized for forward con
verter use. The UC3848s precision functions bring 
switching power supply control to a new level: 

• Average Current Mode Control 
• Average Current Sense Signal Synthesizer 
• Programmable Maximum Duty-Cycle and 

Volt-Second Control 
• Under Voltage Lockout (UVLO) monitors 

Vcc, Vin, and Vref 
• 2 Amp peak MOSFET Driver with Active 

Low During UVLO 
• 8MHz gain-bandwidth Current Error Amplifier 
• Latched PWM comparator 
• Practical Operation up to 1 MHz 
• Low Start-Up Current (500uA) 
• Precision Reference (1% @ 5V) 

The sophistication and performance of the UC3848 
may at first appear contradictory to simple forward 
converter design. A truly simple implementation 
however, is best achieved by maintaining simple 
power circuitry, and placing the complexity and 
precision in the control circuitry where it can be in
tegrated into a single IC. 

Average Current Mode Control 

Average current loop implementation first requires 
an average current signal for the control variable. 
This immediately presents a problem with isolated 
converters since this signal is entirely on the sec
ondary side. A current sense transformer cannot 
be used to directly sense output inductor current 
with buck derived converters since the inductor 
normally has a continuous DC component. A po~ 
tentially complex and expensive solution is avoided 
with the realization that output inductor current is 
directly reflected to the primary during the switch 
on time. Simply scaling the switch current by the 
transformer turns ratio provides the rising portion of 
the inductor current waveform. When the switch is 
off, the inductor current decays at Vour/l. This in
formation can be used to synthesize an analog of 
the actual output inductor current without any sec
ondary connections. 
Inductor current is synthesized by the UC3848 with 
a circuit that behaves similar to a track and hold 
amplifier, as shown in figure 2. While the switch is 
on, a unity gain buffer charges an external capaci
tor (el), essentially following the rising input current 
waveform. A one volt offset is also added to pro
vide sufficient headroom for the buffer's output 
stage. When the switch turns off, a programmable 
current sink discharges the capacitor, simulating 
the actual inductor current decay. Several tech-

U-135 

niques are available for setting the discharge cur
rent, depending on the required accuracy of the 
current sense signal. If good short-circuit accuracy 
is required, an analog of the output voltage is re
quired to control the synthesizer capacitor dis
charge rate. There are~o simple ways to derive 
this signal on the primary side. 
The first method uses a transformer bootstrap 
winding voltage as shown in figure 2. The average 
value of the rectified output and bootstrap winding 
voltages are directly proportional. By adding a 
separate rectifier and filter to this winding, the ca
pacitor discharge current can be programmed to 
track Your. Typically, a bootstrap winding is em
ployed with off-line converters to power the control 
circuitry after initial start-up, so the raw signal is 
usually present at no additional cost. Note that an 
error is present during transients since the filter 
creates a lag between the output and the filtered 
bootstrap voltages. 
If the transient error is unacceptable, the technique 

. shown in figure 3 can be used. A secondary wind
ing on the output inductor provides a voltage di
rectly proportional to the output without filtering. 
While the switch is off, Your is across the output 
inductor. Any other winding on the inductor will 
have a voltage proportional to Your by the turns 

VREF 

II~V044RIVIr°F ....... F H 

~ ROFF 
IOFF 

Figure 3 
IOFF Generation using 

Second Inductor Winding 

ratio of the two windings. The sense winding recti
fier drop cancels the output rectifier drop when the 
turns ratio is 1 : 1, yielding excellent signal accuracy. 
While this approach is simple and accurate, it does 
come at additional expense since this winding is 
not normally required. Additionally, high voltage 
agency approved isolation is required for off-line 
converters, adding further cost and manufacturing 
complexity to the inductor. 
With either of these techniques, an offset current 
may be added to compensate for the synthesizer's 
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Average Current Feedback Loop 

one volt offset. Connecting a resistor with a value 
four times the IOFF input resistor between the VREF 
and IOFF pins cancels the offset. 

~ften, a fixed discharge current is acceptable. This 
IS programmed by connecting a resistor between 
the VREF and IOFF pins. The synthesized current 
waveform is quite accurate when the output volt
age is near the regulating value, however an error 
~xists during start-up and output short-circuit. Dur
Ing a ~hort, the current decays much slower since 
VOUT IS only the output rectifier and circuit resis
tance voltage drops. The current ripple also be
comes a small fraction of its value at the regulating 
voltage. The synthesizer however, discharges the 
capacitor as if the output were not shorted and 
therefore underestimates the output inductor cur
rent. The short-circuit current will then exceed the 
programmed limit by almost one-half of the normal 
peak-to-peak ripple current. Typically, the inductor 
ripple current is 20% to 30% of the maximum DC 
value, corresponding to a short circuit current 10% 
to 15% higher than the maximum output current 
available at normal output voltage. 

The current error amplifier has sufficient gain to 
us~ a current sense resistor directly in most appli
cations. A current sense transformer however re
sults in better performance by allowing a la~ger 
amplitude, lower noise signal. Ideally, the current 
sense signal is scaled to 4 volts at the maximum 
current level. The current transformer load resis
tance is then: 

Rs =4VxNx Ns 
IL 

where 

(1) 

N = transformer turns ratio 
N,= current transformer ratio 
IL = maximum load current 

GAIN 
{dB} 

40~--+--~ 

20 f---------P-. 

o 

-2 0 f-----t--
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-4 0 '-------'-_---'----'_----1-_ 

LOG F 

Figure 5 

Open Current Loop Response 

With multiple secondaries, normalize all other 
loads to the main output through the turns ratio di
rectly. Note that for these calculations, output in
ductors and their effect on ripple current is not 
considered, since the UC3848 controls average 
not peak current. Output inductances must be nor~ 
malized to the main output through the turns ratio 
squared however, when calculating peak current 
and current ripple. 

The .recommended ~~minalloFF current is 10011 A, 
leaving CI the remaining current synthesizer com
ponent. 

c,- ( 10010 x N x Ns xLNORM ) 
( Rs x VOUT( nom) ) (2) 

where LNORM = normalized output 
inductance 

FiQur~ 4 shows .the average current feedback loop. 
ThiS Inner loop IS analogous to direct duty-cycle or 
voltage-mode control except that the control vari
able is output inductor current rather than output 
yoltage. Properly compensated, the open loop gain 
IS comparable to peak current-mode's at high fre
quency, and becomes orders of magnitude higher 
as frequency decreases. The open current loop re
sponse shown in figure 5 illustrates this behavior. 
This high open loop gain translates into high 
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RAMP elK DMAX 

Figure 6 

Duty-Cycle Limit Programming 

closed loop accuracy. In comparison, peak current 
mode relies entirely on its transfer function accu
racy, and has no means by which to reduce errors. 
This characteristic difference from peak current
mode is attributed to the current error amplifier's 
compensation, and is key to the resulting perform
ance enhancements. 
The increased gain at low frequency provides ex
cellent closed current loop accuracy, even when 
the inductor current becomes discontinuous. High 
open loop gain also allows greater filtering of the 
current sense signal with no degradation in closed 
loop accuracy. It is this characteristic, along with 
the larger amplitude signals that provides signifi
cantly reduced noise susceptibility in comparison 
to peak current-mode control. 

PWM Oscillator 

Oscillator programming is simplified by providing 
internally set charge and discharge currents. Ex
cellent initial accuracy and temperature stability 
are assured by precision thin-film resistors. Since 
only a timing capacitor (CT) is required to set the 
frequency, external component error contribution is 
minimal. The precision high speed oscillator com
bined with short propagation delay through the 
PWM circuitry allows practical operation up to 
1MHL . 
A 20011A charge current and a 180011A discharge 
current generates a sawtooth waveform with a well 
defined rise/fall relationship and accurate fre
quency. During discharge, the output driver is dis
abled, limiting the maximum duty-cycle to 90%. 
Note that this maximum can be reduced by the ac
curate, duty-cycle limit and the volt-second product 
limit circuits, which are explained in following sec-

VIN 

Figure 7 

Volt-Second Clamp 

U-135 

TO PWM 
LATCH 

tions. Oscillator frequency is programmed by: 

F= 1 (3) 
(10k x Cr) 

If greater frequency accuracy is required, a trim re
sistor in parallel with CT can be added to lower the 
frequency. The trim resistor should not be less than 
4Okn, limiting the maximum trim range to 25% be
low nominal. Frequency decrease as a function of 
trim resistance is shown on the UC3848 data 
sheet. 

Duty-Cycle Limiting and Soft Start 

The conventional single switch forward converter 
design usually limits the maximum duty-cycle to 
50%. This limit however, is only required if a one
to-one clamp winding is employed to facilitate 
transformer core reset. While some designers still 
use this technique, a resistor/capacitor/diode 
(RCD) clamp has become more prevalent. The 
RCD clamp eliminates a transformer winding and 
potentially offers a wider duty-cycle range. Cur
rently, a 50% duty-cycle limit is primarily used be
cause it can be accurately derived from a toggle 
flip-flop. To exploit a wider duty-cycle, an accurate, 
programmable duty-cycle clamp is required. 
The UC3848 employs a unique, patented tech
nique to limit the maximum duty-cycle to a value 
programmed by a resistive divider. The circuit util
i.zes a capacitor (CDC) for integration only, and 
does not rely on its absolute value for maximum 
duty-cycle accuracy. The absolute value of CDC 
does set the soft-start time constant, although high 
precision is not normally required for this function. 
Internally, the UC3848 capitalizes on the excellent 
matching characteristics achievable on an Ie to im
plement a charge balanced loop. A matched tran
sconductance source and sink form a precision 
integrator circuit, as shown in figure 6. The current 
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source is externally programmed to Gm x VDMAX 
and is on continually. The current sink is internally 
set at Gm x 5V, and is switched on and off. The re
sulting discharge current is Gm(5V - DMAX). The 
current source and sink charge and discharge 
CDC, while its voltage is compared with the oscilla
tor voltage. 
The current sink discharges CDC from the time that 
the switch is turned on until the oscillator voltage 
becomes greater than CDc'S voltage. For the re
mainder of the period, CDC is charged by the cur
rent source. Note that CDC'S voltage is essentially 
a DC level with a very small ripple component un
less it is a particularly small value. CDC maintains a 
constant voltage only if the average applied charge 
is zero. The charge balanced loop therefore forces 
IDISCHARGE x T ON(max) toe qua I ICHARGE x 

TOFF(min). A large offset voltage between CT and 
CDC may be observed when measuring an actual 
circuit. This offset contributes negligible error since 
high DC loop gain reduces its effect by several or
ders of magnitude. 

While the circuit's operation may seem compli
cated, it couldn't be easier to apply. A voltage di
vider from VREF to DMAX as shown if figure 6 sets 
the maximum duty-cycle. The circuit inherently pro
vides soft-start at initial power-up as CDC charges 
to it's steady state value. Increasing CDC extends 
the loop settling time, and hence the soft-start time 
constant, with no effect on the programmed maxi
mum duty-cycle. Note that the single pole loop re
sponse avoids overshoot, regardless of th.e 
integrating capacitor value. Soft-start after fault IS 
explained in the under-voltage lockout section. 
Maximum duty-cycle and soft-start are pro
grammed by the following relationships: 

RDI 

DMAX (.RDI + RD2) 

1:ss = 20k x CDC 

Volt-Second Product Limit 

(4) 

(5) 

During transients it may be desirable to limit the 
duty-cycle below the programmed maximum value. 
For example, active transformer reset circuits vary 
the clamp voltage inversely proportional to the in
put supply voltage [5]. During steady state opera
tion the peak MOSFET voltage varies much less 
than with passive clamp circuits. Unless the input 
voltage range is large, the peak MOSFET voltage 
will be fairly constant. This occurs because the ap
plied volt-second product remains constant over 
the entire operating duty-cycle range during steady 
state. Thus as the input voltage goes up and the 
duty-cycle decreases, the clamp voltage goes 
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down as the reset time increases. 

If during a transient the duty-cycle is allowed to in
crease excessively, the MOSFET will be subjected 
to significantly higher voltages. This assumes that 
the reset circuit's clamp voltage can slew rapidly. If 
it cannot, the magnetizing current will ratchet up, 
possibly saturating the transformer. Both scenarios 
are easily prevented by simply limiting the maxi
mum applied volt-second product. 
The UC3848 generates a voltage proportional to 
the volt-second product with the circuit shown in 
figure 7. A current directly proportional to the sup
ply voltage (VlwRvs) charges a capacitor (Cvs) 
while the MOSFET is on. When the MOSFET is 
turned off, the capacitor is discharged. Volt-second 
limiting is accomplished by comparing the ~ap~ci
tor's voltage to a 4 volt reference, and terminating 
the pulse width for the remainder of the switching 
period. Normally, the worst case MOSFET voltage 
occurs during maximum input voltage at the volt
second limited duty-cycle. However, high turns ra
tio deSigns which allow a very wide duty-cycle may 
actually generate the highest MOSFET voltage 
during low-line at the volt-second limited duty-cy
cle. 
Since the volt-second product is constant it can be 
calculated at any input voltage. The effectiveness 

Figure 8 

Under Voltage Lockout 

of the volt-second limit however, should be ana
lyzed at minimum and maximum input voltage, in 
addition to a few more typical voltages. The volt
second product clamp is programmed by: 
V/NX TON=4.0Vx Rvs x Cvs (6) 

Under Voltage Lockout 

Programmable under voltage lockout (UVLO) fur
ther defines operating mode boundaries. Vcc, VIN, 
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and VREF are monitored to insure that the chip 
supply, main input supply, and reference are wit~in 
specification before enabling the output stage. FIg
ure 8 shows the block diagram of the UVLO cir
cuitry. 
The Vcc comparator monitors the chip supply volt
age. Hysteretic thresholds. at 13V and 1 OV insu~e 
that sufficient voltage is available to power the chip 
and fully turn <?n the MOSFET. The VIN co~~arat~r 
monitors the Input supply through a resistive di
vider. A small capacitor from UV to ground is usu
ally required to filter noise from this high 
impedance node. Both the thresh?l.ds and the hxs
teresis are programmed by the divider values With 
the relationships: 

RV1 
VIN(ONI=4.5Vx( 1 + Rw ) 

RV1 
V'N(OFF)=4.5Vx( 1 + Rvz) 

where Rvz· = Rvz II 90k 

RV1 
V'NlHYS)=4.5Vx 90k 

(7) 

(8) 

(9) 

When either the Vcc or the VIN comparator are 
low, the bias circuitry to the rest of the chip is off. 
The quiescent current (100) is nominally 500J,l A to 
facilitate off-line applications. Once both Vcc and 
VIN are within specification, the bias circuitry for 
the rest of the chip is activated. The output driver 
and CDC pin are still held low until VREF exceeds 
the 4.5V threshold of the VREF comparator. When 
the VREF comparator goes high, control of the out
put driver transfers to the PWM circuitry and CDC is 
allowed to charge, soft-starting the supply. 
If any of the thret: monitored voltages falls be.low 
their threshold dUring start-up or normal operation, 
the UVLO latch is set, the output driver is held low, 
and CDC is discharged. This state is maintained 
until CDC is fully discharged, at which point opera
tion is as described above. 

Output Driver 

High current transistors ena~le th~ output driver to 
deliver 2 amps peak allOWing direct Interface to 
any MOSFET typically used in single ended con
verters. The driver also incorporates self-biasing 
circuitry that maintains a low impedance to ground 
during UVLO. This assures that high dv/dt at VIN 
during power-up cannot inadvertently turn on the 
MOSFET through its miller capacitance. 
The combination of high peak current, stray circuit 
inductance, and capacitive gate load result in re
flections back to the driver, which if left unclamped, 
will cause erratic chip behavior. External schottky 
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diodes from the output to Vce and ground will di
vert the reflected current and assure reliable op
eration. A well deSigned layout with typical circuit 
values will normally require 1 A, 20V schottky 
clamp diodes. Looser layouts, longer gate drive 
traces, and lower gate resistor values all place 
greater demand on the output clamping circuit, and 
may necessitate higher current diodes. 

Voltage Reference and Error Amplifier 

Since the UC3848 is intended for primary side con
trol, the voltage reference (VREF) does not affect 
output v~!tage stability. It does h<?~ever,. aff~ct cur
rent limiting and the other precIsion circuits pre
viously mentioned, and has therefore been 
designed for good initial accuracy and temperature 
drift. The reference should be capacitively by
passed to reduce high frequency output imped
ance and noise susceptibility. 
To facilitate wide bandwidth current loops, the error 
amplifier has an 8Mhz gain bandwidth product. 
Even with small current feedback signals such as 
from a current sense resistor, loop bandwidth will 
almost always be limited by ext.~rnal. ci!cu!t charac
teristics· rather than error amplifier limitations. The 
amplifier'S 8 VIs slew rate assures that even durin~ 
large signal tranSients, external components Will 
determine circuit behavior. 

Design Example 

A 200 watt off-line supply utilizing the UC3848 is 
shown in figure 9. It delivers a regulated +5V at 
20A, and a semi-regulated +/-15V. at 3.3A. The 
conversion frequency is 260kHz, which was deter
mined to be a reasonable compromise between 
size and efficiency. A coupled output inductor im
proves dynamic cross regulation and steers some 
of the +5V ripple current to the +/-15V filter capaci
tors [9]. This results in minimal total output capaci
tor volume. A bridge/doubler input rectifier allows 
operation over an input range of 85 to 265VAC. For 
simplicity and cost, an RCD cl~mp is employe~ to 
facilitate transformer reset. ThiS common configu
ration is typical of many commercial applications. 
The transformer turns ratio is selected to minimize 
MOSFET stress. Ideally, the maximum duty-cycle 
should be as large as pOSSible, allowing the high
est turns ratio and lowest reflected load current. 
This must be balanced against the peak MOSFET 
voltage developed during transformer· reset. 
Since the UC3848 can accurately define operating 
mode boundaries, any practical duty-cycle range 
can be used. This alloWs maximum utilization of 
both current and voltage capability of a particular 
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200W 3 OUTPUT FORWARD CONVERTER 

MOSFET. The RCD clamp allows some trade-off in 
dissipation versus peak MOSFET voltage. Turns 
ratio and clamp optimization requires a good esti
mation of leakage inductance, switch capacitance, 
and transformer interwinding capacitance, since 
energy stored in these parasitics will be transferred 
or dissipated each switchin~ cycle. RCD clamp op
timization is covered in detail in reference [6]. 
The design example transformer uses a 16:1 turns 
ratio (primary to 5 volt), allowing a wide input sup
ply range and reliable use of an 800V MOSFET. 
The MOSFET, an APT801 R2BN from Advanced 
Power Technology [7], is rated at 800V and has 
1.20 maximum on resistance at 25°C. A planar 
transformer and coupled output inductor from Sig
nal Transformer Co. [8] are used, which offer sev
eral advantages over custom wound components. 
Planar construction provides tighter parameter tol
erance. Compact, low profile magnetics help 
achieve high power density. Their standard design 
provides agency approved insulation and known 
performance characteristics, greatly reducing the 
number of iterations to produce a good power sup
ply design. 

The duty-cycle is limited to 0.6, maintaining regula
tion down to approximately 160 VDC in. With the 
switching frequency programmed for 260 kHz, the 
nominal volt-second product is 345 Vs. The volt
second clamp is programmed to 425 Vs to allow 
for tolerances and large Signal transients. 
A current transformer senses switch current result
ing in minimal loss and good signal quality. A 
1000pF capacitor shunts the high frequency tum
on spike before feeding the current sense signal to 
the UC3848s current waveform synthesizer. A 
fixed 10FF value renders an acceptable short circuit 
current for this application. Average short circuit 
losses are kept low by the hiccup action which oc
curs as the boot-strap supply collapses and the 
supply restarts. Highly accurate short circuit cur
rent is most advantageous when a continuous sup
ply is available for the control circuit such as in low 
voltage DC to DC converter applications. 

When the MOSFET is on, the current synthesizer's 
IOFF current is increased through a resistor con
nected to the gate driver output (R13). This allows 
CI'S voltage to better follow rectifier reverse recov
ery spikes present in the current waveform. This 
technique allows minimal filtering of the current 
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Figure 10 

Voltage Feedback Loop 

sense signal, and thus preserves accuracy. 
The coupled output inductor provides good dy
namic cross regulation, and steers some of the ~ 
volt ripple current to the +/-15 volt out~uts wh~re It 
is more efficiently filtered. Although this technique 
minimizes size and complexity, it does negate two 
major advantages of average current mode control. 
The average current loop maintains excellent regu
lation down to zero load for the fully regulated out
put. Unfortunately, the semi-regulated outputs will 
degrade quickly as the inductor current becomes 
discontinuous, forcing minimum loads for reason
able output voltage tolerance. Also, stray an~ le8;k
age inductance between the secondary CircUits 
introduces parasitic tank cir~ui~s, whic~ if un~~r
damped, will cause output ringing ~nd instability. 
Generally, electrolytic output capacitors, low cou
pled inductor leakage inductance, and tight layout 
will allow successful implementation, although loop 
bandwidth must usually be compromised to main
tain stability. Coupled output inductor design and 
application is detailed in reference [9]. 
Without the additional output circuitry parasitics, a 
single output supply with average current feedback 
has excellent regulation and transient response 
from zero to full load. There is also much less re
striction on output capacitor type, all~wi~g small 
ceramic or film capacitors in many applicatIOns. Al
though the design example's close.d loop b~nd
width is not as high as would be achievable with a 
single output, the electrolytic output cap~citors 
store enough energy to provide good transient re
sponse and low output impedance. 

Control Loops 

A block diagram of the volt~ge fee.dback loop is 
shown in figure 10. For clarity, the Inner average 
current feedback loop is shown as a transconduc
tance amplifier,and is identical to figure 4. Current 
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loop compensation is best described in the refer
ences [2,31, as a number of subtleties mu!>t be 
considered lor optimal performance. The baSIC ap
proach is easily summarized: 
To avoid subharmonic oscillation of a single pole 
system, the amplified inductor current downslope 
at one input of the PWM comparator must not ex
ceed the oscillator ramp slope at the other compa
rator input. This puts an upper limit on the curre!'!t 
amplifier gain, and indirectly sets the loop gain 
crossover frequency. As derived in [2], the resulting 
unity gain crossover frequency will be: 

( fs VIN ) fs ( 0) 
fc (2n Vour) = (2lt D) 1 

The crossover frequency must be reduced in a 
practical system to account for tolerances and ad
ditional waveform slope injected by output voltage 
ripple through the voltage error amplifier. For the 
design example, fc is approximately 50kHz at the 
maximum duty-cycle. 
At the switching frequency, the average current 
loop's behavior is similar to peak current mode 
control. Placing a zero at one-~alf~he crossoyer 
frequency increases the loop gain With decreaSing 
frequency providing high closed current loop accu
racy. To further reduce noise susceptibility, a pole 
is placed at the switching frequency. While such a 
low frequency filter is completely unacceptable 
with peak sensing, the high gain at low frequency 
assures accurate current limiting. It is these funda
mental differences from peak current mode which 
provide the performance enhancements. 
The voltage loop reference and error amplifier re
side on the secondary side· as typically configured 
in off-line power supplies. A UC19432 incorpo~~tes 
a high precision reference, voltage error amplifier, 
and programmable transconductance amplifier for 
accurate opto-coupled feedback. Volta~e loop 
compensation is normally the same as With peak 
current mode control and is described in detail in 
the references [2,9,10]. As previously noted, an ad
ditional LC pole resulting from leakage and stray 
inductance requires additionalcompens!ition. UI~I
mately, this parasitic restricts the bandWidth of thiS 
coupled inductor design example, although tran
sient response is still quite good. The same co~trol 
configuration with a single output supply prOVides 
optimal performance and allows simpler compen
sation. 

Summary 

The UC3848 clearly demonstrates !he next l~ve.1 of 
switching power supply contro! ~chle~abl~ With ~m
proved techniques and precIsion circuitry. High 
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performance and high power density objectives 
coupled with the need for simplicity and low cost 
have called for further refinement of single switch 
conversion. The UC3848 answers that call combin
ing precision circuitry, average current mode con
trol and function flexibility, allowing optimal power 
component utilization and performance. 
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PARTS LIST FOR 200W CONVERTER 

Rl,2 825k 1% CI-C4 390# 

.-R3,4 243k 1%' CS lPO# 

RS 42.2k 1% C6,20, 31, IfIF 
32,35,38 

R6,7 10k 

R6 10.0k 1% C7.14 InF 

R9 IS.0k 1% CB 220pF 

Rl0,11 62k lw C9 47nF 

R12 68 Cl0 390pF 

R13 36k CII 22pF 

R14 39k C12 330pF 

R1S,23 2k C13 220pF 

R16,17 15k 3W CIS 10nF 

R18 10 ~ CIS 2.2nF 

R19, 20 33 lfZw CI7 4.7nF 

R21 33 CIS, 19 470pF 

R22 200 C21,23 3.3nF 

R24 lB.7k 1% C24-C30 lOOOfIF 

R25 6.49k 1% C32, 33, 38, 37 330# 

R26 lk C39,40 2.2nF 

RV,26 20 class xly 

R29 100 C41,42 100nF 

R30,31 120k IfZw 

R32 saNTC thermistor 

NOTE: All resistors 5%, 1/4 watt unless noted 
All capacitors 10%, 50V unless noted 

UNITRODE CORPORATION 
7 CONTINENTAL BLVD. ,MERRIMACK. NH 03054 
TEL (603) 424-2410 ,FAX (603) 424-3460 

U-135 

20% 200V 01 MB106-ND (Diodes, Inc.) 

20% 25V 02,3 lN5820 

03 lN4745A 

04,5 lN4148 

DB lOOFS (International Reelfler) 

5% 07 4OCPQ060 (International Reeiller) 

09,10 IOCTF20 (International Reciller) 

5% 

QI APT80IR2BN (Ad/anced Power ~hnology) 

LI,2 RL-II60-1.0 (Renoa) 

L3 SHFI-2515 (Signal Translonner Co.) 

TRI SHF-2525-16 (Signal Translonner Co.) 

TR2 PE64978 (Pulse Englneemg) 

lOOV Ul UC3848 

SooV U2 UCI9432 

20% 10V 

20% 25V 

20% 500V 

20% l00v 
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PHASE SHIFTED, ZERO VOLTAGE TRANSITION 
DESIGN CONSIDERATIONS and the 

UC3875 PWM CONTROLLER 

BILL ANDREYCAK 

ABSTRACT 

U-136A 

This Application Note will highlight the design considerations incurred in a high frequency power supply us
ing the Phase Shifted Resonant PWM control technique. An overview of this switching technique including 
comparisons to existing fixed frequency non-resonant and variable frequency Zero Voltage Switching is in
cluded. Numerous design equations and associated voltage, current and timing waveforms supporting this 
technique will be highlighted. A general purpose Phase Shifted converter design guide and procedure will 
be introduced to assist in weighing the various design tradeoffs. An experimental 500 Watt, 48 volt at 10.5 
amp power supply design operating from a preregulated 400 volt DC input will be presented as an exam
ple. Considerations will be given to the details of the magnetic, power switching and control circuitry areas. 
A summary of comparative advantages, differences and tradeoffs to other conversion alternatives is in
cluded. 

UC3875 CONTROL CIRCUIT SCHEMATIC 
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FREO b-------, 
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Figure 1 

5197 
3-623 



APPLICATION NOTE 

INTRODUCTION 

The merits of lossless transitions using Zero Volt
age Switching techniques have already been es
tablished in power management applications. [1-5] 
Effects of the parasitic circuit elements are used 
advantageously to facilitate the resonant transitions 
as opposed to being dissipatively snubbed. This 
resonant tank functions to < position zero voltage 
across the switching device prior to turn-on, elimi
nating any power loss due to the simultaneous 
overlap of switch current and voltage at each tran
sition. High frequency converters operating from 
high voltage input sources stand to gain signHicant 
improvements in efficiency with this technique. The 
full bridge topology as shown in figure 2. will be the 
specific focus of this presentation, with an empha
sis placed on the fixed frequency, phase shifted 
mode of operation. 

Full Bridge Topology - General Circuit 

aA:J a;] 
"+- -i 

T1 LR 
D1 

D2 

00 aB 

-i -11 
Figure 2 

SWITCH DRIVE COMMANDS 

Lo 

Co 
Vo 

The diagonal bridge switches are driven together in 
a conventional full bridge converter which alter
nately places the transformer primary across the 
input supply, Vin, for some period of time, t(on) as 
shown in figure 3. 

Power is only transferred to the output section dur
ing the ON times of the switches which corre
sponds to a specific duty cycle when operated at 
fixed frequency. Additionally, the complete range of 
required duty cycles is unique to the application, 
and can be estimated from the power supply input 
and output voltage specifications. 

U-136A 

Conventional Full Bridge PWM Waveforms 

A 

B 

c 

D 

V1 

V2 

. Figure 3 
Rather than driving both of the diagonal full bi-idge 
switches together, a deliberate delay will be intro
duced between their turn-on commands with the 
Phase Shifted approach. This delay will be ad
justed by the voltage loop of the control circuitry, 
and essentially results as a phase shift between 
the two drive signals. The effective duty cycle is 
controlled by varying the phase shift between the 
switch drive commands as shown in figure 4. 

Unique to this Phase Shifted technique, two of the 
switches in series with the transformer can be ON, 
yet the applied voltage to the transformer is zero. 
These are not diagonal switches of the full bridge 
converter, but either the two upper or two lower 
switches. In this mode the transformer primary is 
essentially short circuited and clamped to the re
spective input rail. Primary current is maintained at 
its previous state since there is no voltage available 
for reset to take place. This deadband fills the void 
between the resonant transitions and power trans
fer portion of the conversion cycle. Switches can be 
held in this state for a certain period of time which 
corresponds to the required off time for that par
ticular switching cycle. 

When the correct one of these switches is later 
turned off, the primary current flows into the switch 
output capacitance (Coss) causing the switch drain 
voltage to resonate to the opposite input rail. This 
aligns the, opposite switch of the particular bridge 
"leg" with zero voltage across it enabling Zero Volt
age Switching upon its turn ON. 
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Phase Shifted PWM Control Waveforms 
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ZVS FUNDAMENTALS 

An intentional dead-time can be introduced in the 
power conversion cycle whereby the switch re
mains off and is clamped at zero voltage by the 
resonant tank. Rather then turn the switch on in
stantly when zero voltage is attained, the switch is 
held off while the primary current circulates into the 
shorted primary through the body diode and the 
opposite leg switch, which is still on. This off time is 
used to fill in the voids between the point where 
zero voltage has been reached where the switch 
needs to turned on to achieve fixed frequency op
eration. 

Fixed frequency operation is obtainable over an 
identified range of input voltages and output cur
rents. For reference purposes, the variable fre
quency ZVS technique has similar limitations for 
proper operation which occur at minimum output 
load and maximum input line as shown in figure 5. 
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ZVS Limitations 

ZVS OCCURS 

O+-T~U~R~N~O~N~A~T~~~ 
ZERO VOLTAGE 
SWITCH POINT 

Figure 6 

PHASE SHIFTED FUNDAMENTALS 

Switches within the Phase Shifted full bridge con
verter will be utilized differently than those of its 
nonresonant counterpart. Instrumental to this tech
nique is the use of the parasitic elements of the 
MOSFET switch's constructuin. The internal body 
diode and output capacitance (Coss) of each de
vice (in conjunction with the primary current) ?e
come the principal components used to accomplish 
and commutate the resonant transitions. 

CIRCUIT SCHEMATIC AND DESCRIPTION 

Detailed operation of the Phase Shifted Converter 
operation will begin following a description of the 
circuit elements. The circuit schematic of this tech
nique is shown in figure 7. including voltage and 
current designations. 

The basic circuit is comprised of four switches la
beled QA through QD and is divided up into two 
"legs", the right and left hand legs. Each switch is 
shown shunted by its body diode (DA through DD) 
and parasitic output capacitance, (CA through CD). 
These have been identified separately to clarify the 
exact elements and current paths during the con
version interval. 

A detailed model of the transformer primary section 
is presented which separately indicates the leak-
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Phase Shifted PWM Switch Orientation 

D a D c 

T1 LR 

Vo 

as 

Figure 7 

age and magnetizing inductances and currents of 
the primary. The reflected secondary contributors 
to primary current are also shown for complete
ness, and divided into two components. The DC 
primary current (IP) is the secondary DC .output 
current divided by the transformer turns ratio (N). 
The secondary AC current should also accounted 
for by multiplying the output inductance by the 
turns ratio squared (NA2) , or dividing the secon
dary AC ripple current Isec(ac) by the turns ratio 
(N) as shown in figure 8. 

Primary Magnetic Components 

LLKG 

LMAG 

FigureS 
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INITIAL CONDITIONS: t = t(O) 

The description of the Phase Shifted operation will 
begin with the conclusion of one power transfer cy
cle. This occurs when the transformer had been 
delivering power to the load and two of diagonal 
switches of the converter were conducting. The in
itial current flowing in the primary can be desig
nated as Ip(t(O)). 

OB 

INITIAL CONDITIONS: 
lime 1<1(0) 

OA = ON, 00 = ON 

T1 LR 

Figure 9 

Dc Cc 

RIGHT LEG RESONANT TRANSITION: INTER
VAL: t(O) <t <1:(1) 

The primary current flowing at time t(O) is equal to 
Ip(t(O)) and was being conducted through the di
agonal set of transistors QA in the upper left hand 
corner of the bridge and transistor QD in the lower 
right. Instantly, at time t(O) switch QD is turned off 
by the control circuitry which begins the resonant 
transition of the right hand leg of the converter. 

The primary current flowing is maintained nearly 
constant at Ip(t(O)) by the resonant inductance 
(Lp(res» of the primary circuit, often referred to as 
the transformers leakage inductance. Since an ex
ternal series inductance can be added to alter the 
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effective leakage inductance value this presenta
tion will refer to the lumped sum of these inductors 
as the resonant inductance. LL In a practical appli
cation it may be difficult to accurately control the 
transformers leakage inductance within an accept
able ZVS range, necessitating an external "shim" 
inductor to control the accuracy. It's also possible 
that the transformer leakage inductance can be too 
low to provide the desired transition times for the 
application so an external inductor can be intro
duced to modify the resonant inductance. 

RIGHT LEG TRANSITION 

time 1(0)<1<1(1) 

OA ON, 00 = ON Cc = ~, Co = t 

Dc Cc 

T1 LR 

Vo 

OB 

Figure 10 

With switch QD turned off, the primary current con
tinues to flow using the switch output capaCitance, 
Coss to provide the path. This charges the switch 
capacitance of QD from essentially zero volts to 
the upper voltage rail, Vin+. Simultaneously, the 
transformer capacitance (Cxfmr) and the output 
capacitance of switch QC is discharged as its 
source voltage rises from the lower to the upper 
rail voltage. This resonant transition positions 
switch QC with no drain to source voltage prior to 
turn-on and facilitates lossless, zero voltage 
switching. 
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The primary current causing this right leg transition 
can be approximated by the full load primary cur
rent of IP(t(O». The small change due to the barely 
resonant circuit contribution is assumed to be neg
ligible in comparison to the magnitude of the full 
load current. 

During this right leg transition the voltage across 
the transformers primary has decreased fom Vin to 
zero. At some point in the transition the primary 
voltage drops below the reflected secondary volt
age, Vout*N. When this occurs the primary is 'no 
longer supplying full power to the secondary and 
the output inductor voltage changes polarity. Simul
taneously, energy stored in the output choke be
gins supplementing the decaying primary power 
until the primary contribution finally reaches zero. 

Once the right leg transition has been completed 
there is no voltage across the transformer primary. 
Likewise, there is no voltage across the transform
ers secondary winding and no power transferred, 
assuming ideal conditions. Note that the resonant 
transition not only defines the rate of change in pri
mary and secondary voltages dVldt, but also the 
rate of change in current in the output filter net
work, dl/dt. 

CLAMPED FREEWHEELING INTERVAL 
Time t(1) d d(2) 

Once the right leg transition is complete the pri
mary current free wheels through transistor OA 
and the body diode of switch OC. The current 
would remain constant until the next transition oc
curs assuming that the components were ideal. 
Switch OC can be turned on at this time which 
shunts the body diode with the FET Rds(on) switch 
impedance thus lowering conduction losses. Al
though current is flowing opposite to the normal 
convention (source to drain) the channel of OC will 
conduct and divide the current between the switch 
and body diode. 

LEFT LEG TRANSITION: 
TIme t(2) <t <1(3) 

At time t(2) a residual current was flowing in the 
primary of the transformer which is slightly less 
than IP(t(O» due to losses. Switch OC has been 
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previously turned ON and switch OA will now be 
turned OFF. The primary' current will continue to 

CLAMPED FREEWHEELING INTERVAL 

time 1(1)<1<1(2) 
OA ON, Oc = ON, Dc ON 

Dc Cc 

-l -l 

Tl LR 

01 
Lo 

02 Co Vo 

OB 
DB CB OD 

Figure 11 

flow but the path has changed to the output capaci
tance (Coss) of switch OA instead of its channel. 
The direction of current flowing causes the drain to 
source voltage of switch OA to increase and lowers 
its source from the upper to lower rail voltage. Just 
the opposite conditions have occurred to switch OB 
which previously had the full input across its termi
nals. The resonant transition now aligns switch OB 
with zero voltage across it, enabling lossless 
SWitching to occur. 

Primary current continues to flow and is clamped 
by the body diode of switch .08, which is still OFF. 
This clamping into a short circuit is a necessary 
condition for fixed frequency, zero voltage switch
ing. Once switch OB is turned ON, the transformer 
primary is placed across the input supply rails 
since switch OC is already ON and will begin to 
transfer power. Although zero voltage switching has 
already been established, turning ON switch OB 
the instant it reaches zero voltage will cause vari
able frequency operation. 
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LEFT LEG TRANSITION 

time 1(2)<1<1(3) 

OA OFF, Oc = ON, Dc = ON CB = ~, CA = t 

OA DA CA Dc Cc 

-1 -1 

Tl LR 

VO 

Os 
DD 

-1 

Figure 12 

Note that this left leg transition will require more 
time to complete than the right leg transition. Con
duction losses in the primary switches, transformer 
winding and interconnections result in a net DC 
voltage drop due to the flowing primary current. En
ergy stored in the series resonant inductor and 
magnetizing inductance is no longer ideally 
clamped to zero voltage. This loss, in addition to 
the losses incurred during the previous transition, 
reduce the primary current below its initial (IP(t(O» 
value, thus causing a longer left leg transition time 
than the right leg. 

Unlike conventional power conversion, one transis
tor in the diagonal pair of the phase shifted full 
bridge converter is ON just before power is trans
ferred which simplifies the gate drive. An additional 
benefit is realized by designating these commutat
ing switches as the high side switches of the con
verter, usually far more difficult to drive than their 
lower side counterparts. 

POWER TRANSFER INTERVAL 
Time t(3) <I: <I:(4) 
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This interval of the phase shifted cycle is basically 
identical to that of conventional square wave power 
convesion. Two diagonal switches are ON which 
applies the full input voltage across the transformer 
primary. Current rises at a rate determined by Vin 
and the series primary inductance, however starts 
at a negative value as opposed to zero. The current 
will increase to a DC level equal to the output cur
rent divided by the turns ratiO, 10utlN. The two time 
variant contributors to primary current are the mag
netizing current (Imag) and the output inductor 
magnetizing contribution reflected to the primary, 
LoutlNA2. The exact switch ON time is a function of 
Vin, Vout and N the transformer turns ratio, just as 
with conventional converters. 

POWER TRANSFER INTERVAL 

lime 1(3)<1<1(4) 

Os = ON, Oc = ON 

DA CA Dc Cc 

Tl LR 

Vo 

Figure 13 
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SWITCH TURN OFF; .. 
TIME t(4) 

One switching cycle is concluded at time t(4) when 
QC the upper right hand corner switch is turned 
OFF. Current stops flowing in QC's semiconductor 
channel but continues through the parasitic output 
capacitance, Coss. This increases the drain-to
source voltage from essentially zero to the full input 
supply voltage, Vin. The output capacitance of the 
lower switch in the left hand leg (QD) is simultane
ously discharged via the primary current. Transistor 
QD is then optimally pOSitioned for zero voltage 
switching with no drain-to-source voltage. 

The current during this interval is assumed to be 
constant, simplifying the analysis. In actuality, it is 
slightly resonant as mentioned in the right leg tran
sition, but the amplitude is negligible in comparison 
to the full load current. The power conversion inter
val is concluded at this point and an identical 
analysis occurs as for the opposite diagonal switch 
set which has thoroughly been described for the 
switch set QA and QD. 

OPERATIONAL WAVE FORMS 

VA o r-
f--

VB 
o I---

i--- I--
VPRI 

o 

f--- f--

IPRI l--- j-... l---
o 

1---..- r--

1014 l--- l---
o I--

1015 0 
l-- J..-

I\\~~" 
t= 01 234 

Figure 14 

U-136A 

RESONANT TANK CONSIDERATIONS 

The design of the resonant tank begins with the se
lection of an acceptable switching frequency; one 
selected to meet the required power density. Sec
ond, the maximum transition time must also be es
tablished based on achievable duty cycles under all 
operating conditions. Experience may provide the 
best insight for acceptable results. 

The maximum transition time will occur during 
the converters left leg transition operating at 
the minimum output load cyrrent. 

RESONANT CIRCUIT LIMITATIONS 

Two conditions must be met by the resonant circuit 
at light load, and both relate to the energy stored in 
the resonant inductor. One, there must be enough 
inductive energy stored to drive the resonant ca
pacitors to the opposite supply rail. Two, this transi
tion must be accomplished within the allocated 
transition time. Lossy, non-zero voltage switching 
will result if either, or both are violated. The first 
condition will always be met when the latter is used 
as the resonant circuit limitation. 

DeSigners can argue that some switching loss may 
be of little consequence in a practical application at 
very light loads - especially considering that there 
is a significant benefit at heavy loads. While this 
may be a pragmatic approach in many applica
tions, and a valid concern, this presentation will 
continue using the fully lossless mode as the ulti
mate deSign goal. 

The stored inductive energy requirement and 
specified maximum transition time have also de
fined the resonant frequency (Wr) of the tank cir
cuit. Elements of this tank are the the resonant 
inductor (Lr) and capacitor (Cr), formed by the two 
switch output capaCitors, also in parallel with the 
transformer primary capacitance Cxfmr. The maxi
mum transition time cannot exceed one-fourth of 
the self resonant period, (four times the self reso
nant frequency) to satisfy the zero voltage switch
ing condition. 

The resonant tank frequency, Wr : 

Wr 1 
(Lrx en 110.5 

t(ro8X) transition = -2 1t 
X Wr 

Coss, the specified MOSFET switch output capaci
tance will be multiplied by a 413 factor to accommo
date the increase caused by high voltage 
operation. During each transition, two switch ca
paCitances are driven in parallel, doubling the total 
capacitance to 8/3 * Coss. Transformer capacitance 
(Cxfmr) must also be added as it is NOT negligible 
in many high frequency applications. 
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The resonant capacitance, Cr : 

8 
Cr= [("3 COSS)+ Cxfmr] 

The capacitive energy required to complete the 
transition, W(Cr) is: 

W( Cr) = ~ x Crx VPrfV2. 

This energy can also be expressed as: 

W ( Cr) = [ ( ~ x COSS) + Cxfmr 1 x Vin"e 

STORED INDUCTIVE ENERGY 

The energy stored in the resonant inductance must 
be greater than the energy required to charge and 
discharge the FET output and transformer capaci
tances of the leg in transition within the maximum 
transition time. 

Inside the transformer, all of the energy is stored in 
the leakage inductance since the secondary cur
rent has clamped the transformers primary voltage 
to essentially zero. This causes high circulating pri
mary current (as shown in figure 8) in the physical 
winding but has no effect on the stored energy 
used to perform the ZVS transition. More detail 
about the tradeoffs and design optimization is pre
sented in the Design Procedure. 

The energy stored in the resonant inductor, Lr: 

~Lt) = ~ x Lr x Ipri '"2 

RESONANT CIRCUIT SUMMARY 

There are several ways to arrive at the solutions for 
the resonant inductor value and minimum primary 
current required for any application. Each of these 
is based upon the following fundamental relation
ships. 

The resonant tank frequency must be at least four 
times higher than the transition time to fully reso
nate within the maximum transition time t(max) at 
light load. 

Tres= 4 x t( max) 

Fres= __ 1- or 
T( res) 

where Wr= 2 x 1t x Fres 

Wr=~ 
T(res) 
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Reorganizing and combining these relationships; 

wr-[ (2x1t) ] 
- (4xt(max)) 

Wr 1t 
(2 x t( max)) 

The resonant radian frequency (Wr) is related to 
the resonant components by the equation: 

Wr= 1 
(Lrx Cr) 112 

Both sides of this can be squared to simplify the 
calculations and reorganized to solve for the exact 
resonant inductor value. 

Lr= 1 
(Wl"'Qx Cr) 

Previously outlined relationships for Wr and Cr can 
be introduced to result in the following specific 
equation. 

Lr= 1 

[(2 x t ~ max) ]112 x [( ~ x COSS)+Cxfmr] 

Note that this figure indicates the exact resonant 
inductor value required to satisfy only the task of 
resonant transitions. This resonant inductor is in 
series with the transformer primary hence also de
fines the maximum primary current slew rate, dl/dt 
as a function of input voltage. 

dlPri Yin 
---at=Li 
If the resonant inductor value is too large it may 
take too long to reach the necessary load current 
within the conversion cycle. The calculated inductor 
value satisfies the light load condition, however full 
load operation must also be evaluated. Details of 
possible solutions to this are highlighted in the 
Practical Applications section of this paper. 

STORED ENERGY REQUIREMENTS 

As detailed, the energy stored in the resonant in
ductor must be greater than the capacitive energy 
required for the transition to occur within the allo
cated transition time. The governing equations are 
summarized below. 

~ x Lrx IPri (min) 112 > ~ x Crx Yin (max) 112, or 

Lrx IPri(min) 112 > Crx Yin (max) 112 

Since Cr and Vin are known or can be estimated 
for a given application, this term becomes a con
stant and Lr has been quantified. 
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MINIMUM PRIMARY CURRENT 

The minimum primary current required for the 
phase shifted application can now be determined 
by reorganizing the previous equation. 

IPri ( min) = [( Crx L~rY'Q.)] "0.5 

This value can be supported by the calculating the 
average current required to slew the resonant ca
pacitor to the full rail voltage. Although this figure 
will be lower that IP(min) it can be used as a confir
mation of the mathematics. 

Vin 
IR ( average) = Crx ---

t(max) 

Obtaining the necessary amount of primary current 
can be done in several ways. The most direct ap
proach is to simply limit the minimum load current 
to the appropriate level. One alternative, however, 
is to design the transformer magnetizing induc
tance accordingly. Also assisting the magnetizing 
current is the reflected secondary inductor current 
contribution which is modeled in parallel. Any duty 
cycle variations modifying the peak charging cur
rent must also be taken into account. 

Generally the magnetizing current alone is insuffi
cient in many off-line high frequency converters. 
The transformer is usually cores loss limited which 
means numerous primary turns and a high mag-

U-136A 

netizing inductance. Shunting the· transformer pri
mary with an external inductor to develop the right 
amount of primary current is one possibility. Incor
porating the output filter inductor magnetizing cur
rent to assist resonance on the primary side is also 
an alternative. 

PHASE SHIFTED PWM CONTROL CIRCUITRY 

Probably the most critical control aspect in the 
phase shifted PWM technique is the ability to span 
the full 0 to 180 degree phase shift range. Falling 
short of performance on either end of the spectrum 
can place unnecessary burdens on the fault pro
tection circuitry or primary switches. Loss of control 
at either extreme will result in catastrophic conse
quences by simultaneously turning on both transis
tors in a given "leg" of the converter. The UC3875 
Phase Shifted controller features the required cir
cuitry to deliver both zero and effectively full duty 
cycle - effortlessly. Additionally, the UC3875 con
troller is utilized to perform the necessary control, 
decoding, protection and drive functions for this ap
plication. Peak current mode control is imple
mented for this example although the IC is equally 
suited for conventional voltage mode control, with 
or without input voltage feed forward. When used in 
current mode, the IC accepts a zero to 2.7 volt am
plitude maximum current senses input and makes 
adding slope compensation a simple function. 

UC3875 Block Diagram 

SOFT- 6n------..---~_ 
START 

1 OUT A 

1 PWR GND 

L---..... --+-+l--I~5 mAY 
A-B 

r-__ 1-__ ~============t--=~-{UDELAY 7 SET 
CoD 

L------------[1l1 VRE, 

~GND 

Figure 16 
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UNITRODE UC3875 PHASE SHIFTED PWM 
CONTROL IC - BLOCK DIAGRAM 

A synchronizable oscillator is programmed by a re
sistor capacitor network from the frequency set pin 
to ground. Synchronization is performed by driving 
the SYNC pin from another UC3875 or external cir
cUitry. The precision 5.0 volt bandgap reference is 
available to program the noninverting input of the 
error amplifier as well as optional external func
tions. Output regulation is achieved using the 7 
MHz gain-band width on-board error amplifier 
which feeds the high speed PWM circuitry. Soft 
starting is accomplished with a capacitor to ground 
which gradually increases the error amplifier out
put, corresponding to pulse width, phase shift or 
peak current, depending on the exact implementa
tion. This signal is compared to the Ramp input of 
the IC having a usable input range from zero to 2.7 
volts. 

Delays between the output drive commands to fa
cilitate Zero Voltage Switching are programmed at 
the Delay Set inputs. One unique feature of the 
UC3875 is the ability to separately program the A
B output delays differently from the CoD outputs. 
This capability accommodates the different primary 
currents during one switching cycle which cause 
and result in different resonant transition times be
tween the leading and falling edges. Inability to pro
gram each of these durations will generally result 
in lossy, non-zero voltage switching of the full 
bridge converters switches under some operating 
conditions. 

The four UC3875 output totem poles can each de
liver a two amp peak gate drive current, more than 
adequate in a high frequency transformer coupled 
gate drive application. To minimize noise transmit
ted back to the analog circuitry, the output section 
features its own collector power supply (Vc) and 
ground (PGND) connections. Local decoupling ca
pacitors and series impedance to the auxiliary sup
ply further enhances performance. 

Fault protection is established by the programma
ble current limit circuitry. Full cycle restart corre
sponding to the time programmed by the soft start 
interval minimizes power dissipation in a short cir
cuited output. 
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TYPICAL APPLICATION CIRCUIT SCHEMATIC 
SUMMARY 

The fixed frequency phase shifted control tech
nique of the full bridge converter offers numerous 
performance advantages over the conventional ap
proach. switching losses due to the simultaneous 
overlapof voltage and current disappear along with 
the dissipative discharge of the FET output capaci
tance. EMI/RFI is significantly lower, also due to 
the "soft" switching characteristics which incorpo
rate parasitiC elements of the power stage acvanta
geously. For most applications, there is little reason 
to consider the traditional square wave counterpart 
of theis phase shifted PWM technique for future 
designs. 

Very high frequency operation of this technique, 
beyond 500 KHz, is probable above the optimal op
erating point. Transition times quickly erode the us
able duty cycle to a point where the transformer 
turns ratio has been compromised. This could re
sult in unreasonably high primary currents and re
power loss in the switches. Any incremental gains 
in cost or power density by reducting the size of 
the output filter are probably nullified by the needs 
for larger MOSFETs and heatsinks. This phase 
shifted PWM technique does excel in the overall 
majority of mid to high power, off-line applications. 
Peak efficiency will be obtained in applications with 
moderate load ranges, however excellent results 
can also be obtained in most designs with load 
ranges of ten-to one. A subgroup of applications 
may exist where non ZVS operation extremely light 
loads is acceptable, especially when the advan
tages under all other operating conditions are con
sidered. Additionally, the Unitrode UC3875 Phase 
Shifted Controlller IC has been introduced to sim
plify the control circuit design challenge. Features 
of the UC3875 include 2 MHz operation and four 2 
amp peak totem-pole output drivers for high fre
quency applications. Separate programming of the 
different AD and BC leg transition intervals has 
made available to optimize converter performance. 

Finally, the flexible control logic permits current 
mode or voltage mode control, with or without input 
voltage feed forward. The complexity of control, 
drive and protection of the fixed frequency phase 
shifted converter has been fully addressed in a sin
gle integrated solution. 
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UC3875 Phase Shifted PWM Converter 
Control and Output Circuit Schematic 
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Figure 17 

UC 3875 Phase Shifted PWM Converter 
Control and Drive Circuit Schematic 
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UC3875 F.B.P.S. CONVERTER 

LIST OF MATERIALS 

CAPACITORS 

All are 20 VDC Ceramic Monolithic or Mul
tilayer UNLESS "*" indicated. 

C1= 1 IlF 
C2= 47 IlF/25V ELECTROLYTIC 
C3= 11lF 
C4= 11lF 
C5= 75 pF/16V POLYSTYRENE 
C6= 0.001 IlF 
C7, 8= 0.01 IlF 
C9= 470 pF 
C10= 0.1 IlF 
C11 = 1 IlF/450VDC POLY 
C12= 47J!/450VDC ELECTROLYTIC 
C13= 1.21lF/450 VDC POLY 
C14= 11lF/1 OOVDC 
C15, 16= 220llF/63VDC ELECTROLITIC 
C17=TBD 
C18= 11lF 
C19= 22 IlF/25VDC ELECTROLITIC 
C20= 1 IlF 
C21= 2.7 nF/200V POLY/low ESL&ESR 

DIODES 
D1-8= 1 N5820 3A120V SCHOTTKY 
D9-12= 1 N4148 
D13= 12V 3W ZENER 
D14, 15= 15A1200V FAST RECOVERY 

INDUCTORS 
L1= 471lH/3A 
L2= 100llH/15A 
MOSFET TRANSISTORS 
QA-D=IRF840 NMOS 

Bill Andreycak 1 UICC 
2/24/93 

RESISTORS 

U-136A 

All are 1/2 Watt, 1%, Metal Film UNLESS 
"*" indicated 

R1= 75K 
R2=2K 
R3=3K 
R4=4700hm 
R5=3K 
R6= 100 Ohm 
R7, 8= 6.8K 
R9=43K 
R10= 150K 
R 11, 12= 10 Ohm 
R13= 20 Ohm 
R14-17= 10K 
R18= 3.6K, 1WATT 
R19= 36K 
R20= 1K 
R21=TBD 
R22::TBD 
R23= 110 Ohms/5W Carbon 

TRANSFORMER 
T1= 1 SENSE 
T2, 3= GATE DRIVERS 
T4= MAIN XFMR 

INTEGRATED CIRCUITS 
U1 = UC3875 PMW 
U2=OPTO 
U3= UC19432 
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Primary Waveforms 

Figure 20 

Secondary Waveforms 

Figure 21 
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Zero Voltage Switching 
Resonant Power Conversion 

Bill Andreycak 

Abstract 
The technique of zero voltage switching in 

modern power conversion is explored. Several 
ZVS topologies and applications, limitations of 
the ZVS technique, and a generalized design 
procedure are featured. Two design examples 
are presented: a 50 Watt DC/DC converter, 
and an off-line 300 Watt multiple output power 
supply. This topic concludes with a perfor
mance comparison of ZVS converters to their 
square wave counterparts, and a summary of 
typical applications. 

Introduction 
Advances in resonant and quasi-resonant 

power conversion technology propose alterna
tive solutions to a conflicting set of square 
wave conversion design goals; obtaining high 
efficiency operation at a high switching fre
quency from a high voltage source. Currently, 
the conventional approaches are by far, still in 
the production mainstream. However, an 
increasing challenge can be witnessed by the 
emerging resonant technologies, primarily due 
to their lossless switching merits. The intent of 
this presentation is to unravel the details of 
zero voltage switching via a comprehensive 
analysis of the timing intervals and relevant 
voltage and current waveforms. 

The concept of quasi-resonant, "Iossless" 
switching is not new, most noticeably patented 
by one individual [1] and publicized by another 
at various power conferences [2,3]. Numerous 
efforts focusing on zero current switching 
ensued, first perceived as the likely candidate 
for tomorrow's generation of high frequency 
power converters [4,5,6,7,8]. In theory, the on
off transitions occur at a time in the resonant 
cycle where the switch current is zero, facilitat-
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ing zero current, hence zero power switching. 
And while true, two obvious concerns can 
impede the quest for high efficiency operation 
with high voltage inputs. 

By nature of the resonant tank and zero 
current switching limitation, the peak switch 
current is significantly higher than its square 
wave counterpart. In fact, the peak of the full 
load switch current is a minimum of twice that 
of its square wave kin. In its off state, the 
switch returns to a blocking a high voltage 
every cycle. When activated by the next drive 
pulse, the MOSFET output capacitance (Coss) 
is discharged by the FET, contributing a signifi
cant power loss at high frequencies and high 
voltages. Instead, both of these losses are 
avoided by implementing a zero voltage switch
ing technique [9,10]. 

Zero Voltage Switching Overview 
Zero voltage switching can best be defined 

as conventional square wave power conversion 
during the switch's on-time with "resonant" 
switching transitions. For the most part, it can 
be considered as square wave power utilizing a 
constant off-time control which varies the 
conversion frequency, or on-time to maintain 
regulation of the output voltage. For a given 
unit of time, this method is similar to fixed 
frequency conversion which uses an adjustable 
duty cycle, as shown in Fig. 1. 

Regulation of the output voltage is accomp
lished by adjusting the effective duty cycle, 
performed by varying the conversion frequency. 
This changes the effective on-time in a ZVS 
design. The foundation of this conversion is 
simply the volt-second product equating of the 
input and output. It is virtually identical to that 
of square wave power conversion, and vastly 
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Fig. 1 - Zero Voltage Switching vs. Conventional Square Wave 

unlike the energy transfer system of its electri
cal dual, the zero current switched converter. 

During the ZVS switch off-time, the L-C 
tank circuit resonates. This traverses the volt
age across the switch from zero to its peak, 
and back down again to zero. At this point the 
switch can be reactivated, and lossless zero 
voltage switching facilitated. Since the output 
capacitance of the MOSFET switch (Coss) has 
been discharged by the resonant tank, it does 
not contribute to power loss or dissipation in 
the switch. Therefore, the MOSFET transition 
losses go to zero - regardless of operating 
frequency and input voltage. This could repre
sent a significant savings in power, and result in 
a substantial improvement in efficiency. Obvi
ously, this attribute makes zero voltage switch
ing a suitable candidate for high frequency, 
high voltage converter designs. Additionally, the 
gate drive requirements are somewhat reduced 
in a ZVS design due to the lack of the gate to 
drain (Miller) charge, which is deleted when 
Vos equals zero. 

The technique of zero voltage switching is 
applicable to all switching topologies; the buck 
regulator and its derivatives (forward, half and 
full bridge), the flyback, and boost converters, 
to name a few. This presentation will focus on 
the continuous output current, buck derived 
topologies, however a list of references describ
ing the others has been included in the appen
dix. 
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Fig. 2 - Resonant Switch Implementation 
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Fig. 3 - General Waveforms 

ZVS Benefits 

• Zero power "Lossless" switching transitions 

• Reduced EM! / RFI at transitions 

• No power loss due to discharging CoS! 

• No higher peak currents, (ie. ZCS) same as 
square wave systems 

• High efficiency with high voltage inputs at 
any frequency 

• Can incorporate parasitic circuit and compo
nentL & C 
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• Reduced gate drive requirements (no 
"Miller" effects) 

Short circuit tolerant 

ZVS Differences: 

• Variable frequency operation (in general) 

o Higher off-state voltages in single switch, 
undamped topologies 

• Relatively new technology - users must climb 
the learning curve 

• Conversion frequency is inversely propor
tional to load current 

• A more sophisticated control circuit may be 
required 

ZVS Design Equations 
A zero voltage switched Buck regulator 

will be used to develop the design equations 
for the various voltages, currents and time 
intervals associated with each of the conversion 
periods which occur during one complete 
switching cycle. The circuit schematic, compo
nent references, and relevant polarities are 
shown in Fig. 4. 

Typical design procedure guidelines and 
"shortcuts" will be employed during the anal
ysis' for the purpose of brevity. At the onset, 
all components will be treated as though they 
were ideal which simplifies the generation of 
the basic equations and relationships. As this 
section progresses, losses and non-ideal charac
teristics of the components will be added to the 
formulas. The timing summary will expound 
upon the equations for a precise analysis. 

Another valid assumption is that the output 

+ 

Fig. 4 -Zero VoltllKe Switched Buck Reguilltor 
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filter section consisting of output inductor to 
and capacitor Co has a time constant several 
orders of magnitude larger than any power 
conversion period. The filter inductance is large 
in comparison to that of the resonant inductor's 
value LR and the magnetizing current M Lo as 
well as the inductor's DC resistance is negligi
ble. In addition, both the input voltage VIN and 
output voltage Vo are purely DC, and do not 
vary during a given conversion cycle. Last, the 
converter is operating in a closed loop configu
ration which regulates the output voltage Yo. 

Initial Conditions: Time interval < to 
Before analyzing the individual time inter

vals, the initial conditions of the circuit must be 
defined. The analysis will begin with switch QJ 
on, conducting a drain current 10 equal to the 
output current 10, and Vos = VCR = 0 (ideal). 
In series with the switch QJ is the resonant 
inductor LR and the output inductor Lo which 
also conduct the output current 10 , It has been 
established that the output inductance Lo is 
large in comparison to the resonant inductor 
LR and all components are ideal. Therefore, the 
voltage across the output inductor V Lo equals 
the input to output voltage differential; V Lo = 
VIN - VO' The output filter section catch diode 
Dais not conducting and sees a reverse voltage 
equal to the input voltage; V Do = VI' observing 
the polarity shown in Figure 4. 

Table I - INITIAL CONDITIONS 

COMPo STATUS CIRCUIT VALUES 

Q1 ON VOS=VCR=O; lo=ILR=ILO=lo 

OFF Voo=VIN ; 100=0 

ILR =Io; VLR=O 

VLO=VIN-VO; ILO=O 

Capacitor Charging State: to - t I 
The conversion period is initiated at time to 

when switch QJ is turned OFF. Since the 
current through resonant inductor LR and 
output inductor Lo cannot change instanta
neously, and no drain current flows in QJ while 
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Fig. 5 - Simplified Model 
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Va(/) = -
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101 = --

10 
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Fig. 6 - Resount CIlPllclto, WllrJe!On118 

it is off, the current is diverted around the 
switch through the resonant capacitor CR' The 
constant output current will linearly increase 
the voltage across the resonant capacitor until 
it reaches the input voltage (Va - V,N)' Since 
the current is not changing, neither is the 
voltage across resonant inductor LR• 

At time 10 the switch current 10 "instantly" 
drops from 10 to zero. Simultaneously, the 
resonant capacitor current 1 a snaps from zero 
to I" while the resonant inductor current lu 
and output inductor ,current lLO are constant 
and also equal to 10 during interval IOJ. Voltage 
across output inductor Lo and output catch 
diode Do linearly decreases during this interval 
due to the linearly increasing voltage across 
resonant capacitor CR' At time '1 , Va equals 
V IN. and Do starts to conduct. 

3-640 

U-138 

Table II - CAPACITOR CHARGING: to· tl 

COMPo STATUS CIRCUIT VALUES 

OFF 10 -0: VOS(t)=VCR(t) 

Charging ICR=O : VCR(t) RISES UNEARLY 

VCR(tO)=0 : VCR(t1)=V1N 

OFF 

ILR(t) =10 : VLR=O 

VOO(to)=V1N : VOO(t1)=O : 
DECREASES UNEARLY 

VLO(to)=VIN-VO: VLO(t1)=-VO 
DECREASES UNEARLY ; ILO= 10 

Resonant State: tl - t2 
The resonant portion of the conversion cycle 

begins at 'I when the voltage across resonant 
capacitor VCR equals the input voltage V,N. and 
the output catch diode begins conducting. At 'I , current through the resonant components 
ICR and lu equals the output current 10, 

The stimulus for this series resonant L-C 
circuit is output current 10 flowing through the 
resonant inductor prior to time II' The ensuing 
resonant tank current follows a cosine function 
beginning at time 'I. and ending at time '2' At 
the natural resonant frequency WK. each of the 
L-Ctank: components exhibit an impedance 
equal to the tank: impedance, ZR' Therefore, 
the peak voltage across CR and switch QI are a 
function of ZR and 10 , 

The instantaneous voltage across CR and QI 

can be evaluated over the resonant time inter
val using the following relationships: 

VCR(r) = V a(rl)+~sin[w R(/-/1»):2 
W RCR 1 

VCR(,) = V'N+loZRsin[wR(/-/l)l~ 

Of greater importance is the ability to solve 
the equations for the precise off-time of the 
switch. This off-time will vary with line and 
load changes and the control circuit must 
respond in order to facilitate true zero voltag, 
switching. While some allowance does exist for 
a fixed off time technique, the degree of lati-
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tude is insufficient to accommodate typical 
input and output variations, The exact time is 
obtained by solving the resonant capacitor 
voltage equations for the condition when zero 
voltage is attained. 

Let 'V CR(,) = 0 ; 10Z. SIN(w,<,-t1» - -V,N 

The equation can be further simplified by 
extracting the half cycle (180 degrees) of con
duction which is a constant for a given resonant 
frequency, and equal to ff/Wa. 

The resonant component current (ICR = I/.R) 
is a cosine function between time tl and tz• 
described as: 

ICR(,) = locos [w .(t-tl)]:~ 
The absolute maximum duration for this 

interval occurs when 270 degrees (3ff/'lwp) of 
resonant operation is required to intersect the 
zero voltage axis. This corresponds to the limit 
of resonance as minimum load and maximum 
line voltage are approached. 

Contributions ofline and load influences on 
the resonant time interval t]2 can be analyzed 
individually as shown in Figs. 7 and 8. 

Prior to time I]. the catch diode Do was not 
conducting. Its voltage, VDOt was linearly de
creasing from V IN at time 10 to zero at 'I while 
input source V IN was supplying full output 
current, 10 , At time I]. however, this situation 
changes as the resonant capacitor initiates 
resonance, diverting the resonant inductor 
current away from the output filter section. 
Instantly, the output diode voltage, VDOt chllng
es polarity as it begins to conduct, supplement
ing the decreasing resonant inductor current 
with diode current I~ extracted from stored 
energy in output inductor Lo. The diode cur
rent wave shape follows a cosine function during 
this interval, equalling 10 minus le.(l). 

Also occurring at time t1• the output filter 
inductor Lo releases the stored energy required 
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Fig. 8 -- Resonlln£apacitor Voltllge us. LOlld 
to maintain a constant output current 10 , Its 
reverse voltage is clamped to the output voltage 
'Vo minus the diode voltage drop V DO by the 
convention followed by Figure 4. 

Table ill - RESONANT INTERVAL: tl· ~ 

COMPo STATUS CIRCUIT VALUES 

a., OFF Vos(t) -VCR(t) 

CR Reeonant VCR(t) -VIN + (IoZRaln(wR(t-t,))) 
IcR(t) -loCOa(wR(t-l,» 

~ Reeonant V LR(t) - [IoZRa'n (wR (t-t,» 
ILR(t) -ICR(t) 

Do ON 'DO(t) -1o-ILR(t) 
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Inductor Charging State: t2 -tJ 
To facilitate zero voltage switching, switch 

Q, is activated once the voltage Vos across Q, 
and resonant capacitor VCR has reached zero, 
occurring at time '2, During this inductor 
charging interval tv resonant inductor current 
ILR is linearly returned from its negative peak 
of minus 10 to its positive level of plus 10, 

The output catch diode Do conducts during 
the Iv interval. It continues to freewheel the 
full output current 10 • clamping one end of the 
resonant inductor to ground through Do. There 
is a constant voltage, YiN -V 00' across the 
resonant inductor. As a result, ILR rises linearly, 
100 decreases linearly. Energy stored in output 
inductor Lo continues to be delivered to the 
load during this time period. 

A noteworthy peculiarity during this time
span can be seen in the switch dram current 
waveform. At time 12, when the switch is turned 
on, current is actually returning from the 
resonant tank to the input source, YiN' This 
indicates the requirement for a reverse polarity 
diode across the switch to accommodate the bi
directional j::urrent. An interesting result is that 
the switch can be turned on at any time during 
the first half of the tv interval without affecting 
normal operation. A separate time interval 
could be used to identify this region if desired. 

d1R VIN = di LR 

LRt:.IR 
:. t23 = VIN 

where t:.IR = -10 to +10 = 210 

2LR10 
123 = v.- and varies with "'IN and Vo 

IN 

Power Transfer State: tJ -t" 
Once the resonant inductor current ILR has 

reached 10 at time t". the zero voltage switched 
converter resembles a conventional square 
wave power processor. During the remainder of 
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Table IV - INDUCTOR CHARGING: ~.~ 

COMPo STATUS 

Q1 ON 

OR 

CIRCUIT VALUES 

10(t) =-10+ «(VIN +VOO>/LR)t 

VCR-O 

41 Charging VLR=VIN+Voo 
ILR(t) .. -10 + (V LR/LR) (t-t2) 

Do ON loo(t) '"1o-ILR(t) 

Lo ILO -1o ; VLO=-(VO+VoO> 

the conversion period, most of the pertinent 
waveforms approach DC conditions. 

Assuming ideal components, with Q, closed, 
the input source supplies output current. and 
the output filter inductor voltage VLO equals V,N 

-Vo. The switch current and resonant inductor 
current are both equal to 10 • and their respec
tive voltage drops are zero (Vos = VLR=O). 
Catch diode voltage Voo equals YiN> and 100 = o. 

In closed loop operation where the output 
voltage is in regulation, the control circuit 
essentially varies the on-time of the switch 
during the IJ4 interval. Variable frequency 
operation is actually the result of modulating 
the on-time as dictated by line and load condi
tions. Increasing the time duration, or lowering 
the conversion frequency has the same effect as 
widening the duty cycle in a traditional square 
wave converter. For example, if the output 
voltage were to drop in response to an 
increased load, the conversion frequency would 
decrease in order to raise the effective ON 
period. Conversely, at light loads where little 
energy is drawn from the output capacitor, the 
control circuit would adjust to minimize the t"4 
duration by increasing the conversion frequen
cy. In summary, the conversion frequency is 
inversely proportional to the power delivered to 
the load. 
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Table V - POWER TRANSFER: t, - t4 

COMPo STATUS 

a, ON 

CR 

LR 

00 OFF 

La Charging 

CIRCUIT VALUES 

VOS = IoRos{ON) ; 10 = 10 

VCR=O 

ILA= 10 ; VLA=O 

VOO=VIN 

VLO=V1N-VO ; ILO=lo 

V/N=18V 
Vo = S V 
10 = SA 
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Fig. 9 -- ZVS Buck Regulator Wa'lJe/oTIIIS 
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ZVS Converter Limitations: 
In a ZVS converter operating under ideal 

conditions, the on-time of the switch (123+134) 
approaches zero, and the converter will operate 
at maximum frequency and deliver zero output 
voltage. In a practical design , however, the 
switch on-time cannot go to zero for several 
reasons. 

First of all, the resonant tank components 
are selected based on the maximum input 
voltage V,N...- and minimum output .current 
IOrttUt for the circuit to remain resonant over all 
operating conditions of line and load. If the 
circuit is to remain zero voltage switched, then 
the resonant tank current cannot be allowed to 
go to zero. It can, however, reach 10rttUt. 

There is a finite switch on-time associated 
with the inductor charging interval 123 where the 
resonant inductor current linearly increases 
from -10 to + 10, As the on-time in the power 
transfer interval t34 approaches zero, so will the 
converter output voltage. Therefore, the mini
mum on-time and the maximum conversion 
frequency can be calculated based upon the 
limitation of 101M,. and zero output voltage. 

The limits of the four zero voltage switched 
time intervals will be analyzed when 10 goes to 
10 minimum. Each solution will be retained in 
terms of the resonant tank frequency "'R for 
generalization. 
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:. 123 

' 34min =0 

Both the minimum on-time and maximum 
off-time have been described in terms of the 
resonant tank frequency, "'It. Taking this one 
step further will result in the maximum conver
sion frequency fCONVmtu, also as a function of 
the resonant tank frequency. 

Minimum On-Time: 
2 1 0.318 

'23min = - = -- = --
OlR nfR fR 

Mul1IItItII OfI-Time: 
0.909 

= --y;-
The maximum conversion frequency corre

sponds to the minimum conversion period, 
T CONVIItUI , which is the sum of the minimum on
time and maximum off-time: 

0.909+ 0.308 

fR 

1.227 
--y;-

The maximum conversion frequency, fCONVrwu 

= liT CONVrrM , equals 

1 
F CONVmax = -=T=---

CON1l1min) 

The ratio of the maximum conversion fre
quency to that of the resonant tank frequency 
can be expressed as a topology coefficient, Kr. 
For this zero voltage switched Buck regulator 
and its derivatives, Krmax equals: 

0.815 
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to - -------r-.,...... .... 
li:1t (tl 

+---~~r_~T--+------~4_--

to tl t2 tJ-t4 

Fig; 10 -- WIl'l1ef017llS IlFCONV =KT.fR 

In a realistic application, the output voltage 
of the power supply is held in regulation at Vo 
which stipulates that the on-time in the power 
processing state, l:u, cannot go to zero as in 
the example above. The volt-second product re
quirements of the output must be satisfied 
during this period, just as in any square wave 
converter design. Analogous to minimum duty 
cycle, the minimum on-time for a given design 
will be a function of ~N> Vo and the resonant 
tank frequency, WR' 

Although small, a specific amount of energy 
is transferred from the input to the output 
during the capacitor charging interval tol ' The 
voltage into the output filter section linearly 
decreases from ~N at time 10 to zero at 1/7 

equal to an average value of ~N/2. In addition, 
a constant current equal to the output current 
10 was being supplied from the input source. 
The average energy transferred during this 
interval is defined as: 

This minimum energy can be equated to 
minimum output watts by dividing it by its 
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conversion period where IJ4 equals zero. Topol
ogy coefficient K-r will be incorporated to 
defme the ratio of the maximum conversion 
frequency (minimum conversion period) to that 
of the resonant tank frequency, WR' 

W,N = POTCONV ' mtere TCONV = 7.71 
w R 

This demonstrates that a zero power output 
is unobtainable in reality. The same is true for 
the ability to obtain zero output voltage. 
The equation can be rewritten as: 

2 2 
~N 0.065 JlfN 

= 
2 (7.71) V,Nmax 

Solving for the highest minimum output 
voltage, the worst case for occurs when 10 
equals Io",;rt and ~N is at its maximum, V,NInfU• 

VOmin = 0.065 V,Nmax ; "" 6.5% V,Nmax 

Under normal circumstances the circuit will 
be operating far above this minimum require
ment. In most applications, the amount of 
power transferred during the capacitor charging 
interval 101 can be neglected as it represents 
less than seven percent (7%) of the minimum 
input power. This corresponds to less than one 
percent of the total input power assuming a 
10:1 load range. 

ZVS Effective Duty Cycles: 
A valid assumption is that a negligible 

amount of power is delivered to the load 
during the capacitor charging interval tOi' Also, 
no power is transferred during the resonant 
period from 112, Although the switch is on 
during period tv. it is only recharging the 
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resonant and output inductors to maintain the 
minimum output current, 10..;". In summary, 
NO output power is derived from V,N during 
futerval 'IB. 

The power required to support Vo at its 
current of 10 is obtained from the input source 
during the power transfer period IJ4. Therefore, 
an effective "duty cycle" can be used to de
scribe the power transfer interval l;u to that of 
the entire switching period, I(U, or T CONY • 

ZVS - Effective Duty Cycle Calculations: 

"Duty Cycle" = Vo _ '34 
VIN - '04 

I •• 
"Duty Cycle"::: ---""' __ _ 

'01 +/12+/23+/34 

And can be analyzed over line and load 
ranges using previous equations for each inter-
val. 

Accommodating Losses in the Design 
Equations: 

Equations for zero voltage switching using 
ideal components and circuit parameters have 
been generated, primarily to understand each 
of the intervals in addition to computer model
ing purposes. The next logical progression is to 
modify the equations to accommodate voltage 
drops across the components due to series 
impedance, like RO$(OII)' and the catch diode 
forward voltage drop. These two represent the 
most significant loss contributions in the buck 
regulator model. Later, the same equations will 
be adapted for the buck derived topologies 
which incorporate a transformer in the power 
stage. 

The procedure to modify the equations is 
straightforward. Wherever V,N appears in the 
equations while the switch is on it will be 
replaced by V'N-VO$(OII) , the latter being a 
function of the load current 10 • The equations 
can be further adjusted to accept changes of 
RO$(tIII) and VF • etc. with the device junction 
temperatures. Resonant component initial 
tolerances, and temperature variations likewise 
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could optionally be evaluated. 
A computer program to calculate the numer

ous time intervals and conversion frequencies 
as a function of line and load can simplify the 
design process, if not prove to be indispensable. 
Listed in the Appendix of this section is a 
BASIC language program which can be used to 
initiate the design procedure. 

To summarize: When the switch is on, re
place V IN with (V IN-V 0$(011) = (V,N-Io • RO$(tm). 
When the free-wheeling diode is on, replace Vo 
with (Vo+VF). 

z.::: V IN"""" - RO$(OII/omiD 
10 miD 

Transformer Coupled Circuit Equa
tions: 

The general design equations for the Buck 
topology also apply for its derivates; namely the 
forward, half-bridge, full-bridge and push-pull 
converters. Listed below are the modifications 
and circuit specifics to apply the previous 
equations to transformer coupled circuits. 
General Transformer Coupled Circuits. Maint
aining the resonant tank components on the 
primary side of the transformer isolation boun
dary is probably the most common and sim
plest of configurations. The design procedure 
begins by transforming the output voltage and 
current to the primary side through the turns 
ratio, N. The prime (') designator will be used 
to signify the translated variables as seen by the 
primary side circuitry. 



APPLICATION NOTE 

N= Primflry Tu1'll8 
Seco1ltltlry TuntS 

lo'=lo/N; Vo'=Vo·N; and Zo'=Zo·N2 

To satisfy the condition for resonance, IR < 10' 

1 1 1 IN J.jN....... VlN ....... N 
R S 0·= 0 ; ZR S -,- = ---:--

10 miD 10 

The resonant tank component equations now 
become: 

Note: the calculated resonant inductance 
value does not include any series inductance, 
typical of the transformer leakage and wiring 
inductances. 

Note: the calculated resonant capacitor value 
does not include any parallel capacitance, 
typical of a MOSFET output capacitance, Coss• 
in shunt. Multi-transistor variations of the buck 
topology should accommodate all switch capaci
tances in the analysis. 

Timing Equations (including N): 
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Detemdning Transformer TurnRatio (N): 
The transformer turns ratio is derived from the 
equations used to define the power transfer 
interval t.u in addition to the maximum off
time, IOJ. While this may first seem like an 
iterative process, it simplifies to the volt-second 
product relationship described. The general 
equations are listed below. 

The turns ratio N is derived by substituting 
N· Vo for the output voltage Vo in the power 
transfer interval t.u equation. Solving for N 
results in the relationship: 

NVo /V1N = 134 /(/0I+/12+/23+t34) 

N = VINmin 134 

VOI04 

The transformer magnetizing and leakage 
inductance is part of the resonant inductance. 
This requires adjustment of the resonant induc
tor value, or both the resonant tank impedance 
ZR and frequency WR will be off-target. One 

~TO OUTPUT 
( . FILTER 

l~_---:>~ 

Fig; 11 - rl'flns./onnI!l'IlIIIuctfl1lCe "Skim H 

option is to design the transformer inductance 
to be exactly the required resonant inductance, 
thus eliminating one component. For precision 
applications, the transformer inductance should 
be made slightly smaller than required, and 
"shimmed" up with a small inductor. 
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Expanding ZVS to Other Topologies 
ZVS Forward Converter - Single ~nded: 

The single ended forward converter can easily 
be configured for zero voltage switchfug with 
the addition of a resonant capacitor across .the 
switch. Like the buck regulator, there is a high 
voltage excursion in the off state·due to reso
nance, the amplitude of which varies with line 
and load. The transfonner can be designed so 
that its magnetizing and leakage inductance 
equals the required resonant inductance. This 
simplifies transformer reset and eliminates one 
component. A general circuit diagram is shown 
in Fig. 12 below. The associated wavefonns for 
when Ll'R/equalsLR are shown in Fig. 13. 

L SHIll 

Fig'. 12 -- ZVS FontJllra COII'fJer/er 
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ZVS Clamped Configurations -- Half and 
Full Bridge Topologies: Zero voltage switching 
can be extended to multiple switch topologies 
for higher power levels, specifically the half and 
full bridge configurations. While the basic 
operation of each time interval remains similar, 
there is a difference in the resonant t12 interval. 

While single switch converters have high off
state voltage, the bridge circuits clamp the 
switch peak voltages to the DC input rails, 
reducing the switch voltage stress. This alters 
the duration of the off segment of the resonant 
interval, since the opposite switch( es) must be 
activated long before the resonant cycle is com
pleted. In fact, the opposite switch( es) should 
be turned on immediately after their voltage is 
clamped to the rails, where their drain to 
source voltage equals zero. If not, the resonant 
tank will continue to ring and return the switch 
voltage to its starting point, the opposite rail. 
Additionally, this off period varies with line and 
load changes. 

Examples of this are demonstrated in Figs. 
14 and 15. To guarantee true zero voltage 
switching, it is recommended that the necessary 
sense circuitry be incorporated. 

3-649 

U-138 

Fig. 14 -- Clllmped ZVS Configurlltion 

Fig. 15 -- Clamped ZVS Wavefonns 
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ZVS Half Bridge: The same 
turns ratio, N, relationship 
applies to the half bridge to
pology when YiN in the previ
ous equations is considered to 
be one-half of the bulk rail-to
rail voltage. V IN is the voltage 
across the transformer primary 
when either sWitch is on. 

Refer to the circuit and 
waveforms of Figs. 14 and 15. 
CR, the resonant capacitor 
becomes the parallel combina
tion of the two resonant capac
itors, the ones across each 
switch. Although the resonant 
inductor value is unaffected, all 
series leakage and wiring in
ductance must be taken into 
account. 

The off state voltages of the 
switches will try to exceed the 
input bulk voltage during the 
resonant stages. Automatic 
clamping to the input bulk 
rails occurs by the MOSFET 
body diode, which can be 
externally shunted with a high
er performance variety. Unlike 
the forward converter which 
requires a core reset equal to 
the applied volt second prod
uct, the bidirectional switching 
of the half (and full) bridge 
topology facilitate automatic 
core reset during consecutive 
switching cycles [11,12]. 

1 
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! 
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I 
I 

I 
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Fig. 16 -- ZYS Half Bridge Cil"Cllit 
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ZVS Full Bridge: The equa
tions represented for the for
ward topology apply equally 
well for one conversion cycle 
of the full bridge topology, 
including the transformer turns 
ratio. Since the resonant ca
pacitors located at each switch 
are "in-circuit" at all times, 
the values should be adjusted 
accordingly. As with the half 
bridge converter, the resonant 
capacitors' voltage will exceed 
the bulk rails, and clamping via 
the PET body diodes or exter
nal diodes to the rails is com
mon [13]. 

Dz 

Fig. 18 -- ZVS Full Bridge Circuit 
to tlt2 t3 t4 to tl t2 t3 
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Fig. 19 -- ZVS Full Bridge Wave/oms 
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ZVS Design Procedure 
Buck Derived Topologies - Continuous 

output Current: 

1. List all input/output specs and ranges. 

YIN min & max; Vo; 10 min & max 

2. Estimate the maximum switch voltages. For 
unclamped applications (buck and forward): 

11M_ = "I.v-(l + (/0.-/10..) 

Note: Increase lo.JII ifVDS_ is too high if 
possible). 

For clamped applications (bridges): 
11M_" Y lNIIIa 

3. Select a resonant tank frequency, fA), 
(HINT: fA), = 2'1r/,). 

4. Calculate the resonant tank impedance and 
component values. 

5. Calculate each of the interval durations (tOl 
thru tJ4) and their ranges as a function of all 
line and load combinations. 
(See Appendix for a sample computer 
program written in BASIC) 

Additionally, summarize the results to estab
lish the range of conversion frequencies, 
peak voltages and currents, etc. 

6. Analyze the results. Determine if the fre
quency range is suitable for the application. 
If not, a recommendation is to limit the load 
range by raising IOIIM and start the design 
procedure again. Verify also that the design 
is feasible with existing technology and 
components. 

7. Finalize the circuit specifics and details. 

o Derive the transformer turns ratio. (non
buck applications) 

o Design the output filter section based upon 
the lowest conversion frequency and output 
ripple current/o(ac). . 

o Select applicable components; diode, 
MOSFET etc. 
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8 .. Breadboard the circuit carefully using RF 
techniques wherever possible. Remember -
parasitic inductances and capacitances prefer 
to resonate upon stimulation, and quite 
often, unfavorably. 

9. Debug and modify the circuit as required to 
accommodate component parasitics, layout 
concerns or packaging considerations. 

Avoiding Parasitics 
Ringing of the catch diode junction capaci

tance with circuit inductance (and package 
leads) will significantly degrade the circuit 
performance. Probably the most common 
solution to this everyday occurrance in square 
wave converters is to shunt the diode with an 
R-C snubber. Although somewhat dissipative, 
a compromise can be established between 
snubber losses and parasitic overshoot caused 
by the ringing. Unsnubbed examples of various 
applicable diodes are shown in Fig. 20 below. 

VERTICAL: 2OV/OIV. HORIZONTAL: 2uSEC/OIV 

Fig. 20 - Catch Diode Ringing 
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Multiresonant ZVS Conversion 
Another technique to avoid the parasitic 

resonance involving the catch diode capacitance 
is to shunt it with a capacitor much larger than 
the jun~tion capacitance. Labelled CD. this 
ele~~nt mtroduces favorable switching charac
tensbcs for both the switch and catch diode. 
The general circuit diagram and associated 
waveforms are shown below, but will not be 
explored further in this presentation [14,15]. 

Fig. 21 -- Multiresonant ZVS Circuit 

Current Mode Controlled 
ZVS Conversion 

Variable frequency power converters can 
also benefit from the use of current mode 
control. Two loops are used to determine the 
precise ON time of the power switch -- an 
"outer" voltage feedback loop, and an "inner" 
current sensing loop. The advantage to this 
approach is making the power stage operate as 
a voltage controlled current source. This elimi
nates the two pole output inductor characteris
tics in addition to providing enhanced dynamic 
transient response. 

Principles of operation. Two control ICs are 
utilized in this design example. The UC3843A 
p~ .performs the current mode control by 
proVldmg an output pulse width determined by 
the two control loop inputs. This pulse width 
or repetition rate is used to set the conversio~ 
period of the UC3864 ZVS resonant controller. 
Rather than utilize its voltage controlled oscil
lator to generate the conversion period, it is 
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Fig. 22 -- Multiresonant Waveforms 

I 

determined by the UC3843A output pulse 
width. 

Zero voltage switching is performed by the 
UC3864 one-shot timer and zero crossing 
detection circuitry. When the resonant capaci
tor voltage crosses zero, the UC3864 output 
goes high. This turns ON the power switch and 
recycles the UC3843A to initiate the next 
current mode controlled period. The UC3864 
fault circuitry functions, but its error amplifier 
and VCO are not used. 
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ZVS Forward Converter -- Design 
Example 

1. List circuit specifications: 

J.jN = 18 to 26 V 
Vo = 5.0 V ; 10 = 2.5 to 10 A 

2. Estimate the maximum voltage across the 
switch: 

V DSIIIAlC = " INIIIAlC\ J. T V 0rIttu1' Oft,,}} 

=26 0 (1+(10/2.5)) = 260 5 = 130 V 

3. Select a resonant tank frequency, wa' 

A resonant tank period frequency of 500KHz 
will be used. It was selected as a compro
mise between high frequency operation and 
low parasitic effects of the components and 
layout. 

fR = 500KHz; "'R=3.14·1cf radians/sec 

4. Calculate the resonant tank impedance and 
component values. 

Resonant tank impedance, ZR> V,NIfIIIX/10mi1l 

To accommodate the voltage drop across the 
MOSFET, calculate V DS(on)miII. which equals 
RDS(on! Omill = 0.8·25 = 2" 
ZR = (V,NIfIIIX-VOSmill)/IOmill 

ZR = (2b-2)/2.5 = 100 

CR = l/(Zg..>-g) = 1/(10·3.14· 1cf) = 32nF 

LR = ZR/WR = 10/3.34· loti = 3.18J.'H 

5. Calculate each of the interval durations (fIJI 
thru f~ and ranges as they vary with line 
and load changes. 

The zero voltage switched buck converter 
"gain" in kiloHertz per volt of J.jN and kHz 
per amp of 10 can be evaluated over the 
specified ranges. A summary of these fol
lows: 
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Table VI- Interval Durations vs. Line & Load 

VIN -18 VIN -18 VIN -28 VIN -28 
10-2.5 10- 10 10 -2.5 10-10 

t,o 0.217 0.065 0.314 0.078 
t12 1.29 1.08 1.48 1.08 
t23 0.83 3.72 0.84 2.58 
t34 1.38 8.88 0.78 1.78 
TeoNv 3.83 11.51 3.23 5.52 
fCONV 281kHz 87kHz 310kHz 181kHz 

Tranalator Switch Duratlona: 

toN 2.32 10.4 1.42 4.38 
toFF 1.51 1.11 1.80 1.18 

11-
10 -

-; 9-
;:I ._ 

~ 7- ~ ___ 
.: 6- ~ 

~ 5 - ...... ll·~--

~::::S;;~ = 
~ - ~IC---------------------------
o ~-------------------------I I I I I 

18 20 23 34 26 

VrN(VOLTS) 

Fig. 23 - Switch Times vs. Line I!I LOlld 

10 = 25A SA 75A lOA avg 

df/dV = 6.1 11.2 11.9 11.7 10.2 

Highest "gain" (11.9 kHz/V) occurs near full 
load. 

dfcONV/d10 vs V,N 

V,N = 18 20 22 24 2b avg 

. df/dV = 23.3 22.1 20.5 18.8 17.3 20.4 

Highest "gain" (23.3 kHz/A) occurs at V,Nmill• 

It may be necessary to use the highest gain 
values to design the control loop compensation 
for stability over all opet:ating conditions. While 
this may not optimize the loop transient re
sponse for all operating loads, it will guarantee 
stability over the extremes of line and load. 
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6. Analyze the results. 

The resonant component values, range of 
conversion frequencies, peak voltage and 
current ratings seem well within the practical 
limits of existing components and technology. 

7. Finallze the circuit specifics and details 
based on the infonnation obtained above. 

Fault 

lott-.et 

BIA Out 

Range 

.. 1a 

Cvco 

.e.o 

ae 

''.,,It 
LOllia 

and 
'reel,ioft 
... fezenci 
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A. Output Filter Section: Select Lo and Co 
for operation at the lowest conversion 
frequency and designed ripple current. 

B. Heatsink Requirements: An estimate of 
the worst case power dissipation of the 
power switch and output catch diode can be 
made over line and load ranges. 

C. Control Circuit: The UC3861-64 series of 
controllers will be examined and pro
grammed per the design requirements. 

Programming the Control Circuit 
One-shot= AccolDIDodating Off-ti.e Varia

tions. The switch off-time varies with line and 
load by = ± 35% in this design example using 
ideal components. Accounting for initial toler
ances and temperature effects results in an 
much wider excursion. For all practical purpos
es, a true fixed off-time technique will not 
work. 

Incorporated into the UC3861 family of ZVS 
controllers is the ability to modulate this off-

5V 

Gnd 

PWI: Gnd 

Fig'. 25 -- Tlte UC3861-64 ZVS Control/en -- Block Diflgrflln 
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VCR 

III III 

Fig. 26 -- C. Volts & Off-time vs. Line & Load 

time. Initially, the one-shot is programmed for 
the maximum off-time, and modulated via the 
ZERO detection circuitry. The switch drain
source voltage is sensed and scaled to initiate 
turn-on when the precision 0.5V threshold is 

crossed. This offset was selected to accommo
date propogation delays between the instant the 

threshold is sensed and the instant that the 
switch is actually turned on. Although brief, 
these delays can become significant in high 
frequency applications, and if left unaccounted, 
can cause NONZERO switching transitions. 

Referring to Fig. 26, in this design, the off
time varies between 1.11 and 1.80 microsec
onds, using ideal components and neglecting 
temperature effects on the resonant compo

nents. Since the ZERO detect logic will facili
tate "true" zero voltage switching, the off-time 

can be set for a much greater period. 
The one-shot has a 3: 1 range capability 
and will be programmed for 2.2 uS 

(max), controllable down to 0.75 uS. 
Programming of the one-shot require 
a single R-C time constant, and is 

straightforward using the design infor
mation and equations from the data 

sheet. Implementation of this feature is 

shown in the control circuit schematic. 

Programming the VCO. The calcu-
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lated range of conversion frequencies spans 87 
to 310kHz. These values will be used for this 
"first cut" draft of the control circuit pro
gramming. Due to the numerous circuit specif
ics omitted from the computer program for 
simplicity, the actual range of conversion fre
quencies will probably be somewhat wider than 
planned. Later, the actual timing component 
values can be adjusted to accommodate these 

differences. 
First, a minimum Ie of 75 kHz has been 

selected and programmed according to the 
following equation: 

Fveo"." = 3.6/(R"."Cveo) 

The maximum Ie of 350 kHZ is programmed 
by: 

FvcoWllJJt = 3.6/(R"." II Rr .. ,.,)oCvco 

Numerous values of R"." and Cveo will satisfy 
the equations. The procedure can be simplified 

by letting R"." equal 100K. 

Cvco (J.'F) = 0.036/1"." (kHz) 

RRANGE. (kO) = 100/(feoNYmlu/leoNVmin - 1) 

where R".,,= lOOK, Cveo=470pF, RRANGE = 27K 

The VCO gain in frequency per volt from 
the error amplifier output is approximated by: 

dF /dV = l/(RRANGECveo) = 78.2 kHz/V 

with an approximate 3.6 volt delta from the 
error amplifier. 

RIA 
VOLTAGE CONTROLLED OSCILLATOR 

veo 

e veo 

Fig. 27 -- EIA - VCO Block Diagram 
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Fault Protection - Soft Start & Restart 

Delay One of the unique features of the UC 
3861 family of resonant mode controllers can 
be found in its fault management circuitry. A 

single pin connection interfaces with the soft 
start, restart delay and programmable fault 

mode protection circuits. In most applications, 

one capacitor to ground will provide full pro
tection upon power-up and during overload 

conditions. Users can reprogram the timing 

relationships or add control features (latch off 

following fault, etc) with a single resistor. 
Selected for this application is a 1 uF soft

restart capacitor value, resulting in a soft-start 
duration of 10 ms and a restart delay of ap

proximately 200 ms. The preprogrammed ratio 

of 19:1 (restart delay to soft start) will be uti
lized, however the relevant equations and 
relationships have also been provided for other 

applications. Primary current will be utilized as 

the fault trip mechanism, indicative of an 

overload or short circuit current condition. A 
current transformer is incorporated to maxi
mize efficiency when interfacing to the three 

volt fault threshold. 

Optional Programming of Tss and T RD : 

Soft Start: Tss = CSRo 10K 

Restart Delay: T RD = CSRo 190K 

Timing Ratio: TRD:Tss = 19:1 

Gate Drive: Another unique feature of the 

UC 3861-64 family of devices is the optimal 

utilization of the silicon devoted to output 

totem pole drivers. Each controller uses two 

pins for the A and B outputs which are inter

nally configured to operate in either unison or 

in an alternating configuration. Typical perfor

mance for these 1 Amp peak totem pole out

puts shows 30 ns rise and fall times into 1 n F. 

Loop Compensation -- General Information. 

The ZVS technique is similar to that of con

ventional voltage mode square wave conversion 

which utilizes a single voltage feedback loop. 

Unlike the dual loop system of current mode 

control, the ZVS output filter section exhibits 
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Fig. 29 - Fault Operational Waveforms 

a two pole-zero pair and is compensated ac

cordingly. Generally, the overall loop is de

signed to cross zero dB at a frequency below 
one-tenth that of the switching frequency. In 

this variable frequency converter, the lowest 

conversion frequency will apply, corresponding 

to approximately 85 KHz, for a zero crossing of 

8.5 KHz. Compensation should be optimized 

for the highest low frequency gain in addition 

to ample phase margin at crossover. Typical 

examples utilize two zeros in the error amplifi

er compensation at a frequency equal to that of 

the output filter's two pole break. An addition

al high frequency pole is placed in the loop to 

combat the zero due to the output capacitance 

ESR, assuming adequate error amplifier gain

bandwidth. 

A noteworthy alternative is the use of a two 

loop approach which is similar to current mode 

control, eliminating one of the output poles. 

One technique known as Multi-Loop Control 

for Quasi-Resonant Converters [181 has been 



APPLICATION NOTE 

developed. Another, called Average Current 
Mode. Control is also a suitable candidate, 

1 
w Z1 = (RFPllRnlCF 

1 1 

Fig. 30 - Error Amplifier Compensation 
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Summary 
The zero voltage switched quasi-resonant 

technique is applicable to most power conver
sion designs, but is most advantageous to those 
operating from a high voltage input. .In these 
applications, losses associated with discharging 
of the MOSFET output capacitance can be 
significant at high switching frequencies, im
pairing efficiency. Zero voltage switching avoids 
this penalty by negating the drain-to-source, 
"off-state" voltage via the resonant tank. 

A high peak voltage stress occurs across the 
switch during resonance in the buck regulator 
and single switch forward converters. Limiting 
this excursion demands limiting the useful load 
range of the converter as well, an unacceptable 
solution in certain applications. For these 
situations, the zero voltage switched multi
resonant approach [14,15] could prove more 
beneficial than the quasi-resonant ZVS variety. 

Significant improvements in efficiency can be 
obtained .in high voltage, half and full bridge 
ZVS applications when compared to their 
square wave design complements. Clamping of 
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Fig. 31 - Zero Voltage Switched Forward Converter 
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the peak resonant voltage to the input rails 
avoids the high voltage overshoot concerns of 
the single switch converters, while transformer 
reset is accomplished by the bidirectional 
switching. Additionally, the series transformer 
primary and circuit inductances can beneficial, 
additives in the formation of the total resonant 
inductor value. This not only reduces size, but 
incorporates the detrimental parasitic generally 
snubbed in square wave designs, further en
hancing efficiency. 

U-138 

A new series of control ICs has been devel
oped specifically for the zero voltage switching 
techniques with a list of features to facilitate 
lossless switching transitions with complete 
fault protection. The multitude of functions and 
ease of programmability greatly simplify the 
interface to this new generation of power 
conversion techniques; those developed in 
response to the demands for increased power 
density and efficiency. 
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Fig. 32 - Zero Voltage Switched Half-Bridge Converter 
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10 ' Zero Voltage Switching Calculations and Equations 
20' Using the Continuous Current Buck Topology 
30' in a Typical DC/DC Converter Power Supply Application 
40 ' 
50 PRINTER$ = "Iptl:": ' Printer at parallel port #1 •••••••••• 
60 ' 
70 ' Summary of Variables and Abbreviations 
80 ' 
90 ' Cr = Resonant Capacitor 
100 I Lr = Resonant Inductor 
110 I Zr = Resonant Tank Impedance 
120' Fres = Resonant Tank Frequency (Hz) 
130 ' 
140 ' Vlmin = Minimum DC Input Voltage 
150' Vlmax = Maximum DC Input Voltage 
160' Vdson = Mosfet On Voltage = 10·Rds 
170 I Rds = Mosfet On Resistance 
180' Vdsmax = Peak MOSFET Off State Voltage 
190 ' Vo = DC Output Voltage 
200 ' Vdo = Output Diode Voltage Drop 
210' lomax = Maximum Output Current 
220' lomin = Minimum Output Current 
230 ' 
240 ' Start with parameters for low voltage dc/dc buck regulator 
250 ' 
260 ' ····Define 5 Vi and 5 10 data points ranging from min to max····· 
270 ' (Suggestion: With broad ranges, use logarithmic spread) 
280 DATA 18,20,22,24,27 : 'Vi data 
290 DATA 2.5,4,6,8,10 : '10 data 
300 FRES = 500000! 
310 VO = 5! 
320 VDO =.8 
330 RDS =.8 
340 SAFT = .95 
350 ' 
360 FOR J = 1 TO 5: READ VI(J): NEXT 
370 FOR K = 1 TO 5: READ 10(K): NEXT 
380 CLS 
390 PRINT "For output to screen, enter '5' or '5'." 
400 INPUT "Otherwise output will be sent to printer : ", K$ 
410 IF K$ = "5" OR K$ = "s" THEN K$ = "scm:" ELSE K$ = PRINTER$ 
420 OPEN K$ F~R OUTPUT AS #1: CLS " 
430 PRINT #1, ================================================ 
440 PRINT #1, "Zero Voltage Switching Times (uSec) vs. Vi, 10" 
450 PRINT #1 ,"==========================================================' 
460 ' 
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470 ' '========HERE GOES======== 
480 ' 
490 VIMAX = VI(5): 10MIN = 10(1): lOMAX = 10(5) 
500 ZR = (VIMAX - (ROS • 10MIN» I (IOMIN • SAFT) 
510 WR = 6.28' FRES 
520 CR = 1 I (ZR • WR) 
530 LR = ZR/WR 
540 ' 
550 FOR J = 1 TO 5: VI = VI(J) 
560 PRINT #1, USING" Input Voltage = ###.## V"; VI 
570 FOR K = 1 TO 5: 10 = 10(K) 
580 RSIN = (VI I (10 • ZR»: VDSON = RDS • 10 
590' 
600 0(0, K) = 10 • .000001: 'Compensate for later mult. by 1 ()A6 
610 0(1, K) = (CR • VI) / 10: 'dt01 
620 0(2, K) = (3.14 / WR) + (1 / WR) • ATN(RSIN I (1 - RSIN A 2»: 'dt12 
630 0(3, K) = (2 • LR • 10) / VI: 'dt23 
640 0(6, K) = 0(1, K) + 0(2, K) + 0(3, K): ' dt03 
650 0(4, K) = «VO + VOO) • 0(6, K» I «VI - VOSON) - (VO + VOO»: 'dt34 
660 0(5, K) = 0(1 K) + 0(2, K) + 0(3, K) + 0(4, K): 'Tconv 
670 NEXT K 
680 ' 

" 690 PAR$(O) = "10 (A) =" 
700 PAR$(I) "dt01 =" 
710 PAR$(2) = "dt12 =" 
720 PAR$(3) = "dt23 =" 
730 PAR$(4) = "dt34 =" 
740 PAR$(5) = "Tconv =" 
750 PAR$(6) = "dt03 =" 
760 ' 
770 FOR P = 0 TO 6 
780 PRINT #1, PAR$(P); 
790 FOR K = 1 TO 5 
800 PRINT #1, USING " ####.###"; O(P, K) • 1000000!; 
810 NEXT K: PRINT #1, 
820 NEXT P 
830 PRINT #1, 
840 NEXT J 
850 ' 
860 PRINT #1, "Additional Information:" 
870 PRINT #1, "Zr(Ohms) ="; INT(IOOO! • ZR) / 1000 
880 PRINT #1, ''wR(KRads)="; INT(WR / 1000) 
890 PRINT #1. "Cr(nF) ="; INT((IOOO • CR) / 10 A -9) I 1000 
900 PRINT #1, "Lr(uH) ="; INT«1000 • LR) I 10 A -6) I 1000 
910 PRINT #1, "Vdsmax ="; VIMAX • (1 + lOMAX / 10MIN) 
920 END 
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Input Voltage = 18.00 V 
10 (A) = 2.500 4.000 6.000 8.000 
dt01 0.218 0.136 0.091 0.068 
dt12 = 1.290 1.153 1.096 1.070 
dt23 0.931 1.490 2.235 2.980 
dt34 = 1.387 1.791 2.682 4.118 
Tconv = 3.825 4.571 6.103 8.236 
dt03 2.439 2.780 3.421 4.118 

Input Voltage = 20.00 V 
10 (A) 2.500 4.000 6.000 8.000 
d to 1 0.242 0.151 0.101 0.076 
dt12 1.339 1.175 1.108 1.079 
dt23 0.838 1.341 2.011 2.682 
dt34 1.150 1.406 1.987 2.852 
Tconv = 3.569 4.074 5.207 6.688 
dt03 2.419 2.667 3.220 3.836 

Input Voltage = 22.00 V 
10 (A) 2.500 4.000 6.000 8.000 
dt01 0.266 0.166 0.111 0.083 
dt12 1.390 1.198 1.120 1.087 
dt23 0.762 1.219 1.829 2.438 
dt34 0.988 1.153 1.557 2.136 
Tconv = 3.406 3.737 4.616 5.744 
dt03 = 2.418 2.584 3.060 3.608 

Input Voltage = 24.00 V 
10 (A) = 2.500 4.000 6.000 8.000 
dt01 0.290 0.182 0.121 0.091 
dt12 1.442 1.223 1.133 1.096 
dt23 0.698 1.117 1.676 2.235 
dt34 0.870 0.975 1.268 1.682 
Tconv = 3.301 3.498 4.199 5.103 
dt03 2.431 2.522 2.930 3.421 

Input Voltage = 27.00 V 
10 (A) 2.500 4.000 
dt01 0.327 0.204 
dt12 0.516 1.264 
dt23 0.621 0.993 
dt34 0.442 0.793 
Tconv = 1.906 3.254 
dt03 1.464 2.461 

Additional Information: 
Zr(Ohms) = 10.526 
wR(KRads)= 3140 
Cr(nF) = 30.254 
Lr(uH) = 3.352 
Vdsmax = 135 

UNITAODE CORPORPJ"ION 
7 CONTINENTAL BLVD .• MERRIMACK, NH 03054 
TEL. 603-424-2410 • FAX 603-424-3460 

6.000 8.000 
0.136 0.102 
1.153 1.109 
1.490 1.987 
0.983 1.253 
3.763 4.451 
2.780 3.198 
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10.000 
0.054 
1.056 
3.725 
6.677 

11.511 
4.835 

10.000 
0.061 
1.062 
3.352 
4.186 
8.661 
4.475 

10.000 
0.067 
1.069 
3.048 
2.958 
7.141 
4.183 

10.000 
0.073 
1.075 
2.794 
2.241 
6.183 
3.941 

10.000 
0.082 
1.085 
2.483 
1.604 
5.254 
3.650 
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Average Current Mode Control 
of Switching Power Supplies 

Lloyd Dixon 

Abstract 
Current mode control as usually implemented 

in switching power supplies actually senses and 
controls peak inductor current. This gives rise to 
many serious problems, including poor noise 
immunity, a need for slope compensation, and 
peak-to-average current errors which the inherent
ly low current loop gain cannot correct. Average 
current mode control eliminates these problems 
and may be used effectively to control currents 
other than inductor current, allowing a much 
broader range of topological application. 

General Perspective 
Current mode control is a two-loop system 

as shown in the simple example of Fig. 1. The 
switching power supply inductor is "hidden" 
within the inner current control loop. This 
simplifies the design of the outer voltage con
trol loop and improves power supply perfor
mance in many ways, including better dynamics. 
The objective of this inner loop is to control 
the state-space averaged inductor current, but 
in practice the instantaneous peak inductor 
current is the basis for control. (Switch current 
--equal to inductor current during the "on" 
time--is often sensed.) If the inductor ripple 
current is small, peak inductor current control 

o 

lil 
CLOCK 

is nearly equivalent to average inductor current 
control. 

In a conventional switching power supply 
employing a buck derived topology, the induc
tor is in the output. Current mode control then 
is actually output current control, resulting in 
many performance advantages. On the other 
hand, in a high power factor preregulator using 
the boost topology, the inductor is in the input. 
Current mode control then controls input 
current, allowing it to be easily conformed to 
the desired sinusoidal waveshape. 

Peak Current Mode Control Problems 
Poor noise immunity. The peak method of 

inductor current control functions by comparing 
the upslope of inductor current (or switch 
current) to a current program level set by the 
outer loop-see Fig. 1. The comparator turns 
the power switch off when the instantaneous 
current reaches the desired level. The current 
ramp is usually quite small compared to the 
programming level, especially when V/N is low. 
As a result, this method is extremely suscepti
ble to noise. A noise spike is generated each 
time the switch turns on. A fraction of a volt 
coupled into the control circuit can cause it to 
tum off immediately, resulting in a subhar-

veT[([([ 

monic operating mode 
with much greater ripple. 
Circuit layout and bypass
ing are critically important 
to successful operation. 

VI S lop e compensation 
::1~tJlJlfl required. The peak cur

rent mode control method 

Fig. 1 - Peak Current Mode Control Circuit and Waveforms 

is inherently unstable at 
duty ratios exceeding 0.5, 
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resulting in sub-harmonic oscillation. A com
pensating ramp (with slope equal to the induc
tor current downslope) is usually applied to the 
comparator input to eliminate this instability. In 
a buck regulator the inductor current down
slope equals VoIL. With Vo constant, as it 
usually is, the compensating ramp is fixed and 
easy to calculate-but it does complicate the 
design. With a boost regulator in a high power 
factor application, the downslope of inductor 
current equals (VIN-VO)/L and thus varies con
siderably as the input voltage follows the recti
fied sine waveform. A fixed ramp providing 
adequate compensation will overcompensate 
much of the time, with resulting performance 
degradation and increased distortion. 

Peak to average current error. The peak to 
average current error inherent in the peak 
method of inductor current control is usually 
not a serious problem in conventional buck
derived power supplies. This is because induc
tor ripple current is usually much smaller than 
the average full load inductor current, and be
cause the outer voltage control loop soon elimi
nates this error. 

In high power factor boost preregulators the 
peaklavg error is very serious because it causes 
distortion of the input current waveform. While 
the peak current follows the desired sine wave 
current program, the average current does not. 
The peak/avg error becomes much worse at 
lower current levels, especially when the induc
tor current becomes discontinuous as the sine 
wave approaches zero every half cycle. To 
achieve low distortion, the peaklavg error must 
be small. This requires a large inductor to 
make the ripple current small. The resulting 
shallow inductor current ramp makes the 
already poor noise immunity much worse. 

Topology problems. Conventional peak 
current mode control actually controls inductor 
current. As normally used for output current 
control, it is most effective when applied to a 
buck regulator where the inductor is in the 
output. But for flyback or boost topologies the 
inductor is not in the output, the wrong current 
is controlled, and much of the advantage of 
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current mode control is lost. 
Likewise, the boost topology with its induc

tor at the input is well suited for input current 
control in a high power factor preregulator, but 
buck and flyback topologies are not well suited 
because the inductor is not in the input and the 
wrong current is controlled. 

A verage Current Mode Control 
Peak current mode control operates by 

directly comparing the actual inductor current 
waveform to the current program level (set by 
the outer loop) at the two inputs of the PWM 
comparator. This current loop has low gain and 
so cannot correct for the deficiencies noted 
above. 

Referring to Fig. 2, the technique of average 
current mode control overcomes these prob
lems by introducing a high gain integrating 
current error amplifier (CA) into the current 
loop. A voltage across Rp (set by the outer 
loop) represents the desired current program 
level. The voltage across current sense resistor 
Rs represents actual inductor current. The 
difference, or current error, is amplified and 
compared to a large amplitude sawtooth (oscil
lator ramp) at the PWM comparator inputs. 

The gain-bandwidth characteristic of the cur
rent loop can be tailored for optimum perfor
mance by the compensation network around 
the CA. Compared with peak current mode 
control, the current loop gain crossover fre
quency, fe' can be made approximately the 
same, but the gain will be much greater at 
lower frequencies. 

The result is: 
1) Average current tracks the current pro
gram with a high degree of accuracy. This is 
especially important in high power factor 
preregulators, enabling less than 3% harmonic 
distortion to be achieved with a relatively small 
inductor. In fact, average current mode control 
functions well even when the mode boundary is 
crossed into the discontinuous mode at low 
current levels. The outer voltage control loop is 
oblivious to this mode change. 
2) Slope compensation is not required, but 
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there is a limit to loop gain at the switching 
frequency in order to achieve stability. 
3) Noise immunity is excellent. When the 
clock pulse turns the power switch on, the 
oscillator ramp immediately dives to its lowest 
level, volts away from the corresponding cur
rent error level at the input of the PWM 
comparator. 
4) The average current mode method can be 
used to sense and control the current in any 
circuit branch. Thus it can control input current 
accurately with buck and flyback topologies, 
and can control output current with boost and 
flyback topologies. 

Designing the Optimum Control Loop 
Gain Limitation at C,: Switching power 

supply control circuits all exhibit subharmonic 
oscillation problems if the slopes of the wave
forms applied to the two inputs of the PWM 
comparator are inappropriately related. 

With peak current mode control, slope 
compensation prevents this instability. 

Average current mode control has a very 
similar problem, but a better solution. The 
oscillator ramp effectively provides a great 
amount of slope compensation. One criterion 
applies in a single pole system: The amplified 
inductor current downslope at one input of the 
PWM comparator must not exceed the oscillator 
ramp slope at the other comparator input. This 
criterion puts an upper limit on the current 
amplifier gain at the switching frequency, 
indirectly establishing the maximum current 
loop gain crossover frequency, Ie. It is the first 
thing that needs to be considered in optimizing 
the average current mode 
control loop. 

In the following exam
ples, we assume that the 
power circuit design has 
been completed, and only 
the CA compensation 
remains to be worked out. 

U-140 

Example 1: Buck Regulator Output Current. 
The simple buck regulator shown in Fig. 2 has 
the following operating ·parameters: 

Switching Frequency, Is = 100 kHz 
Input Voltage, V1N '" 15 - 30V 

Output Voltage, Vo= 12V 
Output Current, 10 = 5A (6A O.L.) 

Inductance, L = 60 I'H 
max. /).[0 @ 30V (100 kHz) = 1.2A 

Sense Resistance, Rs = 0.10 

CFP is temporarily omitted. Zero RF Cn is 
well below the switching frequency. Near 1" 
the amplifier gain is flat. The overall current 
loop has only one active pole (from the induc
tor). 

The inductor current is sensed through Rs. 
(How this is accomplished will be discu~sed 
later.) The inductor current waveform with its 
sawtooth ripple component is amplified and 
inverted through the CA and applied to the 
comparator. The inductor current downslope 
(while the switch is off) becomes an upslope, as 
shown in Fig. 2. To avoid subharmonic oscilla
tion, this off-time CA output slope must not 
exceed the oscillator ramp slope. In Fig. 2, the 
off-time CA output slope is much less than the 
oscillator ramp slope, indicating that the CA 
gain is less than optimum. 

Calculating the slopes: 

Inductor Current Downslope = VolL 
Oscillator Ramp Slope = VsITs = Vs!, 

Where V, is the oscillator ramp p-p voltage, Ts 
and f. are the switching period and frequency. 

GATEn n r 
DRIVEJ U U 

Fig. 2 - Average Current Mode Control Circuit and Waveforms 
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The inductor current downslope is translated 
into a voltage across current sense resistor Rs 
and multiplied by the CA gain, GCA" This is set 
equal to the oscillator ramp slope to determine 
the CA gain allowed at Is: 

(Vo/L)RsGCA = Vsls 

9CA VsIsL 
max GCA ::: - ::: ---

PBS VoR, 
(1) 

Applying the values given in the example, and 
with Vs of 5Vpp, the maximum GCA at the 
switching frequency is 25 (28dB). The current 
error amplifier gain at Is is set to this optimum 
value by making the ratio RF/R[ = 25. 

The small-signal control-to-output gain of 
the buck regulator current loop power section 
(from VCA at the CA output, to vRS' the voltage 
across R s> is: 

PBS Rs ~N 1590 (2) 
PCA = Vs sL = -1- (@30V) 

The overall open loop gain of the current 
loop is found by multiplying (1) and (2). The 
result is set equal to 1 to solve for the loop 
gain crossover frequency, i: 

Rs ~N VsIsL ::: 1 
Vs 21rlcL VoRs 

Is 
21rD 

(3) 

Setting the CA gain at the limit found in (1), 
the crossover frequency will never be less than 
one sixth of the switching frequency. (This is 
exactly the same result reported by Middle
brook [1] for peak current mode control with 
recommended slope compensation.) In this 
example, (is 20 kHz with YIN at 15V (D= .8), 
and 40 kHz when YIN at 30V (D= .4). 

If the error amplifier had a flat gain charac
teristic, the phase margin at crossover would be 
90° -much more than required-and the gain 
at lower frequencies wouldn't be much better 
than with peak current mode control. But zero 
RF Cn placed at 10 kHz, below the minimum 
crossover frequency, reduces the phase margin 
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to 63 0, and boosts the low frequency gain 
dramatically, with an integrator gain of 250Klf. 
It is this characteristic which causes the current 
loop to rapidly and accurately home in on the 
average current called for by the outer loop. 
Even though the comparator actually turns off 
the power switch when a peak inductor current 
is reached, this peak current level is adjusted 
by the current amplifier so that the average 
current is correct. 

Fig. 3 shows the start-up waveforms of the 
voltages at the PWM comparator inputs and 
the inductor current with YIN at 30V and full 
load. Note how the amplified and inverted 
inductor current downslope virtually coincides 
with the oscillator ramp, because the CA gain 
was set at the optimum level according to 
Equation (1). Note also that if the CA gain is 
increased further, not only will the off-time 
slope exceed the oscillator ramp slope, but the 
positive excursion may reach the CA compli
ance limit, clipping or clamping the waveform. 

at ... ~········----.. ···· .... ·-.... ·· ... +---·-.. ·--··· ... · .. ----· .. · ............. -.--.--... --~ 
: ! 

t 
i 

~_._ •••• __ • ____ ........ __ • __ • __ .. + ____ • __ ... ____ ..... __ .......•• __ .. ________ •• __ .. 1 
.t···· .... · .. ------... · .. ········ ....... · .......... ------· ....... ··----· ........ -_ .... __ .... --t 

.! i 
I, i 2t Yo-a 

o! ··············ii············.··;;~;;···to·············iO·········T~ 
Fig. 3 - Buck Waveforms, Optimized Gain 

Pole RF CFP Cn/(CFP+ Cn ) is set at switch
ing frequency !, (100 kHz). This pole has one 
purpose-to eliminate noise spikes riding on the 
current waveform, the nemesis of peak current 
mode control. The sawtooth CA output wave
form is also diminished, especially the higher 
order harmonics, and shifted in phase as shown 
in Fig. 4. The pole-zero pair (at 100 kHz and 
10 kHz) reduces the phase margin at crossover 
to a very acceptable 45° -see Fig. 5. 

The reduced amplitude and slopes of the CA 
waveform resulting from the 100 kHz pole 
might suggest that the CA gain could be in-
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Fig. 4 - Buck with Additional Pole at is 

60 

40 

20 

GAIN 

o 
dB 

-20 I----+---+c..;:;.;..;;.:...::".~-_+-__t 

-40 '---~---'---.l..--~---' 

10 100 1k 10k 100k 1 M 

Fig. 5 - Buck Regulator Bode Plot 

creased beyond the maximum value from 
Equation (I), but beware-Eq. (1) is valid only 
for a system with a single pole response at /., 
but with CFP added there are now two active 
poles at!,. Experimentally, increasing GCA may 
incur subharmonic oscillation. 
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Discontinuous Operation. When the load 
current 10 becomes small, the inductor current 
becomes discontinuous. The current level at the 
continuous/discontinuous mode boundary is: 

VO(~N-VO) (4) 1 - 1 -
o - L - ~N2IsL 

Worst case is at max VfN , when ripple 
current is greatest. In this example, the mode 
boundary occurs at 10 (=IL ) of 0.2A when VIN 

is 15V, and at 0.6A when V1Nis 30V. 
In the discontinuous mode, below the mode 

boundary, changes in 10 require large duty 
cycle changes. In other words, the power circuit 
gain suddenly becomes very low. Also, the 
single pole characteristic of continuous mode 
operation with its 90° phase lag disappears, so 
the power circuit gain is flat-independent of 
frequency. The current loop becomes more 
stable, but much less responsive. 

With peak current mode control in the 
discontinuous mode, peak/avg current error 
becomes unacceptably huge. But with average 
current mode control, the high gain of the 
current error amplifier easily provides the large 
duty cycle changes necessary to accommodate 
changes in load current, thereby maintaining 
good average current regulation. 

Referring to Fig. 2, when the current loop is 
closed, the voltage across current sense resistor 
V RS equals the current programming voltage 
V cp (from the voltage error amplifier) at fre
quencies below Is. The transconductance of the 
closed current loop is a part of the outer 
voltage control loop: 

1 

Rs 
(5) 

The closed loop transconductance rolls off 
and assumes a single pole characteristic at the 
open loop crossover frequency, Is. 
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Example 2: Boost Regulator Input Current. 
A 1 kW off-line preregulator (Fig 6) operates 
with the following parameters: 

Switching Frequency, Is = 100 kHz 
Input Volts, f,jN;; 90 - 270V rms 

output Volts, Vo= 380Vdc 
Max. D.L. IIN(@90V) = 12A rms, 17A pk 

L = 0.25mH 
Mu M'N @90V = 3.4A 

Rs = 0.050 

The max. overload line current at min. f,jN 
corresponds to 1080W input. The max. peak 
overload 60Hz line current (17 A) should-by 
design-correspond to a limit on the current 
programming signal, Iep. The max peak 100kHz 
current through the switch and rectifier is 17 A 
plus one-half M L : 17 + 3.4/2 = 18.7A 

M YJn 
. lin 

R. 

Rep 

lep ..... ~-~ 

Pig. 6 - !Joost P-reregulator Circuit 

The current downslope occurs when the power 
switch is off: 

Inductor Current Downslope = (Vo -V,N)/L 

Worst case when VrN=Vo/L 
Oscillator Ramp Slope = Vsfl's = Vs f. 

Multiply the downslope by Rs and CA gain and 
set equal to the oscillator ramp slope, then 
solve for maximum CA gain: 

• max GCA = ~CA = VsIsL (6) 

~RS VoRs 

Note the form of Equation (6) is identical to 
the buck regulator in (1). Using the values for 
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this application, the maximum GCA is 6.58, 
accomplished by making RFIRJ = 6.58. 

The small-signal control-to-input gain of the 
current loop power section (from vCA at the CA 
output, to VRS , the voltage across Rs) is: 

~RS = Rs Vo = 2420 

~CA Vs sL I 
(7) 

Note that (7) is nearly identical to (2) for 
the buck regulator, except the gain depends on 
Vo (which is constant), rather than f,jN. 

The overall current loop gain is found by 
mUltiplying (6) and (7). The result is set equal 
to 1 to solve for the crossover frequency, Ie: 

Rs Vo VsIsL 
------- = 1 
Vs 21£leL VoRs 

Ie = Is 
21£ 

(8) 

With the CA gain at the limit found in (6), the 
current loop Ie is fixed at Is/6 (16.7 kHz). 

As with the earlier example, with a flat gain 
error amplifier the phase margin at crossover 
is 90° -larger than necessary. So zero RFCn is 
set at 1I2·of the minimum crossover frequency 
(fe12 Is/l'lf3.33= kHz), providing a low 
frequency boost with an integrator gain of 
55K/f. Pole RF CFP Cnl(CFP + Cn ) is set at 6 
times the zero frequency (50 kHz) to eliminate 
noise spikes. Together, the zero at 8.33 kHz 
and the pole at 50 kHz leave a phase margin at 
crossover of 40°. Startup waveforms are shown 
in Fig. 7, and the Bode plot in Fig. 8. 

8 T··---··· .. · .. -.... ~---··--·- .. ---+---.. ·----··--...... ----------···+----.... _ .. -----1 
~~ . 
4 

0.1. .. ----·-- .. • .. --· .. -------------.--·---------· .... • .. • .. ----· .. -.. _+--------_ .. -... .l. 
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Fig. 7 - Boost Regulator Waveforms 
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Referring back. to Fig. 6 - when the current 
loop is closed, the voltage across current sense 
resistor VRS equals the voltage across current 
programming resistor VRCP' In this case, pro
grammed with a current source I CP> the current 
gain of the closed current loop is: 

G = ..i = PRS/Rs Rcp 

icp PRcp/Rcp Rs 
(9) 

The closed loop current gain rolls off and 
assumes a single pole characteristic at the open 
loop crossover frequency, Is. 
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Fig. 8 - Boost Regulator Bode Plot 

In a high power factor preregulator applica
tion, the current is programmed to follow the 
rectified line voltage. As the rectified sine wave 
voltage and current approaches the cusp at zero, 
the inductor current becomes discontinuous. 
Discontinuous operation can occur over a 
substantial portion of the line cycle, especially 
when line current is low at high line voltage 
and/or low power input. With peak current 
mode control, discontinuous operation results 
in a large peak/average current error. A large 
inductance is required to make ripple current 
small and put the mode boundary at a low 
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current level. However, average current mode 
control eliminates the peak/average error. A 
small inductance can and should be used to 
reduce cost, size and weight and improve 
current loop bandwidth. 

Figure 9 shows a boost preregulator pro
grammed to follow a 60 Hz (rectified) sine 
wave input. The lower waveforms show the 
programmed and actual line current waveforms. 
(The programmed waveform has been in
creased by 5% to make the two waveforms 
visible. The actual waveform leads the pro
grammed waveform by a small amount and has 
less than 0.5% 3rd harmonic distortion! The 
upper waveforms show the duty cycles of the 
switch and diode throughout the line cycle. The 
inductor current is continuous when the current 
is high, and the switch and diode duty cycles 
add up to 1. But as the current approaches 
zero crossing, operation becomes discontinuous 
as shown by the appearance of "dead" time 
(when neither the switch, the diode, or the 
inductor are conducting). 
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Fig. 9 - Boost 60Hz Sine Wave Input Current 

Note that the switch duty cycle does not 
change as much when operation becomes 
discontinuous. With the boost (and flyback) 
topology in the discontinuous mode, average 
input current tends to follow input voltage at a 
constant duty cycle. Even though plenty of CA 
gain is available to change the duty cycle, little 
change is required for perfect tracking. 

Figure 10 shows how the actual input current 
sine wave tracks the programming signal at 400 
Hz. The distortion is worse -- 4.5% 3rd har
monic. This is for two reasons: 
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Fig. 10 - Boost 400Hz Sine Wave Input Current 

1. The harmonic components of the rectified 
400 Hz waveform are at higher frequencies 
and closer to the current loop crossover 
frequency where the loop gain is less, com
pared with the 50 or 60 Hz harmonics. 

2. The inductor current has difficulty rising off 
zero because the input voltage is so very low 
at that point. So the inductor current lags 
coming off zero, then catches up and over
shoots the programmed level. (This effect is 
much worse with peak: current mode control 
because of the large inductor required.) 

Controlling Average Switch Current 
In the previous examples, average current 

mode control was applied to controlling induc
tor current (buck output current and boost 
input current). This is relatively easy because 
the inductor current is mostly DC with only a 
small amount of ripple to deal with. But if it is 
desired to use a buck or flyback topology to 
control input current in a high power factor 
application, then the chopped current waveform 
through the power switch must be averaged, a 
more difficult task. 

Example 3: F1yback Regulator Input 
Current: A 1000 W off-line preregulator uses 
a flyback circuit in order to achieve a standard 
300V output bus even though the input voltage 
ranges above and below 300V (Figs. 11,12). 

The flyback converter could be designed to 
operate in the discontinuous inductor current 
mode in this application. The discontinuous 
flyback converter is not difficult to control 
(crudely) by fixing the duty cycle during each 
line half-cycle, but the peak: currents through 
the power switch and rectifier are nearly twice 
as high as with continuous mode operation. 
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Fig. I I - Flyback Preregulator Circuit 

The high peak: current lowers efficiency and re
quires devices with higher current ratings. 

Continuous mode operation suffers the 
problem that the boundary is crossed into the 
discontinuous mode at light loads and high 
input voltage, unless a large filter inductor is 
used, which hurts the frequency response and 
the power factor as well as the pocketbook. 

This dilemma disappears with average cur
rent mode control because it functions well in 
the discontinuous as well as the continuous 
mode, enabling the use of a small inductance 
value. In this example, the flyback converter 
operates in the continuous mode when it is 
important do so--at high current levels, to keep 
the maxirilUm peak: current to half that of a 
strictly discontinuous flyback converter. The 
operating parameters are: 

Switching Frequency, Is = 100 kHz 
Input Volts, VIN = 90 - 270V rms 

Output Volts, Vo = 300V dc 
Max. O.L. liN (@90V) = 12A rms, 17A pk 

L = 0.25mH 
ML @90V = 3.6A 

Rs = 0.0250 

The max. overload rms line current at min. 
VIN equates to 1080W input (2160Wpk 60Hz). 
The max. overload peak: 60 Hz line current 
(17A) should be made to correspond to a limit 
on the current programming input, I cpo Unlike 
the boost converter, the flyback input current is 
chopped, so the peak: 100kHz current through 
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the switch, the inductor, and the rectifier are 
much greater than the 60 Hz peak current-see 
Fig. 12. The worst case, at low line and max. 
overload input current is: 

I - I PK(SJIIz) - ~ = 24.2A 
PK(lOOlHz) - D - .702 

Add to this one-half t::.I I. to obtain the abso
lute max. peak current through the switch, 
inductor, and rectifier: 24.2 + 3.6/2 = 26A. 

Compared to the boost converter, the fly
back topology requires higher current and 
higher voltage devices and generates a lot more 
input noise because of the chopped waveform. 
In its favor, the flyback converter can operate 
with any input/output voltage ratio, can provide 
current limiting, and input/output isolation. 

As discussed in the previous example, the 
boost converter amplifier gain at Is was limited 
only by the criteria that the inductor current 
downslope must not exceed the oscillator ramp 
slope. The power circuit control-to-input cur
rent gain had a simple -1 slope from zero to 
Is. making it very easy to compensate. 

But with the flyback converter, the chopped 
switch current waveform will be averaged. This 
results in a lower crossover frequency, fe• and 
lower gain-bandwidth for two reasons: 

1. The large amplitude chopped current wave
form must be integrated by the CA. The 
upslope of the resulting triangular waveform 
at the CA output must not exceed the oscil
lator ramp slope. (The inductor current 
downslope is not relevant.) 

2. There is a zero (conventional left half-plane) 
in the control-to-input current gain charac
teristic. This zero moves with output current 
level. Loop gain crossover cannot be much 
higher than the lowest zero frequency. 

The small-signal control-to-input gain of the 
flyback current loop power circuit (from vCA at 
the CA output, to VRS , the voltage across Rs ) 
is: 
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This is the characteristic of a "normal" 
zero-a -1 slope with 90° phase lag below Iz 
and flat gain with no phase shift above Iz. The 
zero frequency may be calculated: 

(11) 

Note that the zero moves inversely with 
inductor current and inductance value. This 
zero has a big effect on loop compensation. To 
obtain the best loop response, it is important 
that 17MtI be as high as possible, by making the 
inductance small. Fortunately, with average 
current mode control, there is no need to 
worry about crossing into discontinuous opera
tion. The limit on making the inductance too 
small is when the inductor ripple current 
becomes too large, increasing peak switch and 
rectifier currents an undesirable amount. 

Using the specific values of this example, the 
power circuit gain is: 

IL .960 
--)-
200 I 

The minimum zero frequency is 8 kHz, 
which occurs at 24.2A, the max. overload 
inductor current at 90V low line. The gain 
above Iz is 0.12 (-18.4dB). The power circuit 
gain is shown in the Bode plot of Fig. 13. 

Turning now to the current error amplifier 
(Fig. 11), the chopped input (switch) current 
waveform shown in Fig. 12 flows through Rs. 
The average value of this waveform, chopped 
at 100 kHz, is compared to the current pro
gram level across Rcpand amplified. Assume 
for the moment that C P2 is zero and C FZ is 
shorted. The CA gain in the vicinity of 100 
kHz is determined by integrator (R[+RP2 )CFP' 

Averaging is accomplished because the DC 
gain is high, but the 100 kHz rectangular 
waveform with its harmonics is amplified 
relatively little. The rectangular waveform is 
converted into a triangular wave as shown in 
Fig. 12. 
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Fig. 12 - Flyback Regulator Waveforms 

The optimum CA integtator gain at 100 kHz 
is the gain at which the maximum CA output 
upslope equals the oscillator ramp slope. This is 
the same principle used in the previous two 
examples, but in those cases the inductor 
(whose current was being controlled) did most 
of the averaging. The inductor did the inte
gration to provide the triangular ripple current 
waveform and the CA gain was flat in the 
vicinity of Is. But in this flyback preregulator 
example, the chopped switch current is being 
controlled so the averaging and the triangular 
waveshape are achieved by an integrating 
amplifier. 

The upslope of the CA output occurs when 
the switch is off and the 100 kHz current 
waveform is at zero. The CA inputs are both at 
program voltage VcP ' VCPRm.r equates to the 
max. overload peak 60Hz input current (17 A) 
through Rs. Therefore, during the switch "off' 
time, the maximum current through 
R = (R/+RnJ is: 

VCPRm.r __ I/Npt Rs 
IRlmDJC = -R- R 

The upslope of the CA output is determined 
by the current through R/ charging CFP: 

I 
max CA Upslope = ~ 

CFP 

Oscillator Ramp Slope = V,IT, = V, Is 
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Equating the slopes and solving for CFP : 

I/NptRS 
-- = Vsls 
CFpR 

I ....... Rs C - ---.,....-
FP YsisR 

(12) 

Using the values from this example, and 
assuming R = 10K (R/=9K,RP2 =IK): 

C = 17x.025 = 85pF 
FP 5xO.lxlWx 10K 

The CA integrator gain may now be calcu
lated and entered in the Bode plot: 

G - 1 187,000 
CA-

21rIRCFP I 
(13) 

The compensation circuit as designed so far 
(with Cn zero and CFZ open) has high loop 
gain and is very stable only when the inductor 
current is high, maintaining the power circuit 
zero near the position shown in Fig. 13, so that 
its gain is flat at Ie. At lower current levels, the 
power circuit zero slides down to the right and 
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Fig. 13 - Flyback Regulator Bode Plot 
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the power circuit gain at fchas a -1 slope. With 
the -1 slope of the CA gain, the overall current 
loop gain has a slope of -2 at crossover, and 
will ring excessively. It is necessary to add a 
pole-zero pair to the CA gain to reduce the 
slope to -1 in the vicinity of Ie- Offsetting the 
integrator gain by a factor of 5, as shown in the 
Bode plot, provides a phase bump which in
creases the actual phase margin to 42°, a 
slightly underdamped condition (the Bode 
approximation is 3P, as shown). 

The offset factor of 5 is provided by 
Cn = 4- CFP = 34OpF. Cn and CFP in parallel 
set the integrator gain at low frequencies to 
37,000/f. 

The location of the flat portion of the CA 
gain characteristic is determined by RF- It is 
easiest to solve this graphically using the Bode 
plot. Ideally, Zl and PI should bracket the 
crossover frequency. Simply slide the flat por
tion up and down between the integrator slopes 
until its gain is equal (but opposite in sign) to 
the power circuit gain at the same frequency as 
the center of the flat potion. That frequency is 
the crossover frequency, Ie- In Fig 13, the CA 
gain in the flat portion is 10 (20dB). This is 
accomplished by: 

RF = lOR = 10 (R, +Rn> = lOOK (14) 

The precise value of RF (and Ie> is not at all 
critical. The phase bump is broad, and the loop 
response is really determined by the integrator 
gain below Ie (37,000/0· 

Finally, an additional pole RnCn is placed at 
100kHz to filter out noise spikes. This pole 
frequency is too high to significantly affect 
phase margin at crossover. 

Referring back to Fig. 11 - when the cur
rent loop is closed, the voltage across current 
sense resistor V.u equals the voltage across 
current programming resistor VRCP- Program
med with a current source [CPt the current gain 
of the closed current loop is identical to Eq. 9: 

G = iL = P.u/Rs = Rcp (15) 
PRCP/Rel' Rs 

Just as in the previous examples, the closed 
loop current gain rolls off and assumes a single 
pole characteristic at the open loop crossover 
frequency, Is- The moving zero of the flyback 
power circuit is hidden within the inner current 
loop, and is invisible to the outer voltage 
control loop. In fact-regardless of the power 
circuit topology-with average current mode 
control, the external characteristics of the cur
rent loops are identical: flat gain, rolling off 
with a single pole characteristic above the open 
loop crossover frequency. 

Example 4: Buck Regulator Input Current: 
The buck regulator is sometimes used in high 
power factor preregulator applications. It can 
only function when Vo is less than 'ViM so the 
output bus voltage must be low. Normally, a 
low output voltage should be avoided, because 
the bus filter capacitor becomes large and 
expensive, but in applications such as telephone 
or battery charging this is not a problem 
and/or there is no choice. With 120V line input 
and 48 volt output bus, the input current will 
drop to zero for a substantial portion of each 
line cycle, each time the instantaneous line 
voltage goes below· 48V. Third harmonic distor
tion will be 7 - 8% at low line, but the power 
factor of 0.99 is good enough for most applica
tions. 

Although the flyback topology might be used 
in the same low voltage output application, the 
buck topology operates with lower inductor 
current and lower peak current through the 
switch and rectifier. Peak voltages on the 
switch and rectifier are also much lower. But 
the flyback topology can provide line isolation 
in the preregulator by using a flyback trans
former instead of simple inductor. 
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The buck circuit can be almost the same as 
the flyback circuit of Fig. 11, interchanging the 
inductor and the rectifier (cathode up). 

The control loop design procedure is the 
same as for the flyback in Example 3. The 
buck regulator has the same left half-plane 
zero. In fact, the power circuit control-to-input 
gain equation is identical to Eq. 10 for the 
flyback circuit. 
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Controlling Average Rectifier Current 
Peak current mode control has been used 

with great success in conventional power sup
plies using buck-derived topologies. It works 
well because peak current mode control actual
ly controls inductor current, and the inductor is 
located in the output of all buck topologies. 
When boost or flyback topologies are used, 
peak current mode control functions poorly, 
because the wrong current is controlled-the 
inductor current is not in the output. Although 
peak current mode control eliminates the 
inductor from the small-signal characteristic of 
the outer loop, the right half-plane zero present 
in boost and flyback outputs remains to plague 
outer loop compensation. 

In boost or flyback circuits, the diode is in 
the output side, and ideally the diode current 
should be controlled, not inductor current. This 
is no problem for average current mode con
trol. Its integrating current error amplifier can 
average the rectangular diode current waveform 
in the same way that it averages the switch 
current in the input of the buck or flyback 
preregulators discussed earlier. The right half
plane zero forces a lower current loop cross
over frequency, but the RHP zero is "buried" 
within the current loop. The outer voltage 
control loop sees only a flat gain characteristic 
with a single pole roll-off at the crossover 
frequency-just the same as all the other topol
ogies previously discussed. A flyback circuit 
using average current mode control is shown in 
Figure 14. 

Fig. 14 .-Ptyback· Output Current Control 

The circuit is almost identical to the flyback 
preregulator of Fig. 11, except output current 
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is sensed and controlled. 
The small-signal control-to-output gain of 

the flyback current loop power circuit (from 
YCA at the CA output, to YRS , the voltage across 
Rs) i s 

(16) 

The same equation applies to controlling the 
output current of a boost circuit. Note the 
similarity with Eq. 10 for flyback or buck input 
current control. In Eq. 16, low frequency gain 
de pen d son "IN rather than V 00 but more 
importantly, the inductor current IL has a 
minus sign, which represents 1800 phase lag 
above the zero frequency. This is the character
istic of a right half-plane zero, and it makes the 
loop compensation much more difficult. It is 
usually necessary to cross over at a frequency 
one half to one fourth of the RHP zero fre
quency in order to cross over with adequate 
phase margin. This results in lower closed loop 
bandwidth for the current loop than the previ
ous examples. However, once this is accom
plished, the RHP zero does not appear in the 
outer loop. 

It is very important to make the inductance 
small to achieve the highest possible RHP zero 
frequency. Fortunately, average current mode 
control allows the mode boundary to be 
crossed. This permits a much smaller induc
tance than with peak current mode control, 
resulting in a much higher RHP zero frequency 
and higher crossover frequency. 

Current Sensing 
One important advantage of having a high 

gain current error amplifier is that it permits a 
very small current sense resistor value resulting 
in low power dissipation. The CA can make up 
for the gain lost with the small resistor. 

In many applications, however, using a 
current sense resistor in the direct path of the 
current to be measured is not practical. The 
tiny Rs value may be difficult to implement, 
and the power dissipation in a practical sense 



APPLICATION NOTE 

resistor is too great. Often, the Rs circuit 
location is at a large potential difference from 
the control circuit. This is especially a concern 
when current must be sensed on the other side 
of the isolation boundary. 

A current sense transformer (C.T.) can 
provide the necessary dielectric isolation and 
eliminate the need for an extreme low-value 
resistor. As shown in Fig. 15, this technique 

F g 1 5 

works well for average current mode control 
when the current to be sensed and averaged is 
a pulse which returns to zero within each 
switching period-such as switch current (buck 
or flyback input current) or diode current 
(boost or flyback output current). Although 
"transformers can't couple DC", a C.T. does 
couple the entire instantaneous current wave
form including its DC component if the core is 
reset to zero baseline each time the pulse goes 
to zero. 

Total reset requires the same volt-seconds 
(of opposite sign) that were applied to "set" 
the core. At duty cycles approaching 1.0-which 
can occur temporarily with most topologies-the 
time available for reset may be only a tiny 
fraction of the switching period. Achieving total 
reset in a short time requires a large backswing 
of voltage across the C.T., so don't use low 
voltage diodes to couple the C.T. to Rs. 

With a boost converter controlling input 
current in a high power factor preregulator 
application, a current sense resistor easily ties 
in directly with the control circuit, as shown in 
Fig. 6. Nevertheless, many designers would 
prefer to use a current transformer to minimize 
power loss and allow the use of a much higher 
Rs value. However, since the input current of 
a boost converter is the inductor current, the 
input current never goes to zero when operat
ing in the continuous mode. Therefore, a C.T .. 
can't be used to sense input current of a boost 
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converter because· the DC value is lost, and the 
C.T. cannot reset-it will saturate. The same 
problem occurs in a buck regulator circuit, 
where the C.T. can't directly sense average 
output (inductot) current. 

The answer to this problem is to use two 
C.T.s-one sensing switch current, the other 
sensing diode current. By summing their out
puts as shown in Fig. 16, the true inductor 
current is reconstituted. Each C.T. has plenty 
of time to reset. 

oUV'~1I 
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Using Current Sense Transformers: 
It is not difficult to achieve excellent results 
using low cost commercially available pulse 
transformers. A current sense "inductor" such 
as Pulse Engineering 51688 is a toroidal core 
wound with 200 secondary turns for a second
ary inductance of 80 mHo A 0.18" hole is 
provided to slip the primary wire through. 

The pulse voltage across the windings of a 
current transformer generates a magnetizing 
current which starts at zero and increases fairly 
linearly with· time. The magnetizing current 
subtracts from the pulse current delivered to 
the secondary. Initially, the current through Rs 
is precisely 11'1U/N, but as time passes, the 
secondary current drops off more rapidly than 
it should, This effect is called "droop". It is 
usually not a problem if certain precautions are 
observed. The amount of current droop 
through the current sense resistor can be 
calculated: 

Ns Vs 
tJ./ PRI(d,.,.) = - - tJ.t (17) 

Np Ls 

where N is the turns ratio, Vs the voltage 
across the secondary, Ls the secondary induc
tance and tJ.t is the max. pulse width. As the 
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equation shows, droop is minimized by maxi
mizing secondary inductance-use the largest 
you can get. Don't use a large Rs value to 
obtain a large secondary voltage-its not neces
sary and makes reset more difficult. Make the 
turns ratio as low as possible by using two or 
three primary turns if space allows. Don't 
reduce the turns ratio by reducing the second
ary turns-this is counter-productive because 
the inductance goes down with the turns 
squared. 

For example, consider the flyback input 
current preregulator of Fig. 11, using a current 
transformer in series with switch instead of the 
0.0250 sense resistor shown. Using the Pulse 
Engineering #51688 current sense inductor 
with one turn primary, the turns ratio is 1:200. 
Secondary inductance is 80 mHo The 24A max. 
overload pulse current becomes a 0.12A CUf

rent pulse on the secondary side. A 100 sense 
resistor will have a max. voltage of 1.3V sent to 
the CA, and the max. secondary voltage includ
ing diode forward drop is 2.0V. The maximum 
pulse width is 7.02l1sec. 

Applying these values to Eq. 17: 

llIpRI(tlroqI) = 2001 2.0 7xlO-6 = .035A 
SOxlO-3 

Only 35mA droop out of 24A isn't bad! 

When two C.T.s are used-one on either side 
of isolation boundary-their turns ratios must be 
proportioned the same as the power transform
er pri/sec turns ratio so that currents through 
Rs will be equalized. 

All of the equations containing Rs given 
earlier in this paper assume the sense resistor 
is measuring current directly. When using a 
current sense transformer, reflect the actual Rs 
on the C.T. secondary side into the primary by 
substituting RsfV,,/Ns. 
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UCC3806 BiCMOS CURRENT MODE CONTROL IC 
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Abstract 

Space and cost constraints have forced power supply designs into smaller spaces and demanded more ef
ficient designs with higher switching frequencies. With the introduction of the UCC3806 BiCMOS current 
mode controller, a designer has the advantages of reduced current consumption, power loss and propaga
tion delays within the IC. The UCC3806 is pin-for-pin compatible with the popular UC3846 and UC3856 
controllers. With minimal part changes, this device may be suitable for retrofit into many existing designs 
where higher power consumption and propagation delays posed problems in the past. An ideal application 
for the UCC3806 is in battery operated equipment where low power consumption is critical to extended op
eration. 

INTRODUCTION 

As power supply requirements are demanding 
higher switching frequencies and lower power con
sumption, bipolar PWM IC's may limit design flexi
bility. The versatile UC3846 consumes relatively 
low power but is slow by today's standards. The 
UC3856 fulfills the high speed requirements but 
uses significantly more power to accomplish the 
task. Unit rode's BiCMOS process produces fast, 
low power BiCMOS control ICs with the high power 
capabilities of bipolar devices, a prime example be
ing the UCC3806. 

The UCC3806 features slew rate limiting of the cur
rent sense amplifier input voltage. This allows direct 
injection of the primary current sense signal with
out the need to filter the inductive leading edge 
spike. The propagation delay from current sense to 
output is reduced to 125ns and rise and fall times 
of the gate drive outputs are only 65ns. Gate drive 
current remains high at ±500mA from the dual to
tem pole MOSFET drivers. The low undervoltage 
lockout thresholds make this IC ideal for many bat
tery and automotive applications. Most features will 
be familiar to the designer acquainted with the 
UC3846. The one volt pulse by pulse current limit
ing remains, along with programmable latched or 
non-latched shutdown modes triggered via the 
Shutdown pin. 

This Application Note highlights retrofit applications 
of the UCC3806 and provides a step by step proc
ess to accomplish this. Several new applications 
will be introduced with a review of some popular 
applications. Unitrode Application Note U-93 de-

scribing the UC3846 should be reviewed for back
ground and additional information. 

UCC3806 BiCMOS Current Mode PWM Control 
IC Features 

• 100J,1A startup current 

• 1.4mA operating current 

• Pin-for-pin compatible with UC3846 and 
UC3856 

• Operating frequency to 1 MHz 

• ±500inA MOSFET output stage 

• 65ns output rise and fall times 

• 125ns current amp to output delay 

• Current Sense Slew Rate Limiting 

• Undervoltage Lockout 

DEVICE DIFFERENCES 

For designers familiar with the UC3846 or UC3856 
devices, this section will provide a quick overview 
of necessary design changes to incorporate the 
UCC3806. 

1) UVLO: Three parameters should be observed 
here. The start up voltage threshold is 8.0V with an 
operating hysteresis of O.75V. The absolute maxi
mum voltage for VIN (pin 15, IC power) is 15V and 
forVc (pin 13, gate drive voltage), 18V. 

2) DEAD TIME (td) is determined by the timing ca
pacitor (CT). 

td = 961 CT (approximately) 
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UCC1806 Block Diagram 
3) SWITCHING FREQUENCY (fs) may be found supply and another for the FET drive outputs. In 
by using the equation either case, adequate local capacitive bypassing is 

fs= 1 
2RTCr+ td 

4) SHUTDOWN threshold voltage on pin 16 has 
been raised to 1.0V. 

5) GATE DRIVES: The maximum gate drive cur
rent is ±500mA. 

6) CURRENT LIMIT: As in the UC3846 and 
UC3856, R1 and R2 (see Figure 5) program the 
threshold for primary current limit and determine 
whether the IC will latch off or retry. When a shut
down signal is generated, a 190IJA current source 
to ground pulls down on pin 1. If the voltage on the 
current limit adjust pin (pin 1) remains above 
350mV the IC will remain latched and power must 
be cycled to restart. If the voltage on the current 
limit adjust pin falls below 350mV, then the IC will 
attempt are-start. -

DESCRIPTION 

SUPPLYING POWER 

Power can be applied to the UCC3806 by a single 
source or by two separate sources, one for the IC 

required. The IC supply voltage is internally limited 
by a 15 volt shunt regulator circuit. This is advanta
geous in off-line applications where the IC is pow
ered-up by a resistor to the high voltage input. 
Shunted supply current in the IC must be limited to 
10mA maximum. The IC's ground should be sepa
rated from any high current or noisy ground paths, 
but at the same electrical potential. This is best 
done by routing a local ground for the UCC3806 
circuitry and then connecting this to a single point 
system ground. 

High Voltage 

UCC1806 

Figure 1. Supplying Power 
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UNDER VOLTAGE LOCKOUT (UVLO) 

A minimum of 8V is needed to start the UCC3806, 
and once operational, the IC operates down to 
7.25V. Below this level the UCC3806 will turn off 
and again require at least 8V to re-start. Care must 
be taken to be sure that the voltage source can 
supply adequate current to maintain operation or 
the IC will cross its turn-off undervoltage lockout 
threshold and shut down. The most obvious symp
tom where this problem occurs is when the entire 
power supply pulses on and off. Depending on the 
storage capacitor size and bias supply circuitry, the 
supply may eventually continue to run or may sim
ply hiccup. A good design will include a large ca
pacitor across the IC power inputs to store energy 
long enough to avoid UVLO. Note that the gate 
drive requirements of most power MOSFETs will 
usually use more current than the IC draws by it
self, and must not be overlooked. Please refer to 
application note U-93 and U-137 for more details. 

SELF-BIASING, ACTIVE LOW OUTPUTS DUR
ING UNDER VOLTAGE LOCKOUT. 

During any undervoltage lockout the UCC3806 out
puts are actively held low to eliminate problems 
caused by a power MOSFET switch device inad
vertently turning on. As with other Unitrode PWM 
IC's, gate drive outputs cannot pull high until the IC 
has been properly turned on. This self-biasing cir
cuitry derives its power from the MOSFET gate 
voltage which is attempting to rise. Note that this 
protection feature is also activated when the supply 
voltage falls belOW the UVLO pOint, causing the IC 
to turn off. 

REFERENCE VOLTAGE 

The UCC3806 provides a 5.1 V ± 1 % reference out-
put. Bypass capaCitors with low impedance (ESL 
and ESR) and good high frequency response 
should be used. Generally, a ceramic monolithic or 
MLC capacitor with short leads to the IC ground 
pin is required even if the reference is not exter
nally used. Note that the maximum current avail
able from the reference pin is 10mA. Erratic 
operation can be caused by exceeding the maxi
mum current or from connecting very noisy loads 
to the VREF pin without adequate bypassing and fil
tering. 

OSCILLATOR 

The oscillator timing section of the UCC3806 is 
similar to it's predecessors yet uses different volt
age thresholds throughout. Frequency is pro
grammed by selecting the values of two timing 
components; CT, the timing capacitor and RT, the 
timing resistor. Current flowing from the internal 
1.25V reference at the RT pin divided by the value 
of RT is mirrored to the timing capacitor pin (CT). 

U-144 

This causes a linear charging of CT from OV to 
2.5V, the lower and upper oscillator thresholds. 
Note that the current mirror is limited to a maxi
mum of 1 001lA so RT must be greater than 12.5k. 

Oscillator discharge is facilitated by switching on a 
2.6mA current sink from CT to ground. This causes 
a linear discharge of CT to zero and then initiates 
the next switching cycle. Dead time occurs during 
the discharge time of the capacitor during which 
time both outputs are active low. Subjecting other 
IC pins to excessive noise or pulling some points 
below ground may reset the oscillator or cause pe
riodic termination. fs and td may be approximated 
by: 

fs= 1 td=961 CT 
2RrCr+ td 

12.Sk 
min RT 

)-------1.2SV 

max 

426m, 

Figure 2. Frequency and Deadtime 
Programming 

SYNCHRONIZATION 

The SYNC pin allows external synchronization of 
the UCC3806 to an outside control signal with TTL 
compatible thresholds. The oscillator CT pin must 
be grounded in order to use the SYNC input fea
ture. The internal clock is reset and a deadtime 
generated by applying a voltage greater than 2V 
(high) to the SYNC pin. Returning this input to a 
voltage less than 0.8V toggles the output flip-flop 
and initiates a new switching cycle. 

External synchronization may be sourced from the 
SYNC pin. The oscillator output goes to the SYNC 
pin and affects the outputs as described above. An
other UCC3806 may be connected to the SYNC 
pin in order to match the frequency of the master 
device. Other circuits or devices may use the char
acteristics of the SYNC pin. A high output state is 
at least 2.4V with 5mA current sourced and low 
output state O.4V maximum vvith a 1 mA sink. 
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OUTPUT DRIVER SECTION 

The two UCC3806 alternating outputs consist of to
tem-pole MOSFET pairs. Duty cycle may be varied 
from 0 to 98% where minimum dead time is deter
mined by the timing capacitor value. Both outputs 
use MOS transistor switches with inherent anti par
allel body diodes to clamp voltage swings to the 
supply rails. This may allow operation without the 
use of clamp Schottky diodes on each gate drive 
as . recommended with all bipolarlCs. Drive cur
rents of ±500mA peak with rise and fall times of 
65ns are typical performance specifications. 

CURRENT AMPLIFIER SECTION 

Slew rate limiting on the current sense amplifier 
output is featured in the UCC3806 device. This al
lows direct connection to the current sense resistor 
or current transformer with minimal filtering. Para
sitic leading edge inductive spikes can cause false 
triggering in most PWM IC's and thus require sig
nificant filtering. 

As with other current mode PWM's, the UCC3806 
can be configured for a variety of control tech
niques. The more common examples are peak cur
rent mode control, direct duty cycle control (voltage 
mode), and gaining popularity is average current 
mode control. Slope compensation can be added 
by dividing down the oscillator sawtooth waveform 
and summing a portion of it to the peak switch cur
rent signal. 

High efficiency current sensing can be obtained by 
developing a small amplitude current sense signal, 
well below the 1 volt maximum of the IC. A DC ped
estal can be added to raise the current signal, 
gaining noise immunity. One easy method of 
achieving this is to add resistors from output A and 
output B to the positive current sense input in a 
system where the negative current sense pin is 
grounded. Note that this pedestal will vary with 
changes in the IC collector supply voltage, Ve. An
other method to add a DC level to the current 

Figure 3A.Level Shifted Current Sense 
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VREF 21-------, 'T '"" ... 
Res 

______ -l 

Figure 3B. Level Shifted Shutdown 

Gate 1 

Gate 2 

Switch Current 

1 
Rcs 

(+)CUR 4 1---+--' 
SENSE 

I 

;I~~:h 
______ J -=='" 

Figure 3C. Adding a Pedestal from Gate Drives 

sense input or the current limit input is to use a re
sistive divider from VREF. 

PROTECTION CIRCUITRY 

By adjusting the pulse-by-pulse current limiting, a 
converter can be protected against short circuit 
conditions. The UCC3806 terminates the PWM out
put protecting the switching device and other 
power components when sensed switch current 
reaches the 1 volt current limit threshold. The ratio 
of this signal to actual switch current is determined 
by the current sense resistor value. Additionally, the 

swJ
11 

currJ 

1.0V 

Figure 4. Overcurrent Shutdown 
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SHUTDOWN feature can be incorporated for fur
ther protection as shown in Figure 4. 

The pulse-by-pulse current sense amplifier allows 
differential voltage sensing for ungrounded sense 
resistors. The current amplifier will terminate the 
ON-time when it's differential voltage reaches that 
set at the current limit input. Pulse by pulse current 
limiting is programmed by two resistors at the cur
rent limit. These resistors also set the shutdown 
mode to either latching or non-latching shutdown. 
To choose Values of R1 and R2: 

vcs = (Vpin1 - 0.5)/3 

ICL = ((R~~ +V:F)_ 0.5)1 3Rs 
During Shutdown: 

V . VREF-190(10-6)Rt 
pln1 = Rt 

1 + R2 
Latch Mode: Vpin1 > 350mV 
Non-Latch Mode: Vpin1 < 350mV 

A SHUTDOWN pin is provided for enhanced pro
tection. Pin 16 can be programmed to force a shut
down when it's voltage exceeds 1 V, and latching or 
non-latching modes are programmable options. 
When a shutdown is triggered, a 19011A current 
sink is connected to the current limit pin. If the volt
age on pin 1 remains above 350mV, then the IC re
mains latched and outputs are held actively low. If 
the voltage is allowed to fall below 350mV, then the 
IC will reset and initiate a re-start. Of course, a 
wider margin is recommended to guarantee that 
resistor tolerances and external noise do not affect 
this mode selection. Again, a bypass capacitor 
from pin 1 to ground can also help eliminate prob
lems from external noise. 

I 
I VREF 

I CURRENT 
I LIMIT 
I ADJUST R1 

R2 

I SHUT JL 
DOWN 

Figure 5. Shutdown Mode Programming 
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SOFT START 

Several methods of soft starting of a converter are 
possible with the UCC3806, and two common ex
amples are shown. In the first exampleian RIC net
work isolated by a PNP transistor sinks current 
from the output of the error amplifier. In the second, 
an RIC network alone is used on the error amplifier 
non-inverting (ElA+) input. This ramps up the non
inverting input of the op-amp to reduce the slew of 
output voltages and delivers true closed loop con
trolled start-up. In both cases, the diode provides 
automatic capacitor discharge when the VREF turns 
off, typical of a power-up or shutdown condition. 

VREF 

I 
I 

I 
I 
I 
I 
I 

COMP 

I Error 
I Amp 

I 

Figure 6. Buffered Soft Start 

VREF 

less: 
I 
I 

Figure 7. Closed Loop Soft Start 

APPLICATIONS 

Push-Pull Converter 

One of the most common uses for the UCC3806 is 
in an isolated Push-Pull configuration utilizing cur
rent mode control. A summation of the components 
and their functions follows. 

Resistors Rg1 and Rg2 limit the output current to 
0.5A. Rv limits current to the IC to 10mA. RT and 
CT set frequency and dead time. Note that oscilla
tor waveforms may become non-linear at higher 
frequencies and so RT and CT should be selected 
to obtain the desired frequency. Rss and Css are 
used to ramp up the reference on the error amp so 
the output voltage comes up in an orderly manner. 
R1 and R2 program the pulse by pulse current limit 
for primary peak current. R3 and R4 set a shut
down triggered by excessive primary current. 
These levels should be set to assure that a shut-
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+VIN 
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Lo 

Co 

FigureS 

down will be triggered before the pulse by pulse 
current limit threshold is reached. R1 and R2 deter-

+VIN 

mine latched or non-latched shutdown once shut-
down is tripped. Slope compensation is shown and 
may be necessary in order to avoid sub-harmonic 
oscillations when duty cycles greater than 50% oc-
cur. Note that bypass capacitors are used in sev-
eral locations to filter noise around the UCC3806 
circuitry. The value of these capacitors will vary de
pending on input and output variables, layout, and 
power level. 

Non-Isolated Autotransformer Converter 

When isolation is not needed but a voltage step up 
desired, a simple push-pull configuration may be 
used with a non-isolated transformer to step up the 
input to output voltage. Figure 9 shows how a 
UCC3806 may be used to achieve a very efficient 
converter ideal for battery applications. Because of 
the voltage step up, output regulation is maintained 
even when input voltage falls below output voltage. 
Notice that the UCC3806 is otherwise used in a 
very conventional application here. Circuit set up 
follows the same simple rules as a conventional 
transformer isolated converter. Efficiencies over 
90% can be realized for low power converters simi
lar to this example. 

Figure 9. Autotransformer Converter 

Self Contained Low Power Converter 

A non-isolated converter of Figure 10 demon
strates the versatility of the UCC3806 FET output 
stage. In this application, the lower drive FET of 
each output totem pole is used as a synchronous 
rectifier along with the parasitic body diode, and no 
external diodes or switches are used. Interleaved 
inductors are incorporated and operated in the 
continuous current mode. Inductor current must not 
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become discontinuous, or current will reverse di
rection and circulate into the IC. When this occurs, 
the other inductor circulates current into the lower 
output FET creating excessive heating and forcing 
the IC to overcome backwards current when turn-

ing on again. 

Summary 

Figure 10 

Vo 

BiCMOS technology in the UCC3806 has added a 
new dimension to PWM IC's available today. This 
IC enables the designer to optimize circuits by al
lowing higher switch frequencies and decreasing 
IC delays. This breakthrough in technology brings a 
dramatic reduction in IC operating current and the 
ability to use larger resistor values in support cir
cuitry which further cuts power loss. less parts can 
be used by eliminating Schottky diodes which pro-

UNITRODE CORPORATION 
7 CONTINENTAL BLVD .• MERRIMACK, NH03054 
TEL. (603) 424-2410 • FAX (603) 424--3460 

U-144 

teet Bipolar IC's as well as the possible elimination 
of current sense filtering. The UCC3806 remains 
pin for pin compatible with the familiar UC3846 and 
possesses all of the desirable functions found in 
that popular PWM control IC. These features in
clude a 500mA output drive capability, current 
mode control, fully differential current sense ampli
fier, pulse by pulse current limiting under voltage 
lock out and built in shutdown circuitry. 
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UNITRODE CORPORATION APPLICATION NOTE U-149A 

ELEGANTLY SIMPLE OFF-LINE BIAS SUPPLY 
.. FOR VERY LOW POWER APPLICATIONS 

by Bill Andreycak 
Supervisor 

Application Engineering 

INTRODUCTION 

Generating a low power, low voltage bias supply in 
an off-line application may not seem like a major 
design challenge - at first glance. However, obtain
ing an efficient, cost effective and compact 1 Watt 
supply can be a frustrating ordeal as the various 
approaches are evaluated. A simple transformer
less technique, like the Buck regulator, requires a 
rather complex high side switch which can be diffi
cult to drive. Narrow duty cycles are another ines
capable problem with a significant step down in 
input to output voltage. 

The Flyback converter can provide a relatively sim
ple solution for this low power application, but it re
quires more costly coupled windings instead of a 
single inductor to perform the voltage conversion. 
Other topologies too, have their own unique sets of 
problems. For example, the SEPIC Converter is a 
viable option, but needs a high voltage blocking ca
paCitor and two inductors, in addition to the high 
voltage switch. It will also require current mode 
control for stability as opposed to simpler control 
techniques. Charge pump circuits are another pos
sibility, but are generally much noisier, deliver poor 
efficiency and often use a high side switch. This 
Application Note will present a novel conversion 
technique to achieve the desired low voltage, low 
power bias supply while meeting the design goal of 
low cost with minimal complexity. 

Figure 1. Cascaded Flybacks 

Approach : The basic converter shown in Figure 1 
is a cascaded Flyback Converter operated in the 
discontinuous current mode. Two flyback stages 
are placed in a series configuration to complete the 
voltage transformation. Inductor L 1 of the first 
stage is switched across the input voltage when 
MOSFET (Q1) turns on. Energy is stored in L 1 as 
its current rises linearly until the switch is turned 
off. When this occurs, inductor L 1 discharges its 
energy into capacitor C1, and diode D1 is conduct
ing. In steady state operation the switching action 
develops a net DC voltage across C1, the "output" 
capacitor of the first Flyback converter, C1. 

The inductor of the second stage (L2) is also 
switched across capacitor C1 while the MOSFET is 
on. Although the voltage across inductor L2 is 
negative with respect to ground, energy is stored in 
L2 as the current linearly rises. When the switch is 
turned off, inductor L2 discharges to the output ca
pacitor of this second Flyback stage, C2. A regu
lated DC output voltage is obtained across C2 and 
controlled by varying the ON-time of switch Q1. 
Voltage and current waveforms for this converter 
are shown in Figure 2 for completeness. 

This cascaded Flyback converter can be controlled 
by a number of popular techniques which include 
Duty Cycle (Voltage Mode) Control or Current 
Mode Control, and can be operated in either fixed 
or variable frequency modes. A novel control tech
nique will be introduced to greatly simplify the cir
cuit complexity, and is implemented in the 
UCC3889 Bias Control IC with complete details to 
follow. 

CONVERTER DESIGN EQUATIONS 

Circuit components are primarily determined by 
several key factors; switching frequency, output 
power, efficiency and duty cycle. First, the voltage 
conversion relationship for the Flyback topology is 
reviewed. 
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Duty Cycle : 

tON 
Duty cycle ( d ) = tPERIOD 

The cascaded Flyback conversion technique util
izes the output of the first Flyback converter as the 
input to the second stage. The voltage transforma
tion of the two Flyback converters in series can be 
approximated by : 

1 
where tPERIOD = tON + tOFF, or fSWITCHING 

For the Flyback topology, the duty cycle can be ap
proximated by the following relationship: 

VOUT = VIN (1 ~ d J VOUT = VIN • _d_ 
1-d 
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Figure 2. Converter Waveforms 
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This equation can be rearranged to solve for the 
duty cycle with respect to VIN and VOUT as: 

duty cycle = ~ 
VIN 

1 + VOUT 

Input Power: 

P PIN h ff· . IN =n; were n = e IClency 

Input Current: 

liN = PIN . or liN = POUT 
VIN ' (VIN - n) 

Peak Inductor Current: 

The peak inductor current changes with line and 
load conditions according to the following relation
ship: 

ILpK= 2 -liN 
d 

Inductor Value: 

The inductor values are obtained from the 
equation: 

L= V-At 
AI 

DC INPUT VOLTAGE 

TON 

U-149A 

Any set of operating conditions can be used to 
solve this, and other equations. It is often easiest to 
standardize on using low line, full load conditions 
when the inductor (L 1) is charging during the 
switch ON-time. 

tON 
L = VINmin - ILPK 

The second Flyback inductor value (L2) is obtained 
using this equation but by substituting the output 
voltage of the first converter (VOUT1) for VIN. 

OTHER COMPONENTS 

Capacitors are selected to adequately provide a fil
tered DC voltage with little ripple, and to handle the 
ripple current without excessive self heating. Simi
larly, diode selection is based upon the maximum 
reverse voltage, forward current and acceptable re
covery times for this application. The main switch 
(Q1) must withstand the high flyback voltage of the 
first converter and exhibit low conduction loss. 
Most 600V MOSFErs with less than 10 ohms of 
on-resistance (Rds on) are good candidates for this 
low power application. 

CONTROL SECTION 

The block diagram of the UCC3889 Off-line Power 
Supply Controller is shown in Figure 3. This IC in
corporates several innovative features to reduce 
external circuitry and complexity while providing 
control to regulate the output voltage. A variable 
ON-time and variable OFF-time control algorithm is 
used to perform regulation. The switch ON-time is 

r------------------ -------------, 

ROFF 

~ I~ 
3~--4r--~~----~~----+-~+---------~~7 

2~--+-----------~ 

I 
I 
I 

ADJ 
I 
I 
I 
I 

IGND 
L=~~--__ L__J_+-L--------L-~5r_~~ L__________________ 1 

RETURN 

Figure 3. UCC1889 Typical Application 
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varied inversely with the supply input voltage, 
whereas the OFF-time is varied inversely with the 
supply's output voltage. This results in inherent 
short circuit protection, input voltage feedforward 
and a greatly simplified control technique. Opera
tion and programming of these key features will be 
explored in more thorough detail. 

POWERING THE UCC3889 CONTROLLER 

Note that the UCC3889 is powered by connecting 
a resistor from the IC's TON pin to the high voltage 
supply, and not from the Vee connection. An inter
nal switch directs the current from TON to either 
Vee or to a current mirror used for a timing func
tion, and further details are presented in the TIM
ING section. Prior to turn-on, this switch is 
positioned to connect TON to Vee, steering the cur
rent into the Vee supply capacitor. 

This SiCMOS Control IC consumes less than 250 
microamps from the input supply while VCC is be
low it's 8.5 volt undervoltage lockout (UVLO) turn
on threshold. Once on, the IC typically draws only 
1.5 milliamps from VOUT, and has a UVLO turn-off 
threshold of 6.3 volts. The VCC supply capacitor, 
CVcc, must maintain the IC supply voltage within 
it's 2.2 volt UVLO hysteresis region during the 
start -up of the converter. 

Additionally, the minimum line voltage to begin op
eration of the converter can be programmed. RON, 
the timing circuit programming resistor also func
tions to program a current indicative of the AC in
put line voltage. Turn on occurs when· this current 
reaches 220IJA typically, so select the value of RON 
accordingly. This protection feature therefore will re
quire a minimum current drawn by the IC from the 
line at all times, so the worst case power dissipa
tion for RON will be at high line. 

Two other noteworthy features are the IC's internal 
9V zener clamp diode between VCC and ground, 
and the switched current source and diode from 
VOUT to VCC. The zener eliminates the need for 
external overvoltage protection when powered from 
a current source (resistor) to a high voltage supply, 
typical of an off-line converter. It also clamps the 
supply voltage when normally powered from the 
converter's output voltage. When VOUT rises 
above VCC, a switched internal current source is 
enabled thus limiting the current shunted to ground 
by the zener clamp diode. This helps minimize 
wasted power which would otherwise reduce over
all efficiency and raise the IC's junction tempera
ture. The series diode also prevents VCC from 
powering VOUT during start-up and short circuited 
output conditions. 

U-149A 

GATE DRIVE OUTPUT 

A CMOS totem pole output stage is incorporated in 
this IC which provides a rail-to-rail voltage swing of 
the DRIVE output. A 200mA peak sink current and 
a 150mA peak source current will adequately drive 
MOSFETs gates for this low power application. 
Typical rise and fall times into a 1 nanoFarad load 
are 35 and 25 nanoseconds respectively. 

Schottky clamp diodes to protect the IC's gate 
drive output from swings below ground and above 
Vee are NOT needed. The internal body diodes of 
the CMOS output stage transistors provide suffi
cient clamping. 

OSCILLATOR AND TIMING FUNCTIONS 

Programming begins with a selection of the highest 
operating frequency which will typically occur at 
low line and full load. As either the load is de
creased, or input line increased, the switching fre
quency will adjust to regulate the output voltage. 
Therefore, the first parameter to determine is the 
switching frequency, FS. A good first approximation 
is 100kHz which will be used for this example. 

Fs = 100kHz at low line, full load 

The switching frequency selection will determine 
the exact values of the converter inductors (L 1 and 
L2) in addition to the exact ON-time and OFF-time. 
Once the inductor values are calculated, the IC can 
be programmed to deliver the specific control tim
ing functions, TON and TOFF. Likewise, the se
lected ON and OFF times can be used to 
determine the exact inductor values needed to fa
cilitate the power conversion. 

Switch ON-time is developed by charging a timing 
capacitor from a constant current source. The exact 
charging current is varied directly with the con
verter input voltage to deliver a constant volt-sec
ond charging of the timing capacitor. This 
characteristic will exhibit input voltage feedforward 
and immunize the output from changes in line volt
age. 

During the charging period of the timing capacitor, 
the voltage at TON is approximately 4.5 volts. Note 
that only eighty percent (80%) of the current into 
the TON pin is used to charge the timing capacitor. 
The other twenty percent is diverted to the mini
mum line voltage detection circuitry which is de
scribed in the Protection Circuits portion of this 
Application Note. The exact timing capaCitor charg
ing current is therefore: 

I(C ) - 0 8 (YIN - 4.5) 
T+ - .• RtoN 
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The timing capacitor has a peak to peak amplitude 
of approximately 3.7 volts for high noise immunity. 
It begins charging from a lower threshold of 1.3 
volts to it's upper threshold of S.O volts. While the 
timing capacitor is charging, the IC's output is high 
and the converter switch is on. The control circuit 
ON-time is programmed according to the following 
formula: 

t _CT.3.7 
ON - I(Cn) 

This can also be expressed as : 

t 4.6 • CT • RtON 
ON = VIN-4.S 

The ON-time must correspond to the time required 
to charge the inductors to a peak current value 
necessary to maintain regulation of the output volt
age for any given set of line and load conditions. 
Note that the exact voltage at TON will rise from 
about 2.S to 6.S volts while the timing capacitor is 
charging, so these equations are approximations. 

Once the timing capacitor crosses the upper oscil
lator threshold, the IC output goes low and the 
main switch is turned off. The timing capacitor is 
then discharged by a current programmed at the 
TOFF pin. This discharge current is varied as a 
function of the converter's output voltage to per
form regulation, facilitate startup and provide pro
tection against overload and short circuit 
conditions. Discharge current is programmed by a 
resistor (ROFF) from the TOFF pin to ground ac
cording to the following equation: 

I(CT-) = VOUT- 0.7 
ROFF 

The OFF-time is expressed as : 

t 3.7 • CT • ROFF 
OFF = VOUT _ 0.7 

The total conversion period is a sum of the ON
time and OFF-time for a given set of operating con
ditions. Combining equations, this can be stated 
as: 

tPERIOO = 3.7 • CT • ( RtON + RtOFF ) 
0.8. (VIN - 4.S) VOUT - 0.7 

Since one percent resistors are more readily avail
able than capacitors with such a tight tolerance, it 
is advisable to first select the timing capacitor. Also, 
resistor values should be kept as high as possible 
to minimize oscillator currents to attain high overall 
efficiency, especially in a low power application. A 
good first approximation is to use 1S0pF for the 
timing capacitor value which will "home-in" on tim-
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ing resistor values between 200k and 2meg ohms 
for approximately 100kHz operation. 

CT = 1S0pF (first approximation) 

REGULATING THE OUTPUT VOLTAGE 

The converter output voltage can be regulated in 
two different modes, depending on the application. 
In it's simplest configuration, the output voltage is 
connected to the IC's VOUT pin and the ADJ pin is 
unused. An internal 116ki30k ohm resistor network 
is used to divide the output voltage down for com
parison to a precision 2.S volt reference at the tran
sconductance (gm) amplifier. It's output alters the 
timing capacitor discharge current to adjust the Off
time in response to any changes in the converter 
output voltage. In this configuration with the ADJ 
pin "floating", the output voltage is regulated at 12 
volts. This level was selected for general purposes 
and is compatible with many applications. 

Another simple configuration of this control circuit 
is to ground the ADJ pin. An additional SOkn is 
then placed in parallel with the 30kn internal di
vider resistor thus lowering the impedance to about 
18.7Skn. Grounding the ADJ pin will regulate the 
converter output voltage at approximately 18 volts 
instead of 12 volts, as with the ADJ pin floating. 
This amplitude was selected for use with many 
popular off-line PWMs as this converters principal 
load which utilize a 16 volt turn-on threshold. After 
accommodating their UVLO tolerances, eighteen 
volts was selected to fulfill nearly all PWM under
voltage lockout requirements. 

The converter output voltage can be programmed 
for any level above 2.S volts with two parts. An ex
ternal resistive divider network between VOUT, ADJ 
and GND is all that's needed. This should be a 
lower impedance than the IC's internal divider net
work to null out any inaccuracies due to initial toler
ance. By proper IC layout design and procedures, 
resistor ratios within the device will be maintained 
quite accurately although their exact values can 
vary significantly. For this reason, best results are 
obtained by using lower impedances externally 
than the 116k, 30k and SOk used within the 
UCC3889. 

CLOSING THE FEEDBACK LOOP 

An internal transconductance amplifier (gm type) is 
used to maintain regulation of the output voltage. 
The converter's output voltage is divided down by 
the 116k and 30k ohm resistor network and fed to 
the inverting input of the error amplifier. This state
ment applies for the simple configuration where the 
ADJ pin is unused and left floating. For all other ap
plications which utilize the ADJ pin for program
ming the output voltage, then the SOk ohm series 
resistance must be accommodated in the design 
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VOUT 

ADJ 

lo=gm. tN 

Figure 4. Adjust Pin Details 

equations, as shown in Figure 4. For either case, 
the non inverting error amplifier input is internally 
tied to a precise 2.5 volt reference. The corre
sponding amplifier output current is the transcon
ductance of the amplifier (gm) multiplied by the 
difference in amplifier input voltages (AV) and is ex
pressed as: 

1(E/A)oUT = gm. AV, where gm = 1mAIV 

The error amplifier output current is used to modu
late the discharge current of the timing capacitor 
and perform regulation. This current is subtracted 
from the capacitor's maximum discharge current 
which is programmed by ROFF, as shown in Figure 
5 .. Note that the maximum discharge current is lim
ited to 225 microamps within the IC, so a value be
low this should be used. 

When the converter output voltage is low, the tim
ing capacitor discharge current is also low. This is 
typical of start-up and short circuit conditions. Low 
discharge current indicates a long discharge time, 
or OFF-time for Cr, corresponding to a low duty cy
cle. This feature delivers excellent protection under 
either of these conditions. As the output voltage in
creases, so does the discharge current. This has 
the effect of widening the duty cycle in response to 
the output voltage being lower than it's ideal set
point. More energy is transferred as the duty cycle 
widens which continues to raise the output voltage. 

100"A -

IDCHG -
(max) 

w 
(!l 
II: 
« 
:J: 
o 
'" Ci 

I 
--------------------~-----------

VOUT-O.7 
~ 

I 

: VOUT-O.7 -(gmoAV) 
ROFF 

o-L-~------------_+--~-----

O.7V 12V 

VOUT 

Figure 5. Discharge I vs. VOUT 
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As the exact point of regulation is reached, the tim
ing capacitor discharge current will decrease as 
shown in Figure 5. This has the effect of reducing 
the effective duty cycle in response to the output 
voltage getting above the ideal threshold. If the out
put voltage continues to climb, then the discharge 
current is reduced even further. This will result in a 
longer OFF-time, or further reduced duty cycle, 
thus bringing the output voltage back to it's set 
point. Note that this operational mode also provides 
overvoltage protection. 

PROTECTION CIRCUITRY 

For an eight pin device, this UCC3889 features a 
number of internal protection features. As high
lighted in previous sections, the IC has a 9V zener 
clamp on its supply rail. There is also a diode iso
lating Vee from the normal power source (VOUT) to 
keep the IC alive in case of a shorted output or 
overload condition. A switched current source also 
protects the zener from the low impedance present 
atVouT. 

Undervoltage lockout guarantees that the IC does 
not turn on until all internal circuits are properly bi
ased for normal operation. It also insures an ade
quate gate drive amplitude is present to the main 
switch. This is performed by the "Vee OK" compa
rator as indicated in the UCC3889 block diagram, 
Figure 3. 

Low'line lockout protection is also contained within 
the IC to prevent operation during brown-out condi
tions and at power down. This eliminates the poten
tial for excessively low frequency operation which 
can cause saturation of the inductors and abnor
mally high currents within the power stage. One
fifth of the current flowing into TON is used in 
conjunction with the "V LINE OK" comparator to 
detect this situation. Note that this conditional test 
is performed at every oscillator clock cycle during 
the charging of the timing capacitor. To further re
duce power consumption, the current used for de
tection of low line, in addition to CT'S charging 
current are switched off while the oscillator dis
charges each cycle. 

Once a low line fault triggers the "V LINE OK" com
parator, a 0.5 millisecond fault delay period begins. 
During this time the IC output is held off regardless 
of the oscillator operation. This delay limits the con
verter's retry rate during a brownout to around 2 ki
lohertz which is a significant reduction in 
comparison to the switching frequency. In addition, 
the ON-time of the converter is reduced to 600ns 
independent of the input line Voltage. 

Further details and specifications can be obtained 
on the device's datasheet. 
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DESIGN EXAMPLE 

VIN = 80 to 132VAC, or 100 to 180VDC 

VOUT= 12VDC 

POUT = 1 Watt maximum 

FSWITCHING = 100kHz 

Efficiency = 50% (estimate) 

Low line, full load condition will be used to begin 
the design procedure. 

Step 1. Calculate Maximum Duty Cycle 

DutyCycle (d) = ~ 
VIN 

1 + VOUT 

1 
d(max) = _ ~ 3.887 = 

1+-\,~ 
12 

d(max) = 0.257 (roughly 26%) 

Step 2. Calculate tON (max) 

FSWITCHING = _1_ = _1_ = 100kHz 
tPERIOD 1 OIlS 

tON max = d(max) 
( ) FSWITCHING 

tON(max) = 1 ~~:~z = 2.571lS 

Step 3. Calculate tOFF(min) 

tOFF(min) = tPERIOD - tON(max) 

tOFF(min) = 1 OIlS - 2.57J.1s = 7.43J.1s 

Step 4. Calculate the Maximum Input Power 

POUT 1W 
PIN(maX) = = - = 2W 

n(efficiency) 0.5 

Step 5. Calculate the Input Current at Low Line 

IiN=~ 
VIN(min) 

2W 
liN = 100V = 0.020A 

Step 6. Calculate the Peak Inductor Current, 
1L1(pk) 

liN 0.020 
1L1(pk) = 2. d = 2 • 0.257 = 0.156A 

Step 7. Calculate the First Inductor Value (L 1) 

L 1 = VIN. tON(maX) = 100 • 2.57. 10-6 = 1.67mH 
1L1(pk) 0.156 

U-149A 

Step 8. Calculate the Output Voltage of the First 
Flyback Stage 

Since the volt-second products of the ON-time 
and OFF-time must balance for any inductor, 
then VIN • tON = VOUT • tOFF, where VOUT is 
VC1. 

VC1 = VIN. tON = 100. 2.571lS = 34.6V 
tOFF 7.431lS 

Note that the second inductor (L2) is switched 
across this voltage while the main switch .is on, 
so VC1 is the applied voltage to the second Fly
back stage. Although this capacitor is switched 
between the lower and upper supply rails, the 
voltage rating of C1 is much lower than the input. 
The worst case can be easily calculated using 
the previous equation for VC1, but note that the 
IC will adjust the duty cycle to minimize this volt
age change over line and load ranges. Specifi
cally, the switching frequency will adjust, so a 
high voltage capacitor is not needed for normal 
operation. 

Step 9. Calculate the Peak Current in the Second 
Inductor (L2) 

lOUT 
IL2{pk) = 2. 1 _ d 

POUT 1W 
where louT= VOUT = 12V = 0.083A 

I .. k) = 2 • lOUT = 2 • 0.083 o 223A 
L",p d 1 - 0.257 . 

Step 10. Calculate the Second Inductor Value (L2) 
using the Output Voltage of the First Stage, ON
time and Required Peak Current of L2. 

-e 
L2=VC1.~=34.6.2.57.10 =398 H 

IL2{pk) 0.223 J.1 

Step 11. Verify the Estimated Output Voltage, VOUT 

V _ VIN(stage 2) • d 
OUT- 1-d 

V = 34.6. 0.257 '" 12 OV 
OUT 0.743 . 

Note that this is an approximation and does not 
account for the output rectifier voltage drop nor 
any other losses. The control circuit will adjust for 
these losses since it is operating closed loop and 
modify the OFF-time, hence duty cycle, accord
ingly. 

PROGRAMMING THE UCC3889 FUNCTIONS 

The timing functions of the IC will be pro
grammed according to the timing intervals which 
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have been calculated for 100kHz operation. A 
150pF timing capacitor has been selected as a 
starting point to simplify the design process. The 
specific ON-time and OFF-time programming re
sistors are obtained from the previous equations 
by inserting the appropriate times and capacitor 
value. 

Step 12. Calculate RtaN 

RtON = taN. (VIN - 4.5) 
4.6. CT 

R 2.57. 10-6. (100 - 4.5) 
tON = =-='-'---'------''--'-''--::-::--:."-. 

4.6. 150.10-12 

RtaN = 348.9k (use 3301<0) 

Step 13. Calculate RaFF 

taFF. (VouT-0.7) 
ROFF 

3.7. CT 

7.43. 10-6. (12 - 0.7) 
ROFF 

3.7. 150. 10-12 

RaFF = 149.3k (use 150k) 

Step 14. Calculate RDCHG 

A resistor placed in parallel with the timing ca
pacitor is used to discharge CT when the con
verter output voltage goes to zero. This also sets 
the maximum OFF-time of the switch and is used 
to program the minimum frequency for startup 
and short circuit protection. A one millisecond 
(1 ms) duration will be used for this example. 

RDCHG "" tOFFmax 
3.7. CT 

RDCHG = 1.78 meg (use 1.8 or 2 meg) 

0.25A 

AC INPUT -
80-265 

VAC 
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PROGRAMMING THE OTHER PINS 

An output voltage of 12VDC has been selected 
which does not require a resistor divider for feed
back. The IC's ADJ pin is open for this application. 
Also, the MOSFET gate will be directly connected 
to the IC's output and no gate drive resistor is 
needed. Typical 0.11lF bypassing will be used at the 
IC's supply voltage, Vcc. A tight prototype layout is 
also recommended as good design practice. 

PROTOTYPE ASSEMBLY 

The entire 1 Watt off-line power supply can be built 
with as few as 16 parts for a 11 OVAC only input as 
shown in Figure 6. Using surface mount assembly 
techniques and a tight PC board layout, the com
pleted assembly requires about one square inch 
(1" sq.of area). A performance evaluation for this 
example is summarized below. 

UNIVERSAL INPUT VOLTAGE (80 to 265VAC) 

Due to the higher voltage input (373Vpk), L 1 and 
RtaN will be broken-up into series components 
which can conservatively handle the applied volt
age. For example, three identical 1/4W resistors 
will be used as RtaN due to the maximum voltage 
rating of 200 volts each. Inductor L 1 is divided into 
two very inexpensive axial type inductors also 
placed in series to withstand the high Voltage. All 
other lower voltage components are similar to the 
110VAC only application, and are readily available, 
standard types used in the industry. 

The bulk input capacitor should be conservatively 
rated for 450VDC, and the input diodes are 800V 
types. Since the circuit operates in the discontinu
ous inductor current mode, diode switching speed 
is not very critical. However, diodes should have re
covery times below a quarter of a microsecond 
(trr < 250ns) for efficient high frequency operation, 
and rated for the proper reverse voltage. Standard 

D1 
IN4937 

+12V 

Figure 6. Design Example 
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1N4007 
1N4007 1N4007 

'---~TO PFC 1N4937 

2.2~F 

450VOC 
+ ,-------~ 

7 

Vee 
O.2A 

1N4937 

1N4007 1N4007 

I 
OPTIONAL 

Figure 7. Typical 1101220VAC Application 

1N4937 type 600V diodes can be used;in the high 
voltage switching sections, and a lower voltage 
1 N4935 is a good selection for the output diode. To 
simplify manufacturing, 1 N4937s can be used for 
all three rectifier applications. The complete sche
matic and list of components is shown in figure 7. 
Measured performance is·indicated above. 

UCC3889 Application Circuit Performance 
Measurements 

110VAC (only) and 110/220 Universal AC input 
Nonisolated models 

VIN VOUT POUT EFFCY 

(VAC) (VDC) (W) (approx) 

12.16 0.58 45% 
78 

(both) 12.15 0.81 47% 

12.11 1.00 47% 

12.22 0.59 45% 
128 

(both) 12.23 0.82 45% 

12.24 1.02 44'Yo 

12.24 0.59 44% 
170 

(110/220 only) 12.25 0.82 44% 

12.26 1.03 44% 

12.24 0.59 40% 
264 

(110/220 only) 12.26 0.82 42% 

12.28 1.034 43% 

VOUT nominal = 12.19511, ±O.7% (±85mV) 

I Efficiency nominal = 44% 

ISOLATING THE OUTPUT VOLTAGE 

An isolated output voltage is obtainable with this 
UCC3889 controlled cascaded Flyback conversion 
technique. While several possibilities exist, one of 
the easiest places to attain isolation is at the induc
tor used in the second power conversion stage, as 
shown in Figure 8. Due to its lower inductance than 
the first stage, fewer turns are required and gener
ally a smaller core can be utilized. Note, however, 
that the core size could be predominantly deter
mined by the isolation requirements and not the 
stored energy requirements of the system. Design
ers are encouraged to pursue various core geome
try options depending on the specific isolation 
voltage, safety agency and creepage/clearance 
distance requirements. 

09 
1N4935 

Figure 8. Isolated Output 
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One rather quick, inexpensive and effective way to 
provide an isolated output is to use an 'off-the
shelf" isolation transformer which meets the design 
specifications. Many standard "Common Mode 
Line Chokes" used for EMI filters and suppression 
meet the appropriate voltage isolation require
ments. One example of this is the Coilcraft "EE 
Style" series of line chokes. Specifically, their 
E3496A through E3498A coupled chokes have in
ductances between 1681lH and 468IlH, and can 
handle currents from 2.5 to 4 amps. As stated pre
viously, there are a variety of other manufacturers, 
core styles and ratings to choose from, in addition 
to designing one's own. 

REGULATING THE ISOLATED OUTPUT 

Maintaining adequate regulation of the isolated 
output voltage over all line and load conditions 
without any feedback path to the IC via optocoupler 
(etc.) is possible. If both windings of the isolating 
inductor were perfectly coupled then the voltages 
of each would look identical regardless of which 
one was being loaded. As is always the case, truly 
perfect magnetic coupling cannot be obtained, re
sulting in detrimental series, leakage inductance. 
This detracts from the ability for one winding to per
fectly track the other which will degrade output volt
age regulation. These effects are minimized by a 
low leakage inductance design, but some finite 
leakage is to be expected, especially with high volt
age isolation between windings. 

Pre loading of the "feedback" winding which powers 
the UCC3889 IC and provides the voltage feed
back information will improve regulation of the iso
lated output over all load conditions. While this 
does reduce overall efficiency, the small penalty 

1N4007 1N4007 

O.2A 

1N4007 1N4007 

2.2~F 

450VDC 

1N4007 

L---4TO PFC 

+ ...----------, 

Vee 

I 
OPTIONAL 
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09 

rn 
L3 C5 

Figure 9. Adding Series Inductance 
to Improve Cross Regulation 

may be an acceptable compromise for the improve
ment in regulation. 

The best option to improve regulation is to add 
some series inductance to the "feedback' winding 
as shown in Figure 9. Note that when placed as 
shown, the inductance is not part of the circuit 
while the coupled inductor is charging, but only 
during the discharge. This additional inductance 
has the effect of steering all ripple current (hence 
stored energy) to the isolated output which is more 
heavily loaded. Energy is transferred to where it is 
needed most, at the load, and not to the control cir
cuit. By varying the series inductance and preload
ing of each output, excellent regulation of the 
isolated output voltage can be achieved without re
quiring a separate feedback path. 

An isolated version of the universal input range ap
plication circuit of Figure 10 was constructed and 

1N4937 

C6 
22JlF 
25V 

Figure 10. Isolated Output with Universal AC Input Range 
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tested. Performance results are shown below for 
comparison to the nonisolated version. 

UCC3889 Application Circuit Performance 
Measurements 

110/220 Universal AC Input with Isolated Output 

VIN VNONISO VISO POUT EFFCY 

(VAC) (VOC) (VOC) (W) (approx) 

12.37 12.07 0.41 45% 

78 12.31 11.85 0.63 46% 

12.26 11.63 0.82 47% 

12.26 11.33 0.99 51% 

12.39 12.14 0.42 44% 

156 12.36 12.00 0.64 45% 

12.37 11.80 0.85 46% 

12.37 11.72 1.06 44% 

12.42 11.77 0.39 43% 

195 12.39 11.59 0.60 44% 

12.36 11.33 0.78 44% 

12.33 11.42 1.00 45% 

12.43 11.819 0.39 39% 

240 12.41 11.697 0.61 42% 

12.39 11.605 0.81 43% 

12.38 11.626 1.04 43% 

Nonisolated VOUT nominal = 12.34911, ±O. 7% (±85mV) 
Isolated VOUT nominal = 11.7411, ±3.4% (±400mV) 
Efficiency nominal = 45% 
Main Transformer = COIL CRAFT E3498A "Common 
Mode EMI Filter Choke", Turns Ratio = 1:1, Lp=Ls= 
16(),lH (approx), 3750VAC Isolation 

EFFICIENCY 

The efficiency measurements indicate the overall 
ratio of output power divided by the input power, 
and are typically around 45%. Note that this figure 
includes the power lost in the timing resistor (RtON) 
connecting the input supply voltage to the 
UCC3889 for initial startup end continuous in
put line voltage detection. The power consumed 
to perform this function is approximately 30 

UNITRODE CORPORATION 
7 CONTINENTAL BLVD .• MERRIMACK, NH 03054 
TEL. 603-424-2410. FAX 603-424-3460 
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milliwatts at low line, but nearly 400 mililwatts 
at high line. Once this loss is accounted for, the 
remaining losses demonstrate that this con
verter runs between 51 % and 63% efficiency at 
high line, depending on load. It is clear that this 
cascaded flyback conversion technique Is a 
highly efficient solution to low power applica
tions, especially with a high voltage input. 

OTHER APPLICATIONS 

Although primarily designed for off-line applica
tions, the UCC3889 Bias Supply Controller and the 
cascaded Flyback Conversion technique are 
equally applicable for low power DC/DC converters. 
Typical usages are to generate a bias supply for 
the main PWM controller, or to deliver a regulated, 
low power output supply. The simple implementa
tion of this control technique is further applicable to 
numerous other topologies including conventional 
Flyback, Forward and other single switch convert
ers. 

SUMMARY 

The task of generating a low power, low voltage 
bias supply can be greatly simplified using this 
novel cascaded Flyback converter technique. Inex
pensive, readily available standard components 
can be used in cost sensitive applications, while 
miniature surface mount devices are best suited 
where size is a premium. Furthermore, this ap
proach can be utilized to generate an isolated low 
power supply without the complexity of voltage 
feedback circuitry. Finally, a sophisticated 8 pin IC, 
the UCC3889 Bias Supply Controller has been in
troduced to minimize external components while 
providing complete protection of the converter and 
regulation of the output Voltage. 

NOTES 

1. The control technique implemented by the 
UCC3889 Control IC is used under agreement 
from Lambda Electronics and is patent pending. 
Designs incorporating this control technique are 
not in violation of this patent provided that the 
UCC3889 is used as the control device. 

2. COILCRAFTs phone number is : 
1-800-322-2645 (U.S.). 
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APPLYING THE UCC3570 VOLTAGE-MODE PWM CONTROLLER TO BOTH OFF-LINE AND 
DC/DC CONVERTER DESIGNS 

By Robert A. Mammano 
Vice President 

Advanced Technology 

Abstract 

BiCMOS processing provides the key to a new integrated PWM control/er which offers higher switching frequen
cies at lower quiescent current drain while including new innovations in both performance and protection features. 
Its versatility is demonstrated with the description of a 50W, wide input voltage range, off-line inverter and a 48-to-
5V isolated DC/DC converter, both of which feature efficiencies in the range of 80 percent. 

INTRODUCTION 

Over the years, our industry continues to see a steady 
evolution in power control technologies as new circuit 
topologies offer performance improvements over those 
achievable with older designs. For instance, current
mode control has become today's dominant control al
gorithm as its introduction brought such benefits as: 

• Instant response to line variation 

• Inherent pulse-by-pulse current limiting 

• Faster loop response 

These characteristics were quite significant when com
pared to the voltage-mode circuits built with the tech
nology of the early 1980's when current-mode IC's were 
first introduced. However, both circuit design and IC 
process developments during the intervening years 
have shown that these capabilities are not necessarily 
limited to current-mode control. And along with the 
benefits of current-mode control have come several dif
ficulties which have notably complicated the power sup
ply designer's tasks. Among these are: 

• Dealing with the current waveform's leading
edge spike 

• Eliminating the effects of ringing or other noise 
sources 

• Adding the appropriate amount of slope com
pensation 

• Analyzing circuit performance with two feed
back loops 

• Providing good regulation with multiple outputs 

• Stabilizing PWM operation with low amplitude 
ramp waveforms 

Although solutions can and have been found for all the 
above issues, these difficulties have inspired a re-evalu
ation of voltage-mode control in the light of today's tech
nology. In particular, it seemed desirable to incorporate 
some newer circuit concepts - such as voltage feed-for
ward, programmable duty-cycle limiting, and sophisti
cated fault protection - into a design which could also 
benefit from low-current BiCMOS processing. These cir
cuit and process innovations have resulted in a new IC 
controller equally at home in wide voltage range off-line 
inverters and highly efficient isolated DC/DC convert
ers. 

INTRODUCING THE UCC3570 

The.overall block diagram for the UCC3570 is shown in 
Figure 1. While this architecture may look relatively 
complex, it is not because of the pulse-width modula
tion circuitry. Although this may be the heart of the con
troller, it is implemented with only the comparator, 
OR-gate, latch, and output driver shown across the 
center of the diagram. Since the UCC3570 is intended 
for isolated applications, there is no error amplifier, an
ticipating that this function will be on the opposite side 
of the isolation boundary. 
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Figure 1. The overall block diagram of the UCC3570 showing connections to typical external components. 

The emphasis given to programming and protection is 
indicated by the multiple-input OR-gate in the PWM 
path. This gate will terminate or prevent an output pulse 
if any of its inputs are high. The input signals to this 
gate are derived from the remainder of the circuitry. 
These other circuits can be divided into three sections 
which are described below: Ramp generation, Power 
sequencing, and Fault protection. 

RAMP GENERATION CIRCUITRY 

An important circuit feature incorporated into the design 
of the UCC3570 is a unique PWM ramp generator 
which combines voltage feed-forward, duty-cycle 
clamping, and fixed frequency operation. While all of 
these characteristics. have individually been used be
fore, combining them into a control which will automat
ically and linearly provide an open-loop PWM correction 
for large input voltage variations, and allow a maximum 

duty-cycle clamp to be user-set over a 20%-to-80% 
range, while maintaining constant switching frequency, 
was a challenge met with the circuitry shown separately 
in Figure 2. 

The ramp voltage waveform is formed by charging an 
external capacitor with a current source made propor
tional to the input line voltage, and discharging it with a 
programmable current sink which determines the mini
mum deadtime. Switching between the charging and 
discharging currents is commanded by a flip-flop which 
is set with a constant-frequency clock Signal, and reset 
when the ramp reaches four volts. To insure constant 
ramp amplitude, the bottom of the ramp is held at one 
volt while awaiting the clock command to start the next 
charge cycle. If the ramp discharge has not returned to 
one volt at the end of the period, the clock is blocked, 
forcing the circuit to wait through the next period before 
charging again by accepting the following clock signal. 
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These relationships are shown in Figure 3 which compares 
the ramp waveform with three different levels of input voltage. 

Vm 

., 

RAMP 

rcA 10 

TOPWM 
COMP 

RAMP VALLEY 

1V 

r-----+PWM 
ACTIVATE 

RAMP PEA 

Figure 2. The ramp generation portion of the UCC3570 with 
independent rise-time, fall-time, and frequency control. 

: : I 1 1 
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C 

Figure 3. Effects of line voltage on the ramp waveform showing a 
variable slope rise, constant fall, and guaranteed 
minimum off-time. 

PROGRAMMING AND PROTECTION 

The power sequencing features of the UCC3570 are highly 
optimized for off-line operation beginning with the fact that the 
BiCMOS process yields very low operating currents for this 
device - one milliamp to run and less than 100 microamps 

WARNING 

U-1S0 

prior to starting. In addition, there are two pins 
which sense the line voltage and provide turn
onlturn-off functions. Vee provides chip power 
and has a UVLO circuit which sets turn-on at 13 
volts with a 4-volt hysteresis. VFWD is primarily in
tended to provide voltage feed-forward byadjust
ing the ramp slope, but this pin is also monitored 
by over and under-voltage sensing comparators 
which terminate output pulses if the line voltage 
is outside its defined operating range. Because 
Vee will normally require an energy storage ca
pacitor, it will respond more slowly than VFWD 
and since both must be above a minimum for op
eration, turn-on will typically be initiated by Vee 
while a collapsing voltage on VFWD will provide a 
faster turn-off. Turn-on is further controlled by a 
Soft-Start circuit which minimizes both starting 
currents and output voltage overshoot. 

Another valuable circuit feature is an over-current 
fault protection technique which provides fast 
pulse-by-pulse current limiting with the ability to 
accept a definable period of over-current opera
tion and then shut the system down if the fault is 
continuous. Referring again to Figure 1, the Cur
rent Limit pin is shown monitored by two compa
rators with thresholdS of 0.2 and 0.6 volts. (It 
might be noted that noise filtering here has no 
impact on the feedback control loop as it would 
with current-mode control.) When the 0.2V 
threshold is exceeded, the output is commanded 
off within 100nsec. In addition, each time this oc
curs, an increment of charge is added to the ca
pacitor on the COUNT pin and should the 
voltage on this pin rise to 4V, a Shutdown Latch 
is activated. This latch is also triggered immedi
ately if the current limit signal crosses the 0.6V 
threshold. Reset of the Shutdown Latch occurs 
when either Vee or VFWD falls below its lower 
threshold which allow a variety of options for 
either manual or automatic restart but, in either 
case, reset initiates a normal soft-start. 

Off-line AC power supplies are intrinsically hazardous!!! 

The power supply described herein contains dangerous voltages! 

Never allow human contact with any part of the input circuitry of any power supply, including the input 
ground connections, if it is not connected through an isolation transformer, whether the supply is turned 
on or off. 

The supply described herein uses and can produce voltages which are potentially lethal! It should be 
serviced or tested only by experienced, qualified personnel, with proper techniques and eqUipment! 

WARNING 
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Figure 4. A simplified schematic for a 50 Watt, off-line power converter with full fault protection applicable to worldwide 
line voltages. 

AN OFF-LINE APPLICATION 

The 50 Watt off-line supply shown in Figure 4 is pre
sented to illustrate a typical use for this controller. This 
application is intended for highly cost-sensitive markets 
requiring operation over world-wide line voltages. Its 
forward topology provides good regulation with low out
put ripple and it takes advantage of the low current re
quirement of the UCC3570 to allow simple interfacing 
to the high voltage line with minimal power loss. The 
switching frequency is 225kHz with the allowable dUty
cycle range set to a maximum of 67% - a value which 
keeps the peak switch current low while still insuring a 
finite reset time for the transformer. The design steps 
which follow, while perhaps less rigorous than some 
might wish, should still provide a check list of items for 
the designer to consider when applying the UCC3570, 
regardless of the specific application. 

TRANSFORMER RESET 

In any single-ended power stage design, the plan for 
transformer reset is one of the first design decisions 
needed. In providing a power pulse to the output, the 
transformer is driven in one polarity for a finite number 
of volt-seconds. To prevent saturation, the same num
ber of volt-seconds must be provided in the opposite 
polarity between the termination of one power pulse 
and the beginning of the next one. Since it is the volt
second product which must be met, many compro
mises can be made between the amount of reset 
voltage allowed and the time allocated. The UCC3570 

simplifies this analysis to the extent that the worst case 
situation will always be at the lowest operating volt
age. This is because, when properly set up, the voltage 
feed-forward feature will automatically increase the 
minimum off-time as the input voltage increases. 

While most single-ended converters allocate 50% of 
the switching period for transformer reset, in the inter
ests of allowing a lower peak input current, the maxi
mum duty-cycle for this application was extended to 
67%, allowing only one-third of the period for reset. This 
precluded using a reset winding on the power trans
former with a 1-to-1 turns ratio. While a higher turns ra
tio could have been used, that would have offered the 
choice of either recycling the reset energy to the source 
and thereby requiring a much higher voltage power 
switch, or wasting all the reset energy in a lower voltage 
clamping circuit. 

Since neither choice was particularly attractive - and to 
save the cost of a separate reset winding on the trans
former - the solution for this design was to use an R-C
o snubber for reset. This passive resistor-capacitor
diode network will generate a variable clamp voltage -
high at minimum VIN since the capacitor has less time 
when it is not charging, and lower at high VIN since the 
shorter on-time provides more discharge time for the 
capacitor. An obvious benefit of this solution is simplic
ity - only three passive components and no reset wind
ing on the transformer. The disadvantage is that there is 
some reset energy lost in the resistor but in this case it 
was only approximately 0.5W. Using this R-C-D clamp 
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allowed setting the maximum duty cycle at 67% at low 
line, while still clamping the maximum drain voltage of 
the switch to 500 volts under high line conditions. These 
drain voltage waveforms are shown in Figure 5. 

TRANSFORMER DESIGN 

Figure 5. FET drain voltage at full load with VIN = 85 VAC 
(top trace) and VIN = 264 VAC (lower trace) 

V = 100Vldiv, H = 1. f),ts/div. 

Since this power supply is intended for world-wide op
eration, the line voltage range was established as 85-
264 VAC. This means the peak rectified DC input 
voltage could be assumed to range from 120 to 373 
VDC, but allowing 25 volts of ripple at low line brings 
the lower limit down to 95 volts. With a switching fre
quency of 225kHz, the maximum on-time would be 
67% of 4.44Ilsec, or 2.9llsec at the lowest input volt
age. 

For reasons of cost and size, a Philips EFD-25 ferrite 
core (3F3 material) was selected through an iterative 
process of determining a flux swing from the high-fre
quency core loss characteristics of an assumed core 
size, using Faraday's law to calculate the number of 
turns, and then verifying that these turns would fit onto 
that core size. The EFD-25 core structure is shown in 
Figure 6 and its size yields a core area of 0.58cm2 and 

Figure 6. The Philips EFD core assembly optimized for 
low board profile. 

U-150 

a volume of 3.3cm3. If the flux swing is less than 
1.25kG at 225kHz, the core loss should be less than 
0.25 Watt. The number of turns are calculated from 

VlN= N.dBAe 

TON 108 
or 

N 95V. 2.9/ls. 108 =38t 

1250G.0.58cnf 

which was rounded up to 40 turns. 

The number of secondary turns is calculated from 

Nsec 
Vo = [VIN. --;;;---:- - Rect drop] • Duty Cycle, or 

,"pn 

12 = [95. N:C -1.0V] 0.67, which yields 

Nsec = 8 turns. (10 turns was used in this exam
ple to provide added operating margin.) 

The final transformer design, which is illustrated in Fig
ure 7, incorporated 40 turns of #24 wire wound in two 
sections to sandwich the secondary, which consisted of 
10 turns of four strands of #26 wire. The DC resistance 
of the primary calculated 0.16 Ohm while the secon
dary amounted to 0.016 Ohm. Using these values and 
the core loss curves, the total power loss was calcu
lated as: 

Primary loss 
Secondary loss 
Core loss 

Total loss 

153mW 
243mW 
165mW 

= 561mW 

which, in consideration of the transformer's volume of 
approximately four cm3, should experience a maximum 
temperature rise of less than 20°C. 

mE 4 

• • • • 
. 'OT, :X#26 

Bobbin: EFD 25 
Cores : EFD 25. Ul')gapped 
Philips 3F3 

TOP VIEW 

T 
'.00 

I +- ,.OO~ I 

~ SIDE VIEW ;mm 
.492 
MAX 

Figure 7. Power transformer schematic and physical 
dimensions. 
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OUTPUT INDUCTOR DESIGN 

The output inductor must be designed to handle the 
maximum DC load current without saturating while 
maintaining continuous conduction at the minimum 
load. This minimum load was arbitrarily set at 5% of the 
full 4 Amp load. The worst-case light-load condition oc
curs at high line where the duty-cycle is calculated to 
be 0.13 which gives an off-time of 3.9Ilsec. The mini
mum value of inductance can then be calculated as 

L -VdtJd· 13Ve3.9,uS_127 H 
- I, or O.4A - ,u 

The number of turns is calculated from the core charac
teristics, picking a core large enough to retain adequate 
inductance at maximum load. In this case, these goals 
were met with a Mag Inc toroidal 55310-A2 core and 38 
turns of #20 wire. Since the control bootstrap voltage 
and the output can be equal in this case, a second 38 
turns of #34 wire powers the control circuit. Power lost 
in the inductor is calculated as 92mW in the core and 
630mW in the wire resistance for a total of approxi
mately 0.75 Watt. 

CONTROL CIRCUIT POWER 

Another early question to be answered in the design of 
an off-line power supply is the method used to power 
the control circuit. Two obvious possibilities are often 
ruled out: using a separate 60Hz step-down trans
former is costly overhead in a low power application; 
and powering the primary circuitry directly from the high 
bulk voltage will require a series dropping resistor 
whose power dissipation is usually unacceptable. While 
BiCMOS control circuits require very little quiescent 
current, the determining factor is now usually the power 
MOSFET gate drive energy. The average gate current 
for a power MOSFET can be approximated by 

Ig(ave) = at e f 

where at is the total gate charge and f is the switching 
frequency. Note that this current is relatively unaffected 
by input voltage, duty-cycle, or output loading. There
fore, Icc for the UCC3570 can be assumed to have 
three distinct fixed values: pre-startup, active but with 
no output switching, and operating the power switch. 

The most common method for supplying primary con
trol power is the use of a low voltage "bootstrap" wind
ing from the high frequency power transformer. Since 
this power source is only active when the circuit is 
switching, start-up energy must still come from the bulk 
voltage and it must be recognized that anything which 
stops the switching will cause the control circuit to lose 
power. When using a separate winding on the trans
former with a forward topology, the peak voltage will 
vary with input voltage which could result in some 
power loss if the control voltage must be clamped. This 
application solves that problem by taking power from a 
second winding in the output inductor. The polarity is 
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such that this winding conducts during flyback when it 
has the output voltage (times the turns ratio) across it. 

POWER MOSFETSELECTION 

While the choice of power switch is primarily deter
mined by the input voltage and current, secondary con
siderations must include the balancing of conductive 
losses - determined by RDs(on) - against the switching 
losses which are largely related to the gate charge re
quirements and the capability of the drive circuitry. The 
device selected for this supply is the Motorola 
MTP4N80E which has the following key specifications: 

Drain-source voltage ......................... 800 Volts 

Continuous drain current .................... 3 Amps 

RDs(on) at 250C ........ 1.95 Typ, 3.0 Max Ohms 

Total gate charge ............... 36 Typ, 80 Max nC 

Drain-source capacitance ..................... 200pF 

With a 40:10 transformer turns ratio, the input current 
will be approximately one Amp. The conductive loss is 
calculated from the input current (adding a factor to ac
count for less than 100% efficiency), the drain-source 
resistance (accounting for its positive temperature coef
ficient), and the maximum duty cycle. 

The switching losses are best determined empirically 
but they can be estimated with a knowledge of the 
switching times, calculated from the total gate charge 
divided by the peak gate current. These times are typi
cally less than 50nsec since the UCC3570 can deliver 
up to one Amp of gate current. 

In this design, the total power loss estimates for the 
MOSFETare 

Conductive loss ................................ 2.0 Watts 

Switching losses .............................. 4.7 Watts 

With a total of 6.7W, this device will have the highest 
dissipation within the supply and heatsinking the TO-
220 package will be required. 

UCC3570 PROGRAMMING 

Establishing the operating parameters for the UCC3570 
requires a very straight-forward series of independent 
calculations which are well described in the data sheet 
for this device. The following is merely a simple over
view, listing the recommended sequence of calcula
tions. The block diagram of Figure 1 should be 
referenced for all component designations and it should 
be assumed that all equations are first-order approxi
mations with more exact values to be defined empiri
cally. 

1.Set chip operating current: ISET = 1 V / R4 = 14 

2.Set switching freguency : fs = 1.8/ (R4 e CT) 

3.Set minimum deadtime : td = 0.3 e R4 e CR 
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4.Set feed-forward range: The UCC3570 estab
lishes this range as 4:1 by the 4V and 1V limits 
set for VFWD. Therefore, 

VIN(Max) = 4. (R1 + R2) / Rt, and 
VIN(Min) = 1 • (R1 + R2) / R2. 

Note that if a greater range is required, or a voit
age range different from that of the duty cycle, it 
can be accommodated by raising R2 and R3 off 
ground by a small bias voltage, 0 < Vb < 1 V, or by 
using the equivalent circuit shown in Figure 6. 

Rectified Line Voltage -.--
Rt -

RA 
VREF 

RB 

VFWD 

>-- SLOPE 

R2 R3 

"* "* 
Figure 8. Modifying the 4:1 the input voltage ratio. RA 

works with R2 to increase the voltage range 
and RB works with R3 to change the feed
forward gain. 

5.Set feed-forward slope: The up-slope of the ramp 
waveform is 

dV / dt = 10 • VFWD / ( R3 • CR ). 

This can be used to define 

tON(Max) = 0.3. R3. CR /1V, and 
tON(Min) = 0.3 • R3 • CR /4V. 

6.Set current fault parameters: The value for the 
current sensing resistor is established by the 
200mV threshold for the CURLIM pin. Shutdown 
will occur when the circuit is operating in current 
limit mode for a time determined by 

Time to SID = 4V • CF • R4. (T / tOFF) 

Note that this time will be extended by the current 
which is drained away from CF by the action of RF. 

The total schematic and parts list for this application 
are given in Appendix A (see page 10) and some repre
sentative waveform photographs of its performance are 
shown in Figures 9 through 12. While this converter de
sign could find many practical applications as shown, 
many additional options are possible. For example, re
ducing the value of the start-up resistor (R5 in Figure 1) 
such that Vee will not fall below 9 volts after shutdown 
interrupts the bootstrap voltage, will provide a positive 
latch-off from a fault. Output over-VOltage shutdown can 
easily be added by a sensing circuit on the secondary 
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driving the COUNT pin through a second optocoupler. 
And, of course, it should be easy to reconfigure this de
sign to further optimize efficiency, size, cost, or power 
level to meet a differe!1t set of priorities. 

Figure 9. Drain voltage and current at 115VAC and 
. full load. V1 = 100Vldiv, V2 = 0.5A1div, 
H = O.5j.Lsecldiv. 

Figure 10. Drain voltage and current under short circuit 
conditions at 264VAC input. V1 = 100Vldiv, 
V2 = 0.5A1div, H= 0.5Ilsecldiv. 

Figure 11. Count voltage with-a continuous short 
circuit (current waveform is aliased) 
V= 2V1div, H = 2msecldiv. 
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Figure 12. Auto recycle with the output shorted. V1 is 
count waveform at 2Vldiv, V2 is vee at 
SVidiv, H = 0.2 seconds/div. 

A SIMPLE DC/oC CONVERTER 

A second application for the UCC3570 illustrates its use 
in an isolated DC-to-DC converter designed for a load 
module in a distributed power system architecture or as 
a telecom power source. This 20 Watt design, as shown 
in Figure 13, will accept an input voltage from 30V to 
60V while maintaining a constant 5V output. A unique 
element of this design is the controller's ability to get its 
supply current from only the input voltage, eliminating 
the need for a low-voltage bootstrap supply driven from 
the power transformer. This is made practical by both 
the low operating current of the UCC3570 and by driv-

INPUT POWER VIN = 30 TO BOV 

560K 
UCC3570 

RESET V FWD vee 

-=- V REF OUT 

FIB I LIM 

39K 
I SET SIS 

4.7K 

SLOPE COUNT 

30K RAMP PWR.G. 

FREQ GNO 

ANALOG GROUND 

U-1S0 

ing a low-gate charge FET at less than maximum fre
quency. The IRF630 has a total gate charge require
ment of only 30nC maximum which, at 100kHz, means 
only 3mA of average gate current. Add 1 mA for the IC, 
another for miscellaneous programming resistors, and 
5mA is all that is needed for the total primary circuitry. 
This can readily be taken directly from the input voltage 
but, for improved efficiency, a simple current source has 
been added to keep this current constant with changing 
input voltage levels. 

Without a bootstrap voltage source to collapse and re
cycle Vee after a fault-activated shutdown, this design 
would normally require a manual restart; however, sev
eral other options are possible. For example, adding a 
diode from the VFWD to Soft-Start pins will provide a 
hiccup operating mode but with a relatively short off
time. For a low duty-cycle mode, a delayed restart can 

Vee f-.----+---, 

s~~~: I----+-----'<Mr-+c-+ 

+'~F 

Figure 14. Two transistors will provide an external auto
restart by recycling vee when Soft-Start is reset. 

0.1 

~ 

1.0 

100P 

POWER 

RETURN 

Figure 13. An isolated 2SW, 48V to SV converter including the UC39431 as an optocoupled feedback generator. 
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be accomplished with the two-transistor circuit shown in 
Figure 14. This circuit uses the energy in the soft-start 
capacitor to discharge the Vee capacitor which gives. a 
turn-on delay equivalent to normal start up. The opera
tion of this circuit is iUustrated in Figure 15. 

Figure 15. With auto re-start, a shorted output recycles 
vee with a 0.4 second delay. 

Another option for eliminating a latched shutdown is to 
simply short the COUNT pin to ground which will pre
vent activation of the Shutdown,Latch unless the Cur
rent Limit threshold of 600mV is exceeded - an unlikely 
event considering the 80nsec response of the pulse-by
pulse current protection. Figure 16 shows operation in 
this mode with a continuous shorted output. 

Figure 16. With the Fault Count function disabled, a 
shorted output reduces the current pulse 
width such that the peak across ReS 
remains below shutdown threshold. 

UNITRODE CORPORATION 
7 CONTINENTAL BLVD .• MERRIMACK, ,NH 03054 
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This converter design. illustrates another characteristic 
, of the UCC3570 which provides both added safety and 
better utilization of the transformer magnetics. With an 
input voltage range specified as 30 to 60 Volts, If the 
OV clamp is set for 60\1, the controller will continue to 
operate down to 15V(1/4 of 60Y). However, if the maxi
mum duty-cycle clamp is set for 50% at 30\1, the ramp 
waveform will cause the output to skip pulses at volt
ages less than 30V insuring against saturation of the 
power transformer. 

The rest of the circuit details for this application can be 
deduced from the information presented above and the 
complete schematic and parts list given in Appendix B 
(see page 12). 

SUMMARY 

With the minimal need for additional external compo
nents and support functions which these two quite dif
ferent applications have shown, the versatility of the 
UCC3570 has been demonstrated. Not shown, but 
equally important is this device's ability to provide the 
same protection and programmability with power 
stages scaled up to several hundred Watts, and to effi
ciently operate at switching frequencies above 500kHz. 
Thus, once again it has been demonstrated that one 
can never close the door to ~older" technologies and, in 
this case, revisiting voltage-mode control has yielded a 
new controller combining efficient operation, stable per
formance, and ease of application highly attuned to 
meeting today's stringent requirements for cost-effec
tive power systems. 
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APPENDlX- A 
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ITEM QUANTITY REFER- PART 
ENCE DEFINITION 

1 1 BR1 2KBP06M 

2 1 CR1 BYV26E 

3 1 CR2 MUR120 

4 1 CR3 MUR1620CT 

5 1 01 MTP3N80E 

6 1 V1 MOC8100T 

7 1 U1 UCC3570N 

8 1 U2 TL431 

9 1 T1 GE-93015 

~ 
10 1 L1 10mH/2A 

11 1 L2 GE-93016 

12 1 L3 10l1H/10A 

13 1 F1 2.0A Fuse 

14 1 C1 0.4711F. 250V; "X" 

15 1 C2 .00511F. 250V; "Y" 

16 1 C3 .00511F. 250V; "Y" 

17 1 C4 .00511F. 250V; "Y" 

18 1 C5 220l1F/400V 

19 1 C6 0.111F/50V 

20 1 C7 33pF/100V 

21 1 C8 1011F/35V 

22 1 C9 0.015/50V 

23 1 C10 150pF/100V 

24 1 C11 360pF/100V 

25 1 C12 1.0I1F/35V 

26 1 C13 0.0111F/1 kV 

27 1 C14 100J.lF/25V 

28 1 C15 0.1 J.lF/1 OOV 

12 VOLT, 50 WATT POWER SUPPLY 
BILL OF MATERIALS 

SOURCE ITEM QUANTITY 

General Inst. 29 1 

Philips 30 1 

Motorola 31 1 
Motorola 32 2 
Motorola 33 1 
Motorola 34 1 
Unitrode 35 1 

36 1 
GFS Mfg. 

37 1 
Coilcraft 

38 2 
GFSM!g. 

39 1 
Coiltronics 40 2 

41 1 
Roederstein 42 1 
Roederstein 43 1 
Roederstein 44 1 
Roederstein 45 3 
Panasonic 46 1 
Polyester 47 1 

CeramicNPO 48 1 
Solid Tantalum 49 1 
CeramicX7R 50 1 
CeramicNPO 51 1 
CeramicNPO 52 1 
Solid Tantalum 53 1 
CeramicX5F 54 1 

Aluminum 55 1 

Polyester 56 1 

REFER- PART 
ENCE DEFINITION 

C16 470pF/1kV 

C17 47l1F/40V 

C18 0.111F/100V 

C19 330J.lF/25V 

C20 0.1 I1F/1 OOV 

C21 0.04M/100V 

C22 .0022J.lF/100V 

C23 0.01 J.lF/1 OOV 

RT1 CL-140 

R1, R2 150k,1/2W 

R3 1M 

R4,R5 464k,1% 

R6 10k,1% 

R7 60.4k,1% 

R8 100 

R9 1.0k 

R10, 11,12 0.50 

R13 47k,1W 

R14 20k,1% 

R15 1000 

R16 2.0k 

R17 6800 

R18 510,1W 

R19 1.0k 

R20 4.7k 

R21 9.53k,1% 

R22 10k,1% 

R23 2.49k,1% 

SOURCE 

CeramicYSF 

Aluminum 

Polyester 

Aluminum 

Polyester 

CeramicX7R 

CeramicX7R 

CeramicX7R 

Keystone 

RN55D 

RN55D 

RN55D 

Carbon Film 

RN55D 

RN55D 

RN55D 

RN55D 

I 

I 

. 

:J> 
"U 
"U 
C 

~ o z 
z 
~ 
m 

C 
I ... 
g 



(,) 

~ 

V'N=30-60VDC 

J2 R1 
1 560k 
2 1% 

S1 
RESET 

-oD~ 

R3 R2 
4.7k 39k 

1% 

R4 - 30k 
1% 

+ C1 
*3.3 ;:::;~.~ 

6V 

APPENDIX - B I ~ 
48V - 5V, 20W DCIDC CONVERTER ;2 

+C8 CR1 
1000~F R6 1N752 
63V 1k 5.6V 

01}-
MJE172 

R7 

U1 75k 

r---------------, 
6 VFWD Vee 3 

UCC3570 ,cp.-
I I 

12 VREF 
R9 

OUT 4 

I 22 
I 

8 FEEDBK 
ILiM 2 

I 

9 ISET 
I 

SOFTST 14 

7 SLOPE 
I 

I l! 00",' , 10 RAMP 
R5 I 

+C7 68k I FREO GND PGND I 
1.0 

1% L.--l- 13 - 5 __ oJ 12V 

C3 ~ ;: 470P C5 ~C6 C4 0.1 100 
560P 16V 

R8 
470k 

CR3 
T1 

~ CR2 ~ 1,-[. . i L1 L2 VO-b.1V, U-bA 
R14 1---"'" I 

MUR120, 2ST j ~'" 
10 r+-r>!-f: 38J1H +r4 3~H 4r5 I 1/2W M'BR2-0-45 5A + 1000 SA + 1000 C16 

I 10V 10V 0.1 
..... C12 

25T~ 0.001 
• .J 

C13 
0.1 

f-- -

O~ 11= IRF630 

~,----l---, 
R10 R13 

10 
1k 1/2W C17 

0.01 

I Vee 
I R1 4 R15 
I UC39431 2k 
I R2 6 

---¢COLL 
R11 C11 

R3 5 0.1 0.001 
C9 500V 
1.0 I SENS 7 

I 
I 
I COMP 2 

L----f---J 
C18 R16 
0.1 10k 

-
;:::;~dgp R12 

1.2k 

U2 

>--
=jJ~f 

Note: Unless otherwise specified: 
1. All resistors are in Ohms, ±5%, - 2. All capacitors are in microfarad! 

±10%, 50V 

4N2S 

o 
!i 
6 z 
z 
~ 
m 

c • ~ 
~ L-______________________________________________________________________________________________________________________ ~.C) 



Co) 
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ITEM QUANTITY REFERENCE 

1 1 CR1 

2 1 CR2 

3 1 CR3 

4 1 01 

5 1 02 

6 1 U1 

7 1 U2 

8 1 U3 

9 1 T1 

10 1 L1 

11 1 L2 

12 1 C1 

13 4 C2,5,16,18 

14 1 C3 

15 1 C4 

16 1 C6 

17 1 C7 

18 1 C8 

19 1 C9 

20 1 C10 

PART 
DEFINITION 

1N752,5.6V 

MUR120 

MBR2045 

MJE172 

IRF630 

UCC3570 

4N25 

UC39431 

Transformer 

38JlH,5A 

31lH,5A 

3.31lF, 6V 

0.1 

470pF 

560pF 

100JlF, 16V 

1.01lF, 12V 

1000JlF, 63V 

1.01lF 

100pF 

48V - 5V, 20W DCIDC CONVERTER 
BILL OF MATERIALS 

, 

SOURCE ITEM QUANTITY 

21 1 

Motorola 22 1 

Motorola 23 1 

Motorola 24 2 
Int. Rect. 25 1 
Unitrode 26 1 

27 1 
Unitrode 28 1 
Custom 29 1 
Custom 30 1 

Toko 31 1 

Solid Tantalum 32 1 

33 1 

34 1 

35 1 

Solid Tantalum 36 1 

Solid Tantalum 37 1 

38 2 

39 1 

40 1 
~-- '-------

T1: 
Core: E1187-3C80 (Philips) 
Primary: 25 Turns Bifilar = 26AWG 
Reset: 25 Turns = 31AWG (Wound with Primary) 
Secondary: 11 Turns Ouadfilar = 25AWG 

MagnetiCS Winding Information 

L1: 
Core: T68-52D (Micrometals) 
Winding: 21 Turns = 20AWG 

REFERENCE PART 
DEFINITION 

C11 .001JlF, 500V 

C12 .001JlF 

C13 0.1JlF, 100V 

C14, 15 1 OOOIlF, 1 OV 

C17 .011lF 

R1 560k,1% 

R2 39k,1% 

R3 4.7k 

R4 30k,1% 

R5 68k,1% 

R6 1.0k 

R7 75k 

R8 470k 

R9 220 

R10 1.0k 

R11 0.10 

R12 1.2k 

R13, 14 100,1/2W 

R15 2k 

R16 10k 

L2: 
Toko 262LYF-0077M 

SOURCE 

~ 
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UNITRODE CORPORATION U-1S4 

THE NEW UC3879 PHASE-SHIFTED PWM CONTROLLER SIMPLIFIES THE 
DESIGN OF ZERO VOLTAGE TRANSITION FULL-BRIDGE CONVERTERS 

by Laszlo Balogh 

INTRODUCTION 

This Application Note will introduce the UC3879 
integrated circuit and compare its performance to 
its predecessors, the UC3875/Snl8 controller fam
ily. These integrated circuits provide all necessary 
control, decoding, protection and drive functions to 
successfully manage the operation of the full
bridge converter with phase-shifted control. This 
integrated solution greatly simplifies the design 
procedure and offers significant savings in devel
opment time and printed circuit board real-estate 
for the designer. 

Using the conventional full-bridge topology with 
phase-shifted control technique has already 
demonstrated its superiority in medium to high 
power, DC-to-DC power conversion. This control 

method provides well controlled dv/dt values and 
zero-voltage switching of all primary side semicon
ductors in the power stage over nearly all operating 
conditions. Several publications [1-8] discussed the 
details of operation including equivalent circuits for 
the resonant transitions for both legs of the bridge 
converter, conditions for zero-voltage switching and 
describing further improvement possibilities. The 
major benefits offered by this approach are a sim
pler power stage than its hard switched counter
part, utilizing. circuit parasitics instead of being 
penalized by them, improved efficiency and lower 
EMI level. These significant advantages are real
ized with a slightly more complex control algorithm. 

r------------------------------------------------, 

I 
I 
I 
I 2.0V 

aUlA 

11 PWRGND 

RAMP ~ ,1----<1' .... 
~3V 

I 

'-----+----t--+-H15 ~~~AYSEl 

I 
I 
I 

'-----+------1I-------i5 g~~AYSEl 

VIN 

cs 
I 
I 1 VREF 
I 

: ~GND 
I 4.8V rh 'T' L _______________________________________________ ~ 

UDG-94070 

Figure 1. UC3879 Block Diagram 
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UNITRODE UC3879 PHASE-SHIFT 
PWM CONTROL IC - BLOCK DIAGRAM 

The UC3879 is an improved version of the previ
ously introduced UC3875 controller family. The 
internal architecture of the IC is shown in Figure 1.· 

The undervoltage lockout level of the UC3879 is 
user selectable by the UVSEL pin. Two predefined 
thresholds are available. If the UVSEL pin is float
ing, the chip starts running when the supply voltage 
exceeds 15.25Von the VIN pin. In case the UVSEL 
pin is externally connected to the VIN pin, operation 
starts at 10. 75V. Independent of the selected start 
up option, the UC3879 goes to an undervoltage 
lockout mode when the input voltage falls below 
approximately 9.25V. The threshold levels reflect 
the two most commonly used auxiliary power gen
eration methods; bootstrap or off-line. 

The operating frequency of the synchronizable 
oscillator is programmed by two external compo
nents. The resistor from the RT pin to ground 
defines the charge current of the timing capacitor 
while the discharge current is internally fixed at 
10mA. This way, the duty-cycle (Dose) of the oscil
lator, which corresponds to the duty ratio of the sig
nal appearing on the CLKSYNC output of the IC, 
can be set accurately based on the relationship: 

RT= 2.5V 

0.01A· Dosc 

The minimum recommended pulse width for reli
able operation is around 250nsec and for all practi
cal applications it should not exceed 500nsec. 
Hence, Dosc shall be determined based on the 
clock frequency as: 

Dosc = (250nsec ... 500nsec) • fCLOCK 

The timing capacitor, connected between the CT 
pin and ground, in combination with the already 
defined RT value determines the clock frequency 
(!cLOCK) by the following formula: 

CT= 
(1 - Dose) 

1.08 • RT· fCLOCK 

In practice, the selection of proper capacitance val
ues are much more difficult than those of the resis
tors. Therefore, one might first select the appropriate 
capacitor value to fulfill the requirement based on the 
following simple table: 

Frequency Range Capacitance 

fCLOCK < 30kHz 2.2nF 

30kHz < fCLOCK < 100kHz 680pF 

100kHz < fCLOCK 220pF 

U-1S4 

After choosing the value of the timing capacitor, the 
required resistance can be calculated as: 

RT: 0.47+0.07.~47.17-5.1Q4.CT. fCLOCK 

CT· fCLOCK 

. Figure 2 shows the solution of the timing equations 
for the most commonly used frequency range. It 
offers a quick guide to estimate the required resis
tor value. 

100 

s-
f:" 10 
a: 

"-

10 

"-

"" "-
"- "-

" 

100 

CLOCK FREQUENCY (kHz) 

Figure 2. TIming Resistor (RT) vs. Oscillator 
Frequency 

1000 

UDG-95141 

During free-running operation the capaCitor voltage 
changes between neariy OV and 2.9V lineariy. Typical 
operating waveforms for free-running and synchro
nized operation are demonstrated in Figure 3. 

MASTER n n n 
CLOCK $!~~L-

I 

CLKSYNC +-----JL-JL.~ 
II I: 
I I 

CT~;;~ 
UDG-95142 

Figure 3. Oscillator Waveforms 
a) Free-running; b) Synchronized Operation 

Synchronization can be attained by driving the 
CLKSYNC pin from another UC3879 or by external 
circuitry as shown in Figure 4. 

In both cases, all ICs will synchronize to the IC or 
external clock signal with the highest free-running 
frequency. The resistors R1 to Rn may be needed 
to properly terminate the synchronization bus and 
to keep the sync pulse narrow due to capacitance 
loading the line. 
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3879's only 

t-----------+-.-t----------

Syncing to 
external 
clock 

R1 RN 

UDG·95143 

,-----~~----------~~-------

Figure 4. Typical Synchronization Schemes 

An additional benefit of using local timing compo
nents for each individual oscillator is that it allows 
the synchronizing connections among the ICs to be 
broken without any local loss of functionality. 

Output regulation is achieved using the 1 OM Hz gain 
bandwidth on-board error amplifier. The noninvert
ing input of the error amplifier is internally connect
ed to a 2.5V reference. The inverting input (EtA-) 
and the output of the amplifier (EtA OUT) are acces
sible for feedback and compensation purposes. The 

RN 

UDG·95144 

output of the error amplifier is utilized to command 
the high speed PWM circuit. This signal is com
pared to the RAMP input of the IC having a usable 
input voltage range from zero to 2.9V. 

Soft-start is accomplished with a capacitor from the 
soft-start pin (SS) to ground. During the soft-start 
period, the soft-start output of the error amplifier is 
clamped to the capacitor voltage which is gradually 
increased from zero to about 4.SV. It corresponds 
to pulse width, phase shift or peak current limiting 

UC3879 

r----------------
I 

CLKSYNC 
171------1 

I 
I RT 

OSCILLATOR 

,----------1181------1 

TIMING CAPACITOR WAVEFORM 

Figure 5. UC3879 with Voltage Mode Control 

I 
I CT 

PWM 
I-------ll--I::-. COMPARATOR 

TO PWM >----. LATCH 
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UC3879 

r----------------
I 

CLKSYNC 
171------1 

I OSCILLATOR 
I RT 

,-------1181------1 

I 
I CT 

I-----~ b~T~5~ TO PWM 
LATCH 

CURRENT 
SENSE 

Figure 6. UC3879 with Peak Current Mode Control 

depending on the exact implementation. 

The UC3879 is equally suited for conventional 
voltage mode control or for peak current mode con
trol. When used in voltage mode, the CT signal is 
directly fed to the RAMP terminal as indicated in 
Figure 5. 

In current mode operation, the RAMP signal is the 

CURRENT LIMIT 
COMPARATOR 

UDG-95146 

sum of the current sense signal and the slope com
pensation, derived from the voltage across the tim
ing capaCitor as it is shown in Figure 6. 

Fault protection is established by two independent 
current limiting circuits which accept a OV to 2.5V 
amplitude maximum current sense signal on their 
CS input pin. They provide cycle-by-cycle and shut
down type current limit protection in both voltage or 

CLOCK ~ __ ~ __ ~ __ ~ __ ~~ __ ~ ___ $ilillW$1 I I I I 

OUTA-OUTB 

OUTC-OUTO 

2.SV ___________________ _ 

2V 

C/S(+) 

SV 

$-$~ 

$-$FLJL 

'----$~ 

~$--~------
UDG-95147 

Figure 7. Operation of the Current Limiting Circuits (typical waveforms) 
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current mode operation. The characteristic wave
forms are presented in Figure 7. 

The fault protection circuits are inactive until the 
instantaneous voltage on the CS pin remains below 
the first threshold of 2V. When the signal on the CS 
pin exceeds 2V the existing output pulse is termi
nated. This first level of overload protection pro
vides an effective defense mechanism to protect 
the primary side semiconductors against excessive 
current stress and to establish a rough input power 
limitation for the converter based on cycle-by-cycle 
current limit action. 

At more severe overload conditions, this protection 
method is not adequate. For these cases, the 
UC3879 offers a second level of security. When the 
current sense signal on the CS pin would exceed, 
even momentarily, the 2.5V maximum value, the IC 
will initiate a full soft-start cycle to prevent cata
strophic failure. If the load conditions do not 
change, hiccup mode will be established to reduce 
component stresses and to limit average power dis
sipation to a fail safe level. 

The four totem pole OUTputs of the UC3879 can 
each deliver 100mA peak drive current. These out
puts are intended to drive external gate drive cir
cuits. This enhances the robustness of the overall 
design. To further reduce the noise transmitted 
back to the analog circuitry, the output section fea
tures its own collector power supply (VC) and 
ground (PGND) connections. Local decoupling 
capacitors and series impedance to the auxiliary 
supply improves performance even more. 

U-1S4 

The steady state timing relations for the four out
puts are shown in Figure 8. 

Delays between the output drive commands to 
facilitate Zero Voltage Switching operation are pro
grammed at the DELAYSET inputs. Delay time is 
determined by the current flowing from the delay 
set pin to ground through a resistor, Rdelay. Timing 
accuracy will improve by using a current sink con
nected to the delay set pins in place of the resistors. 
The delay time can be calculated by the following 
equations: 

249.6. 10-12 

~elay = ---'I'de-Ia-y--

where 
I V delayset . 
delay = Rd I ' eay 

[sec.] 

Vdelayset = delay set pin voltage (2.4V typ.); 

Rdelay = resistor value from delay set pin 
to GND. 

One unique feature of the UC3879 is the ability to 
separately program the A-8 output delays different
ly from the CoD outputs. This capability accommo
dates the different energy levels available for the 
resonant transitions of the leading and trailing legs 
of the bridge circuit [7-9]. Inability to optimize each 
of these durations will generally result in loosing 
zero voltage switching of the full-bridge converter 
switches under some operating conditions. 

The optimum delay time, on the cycle-by-cycle 
basis, is the function of the actual current flowing in 
the primary winding of the transformer. This current 

CLOCK--~L------J------~------~------

OUTA50---------------~---I...._-______ / \'---
I I 

~ I II 
50% .J ________________ L.I_ 

OUTB I. I l]j-
~tDELAY A.B~ 

\'-----1 

OUTC ____ 5_00_YO_----if --- --- --- --- --- ---~ --- --- --- --- --- --- -/--- --- --- --- --- ---'\ 

\'-----_----'1 / 
50% -%----------------1f---------

OUTD 
~tDELAY C-D~ 

UDG-95148 

Figure 8. Output Timing Diagram for Steady State Operation 
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FROM 
CURRENT SENSE 

DELAY SET 15~--------~ 
A-B 

UC3879 

U-154 

DELAY SET 
VREF CoD 

L __________ .J 

I 
-

Figure 9. Adaptive Control of Delay limes 

value can easily change by a factor of 10 to even 
100 depending on load conditions. This causes a 
large variation in the required delay time, thus 
adaptive programming of delays might be desirable 
for certain applications. 

Figure 9 introduces a simple external circuit to 
achieve variable delay times based on the momen
tary value of the sensed current. 

The resistor network connected to the positive 
input of the operational amplifier determines the 
ratio of the minimum and the maximum delay 
times. The actual values of ~elayA-B and ~elayC-D 
can be scaled by the resistors between the emitters 
of the respective transistors and ground. 

As these delays can be realized in several ways 
along the extemal gate drive circuits, setting zero 
delay is also offered by simply connecting the delay 
set inputs to the IC's 5.0V reference. 

R'DELAY 
A-B 

UDG-95149 

The precision, short circuit protected 5.0V bandgap 
reference is available for external functions as well. 

UC3879 VS. UC387516n18 

Although the UC3879 retained the operating princi
ple and the basic architecture of the UC3875, it is 
still important to draw attention to the enhanced 
and added features of the new IC. The differences 
between the two controllers are summarized· in 
Table 1. Their consequences for the circuit design 
will also be highlighted. 

UNDERVOLTAGE LOCKOUT 

The undervoltage lockout circuit utilizes a logic input 
(UVSEL) to select between the two available turn
on voltages (15.25V/10.75V). The advantage of this 
solution is that it can configure the undervoltage 
lockout threshold without external components. The 
UC3879 provides the same undervoltage lockout 

Features UC387516f118 UC3879 

Undervoltage Lockout Fixed at 15.25V!1 0.75V Selectable 

Supply Current 45mA typo 27mA typo 

Oscillator Section up to 2M Hz operation up to 600kHz operation 

Error Amplifier noninverting input accessible non inverting input tied to 2.5V 

Cycle-by-cycle Current Limiting not available implemented 

Time Delay Circuits 60ns minimum delay o delay available 

Output Drivers 4 x 2A totem-pole 4 x 100mA totem-pole 

Table 1. Comparison of Unitrode's Phase-Shifted PWM Control ICs 
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levels that were offered by multiple part numbers in 
the UC3875/Snl8 family. 

SUPPLY CURRENT 

The supply current demand (lIN) of the UC3879 has 
been significantly reduced. While the startup 
current stayed the same, approximately 1501JA, the 
operating supply current of the circuit decreased 
from 45mA to about 27mA. The gain was achieved 
by reducing internal bias currents. As a result, the 
maximum operating frequency has been lowered 
and the gate drive philosophy is revised. The 
UC3879 expects a high current gate drive device 
connected to its outputs opposed to the direct drive 
capability of the UC3875 family. 

OSCILLATOR SECTION 

The UC3879 features a completely redesigned 
oscillator circuit offering better noise immunity, tem
perature stability, and linearity. The charge current 
of the timing capacitor is constant, producing a lin
ear, positive slope on the timing capacitor during 
the conduction period. The voltage level is tailored 
to provide ramp signal for voltage mode control 
directly. Likewise, slope compensation can be 
effortlessly accomplished using the voltage of the 
timing capacitor in case of peak current mode con
trol. The operating frequency is programmed by the 
combination of RT and CT, which are connected to 
their separate pins. 

ERROR AMPLIFIER 

Both integrated circuits make use of a 1 OMHz gain 
bandwidth amplifier to regulate the output voltage. 
The non inverting input of the UC3879 error amplifi
er is internally wired to a 2.5V reference opposed to 
the UC3875 family where the reference is to be 
provided externally. 

In constant output voltage applications, the 
UC3879 will save those components related to 
generating the reference for the feedback amplifier. 
Conversely, it will require more components and 
more elaborate solution if the programming of the 
output voltage, thus the reference, is required. 
Systems with isolation between the primary and 
secondary side controllers will not experience any 
difference in the design since the error amplifier of 
the controllC is usually configured as a voltage fol
lower processing the error signal transmitted from 
the secondary side of the converter. 

U-1S4 

CYCLE-BY-CYCLE CURRENT LIMITING 

This new feature is implemented only in the 
UC3879 controller. It provides exact, cycle-by-cycle 
current protection for the primary side switches dur
ing over-load conditions. The fast comparator uti
lized for cycle-by-cycle current limiting will termi
nate the active interval in every switching period 
when the current sense signal exceeds the inter
nally set 2V reference value. This first level of over
load protection is suitable to limit the maximum 
power to be handled by the power stage and will 
not result in a hiccup type of operation. 

DELAY CIRCUITS 

As previously described, the time between turning 
off one switch and turning on the other in the same 
leg of the bridge has a profound effect on circuit 
performance. Note that the programmed delay 
times should accommodate any delays introduced 
by the high current gate circuits and transformer. 

Allowing zero delay between the outputs of the 
UC3879 provides greater freedom to the designer 
to implement those delays as desired. Possible 
other points to program the necessary delays are 
the inputs of the high current gate drivers or the 
secondary sides of the gate drive transformers. All 
these solutions have their pros and cons, and 
require careful considerations in sight of the actual 
application. 

OUTPUT DRIVERS 

The output totem pole drivers of both controllers 
have identical structures. They feature their own 
power rail connections and they are kept active low 
during undervoltage lockout. However, output cur
rent ratings are remarkably different. With its 2A 
peak current capability, the UC3875 family is pre
pared for direct drive of the gates or gate drive 
transformers of the most commonly used power 
switches. Yet, with the continuously increasing die 
sizes, separate driver chips can be advantageous to 
eliminate undesired power dissipation and noise 
generation from the sensitive analog control sec
tions. In this regard, the UC3879 is designed to 
work with external high current gate drive circuits. Its 
fast outputs, with 100mA peak current capability, are 
especially appropriate to drive the TTL or MOSFET 
input stages of those devices. 
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Undervoltage Lockout Delay Times UC3879 UVSELpin DELAYSET pins 

Turn-ON Turn-OFF 1:D>O 1:D=O Old Part # Float -Wee -NREF RSET 

10.75V 9.25V X UC3875 X X 

15.25V 9.25V X UC3876 X X 

10.75V 9.25V X UC3877 X X 

15.25V 9.25V X UC3878 X X 

Table 2. Providing UC3875/6/7/8 functionality through the setup options of the UC3879 control IC. 

UC3879 DESIGN FLEXIBILITY 

Besides the several improved features and added 
functions, the UC3879 offers the greatest degree of 
design flexibility with the minimum number of exter
nal components. Table 2 shows the different setup 
possibilities to achieve the same functionality 
offered by four different part numbers in the 
UC3875 family. 

SUMMARY 

As demonstrated, the UC3875/6/7/8 and the 
UC3879 integrated circuits are dedicated to elimi
nate most of the difficulties· associated with imple
menting the numerous auxiliary functions and the 
tedious control algorithm of the full bridge convert
ers with phase-shifted control. The single chip solu
tion with its carefully optimized signal levels and 
minimum number of external components provide 
the fast track in the controller design for one of 
today's most promising power conversion tech
niques. 
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THE UC3886 PWM CONTROLLER USES AVERAGE CURRENT 
MODE CONTROL TO MEET THE TRANSIENT REGULATION PERFORMANCE 

OF HIGH END PROCESSORS 

by Larry Spaziani 
Applications Engineer 

ABSTRACT 

The continuing development of high performance processors is imposing stringent requirements on their 
respective power systems. Intel's Pentium®Pro power system specification, for instance, demonstrates the 
industry trend to operate at lower voltages and at higher currents, with tight regulation and fast transient 
response. To meet these requirements, the UC3886 Average Current Mode PWM Control/er is introduced. 
This application note highlights the features of the UC3886 and details how this IC is ideal for creating the 
optimal switching regulator for low voltage processor applications. 

UC3886 FEATURES AND BENEFITS 

• Average Current Mode Control direct from a sense resistor 
No slope compensation networks required 

• High Gain-Bandwidth Amplifiers for a fast transient response 

• Programmable Current Sense Amplifier 
Interfaces to a low power sense resistor 

Accurate Over Current Protection 
• On-board Reference for Standalone operation 

• Direct Drive for Buck regulator NMOS high side switch 

Eliminates need for separate DriverlC 

INTRODUCTION 

The Intel Pentium®Pro microprocessor specifica
tions underscore an ongoing trend in high end 
digital systems. Clock frequencies are increasing 
for improved throughput and the number of tran
sistors is increasing as manufacturing technology 
improves. Power management both within the 
processor and power to the processor has been 
elevated to a significant architectural design 
consideration. 

The consequence of these advances for the power 
system is requirements that strike fear in the most 
hardy power supply designers. Load current 
increases as the number of transistors and the clock 
frequency increase whereas operating voltage 

decreases to limit the power dissipation on the 
processor. Noise immunity decreases as well under 
these conditions resulting in much tighter regulation 
requirements. High efficiency must be maintained 
even though currents are increasing and output volt
ages are decreasing. Load current transients 
become exceedingly fast as the processor goes into 
and out of sleep modes of operation. Operating 
voltage is no longer a standard but must be pro
grammable for variations from supplier to supplier, 
or even within a product line, such as with the 
Intel Pentium®Pro. Of course, simplicity must be 
maintained in order to keep parts count low and 
cost down. 
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The UC3886 Average Current Mode PWM 
Controller has been created to meet these require
ments. The UC3886 is a full featured PWM con
troller which offers excellent performance, yet can 
be configured as a basic Buck regulator with a low 
external parts count. Excellent regulation accuracy 
can be reaiized through the high gain of Average 
Current Mode Control and by the very low offset 
voltage and current amplifiers used in the UC3886, 
which contribute negligible error to the output volt
age. High efficiency is maintained by providing a 
direct drive to an efficient, low RDS(ON) N-MOSFET. 
A variable output voltage power supply can be con
trolled simply by supplying a command voltage to 
the UC3886 from a programmable reference, such 
as the UC391 0 4-Bit DAC and Voltage Monitor IC. 

The high gain of Average Current Mode control 
offers several advantages which help the designer 
to meet the regulation requirements of a widely 
varying load current as well as the extremely fast 
transient requirements. High current loop gain can 
be maintained at low operating currents with a 

U-1S6 

regulator in continuous or discontinuous modes of 
operation. Average Current Mode control also 
allows optimal high bandwidth loop compensation 
which can maintain regulation during high current 
transients. The UC3886 obtains this current infor
mationfrom a low value resistor, and requires no 
transformers or slope compensation circuitry. The 
highly accurate current limiting of the UC3886 
reduces the need to electrically and thermally 
overdesign the power components for short circuit 
fault considerations. 

THE UC3886 AVERAGE CURRENT MODE 
PWM CONTROLLER IC 

A block diagram of the UC3886 is shown in Figure 1. 

The UC3886 Average Current Mode PWM 
Controller is ideally suited for a basic Buck regula
tor configuration, as shown in Figure 2, where a low 
processor voltage is generated from +5V 
typically. Appendix 1 provides a review of the oper
ation of the typical Buck regulator shown 
in Figure 2. 

COMP CAM CAO/ENBL 

,--------- 3 
I 
I 
I 
I 
I 
I 

COMMAND 4 

Vee 

---- 1 -----------------------, 
I 
I 
I 
I 
I 

~ ~------------_r----~11 CT 

OSC 

~ ~------------_r----~12RT 

r----------------r-----------------+----~10VREF 

I 
I 
I 
I 
I 

I I 
I - I L ______________________________________ ~ _______ ~ 

UDG-95098-1 

Figure 1. UC3886 Average Current Mode PWM Controller 
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Figure 2. UC3886 Configured in a Typical Buck Regulator 

UC3886 - SUPPLYING POWER 

The UC3886 is constructed using a bipolar process 
allowing VCC to be as high as 20V, however, the cir
cuitry is optimized for a supply voltage of 12V. 
Minimum operating voltage is 10.3 volts. The supply 
voltage provides power directly to the reference 
voltage and the Gate Drive circuitry. It is also used 
to create an internal 7.3V bias voltage that supplies 
power to the Buffer, Voltage Amplifier, Current 
Amplifier, Current Sense Amplifier and the PWM 
comparator. The reference voltage is used to pro
vide power directly to the PWM logic and to the 
Oscillator. Figure 3 shows the power distribution 
scheme within the UC3886. 

Vee 

Figure 3. - Power Distribution within the UC3886 

f--------< ON/OFF 

UDG-96025 

VCC should be decoupled to PGND closely to the 
IC with a low ESR capacitor to provide holdup dur
ing the gate pulses. Also add a 0.011JF to 0.11JF 
monolithic ceramic capaCitor from VCC to SGND to 
provide high frequency signal decoupling. 

UNDERVOLTAGE LOCKOUT 

The UC3886 features an undervoltage lockout 
protection circuit for controlled operation during 
power up and power down sequences. Figure 4 
shows typical Vcc thresholds of the UC3886 UVLO 
circuitry. 

During UVLO, VREF is kept off, which disables the 
oscillator, the PWM logic, and the Gate Drive. The 

:O;;12mA + IGATE 

Icc POWER 
DOWN 

POWER 
UP 

:o;;4mA ------,...-

/ 
10.05V I 

10.3V 

Vee 

Figure 4. UC3886 UVLO Typical Values 
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buffers and amplifiers are also disabled. An internal 
signal called Power On Reset (POR) is created by 
monitoring the reference voltage, VREF. The POR 
signal is held low until the reference voltage is high, 
at which time the Gate Drive output is enabled. 

The total current drawn from the VCC source will 
include the IC supply current, Icc, which provides 
bias power to the UC3886 as well as the average 
gate drive current, IGATE' used to drive the N-chan
nel MOSFET of the Buck regulator (see Appendix 2). 
The supply current is typically less than 4.0mA dur
ing UVLO and is typically less than 12mA (excluding 
gate drive current) when Vee is above the UVLO 
thresholds. External loading of the reference voltage 
will add to the supply current, Icc. 

The 0.2SV UVLO hysteresis prevents Vee oscilla
tions during the power up and power down 
sequences and also allows enough headroom for 
ripple voltage due to large gate drive current 
pulses. 

Self Biasing, Active Low Output 
During UV Lockout 

During UVLO, all chip functions are disabled in 
order to keep operating current at a minimum. The 
Gate Drive output, however, cannot be allowed to 
''floaf high during this condition, because the Buck 
regulator N-channel MOSFET may inadvertently 
turn on. 

An active low, self biasing totem-pole design is 
incorporated into the UC3886 Gate Drive output, 
which is very similar to that used in the UC3823A 
and is described in detail in U-128 [1]. The result of 
the self biased output is that during UVLO, the Gate 
Drive output is held low without drawing power from 
the supply voltage. No supply current is drawn 
because the self biasing output derives its power 
from the MOSFET gate voltage which is attempting 
to rise. This feature also negates the need 
for a gate-to-source resistor to keep the 
N-channel MOSFET biased off. 

VREF 

The UC3886 contains a S.OV trimmed bandgap ref
erence, similar to that used on many other Unitrode 
ICs. Figure S shows how the reference voltage, 
VREF, can be used to create a Buck regulator com
mand voltage (VeOMMAND) at the non-inverting 
input to the error amplifier, which sets the output 
voltage of the Buck regulator. 

VREF can also be used to bias external circuitry, 
such as logiC pull-ups and bias currents, so long as 
the total load current does not exceed 2.0mA. Short 
circuit protection on VREF protects the IC at a min-
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imum of 10mA. A 0.011JF to 0.11JF monlithic ceram
ic decoupling capacitor from VREF to SGND 
should be located close to the IC. 

COMMAND = 5.0 • Rl+R2 . V 
. R2 I 

Rl+R22: 2.5kQ R2 

I 
I UC3886 PWM 
I 

VREF 

VCOMMAND 

UDG-960BO 

Figure 5. Selling VeOMMAND using VREF 

HIGH POWER GATE DRIVE OUTPUT 

The UC3886 features a Single totem-pole output 
capable of directly driving an N-channel MOSFET 
and is similar to that of the UC3823A PWM IC. It 
features a 1.SA peak, 200mA average drive stage, 
ample capability to drive a size 6 FET [2] at sever
al hundred kiloHertz. 

The circuit of Figure 6 illustrates how the UC3886 
Gate signal is used to drive a MOSFET for a low 
output voltage BUCK regulator. 

Grounding with PGND and SGND 

The PGND pin is a dedicated ground pin for the 
UC3886 output drive stage. The UC3886 Gate sig
nal provides the high current gate pulses required 
during the MOSFET turn-on and turn-off times. 
These high current pulses should be decoupled by 
a low ESR capacitor placed closely to the IC as 
shown in Figure 6. 

The current path for the gate pulses originates from 
the decoupling capacitor, passes through the totem
pole output of the UC3886 and enters the MOSFET 
gate. In a Buck regulator configuration, the inductor 
blocks the gate drive current, and therefore the gate 
current pulses exit the MOSFET DRAIN. The input 
capaCitors decouple the gate current to ground and 
back to the Vee decoupling capacitor, completing 
the loop. The PGND pin should be connected with 
the shortest possible path to power stage ground, to 
minimize loop inductance. 

The SGND pin of the UC3886 is the reference volt
age for all internal circuitry other than the output 
stage. SGND should have a direct path to the circuit 
ground, as shown in Figure 6, and should NOT be 
grounded at the PWM to PGND, since the gate 
pulses will result in some dv/dt in the PGND path. 
Differential voltage between SGND and PGND 
should not exceed SOmV. 

3-720 



APPLICATION NOTE U-1S6 

VIN 

-1--.... ------, 
L-+--:l I 

I I 
.-----------------1 
I UC3886 PWM CONTROLLER I 

: f-~--'~~---~- r-' I 
I I 
I I 

I I T 
1 A I 

I I 
I I 
I I 
I T 
I I 
I l 
I "-
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I L _________________ ~ 

Figure 6_ Driving a BUCK MOSFET with the UC3886 

Schottky Clamping Diodes 

The high di/dt characteristics of the gate drive pulse 
can cause undesirable ringing in the gate circuit, 
due to circuit trace inductance. A detailed explana
tion of why this occurs is available in Unitrode 
Application Note U-111 (2). 

The use of low voltage schottky clamps, as shown 
in Figure 6, will protect the circuit from these 
effects. Use of 1 N5821 , 3A schottky diodes is rec
ommended. The UC3612 is a dual schottky diode 
made specifically for this purpose and is available 
in an 8-pin DIP or SOIC package. 

OSCILLATOR 

The UC3886 oscillator is a sawtooth oscillator that 
is externally programmable (RT' CT) as shown in 
Figure 7. The oscillator switching period, T s, con
sists of a charge time, T C, and a discharge time or 
deadtime, To, such that 

Ts = Tc + To [seconds) 

as shown in sawtooth waveform of Figure 7. 

Oscillator equations presented below use the fol
lowing units: 

Resistance in ohms 
Capacitance in farads 
Currents in amperes 
Time in seconds 
Frequency in Hertz 

T I I IS: (. 
I I 

t : 
I I 
I I 
L.J 

UDG-96081 

The oscillator switching frequency, Fs, is given by 

1 
Fs= Ts 

SkQ" RT" 100kQ 

RT 

2V 
=--+ ~ 
-f-

-Ic 
CT -10 

2.8V ---------:;>'1 

Ic=IR 

Figure 7. UC3886 Oscillator and Waveform 

TO PWM 
RESET 

UDG-96082 
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The sawtooth waveform charging current is 
programmed by the value of RT. RT should be a 
minimum of 5kW and a maximum of 100kW. Values 
of RT outside this range will result in nonlinearity 
and are not recommended. The charge time is 
defined as the amount of time it takes the charge 
current to linearly charge CT from 1.0V to 2.8V (DV 
= 1.8V), and is given by 

CT e 1.8V 
T C = (2.0VlRT) 

The charge current is not switched off at the end of 
the charge time. The discharge current is therefore 
equal to 

ID = ISINK - Ic = ISINK _ 2~: 
where ISINK is set internally in the UC3886 to 
4.0mA. 

The dead time is determined by 

T _ CT e 1.8V 
D - 4.0mA - (2.0VlRT) 

Programming the OSCillator 

The first step in programming the oscillator is to 
choose a maximum operating duty cycle, DMAX, 
given by 

D -~ -1- 2.0V 
MAX - Tc + TD - (RT e 4.0mA) 

DMAX is programmable from 90% to 100%. Although 
a typical Buck regulator may only operate at 60% to 
70% in steady state conditions, during a large tran
sient load step condition, a higher duty cycle is 
required to "build" the inductor current. Programming 
DMAX below 90% is not recommended. Figure 8 
shows Dmax as a function of the timing resistor, RT. 

1.00 

0.99 

0.98 ---_. 
0.97 

i 
0.96 
0.95 . 

Q 
0.94 

0.93 

0.92 
0.91 . 

0.90 
0 20 40 60 80 100 

RT(kg) 

Figure 8. Programming Maximum Duty Cycle with AT 

The oscillator (switching) frequency can be pro
grammed once the value of RT is determined. The 
oscillator frequency is given by 

2.0V e [(4.0mA e RT) - 2.0V] 
Fs= 

CT e1.8V e RT" e 4.0mA 

U-156 

which is plotted for several standard capacitor val
ues in Figure 9. 
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I ~. ~ ........ 221;;-t---g 100 

~ 470pF 
"""----...... -f----. 
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10 r--t---
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Figure 9. Programming Switching Frequency with CT 

Programming the oscillator frequency above 
300kHz should be made with consideration for the 
Average Current Mode control amplifiers of the 
UC3886, which have an optimal Gain-Bandwidth 
product for operation below 300kHz. 

The deadtime is plotted in Figure 10 as a function of 
RTand CT. 
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Figure 10. Deadtime vs CT, RT 

Synchronizing the UC3886 

Synchronizing the UC3886 can be achieved by 
superimposing a narrow voltage pulse on the PWM 
Ramp Signal, as shown in Figure 11. The UC3886 
oscillator should be programmed to freerun approx
imately 15% lower than. that of the synchronizing 
frequency. A 1.0V amplitude pulse with a rise time 
of £ 10ns and a duratiori between 10ns and T 012 is 
recommended. Note that when synchronized, the 
dead time is the sum of the synchronizing pulse 
width and the oscillator discharge time. An exces
sively wide synchronizing pulse will result in less 
usable duty cycle, which may be required for large 
signal response. A very slow rising. edge on the syn-
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2.8 H+-------H--

VeT 

1.0 

UDG-96083 

Figure 11. Synchronizing the UC3886 

chronizing pulse should be avoided as well, as the 
PWM gain may be reduced. 

Details of PWM oscillator operation, waveforms and 
synchronization is covered extensively in U-111 [2]. 
Synchronizing multiple UC3886 PWM controllers 
can be implemented using the UC3803 circuit as 

r--------, 
I 

BUFFER 

VOLTAGE 
AMPLIFIER 

VSENSE 

U-1S6 

detailed in U-133A [3]. 

UC3886 - AVERAGE CURRENT MODE CIRCUIT 
BLOCK DESCRIPTION 

The UC3886 Average Current Mode circuit blocks 
consist of the Voltage Amplifier, Buffer, Current 
Sense Amplifier, Current Amplifier and PWM 
Comparator. These blocks are shown in Figure 12 
configured for Average Current Mode control in a 
Buck regulator. 

The Dynamics of Average Current Mode 
Control with the UC3886 

An understanding of the dynamics of Average 
Current Mode control as shown in Figure 12 is nec
essary to better understand the individual blocks 
which make up the system. 

A simple but important fact must be under
stood up front; the load current of the Buck 
regulator is not the same as the inductor cur
rent of the Buck regulator. The load current is 
made up of the inductor current plus the cur
rent from the output capacitance. Average 
current mode control programs the inductor 
current. This is especially important when 
considering transient behavior and the 
dynamics involved. 

RSENSE 

PWM COMP 

2.8V -7r71-
1.ovLY_..L 

UDG-96084 

Figure 12. Configuring the UC3886 in Average Current Mode Control 

3-723 



APPLICATION NOTE 

The purpose of Average Current Mode Control is to 
program the Buck regulator (output inductor) to 
supply an average current to the load, such that the 
proper output voltage is maintained. The proper 
output voltage is programmed by the VCOMMAND 
pin on the UC3886. . 

A change in the load current of the Buck regulator 
will change the output voltage incrementally, which 
in turn will change the output of the Voltage 
Amplifier, COMP. Changing COMP will change the 
output of the Current Amplifier, CAO/ENBL, which 
is a direct input to the PWM comparator. Duty cycle 
will change as a result of CAOIENBL changing. 
Note that at this point, the average inductor current 
has not changed yet, only the LOAD current. This 
means that until this pOint,the output capacitor has 
supplied the change in load current. 

A duty cycle change will cause the average current 
to change through the inductor. The inductor cur
rent is converted to a voltage signal by the sense 
resistor, and is then amplified by the Current Sense 
Amplifier and is seen at the inverting input of the 
Current Amplifier, CAM. When the amplified current 
signal of the Current Amplifier's non-inverting input 
is equal to the COMP pin, the circuit settles into a 
steady state condition, wh.ere the average current 
into the load results in the proper output voltage. 

BUFFER 

The UC3886 Buffer block performs three functions: 

• Buffers VCOMMAND to create a bias 
voltage for the Current Sense Amplifier 
output ISO. 

• Clamps the COMP output of the Voltage 
Amplifier to: 

1.0 volt above the command voltage for 
use in current limiting. 
0.7 volts below the command voltage to 
limit large signal swing. 

• Buffers VSENSE for the sole purpose of 
minimizing the offset voltage at the Voltage 
Amplifier (BUF2 in Figure 12). 

The Buffer has a gain accuracy of 1.0 ±O.OS VN. A 
decoupling capacitor of 0.11JF located close to the 
IC is recommended in order to reduce noise in the 
current loop and to insure the unity gain stability of 
the Buffer. 

VOLTAGE AMPLIFIER 

The UC3886 Voltage Amplifier is used to create an 
error voltage based on the difference between the 
non-inverting (VCOMMAND) and inverting 
(VSENSE) inputs to the Voltage Amplifier. It fea-

. U-156 

tures a 3.SMHz Gain-Bandwidth product and an 
open loop gain of 8SdB. 

The Voltage Amplifier is optimized to provide excel
lent DC accuracy in a closed loop system by pro
viding low offset voltage (±2.0mV) and very low 
input offset current (±0.01 uA). The second buffer, 
BUF2, which buffers the VSENSE line, also 
improves DC accuracy by insuring that its bias cur
rent is closely matched to the bias current of BUF1 
(i.e., very low offset current between BUF1 and 
BUF2). By matching the impedances at the Voltage 
Amplifier inputs, as shown in Figure 13, the low 
Voltage Amplifier and Buffer bias currents will can
cel, minimizing DC error. Reducing the values of 
the resistors will minimize this small offset error. 

VREF 

R1 IBIAS2 BUF2 

rr 
IBIAS1 BUF1 

R2 rr= 

WITHOUT CF IN CIRCUIT: R111R2=R311R4 

WITH CF IN CIRCUIT: R111R2=R3 
UDG·96085 

Figure 13. Minimizing DC Offsets at the Voltage 
Amplifier 

The Voltage Amplifier is also optimized for large sig
nal transient performance. A large signal (step) load 
change in a Buck regulator will result in a rapidly 
changing output voltage, which in turn will cause 
the Voltage Amplifier's output (COMP) to change. 
The COMP pin is clamped by the buffer to VBUF 
+1.0V on the high side and to VBUF -0.7V on the 
low side, where VBUF is the voltage at the BUF pin. 
This insures that large signal transitions at the 
COMP pin will be limited to just outside its steady 
state control range (VBUF to VBUF + 1.0V). 
Feedback capacitors will not have to be charged up 
and discharged from "rail to rail", and therefore the 
Voltage Amplifier will react much more quickly to 
transients, reducing reaction time and overshoot. 
Using low feedback capacitance will allow the 
Voltage Amplifier to rapidly slew from one level to 
another, insuring excellent transient response. 

The use of non-integrating feedback around the 
Voltage Amplifier can optimize the transient perfor
mance of a converter by minimizing the amount of 
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capacitance on the COMP pin, and by intentionally 
limiting DC voltage regulation. Non-integrating com
pensation is discussed in Appendix 3. 

CURRENT SENSE AMPLIFIER 

The UC3886 Current Sense Amplifier is used to 
amplify a differential current sense signal across a 
low value current sense resistor, RSENSE. It fea
tures a 2.5MHz Gain-Bandwidth product and an 
open loop gain of 85dB. This amplifier must be set 
up as a differential amplifier as shown in Figure 14. 
A differential amplifier configuration will amplify only 
the difference voltage across the sense resistor, 
RSENSE, and will not amplify or carry common
mode information. 

ILOUT --
LOUT 

RSENSE 

+VSENSE· 

COUT RLOAD 

R1 

R2 

VISO = VeUF+ (~) VSENSE 

R2 R1 
GCSA=-

R1 

GCSA(MIN)=5.0 

Figure 14. Configuring the Current Sense 
Amplifier 01 the UC3886 

UDG·96086 

The Current Sense Amplifier gain must be pro
grammed (by external resistors) to be greater than 
or equal to 5.0 (14dB), as this amplifier is not sta
ble with gain below 5.0. The Current Sense 
Amplifier gain is limited on the high side by its Gain
Bandwidth product of 2.5MHz. Therefore, the gain 
of the Current Sense Amplifier, GCSA, must be pro
grammed between 

GCSA_MIN = 5.0 and GCSA_MAX 

= 2.5MHzlFSWITCH 

where FSWITCH is the oscillator SWitching frequency. 

Equations governing a Differential Amplifier are 
contained in Appendix 4. 

RSENSE, the current sense resistor, is used to mea
sure the output inductor current, which is necessary 

U-1S6 

for the proper operation of Average Current Mode 
Control. The Current Sense Amplifier features a 
common mode input range from 0.0 to 4.5Vdc. This 
allows the current sense resistor to be placed 
directly in series after the output inductor in low 
output voltage converters. 

RSENSE should not be placed before the output 
inductor because the current sense Signal will be 
outside the common mode range of the Current 
Sense Amplifier. Likewise, RSENSE should not be 
placed in the return path unless a ground difference 
can exist between the UC3886 and the load, which 
may be detrimental to voltage regulation. Figure 15 
illustrates these points. 

CURRENT AMPLIFIER AND PWM COMPARATOR 

The Current Amplifier is used to create a current 
error voltage based on the difference between the 
amplified inductor current and the Voltage Amplifier 
output, COMPo It features a 3.5MHz Gain
Bandwidth product and an open loop gain of 85dB. 
Using an integrating feedback compensating 
network around the Current Amplifier presents two 
advantages of Average Current Mode control over 
Peak Current Mode Control [4]. Higher DC gain is 
the first advantage. The second is the ability to com
pensate the loop, whereas Peak Current Mode 
Control has a fixed gain. 

The output of the Current Amplifier, CAO/ENBL, is 
compared to the PWM ramp with the result being a 
duty cycle varying as a function of the inductor cur
rent and the commanded voltage. Ideal PWM com
parator waveforms are shown in Figure 16. By 
observing the waveforms of Figure 16, the noise 
immunity advantage of Average Current Mode con
trol over Peak Current Mode control can be seen. At 
the beginning of each switching cycle, the Ramp 
Signal is at its lowest point, and therefore the PWM 
comparator is less susceptible to turn on spikes. 
Also, since an Average Current Mode control sys
tem samples the Inductor current, and not the 
switch current, there are no parasitic turn on spikes 
to compensate for or filter. 

The Current Amplifier output, CAO/ENBL, is com
pared to the ramp waveform generated at the tim
ing capacitor, CT, at the high speed PWM 
Comparator. The ramp waveform is a fixed frequen
cy ramp ranging from 1.0V to 2.8V. Figure 16 shows 
that the output of the Current Amplifier is clamped 
to approximately 3.2V, which is above the steady 
state range of the PWM comparator (2.8V). Large 
signal transient conditions may cause the Current 
Amplifier output to swing high and clamp to this 
upper limit. Clamping the Current Amplifier output 
allows a fast transient response, as the feedback 
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Figure 15_ Sense Current AFTER the Inductor to Insure the Signal is within the Current Sense Amplifier's Common 
Mode Range 
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GATE 
DRIVE 
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Figure 16. The Current Amplifier Output is compared 
to the PWM Ramp Signal 

capacitors do not swing over a large voltage range 
and cause substantial transient overshoots or 
delays. 

Disabling the UC3886 Gate Output with 
CAO/ENBL 

The UC3886 can be disabled by bringing the 
CAO/ENBL pin below O.BV, as shown in Figure 17. 
The CAO/ENBL pin is one input to the PWM com
parator, and the oscillator ramp waveform is the 
other. Bringing the CAO/ENBL pin below O.8V will 
force the Gate Drive duty cycle to 0%. 

The CAO/ENBL is the output of the Current 
Amplifier and will be compensated for loop control. 
The signal to the CAO/ENBL pin must therefore be 
a true open collector so that during the HIGH 
(open) state, there is no effect on the amplifier's 
performance. The open collector signal must be 
capable of sinking 3 250llA and remain below 0.8V. 
Figure 17 shows R1 which is recommended if the 
enable signal is located at a significant distance 
from the power supply. A long circuit board signal 
run can couple noise into the current loop if it 
resides close to noisy signals. R1 acts as a high 
impedance block to noise signals. R1 should be 
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Figure 17. Disabling the UC3886 

small enough however to insure that the disabling 
signal at CAO/ENBL is less than 0.8V. A 1 kW resis
tor is recommended. 

No features of the UC3886 are powered down dur
ing the disabled output state other than the Gate 
Drive output. 

CLOSING THE LOOP WITH AVERAGE 
CURRENT MODE CONTROL 

The fundamental principles of Average Current 
Mode Control are presented in Unitrode Application 
Note U-140 [4]. Compensating both the current 
loop and voltage loop is further detailed in Unitrode 
Seminar Topic "Switching Power Supply Control 
Loop Design" [5]. 

Figure 18 is a modification of the models presented 
in the two referenced application notes where the 
addition of the Current Sense Amplifier is the fun
damental change. 

Closing the Loop in a Variable Output 
Power Supply 

The above mentioned references on closing the 
loop using Average Current Mode control show a 
critical limitation on the inductor current slope 
during the switch OFF time. A variable output power 
supply must consider the maximum operating out
put voltage, where the inductor current OFF time 
slope is maximized. The result will be less than opti
mal gain at the lower operating voltages. 

CURRENT LIMITING WITH THE UC3886 

The output of the Current Sense Amplifier, ISO, is 
determined by the differential gain equation (see 
Appendix 4) and is biased by the voltage at the 
BUF pin, VBUF, as shown in Figure 14, such that 

ISO = VBUF + VSENSE· GCSA [Volts] 

Vs 

VeA ... --- --- ---
I 
I 
I 

U-156 

omrtJL 
DRIVE UDG-96090 

Figure 18. Average Current Mode Control Circuit and 
Waveforms for the UC3886 ACM Controller 

where 

VSENSE = ILOUT • RSENSE and 

GCSA = ~~ as shown in Figure 14. 

An increase in load current will force the power 
supply output voltage to decrease as the output 
capacitor discharges. This will force the Voltage 
Amplifier output (COMP) upward, the Current 
Amplifier output (CAO/ENBL) higher, will increase 
the duty cycle and thus will increase the inductor 
current. 

COMP is clamped to VBUF + 1.0V by the buffer. As 
the average output inductor current continues to 
rise, to raise the output voltage, the output of the 
Current Sense Amplifier, ISO, exceeds the value of 
COMP. This occurs when 

ISC • RSENSE • GCSA = 1.0 Volt 

or at a short circuit current limit, Isc, of 

Isc = 1.0 Volt [Amperes] 
RSENSE • GCSA 

When ISO exceeds the value of COMp, the Current 
Amplifier, configured for high DC gain, swings to its 
minimum value, resulting in a lower short circuit 
duty cycle, Dsc. Dsc is high enough only to main
tain the average current through the inductor. 

Figure 19 graphically represents the dynamics of a 
short circuit placed across the output of the Buck 
regulator of Figure 12 at time t1' 
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Figure 19. Dynamics of Short Circuit Protection with 
the UC3886 . 

Current Limit Load Line 

Current limiting in the UC3886 follows a "square 
knee" load line, where current is not disabled or 
folded back. Figure 20 shows this load line. 

The voltage at the output of the Buck regulator of 
Figure 20 falls proportionally to the value of the 
short circuit, usually measured in milliohms. Many 
regulators, under a short circuit of extremely low 
resistance, will demonstrate a condition where 
Ipeak can be much larger than Isc, often referred to 
as "tail-ouf'. Safety and reliability issues may arise 
should the value of Ipeak not be well understood 
and controlled. 

The simplified Buck regulator shown in Figure 20 
shows several key parasitic elements, along with 
the value of RSENSE, which limit the current to Isc, 
preventing tail-out. See Appendix 5 for a detailed 
example of programming the current limit using the 
UC3886 ACM Controller. 

AVERAGE CURRENT MODE CONTROL IN 
DISCONTINUOUS MODE 

Average current mode control offers the advantage 
of being able to function while the regulator is run
ning in a discontinuous mode of operation where 
the output inductor, and therefore the .current sig
nal, runs dry. 

VCOMMANO 1---------,-, 

VOUT 

I 

(MAX Ise 
(LOAD 

'Ise - -=R:-SE-N 1"'~~'"'~-::G:-eS-A 

lise 0 (RLOUT + RSENSE)] + VF 
Dse=-'---'-----'"'-~ 

VIN·llseo ROSION)] +VF 

U-1S6 

L CR1 VF ~
ROSION)ll I ==uRLOUT LOUT RSENSE 

~ Dse+ 11 

'LOUT MUST NOT SATURATE AT Ise 
UDQ·96092 

Figure 20. UC3886 Current Limit Load Line in a 
Buck Regulator 

With peak current mode control, during discontinu
ous mode, the peak/average current error becomes 
unacceptably large, a result of the fixed and limited 
gain in peak current mode control. The high gain of 
the Current Amplifier used in Average Current 
Mode control allows the large changes in duty cycle 
required for load changes. The Average Current 
Mode gain, however, is limited. 

There is a slope limitation criteria of Average 
Current Mode control (U-140 [4]) which is: 
The amplified inductor current downslope at 
one input of the PWM comparator must not 
exceed the oscillator ramp slope at the other 
comparator input. This slope crit&ria directly 
limits the amount of gain obtainable in the 
Current Amplifier at the switching frequency. 

The criteria mentioned above can be equated as 

VO+VF Vs 
-- -RS-GCSA-GCA£ --
LOUT Ts -TD 

where, in the model of Figure 18 

Vs = OSCillator Ramp M 
T s = Switching Period [s1 

T D = Oscillator Deadtime [s1 
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ving standard and Logic Level MOSFETs in a Buck 
regulator. 

Standard MOSFET 

1) Given a 5 volt input and a 12 volt V cc source to 
the UC3886 (Figure 6), VGS is only 7 volts 
nominally. ROSon for standard MOSFETs is often 
specified with VGS = 10V. A survey of several 60 
volt low ROSon MOSFETs shows that ROSon is 
higher by a factor of approximately 1.35 when these 
MOSFETs are driven with only 7 volts V GS. Specific 
data sheets and curves should be reviewed for 
exact figures. 

2) The UVLO threshold at startup for the UC3886 is 
10.3 volts. Although the PWM will start switching 
when UVLO is disabled, there may not be enough 
gate-to-source voltage for the MOSFET to carry the 
full load current. This characteristic can effect the 
amount of time to reach full load current at startup. 

3) Turn on time for standard MOSFETs is often 
specified with V GS = 10V, whereas the initial gate
to-source voltage from the UC3886 may be less 
than 10V. The resulting turn on time may be longer 
than specified in the device data sheets. 

Logic Level MOSFET 

1) Many modern, low voltage, low ROSon Logic 
Level MOSFETs have a maximum VGS rating of 
±10V. Excessive gate voltage may damage or seri
ously degrade the reliability of these MOSFETs. 

In the Buck regulator of Figure 6, the source voltage 
is rising from -VF to +VIN during turn on. At the 
beginning of the cycle, the gate-to-source voltage, 
VGS, is equal to VGATE+VF, which may be well in 
excess of 10V. At the end of the cycle, V GS is less, 
as the source voltage has risen to approximately 
the input voltage. The gate-to-source voltage 
dynamic characteristics are dependent on the value 
of series gate resistance, RGATE, as well as circuit 
load characteristics. RGATE can be. increased to 
insure that during the turn-on pulse, the source volt
age has risen to the input voltage well in advance 
ofVGS reaching its maximum value. The cost of this 
approach may be in switching power losses. 

A gate-to-source zener diode can be used as 
shown in Figure 22 to insure that excessive VGS is 
not reached. 

Low ROSon - Low Voltage MOSFETs 

Several MOSFET processes have increased the 
density of MOSFET cells in order to optimize ROSon 
and current handling capabilities. One result of this 
is the reduction of a good Gate metal path to indi
vidual cells. The result of this is higher internal gate 
resistance and inductance, which effects the 
switching performance of the MOSFET. 

U-1S6 

V'NT 
RGATE 

PWM 
GATE 

UC3886 
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Figure 22. Clamping VGS with a Zener Oiode 

A noticeable effect of these parasitics is the differ
ence between the Turn-On delay and the Turn-Off 
delay. At turn-on, as soon as a small number of 
cells are turned on, drain current begins to conduct. 
At turn-off however, the gate. charge must be 
removed from all MOSFET cells, resulting in a sub
stantial delay in turning off the drain current, as 
illustrated in Figure 23. MOSFET Turn-on and Turn
off delays will vary based on supplier processes. 
Supplier data sheets should be consulted. 

,~"."''' J i 
I I 
I I 
I I 
I 
I I 

IGATE : 

I 
I 
I 
I 
I 
I,-------------+-~: 
I 

lORAIN 

~ I~·------------~·I 
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Figure 23. MOSFET Turn-On and Turn-Off Oelays 

USING THE UC3886 WITH THE UC3910 FOR A 
COMPLETE Pentium@Pro SOLUTION 

The UC38861UC3910 Chip Pair is shown in Figure 
24 as configured in a typical Buck regulator. The 
programmable DAC output of the UC391 0 is simply 
fed into the VCOMMAND pin of the UC3886 to pro
vide a programmable PWM controlled power supply. 

Using this chip pair offers significant benefits when 
providing power to today's microprocessors. The 
two IC's can be configured, as shown in Figure 24, 
to provide all functions required to interface with, 
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Figure 24. UC3886/UC3910 Interconnection Diagram 

control, and monitor the performance of the Intel 
Pentium®Pro and other high end processors. 
Together, the chip pair meets the critical require
ments of the Pentium®Pro with a simple, accurate 
and efficient switching regulator which meets the 
difficult transient regulation requirements with 
Average Current Mode Control. 

For additional information On the UC391 0 4-BIT DAC 
and Voltage Monitor IC, refer to application note 
U-158 [10]. For additional information On a detailed 
circuit design and performance of the 
UC3886/UC3910 chip pair, refer to application 
note U-157 [11]. 

Features of the UC38861UC3910 Chip Pair 

Simplicity 

The UC3886/UC3910 is configured to drive a basiC 
Buck regulator. The ICs integrate all control and 
monitoring fUnctions, so that external parts count is 
reduced. Circuit boards can use fewer layers, fewer 
interconnects and fewer components. 

The UC3886 features a direct output NMOS drive, 
eliminating the need for creating high voltages and 
allowing the use of an efficient N-Channel 
MOSFET. 

The programmable voltage feature of the UC3910 
allows system designers to directly interface with 
Intel's Pentium®Pro to create One power supply 
that will meet all voltage requirements, and thus 

UDG·96021 

reducing all the logistics associated with single out
put power supplies. 

The UC3910's DAC and unique voltage monitoring 
architecture directly replaces discrete components 
including a precision reference, a DAC, complicat
ed resistive networks, multiple window comparators 
and an SCR Driver. The UC3910's tracking fault 
windows are simply programmable with two exter
nal resistors. 

The UC3886 can directly monitor the inductor cur
rent through a low value resistor, eliminating the 
need for a current transformer or complicated 
waveform synthesis circuitry. 

The accuracy and true "square-knee" characteristic 
of the UC3886 over current limit programming elim
inates the need to over-design the power compo
nents for operation in an indefinite short circuit. 

Accuracy 

The typical ±0.5% accuracy of the UC3910 is not 
corrupted by the UC3886, as the UC3886 uses a 
very low offset Voltage Amplifier, has very low bias 
currents, and offsets the bias currents within the IC. 
The combined system accuracy is ±1%. This high 
DC accuracy negates the need for trimming the 
power supply output voltage in manufacturing. 

Efficiency 

The high current drive of the UC3886 allows the 
use a high end low RDSon N-channel MOSFET. Full 
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load efficiencies of 80% can be met with a minimal 
cost and parts count. 

Severe Transient Loading 

The UC3886 Average Current Mode Control fea
tures allow optimization of both the voltage and cur
rent loops. High gain in the current loop can be 
achieved with Average Current Mode control. The 
UC3886 features very fast amplifiers for optimal 
large signal performance. The voltage and Current 
Amplifiers are internally clamped to reduce their 
dynamic range, which prevent large overshoot and 
respond faster to changes in load current. The 
UC3910 high accuracy allows a tightly regulated 
DC voltage which allows a wider voltage swing 
under load transient conditions. 

SUMMARY 
Power supply requirements for low voltage, high 
end processors are particularly difficult to meet with 
regard to tight regulation and fast transient 
response. The UC3886 contains all the features 
required to meet these requirements while main
taining high efficiency and a low external parts 
count. Average current mode control offers excel
lent regulation and fast transient response, accu
rate current limiting reduces electrical and thermal 
overdesign, and high side N-MOSFET drive helps 
create a simple and high efficiency power circuit. 
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APPENDIX 1: BUCK REGULATOR BASICS 

A schematic of a basic Buck regulator power stage 
is shown in Figure 1A . Several parasitic elements 
are included for the reasons described below. 

Q1 
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ROS(ON) " .. ~ RLOUT A. RSENSE 

+ ~ ~t" + ~ lOUT 

V,N 
PWM L ~": 

COUT VOUT 

~ 

-!-
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Figure 1 A - Buck Regulator Power Stage 

The transfer function of a Buck regulator is often 
simplified as 

VOUT=VIN- D Simple Approximation 

where D is the duty cycle of the Pulse Width 
Modulator (PWM). 

Parasitic elements such as series resistance and 
even the diode drop, VF, are often assumed to be 
negligible, especially when the output voltage is 
large compared to these voltage drops, and current 
is low. 

For a low voltage, high current Buck regulator, a 
more exact transfer function is necessary to insure 
proper operation. 

The basic operation of a Buck regulator with PWM 
control is this: a PWM controlled rectangular wave
form is created by the switch, Q1, and is averaged 
by the output LC power stage. The inductor must 
balance volt-seconds during both the ON time and 
the OFF time in order for this averaging function to 
occur. Volt-seconds is defined as the product of the 
voltage across the inductor and the time which that 
voltage is present. 

The equation for the volt-second product across the 
inductor during the ON and OFF times are given by: 

VOLT_SEC_ON = (VIN - lOUT· (ROSON + 

RLQUT + RSENSE) - VOUT) • TON 

VOLT _SEC_OFF = (VOUT + lOUT • (RLQUT + 

RSENSE) + VF) • T OFF 

Equating the volt seconds gives 

(VIN - lOUT· (ROSON + RLQUT + RSENSE) 

- VOUT) • TON = (VOUT + lOUT· (RLOUT + 

RSENSE) + VF) • TOFF 

U-156 

Duty cycle D is defined as T ONrr, where T is the 
switching period. Therefore, T OFFrr can be defined 
as 1-D, resulting in 

TON D ·T 
T OFF = (1-D)· T = 

VOUT + [lOUT· (RLQUT + RSENSE)] + VF 
VIN - [lOUT· (ROSON + RLQUT + RSENSE)] - VOUT 

giving the governing equation for the output voltage 

VOUT = (D • VIN) - (D • lOUT • ROSON) -

[lOUT· (RLQUT + RSENSE)] - [VF· (1 -D)] 

and the governing equation for duty cycle 

Duty Cycle for Buck Regulator 

Example: 

VIN =5.0V 

VOUT= 3.W 

RLQUT = O.010W 

RSENSE = O.010W 

ROSON = O.025W 

lOUT = 1A min to 10A max 

VF = O.4V @ 1A, O.5V @ lOA 

Estimate Duty cycle based on the simple duty cycle 
approximation: 

D = VOUT = 3.1V = 62% 
VIN 5.0V 

Calculate Duty cycle based on the complete 
equation: 

D= 
3.1V + [10A· (O.01W + O.01W)] + 

O.5V 

= 72.4%@10A 

3.1V + [1A· (O.01W + O.01W)] + O.4V 
D = 5.0V - (11 OA • O.025W) + O.4V 

= 65.5%@1A 

The results show that simplifying the transfer func
tion can result in a substantial error when low volt
ages and high currents are considered. 
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APPENDIX 2: CALCULATING AVERAGE GATE 
DRIVE CURRENT, IGATE 

A MOSFET gate requires a total gate charge, QG, 
which is specified in the manufacturer's data sheet, 
in order to effectively turn on. Understanding gate 
drive requirements and dynamics is discussed in 
detail in U-118 [8] and in U-137 [9]. The MOSFET 
gate is charged up at· turn-on by a peak current 
waveform, often limited by the driver output imped
ance as well as series resistance. Over. many 
cycles, the peaks of current can be averaged. This 
average current must be supplied to the UC3886 
from the VCC source. 

Figure 2A shows an N-channel MOSFET in a Buck 
regulator configuration. The input voltage is 5V, and 
the gate driver is powered from 12V. The effective 
Gate-to-Source voltage is therefore 7V. 

5V 

RG 
12V Vee 

UC3886 
GA TE DRIVE I t 

PWM ~ Igal8 

IGA::AK -r---------l---------r--
AVG -+\--------f\-------+\: 
O~~--~----~~------~~ 

f---- ih ------1 
UDG-96097 

Figure 2A_ Calculating Average Gate Current 

Figure 2B is a generiC example of a manufacturer's 
"Gate-Source Voltage vs Gate Charge" curve, 
found in most MOSFET data sheets_ The charge 
required is a direct function of the Gate-to-Source 
voltage which drives the MOSFET. Using this curve, 
the required gate charge for the circuit in Figure 2A 
can be read off of the curve. 

Gate charge and current are related by 

QG = IGATE -Ts 

where IGATE is the AVERAGE gate current and T s 
is 1/Fs or one switching period. 

Average gate current, IGATE' can therefore be cal
culated by using 

IGATE = QG ITs = QG· FS' 
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As an example, an IRFZ48 MOSFET requires 
approximately 50 nanocoulombs total gate charge 
(QG) with 7 volts VGS drive. The average current 
drawn by the gate at an operating frequency of 
200kHz is therefore 

IGATE = 50nC - 200kHz = 10 milliamps. 

The total current drawn by the UC3886 under these 
operating conditions, would therefore be 

ICC = 'BIAS + IGATE = 10mA + 10mA 

= 20mA total. 

VGS(op) -----------

VGS 

QG QG(op) 

TYPICAL GATE CHARGE 
vs VGS(ON) FOR A NMOSFET 

IGATE(AVG)=QG(op)- Fs 
UDG-96098 

Figure 28_ Using Total Gate Charge to Calculate Gate 
Current 

APPENDIX 3: MANAGING REGULATION AT 
THE LOAD WITH NON-INTEGRATING GAIN 

A model of an Average Current Mode controlled 
Buck regulator is shown in Figure 3A The Average 
Current Mode control loop can be modeled as a 
simple transconductance amplifier, which converts 
the Voltage Amplifier's error voltage into the 
required average output current. 

The parasitic resistive and inductive elements 
shown in the circuit will have the following effects: 

• The resistive elements will cause a steady 
state load regulation error proportional to 
resistance and load current 

- The resistive elements will cause a transient 
voltage drop proportional to resistance and 
amplitude of the change in load current 

- The inductive elements will cause a tran
sient voltage drop proportional to inductance 
and the rate of change, di/dt. 

Sensitive loads, such as high end Processor ICs, 
require regulation at the load to be extremely tight 
under load variations. Load regulation specifica-
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tions can consist of a window of voltage regulation 
which includes variations of steady state load cur
rent, load transient conditions, voltage ripple and 
DC regulation tolerances. 

The allowed transient voltage deviation, when 
considering low voltage processors with very fast 
transients rates, can be extremely difficult to meet, 
and may require an excessive amount of output 
capacitance in order to keep the total capacitor's 
ESR and ESL low enough to meet the regulation 
requirements. Excess capacitance is bulky and 
expensive. 

Managing the regulation at the load can be sum
marized by the following goals and methods to 
meet the goals. 

Goals 

1. Meet ±5% regulation at the load under all 
operating conditions 

2. Minimize the amount of output capacitance 
required at the power supply output in order to 
minimize cost and size 

Methods 

1. Use parallel, low impedance pins at the power 
supply connector. 

2. Use power and ground planes from the power 
supply to the load. 

3. Maximize local decoupling at the load. 

4. Minimize ripple to maximize use of the 
regulation window. 

5. Compensate for the I • R voltage drop to the 
load with positive DC offset at the power supply 
output. 

6. Maximize allowable transient voltage swing by 
providing positive DC offset at the power supply 
output when operating at the minimum load, 
and providing negative DC offset at the power 
supply output when operating at the maximum 
load. This can be accomplished by using Non 
integrating gain (resistive, not capacitive feed 
back) about the Voltage Amplifier. 

Methods 1 through 4 consist of good electronic lay
out and filtering practices. Methods 5 and 6 are 
steps which can be taken at the power supply, and 
are discussed below. 

Figure 3B illustrates the output voltage effects 
resulting from load transients when integrating and 
non-integrating feedback is utilized as well as the 
effects of a DC offset voltage. 

Integrating gain utilizes a DC blocking capacitor in 
the feedback, and therefore results in a very high 
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Figure 3A. Average Current Mode Controlled Regulator 
Output Model 

DC gain. The result is excellent load regulation, 
where the output voltage is nominally equal to the 
command voltage. This is typical of most power 
supplies. 

Non-integrating gain utilizes a resistive feedback 
path instead of capacitive. The result is that the out
put voltage will decrease as the load current 
increases. This provides an INTENTIONAL nega
tive load regulation characteristic. 

The use of the DC offset, achieved simply by the 
voltage divider formed by RI and RD of Figure 3B, 
centers the output voltage at nominal load. 

These points are best shown by an example. 

EXAMPLE 

Buck regulator using UC3886/UC3910 Chip Pair 

VOUT = 2.4V to 3.4V. 

Regulation window = ±5% including load, line, 
ripple and transient conditions. 

Ripple = ±1% 

DC Regulation Tolerance plus Line Regulation 
=±1% 

I • R Voltage Drop from power supply to load 
= -1% at Imax 

Imin = O.5A = Minimum normal operating current 

Imax = 10A = Maximum normal operating 
current 

I_Limit = 12A = Short circuit current limit 

Goal: Determine and set VOUT vs lOUT such that 
the ±5% Regulation requirement is met with maxi
mum allowed transient voltage swings (minimum 
output capacitance). 

Step 1: Establish a regulation goal. 

The specified window is ±5%. VRIPPLE 
and DC Error, which are each ±1%, 
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Figure 3B. Integrating vs Non-Integrating Gain in the Voltage Error Amplifier of the UC3886 

reserve ±2% of the specified window. 
This leaves ±3% of the window for load 
regulation. 

Figure 3C illustrates the regulation window. 

Based on the regulation of integrating 
gain, a load step from Imin to Imax may 
only cause a -3% voltage excursion and 
still insure that the ±5% window require
ment is met. The load regulation set as a 
goal will double the allowed voltage 
excursion from -3% to -6%. 

Step 2: Determine the voltage-to-current gain of 
the closed loop Average Current Mode 
circuit. 

to-current gain is therefore equal to 
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The UC3886 error voltage, COMp, swings 
from Vcommand at 0.0 amperes load cur
rent, to V COMMAND + 1.0V at the short cir
cuit current limit point, LLimit, set by the 
Current Sense Amplifier gain. The voltage- Figure 3C_ Load Regulation for Example Circuit 
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Step 3: Determine the swing in the UC3886 error 
voltage, COMp, at Imax. 

DVe= Im.ax. -1.0= 10.0 A_ 1.o 
LLlmlt 12 A 

= 0.833 Volts 

From the desired load regulation curve, 
determine the swing in output voltage 
associated with the change from 0 Amps 
(Not Imin in this case) to Imax. Subtract 
the I - R drop intrinsic to the circuit. 

The desired regulation swing is -6.3% -
(-1.0%) = -5.3% from OA to Imax. At the 
lowest operating output voltage, this is 
equivalent to: 

DVOUT = 2.4V - 5.3% = 0.127 Volts 

Step 4: Determine the gain around the Voltage 
Amplifier to achieve the desired voltage 
swing over the operating load range. 

DVe DVe 
DVout = Gain = RF/RI 

0.833V 
and therefore RpRI = 0.127V = 6.56 

Where RF is the feedback resistor and RI 
is the input resistor, as in Figure 38. Let 
RF = 20.0kW, then RI = 3.09kW and the 
gain about the Voltage Amplifier = 6.47. 

Step 5: Determine the DC offset required from 
the Resistive Divider and calculate the 
value of Ro. 

The resistive divider must offset the out
put voltage by the desired offset at 0.0 
Amps of +3.3%. 

Using a voltage divider resistor, Ro with 
Rio as shown in Figure 38: 

Ro RI+RD = 1 - 0.033 so 

RI - (1-0.033) 
Ro = 0.033 = 90.9kW 

Figure 3D illustrates the resulting load 
regulation at the output of the power sup
ply and at the load. 

Step 6: Determine the effects of a variable output 
voltage 

The DC offset fixed by the voltage divider 
of RI and Ro is setting an offset percent
age, which is constant at 3.3%. 
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Figure 3~. Load Regulation for Example Circuit -2.4V 
Output 

Therefore, at O.OA all output voltages will 
start at +3.3% offset. 

The gain of the Voltage Amplifier, set by 
RF and Rio is also fixed, and will therefore 
have a smaller effect at output voltages 
larger then 2.4V. At 3.4V, the change in 
output voltage is fixed at -0.127 Volts, 
which is only -3.74% of the nominal 
output. The higher voltages will therefore 
operate within a narrower voltage regula
tion window than 2.4V and the voltage 
regulation requirements will be met. 

APPENDIX 4: DIFFERENTIAL AMPLIFIER 
EQUATIONS 

The amplifier shown in Figure 4A is configured as a 
differential amplifier, with a DC bias. The output 
voltage of this configuration is given by 

R2 
VOUT = VSIAS + (V1 - V2) - R1 

This result can be derived from the principal of 
superposition, by adding the portion of the output 
voltage due to each input voltage, V1, V2 and 
VSIAS· 

V1 term: Set VSIAS and V2 to GND, find VOUT: 

The voltage at the non-inverting input to the ampli
fier V(+) is derived from the voltage divider of R2 
and R1, and is then multiplied by the non-inverting 
op-amp non~inverting gain formula. 

V(+) = V1- ( R1~2R2 ) 

VOUTV1=V(+)-(1 +~~) 

-V1- (~)-(1 + R2) 
- R1+R2 R1 
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VaUT SOLUTION: 

R2 
VaUT_VBIAS+(V1-V2) ~~ VBIAS 

V, TERM: 

R2 VOUTV1=V1·(R~R2)·(1+ ~~) OV 

V2 TERM: 

R2 
VOUTV2=V2 e (- ~~) OV 

VBIAS TERM: 

R2 
VOUTVBIAS-VBIAS .(R1~~2}.(1+ ~~) VBIAS 

OV n..AAA-L--,",,

OV~"vv-""''''-

UDG-96101 

Figure 4A. Differential Amplifier Configuration with DC 
Bias 

V2 term: Set VBIAS and V1 to GND, find VOUT: 

The voltage at the non-inverting input to the ampli
fier is 0 volts_ The configuration is therefore a stan
dard inverting op-amp configuration which gives 

VOUTV2 = V2· (- ~~) 
VBIAS term: Set V1 and V2 to GND, find VOUT: 

The voltage at the non-inverting input to the ampli
fier is derived from the voltage divider of R1 and 
R2, and is then multiplied by the non-inverting op
amp non-inverting gain formula_ 

V(+) = VBIAS • ( R1~~2 ) 

, R2 
VOUTVBIAS=V(+)·(1 +R1} 

= VSIAS· (R1~~2). (1 + ~~) 
when factored gives 

VOUTVBIAS = VBIAS 

VOUT Solution: Sum the 3 terms together 

VOUT = V1 • (R1~2R2)· (1 + ~~) 

+ V2· (- ~~) + VBIAS 

which yields 

, R2 
VOUT = VBIAS + (V1 -V2). R1 

U-156 

The DC Bias is the value of VBIAS, and the gain of 
the differential amplifier which multiplies the differ
ence voltage (V1 - V2) is given by 

G . R2 
aln = R1 

APPENDIX 5: PROGRAMMING THE SHORT 
CIRCUIT LIMIT 

From the short circuit current equation 

I _ 1_0 volt 
SC - RSENSE ~ GCSA 

it can be seen that the product of the sense resis
tor and the gain of the Current Sense Amplifier 
must be 

1_0 Volt 
RSENSE • GCSA = IsC 

The value of GCSA is bounded to 

GCSA_MIN = 5_0 and GCSA_MAX 
2.5MHz 
FSWITCH 

which in turn, bounds the value of RSENSE, since 
the product is a constant 

Several considerations must be used to select 
RSENSE: 

• Type - 2 Wire vs 4 Wire: With very low value 
sense resistors, as the UC3886 allows, the 
resistance of the solder joint becomes a major 
contributor to resistance_ A 4 wire Kelvin con
nection removes the error due to the solder 
joint A 2 wire is more cost effective_ A compro
mise may be in using' a surface mount 2 wire 
resistor and splitting the pads tb simulate a 4 
wire connection_ Beware that paralleling 4 wire 
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resistors for reduced power dissipation can 
result in an imbalance between the resistors. 

• Value - Minimum and Maximum possible values: 
The upper value is limited by the minimum 
GeSA value, and the lower value by the maxi
mum GeSA value. Higher values dissipate more 
power. Lower values typically have a higher tem
perature coefficient, resulting in less accuracy 
over temperature and have a higher cost factor. 

• Efficiency and Power Dissipation: The lower the 
value of RSENSE, the less power dissipation and 
the higher the regulator's efficiency. Power dissi
pation must be considered under both normal 
maximum operating current, Imax, as well as 
under short circuit conditions, Ise. 

• Operating Voltages and Duty Cycle: Given a low 
input voltage and an output voltage close to VIN, 
such as 3.3V input, 2.9V output, the operating 
duty cycle can be quite high. A large voltage 
drop across RSENSE may be unacceptable. 

• Self-Inductance: A low inductance type of resis
tor should be used. Inductance of the resistor 
will result in an inductive "step" voltage superim
posed on the ramp voltage. The step voltage will 
not contribute to error as the average current 
measurement is not effected, but may contribute 
to instability due to the very high slope of the 
inductive step. Refer to Unitrode Application 
Note U-140 [4] regarding slope limitations in 
Average Current Mode Control. 

The following example illustrates the selection 
process in choosing RSENSE and in setting the 
value of GeSA' 

FSWITeH: 200kHz 

Imax: 10.0A 

IRIPPLE: 1.0Ap-p 

RLOUT 0.01W 

VF 0.5V @ 12A 

VIN 5.0V 

RDS(on) 0.025W 
Step 1: Find the bounds of the Current Sense 

Amplifier gain GeSA. 

Minimum gain = 5.0 By specification 

Maximum gal'n = 2.5MHz 125 
200kHz = . 

Step 2: Choose the short circuit limit. This limit 
should insure that tolerances and ripple 
current do not inadvertently trip the over 
current threshold. 
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Figure 5A illustrates the limitations on the 
sense resistor based on the bounds of 
the gain. Choosing a value of Isc as low 
as possible will limit the power dissipation 
in the sense resistor. 

Select Ise = 12.0 Amps. 

Step 3: Choose a value of RSENSE 

From Figure 5A, a 12.0A Ise implies that 
Rsense must lie between 0.007W and 
0.017W. Choose 0.010W as the lowest 
standard value. 

i-RSENSE ... PO I 
0.020 

........ '1
3 

~.~ ......... -. 2.75 

. I 2.5 

O.01B 

I 225 ~ 
2 z 

I 0 
I 1.75 ~ 
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~ I Q ~ 0.008 ____ •• - ••••.• 125 ffi 
a:: _., ••• ---- 1 ~ 

O.0061 ________ ····-···~ .. 12.5 0.75 ~ 
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SHORT CIRCUIT CURRENT (A) 

Figure 5A. RSENSE and Power Dissipation Boundaries 

Step 4: Program the gain of the Current Sense 
Amplifier. 

G - 1.0 Volt 
eSA - Ise. RSENSE 

1.0 Volt 
12.0A. 0.01W = 8.33 

Choose large enough resistors so as not 
to load down the output of the Current 
Sense Amplifier. Refer to Figure 14 of this 
application note to configure the Current 
Sense Amplifier. 

Select R2 = 36.5kW 

R1 = 36.5kW = 4.42kW (closest 
8.33 

1% value) 

GeSA = 36.5 = 8.25 
4.42 

Step 5: Solve for the min
imum AVERAGE short circuit current 
limit. 

The tolerance of the UC3886 current limit 
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clamping mechanism is 1.0V ±0.05V. 
Assume RSENSE and GCSA each have a 
tolerance of ±2% over temperature and 
life. 1/2 of IRIPPLEWill add to the AVER
AGE current value of Isc, and should not 
cause the UC3886 to clamp into Qver 
current. 

Then 

IRIP 
ISC(min)+ 2 

0.95 Volt 
RSENSE • 1.02 eGCSA • 1.02 

which gives 

I 0.95 Volt 
SC(min) = 0.Q1 OW. 1.02 .8.25 • 1.02 -

1.0A 
~ = 10.57 Amperes 

which is above the maximum operating 
current of 10.0 amperes 

Step 6: Calculate the power dissipation in 
RSENSE during normal and short circuit 
conditions. 

Normal: Pd = Imax2 • RSENSE 

= 10"· 0.010W = 1.0 Watt 

Short Circuit: Pd = Isc2 • RSENSE 

= 122 • 0.Q1 OW = 1.44 Watt 

Calculating the Short Circuit Duty Cycle 

During a short circuit condition in a Buck regulator, 
the duty cycle becomes small and the free-wheel
ing diode conducts current for most of each switch
ing cycle. The free-wheeling diode's average cur
rent is almost equivalent to the short circuit current 
in this condition, resulting in much higher power 
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dissipation. 

To calculate the power dissipated in the diode, the 
short circuit duty cycle, Dsc, must be calculated. 

The governing equation of the Buck regulator is 
derived in Appendix 1, where the output voltage is 
given by . 

VOUT = D· (VIN - lOUT· (ROSon) - [lOUT 

• (RLOUT + RSENSE)]- [VF· (1-D)] 

where D is the operating duty cycle. Under a true 
(O.OW ) short circuit condition, the output voltage is 
0.0 volts and the operating duty cycle will be Dsc. 
Using O.OV in the formula above and solving for Isc 
and Dsc gives 

I _ Dsc • (VIN + VF) - VF 
SC - Dsc. ROSon + RLOUT + RSENSE 

Isc • (RLOUT + RSENSE) + VF 
and Dsc = VIN - Isc • ROSon + VF 

Continuing from the above example, the short 
circuit duty cycle is 

Dsc = 12A· (0.01 W + 0.01 W) + 0.5V = 12% 
5.0V - 12A· 0.025W + 0.5V 

The resulting diode average current is therefore 

IOIOOE = (100%-12%) ·12A = 10.56 

Amperes. 

The output inductor, loUT, must be designed not to 
saturate at the short circuit current. Should LOUT 
saturate, excessive current can result which is only 
limited only by the parasitic resistances, which can 
result in reliability or safety problems. 
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FUELING THE MEGAPROCESSOR - A DC/DC CONVERTER 
DESIGN REVIEW FEATURING THE UC3886 AND UC3910 

by Larry Spaziani 
Applications Engineer 

ABSTRACT 

This application note provides a detailed account of design tradeoffs and procedures for the development 
of a Voltage Regulator Module (VRM) for the Intel Pentiurn@Pro processor. This voltage regulator features 
Unitrode's UC3886 Average Current Mode PWM Controller and UC3910 4-BIT DAC and Voltage Monitor 
ICs configured in a Buck Regulator. Test results and waveforms are provided which show how the VRM 
power supply meets stringent requirements imposed by Intel. 

INTRODUCTION 

Intel's Pentium®Pro power system specification 
demonstrates the industry trend to operate at lower 
voltages and at higher currents, with tight regula
tion and fast transient response. Meeting these 
requirements demands the most of both the power 
stage and the control system of the power supply. 
Unitrode's UC3886 and UC3910 are specifically 
designed for optimizing the control loop, the 
dynamic response and the DC accuracy required 
by the Pentium®Pro. The power stage inductor and 
capacitors are critical as well in meeting the 
extremely tight voltage regulation during a 
Pentium®Pro load transient. 

This application note will detail the design of a com
plete VRM power supply. This design review will 
detail the critical VRM specifications, power supply 
architecture tradeoffs, power stage design details 
and equations and finally design specifics used to 
configure the UC3886 and UC3910. The complete 
current and voltage loops will then be closed, and 
performance results of the power supply will be 
shown. 

This design review will reveal the many advantages 
of using the UC3886 and UC3910, which include: 

• Direct output NMOS drive, eliminating the 
need for creating high voltages and allowing 
the use of an efficient N-Channel MOSFET. 

• High DC accuracy negates the need for volt
age trimming and insures the overall 
regulation will be met. 

• Direct interface with INTEt..:s PENTIUMTM 
PRO VID programming codes. 

• The UC3910's DAC and unique voltage mon
itoring architecture directly replaces discrete 
components including a precision reference, 
a DAC, complicated resistive networks, multi
ple window comparators and an SCR Driver. 

• Accurate and true "square-knee" current 
limiting eliminates the need to over-design the 
power components for operation in an indefi
nite short circuit. 

• Optimization of the loop performance due 
to large signal changes due to transient load
ing effects. 

The Unitrode VRM demonstration kit is shown in 
Figure 1. The VRM's schematic is shown in Figure 2 
and the parts are described in Table 1. 
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Figure 1. Unitrode's VRM Demonstration Kit 
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POWER SUPPLY SPECIFICATIONS 

The requirements for the DC/DC converter which 
will provide power to Intel Pentium®Pro are con
tained in Intel's application note AP-523 [1], 
Section 10. These power supply requirements con
sist of required specifications, expected specifica
tions and design guidelines, some of which are 
summarized below. 

Input Current Rate: ±O. 1 NilS maximum during a 
load transient. 

Input Voltages: 5.00V±5% 
12.00V ±5% 

Output Voltage: Variable from 2.4V to 3.4V pro
grammable per INTEL VID 
codes, 100mV increments. 

Minimum Current: 0.3A 

Maximum Current: 11.2A 

Regulation: 

Load Transient: 

±5% Including initial tolerance, 
setpoints, drift, transients and 
ripple/noise. 

Minimum to maximum or maxi-

Power-Good: 

Output Enable: 

RippleINoise: 

Overshoot: 

Efficiency: 

Temperature: 

Over Voltage: 

mum to minimum current at a Short Circuit: 
rate ~0.3NIlS. 

Open Collector output LOW sig
nal when the output voltage is 
not within ±10% of nominal. 

Open Collector input signal with 
a LOW state disabling the 
DC/DC converter. 

± 1 % to 20MHz. 

::;;10% above the initial setpoint 
at application or removal of input 
power. 

~80% at maximum current, 
~40% at minimum current 

+ 10°C to +60°C, ~1 00 LFM air 
cooling along connector axis. 

Self shut down when the output 
exceeds 10% to 20% of nomi
nal. 

Continuous short circuit mode
without damage or overstress to 
the unit. 

TABLE 1 - PENTIUM@PRO VRM DEMONSTRATION KIT BILL OF MATERIALS 

UNITRODE PENTIUM®pRO VRM DEMONSTRATION KIT 
REF.DES. DESCRIPTION PACKAGE NOTES 
U1 Unitrode UC3910DP 4-BIT DAC and Voltage Monitor SOIC-16 
U2 Unitrode UC3886DP ACM PWM Controller SOIC-16 
U3 Unitrode UC3612DP Dual Schottky Diode SOIC-8 
C01 0.10uF Ceramic 1206 SMD 
CO2 0.1011F Ceramic 1206 SMD 
C03 Sanyo 6MV1500GX, 150011F. 6.3V, Aluminum Electrolytic 10x20mm Radial Can 
C04 Sanyo 6MV1500GX, 1500uF, 6.3V, Aluminum Electrolytic 10x20mm Radial Can 
C05 Sanyo 6MV1500GX, 1500uF. 6.3\1 Aluminum Electrolytic 10x20mm Radial Can 
C06 Sanyo 6MV15OOGX, 150OMF, 6.3V, Aluminum Electrolytic 10x20mm Radial Can 
C07 Sanyo 6MV1500GX, 150OMF, 6.3\1 Aluminum Electrolytic 10x20mm Radial Can 
C08 Sanyo 6MV15OOGX, 150011F, 6.3V, Aluminum Electrolytic 10x20mm Radial Can 
C09 Sanyo 6MV1500GX, 150011F, 6.3V, Aluminum Electrolytic 10x20mm Radial Can 
C10 SpragueNishay 595D475X0016A2B, 4.7uF 16V Tantalum SPRAGUE Size A 
C11 0.10uF Ceramic 1206 SMD 
C12 0.10uF Ceramic 1206 SMD 
C13 0.1011F Ceramic 1206 SMD 
C14 0.1011F Ceramic 1206 SMD 
C15 2700pF Ceramic 0603 SMD 
C16 1200pF Ceramic 0603 SMD 
C17 1000pF Ceramic 0603 SMD 
C18 O.01I1F Ceramic 0603SMD 
C19 0.10uF Ceramic 1206 SMD 
C20 100pF NPO Ceramic 0603SMD 
C21 0.022uF Ceramic 0603 SMD 
C22 0.1011F Ceramic 1206 SMD 
C23 0.10uF Ceramic 1206 SMD 
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TABLE 1 - PENTIUMepRO VRM DEMONSTRATION KIT BILL OF MATERIALS (cont.) 

REF.DES. DESCRIPTION PACKAGE NOTES 
C24 180pF NPO Ceramic 0603 SMD 
C25 220pF NPO Ceramic 0603 SMD 
C26 NOT USED 0603 SMD1 
C27 180pF NPO Ceramic 0603 SMD 
C28 1000pF NPO Ceramic 0805 SMD 
C29 SpragueNishay 593D1 07X901 OD2, 100l1F, 6.3V Tantalum EIA Size D SMD 
SCR1 Motorola MCR12D, 12A SCR TO-220AB 2 
CR1 International Rectifier 32CTQ030 30V, 30A Schottky Diode TO-220AB 
CR1-HS AAVID 577002 TO-220 Heat Sink 
CR2 1 N5401 CT, 3A 100V Diode DO-201AD 2 
F1 Littlefuse R451010, 10A Fast Blow SMD Square 2 
J1 AMP 532956-7 40 Pin Connector 
L1 Coilcraft S6030-B, 10uH to 20uH Radial Toroid 
Q1 International Rectifier IRL31 03, 30V, 56A TO-220AB 
Q1-HS AAVID 577202 TO-220 Heat Sink 
R01 DaleNishay WSR-2 0.01W 1% SMD Power Package 3 
R02 1.00kW, 1%, 1/16 Watt 0603SMD 
R03 6.8kW, 5%, 1116 Watt 0603SMD 
R04 10W, 5%,1/16 Watt 0603 SMD 4 
R05 27W, 5%, 1/16 Watt 0603 SMD 2 
R06 100W,5% 1/16 Watt 0603 SMD 2 
R07 NOT USED 0603 SMD 5 
R08 1.69kW 1 %, 1/16 Watt 0603 SMD 
R09 1.37kW 1%,1/16 Watt 0603 SMD 
R10 54.9kW 1%, 1/16 Watt 0603 SMD 
R11 24W 5% 1/16 Watt 0603 SMD 8 
R12 10W,5% 1/16 Watt 0603SMD 
R13 10kW, 5% 1/16 Watt 0603SMD 
R14 15.0kW, 1%, 1/16 Watt 0603SMD 
R15 3.92kW 1%, 1/16 Watt 0603SMD 
R16 100kW, 1%, 1/16 Watt 0603 SMD 
R17 487kW 1% 1/16 Watt 0603 SMD 
R18 4.22kW 1%.1/16 Watt 0603 SMD 
R19 4.22kW 1%,1/16 Watt 0603 SMD 
R20 33.2kW 1%,1/16 Watt 0603 SMD 
R21 33.2kW 1%,1/16 Watt 0603 SMD 
R22 NOT USED 0603 SMD 1 
R23 1.24kW,1% 1/16Watt 0603SMD 
R24 10.5kW 1% 1/16 Watt 0603 SMD 
R25 NOT USED 0603 SMD 
R26 27W 5% 1/16 Watt 0603 SMD 6 
Z1 10W 5% 1/16 Watt 0603 SMD 7 

Notes: 1) R22 and C26 are not required. These parts can be used for alternative compensation schemes. 
2) These parts are related to the overvoltage protection SCR firing circuit. 
3) Simulate a "4 wire" connection using PCB etch for best results. 
4) R04 used for debug purposes. R04 is not required in a production unit. 
5) R07 can be used to pull up the PWRGOOD signal internally to the VRM 
6) R26 is not required for proper operation. R26 is used as a "jumper". 
7) Z1 used for debug purposes. Z1 can be used for alternative compensation, or shorted in a production 

unit. 
8) R24 is not required for production unless synchronization is used. 
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POWER CONVERSION ARCHITECTURE 

Topology: Single Switch Buck Regulator 

Power conversion from either +5 volts or + 12 volts 
to the lower voltages required by the Pentium®Pro 
can be accomplished by either a linear regulator or 
by a myriad of switching converter topologies. 
Linear regulation is not appropriate because of its 
inherently poor efficiency. Transformer coupled 
switching topologies are not required, and not 
desired, because of the common input and output 
grounding system. Either a single switch or a syn
chronous rectifier (two switch) buck regulator are 
the most appropriate choices for this application. 
Higher efficiency can be achieved with synchro
nous rectification, but is not required in this appli
cation because the efficiency goal is 80%. The 
added cost and complexity of a second N-MOSFET 
is therefore not justified. 

Input Voltage: +5 Volts Provides Power, +12 
Volts provides Bias and Drive 

Either the +5 volt or the + 12 volt power bus can be 
used for this single switch Buck regulator. An N
channel MOSFET is chosen as the switch because 
of the efficiency of low ROSon N-MOSFETs. The 
+ 12 volt bus can be used to drive the N-MOSFET 
in a +5V input Buck regulator, whereas a + 12V 
input Buck regulator would require a higher voltage 
(17-20 volts) to provide drive to the switch. Several 
other considerations are made in choosing the 
input voltage, including: 

• + 12V input would require a larger output 
inductor for a given ripple current. 

• +5V input operates at higher duty cycles, 
reducing power in the freewheeling diode, 
whereas + 12V input operates at lower duty 
cycles, reducing power in the MOSFET. 

• The combined power dissipated of the free
wheeling diode plus the MOSFET is less with 
a +5V input than with a +12V input. 

• +5V typically has better power distribution on 
a motherboard, and within a system, even 
conSidering the higher DC currents involved 
when converting power from +5V. 

• The input capacitors will see the same RMS 
switching current at either voltage. 

• +5V has six dedicated input pins whereas 
+ 12V has only two. Using +5V as an input 
voltage will result in fewer amps/pin and a 
lower impedance path to the source. 

• + 12V busses can often withstand larger volt
age deviations due to the loading effects of 
the Pentium@Pro. 

Control Method - Average Current Mode 
Control Using the UC3886 

U-1S7 

Average Current Mode control, as implemented 
with the UC3886, offers the advantages of opti
mization of the control loop, very fast amplifiers for 
a fast transient response, and accurate current lim
iting. Application Note U-140 [2] discusses the 
many advantages of Average Current Mode control 
over both Peak Current Mode control and Voltage 
Mode control. 

Switching Frequency - 200kHz 

Several considerations in choosing 200kHz as the 
switching frequency are: 

1. An upper bound on frequency is derived from 
the gain required by the UC3886 Average 
Current Mode control current sense amplifier. 
This upper bound will be shown to be 
312kHz. 

2. A high switching frequency is desired for 
• Minimum output inductor size 
• Maximum control loop bandwidth 

3. A low switching frequency is desired for 
• Keeping switching losses low, although 

switching losses in the semiconductors is 
not a significant factor in this application 
because the input voltage (+5V) is 
very low. 

• Reducing noise when using a 2-layer 
printed circuit board. 

4. The use of Aluminum Electrolytic capacitors 
is favored for both input and output capacitors 
in this application because of the height 
allowed, their high Capacitance-to-ESR and 
Capacitance-to-ESL ratios and their ripple 
current capabilities. Surveying several suppli
ers of Aluminum Electrolytic capacitors 
revealed that they have significantly low 
impedance and optimal ripple current han
dling at 100kHz to 200kHz, where ESR is 
minimal. 

POWER STAGE COMPONENT SELECTION 

The power stage components consist of the 
input and output capacitors, switch, freewheeling 
diode, output inductor and sense resistor, and are 
chosen to be leaded devices for the most part 
because of the height allowed in this design. The 
semiconductors are first chosen to meet a full load 
efficiency goal of 80% and to provide reliable oper
ation at full load. The output inductor is then chosen 
to provide low output current ripple into the capaci
tors and for continuous mode operation of the 
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Buck regulator. The output capacitors are chosen 
to provide an extremely low output impedance for 
low voltage ripple and low voltage droop during and 
output load transient. Finally, the input capacitors 
are chosen to handle the hig~ level of ripple current 
demanded by the Buck regulator and to heavily fil
ter the input voltage from both high and low load 
transients. 

EfficiencylPower Dissipation Budget 

The desired efficiency goal of ;::80% at full load 
operation will govern how many of the power stage 
components are selected. Efficiency goals are set 
at a nominal input voltage of +5.00V, an output volt
age of 3.1V, +25°C ambient temperature and at a 
maximum load current of 11.2A. 

The nominal output power of the power supply is 
equal to 3.1V • 11 .2A = 34.72 Watts. From the 
desired efficiency, the input power at full load is 

POUT 34.72W 
PIN =0:8= ---o:s- = 43.4 Watts 

The power dissipated is 8.68 Watts, at full load. An 
example efficiency budget is shown in Table 2. 

Power Stage Component Design Details 

Freewheeling Diode: CR1 

International Rectifier 32CTQ030 or equivalent, 
2 legs paralleled 

VF'" O.35V @ TJ = 115°C 

T Jmax = 150°C 
Heat Sink = AAVID PIN 577002 or equivalent 

Low voltage schottky technology is chosen to max
imize the efficiency of the power supply, based on 
its lower forward voltage and lack of reverse recov
ery losses. 

The operating duty cycle for this Buck converter is 
derived based.on the equation3 

Vo + 10· (RSENSE + RLOUT) + VF D = - _____ --:--_____ ----,------:----,------
VIN - (10 • ROSon) + VF 

likewise, the short circuit operating duty cycle is 

U-157 

given by 
O.OV + Isc· (RSENSE + RLOUT) + VF 

Dsc= . 

Given RSENSE 

RLOUT 

ISC 

VIN - (lsc • ROSon) + VF 

= 0.01 

= 0.012 at 25°C, 
full load current 

= 0.35V at full load, 
0.25 at minimum load 

= 12.5A Nominal Short 
Circuit Current 

VIN = 5.00V Nominal 

RoSon = 0.025 at 110°C 
Vo = 3:10V Nominal 

Then typical duty cycles will be approximately: 

Operating: '" 73% at Full load, 25°C T A 

'" 64% at minimum load, 
25°CTA 

Short Circuit: '" 13% 

The maximum operating power dissipation at the 
diode's maximum operating junction temperature of 
110°C is given by 

POmax = VF • lOmax· (1 - DmaJ 
= 0.35V • 11.2A • (1 - 0.73) = 1.06W 

The power dissipation under short circuitcondi
tions, however, is substantially larger 

POse = VF ·Ise • (1 - Dsd = 0.35V ·1.12A· 

(1 • 0.73) = 1.06W 
Let T Jmax = 115°C under operating conditions and 

150°C under short circuit conditions 
(Rated TJmax for device) 

The two governing formulas defining the heat sink 
requirements (thermal impedance R9HS) are 

115°C = 50°C + 1.06W • (3.0 + R9HS), 
R9HS = 58°CIW 

150°C = 50°C +3.80W· (3.0 + R9HS), 
R9HS = 23.3°CIW 

The short circuit operation must be used to choose 
the heat sink. AAVID PIN 577002 with 100LFM of 
airflow meets the heat sink requirement of 
S2.3°CIW. Note that the accurate current limit set 

TABLE 2 - POWER DISSIPATION BUDGET 

Description Power DiSSipated [W] Budget Remaining [W] 
Budgeted Power 8.68 
Estimated 3% Power Oistribution (12R) Losses 1.1 7.58 
Diode Losses 1.1 6.48 
Sense Resistor 1.25 5.23 
Output Inductor (12R) 1.3 3.93 
Output Inductor (Core) 0.1 3.83 
Input CapaCitance Ripple Current Losses 0.5 3.33 
UC3886 + UC391 0 + Bias loads 0.3 3.03 
MOSFET (Switching, Conduction, Gate Drive) 3.03 0.00 
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point achieved by the UC3886 allows for a mini
mum heat sink solution. 

MOSFET Switch: Q1 

International Rectifier IRL3103 

ROSen = 0.02S0 Estimated atVGS = 7V, 
TJ = 11SoC 

QG (Total Gate Charge) = SOnC estimated at 
VGS =7V 
Heat Sink = AAVID PIN S77202 or equivalent 

From the power budget, the MOSFET should be 
chosen to achieve the desired losses, including 
the gate drive losses. Choosing a Logic Level 
MOSFET or a standard threshold voltage MOSFET 
is discussed in U-1S6 [3]. This application will utilize 
a Generation S MOSFET from International 
Rectifier because of its combination of low ROSen 
at low V GS as well as rated V GS of ±20V. 

The power dissipation of the MOSFET consists of 
4 components; (a) Gate drive, (b) COSS, 
(c) Crossover losses, and (d) Conduction losses 

a) Gate Drive losses are given by 

PGATE = IGATEavg· VGS 

From the IRL3103 charge curve, with VGS = 7 volts, 
the required total charge, QG, is estimated to be 
SOnC. The average current is given by 

IGATEavg = QG • Fs = SOnC • 200kHz = 10mA 
PGATE = 0.010 Amps • 12 Volts = 0.12 Watts 

b) Coss losses are due to the discharge of the 
energy stored in the capacitance Coss each cycle, 
equivalent to 

PCOSS = O.S • Coss • (VIN + VF)2 • Fs 
From the IRL3103 capacitance curve, Coss is esti
mated to be 2400pF. Therefore, 

PCOSS = O.S • 2400pF • (S.3SV)2. 200kHz 
= 0.007W. 

c) Crossover (turn-on and turn-Off) losses can be 
estimated as 

PCROSSOVER = !. (VIN + VF) • 10. T RISE/FALL 
6 Ts 

where T RISE/FALL is the MOSFET current rise and 
fall time, estimated to be approximately 1S0ns, and 
T S is the switching period. This loss occurs once at 
turn-on, and once at turn-off, and therefore, for this 
application 

1 1S0ns 
PCROSSOVER = 2 • - • S.3SV • 11.2A • --

6 SIJS 
= 0.6 Watts 
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d) Conduction losses are determined by 

PCONO = 102 • ROSen· DMAX 

and are worst at the maximum operating junction 
temperature, where ROSen is highest. For the 
IRL31 03, this loss is 

PCONO = 11.22 • 0.02S0 • 0.73 = 2.29 Watts 

Pd_ Total_FET = 2.29W + 0.6W + 0.007W + 
0.12W = 3.02W 

The MOSFET heat sink requirements are deter
mined from 

11SoC = SO°C + 3.02W • (2.0 + ReHS), 
ReHS = 19SCIW 

AAVID PIN S77202 with 100LFM of airflow 
provides ~14°CIW, exceeding the heat sink require
ment. 

Output Inductor: L 1 

Coilcraft PIN S6030-B 

20lJ,H @ OAdc 
10lJ,H @11.2 Adc 

13 Turns, # 16AWG on Micrometals T60-S2D 
Core 

Roc ~ 0.0080. max, 20°C Ambient 

T RISE = 40°C at maximum load 
The output inductor of a Buck regulator is often 
chosen to maintain continuous current in the induc
tor under minimum load conditions. The ripple cur
rent in the inductor under minimum DC current con
ditions is equal to 2 • IMIN for this rule to apply. For 
this power supply, LOUT is determined by 

L _ (VIN - VOUT) • Duty _ (SV - 3.1V) • 0.64 
OUT- 2 • IMIN • Fs - 2 • 0.3A • 200kHz 

= 10.11J,H @ Low Load 

A second condition for choOSing the output inductor 
value is to limit the input current to the power sup
ply during a step change in current from IMIN to 
IMAX. After a step change in load current, the duty 
cycle of the Buck regulator responds by assuming 
a maximum duty cycle of 100%. The input current 
therefore equals the output inductor current. To limit 
the input current rate to the required 0.1 A/IJ,S, the 
output inductor is chosen by 

L - (VIN - VOUT) (SV - 3.1V) - 19 H 
OUT - di/dt 0.1 A/IJS - IJ, 

A toroidal inductor design is used to meet these 
needs. The form factor allows a component height 
of 0.800", thus allowing a sizable inductor that can 
be designed for low cost and simple winding tech
niques. The inductance vs DC current is shown in 
Figure 3. The inductor must not saturate with DC 

3-747 



APPLICATION NOTE 

current equal to the power supply short circuit 
current limit, or the current limiting will not be effec
tive. 

25 

-r--. -r--. --r--.. -r--. -
o 

o 1 2 3 4 5 6 7 8 9 10 11 12 
Current (A) 

Figure 3. Output Inductor Performance vs DC Current 
- No AC Flux 

The in-circuit inductance will tend to be higher due 
to the AC Flux imposed by the volt-seconds prod
uct of the Buck regulator. Micrometals -52 materi
al's permeability increases substantially with AC 
Flux. This same effect of AC Flux on the perme
ability of the -52 material plays a major role during 
the transient load response of the power supply. 
During a transient load response, the voltage 
differential across the output inductor is approxi
mately VIN-VOUT. The duration of the transient 
response, in excess of 100IlS, means that the AC 
Flux on the core for this time is given by 

8BAC = (VIN - VOUT) - T LOUT - 10S 
N-Ae 

_ (5V - 3.W) - 100llS - 10S 
- 13Turns - 0.374 cm2 

= 3908 Gauss 

which, according to Micrometals [3) results in mUl
tiplying the output capacitance by approximately 
260%. This results in a dynamic inductance, during 
a load step, of approximately 261lH. This feature will 
play an important role in the selection of the output 
capacitors to meet the transient load performance. 

Output Capacitors: C06-C09, C11, C12, C29 

SANYO - 6MV1500GX - 4 in Parallel 

C = 1500llF 
Form Factor = 10x20mm, Radial 
ESR =0.044n 
ESL '" 4nH (Estimated) 
Ripple Current Rating = 1.25A @ 105°C, 
100kHz 

Choosing the output capacitors for this regulator 
may be the Single most important decision with 
regards to meeting the transient load behavior of 
the Pentium®Pro. The transient load step of the 
Pentium®Pro is so large and so fast that there is no 
control loop which can respond quickly enough and 
maintain regulation. Capacitance, providing a low 
impedance output, is therefore the best solution to 
maintaining the proper output voltage. 

Understanding the Response to a Step Load 

During a step load change from minimum to maxi
mum current, the output of the power supply can be 
modeled as shown in Figure 4. Prior to the change 
in load current, the average current in the output 
inductor is IMIN and the average current in the 
output capacitor is 0 amperes. Once the load 
current changes from Imin to IMAX, the parasitic 
components shown in Figure 4 have a large affect 
on the output voltage. 

+VIN ~ .-r-~-" 
---, 

PWM 

LOUT 
RCONN 

+ 

ESR 

COUT VOUT 

L s =ESL+L CONN 

RTNo----~---+------0 

UDG·96214 

Figure 4. Large Signal Transient Model of Power 
Supply Output Stage 

The VRM connector pins have parasitic resistance 
and inductance termed RCONN and LcONN. The 
parasitic inductance of the connector and the output 
capacitors (ESL) are summed together as Ls. 
ESR and RCONN cannot be combined in the capac
itor path as this would result in a DC load regulation 
error. 

Figure 5 below illustrates the complexity of the 
output voltage waveform during a step in the output 
load current. A power supply with excellent load 
regulation is assumed for the purposes of 
understanding these dynamics. Reducing the load 
regulation through non-integrating [3) voltage loop 
gain will be discussed later in this application note. 

. The output voltage responds to the load current 
step in four distinct phases, T STEP, T LOOP, T LOUT 
and TCHARGE. 
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Figure 5_ Dynamics of a Step Load 

Phase 1, the step current phase from t1 to t2 
(T STEP), is characterized by a specified change in 
current and rise time_ The response of the output 
voltage consists of: 

a) A voltage step proportional to the parasitic 
circuit inductance, Ls-

b) A ramp in voltage proportional to the para
sitic circuit resistance, Rs, where 
Rs = RCONN + ESA. 

c) A droop in voltage proportional to the 
power supply output capacitance_ 

The response of the output voltage during the time 
t1 to t2 is therefore given by t2 

AVOUT = Ls - ~ + i(t) - Rs + _1_ Ji(t)dt 
AT COUT t1 

which, at the end of T STEP, is equal to 

AVOUT= ISTEP -(~+ TSTEP +Rs) 
T STEP 2 - COUT 

Phase 2, from t2 to t3 (T LOOP), is the time where 
the load current has settled at its maximum value, 
IMAX' but the power supply loop has not yet 
responded_ The inductor current is therefore still set 
at IMIN and the response of the output voltage is 
therefore determined by 

a) A voltage proportional to Rs-

b) A droop in voltage proportional to the 
power supply output capacitance_ 

There is an initial discharge of the capacitor at the 
end of Phase 1 which is the initial condition for 

Phase 2, determined by 
t2 

AV_Phase1 =_1_ J ISTEP - t dt 
COUT t1 T STEP 

_ ISTEP - T STEP 
- 2- COUT 

U-1S7 

The response of the output voltage during the time 
t2 to t3 is therefore given by 

13 

AVOUT = ISTEP - T STEP + _1 - ri(t)dt + R • 
2 - COUT COUT!~ S 

ISTEP = ISTEP - ( T STEP + T LOOP + Rs) 
2- COUT COUT 

T LOOP, for the UC3886 Average Current Mode 
Controller and the compensation components 
shown in Figure 2, is less than one switching cycle_ 

Phase 3, from t3 to 4 (T LOUT), is the time when 
control loop has forced the Buck regulator to the 
maximum duty cycle (100% for the UC3886) and 
the inductor current is ramping from IMIN to IMAX
The output inductor current during this phase is 
given by 

iLoUT(t} - (VIN - VOUT) - t 
LOUT 

Since the inductor current is ramping up during 
Phase 3, the capacitor current is ramping down, 
and is given by 

iCOUT(t) = ISTEP - ILoUT(t) 

= ISTEP - (VIN - VOUT) - t 
LOUT 

The change in output voltage during Phase 3 
consists of 

a) A voltage drop proportional to ESR 
and RCONN-

b) A droop in voltage proportional to the 
output capacitance_ 

During Phase 3, the voltage drop due to the ESR 
and the capacitance is changing because the 
capacitor current decreases_ The voltage drop due 
to RCONN is constant, as it is set by the constant 
value of RCONN and the maximum load current, 
ISTEP- There is an initial discharge of the capaCitor 
at the end of Phase 2 which is the initial condition 
for Phase 3, determined by 

t2 

AV_Phase2=_1- J ISTEP -tdt+ _1_ 
COUT t T STEP Cout 

t3 1 

JI d - ( Istep ) ( 2 - hoop -T STEP) 
STEP t - 2 - ---==;'C~-----'=-':"::='--

OUT 
t2 
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The change in output voltage during Phase 3 is 
given by 

6VOUT = (ISTEP) .( 2· T LOOP - TSTEP )+ 
2· COUT 

t4 

~ f iCOUT(t)dt + iCOUT(t) • ESR + 
OUT t3 ' 

ISTEP • RCONN 

Which yields 

6VOUT= (ISTEP). 
COUT 

t - STEP + T LOOP - + ( T t2 ) 
2 2.TLOUT 

ISTEp. (EST - ETSR. t RCONN) 
LOUT 

T LOUT is defined as the time it takes for the induc
tor current to equal the change in load current, 

ISTEP' 

T LOUT = ( ISTEP ). LOUT 
(VIN - VOUT) 

Phase 4, T CHARGE, is the time when the inductor 
current overshoots to reach the programmed short 
circuit current limit in order to replace charge lost 
by the output capacitor. At the end of phase 4, the 
output voltage drop settles to 

6VOUT = ISTEp· RCONN 
The duration of phase 4 is determined by 

ICout = COUT· ~ which yields a time of 

where Isc is the programmed short circuit current 
limit, and 6V_Phase3 is the voltage at the end of 
phase 3, determined by 

6V_Phase3 = ISTEP • (TLOUT _ TSTEP + TLOOP) 
COUT 2 2 ,.' > 

Procedure for Determining the Required 
Output Capacitor(s) 

Step 1: Determine the parasitic values of RCONN 
and LCONN. The following are estimates 
based on the connector pair used and the 
printed circuit board. 

Resistance per pin '" 1 OmQ 

Resistance per mated pin set", 20mQ 
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Inductance per mated pin set", 4.28nH 

Number of output pins = 11 pairs in parallel 

Resistance of printed circuit board to the 
connector", 0.2mQ 

Inductance of printed circuit board to the 
connector", 0.2nH 

RCONN = 20mQ + 0.2mQ = 2.02mQ 
11 

LCONN = 4.28nH + 0.2nH = 0.59nH 
11 

Step 2: Establish an allowable maximum voltage 
drop, 6VOUT, at the output. 

Application Note U-156 [3] discusses the 
use of non-integrating gain which allows a 
larger voltage deviation during a load tran
sient. Set the minimum load regulation to 
be VNOM +3% ±1%. Therefore, a -7% volt
age deviation is allowed on the output volt
age while still meeting a minimum overall 
voltage of -5%. Voltage ripple is not consid
ered during this transient response as the 
duty cycle is effectively 100%, and there is 
no voltage ripple. These limits are illustrated 
in Figure 6. 

5.0% ,-----------------, 

4.0% --.--------~----- ---... ----- ..... - .. ---. -"_ .. _ .... ----- ---

3.0% 

2.0% 

! 1.0% 

.!! 0.0% 

i -1.0% 

-2.0% 

003.0% 

-4,0% 

DC Regulation at Load due 
to Non-Integrating Gain 

·5.0% +-"'--+--+---+---<--+---+--+----+-+-----j 
0% 1t.fl10% 20% 30% 40% 50% 60% 70% 80% 90% 100% 

loUT as % of tuAX 

Figure 6. Setting the Regulation and Voltage Transient 
Requirements 

6VOUT = 0.07· 3.1V = 0.217 volts 

Step 3: Estimate the total parasitic inductance, Ls, 
in order to derive a required value of Rs 
from the voltage step at the end of Phase 
1. Aluminum electrolytic capacitors, size 
10mm x 20mm, are estimated to have an 

·ESL of approximately 4.0nH. Size 1206 
ceramic chip capacitors are estimated to 
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have an ESL of approximately 1.9nH [1]. 
Assume that the combined ESL will be less 
than 0.51 nH, for a total parasitic induc
tance 

LS=1.10nH 

This value must be insured to maintain 
overall regulation limits during the first 
phase, T STEp. 

Step 4: Equate the voltage deviation at the end of 
Phase 1 to the allowed voltage step. 
Assume that the change in voltage due to 
capacitive discharge is less than 1 % of the 
overall change. 

Step 5: 

Step 6: 

Therefore, the minimum value of COUT is 
equal to 

10.9A· 360ns 
COUTmin = 2. 0.217V. 0.01 - 9041lF 

Solving for the maximum value of Rs for a 
step of 11.2A - 0.3A = 10.9A yields, 

(0.217V. 0.99) - (10.9A. 1.1nH) 
360ns 

Rs = -------'.---------'-
10.9A 

=16.6mn 

Equate the voltage deviation at the end of 
Phase 2 to the allowed voltage step, from 
which a minimum value of COUT can be 
obtained 

0.217V = (10.9A). (2. 5.0flS - 360nS)+ 
2 COUTmin 

(13.8mn ·10.9A) 

10.9A(2.5Ils.360ns) 
COUT.- 2 min - -=-0--c.2-=-17=V"'------,c(1-=-6--c.6-m-n-.-1-'-'0'---.9"-AC"C)-

=14571lF 

Choose a capacitor type, manufacturer(s) 
and values. Determine the number of 
capacitors required to meet the ESR 
requirements from Step 4 and the mini
mum capacitance requirements from 
Step 5. Add 20% margin for variations in 
ESR from 20°C down to 10°C (minimum 
operating tempe~ture). 

Radial, high frequency aluminum electrolyt
ic capacitors are chosen based on the 
height allowed for this power supply VRM 
as well as their inherently low ESR and 
ESL. Many manufacturers offer 6.3V low 
ESR devices rated for 100kHz - 200kHz 
operation. Sanyo's MV-GX series of alu-

U-1S7 

minum electrolytic capacitors are chosen 
based on their lower ESR specifications. 

ESR Required = 16.6mn· 0.8 = 13.3mn 

Sanyo MV-GX 1500IlF, 10mm x 20mm, 
6.3V device has a rated maximum ESR of 
44mn. 4 devices are required, using 
400mm2 of board area. Sanyo MV-GX 
1000IlF, 8mm x 20mm, 6.3V device has a 
rated maximum ESR of 64mn. 
6 devices are required, using 384mm2 of 
board area. The 1500llF device is chosen 
to reduce the total parts count. The solution 
is: 

COUT = 1500llF • 4 = 60001lF 

ESR = 44mn / 4 = 11.0mn 

ESL '" 4nH / 4 = 1.0nH 

Step 7: Determine the voltage waveform at 
the output given this solution of output 
capacitors. 

The current in the capacitor, during a tran
sient, ramps up (or down) in a time deter
mined by the output inductor. The output 
inductor, during a transient load step, is 
approximately 261lH. 

T LOUT = ( ISTEP ) • LOUT 
(VIN - VOUT) 

( 10.9A ) 
= (5.0V _ 3.1V) • 26J.LH = 1491lS 

The capacitor current is defined as 

iCOUTt = ISTEP - ISTEP • t 
TLOUT 

The voltage drop at the output of the power 
supply, during Phase 3 (T LOUT) of the load 
transition, is determined by 

L\VOUT = ISTEP • 
COUT 

t - STEP + T LOOP - + ISTEP ( T ~ ) 
2 2·TLQUT 

• ESR---+ RCONN ( ESR· t ) 
TLOUT 

The entire voltage response is plotted in 
Figure 7. Ceramic and tantalum capacitors 
(C11, C12, C29) are added in parallel to the 
aluminum output capacitors to reduce the 
overall ESL to less than the required 
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Figure 7. Voltage Droop on Power Supply Output 
during Load Transient 

150 

0.51 nH and to reduce high frequency noise 
to meet the ripple requirement of ::;;2% 
peak-to-peak. 

Input Capacitors: C01-COS 

SANYO - 6MV1500GX - 3 in Parallel 

C = 1500ilF 

Form Factor = 10 x 20mm, Radial 

ESR= O.044Q 

ESL '" 4nH (Estimated) 

Ripple Current Rating = 1.25A @ 105°C, 100kHz 

The input capacitance for a Buck regulator is cho
sen based on several criteria: 

a) Ripple Current Handling at FSWITCH 

b) Ripple voltage at FSWITCH 
c) Maintaining Input voltage during load 

transients 
The resulting solution must present a very low 
impedance to the input supply and to the Buck 
Regulator, resulting in a need for low ESR, large 
value capacitors. 

Ripple Current and Voltage 

The input capacitors are chosen primarily based on 
their switching frequency RMS current handling 
capability. With just 10's of nanohenries parasitic 
input inductance the input capacitors must handle 
virtually all of the 200kHz switching current. 

Figure 8 shows the switching waveforms in the 
input capacitor(s). The average VRM power supply 
input current is calculated based on the maximum 
load of the power supply and the efficiency at max
imum load. 

VIN 

VRIPPLE 

ION 

U-1S7 

o ------ ---------- ---- ---------- -------
Ie 

10FF 

I- (I-O)oTs 
OoTs--;---! 

RMS CAPACITOR CURRENT~ ';'10-N-20-O-+-10-FF-20-(l--0-) 

UDG .. 96216 

Figure 8_ Input Capacitor(s) Current Waveform 

IAVG = PINPUTmax 
VINPUT 

IOmaxeVOUT 
Efficiency e VINPUT 

= 11.2A e 3.1V = 8.68A 
0.80 e5.0V 

During the MOSFET ON time, the input capacitors 
must provide the difference between the load cur
rent and the input current. During the MOSFET 
OFF time, the capacitor current is the complete 
input average current. Therefore, 

ION = lOmax - IAVG = 11.2A - 8.68A = 2.52A 

IOFF = -IAVG = -8.68A 
The duty cycle at the maximum operating current is 
approximately 73%, and therefore the RMS current 
in the capacitors, assuming a rectangular waveform 
since the current ramp is very small, is given by 

IRMS = ~ IOF~ e (1 - Duty) + ION2 e Duty 

= 5.0 ARMS 
Three (3) Sanyo capacitors are chosen to maintain 
reliable operation while operating at this RMS 
current level. 

Given the current waveform of Figure 8, the input 
voltage ripple will be proportional to the input 
capacitance and ESR, as shown in the voltage 
waveform of Figure 8. Low ESR and high capaci
tance will keep the ripple voltage low. 

C01 arid C02 ceramic capacitors are added to filter 
high frequency noise from the switching power sup
ply from the +5V input power bus. 

Filtering VINPUT During Load Transients 

During a low-to-high output load transient, the duty 
cycle goes to 100% until the output inductor current 
is equal to the load current, and the output inductor 
limits di/dt of the input current. During a high-to-Iow 
output load transient, however, there is no output 
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inductor limiting the input current rate because the 
input switch is opened (0% duty cycle). The result 
is the +5V bulk power supply will continue to source 
high current into this power supply for some time. 
Figure 9 illustrates the difference in the circuits 
between a low-to-high and a high-to-Iow load 
transient. 

RIN Q1 + Vc - RLOUT+RsENSE 
+5VIN o-wv"""t""-o-'V'>lv-o--~n-nn.....--'VI/v-~--o I , . .!.. .. ~"' 

+ 

RTN 0 

(a) During Ouptut Load Low·to·High Transient 

Ql 

~ = RLOUT+RSENSE 

1 PWM=O~ T 

Q 
(a) During Ouptut Load High-to-Low Transient 

LOUT Does Not Limit Input dl/dt UDG.96217 

Figure 9. Lout limits the input current only on a low-to
high output current transient 

Figure 10 shows typical current waveforms during 
a high-to-Iow load transient. The output current 
abruptly stops but the +5V bulk power supply takes 
a finite time to react to this change in load current, 
therefore sourcing energy into the input capacitors. 
Intel specifies that this input current must not 
change at a rate faster than 0.1 AllJs. 

The input capacitor(s) are chosen to limit the volt
age surge on the input capacitors to less then 0.15 

.. - Output 
Current 

CapacHor Current 

Time 

Figure 10. Current Waveforms during High-to-Low 
Output Transient 
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volts (3% of VIN) during a high-to-Iow load tran
sient. The current in the capacitor(s) is defined as 

iCIN(t) = IAVG - lin_Rate e t 

= 8.68A - (0.1 AllJs) e t 

where lin Rate is defined as the rate at which the 
input current decays based on the +5V bulk power 
supply, assumed here to be 0.1 AlIJS, therefore 
decaying to O.OA in 86.8Ils. 

The voltage surge on the input capacitance during 
this time is 86.81ls 

VCIN(t) = c1- J = iCIN(t) + (ESRIN e iCIN(t) = 
IN 0 

( 868 ) (1oset2) _.-. -(10Se ESR) et- --C- +8.68 e ESR 
Cln 2 e IN 

which is plotted in Figure 11 for 3 Sanyo MV-GX 
type 1500IlF, 0.0440 Aluminum Electrolytic 
Capacitors. 

10.0 
- __ 0 ••• ________ 

0.20 

9.0 Current 0.18 

8.0 0.16 

E 7.0 0.14 
§ " 
(.) 

6.0 0.12 1 

t 5.0 0.10 ~ 
" 4.0 0.08 !!' 
" l3 3.0 0.06 C/l 

2.0 0.04 

1.0 0.02 

0.0 0.00 

0 10 20 30 40 50 60 70 80 90 
Time [l1s] 

Figure 11. Input Capacitor Current and Surge Voltage 
During a High-to-Low Load Transient 

Sense Resistor: R01 

Dale PIN WSR-2 0.0101% 

10mO, 2.0 watt 2 wire SMD sense resistor, ±75ppm 
TCR 

The sense resistor is chosen by the criteria dis
cussed in U-156, Appendix 5 [3]. RSENSE is a 2-
wire, 2 watt surface mount power product with very 
low inductance. The 2 watt rating (to ambient tem~ 
peratures of 75°C) allows for 50% derating at the, 
typical maximum 'current of 9.9 Amperes [1]. 

A short circuit current, Isc, is chosen at a nominal 
12.5 Amperes, more than 10% over the maximum 
current. The value of the UC3886 Current 
Amplifier's gain, GCSA, is bounded to 

GCSA_MIN = 5.0 and GCSA_MAX 
= 2.5MHzl200kHz 
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From 
1.0 Volt 

GCSA • RSENSE = -1--
SC 

A 12.5A limit implies that Rsense must lie between 
0.00640 and 0.0160. Choose 0.010n as the 
lowest standard value. 

The power dissipation in RSENSE during normal 
and short circuit conditions is 

Normal: 

PD = IAVG2 • RSENSE = 9.92 • 0.0100 

= 0.98 Watt = 49% of rated 

Short Circuit: 

PD = ISC2 • RSENSE = 12.52 • 0.01 on 

= 1 .56 Watt = 78% of. rated 

CONFIGURING THE UC391 0 4-BIT DAC AND 
VOLTAGE MONITOR AND THE UC3886 AVER
AGE CURRENT MODE PWM CONTROLLER 

With the power stage chosen, the UC3910 and 
UC3886 are ready to be programmed for the prop
er operation. Figure 12 and Figure 13 show block 
diagrams for the UC3886 and the UC3910 ICs. 

Grounding 

The UC3886 signal ground (SGND) pin as well as 
the UC3910's two ground pins are referenced to 

U-1S7 

the output voltage return path for best regulation 
and noise immunity. The PGND pin of the UC3886 
is referenced to the input voltage return path, as 
discussed in U-156 [4], for best gate drive 
performance. 

Decoupling 

High frequency decoupling is provided at the VCC 
power pins (C14, C18) and the VREF pins (C13, 
C17) of both ICs. VCC is decoupled to PGND on 
the UC3886 additionally with a low ESR O.1I!F 
capacitor (C19) to provide a low impedance gate 
drive source. 

Set the UC3886 Oscillator Frequency to 200kHz 

During a load transient, a very high duty cycle is 
desired. Therefore, set the maximum duty cycle to 
99%. From the UC3886 Data Sheet: 

DMAX = 1 - (RT :~.~mA) = 0.99 ~ 

RT = 2.0V = 50kn 
(1 - DMAX) • 4.0mA 

r_ = 2.0V • «4.0mA • RT) - 2.0V] =110 F 
""I Fs. 1.8V. Rr2. 4.0mA p 

Choose CT = 100pF (C20) 

RT = 54.9kn (R10) 

COMP CAM CAO/ENBL 

,---------
I 
I 
I 
I 
I 
I 

COMMAND 4 

Vee 

-----------------------, 
I 
I 
I 
I 
I 

~ ~----------~----~11 CT 

OSC 

~ ~------------~--~12RT 

~-------+--------~~-~10VREF 

I 
I 
I 
I 
I 

I I 
I - I L ______________________________________________ ~ 

. -. UD<3-95098-1 

Figure 12. UC3886.Average Current Mode PWM ControllC 
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VSENSE 

----------------------------l 

I L _______________________________________ J 
UDG·95097·3 

Figure 13. UC3910 4-BIT DAC and Voltage Monitor IC 

Note that internal capacitance on the UC3886 CT 
pin adds approximately 10 to 15pF of capacitance. 
When using a capacitor as low as 100pF, a sub
stantial frequency shift can result. 

A 240 resistor and Test Point 1 (R11 and TP1) are 
provided to allow external synchronization of the 
unit from a narrow synchronizing pulse [3]. This 
resistor is not required unless external synchro
nization is desired. 

Driving the MOSFET Gate from the UC3886 
Gate Drive Output 

A 100 gate drive resistor (R12) is placed close to 
the MOSFET gate. The 100 resistor limits the peak 
current and provides damping at the MOSFET gate 
to prevent oscillations. The power dissipation in this 
resistor is approximately 1.0mW based on an aver
age current of 10mA. 

Figure 14 shows that the current path for a gate 
drive signal originates from C19, a low decoupling 
capacitor located closely to the UC3886 GATE pin. 
C10 is added from the input voltage to the Power 
Ground (PGND) to decouple the high frequency 
current spike which exits the MOSFET from the 
DRAIN and must find a path back to PGND. C10 
should be located as closely as possible to the 
MOSFET to prevent high frequency ringing at the 
MOSFET. 

U3, the UC3612 dual schottky diode, is added to 
protect the UC3886 from inductive spikes above 
Vee and below ground which may occur due to 
high gate drive spikes and parasitic inductance. 

External Enable Signal 

Intel specifies [1] that the Pentium®pro power sup
ply be enabled by an open collector, active high sig
nal, OUTEN. 

The UC3886 CAO/ENBL is connected to the input 
of the UC3886 PWM comparator (Figure 12), with 
the other side of the comparator attached to the 
oscillator ramp. The oscillator ramp is nominally a 
1.0V to 2.8V peak ramp signal. The UC3886 gate 
drive is disabled by bringing the CAO/ENBL signal 
to a level below the oscillator ramp signal. 

The external OUTEN Signal is connected. to the 
UC3886 CAO/ENBL signal through a 1.0kQ resis
tor, R2. A 1.0kQ resistor is recommended to pro
vide a high impedance buffer between external 
noise and the output of the UC3886 Current 
Amplifier Output, to insure noise does not couple 
into the control loop. The CAO/ENBL pin may 
source up to 4001lA. Using a 1.0kQ resistor will 
result in a 400mV drop. A reasonable open collec
tor output stage will be able to sink 4001lA and 
maintain a saturation voltage less than 400mV, 
keeping the LOW level voltage at CAO/ENBL to 
less than 800mV. 
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V,N 

-1-_+_-------, 
r-----------------, L-+ __ ~ I 

UC3886 PWM CONTROLLER I I I 

f-~-~~~---~- .--1 I 
.-----~---4 I I 

I 
I 
I 
I 
I 
I L _________________ ~ 

Figure 14. Driving 01 with the UC3886 

External Signal UP# 

Intel specifies [1] that the UP# signal be used to 
disable the power supply if it is not capable of 
supporting an upgraded processor, either by vary
ing the voltage or by supporting the higher load 
currents. The UP# signal is also an open collector 
signal, normally high, but pulled low when an 
Upgrade Processor is in place. By inserting a 00 
jumper resistor for R25, the power supply will be 
disabled in the case of an upgrade processor. 

THE UNITRODE DEMONSTRATION KIT 
IS SHIPPED WITHOUT R25. UPGRADE 
PROCESSORS MAY EXCEED THE 12.5A 
CURRENT LIMIT OF THE DEMONSTRA
TION KIT. INSERT A 00 0603 SMD 
JUMPER RESISTOR FOR R25 TO 
DISABLE THE POWER SUPPLY IN AN 
UPGRADE PROCESSOR APPLICATION 

CONFIGURING THE UC391 0 VOLTAGE 
MONITORING AND PROTECTION FEATURES 

The regulation requirements for this power supply 
are set at ±5%. The PWRGD requirement is set to 
signal a voltage regulation failure when the output 
voltage is outside of the range of ±10%. The 
UC3910 Undervoltage and Overvoltage (UV, OV) 
thresholds are therefore chosen at midrange to be 
nominally ±7.5%. 

The equations for setting the Voltage Monitoring 
thresholds (see U-158 [7]) are 

( 3.34kO) %VUV = - RDiV - 20kn -100=-(RDIV - 16.7) 

I T 
, I 
I I 
's : 

C19 IF t 
I I 

t : 
I I 
I I 
L-I 

%Vov = ROIV -16.7 

%Vovp = ROlv - 33.4 = %Vov - 2.0 

UDG-96218 

Setting %VUV and %Vov to ±7.55 yields a divider 
ratio ROIV of 0.45. 

R8 and R9 act as a voltage divider between the 
UC3910's DACBUF pin and OVTH/UVTH pin. R8 
and R9 are chosen to draw approximately 1 .0mA. 

R8 = 1.69kn , R9 = 1.34kn, ROIV = 0.448 

The nominal thresholds are 

Overvoltage Threshold = +7.48% 

Undervoltage Threshold = -7.48% 

Overvoltage Protection Threshold = +14.96% 

PWRGD Signal: 

Intel requires [1] the PWRGD signal to be an open 
collector active HIGH signal when the voltage is 
within specification. R7 is a 4.7kn resistor which 
can be added internally to the demonstration kit 
power supply for evaluation purposes. See the 
schematic of Figure 2. 

R7 IS NOT INSTALLED ON UNITRODE'S 
DEMONSTRATION KIT. USE A 4.7kO 
1I10W 0603 SMD RESISTOR IF INTER
NAL PULLUP IS DESIRED. 

Overvoltage Protection: 

The UC391 0 provides both OVP and OVPB pins for 
protection in the case of overvoltage. OVP is capa
ble of driving an SCR to perform a crowbar func-
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tion. OVPB is an open collector, active low signal 
which is designed to pull down on the UC3886 
CAO/ENBL signal to disable the UC3886 gate 
drive. 

The Overvoltage Protection circuit consists of F1, 
SCR1, CR2, R05 and R06. Fuse F1 serves to 
protect the circuit under two circumstances: a 
MOSFET short circuit failure and when the crowbar 
SCR is fired. The fuse is chosen based on the max
imum operating power and efficiency. 

POUTmax = 3.4 Volts 0 11.2 Amps = 38 Watts 
38 Watts 

IINmax = 0.80 0 5.0V = 9.5 Amperes 

A 10 Ampere SMD fuse is chosen. 

Characterizing SCR's for Crowbar Applications is 
discussed extensively in Motorola's Thyristor 
Device Data book [5]. SCR1 is chosen based on its 
low gate trigger current, its On-State RMS current 
rating, and because it has to discharge a substan
tial amount of low ESR aluminum capacitors, its 
Peak Non-repetitive surge current rating. 

SCR1 by itself will not protect the Pentium@Pro 
processor against an overvoltage except by caus
ing the fuse F1 to open, which can take a substan
tial amount of time. CR2 provides an additional 
path to discharge the output capacitors directly in 
order to clamp the output voltage and protect the 
processor immediately. CR2 is connected before 
the sense resistor, R1, in order to use R1 as a cur
rent limiting resistor when the crowbar is fired. CR2 
has a rated surge current of 200 Amperes. 

Connecting an SCR as a crowbar to the output 
voltage may appear to be the best way to protect 
the Pentium®Pro processor in the case of an over
voltage failure. However, the UC3886 provides a 
current limiting mechanism, which would cause the 
SCR to sink the programmed current limit. An input 
fuse would not open under these circumstances 
because of the low output power being delivered. 
The SCR on the output would most likely fail ther
mally and open, thus defeating the protection 
mechanism. 

Resistor R6 from the SCR gate to ground is chosen 
to protect the SCR against false firing due to dv/dt 
conditions. R6 will draw approximately 15mA when 
the SCR is fired, as the gate voltage is approxi
mately 1.5 volts. R5 is chosen to limit the current 
from the UC3910 while insuring that the SCR gate 
trigger current is sufficient down to 10°C. The 
UC391 0 will source at least 65mA when activated. 
R5 limits the current preventing excessive droop on 
VCC when the SCR is fired. 

U-157 

The open collector signal OVPB is also triggered 
during an overvoltage protection fault. This signal 
can be used to disable the UC3886 gate drive by 
connecting it directly to the UC3886 CAO/ENBL 
signal. R26 is installed in Unitrode's demonstration 
kit as a "jumper" only, to enable or disable this 
feature. Normal applications will directly connect 
the UC3886 CAO/ENBL pin to the UC3910 OVPB 
pin. Note that the OVPB signal is an open collector 
signal and therefore may be "OR';d" with the exter
nal open collector OUTEN and UP# signals. 

Setting the RC Filters at VSENSE and DACOUT 
ofthe UC391 0 

The UC391 0 VSENSE pin requires an R-C filter to 
isolate the pin from the power supply output [6]. The 
resistor acts both as part of an R-C filter and to limit 
the current into the VSENSE pin. During UVLO of 
the UC3910, VSENSE is actively pulled low in 
order to prevent false overvoltage protection 
signals. 

The filter resistor R3 is chosen to limit the input cur
rent to ::;;5001JA under the maximum programmable 
voltage for the Pentium®pro. 

R3 3.4V = 6.8k.Q 
5001JA 

The filter capacitor C16 is chosen to set the filter 
corner frequency at approximately FSWITCW10 in 
order to reduce the switching frequency ripple by 
2OdB. 

1 
C16 = R3 02 0 1t 0 (200kHzl10) = 1170pF 

Use R3 = 6.8k.Q 

C16 = 1200pF as standard values 

The filter capacitor at the output of DACOUT, C15, 
is chosen to insure that DACOUT rises at a faster 
rate than VSENSE. This prevents false OVP signals 
during Vcc brownout or glitch conditions. 

R3 0 C16 > 3k.Q 0 C15 ~ 

C15::;; R33~16 2720pF 

Use C15 = 2700pF as a standard value 
Note that resistor R4 connected to the UC391 0 
VSENSE pin is used for debug purposes only and 
is not required for normal operation. 

Programming the Current Limit with the 
Current Sense Amplifier of the UC3886 

A nominal current limit of 12.5 Amperes is desired 
to protect the power supply under short circuit con-
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ditions. Accurate current limiting is advantageous in 
this Buck regulator as it limits the power dissipated 
in the freewheeling diode under short circuit condi
tions. 

The gain of the current sense amplifier, GCSA, is 
set based on the desired current limit and the value 
of the sense resistor [41, using: 

1.0 Volt 
GCSA • RSENSE = ~~- ~ 

Isc 

1.0 Volt 
GCSA = 12.5A. 0.01 n = 8.0 

The current sense amplifier is configured as a dif
ferential amplifier using four external resistors, 
R18, R19, R20 and R21, with the gain equal to 

GCSA = 8.0 = R20 = R21 
R18 R19 

R20 and R21 should not load down the UC3886 
Current Sense Amplifier, and are chosen as 
33.2kn. Therefore 

Use R20 = R21 = 33.2kn 

R18 = R19 = 4.22kn resulting in 

GCSA = 7.87 and a nominal short circuit 
current limit, Isc, of 12.7 Amperes. 

The BUF signal at pin 6 of the UC3886 must be fil
tered by C22 to insure a noise free bias voltage for 
the current sense signal ISO. 

Programming the Non-Integrating Gain for the 
Voltage Amplifier of the UC3886 

Managing the voltage regulation at the load, and 
maintaining regulation of ±5% involves the use of 
non-integrating gain about the UC3886 voltage 
amplifier. Without non-integrating gain, the number 
of output capacitors must increase. Application 
note U-156 [41, Appendix 3, details the goals and 
requirements for programming non-integrating 
gain. 

The specified regulation window is ±5%. VRIPPLE 
and DC Error, which are each ±1 %, reserve ±2% of 
the specified window. This leaves ±3% of the win
dow for load regulation. The desired regulation per
formance, versus load current, is shown in Figure 
15. Setting the low load regulation to +3% nominal
ly will allow the maximum voltage excursion during 
a load transient. 

The UC3886 error voltage, COMp, will vary with 
load current from O.OA to Isc = 12.7A. The change 
in the error voltage will be 

AVe = IMAX. 0.95V = 11.2 Amps • 0.95V 
Isc 12.7 Amps 

= 0.834 Volts 
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Figure 15. Load Regulation 

A change in COMP of 0.95 volts is used because 
the change is 1.0V ±50mV, and under worst case 
the regulation window must be held. 

Figure 15 shows that the load regulation due to 
parasitic resistances is -1 % from no load to maxi
mum load. From the desired load regulation curve, 
the swing in output voltage associated with the 
change from 0 Amps (Not IMIN in this case) to IMAX 
is determined to be -6.3%. The I • R drop intrinsic 
to the circuit is then subtracted and the desired reg
ulation swing is set at -5.3%. From the lowest oper
ating voltage, the change in the output voltage is 

AVOUT = 2.4 V· 5.3% = 0.127 Volts 

The gain around the Voltage Amplifier determined 
by the ratio of R16 to R14 is chosen to achieve the 
desired voltage swing over the operating load 
range. 

_ AVE _ tJ..VE 
tJ..VOUT - Gain - R16/R14 and 

0.88V 
therefore R16/R14 = 0.127V= 6.57 

The feedback resistor is chosen very large to 
insure that there are no loading effects on the volt
age amplifier output. 

Use R16 = 100kn 

R14 = 15kn resulting in the gain about 
the Voltage Amplifier of 6.67. 

Non-Integrating gain has a negative regulation 
slope with regards to load current, and must be 
shifted up in order to swing ±3% about the nominal 
voltage. A DC offset is created by the resistive 
divider of R14 and R17 which shifts the regulation 
Window up by +3.1%. R17 is chosen by 

(V 3°;'). R17 -V 
NOM + ° R14 + R17 - NOM 

and therefore 
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R14R~7R17 = 1.~3 yielding R17 = 487k.Q. 

Filtering and Canceling Offset Current at the 
Command Pin of the UC3886 

It is recommended that the decoupling capacitor, 
C21 be placed very close to the COMMAND pin of 
the UC3886, as this voltage is the voltage which 
commands the power supply output, and noise will 
directly couple to the power supply output. R13 is 
added in series between the UC3910 DACOUT pin 
and the UC3886 COMMAND pin in order to mini
mize DC errors due to offset currents in the 
UC3886 voltage amplifier. R13 is chosen to match 
the impedance at the VSENSE input to the UC3886 
voltage amplifier. Remember that the UC3910 
DACOUT pin has an internal 3kO resistor. 
Therefore 

R13 = 
1 1 1 

-RDAC = 

R16 +R14 +R17 

_-,-----_-----'-1 __ --,-----__ 3k.Q = 9.7k.Q 
1 1 1 

100k.Q + 15k.Q + 487k.Q 

Use R13 = 10k.Q 

CLOSING THE LOOP WITH THE UC3886 
AVERAGE CURRENT MODE PWM 
CONTROLLER 

The basis for closing the Average Current and the 
Voltage loops of this circuit is found in Unitrode 
Application Note U-140 [2] and in the Unitrode 
Seminar Topic ·Switching Power Supply Control 
Loop Design" [7]. This application note presents a 
step-by-step methodology solving for the loop 
compensation components found in Figure 2. The 
current loop is completed first with the voltage loop 
to follow. 

The goal in closing the loops for this power supply 
is to obtain a stable closed loop response for the 
current and voltage loops, with an overall closed 
loop crossover frequency between .10kHz and 

Fs = 32kHz. 
21t 

Closing the Current Loop 

Step 1: Calculate the Oscillator Ramp as seen at 
the PWM Comparator input. From U-140, it 
is known that ''The amplified inductor cur
rent downslope at one input of the PWM 
comparator must not exceed the oscillator 
ramp slope at the other comparator inpuf'. 

U-157 

From the oscillator timing equations, the 
ramp slope is 

Ts = ~ = 5.011s 
Fs 

T D '" SOns (Deadtime of oscillator) 

Ramp = 2.8V - 1.0V = 1.8Vp-p 
Ramp 1.8V 

Ramp Slope =T-T = 495 s- D . I1s 

= 0.364 VoltsllJs 

Step 2: Calculate the inductor current downslope. 
The downslope occurs during the Buck 
regulator switch OFF time. 

The inductor downslope is maximum at the 
maximum output voltage and with the mini
mum output inductance, which occurs at 
maximum load and maximum output volt
age. 

The diode forward voltage of CR1 is 
approximately 0.35V at 1.1.2A 

VOUTmax = 3.4V 

loUT at the maximum operating current = 
1211H 

Inductor di Idt = 3.4V + 0.35V = 0.313A11lS 
. 12.011H 

Step 3: Convert the inductor current downslope 
to a voltage downslope as seen at the out
put of the Current Sense Amplifier. 

Inductor dv/dt = 0.313A11lS • 0.010· 

33.2k.Q 
4.22k.Q = 24.6mVll1s 

Step 4: Set the gain from the Current Amplifier to 
meet the slope criteria. Reduce GCAmax by 
25% to account for amplified voltage ripple 
due to the ESR of the output capacitors. 
Reduce the gain by 15% more to account 
for Inductor and Oscillator variations. 

The oscillator Ramp Slope = 0.364V/l1s:?: 
GCA • Inductor dv/dt 

where GCA = The gain of the Current 
Amplifier at the switching frequency 

Therefore: 
364mV Ims 

GCA at FSWITCH = 24.6mV Ims • 0.60 = 8.9 

Resistors R23 and R24 set the inverting 
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gain about the UC3886 Current Amplifier. 
Pick R24 to limit the loading on the Current 
Amplifier output. Then set R23 and R24 to 
program the· Current Amplifier's inverting 
gain at FSWITCH' 

Use 

R24 = 10.5kQ 

R23 = 1.24kQ 

as standard values 

GCA = 8.47 

The GBW product for the UC3886 Current 
Amplifier is 3.5MHz and therefore a gain of 
8.47 at 200kHz is within the device's GBW. 

Step 5: Find the crossover frequency of the current 
loop gain by first finding the small signal 
control-to-output gain, Gp, of the buck reg
ulator current loop power section. Consider 
the fact that the inductor, louT, plays a key 
role in the equation for Gp, and that since 
loUT swings significantly with load current, 
so does Gp. 

The small signal control-to-output gain is 
defined in U-140 from the CA output, V CA, 
to the voltage across the sense resistor, 
VRS. The UC3886 application however 
must add a gain stage factor for the Current 
Sense Amplifier gain. Gp is determined by 

VRS = (~) e (VRS ) e ( ILout ) e GCSA 
VCA VCA I Lout Duty 

=Gp 

The change in duty cycle to change in 
Current Amplifier output is 100%lVs, or 

Duty -'- 1 
VCA -Vs 

where 

Vs = The peak-to-peak voltage change of 
the oscillator ramp 

The change in the resistor voltage to 
change in the inductor current is simply the 
value of the sense resistor, Rs (Rs = R1 in 
Figure 2). 

VRS = Rs 
ILout 
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The change in inductor current per the 
change in duty cycle is a function of the 
input voltage. The small signal voltage 
applied at the inductor is simply the small 
signal changes in VIN e DUty. The change in 
inductor current per the change in applied 
inductor voltage (small signal) is given by: 
i 1 . 
- = -- where v= VIN e Duty 
v ZoUT 

and therefore I Lout 1 
Duty e VIN = ZoUT 

which leads to the transfer function of 

ZoUT is dominated by the output inductor at 
frequencies above the L e C resonant fre
quency, and results in a single pole rolloff 
due to that inductor, which is what is shown 
in U-140 as the "VIN/S e loUT' term. The 
complete impedance function includes the 
output Inductor, Capacitor, Sense Resistor, 
Inductor Resistance, ESR, ESL and Load 
Resistance. The parasitic resistances will 
help dampen the response at the resonant 
frequency and should not be ignored. 

The output impedance is given by: 

ZoUT =s e loUT + Rs + RLout + 

where 

( _1_+ ESR +se ESL) e RL 
seC 

RLout = DC Resistance of output inductor 

C = Output capacitance 

ESR = Output capacitance ESR 

ESL = Output capacitance ESL 

RL = Load Resistance 

Now, solving for the control-to-output gain, 
Gp (of the Current Loop only), 

G =(Duty)e(VRS)e(l~ut)eGCSA 
p VCA ILout Duty 

can be simplified as 
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Gp = ( ~ ) • (RSENSE) • ( VIN ). GCSA 
VA loUT 

U-140 states to multiply the control-to-out
put power loop gain, Gp, by the gain of the 
Current Amplifier to achieve the overall cur
rent loop gain. 

Loop = Gp· GCA =[( ~S) • (~~T)· (Rs) 

• GCSA]· 

[ Vs· loUT ] 
(Ts-TD)· Rs· (Vo + VF)· GCSA 

Equating the current loop gain to 1 will yield 
the loop crossover frequency, Fc. 

1 =[(~) . ( VIN ). (Rs). GCSA] 
Vs Z(2 .1t. Fe) 

• [ Vs· LOUT ] 
(TS-TD)· R· (Vo + VF)· GCSA 

loUT is dominated by the output inductor in 
the region of the crossover frequency, and 
therefore ZOUT(fc) can be replaced by s • 
loUT 

Solving for Fc and simplifying yields: 

Notice that LOUT falls out of the equation, 
and therefore the only "Load" dependency 
is in the value of Vf. This is true ONLY if Lout 
is Constant with load current. If a swinging 
choke is used, then Lout cannot drop out of 
the equation. 

The crossover frequency of the current loop 
can therefore be determined by 

VIN • Rs • GCSA • GCA = 1 
Vs • 2 • 1t • Fc • loUT 

and therefore 

The crossover frequency of the current loop 
will therefore vary as a function of load, with 
the minimum crossover frequency at the 

U-1S7 

maximum input voltage and maximum 
value of loUT, or at minimum load. 

Solving for the crossover frequency: 
VI ·Rs 

FCmax = max • GCSA • GCA 
Vs • 2 • 1t • LOUTmin 

FCmin 

_--=S:.:.;.2::.:S,-,V,---·_0-=-.",,0..:..H=--l_ • 7.87.8.47 
= 1.8V • 2 • 1t • 120mH 

= 25 .8kHz 

VI .• RS 
min • GCSA • GCA 

VS· 2·1t· LoUTmax 

4.75V· 0.010 .7.87.8.47 
1 .8V • 2 • 1t • 24.01lH 

= 11.7kHz 

where the input voltage is +SV ±S% 

Step 6: Add the pole-zero compensation into the 
Current Amplifier by solving for CZERO 
(C25 + C28) and CPOLE (C27), and solve 
for the current loop transfer function. 

The zero should be placed at or below the 
minimum current loop crossover frequency, 
FCmin. The value of CZERO is determined 
by 

Czero = 
2 • 1t • FCmin • R24 

2· 1t. 11.7kHz· 10.5kQ 

= 1296pF 

Use CZERO = C25 + C28 = 1220pF (2 
capacitors are used to allow tuning of this 
frequency) 

The pole should be placed at Fsl2. The 
value of CPOLE is determined by 

CPOLE = CZERO 
(2 • 1t • Fsl2 • R24 • CZERO) - 1 

1220pF 
(2·1t· = 200kHzJ2· 10.5kQ· 1220pF) -1 

= 173pF 

Use CPOLE = C27 = 180pF 
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The transfer function of the compensated 
current amplifier is 

GCAs = 

R24 • (CPOlE + CZERO) • s + 1 
s· (CZERO· R23· (R24· s· CPOlE + 1) 

and the overall current loop is determined 
by multiplying the control-to-output transfer 
function by the current amplifier transfer 
function, or 

Loop = Gp • GCAs =( -.L • ~ • Rs • 
Vs ZOUTs 

GCSA) • GCAs 

which is plotted in Figure 16. 

FSWITC 
80 f':.: ~ 
60F9=H~~~H*ffi-~+*mr-r~~~+HBffi 

·20 f-----+++++llH----+-i++H+H-+-+l-l+l+fI-+++++fIH?I"ty,~--1" ++Hlll 

40~-U~L-LLllilill-~~WL-LUW~~~~6 

1_103 1-10 4 1_105 1-10 10 100 

FREQUENCY 

Compensated Current Amplifier 
Current Loop @ Minimum load 
Current Loop @ Maximum load 

Figure 16. Current Amplifier and Current loop Bode 
Plot - Minimum and Maximum loads 

The lower crossover frequency is above the 
estimated range of 11.7kHz because the 
gain of the compensated Current Amplifier 
is not a flat gain of 8.47 but is slightly high
er due to the integrating feedback of the 
Current Amplifier. 

The changes in loop gain at low frequen
cies is dominated by the changes in load 
resistance, while the variation at and 
around the crossover frequency is a func
tion of the change in inductance vs current. 

Closing the Voltage Loop: 

The voltage loop must now be closed 
according to the guidelines in Unitrode 
Seminar Topic [71 "Switching Power Supply 
Control Loop Design". The compensation 
around the voltage amplifier of this circuit 
will differ from the seminar topic however by 
utilizing non-integrating gain [41. 
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Step 7: Generate a model for the closed current 
loop transcOhductance. 

The small signal current loop can be mod
eled as a fixed gain at low frequencies 
equal the transconductance forced by the 
current loop, and having a pole at the cur
rent loop crossover frequency, fCI> as 
shown in Figure 17 below. 

10 100 

..;". Minimum Load 

••. Maximum Load 

1.10 3 1.10 4 

FREQUENCY (Hz) 

Figure 17. Small Signal Current loop Transfer Function 
- Min and Max loads 

where the transconductance, TC(s) is 
determined by 

TC(s) - Rs. ~CSA • (1+ ~ ) 
2· 1t. fCl 

The low frequency gain is the transconduc
tance (remember, transconductance units 
is n-1) 

Gain= __ 1 __ =. 22.1 dB 
Rs· GCSA O.01n· 7.87 n 

Step 8: Determine the output impedance and 
power circuit gain, GVs. 

ZVout(s) 

The output impedance is determined by the 
output capacitance, its parasitics, and the 
load resistance. 

( 1 + ESR + s • ESL) • RLOAD 
s· COUT 

( 1 + ESR + s • ESL)+ RLOAD 
S·COUT 

The power circuit gain equals the current 
loop transconductance times the output 
i~pedance, or 

GVs = T C(s) • ZVout(s) 
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Step 9: Determine the gain required by the com
pensated voltage amplifier. Insure that gain 
at the switching frequency does not 
increase the PWM slope above the 
required amount due to ESA. 

The resistors R14 and R16 around the volt
age amplifier were determined by the 
requirements for non-integrating gain and 
are 

R14 = 15.0kn 

R16 = 100kn 

The inductor current dVdt rate is known to 
be a maximum of 0.313A1I1S. This inductor 
current ramp times the ESR of the output 
capacitor is multiplied by the gain of the 
voltage and current amplifiers and is seen 
at the PWM Comparator. The total 
contribution of ESR ripple contributed to the 
ramp at the PWM comparator is the limiting 
factor for the gain of the voltage amplifier, 
GVA. Step 4 reduced GCAmax by 25% to 
account for this factor. The gain of the 
Current Amplifier at the switching 
frequency, from Figure 16, is 3.3. 

Therefore, from Step 4, and with an equiv
alent ESR of the output capacitors being 
11.0mO 

0.313A11lS· ESR· (1+GCA(FS)· 
GVAmax(Fs) = 0.25 • 0364V1I1S 

and therefore 
0.25 • 0364V11lS 

GVAmax(Fs) 0.313A11lS. 0.011 • (1 + 3.3) 

= 6.15 

Since R16 and R14 set an inverting gain of 
1 00knt15kn = 6.67, then the voltage ampli
fier gain must be rolled off (add a pole) prior 
to the switching frequency to reduce the 
gain to less than GVAmax(Fs)' 

Step 10: Compensate the Voltage Amplifier to 
achieve desired loop gain and phase and 
to reduce the voltage amplifier gain at the 
switching frequency to below GVAmax(Fs)' 

The voltage loop gain is obtained by multi
plying the power circuit gain, Gvs by the 
Voltage Amplifier gain, GVAs. 
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LoopVS = GVAs • GVs = GVAs • T C(s) • 

1 
(s. COUT+ ESR + s· ESL) • RLOAD 

1 

The voltage amplifier gain, without compen
sation, is simply R161R14 = 6.67. The volt
age loop gain is plotted in Figure 18, show
ing a very low crossover frequency. 

...... ! 20~~Hm~d+Hm~~~~~~~~~ 
~ 10~~#ffi~~~~~~~~~~~~ 

! O~~H*~~Hm~~~~~ .. ~.~Hm~~~O 
i~O~~H*~~~~~~~~~~~~ 

~ -20 ~~Htth~~~~~~~-ttttttflt'--,-;· :N-tttl'ffi 

- - Minimum Load Frequency (Hz) 

- Maximum Load 

Figure 18. Voltage Loop Gain without Additional 
Voltage Amplifier Compensation 

The voltage amplifier gain is compensated 
by adding a low frequency pole-zero pair in 
order to boost low frequency gain. Note 
however, that DC gain cannot be increased 
as it is limited by the requirements of non
integrating gain. Secondly, a high frequen
cy pole is added to achieve the desired 
crossover frequency and to reduce the gain 
of the voltage amplifier beyond the 
crossover frequency. 

Add C23 and R15 to add a low frequency 
pole-zero pair in order to boost low fre
quency (but NOT DC) gain, and therefore 
boost the crossover frequency. Set the zero 
at approximately 100Hz and the pole at 
approximately 400Hz. 

The equations for the pole and zero are 

F = 1 
ZERO 2.n. C23. (R15 + R14) 
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Set C23 to 0.1 ~F. Then 

R15 = 1 
2 - 1t - C23 - FpOLE 

-c-----::-::--:--::::--:-:-:- = 3.98kn 
2 - 1t - 0.011.1F - 400 

Use R15 = 3.92kn as a standard value. The 
results are: 

FpOLE = 406Hz 
FZERO = 84Hz 

Add C24 to add another pole to roll off the 
gain to obtain. the desired crossover fre
quency and reduce the gain of the voltage 
amplifier at the switching frequency. 

Set C24 to 180pF to obtain a pole frequen
cyat 

FpOLE 2-1t -R16-C24 

2 -1t - 100kn - 180pF 

= 8.84kHz 

The transfer function for the compensated 
voltage amplifier is 
GVA(s) = R16 _ 

R14 

s - C23 - (R14 + R15) + 1 
(s - R16 - C24 + 1) - (s - R15 - C23 + 1) 

With this compensation, the voltage ampli
fier gain and the loop response for the 
Voltage Loop are plotted in Figure 19. 

MEASURED RESULTS FROM THE VRM 
DEMONSTRATION KIT 

Figure 20 provides the measured open loop 
response bode plots for the VRM power supply 
under a nominal 3.1V output at lOmax = 11.2 
Amperes. 

Figure 21 shows the DC regulation measured at 
the load in a test configuration, with the nominal 
output voltage set to 3.100V. The measured test 
configuration DC impedance from the output of the 
connector to the resistive load is 1.50mn, which 
accounts for 17mV (0.54%) drop at full load. The 
load regulation curve matches the predicted non
integrating regulation curve. 

Figure 22 shows th~ measured efficiency and 
power dissipation of the VRM in a test configura
tion, with the nominal output voltage set to 3.100V. 
The input voltage is fixed at 5.00V. The test board 

Frequency (Hz) 
- Loop Phase ~ Minimum Load 
-- Loop Phase - Maximum Load 
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20 1=I::::!::I:!fHtt"""-tttttffrl-...:l=.,lliHtlt-i'---1"-f::!:Ittltl--c.-+I-t+tttlj I i 10 ._ ........ _- ........ ........................... ................ .. ........ ; .... G'i 
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-w'~-H#ffi~-H#ffi~-H#ffi~-H~~-H~ 

-SO'f--1f-H+++l++-++++++ffi-t+t++IH!--1H-1-HItIIf-.-';:>.j· -t+H+Jj 
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'0 '00 ,·,03 ,.,04 ,.,05 '.106 

Frequency (Hz) 

- Compensated Voltage Amplifier 
- - Voltage Loop Gain - Minimum load 
-_. Voltage Loop Gain - Maximum Load 

Figure 19. Final Voltage Loop Gain and Phase Plots 

COMPONENTS Z1, R22 AND C26. CAN BE 
USED FOR VARIATIONS IN THE COMPENSA
TION SCHEME. THE VRM DEMONSTRATION 
KIT IS SHIPPED WITH Z1 =1 on AND WITH
OUT R22 AND C26. 
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Figure 20. Open Loop Response with VOUT = 3.1V, 
lOUT = 11.2A 
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is subjected to 100LFM airflow at approximately 
25°C ambient temperature. The full load efficiency 
is 83.6%. 
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Figure 21. DC Regulation at VOUT = 3.1 V for VRM -
Measured At Load 

The measured efficiency includes the power dissi
pated by the 12V bias power supply. The + 12V 
current, Icc, is measured to be 25.0mA during nor
mal operation, and is fixed with varying load. With 

Tek ilIIimI 50.0MS/s 
1··············· 

8 Acqs 
... -T ........... . 

1-+ .~. 
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100% 
90% Efficiency 

90% 
7~ 

7~ 611 

I 
90% 

5 il 
90% 4~ - 3 ; - 0 

20% Power Dissipated 2"-

10% 
~ 

0% 2~ 40% 6~ 80% 100% ,_ 
%oflOmax 

Figure 22. Efficiency and Power Dissipation vs Load for 
VRM Module with 3.100V nominal Output 

the OUTEN signal disabling the power supply, Icc 
is measured at 18.5mA, supplying current only for 
the UC3886 and UC3910, but nO gate drive. The 
average gate drive current is measured at 6.50mA. 

.. -] 

C2 Pk-Pk 
36.4mV 

C· .. , 5:00 v :t: 
i6."omvrv&w M 1. o'o'J.is; c· i ;~ . 5.2 V 1 Feb 1996 

08:20:18 

Figure 23. Ripple Voltage and Gate Voltage. VOUT = 3.03V, lOUT = 11.2A. 
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Figure 24. Source Voltage (Top) and Gate Voltage. VOUT = 3.D3V, lOUT = 11.2A 
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Figure 25. Short Circuit Source Voltage (Top) and Gate Voltage. VOUT = D.D6V. The UC3886 skips cycles to main
tain an accurate current limit. 
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Tek Run: 50.0kS/s Hi Res 
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Figure 26. Transient Response to 125Hz, O.3A to 11.2A to O.3A Load Change. VOUT (Top) centered about 3.10V, 
between ±5% cursors. Load current (Middle) @ 2A/div varies at 30A/J.1s. Input current (Bottom) @ 5A/div. 
overshoots to charge input and output caps after a load step. 
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Figure 27. VOUT (Top) Centered about 3.100V (Marker 1) during O.3A to 11.2A transient. Input current (Bottom, 2A/div) 
rises at O.047A/J.1s during the load step. 
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Tek Run: 1.00MS/s Hi Res 
[····-T·····_······· ............. _-_._ .......... __ ........ _ ............. ] 
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1 Feb 1996 
09:36: 1 0 
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Figure 28. VOUT (Top) Centered about 3.100V (Marker 1) during 0.3A to 11.2A transient. 01 Source (Bottom) shows 
100% duty cycle as inductor current ramps to full load current. Slope in Source is due to 01 ROSon. 
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Figure 29. VOUT (Top) Centered about 3.100V (Marker 1) during 0.3A .to 11.2A transient. ISO, UC3886 Pin 16 
(Bottom) swings from 3.10V (Marker 2) to 4.1 OV at a measured 12.6A short circuit current. The output 
inductor is calculated to be 271lH during this swing due to high AC Flux. 
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Tek Run: SOOkS/s Hi Res 
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Figure 30. VOUT (Top) Centered about 3.100V (Marker 1) during 11.2A to O.3A transient. Input current (Bottom, 
2A1div) falls at O.054A1!!s during the load step. 
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Figure 31. VOUT (Top) Centered about 3.1 OOV (Marker 1) during 11.2A to O.3A transient. ISO, UC3886 Pin 16 
(Bottom) swings from 4.00V (Marker 2) to 3.10V. The output inductor is calculated to be 28uH during this 
swing due to high AC Flux. 
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Tek Run: 50.0kS/s Hi Res 
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Figure 32. Transient Response to 125Hz, O.3A to 11.2A to O.3A Load Change. VOUT (Top) centered about 3.1 OV. 
!nput voltage (Bo~tom) shows only 130mV deviation during load steps without input inductor, due to low 
Impedance VRM Input capacitors. 

CONCLUSION 

A highly accurate VRM power supply has been 
demonstrated which uses Unitrode's UC3886 and 
UC391 0 ICs. This VRM meets the Intel VRM power 
supply specifications, has excellent regulation, 
transient response, and efficiency. It has been 
demonstrated that a single output inductor can 
allow continuous mode operation, meet the strin
gent transient response of the Pentium®Pro, and 
limit the input current rate as well. The use of 
non-integrating voltage loop regulation has been 
proven to use fewer output capacitors because of 
the larger transient voltage swing allowed by this 
technique. 
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THE UC3910 COMBINES PROGRAMMABILITY, ACCURACY AND 
INTEGRATED FUNCTIONS TO CONTROL AND MONITOR HIGH END 

PROCESSOR POWER SUPPLIES 

by Larry Spaziani 

ABSTRACT 

U-158 

As high performance processors continue to develop, their respective power supply requirements become 
more stringent, often requiring low, custom voltages and increasingly tighter regulation. Intel's 
Pentium@Pro power system specification, for instance, demonstrates the need for tight regulation, pro
grammable power supply voltage and programmable voltage monitoring for status reporting to the proces
sor. To help meet these requirements, the UC3910 4-81T DAC and Voltage Monitor IC is introduced. This 
application note discusses the architecture and features of the UC3910 and details how this IC is used for 
an optimal Pentium@Pro power supply solution. 

UC391 0 4-BIT DAC AND VOLTAGE MONITOR 

• High Precision Reference for tight regulation 
0.5% Typical combined DAC/Reference precision 

• 4-BIT DAC directly compatible with Intel's Pentium®Pro VID function 
Sixteen steps from 2.0V to 3.5V in 100mV increments 

• Undervoltage and Overvoltage Fault Windows 
User programmed with 2 external resistors 
Proportional to DAC programmed voltage over the entire operating range 

• Overvoltage Protection Comparator 
Proportional to DAC programmed voltage over the entire operating range 
Directly drives an external SCR 

• Undervoltage Lockout 

INTRODUCTION 

The UC3910 4-BIT DAC and Voltage Monitor IC 
contains a 4-BIT Digital to Analog converter which 
is used to program a precise DC voltage for use in 
commanding a power supply voltage. The actual 
power supply voltage is compared against user 
programmable thresholds, with the comparators 
providing logic status to the system or protecting 
the power supply with a crowbar SCR. This IC has 
been developed to interface with Intel's Pentium® 
Pro processor, but has widespread uses where pre
cise control and monitoring of a power supply volt
age is required. 

The high DC accuracy of the UC391 0 reference and 
DAC, typically ±0.5%, makes this IC ideal for 

controlling and monitoring tightly regulated power 
supplies, such as high end processors or bus 
termination voltages. Tight regulation of power 
supplies can be met without adjusting the power 
supply voltage at manufacturing. The programmable 
output can also be used to digitally adjust a power 
supply voltage in test or manufacturing, allowing a 
single power supply design to accommodate 
multiple uses. 

The UC3910 offers substantial advantages over 
discrete solutions when meeting Intel's 
Pentium®Pro power supply requirements. Its 4-BIT 
Digital-to-Analog Converter output voltage varies 
from 2.0V to 3.5V in 100mV increments for direct 

3-771 



APPLICATION NOTE 

THE UC391 0 4-BIT DAC AND 
VOLTAGE MONITOR 

U-1S8 

compatibility with Intel's VID codes. The many inte
grated features and the programmability of the 
UC3910 allow power supply designers to replace 
discrete components including a precision refer
ence, a DAC, complicated resistive networks, multi
ple window comparators and an SCR Driver. Tight 
regulation can be met directly because of the excel
lent DC accuracy of the UC3910 combined DAC 
and reference voltages. 

A block diagram of the UC391 0 is shown in Figure 1. 

The UC3910 is ideally suited to create a program
mable, precision system reference for low voltage 
power supplies. Figure 2 shows the UC3910 con
figured with the UC3886 Average Current Mode 
PWM Controller IC to provide a solution for the 

VSENSE 

,-------- 8 ----------------------------
I 
I : OVP 
I 
I 
I 
I 
I 
I 
I 

0JJ~~ 7 
I 
I 
I 

I L _______________________________________ J 

Figure 1. UC391 0 4-BIT DAC and Voltage Monitor 

UDG-95097-3 
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GND>--------~-_~--~-~~-------~-~-+_-~--~ 

r"";a I~~ 
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.L ~P::~OOD -------:--6--,1 FAULT 

I vcc OVP VSENSE ! . 1 
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VID2 02 I I I PGNDo----'l 
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ISP GATE 

L~-~~U~h-IREF.-J I=_ I I CT RT ".YREF SGND I 

1 1 I .. L1---Y---1---Y~ 
.. .... .. .. .. .. UDG-96021 

Figure 2. UC391 0 Configured with the UC3886 for a Pentium®Pro DC/DC Converter 
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complex power system requirements of Intel's 
Pentium®Pro processor .. The UC3910 is directly 
compatible with Intel's Voltage Identification (VID) 
code as shown in Figure 2. 

UC3910 - SUPPLYING POWER 

The UC3910 is constructed using a bipolar process 
allowing the input supply voltage, Vee, to be as high 
as 20V. Minimum operating voltage is 8.2 volts. The 
supply voltage provides internal biasing of all circuit 
blocks including the high precision reference volt
age, VREF, which provides a precision reference 
voltage for the Digital to Analog Converter (DAC). 
VCC should be decoupled to ground with a 0.11lF to 
1.01lF ceramic capacitor located in close proximity 
to the IC. 

Grounding the UC391 0 

The UC391 0 utilizes two ground pins to optimize the 
layout of the high precision DAC and Reference cir
cuitry. Both ground pins must be connected to 
ground close to the IC and to each other. 

UNDERVOLTAGE LOCKOUT 

The UC3910 features an undervoltage lockout pro
tection circuit for controlled operation during power up 
and power down sequences. Figure 3 shows typical 
Vee thresholds of the UC3910 UVLO circuitry. 

The supply current, Icc, is typically less than 3mA 
during UVLO and is typically less than 10mA when 
Vee is above the UVLO thresholds. External loading 
of the reference voltage will add to the supply cur
rent, Icc. The 0.2V hysteresis prevents Vee oscilla
tions during the power up and power down 
sequences. 

During UVLO, VREF and the DAC output, DACOUT, 
are disabled, the threshold circuitry is disabled and 
the sense pin, VSENSE, is actively held low. The 
PWRGOOD signal is actively held LOW, the OVPB 
signal is forced HIGH (open) and the OVP signal's 

~10mA 

lee 
POWER 
DOWN 

~3mA ----------f--

7.9V B.1V 
Vee 

POWER 
UP 

Figure 3. ue3910 UVLO Typical Values 

-
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drive is disabled to insure no false control signals 
are generated during power up and power down 
sequencing. 

VREF 

The UC3910 contains a 5.0V precision trimmed 
bandgap reference, based on similar technology as 
that used on many other Unitrode ICs, but is 
enhanced by the use of precision thin film resistors. 
Thin film resistors exhibit excellent performance 
with voltage and temperature variations, and don't 
shift in value due to packaging stresses. These 
enhancements result in a reference voltage toler
ance of ±0.5% from O°C to 70°C. VREF provides 
bias directly to the DAC circuitry, and plays a major 
role in the precision of the DAC output. 

The reference can be used to bias external circuitry, 
can source up to 10mA and has internal short circuit 
protection. VREF should be decoupled with a 0.11lF 
to 1 .01lF monolithic ceramic capacitor located close 
to the IC. Load circuits with high noise content should 
be avoided, or decoupled very well, as noise on 
VREF will directly couple to the DACOUT pin. 

VREF COMPARATOR 

The reference voltage is internally monitored as 
shown in Figure 4. The 0.1 V hysteresis prevents 
VREF oscillations during the VREF power up and 
power down sequences. While the reference volt
age is below the VREF threshold, VSENSE, PWR
GOOD, OVP and OVPB are disabled in the same 
manner as they are during undervoltage lockout. 

4.3V 14.2V ENABLES 
~ ~PWRGOOD. OVP. OVPB. 

VREF LJ--t:Y' - VSENSE OUTPUTS 

Figure 4. Ue3910 VREF Comparator 

A typical power up sequence is shown in Figure 5. 
The voltage monitoring outputs are not enabled 
until time t1 at which time Vee and VREF are above 
their respective thresholds. 

PROGRAMMABLE DIGITAL-TO-ANALOG 
CONVERTER 

The UC3910 contains a 4-Bit Digital to Analog 
Converter with an architecture shown in Figure 6. 
The DAC output (DACOUT) is a high impedance 
precision output programmed by the 4 program
ming pins, DO (LSB) through D3 (MSB). Each 
programming bit pin controls a current source 
which is precisely trimmed to achieve the proper 
output voltage. 
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Vee ,w~ 
'" I : •. " ============vr 

OACOUT 
& 
OACBUF 

VREF 
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ARATOR 

Figure 5. Power Up Sequence 

DACOUT 

I I 
I I 
I I 

Vi 

t1 
UDG-96058 

The accuracy of the DACOUT pin, including the tol
erance of the reference voltage, VREF (combined 
accuracy), is typically ±0.5% and is ±0.9% from O°C 
to 70°C worst case. DACOUT cannot be loaded 
externally since it is a high impedance (3kn) output. 
It should be decoupled locally with a 0.011lF to 
0.11lF monolithic ceramic capacitor. A larger capac-

IBIAS 

500ILA 

D3 

5VREF 

02 

IBIT= 33.311A 

U-158 

itor can be used to control the rise rate of the 
DACOUT voltage, where the internal 3kn resistor 

, and the external decoupling capacitor form an RC 
time constant. 

DACBUF 

The DACBUF pin is a low impedance, buffered out
put of the DACOUT pin with a.total gain/offset error 
of ±25mV. This pin is used by the UC391 0 to set the 
overvoltage, undervoltage and overvoltage protec
tion comparator threshold voltages. DACOUT can
not be used for this function since the threshold cir
cuitry requires current and DACOUT cannot be 
loaded. The buffer is internally compensated for 
unity gain and cannot be decoupled externally. 
Good decoupling of the DACOUT and VCC pins will 
insure that the DACBUF signal is not corrupted by 
noise. DACBUF is internally clamped to 1 diode 
drop above ground during undervoltage lockout. 

PROGRAMMING THE DAC 

The DACOUT voltage is directly compatible with 
Intel's Pentium®Pro coding requirements, as 
shown in Table 1. The DO-D3 pins are directly 
equivalent to Intel's VIDO - VID3 signals. Intel 
requires programmable steps from 2.4V to 3.4V in 
100mV increments, whereas the values of 2.0V to 
2.3V and 3.SV are optional. The UC3910 DAC is 
programmable in 100mV increments, from 2.0V to 
3.5V, where each decreaSing bit represents a 
100mV step, as shown Table 1. 

01 DO (LSB) 

10 
33.3311 A 

OACBUF 

OACOUT 

OACOUT =5V-[3kn. (IBIAS+N.I BIT)] 

N=0-.15 (0000 TO 1111) UDG-96059 

Figure 6. UC391 0 Digital to Analog Converter (DAC) Architecture 
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Table 1. Programming the DACOUT Voltage 

Figure 6 shows that each decimal code (0 through 
15) represents an addition of 33.33IJA of current 
through the 3kn resistor, which results in 100mV 
steps for each bit. A bias current of 500IJA is used 
to set DACOUT to 3.5V when all four bits are Os. 

Programming pins DO-D3 are designed to accept 
OPEN = Logic 1 and SHORT = Logic 0 levels, as 
required by Intel, and will also accept open collec
tor logic inputs. Each bit is pulled up internally to 
approximately 4.8V by a 40IJA current source, as 
shown in Figure 6. 

Some systems may want to control the DO-D3 pins 
from standard logic gates rather than open collec
tor logic. The UC391 0 will accept logic level inputs 
to the DO-D3 programming pins only if the logic 
HIGH level is ;:: 3.0 volts. The logic family should be 
well understood to insure that the driver can sink 
40IJA even when it is a logic HIGH. 

Intel's specification for the Pentium®Pro processor 
includes all "1 s" as an indicator that no processor is 
present. The UC3910 generates 2.0V on the 
DACOUT pin when all "1 s" are present, thus insur
ing a safe low voltage level is present in a system 
should the programming pins be opened for any 
reason. 

Dynamically Programming the DAC 

The UC3910 is designed to accept the 4 bits as 
hardwired inputs prior to or at the same time power 
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is applied to the UC3910. Dynamically changing the 
4 bits is not recommended, as the characteristics 
(response time, overshoot, etc.) of the UC391 0 
DAC output under these conditions is highly depen
dent on external components. The time constant of 
the internal 3kQ resistor and the DACOUT decou
piing capacitor directly affect the rate at which 
DACOUT can dynamically change. 

Changing the DAC Voltage IncrementslRange 

The UC3910 is designed to meet the Intel 
Pentium®Pro specification which requires program
mable voltages from 2.4V to 3.4V in 100mV steps. 
Some systems may require exact power supply 
voltage outputs in ranges or increments other than 
those above in order to compensate for losses or to 
fine tune performance. 

Upon inspection of Figure 6, a designer may opt to 
place an external resistor from DACOUT to VREF 
or to GND to adjust the DACOUT voltage up or 
down, respectively, as shown in Figure 7. This 
method, however, is NOT recommended. The 
UC3910 DAC is precisely trimmed to achieve it's 
accuracy, but the internal 3kn resistor IS NOT a 
precision resistor, and may be only accurate to 
±200/0. DeSigning an offset based on this internal 
resistor may therefore result in large errors. Should 
this method be used, the programmed voltage 
increment is no longer 100mV, but is proportional to 
the value of the external resistor used. 
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VREF 

IOAC = 500J,lA+[NBITo 33.3I1A] 

/INCREASES 
DACOUT 

/DECREASES 
DACOUT 

UDG·96060 

Figure 7. Using External Resistors to Adjust DACOUT 
is NOT recommended 

A power supply's output voltage, controlled by the 
UC3910, may be adjusted when used in conjunc
tion with the UC3886 PWM controller, as shown in 
Figures 8 (a) and (b). Increasing the voltage as 
shown in Figure 8 (a) can be accomplished with 
good accuracy by using precision resistors. 
Decreasing the voltage, as shown in Figure 8 (b) 
however, results in less accuracy, as the DACBUF 
buffered output includes gain/offset error of ±25mV 
(DACBUF = DACOUT ±25mV). 

Rl 
Your o----''IVV--t----t 

UC3910 
DACOUT 

VOUT,. DACOUT(I+.!!.!.) 
R2 

(a) INCREASING Your 

Your o----''IVV----'---1 PWM 
VOLTAGE 
AMPLIFIER 

UC3910 
DACBUF 

UC3886 

Vour= DACBUF (~) 
Rl+R2 

(b) DECREASING Your 

UDG·96061 

Figure 8. Recommended Methods for Adjusting a 
Power Supply's Output Voltage 
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VOLTAGE MONITORING SECTION 
The UC3910's voltage monitoring section contains 
programmable window comparators which I:Inable 
a power supply's output voltage to be closely mon

. itored. The power supply's output voltage, as seen 
at the UC391 0 VSENSE pin, is compared to three 
programmable thresholdS; undervoltage, overvolt
age, and overvoltage protection. The undervoltage 
andovervoltage comparators control the PWR
GOOD signal to indicate that the output voltage is 
within a specified operating range. The overvoltage 
protection comparator controls the OVPB and OVP 
Signals, which can be used to disable the power 
supply or to fire an external crowbar SCA. 

The undervoltage, overvoltage, and overvoltage 
protection thresholds are programmed as a per
centage above and below the programmed output 
(DACOUT), so that as the UC3910 DAC output 
voltage varies (various Pentium®Pro voltages for 
instance), so do the thresholds as a percentage of 
the DACOUT voltage. 

Figure 9 shows a simplified schematic of the inter
nal voltage monitor section. The voltage monitor 
section is programmable by the external resistors 
RS1 and RS2 at the threshold programming pin, 
OVTH/uVTH. RS1 and RS2 set the internal voltage 
thresholds which become inputs to the overvoltage, 
undervoltage and overvoltage protection compara
tors. The buffered DAC output, DACBUF, is used 
as the reference for the voltage monitoring thresh
olds. 

VSENSE 

The sense pin, VSENSE, is one input to the over
voltage, undervoltage and overvoltage protection 
comparators (OV, UV arid OVP) which is compared 
to the set thresholds, as shown in Figure 9. 
VSENSE is typically connected to the output of the 
power supply which is controlled by the UC3910's 
precision output, DACOUT. 

The hysteresis levels on the voltage monitor com
parators can be as low as 20mV. VSENSE should 
be filtered externally with an RC filter, as shown in 
Figure 9, to insure that noise and ripple voltage 
does • not cause false Signals at the PWRGOOD 
andOVP pins. A filter frequency of 1I1Oth the 
power supply switching frequency is recommend
'ed, to reduce switching ripple by20dB. The filter 
resistor and capacitor product is therefore 

1 
RF • CF - -=----=;-'------;~ 

- 2· 1t • (FSWITCt+'10) 
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RI VSENSE 

VOUT -'VVv--T-'" 
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Figure 9. Voltage Monitor Section 

VSENSE During UVLO - Protecting Against 
False OVP Signals 

The UC3910 is designed to actively pull down 
VSENSE until Vee and VREF are above their 
respective thresholds during startup of the 
UC3910. This feature insures that during Vee 
"brown-ouf' conditions, or when power supplies are 
powered up onto a live output bus, that the value of 
VSENSE will be below the DAC voltage, and will 
not trigger a false overvoltage protection signal. A 
Vee "brown-ouf' situation is illustrated in Figure 10. 

VSENSE can actively sink up to 5001JA. The exter
nal filter resistor must therefore limit the current into 
VSENSE, such that 

VOUT 
RF:2: 500IJA 

To insure that VSENSE does not falsely trigger an 
OVP condition, DACOUT must rise to its pro
grammed level faster than VSENSE can rise. This 
restriction governs the two time constants on the 
VSENSE and the DACOUT pins. The DACOUT 

time constant is determined by the internal 3k.Q 
resistor and the DACOUT decoupling capacitor, 

"BROWNOUT" 

7.9V t I \ 
VCC .-------~-~ 

2V------~-~ 

POWER 
SUPPLY 
VOUT 

I I I I 

i: : : 

I I I I 
1--__ ---;1 I 1,-____ _ 

~! I 
DACOUT 

I I 
I I I 

VOUT I II : : 

VSENSE L.. ___ --'-.... l~~·__'__l"'-~ ____ _ 
t1 t2 UDG-96063 

Figure 10. VSENSE is Pulled Low During UVLO 
Insuring that no False OVP Conditions 
Occur 
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whereas the VSENSE time constant is controlled 
by the external filter components RF and CF. From 
Figure 11, it can be seen that 

RF - CF > 3kn - COACOUT 

POWER SUPPLY 
OUTPUT VOLTAGE 

Your 

r-------------, Rf 
I UC3910 I VSENSE 

I 
I 
I 
I 
I 
I 
I 

I I L ___________ .....J 

Rf. CI >3kD:. COACOUT 

UDG·96064 

Figure 11. OACOUT Must Rise Faster than VSENSE 

OVTHIUVTH Pin: Programming the OV, UV 
and OVP Thresholds 

The UC3910 percentage thresholds are set above 
or below the nominal DAC output voltage, and are 
programmed by the ratio of the external resistors 
RS1 and RS2, ROIV, where ROlv is defined as 

RS2 
ROlv = RS1 + RS2 

The UC391 0 allows a ratio ROlv at the OVTHIUVTH 
pin from 0.3 to 0.9, which corresponds to overvoltage 
and undervoltage percentage thresholds from 5% to 
15% and an OVP percentage threshold from 10% to 
30%. These thresholds are shown in Figure 12. 

The undervoltage, overvoltage and overvoltage 
protection (UV, OV and OVP) percentage 
thresholds are given by 

30 

25 

... - --;;....-- -.--20 

~ 15 

~ 10 

o~ __ ". _____ _ 
_.-- ov 

ili 5J-..o=--'---
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~ 0 ... 
-5 '<o·,~_-__ 

-10 --- •... --I!'!..-.. - ~~:-:_.-t_ --+--_-j 

-15 ----.-.--

0.3 0.4 0.5 0.6 0.7 0.8 0.9 

RATIO RDIV 

Figure 12. OV, UV and oYP Percentage Thresholds as 
a Function of the Oivider Ratio ROIV 
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3.34kn 
%Vov = ROIV - 20kn - 100 = ROlv - 16.7 

%VUV = -%Vav = -(ROIV - 16.7) 

%VCYIIP = %VOV - 2.0 = ROlv - 33.4 

Refer to Figure 9 for the following derivation of how 
these UC391 0 thresholds are set. 

The voltage at the OVTH/UVTH pin, VSET, is 
obtained by dividing DACBUF using RS1 and RS2, 
such that 

VSET = DACBUF - [ R~:~S ] 
= DACBUF - ROlv 

VSET is internally buffered and then fed to a 20kn 
resistor to set the current ISET' giving 

VSET 
ISET= 20m 

ISET is then mirrored to the overvoltage and under
voltage resistive chains shown in Figure 9. The total 
resistance in the overvoltage and undervoltage 
chains is 3.34kn, whereas the total resistance in 
the overvoltage protection chain is 6.663kQ. 
DACBUF is internally tied to the "center" point of the 
resistive chains as a reference voltage for the 
thresholds. The UV, av, and avp threshold volt
ages, at their respective comparators, are therefore 
given by: 

Vav = DACBUF + ISET - 3.34kn 

Vuv = DACBUF - ISET - 3.34kn 

Vavp = DACBUF + ISET - 6.663kQ 

These threshold voltages can be expressed in 
terms of percentages above or below the nominal 
DACBUF voltage since they are all biased by the 
programmed DACBUF voltage. The overvoltage 
percentage is determined by 

o/cV - ( Vav - DACBUF ) -100 
o av. - DACBUF 

which can be simplified to 

( 3.34kn) . 
%Vav = ROI'C 20kn -100 = ROIV -16.7 

likewise, the undervoltage and overvoltage protec
tion percentage thresholds can be expressed as 

%VUV = -(ROIV - 16.7) and 

%VCYIIP = ROlv - 33.4 = %Vav - 2.0 

(The OVP threshold percentage is 2.0 times the OV 
threshold percentage) 

These percentage thresholds are shown graphical
ly in Figure 12. 
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Hysteresis and Tolerances in the OV, UV and 
OVP Thresholds: 

Each of the Uv, OV and OVP threshold circuits in the 
resistive chain of Figure 9 contains a hysteresis resis
tor, which is switched in or out by the output of the 
respective comparator. The result is that the threshold 
voltages change (in voltage, not percent) by 

UVHYS = -(ISET • 55m) 

OVHYS = ISET • 5570 

OVPHYS = ISET • 13820 

ISET is proportional to both the programmed DAC 
voltage DACBUF as well as the ratio RDIV which 
sets the thresholds. For an Intel Pentium®Pro appli
cation with voltages ranging from 2.4V to 3.4V and 
RDiV ranging from 0.3 to 0.9, the hysteresis can 
range from 20mV to 85mV on OV and UV and from 
50mV to 211 mV on OVP. The effects of hysteresis 
are shown graphically in Figure 13. 

30 
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Figure 13. OV/UV and OVP Thresholds Including 
Hysteresis 

There are tolerance factors that a circuit designer 
should consider when programming the voltage 
monitor thresholc1 percentages. They are: 

• UC391 0 DACBUF error of ± 25mV 

• UC391 0 OV, UV and OVP Comparator off 
set voltages of ±1 OmV 

• UC391 0 Bias current from the OVTH/UVTH 
pins of ±30% of the value Iset 

• UC3910 Threshold detection tolerance of 
±10% of the percentage set 

• External Resistor tolerances 
• Non-ideal External resistor Values (The 

perfect divider ratio may not be achievable) 

The designer can reduce the error due to external 
resistors by using precision values. Errors due to 
bias current from the OVTH/UVTH pin can also be 

U-1S8 

minimized by using external values which draw 
approximately 1 .0mA from DACBUF (presents a 
low impedance to the leakage current source), or 

DACBUF 
RS1 + RS2 '" 1.0mA 

Unitrode has performed a Worst Case and an Root 
Sum Square (RSS) error analysis including all the 
abovementioned factors, for a set Ratio of 
RDIV=0.45 (7.5% Ov/UV thresholds), and using 1% 
resistors, with the results shown in Figure 14. 

I I' ii_I i 

-'-----L f . ' · i I 
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2.1 2.2 2.3 2.4 2.5 2.6 2.7 2.8 2.9 3 3.1 3.2 3.3 3.4 3.5 

NOMINAL DAC VOLTAGE 

Figure 14. Error Analysis for a Nominal 7.5% OVlUV 
Threshold Setting - Varies with VOUT 

Should higher accuracy be required for the thresh
olds, the stability of the offset voltages and bias cur
rents of the UC3910 with life and temperature is 
such that a voltage divider, RS1 and RS2, can be 
set up at manufacturing to set the thresholds very 
precisely, with little drift expected over the life of the 
power supply. 

PWRGOOD 

The PWRGOOD signal is an open collector logic 
level that is HIGH when the voltage at the UC3910 
VSENSE pin is above the UV threshold and below 
the OV threshold, as indicated in Figure 9. The 
PWRGOOD signal must be pulled up externally to 
a voltage less than Vec<max) and can sink 10mA. 

Figure 15 illustrates the PWRGOOD comparator 
and drive stage. PWRGOOD is held low until the 
UC3910 supply voltage is above the UVLO thresh
old and the reference voltage is above the VREF 
threshold, as indicated in Figure 15. 

The PWRGOOD comparator output, during power 
up and power down sequencing, gets "smart" with 
Vee at approximately 2.0 volts. Until Vee reaches 
this level, there is not enough bias current (Figure 
15, 11) to keep the PWRGOOD signal held in its low 
state. In most systems, where the PWRGOOD sig
nal will act as the reset for the processor, this will 
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VSENSE 
O.V. THRESHOLD 

U.V. THRESHOLD 
VSENSE 

VREF 
4.3V/4.2V 

vcc 
B.1V/7.9V 

Figure 15. PWRGOOD Comparator and Drive 

not matter since the processor itself will have no 
power during the time Vce is lower than 2.0 volts. 

Resistor R2 shown in Figure 16 can be used to pull 
down the PWRGOOD signal, thus insuring that 
even with VCC at 0 volts, the PWRGOOD signal will 
not provide an erroneous signal. R2 should be cho
sen such that it can sink a small amount of leakage 
current from the logic receiving circuit and still 
maintain logic low level. R1 must be chosen to limit 
the current into PWRGOOD to less than 10mA, and 
also to provide the proper level HIGH voltage. VREF 
is disabled during UVLO, thus insuring there will be 
no pull-up voltage. Low voltage logic families can 
also be accommodated by using the circuit of 
Figure 16. 

The PWRGOOD signal may be used as a reset sig
nal to processor which is controlled by the UC391 0 
itself. A reset delay may be added to allow the 
processor to boot some time after the PWRGOOD 
signal. A typical reset circuit is shown in Figure 17. 

OVP and OVPB Overvoltage Protection Signals 

The OVP output Signal is deSigned to directly trig
ger a silicon controlled rectifier (SCR) thyristor 

VREF 

UDG·96066 

Figure 16. Add a Pull-down Resistor to PWRGOOD to 
Insure Proper Signal at Vee:O; 2 Volts 

U-158 

vcc 

PWRGOOD 

UDG·96065 

when a severe overvoltage condition occurs. OVPS 
is an open collector signal designed to go LOW 
under the same conditions, which can be used to 
disable a PWM such as the UC3886. The OVP 
comparator (see Figure 9) is tripped when the out
put voltage has reached a voltage equal to two 
times the programmed overvoltage threshold. 

Figure 18 illustrates the OVP comparator and drive 
stage. The OVP and OVPS signals are disabled 
until the UC3910 supply voltage is above the UVLO 
threshold and the reference voltage is above the 
VREF threshold, as indicated in Figure 18, by 
removing the bias current from the drive stage. 

The OVP output drive, during power up and power 
down sequencing, gets "smarf' with Vee at approx
imately 2.0 volts. A minor amount of drive current 
can leak through to the OVP output while Vee is 
lower than 2.0V. It is recommended that a 1 k.Q max
imum resistor be connected from OVP to ground, to 
insure that this leakage current does not charge an 
external SCR gate. 

Figure 19 shows the UC3910 driving an external 
SCR. The UC3910 OVP signal, when high, will 
source a minimum of 65mA. Many SCRs require a 

VOUT 

R1 
PWRGOOD 

L:RESET=(R1+R2). C 

R1> VOUT 
-10mA 

UDG·96067 

Figure 17. Using PWRGOOD to Reset the Processor 
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VSENSE 
OVP THRESHOLD 

vee 
8.tV/7.9V 

VREF 
4.3V/4.2V 

vee 

Figure 18. OVP Comparator and Drive 

OVP 

OVPB 

UOG-96068 

UOG-96069 

Figure 19. Driving an SCR using the UC3910 OVP 
Signal 

gate trigger current (IGT) between 30mA and 
50mA. The output high voltage will be approximate
ly 4.3V maximum. The OVP signal is not pulled low 
internally to the UC3910. 

Resistor R1 in Figure 19 is chosen to limit the gate 
current to minimize current draw on VCC while 
insuring that the rated gate current is met. Resistor 
R2 is required to insure that the SCR is not inad
vertently fired due to dc leakage currents or para
sitic dv/dt effects through the SCR itself. C1 can be 
used to provide additional gate filtering, but should 
not be so large that the SCR gate signal is signifi
cantly delayed. 

There are many tradeoffs to consider when choos
ing which SCR to use and where to use it to best 
protect critical electronics. SCR theory and various 
crowbar circuits are discussed extensively in litera
ture [1] and in device data books [2]. 

The OVPB signal can be used to disable a power 
supply through a logic disable signal. This is easily 
accomplished when the UC3910 is used in con
junction with the UC3886 PWM controller IC, as 
demonstrated in Figure 20. 

I 
UC3910 I 

I 
IOVPB 

I 

U-158 

UC3886 

UOG-96070 

Figure 20. Disabling the UC3886 Switching Using the 
OVPB Signal 

Circuit Example - Programming the Voltage 
Monitor Thresholds 

Refer to Figure 9 and Figure 11, and program the 
UC3910 Voltage Monitor Section for the following 
requirements: 

VOUTPUT ranges from 2.4V to 3.4V (i.e., 
Pentium®Pro application) 

FSWITCH = 200kHz 

Ripple voltage = 2% peak-to-peak 

OV and UV Thresholds must be ±5% MINIMUM 

OVP is to be set at 20% Maximum 

Step 1: Choose to set the nominal overvoltage 
and undervoltage thresholds at 7.5% to 
insure that the ±5% thresholds are met. 

Step 2: Calculate the ratio RDlV, based on the 
desired 7.5%: 

RDIV = 7.5/16.7 = 0.45 

Step 3: Find nominal values for RS1 and RS2 

Let RS1 + RS2 draw ~ 1.0mA at the 
maximum DACBUF voltage. Therefore 

3.4V 
RS1 +RS2 "" 1.0mA "" 3.4k.Q 

RDIV = 0.45= 
RS2 

RS1+RS2 

RS2 = 1.54k.Q RS1 = 1.91 k.Q 

RS1+RS2 = 3.45k.Q RDIV = 0.446 
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Step 4: Find the hysteresis in terms of percent
age, over the 2.4V to 3.4V range: 

OVHYS = ISET - 5570 
5570 

= DACBUF - ROlv - 20kn 

UVHYS = -OVHYS 

OVPHYS = ISET - 13820 
13820 

= DACBUF - ROIV - 20kO 

The OV and UV hysteresis is 30mV @ 

2.4V and 42mV @ 3.4V 

The OVP hysteresis is 74mV @ 2.4V and 
105mV @ 3.4V 

Hysteresis on the OV and UV is ± 1.25%, 
and on the OVP is ± 3.1% 

Step 5: Find V SENSE filter components and cal
culate effective ripple at the VSENSE pin. 

R > VOUTmax > 3.4V ;:: 6.8kn 
F - 500IJA - 500IJA 

Let RF = 6.8kn as a standard 5% value. 

C > 1 
F - 2 - 1t - (FSWITCH/10) 

;:: 2 - 1t - (200kHzl10) - 6.8kn 

;:: 1170pF 

Let CF = 1200pF as a standard value, 
giving a filter corner frequency of < 20kHz. 

VRIPPLE = 2% peak-to-peak -1/10 = 
4.8mV to 6.8mV peak to peak. This is 
well below the hysteresis ranges found in 
step 4. 

Step 6: Solve for the thresholds. Use Figure 14 to 
estimate tolerances. 

Nominal: UV = -Rolv -16.7 = -7.45% 

OV = ROlv - 16.7 = 7.45% 

OVP = OV - 2.0 = 14.9% 

Minimum OV/uV 7.45% - 2.45% = 5.00% 

Maximum OV/uV 7.45% + 2.45% = 9.90% 

Maximum OIP: 14.9% + 2.45% =17.35% 

UNITRODE CORPORATION 
7 CONTINENTAL BLVD .• MERRIMACK. NH 03054 
TEL. 603-424-2410 • FAX 603-424-3460 
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Step 7: Insure the time constant on VSENSE is 
slower than that on DACOUT 

RF- CF 
COACOUT~ ~ 

6.8kn - 1200pF 
~ 3kn 

~2720pF 

Let COACOUT = 2700pF as a standard 
value. 

SUMMARY 
The UC3910 contains all the features required to 
command power supplies requiring custom volt
ages, precise regulation, programmable voltage 
monitoring and circuit protection. The high DC 
accuracy of the UC3910 reference and DAC makes 
this IC ideal for controlling and monitoring tightly 
regulated power supplies, such as high end proces
sors or bus termination Voltages. Multiple discrete 
precision components can be replaced by the many 
integrated functions of the UC3910. Voltage pro
gramming is directly compatible with Intel's 
Pentium®Pro processor and voltage monitor 
threshold programming is precisely controlled with 
only two external resistors. Protecting the load 
against overvoltage can be performed with a logical 
shutdown or by driving a crowbar SCR. 

Together with the UC3886 Average Current Mode 
PWM Controller IC, an optimal power supply can be 
designed to meet the stringent requirements of the 
Intel Pentium®Pro processor. For additional infor
mation on the UC3886 Average Current Mode 
PWM Controller IC, refer to application note U-156 
[3]. For additional information on a detailed circuit 
design and performance of the UC3886/UC3910 
chip pair, refer to application note U-157 [4]. 
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The UCC3884 Frequency Foldback Pulse Width Modulator 

by Philip Cooke 

ABSTRACT 

This application note focuses on the UCC3884 frequency foldback peak current mode controller. The 
UCC3884 provides a solution to the current tail problem often seen in high frequency converters under 
overload fault conditions. Intended primarily for single-ended converters, other features such as a 
maximum duty-cycle clamp and an accurate volt-second clamp are also included. The block diagram and 
the main features of the UCC3884 will be presented in the theory of operation section. Following that a 
derivation of the oscillator, frequency foldback, and volt-second clamp equations are given. Finally, design 
details and test results for an example RCD clamp forward converter operating at 400kHz are shown. 

INTRODUCTION 

The output VI characteristic of high frequency, 
buck-derived, peak current mode converters can 
exhibit a current tail during current overload condi
tions. This overload may be caused by a short 
circuit· condition or a low impedance at the power 
stage output. The current tail is actually a gradual 
increase in the average output current as the 
average output voltage decreases toward zero. The 
peak current limit in a PWM controller commands 
the power stage switch off during overcurrent con
ditions which should limit the maximum average 
output current. However, the propagation delay 
inherent in the controller and in the power switch 
during turn-off limits the minimum attainable duty 
cycle [11. This minimum duty cycle limit can 
produce a current tail during overloads. Upon close 
inspection one finds that this propagation delay 
exists collectively between the current sense (CS 
pin) and the output (OUT pin) of the integrated 
circuit (IC) and the turn-off delay of the power 
stage switch. The reduction of the propagation 
delays for a given IC and power stage design 
can help, but tends to increase system cost. An 
alternate method is needed to reduce the delays 
and thus the excessive currents during a fault. One 
possible technique is implemented in the oscillator 
section of the UCC3884. During a fault condition as 
the output voltage approaches zero the operating 
frequency also decreases. By reducing the 
frequency during overload conditions the duty
cycle is permitted to decrease below the value 
previously limited by propagation delay in the 

constant frequency converter. The UCC3884 
reduces the frequency smoothly as the load imped
ance approaches a short circuit, thus preventing 
possible latch-Up with nonlinear loads [11. This 
effectively diminishes the current tail in the output 
VI characteristic. 

The UCC3884 is intended for high performance, 
peak current mode, single-ended applications 
that can benefit from frequency foldback. This fre
quency reduction only operates when the output 
voltage is below a user programmable value. More 
specifically, the oscillator runs at constant frequency 
and only folds back when the output voltage drops 
below a given value (e.g., 4.2V for a 5V output). A 
volt-second clamp circuit is also included that allows 
accurate duty-cycle clamping under transient line 
and load conditions providing an extra level of circuit 
protection from transformer saturation. For example, 
if a sudden increase in load power occurs while the 
input voltage increases, the applied volt-seconds 
could be enough to saturate the transformer, which 
could cause the power switch to fail. In this case, the 
volt-second clamp circuit could be used to prevent 
the failure of the power switch by overriding the con
trol loop and limiting the applied volt-seconds. This 
controller also features a depletion-mode 
n-channel MOSFET gate drive intended to be used 
in the bias supply during start up. A reduction in 
both the size of the start up storage capacitor and 
turn-on time can be achieved by using an external 
depletion-mode device. 
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Figure 1. UCC3884 Block Diagram 

THEORY OF OPERATION 

The UCC3884 current mode controller, shown in 
Figure 1, contains a programmable oscillator 
section which includes the ability to synchronize 
multiply PWMs. The positive and negative sloped 
portions of the oscillator waveform (measured at 
CT, the connection point for the timing capacitor) 
have time intervals that are set by external rl;lsis
tors at ION and IOFF as shown in Figure 2. The 
nominal operating frequency is determined by the 
timing capacitor during non-frequency foldback 
conditions, that is, with the output voltage at its 
regulated value. The positive sloped portion of the 
oscillator waveform has a fixed time duration and is 
set by a resistor connected to ION. In a similar 
fashion the off-time is set by a resistor at IOFF. 
However, the negative sloped portion of the oscil
lator waveform is extended in time as the mea
sured output voltage decreases providing protec
tion during output faults. When the voltage at VOUT 
decreases below 3.5V, due to an output short cir
cuit, the operating period increases and the IC is in 

frequency foldback operation. It should be empha
sized that normal converter operation, except dur
ing start up, is at a fixed frequency. 

The power supply output voltage and the voltage 
from VREF can be fed back into VOUT with 
summing resistors. This ensures a minimum 
frequency at startup and during short circuit condi
tions when the output voltage is zero. Figure 3 
shows computer simulated VI curves for a 417kHz 
forward converter, one with frequency foldback and 
one without frequency foldback. The total propaga
tion delay was set to 150ns in this computer model 
of a forward converter with 48V input (8:2 turns 
ratio). Power stage component values were 
L = 1.3~H with a OCR of 0.01 Q and C = 1 OOOO~F 
with an ESR of 70mQ [1]. It can be seen that the 
current tail is reduced with frequency fold back. 
Figure 4 further details the effect of the propagation 
delay. Two simulations were done at the same oper
ating frequency both without frequency 
foldback. The simulation with the current tail 
approaching 22A had a 150ns delay and the other 
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Figure 2. Functional Block Diagram of the UCC3884 Oscillator 

had an unrealistic, nearly zero, 1.0ns delay. It is 
clear that the propagation delay can cause signifi
cant overcurrents and frequency foldback is a 
practical way to reduce the current tail effect. 

Another feature included in the UCC3884 is an 
interface to drive an external depletion-mode 
MOSFET during power supply startup until the 
bootstrap winding exceeds a 10V threshold. At 
which time the depletion-mode MOSFET is turned
off. The internal amplifier controlling this MOSFET 
has 300mV of hysteresis to avoid oscillation during 
power-up. 

6 
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Figure 3. Frequency and Non-Frequency Foldback 
Comparision 

25 

An accurate programmable volt-second method to 
clamp the duty-cycle is implemented. It is config
ured so that the duty-cycle limit is inversely propor
tional to input voltage and a resistor divider network 
is used to program the proportionality constant. At 
a given input voltage and constant load, assuming 
regulation, the operating duty-cycle is a fixed value. 
The volt-second clamp duty-cycle may then be set 
somewhat higher than this operating duty-cycle. 
Since the volt-second duty-cycle limit is inversely 
proportional to VIN at any other constant input 
voltage level, the volt-second clamp will still exceed 

......... Propagation Delay = 150ns 

Propagation Delay = 1.0ns 

o~---L~==~=====T~--~----~ 
o 10 15 20 

Average Output Current 

Figure 4. Non-Frequency Foldback with 1.0ns and 
150ns Propagation Delays 

25 
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the steady state operating duty-cycle as shown in 
Figure 5. This allows normal current-programmed 
closed-loop operation of the converter without 
the volt-second duty-cycle limit interfering with the 
control. For example, during a load transient and 
possibly an input voltage transient the volt-second 
clamp can accurately limit the maximum applied 
volt-seconds by limiting the duty-cycle. This 
ensures that the transformer does not saturate 
during a fault which could otherwise fail the power 
supply. After the fault passes the converter will go 
back into regulation. 

0.9 

0.8 
0.7 

~~ax 0.6 
aD_vs 0.5 

"'r5 ~OP 0.4 

0.3 
O. 2 

.:----. 
...... r-. r-. -

I 

IT JaXimuf11 
I 

::-t-- vl~nd 

o era~ 

O. 35 40 45 50 55 60 65 70 75 1 L 

Vin Input de Voltage (V) 

Figure 5. Various Duty Cycles 

An external capacitor may be connected to CSS 
which provides for a soft-start and also allows the 
IC to be disabled with an external transistor. The 
frequency foldback and the soft-start functions will 
both be in effect during power-up since .the output 
voltage fed back to the VOUT pin is less than 3.5V 
and the voltage on CSS is less than 4V. The 
increasing on-time at the OUT pin during soft-start 
is controlled by CSS and the period is controlled 
by the frequency foldback circuitry. When an over
load or short circuit occurs the frequency foldback 
circuit and possibly the volt-second clamp circuit 
is activated (assuming the overcurrent is not 
triggered). In each design the steady state VI char
acteristic produced by the frequency foldback 
circuit should be compared to the load VI curve to 
be certain that the converter will start under load. 

The current sense feedback pin has an over current 
protection feature which forces a soft-start cycle 
only if the IC is not currently in a soft-start cycle. A 
voltage bias of 1.0V is added to the voltage sensed 
on the CS pin in order to facilitate zero duty-cycle 
when the error amplifier's output is less than 1.0V. 
The PWM latch is reset dominant so that if the error 
amplifier output is below 1.0V the output of the 
latch is not driven high. 

The error amplifier is unity gain stable and has 
a wide gain-bandwidth product for accuracy. Its 
non-inverting input is internally set to 2.5V. 

DETAILED DESCRIPTION AND 
DESIGN EQUATIONS 

U-164 

A description of the UCC3884 BiCMOS pulse width 
modulator and design equations will be presented 
followed by an example RCD Clamped Forward 
Converter design using the UCC3884 peak current 
mode controller [2,3.4]. 

Oscillator and Frequency Foldback Section: 

The oscillator section has an independently pro
grammable frequency and a maximum duty-cycle 
clamp. A single resistor sets the timing capacitor 
(CT) charge current which creates the positive 
slope portion of the oscillator waveform. A second 
resistor sets the timing capacitor discharge time. 
With reference to Figure 2 the oscillator waveform 
increases linearly from 1 .5V to 3.5V and decreases 
linearly back to 1.5V completing one cycle. If 
T OSCon represents the charge time and T OSCoff is 
the discharge time then the frequency of the 
converter is given by 

f = 1 
T OSCon + T OSCoff 

(1 ) 

The output of the modulator can only be asserted dur
ing the positive slope portion of the oscillator wave
form. With this limitation the maximum duty-cycle is 
given by the ratio of T OSCon to T OSCon + T OSCot!; 

D _ TOSCon 
MAX - T OSCon + T OSCoff . 

(2) 

The oscillator off-time is a function of the main 
output voltage only if the VOUT pin drops below 
3.5V. The VOUT pin may exceed 3.5V in which 
case the off-time is calculated using 3.5V. Note that 
the IC does not internally clamp this voltage to 
3.5V. If the output is short circuited or a low imped
ance load is applied the feedback voltage to the 
VOUT pin decreases which causes T OSCoff to 
increase. This will increase the period and therefore 
decrease the frequency. 

Recall that the oscillator on-time (T OSCon) is 
constant and does not vary with output voltage. 
Under nominal operating conditions the frequency 
is constant and equation 1 can be expanded to 

f = (3) 
CT • (3.5 - 1.5) CT • (3.5 - 1.5) 

8.8 • ION + 8.8 • IOFF 

0.227 • CT • (_1_ + 1 ) 
ION IOFF 

4.4 
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where CT is the timing capacitor, RON sets the 
value of the CT charging current, (8.8 • ION), and 
ROFF sets the value of the CT discharging current, 
(8.8 • IOFF). The maximum current sourced from 
the ION and IOFF pins is limited to approximately 
800j.LA. 

To avoid start up problems, a resistor can be 
added from VREF to VOUT which provides a volt
age bias to VOUT even when the output voltage is 
zero. The choice of value also sets the minimum 
operating frequency during frequency foldback, as 
will be reviewed in the example design section 
below. 

Designs using an isolation transformer can derive 
a dc voltage level proportional to the output by 
using a peak detector circuit off of the bootstrap 
winding of the power transformer (Figure 8). This 
bias supply is normally required for isolated 
converters and therefore requires only a minimum 
of components. 

Figure 6 shows the oscillator and frequency fold
back portions of the UCC3884, where Vx is found 
by assuming no limiting action within the VOUT pin 
(see also Figure 2). Vx is given as 

ROUT111 ROUT2 
Vx = ROUT111 ROUT2 + ROUT3 • VREF + (4) 

ROUT1 II ROUT3 

ROUT111 ROUT3 + ROUT2 • Vo 

where VREF = SV, Vo is the output voltage, and II 
represents parallel resistors. If equation 4 yields a 
Vx greater than 3.SV it would then be replaced with 
3.SV. One possible design approach would be to 
ignore the loading of ROUT3 and set Vx slightly 
below the output voltage minus one-half of the 
maximum ripple voltage. With ROUT1 and ROUT2 
known, set Vo = 0 and ROUT3 may be calculated 
based upon· the minimum operating frequency 
desired. 

Vo 

RON I I 
I UCC3884 I ROUT3 ROUT2 

Fi~ ~O~ ---~R~; $-

""= p2 IOFF VOUT 131-0-..---.., Vx 

CT 
L - - -fiOl- - - - J ROUT1 

ROFF "T CT 

""= J- ~ 
Figure 6. Oscillator and Frequency Foldback 

Connections to the UCC3884 
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Synchronization of Multiple ICs: 

A CLKSYNC pin is provided which is used to 
synchronize two or more UCC3884 ICs. Multiple 
ICs are synchronized in frequency by connecting 
their CLKSYNC pins with capacitors to the 
CLKSYNC bus as shown in Figure 7. Each free 
running oscillator is designed with the same base 
frequency and the same maximum duty-cycle and 
is connected to the CLKSYNC bus with a capacitor 
and a pull-down resistor. A negative edged pulse 
from any IC will initialize all the ICs to start the up
slope of their oscillator waveforms. For a given 
oscillator on the down-slope, if it receives a nega
tive synchronization pulse before it reaches the 
1.SV threshold, an internal MOS switch will quickly 
discharge its CT down to 1.SV. After soft-start syn
chronization for each controller may take one or 
two cycles to come into lock. During 
frequency foldback under an output fault condition, 
the synchronization in the overloaded IC is inhib
ited and the converters can become unlocked. This 
is necessary since the overloaded ICs 
frequency is in foldback. The oscillators will resyn
chronize when the fault is removed. Due to 
tolerances, each free running oscillator frequency 
may be slightly different; therefore the CLKSYNC 
bus synchronizes to the highest frequency. For 
multiple PWM converters, synchronization to other 
controllers is only possible when the VOUT pin is 
greater than 3V. 

,-------, 

: GND 1 H---'VV'v---1r-'1Mr--r-I 1 GND 

II UCC3884 II I UCC3884 
10~PF r!-, 

I I 100pF ~ CLKSYNC 

L~~~Y~~~ I L ______ J 

I CLKSYNC: 
I BUS 
I ?: ~"::,~: --
~O~ ~~K~~N~_J 

Figure 7. Oscillator Synchronization 
Connection Diagram 

Volt-Second Clamp: 

The volt-second duty-cycle clamp operates by 
taking the reciprocal of the voltage on VVS (see 
Figure 1) which is directly proportional to the input 
voltage and uses this signal to limit the duty-cycle. 
As VIN increases, to maintain constant operating 
volt-seconds for a forward converter, the duty-cycle 
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decreases based upon 

Vo+Vo 
(5) 

NS 
(VIN - VoSon)· Np 

DOp= 

where Dop is the operating duty-cycle, VOSon i~ 
the on-state drain-to-source primary switch 
voltage, Ns is the secondary turns, Np is the 
primary turns, and Vo is the voltage drop of the 
secondary rectifier diode [5]. In a similar fashion, 
the maximum duty-cycle clamp due to this volt
second function will also decrease and is given by 

Voo 

VIN 

VIN 

ERa ~~I~~ 
NOT 

r-- • '::r~f~ 
lOUT CLKSYNC COMP RVS2 

14 VVS 

RVS1 

RCS2 CCSl 

I CS 
L 5 

Resa Dcs 

Or-~--~-------~-~ 

U-164 

DvS = ~. TOSCon 
VVS T OSCon + T OSCot! 

(6) 

DMAX 
= 1.1· VVS 

where Dvs is the duty-cycle clamp based upon 
applied volt-seconds to the transformer, VVS' is the 
voltage on the VVS pin, and K was calculated from 

Voo 

.-------1--0 Vo 

ROC1 

ROC2 

R2 
ROUT2 

Do DZ1 +-"",,-1--,--0 Voo 

DZ2 

CZ2 

CZ2 

Figure 8. RCO Clamp Forward Converter with Frequency Foldback 
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the UCC3884 data sheet. The volt-second clamp is 
set by an external resistor divider network from the 
input voltage to the VVS pin. Normally, Dvs is cho
sen to exceed Dop by some fixed percentage, say 
10%. It may be necessary to put a small ceramic 
capacitor at the WS pin to filter switching noise. 

This feature allows for an accurate volt-second 
clamp within the input voltage range under load 
transient conditions. It is accurate since the timing 
capacitor tolerance does not effect equation 6. 
The voltage at WS can be provided by 1 % resis
tors and the internal accuracy is maintained to 3% 
(for the O°C to 70°C temperature range). To limit 
the on-time at the minimum input voltage the max
imum possible duty-cycle is clamped by DMAX. 
The converters' actual duty-cycle can be limited by 
either the volt-second clamp or the maximum 
programmable duty-cycle clamp depending on 
operating conditions. 

Soft-Start Operation: 

A constant current source ISS, set internally to 
20J,IA, charges Css to a clamped voltage level of 
typically 5.0V. The soft-start time is given by 3.5 -
Cssliss. During start up the PWM comparator 
selects the minimum of either the error amplifier 
output or the soft-start capacitor voltage. The out
put duty-cycle is therefore slowly increased as the 
voltage at CSS increases. At some point the error 
amplifier voltage is lower and the voltage loop is 
closed. An overcurrent fault will initiate a soft-start 
cycle by first discharging Css and then slowly 
recharging the capaCitor until the voltage returns to 
4V. Soft-start discharge can only be activated 
when the voltage at Css exceeds about 4V. 

Under Voltage Lockout Features: 

The converter is disabled until VREF exceeds 4.6V 
and VDD exceeds 9.1V. Once these levels are 
reached the converter will begin the soft-start 
sequence. If VREF falls below 4.4V or VDD 
decreases below 8.8V the converter will immedi
ately discharge Css and then start up again when 
VREF exceeds 4.6V and VDD exceeds 9.1V. 

DESIGN EXAMPLE 

A forward converter with an RCD clamp and 
a maximum of 75% duty-cycle at 400kHz 
was designed as shown in Figure 8 [1,2,3,4,6]. 
The input voltage range is 35V to 72Vdc with a 5V 
output. The highest operating duty-cycle is set to 
about 65% and will occur at the minimum input 
voltage during normal conditions. A maximum 
duty-cycle limit ensures reset of the transformer 
at low line. 
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Power Circuit Design: 

A high frequency forward converter topology is 
often used in telecommunications applications 
requiring battery input from 35V to 72V DC with 
48V nominal. A common output voltage is 5V and 
in this design a large capacitor, 10000J.1F, will be 
used to smooth the low frequency ripple compo
nents in order to more accurately measure aver
age load currents during overload conditions. The 
output inductor was selected to be 1 .3J.1H with a 
coupled winding for the bootstrap circuit (5:2 turns 
ratio). The transformer primary to secondary turns 
ratio is 8:2 and a RCD clamp is used to reset the 
transformer during the switch off-time. The labora
tory prototype was built using higher rated compo
nents than necessary (maximum of 178W). This 
was done since constant measurement of short 
circuit fault currents without frequency foldback 
could cause excessive power dissipation. 

Oscillator Design: 

The oscillator on-time can be found, assuming 
DMAX and f is known, by solving 

D _ TOSCon 
MAX - T OSCon + T OSCot! (7) 

= TOSCon- f 

for T OSCon yielding 

DMAX CT - (3.5 - 1.5) 
T OSCon = -f - = 8.8 _ ION (8) 

- ~ 
- 4.4 -ION 

From equation 1, T OSCot! becomes 

1 
T OSCot! = f - T OSCon (9) 

The oscillator operating frequency is given by 

f= 2-1~-CT (10) 

Solving for CT yields 

C _ 1 
T- 2-104-f 

With T OSCon and CT known, 
from equation 8 

ION CT 
4.4 -TOSCon 

(11) 

ION may be found 

(12) 
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Now RON is given by 

R 1.5 
ON=- . 

ION 
(13) 

The next step is to calculate the maximum value of 
IOFF which occurs during non·frequency foldback 
conditions. A portion of equation 3, repeated 
below, 

f = ____ -'------c,----------:-_ 

0.227. CT • (_1_ +_1_) 
ION IOFF 

may be solved for IOFF yielding 

I _ 0.227· CT • f • ION 
OFF - ION - 0.227 • CT. f 

Fina"y, the ROFF resistor value is 

R 3.5 
OFF=-I

OFF 

(14) 

(15) 

(16) 

These equations are used in a Mathcad spread
sheet listed in Appendix I [7]. 

Frequency Foldback Design: 

The three resistors associated with frequency fold
back may now be calculated. A useful approach is 
to first ignore the loading from the VOUT pin and 
ignore the ROUT3 connection. To allow for a sma" 
decrease in the output voltage before frequency 
foldback kicks in (this is not a reqUirement, but can 
be used to guarantee constant frequency opera
tion under the expected output voltage ripple) set 
Vx = 4V and from Figure 6 one can write 

ROUT1 V 
Vx = 4 '" ROUT1 + ROUT2 • 0 (17) 

where Vo is the actual output voltage. Byarbitrar
ily selecting ROUT1' the value of ROUT2 can be 
determined. Now, the selection of ROUT3 deter
mines the minimum frequency of operation. 
Rewriting equation 16 for the general case (when 
the VOUT pin is less than 3.5V) 

Vx = ROFF • IOFF . (18) 

Setting Vo equal zero in equation 4 one solves 

ROUT111 ROUT2 V 
Vx = ROUT111 ROUT2+ ROUT3· REF (19) 

for ROUT3. With ROUT1' ROUT2' and ROUT3 known, 
equation 4 can be used in a Mathcad spreadsheet 
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to. plot operating frequency of the converter as a 
function of the output voltage. Listed in Appendix I 
is an example of the spreadsheet which includes 
the calculations and graphs ·of the steady state 
volt-second clamp and frequency fold back charac
teristics. 

Volt-Second Clamp Design: 

The voltage at the WS pin is given by 

V - RVS1 .V 
VS - RVS1 + RVS2 IN (20) 

once RVS1 is selected RVS2 can be solved for after 
Dvs is chosen. From equation 6 

DMAX 
VVS = K· -D- (21) 

vs 
as an example Dvs may be set to 110% of Dop. 
For this case, after solving for RVS2 in equation 20 
with VVS replaced using equation 21, one finds 

Dop 
RVS2 = RVS1 • (VIN· -D- -1). (22) 

MAX 

Control Loop Component Calculations: 

The concentration of this application note is to 
show the characteristics of the frequency fold back 
and volt-second clamp features of the UCC3884. 
Details of thesma"-signal modeling of the modula
tor and power circuit can be found in [8] and [9]. 
Integral compensation was used to set the 
crossover frequency to 9kHz with a gain of about 
7dB needed at this frequency. 

EXPERIMENTAL RESULTS 

The RCD clamp forward converter was prototyped 
in the laboratory and relevant results are present
ed in the following section. 

Frequency Foldback Data: 

The primary current sense resistor in Figure 8 was 
increased to 320 from 160 (160 was used in the 
computer model that generated Figures 3 and 4) in 
order to limit the average load currents to reason
able values for easy measurement. The previous 
simulation results showed the basic phenomena of 
the current tail with and without frequency fold
back. Due to effects not included in the computer 
model the experimental data differs from the simu
lated data. The computer model is a powerful tool 
to gain a fundamental understanding of the large 
signal VI characteristics as shown in Figures 3 and 
4. It may be possible to take into account ignored 
complications so that the simulated results match 
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more closely the experimental data. It is thought 
that some of these effects could be the saturation 
of the magnetics (output inductor), errors in esti
mating the finite turn-off time of the MOSFET 
power stage switch and possible saturation of the 
primary current sense transformer. Despite these 
measurement inaccuracies the frequency foldback 
operation does reduce the current tail as com-

pared to non-frequency foldback operation and this 
can be seen in the simulation results and the actu
al circuit measurement data. 

Figure 9 shows normal operation at constant fre
quency with about a 4A average load current. The 
top waveform is the output voltage (5V, channel 3) 
followed by the oscillator waveform measured at 
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Figure 9. Converter Output Voltage, Oscillator Waveform, Primary Side Current During Normal Operation, and 
MOSFET Gate Voltage 
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Figure 10. Converter Output Voltage, Oscillator Waveform, Primary Side Current During a Low Impedance 
Load Fault, and MOSFET Gate Voltage 
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pin 10 (CT, ohanneI1). Note that for small values 
of' Cr the soope probe oapaoitanoe on pin 10 oan 
deorease the frequency. The third from the top is 
the primary side ourrent at 1Ndiv (ohannel 4). 
Note that there is a 470pF oapaoitor in parallel with 
the MOSFET primary switoh to reduce clamp loss 
[2]. The bottom trace is the gate voltage at pin 8 
(OUT, channel 2) which drives an IRF630 through 
a 130 resistor. 

A low impedance load was applied and the result
ing converter waveforms are shown in Figure 10 
with the same scales as used in Figure 9 except 
the output voltage scale was decreased and the 
primary current scale on the AMS03B was 
increased from 1 Ndiv to 2Ndiv (channel 4). The 
average load current was 17.4A and the frequency 
was reduced from 403kHz to 267kHz. The output 
voltage decreased from S,016V to 0.880V. 

6 

.. 5 

I 
~ 4 
'S a. 
'S 3 
0 
GI 

~2 

~ 

0 

0 5 10 
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A toggle switch was used to change from frequency 
foldback to non-frequency foldback operation. This 
allowed direct comparison between frequency fold
back and non-frequency foldback operation as the 
load resistance decreased. Figure 11 shows the 
data taken under the same conditions with and 
without frequency foldback. It was found that a fan 
was helpful in keeping the sense resistors cool in 
order to avoid drift during- current measurement. 
The shape of the curves in Figure 11 differ from 
Figure 3, obviously the computer model has not 
taken into account all of the parasitic and satura
tion effects. The value of ROUT3 calculated in 
Appendix I was increased to 33.1 k to generate the 
frequency foldback curve shown in Figure 11. The 
actual measured frequency versus output voltage 
is shown in Figure 12. 

15 

-+-With Frequency Foidback 
......-WlthOut Frequency Foldback 
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Average Output Current 

Figure 11. VI Characteristics with <tnd without Frequency Foldback 
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Figure 12. Measured Frequency versus Measured Output Voltage 
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SUMMARY 

The UCC3884 peak current mode controller 
provides the designer a frequency fold back scheme 
to reduce the current tail often seen in high frequen
cy buck derived converters. A possible practical 
design approach in the prototype circuit is to set the 
minimum frequency to about 1/3 of the nominal 
frequency and to use the simplified analysis outlined 
above to give first pass circuit values for the fre
quency fold back resistors ROUT1' ROUT2' and 
ROUT3' During testing of the power converter low 
impedance loads can be applied for final adjustment 
of the frequency foldback resistors and to verify 
desired operation. The maximum duty-cycle clamp 
and volt-second clamp may be used to enhance 
performance and reliability of the power converter 
system. The undervoltage lockout, clock synchro
nization, depletion-mode MOSFET driver, and 
soft-start functions are all provided to complete a 
feature rich peak current mode controller within a 16 
pin DIL package. 
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Appendix I: Oscillator and Volt-Second Calculations 

High Performance UCC3884 PWM with Frequency Foldback and Volt-Second Clamp 
Mathcad design worksheet. by Philip Cooke 

Specifications: 
Input Votage 

Output voltage 
Operating frequency 

. 35V<Vin<72V 
5Vdc 
400 kHz 

f=400·103 Estimated operating frequency (for non-frequency foldback conditions). 

D_max :=0.75 Maximum duty-cycle. 

N=~ Primary transformer turns ratio. 
2 

Vt =3.5 Peak oscillator voltage. 

Vb:= 1.5 Minimum oscillator voltage. 

Vd :=0.5 Estimated voltage drop on secondary forward diode. 

Kon := 8.8 Ion multiplier to charge Ct. 

Koff :=8.8 loff multiplier to discharge Ct. 

K = 1.1 Volt-second constant. 

Approximate voltage drop of primary switch. 

Vout :=5 Output dc voltage. 

VIef:= 5 Output of on-board UCC3884 regulator. 

Minimum input voltage. 

Maximum input voltage. 

Oscillator Calculations: 

Calculate the timing capacitor from the frequency: 

1 
Ct:=--

2·104·f 
which gives 

Recalculate operating frequency, f:=---
2·104·Ct 

select 

so that 

Ct = 120.10- 12 
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The oscillator on time is given by equation 8 

Now from equation 12, calculate Ion 

Ct 
Ion:=----

4.4· Tosc_on 
so that Ron 

Tosc on: = D _max 
- f 

Vb 

Ion 

loff is found from equation 15 Ioff : = 0.2273·Ct·f.Ion 
Ion- 0.2273·Ct·f 

Finally, Roff is 
Vt 

Roff =- Roff = 7.6960 104 

Ioff 

Checking the Kon*lon and Koff*loff values 
to be sure they don't exceed 800 mA: 

Frequency Foldback Calculations: 

Set Rout1 to 4.99 kW. Routl : = 4.99.103 

-4 
Kon· Ion = 1.333°10 

-4 
Koff· Ioff = 4.002°10 

U-164 

Ron = 9.90 104 

-5 
Ioff = 4.548°10 

Rearranging equation 17 to solve for Rout2: Rout2: = Routl . Vout - Routl 
4 

Rout2 = 1.2480 103 

The minimum frequency is selected to be 1/3.3 of the nominal frequency; now loff minimum 
can be calculated from equation 15: 

0.2273.Ct.-f-. Ion 
Ioff := ____ 3._3 __ 

Ion- 0.2273.Ct.-f-
3.3 

With loff equation 18 is used to find the minium value of Vx 

Vx : = Roff· Ioff 

With Vx = 0.343 V Rout3 is given by (equation 19): 

Rout3 : = Routl· Rout2 . (V ref _ 1) 
Routl + Rout2 Vx 

Rout3 = 1.3550 104 
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Volt-Second Calculations: 

Choose 10 kW for Rvs1 and set D_vs = 1.467*D_max; Rvs1 : = 10.103 

Calculate the operating duty-cycle at Vin_min. Dop:= Vout+ Vd 

(Vin_min- Vds_on).! 

From equation 22 Rvs2 = 2.846.105 

Final Selection of Components: 

Routl : = 4.99.103 Rout2 : = 2.00. 103 Ron: = 1 ()().103 Roff: = 76.8,103 

Rout3 := 13.7,103 Ct : = 120.10- 12 Rvs1 := 10.103 Rvs2 :=287.103 

Recalculate Ion, loff, f, Tosc_on, and Tosc_off: 

Vb 
lon.=-

Ron 

Vt 
loff:=--

Roff 

1 
f=---

2·104·Ct 

Ct Tosc_on . ---
4.4· Ion 

-5 
Ion = 1.5·10 

-5 
loff = 4.557·10 

Derive Equations to Plot: 

i =0,1..100 

Yin. :=Vin min+ (Vin_max- Vin_min).i 
1 - 100 

-4 
Kon·lon = 1.32·10 

-4 
Koff· loff = 4.01·10 

Set up a range variable. 

Use i as a parameter to vary Vin. 
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Yo. :=Vout.(1- _i_) 
1 100 

Vary Vo parametry with i. 

Vout+ Vd 
Calculate the steady state operating duty
cycle as a function of input voltage. 

The Vx voltage is calculated assuming no clamp or load of the VOUT pin: 

Rout 1· Rout3 Routl· Rout2 

Vx. := Routl + Rout3 .Vo. + Routl + Rout2 .Vref 

1 (ROUtl. Rout3 + Rout2) 1 (ROUtl. Rout2 + Rout3) 
Routl + Rout3 Routl + Rout2 

Next, the 3.5V limit is taking care of by the Mathcad conditional if statement: 

Now the Ct discharge current, Tosc_off, and f can be found as a function of Vout; 

loff. 
1 

Vout. 
1 

Roff 

._ (Vt- Vb)·Ct 
Tosc_offj . 

Koff·loff. 
1 

f. 
1 

A temporary variable is used to calculate the voltage at the VVS pin as the input 
voltage varies. Stop gaps of O.6V and 4.5V are assumed. 

Rvs1 Vtempj . • Yin. 
Rvs1 + Rvs2 1 

Finally, the effective volt-second duty-cycle clamp is calculated; 

D ·.=K.D_max _vsj 
Vvs. 

1 
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Plot Expected Results: 
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Design Review: Isolated 50 Watt Flyback Converter Using the UCC3809 Primary Side 
Controller and the UC3965 Precision Reference and Error Amplifier 

By Lisa Dinwoodie 

ABSTRACT 
The flyback power stage is a popular choice for single and multiple output dc-to-dc converters at power 
levels of 150 Watts or less. Without the output inductor required in buck derived topologies, such as the 
forward or push-pull converter, the component count and cost are reduced. This application note will re
view the design procedure for the power stage and control electronics of a flyback converter. In these iso
lated converters, the error signal from the secondary still needs to cross the isolation boundary to achieve 
regulation. By using the UC3965 Precision Reference with Low Offset Error Amplifier on the secondary 
side to drive an optocoupler and the UCC3809 Economy Primary Side Controller on the primary side, a 
simple and low cost 50 Watt isolated power supply is realized. 

INTRODUCTION 
The flyback converter reviewed in this application 
note, and available as a demonstration board 
("demo board"), is specifically designed to interface 
with the voltage ranges used in the telecommuni
cations industry. The primary goal of this 5V, 50 
Watt power supply is an efficient design which 
meets all the specifications while maintaining low 
cost. This goal is achieved by using the UCC3809 

on the primary side for fixed frequency current 
mode control and using the error amplifier and pre
cision reference of the UC3965 on the secondary 
side. Each of these 8-pin integrated circuits re
quires minimal external parts resulting in an eco
nomical yet effective design. The demo board 
schematic is shown in Figure 1 and the list of ma
terials is tabulated on page 17. 
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POWER SUPPLY SPECIFICATIONS 

Input Voltage -72VDC to -32VDC 
Ranoe: (-48VDC nominal) 
Output Voltage: +5VDC 
Load: OA to 10A 
Regulation: ±2% Over Load, Line, and 

Temperature 
Isolation: 1500VRMS 

DESIGNING THE POWER STAGE 

Flyback Topology 
There are many standard power converter topolo
gies available to choose from, each with its advan
tages and disadvantages [1]. After careful 
consideration, taking into account factors such as 
low power, simplicity, isolation, input and output 
ripple currents, and low cost, the flyback configura
tion was chosen. The basic flyback converter topol
ogy is shown in Figure 2. 

~D1 

Figure 2. Flyback converter circuit 
configuration. 

Control Method 

UOG-98126 

Voltage mode control was past over in favor of cur
rent mode control because current mode control 
responds immediately to line voltage changes and 
provides inherent over current protection for the 
switching device. Traditional peak current mode 
control compares the amplified output voltage error 
with the primary inductor current signal. Using the 
UCC3809 pulse width modulator (PWM) as the 
controller, the amplified output voltage error and 
the primary inductor current ramp are summed and 
compared to a: 1 V threshold. The inner current con
trol loop contains a !Small current sense resistor 
which senses the primary inductor current. The re
sistor transforms this current wavefonn into a volt
age signal that is fed directly into the primary side 
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PWM comparator. This inner loop determines the 
response to input voltage changes. The outer volt
age control loop involves comparing a portion of 
the output voltage to a reference voltage at the in
put of the secondary side error amplifier. This di
vided down output voltage drives the inverting 
input to the error amplifier in the UC3965 which 
then drives an internal inverting output buffer. The 
resulting output then drives an optocoupler. The 
optocoupler output is also fed directly into the pri
mary side PWM comparator. As the output voltage 
increases above the desired level, the optocoupler 
is driven harder on, forcing the PWM comparator to 
shut off the gate drive to the switching element. 
This outer loop determines the response to load 
changes. 

Peak current mode control requires simpler com
pensation, has pulse-by-pulse current limiting, and 
has better load current regulation. Because the 
secondary currents are already quite large, contin
uous conduction mode (CCM) was chosen. Pri
mary and secondary RMS currents can be up to 
two times higher for discontinuous mode than for 
CCM. Discontinuous conduction mode would re
quire using a transistor with a higher current rating. 
Because the output ripple current is less than it 
would be if discontinuous mode were used, the 
output capaCitors are smaller. 

Continuous conduction mode has the disadvan
tage of requiring a higher magnetizing inductance 
to stay in CCM throughout the entire operating 
range and a right-half-plane zero in its transfer 
function. Feedback loop stabilization will be dis
cussed in a later section. 

Maximum Duty Cycle and Turns Ratio 
Now that the topology (flyback) and control method 
(peak current mode control) have been decided 
upon, the next decision to be made is what the 
maximum duty cycle, Dmax, should be. The duty 
cycle is the ratio of on-time of 01, Figure 2, to total 
period, or D = toni T. In a CCM flyback converter 
the maximum duty cycle will detennine the turns 
ratio of the transformer and impact the maximum 
voltage stress on the switching element. For this 
deSign, a maximum duty cycle of 45% was se
lected. Limiting the duty cycle increases the num
ber of controller ICs to chose from because many 
available today have maximum duty cycle limita
tions of 50%. 

The DC transfer function of a CCM flyback con
verter is: 
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Va +VD 1 ( Dmax ) 

V1N(min) - VRds(on) = /Ii - 1-Dmax 

(1 ) 

where Vo equals the output voltage, SV, 

Vo = forward voltage drop across rectifier D1, as
sumed to be 0.8V, 

VIN = 32 to 72V, VIN(min) = 32V, 

VRds(on) = on voltage drop across MOSFET 01, 
equal to Rds(on) - IRMS(primary), assumed to be 1V, 

N = turns ratio, equal to Np/Ns, 

Ns = number of transformer secondary turns, 

Np = number of transformer primary turns, 

D = duty cycle. 

Maximum duty cycle, 0.45, occurs at minimum in
put voltage. Substituting these values into (1) gives 
us a turns ratio of 4.37. The turns ratio is inversely 
proportional to the peak primary current, IpEAK, but 
directly proportional to the voltage stress on the 
switching element. So the peak currents will not 
become unreasonably high and the voltage stress 
on the MOSFET will be kept as low as possible, 
the turns ratio is rounded up only to the next inte
ger value,S, or simply five primary turns for every 
one secondary turn. Recalculating equation (1) re
sults in an actual Dmax of 48%. 

Switching Frequency 
Because the magnetic components and filters will 
be smaller, the tendency is to have as high a 
switching frequency as possible. Unfortunately, the 
decision is not quite that clear cut. Core losses, 
gate charge currents, and switching losses in
crease with higher switching frequencies; peak cur
rents and, consequently, 12R losses increase with 
lower switching frequencies. A compromise must 
be reached between component size, current lev
els, and acceptable losses. Synchronization with 
other systems and backward compatibility may 
also be deciding factors. For this design, a fixed 
frequency (fsw) of 70kHz was chosen. At Dmax 
equal to 48%, ton(max) becomes 6.9J18. 

Transformer Design [2J 
The transformer in a flyback converter is actually a 
coupled inductor with multiple windings. Trans
formers provide coupling and isolation whereas 
inductors provide energy storage. The energy 
stored in the air gap of the inductor is equal to: 
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(2) 

where E is in Joules, Lp is the primary inductance 
in Henries, and IpEAK is the peak primary current in 
Amperes. When the switch is on, D1 (from Figure 
2) is reverse biased due to the dot configuration of 
the transformer. No current flows in the secondary 
windings and the current in the primary winding 
ramps up at a rate of: 

t.I L = V1N(min) - V Rds(on) (3) 

M Lp 

where VIN(min) and VRds(on) were defined previ
ously and dt is equal to ton(max) at VIN(min). The 
output capacitor, COUT, supplies all of the load cur
rent at this time. Because the converter is operat
ing in the continuous conduction mode, dlL is the 
change in the inductor current which appears as a 
positive slope ramp on a step. The step is present 
because there is still current left in the secondary 
windings when the primary turns on. When the 
switch turns off, current flows through the second
ary winding and D1 as a negative ramp on a step, 
replenishing COUT and supplying current directly to 
the load. 

Based on (3), the primary inductance can be calcu
lated given an acceptable current ripple, diL. For 
the demo board design, dlL was set to equal 
one-half the peak primary current. For a CCM 
flyback design, the peak primary current is calcu
lated based upon (4). 

I - (/oUT(max) J ( 1 ) t.I L 
PEAK- - +-

N 1-Dmax 2 

(4) 

By replacing dlL with %(lPEAK), IOUT(max) with 10A, 
Dmax with 0.48, and N with 5 as detailed earlier, 
the peak primary current is calculated to be S.16A 
and dlL calculates to 2.S8A. The root mean 
square, RMS, current of a ramp on a step wave
form is defined in (5) and calculates to be 2.74A for 
this application. 

(5) 
.-------~----------------------

ton (max) [2 (t.I d 2) -T--- (lpEAK ) -diL -lpEAK +-3-

Using (3), Lp calculates to approximately 80IlH. 
Due to cost considerations and a switching fre
quency of 70kHz, the core material was chosen to 
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be manganese zinc ferrite 3C85 from Philips. Be
cause the inductor (a.k.a. the flyback transformer) 
is driven in one quadrant of the B-H plane only, a 
larger core is required in a flyback design. Because 
this converter is operating in· the continuous con
duction mode at a relatively low frequency, the 
maximum peak flux density, Bmax, is limited by the 
saturation flux density, Bsat. Taking all this into 
consideration, the minimum core size is deter
mined by (6). 

( 4 )1.31 
AP= Lp -'PEAK -'rms -10 

420-k-Bmax 

(6) 

where AP = the core area product in cm4, 

k = winding factor, equal to 0.2 for a continuous 
mode flyback, 

Bmax '" Bsat, or 0.33 Telsa for 3C85 material at 
100·C. 

The result of (6) is compared to the product of the 
winding area, Aw (cm2) , and effective core area, 
Ae (cm2) , listed in the core manufacturer's data 
sheet. For this design, a Philips EFD30 core met 
the minimum criteria. 

The minimum number of primary tums is deter
mined by: 

(7) 

Based upon this result and the predetermined 
turns ratio, the number of secondary turns is estab
lished. With a turns ratio of 5 and Np equal to 20, 
Ns is calculated to be 4. 

The energy stored in the flyback transformer is ac
tually stored in an air gap in the core.This is be
cause the high permeability of the ferrite material 
can't store much energy without saturating first. By 
adding an air gap, the hysteresis curve of the mag
netic material is actually tilted, requiring a much 
higher field strength to saturate the core. The size 
of the air gap is calculated using (8). 

110 -11, _(Np)2 _Ae_10-2 (8) 
gap = -'!..--'----'---.,...:-----

Lp 

In (8), the gap is measured in centimeters, 110 is 
the permeability of free space equal to 4.n' 0 1 0-7 

Him, and I1r is equal to the relative permeability of 
the gap material (in t~is case the gap material is 
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air, I1r =1). This gap is calculated to be 0.043cm 
and is evenly distributed between the center post 
and two outer legs of the EFD30 core. 

The primary windings are two strands of 21 AWG 
magnet wire in parallel, the first layer wound clos
est to the core, the second layer over the second
ary windings. The secondary windings consist of 
four strands of 18AWG magnet wire in parallel, fill
ing a single layer for maximum coupling. 

Using a primary inductance of 80l1H and a maxi
mum duty cycle of 48% means the converter will 
not stay in continuous mode control over the entire 
operating range because of the relationship ex
pressed in (9). 

PO(min) = 

(V'N(min) - Vo ) - V'N(min) - (ton(max) / 

2.5-T -Lp 

(9) 

According to (9), at the 32V minimum input voltage 
the converter will enter discontinuous mode at an 
output load current of less than 3.33A. To remain 
in CCM would require a much larger transformer, 
264.511H at 48% duty cycle. Increasing the primary 
inductor value requires a much larger core, such 
as the E41/17/2 core set from Philips. This would 
require 60% more circuit board space than the 
present core. 

Another approach to guarantee remaining in con
tinuous mode is to reduce the maximum duty cycle 
to approximately 26% and continue to use an 
80l1H flyback inductor. Unfortunately, the result of 
this would be considerably higher peak currents. 
Higher peak currents result in an increase of all the 
12R losses, and a larger core would be needed 
anyway to satisfy the core area product limit which 
is dependent upon the peak primary current as ex
pressed in (6). 

It is far better to design for continuous mode and to 
transition into discontinuous mode than the other 
way around. Discontinuous mode is actually un
avoidable at zero load. A continuous mode feed
back control loop has the ability to maintain 
stability while in discontinuous mode. However, a 
control loop designed for discontinuous operation 
does not take into account the already eluded to 
right-half-plane zero present in continuous mode. 
The existing demo board design has the fortuitous 
advantage of showing the user waveforms for both 
operating modes dependent upon input voltage 
and load current (see Figures 16 and 17). 
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MOSFET Selection 
The switching element in a flyback converter must 
have a voltage rating high enough to handle the 
maximum input voltage and the reflected second
ary voltage, not to mention any leakage inductance 
induced spike that is inevitably present. Approxi
mate the required voltage rating of the MOSFET 
using (10). 

Vds = (10) 

[(V1N(maX) + vL) + (Z: )- (vo + VD ) ]e1.3 
where Vds = the required drain to source voltage 
rating of the MOSFET, 

VL = the voltage spike due to the leakage induc
tance of the transformer, estimated to be thirty per
cent of VIN(max), 

and the additional 1.3 factor includes an overall 
thirty percent margin. 

For the flyback converter presented, the required 
minimum voltage rating of the MOSFET calculates 
to be 160V. An IRF640 N-channel power MOSFET 
was chosen. This device has a voltage rating of 
200V, a continuous DC current rating of 18A, and 
an Rds(on) of only 0.18Q. By consulting the typical 
gate. charge vs. gate-to-source voltage waveform 
in the manufacturer's data book, calculating the av
erage current required to drive the gate capacitor 
of the FET is possible: 

Igate = Qmax e fsw (11 ) 

Omax is the total gate charge in Coulombs, esti
mated to be 70nC based upon a gate to source 
voltage of 1SV and a drain to source voltage of 
160V. According to (11), the average supply cur
rent of the controller, IVDD' needs to increase by 
4.9mA to switch the gate at the selected operating 
frequency. 

This FET will experience both switching and con
duction losses. The conduction losses will be equal 
to the 12R losses, as shown by (12). 

Pcond = (I rms)2 e Rds(on) (12) 

Switching losses are the result of overlapping drain 
current and drain to source voltage at turn on and 
turn off [3]. At turn on the drain current begins to 
flow through the FET device when the gate voltage 
has reached the V gs threshold. This drain current 
will continue to rise until reaching its final value. 
Meanwhile, the drain to source voltage will remain 
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at Vds, calculated earlier in (10). This voltage 
starts to fall only after the "Miller" capaCitor begins 
to charge. The charging time, tch, for the "Miller" 
capacitor is a function of the gate resistor, Rg (R10 
in Figure 1), and the gate to drain "Miller" charge, 
Ogd, as shown in (13). 

Qgd eRg 
tch = --"-------:---=--

VDD - V9S(th) 

(13) 

In (13), VDD is the bias voltage of the UCC3809 
and V gs(th) is the gate threshold voltage of the FET. 
The whole process repeats itself in reverse at turn 
off. The power dissipation of the FET's output ca
pacitance, Coss, also contributes to the switching 
losses in the form of Y2CV2f. The total switching 
losses are estimated based on equation (14). 

Coss e (VdS)2 e fsw ,(14) 
Psw = + Vds e'PEAK etch e sw 

2 

The total FET losses are the sum of the conduction 
losses (12) and the switching losses (14), calcu
lated to be 3.3W for the IRF640 FET used on the 
demo board. Without appropriate heatsinking, this 
device would have a junction to ambient. thermal 
resistance of 62°CIW, resulting in a junction tem
perature rise of 206°C above ambient. Heat sinking 
is obviously required to prevent the junction tem
perature, Tj, from exceeding 1S0°C and avert de
vice failure due to excessive heating. The IRF640 
has a junction to case thermal resistance, 0jc, of 
1°CIW, using a silicone elastomer heat sink pad 
provides· a case to heat sink thermal resistance, 
9cs, of 1.26°CIW. A heat sink which provides a 
maximum thermal resistance, Osa, of 3SoCIW must 
be choSen for a use in an ambient temperature, T a, 
of 2SoC, as shown in (1 Sa) and (1Sb). 

Tj = (Pcond +Psw )e(8 jc +8cs +8$a) (1Sa) 

+Ta 

8 - Tj - Ta (8 8) (1Sb) 
sa - Pcond + Psw jc + cs 

Diode Selection 
Schottky rectifiers have a lower forward voltage 
drop than typical PN devices, making it the rectifier 
of choice when considering reducing converter 
losses and improving overall efficiency. Selecting 
the appropriate Schottky for a specific application 
depends mainly on the working peak reverse volt
age rating, the peak repetitive forward current, and 
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the average forward current rating of the device. If 
the maximum working peak reverse voltage is ex
ceeded the reverse leakage current will rise above 
its specified limit. The peak reverse voltage that 
the device will be subjected to is equal to the re
flected maximum input voltage minus the voltage 
drop across the FET added to the output voltage. 
The maximum average forward current rating of 
the device must not be exceeded if the junction 
temperature of the device is to remain within its 
safe operating range. Because all current to the 
output capacitor and load must flow through the di
ode, the average forward diode current is equal to 
the steady-state load current. The peak repetitive 
forward current is equal to the reflected primary 
peak current. An MBR2535CTL Schottky rectifier 
from Motorola met the requirements for the demo 
board design. This device is a common cathode 
dual Schottky with a forward voltage drop of 0.47V 
and a working peak reverse voltage rating of 35V, 
exceeding the 20V requirement of the demo board 
design. The average rectified forward current rating 
is specified at 12.5A per leg, 25A total, and the 
peak repetitive forward current is rated for 25A per 
leg, or a total of 50A. The demo board requirement 
is 10A total average forward current and 26A total 
peak repetitive forward current. 

Power loss in the Schotty is the summation of con
duction losses and the reverse leakage losses. 
Conduction losses are calculated using the forward 
voltage drop and the average forward current. The 
MBR2535CTL will have conduction losses equal to 
4.7W. Reverse leakage losses, which are depend
ent upon the reverse leakage current, the blocking 
voltage, and the on-time of the FET, are calculated 
to be 0.05W. Heat sink selection is once again 
based upon the required thermal resistance of the 
heat sink to air interface in order to maintain a 
junction temperture of less than 125°C. 

IPEAK ···,·························,.· .. ················T···· ...................... ,. ................................ . 

Input and Output qapacitors 
The input capacitors are chosen based upon their 
ripple current rating andtheir rated voltage. The in
put current waveform· is shown in Figure 3. The 
shaded regions represent the current actually sup
plied by the input capacitors during the switch's on
and off-times. The RMS value of this ripple current 
is calculated by adding the RMS current of the 
ramp on a step shaded waveform during tON with 
the RMS value of the average input current during 
tOFF' Because this example uses a duty cycle that 
is very close to 50%, this RMS current is almost 
equal to the primary RMS current calculated in 
(5).The actual capaCitor value is not that critical as 
long as the minimum capacitance gives an accept
able ripple voltage determined by the following 
equation: 

Cmin = Irms 
8-'sw -.6.V 

(16) 

In (16), Irms is equal to the RMS current, calculated 
from Figure 3, and .6.V is equal to the acceptable 
ripple voltage. Two United Chemi-Con SXE series 
150llF capaCitors in parallel met the requirements 
for the demo board design when derated for ambi
ent temperature and frequency. The small 11lF ce
-ramic capaCitor is added at the converter input to 
provide a shorter path for high frequency ripple. 

The output capacitors are also chosen based upon 
their low equivalent series resistance (ESR), ripple 
current and voltage ratings, and (16). The ripple 
current that the output capacitor experiences is a 
result of supplying the load current during the FET 
conduction time and its charging current during the 
FEToff-time, as illustrated by the shaded regions 
in Figure 4. During the conduction time of the FET, 
the secondary windings of the transformer are not 
conducting. The discharging of the output capacitor 
supplies the 10A load current. During the FET 

I I 
W W 

T 2T 

Figure 3. Input capaCitor current waveform. Figure 4. Output capacitor current waveform. 
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off-time, the secondary windings are conducting 
and the secondary peak current is charging the 
output capacitor and delivering the 10A current to 
the load. The RMS current is calculated to be ap
proximately 14A. Four Sanyo OSCON 6SH330M 
330llF capacitors in parallel met the requirements 
for the demo board design when derated for ambi
ent temperature and frequency. 

SETTING UP THE UCC3809 
The UCC3809 was selected as the primary side 
controller for this application because of its flexibil
ity, low cost, and built in features such as program
mable maximum duty cycle, full cycle 
programmable soft start, undervoltage lockout, and 
low operating current. 

VOO BiaslUVLO 
The employment of a constant current biasing 
scheme, as shown in Figure 5, minimizes trans
former design costs by eliminating the need for a 
bootstrap winding. It also avoids any high power 
dissipation that would be present in a single bias 
resistor. This is especially true with a wide input 
voltage range, such as seen in the telecommunica
tions industry. The current biasing scheme sup
plies enough current for the gate drive, determined 
by (11), in addition to the maximum IVDD current 
required to operate the internal functions of the IC. 

Re 

Rc 

D2 

UDG·98128 

Figure 5. Constant current biasing. 

The zener diode, D1, minus the VBE drop of the 
small signal PNP transistor, sets up a constant 
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voltage across the emitter resistor, Re, resulting in 
a constant emitter current. The selection of the col
lector resistor; Rc, ensures the transistor remains 
in the active mode throughout the entire range of 
VIN while maintaining VDD above the under volt
age lockout level. All of these components have 
minimal power dissipation and are sur
face-mountable if desired. Although the internal 
shunt regulator can sink up to 25mA, D2 was 
added to minimize the power dissipation in the IC. 

The UCC3809 is available with two different 
undervoltage lockout (UVLO) levels and hysteresis 
options. Off-line users can take advantage of the 
wider hysteresis option available in the -2 device 
while the tighter hysteresis of the -1 is optimized 
for dc-to-dc converter use. UVLO insures that the 
IC bias is within specification before enabling the 
output stage. This guarantees the output drive is 
capable to fully turn on the MOSFET once the 
UVLO threshold has been reached. The output 
drive and reference voltage are actively held low 
during power-up and the IVDD starting current is 
less than 100llA until VDD crosses the turn-on 
threshold. As VDD crosses the turn-off threshold 
during power-down, REF and the output drive are 
pulled low. 

Oecoupling 
Both VDD and REF should be decoupled with 
good quality, low ESR/ESL, ceramic capacitors 
placed as close to the VDD or REF pin as possible 
and returned directly to the GND pin for the best 
high frequency performance. Because the refer
ence voltage provides the bias to many of the inter
nal circuits of the IC, its decoupling capacitor 
should be at least 0.471lF for adequate filtering. 

Soft Start and Shutdown 
The soft start feature enables the IC to start up in a 
controlled manner. While the IC is in UVLO, the SS 
pin is held low. Once the UVLO threshold has been 
crossed, an internal 61lA current source charges 
the external soft start capacitor (C4, Figure 1). As 
the capacitor voltage ramps up from 1V to 2V, the 
output duty cycle linearly increases to a level re
quired for output voltage regulation. The soft start 
capacitor is chosen so that there is a delay of ap
proximately 3 milliseconds before VOUT ramps up 
to its full potential. Pulling the SS pin below 0.5V 
will shut down the output and pull REF low. This 
feature is easily implemented using a small signal 
NPN and a pull-down resistor to accept a logic 
level command signal. 
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Output Driver 
The totem pole output stage of the UCC3809 has 
the ability to source O.4A and sink O.SA. Placing a 
small resistor (R10, Fig. 1) in series with the IC 
output and the gate of the FET will damp any oscil
lations caused by the parasitic wiring inductance 
and the FET's input capacitance. To insure the 
MOSFET gate does not get charged to its turn-on 
threshold during device start up, a pull-down resis
tor (R7, Fig. 1) is added to the gate drive. The out
put stage provides a low resistance during 
overshoot and undershoot, eliminating the need for 
Schottky diodes on the output. 

Oscillator 
The data sheet gives a complete description of the 
operation of the internal oscillator and optional syn
chronization schemes. The extemal Rn resistor 
(R3, Fig. 1) and the internally generated voltage 
across it control the charge current of CT (C5, Fig
ure 1). When the CT voltage is equal to 213 of the 
reference voltage, sensed through RT2 (R4, Figure 
1), the oscillator initiates a discharge cycle. The 
discharge current is set by RT2 and the CT voltage 
is sensed through RT1. When CT has discharged 
to 1/3 of the reference voltage, the charging cycle 
begins again. 

The demo board requires 4S%, or 6.9J.1S, of unre
strained on-time during its full range of operation. 
The duty cycle clamp is set at 66%, or 9.5J.1S, so 
that within the range of normal operation, the out
put regulation is not sacrificed because of hitting 
the duty cycle clamp. This clamp will effectively 
prevent the transformer from saturating when the 
input voltage is less than the minimum operating 
range, such as during start-up, brown-outs, and 
shut down, without inhibiting normal operation. For 
100kHz switching frequency, the recommended 
capaciton for CT is approximately 1 nF, and the in
ternal capacitance of the IC is estimated to be 
27pF. Setting ton of the duty cycle clamp to 9.5J.1S, 
and CT equal to 1 nF, RT1 is determined by: 

RT1- ton (17) 
0.74-(CT + 27pF) 

RT2 is then selected to satiSfy the switching fre
quency period. The oscillator frequency is approxi
mated by the following equation: 

1 
fsw 

0.74- (CT + 27pF) - (RT1 + RT2) 
(1S) 
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For good noise immunity, the timing components 
must be placed as close as possible to the IC pins. 
The CT-RT1-RT2 junction (TP2 on the demo 
board) should be used to look at the oscillator 
waveform instead of putting a probe directly onto 
pins 3 and 4 of the IC. The probe will add stray ca
pacitance to the oscillator and alter the switching 
frequency if placed directly on the IC pins. 

Current Limiting 
Selection of the current sense resistor is accom
plished by dividing the FB 1V threshold value by 
the peak primary current at the desired current limit 
point, typically 120% of IpEAK. 

R - FBthreshold 
sense _1.2_/PEAK 

(19) 

This ground-referenced resistor must be a low in
ductance type and have a r/ited power level to 
meet the (lRMS)2-Rsense requirement. The closest 
standard value resistor that meets this requirement 
is used. The UCC3S09/UC3965 demo board uses 
a 0.150 resistor for current sensing. This value re
sistor equates to a maximum primary side current 
limit point of 6.67A. This would lead to a worst 
case short circuit output current, Ise, of 12.9A as 
calculated using (4), substituting Ise for IOUT(max). 
Upon crossing the PWM comparator threshold, the 
internal PWM latch is reset, turning off the output 
driver until the beginning of the next oscillator 
charge cycle. 

Current spikes caused by the leakage inductance 
of the flyback transformer and the reverse recovery 
of the diode could trip the current sense latch and 
prematurely shut off the output. This unwanted 
spike can be suppressed by adding a small RC fil
ter for effective leading edge blanking (Figure 6). 
Usually adding a few hundred nanoseconds of 
blanking time is enough to ignore (or "blank") any 
unwanted current spikes. An internal 2500 NMOS 
FET discharges the high frequency capacitor used 
in this filter during the PWM off-time. 

Slope Compensation [4J 
Sensing peak inductor current instead of average 
inductor current results in a loop response that is 
less than ideal. Adding slope compensation to the 
current sense signal cancels this error by maintain
ing a constant average current independent of duty 
cycle. Slope compensation is required for open 
loop stability in a current mode system with 50% or 
greater duty cycles, but will benefit any current 
mode application at the cost of a few small parts. 
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The UCC3809 demo board resistively divides the 
oscillator sawtooth at the CT node and superim
poses it onto the current sense signal using an 
emitter follower configuration as detailed in [4]. 

The first step in implementing slope compensation 
is to calculate the flyback inductor down slope on 
the secondary side in amps per second: 

S(L) = di = Vsec (20) 
dt Lsec 

where Vsec = Vo + Vo and Lsec = Lp/N2. Then 
transform this slope to the primary side and calcu
late the equivalent slope voltage at the sense re
sistor in volts per second: 

, S(L) (21) 
VS(L) = NRsense 

Next, calculate the oscillator slope at the timing ca
pacitor, CT, in volts per second: 

VS(osc) = dVosc (22) 
ton(max) 

dVosc is equal to the CT peak to peak voltage, 
1.67V for the UCC3809. Because the oscillator 
waveform has a valley voltage greater than zero, 
an AC coupling capacitor is required (Fig. 6). Using 
superpositioning and neglecting the coupling and 

r-----------I 

i REF I 1-....,.----, 
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LEB capacitors, the voltage ramp equation at the 
FB pin can be derived (23). 

V( ) VS(L)'eRsc VS(osc) e RLEB (23) ramp = + ----=~~_=_"~ 
RLEB + Rsc RLEB + Rsc 

The value of the Rsc resistor (Figure 6) is depend
ent upon the amount of slope compensation to be 
added. By equating a portion (M) of the inductor 
downslope to the resistively divided oscillator 
charge slope, Rsc can be determined. 

VS(osc) e RLEB = M e( VS(L),eRse ) (24) 

RLEB + Rse RLEB + Rse 

R - RLEB e VS(osc) Q (25) 
se - VS(L)'eM 

To guarantee current loop stability at 100% duty 
cycle, a minimum compensation of % the inductor 
down slope (M = 0.5) must be added. By adding 
slope compensation equal to the down slope of the 
inductor current (M = 1), any current perturbation 
will be eliminated in one cycle. The demo board in
corporates approximately 80% slope compensation 
by using 5.62KQ and 1 KQ resistors for Rsc and 
RLEB, respectively. 

CURRENT 

I 
I VOLTAGE 

:::::: FEEDBACK 

j PRIMARY 

1V 
RT24 

RT2 I 
..... _----------

.................. 

RTl 

r 
AC 

COUPLING 
CAP 

SLOPE 
COMPENSATION 

CURRENT 
SENSE 
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Figure 6. The FB pin serves as a summing node for current sense, voltage feedback, and slope 
compensation. 
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Voltage Feedback 
The FB pin of the UCC3809 sums the voltage 
feedback signal to the current sense signal and 
any added slope compensation. The voltage feed
back signal is from an optocoupler, which is driven 
from an error amplifier on the secondary side of the 
converter.The signal from the optocoupler is de
signed to trip the 1 V threshold of the UCC3809 in
ternal comparator when the output voltage 
exceeds its specified limit. 

SETTING UP THE SECONDARY SIDE 
ERROR AMPLIFIER, UC3965 

Because the flyback converter in this design is in
put-output isolated, the error amplifier needed to 
sense the output voltage is on the secondary side. 
The designers of the UCC3809 considered this 
when designing the .circuit and omitted the error 
amplifier from this IC. Utilizing the UC3965 Preci
sion Reference and Low Offset Error Amplifier sat
isfies the reql,lirement for a secondary side error 
amplifier .and has an on-board precision reference 
needed for accurate regulation. 

Biasing, UVLO, and Decoupllng 
Because the UVLO threshold of the UC3965 is 
4.1V, the secondary side IC can be biased from 
the 5V output bus. To prevent the ripple voltage 
from tripping the under voltage lockout, a 47JlF de
coupling capacitor is used. A Schottky diode in se
ries with the input pin is required to prevent the 
decoupling capacitors from discharging with the 
output capacitors during the FET on-time. 

Output Voltage Sensing 
The precision reference of the UC3965 is tied to 
the non-inverting input of the device's internal error 
amplifier. The output voltage of the converter is re
sistively divided and compared to this reference at 
the inverting input. This error amplifier has a low 
1 mV input offset voltage that insures accurate reg
ulation of Vo. The error amplifier drives the invert
ing input of an internal buffer whose output is then 
used to drive an optocoupler diode. As the output 
voltage increases beyond its desired value, the 
voltage difference at the error amplifier increases. 
This results in less drive at the inverting input of 
the internal buffer, increasing its output drive to the 
optocoupler. If the application does not require in
put-output isolation, this buffer could be used to 
drive the PWM directly. 

U-165 

Loop Compensation [5J [6J 
As previously alluded to, a continuous current 
mode flyback will contain a right-half-plane (RHP) 
zero in its transfer function. What exactly does this 
mean? Basically, any increase in load current will 
require the primary peak inductor current to in
crease. The duty cycle must increase to accom
plish this. In a flyback converter, the inductor 
current flows to the output only when the FET is off 
and the diode is conducting. Increasing the duty 
cycle increases the FET conduction time but de
creases the diode conduction time. Ironically, the 
result of this is the average diOde current, the cur
rent . that supplies the load, actually decreases. 
This is a temporary situation; as the inductor cur
rent rises, the diode current eventually reaches its 
proper value. The condition where the average di
ode current must actually decrease before it can 
increase is referred to as a right-half-plane zero. 
To complicate matters, this zero contributes a 
phase lag, not a phase lead as a normal, zero 
would. This zero moves in frequency as a function 
of load and input voltage, as shown in (26), making 
it impossible to cancel out by the insertion of a 
pole. 

N e VIN 2 (26) 
'RHPZERO = ______ --"c;-.-____ -,-

.. 2e1teRour eLp e (VIN +N e Vour ) 

The easiest way to deal with a right-half-plane zero 
is to roll off the loop gain at a relatively low fre
quency using simple dominant pole compensation. 
Unfortunately, the result of this is poor dynamic re
sponse. 

The primary goal of the compensation network is to 
provide good line and load regulation and dynamic 
response. These objectives are best met by provid
ing high gain at low frequencies for good DC regu
lation and high bandwidth for good transient 
response. Optimum closed loop performance can 
only be achieved by first knowing what the transfer 
characteristic of the PWM and switching circuit 
looks like. Constructing a Bode plot of the known 
poles and zeroes in the power stage does this. 
Bode plots give a visual interpretation of the gain 
versus frequency and phase versus frequency 
characteristics of a system. In the gain plot, the 
gain shown at each frequency represents the 
amount by which the feedback loop will reduce a 
disturbance at that frequency. 
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Besides the RHP zero, the output capacitor and 
the load contribute a pole at a frequency deter
mined by (27), and the output capacitor alone will 
contribute a zero based upon its ESR and capaci
tance as shown in (28). 

f pole = 1 + D (27) 
2e1te ROUT e GOUT 

1 (28) 
'zero = ------

21t e ESR e GOUT 

The control to output gain [7] is calculated using 
(29): 

GAIN = (29) 

20 elOge[ I se e ROUT e VIN ] 
Vc e(1-D)e(2eNeVo +VIN ) 

In this equation, the output short circuit current, Ise, 
was calculated previously. Ve is the control volt
age, equal to 2.5V in the UG3965. In addition to 
the control to output gain, the optocoupler will also 
contribute a gain based upon its current transfer 
ratio and a phase lag due to its large collector to 
base capacitance. Because the optocoupler data 
sheet usually does not include any frequency de
pendent curves, the bandwidth was measured in 
the lab using a network analyzer. The gain contri
bution from the optocoupler averaged 7dB and the 
expected pole was not evident in scans run up to 
60kHz. The closed loop gain of the inner current 
loop is equal to the inverse of the sense resistor, 
1/Rsense, or 16dB. By adding all of these factors to
gether, a Bode plot of the uncompensated system 
can be realized. 

Once the frequency response of the uncompen
sated system is determined, the next step is to de
termine what compensation is needed around the 
error amplifier for optimum performance. As stated 
earlier, optimum performance requires a high gain 
at low frequencies for good DC regulation and high 
bandwidth for good transient response. The cross
over frequency, fe, is the frequency at which the 
gain magnitude equals OdB. High bandwidth is 
achieved by having the highest possible fe. Be
cause of the RHP zero, the highest possible cross
over frequency is limited to fRHPzERoIn.The phase 
margin, or the amount the phase lag measures at 
fe less 180°, should be at least 45° for good tran
sient response with little overshoot.The magnitude 
of the gain at the frequency where the phase plot 
measures -180° is referred to as the gain margin. 
If the slope of the gain plot is -2, or -40dB/decade, 
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at low frequencies, it must transition to a 
-20dB/decade slope, also known as a -1 slope, 
one decade before crossing the OdB point.lf the 
slope remains at the -2 slope the resultant gain 
margin would be too small causing severe under
damped oscillations at fe. 

With all these tricks of the trade in mind, the com
pensation network is designed around the error 
amplifier.A certain amount of juggling is inevitable 
but, in general, the scheme shown in Figure 7 will 
handle most compensation requirements. There is 
a pole at the origin which contributes a -1 slope in 
the gain plot, a low frequency zero, fEAzERo (30), 
flattens out the slope so the midrange gain is equal 
to RtfRj. A high frequency pole, fEAPoLE (31), helps 
suppress any high frequency noise from propagat
ing through the system. Rd forms a voltage divider 
with Rj and provides a DC offset. 

Cp 

Figure 7. Error amplifier compensation 
network. 
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By combining the Bode plots of the PWM and 
power stage with the error amplifier compensation, 
a plot of the entire system is realized. 

f - 1 (30) 
EAZERO - 2 e 1t e R,.G, 

f _ 1 (31) 
EAPOLE - 2 1t R G e e , e p 

The following graphs show examples of Bode plots 
before and after compensation. 
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•• Optocoupler •. _. Power Stage --- Current Loop - Combined 
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Figure 8. Gain Bode plot without 
compensation. 
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Figure 9. Gain Bode plot with compensation. 
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Figure 10. Phase Bode plot wnhout 
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Figure 11. Phase bode plot wnh compensation. 

SNUBBERS AND CLAMPS [7] 
Transformer leakage inductance imposes high 
transients in the switch, requiring a switching de
vice with an excessive voltage rating. The primary 
side of the demo board utilizes a passive polarized 
voltage clamp (Figure 12) to suppress the voltage 
overshoot during the turn-off transition of the FET. 
This circuit limits the peak switch voltage, reducing 
the power dissipation in the switching device. The 
total diSSipated energy remains the same, but it is 
now divided between the clamp resistor and the 
FET. 

VIN 

Figure 12. ReO clamp on the primary side 
suppresses voltage overshoot across the FET. 

The parasitic inductance of the transformer is dis
charged into the capacitor during each switching 
cycle. The Value of the capacitor is selected based 
upon the amount of energy that this leakage induc
tance stores plus the initial energy stored in the ca
pacitor from the Input voltage and the reflected 
output voltage. Equation 32 determines the mini
mum capaCitor value. 
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c = LL· (I PEAK )2 (32) 

ilVe • (ilVe +2V) 

In the above equation, ilVc is equal to the accept
able change of voltage across the capacitor, usu
ally between 40 and 60V. LL is equal to the 
leakage inductance of the transformer. IpEAK is 
equal to the peak current in the inductor at the time 
of turn-off. V is equal to the DC bias across the ca
pacitor. This DC bias is a result of the DC path 
through the resistor and diode and the secondary 
side voltage reflected to the primary: 

V = N • (Va + V D) (33) 

The resistor is selected such that the RC time con
stant is much longer than the switching period. This 
resistor must not only dissipate the energy stored in 
the leakage inductance, but also the voltage due 
to the DC bias of the capacitor: 

PR = LL • (lpEAK)2 • fsw + V 2 (34) 
2 R 

The resistor used on the demo board must dissi
pate 2.4W of power. The diode is selected based 
upon the charging current of the capacitor. 

The secondary side of the converter requires an 
RC snubber across the diode (Figure 13) to damp 
the high frequency ringing on the 5V bus due to 
the parasitic inductance of the transformer and par
asitic capacitance of the Schottky. 
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Figure 13. RC snubber on the secondary side 
dampens parasitic oscillations. 

The capaCitor is chosen such that, when placed 
across the Schottky, the oscillating frequency, fosc, 
is reduced by approximately half. The leakage in
ductance, LSL and parasitic capacitance, Cp can 
be determined by simultaneously solving (35a) 
and (35b). 

(35a) 

fose 1 (35b) 

2= 2.1t.~LsL .(Cp +c) 
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In (35b), C is the capacitor that was added to re
duce the oscillation frequency. The appropriate 
value of the resistor is selected to provide critical 
damping to the oscillation: 

R-~ 
-V(Cp+C) 

(36) 

Because the time constant of this RC snubber is 
much less than the switching period but much lon
ger than the voltage rise time, the power dissi
pated by the resistor is dependent upon the 
energy stored in the capacitor. Since the capaci
tor charges and discharges each cycle, the 
power the resistor must dissipate is equal to: 

PR =C.V 2 .fsw (37) 

In (37), C is the RC snubber capacitor value. V is 
equal to the drain to source voltage reflected to the 
secondary side added to the output voltage plus 
the voltage drop across the diode. This snubber 
circuit will prevent the anode of the diode from ring
ing below the reverse voltage rating of the Schottky 
device. 

LC FILTER 
The voltage ripple on the output will occur at the 
switching frequency and is required to be less than 
50mV peak to peak. To meet the output noise 
specification, an LC filter was added to the con
verter output. The unfiltered ripple, VR, will be 
equal to the peak secondary current multiplied by 
the ESR of the output capaCitor bank. The amount 
of attenuation needed to filter the ripple, VR, to an 
acceptable level is determined by (38) 

ATTENdb =-20.109.( VR ) 
0.05 

(38) 

An LC fitter will produce a gain plot with a 
-40dB/decade slope. The selected LC fitter should 
have a pole that results in a minimum gain de
rived from (38) at the switching frequency. The 
pole frequency will occur at: 

1 (39) 

The demo board employs a 2~H Iron powder 
toroid and a 33~F electroly11c capacitor for a pole 
frequency of 20kHz and a minimum gain of -8dB. 
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EXPERIMENTAL RESULTS 
The oscilloscope traces refer to the test points (TP) 
indicated and are referenced to the appropriate 
ground, either primary or secondary. 

TI" 
GATEORIVE 

TP2 
OSCIUATOR 
ATCfi..R3-R4 

NODE 

Figure 14. The UCC3809 gate drive and 
oscillator. 

Tek _ single seq 20.0kS/s 
1--+ 

6: lO.BOms 

SoftStatt 

Figure 15. Soft start capacitor charging 
waveform. 

Figure 16. Gate and drain In continuous 
conduction mode. 
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TP4 
~ ....... ....-j GATE DRIVE 

TP5 
DRAIN 

VOLTAGE 

Figure 17. Gate and drain in discontinuous 
conduction mode. 

TP2 
OSCILlATOR 
ATC5-A3·R4 

NODE 

TPS 
DRAIN 

VOLTAGE 

TP1 
FBPIN 

Figure 18. The FB pin in continuous conduction 
mode. 

In Figure 18, the FB pin is shown in the bottom 
trace. Region A is the summation of the current 
sense and voltage feedback , at 1V the gate is 
turned off, resulting in the drain establishing a volt
age with respect to the source. Region B results 
from the FB pin still sensing the voltage feedback 
during the remaining oscillator charge time. Region 
C is where the internal 2500 on resistance FET is 
turned on during the PWM off time, discharging all 
external capacitance at that node. 

Efficiency measurements performed yielded the 
following results. 

'lIN liN PIN VOUT lOUT POUT n 
(V) (A) (W) (V) (A) (W) 

31.763 1.830 58.126 5.019 9.211 46.225 0.795 

31.954 1.809 57.805 5.014 9.178 46.022 0.796 

48.014 1.178 56.560 5.017 9.202 46.168 0.816 

48.073 1.172 56.342 5.015 9.185 46.060 0.818 

72.038 0.780 56.190 5.015 9.187 46.071 0.820 
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Tak,,10.0MS/S 
f------

l1li 20.0mV'V 

'.6.: 39.6mV 

OUTPUT 
RIPPLE 

Figure 19. output voltage ripple waveform. 
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ALTERNATE OUTPUT VOLTAGES 
A user may require an output voltage different from 
the 5V discussed thus far. By working through this 
design review and substituting the required output 
voltage level, new peak currents and maximum 
duty cycles can be determined. These changes will 
be reflected in the selection of appropriate compo
nents such as the MOSFET, sense resistor, diode, 
and output capacitors. The transformer would be 
redesigned for the optimum turns ratio, wire sizes, 
and core requirements for the given design. 

Table 1. Demonstration board parts list. 

Reference Description Manufacturer Part Number 
Designator 

C1, C2 150mF, 80V, Aluminum Capacitor United Chemi-Con SXE80VB151M12X20LL 

C3 111F, 100V, Ceramic Capacitor KEMET C340C1 05K1 R5CA 

C4,C22 O.01I1F, 50V, Ceramic Capacitor 

C5 1 nF, 50V, Ceramic Capacitor 

C6 330pF, 50V, Ceramic Capacitor 

C7 0.47I1F, 50V, Ceramic Capacitor 

C8 111F, 50V, Ceramic Capacitor 

C9, C12 O.1I1F, 50V, Ceramic Capacitor 

C10 O.22I1F, 100V, Ceramic Capacitor KEMET C330C224K1 R5CA 

C11 111F, 35V, Tantalum Capacitor 

C14 O.22I1F, 50V, Ceramic Capacitor 

C15 O.015I1F, 50V, Ceramic Capacitor 

C16, C17, C18, C19 330I1F, 6.3V, Aluminum Capacitors SANYO OSCON 6SH330M 

C20 3311F, 10V, Tantalum Capacitor 

C21 4711F, 25V, Aluminum Electrolytic Panasonic ECE-A1AFS470 

C23 6800pF, 50V, Ceramic Capacitor 

01 ZENER,5.1V 1N5231 

02 ZENER,15V 1N5245 

03 2A, 200V, Ultra Fast SF24 

04 ZENER,10V 1N5240 

05 1A Schottky 1N5819 

L1 2.5!lH,11A Coiltronics, Inc. CTX08-14017 

01,04 small signal NPN MPS2222A 

02 small signal PNP MPS2907A 

03 200V, 18A, N-Channel MOSFET Motorola or IR IRF640 
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Ref8l'ence Description Manufacturer Part Number 
Designator 

R1 5.1K, 14W, 5% 

R2, R13· UK, 14W, 5% 

'R3 12.1K, 14W, 5% 

R4 6.19K, 14W, 5% 

R5 470, 14W, 5% 

R6 1.0K, 14W, 5% 

R7 15K, 14W, 5% 

R8 0.15, 3W, 5% RCD RSF2BO.15 ohm 5% 

R9 2K,3W,5% RCD RSF2B2K ohm 5% 

R10 10, 14W, 5% 

R11 680, 14W, 5% 

R12 27K, 14W, 5% 

R14 750, 14W, 5% 

R16,R17 12.1K, 14W, 1% 

R18 3.01K, 14W, 5% 

R19 5.1, 3W, 5% RCD RSF2B5.1 ohm 5% 

R20 5.62K,14W,,5% 

R21 475, 14W, 1% 

T1 80/iH, N = 5 Coiltronics, Inc. CTX08-13916 

U1 PWM Controller Unitrode UCC3809 

U2 25A, 35V Power Schottky Rectifier Motorola MBR2535CTL 

U3 Optocoupler Motorola H11AV1 

U4 Error Amplifier, Reference Unitrode UC3965 

Heatsink For TO-220 AAVID 529802 B 0 25 00 
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SUMMARY REFERENCES 
The UCC3809/UC3965 demo board is an example [1) Abraham I. Pressman, Switching Power Supply De

sign, McGraw-Hili, Inc., 1991. of a 50 Watt continuous current mode flyback con
verter that includes features such as a duty cycle [2) 
clamp, slope compensation, input to output isolation, 
and primary and secondary snubbers, just to name a 
few. A detailed step by step approach is given for 
power stage component selection, transformer de- [3) 
sign, loop compensation, and component power dis
sipation calculations. The features of the UCC3809 
and the UC3965 offer design flexibility for a wide 
range of applications in simple to use 8-pin pack- [4) 
ages. 
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Performance MOSFET, IGBT and MCT Gate Drive 
Circuits, Unitrode Application Note U-137, Unitrode 
Applications Handbook IC# 1051, 1997. 

Bill Andreycak, Practical Considerations in Current 
Mode Power Supplies, Unitrode Application Note 
U-111, Unitrode Applications Handbook IC# 1051, 
1997. 

[5) Lloyd H. Dixon, Jr., Control Loop Cookbook, 
Unitrode Power Supply Design Seminar Manual 
SEM-1100, 1996. 

[6) Lloyd H. Dixon, Jr., Closing the Feedback Loop, 
Unitrode Power Supply Design Seminar Manual 
SEM-700, 1990. 

[7) Philip C. Todd, Snubber Circuits: Theory, Design, 
and Application, Unitrode Power Supply Design 
Seminar Manual SEM-900, 1993. 
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ABSTRACT 

U-167 

This application note describes a simple solution for a buck converter operating from an input of 15V to 72V with an N 
channel MOSFET switching transistor. Using this switch configuration requires a gate potential higher than the input 
source, generally requiring an auxiliary supply or a transformer. The UC3578 provides a regulated floating gate drive 
voltage for an N channel MOSFET that allows for cost-effective deSign of buck stepdown regulators with power levels 
in'the tens of watts. A complete converter with schematic, bill of materials, and performance results is presented to 
produce a 5V, 35W output from a 48V source. 

INTRODUCTION 

Distributed power systems have come into wide
spread use in communications and related indus
tries over the last decade. In these systems the 
electrical power distribution network has been 
changed from 'one central power supply with ca
bles or busses to a number of smaller power pro
cessing units which are placed throughout the host 
system. The usual intent is to bring the power pro
cessing closer to the subsystems where the power 
will be used. The advantages of distributed power 

: ............• 
: 

C1B AS 

are delineated in [1], along with much information 
on distributed power architectures and applica
tions. 

The telecommunications industry has utilized -48V 
batteries as a power source for many years, and 
has selected 48Vdc as their bus voltage of choice. 
[1] Manufacturers have responded with 48Vdc in
put DC to DC converter modules with outputs from 
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Figure 1. UC3578 evaluation board schematic. 
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under 1 watt to hundreds of watts, both isolated 
and non-isolated, with a wide range of features. 

INTRODUCTION (cont.) 

However, the cost of the modules has historically 
been relatively high compared to design solutions 
using discrete components. This Application Note 
will introduce the UC3578 integrated circuit and 
highlight its use in a 48V to 5V buck regulator. Uti
lizing this approach will result in a 35W converter 
that is a fraction of the cost of a comparable mod
ule. 

This new IC is used to simplify the design of the 
single switch PWM buck converter by incorporating 
a floating high side driver that allows the use of an 
external N-channel MOSFET switch. A bipolar pro
cess is utilized which allows operation from the 
prevalent bus voltage of 48Vdc, with allowable in
puts up to 72Vdc. Higher output current is possible 
because there is no preset internal switch current 
limit as used in control chips that incorporate an 
onboard switch. These options allow the user to 
configure a low cost high power buck regulator 
suitable for many applications. 

UC3578 DEMONSTRATION CIRCUIT 

Specifications. An evaluation board featuring the 
UC3578 has been developed to demonstrate the 
capabilities of this new controller. The demo board 
is targeted at the telecom converter market and 
has the following specifications: 

• VIN = 48V nominal 
• 38.4V < VIN < 57.6V 
• VOUT = 5V, ±2% 
• Output ripple, <50mV at 100 kHz 
• lOUT =7A 
• POUT = 35W 

SCHEMATIC 

A schematic diagram for the telecom buck con
verter built to these specifications is shown in 
Fig. 1. The components 01, 03, L 1, and C6 per
form the power handling tasks. C1 serves as a fil
ter to handle the input ripple current. The UC3578 
provides the control circuitry for orderly startup, 
switch protection, regulation, and high-side power 
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MOSFET drive. These functions are discussed in 
detail in the following sections, along with selection 
of power components. Alternate components AA, 
AB, and Ae shown on the schematic are used to 
evaluate circuit options as described in the section 
Resistive Current Sense Applications. For further 
information on the device and specifications, con
sult the datasheet or contact a field applications 
engineer for assistance. 

CIRCUIT DESCRIPTION 

UC3578 Housekeeping and Control Circuits. 
Undervoltage lockout (UVLO) is employed to dis
able IC operation until Vee reaches 11V, and ex
hibits a 2V hysteresis. After the UVLO threshold is 
exceeded a soft start cycle is initiated with 451JA 
charging current supplied to the capacitor on pin 
16. When the soft start pin reaches approximately 
1.2V the narrow soft start pulses begin to appear 
on the output, increasing in width until pin 16 is up 
to 5V. The internal oscillator is fixed at 100kHz, a 
frequency that has proven to be a good compro
mise between small size and efficiency. The inter
nal architecture of the UC3578 is configured for 
voltage mode control. The onboard error amplifier 
is a voltage amplifier with the non-inverting input 
tied to an internal2V reference. R10 and R11 form 
a voltage divider to provide feedback information to 
the inverting terminal, pin 2. Control loop compen
sation components R4, R7, C2, C3, and C13 are 
used to shape the overall closed loop response. 

Gate Drive Circuit. Gate drive power for 01 co
mes from a voltage VGG on C11 which is charged 
through 06 when the switch 01 is off and the free
wheel diode 03 is conducting. Circuitry internal to 
theUC3578 regulates VGG to 14Vdc. When VGG is 
applied to the gate of 01, turning it on, the source 
flies up close to VIN, carrying the floating driver and 
VGG with it. Ouring the switch on-time 06 prevents 
VGG from discharging into VIN. Resistor R6 serves 
two purposes. First, it adds damping to the L-C cir
cuit formed by trace inductance and switch 
gate-source capacitance. Second, it serves to limit 
current flow into the substrate of the IC when the 
SRC node (pin 6) is driven below ground when 03 
begins conduction. It is essential that 03 is a 
Schottky diode so that the SRC pin is not pulled 
more than 0.6V below ground. A snubber consist-
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ing of C5 and R9 is also placed across 03 to re
duce high frequency ringing. 

Current Limiting Circuitry. CT1 and associated 
circuitry R1, 01, and R2 sense input current be
tween VIN and the drain of switch 01. In the 
UCC3578 the current sense input, pin 15, has a 
-Q.5V threshold with respect to Vee, pin 14. R2 is 
chosen to develop this signal when the current limit 
threshold is reached. Under full load conditions the 
input current during 01 on time reaches a peak of 
7Adc plus 1/2 AI, the ripple current. This normal 
peak current is 7A+0.875A = 7.875A. Headroom of 
at least 20% is allowed for transient conditions so 
the current limit trip point is set for a peak current 
of 10 amps. The selection of the burden resistor for 
the current transformer is calculated: 
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termined. The simplified transfer function of an 
ideal buck regulator is given as: 

D = VOUT (2) 
VIN 

where 0 is the duty cycle of the power switch 01. 
Reference [3] presents a more detailed equation 
derived from the volt second balance across the 

Table I. Duty cycle comparison. 

Low Nominal High 
Line Line Line 

38.4V 48V 57.6V 
01 ideal DC 13% 10.4% 8.7% 

01 realistic DC 15.3% 12.2% 10% 

(1) output inductor during the switch ON and OFF 
times. Comparison between these two methods 
yields: 

Circuit delays in the IC cause an effective LEB 
(leading edge blanking) period of approximately 
150ns before the circuit will respond to an 
overcurrent condition. This allows suppression of 
leading edge spikes from rectifier ringing and/or in
ductive effects of the sensing circuit. When the de
sired current limit point is reached the UC3578 
discharges the soft start capacitor on pin 16 and 
initiates a soft restart cycle to minimize fault power. 
R8 and C9 have been included to form a high fre
quency filter to reduce the switching noise that 
reaches the current limit comparator. 

POWER CIRCUIT DESIGN 

Power Switch Q1. The UC3578 integrated 
high-side driver allows the user to benefit from the 
low conduction losses and lower prices of the 
N-channel MOSFET as compared to a P-channel 
device. In the telecom buck converter 01 must 
block the full input voltage in every cycle, so the 
voltage rating must be greater than 57.6V Since 
the ratings for MOSFETs generally step from 60V 
to 100V we will select a member of the IRF520, 
IRF530, IRF540 family which is rated for 100V. To 
do this requires estimation of the conduction and 
switching losses following the guidelines in refer
ence [2]. 

Duty Cycle. In order to estimate the size of the 
heatsink required for 01 the duty cycle must be de-

These results show an error of approximately 15% 
between the two calculations. 

IRF520, -530, -540 Comparison. [4] All three of 
the candidate MOSFETs could handle the peak 
and continuous current required by the buck 
telecom application. In order to choose the "besr' 
fit for this example the total power loss was calcu
lated following the procedures in [2] using the real
istic duty cycles found above. Graphs are 
presented for 01 Power Loss in Watts· versus 
Switching Frequency for low, nominal, and high 
line conditions in Figs. 2, 3, and 4. In all three 
cases the IRF530 yielded the lowest approximate 
losses and is the best choice for the telecom con
verter. The IRF540 losses were higher in all cases 
because of the large switching losses. At low line 
the IRF520 losses grew because of increasing 
conduction losses. 

There are several available heatsinks that have a 
40°C rise with 3-4 watts of power dissipation. This 
choice is made depending on the form factor of the 
application and the availability or lack of forced air. 

Diode 03. 03 is a Schottky diode used to carry 
the freewheeling current, and should have a volt
age rating larger than the maximum input voltage 
with a safety margin. The power dissipation is ap
proximately 3.7 watts [2]. Since VIN may range up 
to 57.6Vdc in this application a 100V schottky di-
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ode is specified, the MBR1 01 00 [5]. The same 
heatsink specified for Q1 will also be used for D3 . 

OUTPUT INDUCTOR SELECTION 

The output filter of the buck regulator can be opti
mized around many parameters. These include 
transient response, output ripple voltage, physical 
size, temperature rise, and other factors including 
availability and cost of parts. This design has been 
undertaken with the goal of obtaining good electri-
cal performance using commercially available 
parts. Setting the ripple current in the circuit to 25% 

5.00E+04 1.00E+05 1.50E+05 
SWITCHING FREQUENCY 

2.00E+<J5 of the full load current results in a ripple current 81 
of 1.75A. Using the basic inductor equation: 

Figure 2. Q1 power loss at low line. 
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Figure 3. Q1 power loss at nominal line. 

...... IRF520 ..... IRFS30 ...... IRFS40 
1.20E+Ol ,-----,------r------, 

1.00E+Ol +------+----+------.""""'1'" 

8.00E+OO +-----+---~.-.:::...---
en 
~6.00E+OO +----+"""'''---~---___l 
:s: 

4.00E+OO ~~~~1~:::j::~~J 
2.00E+OO. 

V=L~ (3) 
8T' 

which, when rearranged to find the inductance and 
substituting the appropriate values yields the mini
mum inductor value: 

L = (V,N - VOl - VOUT ) - TON (max) 
M 

(38.2V -1.7V - 5V)-1.44llsec 

1.75A 

(4) 

Several vendors list inductors in this range which 
are capable of handling 7A. In order to have an in
ductance over 261lH at full load the no load induc
tance may be considerably higher. Many available 
choices are based on low cost powdered iron that 
can have a "soft" saturation characteristic as their 
current is varied from minimum to maximum. In this 
case the inductor value decreases as the DC load 
current increases. The designer must insure that 
the full load inductor value is known to predict the 
ripple voltage on the output. The winding resis
tance of the inductor is generally given so the 
power loss can be calculated. part #CTX50-5-52, 
rated 50IlH, was selected for use. It has a series 
resistance of 0.0210, with an inductance of at least 
32.51lH at 10A. 

CHOOSING THE OUTPUT CAPACITOR 

The output capacitor choice can strongly affect the 
regulator size and cost. For the battery charger in 

O.OOE+OO +-----+----~---___l [2] the output capacitor was chosen for its ability to 
5.00E+04 1.00E+05 1.50E+05 2.00E+<J5 handle the inductor ripple current and to provide fiI-

SWITCHING FREQUENCY tering in the absence of the battery. Output ripple 
voltage and transient capability were not a major 

Figure 4. Q1 power loss at high line. concern because the battery swamps out the effect 
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of the output filter capacitor. In buck regulators 
driving sensitive electronic loads the ripple voltage 
and transient capability now become major factors 
in choosing the output capacitors, along with ripple 
current capability. To ensure margin for specifica
tion compliance the output voltage ripple calcula
tions are done using 37.5mV as a limit, which is 
75% of the 50mV requirement. 

Equation [5] from [6] allows calculation of the RMS 
ripple current flowing through the output capacitor. 

AI 1.75A (5) 
I RIP = .J12 = 3.46 = O. 505A 

If capacitors were ideal and had no parasitic resis
tance or inductance, the following equation from [6] 
would define the capacitance needed to carry the 
specified amount of ripple current with the stated 
voltage ripple at a fixed frequency: 

c= AI 1.75A (6) 
8-'-AV 8 -100kHz - 0.0375V 

= 58.31lF 

In real applications the capacitor ESR plays a ma
jor role in determining the output ripple voltage. In 
this example we want to calculate the maximum 
ESR allowed to stay within the ripple voltage speci
fication using the ripple current calculated with an 
inductance of 32.5IlH: 

ESR = AV = 0.0375V =27mD. (7) 
AI 1.4A 

The output capacitor chosen must have the follow
ing attributes: 

A. voltage rating 20% greater than 5V 

B. ripple current capability over 0.505A (5) 

C. minimum value of 58.31lF (6) 

D. ESR below 28mD. at temperatures of interest 
(7) 
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The options available to the designer are as fol
lows: 

1) bulk capacitance: use one or more capacitors 
from one of the three applicable classes (Alu
minum Electrolytic, Tantalum, or Organic 
Semiconductor) to meet the minimum capaci
tance and maximum ESR requirements. 

2) fit capacitors to handle the inductor ripple cur
rent and then add a secondary L-C filter to 
meet the output voltage ripple requirements. 

Table II. shows electrical parameters and normal
ized costs for the various capacitor technologies 
that are candidates for the output filter in this 
100kHz buck converter. The cost figures were 
taken for a quantity of 1000 pieces through normal 
distribution channels. The total cost factor is based 
on the number of capacitors needed in parallel to 
reach the ESR goal of 27mD.. In this example the 
Total Cost Factor of 1 is assigned to the use of two 
2200llF aluminum electrolytic capacitors. The rip
ple current is over 1 A for anyone capacitor of the 
types mentioned, so the specific ratings are not 
given. It is evident that these choices present se
vere tradeoffs between cost and size of the buck 
converter. Option 2, incorporating a secondary L-C 
ripple filter, is not investigated in this presentation. 

Another factor worthy of mention pertains to the 
transient loads the power supply may be subjected 
to in its application. Solutions that utilize the 
smaller capacitance values may have larger tran
sient deviations because these load changes must 
propagate through the L 1-C6 output filter. A larger 
capacitor would have more stored energy to supply 
the load while the inductor current climbs to the 
larger value of load current. The telecom buck con
verter incorporates two aluminum electrolytic out
put capacitors to minimize costs while providing a 
large value of reservoir capacity to handle load 
transients. For comparison, the design was also 
configured and stabilized with one capacitor to 
demonstrate the smallest practical size solution. 

Table II. capacitor technology comparison. 

Manufacturer Part Number Type Voltage Value ESR No. Total 
mD. Needed Cost 

Factor 
Panasonic HFQ Series ECA-OJFQ222 [71 AIEl S.3V 2200uF 0.042 2 1 
Sarwo SA Series SSA330M [8] OS S.3V 33011F 0.025 1 1.45 
AVXTPS Series TPSE337MOOSR0100 [~l Tantalum SV 330l1F 0.100 4 8.7 
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CONTROL LOOP STABILITY CONSIDER
ATIONS 

Aluminum Electrolytics. In the UC3578 evalua
tion board the filter components have been chosen 
as follows: 

Output Capacitors C6A,C6B: total 4400IlF, ESR 
approximately 0.02H1 

Output Inductor L 1: used 32.51lH for 10A 
rating 

These values allow one to calculate the output cor
ner frequency as: 

FLC =_1_= 1 (8) 
21C.JiE 21C~4400JlF .32. 5JlH 

= 421Hz 

Due to the capacitor ESR, Fig. 5, the output filter 
capacitors contribute a power circuit zero at a fre
quencyof: 

L1 

VOUT 

rCOUT 

--------~-----O 

Figure 5. Output filter with RESR and bode plot. 

C3 

C2 R10 

R11 

Figure 6. Error amplifier with pole-zero pair. 
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1 F z = ------:--
21C. RESR • COUT 

(9) 

The gain falls with a -2 slope after the LC filter res
onance, and this is converted to a -1 slope at the 
frequency where the capacitor ESR equals the ca
pacitive impedance. This slope continues through 
the desired unity gain crossover frequency of 
10kHz. 

The UC3578 error amplifier should be tailored to 
have flat gain in this region to maintain the -1 
slope for stable operation [10], and this can be 
achieved as shown in Fig.6 using an amplifier [11] 
with a zero-pole pair as shown below: 

This amplifier configuration has been fully analyzed 
in [11] to yield a pole at the origin that sets the ini-

tial -1 slope, a zero at 1/21C(R4C2), and a pole at 
Fp=1/21C(R4C3). The zero turns the gain slope 
from -1 to 0 before the unity gain crossover fre
quency of 10kHz is reached, and the pole turns the 
slope from 0 to -1 to roll off the gain at high fre-

I 
I 

Fz 

I 
I 
I 
I 
I 

FLC I 

Fz 

I 
I 

Fco 
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quencies. A summary of the demo board compo
nent selections is given in Table III. 

OSCON Capacitors. The circuit was also built us
ing the aSCON output capacitors. 

Output Capacitor 
Output Inductor 

330l1F, ESR 0.025Q 

32.511H 

This yielded a new output comer frequency of: 

F. _ 1 _ 1 (10) 
o - 21tM - 21t~30IlH • 330llF 

= 1.6 kHz 

In the OSCON capacitor circuit the ESR zero at 
19.3kHz is beyond the crossover frequency of 
12.5kHz, . so the output filter characteristic exhibits 
a -2 slope throughout this region, as shown in 
Fig. 7. 

For this situation the error amplifier must provide a 
+ 1 slope during the crossover region to convert the 
overall loop slope to -1. This requires an amplifier 
with two pole-zero pairs with the schematic and 
characteristic shown in Fig. 8. 

Output Cspacitor Summary. The Telecom Buck 
Regulator could be implemented with various out
put capacitor technologies. The aluminum provide 
the lowest cost solution with a good transient re
sponse due to the large bulk capacitance. The 
OSCON family provides the smallest solution with 
an acceptable transient response at a higher cost. 
Both versions may be implemented and stabilized 
on the demo board;. it is left for the user to evaluate 
the best configuration for any particular application. 

THERMAL CONSIDERATIONS IN HIGH VOLT
AGE APPLICATIONS 

The UC3578 voltage regulator is able to operate 
from an input voltage range of 14-72Vdc. However, 
in the Product Data Handbook pages 3-112 and 
3-113 it is shown that thermal considerations play 
a limiting role in the application of the UC3578 inte
grated circuit as the supply voltage is increased. In 
the Data Handbook, Section 12, the package rat
ings for Unitrode parts are presented. This informa
tion allows calculation of the junction temperature 
rise for various power dissipation levels. For exam
ple, the 16 pin DP SOIC power lead frame has a 
thermal resistance aja of 58°C/W on a 5 square 
inch FR4 PC board with one ounce copper. The 
maximum allowable power at 70°C is 
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(11 ) 

For the 16 pin plastiC batwing the allowable power 
is 1.6W at 70°C. Using this information we can de
rive a package derating as shown in Fig. 9. At 
150°C no power dissipation is allowed, and at 
70°C the differences between the two packages 
can be observed. Operation is only permitted to the 
left of the line representing a particular package; to 
the right the maximum junction temperature will be 
exceeded. Reliability is enhanced as the operating 
point is moved farther left from the line. 

In the application using the DP package the input 
supply voltage is limited to approximately 40 Vdc 
because of power dissipation (approximately 1W) 
in the device package. It becomes obvious that the 
key to utilize the UC3578 in the 48Vdc input appli
cation is to find a way to dissipate the excess bias 
power extemal to the control IC. Methods to ac
complish this are presented in this application note. 

BIAS CURRENT COMPONENTS 

At this point it is appropriate to discuss the three 
components of the bias currents feeding the circuit; 
namely Ivee, IVGG, and IGATE. Ivee is the quies
cent current drawn to power the entire chip except 
for the floating gate driver VGG. Current IVGG sup
plies the driver section quiescent current through 
an external diode. The current needed to drive the 
extemal MOSFET, IGATE' is supplied through the 
extemal diode and V GG regulator. The power re
lated to Ivee and IVGG is dissipated intemally to the 
UC3578, however, this is not the case for IGATE. 
The only power loss internal to the IC due to IGATE 
comes from conduction of the totem pole driver 
section while the MOSFET gate is being charged 
and discharged. 

IGATE varies with the choice of the power MOSFET 
used as the buck switch. The IRF530 was selected 
to minimize the heatsink size needed in the circuit 
layout. The total gate charge, which must be sup
plied to drive this device, is 26nC [4]. This requires 
a current of 

IGATE =QG .fs =26nC.100kHz =2.6mA(12) 

At = 14V this represents a power loss of 36mW, 
and only a small portion of this is dissipated in the 
integrated circuit. This loss is small in comparison 
to that due to Ivee and IVGG and will not be in-
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Table III. Control loop with aluminum electra
Iyte capacitors. 

Filter cutoff 421Hz 
ESR zero 1.81kHz 
Modulator Gain +23dS 
Sampling Gain -8dS 

F"" chosen 10kHz 
ElA oain at Fen 23dS 
ElA zero freQuency 1.54kHz 
ElA pole freQuency 40kHz 
C2 2200pF 

C3 85pF (used 100pFl 
C13 Not used 
R4 47k 
R7 Not used 
R10 8.25k 

L1 

RESR SMALL 

Figure 7. Output filter with negligible RESR' 

R10 

R11 

U-1S7 

Table IV. Contralloop with OSCON capacitors. 

ESR zero 19.3kHz 
Filter cutoff 1.6kHz 
Samplino Gain -8dS 

F,..."chosen 12.5kHz 
EI A 1st zero freQuency 1.2kHz 
EI A 2nd zero frequen<:y 1.5kHz 
ElA 1st pole Origin 
ElA2nd pole 19.3kHz 
ElA3rd pole 50kHz 
C2 6.8nF 
C3 470pF 

C13 1.5nF 
R4 20k 
R7 2.2k 
R10 69.8k 
R11 46.4k 

Figure 8. Error amplifier with two pole-zero pairs. 
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BATWING ---
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Figure 9. Allowable power disapation vs. 
ambient temperature. 

150 

cluded in calculations for junction temperature for 
the IC. 

Maximum specifications for Ivee and IVGG are 
given in the Product Data Handbook as 
Ivec(max)=14mA and IVGG(max)=10.5mA. lee var
ies with temperature and Vee as given in Fig. 10. 
In the 48Vdc demo circuit our goal will be to regu
late Vee as V[N increases. This will reduce the 
power dissipated in the UC3578 to levels which al
low operation at VIN=48Vdc with a reasonable 
TJ(max). 

COMPARISON OF vee SUPPLY METHODS 

Two methods will be considered to limit the voltage 
available to supply bias power to the UC3578. 

(1) Series dropping resistor 

(2) vcc voltage regulator 

The series resistor can be utilized in the lowest 
cost applications and works best when the supply 
voltage variation is relatively small. The resistor 
must be sized to allow the maximum required cur
rent at the minimum input voltage. In this case 

(V,N(min) - Vee) 
R LIM = -;-:-'---'!.'--'-:,....--''----=''-'--;-

(lvee + IVGG + IGATE ) 

(13) 

38.4V -14V 
900n 

14mA+10.5mA+2.6mA 

Note that was included because the associated 
voltage must be dropped on the resistor even 
though very little of this power is dissipated in the 
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Figure 10. Variation oflee versus Vee and 
temperature. 

IC. As the input is increased to VIN(max) = 57.6V 
the drop across RLiM remains essentially constant 
because the lee increase seen with higher Vee is 
offset by the lee decrease at higher junction tem
perature. Now, 

and 

V R (lim) = 27.1 mA. 820n = 22.2V, (14) 

Vee = V/N(max) - VR (lim) = 57.6V -22.2V (15) 

= 35.4V 

The UC3578 power dissipation is now 

PD = Vee • (Ivee +lvGG) (16) 
= 35.4V .24.5mA=0.87W 

At high VIN calculate the UC3578 temperature rise 
is: 

ATJA =6JA .PD =50°C/W.0.87W (17) 

=43.5°C 

This is a significant improvement over the 
databook example in which Vee was limited to 
40V. 

vee REGULATOR 

The voltage regulator in Fig. 1 consists of 02, R3, 
and D2. D2 is a 16V zener diode connected from 
base of 02 to ground, so the bias voltage on the 
emitter of 02 is regulated to one diode drop below 
the zener, or approximately 15V. R3 is selected to 
bring D2 into conduction and also provide base 
current to 02. A power MOSFET could also be 
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used by increasing the zener diode value to offset 
the drop of the gate-source threshold voltage. A 
current regulator was not chosen for this applica
tion because the Vee level supplied to the chip 
would vary as lee changes with temperature, pos
sibly necessitating the addition of a second zener 
to clamp Vee to a fixed level. 

Under these conditions with Vee=15V the power 
dissipated in the IC is: 

Po = Vee e(lvee +lvGG )=15V e24.5mA(18) 

=O.37W 

With this power dissipation we can find the junction 
temperature rise: 

I1.TJA=8JAePO=O.37We50°C/W (19) 

=18.5°C 

This allows room to increase the maximum ambi
ent temperature to the full industrial range or to 
raise the allowable VIN range upward to 
72Vdc(max), as long as the junction temperature 
and allowable power dissipation are monitored. 
Keep in mind that the bias voltage regulator should 
be sized to handle 1W of power at VIN of 57.6V. 

RESISTIVE CURRENT SENSE APPLICATIONS 

Alternate circuits that utilize the UC3578 at lower 
input voltages and/or reduced ambient tempera
tures will often be able to fit a current sense resis
tor in place of the current transformer. In this case 
the filter formed by R8 and C9 is more critical to 
provide a clean waveform because there is no cur
rent transformer with associated filtering action to 
reduce the noise produced during the switching op
eration. 

To use the demo board in a resistive current sense 
application, configure the circuit as follows: 
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Remove Components Populate Components 
CT1,R1,R2,D1,Q3,R3,D2 RA,RB,Rc 

RA is selected to produce O.5V when input current 
limiting has reached the current limit activation 
level. RB is a low value jumper «=10Q) to tie the 
current sense signal into the filter components R8 
and C9. Re is also a low value jumper «=10Q) to 
provide bias directly to the IC from VIN. 

OTHER CONSIDERATIONS 

The UCC3578 is capable of operating at a duty cy
cle down to approximately 6%. Below this amount 
the controller will begin to skip pulses to maintain 
the output at the desired value. Fig. 11 gives an 
approximate Vo versus VIN calculated using the 
ideal duty cycle equation. This is used to give a 
worst case estimate because it has been shown 
that the realistic duty cycle runs a little longer than 
the ideal duty cycle because of the effect of para
sitic circuit components. 

EVALUATION BOARD PERFORMANCE 

The evaluation board was built and tested using 
the parts list given. Typical efficiencies are given in 
Table V. for the operating conditions listed. 

A load transient from 2.5A to 5.0A was applied to 
the demo board to compare the two output capaci
tor configurations discussed in the stability section. 
Fig. 12 shows the· transient response with two 
2200llF aluminum electrolytic capacitors installed. 
It can be seen that the maximum undershoot is 
70mV. In Fig. 13 a single 330llF OSCON capacitor 
was fitted in place of the aluminum electrolytics. 
Noting that the scales have changed, the maxi
mum undershoot is now near 220mV. The impor
tance of performance, cost, and size tradeoffs 

Table V. Typical efficiencies for UC3578 evaluation board. 

VIN liN VOUT lOUT WIN WOUT Efficiency 
25V O.61A 4.92V 2.5A 15.25W 12.30W 81% 
35V O.45A 4.92V 2.5A 15.75W 12.30W 78% 
35V O.91A 4.91V 5.0A 31.85W 24.55W 77% 
48V O.35A 4.91V 2.5A 16.80W 12.28W 73% 
48V O.69A 4.91V 5.0A 33.12W 24.55W 74% 
48V O.97A 4.91V 7.0A 46.56W 34.37W 74% 
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Figure 11. Duty cycle for various output 
voltages. 

-
80 

must be evaluated to make the most appropriate 
output capacitor selection. 

SUMMARY 

The UC3578 Buck Stepdown Voltage Regulator 
provides the power supply designer with an inte
grated circuit controller that incorporates a floating 
high side driver capable of operating at input volt
ages up to 72Vdc. This application note explains 
the power losses associated with using this high 
voltage IC, and suggests circuit configurations to 
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Figure 12. Transient response with two 2200uF 
aluminum electrolytic capacitors. 
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Figure 13. Transient response with single 
330uF OSeON capacitor. 
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APPLICATION NOTE U-1S7 

Table VI. Evaluation board list of materials. 

Reference Description Manufacturer Part # 
Designator 

C1A,B 220uF, 63V Aluminum Capacitor Panasonic ECA-1JFQ221 

C2 2200pF 50V Ceramic Capacitor 

C3 100pF 50V Ceramic Capacitor 
C4 4711F 50V Aluminum Capacitor 

C5 680pF 50V Ceramic Capacitor 
C6A,C6B 2200uF, 6.3V Aluminum Capacitor Panasonic ECA-OJFQ222 

C7,C10,C12 0.1I1F, 50V, Ceramic Capacitor 
C8 0.0111F 50V, Ceramic Capacitor 
C9 470pF 50V Ceramic Capacitor 
C11 111F 50V Ceramic Capacitor 
C13 See text for use 
CT1 Current transistor 100: 1 Magnetek Triad CST306-2A 
01 75V, 200mA, Sw. Diode 1N4148 
02 16V Zener Diode, 1W 1N4745A 
03 100V, 10A Sch. Diode MBR10100 
06 75V 200mA Sw. Diode 1N4148 
HS1 Heatsink for Q1 Thermalloy 7020B-MT 
HS2 Heatsink for 03 Thermallov 7020B-MT 
HS3 Heatsink for Q2 Aavid 579302BOOOOO 
L1 30uH 10A Inductor Coiltronics CTX 50-5-52 

R1 2000 1/4W, 5% Resistor 
R2 50, 1/4W, 1% Resistor 
R3 15k, 1/4W 5% Resistor 
R4 47k, 1/4W, 5% Resistor 

R5 3300, 1/4W, 5% Resistor 
R6 100, 1/4W 5% Resistor 
R7 See text for use 
R8 4700, 1/4W, 5% Resistor 
R9 510, 1W, 5% Resistor 

R10 8.25k, 1/4W, 1% resistor 
R11 5.62k, 1/4W, 1% resistor 

RA See text for use 
RB See text for use 
RC See text for use 
Q1 100V 0.160 N MOSFET IR IRF530 

Q2 250V, 1A, NPN TIP47 
U1 ControllC Unitrode UC3578N 
TB1, TB2 Terminal Block, 2 Pos., 5mm spacina 
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APPLICATION NOTE 

relieve the thermal load. In addition, the demo 
board can be adapted to evaluate resistive current 
sense versions· by making a few simple circuit 
changes. 
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Selection Guides,.., Power Factor Correction 0dJ -
Power Factor Correction 

Power Factor Correction Products .............................................. 4-1 

Power Factor Correction 

Power Factor UNITRODEPARTNUMBER 
Correction Products UCC3817+ UCC3818+ 
Soft Switching 
Maximum Practical Operating 250kHz 250kHz Frequency 
Current Error Amplifier Bandwidth 3MHz 3MHz 
Average Current Mode Y Y 
Worldwide AC Input Voltage y y 
Operation 
Output Drive lA lA 
Startup Current O.lA O.lA 
Undervoltage Lockout 16V /10V 10.5V /10V 

UVLO 2 Hysteresis 

Overvoltage Protection Y y 

Enable Input y (with OVP) y 

Multiplier / Divider Feedforward Y (Simplified) Y (Simplified) 

Special Features 

Application / Design Note DN-39E DN-39E 
Pin Count .:. 16 16 
Page Number Ps/4-5 PS/4-5 
-> The smallest available pIn count for thru-ho/e and surface mount packages. 
+ New Product 

4-1 

UCC38500+ UCC38501+ 

250kHz 250kHz 

3M Hz 3MHz 
Y y 

y y 

lA lA 
O.lA O.lA 

16V /10V 10.5V /10V 
1.2V 1.2V 

(300V Turn-off) (300V Tum-off) 
y y 
y y 

Y (Simplified) Y (Simplified) 
DC/DC DC/DC 

Controller Controller 
Included Included 
DN-39E 

20 20 
PS/4-15 PS/4-15 

UCC38502+ 

250kHz 

3M Hz 
y 

y 

lA 
O.lA 

16V /10V 
3V 

(200V Turn-off) 
y 
y 

Y (Simplified) 
DC/DC 

Controller 
Included 

20 
PS/4-15 



Selection Guides,.., Power Factor Correction 

Power Factor Correction (cont.) 

Power Factor UNITRODE PART NUMBER 
Correction Products UCC38503+ UC3852 
Soft Switching ZCT 
Maximum Practical Operating 250kHz Variable Frequency 
Current Error Amplifier Bandwidth 3MHz' NlA' 
Average Current Mode Y 
Worldwide AC Input Voltage y 
Operation 
Output Drive 1A 0.5A 
Startup Current 0.1A 1mA 
Undervoltage Lockout 10.5V /10V 16.3V /11.5V 

UVLO 2 Hysteresis 3V 
(200V Tum-off) 

Overvoltage Protection y 

Enable Input y 

Multiplier / Divider Feedforward Y (Simplified) N/A 
DC/DC 

Special Features Controller 
Included 

Application / Design Note DN-39E, U-132 

Pin Count .:. 20 8 
Page Number PSl4-15 PSl4-22 
.. The smallest available pin count for thru-hole and surface mount packages. 
+ New Product 
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UC3853 UC3854 

125kHz 200kHz 

1MHz 800kHz 
Y Y 

y y 

1A 1A 
0.25mA 1.5mA 

11.5V /9.5V 16V /10V 

y 
y 

Y Y 

DN-39E, DN-77, DN-39E, DN-41 , 
DN-78, U-159 U-134 

8 16 
PS/4-27 PSl4-32 

[1D -
UC3854A 

200kHz 

5MHz 
Y 

y 

1A 
0.3mA 

16V /10V 

y 

Y 

DN-39E, DN-44, 
DN-66 

16 
PSl4-42 



Selection Guides'""' Power Factor Correction 

Power Factor Correction (cont.) 

Power Factor UNITRODEPARTNUMBER 
Correction Products UC3854B UC3855A 
Soft Switching ZVT 
Maximum Practical Operating 200kHz SOOkHz Frequency 
Current Error Amplifier Bandwidth SMHz SMHz 
Average Current Mode y y 

Worldwide AC Input Voltage y y 
Operation 
Output Drive lA l.SA 
Startup Current 0.3mA O.lSmA 
Undervoltage Lockout 10.SV / 10V 16V / 10V 
Overvoltage Protection y 

Enable Input y y 

Multiplier I Divider Feedforward y y 

Current Special Features Synthesizer 

Application I Design Note ON-39E, ON-44, ON-39E, ON-66, 
ON-66 U-1S3 

Pin Count .:. 16 20 
Page Number PS/4-42 Ps/4-48 
.;. The smallest available pin count for thru-ho/e and surface mount packages. 
+ New Product 
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UC3855B UCC3857 
7)JT ZCT 

SOOkHz SOOkHz 

SMHz SMHz 
y y 

y y 

1.SA lA 
O.lSmA 0.06mA 

10.SV / 10V 13.BV / 10V 
y 
y 

y Y (Faster 
Response) 

Current Single Stage 
Synthesizer Isolated Output 

ON-39E, ON-66, DN-39E U-1S3 
20 20 

PS/4-4B Ps/4-S6 

[1JJ -
UCC3858 

SOOkHz 

SMHz 
y 

y 

O.SA 
O.lmA 

13.BV / 10V 
y 
y 

Y (Faster 
Response) 
Improved 

Efficiency at Light 
Load 

ON-39E, ON-90 

16 
PS/4-6S 
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~UNITROCE 
UCC1817118 
UCC2817/18 
UCC3817/18 

BiCMOS Power Factor Preregulator ADVANCE INFORMATION 

FEATURES 
• Controls Boost Pre regulator to near 

Unity Power Factor 

• Limits Line Distortion 

• World Wide Line Operation 

• Over-voltage Protection 

• Accurate Power Limiting 

• Average Current Mode Control 

• High Bandwidth, Low Offset Current 
Amplifier 

• Improved Noise Immunity 

• Improved Feedforward Line 
Regulation 

• Leading Edge Modulation 

• 1501lA Start Up Current 

• Low Power BiCMOS Operation 

• 12V to 17V Operation 

BLOCK DIAGRAM 

DESCRIPTION 
The UCC1817/UCC1818 provides all the functions necessary for active 
power factor corrected pre regulators. The controller achieves near unity 
power factor by shaping the AC input line current waveform to correspond 
to that of the AC input line voltage. Average current mode control maintains 
stable, low distortion sinusoidal line current. 

Designed in Unitrode's BiCMOS process, the UCC1817/UCC1818 offers 
new features such as lower start-up current (2501JA MAX.), lower power 
dissipation, over-voltage protection, a shunt UVLO detect circuitry, a lead
ing-edge modulation technique to improve ripple current in the bulk capaci
tor and an improved, low-offset (±2mV) current amplifier to reduce 
distortion at light load conditions. 

UCC1817 offers an on-chip shunt regulator with low start-up current, suit
able for applications utilizing a bootstrap supply. UCC1818 is intended for 
applications with a fixed supply (VCC.) 

Available in the 16-pin N, D, DW and J and 20 pin Land Q packages. 

VCC 

1--------------------------------------------------------

~P~N 10~-----------------. 

1.5V 

'----------.---1 + 

VSENSE 11 

I 
------------------------- 4 

CAl 

05199 

ENABLE 

16V (FOR UCC1 817 ONLy) 

UVLO 

16V110V (UCC1817) 
1 O.5V11 OV (UCC1 81 8) 

VREF 

VCC 

J 

H~ 
I 

~GND 

PKLMT 

_____________________________ J 

CT UDG-9B1B2 

4-5 



ABSOLUTE MAXIMUM RATINGS 
Supply Voltage VCC .............................. 18V 
Gate Drive Current, 

Continuous ................................... 0.2A 
SO%Duty Cycle ............................... : . 1A 

Input Voltage, 
CAl, MOUT .................................... 8V 
PKLMT ........................................ SV 
VSENSE,OVP/EN ............................. 10V 

Input Current, RT, lAC, PKLMT .................... 10mA 
Maximum Negative Voltage, DRVOUT,PKLMT,MOUT .. -O.SV 
Power Dissipation ................................. 1 W 

Currents are positive into, negative out of the specified termi
nal. Consult Packaging Section of Databook for thermallimita
tions and considerations of packages. All voltages are 
referenced to GND. 

PLCC-20, LCC-20 (TOP VIEW) 
Q, L Packages 

GND------, 
GND ------, r---DRVOUT 

PKLMT 

CAOUT 

CAl 

N/C 

MOUT 

lAC 

VAOUT 
VFF-----' 

VCC 

CT 

SS 

N/C 

AT 

VSENSE 

OVPIEN 
L-..--VREF 

L-..---N/C 

CONNECTION DIAGRAMS 

SOIC-16, OIL-16 (TOP VIEW) 
0, OW, Nand J Packages 

ORDERING INFORMATION 
uccD 81 DO 

UCC1817/18 
UCC2817/18 
UCC3817/18 

t t t PACKAGE 
PRODUCT OPTION 

TEMPERATURE RANGE 

ELECTRICAL CHARACTERISTICS: Unless otherwise specified, these specifications hold for T A=O°C to 70°C for the 
UCC3817 -40°C to +8SoC for the UCC2817 and -SSoC to +12SoC for the UCC1817 TA - TJ Vcc - 12V RT - 22k CT - 330pF , , , - - , - , -

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

Supply Current Section 

Supply Current, Off CAOUT, VAOUT = OV, VCC = 1S.SV 1S0 2S0 IJA 
Supply Current, On VCC = 12V, No Load on DRVOUT 4 6 rnA 

UVLO Section 

VCC Turn-On 1S.4 16 16.6 V 

UVLO Hysteresis S.8 6 6.2 V 

Maximum Shunt Voltage Ivcc= 10mA 17 17.S V 

VCC Turn-On Threshold (UCC1818) 10.2 10.S 10.8 V 

UVLO Hysteresis (UCC1818) " 0.4 O.S 0.6 V 

Voltage Amplifier Section 

Input Voltage TA = 2SoC 7.387 7.S 7.613 V 

T A = -40°C to +8SoC 7.369 7.S 7.631 V 

T A = -55°C to 12SoC 7.313 7.S 7.687 V 

VSENSE Bias Current VSENSE = VREF, VAOUT = 2.SV SO nA 

Open Loop Gain VAOUT = 2V to SV 90 dB 

VOUTHigh ILOAD = -501JA S.4 S.S S.6 V 

VouTLow I LOAD = 1S01JA 0.1 0.2 V 

4-6 



UCC1817/18 
UCC2817/18 
UCC3817/18 

ELECTRICAL CHARACTERISTICS: Unless otherwise specified, these specifications hold for T A=O°C to 70°C for the 
UCC3817 -40°C to +85°C for the UCC2817 and -55°C to +125°C for the UCC1817 TA = TJ Vcc= 12V RT = 22k CT = 330pF , , , , , 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

Over Voltage Protection and Enable Section 

Over Volta~e Reference 7.8 8 8.2 V 

Hysteresis 400 500 600 mV 

Enable Threshold 1.5 2 V 

Current Amplifier Section 

Input Offset Voltage VCM=OV, VCAOUT=3V -2 0 2 mV 

Input Bias Current VCM=OV, VCAOUT=3V -50 nA 

Input Offset Current VCM=OV, VCAOUT=3V 25 nA 

Open Loop Gain VCM = OV, VCAOUT = 2V to 5V 90 dB 

CMRR VCM = OV to 1.5V, VCAOUT = 3V 80 dB 

VOUT High ILOAD = -1501lA 7 V 

VouTLow ILOAD = 1mA 0.2 V 

Gain Bandwidth Product Note 1 3 5 mHz 

Voltage Reference Section 

Output Voltage IREF=OmA, TA=25°C 7.387 7.5 7.6 V 

Over Temperature (UCC38XX) 7.368 7.5 7.631 V 

Over Temperature (UCC28XX, UCC18XX) 7.313 7.5 7.687 V 

Load Regulation IREF = 1mA to 2mA 3 mV 

Line Regulation Vcc= 10.8Vto 15V 20 mV 

Short Circuit Current VREF = OV 35 rnA 

Oscillator Section 

Initial Accuracy TA='25°C 85 100 115 kHz 

Voltage Stability Vcc= 10.8V to 15V 1 % 

Total Variation Line, Temp 80 120 kHz 

Ramp Peak Voltage 4.5 5 5.5 V 

Ramp Amplitude Voltage (peak to peak) 4 V 

Peak Current Limit Section 

PKLMT Reference Voltage -15 15 mV 

PKLMT Propogation Delay 500 ns 

Multiplier Section 

High Line, Low Power lAC = 500I1A, VFF= 4.7V, VAOUT= 1.25V -6 IlA 
High Line, High Power lAC = 5001lA, VFF= 4.7V, VAOUT= 5V -90 IlA 
Low Line, Low Power lAC = 1501lA, VFF= 1.4V, VAOUT= 1.25V -19 IlA 
Low Line, High Power lAC = 1501lA, VFF= 1.4V, VAOUT=5V -300 IlA 
lAC Limited lAC = 1501lA, VFF= 1V, VAoUT= 5V -300 IlA 
Gain Constant IAC=300I1A, VFF=3V, VAOUT=2.5V 1 1N 

Zero Current lAC = 1501lA, VFF= 1.4V, VAOUT=0.25V -5 I1A 

IAC=5001lA, VFF=4.7V, VAOUT=0.25V -5 IlA 
Power Limit lAC = 1501lA, VFF= 1.4V, VAOUT=5V -300 IlA 

Feed-Forward Section 

VFF Output Current lAC = 300J.LA -150 J.LA 
Soft Start Section 

SS Charge Current -10 J.LA 
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UCC1817/18 
UCC2817118 
UCC3817/18 

ELECTRICAL CHARACTERISTICS: Unless otherwise specified, these specifications hold for T A=O°C to 70°C for the 
UCC3817 -40°C to +85°C for the UCC2817 and -55°C to +125°C for the UCC1817 TA - TJ Vcc- 12V RT - 22k CT - 330pF , , , - - , - , -

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

Gate Driver Section 

Pull Up Resistance lOUT = -100mA 5 a 

Pull Down Resistance lOUT = 100mA 2 a 

Output Rise Time CLOAO= lnF, RLoAO= lOa 25 ns 

Output Fall Time CLOAO= lnF, RLOAO= lOa 10 ns 

Zero Power Section 

Zero Power Comparator Threshold Measured on VAOUT 0.25 V 

Note 1: Guaranteed by design, not 100% tested in production. 

PIN DESCRIPTIONS 
CAl: (current amplifier non-inverting input) This input and 
the inverting input (MOUT) remain functional down to 
and below GND. 

CAOUT: (current amplifier out) This is the output of a 
wide bandwidth op amp that senses line current and 
commands the PFC pulse-width modulator (PWM) to 
force the correct current. 

CT: (oscillator timing capacitor) A capacitor from CT to 
GND will set the PWM oscillator frequency according to: 

f-[ 0.725 ] 
- (RTeCT) 

The lead from the oscillator timing capacitor to GND 
should be as short and direct as possible. 

DRVOUT: (gate drive) The output drive for the PFC 
stage is a totem pole MOSFET gate driver on DRVOUT. 
Use a series gate resistor of at least 5a to prevent inter
action between the gate impedance and the DRVOUT 
output driver that might cause the DRVOUT to overshoot 
excessively. Some overshoot of the DRVOUT output is 
always expected when driving a capacitive load. 

GND: (ground) All voltages measured with respect to 
ground. VCC and REF should be bypassed directly to 
GND with a 0.11JF or larger ceramic capacitor. 

lAC: (input AC current) This input to the analog multiplier 
is a current. The multiplier is tailored for very low distor
tion from this current input (lAC> to multiplier output. 

MOUT: (multiplier output and current sense inverting in
put) The output of the analog multiplier and the inverting 
input of the current amplifier are connected together at 
MOUT. As the multiplier output is a current, this is a high 
impedance input so the amplifier can be configured as a 
differential amplifier. This configuration improves noise 
immunity and allows for the leading-edge modulation op
eration. The multiplier output current is given by the 
equation: 

/ _ (VAOUT -1)e/Ac . 
MULT - 2 ' 

VFF eK 

where K = 1 (multiplier gain constant.) 

OVPIEN: (over voltage/enable) A window comparator in
put which will disable the output driver if the boost output 
is 5% above nominal or will disable both the PFC output 
driver and reset SS if pulled below 1.5V. 

PKLMT: (PFC peak current limit) The threshold for 
pklimit is O.OV. Use a resistor divider from the negative 
side of the current sense resistor to VREF to level shift 
this signal to a voltage level defined by the value of the 
sense resistor and the peak current limit. Peak current 
limit is reached when PKLMT voltage falls below OV. 

RT: (oscillator charging current) A resistor from RT to 
GND is used to program oscillator charging current. A re
sistor between 10kn and 100kn is recommended. 

SS: (soft start) SS is at ground for either enable low or 
VCC too low conditions. When enabled, SS will charge 
an external capacitor with a current source. This voltage 
will be used as the voltage error signal during startup en
abling the PWM duty cycle to increase slowly. In the 
event of a disable command or a Vee dropout, SS will 
quickly discharge to disable the PWM. 

VAOUT: (voltage amplifier out) This is the output of the 
opamp that regulates output voltage. The voltage ampli
fier output is internally limited to approximately 5.5V to 
prevent overshoot. 

VCC: (positive supply voltage) Connect to a stable 
source of at least 20mA between 10V and 17V for nor
mal operation. Bypass VCC directly to GND to absorb 
supply current spikes required to charge external 
MOSFET gate capacitances. To prevent inadequate gate 
drive Signals, the output devices will be inhibited unless 
VCC exceeds the upper under-voltage lockout voltage 
threshold and remains above the lower threshold. 
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PIN DESCRIPTIONS (cont.) 
VFF: (feed-forward signal) RMS signal generated at this 
pin by mirroring lAC into a single pole extemal filter. 

R _ VFFMAX 
VFF -

-J2 .IACMAX ·0.9 
2 

VSENSE: (voltage amplifier inverting input) This is nor
mally connected to a feedback network and to the boost 
converter output through a divider network. 

TYPICAL APPLICATION SCHEMATIC 

R16 
100(1 

UCC1817/18 
UCC2817/18 
UCC3817/18 

VREF: (voltage reference output) VREF is the output of 
an accurate 7.5V voltage reference. This output is capa
ble of delivering 10mA to peripheral circuitry and is inter
nally short circuit current limited. VREF is disabled and 
will remain at OV when Vcc is below the UVLO threshold. 
Bypass VREF to GND with a 0.11JF or larger ceramic ca
pacitor for best stability. 

Cl0 
l"F 

Cll 
l"F 

Vee ..---'VV'v-_---.----lf---,----1 

V UNE 

85-270 V AC 

Fl 

lAC 

C14 
1.5"F 
400V 

SA 600V 

R12 
1.6k 

Rll 
10k 

R14 
0.25(1 

5W 

R9 
4k 

08 

02 
SA,600V 

,---------------1 
I UCC3817 I 
I I 

~ GNO ORVDUT 16 

-=- I 

VCC 

I 
I 
I 
I 
I 

VREF .-----------I-~ CT S R8 12k C91.3nF I I 

o-J1J lAC 88 ~ 
AT 12 

VSENSE 

VAOUT 

OVPIEN 

VREF 

I L ______________ -' 

Figure 1. Typical application circuit. 
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APPLICATION INFORMATION 
The UCC3817 is a BiCMOS average current mode boost 
controller for. high power factor, high efficiency 
preregulator power supplies. Fig. 1 shows the UCC3817 
in a 250W PFC preregulator circuit. Off-line switching 
power converters. normally have an input current that is 
not sinu~oidal. The input current waveform will have high 
hannonic content because current is drawn in pulses at 
the peaks of the input voltage wavefonn. An active 
power factor correction circuit programs the input current 
to follow the line voltage, forcing the converter to look 
like a resistive load to the line. A resistive load has 0° 
phase displacement between the current and voltage 
waveforms. Power factor can be defined in terms of the 
phase angle between two sinusoidal wavefonns of the 
same frequency: 

PF =cos9 

Therefore, a purely resistive load would have a power 
factor of 1. In practice, power factors of 0.999 with THD 
(total harmonic distortion) less than 3% are possible with 
a well-designed circuit. Following guidelines are provided 
to design PFC boost converters using the UCC3817. 

Power Stage 

LSOOST: The boost inductor value is determined by mul
tiplying the minimum input voltage by the maximum duty 
cycle and dividing this by the product of the switching fre
quency and the inductor ripple current allowed in the de
sign. Ripple current is a function of L. Maximum ripple 
occurs at minimum input voltage: 

L _ (V1N(min) eD) 
BOOST - (Ale fs) 

For the example circuit a switching frequency of 100kHi:, 
a ripple current of 875mA, a maximum duty cycle of 
0.688 and a minimum input voltage of 85VRMS gives us a 
boost inductor value of about 11lH. 

COUT: Two main criteria, the capacitance and the voltage 
rating, dictate the selection of the output capacitor. The 
value of capacitance is determined by the holdup time 
required for supporting the load after input AC voltage is 
removed. Hold up is the amount of time that the output 
stays in regulation after the input has dropped below the 
specified input range. For this circuit a 60Hz input volt
age yields a hold up time of approximately 16ms. Ex
pressing the capacitor value in terms of output power, 
output voltage, and hold up time. gives the equation: 

C _ (2 ePOUT eAt) 
OUT - (2 2) 

VOUT - VOUT(min) 

In practice the calculated minimum capacitor value may 

UCC1817/18 
UCC2817/18 
UCC3817/18 

tions limit the amount of aliowab,le output capacitor ESA. 
Attaining a sufficiently low value of ESR often necessi
tates the use of a much larger capacitor value than cal
culated. The amount of output· capacitor ESR allowed 
can be determined by dividing the maximum specified 
output ripple voltage by the inductor ripple current. 

In this design hold-up time was the dominant determining 
factor and a 220llF 450V capaCitor was chosen for the 
output voltage level of 385VDC at 250W. 

Power Switch Selection 

As in any power supply deSign, tradeoffs between perfor
mance, cost, and size have to be made. When selecting 
a power switch it can be useful to calculate the total 
power dissipation in the switch for several different de
vices at the switching frequencies being considered for 
the converter. Total power dissipation in the switch is the 
sum of switching loss and conduction loss. Switching 
losses are the combination of the gate charge loss, Coss 
loss and turn-on and tum-off losses: 

PGATE =QGATE eVGATE efs 

1 2 
Pcoss =-eCoss eV OFF efs 

2 
1 

PON +POFF =-eVOFF eh e(tON +tOFF)eFS 
2 

where QGATE is the total gate charge, VGATE is the gate 
drive voltage, fs is the clock frequency, Coss is the drain 
source capacitance of the MOSFET, TON and T OFF are 
the switching times (estimated using device parameters 
RGATE, QGO and VTH) and VOFF is the voltage across the 
switch during the off time, in this case VOFF = VOUT. 

Conduction loss is calculated as the product of the 
ROS(on) of the switch (at the worst case junction tempera
ture) and the square of RMS current: 

PCOND =RDS(on) eK e/ 2RMS 

where K is the temperature factor found in the manufac
turer's ROS(on) vs. junction temperature curves. 

Calculating these losses and plotting against frequency 
gives a curve which enables the designer to detennine 
either which manufacturer's device has the best perfor
mance at the desired switching frequency, or which 
switching frequency has the least total loss for a particu
lar power switch. In this example the switch was chosen 
as the best trade off between performance, availability 
and cost. An excellent review of this procedure can be 
found in the Unitrode Power Supply Design Seminar 
SEM1200, Topic 6, Design Review: 140W, [Multiple Out
put High Density DCIDC Convetterj. 

be inadequate because output ripple voltage specifica-
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APPLICATION INFORMATION (cont.) 
Multiplier 

The output of the multiplier of the UCC3817 is a signal 
representing the desired input line current. It is an input 
to the current amplifier, which programs the current loop 
to control the input current to give high power factor op
eration. As such the proper functioning of the multiplier is 
key to the success of the design. The inputs to the multi
plier are VEA, the voltage amplifier error signal, lAC, a 
representation of the input rectified AC line voltage, and 
an input voltage feedforward signal, VFF. The output of 
the multiplier, IMO, can be expressed: 

Ke/AC e(VEA -1) 
IMO = 2 

VFF 

where K is a constant typically equal to 1 . 

The lAC signal is obtained through a high value resistor 
connected between the rectified AC line and the lAC pin 
of the UCC3817. This resistor is sized to give the maxi
mum lAC current at high line. For this device the maxi
mum lAC current is about 500J.LA. A higher current than 
this can drive the multiplier out of its linear range. A 
smaller current level will be functional, but noise can be
come an issue, especially at low input line. Assuming a 
universal line operation of 85 to 270VAC gives a resistor 
value of 750kn. Because of voltage rating constraints of 
standard 1/4W resistors, use a combination of lower 
value resistors connected in series to give the 750kn 
value and distribute the high voltage across two or more 
resistors. 

The current through the lAC resistor is mirrored intemally 
to the VFF pin where it is filtered to produce a voltage 
feedforward signal proportional to line voltage and free of 
a 120Hz ripple component. This second harmonic ripple 
component at the VFF pin is one of the major contributors 
to harmonic distortion in the system, so adequate filtering 
is crucial. Refer to Unitrode Power Supply Design Semi
nar, SEM-700 Topic 7, [Optimizing the Design of a High 
Power Factor Preregulator.j Assuming that an allocation 
of 1.5% total harmonic distortion from this input is al
lowed, and that the second harmonic ripple is 66% of the 
input AC line voltage, the amount of attenuation required 
by this filter is: 

1.5% or.022 
66% 

A ripple frequency (fR)of 120Hz and an attenuation of 
.022 gives us a single pole filter with: 

Fp = 120Hz· 0.022Hz or 2.6Hz 

The range of this input to the multiplier should be 0.5V to 
5.5V over the line input range. Therefore the filter resis-

UCC1817/18 
UCC2817/18 
UCC3817/18 

tor should be sized accordingly. Maximum lAC current is 
500l1A, mirrored 2:1 to VFF becomes 250l1A. The DC 
output is 90% of the RMS value of this half sine wave, or 
159J.LA. So the filter resistor should be equal to the volt
age swing of the input to the multiplier divided by the DC 
current or: 

~=31.44kQ 
15911A 

Select 30kQ for a standard value. Solving for the capaci
tor value: 

1 
G, = 27t (30K) (2. 6Hz) =211F 

This results in a single pole filter, which will adequately 
attenuate the harmonic distortion and also meet the DC 
requirement of the proper voltage swing across line con
ditions. 

The RMO resistor is sized to match the maximum current 
through the sense resistor to the maximum multiplier cur
rent. The maximum multiplier current, or IMO(max), can be 
determined by the equation: 

(KM e/AC@LOWLlNEe(VEA(max) -1V)) 
IMO(max) = 2 

VFF (min) 

IMO(max) for this design is approximately 315J.LA. The 
RMO resistor can then be determined by 

VRS RMO =---'-'-"'---

IMO(max) 

In this example RMO is equal to 3.91 kQ. 

Voltage Loop 

The second major source of harmonic distortion in an 
off-line converter is the ripple on the output capacitor at 
the second harmonic of the line frequency. This ripple is 
fed back through the error amplifier and appears as a 3rd 
harmonic ripple at the input to the multiplier. The voltage 
loop must be compensated not just for stability but also 
to attenuate the contribution of this ripple to the total har
monic distortion of the system. Refer to Fig. 2. 

The gain of the voltage amplifier, GVA, can be deter
mined by first calculating the amount of ripple present on 
the output capacitor. The peak value of the second har
monic voltage is given by the equation: 

PIN VOPK = -,---------'''"'--------.,-
(21t e fR e GOUT e VOUT ) 
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APPLICATION INFORMATION (cont.) 
In this example v'OPK is equal to 3.91V. Assuming an al
lowable contribution of 0.75% (1.5% peak to peak) from 
the voltage loop to the total harmonic distortion budget 
we set the gain equal to: 

G _ (AVAOUT e1.5%) 
VA - VOPK 

where V AOUT is the effective output voltage range of the 
error amplifier (5V for the UCC3817). The network 
needed to realize this filter is comprised of an input resis
tor, RIN, and feedback components Ct and RI. The value 
of RIN is already determined because of its function as 
one half of a resistor divider from VOUT feeding back to 
the voltage amplifier for output voltage regulation. In this 
case the value was chosen to be 1 MO. This high value 
was chosen to reduce power dissipation in the resistor. 
In practice the resistor value would be realized by the 
use of two 500ka resistors in series because of the volt
age rating constraints of most standard 1/4W resistors. 
The value of Cf is determined by the equation: 

1 
C'=~~--~--~7 

(21tefR eGVA eR,N ) 

In this example CI equals 65nF. Resistor RI sets the DC 
gain of the error amplifier and thus determines the fre
quency of the pole of the error amplifier. The location of 
the pole can be found by setting the gain of the loop 
equation to one and solving for the crossover frequency. 
The frequency, expressed in terms of input power, can 
be calculated by the equation: 

~ 2 _ P,N 
'VI -

(21teAVAOUT eVOUT eR'N eCOUT eC,) 

FVI for this converter is 15Hz. A derivation of this equa
tion can be found in the Unitrode Power Supply Design 
Seminar SEMi 000, Topic 1, [A 250kHz, 500W Power 
Factor Correction Circuit Employing Zero Voltage Transi
tions). 

Solving for RI becomes: 

1 
R, = --;--=--::-:-

(21t e FVI e C, ) 

or RI equals 150ka .. 

Current Loop 

The gain of the power stage is: 

G/D(s) = (VOUT eRSENSE) 
(s eLSOOST e Vp ) 

UCC1817/18 
UCC2817/18 
UCC3817/18 

RSENSE has been chosen to give the desired differential 
voltage for the current sense amp at the desired current 
limit pOint. In this example a current limit of 4A and a rea
sonable differential voltage to the current amp of 1V 
gives a RSENSE value 010.250. Vp in this equation is the 
voltage swing of the oscillator ramp, 4V for the 
UCC3817. Setting the crossover frequency of the sys
tem to 1/10th the switching frequency, or 10kHz, requires 
a power stage gain at that frequency of 0.383. In order 
for the system to have a gain of 1 at the crossover fre
quency, the current amplifier needs to have a gain of 
1/Gps at that frequency. GEA, the current amp gain is 
then: 

1 1 
GEA =---=--=2.611 

Gps 0.383 

Refer to Fig. 3. RI is the RMO resistor, previously calcu
lated to be 3.9ka. The gain of the current amp is RrlRI, 
so multiplying RI by GEA gives the value of RI, in this 
case approximately 10ka. Setting a zero at the cross
over frequency and a pole at half the switching frequency 
completes the current loop compensation. 

1 
C z = -,----:::---::-

2 e 1t e R, efc 

CIA OUT 

Figure 2: UCC3817 voltage amplNier configuration. Figure 3. Current loop compensation. 
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APPLICATION INFORMATION (cont.) 
The UCC3817 current amplifier has the input from the 
multiplier applied to the inverting input. This change in 
architecture from previous Unitrode PFC controllers im
proves noise immunity in the current amplifier. It also 
adds a phase inversion into the control loop. The 
UCC3817 takes advantage of this phase inversion to im
plement leading edge duty cycle modulation. Synchro
nizing a boost PFC controller to a downstream DC to DC 
controller reduces the ripple current seen by the bulk ca
pacitor between stages, reducing capacitor size and 
cost, and reducing EMI. This is explained in greater de
tail in a following section. The UCC3817 current amplifier 
configuration is shown in Fig. 4. 

Start Up Current 

The UCC3818 version of the device is intended to have 
Vee connected to a 12V supply voltage. The UCC3817 
has an internal shunt regulator enabling the device to be 
powered from bootstrap circuitry as shown in the typical 
application circuit of Fig. 1. The current drawn by the 
UCC3817 during undervoltage lockout, or start up cur
rent, is typically 150J.LA. Once Vee is above the UVLO 
threshold, the device is enabled and will draw 4mA typi
cally. A resistor connected between the rectified AC line 
voltage and the VCC pin provides current to the shunt 
regulator during power up. Once the circuit is operational 
the bootstrap winding of the inductor will provide the Vee 
voltage. Sizing of the startup resistor is determined by 
the startup time requirement of the system design. 

L\V 
'STARTUP = C.

L\t 

R= VRMS 

'STARTUP 

UCC1817/18 
UCC2817/18 
UCC3817/18 

Where I is the startup current, C is the total capacitance 
at the VCC pin, V is the UVLO threshold and t is the al
lowed startup time. 

Assuming a 1 second allowed startup time, a 16V UVLO 
threshold, and a total Vee capacitance of 100I1F, a resis
tor value of 75k.Q is required at a low line input voltage of 
80VRMS. The IC start up current is sufficiently small as to 
be ignored in sizing the start up resistor. 

Leading Edge Modulation 

The UCC3817 uses leading edge modulation as op
posed to traditional trailing edge modulation. USing lead
ing edge modulation in a boost PFC front end being 
synchronized to a downstream buck converter using trail
ing edge modulation greatly diminishes the ripple current 
in the boost bulk capacitor. Refer to Fig. 5. 

LBOOST 

'-----... I---.... VOUT 

Figure 4. UCC3817 current amplifier configuration. 

PFC BOOST CIRCUIT BUCK DERIVED CONVERTER 

- - - - - - - - - - - - - - - - - - - -- - - - - - -1 r - - -- - -- - -- - - - - - - - - --

4- 102 IL 
L1 D1 02 --. --. 

~ ~L....-~-1""--0-~ 1
0

---, .,01--1 ---41II--;-~~L--T-K ";""-'9 

UDG·98186 

Figure 5. Leading edge modulation. 
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APPLICATION INFORMATION (cont.) 
In a conventional synchronized system with both regula
tors utilizing trailing edge modulation, 01 and 02 would 
be turned on at the same time. All of the charging 'current 
for L 1 would go to ground through 01 and all of the out
put current would come from the bulk capacitor through 
02. Similarly, when both FETs are turned off, all the in
ductor current will flow into the bulk capacitor and all of 
the output current will be supplied by the freewheeling di
ode 02. By using leading edge modulation on the boost 
converter the FETs are tumed on and off altemately. Re-

~t1 ~' .. t2 ~' .. t3 ~I" 

01l 
I 

: .. Ts 
I 
I 

02 I 
I 
I 
I 

lAC 
I01J 

102 
IL 

I- Ts 
I 

Ic I 
I 
I 
I 
I 
I 

UCC1817/18 
UCC2817/18 
UCC3817/18 

fer to Fig. 6. When 01 is off and 02 is on, some of the 
output current is supplied through diode 01 by the boost 
inductor L 1. When 01 is on and 02 off, the charge on 
the bulk capacitor is held up by the blocking action of 02. 
It can be seen that the RMS current through the bulk ca
pacitor is minimized when t1 and 13 are maximized with 
respect to t2 and t4. This greatly reduces the ripple cur
rent seen by the bulk capacitor, reducing stress and in
creasing reliability. 

t4...J 

I 
I 

~, 

I 

~ 

IAc·IL lAC 0 -IL 

Figure 6. Timing relationships show capacitor current cancellation. 

UNITRODE CORPORATION 
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~UNITRDDE 
UCC18500/1/213 
UCC28500/1/213 
UCC38500/1/213 

Combined PFC/PWM Controller ADVANCE INFORMATION 

FEATURES 
• Combines PFC and 2nd Stage Down 

Converter Function 

• Controls Boost PWM to near Unity Power 
Factor 

• Accurate Power Limiting 

• Average Current Mode Control in PFC 
Stage 

• Peak Current Mode Control in Second 
Stage 

• High Bandwidth (5MHz), Low Offset 
Current Amplifier 

• Programmable Oscillator 

• Leading EdgefTrailing Edge Modulation 
for Reduced Output Ripple Using 
SmartSync™ 

• Low Startup Supply Current 

• Synchronized Second Stage Start Up, 
with Programmable Soft Start 

• Programmable Second Stage Shut Down 

BLOCK DIAGRAM 

DESCRIPTION 
The UCC18500 family provides all of the functions necessary for an 
active power factor corrected preregulator and a second stage forward 
converter. The controller achieves near unity power factor by shaping 
the AC input line current waveform to correspond to the AC input line 
voltage using average current mode control. The forward converter 
uses peak current mode control to perform the step down power con
version. 

The PFC stage is leading edge modulation while the second stage is 
trailing edge synchronized to allow for minimum overlap between the 
boost and buck switches. This reduces ripple current in the bulk output 
capacitor. 

In order to operate with a three to one range of input line voltages, a 
line feedforward (VFF) in used to keep input power constant with vary
ing input voltage. The multiplier then divides the line current by the 
square of the RMS value of the input line. Generation of VFF is done 
using lAC in conjunction with an external single pole filter. This not only 
reduces external parts count, but avoids the use of high voltage com
ponents offering a lower cost solution. 

VERR ISENSE2 SS2 vee GND 

~-----------------------------

I 
I 
I 
I 
I 6.7SV 

OVP/ENBL 4 

VAOUT 1 f-----, 

VSENSE 3 

VFF 

lAC 

MOUT 

I 
-------------------- 16 

ISENSE1 CAOUT 

04199 

RT CT 
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ABSOLUTE MAXIMUM RATINGS 
Supply Voltage vee .............................. 18V 
Gate Drive Current 

Continuous ................................... 0.2A 
SO% Duty Cycle ................................. 1 A 

Input Voltage 
ISENSE1, ISENSE2 MOUT,VSENSE.OVP, ENBL. .......• 11V 
PKLMT ........................................ SV 

Input Current, RS,ET, lAC, PKLMT, ENA .............. 10mA 
Power Dissipation ................................. 1W 

Currents are positive into, negative out of the specified termi
nal. Consult Packaging Section of Databook for thermallimita
tions and considerations of packages. All voltages are 
referenced to GND. 

ORDERING INFORMATION 
uccDssoDD t t t PACKAGE 

PRODUCT OPTION 

TEMPERATURE RANGE 

PACKAGE INFORMATION 

PRODUCT OPTION 
UVLO UVL02 

TEMPERATURE RANGE HYSTERESIS 
UCC18S00 16 1.2 
UCC18S01 -SsoC to +12SoC 10.S 1.2 
UCC18S02 16 3.0 
UCC18S03 10.S 3.0 
UCC28S00 16 1.2 
UCC28S01 -40°C to +8SoC 10.S 1.2 
UCC28S02 16 3.0 
UCC28S03 10.S 3.0 
UCC38S00 16 1.2 
UCC38S01 O°C to +70°C 10.S 1.2 
UCC38S02 16 3.0 
UCC38S03 10.S 3.0 

CONNECTION QIAGRAMS 

OIL-20, SOIC-20 (TOP VIEW) 
N, OW and J Packages 

PACKAGE 

J-CDIP 
N-PDIP 

DW-SOIC 

N-PDIP 
DW-SOIC 

UCC18500/1/213 
, UCC28500/1/213 
. UCC38500/1/213 

ELECTRICAL CHARACTERISTICS: Unless otherwise specified, these specifications hold for T A=O°C to 70°C for the 
UCC38S0X, -40°C to +8SoC for the UCC28S0X, and -SSoC to +12SoC for the UCC18S0X, TA = TJ. Vee = 12V, RT = 22k, CT = 
330pF 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

Supply Current Section 

Supply Current, Off VCC= 12V 1S0 2S0 ~ 
Supply Current, On VCC= 12V 4 6 mA 

UVLO Section 

VCC Tum-On Threshold (UCCX8S00/S02) 1S.4 16 16.6 V 

UVLO Hysteresis (UCCX8S00/S02) S.8 6 6.2 V 

Shunt Voltage (UCCX8S00/S02) Ivee= 10mA 17 17.S V 

VCC Turn-On Threshold (UCCX8S01/S03) 10.2 10.S 10.8 V 

UVLO Hysteresis (UCCX8501/S03) 0.4 O.S 0.6 V 
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UCC18500/1/213 
UCC28500/1/213 
UCC38500/1/213 

ELECTRICAL CHARACTERISTICS: Unless otherwise specified, these specifications hold for T A=O°C to 70°C for the 
UCC3850X, --40°C to +85°C for the UCC2850X, and -55°C to +125°C for the UCC1850X, TA = TJ. Vcc = 12V, RT = 22k, CT = 
330pF 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

Voltage Amplifier Section 

Input Voltage T A = O°C to 70°C 7.388 7.500 7.613 V 

T A = --40°C to 85°C 7.369 7.500 7.631 V 

T A = -55°C to 125°C 7.313 7.5 7.687 V 

VSENSE Bias Current 50 nA 

Open Loop Gain VAOUT = 2V to 5V 80 dB 

VOUT High ILOAD = -1501lA 5.4 5.5 5.6 V 

VouTLow ILOAD = 150llA 0.1 0.2 V 

Over Voltage Protection and Enable Section 

Over Voltage Reference 7.8 8 8.2 V 

Hysteresis 400 500 600 mV 

Enable Threshold 1.5 2 V 

Current Amplifier Section 

Input Offset Voltage VCM = OV, VCAOUT = 3V -5 0 5 mV 

Input Bias Current VCM = OV, VCAOUT = 3V -50 nA 

Input Offset Current VCM = OV, VCAOUT= 3V 25 nA 

Open Loop Gain VCM = OV, VCAOUT= 2V to 5V 90 dB 

CMRR VCM = OV to 1.5V, VCAOUT= 3V 80 dB 

VOUT High ILOAD = -1501lA 7 V 

VOUT Low ILOAD = 1mA 0.2 V 

Gain Bandwidth Product 2.5 3.5 MHz 

Voltage Reference Section 

Output Voltage IREF = OmA, T A = 25°C 7.387 7.5 7.6 V 

Over Temperature (UCC3850X) 7.368 7.5 7.631 V 

Over Temperature (UCC2850X, UCC1850X) 7.313 7.5 7.687 V 

Load Regulation IREF = 1mA to 2mA 5 10 mV 

Line Regulation VCC = 10.8V to 16V 10 20 mV 

Short Circuit Current VREF=OV -35 mA 

Oscillator Section 

Initial Accuracy TA= 25°C 85 100 115 kHz 

Voltage Stability VCC = 10.8V to 15V 1 % 

Total Variation Line, Temp 80 120 kHz 

Ramp Peak Voltage 4.5 5 5.5 V 

Ramp Amplitude Voltage (peak to peak) 4 V 

Peak Current Limit Section 

PKLMT Reference Voltage -15 0 15 mV 

PKLMT Propogation Delay 500 ns 
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UCC18500/1/213 
UCC28500/1/213 
UCC38500/1/213 

ELECTRICAL CHARACTERISTICS: Unless otherwise specified, these specifications hold for T A=O°C to 70°C for the 
UCC3850X, -40°C to +85°C for the UCC2850X, and -55°C to +125°C for the UCC1850X, TA = TJ. VCC= 12V, RT = 22k, CT = 
330pF 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

Multiplier Section 

High Line, Low Power lAC = 5001lA, VFF=4.7V, VAQUT= 1.25V -6 IlA 
High Line, High Power lAC = 5001lA, VFF = 4.7V, VAOUT = 5V -90 IlA 
Low Line, Low Power lAc = 1501lA, VFF = 1.4V, VAOUT = 1.25V -19 IlA 
Low Line, High Power lAC = 1501lA, VFF = 1.4V, VAOUT = 5V -300 IlA 
lAC Limited lAC = 1501lA, VFF = 1V, VAOUT = 5V -300 IlA 
Gain Constant (K) lAC = 3001lA, VFF = 2.8V, VAOUT = 2.5V 1 1N 

Zero Current lAC = 1501lA, VFF = 1.4V, VAOUT = 0.25V -5 0 IlA 
lAC = 5001lA, VFF = 4.7V, VAOUT = 0.25V -5 0 ~A 

Power Limit lAC = 1501lA, VFF = 1.4V, VAOUT = 5V -300 /.LA 

Zero Power Section 

Zero Power Comparator Threshold Measured on VAOUT 0.25 0.5 V 

PFC Gate Driver Section 

GT1 Pull Up Resistance lOUT = -200mA 7 0 

GT1 Pull Down Resistance lOUT = 100mA 3 0 

GT1 Output Rise Time CLOAO= 1nF, RLOAO= 100 25 ns 

GT1 Output Fall Time CLOAO= 1nF, RLOAO= 100 25 ns 

Second Stage UVLO (UVL02) 

PWM Turn-on Reference (UCCX8500/501) 6.75 V 

Hysteresis (UCCX8500/501) 1.2 V 

PWM Turn-on Reference (UCCX8502/503) 6.75 V 

Hysteresis (UCCX8502/503) 3 V 

Second Stage Soft Start Section 

SS2 Charge Current -10 IlA 
SS2 Pulldown Current on VERR VERR=0.2V 2 mA 

Second Stage Duty Cycle Clamp Section 

Maximum Duty Cycle 47 50 % 

Second Stage Pulse by Pulse Current Sense Section 

Current Sense Comparator Threshold VERR = 2.5V, Measured on ISENSE2 1 V 

Second Stage Over Current Limit Section 

Peak Current Comparator Threshold 1.3 V 

Input Bias Current 50 nA 

Second Stage Gate Driver Section 

GT2 Pull Up Resistance lOUT = -200mA 7 0 

GT2 Pull Down Resistance lOUT = 100mA 3 0 

GT2 Output Rise Time CLOAO= 1nF, RLOAO= 100 25 ns 

GT2 Output Fall Time CLOAO= 1nF, RLOAO= 100 25 ns 

Note 1: Guaranteed by design, not 100% tested in production. 
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PIN DESCRIPTIONS 
CAOUT: (current amplifier out) This is the output of a 
wide bandwidth op amp that senses line current and 
commands the PFC pulse width modulator (PWM) to 
force the correct current. This output can swing close to 
gnd, allowing the PWM to force zero duty cycle when 
necessary. 

CT: (Oscillator timing capacitor) A capacitor from CT to 
Gnd will set the oscillator frequency according to: 

f= 0.725 
(RT eCT) 

GND: (ground) All voltages measured with respect to 
ground. VCC and VREF should be bypassed directly to 
GND with a 0.111F or larger ceramic capacitor. The timing 
capacitor discharge current also returns to this pin, so 
the lead from the oscillator timing to GND should be as 
short and direct as possible. 

GT1: (gate drive) The output drive for the PFC stage is a 
totem pole MOSFET gate driver on GT1. Use a series 
gate resistor of at least 5 ohms to prevent interaction be
tween the gate impedance and the GT1 output driver 
that might cause the GT1 to overshoot excessively. 
Some overshoot of the GT1 output is always expected 
when driving a capacitive load. 

GT2: (gate drive) Same as output GT1 for the second 
stage output drive. Limited to 50% maximum duty cycle. 

lAC: (input ac current) This input to the analog multiplier 
is a current. The multiplier is tailored for very low distor
tion from this current input (lAc) to MOUT, so this is the 
only multiplier input which should be used for sensing in
stantaneous line voltage. 

ISENSE1: (current sense) This is the inverting input to 
the current amplifier. This input and the non-inverting in
put MOUT remain functional down to and below GND. 

ISENSE2: (current sense) A resistor from the source of 
the lower FET to ground generates the input signal for 
the peak limit control of the second stage. The oscillator 
ramp can also be summed into this pin. 

UCC18500/1/213 
UCC28500/1/213 
UCC38500/112J3 

MOUT: (multiplier output and current sense minus) The 
output of the analog multiplier and the inverting input of 
the current amplifier are connected together at MOUT. 
As the multiplier output is a current, this is a high imped
ance input so the amplifier can be configured as a differ
ential amp to reject ground noise. Multiplier output 
current is given by: 

, _ (VAOUT -1.0)e'AC 
MO - 2 

KeVFF 

OVPIENBL: (over voltage/enable) A window comparator 
input which will disable the PFC output driver if the boost 
output is 5% above nominal or will disable both the PFC 
and second stage output drivers and reset SS2 if pulled 
below 1.5V. 

PKLMT: (PFC peak current limit) The threshold for 
pklimit is O.OV. Use a resistor divider from the negative 
side of the current sense resistor to VREF to level shift 
this signal to a voltage corresponding to the desired 
overcurrent threshold across the current sense resistor. 

PWRGND: Ground for totem pole output drivers. 

RT: (oscillator charging current) A resistor from RT to 
GND is used to program oscillator charging current. A re
sistor between 10kn and 100kn is recommended. 

SS2: (soft start for PWM) SS2 is at ground for either en
able low or VCC below the UVLO threshold. When en
abled, SS2 will charge an external capacitor with a 
current source. This voltage will be used as the voltage 
error signal during startup enabling the PWM duty cycle 
to increase slowly. In the event of a disable command or 
a VCC dropout, SS2 will quickly discharge to disable the 
PWM. 

VAOUT: (voltage amplifier out) This is the output of the 
opamp that regulates output voltage. The voltage ampli
fier output is internally limited to approximately 5.5V to 
prevent overshoot. 

VCC: (positive supply voltage) Connect to a stable 
source of at least 20mA between 13V and 17V for nor
mal operation. Bypass VCC directly to GND to absorb 
supply current spikes required to charge external 
MOSFET gate capacitances. To prevent inadequate 
Gate Drive signals, the output devices will be inhibited 
unless VCC exceeds the upper under-voltage lockout 
threshold and remains above the lower threshold. 
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PIN DESCRIPTIONS 
VERR: Voltage amp error. signal for the second stage. 
The error signal is generated by an external amplifier 
which drives this pin. 

VFF: (RMS feed forward signal) VFF signal generated at 
this pin by mirroring lac into a single pole external filter. 

R _ VFFMAX 
VFF -

.J2.IACMAX .0.9 
2 

APPLICATION INFORMATION 
The UCC38S00 is designed to incorporate all the control 
functions required for a power factor correction circuit 
and a second stage dc-dc converter. The PFC function 
is implemented as a full feature, average current mode 
controller Integrated Circuit for excellent performance. In 
addition, the input voltage feedforward function is imple
mented in a simplified manner. Current from lAC is mir
rored over to the VFF pin. By simply adding a resistor 
and capacitor (to attenuate 120Hz ripple) a voltage is de
veloped which is proportional to line voltage. This elimi
nates several components normally connected to the 
line. 

The UCC38S00 uses leading edge modulation for the 
PFC stage and trailing edge modulation for the dc-dc 
stage. This reduces ripple current in the output capacitor 
by reducing the overlap in conduction time of the PFC 
and dc-dc switches. In addition to the reduced ripple 
current, noise immunity is improved through the current 
error amplifier implementation. 

The UCC38S00 is optimized to control a boost PFC 
stage operating in continuous conduction mode, followed 
by a dc-dc converter (typically a forward topology). It is 
usual that the dc-dc converter is transformer isolated and 
therefore its error amplifier will be located on the second
ary side. The UCC38S00 is configured without an inter
nal error amplifier. The externally generated error signal 
is fed into the VERR pin. 

The UCC38S00 can be configured for voltage mode or 
current mode control of the second stage. The applica
tion figure shows a typical current mode configuration. 
For voltage mode control the ramp generated by CT is 
simply fed into the ISENSE2 pin. 

UCC1850011/2J3 
UCC28500/1/213 
UCC38500/1/213 

VSENSE:(voltage amplifier inverting input) This is nor
mally connected to a feedback network and to the boost 
converter output through a divider network .. 

VREF: (voltage reference output) VREF is the output of 
an accurate 7.SV voltage reference. This output is capa
ble of delivering 10mA to peripheral circuitry and is inter
nally'short circuit current limited. VREF is disabled and 
will remain at OV when VCC is below the UVLO thresh
old. Bypass VREF to GND with a 0.111F or larger ceramic 
capacitor for best stability. 

One of the main system challenges in designing systems 
with a PFC front end is coordinating the turn-on and 
turn-off on the dc-dc converter. If the dc-dc converter is 
allowed to turn on before the boost converter is opera
tional, it must operate at a much-reduced voltage and 
therefore can represent a large current draw to the boost 
converter. This start-up sequencing is handled internally 
by the UCC38S00. The UCC38S00 monitors the output 
voltage of the PFC converter and holds the dc-dc con
verter off until the output is within 10% of its regulation 
point. Once the trip point is reached the dc-dc section 
goes through a soft start sequence for a controlled, low 
stress start-up. Similarly if the output voltage drops too 
low (2 voltage options are available) the dc-dc converter 
shuts down thereby preventing overstress of the con
verter. 

Design details of the PFC section can be found in sev
eral references shown below. 

• UCC3817 data sheet 

• High Power Factor Preregulator for Off-Line Power 
Supplies, SEM-800 

• Optimizing the Design of a High Power Factor 
Switching Regulator, SEM-800 

A design example for a 2 switch forward converter can 
be found in: 

• 2S0W Off-Line Forward Converter Design Review, 
SEM-SOO 
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~.UNITROCE 
UC1852 
UC2852 
UC3852 

High Power-Factor Preregulator 
FEATURES 

• Low-Cost Power Factor 
Correction 

• Power Factor Greater Than 0.99 

• Few External Parts Required 

• Controlled On-Time Boost PWM 

• Zero-Current Switching 

• Limited Peak Current 

• Min and Max Frequency Limits 

• Starting Current Less Than 1 mA 

• High-Current FET Drive Output 

• Under-Voltage Lockout 

TYPICAL APPLICATION 

10/94 

DESCRIPTION 
The UC1852 provides a low-cost solution to active power-factor correction (PFC) 
for systems that would otherwise draw high peak current pulses from AC power 
lines. This circuit implements zero-current switched boost conversion, producing 
sinusoidal input currents with a minimum of external components, while keeping 
peak current substantially below that of fully-discontinuous converters. 

The UC1852 provides controlled switch on-time to regulate the output bulk DC 
voltage, an off-time defined by the boost inductor, and a zero-current sensing 
circuit to reactivate the switch cycle. Even though switching frequency varies with 
both load and instantaneous line voltage, it can be maintained within a reasonable 
range to minimize noise generation. 

While allowing higher peak switch currents than continuous PFCs such as the 
UC1854, this device offers less external circuitry and smaller inductors, yet better 
performance and easier line-noise filtering than discontinuous current PFCs with 
no sacrifice in complexity or cost. The ability to obtain a power factor in excess of 
0.99 makes the UC1852 an optimum choice for low-cost applications in the 50 to 
500 watt power range. Protection features of these devices include under-voltage 
lockout, output clamping, peak-current limiting, and maximum-frequency 
clamping. 

The UC1852 family is available in 8-pin plastic and ceramic dual in-line packages, 
and in the 8-pin small outline IC package (SOIC). The UC1852 is specified for 
operation from -55°C to + 125°C, the UC2852 is specified for operation from -40°C 
to +85°C, and the UC3852 is specified for operation from O°C to +70°C. 

UDG·92001 
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ABSOLUTE MAXIMUM RATINGS 
Supply Voltage (Low-impedance Source) .......................... 30.0V 
Supply Current (High-impedance Source) ...................... 30.0mA 
OUT Current, Peak ............................................................. ±1.0A 
OUT Energy, Capacitive Load ............................................ 5.0IJ,J 
Input Voltage, ISNS ............................................................ ±5.0V 
Input Voltage, VFB ............................................. -o.3V to + 1 O.OV 
CaMP Current ............................................................... ±10.0mA 
ISET Current .................................................................. -10.0mA 
Power Dissipation at Ta.s25°C (Note 3) .............................. 1.0W 
Storage Temperature ....................................... -65°C to +150°C 
Lead Temperature (Soldering, 10 Seconds) ................... +300°C 
Note 1: All voltages with respect to GND (Pin 1). 
Note 2: All currents are positive into the specified terminal. 
Note 3: Refers to DIL-8 Package. Consult Packaging Section of 
Unitrode Integrated Circuits databook for thermal limitations and 
considerations of package. 

CONNECTION DIAGRAM 

UC1852 
UC2852 
UC3852 

DIL-8 (TOP VIEW) SOIC-8 (TOP VIEW) 

J or N Package D Package 

VFB08 eOMP 

ISNS 2 7 vee 

ISET 3 6 OUT 

RAMP 4 5 GND 

VFB[]B eOMP 

ISNS 2 7 vee 

ISET 3 6 OUT 

RAMP 4 5 GND 

UDG·92002 

ELECTRICAL CHARACTERISTICS Unless otherwise stated, VCC=24V, ISET =50kll to GND, RAMP=1 nF to GND, ISNS= 
-o.1V, VFB connected to CaMP, no load on OUT, -55°C<Ta<+ 125°C for the UC1852, 
-40°C<Ta<+85°C for the UC2852, and 0°C<Ta<+70°C for the UC3852, and Ta= Tj. 

PARAMETER TEST CONDITIONS MIN. TYP. MAX. UNITS 

Timer Section 

ISET Voltage 4.5 5.0 5.5 V 

RAMP Charge Current RAMP=2.5V 88 98 108 !lA 
RAMP Discharge Current ISNS= -1.0V, RAMP=1.0V 12 28 50 rnA 

RAMP Saturation Voltage ISNS= -1.0V, IRAMP=100!lA 0.006 0.200 V 

RAMP Threshold - Maximum Frequency VFB=10V, CaMP open 0.92 1.02 1.12 V 

RAMP Threshold - PWM Comparator 3.9 4.3 4.8 V 

Current Sense Comparator 

ISNS Restart Threshold -18 -10 -4 mV 

ISNS Fault Threshold -550 -450 -350 mV 

ISNS Input Current -100 -30 100 !lA 
Error Amplifier Section 

VFB Input Voltage 4.6 5.0 5.3 V 

VFB Input Bias Current -5.00 -0.03 5.00 !lA 
CaMP Sink Current COMP=7.5V 10 mA 

CaMP Source Current COMP=2.5V -300 -175 -100 !lA 
CaMP Clamp Voltage VFB=O.OV, CaMP open 9.2 10.0 10.6 V 

OUT Output 

OUT Saturation Voltage High VCC=13V, IOUT=-200mA, RAMP=2V 0.5 1.7 2.5 V 

OUT Saturation Voltage Low IOUT=200mA, ISNS= -1.0V 0.5 1.6 2.2 V 

OUT Saturation Voltage Low @ 10mA IOUT=10mA, ISNS= -1.0V 0.05 0.40 V 

OUT Clamp Voltage IOUT= -200mA, RAMP=2V 10.0 12.0 14.5 V 

OUT Voltage during UVLO IOuT=100mA, VCC=OV 0.5 1.0 2.2 V 

Overall Section 

Inactive Supply Current VCC=10V 0.2 0.4 1.0 rnA 

Active Supply Current 3.0 6.0 10.0 rnA 

VCC Clamp Voltage ICC=25mA 30 33 36 V 

VCC Turn-On Threshold 14.5 16.3 17.5 V 

VCC Turn-Off Threshold 10.5 11.5 13.0 V 

VCC Threshold Hysteresis 3 5 7 V 
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DETAILED BLOCK DIAGRAM 

Q'~----~--------~ 

UC1852 
UC2852 
UC3852 

RESET 
DOMINANT 

COMP 8 f---------, 

GND~ 

1V 

O.2V 

PIN DESCRIPTIONS 

COMP: eOMP is the output of the error amplifier and the 
input of the PWM comparator. To limit PWM on-time, this 
pin is clamped to approximately 10V. To implement soft 
start, the eOMP pin can be pulled low and ramped up with 
a PNP transistor, a capacitor, and a resistor. 

GND: Ground for all functions is through this pin. 

ISET: The dominant function is of this pin is to program 
RAMP charging current. RAMP charging current is 
approximately 5V divided by the external resistor placed 
from ISET to ground. Resistors in the range of 10kQ to 
50k!) are recommended, producing currents in the range 

of 1001lA to 5001lA. 

A second function of ISET is as reference output. The ISET 
pin is normally regulated to 5V ±10%. It is critical that this 
pin only see the loading of the RAMP programming resistor, 
but a high input-impedance comparator or amplifier may be 
connected to this pin or to a tap on the RAMP programming 
resistor if required. 

The third function of the ISET pin is as a FAULT output. In 
the event of an over-current fault, the ISET pin is forced to 
approximately 9V by the fault comparator. This can be used 
to trip an external protection circuit which can disable the 
load or start a fault restart cycle. 

ISNS: This input to the zero and over current comparators 
is specially built to allow operation over a ±5V dynamic 
range. In noisy systems or systems with very high 0 
inductors, it is desirable to filter the signal entering the ISNS 
input to prevent premature restart or fault cycles. For best 

9V 

UDG-92003 

accuracy, ISNS should be connected to a current sense 
resistor through no more than 200 ohms. 

OUT: The output of a high-current power driver capable of 
driving the gate of a power MOSFET with peak currents 
exceeding ±500mA. To prevent damage to the power 
MOSFET, the OUT pin is internally driven by a 12V supply. 
However, lead inductance between the OUT pin and the 
load can cause overshoot and ringing. External current 
boost transistors will increase this overshoot and ringing. If 
there is any significant distance between the Ie and the 
MOSFET, external clamp diodes and/or series damping 
resistors may be required. OUT is actively held low when 
the vee is below the UVLO threshold. 

RAMP: A controlled on-time PWM requires a timer whose 
time can be modulated by an external voltage. The timer 
current is programmed by a resistor from ISET to GND. A 
capaCitor from RAMP to GND sets the on time in 
conjunction with the voltage on eOMP. Recommended 
values for the timer capacitors are between 1 OOpF and 1 nF. 

VCC: vee is the logic and control power connection forthis 
device. vee current is the sum of active device supply 
cu'rrent and the average OUT current. Knowing the 
maximum operating frequency and the MOSFET gate 
charge (Og), average OUT current can be estimated by: 

lOUT = 09 x F 

To prevent noise problems, bypass vee to GND with both 
a ceramic and an electrolytic capacitor. 

VFB: VFB is the error amplifier inverting input. This input 
serves asboth the voltage sense input to the error amplifier 
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TYPICAL CHARACTERISTICS 

Error Amplifier Gain an Pase 
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APPLICATION INFORMATION: A 100 Watt Power Factor Preregulator 

L1 

R3 

R2 

D3 

UC1852 
UC2852 
UC3852 

UDG-92004 

This circuit demonstrates a complete power factor preregulator based on the UC3852. This preregulator will supply 
up to 100 watts at 400VDC and exhibit power factor greater than 0.995 with less than 10% total harmonic distortion. 
Operating input range is 90V to 160V RMS at 50Hz to 60Hz. 

This design is intentionally Simple, yet fully functional. The UC3852 can also be used in designs featuring soft start, 
over-voltage protection, wide power-line voltage operation, and fault latching. For more information on applying 
the UC3852, refer to Unitrode Application Note U-132. 

PARTS LIST 

C1 0.47flF/2S0VAC X2 Class Polyester 

C2 1 nF/16V Ceramic 

C3 68flF/3SV Aluminum Electrolytic 

C4 180pF/16V Ceramic 

CS 0.1flF/16V Polyester or Ceramic 

C6 82flF/450V Aluminum ElectrolytiC 

D1 2A1S00V Bridge Rectifier (Coli mer 
KBPC106 or,powertex MB11A02V60) 

D2 100mAlSOV Switching Diode (1N4148) 

D3 2A1S00V 2S0ns Recovery-Time Rectifier 
(Motorola MR856) 

IC1 UC3852N Power Factor Controller IC 

UNITRODE CORPORATION 
7 CONTINENTAL BLVD .• MERRIMACK, NH 03054 
TEL. (603) 424-2410. FAX (603) 424-3460 

4-26 

Q1 
L1 

R1 

R2 

R3 

R4 

RS 

R6 

R7 

R8 

IRF830 4.SAlSOOV 1.5.Q Power FET 
680flH (Renco RL3792 with 
10 Turn 24 AWG Secondary) 

1S0k.Q, %W 

0.20, %W Carbon Composition 

100, %W 

13.3kO, %W 

1MO, %W 

20k.Q, %W 

200k.Q, %W 

200kO, %W 



~UNITRODE 
UC1853 
UC2853 
UC3853 

High Power Factor Preregulator 
FEATURES 
• Complete 8-pin Power Factor 

Solution 

• Reduced External Components 

• RMS Line Voltage Compensation 

• Precision Multiplier/Squarer/Divider 

• Intemal 75kHz Synchronizable 
Oscillator 

• Average Current Mode PWM 
Control 

• Overvoltage Protection Comparator 

• High Current, Clamped Gate Driver 

BLOCK DIAGRAM 

r---------
I 
I 
I 
I 
I 

3.15V/3V 

lAC 

oVP 

DESCRIPTION 
The UC3853 provides simple, yet high performance active power factor 
correction. Using the same control technique as the UC1854, this 8-pin de
vice exploits a simplified architecture and an internal oscillator to minimize 
external component count. The UC3853 incorporates a precision multi
plier/squarer/divider circuit, voltage and current loop error amplifiers, and a 
precision voltage reference to implement average current mode control 
with RMS line voltage compensation. This control technique maintains con
stant loop gain with changes in input voltage, which minimizes input line 
current distortion over the worldwide input voltage range. 

The intemal 75kHz oscillator includes an external clock input, allowing syn
chronization to downstream converters. Additionally, the device features an 
overvoltage protection comparator, a clamped MOSFET gate driver which 
self-biases low during undervoltage lockout, and low startup and supply 
current. 

These devices are available in 8-pin plastic and ceramic dual in-line (DIP) 
packages, and 8-lead small outline (SOIC) packages. The UC1853 is 
specified for operation from -55°C to + 125°C, the UC2853 is specified for 
operation from -25°C to +85°C, and the UC3853 is specified for operation 
from O°C to +70°C. 

IMO ICOMP 

7 ---- 8 --------------------, 

CURRENT 

~CLK 
II 
II 

l~ 

I 
I 

~~---14 GND 

I 
I 

- I ______________________________________________ J 

UOG-94120-1 

11197 
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ABSOLUTE MAXIMUM RATINGS 

Supply Voltage (VCC) ............................. 40V 
Output Drive Current, 

Continuous .... ' ............................ 0.125A, 
Peak . '.' ................ : .................... 0.5A 

Output Minimum Voltage ......................... -0.3\1 
lAC Maximum Input Current ........................ 1 rnA 
IMO Maximum Output Current ..................... -2mA 
IMO Minimum Voltage ...... , .................... -O.3V 
FB Maximum Input Vol.tage .......................... 5V 
VCOMP Maximum Voltage ......................... 6.2V 
ICOMP Sourcing Current .................... Self-limiting 
ICOMP Sinking Current .......................... 20mA 
ICOMP Maximum Voltage ......................... 7.2V 
Storage Temperature ................... -65°C to +150°C 
Junction Temperature ................... -55°C to +150°C 
Lead Temperature (Soldering, 10 sec.) ..... " ....... +300°C 
All voltages with respect to GND. Currents are positive into, 
negative out of the specified terminal. Consult Packaging Section 
of Databook for thermal limitations and considerations of 
packages. . 

. . . ~ 
CONNECTION DIAGRAM 

DIL-8,SOIC-8 (Top View) 
J or N, D Package 

OUT 

ICOMP 

VCOMP 

FB 

UC1853 
UC2853 
UC3853 

ELECTRICAL CHARACTERISTICS Unless otherwise stated, these parameters apply for TA = -55°C to + 125°C for the 
UC1853; -25°C to +85°C for the 2853; and O°C to + 70°C for the UC3853; VCC = 
16V VFB = 3V lAC = 100J,IA VvCOMP = 3 75V VICOMP = 3V TA = TJ , , , , , 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

Undervoltage Lockout Section 

VCC Turn-on Threshold VVCOMP, VICOMP Open 11.5 13 V 

Hysteresis 1.5 1.8 2.1 V 

Supply Current Section 

IVcc Startup Vcc = 8V, lAC = 1001lA; VvCOMP, VlcoMPOpen 250 500 J,IA 

IVcc lAC = 01lA, VICOMP = OV 10 15 rnA 

Voltage Loop Error Amplifier Section 

Transconductance lOUT = ± 201lA 0-70C 300 450 575 J,1mho 

Temperature 135 640 J,1mho 

Input Voltage 0-70C 2.925 3 3.075 V 

Temperature 2.9 3.1 V 

AVOL VVCOMP = 1V - 4V 50 60 dB 

Output Sink Current VFB = 3.2V, VvCOMP = 3.75V 20 50 IlA 
Output Source Current VFB = 2.8V, VVCOMP = 3.75V -50 -20 IlA 
Output Voltage High 5.5 6 V 

Output Voltage Low 0.6 0.9 V 

Current Loop Error Amplifier Section 

Offset Voltage 0 6 mV 

Voltage Gain VICOMP = 1V - 4V 70 dB 

Sink Current VIMO= 100mV, VICOMP = 3V 1 mA 

Source Current VIMO = -O.1V, VICOMP = 3V -150 --80 J,IA 

Output High IICOMP = -50mA 6 6.8 V 

Output Low IICOMP = 50J,IA 0.3 0.8 V 

PWM Modulator Gain VICOMP = 2V - 3V (Note 1) 20 %IV 
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UC1853 
UC2853 
UC3853 

ELECTRICAL CHARACTERISTICS 

(continued) 

Unless otherwise stated, these parameters apply for TA = -55°C to + 125°C for the 
UC1853; -25°C to +85°C for the 2853; and O°C to +70°C for the UC3853; VCC = 
16V VFB = 3V lAC = 100J.LA VvCOMP = 375V VICOMP = 3V TA = TJ , , , , , 

PARAMETER TEST CONDITIONS 

Multiplier Section 

Output Current - lAC Limited VCC = 11V, VvCOMP = 6V 

Output Current - Zero lAC =01lA 

Output Current - Power Limited VCC = 12V, VvCOMP = 5.5V 

Output Current VCC= 12V, VvCOMP = 2V 

VCC= 12V, VVCOMP = 5V 

VCC= 40V, VvCOMP = 2V 

VCC= 40V, VVCOMP = 5V 

Multiplier Gain Constant VCC= 12V, VVCOMP = 5.5V (Note 2) 

Oscillator Section 

Oscillator Initial Frequency TA = 25°C 

Oscillator Frequency Line, Load, Temperature 

Synchronization Frequency Range 

Synchronization Pulse Amplitude Pulse slew rate = 100V/IlSec (Note 3) 

Output Driver Section 

Maximum Output Voltage OmA load, VCC = 20V 

Output High OmA load, VCC = 12V, ref. to VCC 

-50mA load, VCC = 12V, ref. to VCC 

Output Low (Device Inactive) Vcc = OV, 20mA load (Sinking) 

Output Low (Device Active) 50mA load (Sinking) 

OUT Rise Time 1nF from OUT to GND 

OUT Fall Time 1nF from OUT to GND 

OUT Maximum Duty Cycle VICOMP=OV 

OVP Comparator Section 

Threshold Voltage Volts Above EA Input V 

Hysteresis 

Note 1: 
. ADutyCycle 

PWM modulator gam = A VICOMP 

Note 2: 
G . t t(K) IACe(VCOMP-1.5V) 

amcons an = VCC 
IMOeVCCe-- ,VCC= 12V. 

64 

Note 3. 
Synchronization is accomplished with a falling edge of 2V mag
nitude and 100V4tsec slew rate. 
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MIN TYP 

-230 -200 

-2 -0.2 

-236 -178 

-22 

-156 

-2 

-14 

-1.05 -0.9 

67.5 75 

56 75 

2 

12 15 

-2.7 -1.7 

-3 -2.2 

0.9 

0.5 

55 

35 

88 93 

90 150 

80 

MAX UNITS 

-170 J.LA 
2 J.LA 

-168 IlA 

J.LA 

J.LA 

J.LA 

IlA 
-0.75 V-1 

82.5 kHz 

94 kHz 

100 kHz 

V 

17.5 V 

V 

V 

2.0 V 

1 V 

100 ns 

100 ns 

% 

mV 

mV 



PIN DESCRIPTIONS 

FB: Voltage Amplifier Inverting Input, Overvoltage 
Comparator Input, Sync input. This pin serves three 
functions. FB accepts a ,fraction of the power factor 
corrected output voltage through a voltage divider, and is 
nominally regulated to 3V. FB voltages 5% greater than 
nominal will trip .the overvoltage comparator, and shut 
down the output stage until the output voltage drops 5%. 
The internal oscillator can be synchronized through FB by 
injecting a 2V clock signal though a capacitor. To prevent 
false tripping of the overvoltage comparator, the clock 
signal must have a fast falling edge, but a slow rising 
edge. See Application Note U-159 for more information. 

GND: Ground. All voltages are measured with respect to 
GND. The VCC bypass capacitor should be connected to 
ground as close to the GND pin as possible. 

lAC: AC Waveform Input. This input provides voltage 
waveform information to the multiplier. The current loop 
will try to produce a current waveform with the same 
shape as the lAC signal. lAC is a low impedance input, 
nominally at 2V, which accepts a current proportional to 
the input voltage. Connect a resistor from the rectified in
put line to lAC which will conduct 500mA at maximum line 
voltage. 

IMO: Multiplier Output and Current Sense Inverting Input. 
The output of the multiplier and the inverting input of the 
current amplifier are connected together at IMO. Avoid 
bringing this input below -Q.5V to prevent the internal 
protection diode from conducting. The multiplier output is 
a current, making this a summing node and allowing a dif
ferential current error amplifier configuration to reject 
ground noise. The input resistance at this node should be 
3.9k to minimize input bias current induced offset voltage. 
See the Applications section for the recommended circuit 
configuration. 

OUT: Gate Driver Output. OUT provides high current 
gate drive for the external power MOSFET. A 15V clamp 

UC1853 
UC2853 
UC3853 

prevellts excessive MOSFET gate-to-source voltage so 
that the UC3853 can be operated with VCC and high as 
40V. A series gate resistor of !it least 5 ohms should be 
used to minimize clamp voltage overshoot. In addition, a 
Schottky diode such as a 1N5818 connected between 
OUT and GND may be necessary to prevent parasitic 
substrate diode conduction. 

ICOMP: Current Loop Error Amplifier Output. The cur
rent loop error amplifier is a conventional operational 
amplifier with a 150J,IA current source class A output 
stage. Compensate the current loop by placing an im
pedance between ICOMP and IMO. This output can 
swing above the oscillator peak voltage, allowing zero 
duty cycle when necessary. 

VCC: Input Supply Voltage. This pin serves two func
tions. It supplies power to the chip, and an input voltage 
level signal to the squarer circuit. When this input is con
nected to a DC voltage proportional to the AC input RMS 
voltage, the voltage loop gain is reduced by 

64 
Vcc 2 ' 

This configuration maintains constant loop gain. The 
UC3853 input voltage range extends from 12V to 40V, 
allowing an AC supply voltage range in excess of 85V AC 
to 265VAC. Bypass VCC with at least a 0.111F ceramic 
capacitor to ensure proper operation. See the Applica
tions section for the recommended circuit configuration. 

VCOMP: Voltage Loop Error Amplifier Output. The 
voltage loop error amplifier is a transconductance type 
operational amplifier. A feedback impedance between 
VCOMP and FB for loop compensation must be avoided 
to maintain proper operation of the overvoltage 
protection comparator. Instead, compensate the voltage 
loop with an impedance between VCOMP and GND. 
When VCOMP is below· 1.5V, the multiplier output 
current is zero. 
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Note: the application circuit shown is a 100W, 75KHz design. 
Additional application information can be found in Application 
Note U-159 and Design Note DN-7B. 
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~UNITRODE UC1854 
UC2854 
UC3854 

High Power Factor Preregulator 
FEATURES 
• Control Boost PWM to 0.99 Power 

Factor 

• Limit Line Current Distortion To <5% 

• World-Wide Operation Without 
Switches 

• Feed-Forward Line Regulation 

• Average Current-Mode Control 

• Low Noise Sensitivity 

• Low Start-Up Supply Current 

• Fixed-Frequency PWM Drive 

• Low-Offset Analog Multiplier/Divider 

• 1A Totem-Pole Gate Driver 

• Precision Voltage Reference 

BLOCK DIAGRAM 

5/98 

DESCRIPTION 
The UC1854 provides active power factor correction for power systems 
that otherwise would draw non-sinusoidal current from sinusoidal power 
lines. This device implements all the control functions necessary to build a 
power supply capable of optimally using available power-line current while 
minimizing line-current distortion. To do this, the UC1854 contains a volt
age amplifier, an analog multiplier/divider, a current amplifier, and a fixed
frequency PWM. In addition, the UC1854 contains a power MOSFET com
patible gate driver, 7.5V reference, line anticipator, load-enable compara
tor, low-supply detector, and over-current comparator. 

The UC1854 uses average current-mode control to accomplish fixed
frequency current control with stability and low distortion. Unlike peak 
current-mode, average current control accurately maintains sinusoidal line 
current without slope compensation and with minimal response to noise 
transients. 

The UC1854's high reference voltage and high oscillator amplitude mini
mize noise sensitivity while fast PWM elements permit chopping frequen
cies above 200kHz. The UC1854 can be used in single and three phase 
systems with line voltages that vary from 75 to 275 volts and line frequen
cies across the 50Hz to 400Hz range. To reduce the burden on the cir
cuitry that supplies power to this device, the UC1854 features low starting 
supply current. ' 

V AOUT MUL TOUT CAOUT PKLlM 
REF 

ISENSE CT RSET 
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UC1854 
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ABSOLUTE MAXIMUM RATINGS CONNECTION DIAGRAMS 
Supply Voltage VCC .............................. 35V 
GTDRV Current, Continuous ....................... 0.5A 
GTDRV Current, 50% Duty Cycle. . . . . . . . . . . . . . . . . .. 1.5A 
Input Voltage, VSENSE, VRMS ....................... 11V 
Input Voltage, ISENSE, MUL TOUT. . . . . . . . . . . . . . . . . . .. 11V 
Input Voltage, PKLlM .............................. 5V 
Input Current, RSET, lAc, PKLlM, ENA ............... 10mA 
Power Dissipation . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .. 1 W 
Storage Temperature .................. -650C to + 150°C 
Lead Temperature (Soldering, 10 Seconds) ......... +300oC 

Note 1: All voltages with respect to GND (Pin 1). 
Note 2: All currents are positive into the specified terminal. 
Note 3: ENA input is internally clamped to approximately 14V. 
Note 4: Consult Unitrode Integrated Circuits databook for infor
mation regarding thermal specifications and limitations of pack
ages. 

OIL-16 & SOIC-16 (Top View) 
J, N & OW Packages 

PLCC-20 & LCC-20 (Top View) 
Q & L Packages 

N/C------. 

GND-----, 

PKLlM 

CAOUT 

ISENSE 

N/C 

MULTOUT 

lAC 

VAOUT 
VRMS---..J 

.----GTDRV 

VCC 

CT 

SS 

N/C 

REST 

VSENSE 

ENA 
L----VREF 

'------N/C 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, Vcc=18V, RSET=15k to ground, CT=1.5nF to ground, 
PKLlM=1V, ENA=7.5V, VRMS=1.5V, IAC=1001!A, ISENSE=OV, CA Out=3.5V, VA Out=5V, VSENSE=7.5V, no load on SS, CA Out, VA 
Out, REF, GTDRV, -550C<TA<1250C for the UC1854, -40oC<TA<850C for the UC2854, and OOC<TA<70oC for the UC3854, and 
TA=TJ 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

OVERALL 

Supply Current, Off ENA=OV 1.5 2.0 mA 

Supply Current, On 10 16 mA 

Vcc Turn-On Threshold 14.5 16 17.5 V 

VCC Turn-Off Threshold 9 10 11 V 

ENA Threshold, Rising 2.4 2.55 2.7 V 

ENA Threshold Hysteresis 0.2 0.25 0.3 V 

ENA Input Current ENA=OV -5.0 -0.2 5.0 I1A 
VRMS Input Current VRMs=5V -1.0 -.01 1.0 I1A 
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ELECTRICAL CHARACTERISTICS: Unless otherwise stated, VCC=18V, RSET=15k to ground, CT=1.5nF to ground, 
PKLlM=1V, ENA=7.5V, VRMS=1.5V, IAC=100!lA, ISENSE=OV, CA Out=3.5V, VA Out=5V, VSENSE=7.5V, no load on SS, CA Out, VA 
Out, REF, GTDRV, -550C<TA<1250C for the UC1854, -40oC<:TA<850C for the UC2854, and OOC<TA<70oC for the UC3854, and 
TA-TJ -

PARAMETER TEST CONDITIONS 

VOLTAGE AMPLIFIER 

Voltage Amp Offset Voltage VAOut=5V 

VSENSE Bias Current 

Voltage Amp Gain 

Voltage Amp Output Swing 

Voltage Amp Short Circuit Current VAOut=OV 

SS Current SS=2.5V 

CURRENT AMPLIFIER 

Current Amp Offset Voltage 

ISENSE Bias Current 

Input Range, ISENSE, Mult Out 

Current Amp Gain 

Current Amp Output Swing 

Current Amp Short Circuit Current CAOut=OV 

Current Amp Gain-BW Product TA=250C (Note 6) 

REFERENCE 

Reference Output Volt~e IREF=OmA, TA=25OC 

IREF=OmA, Over Temp. 

VREF Load Regulation -10mA<IREF<OmA 

VREF Line Regulation 15V<Vcc<35V 

VREF Short Circuit Current REF=OV 

MULTIPLIER 

Mult Out Current lAC Limited IAC=100pA, RSET=10k, VRMS=1.25V 

Mult Out Current Zero IAC=OpA, RSET=15k 

Mult Out Current RSET Limited IAC=45~, RSET=15k, VRMS=1V, VA Out = 6V 

Mult Out Current IAC=501lA, VRMS=2V, VA=4V 

IAC=100pA, VRMS=2V, VA=2V 

IAC=200pA,VRMS=2V,VA=4V 

IAC=3001lA, VRMS=1V, VA=2V 

IAC=1001lA, VRMS=1V, VA=2V 

Multiplier Gain Constant (Note 5) 

OSCILLATOR 

Oscillator Frequency RSET=15k 

RSET=8.2k 

CT Ramp Peak-to-Valley 
Amplitude 

CT Ramp Valley Voltage 

Note 5: Multiplier Gain Constant (k) is defined by: IMULTOUT = k X lAC x (VA~UT -1) 
VRMS 

Nots 6: Guaranteed by design. Not 100% tested in production. 
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MIN 

-8 

-500 

70 

-36 

-20 

-4 

-500 

-0.3 to 2.5 

80 

-36 

400 

7.4 

7.35 

-15 

-10 

-50 

-220 

-2.0 

-280 

-50 

-38 

-165 

-250 

-95 

46 

86 

4.9 

0.8 

TYP MAX UNITS 

8 mV 

-25 500 nA 

100 dB 

0.5 to 5.8 V 

-20 -5 mA 

-14 -6 pA 

4 mV 

-120 500 nA 

V 

110 dB 

0.5 to 16 V 

-20 -5 mA 

800 kHz 

7.5 7.6 V 

7.5 7.65 V 

5 15 mV 

2 10 mV 

-28 -12 mA 

-200 -180 pA 

-0.2 2.0 pA 

-255 -220 IIA 
-42 -33 IIA 
-27 -12 pA 

-150 -105 pA 

-225 -150 IIA 
-80 --{)O pA 

-1.0 V 

55 62 kHz 

102 118 kHz 

5.4 5.9 V 

1.1 1.3 V 
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ELECTRICAL CHARACTERISTICS: Unless otherwise stated, Vcc=18V, RSET=15k to ground, CT=1.5nF to ground, 
PKLlM=1V, ENA=7.5V, VRMS=1.5V, IAC=100!lA, ISENSE=OV, CA Out=3.5V, VA Out=5V, VSENSE=7.5V, no load on 55, CA Out, VA 
Out, REF, GTDRV, -550C<TA<1250C for the UC1854, --40oC<TA<850C for the UC2854, and OOC<TA<70oC for the UC3854, and 
TA=TJ 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

GATE DRIVER 

Maximum GTDRV Output Voltage OmA load on GTDRV, 18V<Vcc<35V 13 14.5 18 V 

GTDRV Output Voltage High -200mA load on GTDRV, Vcc=15V 12 12.8 V 

GTDRV Output Voltage Low, Off Vcc=OV, 50mA load on GTDRV 0.9 1.5 V 

GTDRV Output Voltage Low 200mA load on GTDRV 1.0 2.2 V 

10mA load on GTDRV 0.1 0.4 V 

Peak GTDRV Current 10nF from GTDRV to GND 1.0 A 

GTDRV Rise/Fall Time 1nF from GTDRV to GND 35 ns 

GTDRV Maximum Duty Cycle VCAout=7V 95 % 

CURRENT LIMIT 

PKLlM Offset Voltage -10 10 mV 

PKLlM Input Current PKLlM=-O.1V -200 -100 IlA 

PKLlM to GTDRV Delay PKLlM falling from 50mV to -50mV 175 ns 

Note 5: Multiplier Gain Constant (k) is defined by: IMULTOUT = k X lAC x (VA~UT -1) 
VRMS 

Note 6: Guaranteed by design. Not 100% tested in production. 

PIN DESCRIPTIONS 
CAOUT: Current Amplifier Output. This is the output of a 
wide-bandwidth op amp that senses line current and 
commands the pulse width modulator (PWM) to force the 
correct current. This output can swing close to GND, al
lowing the PWM to force zero duty cycle when neces
sary. The current amplifier will remain active even if the 
IC is disabled. The current amplifier output stage is an 
NPN emitter follower pull-up and an 8k resistor to 
ground. 

CT: Oscillator Timing Capacitor. A capacitor from CT to 
GND will set the PWM oscillator frequency according to 
this relationship: 

F = 1.25 

RSET x CT 

ENA: Enable. ENA is a logic input that will enable the 
PWM output, voltage reference, and oscillator. ENA also 
will release the soft start clamp, allowing SS to rise. 
When unused, connect ENA to a +5V supply or pull ENA 
high with a 22k resistor. The ENA pin is not intended to 
be used as a high speed shutdown to the PWM output. 

GND: Ground. All voltages are measured with respect to 
GND. VCC and REF should be bypassed directly to GND 

with an O.1I1F or larger ceramic capacitor. The timing ca
pacitor discharge current also returns to this pin, so the 
lead from the oscillator timing capacitor to GND should 
also be as short and as direct as possible. 

GTDRV Gate Drive. The output of the PWM is a totem 
pole MOSFET gate driver on GTDRV. This output is in
ternally clamped to 15V so that the IC can be operated 
with VCC as high as 35V. Use a series gate resistor of at 
least 5 ohms to prevent interaction between the gate im
pedance and the GTDRV output driver that might cause 
the GTDRV output to overshoot excessively. Some over
shoot of the GTDRV output is always expected when 
driving a capacitive load. 

lAC: Input AC Current. This input to the analog multiplier 
is a current. The multiplier is tailored for very low distor
tion from this current input (lAC) to MUL TOUT, so this is 
the only multiplier input that should be used for sensing 
instantaneous line voltage. The nominal voltage on lAC is 
6V, so in addition to a resistor from lAC to rectified 60Hz, 
connect a resistor from lAC to REF. If the resistor to REF 
is one fourth of the value of the resistor to the rectifier, 
then the 6V offset will be cancelled, and the line current 
will have minimal cross-over distortion. 
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PIN DESCRIPTIONS (continued) 
ISENSE: Current sense minus. This is the inverting input 
to the current amplifier. This input and the non-inverting 
input MUL TOUT remain functional down to and below 
GND. Care should be taken to avoid taking these inputs 
below -O.5V, because they are protected with diodes to 
GND. 

MUL TOUT: Multiplier output and current sense plus. The 
output of the analog multiplier and the non-inverting input 
of the current amplifier are connected together at 
MUL TOUT. The cautions about taking ISENSE below 
-O.SV also apply to MUL TOUT. As the multiplier output is 
a current, this is a high impedance input similar to 
ISENSE, so the current amplifier can be configured as a 
differential amplifier to reject GND noise. Figure 12 
shows an example of using the current amplifier differen
tially. 

PKLIM: Peak Limit. The threshold for PKLlM is O.OV. 
Connect this input to the negative voltage on the current 
sense resistor as shown in Figure 12. Use a resistor to 
REF to offset the negative current sense signal up to 
GND. 

VAOUT: Voltage Amplifier Output. This is the output of 
the op amp that regulates output voltage. Like the cur
rent amplifier, the voltage amplifier will stay active even if 
the IC is disabled with either ENA or VCC. This means 
that large feedback capacitors across the amplifier will 
stay charged through momentary disable cycles. Voltage 
amplifier output levels below 1V will inhibit multiplier out
put. The voltage amplifier output is internally limited to 
approximately S.SV to prevent overshoot. The voltage 
amplifier output stage is an NPN emitter follower pull-up 
and an Sk resistor to ground. 

VRMS: RMS Line Voltage. The output of a boost PWM is 
proportional to the input voltage, so when the line voltage 
into a low-bandwidth boost PWM voltage regulator 
changes, the output will change immediately and slowly 
recover to the regulated level. For these devices, the 

UC1854 
UC2854 
UC3854 

VRMS input compensates for line voltage changes if it is 
connected to a voltage proportional to the RMS input line 
voltage. For best control, the VRMS vOltage should stay 
between 1.SV and 3.5V. 

REF: Voltage Reference Output. REF is the output of an 
accurate 7.SV voltage reference. This output is capable 
of delivering 10mA to peripheral circuitry and is internally 
short circuit current limited. REF is disabled and will re
main at OV when Vee is low or when ENA is low. Bypass 
REF to GND with an O.1IlF or larger ceramic capacitor 
for best stability. 

VSENSE: Voltage Amplifier Inverting Input. This is nor
mally connected to a feedback network and to the boost 
converter output through a divider network. 

RSET: Oscillator Charging Current and Multiplier Limit 
Set. A resistor from RSET to ground will program oscilla
tor charging current and maximum multiplier output. Mul
tiplier output current will not exceed 3.75V divided by the 
resistor from RSET to ground. 

SS: Soft Start. SS will remain at GND as long as the IC 
is disabled or VCC is too low. SS will pull up to over SV 
by an internal 141lA current source when both Vee be
comes valid and the IC is enabled. SS will act as the ref
erence input to the voltage amplifier if SS is below REF. 
With a large capacitor from SS to GND, the reference to 
the voltage regulating amplifier will rise slowly, and in
crease the PWM duty cycle slowly. In the .event of a dis
able command or a supply dropout, SS will quickly 
discharge to ground and disable the PWM. 

vce: Positive Supply Voltage. Connect VCC to a stable 
source of at least 20mA above 17V for normal operation. 
Also bypass VCC directly to GND to absorb supply cur
rent spikes required to charge external MOSFET gate 
capacitances. To prevent inadequate GTDRV signals, 
these devices will be inhibited unless VCC exceeds the 
upper under-voltage lockout threshold and remains 
above the lower threshold. 



TYPICAL CHARACTERISTICS at TA = T J = 25°C 
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TYPICAL CHARACTERISTICS at TA = TJ = 25°C (continued) 
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APPLICATION INFORMATION 
A 250W PREREGULATOR 

The circuit of Figure 12 shows a typical application of the 
UC3854 as a preregulator with high power factor and effi
ciency. The assembly consists of two distinct parts, the 
control circuit centering on the UC3854 and the power 
section. 

The power section is a "boosf' converter, with the induc
tor operating in the continuous mode. In this mode, the 
duty cycle is dependent on the ratio between input and 
output voltages; also, the input current has low switching 
frequency ripple, which means that the line noise is low. 
Furthermore, the output voltage must be higher than the 
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Figure 8. Multiplier Output vs Multiplier Inputs 
with MUL TOUT=O 
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Figure 10. Multiplier Output vs Multiplier 
Inputs with MULTOUT=O 

peak value of the highest expected AC line voltage, and 
all components must be rated accordingly. 

In the control section, the UC3854 provides PWM pulses 
(GTDRV, Pin 16) to the power MOSFET gate. The duty 
cycle of this output is simultaneously controlled by four 
separate inputs to the chip: 

INPUT PIN NO. FUNCTION 
VSENSE 11 Output DC Voltage 
lAC 6 Line Voltage Waveform 
ISENSEIMUL TOUT -4/5 Line Current 
VRMS 8 RMS LineVoltage 
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APPLICATION INFORMATION (continued) 
Additional controls of an auxiliary nature are provided. 
They are intended to protect the switching power MOS
FETS from certain transient conditions, as follows: 

INPUT 
ENA 
SS 
PKLlM 

PIN NO. FUNCTION 
10 Start-Up Delay 
13 Soft Start 
2 Maximum Current Limit 

PROTECTION INPUTS 

ENA (Enable): The ENA input must reach 2.5 volts be
fore the REF and GTDRV outputs are enabled. This pro
vides a means to shut down the gate in case of trouble, 
or to add a time delay at power up. A hysteresis gap of 
200mV is provided at this terminal to prevent erratic op
eration. Undervoltage protection is provided directly at 
pin 15, where the on/off thresholds are 16V and 10V. If 
the ENA input is unused, it should be pulled up to Vcc 
through a current limiting resistor of 100k. 

SS (Soft Start): The voltage at pin 13 (SS) can reduce 
the reference voltage used by the error amplifier to regu
late the output DC voltage. With pin 13 open, the refer
ence voltage is typically 7.5V. An internal current source 
delivers approximately -14flA from pin 13. Thus a ca
pacitor connected between that pin and ground will 
charge linearly from zero to 7.5V in O.54C seconds, with 
C expressed in microfarads. 

PKLlM (Peak Current Limit): Use pin 2 to establish the 
highest value of current to be controlled by the power 
MOSFET. With the resistor divider values shown in Fig
ure 12, the O.OV threshold at pin 2 is reached when the 
voltage drop across the 0.25 ohm current sense resistor 
is 7.5V*2k110k=1.5V, corresponding to 6A. A bypass ca
pacitor from pin 2 to ground is recommended to filter out 
very high frequency noise. 

CONTROL INPUTS 

VSENSE (Output DC Voltage Sense): The threshold voltage 
for the VSENSE input is 7.5V and the input bias current is 
typically 50nA. The values shown in Figure 12 are for an 
output voltage of 400V DC. In this circuit, the voltage am
plifier operates with a constant low frequency gain for 
minimum output excursions. The 47nF feedback capaci
tor places a 15Hz pole in the voltage loop that prevents 
120Hz ripple from propagating to the input current. 

lAC (Line Waveform): In order to force the line current 
waveshape to follow the line voltage, a sample of the 
power line voltage in waveform is introduced at pin 6. 

UC1854 
UC2854 
UC3854 

This Signal is multiplied by the output of the voltage am
plifier in the internal multiplier to generate a reference 
signal for the current control loop. 

This input is not a voltage, but a current (hence lAC). It is 
set up by the 220k and 910k resistive divider (see Figure 
12). The voltage at pin 6 is internally held at 6V, and the 
two resistors are chosen so that the current flowing into 
pin 6 varies from zero (at each zero crossing) to about 
400f,lA at the peak of the waveshape. The following for
mulas were used to calculate these resistors: 

R = Vpk = 260VAC x J2 =910k 
AC lAC pk 400 flA 

RAC 
RREF =--=220k 

4 

(where Vpk is the peak line voltage) 

ISENSE/MUL TOUT (Line Current): The voltage drop 
across the 0.250 current-sense resistor is applied to 
pins 4 and 5 as shown. The current-sense amplifier also 
operates with high low-frequency gain, but unlike the 
voltage amplifier, it is set up to give the current-control 
loop a very wide bandwidth. This enables the line current 
to follow the line voltage as closely as possible. In the 
present example, this amplifier has a zero at about 
500Hz, and a gain of about 18dB thereafter. 

VRMS (RMS Line Voltage): An important feature of the 
UC3854 preregulator is that it can operate with a three
to-one range of input line voltages, covering everything 
from low line in the US (85VAC) to high line in Europe 
(255VAC). This is done using line feedforward, which 
keeps the input power constant with varying input volt
age (assuming constant load power). To do this, the mul
tiplier divides the line current by the square of the RMS 
value of the line voltage. The voltage applied to pin 8, 
proportional to the average of the rectified line voltage 
(and proportional to the RMS value), is squared in the 
UC3854, and then used as a divisor by the multiplier 
block. The multiplier output, at pin 5, is a current that in
creases with the current at pin 6 and the voltage at pin 7, 
and decreases with the square of the voltage at pin 8. 

PWM FREQUENCY: The PWM oscillator frequency in 
Figure 12 is 100kHz. This value is determined by CT at 
pin 14 and RSET at pin 12. RSET should be chosen first 
because it affects the maximum value of IMUL T according 
to the equation: 
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APPLICATION INFORMATION (continued) 
-.3.75V . 

I MULT MAX = -R-
SET 

This effectively sets a maximum PWM-controlled current. 
With RSET=15k, 

-.3.75V 
I MULT MAX = --- = - 250 I1A 

15k 

Also note that the multiplier output current will never ex
ceed twice lAC. 

UC1854 
UC2854 
UC3854 

With the 4k resistor from MUL TOUT to the 0.25 ohm cur
rent sense resistor, the maximum current in the current 
sense resistor will be 

_ -IMULTMAX x4k =-4A 
IMAX - 0.25n 

Having thus selected RSET, the current sense resistor, 
and the resistor from MUL TOUT to the current sensere
sistor, calculate CT for the desired PWM oscillator fre
quency from the equation 
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APPLICATION INFORMATION (continued) 
This diagram depicts a complete 250 Watt Preregulator. 
At full load, this preregulator will exhibit a power factor of 
0.99 at any power line voltage between 80 and 260 
VRMS. This same circuit can be used at higher power 

6A 

910k 

180K 

47nF 

220k 

ENABLE-+--~--r---~~ 

910k 

91k 

30k 
3W 

loon 

UC1854 
UC2854 
UC3854 

levels with minor modifications to the power stage. See 
Design Note DN-39B and Application Note U-134 for fur
ther details. 

UHV806 

IN5820 

UDG-92056-1 

NOTE: Boost inductor can be fabricated with ARNOLD MPP toroidal core part number A-438381-2, using a 55 tum primary 
and a 13 tum secondary. 

Figure 12. Typical Application 

UNITRODE CORPORATION 
7 CONTINENTAL BLVD .• MERRIMACK, NH 03054 
TEL. (603) 424-2410· FAX (603) 424-3460 These products contain patented circuitry and are sold under license from Pioneer Magnetics, Inc. 
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.. [bQ. UNITRDDE 
I application II 
I~ I available' I 

UC1854AIB 
UC2854AIB 
UC3854AIB 

Enhanced High Power Factor Preregulator 

FEATURES 
• Controls Boost PWM to Near Unity 

Power Factor 

• Limits Line Current ~istortion To <3% 

• World-Wide Operation Without 
Switches 

• Accurate Power Limiting 

• Fixed Frequency Average Current 
Mode Control 

• High Bandwidth (5MHz), Low Offset 
Current Amplifier 

• Integrated Current and Voltage Amp 
Output Clamps 

• Multiplier Improvements: Linearity, 
500mV VAC Offset (eliminates 
external reSistor), 0-5V Multout 
Common Mode Range 

• VREF ''GOO~'' Comparator 

• Faster and Improved Accuracy 
ENABLE Comparator 

UVLOTurn on UVLO Turn off 
UC1854A 16V 10V 

UC1854B 10.5V 10V 

BLOCK DIAGRAM 

6/98 

DESCRIPTION 
The UC1854A1B products are pin compatible enhanced versions of the 
UC1854. Like the UCt854, these products provide all of the functions nec
essary for active power factor corrected preregulators. The controller 
achieves near unity power factor by shaping the AC input line current 
waveform to correspond to the AC input line voltage. To do this the 
UC1854A1B uses average current mode control. Average current mode 
control maintains stable, low distortion sinusoidal line current without the 
need for slope compensation, unlike peak current mode control. 

The UC1854A1B products improve upon the UC1854 by offering a wide 
bandwidth, low offset Current Amplifier, a faster responding and improved 
accuracy enable comparator, a VREF "good" comparator, UVLO threshold 
options (16/1 OV for offline, 10.5/1 OV for startup from an auxiliary 12V regu
lator), lower startup supply current, and an enhanced multiply/divide circuit. 
New features like the amplifier output clamps, improved amplifier current 
sinking capability, and low offset VAC pin reduce the external component 
count while improving performance. Improved common mode input range 
of the Multiplier output/Current Amp input allow the designer greater flexi
bility in choosing a method for current sensing. Unlike its predecessor, 
RSET controls only oscillator charging current and has no effect on clamp
ing the maximum multiplier output current. This current is now clamped to 
a maximum of 2 • lAC at all times which simplifies the design process and 
provides foldback power limiting during brownout and extreme low line 
conditions. 

A 1 % 7.5V reference, fixed frequency oscillator, PWM, Voltage Amplifier 
with softstart, line voltage feedforward (VRMS squarer), input supply volt
age clamp, and over current comparator round out the list of features. 

Available in the 16 pin N, OW, and J and 20 pin Land Q packages. 

ISENSE CT RSET 
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ABSOLUTE MAXIMUM RATINGS 
Supply Voltage VCC .............................. 22V 
GTDRV Current, Continuous ....................... 0.5A 
GTDRV Current, 50% Duty Cycle ................... 1.5A 
Input Voltage, VSENSE, VRMS ..................... 11 V 
Input Voltage, ISENSE, MUL TOUT ................... 11 V 
Input Voltage, PKLMT .............................. 5V 
Input Current, RSET, lAC, PKLMT, ENA ............. 10mA 
Power Dissipation ................................. 1W 

Storage Temperature ................ --65°C to +150°C 
Lead Temperature (Soldering, 10 Seconds) ......... +300°C 

CONNECTION DIAGRAMS 

DIL-16 & SOIC-16 (Top View) 
J, N & OW Packages 

GND GTDRV 

PKLMT VCC 

CAOUT CT 

ISENSE SS 

MULTOUT RSET 

lAC VSENSE 

VAOUT ENA 

VRMS 

UC1854AIB 
UC2854A1B 
UC3854AIB 

Note 1: All voltages with respect to GND (Pin 1). 

Note 2: All currents are positive into the specified terminal. 

Note 3: ENA imput is internally clamped to approximately 1 av. 
Note 4: Consult Unitrode Integrated Circuits databook for infor
mation regarding thermal specifications and limitations of pack
ages. 

PLCC-20 & LCC-20 (Top View) 
Q & L Packages 

NlC 
GND GTDRV 

PKLMT VCC 

CAOUT 4 18 CT 

ISENSE 5 17 SS 

NlC 6 16 N/C 

MULiOUT 7 15 RSET 

lAC 8 VSENSE 

VAOUT ENA 
VRMS VREF 

NlC 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, Vee = 18V, RT = 8.2k, CT = 1.5nF, PKLMT = 1V, VRMS = 
1.5V, lAC = 100j.l.A, ISENSE = OV, CAOUT = 3.5V, VAouT= 5V, VSENSE = 3V, -55°C < TA< 125°C for the UC1854A1B, -40°C < TA < 
85°C for the UC2854A1B and O°C < TA<70°C for the UC3854A1B and TA - TJ , , -

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

OVERALL 

Supply Current, Off CAO, VAO = OV, Vce = UVLO - 0.3V 250 400 IIA 

Supply Current, On 12 18 mA 

Vee Turn-On Threshold UC1854A 16 17.5 V 

UC1854B 10.5 11.2 V 

Vee Turn-Off Threshold UC1854AI B 9 10 V 

Vee Clamp I(Vee) = leelon) + 5mA 18 20 22 V 

VOLTAGE AMPLIFIER 

Input Voltage 2.9 3.0 3.1 V 

VSENSE Bias Current -500 a25 500 nA 

Open Loop Gain VOUT= 2 to 5V 70 100 dB 

VOUTHigh ILOAD = -500j.l.A 6 V 

VOUTLow ILOAD = 500j.l.A 0.3 0.5 V 

Output Short Circuit Current VOUT=OV 1.5 3.5 mA 

Gain Bandwidth Product Fin = 100kHz, 10mV p-p, (Note 1) 1 mHz 
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UC1854A1B 
UC2854AIB 
UC3854AIB 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, Vcc= 18V, Rr= 8.2k, Cr= 1.5nF, PKLMT= lV, VRMS = 
1.5V, lAC = lOOIlA, ISENSE = OV, CAour = 3.5V, VAour= 5V, VSENSE = 3V, -55°C < TA< 125°C for the UC1854A1B,-40°C < TA < 
85°C for the UC2854A1B and O°C < T A<70°C for the UC3854A1B arid T A = TJ , 

PARAMETER TEST CONDITIONS 

CURRENT AMPLIFIER 

Input Offset Voltage VCM=OV 

Input Bias Current(sense) VCM=OV 

Open Loop Gain VCM= OV, Vour= 2 to 6V 

VourHigh ILOAD = -500itA 

VourLow ILOAD=500~ 

Output Short Circuit Current Vour=OV 
Common Mode Range 

Gain Bandwidth Product Fin = 100kHz, 10mV p-p, (Note 1) 

REFERENCE 

Output Voltage IREF= OmA, TA = 25°C 

IREF= OmA 

Load Regulation IREF = 1 to 10mA 

Line Regulation Vcc = 12to 18V 

Short Circuit Current VREF=OV 

OSCILLATOR 

Initial Accuracy TA= 25°C 

Voltage Stability Vcc=12to18V 

Total Variation Line, Temp 

Ramp Amplitude (p-p) 

Ramp Valley Voltage 

ENABLE I SOFTSTART I CURRENT LIMIT 

Enable Threshold 

Enable Hysteresis VFAuLr= 2.5V 

Enable Input Bias Current VENABLE = OV 

Propagation Delay to Disable Enable Overdrive = -100mV,(Note 1) 

SS Charge Current VSOFTSTARr= 2.5V 
PKLMT Offset Voltage 

PKLMT Input Current VPKLMT = -O.lV 

PKLMT Propagation Delay (Note 1) 

MULTIPLIER 

Output Current - lAC Limited IAC=100itA, VRMS= lV, RSET= 10k 

Output Current - Zero IAC=OitA, RSET = 10k 

Output Current - Power Limited VRMS = 1.5V, Va = 6V 

Output Current VRMS= 1.5V, Va=2V 

VRMS = 1.5V, Va = 5V 

VRMS=5V, Va=2V 

VRMS=5V, Va=5V 

Gain Constant (Note 2) VRMS = 1.5V, TJ= 25°C, Va = 6V 

Note 1. Guaranteed by design. Not 100% tested in production. 

lAC. VA -15V 
Note 2: Gain constant(K) 

VRMs2.IMO 
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MIN 

-4 

-5.5 

-500 

80 

-0.3 

3 

7.4 

7.35 

0 

0 

25 

85 

80 

4.9 

0.8 

2.35 

10 

-15 

-200 

-220 

-2.0 

-230 

-1.1 

TYP MAX UNITS 

0 mV 

0 mV 

500 nA 

110 dB 

8 V 

0.3 0.5 V 

1.5 3.5 mA 

5 V 

5 mHz 

7.5 7.6 V 

7.5 7.65 V 

8 20 mV 

14 25 mV 

35 60 mA 

100 115 kHz 

1 % 

120 kHz 

5.9 V 

1.3 V 

2.55 2.8 V 

500 600 mV 

-2 -5 itA 
300 ns 

14 24 

15 mV 

-100 itA 
150 ns 

-200 -170 itA 
-0.2 2.0 IlA 

-200 -170 itA 
ii.22 itA 

ii.156 itA 
ii.2 itA 

ii.14 itA 
-1.0 -0.9 AlA 



UC1854A1B 
UC2854A1B 
UC3854A1B 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, Vcc = 18V, RT = 8.2k, CT = 1.5nF, PKLMT = 1 V, VRMS = 
1.5V, lAC = 100J,1A, ISENSE = OV, CAoUT = 3.5V, VAOUT= 5V, VSENSE = 3V, -55°C < TA< 125°C for the UC1854A1B, -40°C < TA < 
85°C for the UC2854AIB and O°C < TA<70°C for the UC3854A1B and TA = TJ , , 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

GATE DRIVER 

Output High Voltage lOUT = -200mA, V cc = 15V 12 12.8 V 

Output Low Voltage IOUT=200mA 1 2.2 V 

lOUT = 10mA 300 500 mV 

Output Low (UVLO) lOUT = 50mA, Vcc = OV 0.9 1.5 V 

Output Rise / Fall Time CLOAO= 1nF, (Note 1) 35 ns 

Output Peak Current CLOAO= 10nF, (Note 1) 1.0 A 

Note 1. Guaranteed by design. Not 100% tested in production. 

lAC. VA -15V 
Note 2: Gain constant (K) 

VRM/·IMo 

FUNCTIONAL DESCRIPTION 
Functional Description 

The UC1854A1B products were designed as pin compati
ble upgrades to the industry standard UC1854 active 
Power Factor correction circuits. The circuit enhance
ments allow the user to eliminate in most cases several 
external components currently required to successfully 
apply the UC1854. In addition. linearity improvements to 
the Multiply, Square and Divide circuitry optimizes overall 
system performance. Detailed descriptions of the circuit 
enhancements are provided below. For in-depth design 
applications reference data refer to Unitrode application 
notes U-134 and DN-44. 

MultiplylSquare and Divide 

The UC1854AIB Multiplier design maintains the same 
gain constant (K=-1) as the UC1854. The relationship 
between the inputs and output current is given as: 

This is nearly the same as the UC1854, but circuit differ
ences have improved the performance and application. 
The first difference is with the lAC input. The UC1854A1B 
regulated this pin voltage to the nominal 500mV over the 
full operating temperature range, rather than the 6.0V 
used on the UC1854. The low offset voltage eliminates 
the need for a line zero crossing compensating resistor 
to VREF from lAC that UC1854 designs require. The maxi
mum current at high line into lAC should be limited to 
250J,lA for best performance. Therefore, if V AC(max)= 
270V, the RAC = 270 (1.414)/250j.lA = 1.53Mn. 

The VRMS pin linear operating range is improved with the 

eliminated. The external divider network connected to 
VRMS should produce 1.5V at low line (85V Ad. This will 
put 4.77V on VRMS at high line (27V Ad which is well 
within its operating range. 

The Voltage Amplifier output forms the third input to the 
multiplier and is internally clamped to 6.0V. This elimi
nated an external zenerclamp often used in UC1854 de
signs. The offset voltage at this input to the Multiplier has 
been raised on the UC1854A1B to 1.5V. 

The Multiplier output pin, which is also common to the 
Current Amplifier non-inverting input, has a -o.3V to 
5.0V output range, compared to the -o.3V to 2.5V range 
of the UC1854. This improvement allows the UC1854A1B 
to be used in applications where the current sense signal 
amplitude is very large. 

Voltage Amplifier 

The UC1854 Voltage Amplifier design is essentially simi
lar to the UC1854 with two exceptions. The first is with 
the internal connection/ The lower voltage reduces the 
amount of charge on the compensation capacitors, which 
provides improved recovery form large signal events, 
such as line dropouts, or power interruption. It also mini
mizes the DC current flowing through the feedback. The 
output of the Voltage amplifier is also changes. In addi
tion to a 6.0V temperature compensated clamp, the out
put short circuit current has been lowered to 2mA typical, 
and an active pull down has replaced the passive pull 
down of the UC1854. 

UC1854A1B as well. The input range for VRMS extends Current Amplifier 
from OV to 5.5V. Since the UC1854A squaring circuit em- The Current Amplifier for an average current PFC con
ploys an analog multiplier, rather than a linear approxi- troller needs a low offset voltage in order to minimize AC 
mation, accuracy is improved, and discontinuities are line current distortion. With this in mind, the UC1954A1B 
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FUNCTIONAL DESCRIPTION(continued) 
Current Amplifier has improved the input offset voltage 
from (4mV to 0 to -3mV. The negative offset of the 
UC1854AIB guarantees that the PWM circuit will not 
drive the MOSFET is the current command is zero (both 
Current amplifier inputs zero.) Previous designs required 
an external offset cancellation network to implement this 
key feature. The bandwidth of the Current Amplifier has 
been improved as well to 5mHz typical. While this is not 
generally an issue at 50Hz or 60Hz inputs, it is essential 
for 400Hz input avionics applications. 

Miscellaneous 

Several other important enhancements have been imple
mented in the UC1854A1B. A Vee supply voltage clamp 
at 20V allows the controller to be current fed if desired. 

TYPICAL CHARACTERISTICS at TA = T J = 25°C 

~ALLTIME ~ 
~ 

800 
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600 
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~ 400 

300 

200 

100 

~ ~ RISE~IJE-
~ 

~ 
/ 

o V 
o 0.01 0.02 0.03 0.04 

LOAD CAPACITANCE, uF 

Figure 1. Gate Drive Rise and Fall Time 
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0.88 
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I-- YAMS 
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o 

YAMS 
VAMS=_ S.OV - ---
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........ ~ 
.~ 
~/ 
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lAC Current (itA) 

Figure 2. UC1854AIB Multiplier Linearity 
VAoUT = 3.5V .. 

0.05 

UC1854A1B 
UC2854A1B 
UC3854A1B 

The lower startup supply ourrent (250!!A typical), sub
stantially reduces the power requirements of an offline 
startup resistor. The 10.5/1 OV UVLO option (UC1854B) 
enables the controller to be powered off of an auxiliary 
12V supply. 

The VREF "GOOD" comparator guarantees that the 
MOSFET driver output remains low if the supply of the 
7.5V reference are not yet up. This improvement elimi
nates the need for external Schottky diodes on the PKL 
and CA+ pins that some UC1854 designs require. The 
propagation delay of the disable feature has been im
proved to 300ns typical. This delay was proportional to 
the size of the VREF capacitor on the UC1854, and is typ
ically several orders of magnitude slower. 

100% 
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90% --I 

~ 85% 
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Figure 3. Gate Drive Maximum Duty Cycle 
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TYPICAL CHARACTERISTICS (cont.) 
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Figure 5. Current Amplifier Frequency Response 
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~UNITRODE 
UC1855A1B 
UC2855A1B 
UC3855A1B 

High Performance Power Factor Preregulator 
FEATURES 
• Controls Boost PWM to Near Unity 

Power Factor 

• Fixed Frequency Average Current 
Mode Control Minimizes Line Current 
Distortion 

• Built-in Active Snubber (ZVn allows 
Operation to 500kHz, improved EMI 
and Efficiency 

• Inductor Current Synthesizer allows 
Single Current Transformer Current 
Sense for Improved Efficiency and 
Noise Margin 

• Accurate Analog Multiplier with Line 
Compensator allows for Universal 
Input Voltage Operation 

• High Bandwidth (5MHz), Low Offset 
Current Amplifier 

• Overvoltage and Overcurrent 
protection 

• Two UVLO Threshold Options 

• 150llA Startup Supply Current Typical 

• Precision 1% 7.5V Reference 

BLOCK DIAGRAM 

RVS 

DESCRIPTION 
The UC1855A1B provides all the control features necessary for high 
power, high frequency PFC boost converters. The average current mode 
control method allows for stable, low distortion AC line current program
ming without the need for slope compensation. In addition, the UC1855 
utilizes an active snubbing or ZVT (Zero Voltage Transition technique) to 
dramatically reduce diode recovery and MOSFET turn-on losses, result
ing in lower EMI emissions and higher efficiency. Boost converter 
switching frequencies up to 500kHz are now realizable, requiring only an 
additional small MOSFET, diode, and inductor to resonantly soft switch 
the boost diode and switch. Average current sensing can be employed us
ing a simple resistive shunt or a current sense transformer. Using the cur
rent sense transformer method, the internal current synthesizer circuit 
buffers the inductor current during the switch on-time, and reconstructs the 
inductor current during the switch off-time. Improved signal to noise ratio 
and negligible current sensing losses make this an attractive solution for 
higher power applications. 

The UC1855A1B also features a single quadrant multiplier, squarer, and 
divider circuit which provides the programming signal for the current loop. 
The internal multiplier current limit reduces output power during low line 
conditions. An overvoltage protection circuit disables both controller out
puts in the event of a boost output OV condition. 

Low startup supply current, UVLO with hysteresis, a 1 % 7.5V reference, 
voltage amplifier with softstart, input supply voltage clamp, enable com
parator, and overcurrent comparator complete the list of features. Avail
able packages include: 20 pin N, OW, Q, J, and L. 

avp REF ZVS 

I 
I 
I 
I 
I 

li GND 

= I 
- I 

I 
I 
I 
I 
I 
I 

-------_____ 14 ______________ J 

CT 

License Patent from Pioneer MagnetiCS. Pin numbers refer to OIL -20 J or N packages. 
UDG·94001·2 
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ABSOLUTE MAXIMUM RATINGS 
Supply Voltage VCC .......................... Internally Limited 
VCC Supply Clamp Current ....................... 20mA 
PFC Gate Driver Current (continuous) .............. ± 0.5A 
PFC Gate Driver Current (peak) ................... ± 1.5A 
ZVT Drive Current (continuous) ................... ± 0.25A 
ZVT Drive Current (peak) ....................... ± 0.75A 
Input Current (lAC, RT, RVA) ....................... 5mA 
Analog Inputs (except Peak Limit) .............. -0.3 to 10V 
Peak Limit Input ........................... -0.3 to 6.5V 
Sofistart Sinking Current. ........................ 1.5mA 
Storage Temperature ................... -65°C to +150°C 
Junction Temperature ................... -55°C to +150°C 
Lead Temperature (Soldering, 10 sec.) ............. +300°C 

Currents are positive into, negative out of the specified termi
nal. Consult Packaging Section of Databook for thermallimita
tions and considerations of packages. All voltages are 
referenced to GND. 

OIL-20 (Top View) 
J or N Package 

CONNECTION DIAGRAMS 

PLCC-20 & LCC-20 (Top View) 
Q or L Package 

ovp----. 
REF 
VCC 

GTOUT 
GND 

ZVTOUT 6 
ZVS 7 

CT 8 

VAOUT 
VSENSE 

SOIC-20 (Top View) 
OW Package 

ZVTOUT 1 

VAOUT 4 

VSENSE 5 

IMO 7 

17 
16 
15 

UC1855AIB 
UC2855AIB 
UC3855AIB 

VRMS 
CS 

ION 
CI 
RVS 
CAO 
CA-

lAC 
IMO 
SS 

ELECTRICAL CHARACTERISTICS: Unless otherwise specified: VCC = 18V, RT = 15k, RVS = 23k, CT = 470pF, CI = 
150pF. VRMS = 1.5V, lAC = 1001lA, ISENSE= OV, CAoUT= 4V, VAOUT= 3.5V, VSENSE = 3V. TA= TJ. TA = -55°C to 125°C 
(UC1855A1B) -40°C to 85°C (UC2855A1B) O°C to 70°C (UC3855A1B) , , 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

Overall 

Supply Current, OFF CAO, VAOUT = OV, VCC = UVLO -o.3V 150 500 IIA 
Supply Current, OPERATING 17 25 mA 

VCC Turn-On Threshold UC1855A 15.5 17.5 V 

VCCTurn-Off Threshold UC1855A,B 9 10 V 

VCC Turn-On Threshold UC1855B 10.5 10.8 V 

VCCClamp I(VCC) = ICClonl + 5mA 18 20 22 V 

Voltage Amplifier 

Input Voltage 2.9 3.1 V 

VSENSE Bias Current -500 25 500 nA 

Open Loop Gain VOUT= 2 to 5V 65 80 dB 

VOUTHigh ILOAD = -30011A 5.75 6 6.25 V 

VouTLow ILOAD = 30011A 0.3 0.5 V 

Output Short Circuit Current VOUT=OV 0.6 3 mA 
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UC1855A1B 
UC2855AIB 
UC3855A1B 

ELECTRICAL CHARACTERISTICS: Unless otherwise specified: VCC = 18V, RT = 15k, RVS'; 23k, CT =' 410pF, CI = 
150pF, VRMS = 1.5V, lAC = 100~, ISENSE;" OV, CAOUT= 4V, VAOUT= 3.5V, VSENSE = 3V. TA= TJ. TA = -55°C to 12~C 
(UC1855A1B), -40°C to 85°C (UC2855A1B), O°C to 70°C (UC3855A1B). 

PARAMETER TEST CONDITIONS MIN TVP MAX UNITS 

Current Amplifier 

Input Offset Voltage VCM=-2.5V -4 4 mV 

Input Bias Current~Sense) VCM =2.5V -500 500 nA 

Open Loop Gain VCM = 2.5V, VOUT = 2 to 6V 80 110 dB 

VOUT High ILOAD = -500llA 6 V 

VouTLow ILOAD=500~ 0.3 0.5 V 

Output Short Circuit Current VOUT=OV 1 3 rnA 

Common Mode Range -0.3 5 V 

Gain Bandwidth Product FIN= 100kHz, 10mV, P-P, TA= 25°C 2.5 5 MHz 

Reference 

Output Voltage IREF = OmA, TA = 25°C 7.388 7.5 7.613 V 

IREF=OmA 7.313 7.5 7.688 V 

Load Regulation IREF= 1 to 10 rnA -15 15 mV 

Line Regulation VCC = 15 to 35V -10 10 mV 

Short Circuit Current REF=OV 20 45 65 rnA 

Oscillator 

Initial Accuracy TA= 25°C 170 200 230 kHz 

Voltage Stability Vcc= 12to 18V 1 % 

Total Variation Line, Temp. 160 240 kHz 

Ramp Amplitude (P-P) 4.9 5.9 V 

Ramp Valley Voltage 1.1 1.6 V 

EnableJOVP/Current Limit 

Enable Threshold 1.8 2.2 V 

OVP Threshold 7.5 7.66 V 

OVP Hysteresis 200 400 600 mV 

OVP Propagation Delay 200 ns 

OVP Input Bias Current V=7.5V 1 10 IlA 

PKLIMIT Threshold 1.25 1.5 1.75 V 

PKUMIT Input Current VPKUMIT = 1.5V 100 lIA 
PKUMIT Prop. Delay 100 ns 

Multiplier 

Output Current - lAC Limited lAC = 100~, VRMS= 1V -235 -205 -175 ~ 
Output Current - Zero IAC=O~ -2 -0.2 2 lIA 
Output Current - Power Limited VRMS = 1.5V, VAOUT = 5.5V -2SO -209 -160 ~ 
Output Current VRMS = 1.5V, VAOUT = 2V -26 JJA_ 

VRMS = 1.5V VAOUT = 5V -190 ~ 
VRMS= 5V, VAOUT=2V -3 ~. 
VRMS=5V, VAOUT=5V -17 lIA 

Gain Constant Refer to Note 1 -0.95 -0.85 -0.75 1N 

Gate Driver Output 

Output High Voltage lOUT = -200mA, VCC = 15V 12 12.8 V 

Output Low Voltage IOUT=200mA 1 2.2 V 

Output Low Voltage lOUT = 10mA 300 500 mV 

Output Low (UVLO) lOUT = SOmA, vce= OV 0.9 1.5 V 

Output RISE/FALL Time CLOAD = 1nF 35 ns 

Output Peak Current CLOAD = 10nF 1.5 A 
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UC1855A1B 
UC2855AIB 
UC3855AIB 

ELECTRICAL CHARACTERISTICS: Unless otherwise specified: VCC = 18V, RT = 15k, RVS = 23k, CT = 470pF, CI = 
150pF. VRMS = 1.5V, lAC = 1001JA, ISENSE= OV, CAoUT= 4V, VAOUT= 3.5V, VSENSE = 3V. TA= TJ. TA = -55°C to 125°C 
(UC1855A1B), -40°C to 85°C (UC2855A1B), O°C to 70°C (UC3855A1B). 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

ZVT 

Reset Threshold 2.3 2.6 2.9 V 

Input Bias Current V = 2.5V, VeT = 0 6 20 IJA 
Propagation Delay Measured at ZVTOUT 100 ns 

Maximum Pulse Width 400 ns 

Output High Voltage lOUT = -100mA, Vee = 15V 12 12.8 V 

Output Low Voltage lOUT = 100mA 1 2.2 V 

lOUT = 10mA 300 900 mV 

Output Low (UVLO) lOUT = 50mA, Vee = OV 0.9 1.5 V 

Output RISE/FALL Time CLOAO= 1nF 35 ns 

Output Peak Current CLOAO= 10nF 0.75 A 

Current Synthesizer 

ION to CS Offset VION=OV 30 50 mV 

CI Discharge Current lAC = 5O!LA 105 118 140 !LA 
lAC = 5001JA 5 !LA 

lAC Offset Voltage 0.3 0.65 1.1 V 

ION Buffer Slew Rate 10 V/JlS 
ION Input Bias Current VION=2V 2 15 llA 
RVS Output Voltage 23k from RVS to GND 2.87 3 3.13 V 

IAC-(vAouT -1.5V) 
Note 1: Gainconstant(K) 2 atVRMS= 1.5V, VAOUT=5.5V. 

(VRMS -IMO) 

PIN DESCRIPTIONS 

CA-: This is the inverting input to the current amplifier. 
Connect the required compensation components be
tween this pin and CAOUT. The common mode operat
ing range for this input is between -O.3V and 5V. 

CAO: This is the output of the wide bandwidth current 
amplifier and one of the inputs to the PWM duty cycle 
comparator. The output signal generated by this amplifier 
commands the PWM to force the correct input current. 
The output can swing from O.1V to 7.5V. 

CI: The level shifted current sense signal is impressed 
upon a capacitor connected between this pin and GND. 
The buffered current sense transformer signal charges 
the capacitor when the boost switch is on. When the 
switch is off, the current synthesizer discharges the ca
pacitor at a rate proportional to the dl/dt of the boost in
ductor current. In this way, the discharge current is 
approximately equal to 

3V lAC 
RRVS-4' 

Discharging the CI capacitor in this fashion, a "recon
structed" version of the inductor current is generated us
ing only one current sense transformer. 

CS: The reconstructed inductor current waveform gener
ated on the CI pin is level shifted down a diode drop to 
this pin. Connect the current amplifier input resistor be
tween CS and the inverting input of the current amplifier. 
The waveform on this pin is compared to the multiplier 
output waveform through the average current sensing 
current amplifier. The input to the peak current limiting 
comparator is also connected to this pin. A voltage level 
greater than 1.5 volts on this pin will trip the comparator 
and disable the gate driver output. 

CT: A capacitor from CT to GND sets the PWM oscillator 
frequency according to the following equation: 

f"" . 
11200-CT 

Use a high quality ceramic capacitor with low ESL and 
ESR for best results. A minimum CT value of 200pF in
sures good accuracy and less susceptibility to circuit lay
out parasitics. The oscillator and PWM are designed to 
provide practical operation to 500kHz. 

GND: All voltages are measured with respect to this pin. 
All bypass and timing capacitors connected to GND 
should have leads as short and direct as possible. 
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PIN DESCRIPTIONS (cont.) 
GTOUT: The output of the PWM is a1.5A peak totem 
pole MOSFET gate driver on GTOUT.A series resistor 
between GTOUT and the MOSFET gate of at least 10 
ohms should be used to limit the overshoot on GTOUT. 
In addition, a low VF Schottky diode should be connected 
between GTOUT and GND to limit undershoot and possi
ble erratic operation. 

lAC: This is a current input to the multiplier. The current 
into this pin should correspond to the instantaneous 
value of the rectified AC input line voltage. This is ac
complished by connecting a resistor directly between lAC 
and the rectified input line voltage. The nominal 650mV 
level present on lAC negates the need for any additional 
compensating resistors to accommodate for the zero 
crossings of the line. A current equal to one fourth of the 
lAC currerit forms one of the inductor current synthesizer 
inputs. 

IMO: This is the output of the multiplier, and the non
inverting input of the current amplifier. Since this output 
is a current, connect a resistor between this pin and 
ground equal in value to the input resistor of the current 
amplifier. The common mode operating range for this pin 
is -0.3V to 5V. 

ION: This pin is the current sensing input. It should be 
connected to the secondary side output of a current 
sensing transformer whose primary winding is in series 
with the boost switch. The resultant signal applied to this 
input is buffered and level shifted up a diode to the CI ca
pacitor on the CI pin. The ION buffer has a source only 
output. Discharge of the CI cap is enabled through the 
current synthesizer circuitry. The current sense trans
former termination resistor should be designed to obtain 
a 1 V input signal amplitude at peak switch current. 

OVP: This pin senses the boost output voltage through a 
voltage divider. The enable comparator input is TTL com
patible and can be used as a remote shutdown port. A 
voltage level below 1.8V, disables VREF, oscillator, and 
the PWM circuitry via the enable comparator. Between 
1.8V and VREF (7.5V) the UC1855 is enabled. Voltage 
levels above 7.5V will set the PWM latch via the hystere
tic OVP comparator and disable both ZVTOUT and 
GTOUT until the OVP level has decayed by the nominal 
hysteresis of 400mV. If the voltage divider is designed to 
initiate an OVP fault at 5% of OV, the internal hysteresis 
enables normal operation again when the output voltage 
has reached its nominal regulation level. Both the OVP 
and enable comparators have direct logical connections 
to the PWM output ancl exhibit typical propagation delays 
of 200ns. 

UC1855AIB 
UC2855AIB 
UC3855AIB 

REF: REF is the output of the precision reference. The 
output is capable of supplying 25mA to peripheral cir
cuitry and is internally short circuit current limited. REF is 
disabled and low whenever VCC is below the UVLO 
threshold, and when OVP is below 1.8V. A REF "GOOD" 
comparator senses REF and disables the stage until 
REF has attained approximately 90% of its nominal 
value. Bypass REF to GND with a 0.1 j.lF or larger ce
ramic capacitor for best stability. 

RVS: The nominal 3V signal present on the VSENSE pin 
is buffered and brought out to the RVS pin. A current 
proportional to the output voltage is generated by cone 
necting a resistor between this pin and GND. This cur
rent forms the second input to the current synthesizer. 

VAO: This is the output of the voltage amplifier. At a 
given input RMS voltage, the voltage on this pin will vary 
directly with the output load. The output swing is limited 
from approximately 100mV to 6V. Voltage levels . below 
1.5V on this pin will inhibit the multiplier output. 

VCC: Positive supply rail for the IC. Bypass this pin to 
GND with a 1 j.lF low ESL, ESR ceramic capacitor. This 
pin is internally clamped to 20V. Current into this clamp 
should be limited to less than 10mA. The UC1855A has 
a 15.5V (nominal) tum on threshold with 6 volts of hys
teresis while the UC1855B turns on at 1 0.5V with 500mV 
of hysteresis. 

VRMS: This pin is the feedforward line voltage compen
sation input to the multiplier. A voltage on VRMS propor
tional to the AC input RMS voltage commands the 
multiplier to alter the current ,command signal by 
1NRMS2 to maintain a constant power balance. The in
put to VRMS is generally derived from a two pole low 
pass filterlvoltage divider connected to the rectified AC 
input voltage. This feature allows universal input supply 
voltage operation and faster response to input line fluc
tuations for the PFC boost preregulator. For most de
signs, a voltage level of 1.5V on this pin should 
correspond to low line, and 4.7V for high line. The input 
range for this pin extends from 0 to 5.5V. 

VSENSE: This pin is the inverting input of the voltage 
amplifier and serves as the output voltage feedback point 
for the PFC boost converter. Itsenses the output voltage 
through a voltage divider which produces a nominal 3V. 
The voltage loop compensation is normally connected 
between this pin and VAO. The VSENSE pin must be 
above 1.5V at 25°C, (1.9V at -55°C) for the current syn
thesizer to work properly. 
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PIN DESCRIPTIONS (cont.) 
ZVS: This pin senses when the drain voltage of the main 
MOSFET switch has reached approximately zero volts, 
and resets the ZVT latch via the ZVT comparator. A mini
mum and maximum ZVTOUT pulse width are program
mable from this pin. To directly sense the ",400V drain 
voltage of the main switch, a blocking diode is connected 
between ZVS and the high voltage drain. When the drain 
reaches OV, the level on ZVS is ",O.7V which is below the 
2.6V ZVT comparator threshold. The maximum ZVTOUT 
pulse width is approximately equal to the oscillator blank
ing period time. 

For more information see Unitrode Applications Note U-153. 
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ZVTOUT: The output of the ZVT block is a 750mA peak 
totem pole MOSFET gate driver on ZVTOUT. Since the 
ZVT MOSFET switch is typically 3X smaller than the 
main switch, less peak current is required from this out
put. Like GTOUT, a series gate resistor and Schottky di
ode to GND are recommended. This pin may also be 
used as a high current synchronization output driver. 
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·~UNITROCE UCC1857 
UCC2857 
UCC3857 

Isolated Boost PFC Preregulator Controller PRELIMINARY 

FEATURES 
• PFC With Isolation, Va < VIN 

• Single Power Stage 

• Zero Current Switched IGBT 

• Programmable ZCS Time 

• Corrects PF to >0.99 

• Fixed Frequency, Average Current 
Control 

• Improved RMS Feedforward 

• Soft Start 

• 9V to 18V Supply V Range 

• 20-Pin OW, N, J, and L Packages 

TYPICAL APPLICATION CIRCUIT 

RECTIFIED 
AC INPUT 

REF 

+------1 1 lAC· 

DESCRIPTION 
The UCC3857 provides all of the control functions necessary for an Iso
lated Boost PFC Converter. These converters have the advantage of trans
former isolation between primary and secondary, as well as an output bus 
voltage that is lower than the input voltage. By providing both power factor 
correction and down conversion in a single power processing stage, the 
UCC3857 is ideal for applications which require high efficiency, integration, 
and performance. 

The UCC3857 brings together the control functions and drivers necessary 
to generate overlapping drive signals for external IGBT switches, and pro
vides a separate output to drive an external power MOSFET which pro
vides zero current switching (ZCS) for both the IGBTs. Full programmability 
is provided for the MOSFET driver delay time with an external RC network. 
ZCS for the IGBT switches alleviates the undesirable turn off losses typi
cally associated with these devices. This allows for higher switching fre
quencies, smaller magnetic components and higher efficiency. The power 
factor correction (PFC) portion of the UCC3857 employs the familiar aver
age current control scheme used in previous Unitrode controllers. Internal 
circuitry changes, however, have simplified the design of the PFC section 
and improved performance. 

(continued) 

+ 

CAO VIN 
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IGDRV2 1Bf-J./\tv----' 
I 

I DELAY~REF 
REF ----r5l VREF I 

. Y SS RT CT PGND AGND : I C---!-l-l-¥--
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ABSOLUTE MAXIMUM RATINGS 
Input Supply Voltage (VIN, VD) ...................... 18V 
General Analog/Logic Inputs 

(CRMS, MOUT, CA-, VA-, CT, RT, PKLMT) 
(Maximum Forced Voltage) ................ -O.3V to 5V 

lAC (Maximum Forced Current) ................... 3001JA 
Reference Output Current ............... Internally Limited 
Output Current (MOSDRV,IGDRV1, IGDRV2) 

Pulsed ........................................ 1A 
Continuous ................................ 200mA 

Storage Temperature ................... -65°C to +150°C 
Junction Temperature ................... -55°C to +150°C 
Lead Temperature (Soldering, 10 Sec.) ............. +300°C 

Unless otherwise indicated, voltages are reference to ground 
and currents are positive into, negative out of the specified ter
minal. Pulsed is defined as a less than 10% duty cycle with a 
maximum duration of 5Dqts. Consult Packaging Section of 
Databook for thermal limitations and considerations of pack
ages. 

CONNECTION DIAGRAMS 

OIL-20, SOIC- 20 (Top View) 
J, N and OW Packages 

CT 

AT 

IGORV2 

PGNO 

IGDRV1 

VD 

MOSDRV 

PKLMT 

DELAY 

DESCRIPTION (continued) 

UCC1857 
UCC2857 
UCC3857 

Controller improvements include an intemal 6 bit A-O 
converter for RMS input line voltage detection, a zero 
load power circuit, and significantly lower quiescent op
erating current. The A-O converter eliminates an extemal 
2 pole low pass filter for RMS detection. 

This simplifies the converter design, eliminates 2nd har
monic ripple from the feedforward component, and pro
vides an approximate 6 times improvement in input line 
transient response. The zero load power comparator 
prevents energy transfer during open load conditions 
without compromising power factor at light loads. Low 
startup and operating currents which are achieved 
through the use of Unitrode's BCDMOS process simplify 
the auxiliary bootstrap supply design. 

Additional features include: under voltage lockout for reli
able off-line startup, a programmable over current shut
down, an auxiliary shutdown port, a precision 7.SV 
reference, a high amplitude oscillator ramp for improved 
noise immunity, soltstart, and a low offset analog 
square, multiple and divide circuit. Like previous Uni
trode PFC controllers, worldwide operation without 
range switches is easily implemented. 

PLCC-20 (Top View) 
L Package 

lAC 
CRMS CT 
MOUT RT 

VIN IGDRV2 

VREF PGND 

AGND IGDRVl 

CA- VD 

CAO MOSDRV 

S8 PKLMT 
VA- DELAY 

VAO 
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UCC1857 
UCC2857 
UCC3857 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these specifications apply for T A = O°C to 70·C for the 
UCC3857, -40°C to +85°C for the UCC2857, and -55°C to +125°C for the UCC1857, VVIN, VVD = 12V, RT= 19.2K, CT= 680pF. 
TA-TJ -

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

Input Supply 

Supply Current, Active No Load on Outputs, VVD = VVIN 3.5 5 rnA 

Supply Current, Startup No Load on Outputs, VVD = VVIN 60 TBD IJA 
VIN UVLO Threshold 13.75 15.5 V 

UVLO Threshold Hysteresis 3 3.75 TBD V 

Reference 

Output Voltage (VVREF) TJ = 25°C, IREF = 1 rnA 7.387 7.5 7.613 V 

Over Temperature, UCC3857 7.368 7.5 7.631 V 

Over Temperature, UCC1857, UCC2857 7.313 7.5 7.687 V 

Load Regulation IREF= 1mA to 10mA 2 10 mV 

Line Regulation VVIN = VVD = 12V to 16V 2 15 mV 

Short Circuit Current VVREF=OV -55 -30 rnA 

Current Amplifier 

Input Offset Voltage (Note 1) -3 0 3 mV 

Input Bias Current (Note 1) -50 nA 

Input Offset Current (Note 1) 25 nA 

CMRR VCM= OVto 1.5V, VCAO= 3V 80 dB 

AVOL VCM=OV, VCAo=2Vt05V 65 85 dB 

VOH Load on CAO = 501JA, VMOUT= 1V, VCA-= OV 6 7 V 

VOL Load on CAO = SOIJA, VMOUT = OV, VCA- = 1V 0.2 V 

Maximum Output Current Source: VCA-=OV, VMOUT= 1V, VCAo=3V -150 IJA 

Sink: VCA-= 1V, VMOUT= OV, VCAO= 3V 5 30 50 rnA 

Gain Bandwidth Product fiN = 100kHz, 10mV p - p 3 5 MHz 

Voltage Amplifier 

Input Voltage Measured on VVA-, VVAO = 3V 2.9 3 3.1 V 

Input Bias Current Measured on VVA-. VVAO = 3V -50 nA 

AVOL VVAO= 1V to 5V 75 dB 

VOH Load on VVAO= -501JA, VVA~ 2.8V 5.3 5.55 5.7 V 

VOL Load on VVAO= 501JA, VVA~ 3.2V 0.1 0.45 V 

Maximum Output Current Source: VVA- = 2.8V, VVAO = 3V -20 -12 -5 rnA 

Sink: VVA- = 3.2V, VVAO= 3V 5 20 30 rnA 

Oscillator 

Initial Accuracy TJ= 25°C 42.5 50 57.5 kHz 

40 50 60 kHz 

Voltage Stability VVIN = 12V to 18V 1 % 

CT Ramp Peak-Valley Amplitude 4 4.5 5 V 

CT Ramp Valley Voltage 1.5 V 

Output Drivers 

VOH IL = -100mA 9 10 V 

VOL IL= 100mA 0.1 0.5 V 

Rise Time CLOAD= 1nF 25 TBD ns 

Fall Time CLOAD= 1nF 10 TBD ns 

Trailing Edge Delay 

Delay Time RD = 12k, CD = 200pF, VVAO = 4V 1.6 2 2.4 IJS 
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UCC1857 
UCC2857 
UCC3857 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these specifications apply for T A = O°C to 70°C for the 
UCC3857, -40°C to +85°C for the UCC2857, and -55°C to +125°C for the UCC1857, VVIN, VVD = 12V, RT = 19.2K, CT = 680pF. 
TA=TJ 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

Soft Start 

Charge Current 10 /lA 

Shutdown Comparator Threshold Measured on SS 0 0.4 V 

Multiplier 

Output Current, lAC Limited lAC = 100/lA, VVAO = 5.5V, VCRMS = OV -200 /lA 

Output Current, Power Limited lAC = 100/lA, VVAO = 5.5V, VCRMS = 1V -200 /lA 

Output Current, Zero IAC=O 

Gain Constant 

Zero Power, Peak Current 

Zero Power Comparator Threshold Measured on VAO 

Peak Current Limit Comparator Measured on PKLMT 
Threshold 

Note 1: Common mode voltages = Ov. VCAO = 3V 

PIN DESCRIPTIONS 
AGND: Reference point of the internal reference and all 
thresholds, as well as the return for the remainder of the 
device except for the output drivers. 

CA-: Inverting input of the inner current loop error ampli
fier. 

CAO: Output of the inner current loop error amplifier. 
This output can swing between approximately 0.2V and 
6V. It is one of the inputs to the PWM comparator. 

VAO: This is the output of the voltage loop error ampli
fier. It is internally clamped to approximately 5.6V by the 
UCC3857 and can swing as low as approximately 0.1V. 
Voltages below 0.5V on VAO will disable the MOSDRV 
output and force the IGDRV1 and IGDRV2 outputs to a 
zero overlap condition. 

CRMS: A capacitor is connected between CRMS and 
ground to average the AC line voltage over a half cycle. 
CRMS is internally connected to the RMS detection cir
cuitry. 

CT: A capacitor (low ESR, ESL) is tied between CT and 
ground to set the ramp generator switching frequency in 
conjunction with RT. The ramp generator frequency is 
approximately given by: 

f _ 0.67 
sw - RT -CT' 

DELAY: A resistor to VREF and a capacitor to AGND are 
connected to DELAY to set the overlap delay time for the 
MOSDRV output stage. The overlap delay function can 
be disabled by removing the capacitor to AGND. 

-2 0 2 /lA 
2.5 1N 

0.5 V 

0 V 

lAC: A resistor is connected to the rectified AC input line 
voltage from lAC. This provides the internal multiplier 
and the RMS detector with instantaneous line voltage in
formation. 

IGDRV1: Driver output for one of the two external IGBT 
power switches. 

IGDRV2: Driver output for one of the two external IGBT 
power switches. 

MOSDRV: Driver output for the external power MOSFET 
switch. 

MOUT: Output of the analog multiply and divide circuit. 
The output current from MOUT is fed into a resistor to 
the retum leg of the input bridge. The resultant waveform 
forms the sine reference for the current error amplifier. 

PKLMT: Inverting input of the peak current limit com
parator. The threshold for this comparator is nominally 
set to OV. The peak limit comparator terminates the 
MOSDRV, IGDRV1 and IGDRV2 outputs when tripped. 

PGND: Return for all high level currents, internally tied to 
the output driver stages of the UCC3857. 

RT: A resistor, RT is tied between RT and ground to set 
the charging current for the intemal ramp generator. The 
UCC3857 provides a temperature compensated 3.0V at 
RT. The oscillator charging current is therefore: 3.0V/RT. 
Current out of RT should be limited to 250llA for best 
performance. 

VA-: This is the feedback input for the outer voltage con
trol loop. An external opto isolator circuit provides the 
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PIN DESCRIPTIONS (continued) 
output voltage regulation information to VA- across the 
isolation barrier. 

SS: A capacitor is connected between SS and GND to 
provide the UCC3857 soft start feature. The voltage on 
VAO, is clamped to approximately the same voltage as 
SS. An internal 10j.LA (nominal) current source is pro
vided by the UCC3857 to charge the soft start capacitor. 

VO: Positive supply rail for the three output driver stages. 
The voltage applied to VD must be limited to less than 
18VDC. VD should be bypassed to PGND with a 0.1J.!F 
to 1.0J.!F low ESR, ESL capacitor for best results. VD and 

UCC1857 
UCC2857 
UCC3857 

VIN can be isolated from each other with an RC lowpass 
filter for better supply noise rejection. 

VIN: Input voltage supply to the UCC3857. This voltage 
must be limited to less than 18VDC. The UCC3857 is en
abled when the voltage on VIN exceeds 13.75V (nomi
nal). 

VREF: Output of the precision 7.5V reference. A 0.01J.!F 
to 0.1 J.!F low ESR, ESL bypass capacitor is recom
mended between VREF and AGND for best perform
ance. 

t7rftt7w~tz:N)21t~ :~~,~' 
f---+-+-!n",: __ -+-~h!-i ---+----!H H h",: _i-_---!n"" _____ ~~~~~NAL) 

! 

1 TOGGLE F/F Q 

r--------'. (INTERNAL) 

IGDRV1 
(PIN 16) Lilli 

WJ i U i i" .... 1 ____ :gl~R1~~ 
TD1~~! : 

LlJ~' --~LlJr'--+,LlJ--il~-~r--rl .... -_+~r--tl .... -_+~~ .... ---~~;~V 
Figure 1. Typical control circuit timing diagram. 

APPLICATION INFORMATION 

UDG-98217 

The circuit shown in the Typical Application Circuit pro
vides several advantages over a more conventional ap
proach of deriving a DC bus voltage from AC line with 
power factor correction. The conventional approach uses 
two power conversion stages and has higher cost and 
complexity. With the use of UCC3857, the dual function
ality of power factor correction and voltage step-down is 
combined into a single stage. 

The power stage comprises a current-fed push-pull con
verter where the ON times of the push-pull switches (Q1 
and Q2) are overlapped to provide effective duty cycle of 
a conventional PWM' boost converter. When only one 

UCC3857 is designed to provide a solution for single 
stage power factor correction and step-down or step-up 
function, using an isolated boost converter. The Typical 
Application Circuit shows the implementation of a typical 
isolated boost converter using IGBTs as main switches in 
push"pull configuration and using a MOSFET as an aux
iliary switch to accomplish soft-switching of IGBTs. Many 
variations of this implementation are possible including 
bridge-type circuits. The presense of low frequency ripple 
on the output makes this approach practical for distrib
uted bus applications. It will not provide the highly regu
lated low ripple outputs typically required by logic level 
supplies. switch is on, the power is transferred to the output 
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APPLICATION INFORMATION (continued) 

BLOCK DIAGRAM 

VREF MOUT 

VA-

VAO 

CA- 7r-------------------------~ 

I 
L.. -- ----- --- ___________ _____________ 13 

through the transformer and the output rectifier. It can 
be seen that the.+ operation on the primary side of the 
circuit is that of a boost converter and UCC3857 pro
vides input current programming using average current 
mode control to achieve unity power factor. The trans
former tums ratio can be used to get the required level 
of output voltage (higher or lower than the peak line volt
age). The transformer also provides galvanic isolation 
for the output voltage. 

Power stage optimization involves design and selection 
of components to meet the performance and cost objec
tives. These include the power switches, transformer 
and inductor design. 

The choice of IGBTs is based on their advantage over 
MOSFETs at higher voltages. For universal line opera
tion, the voltage stress on the push-pull switches can 
approach 1000V. However, the slow turn-off of IGBTs 
can contribute high switching losses and the use of 
MOSFET (OA) helps turn the IGBTs off with zero volt
age across them (ZCS turn-off). This is accomplished by 
keeping OA on (beyond the turn-off of 01 or 02 - see 
Fig. 1 for waveforms) to allow the inductor current to di
vert from IGBT to MOSFET while the IGBT is turning off 
and still maintain zero volts. The MOSFET delay time 

CAO 

AT CT 

DELAY VD 

UCC1857 
UCC2857 
UCC3857 

I 
I 

IGDRV1 

IGDRV2 

~PGND 

~AGND 
= I 

I 
__________________________ J 

UDG-9B21B 

(TD1) effectively adds to the boost inductor charge pe
riod. The voltage stress of the MOSFET is half the stress 
of the IGBTs under normal operating conditions. How
ever, OA can see much higher voltage stress under 
start-up and short circuit conditions as the converter oper
ates in a flyback mode then. For different operating re
quirements or constraints (e.g. single North American line 
operation), the choice of switching components may be 
different (e.g. MOSFETs for 01 and 02 and no OA) as 
the voltage stress is different. In that case, UCC3857 can 
still be used without using the MOSDRV output. 

Transformer design is very critical in this topology. The 
push-pull transformer must have minimal leakage induc
tance between the primary and secondary windings. Simi
larly, the leakage between the two primary windings must 
be minimized. In practice, it is hard to achieve both tar
gets without using sophisticated construction techniques 
such as interleaving, use of foils etc. In many cases, it 
may be beneficial to use a planar transformer to achieve 
these objectives. The effects of higher leakage induc
tance include higher voltage stresses, ringing, power 
losses and loss of available duty cycle. The high voltage 
levels make it difficult to design effective snubber circuits 
for this leakage induced ringing. 
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APPLICATION INFORMATION (cont.) 
The design of the boost inductor is very similar to the 
conventional boost converter. Howev:er, as shown in the 
Typical Application Circuit, an additional winding con
nected to the output through a diode is required on the 
boost inductor. This winding must have the same turns 
ratio as the transformer and meet the isolation require
ments. This winding is required to provide a discharge 
path for the inductor energy when the push-pull switches 
are both off. During start-up, when the output voltage is 
zero, the converter can see very high inrush currents. 
The overcurrent protection circuit of UCC3857 will shut 
down all the outputs when the set threshold is crossed. 
At that instance, the boost inductor auxiliary winding di
rects the energy to the output. This is a preferred manner 
of bringing the output voltage up to prevent the main 
switches from handling the high levels of inrush current. 
However, when the auxiliary winding is transferring the 
power to the output, the voltage stress across QA be
comes input voltage plus the reflected output volt
age-higher than its steady state value of reflected output 
voltage. 

Chip Bias Supply and Start-up 

UCC3857 is implemented using Unitrode's BCDMOS 
process which allows minimization of the start-up (601lA 
typical) and operating (3.5mA typical) supply currents. It 
results in significantly lower power consumption in the 
trickle charge resistor used to start-up the IC. 

Oscillator Set-up 

The oscillator of UCC3857 is designed to have a wide 
ramp amplitude (4.5V p-p) for higher noise immunity. 
The CT pin has the sawtooth waveshape and during the 
discharge time of CT, a clock pulse is generated. During 
the discharge period, the effective internal impedance to 
GND is' 600n. Based on this, the discharge time is given 
by 831 eCT. As shown in the waveforms of Fig. 1, the in
ternal clock pulse width is equal to the discharge time 
and that sets the minimum dead time between IGDRV1 
and IGDRV2. The clock frequency is given by 

t _ 1 '" 1 
sw - (1.5 e RT +831)eCT (1.5 e R T eCT ) 

(1 ) 

The IGDRV1 and,IGDRV2 outputs are switched at half 
the clock frequency while MOSDRV is switched at the 

UCC1857 
UCC2857 
UCC3857 

error amplifier output. Unlike prior techniques of RMS 
voltage sensing, UCC3.857 employs a patent pending 
technique to simplify the RMS voltage generation and 
eliminate performance degradatipn caused by the 
previous techniques. With the novel technique (shown in 
Fig. 3), need for extern.al 2-pole filter for VRMS generation 
is eliminated. Instead, the lAC current is mirrored and 
used to charge an external capacitor (CCRMS) during a 
half cycle. The voltage on CRMS takes the integrated si
nusoidal shape and is given by equation 2. At the end of 
the half-cycle, CRMS voltage is held and converted into 
a 6-bit digital word for further processing in the ACU. 
CCRMS is discharged and readied for integration during 
next half cycle. 

The advantage of this method is that the second har
monic ripple on the VRMS signal is virtually eliminated. 
Such second harmonic ripple is unavoidable with the lim
ited roll-off of a conventional 2-pole filter and results in 
3rd harmonic distortion in the input current signal. The 
dynamic response to the input line variations is also im
proved as a new VRMS signal is generated every cycle. 

V CRMS = lAC (Pk) (1- cos rot) (2) 
2 e ro e CCRMS 

V. (Pk) _ lAC (Pk) 
CRMS -

roeCCRMS 

(2a) 

For proper operation, IAc(pk) should be selected to be 
1001lA at peak line voltage. For universal input voltage 
with peak value of 265 VAC, this means RAC = 3.6M. 
The noise sensitivity of the Ie requires a small bypass 
capacitor for high frequency noise filtering. The value of 
this capaCitor should be limited to 220nF maximum. The 
VCRMS value should be approximately 1V aJ the peak of 
low line (80 VAC) to minimize any digitization errors. 
The peak value of VCRMS at high line then becomes 
3.5V. The desired CCRMS can be calculated from equa
tion 2 to be 75nF for 60Hz line. 

The multiplier output current is given by equation (3) with 
K=0.33. 

I _ (VVAO -0.5)e/Ac eK. 
MULT - 2 

VCRMS 

(3) 

clock frequency. The multiplier peak current is limited to 2001lA and the 
Reference Signal (lMULT) generation selected values for lAC and VCRMS should ensure that 
Like the UC3854 series, the UCC3857 has an analog the current is within this range. Another limitation of the 
computation unit (ACU) which generates a reference cur- multiplier is that IMULT can not exceed two times the lAC 
rent signal for the current error amplifier. The inputs to current, limiting the minimum voltage on VCRMS· 

the ACU are signals proportional to instantaneous line The discrete nature of the RMS voltage feedforward 
voltage, input voltage RMS information and the voltage means that there are regions of operation where the ,in-
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APPLICATION INFORMATION (cont.) 
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Figure 3. Novel RMS voltage generation scheme. 

put voltage changes, but the VRMS value fed into the 
multiplier does not change. The voltage error amplifier 
compensates for this by changing its output to maintain 
the required multiplier output current. When the output of 
the ADC changes, there is a jump in the output of the er
ror amplifier. This has minimal impact on the overall con
verter operation. 

Another key consideration with the RMS voltage scheme 
is that it relies on the zero-crossing of the lac signal to be 
effective. At very light loads and high line conditions, the 
rectified AC does not quite reach zero if a large capacitor 
is being used for filtering on the rectified side of the 

AC LINE BRIDGE 
RECTIFIER 

I 
1 

lAC 
UCC3857 

1 ______ ----_. 

Figure 4. Alternative implementation for sensing lAC. 

A.B 
C VAO ----------~ B 

C 

MULTI 
DAC 

LINEf\VV\ 

VCRMS~ 
ADC 

(X2) HOLD--:+: 

bridge. In such instances, the feedforward effect does 
not take place and the controller functionality is compro
mised. For UCC3857, the lAC current should go below 
1011A for the zero crossing detection to take place. It is 
recommended that the capacitor value be kept low 
enough for light load operation or that the alternative 
scheme shown in Fig. 4 be used for lAC sense. 

Gate Drive Considerations 

The gate drive circuits in UCC3857 are designed for high 
speed driving of the power switches. Each drive circuit 
consists of low impedance pull-up and pull-down DMOS 
output stages. The UCC3857 provides separate supply 
and ground pins (VO and PGNO) for the driver stages. 
These pins allow better local bypassing of the driver cir
cuits. VO can also be used to ensure that the SOA limits 
of the output stages are not violated when driving high 
peak current levels. For this, VO can be kept as low as 
possible (e.g. 10V) while VIN can go higher to handle the 
UVLO requirements. 

Current Amplifier Set-up 

Once the multiplier is set-up by choosing the VRMS 
range, the current amplifier components can be de
signed. The maximum multiplier output is at low line, full 
load conditions. The inductor peak current also occurs at 
the same point. The multiplier terminating resistor can be 
determined using equation 4. 
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R _'L-PK -RSENSE 

MULT - 'MULT -PK 

(4) 

The current amplifier can be compensated using a previ
ously presented techniques (U-134) summarized here. A 
simplified high frequency model for inductor current to 
duty cycle transfer function is given by 

A 

iL Vo 
G·" (S)=-=-

Iv A sL 
d 

(5) 

The gain of the current feedback path at the frequency of 
interest (crossover) is given by 

(6) 

Where VSE is the ramp amplitude (p-p) which is 4.5V for 
UCC3857. Combining equations. 5 and 6 yields the loop 
gain of the current loop and equating it to 1 at the de
sired crossover frequency can result in a design value for 
Rz. The current loop crossover frequency should be lim
ited to about 1/3 of the switching frequency of the con
verter to ensure stability. See Unitrode Application Note 
U-140 for further information. 

Trailing Edge Delay 

As shown in the waveforms of Fig. 1, the modified iso
lated boost converter requires drive signals for the two 
main (lGBT) switches and the auxiliary (MOSFET) switch 
with certain timing relationships. The delay between 
turn-off of an IGBT and turn-off of the MOSFET can be 
programmed for the UCC1857. In aPFC application, the 
input line varies from zero to the AC peak level, resulting 
in a wide range of required duty ratios. A. fixed delay 
time will induce line current distortion at the peaks of the 
AC line under high line and/or light load conditions. This 
is caused by the minimum controllable duty ratio im
posed on the modulator by the fixed delay. If the mini
mum controllable duty ratio is fixed, the inner current 
loop can exhibit a limit cycle oscillation at the line peaks, 
inducing line current distortion. 

The UCC1857 has an adaptive MOSFET delay genera
tor, which is directly modulated by load power demand. 
Referring to Fig. 5, this circuit directly varies the delay 
time based on the output level of the voltage error ampii
fier, which in an average current mode PFC converter 

UNrrRODE CORPORATION 
7 CONTINENTAL BLVD .• MERRIMACK, NH 03054 
TEL (603) 424·2410 © FAX (603) 424-3460 
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with line feedforward is indicative of load power. The de
lay time is programmed with external components,· Ro 
and Co. The sequence of events starts when the inter
nal ClK signal resets latch U2, causing PWMDEl to go 
high and the Q output to go low. CD was discharged via 
M1 and is held low until the internal PWM signal goes 
low (indicating turn-off of either of the IGBT drives). At 
this point M1 tums off and CD charges towards the 7.5V 
reference through RD. A comparator U1 compares this 
voltage to the voltage error amplifier output (VVAO). When 
the voltage on Co is greater than VVAO, the latch U2 is 
set causing PWMDEl to go low. PWMDEl is logically 

7.5V REF 

I 
I 
I 
I 
I 
L ________ '-- ___ _ 

Figure 5. Circuit for adaptive MOSFET delay 
generation. 

ANDed with ClK to produce the signal which commands 
the MOSFET driver output (MOSDRV). The delay time, 
TD1, is given by 

TD1=-RD -CD -,en (7.5-VVAO ) 
7.5 

(7) 

This technique reduces the overlap delay at light loads or 
high lines, but maintains a longer delay when the line 
voltage is low or the load is heavy. This by definition re
duces the minimum controllable duty ratio to an accept~ 
able level, and is programmable by the user. Reducing 
the delay time under light current conditions is accept
able since the IGBT current is directly proportional to 
load current. By providing programming flexibility with Ro 
and Co, the delay times can be optimized for current and 
future classes of IGBT switches. The delay can also be 
set to zero by removing Co from the circuit. 
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High Efficiency, High Power Factor Preregulator PRELIMINARY 

FEATURES 
• Programmable PWM Frequency 

Foldback for Higher Efficiency at Light 
Loads 

• Leading Edge PWM for Reduced 
Output Capacitor Ripple Current 

• Controls Boost PWM to Near Unity 
Power Factor 

• World Wide Operation without 
Switches 

• Accurate Power Limiting 

• Synchronizable Oscillator 

• 1001lA Startup Supply Current 

• Low Power BCDMOS 

• 12V to 18V Operation 

BLOCK DIAGRAM 

DESCRIPTION 
The UCC3858 provides all of the control functions necessary for active 
power factor corrected preregulators which require high efficiency at low 
power operation. The controller achieves near unity power factor by 
shaping the AC input line current waveform to correspond to the AC in
put line voltage using average current mode control. 

The operation of the UCC3858 closely resembles that of previously de
signed Unitrode PFC parts with additional features to allow higher effi
ciency boost converter operation at light loads. This is accomplished by 
linearly scaling back the PWM frequency when the output of the voltage 
error amplifier drops below a predetermined user programmable level in
dicating a light load condition. The frequency is scaled back by reducing 
the charging current for the CT ramp (in proportion to the output power), 
and increasing the dead time. There is also an instantaneous reset input 
to pull the IC out of foldback mode quickly when the load comes back up. 

The PWM technique used in the UCC3858 is leading edge modulation. 
When combined with the more conventional trailing edge modulation on 
the downstream converter, this scheme offers the benefit of reduced rip
ple current on the bulk storage capacitor. The oscillator is designed for 
easy synchronization to the downstream converter. A simple synchroni
zation scheme can be implemented by connecting the PWM output of 
the downstream converter to the SYNC pin. 

(continued) 

MOUT CA- CAO VDD 

r--------------
VAO 8\----..., 

OUT 

FBL 

16 ____ J 

FBL SYNC FBM RT CT GND UDG-96191-1 

03199 
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ABSOLUTE MAXIMUM RATINGS 
Supply Voltage VDD .............................. 18V 
Gate Drive Current 

Continuous .................................. 0.2A 
-Pulsed .................................... 500mA 

Input Current lAC .............................. 200mA 
Power Dissipation ................................. 1 W 
Storage Temperature ................... -65°C to +150°C 
Junction Temperature ................... -55°C to +150°C 
Lead Temperature (Soldering, 10 Sec.) ............. +300°C 
Analog Inputs 

Maximum Forced Voltage ................ -Q.3V to 11 V 

Unless otherwise indicated, voltages are reference to ground and cur
rents are positive into, negative out of the specified terminal. Pulsed is 
defined as a less than 10% duty cycle with a maximum duration of 
500ns. Consult Packaging Section of Databook for thermal limitations 
and considerations of packages. 

DESCRIPTION (cont.) 
Controller improvements include an on board peak detec
tor for the input line RMS voltage, an integrated 
overcurrent shutdown, overvoltage shutdown and signifi
cantly lower quiescent operating current. The peak de
tector eliminates an external 2-pole low pass filter for 
RMS detection. This simplifies the converter design as 
well as providing an approximate 6X improvement in in
put line transient response. The current signal is ex
tracted from the current error amplifier input to provide a 
cycle-by-cycle peak current limit. Low startup and oper
ating currents which are achieved through the use of 

CONNECTION DIAGRAM 

OIP-16, SOIC-16 (TOP VIEW) 
J, N, OW Packages 

UCC1858 
UCC2858 
UCC3858 

Unitrode's BCDMOS process simplify the bootstrap 
supply design as well as minimize losses in the control 
circuit. A transconductance voltage error amplifier allows 
output voltage sensing for internal overvoltage protection. 

Additional features include: undervoltage lockout for reli
able off-line startup, a precision 7.5V reference, and a 
precision RMS detection and signal conditioning circuit. 
Chip shutdown can be attained by bringing the FBL pin 
belowO.5V. 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these specifications apply for T A = O°C to 70°C for the 
UCC3858, -40°C to +85°C for the UCC2858, and -55°C to + 150°C for the UCC1858, VVDD = 12V, RT = 24k, CT = 330pF, RFBM = 
96k IIAC = 1001lA TA = TJ , , 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

Overall 

Supply Current, Off VCAO, VVAO = OV, VDD = UVLO - 0.3V 100 250 JtA 

Supply Current, On FBL=OV 2 3.5 5 rnA 

VDD Turn-On Threshold 12 13.5 15.5 V 

VDD Turn-Off Threshold 10 V 

UVLO Hysteresis 3.2 3.5 3.8 V 

Voltage Amplifier 

Input Voltage TA=25~C 2.95 3 3.05 V 

Over Voltage Protection Volts Above VA-Input Voltage 0.12 0.14 0.16 V 

VA- Bias Current -Q.5 -1 ItA 
Open Loop Gain VOUT= 2V to 5V 45 50 dB 

VAO High Load = -251lA 5.7 6 6.3 V 

VAOLow Load =251lA 0.3 0.5 V 

Output Source Current VVA-=2.8V -50 IlA 
Output Sink Current VVA-=3.2V 50 IlA 
Transconductance IOUT=+50~ 400 600 1000 itS 
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UCC1858 
UCC2858 
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ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these specifications apply for T A = O°C to 70°C for the 
UCC3858, -40°C to +85°C for the UCC2858, and -55°C to +150°C for the UCC1858, Vvoo = 12V, RT = 24k, CT= 330pF, RFBM = 
96k IIAc=1001lA TA=TJ , , 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

Current Amplifier 

Input Offset Voltage VCM= OV, VCAO= 3V -3 0 3 mV 

Input Bias Current VCM=OV, VCAo=3V ~.5 -5 I1A 

Input Offset Current VCM=OV, VCAo=3V -0.5 0.0 0.5 IlA 
Open Loop Gain VCM = OV, VCAO = 2V to 5V 80 90 dB 

CMRR VCM = OV to 1.5V, VCAO = 3V 65 80 dB 

CAOHigh VCA- = OV, VMOUT= 1V, IL= -501lA 6.5 7 7.5 V 

CAOLow VCA-= 1V, VMOUT=OV, IL= 1mA 0.2 0.3 V 

Maximum Output Source Current -130 -150 IlA 
Voltage Reference 

Output Voltage IREF = OmA, TA = 25°C 7.313 7.5 7.688 V 

Over Temperature, UCC3858 7.294 7.5 7.707 V 

Over Temperature, UCC2858, UCC1858 7.239 7.5 7.762 V 

Load Regulation IREF = OmA to 2mA 3 5 mV 

Line Regulation Voo = 12V to 16V 30 mV 

Short Circuit Current VREF= OV 35 50 mA 

Oscillator 

Initial Accuracy TA= 25°C 90 100 110 kHz 

Voltage Stability Voo= 12Vto 16V 1 % 

Total Variation Line, Temperature 80 120 kHz 

Ramp Amplitude (p-p) Oscillator Free Running, VAO = 5.5V 3.3 3.5 3.7 V 

Ramp Peak Voltage Oscillator Free Running, VAO = 5.5V 4.4 4.6 4.8 V 

Peak Current Limit 

PKLMT Threshold Voltage (VCA-)-VMOUT 350 450 550 mV 

PKLMT Hysteresis 100 200 mV 

PKLMT Propagation Delay 1 I1s 

Multiplier Section 

High Line, Low Power lAC = 100I1A, VCRMS = 3.5V, VAOUT = 1.25V 1 IlA 
High Line, High Power lAC = 1001lA, VCRMS = 3.5V, VAoUT = 5.5V 15 IlA 
Low Line, Low Power lAC = 201lA, VCRMS = 0.75V, VAoUT = 1.25V 4 IlA 
Low Line, High Power lAC = 201lA, VCRMS = 0.75V, VAOUT = 5.5V 64 IlA 
lAC Limited lAC = 201lA, VCRMS = O.4V, VAOUT = 5.5V 64 IlA 
Gain Constant lAC = 1001lA, VCRMS = 3.5V, VAoUT = 5.5V 2.5 1N 

Zero Current lAC = 20j1A, VCRMS = 0.75V, VAoUT = 5.5V (Note 1) 0 IlA 
lAC =1001lA, VCRMS = 3.5V, VAoUT = 5.5V (Note 1) 0 IlA 

Power Limit (VCRMS • IMO) lAC = 201lA, VCRMS = 0.75V, VAOUT = 5.5V 45 I1W 

PWM Frequency Foldback 

FBL Input Current -500 -100 nA 

FBL Output Disable 0.5 V 

Foldback Minimum Frequency RFBM= 100k 25 30 kHz 

FBM Foldback Override 1.5 1.75 V 
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ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these specifications apply for T A = O°C to 70°C for the 
UCC3858, -40°C to +85°C for the UCC2858, and -55°C to + 150°C for the UCC1858, Vvoo = 12V, RT = 24k, CT = 330pF, RFBM = 
96k I 100~ T T , IAC= , A= J. , 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

Gate Driver 

Pull Up Resistance lOUT = 100mA 7 0 

Pull Down Resistance 10UT= -100mA 3.5 0 

Output Rise Time CLOAO= 1nF, Rs= 100 25 ns 

Output Fall Time CLOAO= 1nF, Rs= 100 20 ns 

Note 1: MOOT current with contributions form CA+ and peak limit level shift subtracted out. 

PIN DESCRIPTIONS 
CA-: (Current Amplifier Inverting Input) This input and 
the non-inverting input MOUT remain functional down to 
GND. 

CAO: (Current Amplifier Ouput) Output of a wide band
width amplifier that senses line current and commands 
the pulse width modulator (PWM) to force the correct cur
rent. This output can swing close to GND, allowing the 
PWM to force zero duty cycle when necessary. 

CRMS: (RMS Measurement Capacitor) A capacitor con
nected between CRMS and GND enables averaging of 
the AC line voltage over a half cycle. lAC current is inter
nally mirrored to provide charging current for CRMS. 

CT: (OSCillator Timing Capacitor) A capacitor from CT to 
GND will set the free-running PWM oscillator frequency 
according to: 

, = 0.814 
RT eCT 

FBL: (Frequency Foldback Level Select) Selects the 
level of the voltage error amplifier output at which fre
quency fold back begins. A chip shutdown can be at
tained by bringing the foldback level pin to below 0.5V. 

FBM: (Minimum Frequency Reference) A resistor be
tween this pin and VREF is used to set the minimum fre
quency during foldback mode. Once the value of RT and 
Cr are determined, use 

R - 0.857 R 
FBM-CTe'MIN T 

to find the value. of RFBM which will set the minimum 
foldback frequency to fMIN. This pin also incorporates a 
foldback override which enables the part to return quickly 
to normal operating mode when the load comes back up. 
To override foldback mode, force this pin below 1.5V with 
an open collector. 

GND: (Ground) All voltages measured with respect to 
ground. VDD and VREF should be bypassed directly to 
GND with a 0.1 J.l.F or larger ceramic capacitor. The timing 

capacitor discharge current also returns to this pin, so 
the lead from CT to GND should be as short and direct 
as possible. 

lAC: (Input AC Current) This input to the analog multi
plier is a current. The multiplier is tailored for very low 
distortion from this current input (lIAc) to MOUT. Re
quires some bypassing to GND for noise filtering 
«470pF). 

MOUT: (Multiplier Output) The output of the analog multi
plier and the non-inverting input of the current amplifier 
are connected together at MOUT. As the multiplier out
put is a current, this is a high impedance input so the 
amplifier can be configured as a differential amplifier to 
reject ground noise. The voltage at this pin is also used 
to implement peak current limiting. . 

OUT: (Gate Drive Output) The output of the PWM is a to
tem pole MOSFET gate driver. A series gate resistor of 
at least 50 is recommended to prevent interaction be
tween the gate impedance and the output driver that 
might cause the gate drive to overshoot excessively. 

RT: (Oscillator Timing Resistor) A resistor from RT to 
GND is used to program oscillator discharge current. 

SYNC: (Oscillator Synchronization Input) Allows the PFC 
to be synchronized to a trailing edge modulator in the 
DC-DC stage. A synchronization pulse can be generated 
from the positive output edge of the downstream regula
tor and applied to this pin. The internal clock is reset 
(charged up) on the rising edge of the SYNC input. 

VA-: (Voltage Amplifier Inverting Input) This pin is nor
mally connected to the boost converter output through a 
divider network. It also is an input to the overvoltage 
comparator where by the output is terminated if this pin's 
voltage exceeds 3.15V. 

VAO: (Voltage Amplifier Output) Output of the 
transconductance amplifier that regulates output voltage. 
The voltage amplifier output is internally limited to ap
proximately 6V for power limiting. It is also used to deter
mine the frequency foldback mode. Compensation 
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PIN DESCRIPTIONS (cont.) 
network is connected from this pin to GND. 

VOO: (Positive Supply Voltage) Connect to a stable 
source of at least 20mA between 13V and 17V for normal 
operation. Bypass VDD directly to GND to absorb supply 
current spikes required to charge external MOSFET gate 
capacitance. To prevent inadequate gate drive signals, 
the output devices will be inhibited unless VVDD exceeds 

APPLICATION INFORMATION 
The UCC3858 is designed to optimize the implementa
tion of power factor corrected boost converters in low to 
medium power applications where light load efficiency is 
critical. While basic configuration of the UCC3858 is simi
lar to the industry standard UC3854 series controllers, 
several distinguishing features have been added. A typi
cal application circuit is shown along with a diagram 
showing how the UCC3858 can be used with the down
stream converter to achieve optimum performance. 

Chip Bias Supply and Startup 

The UCC3858 is implemented using Unitrode's 
BCDMOS process allowing minimal startup (60~ typi
cal) and operating (3.5mA typical) supply currents. This 
results in significantly lower power consumption in the 
trickle charge resistor used to startup the IC, increasing 
the system efficiency at light loads. Lower supply cur
rents, coupled with the wide undervoltage lockout hyster
esis (13.75V on, 10V off) provide the opportunity to 
operate both stages from the same startup and bootstrap 
supply as shown in the typical application drawing. 

Oscillator and Frequency Foldback at Light Loads 

The oscillator of the UCC3858 is set up to operate either 
synchronously with the downstream converter or as a 
stand alone oscillator. A simplified block diagram of the 
oscillator and associated circuitry is shown in Fig. 2 and 
the related waveforms are shown in Fig. 3a - 3c. A rising 
edge at the SYNC pin initiates the clock cycle by charg
ing up the CT pin with a nominal internal current of 
ICHnom (=19 -IDIS). Once the high threshold of the ramp 
(4.5V) is crossed, the internal latch is set and the CT pin 
starts discharging at a rate (IDIS=31RT) set by the resistor 
on the RT pin. In the absence of a SYNC pulse, CT dis
charges all the way to the ramp low threshold (1 V) and 
that sets the free running frequency of the oscillator as 
given by equation 1. In applications where synchroniza
tion is used, the RT, CT values should be chosen so that 
the free running frequency is always lower than the syn
chronization frequency. 

f=~.~. 1 (1) 
20 3.5 RT .CT 

UCC1858 
UCC2858 
UCC3858 

the upper undervoltage lockout voltage threshold and re
mains above the lower threshold. 

VREF: (Reference Voltage) VREF is the output of an ac
curate 7.5V voltage reference. This output is capable of 
delivering 10mA to peripheral circuitry and is internally 
short circuit current limited. VREF is disabled and will re
main at OV when VVDD is low. Bypass VREF to GND with 

When VAO falls below the threshold level set by FBL, 
the oscillator goes into frequency foldback mode and dis
ables synchronization. The frequency foldback is 
achieved by reducing the oscillator charging current as 
the power level (and VAO voltage) falls. As shown in Fig. 
2, the difference between VAO and FBL regulates cur
rent ICsub which subtracts the current available for charg
ing CT. The effective charge current into the capacitor is 
given by (ICHnom - ICsub). To avoid converter operation in 
the low frequency range (e.g. audio), the charge current 
should not be allowed to go very low. Minimum fre
quency of the controller is programmed by the current 
IMIN flowing into pin FBM which sets the minimum charg
ing current. The value of RFBM to set the desired mini
mum frequency is given by: 

RFBM =~. 1 RT (2) 
3.5 fMIN .CT 

Fig. 4 shows the characteristic curves for the frequency 
foldback. When the converter comes out of the low 
power mode, the time taken to restore normal mode op
eration (return to nominal or synchronized frequency op
eration) must be minimized. Given that the voltage error 
amplifier response is very slow in PFC circuits, the VAO 
pin change is not the best indicator of change in load 
conditions. UCC3858 provides a solution where the nor
mal mode can be restored instantaneously when FBM is 
pulled below 1.5V. A typical interface would involve the 
output of the error amplifier of the downstream converter 
(with proper buffering and filtering) driving an npn switch 
that pulls FBM down to GND. The buffer and filter should 
ensure that the switch is turned on only when the error 
amplifier of downstream converter is saturated high for a 
preset duration indicating a droop in output voltage from 
increased load. The FBM input can also be permanently 
pulled low to disable the frequency fold back mode com
pletely, while still using the other features of UCC3858. 
FBL pin also acts as a chip disable input when it is 
brought below O.5V. 
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APPLICATION INFORMATION (cont.) 
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• Pins 4, 9 and 14 need good bypassing to GND for noise immunity. Capacitors C2, C3 and C23 should each consist of a combination of ce
ramic (O.4lflFJ and tantalum (4. lflF) capacitors for best results . 

• • ' L 1 can be fabricated with an Allied Signal Amorphous Core MP4510PFC, using a 100 tum (AWG 18) primary and 5 tum secondary. Alt6ma
tively, a gapped Ferrite Choke can be used. (Coiltronies CTX-08-13679) 

Figure 1. UCC3858 Typical application circuit. 
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APPLICATION INFORMATION (cont.) 
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Figure 2. Oscillator block diagram. 
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Figure 38. Oscillator timing waveforms synchronized 
to buck (DCIDC) PWM. 
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Figure 3b. Oscillator timing waveforms stand alone 
operation. 



APPLICATION INFORMATION (cont.) 
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Figure 3c. Frequency foldback mode. 

Capacitor Ripple Reduction 

For a power system where the PFC boost converter is 
followed by a DC-DC converter stage, there are benefits 
to synchronizing the two converters. In addition to the 
usual advantages such as noise reduction and stability, 
proper synchronization can significantly reduce the ripple 
currents in the boost circuit's output capacitor. Fig. 5 
helps illustrate the impact of proper synchronization by 
showing a PFC boost converter together with the simpli
fied input stage of a forward converter. The capaCitor cur
rent during a single switching cycle depends on the 
status of the switches 01 and 02 and is shown in Fig. 6. 
It can be seen that with a synchronization scheme that 
maintains conventional trailing edge modulation on both 
converters, the capacitor current ripple is highest. The 
greatest ripple current cancellation is attained when the 
overlap of 01 off-time and 02 on-time is maximized. One 
method of achieving this is to synchronize the turn-on of 
the boost diode (01) with the tum-on of 02. This ap
proach implies that the boost converter's leading edge is 
pulse width modulated while the forward converter is 
modulated with traditional trailing edge PWM. The 
UCC3858 is designed as a leading edge modulator with 
easy synchronization to the downstream converter to fa
cilitate this advantage. Table 1 compares the ICBrms for 
01/02 synchronization as offered by UCC3858 vs. the 
ICBrms for the other extreme of synchronizing the turn-on 
of OLand 02 for a 200W power system with a VBST of 
385V. 
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w 

~ 60 IE 
~ 40 
~ 
Z 

* 20 

o -1 -2 -{3 -4 -5 -a 
FBL = VMJ (V) 
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RFBM = 10k 

RFBM =25k 

RFBM = lOOk 

(RT = 24k, CT = 330pF, NOMINAL FREQUENCY 100kHz) 

Figure 4. Frequency foldback characteristics. 
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Figure 5. Simplified representation of a 2-stage PFC 
power supply. 
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Figure 6. Timing waveforms for synchronization 
scheme. 
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APPLICATION INFORMATION (cont.) 

Table I. Effects of Sychronization on Boost 
Capacitor Current 

VIN = 85V VIN = 120V VIN = 240V 
0(02) 01/02 01/02 01/02 01/02 01/02 01/02 
0.35 1.491A 0.835A 1.341A 0.663A 1.024A 0.731A 
0.45 1.432A 0.93A 1.276A 0.664A 0.897A 0.614A 

Table 1 illustrates that the boost capacitor ripple current 
can be reduced by about 50% at nominal line and about 
30% at high line with the synchronization scheme facili
tated by the UCC3858. The output capacitance value can 
be significantly reduced if its choice is dictated by ripple 
current or the capacitor life can be increased as a result. 
In cost sensitive designs where hold-up time is not criti
cal, this is a significant advantage. 

An alternative method of synchronization to achieve the 
same ripple reduction is possible. In this method, the 
tum-on of 01 is synchronized to the turn-off of 02. While 
this method yields almost identical ripple reduction and 
maintains trailing edge modulation on both converters, 
the synchronization is much more difficult to achieve and 
the circuit can become susceptible to noise as the syn
chronizing edge itself is being modulated. 

Reference Signal (IMULT) Generation 

Like the UC3854 series, the UCC3858 has an Analog 
Computation Unit (ACU) which generates a reference 
current signal for the current error amplifier. The inputs to 
the ACU are (signals proportional to) instantaneous line 
voltage, input voltage RMS information and the voltage 
error amplifier output. Unlike prior techniques of RMS 
voltage sensing, UCC3858 employs a patent pending 
technique to simplify the RMS voltage generation and 
eliminate performance degradation caused by the prior 
techniques. With the novel technique (shown in Fig. 7), 
need for external two pole filter for VRMS generation is 
eliminated. Instead, the lAC current is mirrored and used 
to charge an external capacitor (CRMS) during a half cy
cle. The voltage on CRMS takes the integrated sinusoi
dal shape and is given by equation 3. At the end of the 
half- cycle, CRMS voltage is held and converted into a 
4-bit digital word for further processing in the ACU. 
CRMS is discharged and readied for integration during 
the next half cycle. The advantage of this method is that 
the second harmonic ripple on the VRMS signal is virtually 
eliminated. Such second harmonic ripple is unavoidable 
with the limited roll-off of a conventional 2-pole filter and 
results in a 3rd harmonic distortion in the input current 
signal. The dynamic response to the input line variations 
is also improved as a new VRMS signal is generated ev
ery cycle. 

VCRMS 

IACpk 
VCRMS (pk) = -~~ 

ro-CRMS 

LINE~ 
VCRMS 

I I 

ADC~ 
HOLD_: : 

UCC1858 
UCC2858 
UCC3858 

(3a) 

(3b) 

Figure 7. Novel circuit for RMS signal generation. 

For proper operation, IACpk should be selected to be 
100IlA at peak line voltage. For universal input voltage 
with peak value of 265 VAC, this means RAC = 3.6M. 
The noise sensitivity of the IC requires a small bypass 
capaCitor for high frequency noise filtering. The value of 
this capacitor should be limited to 330pF maximum. The 
V CRMS value should be approximately 1 V at the peak of 
low line (80 VAC) to minimize any digitization errors. The 
peak value of VCRMS at high line then becomes 3.5V. 
The desired CRMS can be calculated from equation 3 to 
be 90nF for 50Hz line and 75nF for 60Hz line. 

The multiplier output current is given by equation (4) with 
K=0.33. 

(VVAO -1)-IAC -K 
IMULT = 2 

VCRMS 

(4) 

The multiplier peak current is limited to 200J.IA and the 
selected values for lAC and VCRMS should ensure that 
the current is within this range. Another limitation of the 
multiplier is that IMULT can not exceed two times the lAC 
current, limiting the minimum voltage on VCRMS. 
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APPLICATION INFORMATION (cont.) 
The discrete nature of the RMS voltage feedforward 
means that there are regions of operation where the in
put voltage changes, but the VRMS value fed into the mul
tiplier does not change. The voltage error amplifier 
compensates for this by changing its output to maintain 
the required multiplier output current. When the 1)utput of 
the ADC changes, there is a jump in the output of the er
ror amplifier. There is a resultant shift in the foldback fre
quency if the converter is at light load. However, the 
impact of this change is minimal on the overall converter 
operation. 

Another key consideration with the RMS voltage scheme 
is that it relies on the zero-crossing of the lAC signal to be 
effective. At very light loads and high line conditions, the 
rectified AC does not quite reach zero if a large capacitor 
is being used for filtering on the rectified side of the 
bridge. In such instances, the feedforward effect does not 
take place and the controller functionality is lost. For 
UCC3858, the lAC current should go below 101lA for the 
zero crossing detection to take place. It is recommended 
that the capacitor value be kept low enough for the light 
load operation or the feedforward be derived directly from 
the AC side of the input bridge as shown in the typical 
applications circuit. 

Gate Drive Considerations 

The gate drive circuit in UCC3858 is designed for high 
speed power switch drive. It consists of low impedance 
pull-up and pull-down DMOS output stages. When oper
ating with high bias voltages, in order to stay within the 
SOA of the DMOS output stages, it is recommended that 
the gate drive current be limited to 0.5A peak with the 
use of external gate resistor. Please see the characteris
tic curve in Fig. 8 for determining the required external 
resistance. 

40 .......................................................................... . 

30 / 

V i 20 

/ 
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~ 
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Figure 8. Reguired series gate resistance as a 
function of supply voltage. 

20 

Current Amplifier Set-up 

UCC1858 
UCC2858 
UCC3858 

The multiplier is set-up first by choosing the VRMS range. 
The maximum multiplier output is at low line, full load 
conditions. The inductor peak current also occurs at the 
same point. The multiplier terminating resistor can be de
termined using equation 5. 

R _ ILpK e RSENSE 
MULr- . 

IMULTPK 

(5) 

The peak current limiting function provided by the 
UCC3858 is integrated i.nto MOUT. The signal on MOUT 
is normally maintained at.OV as the (IMULT· RMULT) can
cels the voltage drop across the sense resistor with 
closed loop operation. During short circuit or transient 
startup conditions, the multiplier current can not fully can
cel the voltage drop across RSENSE and the voltage at 
MOUT drops below OV. 'The internal peak current limit is 
activated when MOUT drops below -:-<>.5V. The peak cur
rent limit at any operating point is given by: 

I _'MULT eRMULT +0.5 
LIM -

RSENSE 

(6) 

The current amplifier can be compensated using previ
ously presented techniques, (Application Note U- 134), 
summarized here. A simplified high frequency model for 
inductor current to duty cycle transfer function is given 
by: 

A 

iL Vo G· ... (s)=-=-
lu A sL 

d 

(7) 

The gain of the current feedback path at the frequency of 
interest (crossover) is given by: 

1\ 

d RZ 1 
-=RSENSE e-e--

1\ R, VSE 
it 

(8) 

Where. VSE is the ramp amplitude (p-p) which is 3.5V for 
UCC3858. Combining equations 7 and 8 yields the loop 
gain of the current loop and equating it to 1 at the de
sired crossover frequency can result in a design value for 
Rz. The current loop crossover frequency selected using 
conventional trade offs. However, it should be ensured 
that the current-loop is stable at the minimum switching 
frequency under foldback conditions. 
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APPLICATION INFORMATION {cont.} 
Voltage Amplifier Set-up 

The voltage amplifier in UCC3858 is a transconductance 
type amplifier to allow output voltage monitoring for an 
overvoltage condition. The gain of the amplifier, given by 

Gm • Zv, should be chosen to achieve desired attenua
tion of the output second harmonic ripple (as described 
in previous Unitrode Application Notes U-134, U-159) 
while providing the best transient response. 

APPLICATION INFORMATION {continued} 
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Figure 9. Use of the UCC3858 in a two stage converter to optimize performance. 
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~UNITROCE 
Design Note 

ON-39E 

OPTIMIZING PERFORMANCE IN UC3854 
POWER FACTOR CORRECTION APPLICATIONS 

by Bill Andreycak 

The performance of the UC3854 Power Factor 
Correction IC in the 250 watt application example 
has been evaluated using a precision PFCfrHD 
instrument. The result was a power factor of 0.999 
and Total Harmonic Distortion (THO) of 3.81%, 
measured to the 50th line frequency harmonic at 
nominal line and full load. Users should get similar 
results at these conditions. as well as over most line 
and load ranges. Summarized next are the circuit 
modifications which will improve the performance of 
most UC3854 PFC applications. 

AMPLIFIER CLAMPS 

There are a few ways to improve the obtainable 
power factor and performance in an application 
circuit. First, the current amplifier outputs should 
have a "clamp" circuit to limit the output voltage 
swing and prevent saturation of the amplifier. 
Without the clamps, overshoot of the current loop 
could result thus degrading optimal performance. 
The current amplifier should be clamped with a 7.5 
volt zener diode from the output (pin3) back to the 
inverting input ISENSE(pin4). This example is 
shown in figure 1. Each amplifier is self protected 
with internal current limiting, however the IC power 
consumption may increase during this interval. This 
clamp is built in to the UC3854A. 

CURRENT AMPLIFIER 
OFFSET VOLTAGE CANCELLATION 

TO VOUT 

OFFSET' 
VOLTAGE 

CANCELLATION 

8.2 MEG 

TO Vee 

Figure 1. 

3.9K 

RS 
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7 

VOLTAGE 
AMPLIFIER 

: ............... ;.~ .. ~.~~~~~ .............. : 
1 1 
: .............................................. : 

4 

5 

3.9K 

COMPENSATION 

CURRENT 
AMPLIFIER 

The current amplifier maximum input offset voltage 
is specified as +/- 4 millivolts. Failing to 
accommodate the offset voltage can causes a spike 
in the leading edge of the line current following the 
zero voltage crossing. The spike will occur until the 
current amplifier comes out of saturation and then 
resumes normal operation. The worst case offset 
voltage can be canceled by adding a small current 
to the biasing resistor (R3) located from I SENSE 
(pin 4) to ground. This cancellation current (1.1 JlA ), 
when multiplied by the bias resistor value (3.91<) 

should be designed to provide the four millivolt 
offset. 

11194 
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This offset cancellation current should be obtained 
from the UC3854 supply voltage. Although a 
constant current source is optimal, a resistor from 
Vcc to the I SENSE input will provide acceptable 
results as shown also in figure 1. An 8.2 megohm 
resistor will develop a 1.1 microamp current into the 
3.9 K ohm resistor used in the design example. This 
will generate a 4.28 millivolt offset at the worst case 
of operation where Vcc is 9 volts. It is adviseable to 
generate this bias from Vcc and not the UC3854 
reference which is inactive until the undervoltage 
lockout threshold is reached. Bias cancellation 
circuits from the reference could cause the current 
amplifier to saturate before the devices crosses its 
UVLO tum-on threshold. This condition will increase 
the start-up current of the UC3854 above its 2 
milliamp specification and may prevent start-up in 
certain off-line applications. 

CURRENT SENSE AMPLITUDE 

The current sense signal should be made as high as 
possible, and a one volt full scale signal is 
recommended. Since resistive sensing can cause 
high power loss many users elect to generate only 
100 to 200 millivolts at full load. In comparison, 
ground noise and slight amplifier offset voltages 
represent a higher percentage of the total current 
sense signal. Best results are obtained with the one 
volt (max) input and lower performance could be 
incurred with lower current sense signals. especially 
at light loads and high line voltages. Alternatives to 
resistive current sense are given below. 

CURRENT SENSE TECHNIQUES 

An optional technique to resistive current sensing 
should be considered to reduce power loss in the 
current sense circuitry. Two current sense 
transformers can be installed to sum both the switch 
and diode currents which will recreate the actual 
inductor current as shown in figure 2. These 
transformers must be designed to operate over the 
full range of duty cycles for the PFC converter design 
which approaches 100% as the line voltages nears 
zero. 

Another current sensing option is to use a OC current 
sense module or transformer which is typically Hall 
Effect based. Two application concerns are the cost 
and accuracy of this technique which may limit its 
usage to only specialized applications. 

DN-39E 

PFC BOOST CONVERTER 

TRANSFORMER COUPLED CURRENT SENSE 

TO PIN 4 

TO PIN 5 

Figure 2. 

A single current sense transformer in series with the 
PFC switch can also be used. This technique will 
require some additional circuitry to accurately 
reconstruct the primary current signal as shown in 
figure 3. Generating the inductor current signal while 
the switch is on is a simple task. The difficulty is in 
reconstructing the inductor current while the switch 
is off while no current is flowing in the current sense 
transformer. 

Inductor current sensing can be simplified to use 
only one current sense transformer and a current 
sink circuit. The current sense signal is developed 
across resistor RI through diode 01 while the switch 
is on. A second diode to the current sense 
transformer develops an identical voltage across 
capacitor CI as determined by the current sense 
resistor primary current and turns ratio. When the 
PFC switch turns off capacitor CI maintains the peak 
amplitude of the previous current sense signal. 
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Charge is removed by an ideal current sink circuit 
which lowers the capacitor voltage linearly during 
one switching cycle. The current is scaled to 

PFC BOOST CONVERTER 

TO 
VIN 

-13 I <J I> 
SINGLE TRANSFORMER CURRENT SENSE 

TO PIN 4 

TO PIN 5 

Figure 3. 

discharge at the rate proportional to Vout minus 
Vin(t) divided by the inductor value, L. The input 
voltage (Vin) is constantly varying throughout the AC 
line cycle and so must the capacitor discharge 
current. 

The circuitry shown in figure 4 will modulate the 
current sink inversely with the instantaneous line 
voltage. This will result in the correct discharge of 
capacitor C1 to reconstruct the actual inductor 
current. Polarity has been optimized for use with the 
UC3854 which requires a current sense signal below 
the ground reference. Another option is to develop a 
few volts of current sense signal to improve noise 
immunity and resistively divide this down to the one 
volt maximum input to the UC3854 controller. 

Transistors 01 through Q4 should be identical for 
best results. Transistors 01 and 03 are for 
temperature compensation of the base emitter 
junctions of 02 and 03. Emitter ballasting (50 to 100 

DN-39E 

TO VIN TO VREF TO CF+ 

TO RE 
CFILT -

Figure 4. 

mV) will also improve performance. The emitter 
currents of 01 and 02 should be similar and equal to 
VinlRin. This current is diverted away from the bases 
of 03 and 04 which limits the total range of sink 
current to the current sense filter capaCitor, CFIL T. 

SCHOTTKY PROTECTION DIODES 

Each pin of the UC3854 must be protected from 
negative voltages exceeding minus three hundred 
millivolts (-0.3V) maximum. In most applications, 
only three pins of the IC need external protection 
Schottky diodes. The gate drive output (pin 16) 
requires a 1 N5820 3 amp Schottky diode to protect 
against parasitic inductive effect~ with high speed 
switching. The multiplier output (pin 5) and peak 

PFC BOOST CONVERTER 

<l------, ........ ~~.. J T-
~~ ~-1 

AUXILIARY 
WINDING 

current limit (pin 2) need Schottky diode protection 
during abnormal overcurrent conditions and during 
the initial inrush currents upon power-up. A 1N5817 
Schottky diode will provide adequate clamping since 
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REGULATED AUXILIARY BIAS 

A 

CAUX 

FigureS. 

the currents are low due to series resistors to the 
current sense circuitry. 

REGULATED AUXILIARY SUPPLY 

A secondary winding on the PFC boost inductor can 
be used to deliver a regulated auxiliary bias supply 
with few extemal components as shown in figure 5. 
Unlike more conventional and unregulated single 
diode or bridge rectifier techniques, this approach 
uses two diodes in a full wave configuration. 

This arrangement develops two separate voltages 
across capacitors C1 and C2 each with 120 Hz 
components. However, when these two are summed 
at capacitor C3, the line variations are canceled, and 
a regulated auxiliary bias is obtained. The number of 
tums on the secondary winding will adjust the bias 
supply voltage. Additional windings on the boost 
inductor with similar rectification and filter circuitry 
can be used to deliver other semi-regulated isolated 
outputs. 

UC 3854 POWER FACTOR CORRECTION 
EVALUATION KIT 

LIST OF COMPONENTS 

CAPACITORS (2S VDC) 
C1 = 0.47IlF/250 VAC 
C2 = 450 IlF/450 VDC 
C3= 270 pF 
C4=11lF 
C5= NOT USED 
C6=47 nF 
C7 = 0.471lF 

C8= NOT USED 
C9= 100mF 
C10=10nF 
C11 = 1 nF 
C12 = 0.11lF 
C13= 62 pF 
C14 = NOT USED 
C15=620 pF 
C16= 11lF 

DIODES 
D1 =4 AMP/800VDC BRIDGE 
D2 = UHVP806 FAST RECOVERY 
D3 = 18 V ZENER 
D4 = 1 N5821 SCHOTTKY 3A 
D5 = 1N4148 
D6 = 1 AMP/100V BRIDGE 
D7 = 1 N5817 Schottky 
D8 = 1N5817 Schottky 

FUSE 
F1 - 6A1250VAC FUSE 

INDUCTOR 
L 1 = 1 milliHenry Inductor 

TRANSISTORS 
01 = 500VlO.25 ohm NMOS FET 
02 = 450VlO.5A NPN 
03 = 50Vl.5A NMOS FET 

RESISTORS (1/2 WATT) 
R1 - 0.25 ohm/5 WATT 
R2 = 3.9 K 
R3 = 3.9 K 
R4 = 1.6 K 
R5 = 10 K 
R6=24K 
R7=240 K 
R8 = 910 K (400V) 
R9 = 91 K 
R10=20 K 
R11 =220 K 
R12=27K 
R13=75K 
R15 = ZERO ohm 
R20=3K 
R21 =24 K 
R22=30 Kl3W 
R23=470K 
R24 = USER SPECIFIED 
R25 = 910 K (400V) 
R26 = NOT USED (OPEN) 
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EXTEND CURRENT TRANSFORMER RANGE 

by PHILIP C. TODD 

Transformers are used extensively for current 
sensing because they can monitor currents with 
very low power loss and they have wide bandwidth 
for good waveform fidelity. Current transformers 
perform well in applications with symmetrical AC 
currents such as push-pull or full bridge converter 
topologies. In single-ended applications, espe
cially boost converters, problems can arise be
cause of the need to accurately reproduce high 
duty factor, unipolar, waveforms. Unipolar pulses 
may saturate the current transformer and, if this 
happens, over current protection will be lost and, 
for current mode control, regulation will be lost and 
an over voltage condition will result. 

The transformer core must be reset after each 
pulse so that the full range of the transformer will 
be available for the next pulse. Self reset of the 
current transformer is the most common tech
niques used but it has drawbacks. Self reset uses 
the energy stored in the current transformer core 
for reset and depends on the open circuit imped
ance of the current transformer to generate enough 
volt-seconds in a short period of time for reset. 
Current transformers operated above a 50% duty 
factor may not have enough stored energy to allow 
complete reset in the time available and this situ
ation becomes worse as the duty factor ap
proaches 100%. 

The magnetizing inductance of the current trans
former must be kept high because this determines 
the amount of droop the current waveform will ex
hibit over the pulse period. The higher the induc
tance the lower the droop will be. The waveform 
droop opposes slope compensation and should be 
kept to a minimum. High magnetizing inductance 
also means that the core stores very little energy 
which can be used to reset the core. 

The current transformer turns ratio generally needs 
to be high to lower the power loss. The more tums 
put on the core, however, the greater the leakage 
inductance and the greater the parallel capaci
tance. The leakage inductance by itself is gener-
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ally not a problem but it will limit the current rise 
and fall times. The parallel capacitance also limits 
the bandwidth of the current transformer but it is a 
greater problem during transformer reset. For the 
transformer to reset properly, all of the energy 
stored in the core must be removed. In self reset 
this energy must transfer from the magnetizing in
ductance to the parallel capacitance in a resonant 
manner. If the capacitance is too large, the reso
nant frequency will be too low and the magnetizing 
inductance will not be reset before the next pulse 
begins. 

T 
I 

o lit. 0 

.. )1 i: 
,( 

I. 

o 
I I 0" Vi I - i 

Rs 

Figure 1: Conventional self-reset current 
transformer 

Figure 1 shows a conventional current transformer 
circuit which uses self reset. The current I flowing 
in the primary, causes a current to flow through D 
and Rs to generate an output voltage proportional 
to Vc=IRs!N where N is the current transformer 
turns ratio. The problems discussed above occur 
during the reset interval when 1=0. The core of T 
may not have enough energy to fully reset itself in 
the time available given the secondary capacitance 
of T plus the capacitance of D. 

The problems with self reset of current transform
ers for unipolar pulse applications can be over
come with simple forced reset techniques derived 
from magnetic amplifiers. Duty factors above 90% 
are achievable with these techniques. 
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Figure 2: Current transformer with forced reset 

Figure 2. shows the same circuit as Figure 1 con
figured for forced reset. The diode D has been 
moved from the high side of the transformer secon
dary winding to the ground side. This, of course, 
has no effect on the operation of the circuit and 
during the pulse this circuit behaves exactly as ex
pected. During reset, however, Rr makes the cir
cuit operation quite a bit different. 

A current from Vcc through Rr can be much greater 
than the self reset current available from the mag
netizing current of the transformer. This forcing 
current rapidly charges the parasitic capacitances 
and reverses the voltage on the secondary of the 
transformer. The applied volt-seconds can quickly 
reset the core so that high duty-factor operation is 
possible. 

The forced reset may be high enough to drive the 
current transformer into saturation and this is an 
acceptable practice because the core will be satu
rated in the opposite direction (i.e. full reset) from 

UNITRODE CORPORATION 
7 CONTINENTAL BLVD .• MERRIMACK, NH 03054 
TEL. (603) 424-2410. FPJ< (603) 424-3460 
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the current pulse to be measured. This can be 
beneficial in some applications as it doubles the 
number of volt-seconds available from the trans
former. 

vee 

T Rr 
I ~ .r-.-+----~-, 

~)II~ 
L_ 

o Vi 

Figure 3: Negative output current sense 

In some applications it may be desirable to gener
ate a negative voltage from the current trans
former. This can be accomplished without a 
negative voltage source to reset the transformer. 
Figure 3 shows the configuration. In this circuit 
there will be an error because the reset current 
subtracts from the sense current in Rs during the 
pulse. Care must be taken to minimize this effect. 

There are other circuit configurations which are 
possible to force reset of. the current transformer. 
Switches may be used to switch the reset current 
on and off. Additional windings or center tapped 
windings may be used also. Many circuits are pos
sible and may provide a specific improvemef,lt at 
the expense of complexity. The circuits shown 
here are the simplest available and illustrate the 
basic concept. 
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UC3854A and UC3854B 
Advanced Power Factor Correction 

ControllCs 

by Bill Andreycak 

The UC3854A and UC3854B Power Factor Correc
tion (PFC) control ICs are advanced versions of 
the industry standard UC3854. The new devices 
are pin-for-pin compatible with the original version 
and feature numerous improvements. The 
UC3854A IC can be used in most existing UC3854 
Specification Differences : 

Parameter UC3854 

Supply Current, Off 2.0mAmax. 

Supply Voltage Vcc 35Vmax. 

Vcc Turn-on threshold 16V typo 

Vcc UVLO hysteresis 6Vtyp. 

Current Amplifier Bandwidth 1 MHztyp. 

Current Ampl ifier offset +4mV, -4mV max. 

MULTOUT voltage (high) 2.5Vtyp. 

Multiplier Gain tolerance not specified 

ENABLE propagation delay not specified 

Other Improvements and Changes - Non Specified: 

VSENSE Input 7.5V 

lAC voltage 6Vtyp. 

Voltage Amplifier clamp none 

Current Amplifier clamp none 

VREF "good" circuitry none 

Application Information: 
Converting an existing PFC design from the 
UC3854 to use the UC3854A or UC3854B device 
will eliminate five components from the control cir
cuit. These are: one diode used to clamp the volt
age amplifier output, a zener diode used to clamp 
the current amplifier output, one resistor to offset 
the bias current from the 6 volt amplitude of the 
lAC node, one resistor from Vcc to the current am
plifier input to accommodate the worst case +4mV 
offset voltage, and a Schottky diode to clamp the 
overcurrent protection (PKLMT) input from going 
far below ground during power-up of the PFC pre-

4194 

PFC designs with no modifications to the printed 
circuit board. New PFC preregulator designs and 
upgrades of existing ones can realize enhanced 
performance and reduced parts count with minimal 
design effort. 

UC3854A UC3854B 

4001lAmax. 4001lAmax. 

22Vmax. 22Vmax. 

16V typo 10.5Vtyp. 

6Vtyp. 0.5Vtyp. 

5 MHztyp. 5 MHztyp. 

+OmV, -2mV max. +OmV, -2mV max. 

5V typo 5Vtyp. 

-0.9 to -1.1 -0.9 to -1.1 

300ns typo 300ns typo 

3.0V 3.0V 

O.5Vtyp. O.5Vtyp. 

internal internal 

internal internal 

internal internal 

regulator. The output voltage divider feedback re
sistor value from VSENSE to ground must be low
ered to accommodate the change in the amplifier's 
reference voltage from 7.5V to 3.0V. In most appli
cations, existing production printed circuit boards 
do not have to be modified to take advantage of 
the newer devices. Locations used for the five 
components can remain on the boards but do not 
need to be populated. 

For further application information consult Unitrode 
Application Note U-134 and Design Note ON-390, 
or contact a Field Applications Engineer. 
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UC3854A EVALUATION BOARD LIST OF MATERIALS 

C1 0.47JlF 1300 VAC "X" TYPE 
C2 450JlF I 450 VDC ELECTROLYTIC 
C3 270pF 116 VDC 
C4 1JlF 116 VDC CERAMIC 
C6 0.047JlF 116 VDC CERAMIC 
C7 0.47JlF 116 VDC CERAMIC 
C9 1 OOJlF 135 VDC ELECTROLYTIC 
C10 0.01JlF 135 VDC CERAMIC 
C11 1JlF 116 VDC CERAMIC 
C12 0.111F 163 VDC POLY 
C13 62pF 116 VDC CERAMIC 
C15 620pF 116 VDC CERAMIC 
C16 1JlF 135 VDC CERAMIC 
C' ADD A 0.47JlF 1300VAC "X" CAP BElWEEN TP"C" AND TP"F" 
D1 600 V 16A BRIDGE RECTIFIER 
D2 600 V 18A VERY FAST RECOVERY RECTIFIER (trr35ns) 
D4 20 V I 3A SCHOTTKY, 1 N5820 
D6 40 V 11 A BRIDGE RECTIFIER 
F1 6A 1300 VAC FUSE 
J1 JUMPER WIRE, AWG#22 
L1 1mH INDUCTOR (SEE APPLICATION NOTE U-134) 
01 500 V, 0.25 OHM N CHANNEL MOSFET I APT5025 
R1 0.25 OHM, 5 WATT NON-INDUCTIVE 
R2 3.9k,1/2W 

R3 3.9k,1/2W 

R4 1.6k,1/2W 

R5 10k, 1/2 W 
R6 24k,1/2W 

R7 240k,1/2W 

R8 1MEG,1/2W 
R9 91k,1/2W 

R10 20k,1/2W 

R12 27k,1/2W 

R13 75k, 1/2 W 
R14 15k,1/2W 

R15 JUMPER WIRE, AWG#22 
R16 20 OHM, 1/2W 

R17 1.15 MEG, 1/2W, 1% TOLERANCE 
R18 9.1k, 1/2 W, 1% TOLERANCE 
R19 JUMPER WIRE, AWG#22 

R22 120k,2WATT 
R23 910k,1/2W 

R24 USER DETERMINED BY AUXILIARY SUPPLY WINDING 
TH1 THRERMISTOR, N.T.C., 6 AMP 1500V RATING 
U1 UC3854A PFC CONTROL IC 
NOT USED: C5, C8, C14, D3, D5, 02, 03, R11, R20, R21, R23, R26 
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Unitrode - UC3854A18 and UC3855A18 Provide Power Limiting 
With Sinusoidal Input Current for PFC Front Ends 

by Laszlo Balogh 

This design note focuses on one of the major im
provements introduced to the industry standard 
UC3854 high power factor boost controller. The 
new UC3854A1B versions eliminated the need 
for external components to clamp the voltage 
and current error amplifier outputs and optimized 
the voltage levels of some of the sense circuitry, 
All of these issues are already covered by DN-39 
design note (present release is version E), The 
following aspects were expressed implicitly, in 
previous literature, and are now described in fur
ther details, 

What makes intelligent power limiting possible 
with the UC3854A1B and with the newer 
UC3855A1B ZVS high power factor controllers, is 
that the maximum value of the multiplier output 
current is not directly related to the current of the 
RSET resistor any more. 

Instead, it is limited to be equal or smaller than 
twice the instantaneous value of the lAC current 
This new feature provides a very delicate and ef
fective way to limit input power to the power fac
tor corrector front-end while the converter still 
maintains a sinusoidal input current waveform, It 
has to be emphasized here that the power limit
ing scheme of the UC3854A1B does produce 
sinusoidal input current waveform even if the 
load is a negative impedance, like DC-DC con
verters. In these cases, special care has. to be 
taken to guarantee that the output voltage of the 
boost power factor corrector is greater than the 
peak value of the input line voltage at all operat
ing equilibrium. This can be insured by setting 
the power limiting of the DC-DC converter below 
the maximum power handling capability of the 
PFC stage, 

In order to establish a straightforward design 
procedure for the multiplier setup, first a basic 
relationship should be shown. The ratio of the 
multiplier output current, (IMO) and the lAC cur
rent is constant within one cycle of the AC input 
becauSe: 

6/95 
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IAC(t) = VRMS • ..f2 • sin (00. t) (1) 
RAe 

and 

IMO(t) = IAC(t) • (YEA - 1 .5) 
K • (A • VRMS)2 

where, 

(2) 

VRMS is the RMS value of the AC input voltage; 

VEA is the voltage error amplifier saturation volt
age (VOH); 

K is the multiplier constant (K = 1); 

A is the divider ratio to the VRMS pin of the 
IC, 

The ratio of IMO(t) to IAC(t) is given as: 

R= IMO(t) = VEA-1.5 
IAC(t) K • (A • VRMS)2 

(3) 

which is determined only by the RMS value of 
the input voltage and stays constant within one 
line cycle. 

In the case of a well executed deSign, the ratio 
will be equal to two - right at the minimum input 
voltage where the rated output power is still ex
pected to be delivered. Figure 1 shows the opti
mal ratio of IMO and lAC as a function of the 

2 

1\ 1.5 

~ I 
lAC 1 ..... 

I'--
.5 

.5 1 1.5 
S N 

Figure 1. Ideal ~: Ratio 
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Figure 2. MuHiplier Set Up Components in a Typical PFC Application 

normalized input voltage. The horizontal axis of 
the graph is normalized for the minimum line 
voltage where full power can be obtained. For 
values below unity the converter will work in 
power limited mode. 

To achieve precise power limiting the highlighted 
components of Figure 2 have to be calculated. 

1. From the maximum peak input voltage and the 
highest allowable lAC value calculate RAC. 

R VRMSmax e -.f2 
AC IACmax (4) 

where IACmax ~ 6001lA is given in the datasheet. 

2. The factor "A" of equation (2) can be determined 
from the specified minimum input voltage value 
where the circuit has to supply full rated power. 
At that point, the voltage error amplifier output 
(VEA ) is about to saturate, and IMO shall be at its 
theoretical maximum which is 2 e IACmax. The re
quired value of "A" can be expressed from (3) 
using the conditions previously stated: 
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A= .,f2.25 
VRMSmin 

(5) 

Now every parameter is given for equation (2), 
and IMO is known for all operating conditions. 

3. The next step is to calculate the peak value of 
the multiplier current (lMOmax) at the minimum in
put voltage (VRMSmin). From combining (2), (4) 
and (5), 

VRMSmin e -.f2 e (VEA - 1 .5) (6) 
IMOmax = K e RAC e 2.25 

4. IMOmax will define the maximum value of the in
put current (1INpeak) which occurs at the peak of 
the minimum line voltage, (VRMSmin) and at 
maximum load. The required peak input current 
is given as: 

PLiMIT _In 
IINpeak= ev2 

VRMSmin ell 
(7) 

The relation between IMOmax and IINpeak is de
fined by the two resistors RSENSE and RMO 
according to: 
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RrvlO 
IINpeak = IMOmax. RSENSE (8) 

5. The last parameter to be calculated is the value 
of RMO from equations (6), (7) and (8), assuming 
that RSENSE is already selected based on the al
lowed power dissipation of that resistor. 

RMO = 2.25 • K • PLiMIT. RAC • RSENSE (9) 

V2RMsmin • " • <YEA - 1 .5) 

After all design parameters are defined, the nor
malized input RMS current values and the nor
malized input power can be calculated as the 
functions of the normalized input voltage. 

PNORM 
1 

I 
'. ' . . ' ' . . ' ' . . ' '. .. ' . . ' ' . 

" .' '. .' 
liN NO:~""" .' .' .............. 

0.5 / 

a 
0.5 1 1.5 

YRMS NORM 

Figure 3. Power Limit and Maximum Input 
Current Values as a Function of Input 

Voltage (All Normalized) 

As Figure 3 demonstrates, exact, and constant 
power limiting can be realized by the UC3854A1B 
high power factor controller ICs for the entire in
put voltage range. That is caused by the input 
voltage feedforiNard term in the multiplier equa
tion, (2). 

Design Example 
The following example is to illustrate how to exe
cute the procedure described above. The design 
example has the following start up parameters: 

VIN = 70 ... 132 VACRMS 
VINmin = 90 VACRMS (where full output power still 

obtainable) 

POUT = 250W 

PLiMIT = 275W 

,,= 0.95 

(power limit of the load con
verter) 

(set PFC power limit 10% 
above load converter) 

(expected efficiency) 
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For optimuni results follow the step-by-step de
sign guide given below: 

Step 1. 

RAC= 132.v'2 =311.1.103 

600.10~ 

RAe = 330kn 

Step 2. 

A = ..J2.25 = 0.01667 
90 

A = 16.67mVNRMS 

Step 3. 

I 90 • v'2 • (6 - 1.5) MOmax = ------'-::---'--
1 .330.103 .2.25 

771.4.10-0 

IMOmax = 771.4J1A 

Step 4. 
275 .r;, 

IINpeak 90. 0.95 • '12 = 4.55 

IINpeak = 4.55A 

StepS. 
Assume the maximum power dissipation of the 
current sense resistor PRS = 0.5W, then: 

PRS • VINmi~ • ,,2 
RSENSE Pour 

RSENSE 0.5 • 902 • 0.952 = 0.04833 
2752 

RSENSE = 47mO 

Step 6. 

(10) 

2.25.1 .275.330.103 .47.10-3 
RMO 

902 • 0.95 • (6 - 1.5) 

= 277.1 

RN/o = 2700 

The design just completed will exhibit the re
quired power limiting characteristics for the en
tire operating input voltage range. The described 
calculations can be easily programmed as it is 
shown in the Mathcad® worksheet in the Appen
dix. 
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APPENDIX 

This MathCAD file calculates the power limiting characteristic 
of the UC3854A1B and UC3855AIB high power factor controllers 

for wide input voltage range application. 

INPUT PARAMETERS: 

VINmin :=70 

VINlim:= 90 

VINmax := 270 

PLlM:= 275 

1'\ :=0.93 

Input voltage (RMS) value, 
where the controller starts 
operating. 

Minimum input voltage 
(RMS) where the circuit 
must deliver its rated output 
power. 

Maximum input voltage 
(RMS). 

11 0% of the load power re
quirements. 

Expected efficiency of the 
PFC stage. 

IACmax:= 600. 10-6 Maximum value of the lAC 
current as defined in the 
datasheet. 

VEAsat:= 6 

K:= 1 

Output voltage of the volt
age amplifier when it is 
saturated high. 

The multiplier constant as it 
is given in the datasheet. 

Rs := 0.047 The current sense resistor 
value, defined previously 
based on the acceptable 
maximum power dissipation. 

DESIGN PROCEDURE: 

Step 1. Estimate RAc resistance: 

R VINmax • -.J2 
ACest = IACmax RACest = 6.364 • 105 

Pick the closest higher standard value: 

RAC:= 6.8.105 

Step 2. Divider ratio of the input RMS voltage to 
the VRMS pin (8) of the IC. 

A:= --12.25 
VINlim 

A=O.017 [mVNRMsj 
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Step 3. Determine the maximum multiplier output 
current. It occurs at the peak of the mains 
cycle at the minimum input voltage ampli
tude where full rated power is still 
obtainable. 

I ._ VINlim • ..J2 • (VEAsat - 1.5) 
MOmaxpk .- K • RAC • 2.25 

IMOmaxpk = 3.744.10-4 

Step 4. Calculate the highest peak input current 
value as defined by the rated output power 
and the minimum input voltage amplitude 
where full rated power is still obtainable. 

I :'cP:"'-lim.c...... • ...:c..J2=-INpk :=c-c 
VINlim.1'\ 

IINpk = 4.646 

Step 5. Estimate RMO resistance. 

RMOest := I IINpk • Rs 
MOmaxpk 

RMOest = 583.367 

Pick the closest lowerstandard value: 
RMO:=560 

DESIGN VERIFICATION: 

Step := 20 Number of points to calculate. 

i := O .. step Step variable. 

Input voltage range definition: 

. VINrnax - VINmin 
VINRMS(i) := VINmin + t • i 

sep 

lAC current as a function of the input voltage: 

IACRMS(i) := VINRMS(i) 
RAC 

IMO current as defined by the input voltage and 
applying the IMO < 2 • lAC limit. 

I (.) ~1~A.:..::C.:.c:RM:.:.:.s(:..>i"--) _ • .>..:(V.=EAs:..:::..:.:at-'----_1'-'-.5C"-) MORMSest I :=-
K • (A • VINRMS(i»2 



Design Note 

IMORMS(i) := if (lMORMSest(i) > 2 • IACRMS(i), 
2 • IACRMS(i), IMORMSest(i)) 

Calculating the maximum input RMS correntlevel 
limited by the multiplier output current. 

Graphical representation of the obtained data: 
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V 
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Figure 4. The lAC and IMO currents (in IJAmps) 
as a function of the RMS input voltage. 
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IINRMS(i),:= IINRMS(i) • ~SO 

The power limit of the power factor corrector. 

PINmax(i) := VINRMS(i) • IiNRMS(i) 

400 
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~r ~ .. 
.. _ ......... .............. ....... 

PINmax(i) 

: 

I~ob-- ;-... 

100 150 200 250 

VINRMs(i) 

300 

Figure 5. Input power [W] and input RMS 
current [A] (multiplied by 100 to fit the same 
scale) as a function of input RMS voltage. 
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Overcurrent Shutdown with the UC3853 

by James Noon 

Boost converters are susceptible to large inrush 
currents at startup and with step changes in 
VLlNE. This is due to the fact that the output ca
pacitor is connected directly to the input through 
the boost diode. Therefore, controlling the boost 
MOSFET cannot limit the input current. However, 
the MOSFET can be protected from the large in
rush or overcurrent by forcing the switch off 
when an overcurrent occurs. This is accom
plished with the UC3853 by sensing when an 
overcurrent has occurred and forcing the FB pin 
high. Since the UC3853 incorporates a transcon
ductance amplifier for the voltage loop, the FB 
pin has high input impedance and can easily be 
pulled up by external circuitry. The UC3853 uses 
this pin to both regulate the voltage loop and 
sense when an overvoltage occurs. If the FB pin 
is forced above 3.15V nominal, the gate drive 
will be terminated. By tying the overcurrent shut
down circuit into this pin, overcurrent protection 
can be achieved. 

Vee 

R18 
12k 

A circuit for providing overcurrent shutdown is 
shown below (the reference designators corre
spond with the demo board schematiC). The cir
cuit works by having R15 and R14 set the 
threshold level where the circuit is activated. For 
example, if R15 = R14, at approximately 1.4V 
across RSENSE 02 will turn on. Once 02 turns 
on, 03 will be biased on. R17 and R16 set the 
bias for 03 (we're assuming negligible drop 
across 02 and R14 as a first approximation). 
Once 03 turns on the FB pin will be driven high. 
R18 is sized so that at minimum Vcc the voltage 
divider formed by R18 and the RVD1 gives 
greater than 3.15V at the FB pin. 

The current limit is set by adjusting the voltage 
divider formed by R14 and R15 such that for the 
voltage across RSENSE that corresponds to the 
shutdown current, there is O.7V across R15. 

For more information on the UC3853 please re
fer to U-159, or contact your Field Application 
Engineer. 

FB 

02 * R15 
VLlNE 

800n 

R14 
800n 

RSENSE 

Figure 1. 

6197 
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UC3853 High Power Factor Preregulator IC, 
Evaluation Board, Schematic and List of Materials 

by James Noon 

Introduction 

The UC3853 is an 8 pin, High Power Factor Pre
regulator Integrated Circuit. This demo board was 
designed for 100W, 75kHz operation over a uni
versal input voltage range (80VAC to 270VAC). A 
complete explanation of the UC3853 operation as 
well as a detailed design procedure can be found 
in UnitrodeApplication Note U-159. A parts list 
and schematic diagram for the typical application 
circuit described in U-159 are shown below. 

The power factor correction circuit is based on a 
boost circuit topology with average current mode 
control. The oscillator frequency is fixed internally 
to 75kHz. Although having only 8 pinS, the 
UC3853 incorporates an inner average current 
loop along with input voltage feedforward and 
overvoltage shutdown. 

D,!,N' I C 
"'-

GI856 r 
~r18 ~ 0lN2 

5.6k 12k 
Q3 

GI856 Cl R16 2N2907 
CON 6.2k rz.. 

A 

111 ~ 

D~ Q2 
2N2222Ar 

R15 I 
I GI856 1 R14 800 

0lN4 • 800 R13 
C A 

MA856 R12 Rs 
Row 0.5 
3900 

C~P 

33pF 8 ICOMP lAC 1 

C~z Rez 
7 IMO VCC 2 

680PF 22k 

6 VCOMP OUT 3 

Rve 
5 FB OND 4 56k l~DeLAMP UC3853 

, =f:ez ~~.~~11 
~ 

AC Voltage Application 

AC voltage should be applied across terminals P1. 
AC voltage should be applied only when some 
load is present across VO and GND (P2). 

Caution: High voltage levels are present on the 
demo board whenever it is energized. Proper pre
cautions must be taken when working with the 
board. The output capacitor has high levels of en
ergy storage and it must be discharged before the 
load is removed. 

Reference Material 

[1] Application Note U-159 "Boost Power Factor 
Corrector Design With the UC3853' 

[2] Design Note DN-77 "Over Current Shutdown 
with the UC3853" 

For more complete information, pin descriptions and 
specifications for the UCC3853 High Power Factor Pre
regulator IC, please refer to the datasheet or contact 
your Unitrode Field Applications Engineer. 

DIN5 

LeoosT Dour I . 
3mH MUR460 

+Cl 

LaoosT 100 

,....·N2~ 

,JE ~F830 OFF 
lN4148 

@E-

RAC1 RB' RVI1 
390k 18k 620k 
RAC2 RB. 390k 18k 

RQ RVI2 
33 620k 

IF +CFF1 DQ RVD2 RVD1 

27011 lN5820 150k 10k 

UD G-97127 

2/98 Figure 1. UCC3853 Evaluation Board Schematic 
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Reference Description Manufacturer 
Designator 

Co 1OOl!F, 450V, TSU Electrolytic Capacitor Panasonic 

CIN 1jJ.F, 400V, Capacitor Panasonic 

Ccz 680pF, 100V, Ceramic Capacitor 

CCP 33pF, 100V N750, Ceramic Capacitor 

Cvc 0.15F, 100V, Ceramic Capacitor, X7R 

Cvcz 1~F, 63V, Z5U, Ceramic Capacitor 

CFF1 330~F, 50V, SU, Electrolytic Capacitor Panasonic 

CFF2 0.11!F, 63V, Z5U, Ceramic Capacitor 

DOUT 600V,8A,19nS Intemationai Rectifier 

DOUT (alternate) 600V, 8A, 28nS Motorola 

DOUT (alternate) 600V, 2.3A, 30nS Philips 

DIN, DIN2, DIN3, General Instruments 
DIN4, DIN5 

DIN1, DIN2, DIN3, 600V,3A,200nS Philips 
DIN4, DIN5 
(Alternate) 

Do, DIMO Schottky Rectifier, DO - 41 

DFF 1A, 100V, 50nS, DO - 41, Rectifier 

Hs Heatsink AAVID 

F1 2AG submin. Fuse 3A 

F1 Fuse Clip 

LBOOST Inductor, with 220:25 turns, 3mH / 2A Pulse Engineering 

01 500V, N-Channel MOSFET International Rectifier 

02 NPN General Purpose 

03 PNP General Purpose 

Rs Wirewound , 0.5nt3W Memcor-Truohm 

RAC1. RAC2 392k, 1 % Metal Film 

RMO 3.92k, 1% Metal Film 

Rcz 22.1 k, 1 % Metal Film 

RVI1, RVI2 619k, 1% Metal Film 

RVD1 10.0k, 1% Metal Film 

RVD2 150k, 1% Metal Film Yageo 

RB1, RB2 18k,2W, Metal Film 

Ro 33.2k, 1 % Metal Film 

R14,R5 825k, 1 % Metal Film 

R16 6.19k, 1 % Metal Film 

R17 5.62k, 1 % Metal Film 

R18 12.1k, 1% Metal Film 

Rvc 56.2k, 1 % Metal Film 

P1,P2 Terminal Block 

U1 Unitrode 8-pin PFC controller Unitrode 

Table 1. UCC3853 Evaluation Board List of Materials 
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Part Number 

ECO-U2A 1 05MV 

HFA08TB60 

MURH860CT 

BYM26C 

GI856 

BYW95C 

1N5819 

HER102 

529802B2500 

P0205 

IRF830 

MPS2222A 

MPS2907A 

SC3D 

UC3853N 
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UCC3858 "Energy Star" PFC 
Evaluation Board, Schematic, and List of Materials 

By Dhaval Dalal 

Introduction 

The UCC3858 provides all functions necessary for 
active power factor corrected pre regulators which 
require high efficiency for low power operation. Its 
operation is similar to the previously designed Uni
trode PFC pre regulators with some added fea
tures. It has frequency foldback at light load 
operation for higher efficiency and leading edge 
modulation to allow better ripple cancellation on 
the boost output capacitor. 

AC1 

~o-----~--~--+-~ 

The UCC3858 demonstration board is designed to 
illustrate the performance of the IC in a 250W 
boost converter with power factor correction. The 
board is designed to handle a wide input operating 
voltage range (85-265 VAG) and a wide load range 
(5W-250W). 

Caution: High voltage levels are present on the 
demo board whenever it is energized. Proper pre
cautions must be taken when working with the 
board. The output capacitor has high levels of en
ergy storage and it must be discharged before the 
load is removed. 

D4 

B~o-~-----r------~------+-------------~+-~, 
J1-3 

D10 

JP4 
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Operating Guidelines 

The operating guidelines for the evaluation board 
are provided with reference to the schematic in 
Figure 1 and the parts list in Table 1. 

Step 1. Bias Voltage Application 

The demo board is shipped with self-biasing circuit 
enabled and bias voltage set at 16V. The board will 
become functional at approximately 90V RMS in
put when sufficient bias voltage develops. To use 
external bias voltage and remove self-biasing, R23 
should be removed. The chip must be biased with 
a voltage between 10-18 V. On the demo board, 
the bias can be applied to J1-3 with respect to 
Ground (J1-4). For ideal performance ensure that 
VDD is maintained below 16V during the circuit op
eration. 

For evaluating the demo board, apply extemal bias 
voltage first and ensure that the chip is operational. 
A valid VREF (7.5V) or a PWM signal on the Out 
pin (pin 15) can confirm the IC operation. 

Step 2. Preset values and adjustments 

If needed, the default settings of the board can be 
adjusted as follows. 

The free running frequency of the oscillator is set 
at 92 kHz. If needed, the free running frequency 
can be adjusted by modifying R1 or C1. 

Output voltage level is set at 375V nominal. It can 
be adjusted by changing R14. 

The frequency foldback level is set to a load level 
of 75W and below. The foldback level can be al
tered by changing the resistive divider R3/R2. 

The minimum switching frequency is set at 40 kHz, 
changing R4 will enable that to be adjusted. 

If the foldback mode is not desired, pin 11 (J1-5) 
needs to be grounded. 

Pulling J1-7 high can disable the chip operation. If 
not used, J1-7 should be held low to prevent noise 
susceptibility. 

Vo-OK (J1-1) indicates that the output is above a 
set threshold (set by R21/R22). 

Step 3. AC Voltage Application 

AC voltage should be applied across terminals 
AC1 and AC2 after the chip operation has been 
verified. AC voltage should be applied only when 
some load is present across Vo and GND. 

ON-gO 
With the AC voltage within the input range, the out
put voltage should be regulated and the input cur
rent should track the input voltage shape with unity 
power factor. The operation of the circuit is verified 
over the line and load range and shows efficiency 
in 92% range. At lighter loads, there may be some 
distortion in the line current due to DCM operation. 
In the foldback mode, this distortion may be more 
pronounced as the available maximum duty cycle 
is reduced. At very light loads, the converter could 
go into pulse skipping mode - in the fold back 
mode, the pulse-skipping occurs at even lighter 
load. 

Step 4. Synchronization 

UCC3858 can be synchronized to a downstream 
converter for minimum ripple current on the bulk 
capacitor. A sync pulse can be applied to pin 10 of 
the IC (J1-6 on the board). To make synchroniza
tion work, move the jumper from JP2 position to 
JP1 position. The IC synchronizes to the leading 
edge of the incoming pulse and turns off the PWM 
output. PWM is turned on again when PWM com
parator output goes high. This synchronized lead
ing edge modulation scheme minimizes the ripple 
current on the bulk output capacitor (C16). Sync 
signal is TIL compatible, but can be as high as 
14V. The sync frequency has to be higher than the 
free running frequency of the oscillator. 

Debugging Hints 

The demo board has been verified for operation 
over line and load range. However, the due to the 
complexity of the board some debugging may be 
required for a different operating environmenVcon
dition. 

The lac pin (pin 1) is sensitive to noise coupling. It 
has been adequately bypassed, but it may show ir
regular behavior if it is probed or is in a noisy envi
ronment. If this pin sees irregular behavior or 
current spikes near zero crossings, it can make the 
converter misbehave. Pin 2 can be monitored to 
detect if there are any missed or double pulses. It 
is essential that the IC be properly bypassed (VDD 
to GND) to minimize noise sensitivity. Putting the 
IC in a socket for evaluation or reducing the by
pass capacitor C3 from 1 IAF could lead to irregular 
operation. In some situations, the sync pulse can 
inject noise into the system. In that case, it may 
help to slow down the rise time of the sync pulse. 
Other decoupling techniques (heavier bypassing 
on FBLVL pin) may also help. 
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While the demo board is primarily intended for use 
with an AC input, in some cases it,may be'neces
sary to evaluate it with DC input voltage. In these 
instances, the different RMS sensing scheme of 
the UCC3858 requires special handling. As de
scribed in the datasheet, the RMS senSing 
scheme requires a periodic zero crossing signal 
on the lac pin (pin 1). With a DC input, lac has to 
be manually pulsed to ground (at least twice) to 
clock in the voltage on Crms pin (pin 2) into the 

Reference 
Designator 

Part Description 

C1 330pF, 63V, Ceramic capacitor, CT 

C2 0.47101F, SOV, Film capaCitor, bypass 

C3 1101F, SOV, Film Capacitor, bypass 

C4 100 IoIF, 2SV, Aluminum CapaCitor, bias 

CS 47pF, 1OOV, Ceramic Capacitor 

C6,C9 270pF, 63V, Ceramic CapaCitor 

C7 82nF, SOV, Film Capacitor 

C8 47pF, 100V, Ceramic Capacitor 

C10 2.2101F, 63V, ZSU, Ceramic Capacitor 

C11 0.39101F, SOV, Film CapaCitor 

C12 1.SIoIF, 400V, Metal film Capacitor 

C14,C1S 1101F, SOV, Film Capacitor 

DN-90 
register for further processing. It also requires a 
resistive divider from the input voltage going into 
the Crms pin. With every change in input voltage, 
the lac pulsing has to be, repeated to ensure that 
the multiplier inputs are properly programmed. 

Additional Information 

For more information, pin description and specifications 
for the UCC3858 "Energy Star" PFC, please refer to the 
datasheet or contact your Unitrode Field Applications 
Engineer. 

Manufacturer Part 
Number 

C16 330IolF, 4S0V, Output Aluminum CapaCitor 

C18 82pF, 100V, Ceramic Capacitor 

C19, C21, C23 4.7101F, 2SV, Tantalum Capacitor 

C24 .68101F, SOV, Film Capacitor 

C26 1SO pF, SOV, Ceramic Capacitor 

C13, C17, C20, Not used 
C22,C2S 

01 Not used 

02,DS,06 30V, 1 A Schottky Oiode 1NS818 

03 600V, 8A Ultrafast Diode International HFA08TB60 
Rectifier 

D4 600V, 6A Diode - 400A Surge General GI7S6CT 
Instrument 

07,08 600V, 1A, Fast Recovery Rectifier 1N4937 

D9 6A, 600V Bridge Rectifier PB66 

D10 18V, O.SW Zener 1 NS248 

FH1,FH2 Fuse Holders 

FA1 Fuse, 6A, 2S0VAC F124 

L1 1 mH, S.SA pk, Boost choke, 18: 1 turns ratio Coiltronics CTX08-13679-02 

Table 1. Parts List 
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Reference Part Description 
Designator 

01 500V, OAn MOSFET 

02 npn Transistor 

Rl 24k (Note 1) 

R2 2k 

R3 7.5k 

R4 lOOk 

R5 20 

R6 63k 

R7,R8 27k 

R9 2M 

Rl0 39k 

Rll,R19 51 k, 3W (Note 2) 

R12 .25n,5W 

R13 560k 

R14 10k 

R15 47k 

R18 3M 

R19 Not used 

R20 670k 

R21 33k 

R22 20k 

R23 Not used 

R24 51k 

Ul High Efficiency, High power factor preregulator 

U2 Comparator 

HSl Heat Sink 

Jl Connector, 8-pos .. 156 center 

Table 1. Parts List (continued) 

Notes: 
1. Unless otherwise specified, all resistors are % W, Metal Film, 5%. 
2. One resistor to take the place of both R11 and R19 
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Manufacturer Part 
Number 

International IRFP450 
Rectifier 

2N3903 

Unitrode UCC3858 

LM393 

Aavid 513201 

AMP A1969 



APPLICATION NOTE 

POWER FACTOR CORRECTION USING 
THE UC3852 CONTROLLED ON-TIME 

ZERO CURRENT SWITCHING TECHNIQUE 

BILL ANDREYCAK 

INTRODUCTION 

U-132 

The controlled on-time, zero current switching technique provides a simple and efficient so
lution to obtaining high power factor correction. This discontinuous inductor current approach 
essentially programs a constant switch on-time during one line half-cycle. It does not require any 
"complex" analog square, multiply and divide functions to control the instantaneol,Js switch cur
rent as with other PFC techniques. Additionally, zero current switching limits the peak current to 
exactly twice that of the average inductor current over all line and load combinations. High effi
ciency operation is also achieved with no boost rectifier recovery concerns and power loss. In a 
typical 80 Watt application the UC3852 PFC technique delivers a power factor of 0.998 with 
5.8% Total Harmonic Distortion at nearly 94% efficiency. 

CIRCUIT SCHEMATIC 

L2 05 

Rl VOUT 

0\ 02 

INPUT RS 

C2 
R6 

85- \ 32 

II VAC 03 04 

R2 R7 

Figure 1. 
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APPLICATION NOTE 

UC3852 FEATURES 
The UC3852 PFC controller contains several fea
tures which minimize external parts count while 
providing excellent performance and protection. 
Optimized for this off-line PFC ap.J:'lication, the 
UC3852 delivers high power factor (0.997 typical) 
and a low cost overall solution. 

OFF-LINE PROTECTION 

• undervoltage lockout with hysteresis 16V turn-
on, 11 V turn-off [1] 

• clamped 12V gate drive output [2] 
• active low, self biasing output [3] 
• overcurrent protection [4] 

U-132 

CONTROL CIRCUIT ATTRIBUTES 

• programmable maximum frequency [3, 5] 
• programmable maximum on-time [3, 5] 
• overcurrent indication output [7] 

OPERATIONAL CHARACTERISTICS 
• low operating current [8] 
• low start-up current (0.4 mAl [1] 
• few external required components 
• 30 V maximum supply input [7] 

CONTROL TECHNIQUE 

• Zero Current Switching [9] 
• controlled on-time [6] 
~- high noise immunity [6] 

UC3852 POWER FACTOR CORRECTION CONTROL IC BLOCK DIAGRAM 

COMP8~---------. 

GND~ 
-===--

® 
1V 

S QI---...-------i 

R Q 
RESET 

DOMINANT 
9V 

Figure 2. 
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APPLICATION NOTE U,:,132 

UC3852 POWER FACTOR CORRECTION CONTROL Ie BLOCK DIAGRAM 

PFC TECHNIQUE OVERVIEW 
Most power factor correction techniques incorpo
rate the boost topology which can be operated in 
either the continuous or discontinuous inductor cur
rent modes and switched at a fixed or variable fre
quency. Generally, the fixed frequency, continuous 
inductor current variety is preferred for higher 
power applications to minimize the peak current. 
Below about 500 Watts, the discontinuous inductor 
current version operated in a variable frequency 
mode offers several advantages. Benefits include 
reduced inductor size, minimal parts count and low 
cost of implementation. This paper will highlight the 
controlled on-time, zero current switched variety of 
discontinuous inductor current PFC operation. 

FUNDAMENTALS 

CONTROLLED ON-TIME 
On-time of the PFC switch is controlled by the volt
age error amplifier of the UC3852 which is com
pared to a sawtooth waveform generated at the 
ICs RAMP function at pin 4. The PFC switch on
time varies with line and load conditions but should 
be considered constant for one line half-cycle. A 
low frequency bandwidth is necessary in the volt
age error amplifier loop compensation which is 
typically rolled off to cross zero dB below the line 
frequency. 

ZERO CURRENT SWITCHING 
Zero current switching facilitates three important 
advantages in this application. First, the inductor 
current must be zero before the next switching cy
cle is initiated inferring high efficiency and elimina
tion of the boost rectifier recovery loss. Secondly, 
the change in inductor current (delta IL) is equal to 
the peak inductor current (IL(pk» since current 
starts and returns to zero each cycle. The discon
tinuous boost converter current waveform has a tri
angular shape with an area (charge) equal to 
one-half of the product of its height (peak current) 
multiplied by its base (time). Since the timebase 
can be considered as a series of consecutive trian
gles, the peak current is therefore limited to exactly 
twice that of the average current. This is valid for 
both the steady state and instantaneous switching 
cycle relationships. The converter operates right on 
the border between continuous and discontinuous 
current modes which results in variable frequency 
operation. 

The "fixed" on-time in conjunction with zero current 
switching provide automatic power factor correc
tion of the input current. This can be demonstrated 

by analyzing the basic inductor waveform using 
specific attributes of this PFC technique for either 
charging and discharging of the inductor current. 
Since the inductor charging condition is being con
trolled by the UC3852 circuitry it will be used for 
the analysiS. 

INDUCTOR WAVEFORM 

V dl 
1'I='dt 

Figure 3. 

For the PFC boost converter operation, V can be 
replaced by Vin(t), the instantaneous volta~e 
across the inductor. Also, it is assumed that the In
ductance and the switch on-time is constant for the 
duration of one line-half cycle. The change in in
ductor current, delta I is actually the peak value of 
current (Jpk(t» since the inductor always begins 
charging at zero current, as forced by zero current 
switching. Substituting these relationships into the 
inductor wave from equation will demonstrate the 
simplicity of this specific technique when used for 
power factor correction. 
V=Vin(t) 

L = constant 

dl = Ipk(t) 

dt = constant 

2. Ipk(t) oc Vin(t) 

This relationship demonstrates that the instantane
ous line current will exactly track that of the instan
taneous line voltage. Since the input voltage 
waveform is sinusoidal (Vin sin(wt)), then so is the 
input current (Ipk sin (wt)). This controlled on-time, 
zero current switched technique provides automat
ic power factor correction with very simple control 
circuitry. 
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APPLICATION NOTE 

PFC POWER STAGE DESIGN 

It is advantageous to begin the power relationships 
from the AC line input of the preregulator and work 
towards the DC output section. The instantaneous 
primary voltage (VP(t)) is related to the steady 
state peak input (VP) by the following relationship: 

3. VP(t)=VPsin(wt) 

where VP = ff x Vp (rms) 
The amplitude of Vp(t) varies between zero and 
VP as sin(wt) goes from zero to one for one line 
half-cycle. Note that Vp(t) and VP are always posi
tive with respect to the PFC circuit common due to 
the bridge rectification of the AC input waveform. 
The input current can similarly be expressed as: 

4. IP (t) = IP sin (wt) 

where IP = -,J2 x Ip (rms)} 

Input power to the PFC converter is the Root 
Means Squared (RMS) component of the line volt
age (Vp(RMS)) multiplied by the line current 
(lp(RMS)). This can also be expressed using the 
peak terms of each waveform which is simpler for 
this application. 

. VP IP 
5. Pin = ..J2 x ..J2 

P. (VP x IP) 
In= 2 

The average DC output current (10) is determined 
by dividing the output power (Po) by the output 
voltage (Vo). 

6.10 =.,EQ 
Vo 

Converter efficiency (n) can also be factored into 
the design equations although it may typically be in 
the neighborhood of 94% at full load. 

7. Pin= Po 
n 

or Po= Pin x n 

h P· (VP x IP) 
were In = 2 

7A P _ (VPxIPxn) 
. 0- 2 

Equation 7 A. can expressed with regard to primary 
current. 

7B. IP ( 2 x Po ) 
(VP x n) 

It has been already established that the peak in
ductor current is exactly twice that of the average 
inductor current due to zero current switching. 

8. IL(pk)=2xIL(avg) 
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The average input current must be equal to the av
erage inductor current since they are in series. 

9. Ipri ( avg ) = IL ( avg ) 
Combining equations yields the peak inductor cur
rent to the input current. 

. (4xPo) 
10. Ipn ( pk ) = ( VP x n ) 

The inductor current can now be analyzed in its 
time variant form and over all line and load condi
tions. 

11. IL (t) (4 x Po x sin (wt» 
(VP x n) 

TIMING RELATIONSHIPS 
Steady state conditions will be used to analyze the 
timing relationships of this controlled on-time PFC 
technique. The peak primary voltage (VP) will be 
used as the starting point for the calculations, so 
the input line must be specified. 

The inductor relationship of equation 1. will be 
solved for the specific on-time required to charge 
the inductor to the correct peak current. This equa
tion can be restated for a given set of operating 
conditions as: 

12. t (on) = IL (pk) x vLp 

Substituting equation 10. for lL(pk) into equation 12 
results in: 

12A. t (on) (4 x Po xL) 
(VP 2 x n) 

The instantaneous switch off-time varies not only 
with the line and load conditions, but also with the 
instantaneous line voltage. Off-time is analyzed by 
solving equation 1. for the inductor discharging 
where the voltage across the inductor is Vout mi
nus Yin. This should be solved for the time re
quired to discharge the current from its 
instantaneous peak to zero, which can be ex
pressed as: 

_ (lL (Pk) x L) 
13. t (off) - (Vo-VP (sin (wt» 

Substituting equation 11. for IL(pk) above will ex
pand the off-time equation to: 

13A. t (off) = (4 x Po x L x sin ~wt» 
VP x 010 - (VP x Sin (wt) 

Due to the high efficiency during the boost inductor 
discharge and lack of rectifier recovery losses, the 
efficiency term (n) is essentially one. Loss can be 
ignored during the off-time since the boost diode 
forward voltage drop is very small in comparison to 
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the high voltage DC output, and resistive losses at 
these lower powers and currents are minimal. 

CONVERSION PERIOD 
The total time for one switching cycle is obtained 
by adding the on-time with the instantaneous off
time. SwitchinQ frequency is the reciprocal of the 
cyclical switching period which varies with line, 
load and instantaneous line voltage. 

14. t{per) = t{on) + t{off) 

_ (_1_ sin (wt)-) 
t(per) - 4 x Po x L X Vp2 + VP X [Vo _ VPsin(wt)] . 

SWITCHING FREQUENCY 

15. f(conv) = 1 / t{per) 
Switching frequency varies with the steady state 
line and load operating conditions along with the. 
instantaneous input line voltage. Generally, the 
PFC converter is designed to operate above the 
audible range after accommodating all circuit and 
component tolerances. Many applications can use 
thirty kiloHertz (30 kHz) as. a good first approxima
tion. Higher frequency operation should also be 
evaluated as this can significantly reduce the in
ductor size without negatively impacting efficiency 
or cost. In most applications, the minimum switch
ing frequency will coincide with full load operation 
during the peak of the input voltage waveform at 
low line. In contrast, the highest frequency conver
sion occurs at light load and high line conditions, 
just as the input voltage waveform nears the zero 
crossing pOint. A plot of t(on), t(off), t(per) and 
switching frequency versus instantaneous line volt
age is shown in figure 4 and for the specific appli
cation circuit of figure 1. Figure 5 demonstrates the 
typical changes incurred in conversion frequency 
from low to high line inputs. 

SELECTING THE OUTPUT VOLTAGE 

The boost converter output voltage should be de
signed to be at least thirty volts higher than the 
peak of the input voltage at high line. This will pre
vent long conversion cycles due to the small volt
age across the discharging boost inductor. When 
this thirty volt margin is ignored, the minimum 
switching frequency will occur at the peak of high 
line operation and not at low line, but also at full 
load. This will require recalculation of the timing in
tervals. 

INDUCTOR CONSIDERATIONS 
The exact inductor value can determined by solv
ing equation 14 for the required inductance at the 
selected minimum operating frequency. Maximum 
on-time needs to be programmed into the UC3852 
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timing circuit. Both t(on)max and t(off)max will be 
individually calculated and added together to ob
tain the maximum conversion period, t(per)max. 
This is required to obtain the inductor value. Equa
tions 12A and 13A will be solved for their respec
tive maximums. 

12B. t (on) max = 4 x L x Po (max) 
VP (min) 2 

4 x L x Po (maX) 
13B. t (off) max = [VP (min) x (Vo - VP (min)] 

30 
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D 5 ~ Z " ~ ~ fi ~ H " ~ M 

INSTANTANEOUS LINE VOLTAGE (VAe) 

Conversion Times vs Instantaneous Line 
Nominal Line VoHage 

Fig. 4 
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25· :. 
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INSTANTANEOUS LINE VOLTAGE (VACl 

Conversion Frequency vs Instantaneous Line 
Fig. 5. 

14A. t(per)max = t(on)max + t(off)max 
The minimum conversion frequency (F(conv)min) 
corresponds to the reciprocal of the maximum con
version period, t(per)max. 
15A. F(conv)min = 1 / t(per)max 
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INDUCTOR VALUE 

The inductance value necessary for an application 
can be obtained by substituting equations 12B and 
13B into 1SA. using the relationship of 14A. 

16A L VP (min) 2 x [Vo - VP (min)] 
. 4 x Po (max) x Vo x F (conv) min 

This equation provides insight as to the possible 
ways to reduce the inductor value (size and cost) 
for a given set of design specifications. The most 
obvious approach is to increase the minimum con
version frequency above thirty kiloHertz if none of 
the other parameters (Vo, Po) can be varied. 

INDUCTOR DESIGN SUMMARY 

Generally, the size and cost of an inductor vary 
with its energy storage capacity, W(L). Although 
most of the energy is stored in the air gap (with a 
gapped ferrite design), the core set must support 
the necessary flux density (B) without saturating or 
exhibiting high core loss. The required energy stor
age of the boost inductor is: 
17. W(L) = O.S*L*IL(pkY'2 

The number of turns required for a selected core 
size and material is: 
18. N = L *IL(pk)*1 QI\4/ (Bmax* Ae) 

where Bmax is in Teslas and Ae is in square centi
meters (enY'2) 
The center leg gap to achieve the correct 

inductance and storage is expressed by: 
19. l(gap)={Uo*Ur*NII2* Ae*1 ()11-2}1L (em) 

where Uo=4*Pi*1()11-~permitivity of free space), 
and Ur=1 (relative permeability of air) 

OUTPUT CAPACITOR 
The value of output capacitance is a generally de
termined by the required hold-up time or the ac
ceptable output ripple voltage for a given 
application. It may also be governed by the speci
fied ripple current rating or capaCitor temperature 
rise. Typically, an approximation of one microFarad 
per Watt (1 uFIW) is a good starting point. The ex
act value can later be changed depending on con
version frequency and other factors previously 
mentioned. 
Electrolytic capacitors are typically used near 80% 
of their working voltage. This will necessitate a SOO 
VDC rating for use in a 264 VAC PFC application 
which may not be practical from a cost perspec
tive. One option is to connect two lower voltage ca
pacitors in series, each having the same value and 
a 2S0VDC rating. 
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SEMICONDUCTOR SELECTION 

Peak currents and voltages must first be known 
over all operating conditions to select the proper 
MOSFET switch and boost rectifier. Standard de
sign practice is to derate all semiconductors to 
about 7S% of their maximum ratings, indicating the 
use of SOO+ volt devices. 
Low cost bipolar transistors are an acceptable al
ternative to MOSFETs if the conversion frequency 
is maintained fairly low. Inexpensive high voltage 
diodes with recovery times of 200 nanoseconds, or 
less should be used for the boost rectifier. Two 
popular devices are the 1N4937 and MUR160. 
Speed is not an issue with the input bridge rectifi
ers where 1 N4004 to 1 N4006 types are accept
able. High frequency switching noise in the PFC 
converter should be well filtered before reaching 
the input bridge diodes due to their low speed 
characteristics. This is best accomplished by add
ing an UC filter between the bridge rectifier DC 
output and the boost converter. 

CONTROL CIRCUIT DESIGN: 

PROGRAMMING THE UC3852 

STARTUP CIRCUITRY 

The UC38S2 design incorporates a low startup cur
rent feature and draws less than one milliamp 
(mA) from the Vee bias supply. This minimizes the 
power loss due to with the startup resistor after the 
converter begins operation when a bootstrap wind
ing supplies the full DC supply current. The 
UC3852 IC turns on when Vee reaches approxi
mately 16 volts, and IC supply current will increase 
to its operational level. Undervoltage lockout pro
tection Will turn the UC3852 device off when the 
supply voltage falls below the lower UVLO thresh
old of approximately 10 volts. 
The startup circuitry for this off-line consists of a 
startup resistor from Vcc to the input supply volt
age and a storage capacitor from Vcc to ground. 
Typically, select Rstart to supply around 1.5 mil
liamps (rms) of charging current (I (charge) at low 
line. The exact value can be obtained from the fol
lowing approximations. 

R(start) = VP(min) - V(tum-on) 
1.41 x I(charge) 

The Vcc bias supply filter capacitor value is deter
mined by several factors, but primarily by the 
UC3852 undervoltage lockout hysteresiS. Imple
mentation and phasing of this boost inductor wind
ing in addition to soft start circuitry will also effect 
the capacitance. 
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C(VCC) _ (Icc - I(charge) x t(boot) 
- UVLO hysteresis 

For many applications, the following approxima
tions can be used: 
ICC = 10mA 
I(charge) = 1.5 mA 
t(OOot) = 10 ms (one-half cycle at 50 Hz) 
UVLO hysteresis = 5 volts 
V(turn-on) = 15V 
A standard 15 uF electrolytic with an adequate 
voltage rating (35V once derated) is used. 

PROGRAMMING THE ON-TIME 

The maximum switch on-time must be calculated 
to program the UC3852 oscillator. This maximum 
occurs when the line voltage, VP is at its minimum 
and the output power is at its maximum. This is 
more commonly known as the low line, full load 
condition. 
t(on)max = 4*Pout(max)*L I Vp(minY'2 
The UC3852 on-time is programmed by RIC com
ponents and uses two of the IC pins. A resistor 
from the ISET pin to ground programs the charging 
current into the RAMP pin. The Iset pin has an out
put voltage of approximately 5 volts, so the ISET is 
5 volts divided by Rset. Typical charging current 
should range between 1'00 and 600 microamps. 
The RAMP pin is used as one input to the Pulse 
Width Modulator of the UC3852. Internally, the 
RAMP voltage is compared to the error amplifier 
output (COMP) voltage to determine the exact on
time. The RAMP pin has a maximum amplitude of 
approximately 9 volts, and begins charging from 
approximately 0.2 volts, or an 8.8 volt swing. 
The RAMP capacitor value is selected to program 
the maximum switch on-time as it charges from 0.2 
to 9 volts by Iset. It can be calculated from the ca
pacitor charge equation, shown below. 
C=(I*dt)/dV 
C(RAMP) = [ Iset * t(on)max] 18.8 V 
The RAMP capacitor should be selected first from 
a list of standard values within the 100pF to 1 nF 
range. The resulting ISET programming resistor 
selection is much easier as standard values with 
an initial tolerance of one percent (1%) are readily 
available. 

RSET = 5 x t(on)max 
8.8 x C(RAMP) 

or 
RSET = 0.568 * t(on)max I C(RAMP) 
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t(on)max = [ RSET*C(RAMP) ] I 0.568 

UC3852 ON-TIME vs. RSET & C(RAMP) 

ERROR AMPLIFIER COMPEN.SATION 

Power Factor Correction using the ZCS controlled 
on-time technique requires a very low bandwidth 
voltage loop to deliver high power factor O. This is 
necessary to keep the switch on-time constant dur
ing anyone line cycle. Other advantages to this 
approach are high noise immunity, and simplicity, 

1000 us 

100 us 

:10nF 
I 

-31nF 1/ 

=1nF 10 us 

~OOlpF 
100pF 

us 
1k 

/ 

/ 

/ / 
/ 

10k 
Rset 

/ 

./ 

1/ 

Max On-Time vs. Rset and Ct 
Fig. 6 

100k 

since no squarer, multiply or divide circuitry is 
needed. 
Configuration of the compensation circuitry is 
shown in the UC3852 PFC application schematic. 
First, the PFC preregulator output voltage (Vout) is 
accurately divided down to 5.0 volts to interface 
with the error amplifier. Three standard one-half 
watt resistors are used to avoid needing more ex
pensive, high voltage rated resistors for this appli
cation. This signal goes through a 20K ohm input 
resistor to the error amplifier inverting input. Feed
back components are a 1 meg ohm resistor and a 
0.1 uF capacitor in parallel from the EtA output to 
the inverting input. 
This recommended amplifier compensation deliv
ers one low frequency pole in the loop response at 
1.6 HZ,as programmed by 1 meg ohm and 0.1 uF 
components. Low frequency gain is determined by 
the 20 K ohm input resistor, the output voltage di
vider resistance and the 5.0 reference voltage 
seen at the amplifiers (internal) noninverting input. 
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Many other compensation arrangements are possi
ble. 
Using this compensation network, a low frequency 
gain of approximately 34 dB is achieved. This rolls 
off with a single pole (-20 dB/decade) response 
centering at 1.6 Hz. The gain curve will intersect 
zero dB at about 120 Hz and result in excellent 
power factor correction. Better dynamic response 
and less overshoot of the output voltage can be 
obtained by adjusting the 20 K ohm input resistor 
to increase low frequency gain and move the zero 
dB crossing out to a higher frequency. Some slight 
degradation of the power factor is to be expected 
by increasing the loop response. 

SOFT START 
Soft starting of the output is optional, but recom
mended to minimize the output voltage overshoot 
upon power-up. This does not occur in applications 
which will always have some load on the output. 
However, most electronic ballast have either no 
load, or a very light load on the output at power-up 
and will see the overshoot. Soft start implementa
tion requires only a diode and capaCitor from the 
compensation pin to ground. Another diode from 
the capacitor to VCC discharges the soft start ca
pacitor to the falling Vcc voltage when the AC line 
power is removed. This will guarantee that the cir
cuit will always start up in soft start if the line is AC 
plug is removed for a few seconds. Again, this is 
an optional feature which depends on the applica
tion. 
One "trick" to significantly reduce the size of the 
soft start capacitor is to replace the diode with a 
cheap PNP transistor. A capacitance multiplier can 
be obtained by connecting the PNP emitter to the 
error amplifier output and soft start capacitor from 
the base to ground. The collector of the transistor 
is connected to ground. This adaptation will scale 
the capacitance value up by beta of the transistor 
at the amplifier output. A 2N2907 or equivalent is a 
popular choice and will reduce the capacitance 
value by a factor of approximately 50. 
A 1 N914 or 1 N4148 signal diode should be used 
from the base to emitter to prevent negative base
emitter voltages from damaging the transistor. Ad
ditionally, this transistor can easily be interfaced 
with any optional fault protection schemes to soft 
start the controller following a fault. 

SOFT START IMPLEMENTATION 

CURRENT SENSE 
Current in the PFC design is sensed in the return 
line of the preregulator circuitry at the AC input 
bridge rectifiers. One side of the current sense re
sistor is referenced to the UC3852 "ground" con-
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nection. The other end of the resistor develops the 
current sense voltage which is equivalent to minus 
IL(t) * Rsense. The UC3852 zero current detection 
circuitry incorporates two comparators, one for 
zero current detection and another for over current 
protection. 

ZERO CURRENT DETECTION 
The zero current detection circuitry uses a negative 
10 millivolt (-10mV) threshold as its reference. This 
negative threshold guarantees that there are no 

eSS/B 

_(PNP)1 
-=- -=-

Figure 7. 

startup problems since this input must be pulled 
below ground for normal operation. Whenever the 
zero detect input is raised above the minus ten mil
livolt threshold, the comparator is triggered and the 
next switching cycle begins. 

Inductor current can be sensed by a current sense 
resistor which develops minus 400mV maximum 
during an overcurrent condition. This should only 
occur at a twenty percent overload, or 1.2 • lL(pk). 
R(shunt) = 0.4 V / (1.2 * IL(pk» 

Power dissipated in the shunt can be calculated by 
using the RMS component of the line current. The 
peak input current (IP) is one half of the peak in
ductor current (IL(max). The RMS component of 
the line current (IP(rms» is obtained by dividing the 
peak line current (IP) by the square root of two 
(1.41 ). 
IP(rms) = [IL(pk) / (2' 1.414) 
P (R(sense» = IP(rms),,2 * R(sense) 
Standard value, low resistance (1 ohm or less) 
one-eighth to one-quarter watt resistors can used 
alone or paralleled to obtain the exact value. Carb
on composition or film resistors exhibit low series 
inductance and will work best. 
A small RIC filter can be added in the current 
sense circuitry to filter out switching noise caused 
by circuit parasitics. This delay will minimally effect 
the precise two-to-one ratio of the peak to average 
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duce the amount of EMI/RFI filtering required by 
minimizing the rectifier recovery noise. For best re
sults, the filter delay time should match the rectifi
ers recovery time. A ten ohm resistor and a one 
nanoFarad (1 nF) capacitor are good starting val
ues. 

OVERCURRENT FAULT PROTECTION 

The UC3852 contains and overcurrent comparator 
(-4OOmV) which quickly terminates the PWM out
put. This comparator also drives circuitry con
nected to the ISET pin which raises its normal 5 
volt amplitude to 9 volts during the overcurrent 
condition. In addition to programming the ramp ca
pacitor charging current, the ISET pin can be used 
to drive external fault protection circuits. A resistor 
in series with a 5.6 volt zener diode to the ISET pin 
will develop approximately 3.4 volts across the re
sistor when an overcurrent fault is detected. This 
signal can be used to trigger external shutdown or 
hiccup circuitry. 

RF 

100 CF 

Figure 8. 

GATE DRIVE 

The UC3852 PWM output section is MOSFET 
compatible and rated for a one amp peak current. 
This totem pole design also features a twelve volt 
(12V) clamped output voltage to prevent excessive 
gate voltage when used with unregulated (Vcc) 
supply voltages. A twelve ohm resistor between 
the UC3852 and the MOSFET switch gate will limit 
the peak output current to its one amp maximum 
during normal operation. 
Additionally, the UC3852 self biasing active low to
tem-pole design holds the MOSFET gate low dur
ing undervoltage lockout, preventing catastrophic 
problems at power-up and removal of the AC input. 
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inductor current and have an insignificant impact 
on power factor. However, this modification can re 

ADVANCED PROTECTION CIRCUITRY 
Certain applications of the UC3852 control IC may 
require sophisticated protection features. Some ex
amples of these options are overvoltage protection 
and restart delay, soft start or latch-off following a 
fault. Each of these features can be added to the 
control circuit with a minimal amount of external 
parts, and often combined using shared compo
nents. 

TO ISET(PIN3) 

TO vee (P I N71 

TO 

Figure 9. 

LIST OF COMPONENTS 

C6 = 1 uF,35V 
05,6 = IN4148 
07= 6.2V ZENER 

08 = 40 V ZENER 
02,4 = 2N2907 
03 = 2N2222 

R9,10=10K 
R11 = 1 MEG 
R12 = 24 K 
R13 = Calculate for OVP 
R14 = 1 K 

+VOUT 

RI3 

07 De 

RI2 

RII -VOUT 
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TRANSFORMER COUPLED 
CURRENT SENSE 

CURRENT 
SENSE 
XFMR 

TO OUTPUT 

Figure 10. 

TO PIN2 
ZERO 

Soft start is programmed by R 11, C6 and the beta 
of 02. Overcurrent protection starts at the UC3852 
ISET pin which outputs a 9 V signal during a fault. 
This drives 03 on through 07 and discharges C6 
causing a soft start. 04 also turns on with this ar
rangement which discharges Vcc causing a "hic
cup". This is optional, and replacing 03 with an 
SCR would latch the circuit off until power is reset. 
Overvoltage protection is attained via R11, R12, 
R13 and zener diode 08. When enough current 
flows through the zener (08), R11 biases transistor 
03. Protection is similar to the overcurrent condi
tion. 

Regulated Auxiliary Bias Circuit 

Figure 11. 

+ 
VOUT 

CURRENT SENSE TRANSFORMERS 

A transformer can be used to sense current in 
most of the UC3852 applications for higher effi-
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+ 
REGULATED 
VOUT 

Fig. 12 

ciency. Two primary windings are needed to sense 
each component of the switched current. These 
may also be unequal in number of turns, depend
ing on the input and output currents (or voltages). 
A single secondary winding and bridge rectification 
recreates the total inductor current. A small RIC fil
ter network may be required to smoothen out 
spikes caused by the leakage inductance. 

VIN 

R10 

R11 

010 

Universal AC Input Feedforward Circuit 

R13 C(RAMP) L-

Figure 13. 

REGULATED BOOTSTRAP SUPPLY 

A regulated auxiliary supply is obtainable with a 
slight modification to the bootstrap interface and 
two inexpensive components. This circuit is advan
tageous in applications which incorporate other 
control ICs for the main converter or ballast drive 
sections. A regulated auxiliary voltage is NOT 
needed for the UC3852 which features a clamped 
twelve volt (typical) gate drive output voltage. This 
insures proper drive amplitude for power MOS
FETs with an unregulated IC supply voltage to 30 
volts. 
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Dual AC Input Range (1101220 VAC) 
Feedforward Circuit 

C(RAMP)L-

Figure 14. 

OTHER PFC APPLICATIONS 
The basic PFC schematic of Figure 1 can be used 
as a template for other PFC applications with dif
ferentinput voltage ranges and output power lev
els. A majority of the changes will be to 
accommodate higher ( or lower) voltages and cur
rents. Once familiar with the complete design pro
cedure as outlined in this application note, 
deSigners are encouraged to recalculate the val
ues for their applications using the same guide
lines. 

UNIVERSAL AC INPUT RANGE 

The UC3852 controlled-on time, zero current 
switched PFC technique can be used to accom
modate wide AC input voltages with the addition of 
a simple feedforward circuit. This external circuitry 
is required to cancel out the line dependent 
changes in the switch on-time over the three-to
one input range from 85 to 264 volts. Otherwise, 
the approximate nine-to-one control range of the 
UC3852 on-time would be fully used for line regu
lation allowing no accommodation for load 
changes. 

CIRCUIT OPERATION 

The rectified input voltage is applied across the 
network consisting of R10 through R12, D10 and 
C10. Capacitor C10 charges to the peak of the di
vided input voltage and is large enough to maintain 
this level over one line cycle. Diode D11 serves as 
an offset to bypass the range extender circuitry un
til a sufficient minimum line voltage has been es-
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tablished, typically 80 VAC. Capacitor C11, a small 
filter capacitor and the base of transistor 010 
reach a voltage of V(C10) minus the Zener forward 
voltage drop of diode D11. As this voltage rises, 
the emitter of 010 and voltage across resistor R13 
follows, offset by the base-emitter diode drop of 
010. This increasing bias pulls more current from 
the UC3852 ISET pin which sits· at a fixed voltage. 
The current in both resistor R13 and resistor RSET 
is pulled from the UC3852 ISET output. Within the 
UC38S2, the ISET current is mirrored to the RAMP 
capaCitor (Cramp) which is compared to the error 
amplifier output to determine the ON-time. As the 
input voltage increases bias to 010, more current 
is pulled from ISET thus increasing the RAMP 
charging current. For a fixed output load, this cir
cuit performs the function of voltage feedforward 
and can keep the error amplifier output voltage 
fixed regardless of AC input voltage. This allows 
the full use of the ICs ON-time control range to ac
commodate load variations. 

FEEDFORWARD CIRCUIT DESIGN 
LOW LINE: 

ISET = SVIRSET 
t(on)max=8.8*Cramp IISET 

HIGH LINE: 
ISET = SV/(RSET II RI3 ) 

GENERAL: 
V(C10) = 1.41*VIN*R121(R10+R11+R12) 
NOTE:V(C10)MAX=SV+Vzener 
ISET(MIN)=SVlRSET 
ISET(MAX)=ISET(MIN)+SV IR13 
FEEDFORWARD BEGINS WHEN: 
V(C1 O)-Vzener-Vbe(01 0) OV 

COMPONENTS: 
C10=22uF/16V 010=2N2222 
C11=1nF/16V R10,11=100K 
D10=1N4148 R12,13=S.1K 
D11=1NS221(2.4V) RSET=S1K 
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CONTINUOUS CURRENT PFC BOOST CONVERTER 
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Figure 15. 

CONTINUOUS PFC CURRENT IMPLEMENTATION 

Figure 16. 

4-109 

ON 
SWITCH 

OFF 

Res 
(RCS>R2) 

C4.L R7 

R8 

R6 

R9 

-..-___ MAXIMUM 

-;"'~c----ACTUAL 
\~I<--_ AVERAGE 

....,~-.--- MINIMUM 

Figure 17. 

I 



APPLICATION NOTE 

UC3852 CONTROLLED PFC· FLYBACK CONVERTER 

C1 

C2 

C1 

C2 

UC3852 

Figure 18. 
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UC3852 AS A CAPACITIVE DISCHARGE DRIVER 
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Figure 19. 
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AUTORANGE (1101220) VOLTAGE 

FEEDFORWARD CIRCUIT 

Input line voltage feedforward can also be obtained 
with a simple circuit for dual AC input ranges with 
less demanding load variations. Shown below is a 
single step autorange circuit for use with the 
UC3852 timing circuitry. Basically, the TL431 is 
used as a comparator to switch in a second timing 
resistor (RSET') when the input voltage exceeds a 
preset threshold. 
The AC input voltage is rectified by diode D20 and 
'divided down by resistors R20 and R21. Capacitor 
C20 peak charges and filters this waveform to de
velop a DC voltage proportional to the input line. 
RSET is programming the initial charging current 
to the timing capacitor CRAMP. When the voltage 
across C20 exceeds the 2.5 V threshold of the 
TL431 comparator, its output goes low. This places 

MAIN 
SWITC~t-

+ 
R 

RF 

CF 

Figure 20. 

RAMP 

ISET 

R 
SLOPEL
COMP 

a second timing resistor, RSET', in parallel with the 
original one thus increasing the current to CRAMP 
and performing line feedforward. Resistor values 
should be selected to switch in the feedforward 
compensation at approximately 155 VAC which is 
mid-range between high line of a 110 VAC input 
(130 VAC) and low line for a 220 VAC input (180 
VAC). The value of RSET' must be selected to ac
count for the TL431 output saturation voltage. 

CONTINUOUS CURRENT 
PFC BOOST CONVERTER 

The zero current switched PFC technique can also 
be modified to operate in the continuous inductor 
current mode. A positive amplitude, small offset 
signal is derived from the input voltage waveform. 
It gets added to the normal current sense signal 
which is negative with respect to ground. Summing 
these two signals to the ZERO input biases the ac-
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tual inductor current sense more positive. There
fore, the zero current detection threshold is 
crossed before the inductor current is actually zero, 
and the PFC preregulator operates with continuous 
current. The exact amplitude of both parts of the 
inductor current can be determined by adjusting 
the inductance, on-time, and current sense resis
tor. 

OTHER PFC TOPOLOGIES 
The UC3852 can also perform power factor correc
tion using the Flyback topology with a slight degra
dation to Power Factor. A Flyback topology is 
commonly used to generate a lower (or much 
higher) voltage output than the Boost converter. A 
nonisolated version of this is shown in Figure 18. 
for simpliCity. 
A resistor in series with the power return lead 
senses the inductor charging current while the 
switch is on, similar to that of the boost converter. 
However, the discharging current information is 
lost when the switch is off while the stored induc
tive energy is delivered to the output. A second 
current sense resistor is added in series with the 
secondary winding as shown to recover this infor
mation. A small amount of filtering may be neces
sary to smoothen out switching noise spikes while 
summing the current sense signals. 
Good regulation of the output voltage will be ob
tained with this technique although some 120 Hz 
(2 x line frequency) ripple is to be expected. The 
flyback circuitry cannot fully transfer power when 
the input line voltage goes down near zero each 
cycle. This approach has numerous applications 
where a small amount of power supply ripple is ac
ceptable. Post regulator circuits can be added to 
improve regulation if necessary. 

CAPACITIVE DISCHARGE CIRCUITS 

The UC3852 can also be used in capacitive dis
charge circuits, typical of photoflash and strobe ap
plications. In fact, the circuit shown below will 
provide the minimum recharge time for a given 
peak input current. Zero current switching insures 
that the next switching cycle is initiated as soon as 
the inductor current discharges to zero. There is 
no deadtime between conversion cycles and the 
output is charged as quickly as possible for the 
programmed maximum inductor current. 

Regulation is achieved by using a burst mode of 
operation where the UC3852 stops delivering out
put pulses when the output voltage setpoint is 
reached. Operation will begin again when the out
put voltage drops below the lower programmed 
threshold. Both of these thresholds are pro-
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grammed by Ra, Rb and Rc according to the fol
lowing formulas. 
Vout(max) = (5*(Ra+Rx»)/Rx 
Vout(min) .. (5*(Ra+Rb»)/Rb 
where Rx=(Rb*Rc)/(Rb+Rc) 

NON PFC APPLICATIONS USING 
VARIABLE FREQUENCY OPERATION 
Conventional PWM (non PFC) applications using a 
variable frequency control techniques can also be 
implemented with the UC3852. This applies to both 
current mode and variable ON-Time control meth
ods. Typical examples of these are discontinuous 
current boost and flyback converters. Variable fre
quency operation is popular in numerous applica
tions as it can minimize the peak current in 
comparison to fixed frequency designs. The zero 
current detection and switching technique of the 
UC3852 should be used in its standard configura
tion with current sensed below ground, although a 
current transformer can be introduced. 

IMPLEMENTING CURRENT MODE 

The ICs RAMP input will be used as the current 
sense input to be compared to the error amplifier 
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output for current mode control. A current trans
former is recommended to fully utUize the 9 volt 
compliance of this pin. This implementation allows 
for a wide load swing with maximum noise immu
nity. The RAMP pin gets discharged by internallC 
logic to 0.2 V at the end of each ON-time. There
fore, some series, impedance to the current sense, 
resistor is recommended to keep load current 'out
side of the IC. Any filter capacitor to suppress the 
switch leading edge noise spike will also get dis- ' 
charged. The ramp pin does not need a program
ming resistor, but one could be used to introduce 
optional slope compensation via the filter capacitor. 

VARIABLE ON-TIME CONTROL 
The switch ON-Time can also be controlled by 
comparing a sawtooth ramp to the error amplifier 
output. Configuration of this is basically identical to 
the standard PFC application using a RAMP ca
pacitor and resistor to program the maximum ON
Time. Error amplifier compensation is likely to be 
much different and utilize a much higher loop 
crossover frequency than its PFC counterpart. The 
ICs error amplifier is similar to a '741 type general 
purpose OP-AMP and is programmed accordingly. 

REFERENCES and ADDITIONAL 
INFORMATION: 
1. ANDREYCAK, W. : "Controlled ON-Time, Zero 
Current Switched Power Factor Correction Tech
nique"; UNITRODE Power Supply Design Manual 
SEM-800. 
2. AHMED, SAEED, : "Controlled On-time Power 
Factor Correction Circuit with Input Filter"; Thesis, 
Virginia Polytechnic Institute. ' 
3. MAMMANO, BOB and DIXON, LLOYD: "Design
ing High Power Factor Systems - Choosing the 
Optimum Circuit Topology"; PCIM Magazine, 
March 1991. 

4-112 



APPLICATION NOTE 

PERFORMANCE EVALUATION 

The UC3852 controlled PFC circuit shown in Fig
ure 1 was constructed using the list of materials 
provided for this application. Power Factor and To
tal Harmonic Distortion to the 50th harmonic were 
measured using a VOL TEC PM- 3000 AC power 
analyzer. Test results indicated a power factor of 
0.998 and T.H.D. below 6% at nominal line and full 
load. Very similar readings were obtained over the 
complete input voltage range and a moderate load 
c~ange. Zero ~.urrent ~witching (ZCS) facilitates 
high overall efficiency with this PFC technique. 

UC3852 PFC TEST CIRCUIT 

SPECIFICATIONS: 
VIN = 85 TO 135 VAC 

VOUT = 350 VDC 

POUT=86W 

MEASURED PERFORMANCE: 

P.F. = 0.998 

T.H.D. = 5.81% 

TEST CONDITIONS; 
(nominal line) 

VIN = 115.7 VAC 

liN = 0.799 MC 
PIN = 92.13 W 

VA IN = 91.84 

INRUSH Ipk = 17.7 A 

VOUT = 355.6 VDC 
lOUT = 0.242 ADC 

POUT = 86.1 W 
EFFICIENCY = 93.45 % 

CURRENT: 

HARMONIC CONTENT 
1st: 0.775 Amp 

3rd: 3.91% 

5th: 0.82% 
7th: 0.38% 

9th: 0.35% 

UNITRODE ODRPORATION 
7 CONTINENTAL BLVD. IMERRIMACK. NH 03054 
TEL. (6OO) 424-2410 IFAX (603) 424-3460 

11th: 1.30% 
13th: 0.21% 

LIST OF MATERIALS 
CAPACITORS 

C2 = 0.47 uF I 200 V 

C3 = 82uF I 400 V 
C4 = 22uF I 35 V 

C5 = 0.1uF 135V 

C6=1nF/16V 

c7 = 0.1uF 116V 

DIODES 
D1-4 = 1N4004, 1A 1400 V 

D5 = 1 N4937, 1A 1600 V 

trr = 200ns 

D6 = 1N4148, 0.2 A 150 V 

INDUCTORS 

L2 = 1 mH Boost inductor 
L3 = Several turns on L2 to 

provide 20 VDC supply voltage 

RESISTORS 
R1 = 100 k ohms 1 Watt 

R2 = 0.1 ohm 1 W non-inductive 

R3 = 18.2 k ohms 1% 1/2 W 

R4 = 1 meg ohm 1/4 W 

R5 = 330 k ohms 1% 112 W 

R6 = 390 k ohms 1% 1/2 W 

R7 = 10 k ohms 1% 1/4 W 

R8 = 20 k ohms 1/4 W 
R9 = 10 ohms 1/2 W non-inductive 

TRANSISTOR 

01 = IRF830 500 V 14 A 

INTEGRATED CIRCUIT 

U1 = UC 3852 
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UC3854 Controlled Power Factor Correction Circuit Design 

PHILIP C. TODD 

ABSTRACT 

This Application Note describes the concepts and design of a boost preregulator for power factor correc
tion. This note covers the important specifications for power factor correction, the boost power circuit de
sign and the UC3854 integrated circuit which controls the converter. A complete design procedure is given 
which includes the tradeoffs necessary in the process. This design procedure is directly applicable to the 
UC3854A1B as well as the UC3854. The recommendations in Unitrode Design Note DN-39 cover other ar
eas of the circuit and, while not diScussed here, must be considered in any design. This application note 
supersedes Application Note U- 125 'Power Factor Correction With the UC3854 ... 

INTRODUCTION 

The objective of active power factor correction is to 
make the input to a power supply look like a simple 
resistor. An active power factor corrector does this 
by programming the input current in response to 
the input voltage. As long as the ratio between the 
voltage and current is a constant the input will be 
resistive and the power factor will be 1.0. When the 
ratio deviates from a constant the input will contain 
phase displacement, harmonic distortion or both 
and either one will degrade the power factor. 

The most general definition of power factor is the 
ratio of real power to apparent power. 

PF P or PF = Watts 
( Vrms x Irms 1 VA 

Where P is the real input power and Vrms and Irms 
are the root mean square (RMS) voltage and cur
rent of the load, or power factor corrector input in 
this case. If the load is a pure resistance the real 
power and the product of the RMS voltage and cur
rent will be the same and the power factor will be 
1.0. If the load is not a pure resistance the power 
factor will be below 1.0. 

Phase displacement is a measure of the reactance 
of the input impedance of the active power factor 
corrector. Any amount of reactance, either induc
tive or capacitive will cause phase displacement of 

the input current waveform with respect to the input 
voltage waveform. The phase displacement of the 
voltage and current is the classic definition of 
power factor which is the cosine of the phase angle 
between the voltage and current sinusoids. 

PF=Cos9 

The amount of displacement between the voltage 
and current indicates the degree to which the load 
is reactive. If the reactance is a small part of the 
impedance the phase displacement will be small. 
An active power factor corrector will generate 
phase displacement of the input current if there is 
phase shift in the feedforward signals or in the con
trol loops. Any filtering of the AC line current will 
also produce phase displacement. 

Harmonic distortion is a measure of the non-linear
ity of the input impedance of the active power fac
tor corrector. Any variation of the input impedance 
as a function of the input voltage will cause distor
tion of the input current and this distortion is the 
other contributor to poor power factor. Distortion in
creases the RMS value of the current without in
creasing the total power being drawn. A non-linear 
load will therefore have a poor power factor be
cause the RMS value of the current is high but the 
total power delivered is small. If the non-linearity is 
small the harmonic distortion will be low. Distortion 
in an active power factor corrector comes from 
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Power Factor Versus Distortion 
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Total Harmonic Dl8tortlon, In Percent 

Harmonic Permissible Maximum 
Order current permissible 

current 

n rnAIW A 

Odd harmonics 

3 3.4 2.30 

5 1.9 1.14 

7 1.0 0.78 

9 0.5 0.40 

11 0.35 0.33 

13 0.3 0.21 

15up 3.85/n 0.15 x 15 
n 

Even harmonics 

2 1.8 1.08 

4 0.7 0.42 

6 0.5 0.30 

>8 ~ 1.80 
n n 

Table 1 

several sources: the feedforward signals, the feed
back loops, the output capacitor, the inductor and 
the input rectifiers. 

An active power factor corrector can easily achieve 
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a high input power factor, usually much greater 
than 0.9. But power factor is not a sensitive meas
ure of the distortion or the displacement of the cur
rent waveform. It is often more convenient to deal 
with these quantities directly rather than with the 
power factor. For example, 3% harmonic distortion 
alone has a power factor of 0.999. A current with 
30% total harmonic distortion still has a power fac
tor of 0.95. A current with a phase displacement of 
25 degrees from the voltage has a power factor of 
0.90. 

The trend among the world standards organiza
tions responsible for power quality is to specify 
maximum limits for the amount of current allowed 
at each of the harmonics of the line frequency. IEC 
555-2 specifies each harmonic up through and be
yond the 15th and the amount of current permissi
ble at each. Table 1 lists the requirements for IEC 
555-2 as of the time of this writing. There are two 
parts to the speCification, a relative distortion and 
an absolute distortion maximum. Both limits apply 
to all equipment. This table is included here as an 
example of a line distortion specification. It is not 
intended to be used for design purposes. The IEC 
has not finalized the requirements of IEC 555 at 
this time and major changes are possible. 

Active Power Factor Correction 

A boost regulator is an excellent choice for the 
power stage of an active power factor corrector be
cause the input current is continuous and this pro
duces the lowest level of conducted noise and the 

best input current waveform. The disadvantage of 
the boost regulator is the high output voltage re
quired. The output voltage must be greater than 
the highest expected peak input voltage. 

The boost regulator input current must be forced or 
programmed to be proportional to the input voltage 
waveform for power factor correction. Feedback is 
necessary to control the input current and either 
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L D 

WAVEFORM VOLTAGE 
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Figure 1 

Basic Configuration of High Power Factor 
Control Circuit 

U-134 

Vo 

peak current mode control or average current 
mode control may be used. Both techniques may 
be implemented with the UC3854. Peak current 
mode control has a low gain, wide bandwidth cur
rent loop which generally makes it unsuitable for a 
high performance power factor corrector since 
there is a significant error between the program
ming signal and the current. This will produce dis
tortion and a poor power factor. 

concept. An amplifier is used in the feedback loop 
around the boost power stage so that input current 
tracks the programming signal with very little error. 
This is the advantage of average current mode 
control and it is what makes active power factor 
correction possible. Average current mode control 
is relatively easy to implement and is the method 
described here. 

Average current mode control is based on a simple 
A block diagram of a boost power factor corrector 
circuit is shown in Figure 1. The power circuit of a 

. -........",-Vin~ 
'in~O 

iCh9_~.ICh9 
, 0 

Figure 2. Preregulator Waveforms 
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boost power factor corrector is the same as that of 
a dc to dc boost converter. There is a diode bridge 
ahead of the inductor to rectify the AC input volt
age but the large input capacitor which would nor
mally be associated with the AC to DC conversion 
function has been moved to the output of the boost 
converter. If a capacitor follows the input diode 
bridge it is a small one used only for noise control. 

The output of the boost regulator is a constant volt
age but the input current is programmed by the in
put voltage to be a half sine wave. The power flow 

"/Wln HIGH POWER 
I Y \ lin FACTOR 

r---.....,.-~SWITCHING 
PREREGULA TOR 

N\ 
Imo 
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Control Circuits 

An active power factor corrector must control both 
the input current and the output Voltage. The cur
rent loop is programmed by the rectified line volt
age so that the input to the converter will appear to 
be resistive. The output voltage is controlled by 
changing the average amplitude of the current pro
gramming signal. An analog multiplier creates the 
current programming signal by multiplying the rec
tified line voltage with the output of the voltage er-

Ich Vo 10 

Rvc 

Rvd 

Figure 3. High Power Factor 

into the output capacitor is not constant but is a 
sine wave at twice the line frequency since power 
is the instantaneous product of voltage an current. 
This is shown in Figure 2. The top waveform 
shows the voltage and the current into the power 
factor corrector and the second waveform shows 
the flow of energy into and out of the output ca
pacitor. The output capacitor stores energy when 
the input voltage is high and releases the energy 
when the input voltage is low to maintain the out
put power flow. The third waveform in Figure 2 
shows the charging and discharging current. This 
current has a different shape from the input current 
and is almost entirely at the second harmonic of 
the AC line voltage. This flow of energy into and 
out of the capacitor results in ripple voltage at the 
second harmonic also and this is shown in the 
fourth waveform in Figure 2. Note that the voltage 
ripple is displaced by 90 degrees relative to the 
current since this is reactive energy storage. The 
output capacitor must be rated to handle the sec
ond harmonic ripple current as well as the high fre
quency ripple current from the boost converter 
switch which modulates it. 

ror amplifier so that the current programming sig
nal has the shape of the input voltage and an aver
age amplitude which controls the output Voltage. 
Figure 3 is a block diagram which shows the basic 
control circuit arrangement necessary for an active 
power factor corrector. The output of the multiplier 
is the current programming signal and is called Imo 
for multiplier output current. The multiplier input 
from the rectified line voltage is shown as a current 
in Figure 3 rather than as a voltage signal because 
this is the way it is done in the UC3854. 

Figure 3 shows a squarer and a divider as well as 
a multiplier in the voltage loop. The output of the 
voltage error amplifier is divided by the square of 
the average input voltage before it is multiplied by 
the rectified input voltage signal. This extra cir
cuitry keeps the gain of the voltage loop constant, 
without it the gain of the voltage loop would change 
as the square of the average input Voltage. The av
erage value of the input voltage is called the feed
forward voltage or Vff since it provides an open 
loop correction which is fed forward into the volt
age loop. It is squared and then divided into the 
voltage error amplifier output voltage (Vvea). 
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The current programming signal must match the 
rectified line voltage as closely as possible to maxi
mize the power factor. If the voltage loop band
width were large it would modulate the input 
current to keep the output voltage constant and 
this would distort the input current horribly. There
fore the voltage loop bandwidth must be less than 
the input line frequency. But the output voltage 
transient response must be fast so the voltage loop 
bandwidth must be made as large as possible. The 
squarer and divider circuits keep the loop gain con
stant so the bandwidth can be as close as possible 
to the line frequency to minimize the transient re
sponse of the output voltage. This is especially im
portant for wide input voltage ranges. 

The circuits which keep the loop gain constant 
make the output of the voltage error amplifier a 
power control. The output of the voltage error am
plifier actually controls the power delivered to the 
load. This can be seen easily from an example. If 
the output of the voltage error amplifier is constant 
and the input voltage is doubled the programming 
signal will double but it will be divided by the 
square of the feedforward voltage, or four times the 
input, which will result in the input current being re
duced to half its original value. Twice the input volt
age times half the input current results in the same 
input power as before. The output of the voltage 
error amplifier, then, controls the input power level 
of the power factor corrector. This can be used to 
limit the maximum power which the circuit can 
draw from the power line. If the output of the volt
age error amplifier is clamped at some value that 
corresponds to some maximum power level, then 
the active power factor corrector will not draw more 
than that amount of power from the line as long as 
the input voltage is within its range. 

Input Distortion Sources 

The control circuits introduce both distortion and 
displacement into the input current waveform. 
These errors come from the input diode bridge, the 
multiplier circuits and ripple voltage, both on the 
output and on the feedforward voltage. 

There are two modulation processes in an active 
power factor corrector. The first is the input diode 
bridge and the second is the multiplier, divider, 
squarer circuit. Each modulation process gener
ates cross products, harmonics or sidebands be
tween the two inputs. The description of these 
mathematically can be quite complex. Interestingly 
enough, however, the two modulators interact and 
one becomes a demodulator for the other so that 
the result is quite simple. As shown later, virtually 
all of the ripple voltages in an active power factor 
corrector are at the second harmonic of the line 
frequency. When these voltages go through the 
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multiplier and get programmed into the input cur
rent ana then go through the inputdiode bridge the 
second harmOnic voltage amplitude results in two 
frequency components. One is at the third har
monic of the line frequency and the Other is at the 
fundamental. Both of these components have an 
amplitude which is half of the amplitude of the 
original second harmonic voltage. They also have 
the same phase as the original second harmonic. If 
the ripple voltage is 10% of the line voltage ampli
tude and is phase shifted 90 degrees the input cul'~ 
rent will have a third harmonic which is 5% of the 
fundamental and is shifted 90 degrees and a fun
damental component which is 5% of the line cur
rent and is displaced by 90 degrees. 

The feedforward voltage comes from the rectified 
AC line which has a second harmonic component 
that is 66% of the amplitude of the average value. 
The filter capacitors of the feedforward voltage di
vider greatly attenuate the second harmonic and 
effectively remove all of the higher harmonics but 
some of the second harmonic is still present at the 
feedforward input. This ripple voltage is squared by 
the control circuits as shown in Figure 3. This dou
bles the amplitude of the ripple since it is riding on 
top of a large DC value. The divider process is 
transparent to the ripple voltage so it passes on to 
the multiplier and eventually becomes third har
monic distortion of the input current and a phase 
displacement. The doubling action of the squarer 
means that the amplitude of the input current dis
tortion in percent is the same as the amplitude of 
the ripple voltage, in percent, at the feedforward in
put. 

Needless to say, the feedforward ripple voltage 
must be kept small to achieve a low distortion input 
current. The ripple voltage could be made small 
with a single pole filter with a very low cutoff fre
quency. However, fast response to changes of the 
input voltage is also desirable so the response 
time of the filter must be fast. These two require
ments are, of course, in conflict and a compromise 
must be found. A two pole filter on the feedforward 
input has a faster transient response than a single 
pole filter for the same amount of ripple attenu
ation. Another advantage of the two pole filter has 
is that the phase shift is twice that of the single 
pole filter. This results in 180 degrees of phase 
shift of the second harmonic and brings both the 
resulting third harmonic and the displacement 
component of the input current back in phase with 
the voltage. A second harmonic ripple voltage of 
3% at the feedforward input results in a 0.97 power 
factor just from the displacement component if a 
single pole filter is used for the feedforward volt
age. With a two pole filter there is no displacement 
component to the power factor because it is in 
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phase with the input current. The third harmonic 
component of the input current resulting from the 
second harmonic at the feedforward input will have 
the same amplitude as the second harmonic ripple 
voltage. If 3% second harmonic is present on the 
feedforward voltage the line current waveform will 
contain 3% third harmonic distortion. 

The output voltage has ripple at the second har
monic due to the ripple current flowing through the 
output capacitor. This ripple voltage is fed back 
through the voltage error amplifier to the multiplier 
and, like the feedforward voltage, programs the in
put current and results in second harmonic distor
tion of the input current. Since this ripple voltage 
does not go through the squarer the amplitude of 
the distortion and displacement are each half of the 
amplitude of the ripple voltage. The ripple voltage 
at the output of the voltage error amplifier must be 
in phase with the line voltage for the displacement 
component to be in phase. The voltage error am
plifier must shift the second harmonic by 90 de
grees so that it will be. in phase with the line 
voltage. 

reference 
current ~ __ _ 

-~L----.,-------~----.O 
o 2y 1T 

Figure 4. Cusp Distortion 

The voltage loop of a boost converter with average 
current mode control has a control to output trans
fer function which has a single pole roll off charac
teristic so it could be compensated with a flat gain 
error amplifier. This produces a very stable loop 
with 90 degrees of phase margin. However, it pro
vides less than optimum performance. The ripple 
voltage on the output capacitor is out of phase with 
the input current by 90 degrees. If the error ampli
fier has flat gain at the second harmonic frequency 
the distortion and displacement generated in the 
input current will be 90 degrees out of phase with 
the rectified AC line. The power factor can be im
proved by introducing phase shift into the voltage 
error amplifier response. This shifts the displace
ment component of the power factor back into 
alignment with the input voltage and increases the 
power factor. The amount of phase shift which can 
be added is determined by the need to keep the 
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voltage loop stable. If the phase margin is reduced 
to 45 degrees the phase at the second harmonic 
will be very close to 90 degrees and this brings the 
displacement component back in phase with the 
input voltage. 

The bandwidth of the voltage control loop is deter
mined by the amount of input distortion to be con
tributed by the output ripple Voltage. If the output 
capacitor is small and the distortion must be low 
then the bandwidth of the loop will be low so that 
the ripple voltage will be suffiCiently attenuated by 
the error amplifier. Transient response is a function 
of the loop bandwidth and the lower the bandwidth 
the slower the transient response and the greater 
the overshoot. The output capacitor may need to 
be large to have both fast output transient re
sponse and low input current distortion. 

The technique used to design the loop compensa
tion is to find the amount of attenuation of the out
put ripple voltage required in the error amplifier and 
then work back into the unity gain frequency. The 
loop will have the maximum bandwidth when the 
phase margin is the smallest. A 45 degree phase 
margin is a good compromise which will give good 
loop stability and fast transient response and which 
is easy to design. The voltage error amplifier re
sponse which results will have flat gain up to the 
loop unity gain frequency and will have a single 
pole roll off above that frequency. This gives the 
maximum amount of attenuation at the second har
monic of the line frequency from a simple circuit, 
gives the greatest bandwidth and provides a 45 de
gree phase margin. 

Cusp Distortion 

Cusp distortion occurs just after the AC line input 
has crossed zero volts. At this point the amount of 
current which is required by the programming sig
nal exceeds the available current slew rate. When 
the input voltage is near zero there is very little 
voltage across the inductor when the switch is 
closed so the current cannot ramp up very quickly 
so the available slew rate is too low and the input 
current will lag behind the desired value for a short 
period of time. Once the input current matches the 
programmed value the control loop is back in op
eration and the input current will follow the pro
gramming signal. The length of time that the 
current does not track the programmed value is a 
function of the inductor value. The smaller the in
ductor value the better the tracking and the lower 
the distortion but the smaller inductor value will 
have higher ripple current. The amount of distortion 
generated by this condition is generally small and 
is mostly higher order harmonics. This problem is 
minimized by a sufficiently high switching fre
quency. 
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UC3854 Block Diagram 

A block diagram of the UC3854 is shown in Figure 
5 and is the same as the one in the device data 
sheet. This integrated circuit contains the circuits 
necessary to control a power factor corrector. The 
UC3854 is designed to implement average current 
mode control but is flexible enough to be used for a 
wide variety of power topologies and control meth
ods. 

The top left corner of Figure 5 contains the under 
voltage lock out comparator and the enable com
parator. The output of both of these comparators 
must be true to allow the device to operate. The in
verting input to the voltage error amplifier is con
nected to pin 11 and is called Vsens. The diodes 
shown around the voltage error amplifier are in
tended to represent the functioning of the internal 
circuits rather than to show the actual devices. The 
diodes shown in the block diagram are ideal di
odes and indicate that the non-inverting input to 
the error amplifier is connected to the 7.5Vdc refer
ence voltage under normal operation but is also 
used for the slow start function. This configuration 
lets the voltage control loop begin operation before 
the output voltage has reached its operating point 
and eliminates the turn-on overshoot which 
plagues many power supplies. The diode shown 
between pin 11 and the inverting input of the error 
amplifier is also an ideal diode and is shown to 
eliminate confusion about whether there might be 
an extra diode drop added to the reference or not. 
In the actual device we do it with differential ampli
fiers. An internal current source is also provided for 
charging the slow start timing capacitor. 

The output of the voltage error amplifier, Vvea, is 
available on pin 7 of the UC3854 and it is also an 

ISENS CT 

U-134 

input to the multiplier. The other input to the multi
plier is pin 6, lac, and this is the input for the pro
gramming wave shape from the input rectifiers. 
This pin is held at 6.0 volts and is a current input. 
The feedforward input, Vff, is pin 8 and its value is 
squared before being fed into the divider input of 
the multiplier. The Iset current from pin 12 is also 
used in the multiplier to limit the maximum output 
current. The output current of the multiplier is Imo 
and it flows out of pin 5 which is also connected to 
the non-inverting input of the current error ampli
fier. 

The inverting input of the current amplifier is con
nected to pin 4, the Isens pin. The output of the 
current error amplifier connects to the pulse width 
modulation (PWM) comparator where it is com
pared to the oscillator ramp on pin 14. The oscilla
tor and the comparator drive the set-reset flip-flop 
which, in turn, drives the high current output on pin 
16. The output voltage is clamped internally to the 
UC3854 at 15 volts so that power MOSFETs will 
not have their gates over driven. An emergency 
peak current limit is provided on pin 2 and it will 
shut the output pulse off when it is pulled slightly 
below ground. The reference voltage output is con
nected to pin 9 and the input voltage is connected 
to pin 15. 

DESIGN PROCESS 

Power Stage Design 

This analysis of the power stage deSign makes use 
of a 250W boost converter as an example. The 
control circuit for a boost power factor corrector 
does not change much with the power level of the 
converter. A 5000 watt power factor corrector will 
have almost the same control circuits as a 50 watt 

J;+ 
RSET GND 

GT 
DRV 

Figure 5. UC3854 Block Diagram 
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corrector. The power stage will be different but the 
design process will remain the same for all power 
factor corrector circuits. Since the design process 
is the same and the power stage is scalable a 250 
watt corrector serves well as an example and it 
can be readily scaled to higher or lower output lev
els. Figure 6 is the schematic diagram of the cir
cuit. Please refer to this schematic in the 
discussion of the design process which follows. 

Specifications 

The design process starts with the specifications 
for the converter performance. The minimum and 
maximum line voltage, the maximum output power, 
and the input line frequency range must be speci
fied. For the example circuit the specifications are: 

Maximum power output: 250W 

Input voltage range: 80-270Vac 

Line frequency range: 47-65Hz 

This defines a power supply which will operate al
most anywhere in the world. The output voltage of 
a boost regulator must be greater than the peak of 
the maximum input voltage and a value 5% to 10% 
higher than the maximum input voltage is recom
mended so the output voltage is chosen to be 
400Vdc. 

Switching Frequency 

The choice of switching frequency is generally 
somewhat arbitrary. The switching frequency must 
be high enough to make the power circuits small 
and minimize the distortion and must be low 
enough to keep the efficiency high. In most appli
cations a switching frequency in the range of 
20KHz to 300KHz proves to be an acceptable 
compromise. The example converter uses a 
switching frequency of 100KHz as a compromise 
between size and efficiency. The value of the in
ductor will be reasonably small and cusp distortion 
will be minimized, the inductor will be physically 
small and the loss due to the output diode will not 
be excessive. Converters operating at higher 
power levels may find that a lower switching fre
quency is desirable to minimize the power losses. 
Turn-on snubbers for the switch will reduce the 
switching losses and can be very effective in allow
ing a converter to operate at high switching fre
quency with very high efficiency. 

Inductor Selection 

The inductor determines the amount of high fre
quency ripple current in the input and its value is 
chosen to give some specific value of ripple cur
rent. Inductor value selection begins with the peak 

PFC CURRENTS VS INPUT VOLTAGE 

4.00 ,---------,--------,--------,---------,---

3.50 +---"~------t-----.------

P AK INDUCTOR CURRENT 

3.00 +--~-~~--~--------~-------+--------~---

__ 2.50 +----~~---P~~------r--------~--------t----

i 
z 2.00 +--------~~~---~~~~-------+--------~---

I I.SO +-~~~DrnWU __ ~------~~~~----~~~-------~---

O.SO +----~~~-~--------~-------+-~~ .. ~---~---
CURRENT 

0.00 +---------+--------~-------+---------+---
70 120 170 220 270 

VIN (AC) VOLTS 

Figure 7 

4-122 



APPLICATION NOTE 

current of the input sinusoid. The maximum peak 
current occurs at the peak of the minimum line 
voltage and is given by: 

. -./2xP 
I line ( pk ) Vin ( min) 

For the example converter the maximum peak line 
current is 4.42 amps at a Vin of 80Vac. 

The maximum ripple current in a boost converter 
occurs when the duty factor is 50% which is also 
when the boost ratio M=VoNin=2. The peak value 
of inductor current generally does not occur at this 
point since the peak value is determined by the 
peak value of the programmed sinusoid. The peak 
value of inductor ripple current is important for cal
culating the required attenuation of the input filter. 
Figure 7 is a graph of the peak to peak ripple cur
rent in the inductor versus input voltage for the ex
ample converter. 

The peak-to-peak ripple current in the inductor is 
normally chosen to be about 20% of the maximum 
peak line current. This is a somewhat arbitrary de
cision since this is usually not the maximum value 
of the high frequency ripple current. A larger value 
of ripple current will put the converter into the dis
continuous conduction mode for a larger portion of 
the rectified line current cycle and means that the 
input filter must be larger to attenuate more high 
frequency ripple current. The UC3854, with aver
age current mode control, allows the boost stage to 
move between continuous and discontinuous 
modes of operation without a performance change. 

The value of the inductor is selected from the peak 
current at the top of the half sine wave at low input 
voltage, the duty factor 0 at that input voltage and 
the switching frequency. The two equations neces
sary are given below: 

D VO~oVin 

L- VinxD 
- fsxAI 

Where &I is the peak-to-peak ripple current. In the 
example 250W converter 0=0.71, dl=900ma, and 
L=0.89mH. For convenience the value of L is 
rounded up to 1.0mH. 

The high frequency ripple current is added to the 
line current peak so the peak inductor current is 
the sum of peak line current and half of the peak
to-peak high frequency ripple current. The inductor 
must be designed to handle this current level. For 
our example the peak inductor current is 5.0 amps. 
The peak current limit will be set about 10% higher 
at 5.5 amps. 
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Output Capacitor 

The factors involved in the selection of the output 
capacitor are the switching frequency ripple cur
rent, the second harmonic ripple current, the DC 
output voltage, the output ripple voltage and the 
hold-up time. The total current through the output 
capacitor is the RMS value of the switching fre
quency ripple current and the second harmonic of 
the line current. The large electrolytic capacitors 
which are normally chosen for the output capacitor 
have an equivalent series resistance which 
changes with frequency and is generally high at 
low frequencies. The amount of current which the 
capacitor can handle is generally determined by 
the temperature rise. It is usually not necessary to 
calculate an exact value for the temperature rise. It 
is usually adequate to calculate the temperature 
rise due to the high frequency ripple current and 
the low frequency ripple current and add them to
gether. The capacitor data sheet will provide the 
necessary ESR and temperature rise information. 

The hold-up time of the output often dominates any 
other consideration in output capacitor selection. 
Hold-up is the length of time that the output voltage 
remains within a specified range after input power 
has been turned off. Hold-up times of 15 to 50 milli
seconds are typical. In off-line power supplies with 
a 400Vdc output the hold-up requirement generally 
works out to between 1 and 2J1F per watt of output. 
In our 250W example the output capaCitor is 
45OJ1F. If hold-up is not required the capacitor will 
be much smaller, perhaps 0.2J1F per watt, and then 
ripple current and ripple voltage are the major con
cern. 

Hold-up time is a function of the amount of energy 
stored in the output capacitor, the load power, out
put voltage and the minimum voltage the load will 
operate at. This can be expressed in an equation 
to define the capacitance value in terms of the hold
up time. 

C 2xPoutxAt 
o - Vo2 _ Vo ( min )2 

Where Co is the output capacitor, Pout is the load 
power, L\I is the hold-up time, Vo is the output volt
age and Vo(min) is the minimum voltage the load 
will operate at. For the example converter Pout is 
250W, L\I is 64msec, Vo is 400V and Vo(min) is 
300V so Co is 450J1F. 

Switch and Diode 

The switch and diode must have ratings which are 
sufficient to insure reliable operation. The choice of 
these components is beyond the scope of this Ap
plication Note. The switch must have a current rat
ing at least equal to the maximum peak current in 
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the inductor and a voltage rating at least equal to 
the output voltage. The same is true for the output 
diode. The output diode must also be very fast to 
reduce the switch turn-on power dissipation and to 
keep its own losses low. The switch and diode 
must have some level of derating and this will vary 
depending on the application. 

For the example circuit the diode is a high speed, 
high voltage type with 35ns reverse recovery, 
600Vdc breakdown, and 8A forward current rat
ings. The power MOSFET in the example circuit 
has a 500Vdc breakdown and 23Adc current rat
ing. A major portion of the losses in the switch are 
due to the turn-off current in the diode. The peak 
power dissipation in the switch is high since it must 
carry full load current plus the diode reverse recov
ery current at full output voltage from the time it 
turns on until the diode turns off. The diode in the 
example circuit was chosen for its fast turn off and 
the switch was oversized to handle the high peak 
power dissipation. A turn on snubber for the switch 
would have allowed a smaller switch and a slightly 
slower diode. 

Current Sensing 

There are two general methods for current sens
ing, a sense resistor in the ground return of the 
converter or two current transformers. The sense 
resistor is the least expensive method and is most 
appropriate at low power or current levels. The 
power dissipation in the resistor may become quite 
large at higher current levels and in that case the 
current transformers are more appropriate. Two 
current transformers are required, one for the 
switch current and one for the diode current, to 
produce an analog of the inductor current as is re
quired for average current mode control. The cur
rent transformers must operate over a very wide 
duty factor range and this can be difficult to 
achieve without saturating them. Current trans
former operation is outside the scope of this paper 
but Unitrode has Design Note DN-41 which dis
cusses the problem in some detail. 

The current transformers may be configured for 
either a positive output voltage. or a negative output 
Voltage. In the negative output configuration, 
shown in Figure 8, the peak current limit on pin 2 
of the UC3854 is easy to implement. In the positive 
output configuration, shown in Figure 9, this fea
ture may be lost. It can be added back by putting 
another resistor in series with the ground leg of the 
current transformer which senses the switch cur
rent. 

The configuration of the multiplier output and the 
current error amplifier are different depending on 
whether a resistor is used for current sensing or 
whether current transformers with positive output 
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voltages are used for current sensing. Both work 
equally well and the configurations of the current 
error amplifier are shown in Figures 8 and 9 re
spectively. The positive output current transformer 
configuration requires the inverting input to the in
tegrator be connected to the sense resistor and the 
resistor at the output of the multiplier be connected 
to ground. (see Figure 9) The voltage at the output 
of the multiplier is not zero but is the programming 
voltage for the current loop and it will have the half 
sine wave shape which is necessary for the current 
loop. 

The resistor current sense configuration is used in 
the example converter (Figure 6) so the inverting 
input to the current error amplifier (pin 4) is con
nected to ground through Rci. The current error 
amplifier is configured as an integrator at low fre
quencies for average current mode control so the 
average voltage at the non-inverting input of the 
current error amplifier (pin 5, which it shares with 
the multiplier output) must be zero. The non-invert
ing input to the current error amplifier acts like a 
summing junction for the current control loop and 
adds the multiplier output current to the current 
from the sense resistor (which flows through the 
programming resistor Rmo). The difference con
trols the boost regulator. The voltage at the invert
ing input of the current error amplifier (pin 4) will be 
small at low frequencies because the gain at low 
frequencies is large. The gain at high frequencies 
is small so relatively large voltages at the switching 
frequency may be present. But, the average volt
age on pin 4 must be zero because it is connected 
through Rci to ground. 

The voltage across Rs, the current sense resistor 
in the example converter, goes negative with re
spect to ground so it is important to be sure that 
the pins of the UC3854 do not go below ground. 
The voltage across the sense resistor should be 
kept small and pins 2 and 5 should be clamped to 
prevent their going negative. A peak value of 1 volt 
or so across the sense resistor provides a signal 
large enough to have good noise margin but which 
is small enough to have low power dissipation. 
There is a great deal of flexibility in choosing the 
value of the sense resistor. A 0.25 ohm resistor 
was chosen for Rs in the example converter and at 
the worst case peak current of 5.6 amps gives a 
maximum voltage of 1.40V peak. . 

Peak Current Limit 

The peak current limit on the UC3854 turns the 
switch off when the instantaneous current through 
it exceeds the maximum value and is activated 
when pin 2 is pulled below ground. The current 
limit value is set by a simple voltage divider from 
the reference voltage to the current sense resistor. 

4-125 



APPLICATION NOTE 

The equation for the voltage divider is given below: 

R k2 Vrs x Rpk1 
p Vref 

Where Rpk1 and Rpk2 are the resistors of the volt-. 
age divider, Vref is 7.5 volts on the UC3854, and 
Vrs is the voltage across the sense resistor Rs at 
the current limit point. The current through Rpk2 
should be around 1 mA. The peak current limit in 
the example circuit is set at 5.4 amps with an Rpk1 
of 10K and Rpk2 of 1.8K. A small capacitor, Cpk, 
has been added to give extra noise immunity when 
operating at low line and this also increases the 
current limit Slightly. 

Multiplier Set-up 

The multiplier/divider is the heart of the power fac
tor corrector. The output of the multiplier programs 
the current loop to control the input current to give 
a high power factor. The output of the multiplier is 
therefore a signal which represents the input line 
current. 

Unlike most design tasks where the design begins 
at the output and proceeds to the input the design 
of the multiplier circuits must begin with the inputs. 
There are three inputs to the multiplier circuits: the 
programming current lac (pin 6) the feedforward 
voltage Vfffrom the input (pin 8) and the voltage 
error amplifier output voltage Vvea (pin 7). The 
multiplier output current is Imo (pin 5) and it is re
lated to the three inputs by the following equation: 

I Km x lac x ( Vvea - 1 ) 
mo= Vff2 

Where Km is a constant in the multiplier· and is 
equal to 1.0, lac is the programming current from 
the rectified input voltage, Vvea is the output of the 
voltage error amplifier and Vff. is the feedforward 
voltage. 

Feedforward Voltage 

Vff is the input to the squaring circuit and the 
UC3854 squaring circuit generally operates with a 
Vff range of 1.4 to 4.5 volts. The UC3854 has an 
internal clamp which limits the effective value of Vff 
to 4.5 volts even if the input g6es above that value. 
The voltage divider for the Vff input has three resis
tors (Rff1, Rff2 and Rff3 - see Figure 6) and two 
capacitors (Cff1 and Cff2) and so it filters as well 
as providing two outputs. The resistors and capaci
tors of the divider form a second order low pass fil
ter so the DC output is proportional to the average , 
value of the input half sine wave. The average 
value is 90% of the RMS value of a half sine wave. 
If the RMS value of the. AC input voltage is 270Vac 
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the average value of a half sine will be 243Vdc and 
the peak will be 382V. 

The Vff voltage divider has two DC conditions to 
meet. At high- input line voltage Vff should not be 
greater than 4.5 volts. At this voltage the Vff input 
clamps so the feedforward function is lost. The 
voltage divider should be set up so that Vff is equal 
to 1.414 volts when Yin is at its low line value and 
the' upper node of the voltage divider, Vffc, should 
be about 7.5 volts. This allows Vff to be clamped 
as described in Unitrode Design Note DN-39B. 
There is an internal current limit which holds the 
multiplier output constant if the Vff input goes be
low 1.414 volts. The Vff input should always be set 
up so that Vff is equal to 1 .414 volts at the mini
mum input voltage. This may cause Vff to clip on 
the high end of the input voltage range if there is 
an extremely wide AC line voltage input range. 
However, it is preferable to have Vff Clip at the high 
end rather than to have the multiplier output clip on 
the low end of the range. If Vff clips the voltage 
loop gain will change but the effect on the overall 
system will be small whereas the multiplier clipping 
will cause large amounts of distortion in the input 
current waveform. 

The example circuit uses the UC3854 so the maxi
mum value of Vff is 4.5 volts. If Rff1, the top resis
tor of the divider, is 910K and Rff2, the middle 
resistor, is 91 K and Rff3, the bottom resistor, is 
20K the maximum value of Vff will be 4.76 volts 
when the input voltage is 270Vac RMS and the DC 
average value will be 243 volts. When the input 
voltage is 80Vac RMS the average value is 72 
volts and Vff is 1.41Vdc. Also at Vin=80Vac the 
voltage at the upper node on the voltage divider, 
Vffc, will be 7.83 volts. Note that the high end of 
the range goes above 4.5 volts so that the low end 
of the range will not go below 1.41 volts. 

The output of the voltage error amplifier is the next 
piece of the multiplier setup. The output of the volt
age error amplifier, VveB., is clamped inside the 
UC3854 at 5.6 volts. The output of the voltage er
ror amplifier corresponds to the input power of the 
converter. The feedforward voltage causes the 
power input to remain constant at given Vvea volt
age regardless of line voltage changes. If 5.0V is 
established as the maximum normal operating 
level then 5.6V gives an overload power limit which 
is 12% higher. 

The clamp on the output of the voltage error ampli
fier is what sets the minimum value of Vff at 1.414 
volts. This can be seen by plugging these values 
into the equation for the multiplier output current 
given above. When Vff is large the inherent errors 
of the multiplier are magnified because VveaNff 
becomes small. If the application has a wide input 
voltage range and if a very low harmonic distortion 
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is required then Vff may be changed to the range 
of 0.7 to 3.5 volts. To do this an external clamp 
MUST be added to the voltage error amplifier to 
hold its output below 2.00 volts. In general, how
ever, this is not a recommended practice. 

Multiplier Input Current 

The operating current for the multiplier comes from 
the input voltage through Rvac. The multiplier has 
the best linearity at relatively high currents, but the 
recommended maximum current is 0.6mA. At high 
line the peak voltage for the example circuit is 
382Vdc and the voltage on pin 6 of the UC3854 is 
6.0Vdc. A 620K value for Rvac will give an lac of 
0.6mA maximum. For proper operation near the 
cusp of the input waveform when Vin=O a bias cur
rent is needed because pin 6 is at 6.0Vdc. A resis
tor, Rb1, is connected from Vref to pin 6 to provide 
the small amount of bias current needed. Rb1 is 
equal to RvaC/4. In the example circuit a value of 
150K for Rb1 will provide the correct bias. 

The maximum output of the multiplier occurs at the 
peak of the input sine wave at low line. The maxi
mum output current from the multiplier can be cal
culated from the equation for Imo, given above, for 
this condition. The peak value of lac will be 182 mi
croamps when Vin is at low line. Vvea will be 5.0 
volts and Vff will be 2.0. Imo will then be 365 mi
croamps maximum. Imo may not be greater than 
twice lac so this represents the maximum current 
available at this input voltage and the peak input 
current to the power factor corrector will be limited 
accordingly. 

The Iset current places another limitation on the 
multiplier output current. Imo may not be larger 
than 3.75 I Rset. For the example circuit this gives 
Rset = 10.27K maximum so a value of 10K is cho
sen. 

The current out of the multiplier, Imo, must be 
summed with a current proportional to the inductor 
current to close the voltage feedback loop. Rmo, a 
resistor from the output of the multiplier to the cur
rent sense resistor, performs the function and the 
multiplier output pin becomes the summing junc
tion. The average voltage on pin 5 will be zero un
der normal operation but there will be switching 
frequency ripple voltage which is amplitude modu
lated at twice the line frequency. The peak current 
in the boost inductor is to be limited to 5.6 amps in 
the example circuit and the current sense resistor 
is 0.25 ohms so the peak voltage across the sense 
resistor is 1.4 volts. The maximum multiplier output 
current is 365 microamps so the summing resistor, 
Rmo, must be 3.84K and a 3.9K resistor is chosen. 
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Oscillator Frequency 

The oscillator charging current is Iset and is deter
mined by the value of Rset and the oscillator fre
quency is set by the timing capacitor and the 
charging current. The timing capacitor is deter
mined from: 

Ct=~ 
Asetxfs 

Where Ct is the value of the timing capacitor and fs 
is the switching frequency in Hertz. For the exam
ple converter fs is 100KHz and Aset is 10K so Ct is 
0.OO125IlF. 

Current Error Amplifier Compensation 

The current loop must be compensated for stable 
operation. The boost converter control to input cur
rent transfer function has a single pole response at 
high frequencies which is due to the impedance of 
the boost inductor and the sense resistor (Rs) 
forming a low pass filter. The equation for the con
trol to input current transfer function is: 

Vrs VoutxRs 
Vcea Vsxsl 

Where Vrs is the voltage across the input current 
sense resistor and Vcea is the output of the current 
error amplifier. Vout is the DC output voltage, Vs is 
the peak-to-peak amplitude of the oscillator ramp, 
sl is the impedance of the boost inductor (also 
jwl), and As is the sense resistor (with a current 
transformer it will be As/N). This equation is only 
valid for the region of interest between the reso
nant frequency of the filter (lCo) and the switching 
frequency. Below resonance the output capacitor 
dominates and the equation is different. 

The compensation of the current error amplifier 
provides flat gain near the switching frequency and 
uses the natural roll off of the boost power stage to 
give the correct compensation for the total loop. A 
zero at low frequency in the amplifier response 
gives the high gain which makes average current 
mode control work. The gain of the error amplifier 
near the switching frequency is determined by 
matching the down slope of the inductor current 
when the switch is off with the slope of the ramp 
generated by the oscillator. These two signals are 
the inputs of the PWM comparator in the UC3854. 

The downslope of the inductor current has the 
units of amps per second and has a maximum 
value when the input voltage is zero. In other 
words, when the voltage differential between the 
input and output of the boost converter is greatest. 
At this point (Vin=O) the inductor current is given by 
the ratio of the converter output voltage and the in
ductance (Vo/l). This current flows through the 
current sense resistor As and produces a voltage 
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with the slope VoRs/L (with current sense trans
formers it will be VoRS/NL). This slope, multiplied 
by the gain of the current error amplifier at the 
switching frequency, must be equal to the slope of 
the oscillator ramp (also in volts per second) for 
proper compensation of the current loop. If the gain 
is too high the slope of the inductor current will I)e 
greater than the ramp and the loop can go unsta
ble. The instability will occur near the cusp of the 
input waveform and will disappear as the input 
voltage increases. 

The loop crossover frequency can be found from 
the above equation if the gain of the current error 
amplifier is multiplied with it and it is set equal to 
one. Then rearrange the equation and solve for the 
crossover frequency. The equation becomes: 

f' VoutxRsxRcz 
CI VS x 2nL x Rei 

Where fci is the current loop crossover frequency 
and RczlRci is the gain of the current error ampli
fier. This procedure will give the best possible re
sponse for the current loop. 

In the example converter the output voltage is 
400Vdc and the inductor is 1.0mH so the down 
slope of inductor current is 400mA per microsec
ond. The current sense resistor is 0.25 ohms so 
the input to the current error amplifier is 100mV per 
microsecond. The oscillator ramp of the UC3854 
has a peak to peak value of 5.2V and the switching 
frequency is 100KHz so the ramp has a slope of 
0.52 volts per microsecond. The current error am
plifier must have a gain of 5.2 at the switching fre
quency to make the slopes equal. With an input 
resistor (Rci) value of 3.9K the feedback resistance 
(Rcz) is 20K to give the amplifier a gain of 5.2. The 
current loop crossover frequency is 15.9KHz. 

The placement of the zero in the current error am
plifier response must be at or below the crossover 
frequency. If it is at the crossover frequency the 
phase margin will be 45 degrees. If the zero is 
lower in frequency the phase margin will be 
greater. A 45 degree phase margin is very stable, 
has low overshoot and has good tolerance for 
component variations. The zero must be placed at 
the crossover frequency so the impedance of the 
capacitor at that frequency must be equal to the 
value of Rcz. The equation is: Ccz = 1 I (27t x fci x 
Rcz). The example converter has Rcz=20K and 
fci=15.9KHz so Ccz=500pF. A value of 620pF was 
chosen to give a little more phase margin. 

A pole is normally added to the current error ampli
fier response near the switching frequency to re
duce noise sensitivity. If the pole is above half the 
switching frequency the pole will not affect the fre
quency response of the control loop. The example 
converter uses a 62pF capacitor for Ccp which 

U-134 

gives a pole at 128KHz. This is actually above the 
switching frequency so a larger value of capacitor 
could have been used but 62pF is adequate in this 
case. 

Voltage Error Amplifier Compensation 

The voltage control loop must be compensated for 
stability but because the bandwidth of the voltage 
loop is so small compared to the switching fre
quency the requirements for the voltage control 
loop are really driven by the need to keep the input 
distortion to a minimum rather than by stability. The 
loop bandwidth must be low enough to attenuate 
the second harmonic of the line frequency on the 
output capacitor to keep the modulation of the in
put current small. The voltage error amplifier must 
also have enough phase shift so that what modula
tion remains will be in phase with the input line to 
keep the power factor high. 

The basic low frequency model of the output stage 
is a current source driving a capacitor. The power 
stage and the current feedback loop compose the 
current source and the capacitor is the output ca
pacitor. This forms an integrator and it has a gain 
characteristic which rolls off at a constant 20dB per 
decade rate with increasing frequency. If the volt
age feedback loop is closed around this it will be 
stable with constant gain in the voltage error ampli
fier. This is the technique which is used to stabilize 
the voltage loop. However, its performance at re
ducing distortion due to the second harmonic out
put ripple is miserable. A pole in the amplifier 
response is needed to reduce the amplitude of the 
ripple voltage and to shift the phase by 90 degrees. 
The distortion criteria is used to define the gain of 
the voltage error amplifier at the second ha:rmonic 
of the line frequency and then the unity gain cross
over frequency is found and is used to determine 
the pole location in the voltage error amplifier fre
quency response. 

The first step in designing the voltage error ampli
fier compensation is to determine the amount of 
ripple voltage present on the output capacitor. The 
peak value of the second harmonic voltage is 
given by: 

Vo k Pin 
p 2nfrxCoxVo 

Where Vopk is the peak value of the output ripple 
voltage (the peak to peak value will be twice this), 
fr is the ripple frequency which is the second har
monic of the input line frequency, Co is the value of 
the output capacitance and Vo is the DC output 
voltage. The example converter has a peak ripple 
voltage of 1.84Vpk. 

The amount of distortion which the ripple contrib
utes to the input must be decided next. This deci-
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sion is based on the specification for the converter. 
The example converter is specified for 3% THD so 
0.75% THD is allocated to this component. This 
means that the ripple voltage at the output of the 
voltage error amplifier is limited to 1.5%. The volt
age error amplifier has an effective output range 
(~Vvea) of 1.0 to 5.0 volts so the peak ripple volt
age at the output of the voltage error amplifier is 
give by Vvea(pk) = %Ripple x ~Vvea. The example 
converter has a peak ripple voltage at the output of 
the voltage error amplifier of 60mVpk. 

The gain of the voltage error amplifier, Gva, at the 
second harmonic ripple frequency is the ratio of the 
two values given above. The peak ripple voltage 
allowed on the output of the voltage error amplifier 
is divided by the peak ripple voltage on the output 
capacitor. For the example converter Gva is 
0.0326. 

The criteria for the choice of Rvi, the next step in 
the design process, are reasonably vague. The 
value must be low enough so that the opamp bias 
currents will not have a large effect on the output 
and it must be high enough so that the power dissi
pation is small. In the example converter a 511 K 
resistor was chosen for Rvi and it will have power 
dissipation of about 300mW. 

Cvf, the feedback capacitor sets the gain at the 
second harmonic ripple frequency and is chosen to 
give the voltage error amplifier the correct gain at 
the second harmonic of the line frequency. The 
equation is simply: 

1 Cvf 2llfr x Rvi x Gva 

The example converter has a Cvf value of O.08uF. 
If this value is rounded down to Cvf=0.047I1F the 
phase margin will be a little better with only a little 
more distortion so this value was chosen. 

The output voltage is set by the voltage divider Rvi 
and Rvd. The value of Rvi is already determined 
so Rvd is found from the desired output voltage 
and the reference voltage which is 7.50Vdc. In the 
example Rvd=IOK will give an output voltage of 
390Vdc. This could be trimmed up to 400VDC with 
a 414K resistor in parallel with Rvd but for this ap
plication 390Vdc is acceptable. Rvd has no effect 
on the AC performance of the active power factor 
corrector. Its only effect is to set the DC output volt
age. 

The frequency of the pole in the voltage error am
plifier can be found from setting the gain of the 
loop equation equal to. one and solving for the fre
quency. The voltage loop gain is the product of the 
error amplifier gain and the boost stage gain, which 
can be expressed in terms of the input power. The 
multiplier, divider and squarer terms can all be 
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lumped into the power stage gain and their effect is 
to transform the output of the voltage error ampli
fier into a power control signal as was noted ear
lier. This allows us to express the transfer function 
of the boost stage simply in terms of power. The 
equation is: 

Gbst Pin x Xeo 
IlVveax Vo 

Where Gbst is the gain of the boost stage including 
the multiplier, divider and squarer, Pin is the aver
age input power, Xco is the impedance of the out
put capacitor, ~Vvea is the range of the voltage 
error amplifier output voltage (4 volts on the 
UC3854) and Vo is the DC output voltage. 

The gain of the error amplifier above the pole in its 
frequency response is given by: 

Xcf 
Gva=Rvi 

Where Gva is the gain of the voltage error ampli
fier, Xcf is the impedance of the feedback capaci
tance and Rvi is the input resistance. 

The gain of the total voltage loop is the product of 
Gbst and Gva and is given by the this equation: 

G Pin x Xeo x Xcf 
v = 6.Vvea x Vo x Rvi 

Note that there are two terms which are dependent 
on f, Xco and Xcf. This function has a second or
der slope (-40dB per decade) so it must be a func
tion of frequency squared. To solve for the unity 
gain frequency set Gv equal to one and rearrange 
the equation to solve for fvi. Xco is replaced with 
1/(2ltfCo) and Xcf is replaced with 1/(2nfCvf). 

The equation becomes: 

fvi 2 Pin 
IlVvea x Vo x Rvi x Co x Cvf x( 2n)2 

Solving for fvi in the example converter gives 
fvi=19.14Hz. The value of Rvf can now be found by 
setting it equal to the impedance of Cvf at fvi. The 
equation is: Rvf=1 1(2nfviCvf). 

In the example converter a value of 177K is calcu
lated and 174K is used. 

Feedforward Voltage Divider Filter Capacitors 

The percentage of second harmonic ripple voltage 
on the feedforward input to the multiplier results in 
the same percentage of third harmonic ripple cur
rent on the AC line. The capacitors in the feedfor
ward voltage divider (Cff1 and Cff2) attenuate the 
ripple voltage from the rectified input voltage. The 
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second harmonic ripple is 66.2% of the input AC 
line voltage. The amount of attenuation required, or 
the "gain" of the filter, is simply the amount of third 
harmonic distortion allocated to this distortion 
source divided by 66.2% which is the input to the 
divider. The example circuit has an allocation of 
1.5% total harmonic distortion from this input so 
the required attenuation is Gff = 1.5 I 66.2 = 
0.0227. 

The recommended divider string impliments a sec
ond order filter because this gives a much faster 
response to changes in the RMS line voltage. Typi
cally, it is about six times faster. The two poles of 
the filter are placed at the same frequency for the 
widest bandwidth. The total gain of the filter is the 
product of the gain of the two filter section so the 
gain of each section is the square root of the total 
gain. The two sections of the filter do not interact 
much because the impedances are different so 
they can be treated separately. In the example 
converter the gain of each filter section at the sec
ond harmonic frequency is 0.0227 or 0.15 for each 
section. This same relationship holds for the cutoff 
frequency which is needed to find the capacitor 
values. These are simple real poles so the cutoff 
frequency is the section gain times the ripple fre
quencyor: 

fe = "IGff x fr 

The example converter has a filter gain of 0.0227 
and a section gain of 0.15 and a ripple frequency 
of 120Hz so the cutoff frequency is 
fc=0.15x120=18Hz. 

The cutoff frequency is used to calculate the val
ues for the filter capacitors since, in this appliva
tion, the impedance of the capacitor will equal the 
impedance of the load resistance at the cutoff fre
quency. The two equations given below are used 
to calculate the two capacitor values. 

Cff1 21t x fp x Rff2 

Cff2 = 1 
21t x fp x Rff3 

In the example converter Rff2 is 91 K and Rff3 is 
20K; so, 

Cff1=1/21tX18x91 K=O.11J.F; 

Cff2=1/2xx18x20K=0.44IlF; 

so choose Cff2=O.471lF. 

This completes the design of the major circuits of 
an active power factor corrector. 
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DESIGN PROCEDURE SUMMARY 

This section contains a brief, step·by-step sum
mary of the design procedure for an active power 
factor corrector. The example circuit used above is 
repeated here. 

1. Specifications: Determine the operating require
ments for the active power factor corrector. 

Example: 

Pout (max): 250W 
Yin range: 80-270Vac 
Line frequency range: 47-65Hz 
Output voltage: 400Vdc 

2. Select switching frequency: 

Example: 

100KHz 

3. Inductor selection: 

A. Maximum peak line current. Pin = Pout(max) 

I k = .J2 x Pin 
p Yin (min I 

Example: 

Ipk=1.41 x250/80=4.42 amps 

B. Ripple current. 

t\I=0.2x Ipk 

Example: 

61=O.2x4.42= = 0.2x4.42 = 0.9 amps peak to peak 

C. Determine the duty factor at Ipk where 
Vin(peak) is the peak of the rectified line volt
age at low line. 

D Vo-Vin(peak) 
Vo 

Example: 

D=(400-113)/400=0.71 

D. Calculate the inductance. fs is the switching 
frequency. 

L=VinxD 
fs x61 

Example: 

L=(113x.71)/(100,000xO.9)=0.89mH 

Round up to 1.0mH. 

4. Select output capacitor. With hold-up time, use 
the equation below. Typical values for Co are 
1 IlF to 21lF per watt. If hold-up is not required 
use the second harmonic ripple voltage and to
tal capacitor power dissipation to determine 
minimum size of the capacitor. &1 is the hold-up 
time in seconds and V1 is the minimum output 
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capacitor voltage. 

Co 2xPoutx& 
V02 _ V12 

Example: 
Co=(2x250x34msec)/(400-350)=450IlF 

5. Select current sensing resistor. If current trans
formers are used then include the turns ratio 
and decide whether the output will be positive 
or negative relative to circuit common. Keep 
the peak voltage across the resistor low. 1.0V 
is a typical value for Vrs. 

A. Find tlpk ( max) = Ipk + ~I 

Example: 

Ipk(max)=4.42+0.45 = 5.0amps peak 

B. Calculate sense resistor value. 

Rs = Vrs 
Ipk(max) 

Example: 

Rs=1.0/5.0=0.20 ohms. Choose 0.250hms 

C. Calculate the actual peak sense voltage. 

Vrs(pk)=lpk(max)xRs 

Example: 

Vrs(pk)=5.0xO.25=1.25V 

6. Set independent peak current limit. Rpk1 and 
Rpk2are the resistors in the voltage divider. 
Choose a peak current overload value, 
Ipk(ovld). A typical value for Rpk1 is 10K. 

Vrs ( ovid) = Ipk ( olvd ) x Rs 

Example: 

Vrs(ovld)=5.6xO.25=1.4V 

Rpk2 = Vrs (OV~r~,x Rpk1 

Example: 

Rpk2=(1.4x10K)I7.5=1.87K. Choose 1.8K 

7. Multiplier setup. The operation of the multiplier 
is given by the following equation. Imo is the 
multiplier output current, Km=1 , lac is the multi
plier input current, Vff is the feedforward volt
age and Vvea is the output of the voltage error 
amplifier. 

Imo=Kmxlacx(Vvea-1 ) 

vff' 

A. Feedforward voltage divider. Change Vin 
from RMS voltage to average voltage of the 
rectified input voltage. At Vin(min) the voltage 
at Vff should be 1.414 volts and the voltage at 
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Vffc, the other divider node, should be about 
7.5 volts. The average value of Yin is given by 
the following equation where Vin(min) is the 
RMS value of the AC input voltage: 

Yin ( av ) = Yin ( min) x 0.9 

The following two equations are used to find 
the values for the Vff divider string. A value of 
1 Megohm is usually chosen for the divider in
put impedance. The two equations must be 
solved together to get the resistor values. 

Yin ( av ) x Rff3 
vff = 1.414v= Rff1 + Rff2 + Rff3 

V d - 7 5V _ Vin(av)x(Rff2+Rff3) 
no e -. - Rff1 + Rff2 + Rff3 

Example: 

Rff1 =91 OK, Rff2=91 K, and Rff3=20K 

B. Rvac selection. Find the maximum peak line 
voltage. 

Vpk ( max ) = ...f2 x Vin ( max )} 

Example: 

Vpk(max)=1.414x270=382Vpk 

Divide by 600 microamps, the maximum mul
tiplier input current. 

Rvac VJlk~aX) 
600 -6 

Example: 

Rvac=(382)/6E-4=637K. Choose 620K 

C. Rb1 selection. This is the bias resistor. Treat 
this as a voltage divider with Vref and Rvac 
and then solve for Rb1. The equation be
comes: 

Rb1 = 0.25 Rvac 

Example: 

Rb1=O.25Rvac=155K. Choose 150K 

D. Rset selection. Imo cannot be greater than 
twice the current through Rset. Find the multi
plier input current, lac, with Vin(min). Then 
calculate the value for Rset based on the 
value of lac just calculated. 

lac ( min) Vin ( pk ) 
Rvac 

Example: 

lac( 

R t 3.75 
se = 2 x lac ( min) 

Example: 
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Rset=3. 75V1(2x182JAA)=1 O.3Kohms. 

Choose 10 Kohms 

E. Rmo selection. The voltage across Rmo 
must be equal to the voltage across Rs at the 
peak current limit at low line input voltage. 

Rmo-Vrs(pk) x 1.12 
2 x lac(min) 

Example: 

Rmo=(1.25x1.12)/(2x182E-6)=3.84K. 

Choose 3.9Kohms 

8. Oscillator frequency. Calculate Ct to give the de
sired switching frequency. 

Ct- 1 25 
Rset x fs 

Example: 

Ct=1.25/(10K x 100K)=1.25nF. 

9. Current error amplifier compensation. 

A. Amplifier gain at the switching frequency. 
Calculate the voltage across the sense resistor 
due to the inductor current downslope and 
then divide by the switching frequency. With 
current transformers SUbstitute (Rs/N) for Rs. 
The equation is: 

/,Nrs= VoxRs 
Lxfs 

Example: 

aVrs=(4ooXO.2SY(0.001 =(400xO.25)/(0.001 x100,OOO)=1.0Vpk 

This voltage must equal the peak to peak am
plitude of Vs, the voltage on the timing capaci
tor (5.2 volts). The gain of the error amplifier 
is lherefore given by: 

Gea= Vs 
tNrs 

Example: 

Gca=5.211 .0=5.2 

B. Feedback resistors. Set Rci equal to Rmo. 

Rci = Rmo 

Rcz = Gca x Rci 

Example: 

Rcz=5.2x3.9K=20Kohms 

C. Current loop crossover frequency. 

fei = Vout x Rs x Rcz 
Vs x 2nL x Rci 

Example: 

fci=(400xO.25x20K)/(5.2x2nxO.001 
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=15.7KHz 

D. Ccz selection. Choose a 45 degree phase 
margin. Set the zero at the loop crossover fre
quency. 

Ccz= ~ 
2n x fel x Rcz 

Example: 

Ccz=1/(2nx15.7Kx20K)=507pF. 

Choose 620pF 

E. Ccp selection. The pole must be above fsl2. 

Cep 1 
2Jtxfsx Rez 

Example: 

Ccp:1/(2nx1 100Kx20K)=80pf. 

Choose 62pF 

10. Harmonic distortion budget. Decide on a maxi
mum THD level. Allocate THO sources as nec
essary. The predominant AC line harmonic is 
third. Output voltage ripple contributes 112% 
third harmonic to the input current for each 1 % 
ripple at the second harmonic on the output of 
the error amplifier. The feedforward voltage, 
Vff, contributes 1% third harmonic to the input 
current for each 1 % second harmonic at the Vff 
input to the UC3854. 

Example: 

3% third harmonic AC input current is chosen 
as the specification. 1.5% is allocated to the 
Vff input and 0.75% is allocated to the output 
ripple voltage or 1 .5% to Vvao. The remain
ing 0.75% is allocated to miscellaneous non
linearities. 

11. Voltage error amplifier compensation. 

A. Output ripple voltage. The output ripple is 
given by the following equation where fr is the 
second harmonic ripple frequency: 

VO( pk)= Pin 
2Jtfr x Co x Vo 

Example: 

Vo(Pk)=2501(2x120x450E-6x400)=1.84Vac 

B. Amplifier output ripple voltage and gain. 
Vo(pk) must be reduced to the ripple voltage 
allowed at the output of the voltage error am
plifier. This sets the gain of the voltage error 
amplifier at the second harmonic frequency. 
The equation is: 

Gva = I!Nvao x %Ripple 
Vo(pk) 
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For the UC3854 Vvao is 5-1=4V 

Example: 

Gva=(4xO.015)/1.84=0.0326 

C. Feedback network values. Find the compo
nent values to set the gain of the voltage error 
amplifier. The value of Rvi is reasonably arbi
trary. 

Example: 

Choose Rvi=511 K 

Cvf- 1 
- 2xxfr x Rvi xGva 

Example: 
Cvf=1/(21tX120x511 KxO.0326)=O.08~F. 

Choose O.047J.lF 

D. Set DC output voltage. 

Rvd = Rvi x Vref 
Vo- Vref 

Example: 

Rvd=(511 Kx7.5)/(400-7.5)=9.76K. 

Choose 10.0K 

E. Find pole frequency. fvi = unity gain fre
quency of voltage loop. 

fvi 2 Pin 
I!Vvao x Vo x Rvi x Co x Cvf x (2X)2 

Example: 

!vi = "(250)(4x400)t511Kx450E~X47E-9x39.5J) = 
19.1 Hz 
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F. Find Rvf. 

Rvf- 1 
- 2x x fvi x Cvf 

Example: 

Rvf=1/(2xx19.1 x47E-9)=1nK. Choose 174K 

12. Feedforward voltage divider capacitors. These 
capacitors determine the contribution of Vff to 
the third harmonic distortion on the AC input 
current. Determine the amount of attenuation 
needed. The second harmonic content of the I 
rectified line voltage is 66.2%. % THD is the al- J 
lowed percentage of harmonic distortion budg-
eted to this input from step 10 above. 

%THD 
Gff= 66.2% 

Example: 

Gff=1.5/66.2=0.0227 

Use two equal cascaded poles. Find the pole 
frequencies. fr is the second harmonic ripple 
frequency. 

fp = ..JGff x fr 

Example: 

fp=0.15xI20=18Hz 

Select Cff1 and Cff2. 

Cff1 1 
2xxfp x Rff2 

Cff2 _ 1 
2x x fp x Rff3 

Example: 

Cff1=1/(21tX18x91K)=O.097~F. Choose O.10J.l,F 

Cff2=1/(21tX18x20K)=O.44J.1,F. Choose O.47J.1,F 

L. H. Dixon, "Average Current Mode Control of 
Switching Power Supplies," Unitrode Power Supply 
Design Seminar Manual SEM700,1990 (Reprinted 
in subsequent editions of the Manual.) 

S. Freeland, "Input-Current Shaping for Single
Phase Ac-Dc Power Converters," Ph.D. Thesis, 
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INTRODUCTION 

The trend in power converters is towards increas
ingly higher power densities. Usually, the method to 
achieve this is to increase the switching frequency, 
which allows a reduction in the filter component's 
size. Raising the switching frequency however, sig
nificantly increases the system switching losses 
which generally precludes operating at switching 
frequencies greater than 100kHz. 

In order to increase the switching frequency while 
maintaining acceptable efficiency, several soft 
switching techniques have been developed [1,2,3]. 
Most of these resonant techniques increase the 
semiconductor current and/or voltage stress, lead
ing to larger devices and increased conduction 
losses due to greater circulating current. A new 
class of converters has been developed [4], how
ever, that allow an increase in switching frequency 
without the associated increase in switching losses, 
while overcoming most of the disadvantages of the 
resonant techniques. Zero voltage transition (ZVf) 
converters operate at a fixed frequency while 

L 

VAC 

Figure 1. Boost Converter with ZVT Power Stage 

achieving zero voltage turn-on of the main switch 
and zero current tum-off of the boost diode. This is 
accomplished by employing resonant operation 
only during switch transitions. During the rest of the 
cycle, the resonant network is essentially removed 
from the circuit and converter operation is identical 
to its nonresonant counterpart. 

This technique allows a improvement in efficiency 
over the traditional boost converter, as well as oper
ating the boost diode with reduced stress (due to 
controlled di/dt at turn-off). Soft-switching of the 
diode also reduces EMI, an important system con
sideration. 

Active power factor correction programs the input 
current of the converter to follow the line voltage 
and power factors of 0.999 with THD of 3% are 
possible. The Unitrode UC3855NS IC incorpo
rates power factor correction control circuitry capa
ble of providing high power factor with several 
enhancements relating to current senSing and zvr 
operation of the power stage. 

01 

02 
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The UC3855 incorporates all of the control func
tions required to design a ZVT power stage with 
average current mode control. Average current 
mode control has been chosen for its ability to 
accurately program the input current while avoiding 
the slope compensation and poor noise immunity of 
other methods [5,6]. 

ZVT TECHNIQUE 

ZVT Boost Converter Power Stage 

The ZVT boost converter operates the same as a 
conventional boost converter throughout its switch
ing cycle except during the switch transitions. 
Figure 1 shows the ZVT boost power stage. The 
ZVT network, consisting of QZVT , D2, Lr, and Cr, 
provides active snubbing of the boost diode and 
main switch. The ZVT circuit operation has been 
described in [4, 7, 8] and will be reviewed here for 
completeness. Referring to Figure 2, the following 
timing intervals can be defined: 

ZVTTiming 

to - tl During the time prior to to, the main switch 
is off and diode D1 is conducting the full load cur
rent. At to, the auxiliary switch (QZVT) is turned on. 
With the auxiliary switch on, the current in Lr ramps 
up linearly to liN. During this time the current in 
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diode D1 is ramping down. When the diode current 
reaches zero the diode turns off (Le. soft switching 
of D1). In the practical circuit some reverse recov
ery of the diode will occur since the diode needs 
time to remove the junction charge. The voltage 
across the ZVT inductor is Va, and therefore the 
time required to ramp up to lin is: 

tol= ~ 
(~~) 

t1 - t2 At t1, the Lr current has reached liN and Lr 
and Cr will begin to resonate. This resonant cycle 
discharges Cr until its voltage equals zero. The 
dv/dt of the drain voltage is controlled by Cr (Cr is 
the combination of the external CDS and Coss). 
The current through Lr continues to increase while 
Cr discharges. The time required for the drain volt
age to reach zero is 1/4 of the resonant period. At 
the end of this period the body diode of the main 
switch turns on. 

t12= ~ .~LrCr 

t2 - t3 At the beginning of this interval the switch 
drain voltage has reached OV and the body diode is 
tumed on. The current through the body diode is 
being driven by the ZVT inductor. The voltage 

~+---------------~I : 
VGSMAIN f---+-+-H---+-----------I!-+---------------!---...l...... 

VGSZVTf-__ t-+-~_f--------------~~--------------~--L-
Vo 

IL, 

Vo 

10 
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Figure 2. ZVT TIming Diagram 
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across the inductor is zero and therefore the cur
rent freewheels. At this time, the main switch can 
be turned on to achieve zero voltage switching. 

t3 - 4 At Is, the UC3855 senses that the drain 
voltage of QMAIN has fallen to zero and turns on the 
MAIN switch while turning off the ZVT switch. After 
the ZVT switch turns off, the energy in Lr is dis
charged linearly through 02 to the load. 

4 - t5 At 4, the current in 02 goes to zero. 
When this occurs, the circuit is operating like a con
ventional boost converter. In a practical circuit 
however, Lr will resonate with Coss of the ZVT 
switch driving the node at the anode of 01 negative 
(since the opposite end of Lr is clamped to zero). 
This effect will be discussed in the ZVT circuit 
design section. 

t5 - Is This stage is also exactly like a conven
tional boost converter. The main switch turns off. 
The QMAIN drain-to-source node capacitance 
charges to Va and the main diode begins to supply 
current to the load. Since the node capacitance 
initially holds the drain voltage to zero, the tum off 
losses are significantly reduced. 

It can be seen through the above description that 
the operation of the converter differs from the 
conventiQnal boost only during the turn-on switch 
transitions. The main power stage components 
experience no more voltage or current stress than 
normal, and the switch and diode both experience 
soft switching transitions. Having significantly 
reduced the switching losses, the operating 
frequency can be increased without an efficiency 
penalty. The diode also operates with much lower 
losses and therefore will operate at a lower tem
perature, increasing reliability. The soft switching 
transitions also reduce EMI, primarily caused by 
hard turn-off of the boost diode. 

Control Circuit Requirements 

In order to maintain zero voltage switching for the 
main switch, the ZVT switch must be on until the 
voltage on Cr resonates to zero. This can be 
accomplished by using a fixed delay equal to tZVT 
at low line and maximum load. 

tZVT= IINp· Lr + ~. '"l:"C 
Va 2"V L r • vr 

However, this would give a longer than necessary 
delay at lighter load or higher line conditions, and 
therefore would increase the ZVT circuit conduction 
loss and increase the peak current stress. The 
UC3855 allows for a variable tZVT by sensing when 
the QMAIN drain voltage has fallen to zero. Once 
the voltage falls below the ZVS pin threshold volt-

age (2.5V), the ZVT gate drive signal is terminated 
. and the main switch gate drive goes high. The con" 
trol waveforms are shown in Figure 3. The switch
ing period begins when the oscillator begins to dis
charge, and the ZVT gate drive goes high at ,the 
beginning of the discharge period. The ZVT signal 
will stay high until the ZVS pin senses the zero volt
age condition or until the discharge period is over 
(the oscillator discharge time is the maximum ZVT 
pulse width). This allows the ZVT switch to be on 
only for as long as necessary. 

RAMP 

PWM 
CLOCK 

VGSZVT 

zvs 3 
I 
I 
I 

I 
I 

L 

'iI-I _-;. __ 

~~-ri---r----~ 
I 
I 
I 

Figure 3. ZVT Control Waveforms 
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CONTROL CIRCUIT OPERATION AND DESIGN 

Figure 4 shows the UC3855A1B block diagram (pin 
numbers correspond to 01L-20 packages). It 
shows a controller which incorporates the basic 
PFC circuitry, including average current mode con
trol, and the drive circuitry to facilitate ZVT opera
tion. The IC also has current waveform synthesiz
er circuitry to simplify current sensing, as well as 
overvoltage and overcurrent protection. In the 
following sections the control IC will be broken 
down into functional blocks and individually 
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Pin numbers refer to DIL-20 package only. 

Figure 4. UC3855 Controller Block Diagram 

reviewed. 

Comparison with UC3854A/B 

The PFC section of the UC3855A18 is identical 
to the UC3854A18. Several common design 

FUNCTION UC3854AJB UC3855AJB 

Enable Dedicated Incorporated 
pin into OVP 

Design Range 
for VRMS 1.5V - 4.7V 1.5V - 4.7V 

VREF for VA 3V 3V 

Max. VA 
Output Voltage 6V 6V 

Offset Voltage 
at lAC 0.5V 0.7V 

Multiplier Gain IAC{VA - 1.5) IAC(VA - 1.5) 

VRMS2e lMO VRMS2 elMO 

parameters are highlighted below to illustrate the 
similarities. 

New features incorporated into the UC3855A18 
include: 

REF ZVS 

I 
I 
I 
I 
I 
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rl GND 

= I 
- I 

I 
I 
I 
I 
I 
I ____________ ~ ______________ J 

CT 

ZVT control circuitry 
Overvoltage protection 
Current Synthesizer 

Oscillator 

UDG-94001-2 

The oscillator contains an internal current source 
and sink and therefore only requires an external 
timing capacitor (CT) to set the frequency. The 
nominal charge current is set to 500j.tA and the dis
charge current is 8mA. The discharge time is 
approximately 6% of the total period, which defines 
the maximum ZVT time. CT is calculated by: 

1 
CT = 11200. Fs 

ZVT Control Circuit 

As stated in the ZVT Technique section, the 
UC3855A18 provides the control logic to ensure 
ZVT operation over all line and load conditions with
out using a fixed delay. The ZVS pin senses the 
MOSFET drain voltage and is an input to the ZVT 
drive comparator. The other comparator input is 
internally biased to 2.5V. When the ZVS input is 
above 2.5V (and the PWM clock signal is present) 
the ZVT drive signal can go high. Pulling the ZVS 
pin low will terminate the ZVT drive signal and turn 
on the main switch output (recall thatthe maximum 
ZVT output signal is equal to the oscillator dis-
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Figure 5. Z!l/S Sensing Circuit 

charge time). The network used to sense the node 
voltage is shown in Figure 5. R12 pulls up the pin 
to a maximum of 7.5V, andCS provides filtering. 
The RC time constant should be fast enough to 
reach 2.5V at maximum duty cycle. The drain volt
age is limited by the node capacitance which slows 
down the dv/dt across the main MOSFET, which 
reduces the high speed requirement on the ZVS 
circuit. The maximum ZVS pin voltage should be 
limited to VREF, otherwise the ZVS circuitry can 
become latched and will not operate properly. 

An alternative method for ZVS operation, is to 
sense the drain voltage through a simple voltage 
divider. This voltage will still have to be filtered (and 
clamped) however, so as not to inject noise into the 
ZVS pin. 

Refer back to Figure 3 for the timing waveforms. 

GATE DRIVES 

The main drive can source 1.5ApK and the ZVT 
drive is 0.75ApK' The main switch drive impedance 
requirements are reduced due to ZVT operation. At 
turn-on the drain voltage is at zero volts and there
fore the Miller capacitance effect is not an issue, 
and during turn-off, the dv/dt is limited by the reso
nant capacitor. Since the ZVT MOSFET is gener
ally at least two die sizes smaller than the main 
switch,. its drive requirements are met with a lower 
peak current capability. 

Multiplier / Divider Circuit 

The multiplier section of the UC3855AIB is identical 
to the UC3854A1B. It incorporates input vC": 1ge 
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feedforward (through the VRMS input) to eliminate 
loop gain dependence on the input voltage. There 
are only three parameters (VVRMS, IIAC, and RIMO) 
that need to be defined to properly set up the IC. 

VRMS 

The multiplier programs the line current and there
fore effects the power drawn from the line. The 
VRMS pin is programmed by looking at the system 
power limits. Referring to the block diagram 
(Figure 4), the multiplier output equation is: 

I _ IIAC· (VEA -1.5) 
IMO- V2VRMS 

The power limit function is set by the maximum out
put voltage of the voltage loop error amplifier, VEA 
(SV). The power limiting function is easily 
explained by looking at what happens for a given 
value of VEA. If the AC line decreases by a factor 
of two, the feedforward voltage decreases by one 
fourth. This increases multiplier output current (and 
therefore line current) by two. The power drawn 
from the line has therefore remained constant. 
Conversely, if the load increases and the line stays 
constant, VEA will increase, causing more line cur
rent to be drawn. It can be seen then, that VEA is 
a voltage proportional to input power. 

Normally the multiplier is set to limit maximum 
power at low line, corresponding to. maximum error 
amplifier output voltage. The multiplier equation 
can be solved for the feedforward voltage that cor
responds to maximum error amplifier voltage and 
maximum multiplier current (intemally limited to 2 
times IIAc). 

IIAC • (VEA - 1.5) 
V2VRMS = 2 • (hAC) 

VVRMS = 1.5V 

Knowing the VRMS voltage at low line defines the 
voltage divider from the line to VRMS pin. This 
feedforward voltage must be relatively free of ripple 
in order to reduce the amount of second order har
monic that is present at the multiplier input (which 
in tum would cause 3rd order harmonics in the input 
current) [9]. The filtering will produce a dc voltage 
at the VRMS pin. Since the input voltage is defined 
in terms of its RMS value, the dc to RMS factor 
(0.9) must be taken into account [9]. For example, 
if the low line voltage is 85V, the attenuation 
required is: 

85VRMS • (0.9) _ 51'1 
1.5· VDC - . 

At a high line of 270V, this will correspond to VVRMS 
= 4.7SV. The common mode range of the VRMS 
input is OV to 5.5V. The calculated range is there-
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Figure 6_ VRMS Circuit 

fore within the accepted limits. 

A two pole filter is recommended to provide ade
quate attenuation without degrading the feedfor
ward transient response. A Single pole filter will 
require a pole at too low of a frequency to still allow 
VRMS to respond quickly enough to changes in 
line voltage. 

The filter poles can be calculated once the distor
tion contribution from VRMS is determined. If the 
feedforward circuit's contribution to the total distor
tion is limited to 1 .5%, the required attenuation of 
the filter can be calculated. Recall that the per
centage of 2nd harmonic in a full wave rectified 
sinewave is approximately 66.7% of the dc value. 
The percentage of second harmonic will translate 
to the same percent 3rd harmonic distortion in the 
input current waveform [9]. Therefore, the filter 
attenuation required is: 

1.5% = 0.0025 
66.7% 

The individual stages should have an attenuation 
of ~ 0.0225 or 0.15. For a single stage filter: 

fc 
Av = -f- ::} fc = 120Hz (0.15) = 18Hz 

Referring to Figure 6 the components correspond 
to R9A = R9B = 390kn, R10 = 120kn, and 
R11 = 18kn with C4 = 0.0821lF and C5 = 0.47IlF. 

f'AC 

The value of IIAC is chosen to be 500/lA at high 

U-1S3 

line. This value is somewhat arbitrary, however it 
should be kept below 1 mA to stay within the linear 
region of the multiplier. This corresponds to a total 
resistance of approximately 766kn from the line to 
lAC pin. 

RIMO 

The multiplier output resistor can be calculated by 
recognizing that at low line and maximum load cur
rent, the multiplier output voltage will equal 1 V (in 
order to stay below the undercurrent trip point). 
This will also correspond to the maximum sense 
voltage of the current transformer. The multiplier 
current under this condition is equal to 1V I RIMO, 
and can be equated with the multiplier equation 
which yields: 

1V 'IAC • (VEA - 1.5) 
V2VRMS 

At low line IIAC will equal 156/lA (if low line = 85V 
and IIAC was set to 500llA at 270V), VEA will be at 
its maximum of 6V, and VVRMS will be 1.5V. 
Therefore RIMO equals 3.2kn. 

Current Synthesizer 

Current sensing is simplified due to the current syn
thesis function built into the UC3855A1B. Switch 
current is the same as inductor current when the 
switch is on and can be sensed using a single cur
rent transformer. The current synthesizer charges 
a capacitor (CI) with a current proportional to the 
switch current when the switch is on. During the 
switch off-time, the inductor current waveform is 
reconstructed by the controller. To get an accurate 
measure of the inductor current then, all that is 
required is to reconstruct the down slope of the 
inductor current, which is given by: 

di VOUT- VAC 
dt = L 

Discharging CI with a current proportional to VOUT 
- V AC will allow reconstruction of the inductor cur
rent waveform. The capacitor down slope is : 

MIDIS 
Tt=cr 

The UC3855A1B develops lOIS by subtracting 
IIAcl4, from a current proportional to VOUT. The 
voltage at the RVS pin is regulated at 3V and there
fore picking the RVS resistor will set the current 
proportional to VOUT. 

lOIS = ~ - IIA4C 
RRVS 

The ratio of the current in RRVS to IIAcl4 should 
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equal the ratio of VOUT to V AC' Therefore if 
IIAC / 4 is 125~, the current through RRVS should 
be set to 130~. 

3V 
RRVS = 130l1A = 23kn, use 22kn 

Equating inductor current slope with capacitor 
voltage slope, and recognizing that maximum slope 
occurs when V AC equals zero, CI can be solved 
for: 

3. L. N 
CI = --R-R-V-'S'-.-V::::CO'-' U---'T'-'--. -R-s-

where N is the current transformer (CT) turns ratio, 
(Ns / Np) and Rs is the current sense resistor. 

The current synthesizer has approximately 20mV 
of offset. This offset can cause distortion at the zero 
croSSing of the line current. To null out this offset, a 
resistor can be connected between VREF and the 
IMO pin. The resistor value is calculated based on 
RIMO and the offset at the output of the synthesiz
er. For a 20mV offset and RIMO = 3.3k a resistor 
from VREF to IMO of 1.2MO will cancel the offset. 

Current Sensing 

Current Transformer 

As was seen in the previous section, synthesizing 
inductor current with the UC3855AIB is quite sim-

7a. 

7b. 

L 

ION 

UDG-lJ5156 

D1 vo 
'-----..,--.---1:>1--.-

Tff?l~ 
= --.J !L"'~ 

QMAIN l"=='" 
UDG-lJ5157 

Figure 7. Current Transformer Sensing. 
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pie. Only switch current needs to be sensed direct
ly, and this is most efficiently done with a current 
sense transformer. Resistive sensing at this power 
level would result in excessive power dissipation. 

Several issues should be kept in mind when imple
menting the current transformer. At frequencies of 
a couple hundred kilohertz, core reset needs to be 
addressed. Contributing to the difficulty is the very 
high duty cycles inherent in a power factor correc
tion circuit. In addition, the ZVT circuit can compli
cate the senSing/reset function. When the ZVT cir
cuit turns on, it draws current from the line. In order 
to minimize line current distortion, this current 
should be measured. Placing the resonant inductor 
after the current transformer will ensure that the 
ZVT circuit current is measured. Similarly, when the 
main switch turns off, current will continue to flow 
into the resonant capacitor. While it is important to 
measure this current, if the capaCitor is connected to 
the drain of the MOSFET, below the current trans
former, this current will "ear' into the minimal reset 
time available at line zero crOSSings, where duty 
cycles are approaching 100%. This configuration is 
shown in Figure 7a. If the current transformer does 
not have enough time to reset, it can begin to satu
rate and lose accuracy, even if complete saturation 
is avoided, causing distortion at the zero crossings. 
A better configuration is shown in Figure 7b. In this 
circuit, the capaCitor current will be measured when 
it discharges during the ZVT circuit on time. Since 
this occurs at the beginning of the switching cycle, 
the current transformer doesn't lose any of its reset 
time. Connecting Cr above the current transformer 
will not adversely affect the MOSFET dv/dt control. 
Since the IC is controlling average current, it doesn't 
matter whether the capacitor current is measured at 
the beginning or end of the switching cycle. 

Figure 7 also shows that filtering is added to the 
transformer secondary in order to reduce noise fil
tering. The bandwidth of this filter should be low 
enough to reduce switching noise without degrad
ing the switch current waveform. 

In addition to position and reset considerations, actu
al current transformer construction must be consid
ered. Using current transformers that have been 
designed and manufactured for operation at 20kHz 
will not give good performance at switching frequen
cies of 100kHz and greater. Low frequency designs 
generally have too much leakage inductance to be 
used for high frequency operation and can cause 
inaccurate sensing and/or noise problems. 

Resistive Sensing 

Resistive sensing is still possible with the 
UC3855A1B. Since both inputs to the current error 
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Figure 8. Resistive Sensing 

amplifier are available to the user, resistive sensing 
is easy to implement. Figure 8 shows the typical 
configuration. The common mode range of the cur
rent error amplifier is -O.3V to 5.0V. The RIMO 
value will remain the same as was calculated 
above if the maximum signal level remains at 1V. 
This will also allow the resistively sensed signal to 
be fed into ION and used for peak current limiting. 
It is recommended that the RVS resistor still be 
connected and a resistor connected from CS to 
ground in order to eliminate the possibility of noise 
being injected into these high impedance nodes. 

Current Error Amp/ffler 

The current error amplifier ensures that the input 
current drawn from the line follows the sinusoidal 
reference. The positive input to the amplifier is the 
multiplier output. The negative input is connected 
to the output of the current synthesizer (CS) 
through a resistor (usually the same value as 
RIMO). The output of the current error amplifier is 
compared to the sawtooth waveform at the PWM 
comparator and terminates the duty cycle accord
ingly. At zero crossings of the line, the duty cycle 
will be at its maximum. Since the duty cycle is 
approaching 100%, proper reset of the current 
transformer will become increasingly difficult. 
Standard PWM controllers terminate the duty cycle 
during the oscillator discharge time, however, due 
to the ZVT operation, the UC3855AIB is capable of 
achieving 100% on-time. If the duty cycle is 
allowed to approach 100%, the current transformer 
will begin to saturate and cause the current error 
amplifier to "believe" that less current is being 
drawn from the line than is being commanded. 
This will cause the current amplifier to overcom-
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a. Current Error Amplifier Clamp Circuit 

VREF CAO 
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b. Clamp circuit With input voltage compensation 

Figure 9. Clamp Circuit 

pensate, causing line ~urrent distortion at the zero 
crossings. In addition, if the current transformer 
saturates, the current limiting function will be lost. 
For these reasons it is recommended that the out
put of the current amplifier be clamped externally, 
to limit the maximum duty cycle. Figure 9 shows a 
typical clamp circuit. 

The clamp circuit in Figure 9a will perform quite well 
(see Table 1), however if better performance is 
required, or if it's required to operate over a wide 
line range, the circuit in Figure 9b can be used. 
This circuit adjusts the clamp voltage to be inversely 
proportional to line voltage. 

The procedure for setting the clamp voltage is quite 
easy. If during initial startup the current amplifier 
clamp is set to a relatively low value ( .. 4V) the sys
tem will operate but with excessive zero crossing 
distortion. Once the system is operating, the clamp 
voltage can be increased until the current trans
former is not saturating, and line current has an 
acceptable level of THO. Once the clamp voltage 
is set, operation with other ICs will be repeatable. 
In the experimental breadboard built for universal 
line operation and 500W output, the single stage 
clamp was set to 5.6V (at low line and maximum 
load) and an acceptable level « 10%) of THO was 

4-141 



APPLICATION NOTE 

measured over all line and load conditions. The 
clamp voltage is being set below the peak of the 
PWM comparator ramp (nominally 6.5V) to limit 
DMAX. Setting the clamp voltage too low will cause 
excess zero crossing distortion due to the amplifier 
not being able to command enough line current. 

Figures 10a and 10b show the current amplifier 

c. Too Much Clamp 

Figure 10. CIA Clamp Circuit Effects on I Line 

U-1S3 

operation with and without the clamp, while Figure 
10c shows the effect of clamping the amplifier out
put voltage too low (top waveform is line current, 
bottom is VCAO). Setting the clamp too high will 
have the same effect as having no clamp. 

The procedure for setting the two stage clamp cir
cuit is the same except that the voltage contribution 
from the line must be factored in. The line voltage 
will only have to contribute 100mV to 200mV of 
clamp voltage for line compensation. 

At very light or no load conditions, the average cur
rent drawn from the line is lower than can normally 
be commanded by the current error amplifier. To 
prevent an overvoltage condition from occurring, 
the IC goes into a pulse skipping mode if the output 
voltage of the error amplifier goes below = 1 V. 
Pulse skipping can also occur at high line and low 
load conditions. When CAO goes below 1V, the 
pulse skipping comparator is activated. The output 
of the comparator goes to an input of an OR gate in 
the OVP/ENABLE circuit, causing the output of that 
OR gate to go high. This signal prevents the ZVT 
and main gate drives from going high. 

The procedure for compensating the current error 
amplifier will be covered in the Design Procedure 
section (IV). 

Voltage Error Amplifier 

The output voltage is sensed by the VSENSE input 
to the voltage error amplifier and compared to an 
internally generated reference of 3V. The output of 
the amplifier, VEA, (at a given input voltage) will 
vary proportionally with output power. The output 
voltage range for the voltage error amplifier is 
approximately 0.1V to 6V. The output of the ampli
fier is one of the multiplier inputs, and an input volt
age below 1.5V will inhibit the multiplier output. 
The design procedure for compensating the volt
age loop will be outlined in the Design Procedure 
section. 

Protection Circuitry 

OVPIENABLE 

The UC3855A1B combines the enable and OVP 
function into one pin. It requires a minimum of 1.8V 
to enable the IC, and below this voltage, the refer
ence is held low and the oscillator is disabled. A 
voltage above 7.5V will interrupt the gate drive. 
The resistor divider should be sized for 7.5V when 
an over voltage condition is reached, this will allow 
startup at a reasonable line voltage. For example, 
if an overvoltage condition is defined as an output 
voltage exceeding 450V, then the voltage divider 
from VOUT to the OVP pin is 60:1. This divider will 
allow startup at a line voltage of 76VRMS (1 08VPK). 
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Current Urnit 

The UC3855A/B has pulse by pulse current limit
ing. The multiplier power limit determines the max
imum average power drawn from the line. 
However, during transients or overload conditions, 
a peak current limiting function is necessary. This 
function is implemented by sensing the switch cur
rent and feeding this value into ION, to a current 
limiting comparator that terminates the gate drive 
signal if the switch current signal exceeds 1.5V 
(nominal). 

Soft Start 

In order to ensure a smooth, controlled startup, the 
UC3855A/B provides a soft-start (SS) function. The 
SS pin sources 1.5/-lA into an extemal capacitor. 
This capacitor limits the supply voltage to the volt
age loop error amplifier, which effectively limits the 
output voltage of the amplifier and therefore the 
maximum commanded output voltage. This allows 
the output voltage to ramp up in a controlled fashion. 

Undervoltage Lockout 

The UC3855A has a 15.5V (nominal) tum-on 
threshold with 6V of hysteresis while the UC3855B 
turns on at 10.5V with 0.5V of hysteresis. 

TYPICAL APPLICATION 

A typical application will be designed in order to 
illustrate the design procedure and highlight the 
design parameters that need to be defined. The 
design specifications are: 

o VIN = 85 - 270 VAC 
o Vo=410VOC 
o P omax = 500W 
o Fs= 250kHz 
o Eff> 95% 
o Pf> 0.993 
o THO < 12% 

The above specifications represent a common uni
versal input voltage, medium power application. 
The switching frequency of 250kHz is now possible 
due to the soft switching, zero voltage transitions. 
The Pf and THO numbers correspond to achievable 
line correction with the UC3855. 

Design Procedure 

This design procedure is a summary of what was 
presented in [8]. However, several values have 
been changed in order to consolidate component 
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values and/or specify more readily available parts. 

1. Power Stage Design 

Inductor Design 
The power stage inductor design in a ZVT convert
er is identical to the conventional boost converter. 
The inductance required is determined by the 
amount of switching ripple desired, and allowing 
more ripple will reduce the inductor value. The 
worst case for peak current occurs at low line, max
imum load. Peak power is equal to twice the 

average power and VPK is{2 VRMS. To calculate 
input current, assume an efficiency of 95%. 

IpK= .[2 0 PIN = .j20(~) 
20 VINmin 85 

= 8.7A (60Hz component) 

A good compromise between current ripple and 
peak current is to allow a 20% ripple to average 
ratio. This will also keep the peak switch current 
less than 10A. 

.1IL = 0.20 (8.7A) = 1.7App 

Rearranging the conversion ratio for the boost con
verter to solve for 0 yields : r 

VO-VIN 410-'V2085 
0= Vo = 410 =0.71 

We can now calculate the required inductance. 

L= VINoOoTs {2085Vo(0.71 0 4tJ.s) 
.11 1.7A 

=200iJH 

Output Capacitor Selection 
The value of output capaCitor effects both hold-up 
time and output voltage ripple. If hold up time (tH) 
is the main criteria, the following equation will give 
a value for Co: 

20 Po 0 tH 
Co = -~VO-2"_~V;;;;-2M2I-'--N-

In this example a compromise between holdup time 
and capacitor size was made and a capacitor value 
of 440J.LF was selected. The capacitor bank con
sists of two 220J.LF, 450V DC capacitors in parallel. 

Power MOSFET & Diode Selection 
The main MOSFET selected is an Advanced 
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Power Technology's APT5020BN (or equivalent). 
This is a 500V, 23A device, with ROS(on) = 0.20f.l 
(25°C) and COSS '" 500pF in a TO-247 package. A 
5.1f.l resistor is placed in series with the gate to 
damp any parasitic oscillations at tum-on with a 
Schottky diode and 2.7f.l resistor in parallel with the 
resistor to speed up turn-off. A Schottky is also 
placed from GTOUT to ground to prevent the pin 
from being driven below ground, and should be 
placed as close to the IC as possible. 

The boost diode selected is the International 
Rectifier HFA 15TB60, a 15A, 600V ultrafast diode 
(or equivalent). Recall that a converter employing 
ZVT benefits from soft switching of the diode. With 
ZVT, the boost diode has a negligible impact on 
switching losses, and therefore a slower diode 
could potentially be used. However, there are still 
valid reasons for using an ultra fast diode in this 
application. 

The ZVT inductor is sized according to the recovery 
time of the diode, and a slower diode will require a 
larger inductor. This will require a correspondingly 
longer QZVT on-time, which increases conduction 
loss. A larger inductor will also require a longer 
time to discharge. To ensure complete discharge of 
the resonant inductor, the main switch minimum on
time should be approximately equal to the ZVT 
circuit on-time. This yields: 

o t01 + t12 + trr 
MIN = T 

DMIN effects the minimum allowable output voltage 
for the boost converter to continue operating. The 
ZVT circuit on-time is a strong function of trr, and 
therefore choosing an ultra fast diode will keep the 
resonant circuit losses to a minimum and cause the 
least impact on the output voltage. The effective 
system duty cycle is primarily a function of the main 
switch on-time, since for a large portion of the reso
nant circuit's on-time, the voltage at the anode of the 
boost diode is held up by the resonant capacitor. 

These considerations suggest a diode with a recov
ery time less than 75ns. Average output current in 
this deSign is less than1.2A with a peak current of 
9.2A. The conduction loss associated with the 
diode is approximately 2.2W. 

While an ultra fast diode is being used, the diode is 
operating with significantly reduced switching loss
es. This will increase the overall system efficiency 
and reduce the peak stress of the diode. 

2_ ZVT Circuit Design 

Resonant Inductor 
The ZVT circuit design is straightforward. The cir-
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cuit is performing an active snubber function and, 
as such, the inductor is designed to provide soft 
tum off of the diode. The ZVT capacitor is selected 
to provide soft switching of the MOSFET. 

The resonant inductor controls the dVdt of the diode 
by providing an alternate current path for the boost 
inductor current. When the ZVT switch turns on, 
the input current is diverted from the boost diode to 
the ZVT inductor. The inductor value can be calcu
lated by determining how fast the diode can be 
turned off. The diode's tum-off time is given by its 
reverse recovery time. Calculating an exact value 
for Lr is difficult due to the variation in reverse 
recovery characteristics within the actual circuit as 
well as variations in how reverse recovery is speci
fied from manufacturer to manufacturer. An exam
ple of circuit conditions effecting the reverse recov
ery is the natural snubbing action of the resonant 
capacitor, which limits the dv/dt at the anode of the 
diode. A good initial estimate is to allow the induc
tor current to ramp up to the diode current within· 
three times the diode's specified reverse recovery 
time. One constraint on the maximum inductance 
value is its affect on the minimum duty cycle. As 
was shown in the diode selection section, the L-C 
time constant effects DMIN and therefore VOmin. 
Making Lr too large will also increase the conduc
tion time of the ZVT MOSFET, increasing the reso
nant circuit conduction losses. As the value of Lr is 
reduced, the diode will experience more reverse 
recovery current, and the peak current through the 
inductor and ZVT MOSFET will increase. As the 
peak current is increased, the amount of energy 
stored in the inductor will also increase 
(E = 1/2 • L. 12). This energy should be kept to a 
minimum in order to reduce the amount of parasitic 
ringing in this node at turn-off. 

The reverse recovery of the diode is partially a 
function of its turn-off dVdt. If a controlled dVdt is 
assumed, the reverse recovery time of this diode 
can be estimated to be approximately 60ns. If the 
inductor limits the rise time to 180ns (3 • trr), the 
inductance can be calculated. 

.QL = ~ = 53A1J.1S 
dt 3.tr1 

IINp = Ipk + 2 A I 

Vo 410V 
Lr = d,Yctt = 53A1J.1S = 7.7~H 

The inductor design is limited by core loss and 
resultant temperature rise, not saturating flux den
sity. This is due to the high AC current component 
and the relatively high operating frequency. A good 
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design procedure is outlined in [101 and is beyond 
the scope of this review. Several points will be 
mentioned however. The core material should be a 
good high frequency, low loss material such as 
gapped ferrite or molypermalloy powder (MPP). 
Powder iron cores will generally not be acceptable 
in this application. The less expensive Magnetics 
Kool Mu material, although exhibiting higher losses 
than the MPP material, can also be used. The 
higher loss material will actually tend to damp the 
resonant ringing at the turn off of the ZVT switch. 
The inductor winding construction is also optimized 
by keeping interwinding capacitance to a minimum. 
This reduces the node capacitance at turn off and 
reduces the amount of damping required. 

The inductor current can by found by analyzing the 
resonant circuit formed by Lr and Cr and recogniz
ing that the resonant cycle begins when the current 
reaches liN. 

I I Vo . 
Lr = IN + Tn -slnoot 

where Zn =) Llcr ,00= ) __ 1-

Lr - Cr 

The peak current then is equal to liN plus the out
put voltage divided by the resonant circuit's charac
teristic impedance. Decreasing Lr or increasing Cr 
will increase the peak current. The inductor was 
designed using a MagnetiCS, Inc. MPP core SS209 
with 33 turns for an inductance of SI1H. The induc
tor should be constructed with Litz wire or several 
strands of small magnet wire to minimize high fre
quency effects. 

Resonant Capacitor 
The resonant capacitor is sized to ensure a con
trolled dv/dt of the main switch. The effective reso
nant capacitor is the sum of the MOSFET capaci
tance and the external node capacitance. The 
APTS020BN has approximately SOOpF of output 
capacitance, and an external capacitance of SOOpF 
was added across the device. This capacitor limits 
the dv/dt at turn-off and consequently reduces the 
Miller effect. In addition, it reduces tum-off losses 
since the switch current is diverted to the capacitor. 
The capacitor must be a good high frequency 
capacitor, and low ESR and ESL are required. It 
must also be capable of handling the relatively 
large charging current at tum-off. Two good choic
es are polypropolene film or a ceramic material. 

This combination of Land C yields a resonant 
quarter cycle of: 

~ ~ Lr - Cr = 140ns 
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The resonant circuit's impact on the output voltage 
can now be calculated. Recall that to ensure dis
charge of the resonant inductor at high line: 

D to1 + t12 + trr 
MIN= T (1) 

and for a boost converter: 

V _ VINpk 
OMIN - 1 - DMIN (2) 

Substituting (1) into (2) and solving for Vo 
produces: 

(Lr - IINp + VINp - T 
(3) VOM1N = ( ~ 

T-trr - ~ -"Lr-CrJ 

Equation (3) can be solved using the previously 
established values and yields a minimum output 
voltage of 40SV. This suggests a design value of 
410V for Vo. 

ZVT Switch and Rectifier Selection 

The ZVT switch also experiences minimal tum-on 
loss due to the discharge of its drain-to-source 
capacitance. However, it doesn't experience high 
current and voltage overlap since the turn-on cur
rent is limited by the resonant inductor. The switch 
does experience turn-off and conduction losses 
however. Although the peak switch current is actu
ally higher than the main switch current, the duty 
cycle is small, keeping conduction losses low. The 
ZVT switch will be one or two die sizes smaller than 
the main switch due to the low average drain 
current. The ZVT switch on-time is : 

liND - Lr 1t r:-
tzVT= Vo + 2" -"LrCr 

The peak ZVT switch current is equal to the peak 
ZVT inductor current. A conservative approxima
tion of the switch RMS current is made by assum
ing a square wave signal. The RMS of the current 
is approximated by: 

IRMS '" ILrpk _ ) tzvr 
T 

This corresponds to a peak of approximately 14A at 
maximum load and maximum ZVT on-time, howev
er, the RMS is only 3.9A. An appropriate device in 
this application is the Motorola MTPSNSOE, a SOOV, 
SA device with an ROS(ON) of O.SO. As with the 
main MOSFET, a S.10resistor is placed in series 
with the gate to damp any parasitiC oscillations at 
turn on and a Schottky diode and resistor is placed 
in parallel with the resistor to speed up turn-off. A 
Schottky is also placed from ZVTOUT to ground to 
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prevent the pin from being driven below ground. 
This diode should be placed as close to the IC as 
possible. 

The rectifiers needed for the ZVTcircuit also experi
ence relatively low RMS current. Oiode 02 returns 
the energy stored in the resonant inductor during 
tZVT to the load. 02 should be an ultra-fast recovery 
diode and is usually chosen to be of similar speed as 
01. The diode selected for 02 is a Motorola 
MURH860; a 600V device with a trr '" 35ns. 

Oiode 03 blocks current from flowing up through 
the QZVT body diode when the inductor resets, it 
sees the same peak and RMS current as QZVT. 03 
should be a fast recovery diode to decouple the 
drain to source capacitance of QZVT from the res
onant inductor. Energy stored in the 03 anode node 
capacitance will resonate' with the ZVT inductor 
when the ZVT switch turns off. Minimizing this effect 
will reduce the amount of snubbing required at this 
node. The diode chosen here was the MUR460. 
This is a 600V, 4 amp device with trr '" 75ns. 

To summarize, both diodes in the ZVT, circuit expe
rience low RMS current. The main selection crite
ria in addition to the blocking voltage (in both cases 
equal to Vo) is reverse recovery time. Choosing 
devices with fast recovery times will reduce para
sitic oscillations, losses, and EMI. 

ZVT Snubber Circuit 
The ZVT circuit requires some method for damping 
the parasitic oscillations that occur after the ZVT 
inductor current goes to zero. Figure 10a shows 
the ZVT inductor current and diode 02 anode volt
age without adequate damping. The figure shows 
that as the inductor current begins to discharge 
(when QZVT turns off) to the output, the anode volt-

[Lr 

a. Waveforms Without Damping 

Figure 11. ZVT Ringing Waveforms 
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age is at VOUT (since 02 Is conducting). As the 
inductor'current passes through zero, the voltage 
rings negative since the opposite end of the induc
tor is clamped to OV through the main switch body 
diode. The anode voltage can easily ring negative
ly to twice the output voltage. This increases the 
reverse voltage stress on the diode to three times 
the output voltagel Keeping the energy in the node 
capacitance to a minimum and using fast recovery 
diodes will reduce the ringing and improve the cir
cuit performance. 

Several methods of damping this oscillation have 
been proposed [4,7]. In this circuit two methods, 
the saturable reactor and resistive damping were 
investigated. A 510, 10W noninductive resistor 
was connected through a diode from ground to the 
anode of 02. The saturable reactor was placed in 
series with the resonant inductor and implemented 
with 8 turns on a Toshiba saturable core SA 14 x 8 
x 4.5. The resistive damping method prevents the 
node from oscillating. However, it does not prevent 
current from flowing in 02 while 01 is conducting 
(due to the dv/dt across Lr when QMAIN turns off). 
If current flows through 02 during this time it will 
experience reverse recovery current when QZVT 
turns on. The saturable reactor prevents this cur
rent flow due to its high impedance. Ls also decou
pies Lr from'the node capacitance, which prevents 
the node from oscillating. 

The saturable reactor works well without the resis
tive damping and was the method chosen in this 
design. With the saturable reactor damping the cir
cuit properly, the resistive damping can be eliminat
ed. However, since Ls is designed to saturate each 
switching cycle, the core loss is largely material 
dependent and can cause significant temperature 

b. Waveforms with Proper Damping 
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rise of the core. In this circuit, heatsinking of the 
core was required. An alternative design was also 
tried using the larger MS 18 x 12 x 4.5 which ran 
cooler although it also required heatsinking. 
Optimization of this circuit can significantly reduce 
the losses in the ZVT circuit. In this design, damp
ing network losses were approximately 2W. Figure 
10b shows the same circuit condition with the node 
damped with Ls. 
ZVSCircuit 
The ZVS circuit components are chosen next. In 
this example, a 1 kQ resistor is used to pull up the 
ZVS pin. The capacitor chosen is 500pF. This 
combination will require approximately 200ns to 
charge up to the 2.5V threshold. 

( 1-VTHRESHOLD ) 
t=-R. C .In 

VREF 

3. Oscillator Frequency 

Calculate CT: 
The switching frequency selected is 250kHz. 

1 
CT = 11200. 250kHz = 357pF, use 330pF 

4. MultlplierlDivider Circuit 

Calculate the VRMS resistor divider: 
Set VRMS = 1.5V at low line (85VRMS) 

. . 85VRMS. 0.9 
diVider = 1.5 Voc = 51:1 

The voltage divider can be solved if one of the 
resistors is defined (since there are two equations 
and three unknowns). Letting the lower resistor in 
the divider = 18kQ: 

RTOTAL = 18kO. 51 = 918kQ 

Letting R10 = 120kQ, gives: 

R9 = 918kO -120kQ -18kQ = 780kQ 

R9 is split into two resistors (each 390kQ) to reduce 
their voltage stress. 

Calculate the capacitor values to place the filter 
poles at 18Hz: 

C5 = -----'---
2n. fp. R11 2n. 18Hz. 18kQ 

= 0.49ILF, use 0.471LF 

C4= 1 
21t. fp. Req 2n. 18Hz. 117kQ 

= 75nF, use O.082ILF 

where Req = R911(R10 + R11) = 117kQ 
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In order to consolidate capacitor values C4 could 
be chosen to be 0.11LF without degrading the sys
tem performance. 

Calculate the lAC resistor: 
Set IIAC = 5001LA at high line. 

.fo.270V 
R = 5001LA = 764kQ 

Use 2, 390kQ resistors in series to reduce voltage 
stress. 

Calculate RIMO: 
At low line IIAC = 1561LA and the output of the mUlti
plier should equal 1 V. With low line and maximum 
load, VEA will be at its maximum of 6V, therefore, 
using the multiplier output equation: 

1V IIAC. (VEA - 1.5) 
RIMO = VVRMS2 

1.52 
RIMO = = 3.2kQ, use 3.3kO 

156M· (6 - 1.5) 

A 1000pF capacitor is placed in parallel with RIMO 
for noise filtering. Since the voltage across RIMO is 
the output of the multiplier and is the reference for 
the current error amplifier, the RC pole frequency 
should be placed well above the 120Hz multiplier 
signal. 

5. Current Synthesizer 

First, chose a turns ratio for the current transformer. 
The current transformer is designed to produce 1 V 
at peak input current. This allows sufficient margin 
before the current limit trip point (1.4V) is reached. 
If IpK = 9.5A a turns ratio of 50: 1 would be appro
priate. This turns ratio will keep the sense network 
losses less than 150mW and allow the use of a 1/4 
watt resistor. Solving for the sense resistor yields: 

1V 1V Rs= -- = - ",5.10 
Isw 9.5 
N 50 

Recall from the previous current synthesizer sec
tion that· Rvs = 22kQ. The current synthesizer 
capacitor can now be calculated: 

CI= 3.L.N 
Rvs· VOUT· Rs 

3 • 200ILH • 50 
22kQ • 410V • 5.10 = 633pF, use 680pF 

6. Control Loop Design 

Small Signal Model 
The small signal model of the ZVT PFC boost con
verter is similar to the standard PFC boost convert
er model. The two converters operate exactly the 
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Current 
Synthesizer 

MUL TlPLIER 

Ri 

Rlmo 

a. Current Loop Error Amplifier 

Av ----~------~ 

Iz Ip 

b. Current Amplifier Gain Plot 

Rt Cz 

cp 
UDG-95161 

UDG-95162 

Figure 12. Current Error Amplifier Schematic 

same throughout most of the switching cycle and 
only during the switching transitions is there any dif
ference. This allows the design of the control loops 
to proceed following the standard techniques out
lined in [9]. 

Current Loop Design 

Excellent references on the current loop design are 
found in [5,9,11]. The design ofthe average current 
mode control loop begins with chOOSing a cross
over frequency. In this example the switching fre
quency is 250kHz, so the unity gain cross over fre
quency could be chosen to be as high as 40kHz 
(1/6 of the switching frequency). In this circuit how
ever, the cross over is chosen to be 10kHz. Since 
the main job of the current loop is to track the line 
current, a 10kHz bandwidth is quite adequate for 
this application. 

Once the cross over frequency (fd is known, the 
next thing to do is calculate the gain of the power 
stage. The small signal model of the power stage 
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including the current sense network is given below. 
This model does not include the sampling effect at 
one half the switching frequency [12] but is a good 
approximation at the frequencies of interest. 

Vo· RSENSE Gid (s) = ------"'-----,---===-----
s· L· VSE 

The UC3855A1B has an oscillator ramp of 5.2Vpp 
(VSE). The RSENSE term, is the attenuation from· 
actual input current to sensed current (Le. it 
includes the current transformer turns ratio). Using 
the previously determined component values and 
solving for the power stage gain at fe yields a gain 
of 0.63 at 10kHz. In order to have a gain of 1 at fe, 
the error amplifier must have a gain of 1/0.63 at 
10kHz. The error amplifier is shown in Figure 12a 
with the frequency response in Figure 12b. The 
resistor Ri is equal to 3.3kn so the feedback resis
tor is chosen to be 5.6kn. A zero is placed at the 
cross over frequency to give a phase margin of 45 
degrees. To reduce switching noise a pole is 
placed at one-half the switching frequency. The fol
lowing summarizes the design procedure. 

410V.0.10 

1 RI 
2. GEA = 1Gid(S)1 = 1.58 ~ Av = Ai 

Ri 
:.Rf = IGid(S)1 "" 5.6kn 

Cz = 2. n:. 10kHz. 5.6kn "" 2200pF 

4. fp = --------'------
2.n:.RI ( Cz • Cp ) 2-n:- RI· Cp 

Cz+Cp 

Cp = 2.n:. 5.6~. 125kHz "" 220pF 

Voltage Loop Design 

The design of the voltage loop follows the proce
dure given in [5]. The first step is to determine the 
amount of ripple on the output capacitor. 

PIN· XCo 
VOpk= Vo 
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VOpk - 525 =4.1~PK 
- 2 0 1t o 1200410J.10410 

= 8.3Vpp 

In order to meet the 3% THO specification, the dis
tortion due to output ripple voltage feeding through 
the voltage error amplifier will be limited to 0.75%. 
This allows 1 .5% from the multiplier and 0.75% 
from miscellaneous sources. A 1.5% second har
monic on the error amplifier will result in 0.75% 3 rd 
harmonic distortion at the input. At full load, the 
peak error amplifier ripple voltage allowed is: 

VEApk = % ripple 0 VVEA = 0.Q15 0 (6 -1) 
=0.075V 

The error amplifier gain at 120Hz is the allowable 
error amplifier ripple voltage divided by the output 
ripple voltage, or 0.009 (-41 dB). The error ampli
fier input resistor was chosen to be 1.36MQ to keep 
power dissipation low and allow a small value for 
the compensation capacitor. Two 681 kQ resistors 
in series are used to reduce the voltage stress. 
The voltage error amplifier schematic is shown in 
Figure 13, with the 120Hz gain determined by the 

VOUT 
Ct 

Ri 
Rt 

+ 

Rd 

3V 

a. Voltage Loop Error Amplifier 

Av I------t-. 

fp 

b. Voltage Amplifier Gain Plot 

Figure 13. Voltage Error Amplifier 

UDG-95163 

UDG-95164 
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integrator function of Cf and Ri. This network has a 
single pole role off and the capacitor value is easi
ly found to give the desired gain at 120Hz. 

1 

Cf = 2 0 1t 0 120Hz 0 0.009 0 1.36MQ 

=0.1J.1F 

The crossover frequency can now be calculated 
recognizing that a pole (due to the combination of 
Ct and Rt> will be placed at the cross over frequen
cy to provide adequate phase margin. The pole 
placement will determine the phase margin since 
the power stage has a single pole response with 
the associated 90 degree phase lag. If the error 
amplifier pole is placed at the crossover frequency, 
the overall loop gain will have a 45 degree phase 
margin. The power stage gain is given by: 

Vo PIN 
Gps(S) = VVEA = 

!J.VEA • Vo • (s • Co) 
The voltage loop gain (Tv) is the product of the 
power stage gain and the error amplifier gain. To 
find the cross over frequency, solve for f and set 
equal to 1. 

TV = 1 = Gps(s) 0 GVEA(S) 

The error amplifier gain is: 

-j -j.1.17 
f 

. T - 1 _ -j 0 92.6 ( -j 0 1 .17) _ 108 
.. V- - f 0 f - f2 

The cross over frequency then is approximately 
11 Hz, so the resistor, Rf, can be calculated to place 
the pole at fe. 

1 
Rt= = 140kQ 

2 01t 0 11 Hz 0 0.1J.1F 

Finally, the resistor RD (10kQ) sets the DC output 
voltage to 410V. 

7. OVPIENABLE 

An output Voltage exceeding 450V is defined as an 
overvoltage condition. To trip the OVP comparator 
at 450V requires a divider of: 

7.5V =60:1 
450V 

Letting the lower resistor in the divider = 33kQ, the 
top resistor then is 2MQ, two 1 MQ resistors are 
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Figure 14. Efficiency Data 

used in series to reduce the voltage stress. A 10nF 
capacitor is placed in parallel with the 33k.Q resistor 
for noise filtering. 

With this divider the converter will start at 76VRMS, 
which will allow startup well below low line. 

EXPERIMENTAL RESULTS 

The example converter was constructed to demon
strate circuit performance. The circuit performed 
well and was tested over the full line and load 
ranges. 

Figure 14 shows efficiency data for the ZVT vs. a 
conventional boost converter, which was derived by 
simply removing the ZVT components. The con
ventional circuit needed to be cooled with a fan in 
order to stabilize the power semiconductor temper
atures. It can be seen from the data that the ZVT 
circuit has a significant advantage over the conven-

VDSn.ln 
500VIDIV 

VOSZVT 
5VIDIV 

VGsn.tn 
5VIDIV 

Horizontal Scale: 1pa/DIV 

Figure 15. Power Stage Waveforms 

tional converter at low line. At higher line voltages 
the advantage is reduced until the two power stages 
converge at high line. This is understandable and 
consistent with the other reported data [4,13]. At 
low line, the higher input current contributes to high
er switching losses in the conventional converter. 
The ZVT converter however, does not experience 
increased switching losses (conduction losses 
increase for both converters at low line). 

Figure 15 shows the ZVT and main switch gate 
drives as well as the main switch drain to source 
voltage. The ZVT gate drive goes high prior to the 
main switch and drives the drain voltage to zero 
before the main switch turns on. It should also be 
noted that the drain to source voltage waveform is 
very clean with no overshoot or ringing, which will 
reduce EMI and voltage stress on the device. The 
ZVT circuit waveforms are shown in Figure 16. 
Current in Lr is shown in the top trace. The wave-

ILZVT 
SAJDIV 

VGsZVT 
5VIDIV 

VOSn.ln 
200VIDIV 

HoriZOntal Scale: 1jlll/D1V 

Figure 16. ZVT Waveforms 
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Vel 

lL 

Horizontal Scale: 11'a/DIV 

Figure 17. Current Synthesizer Waveforms 

forms are well damped with a peak current of 
approximately 6A. The current synthesizer wave
forms are shown in Figure 17. The top waveform is 
the reconstructed waveform at CI and the bottom 
waveform is inductor current. The waveforms show 
good agreement. Any error between the recon
structed and actual waveform will be greatest at 
high line and is primarily caused by slight offset 
voltage errors in the synthesizer circuit. 

Llne(VAC) %THD Pf 

100 6.3 0.998 

120 4.5 0.999 

200 8.9 0.996 

230 10 0.995 

Table 1 THO and Pf vs. line, with single stage error 
amplifier clamp circuit. 
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Figure 18. Line Current 

Figure 18 shows the input line current at low line 
and maximum load, the THO and power factor are 
well within acceptable limits. Table 1 gives THO 
and pf measurements for several line and load con
ditions with the single stage current error amplifier 
clamp circuit. Table 2 shows THO and pf with the 
two stage clamp circuit shown in Figure 98. 

Line(VAC) %THD Pf 

100 4.95 0.999 

120 5.30 0.998 

200 5.45 0.998 

230 5.83 0.998 

Table 2 THO and Pf vs. line, with two stage error 
amplifier clamp circuit. 
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POWER STAGE COMPONENT VENDORS 

L 1,L2 Magnetics, Butler, PA 
(412) 282-8282 

Spike Killer Toshiba, Westboro, MA 
(508) 836-3939 

D1 

APT, Bend, OR 
(503) 382-8028 

International Rectifier, EI Segundo, CA 
(310) 322-3331 

QZVT, Motorola, Phoenix, AZ 
D2, D3, D4 (602) 244-3550 
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BOOST POWER FACTOR CORRECTOR DESIGN WITH THE UC3853 

by Philip C. Todd 

ABSTRACT 

The UC3853 is designed to provide high performance power factor correction (PFC) for low to medium 
power applications with minimal complexity. It provides power supplies in the range of 10 to 200 watts with 
a low distortion, power factor corrected input current, a regulated output voltage and operation over a wide 
range of input voltages. The UC3853 uses average current mode control and works with either a boost or 
f1yback converter. It was developed from the UC3854 family of PFC control circuits and has the same func
tionality in an 8-pin package. Much of the information available for the UC3854 family of integrated circuits 
is also applicable to the UC3853. In particular, Unitrode Application Note U-134 provides a good general 
introduction to power factor correction. U-134 contains an extended description of power factor correction, 
the boost PFC and the control circuits necessary to provide the correct programming of the current wave
form. The reader is urged to review that note as well as this one before designing a boost power factor 
corrector. 

This Application Note describes the features and functions of the UC3853 in detail. The design process 
for a boost power factor corrector is presented and the design details for a 100W output boost power fac
tor corrector with a "universar input voltage range of 80-270VAC are included. A table that extends the 
100W boost converter example over the range of 25W to 200W is featured. A step-by-step summary of 
the design process is also provided so that the boost converter circuit may be customized for any 
application. 

ABOUT THE UC3853 PFC CONTROLLER 

The UC3853 has many similarities to the UC3854 
based family of devices. It contains an average cur
rent mode control loop for a low distortion input cur
rent waveform, a multiplier to program an accurate 
current waveform and a voltage error amplifier to 
regulate the output voltage. The UC3853 also con
tains over-voltage protection for the output and has 
a fixed frequency internal oscillator which is syn
chronizable. 

A block diagram of the UC3853 is shown in Figure 
1. Due to its 8-pin simplicity, some pins serve more 
than one function and some functions are brought 
inside the chip altogether. The UC3853 begins 
operation when the voltage at the VCC pin is 
greater than 11.5V. An undervoltage lockout func
tion (UVLO) keeps the device from operating 
before this voltage is reached. The UC3853 enters 
the UVLO state again when VCC drops below 9.5V. 
The hysteresis in the UVLO allows the device to be 
started from a capacitor which is trickle charged 
directly from the input voltage. When in UVLO, 

most of the internal circuits are not powered so the 
supply current is less than 500J,JA (250J,JA typical). 
The reference voltage in the UC3853 is internal to 
the device and is not brought out to a pin. The ref
erence is divided down to 3.0V at the non-inverting 
input to the voltage error amplifier. The reference is 
trimmed to an accuracy of better than 2% at the FB 
pin of the voltage error amplifier so the reference 
voltage specification includes the offset of the 
amplifier. The total variation of the reference over 
temperature, including the set point accuracy, is 
3.0V ±3.50,10. For a typical 400V output the accura
cy translates into an output variation of ±8V at room 
temperature, which is comparable to the ripple volt
age amplitude on the output at full power. 

The output of the UC3853 supplies 500mA peak 
current to the gate of the power MOSFET switch. A 
simplified schematic of the output driver is shown in 
Figure 2. The VCC pin provides the voltage feed
forward signal needed by the multiplier/divider/ 
squarer circuit and thus it has a wide input voltage 
range under normal operation. The output voltage 
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Figure 1. Block Diagram of UC3853 

is therefore clamped near 15V to prevent the gate 
of the MOSFET switch from being driven beyond 
its breakdown voltage as vee changes. When 
power is not applied to the device the output driver 
is self-biased to hold the output to within 1 .5V of 
ground. When vee is above the UVLO threshold 
the bias circuit is disabled and the output driver 
operates normally. This prevents the MOSFET 
from turning on when power is first applied to the 
converter. If the output were not held low, the gate 
to drain capacitance of the MOSFET would pull the 
gate high when power is applied and turn the 
device on, which often results in its destruction. 

The PWM comparator uses the oscillator ramp and 
the output of the current amplifier to generate the 

PWM 
OUTPUT 

Vee 

UDG-96250 

gate drive output as shown in Figure 3. The output 
of the comparator is latched for the duration of the 
clock period to prevent false output pulses. The 
latch is set by the clock signal at the beginning of 
each clock period to drive the output high and is 
reset by the PWM comparator to drive the output 
low. The output is kept low by the status inputs to 
the AND gate that drives the output. The status 
inputs are the undervoltage lockout (UVLO), the 
reference valid and the output overvoltage status 
signal. The output is also held low during the clock 
interval. 

The oscillator is internal to the Ue3853, has a fixed 
75kHz operating frequency and may be synchro
nized to an external source. The oscillator wave
form is a reverse sawtooth because a negative 
slope ramp is required to provide the proper polar
ity for the PWM circuit and for the slope compen
sation of the average current loop. The current loop 
error amplifier inverts the current signal so the 
oscillator ramp must have a negative slope. The 

GATE 
DRIVE 
OUTPUT 

UDG-96251 UDG-96252 

~----------------------------~ 
Figure 2. UC3853 Output Driver (Simplified Schematic) Figure 3. UC3853 PMW Circuit 
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Figure 4. UC3853 Oscillator Equivalent Circuit 

relative polarity of the two signals is therefore 
opposite, which is the correct orientation. This is all 
internal to the device. The width of the clock output 
pulse determines the minimum dead time of the 
output and is less than 1% of the clock period. An 
equivalent circuit for the oscillator and the sync cir
cuit is shown in Figure 4. 

The synchronizing pulse for the oscillator comes 
from the FB pin. The voltage feedback and the 
overvoltage protection are also connected to the 
FB pin. If the synchronizing signal is capacitively 
coupled into the FB pin it will not upset the DC out
put voltage value since the bandwidth of the ampli
fier is very small compared to the switching fre
quency. The compensation network on the output 
of the transconductance amplifier will eliminate the 
synchronizing Signal from the output of the amplifi
er. The guaranteed synchronization frequency 
range is 95kHz to 115kHz. Circuits for synchroniz
ing the oscillator are described later in this 
Application Note. 

The voltage and current loop amplifiers, the squar
er and the multiplier/divider circuits are shown in 
Figure 5. The current amplifier is a wideband oper
ational amplifier and it has ground referenced 
inputs. The inverting input of the amplifier is a sum
ming junction where the feedback, the input current 
signal and the current programming signal from the 
multiplier output come together. The current signal 
is negative and the output of the multiplier is posi
tive so the current loop is adjusted to keep the volt
age at the inverting input zero since the non-invert-

II s Q I------+_-< CLOCK 

RAMP 

.j, Ie 

UDG-96253 

ing input of the current amplifier is connected to 
ground through a 3.9kQ resistor. This resistor pro
vides DC balancing of the amplifier input bias cur
rents. The amplifier has sufficient output drive 
capability to handle a wide range of feedback net
works. 

The squarer and multiplier/divider are the heart of 
the control circuit and are shown in Figure 5. This 
circuitry makes it possible to operate a boost PFC 
stage over a 3:1 input voltage range and still get 
excellent voltage loop bandwidth and fast response 
to input voltage variations. The multiplier/divider 
requires three inputs which are traditionally labeled 
A, Band C. The A input is the output of the voltage 
error amplifier which controls the average output 
Voltage. The B input is the lAC Signal which is a 
current from the input voltage and it is multiplied by 
the output of the voltage error amplifier to provide 
the current shape and amplitude needed to pro
gram the current loop. The C input is the divider 
input and it is the feed forward voltage that comes 
through the squarer. This input is proportional to 
the square of the average input voltage and it 
adjusts the gain of the multiplier to keep the gain of 
the voltage control loop constant. This is the secret 
to achieving a wide bandwidth control loop over a 
wide input voltage range. The squaring circuit takes 
its input from the VCC pin so the bias voltage for 
the UC3853 must be proportional to the input volt
age for this feature to work properly. 

The voltage error amplifier in the UC3853 is a 
transconductance amplifier and it has both a high 
input impedance and a high output impedance, 
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Figure 5. UC3853 Error Amplifiers, OVP Comparator and Multiplier, Divider, Squarer 

which is a controlled current source output rather 
than the usual low impedance voltage source out
put. The gain of a transconductance amplifier is 
not given by the ratio of volts out to volts in. Instead 
it is given by the ratio of amperes out to volts in, 
which is a transconductance (the inverse of a 
resistance) and has the units of Siemens. The 
transconductance is a gain in this case and is often 
denoted by the symbol GM. The gain of a 
transconductance amplifier can be changed into a 
voltage ratio by multiplying the transconductance 
gain by the load resistance. Hence, the voltage 
gain is set by an RC network to ground from the 
output of the amplifier. This allows the gain and fre
quency response of the amplifier to be determined 
by the load impedance without any components 
connected from the output of the amplifier to the 
input. 

A transconductance amplifier was chosen to allow 
three functions to be combined on the FB pin. The 
oscillator sync input and the overvoltage compara
tor share the sam'e input pin as the error amplifier 
so if a feedback network were connected around 
the amplifier the overvoltage comparator would be 
inaccurate. Since both the transconductance 
amplifier and the overvoltage comparator require 
only a simple voltage divider at their inputs for 
proper operation they can be combined into a sin
gle pin. The non-inverting input of the voltage 
amplifier is connected to a 3.0V DC reference 
which is the reference for the output voltage. The 
overvoltage comparator turns the output of the 
UC3853 off when the voltage at the FB pin 
exceeds 3.15V. The output turns back on when the 
voltage at the FB pin comes back to 3.0V. 

BOOST PFC POWER STAGE DESIGN WITH 
THE UC3853 

The circuit for a boost PFC is shown in Figure 6. 
The reference designators for the parts on the 
schematic match those in U-134 where the func
tions of the parts are the same. In all cases the ref
erence designators are appropriate for the function 
of the device. A 100W boost power factor correc
tor is used as an example of the design process 
and this is the circuit that is shown in Figure 6. A 
table is provided at the end of this Application Note 
that extends the design over the range of 25W to 
200W. The control circuits are the same whether at 
25W or at 200W. The values of the control circuit 
components change only if the choices for circuit 
performance are different from those made here. 
The following design process allows the design to 
be modified to suit a wide variety of applications. 

The design of a boost PFC begins with the specifi
cation for the system performance. The minimum 
and maximum input line voltages, the maximum 
output power, and the line frequency range must 
be specified. For the example circuit the specifica
tions are: 

• Maximum power output: 100 Watts 
• Input line voltage range: 80-270VAC 
• Line frequency range: 47-65Hz 

The input line voltage and frequency range are a 
"universal" input range and allow this power factor 
corrector to operate from power lines anywhere in 
the world without switches or other adjustments. 

The output voltage needs to be at least 5% higher 
than the peak voltage of the highest input line volt
age. The peak of a 270VAC line will be about 380V 
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Figure 6. Schematic of a Boost Power Factor Corrector Using the UC3853 

so 400V is chosen as the DC output voltage. 

The switching frequency is an important considera
tion in the design process and the switching fre
quency is internally fixed in the UC3853 at 75kHz 
nominal and may be synchronized to an external 
100kHz oscillator. 

INDUCTOR SELECTION 

The peak current that the inductor must carry is the 
peak line current at the lowest input voltage plus 
the peak high frequency ripple current. The peak 
line current is given by the following equation: 

~ ILlNEpk = V 
INmin 

Where P is the maximum input power to the COn
verter. Generally, using the output power is suffi
ciently accurate for this calculation since the effi
ciency of the converter should be greater than 
90%. If greater accuracy in the design process is 
required, the design may be completed, the effi
ciency calculated and then the design process may 
be iterated using the calculated value for efficiency. 
For the example converter, the output power is 
100W and VINmin is 80VAC so ILlNEpk is 1.77A. 

The high frequency ripple current, £\I, must be kept 
reasonably small and is usually in the range of 15% 
to 25% of the peak line current given above. If the 
ripple current is too high the AC input filters 
required to filter out this noise become larger. If the 
ripple current is too low the value of the inductance 
is too large and the cusp distortion on the leading 
edge of the waveform will be large and the power 
factor will be low. For the example converter, the 
ripple current, £\I, is chosen to be 20% of the peak 
line current or about 0.35A peak-to-peak. The peak 
current in the inductor, ILpk, is the sum of the peak 
line current and half of the peak-to-peak ripple cur
rent or 1.95A for the example converter. 

The value of the inductor is determined by the peak 
current at low input line voltage, the duty factor, D, 
at that input voltage and the switching frequency. 
This value of the duty factor is given by the follow
ing equation: 

D = Vo -.[2". VINmin 

Vo 

Where VINmin is the minimum RMS input line volt
age and Vo is the DC output voltage. For the 
example converter VINmin is SOV and Vo is 400V 
so D is 0.72. 
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The value of the inductor is given by the following 
equation: 

L = .J2 -VINmin - D 
AI-fs 

Where VINmin is the minimum RMS input voltage 
and D is given from the equation above. The 
switching frequency is fs and AI is the maximum 
peak-to-peak ripple current. For the example con
verter VIN is 80V, D is 0.72, fs is 75kHz and AI is 
0.35A peak-to-peak as determined above. This 
gives an inductance of 3.1 mHo A value of 3.0mH 
nominal will be used. 

Note that the ripple current changes with input volt
age so it varies as the line voltage goes through its 
cycle. Under normal operation the ripple current 
can be significantly greater than the 20% specified 
here. The maximum ripple current occurs when the 
momentary value of the input voltage equals half 
the DC output voltage which corresponds to 50% 
duty ratio. 

OUTPUT CAPACITOR SELECTION 

Co, the output capacitor generally falls in the range 
of 1 to 21lF per watt for typical 400V output appli
cations. Since low cost is one of the targets of this 
converter, 11lFIW is chosen and thus a 100ilF 
capacitor will be used for Co. There are many fac
tors that influence the value of the output capacitor. 
The output voltage hold-up time, the output ripple 
voltage, the loop transient response and the input 
current third harmonic distortion are all dependent 
to some degree on the value of the output capaci
tor and, in all cases except cost, a larger value of 
the output capacitance results in better perfor
mance. Nevertheless, a reasonable compromise 
can be reached with the 11lFIW value. 

All power factor correction circuits have a large rip
ple current on their output at the second harmonic 
of the line current as highlighted in U-134. As the 
output capacitor becomes smaller, the output ripple 
voltage due to the second harmonic ripple current 
increases and the bandwidth of the voltage loop 
must be made smaller to keep the same level of 
distortion in the input current. A 1 % second har
monic ripple voltage at the output of the voltage 
error amplifier becomes 0.5% third harmonic dis
tortion of the input current. The only ways to reduce 
this source of distortion are to (1) increase the size 
of the output capacitor and (2) reduce the gain of 
the error amplifier at the second harmonic frequen
cy by reducing the amplifier bandwidth. Reducing 
the loop bandwidth slows the transient response 
and increases its deviation. 

The output capaCitor may need to be larger for 
other reasons. If hold-up time is required, the 

U-159 

capacitor may need to be larger than 1IlFIW. The 
following equation may be used to calculate the 
size of the capacitor for a given hold-up time, 
power output and voltage change. 

Co= 2-P-At 
V02 - VOmin2 

Where P is the rated power of the converter, At is 
the required hold-up time, Va is the DC output volt
age of the converter and VOmin is the voltage to 
which the output decays at the end of the hold-up 
time. For the example converter, 100ilF gives 
about 19 milliseconds of hold-up time for a 50V 
change in Va or 35 milliseconds of hold-up for a 
100V change. 

CURRENT SENSE RESISTOR 

Rs, the current sense resistor, is selected to pro
vide 1.0V at the maximum current expected in the 
inductor. IUNEpk plus half the peak-to-peak ripple 
current is the peak current through the inductor and 
was calculated above. The value of the current 
sense resistor is found from: 1.0VlILpk' For the 
example converter the peak current in the inductor 
is 2.0A maximum so the value of the sense resistor 
isO.5Q. 

SWITCHES AND DIODES 

The power switch must have a low RDSan rating 
and a peak voltage rating greater than the output 
voltage of the converter with some margin for tran
sient overshoot, ripple voltage on the output and 
appropriate levels of derating. A low RDSan of the 
power switch will result in lower conduction losses 
but these devices also have high gate capaci
tances and may therefore have longer turn-on 
times, resulting in greater overall switch power dis
sipation. There is an optimum size switch for each 
application although the optima is rather broad. 
Suggestions for switches for a variety of power lev
els are contained in the table at the end of this 
application note. These are by no means the only 
possibilities and are simply generic choices. For 
the example converter an IRF830 was chosen. 

The output diode must be rated for the peak output 
current and must be an incredibly fast diode. A 
reverse recovery time below 100 nanoseconds is 
strongly recommended and faster is much better. 
The reverse recovery time of the diode has a direct 
effect on the power diSSipation in the switch. The 
switch must conduct full output current at full output 
voltage from the time it turns on until the diode 
turns off. For the example converter this will be 
400V at 2.0A for a peak power of 800W. If this lasts 
for 100nsec the average power will be 6.0W at a 
75kHz switching frequency. If a 35nsec recovery 

4-159 



APPLICATION NOTE 

diode is used the average power will be. 2.1 W. 
There are· many diodes available that meet the 
requirements of this application. The temperature· 
rise of the diode must be kept below maximum for 
the worst case conditions as well.. The reverse 
recovery time of the diode becomes larger as the 
temperature increases and this increases the 
power dissipation of the switching transistor. Heat 
sinking of the diode may be required to control the 
maximum temperature. For the example converter 
either an MUR460 or a BYM26C is used. 

INPUT DIODES 

The input diodes are not particularly critical. They 
must have a current rating sufficient for the maxi
mum current at low line and they must be held to a 
reasonable temperature rise.. Fast recovery types 
generally prove to be a bit less noisy than standard 
recovery types. Avalanche breakdown types work 
better with noisy power lines. The exact choice of 
input diodes depends on many such factors as well 
as the amount of filtering present on the AC side of 
the bridge. For the example converter, MR856 or 
BYW95C diodes are used. Both are fast recovery 
types. 

CIN is part of the input filter even though it is after 
the input diodes. The value must be chosen in con
junction with the input filter and must be kept rea
sonably small. This capacitor carries most of the 
ripple current from the inductor so it needs to be a 
film type capacitor with a substantial high frequen
cy ripple current capability. At light loads CIN can 
have a large effect on the distortion of the input cur
rent because it is after the input diodes. At these 
low currents, especially near the input voltage zero 
crossing, the capacitor stores enough energy to 
maintain the output current and the input diodes 
turn off, thus introducing distortion into the input 
current. For the example converter, a 1 .0JlF capac
itor was chosen to give less than 1 V peak-to-peak 
ripple voltage at the switching frequency with 100W 
output. 

CONTROL CIRCUIT DESIGN WITH THE 
UC3853 

The heart of the UC3853 is the multiplier and it is 
quite easy to set the parameters for proper opera
tion. The equation for the multiplier is given below 
and,even though it looks complex, it is quite 
straight forward. 

lAC - (VCOMP - 1.5) 
IMO =. -----..-

KM- \-~cr 
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IMO is the output current from the multiplier. lAC is 
the programming current that comes from the input 
through RAC and is proportional to the input volt
age. It tells the current loop what to do to maintain 
an input current which is proportional to the input 
voltage. V COMP is the output of the voltage error 
amplifier and is the other input to the multiplier. KM 
is the gain constant of the multiplier and is given in 
the data sheet for the UC3853. VCC is the supply 
voltage to the UC3853 and it is divided by eight 
internally and then squared in the squaring circuit. 
This forms the divider input to the multiplier and is 
used to keep the gain of the voltage loop constant 
so that the loop bandwidth may be kept large and 
thus have a relatively fast transient response. 

lAC must be programmed to have a maximum 
value of 500J.LA when the AC line voltage is at its 
peak. The voltage at the lAC pin is 2.0V so it intro
duces very little error into the current if this voltage 
is ignored. For the example converter the maxi
mum input voltage is 270VAC and this has a peak 
value of about 380V. A 760kn resistor will give 
500J.LA. Most resistors are only rated to 250V so 
two resistors will be needed in series. The closest 
standard value is 390kn so this value is chosen for 
both RAC1 and RAC2. 

CURRENT LOOP COMPENSATION 

The peak value of IMO is about 250J.LA with the val
ues of RAC given above. If RMO is made 3.9kn, the 
peak value of voltage across Rs will be 1.0V. This 
value of RMO also matches the 3.9kn resistor inter
nal to the UC3853 which is connected to ground 
from the non-inverting input of the current error 
amplifier. These two values provide the correct bal
ance for the DC bias currents into the amplifier and 
give the correct input offset voltage. If the offset 
voltage is in the wrong direction the current loop 
could latch at zero output. 

The PFC input current must track the current pro
gramming signal (lMO) from the multiplier very 
closely to achieve a low distortion input current. 
Accurate tracking requires high gain in the current 
loop to minimize the errors. For the current loop to 
be stable, the frequency at which the gain of the 
loop is equal to one must be less than one thirds of 
the switching frequency and the gain must roll off 
with a single pole slope. The boost power stage 
has a single pole due to the main inductor and the 
current sense resistor. This UR pole creates a sta
ble loop with a fixed gain, wide bandwidth error 
amplifier. These two requirements can beaccom
modated by using pole zero compensation around 
the error amplifier. Pole zero compensation has 
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high gain at low frequencies and flat gain at high 
frequencies so that the input current tracks the pro
gramming signal accurately and is also stable at 
high frequencies. This is the essence of average 
current mode control and it is necessary for a low 
distortion PFC. 

A block diagram of the current loop is shown in 
Figure 7. A bit of topological manipulation has been 
done to put the loop into this form. The switch, out
put diode and output capacitor have been moved to 
the other Side of the inductor and lumped into the 
voltage source Vs, which is now a controlled 
source and is controlled by the duty factor d from 
the PWM circuit in the UC3853. The reason for 
showing the circuit model in this form is to highlight 
the source of the UR pole in the current loop and 
to show how the pole zero compensation of the 
current error amplifier affects the loop. 

Figure 7. Simplified Block Diagram of a Boost PFC 
Current Loop 

Figure 8 shows the control to output current gain of 
the current loop and the current amplifier compen
sation as well as the complete current loop gain. 
The graph ignores the double pole occurring at the 
switching frequency and the aliasing effects of the 
sampling system. The graph is based on a linear 
model to promote understanding of the loop 
dynamics and the compensation methods 
employed. The lower curve is the control to current 
transfer function of the boost stage and the pulse 
width modulator (VRsNlcomp)' The gain is moder
ate at low frequencies and shows the UR corner 
frequency and Single pole roll off up to half of the 
switching frequency. The pole zero compensation 
of the current error amplifier is shown along with 
the complete current loop response. 

The design of the pole-zero compensation for the 
current loop begins with the equation for the control 
to output transfer function of the boost power 
stage. The control variables for this transfer func
tion are the output of the current amplifier, Vlcomp, 
and the voltage across the current sense resistor, 
VRS. The equation is: 
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Figure 8. Current Loop Transfer Functions for 100W 
Example Boost Converter 

VRS _ Va· Rs 
Vlcomp - Vase· (Rs + XL> 

Where Va is the DC output .voltage of the convert
er, Rs is the sense resistor value, Vase is the 
peak-to-peak amplitude of the oscillator ramp volt
age and XL is the impedance of the boost inductor 
(2 • 1t • f • L). 

The current loop is a very wide bandwidth loop and 
stability is achieved by adjusting the current ampli
fier gain so that the natural roll off from the URs 
pole of the boost stage crosses OdB gain at the 
appropriate frequency. Because the bandwidth is 
large, slope compensation must be added to the 
loop to compensate for the double pole which 
occurs at the switching frequency. In average cur
rent mode control the slope compensation is pro
vided by the oscillator ramp, which is one of the 
inputs to the PWM comparator. If the gain of the 
error amplifier is correct, the amplitude of the oscil
lator ramp will introduce the correct amount of 
slope compensation. The procedure is to match the 
down slope of the inductor current with the slope of 
the oscillator ramp. That gives the correct value for 
the loop gain at the switching frequency to maintain 
stability. A capacitor is then added in series with the 
resistor for pole-zero compensation which gives 
the maximum amplifier gain at low frequencies. 

The maximum down slope of the inductor current 
occurs when the input voltage is near zero. The 
equation for the inductor yields the slope of the 
current. 
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dl Vo 
-=-
dt L 

Where dl/dt is the slope of the inductor current in 
amperes per second, Vo is the DC output voltage 
of the converter and L is .the value of the boost 
inductance. This current flows through the sense 
resistor and becomes a voltage so the equation is 
modified as follows: 

dV Vo 
-=-·Rs 
dt L 

Where Rs is the sense resistor value. For the 
example converter the output voltage is 400VDC 
and the inductance is 3.0mH so the dl/dt is 
0.133A/j.lsec, and Rs is 0.50 so dV/dt is 
0.066V1j.lsec. 

The oscillator in the UC3853 has a peak-to-peak 
amplitude of 5.0V and the period is 13.3j.lSec so the 
slope is 0.375V1j.lSec (the slope does not change 
with synchronization). The gain of the current 
amplifier at the switching frequency is determined 
by the ratio of the oscillator voltage slope divided 
by the current slope. The gain of the current ampli
fier at the switching frequency is the ratio of Rcz to 
RMO. For the example converter the current slope 
is 0.066V/j.lsec and the oscillator slope is 
0.375V/j.lSec so the gain is 5.625. RMO is 3.9kn so 
Rcz is 22kn. 

The value of the capaCitor Ccz, which introduces a 
zero into the current error amplifier response, is set 
by the current loop crossover frequency. The zero 
must be at or below that frequency to maintain the 
phase margin of the current loop. The equation for 
fCI given below is simplified somewhat but is accu
rate over this frequency range. 

Vo· Rs· Rcz fCI = ~_=.------;;o--=;:;-_ 
2 • 1t • L • RMO • VOSC 

Where Vo is the DC output voltage of the convert
er, Rs is the value of the current sense resistor and 
Rcz is the current amplifier feedback resistance 
determined above. Vosc is the peak-to-peak oscil
lator ramp voltage, L is the value of the boost 
inductor and RMO is the current amplifier input 
resistance. For the example converter, Vo is 
400VDC, Rs is 0.50, Rcz is 22kn, Vosc is 5V, Lis 
3.0mH and RMO is 3.9kn resulting in an fCI of 
12kHz. 

Ccz must have an impedance equal to or less than 
Rcz at fCI. This is easily found from: 

C _ 1 
cz - 2 • 1t • fCI • Rcz 

For the example converter, fCI is 12kHz and Rcz is 
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22kn so Ccz must be greater than 600pF. A 680pF 
capacitor is chosen to give a bit of extra phase 
margin. 

Ccp is included to suppress high frequency noise 
in the current amplifier and it must have an imped
ance of at least 2 • Rcz at the switching frequency. 
Substituting fs for fCI into the equation above gives 
CcP· 

CCP = -----'----
2 • 1t • fs • 2 • Rcz 

For the e)(ample converter Ccp must be less than 
50pF. A value of 33pF is chosen to accommodate 
a 100kHz synchronization frequency. . 

A hard current limit is not necessary to protect the 
switch in an average current mode controlled sys
tem. The gain of the current amplifier is set so that 
the maximum change of current in the inductor 
results in at most a 20% change of the current dur
ing one clock period. This makes it impossible for 
the control circuit to cause the switch to be on long 
enough to enter an overcurrent condition. The cur
rent programming signal is also limited so the 
inductor current can not exceed this value. 

HARMONIC DISTORTION BUDGET 

Once the current loop is stable the next two tasks 
are setting the voltage loop compensation and the 
feedforward compensation. Both of these are 
determined by the amount of harmonic distortion 
each contributes to the input current. The voltage 
loop contributes 0.5% third harmonic distortion to. 
the input current for each 1 % ripple voltage at the 
output of the error amplifier. The feedforward com
pensation comes from the voltage supplied to the 
UC3853 and each 1 % ripple on this input con
tributes 1% third harmonic distortion to the input 
current. 

The choice of input current harmonic distortion limit 
and the allocation of this distortion to the two major 
sources is somewhat arbitrary. For the example 
converter, the THD will be limited to 5% of the input 
current. The voltage loop is allowed to contribute 
2% of the distortion and the feedforward voltage is 
allowed to contribute 2% of the distortion. The 
remaining 1 % will be allocated to other sources 
such as cusp distortion and possible multiplier non
linearity. 5% THD gives a power factor of 0.99875. 

VOLTAGE LOOP COMPENSATION 

A simplified block diagram of the voltage loop is 
shown in Figure 9. Average current mode control 
turns the power stage of the boost converter into a . 
voltage controlled current source driving a capaci-
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tor, Co, in parallel with the load resistance. The 
current loop therefore becomes a transconduc
tance amplifier with a voltage input and current out
put. The voltage gain of the current loop is given by 
Gel • Zl where Gel is the transconductance of the 
current loop and Zl is the parallel combination of 
Co and Rl, the load resistance. The frequency 
response of the current loop has a DC gain given 
by Gel • Rl and a single pole roll off due to Co and 
Rl within the frequency range of interest. 
Theoretically, if the voltage loop is closed around 
the current loop with a fixed gain error amplifier, the 
voltage loop will be stable because there is only a 
single pole from Co and Rl within the loop. As the 
gain of the amplifier increases, the bandwidth of 
the voltage loop also increases. Although this solu
tion is very appealing, it is not feasible with the 
UC3853 because the limited current capability of 
the voltage error amplifier. Therefore, the error 
amplifier compensation will have a zero below and 

BOOT 
CURRENT 
LOOP 

RVI 

RVd 

UDG-96258 

Figure 9. Simplified Block Diagram of a Boost PFC 
Voltage loop 

a pole at the crossover frequency of the voltage 
loop. 

The multiplier in the voltage loop adds the current 
programming signal from the line frequency and it 
acts like a switching frequency. Therefore the 
bandwidth of the voltage loop must be kept below 
(2 • ft!n) to maintain voltage loop stability where fl 
is the line frequency. The gain of the error amplifier 
needs to be high to maintain wide bandwidth in the 
voltage loop and thus fast transient response but if 
it is too high the loop will go unstable due to the line 
frequency introduced by the programming signal in 
the multiplier. If the gain of the amplifier in the loop 
is set with a fixed gain to give maximum bandwidth, 
the DC gain of the loop is reasonable and the out
put voltage regulation is within a percent or two of 
the set point. 

The relatively wide bandwidth of the loop gives 
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good transient response but also gives little attenu
ation of the second harmonic ripple voltage on the 
output capacitor. This voltage modulates the input 
current so the harmonic distortion of the input cur
rent will be too high. Reducing the harmonic distor
tion requires reducing the gain of the loop at the 
second harmonic of the power line frequency, 
which is the ripple voltage frequency on the output 
capacitor. The bandwidth of the loop must also be 
kept as high as possible to maintain good transient 
response. If the loop is closed with an error ampli
fier having an extra pole just after the unity gain 
crossover frequency, it is possible to reduce the 
harmonic distortion and still maintain good loop 
bandwidth and adequate phase margin. 

Figure 10 is a Bode diagram of the resulting loop 
response. The loop response has a pole at low fre
quency due to the load resistance and the output 
capacitance and then rolls off smoothly with a first 
order slope due to the output capacitor. Just after 
the gain of the loop crosses OdB at fVh a second 
pole takes the slope to a second order roll off and 
this reduces the loop gain to the required level at 
the second harmonic of the line frequency. For 
greater DC regulation of tl1e output voltage and 
because of the requirements of the voltage error 
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Figure 10. Transfer Functions of Voltage loop 

amplifier on the UC3853, a zero is added to the 
loop at low frequencies to compensate for the load 
resistance and output capacitance pole. 

The design of the voltage loop compensation 
begins at the output capacitor. The voltage loop 
compensation reduces the amplitude of the ripple 
voltage from the output capacitor to a level, at the 
output of the voltage error amplifier, which is con
sistent with the harmonic distortion specification. 
The amount of ripple voltage on. the output capaci
tor, Co. is given by the following equation. 

p 
AVOpk = 

2·n· 2· flmin • Co· Vo 

Where P is the maximum input power of the con-
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verter. Use of the input power in place of the output 
power is a reasonable compromise since the effi
ciency of the converter is high. The lowest power 
line frequency is fUnino the output capacitor value is 
Co and Vo is the DC output voltage. For the exam
ple converter, P (approximately POUT) is 100W, 
fLmin is 47Hz, Co is 100J.l.F and Vo is 400VDC. 
~VOpk is therefore 4.2Vpk. Note that this is half the 
peak-to-peak value. Mathematically, this is the 
amplitude of the ripple voltage vector. At low line 
frequencies the ripple voltage is larger as is the 
gain of the error amplifier because of the loop com
pensation requirements. If performance is to be 
maintained over the range of line frequencies, then 
the lowest frequency must be used for the design. 

The gain of the voltage error amplifier and the volt
age divider preceding it are determined by the har
monic distortion budget for the voltage loop and the 
amount of ripple voltage on the output capacitor. 
The amount of ripple voltage allowed on the output 
of the voltage error amplifier is equal to twice the 
percentage of the distortion. Each 1 % of second 
harmonic ripple voltage on the output of the ampli
fier results in 0.5% third harmonic current on the 
input. The %ripple on the output of the voltage error 
must be translated into an absolute voltage to find 
~he gain of the voltage error amplifier and the volt
age divider at the second harmonic of the line fre
quency. The %ripple is multiplied by the range of 
the output voltage (~VeoMP) to get the amplitude 
of the ripple voltage on the output of the amplifier. 
This is divided by the amplitude of the ripple volt
age on the output capacitor to give the combined 
gain of the voltage error amplifier and the voltage 
divider. The equation for the gain is: 

~VeoMP - %ripple 
Gv = ---'-----

~VOpk 

Where Gv is the gain of the voltage divider and the 
voltage error amplifier, ~ VeoMP is the range of the 
voltage error amplifier output, %ripple is the per
centage of ripple voltage allowed in the output of 
the voltage error amplifier and ~VOpk is given pre
viously. For the example converter, ~VeOMP is 
actually the active range of the input to the multipli
er rather than the output range of the amplifier. On 
the UC3853 the active input range of the multiplier 
is between 1.5Vand 6.0V so ~VeOMP is 4.5V. The 
percent THD of the input current allowed from the 
voltage loop according to the harmonic distortion 
budget is 2% which results in 4% ripple voltage at 
the output of the voltage error amplifier. The 
numeric value of 0.04 must be used in the equa
tion. The value of ~VOpk is 4.2V. Therefore: 

Gv = 4.5 - 0.04 = 0.043 
4.2 
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The voltage divider is composed of RVI and Rvo 
and is determined by the ratio of the DC output volt
age to the internal reference voltage in the 
UC3853, which is 3.0V. The impedance of the volt
age divider is somewhat arbitrary. For the example 
converter the output voltage is over 250V so two 
resistors are used in series to get the necessary 
voltage rating.1.24MQ is chosen as the divider 
impedance so two 620ka resistors are used for 
RVI. Rvo is determined from the voltage divider 
equation and the value is just below 10ka so a 
10ka resistor is used with a 150ka resistor in par
allel. The gain of the voltage divider is given by the 
following equation: 

Rvo 
Gvo = ---'--=--

Rvo + RVI 

The gain of the voltage divider, Gvo, is 0.0075 in 
the example. The gain of the divider and the volt
age amplifier together must be 0.043. The gain of 
the amplifier at twice the line frequency (lOW line 
frequency is 47Hz) must be 5.7 for the example 
converter. 

The gain of a transconductance amplifier is given 
by A = GM - ZA. Where A is the voltage gain of the 
amplifier, GM is the transconductance of the ampli
fier and ZA is the load impedance from the VeoMP 
pin to ground. The transconductance of the ampli
fier in the UC3853 is 485J.1.mhos. The gain needed 
for this application is 5.7, so the load impedance is 
11.75ka. At the second harmonic of the line fre
quency, the gain of the amplifier is determined by 
Cve, the voltage compensation capacitor. For the 
example converter, a capacitor with an impedance 
of 11.75ka at 94Hz has a value of 0.15J.1.F and this 
is the value used. 

The value of Rve is found by extrapolating from the 
second harmonic frequency back to find the fre
quency at which the gain of the voltage loop is 
unity, fVI. Rve is then found by writing the equation 
for the gain of the loop, setting it to unity and solv
ing the resulting equation for Rve. The loop equa
tion is the product of the gain of the current loop 
and load impedance, GBST, the gain of the voltage 
amplifier, GVEA, and the voltage divider, Gvo. 

The gain of the boost stage is given by the follow
ing equation: 

P-XcO 
GBST = -----'--

~VeOMP-VO 

Where P is the input power and is here taken to be 
the output power because of the assumption of 
high efficiency. Xeo is the impedance of the output 
capacitor and varies with frequency. ~VeOMP is the 
range of the voltage error amplifier output and is 
equal to 4.5V on the UC3853. Vo is the DC output 
voltage. By using the output power (Vo -10) in the 
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equation, all of the terms that are associated with 
the multiplier and divider drop out of the equation. 

The gain of the voltage divider, Gvo, is given 
above. The gain of the transconductance amplifier 
and its load are given by the following: 

GVEA = GM - Xeve 

Where GM is the transconductance of the amplifier 
and Xeve is the impedance of the compensation 
capacitor Cve. 

Finally, the equation for the loop can be written 
from these equations as: 

P - Xeo - GM - Xeve - Gvo Gv = ----:--:------:-:----
dVeoMP-Vo 

By setting Gv = 1 the equation can be solved for 
frequency since all other variables are known at 
this point. Note that there are two terms in the 
equation which vary with frequency, Xeo and 
Xeve. The loop has a second order roll off at this 
point so the equation is solved for the square of the 
frequency. The unity gain crossover frequency, fv!> 
is found from the following equation. 

P-GM-GVO 
fVl2 = ----:-------"-'-------'-''--------

(2 _1t)2 - Co - Cve - dVeoMP - Vo 

For the example converter fVI is 18.6Hz. The value 
of Rve, which is what we have been trying to deter
mine all along, is equal to the impedance of Cve at 
fVI' For the example converter, this is 57kn, so a 
56kn standard value resistor is chosen. 

The last step is the addition of a low frequency zero 
in the feedback loop. It is accomplished by adding 
Cvez in series with Rve as shown in the schemat
ic. From an operational standpOint, the effect of 
Cvez is to double the peak-to-peak variation of the 
output voltage during a step load transient. The 
overvoltage protection circuit built into the UC3853 
will prevent the output voltage from exceeding the 
maximum value by turning the switch off until the 
output voltage is back within range. The undervolt
age transient caused by a step load change will be 
unaffected. 

The value of Cvez is not especially critical. 
However, since it adds both a pole and an zero to 
the loop gain, the zero must be far enough away in 
frequency from the Cve and Rve pole so that it 
does not contribute extra phase shift at the unity 
gain frequency, fVI. This requires that the zero be at 
least two octaves below fVI. For the example con
verter, the zero has been placed almost a full 
decade below fVI and the value of Cvez is chosen 
as 1.0IJ.F. 

THE FEEDFORWARD VOLTAGE AND 
STARTUP CIRCUIT 

U-1S9 

The UC3853 makes use of a divider and squaring 
circuit to compensate the gain of the voltage loop 
for changes of the input voltage as shown in Figure 
5. The input to the squarer and divider is the sup
ply voltage to the UC3853 and is called VFF. The 
function of the supply voltage, besides powering 
the chip, is to feed-forward information about the 
input voltage to the voltage loop. This means that 
VFF must be proportional to the average value of 
the input voltage and must also have low ripple 
voltage because 1 % ripple on this voltage will cre
ate 1 % harmonic distortion on the input current. 

The VFF input is generated by a winding on the 
boost inductor that operates like a transformer. 
When the switch is turned on, the voltage across 
the inductor is equal to the input voltage. This volt
age is tapped off by using an additional winding on 
the inductor to supply the control circuits. The cur
rent drain of the control circuits, Icc, is typically 
about 15mA of which 10mA are allocated to the 
UC3853 and 5mA are allocated to the MOSFET 
gate drive current. These currents are constant and 
do not change appreciably with a change of the . 
supply voltage. 

The supply voltage range of the UC3853 is great 
enough to cover a 3:1 input voltage range. To pro
vide the best utilization of the VFF programming 
range the supply voltage to the UC3853 should be 
set to provide 10.5V when the input voltage is at 
low line. If a narrower range is being used for the 
input voltage than is used for this example, it may 
be desirable to set the minimum voltage slightly 
higher, in the range of 12V to 15V, to provide more 
voltage for the gate drive at lower line voltages and 
thus lower ROSen. For the example converter, a 
turns ratio of 10:1 on the inductor will provide the 
correct value of VFF. The minimum voltage is about 
10.5V, with an input line voltage of 80VAC, after all 
of the diode drops have been taken into account. 
The UVLO threshold for turning the UC3853 off is 
9.5V so a 10.5V minimum value of VFF leaves 
some margin in the design for component variation. 

The diode OFF must block 80V, carry an average 
current of 15mA for the example converter and 
have a very fast recovery time. Small 100V diodes, 
such as BY071B or MUR110 are suitable devices 
for this application. 

The amount of harmonic distortion allocated to the 
VFF input of the UC3853 is 2%, so the ripple volt
age must be held to 2% of the minimum value of 
VFF. For the example converter, the minimum volt
age is 10.5V so the allowable ripple voltage is 
0.21 V. This is not the peak-to-peak value of the rip
ple but is the peak value of the second harmonic of 
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the line frequency. The peak-to-peak ripple voltage, 
aVFF, is this value multiplied by It. For the example 
converter, aVFF is therefore O.66V peak-to-peak. 

The value of CFF can be found from the equation 
for a capacitor and the current drain of the control 
circuits, Icc. 

C Icc 
FF= 

aVFF· 2· fLmin 

Where CFF is the value of the VFF bypass capaci
tor, Icc is the current drain of the control circuits, 
aVFF is the peak-to-peak ripple voltage on VFF and 
fLmin is the minimum line frequency. For the exam
ple converter the value is 240I1F. A standard value 
of 270l1F is chosen and it is bypassed with a 0.111F 
ceramic capacitor. 

This value for CFF also gives sufficient time to start 
the circuit since one half cycle of the input line fre
quency is needed to reach full operation. The tum
on threshold of the UC3853 is 11.5V and the tum
off threshold is 9.5V so there is more than sufficient 
energy stored to begin circuit operation. 

CFF • (VTN - VTF) 
at = ----:----

Icc 

Where at is the amount of time available for start
up, CFF is the capacitance on VFF, VTN is the tum 
on threshold of the UC3853 (11.5V), VTF is the turn 
off threshold (9.5V), and Icc is the current drain of 
the control circuits. For the example converter at is 
36 milliseconds. 

Startup of the UC3853 is accomplished by charging 
VFF to 11.5V through RB. The value of RB must be 
small enough to provide a reasonably short turn-on 
delay after power is applied and yet large enough 
to keep power dissipation low. The current through 
RB at VINmin must also be greater than the UC3853 
startup current (500J.lA). For the example converter 
a 1 second delay at tum-on requires a bias current 
of approximately 3mA from the low input line volt
age. The equivalent resistance is about 36kn. This 
resistance needs to be split into two equal resistors 
since the peak input voltage will exceed 250V so 
two 18kn resistors are used. At high line this gives 
about 6.8mA of bias current to VFF. This is less 
than the current required by the UC3853 so this 
value of RB is acceptable. If the current at high line 
were too great, VFF would not accurately reflect the 
input voltage and performance would suffer. A larg
er value of RB resulting in a longer turn-on delay is 
required in that case. At high line each of the 18kn 
resistors dissipates O.82W. A 2W rating is speci
fied. 

The gate drive voltage of the UC3853 is limited to 
15V by an internal clamp. This allows VFF to 
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change without causing the gate voltage to exceed 
the rating of the MOSFET. The UC3853 is 
designed to drive moderate size MOSFET switch
es, and the gate drive current is limited to 
500mA(pk). This is more than sufficient to obtain 
the fast rise and fall times needed for high efficien
cy. Ro is the resistor in series with the gate of the 
MOSFET. Its value of 33n is chosen to limit the 
peak gate current to about 350mA under normal 
operating conditions. In addition, this is the mini
mum value for which Do, the gate drive clamp, is 
NOT required under most circumstances. In gener
al, if Ro is made small there will not be sufficient 
damping of the resonance of the parasitic circuit 
inductances with the MOSFET gate capacitance, 
so the output of the UC3853 could be drawn below 
ground. Keeping Ro in the range of 30n to 60n 
prevents this, eliminates the need for Do and at the 
same time provides ample output current for fast 
rise and fall times on the drain of the MOSFET. It is 
wise practice to leave room for Do on the circuit 
board until it can be verified in the laboratory that it 
is not needed. 

OVER CURRENT PROTECTION 

The boost converter is inherently unprotected 
against any overload situation. Because the switch 
is connected in parallel with the input source, the 
DC current path through the inductor, diode and the 
load impedance (parallel combination of Co and 
RL) can not be interrupted. The result is practically 
unlimited current flowing from the input to the out
put of the converter when the output voltage falls 
below the input Voltage. This happens every 
instance when power is being applied to the con
verter at startup and when the load requires more 
power than the circuit was originally designed for. 
Unfortunately, these situations can not be avoided, 
but there are certain measures which can protect 
the circuit from a catastrophic failure. 

The diode, DBP in Figure 6 provides protection for 
the boost inductor and for the output rectifier, 
DOUT. During the initial charging of the output 
capacitor at startup and in case of an overload, a 
high surge current flows from the input to the out
put of the converter. This high peak current would 
flow through the boost inductor and the very sensi
tive high speed epitaxial diode used for rectifica
tion. This high surge current can saturate the 
inductor and damage the diode causing a disas
trous failure eventually. DBP prevents the high cur
rent flowing in the inductor-diode path by providing 
a lower impedance direct path between the input 
and the output. The additional benefit of the DBP 
diode is the protection against input voltage tran
sients. When other high power loads are connect
ed to the same distribution branch of the power 
line, their turn off generates huge inductive spikes 
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appearing at the input of the power factor corrector 
power supply. This can cause the input voltage of 
the boost converter to be higher than its output volt
age even under normal operating conditions. The 
voltage spikes impose an increased voltage stress 
on the input rectifier diodes and it might cause the 
boost inductor to saturate depending on the dura
tion and the amplitude of the line transient. The 
addition of the DBP diode clamps the input voltage 
to the output capacitor voltage which will also 
absorb the transient energies without passing high 
current through the boost inductor and rectifier 
diode. 

In normal circumstances DBP has no effect on the 
circuit operation. Note that the diode DBP can not 
prevent the circuit from developing high currents 
from the input to the output. It simply provides a 
safe passage for the high current to pass through 
the circuit. Once the high current is flowing, it has 
to go through the current sense resistor, Rs. Higher 
than nominal currents will develop negative voltage 
across Rs in excess of the 1 V maximum value 
used in the design. Since the IMO current is limited 
to 0.5 • lAC, the IMO pin of the UC3853 will be 
pulled below ground. This could present a problem 
for the integrated circuit because of reverse biasing 
the substrate. When the IMO pin is pulled 0.3V 
below ground (to -0.3V), the OUT pin goes high 
turning on the main switch of the boost converter. 
Since the current can not be limited, the only way 
to avoid the parasitic turn on of the output is to limit 
the negative voltage on the IMO pin of the IC. It is 
accomplished by the Schottky diode, DMO con
nected between the IMO pin of the UC3853 and cir
cuit ground, as shown in Figure 6. 

ABOUT SYNCHRONIZATION 

Synchronization of the UC3853 oscillator requires 
a fast falling edge on the FB pin. The minimum 
requirements for the falling edge of the waveform 
are that it must have a slope of at least 20Vl~ec 
and an amplitude of at least 1.0V. Faster fall times 
and greater amplitudes are strongly recommended. 
The amplitude of the sync signal must be kept 
below 3.0V so that the FB pin is not driven below 
ground. The sync signal must be capacitively cou
pled into the FB pin so that the DC feedback is not 
disturbed by the synchronization. The capacitor 
must be large enough so that it does not gain 
enough voltage during the pulse to trip the over
voltage comparator of the UC3853 on the rising 
edge of the sync waveform. These requirements 
are easily met with the circuit of Figure 11 as shown 
below. 

In most applications the UC3853 will be synchro
nized to another PWM integrated circuit used to 
control the DC output voltage of the power supply. 
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A few PWM integrated circuits, such as the 
UC3526A, have inverted pulse sync outputs and 
these can be interfaced to the UC3853 with just a 
small capacitor. Other PWM circuits have an output 
pulse which is positive and has a narrow pulse 
width. This signal needs to be inverted and condi
tioned to interface with the UC3853. If the pulse is 
more than 100nsec wide then the signal must be 
shortened as well. Some PWM integrated circuits 
do not have a sync output but these can still be 
synchronized with a little ingenuity and a few small 
parts. 

A schematic of a generic sync circuit is shown in 
Figure 11 . This circuit accepts a positive input pulse 
and provides the correct output pulse to the FB pin 
of the UC3853. The pulse is capacitively coupled to 
the FB pin through CSYNC. The value of this capac
itor is chosen so that the voltage change across it 
during a 2.5V pulse of 100 nanoseconds duration is 
about 100mV. This precludes the sync pulse hav
ing a significant effect on the UC3853 output volt
age. If RVD in Figure 6 is about 10kll then CSYNC 
will be about 220pF. A larger value for CSYNC may 
be used but the capacitor adds a pole to the feed
back loop and the pole must be kept above the 
switching frequency. The voltage divider RSVD1 
and RSVD2 reduce the effect of the pole by provid
ing a compensating zero so their impedance must 
be relatively high. A value of 22kll was chosen to 
present a 10k impedance to the feedback network 
and thus keep the additional pole and zero rela
tively close together. The 5V source for the voltage 
divider is supplied from another PWM integrated 
circuit. 

An NPN transistor is shown in Figure 11 to invert 
the input signal and drive the FB pin of the 
UC3853. Any fast general purpose small signal 
transistor will work in this application. The network 
chosen for the base of the transistor depends on 
the clock that it is being interfaced to. The base net
work shown in Figure 11 allows the circuit to work 
with a wide variety of inputs. CST and RST form a 
100nsec time constant which will limit the width of 

5V 

RSV01 
22k 

CSYNC !-_______ ----,r--j 1---+ TO FB PINI J UC3853 
RSVD2 220pF 

22k r---r-~r--{ as 
.1 CST t-. 2N3904 

~ J "'" ~. ,. RST lk Lf> lN4148 

lk 

SYNC IN """""""" _ 
UDG·96260 

Figure 11. Synchronization Circuit for Positive Edge 
Sync Signals 
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the sync pulse output. The resistor RSB and diode 
DSB provide reset for the sync input time constant. 
A relatively fast rising edge on the input pulse is 
required for proper circuit operation. 

As an example of synchronization, the sync circuit 
in Figure 11 may be used with the UC3525B by 
connecting the sync circuit input to the CLOCK out
put. The UC3525B has a positive going clock pulse 
whose width is equal to the discharge time of the 
timing capacitor. If the clock pulse width is small, 
below 100nsec, the input capacitor to the sync cir
cuit, CST, may be eliminated. 

Figure 12 shows a sync circuit for the UCC3802. 
This circuit may be modified for use with other 
PWM control circuits that do not have an oscillator 
sync output. The UCC3802 discharges the timing 
capacitor CT with a 1.8mA current. The sync circuit 
is configured so that when CT discharges, a nega
tive voltage appears across RST. The emitter of Os 
is connected here and when the CT is being dis
charged most of the current flows through Os and 
takes it into saturation. The collector of Os is 
connected to the FB pin of the UC3853 through the 
same network described above. The base of Os is 
biased above ground because the timing capacitor 
CT will not discharge completely in this circuit due 
to the voltage offset of the emitter base junction of 
Os. This offset voltage changes the amplitude of the 
oscillator voltage and its frequency. By raising the 
base of Os above ground, the offset voltage is mini
mized. The offset voltage also has a temperature 
coeffiCient and Os compensates for this so that the 
oscillator frequency drift over temperature will be 
reduced. All of the base components are optional 
but they do improve the performance of the sync cir
cuit. 

Further information about synchronization in gener
al may be found in Unitrode Application Note U-

UC3802 
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111. Several of the circuits there may be adapted to 
the UC3853 synchronization circuits shown here. 

LAYOUT CONSIDERATIONS 

The UC3853 is a high speed circuit generally oper
ating in a high noise environment. It requires care
ful layout and grounding to operate correctly. A 
ground plane extending at least 1 inch on each side 
of the device is recommended to control noise pick
up. Do not let power currents in the ground plane 
run beneath the device. A split in the ground plane 
is acceptable to control the flow of current and 
divert it around the device if necessary. It is worth
while to keep low level signals as far away from 
high noise Signals, such as the output gate drive, 
as possible. Good bypassing of the VCC pin is 
essential. A 0.111F ceramic capacitor connected 
between VCC and GND should be located within 
0.5 inch of the UC3853 and connected with short, 
direct connections. The IMO pin and the FB pin are 
especially sensitive to noise because they are high 
impedance nodes. Keep the amount of printed cir
cuit board trace connected to these pins as short 
as possible. The total length should be kept less 
than 1 inch. The general rule of thumb for printed 
circuit board layout is to place the UC3853 in the 
desired position and then to place the ceramic 
bypass capacitor as close to the VCC pin as possi
ble. Then, and only then, proceed with placing the 
other components. 

DISCONTINUOUS CONDUCTION MODE AND 
LIGHT LOAD OPERATION 

The boost converter described in this Application 
Note normally runs in continuous inductor current 
mode but enters discontinuous conduction mode 
when the input voltage is low and when the load 
current is light. In discontinuous conduction mode 

~--~------~-----------------------, 
REF 

RT 
68k 

RC 
CT 
200pF 

RST 
1k 

-

RSVD1 
22k 22k 

CSYNC 

t------1>-------------------t------i I-- TO FB PIN 
OF UC3853 

Os 
2N3904 

RSVD2 
22k CSB 

1°·111 

- -

RSB1 

3.9k 

RSB2 
10k 

220pF 

Os 
1N4148 

UDG·96261 

Figure 12. Synchronization Circuit for PMW Control Circuits Without a Clock Output 
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the gain of the boost power stage is reduced which 
can lead to reduced performance. The UC3853 
uses an average current control technique where 
the boost power stage is embedded in a feedback 
loop that includes a high gain opamp which com
pensates for the changes in gain. The average cur
rent control loop regulates the input current in the 
converter and maintains the correct input current 
wave shape even though the current through the 
inductor is not continuous. 

During operation of the converter at light loads, the 
input filters can contribute phase shift to the input 
current that reduces the power factor. Careful 
design is required to maintain high power factor at 
light loads. A capacitor, generally included after the 
input diodes as part of the input filter, is necessary 
to keep the high frequency ripple current from the 
boost converter out of the power lines. At light 
loads this capacitor holds charge as the input volt
age goes through zero volts and turns the diode 
bridge off, introducing distortion into the input cur
rent. This is why the input capacitor value must be 
carefully selected. 

It is possible to design a power factor corrector 
using the UC3853 which operates only in discon
tinuous inductor current mode. Such a converter 
will have good power factor and low distortion input 
current but it will also have high input ripple current 
which must be filtered out to pass EMI 
requirements. The design of a discontinuous con
duction mode boost power factor corrector is not 
covered in this Application Note. 

Another application of the UC3853 is with a flyback 
converter to produce a power factor corrected input 
current and a regulated and, optionally, isolated 
output voltage. Any power factor corrected con
verter produces a sinusoidal output current at the 
second harmonic of the input line frequency so a 
large amount of filtering or secondary regulation 
may be necessary to provide a useful output in 
most applications. The flyback converter may be 
operated in either continuous or discontinuous con
duction modes. Both modes have large amounts of 
high frequency input current that must be filtered 
out to meet EMI requirements and the filter pro
duces phase shift of the input current and reduces 
the power factor. The design of a flyback converter 
for power factor correction is not covered by this 
Application Note although the design is not particu
larly difficult. 

DESIGN SUMMARY 

This section summarizes the design process for a 
boost power factor corrector using the UC3853. 
The 100W design example with "universal" input 
voltage range used in the body of this Application 
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Note is repeated here. 

1. Specifications: Determine the operating 
requirements for the boost power factor 
corrector. 
Example: 

POUTmax = 100 Watts 
VOUT = 400VDC 
Line voltage range = 80 to 270VAC 
Line frequency range = 47 to 65Hz 
Maximum THO = 5% 
Power Factor = 0.99 

2. Switching f~uency: The switching frequency 
is fixed aty75kHz but may be synchronized in 
the range of 95kHz to 115kHz. See the text for 
further information on synchronization. 

3. Inductor selection: 
A. Find $ maximum peak line current. 

Assume PIN = POUT and use P for the 
power rating. 

2-P Ipk= --
VINmin 

Example: 

Ipk = 2 -1QOW = 1.77Apk 
80V 

B. Find ~I, the peak-to-peak high frequency 
ripple current. See the text for information 
on the selection of the ripple current. The 
typical rangers 15 to 25% of Ipk. 

~I = 0.2 -I'pk 

Example: 

~I = 0.2 - 1. n Apk = 0.35Apk-pk 

C. Find the mJ;"imum duty factor, 0, at 
VINmin(pk)' This occurs at Ipk. 

Vo - 2 - VINmin 
0= ---,-,---r Vo 

Example: 

o = T -2 - 80V = 0.72 
400V 

D. Calculate the inductor value. 

2 - VINmin - 0 L=---'-'--"-'-''-'------
fs -~I 

Example: 
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L _ 2 - 80V - 0.72 _ 
- 75 _ 103Hz _ 0.35A - 3.1 mH 

Round this value to 3.0mH. 

4. Output capacitor selection: If hold-up time is 
important use the equation below. Typical 
values for a 400V output are l/LF to 2/LF per 
Watt. If hold-up is not required, use the second 
harmonic rippla voltage and capacitor power 
dissipation to determine the minimum size of 
the capacitor. At is the hold-up time in seconds 
and VOrnin is the voltage to which the output 
decays at the end of the hold-up time. 

Co= 2-P-At 
V02 - VOrnin2 

Example: VOrnin is 350V and At is 
19msec. 

5. Current sense resistor selection: Select the 
current sense resistor to give 1.0V at the 
maximum peak input current. 

RS= 1V 
AI 

Ipk+ "2 
Example: 

1V Rs= = 0.50 
1.77A + 0.5 - 0.35A 

6. Switch and diode selection: The switches and 
diodes may be selected from the table which 
follows this section or may be chosen by any 
other standard design criteria. The text 
discusses selection criteria. 

The output drive of the UC3853 provides about 
500mA peak current. Choose RQ to limit the 
current under normal operating conditions. A 
value of 330 or more will provide adequate 
control of the gate charge current, give good 
rise and fall times for small switches and 
eliminates the need for DQ. If a lower value of 
RQ is chosen, then DQ is required. 

7. Input diode and capaCitor selection: Fast 
recovery rectifiers are recommended for DIN. 
The faster the diode reverse recovery the lower 
the input current distortion will be. Choose a 
diode type rated for the maximum voltage at 
high line and for the maximum current at low 
line. It must also have adequate power 
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dissipation capability. 

The choice of CIN is a compromise between 
power factor and EMI performance. The value 
may not be too large or input distortion 
increases. The value may not be too small or 
EMI increases. Choose a device which will 
handle the full high frequency ripple current 
from the boost converter. A film or ceramic type 
is generally recommended. See the text for 
further selection information. 

8. Multiplier set up: lAC is 500JLA maximum. RAC is 
determined by Ohm's law. 

R _ {Z -VINrnax 
AC - 0.5 _ 1o-3A 

Example: 

R = ..[2 -270V = 764kn 
AC 0.5 _ 10-3A 

Choose two standard value 390kn resis
tors in series to allow for voltage stress rat
ings. 

9. Current amplifier gain at the switching frequen
cy: 
A. Calculate AVRS, the voltage change across 

the sense resistor due to the down slope of 
the inductor current if VIN = 0 (at the zero 
crossing). 

VO-RS 
AVRS=--

L -fs 

Example: 

AV = 400V - O_Sil = 0.89V 
RS 3 -10-3H - 75 -103Hz 

B. The gain of the current amplifier at the 
switching frequency is the ratio of the oscilla
tor voltage and AVRS. The oscillator voltage 
in the UC3853 is 5.0Vpk-pk. 

VOSC 
GCA=-

AVRS 

Example: 

5V 
GCA = 0.89V = 5.625 (15.OdB) 

10. Current amplifier compensation: 
A. RMO selection: RMO = 3.9kn 
B. Rcz selection: Rcz sets the gain of the 
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amplifier at the switching frequency. 

Rcz = GCA - RMO 
Example: 
Rcz = 5.625 - 3.9kil = 22kil 

C. Ccz selection: Calculate the unity gain 
crossover frequency of the current loop if 
Ccz were not present. 

Vo- Rs- Rcz 
fCI = --=-----='-----==---

VOSC - 2 - n - L - RMO 

Example: 

f 400V - 0.5.Q - 22 - 1 O3o 
CI = 5V _ 2 -n- 3 -1Q-3H -3.9 -1030 

= 12 - 103Hz 

Choose the value of Ccz to have an imped
ance equal to or less than Rcz at fCI. 

CCZmin = 2 - n - fCI - Rcz 

Example: 

C . _ 1 
CZmln - 2 - n - 12 -103Hz - 22 -1030 

= 600 - 10-12F 

Choose a larger value of capacitance to 
increase the phase margin. Ccz = 680pF. 

D. Ccp selection: The Ccp and Rcz pole must 
be greater than the switching frequency. 

1 
CCPmax = ----'---

2 - n - fs - Rcz 

Example: 

= 100 - 1Q-12F 

Choose a smaller value of capacitance. 

Ccp = 68pF 

11. Harmonic Distortion Budget: The allocation of 
the allowed THD among the main error sources 
is somewhat arbitrary. The feedforward voltage 
contributes 1 % third harmonic distortion for 
each 1 % second harmonic on the bias supply 
to the UC3853. The voltage loop contributes 
0.5% third harmonic distortion for each 1 % 
second harmonic voltage on the output. 

Example: The specification is for 5% THD 
maximum. 2% is allocated to the feedforward 
voltage, 2% is allocated to the voltage control 
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loop and 1 % to miscellaneous sources. 

12. Voltage amplifier: The voltage loop amplifier is 
a transconductance amplifier so its compensa
tion is a bit different from other types 
of amplifiers. 
A. Voltage Divider: RVI and Rvo. This voltage 

divider sets the DC output voltage. The 
UC3853 reference voltage is 3.0V. Choose a 
value for Rvo and calculate the value for RVI 
from the equation. 

RVI = Rvo -(~~ -1) 

Example: 

Choose Rvo = 10kil. 

(400V ) Rv!=10-1()3Q- 3V -1 =1.3-1Q6n 

Choose two standard value 620kO 
resistors in series for RVI to allow for the 
resistor voltage rating. 

Solve for a parallel resistance to Rvo to 
get correct output voltage. 

RVI- VFB 
Rvo=--

Vo - VFB 

Example: 

R = 1.24-1060-3V =9.37-1030 
vo 400V - 3V 

This is 10kil in parallel with 150kO. 

B. Voltage divider gain: The gain of the voltage 
divider is given from the following equation: 

VFB 
Gvo=

Vo 

Example: 

3V 
GVD = 400V = 0.0075 (-42.5dB) 

C. Output ripple voltage: Output ripple voltage 
is given by the following equation where 
fLmin is the minimum line frequency. Low 
line frequency will give the greatest value 
of VOpk. 

V - P 
Opk - 2-n-2-fLmin-Co- VO 

Example: 
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=4.2V 

D. Amplifier Gain: This gain calculation 
includes the gain of the voltage divider. The 
input range to the multiplier is the active 
range of the amplifier output voltage on the 
UC3853. 8VeOMP is 4.5V on the UC3853. 
The %ripple used in the equation below is 
the amplitude of the ripple at the output of 
the voltage amplifier as a percentage of 
8VCOMP and the percentage is twice that 
specified for second harmonic voltage since 
the ripple is reduced by half in the power 
circuits. The equation uses %ripple in its 
numeric form. 

8VCOMP 0 %ripple 
GV=--"-=-'--'-'-'---------'--'----

VOpk 

Example: 

Gv = 4.5V 0 0.04 = 0.043 (-27.3dB) 
4.2V 

The gain of the voltage error amplifier 
alone is Gv divided by the gain of the 
voltage divider. 

GVEA= Gv 
GVD 

Example: 

GVEA = ~:a5 = 5.73 (15.2dB) 

E. Amplifier Compensation: A network connect
ed from the output of a transconductance 
amplifier to ground determines its gain and 
frequency response. The gain of the amplifi
er is set for loop stability without regard to DC 
gain or THO. Those considerations come 
next. The gain of the amplifier is:. 

GVEA = 13M 0 Xcvc 

Where GM is the transconductance of the 
UC3853 voltage amplifier as specified in the 
data sheet as 485~S. Xcvc is the 
impedance of Cve at the second harmonic 
of the line frequency (2 0 fLmin). Solve the 
equation for Xcvc then convert the imped
ance to a capacitance value. 
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Cve= 13M 
2 0 7t 0 2 0 fLmin 0 GVEA 

Example: 

Cvc = 485 01O-6S = .0.15 0 10-6F 
2 0 7t 0 2 047Hz 0 5.73 

F. Unity Gain Voltage Loop Crossover 
Frequency: The unity gain frequency of the 
now completed voltage control loop is found 
next. The following equation gives the 
frequency at which the loop gain is equal to 
one. Solve for fVI. 

f 2- poGM°Gvo 
VI - (207t)20Co0CvC08VCOMpoVO 

Example: 

100W 0 485 0 10-6S 0 0.0075 
100 0 10-6F 0 0.15 010-6F 0 4.5V 0400V 

= 18.6Hz 

G. Rvc: Rvc is added to the loop compensation 
to give a pole at fVI. The value of Rvc is the 
resistance equal to the impedance of Cve at 
fVI. This gives approximately 45° of phase 
margin. A smaller value of Rvc will increase 
the phase margin at the expenSe of loop 
bandwidth. 

Example 

Rvc= 1 
2 0 7t 0 18.6Hz 00.15 0 10-6F 

= 570 1030 

The closest standard value is 5SW. 

H. Cvcz: Cvcz is added in series to Rve to 
break the. DC current path from the output of 
the voltage error amplifier to ground 
because the limited current capability of the 
transconductance amplifier stage. The zero 
added to the loop compensation increases 
the DC regulation of the output at the 
expense of increased peak-to-peak voltage 
excursions during transients. This zero 
introduced by Cvez must be set at least two 
octaves below fCI to maintain· a reasonable 
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phase margin. The value of Cvez must there
fore be at least four times the value of Cve. 

Cvez = 4· Cve 

Example: 

CVeZmin = 4 • 0.151lF = 0.61lF 

Choose Cvez = 1.01lF to give increased 
phase margin. 

13. Voltage Feedforward: The feedforward voltage 
comes from the bias supply VFF, which is 
supplied by a winding on the inductor. For the 
example converter, the turns ratio is set to give 
10.5VDC with minimum input voltage after all 
parasitic losses are taken into account. The 
second harmonic ripple voltage must be held to 
2% peak of VFFmin according to the THD bud
get in step #10 above. The numeric value of 
THD is used in the equation. See the text for 
further information. The peak-to-peak ripple 
voltage is given by: 

VR = 1t • VFF • THD 

Example: 

VR = 1t. 10.5V· 0.02 = 0.66Vpk-pk 

The current drawn by the control circuits is 
about 15mA. The value of CFF is given by: 

C _ IFF 
FF - VR. 2· fLmin 

Example: 
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C = 0.015A = 242. 10·6F 
FF O.66V. 2 • 47Hz 

Choose a standard value of 270IlF. 

14. Starting Resistors: CFF must be charged to 
11.5V to start the UC3853 and it is trickle 
charged from VIN by the current through RB. 
The current through RB at high line must not 
exceed the bias current of the UC3853 or VFF 
will not track the input voltage and feedforward 
will be lost. The value of RB may not be too 
large or the delay between the application of 
power and the start of the circuit will be too 
long. If the current through RB is less than 
5001iA at low line the circuit will never start. A 
1 sec delay at low line is chosen as the 
maximum value. This is an arbitrary decision 
within the guidelines given. 

R _ tDELAY·~ VINmin 
B - ,VFF. CFF 

Example: 

RB = 1sec.j"2: 80V = 36.1030 
11.5V· 270. 10·6F 

Split this into two 18kQ resistors because the 
voltage at high line is greater than 250V peak. 
At high line this gives 6.8mA of bias current 
which is less than IFF (15mA) so this value is 
acceptable. 

15. This completes the design of the boost power 
factor corrector. 

DESIGN TABLE FOR "UNIVERSAL" INPUT VOLTAGE RANGE 

POUT 25 50 75 100 125 150 200 (Watts) 

L 12 6.0 4.0 3.0 2.5 2.0 1.5 (mH) 

Co 25 50 75 100 125 150 200 (IlF) 

Rs 2.0 1.0 0.68 0.5 0.39 0.33 0.25 (0) 

CIN 0.22 0.5 0.68 1.0 1.0 1.0 1.0 (IlF) 

Q IRF820 -------------------> I RF830 ------------------>1 

DOUT MUR160 -------->1 MUR460 ----->1 MUR860 -------------->1 
BYV26C -------->1 BYM26C ------>1 

DIN 1 N4005 --------->1 MR856 -------------------------->1 
1 N4937 --------->1 BYW95C -------------------------->1 

Note: The values of the control circuit components remain the same and do not change with power out-
put as long as the main component values are selected from the table. The control circuit components 
do change value under several circumstances: 1) The main component values are different from those 
given in the table. 2) The input voltage range or frequency range is different from that specified for the 
example converter. 3) The THD budget is different. 4) The output voltage is different. 
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INDUCTOR DESIGN 
The 3.0mH inductor may be built as follows: 

Core: Micrometals T157-8/90 - OD = 1.57in. 

ID = 0.95in. Ht = 0.57in. m = 35 

Main winding: 250 turns #20AWG 

Auxiliary winding: 25 turns #28AWG 
The core is an iron powder toroid. The two wind
ings must be phased properly for correct operation 
of the converter. The main winding is best wound 
with bank or progressive winding rather than layer 
winding. Progressive or bank winding starts at one 
point on the core and winds progressively around 
the core until all the turns are in place. A small 
amount of backing up is required to get the wires to 
lay evenly on the core. The object is to get the turn
to-turn voltage to be as low as possible. This 
reduces the effective capacitance of the winding 
and increases the resonant frequency as well as 
eliminating the possibility of corona in the winding. 
The auxiliary winding needs to be insulated from 
the main winding and is wound outside the main 
winding. 

HEAT SINK 

The switch in the example converter dissipates 
approximately 8W at low line input. The heat sink is 
an Aavid 529802 and has a thermal resistance of 
5°CIW. 
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APPENDIX A: WHAT IS POWER FACTOR? 

If a resistor is connected to a sinusoidal AC power 
line, the current will be sinusoidal and it will be in 
phase with the voltage. Any deviation from this 
ideal results in distortion of the current waveform. 
The apparent power delivered to the load is the 
sum of the real power and the distortion. The ratio 
of the apparent power delivered to the load and the 
real power delivered is the power factor and has a 
value between zero and one. The current through a 
purely resistive load has no phase shift and no har
monic distortion and so has a power factor of 1.0. 
Power factor is given by the following equation: 

PF = Real Power 
VRMS olRMS 

The distortion of the input current has two compo
nents, a linear component which is the phase shift 
between the voltage and current and a non-linear 
component which is the harmonic distortion of the 
current waveform. The above equation for power 
factor may be solved for the phase distortion and 
the result becomes: 

PF = cos(8) 

Where 8 is the angle between the voltage sinusoid 
and the current sinusoid. This is the classic defini
tion of power factor as used by electric utilities and 
it is the major form of di tortion created by linear 
circuits such motors. 

The equation for power factor may also be solved 
for the harmonic distortion and the equation 
becomes: 

PF=----
1 + (THD)2 

Where THD is the Total Harmonic Distortion of the 
current. This equation is the one with which we are 
most concerned in power electronics. 

In a typical power electronics application the sinu
soidal voltage from the power line is rectified and 
filtered to produce a high DC voltage which is then 
changed by a DC/DC converter to some other volt
age which is useful to the system. The current from 
the rectifier and input filter generally has little phase 
shift but has much distortion. A choke input filter 
will produce a square wave input current with a 
power factor of about 0.9 and a THD near 50%. A 
capacitor input filter will produce a train of sharp 
current spikes with a power factor near 0.5 and 
THD over 100%. A power factor corrected input will 
produce a sinusoidal current which has a power 
factor of greater than 0.99 and harmonic distortion 
well below 5% at nominal load. 
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Power factor correction is required in much of the 
European Community for many electronic prod
ucts. Power factor correction simplifies the distribu
tion of electric power and thus reduces the cost to 

UNITRODE CORPORATION 
7 CONTINENTAL BLVD .• MERRIMACK, NH 03054 
TEl. 603-424-2410 • FAX 6Q3.-424-3460 
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the consumer. It is expected that the requirement 
for power factor correction will grow in the future. 

The boost power factor corrector is a boost con
verter whose control circuit programs the iriput cur-
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Linear Regulation 

Linear Controllers 
UNITRODEPARTNUMBER 

UC3832 UC3833 UC3834 UC3835 

Positive Positive Positive 1 
Type of Output Adjustable Adjustable Negative SV Fixed 

Adjustable 

Maximum Input Voltage 36V 36V 40V 40V 
Minimum Output Voltage 2.0V 2.0V + 1.SV 1-2.0V 
Output Drive 300mA 300mA 3S0mA SOOmA 
Type of Short Circuit Limit Duty Cycle Duty Cycle Foldback Foldback 
Reference Voltage Accuracy 2% 2% 3%/4% 2% 

Special Features Multiple Pins 8 Pin Package Built in Rsense Accessible 

Application I Design Note DN·32, DN-61, DN-32,DN·61, U-9S U-1S2 U-1S2 
Pin Count-:- 14, 16 8, 16 16 8, 16 
Page Number PS/S-11 PS/S-11 PS/S-18 PS/S-24 

Linear Controllers 
UNITRODE PART NUMBER 

UCC3837 

Type of Output Positive 
Adjustable 

Maximum Input Voltage 12V 
Minimum Output Voltage 1.SV 
Output Drive 1.SmA 
Type of Short Circuit Limit Duty Cycle 
Reference Voltage Accuracy 2% 

"Internal Charge 

Special Features 
Pump 

"Direct N-FET 
Drive 

Application I Design Note 
Pin Count-:- 8 
Page Number PS/S-28 
.,. The smallest available pin count for thru-hole and surface mount packages. 
+ New Product 
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UC3836 

Positive 
Adjustable 

40V 

2.SV 
SOOmA 

Foldback 
2% 

Built in Rsense 

8, 16 
Ps/S-24 



Selection Guides - Linear Regulation 

Linear Regulation (cont.) 

Low Dropout UNITRODE PART NUMBER 
Linear Regulators UC381 UC382-1 UC382-2 UC382-3 
Output Voltage 3.3V, 5V, ADJ 1.5V 2.1V 2.5V 
Dropout Voltage 0.5Vat 1A 450mVat 3A 450mVat 3A 450mVat 3A 
Output Voltage Accuracy 2.5% 1% 1% 1% 
Maximum Input Voltage 9V 7.5V 7.5V 7.5V 
Shutdown Current 101lA 
Operating Current 4001lA 
Line Regulation 0.01%/V 

Load Regulation 0.1%, 'OUT=Oto 
1A 

Special Features Power Limit Fast Transient Fast Transient Fast Transient 
Response Response Response 

Pin Count-:- 8 5 5 5 
Page Number PPI7-5 PS/5-5 PS/5-5 PS/5-5 

Low Dropout UNITRODE PART NUMBER 
Linear Regulators UC383 UC384 
Output Voltage 3.3V, 5V, ADJ 5V,12V,ADJ 
Dropout Voltage 0.45Vat 3A 0.2V at 500mA 
Output Voltage Accuracy 2.5% 2.5% 
Maximum Input Voltage 9V -16V 
Shutdown Current 401lA 171lA 
Operating Current 4001lA 2401lA 
Line Regulation 0.01%/V 0.01%/V 

Load Regulation 0.1%, lOUT = 0 to 0.1%,IOUT=Oto 
1A 500mA 

Special Features Power Limit Power Limit 

PinCounW- 3 8 
Page Number PPI7-12 PPI7-19 
.. The smallest available pin count for thru-hole and surface mount packages. 
+ New Product 
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UC385-1 UC385-2 
1.5V 2.1V 

450mVat 5A 450mVat 5A 
1% 1% 

7.5V 7.5V 

Fast Transient Fast Transient 
Response Response 

5 5 
PS/5-35 PS/5-35 

O::!J -
UC382-ADJ 

1.2V / Adjustable 
450mVat 3A 

1% 
7.5V 

Fast Transient 
Response 

5 
PS/5-5 

UC385-3 
2.5V 

450mVat 5A 
1% 

7.5V 

Fast Transient 
Response 

5 
PS/5-35 
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Linear Regulation (cont.) 

Low Dropout UNITRODE PART NUMBER 
Linear Regulators UC385-ADJ UC386+ UC387+ UC388+ 

Output Voltage 1.2V / Adjustable 3.3V 5V Adjustable down 
to 1.25V 

Dropout Voltage 450mVat 5A O.2V at 200mA O.2V at 200mA O.2Vat 200mA 
Output Voltage Accuracy 1% 1.5% 1.5% 1.5% 
Maximum Input Voltage 7.5V 9V 9V 9V 
Shutdown Current 2J.LA 2J.LA 2J.LA 
Operating Current 10J.LA 10J.LA 10J.LA 
Line Regulation 25mV max 25mVmax 25mV max 
Load Regulation 10mVmax 10mVmax 10mV max 

Special Features Fast Transient TSSOP TSSOP TSSOP Response 
Pin Count·:· 5 8 8 8 
Page Number PS/5-35 PP/7-29 PP/7-29 PP/7-29 

Special Functions UNITRODE PART NUMBER 
Linear Regulators UC560 UCC561+ 
Type of Output Positive Positive 

Source / Sink LVD SCSI 

Application Regulator for the Regulator for the 
18 and 27 Line 18 and 27 Line 

SCSI Termination Termination 

Input Voltage 4V-6V 2.7V- 5.25V 

Output Voltage 2.85V 1.3V, 1.75V, 
O.75V 

Dropout Voltage O.9V at 750mA 
Bus Standard SCSI-l,2,3 SPI-2,3 
Sink I Source Current 300mA /-750mA 200mA /-200mA 
Application I Design Note 
Pin Count·:· 5,8 16 
Page Number IF/4-3 IF/4-7 
-> The smallest available pin count for thru-hole and surface mount packages. 
+ New Product 
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UC563+ 
Positive 

32 Line VME Bus 
Bias Generator 

4.875V-5.25V 

2.94V 

VME/VME64 
475mA /-575mA 

3,8 
IF/4-10 

[1JJ -
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~UNITROCE 
UC182-1,-2,-3,-ADJ 
UC282-1,-2,-3,-ADJ 
UC382-1,-2,-3,-ADJ 

Fast LDO Linear Regulator 
FEATURES 
• Fast Transient Response 

• 1 OmA to 3A Load Current 

• Short Circuit Protection 

• Maximum Dropout of 4S0mV at 3A 
Load Current 

• Separate Bias and VIN Pins 

• Available in Adjustable or Fixed 
Output Voltages 

• S Pin Package allows Kelvin Sensing 
of Load Voltage 

• Reverse Current Protection 

BLOCK DIAGRAM 

DESCRIPTION 

The UC382 is a low dropout linear regulator providing a quick response to 
fast load changes. Combined with its precision on-board reference, the 
UC382 excels at driving GTL and BTL buses. Due to its fast response to 
load transients, the total capacitance required to decouple the regulator's 
output can be significantly decreased when compared to standard LDO lin
ear regulators. 

Dropout voltage (VIN to VOUn is only 4S0mV maximum at 100°C and 
3S0mV typical at 3A load. 

The on-board bandgap reference is stable with temperature and scaled for 
a 1.200V input to the internal power amplifier. The UC382 is available in 
fixed output voltages of 1.SV, 2.1V, or 2.SV. The output voltage of the ad
justable version can be set with two external resistors. If the external resis
tors are omitted, the output voltage defaults to 1.2V. 

VB 

r------------ ------------------, 

01199 

1.2V 
BANDGAP + 

REFERENCE 

L _____ _ 

SHORT 
R1 R2 CIRCUIT f--------<J) 

SENSE 

3 ---

GND 

UC382-ADJ 
UC382-1 (1.5V) 
UC382-2 (2.1V) 
UC382-3 (2.5V) 

R1 R2 
OPEN a 
2k 500n 
2k 1.5k 
2k 2.167k 

5 -------------- 4 

ADJ VOUT 

S-S 

I 
I 
I 
I 
I 
I 

VIN 

UOG-96037-1 



UC182-1,-2,-3,·ADJ 
UC282-1,-2,-3,·ADJ 
UC382-1,-2,-3,·ADJ 

ABSOLUTE MAXIMUM RATINGS 
VB ............................................ 13V 
VIN .......................................... +7.5V 
Output Voltage ........................... + 1.2V to 6.0V 
Storage Temperature ................... -65°C to +150°C 
Junction Temperature ................... -55°C to +150°C 
Lead Temperature (Soldering, 10 sec.) ............. +300°C 

ORDERING INFORMATION 

ucrn29-~ 
Loutput Voltage 

Package 
Temperature Range 

Currents are positive into, negative out of the specified termi
nal. Consult Packaging Section of Databook for thermallimita
tions and considerations of packages. 

Temperature Range Package Output Voltage 

CONNECTION DIAGRAMS 

5-Pin TO-220 (Top View) 
TPackage 

Note: Tab tied to Pin 3. 

1: -55°C to + 125°C T: TO-220 1: 1.5V 

2: -25°C to +100°C TD: TO-263 2: 2.1V 

3: O°C to +100°C 3: 2.5V 
ADJ: 1.2V or Adjustable 

S·Pin TO-263 (Top View) 

TO Package [J ADJ 

4 VOUT 
3 GND 
2 VIN 
1 VB 

Note: Tab tied to Pin 3. 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these parameters apply for TA = -55°C to 125°C for the 
UC182-X series, -25°C to +1 OO°C for the UC282-X series and O°C to + 100°C for the UC382-X, VB = 5V; VIN = 3.3V, VOUT = 
2 5V for the UC382-ADJ TA - TJ , -

PARAMETERS TEST CONDITIONS MIN TYP MAX UNITS 

UC382-3 Fixed 2.5V, 3A Family 

Output Voltage (IVOUT = 1OOmA) UC382-3 2.475 2.500 2.525 V 

UC282-3 and UC182-3 2.450 2.500 2.525 V 

Load Regulation IVOUT = 1 OmA to 3A 0.5 4 mV 

VIN PSSR 80 100 dB 

VBPSSR 50 60 dB 

VIN Dropout Voltage = VIN-VOUT IVOUT = 3A, TJ = 25°C 350 425 mV 

IVOUT = 3A, UC382-3 350 450 mV 

IVOUT = 3A, UC282-3 and UC182-3 350 500 mV 

VB Dropout = VB-VOUT IVOUT = 3A, UC382-3 1.8 2.10 V 

IVOUT = 3A, UC282-3 1.8 2.20 V 

IVOUT = 3A, UC182-3 1.8 2.35 V 

Short Circuit Current Limit 3.3 4.5 A 

VB Current IVOUT= 10mA 6 9 rnA 

IVOUT=3A 18 60 rnA 

VIN Current IVOUT=3A 2.94 2.97 A 

UC382-2 Fixed 2.1V, 3A Family 

Output Voltage (lVOUT = 100mA) UC382-2 2.079 2.100 2.121 V 

UC282-2 and UC182-2 2.058 2.100 2.121 V 

Load Regulation IVOUT = 10mA to 3A 0.5 4 mV 

VIN PSSR 80 100 dB 

5-6 



UC182-1,-2,-3,-ADJ 
UC282-1,-2,-3,-ADJ 
UC382-1,-2,-3,-ADJ 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these parameters apply for TA = -55°C to 125°C for the 
UC182-X series, -25°C to +1 OO°C for the UC282-X series and O°C to + 100°C for the UC382-X, VB = 5V; VIN = 3.3V, VOUT = 
2 5V for the UC382-ADJ TA - TJ , -

PARAMETERS TEST CONDITIONS MIN TYP MAX UNITS 

UC382-2 Fixed 2.1V, 3A Family (cont.) 

VB PSSR 52 62 dB 

VIN Dropout Voltage = VIN-VOUT IVOUT = 3A, TJ = 25°C 350 425 mV 

IVOUT = 3A, UC382-2 350 450 mV 

IVOUT = 3A, UC282-2 and UC182-2 350 500 mV 

VB Dropout = VB-VOUT IVOUT = 3A, UC382-2 1.8 2.10 V 

IVOUT = 3A, UC282-2 1.8 2.20 V 

IVOUT = 3A, UC182-2 1.8 2.35 V 

Short Circuit Current Limit 3.3 4.5 A 

VB Current IVOUT = 10rhA 6 9 mA 

IVOUT = 3A 18 60 mA 

VIN Current IVOUT= 3A 2.94 2.97 A 

UC382-1 Fixed 1.5V, 3A Family 

Output Voltage (lVOUT = 100mA) UC382-1 1.485 1.500 1.515 V 

UC282-1 and UC182-1 1.470 1.500 1.515 V 

Load Regulation IVOUT = 10mA to 3A 0.5 4 mV 

VIN PSSR 80 100 dB 

VB PSSR 55 65 dB 

VIN Dropout Voltage = VIN-VOUT IVOUT = 3A, T J = 25°C 350 425 mV 

IVOUT = 3A, UC282-1 350 450 mV 

IVOUT = 3A, UC282-2 and UC182-1 350 500 mV 

VB Dropout = VB-VOUT IVOUT = 3A, UC382-1 1.8 2.10 V 

IVOUT = 3A, UC282-1 1.8 2.20 V 

IVOUT = 3A, UC182-1 1.8 2.35 V 

Short Circuit Current Limit 3.3 4.5 A 

VB Current IVOUT= 10mA 6 9 mA 

IVOUT= 3A 18 60 mA 

VIN Current IVOUT= 3A 2.94 2.97 A 

UC382·ADJ Adjustable, 3A Family 

ADJ Voltage (IVOUT = 100 mAl UC382-ADJ 1.188 1.200 1.212 V 

UC282-ADJ and UC182-ADJ 1.176 1.200 1.212 V 

Load Regulation IVOUT = 10mA to 3A 0.5 4 mV 

VIN PSSR VOUT Programmed for 2.5V 80 100 dB 

VB PSSR VOUT Programmed for 2.5V 50 60 dB 

VIN Dropout Voltage = VIN-VOUT IVOUT = 3A, TJ = 25°C 350 425 mV 

IVOUT = 3A, UC382-ADJ 350 450 mV 

IVOUT = 3A, UC282-ADJ and UC182-ADJ 350 500 mV 

VB Dropout = VB-VOUT IVOUT = 3A, UC382-ADJ 1.8 2.10 V 

IVOUT = 3A, UC282-ADJ 1.8 2.20 V 

Short Circuit Current Limit 3.3 4.5 A 

VB Current IVOUT= 10mA 6 9 mA 

IVOUT = 3A 18 60 mA 

VIN Current IVOUT =3A 2.94 2.97 A 

5·7 



PIN DESCRIPTIONS 
ADJ: In the adjustable version, the user programs the 
output voltage with two external resistors. The resistors 
should be 0.1 % for high accuracy. The output amplifier is 
configured as a non-inverting operational amplifier. The 
resistors should meet the criteria of R3 II R4 < 100n. 
Connect ADJ to VOUT for an output voltage of 1.2V. 
Note that the point at which the feedback network is 
connected to the output is the Kelvin sense point. 

GND: For accurate results, the GND pin should be 
referenced to the load ground. 

VB: Supplies power to all circuits of the regulator except 
the collector of the output power transistor. The 2V 
headroom from VB to VOUT allows the use of a 
Darlington output stage for inherently low output 

1.9 

~ 1.8 

5 
0 
Q. 
0 
II: 
~ 1.7 

1.6 

0 2 3 

IL(A) 

Figure 1. Typical Dropout (VB - VOUT), TJ = 27°C 

APPLICATION INFORMATION 
The UC382 is easy to use. The adjustable version re
quires two 0.1 % resistors to set the output voltage. The 
fixed versions of the UC382 require no external resistors. 
All versions of the UC382 require decoupling capacitors 
on the input and output. In a typical application, VB and 
VIN are driven from switching power supplies which may 
have large filter capacitors at their outputs. If the UC382 
is further.than 12 inches from the power supply, it is rec
ommended to add local decoupling as close as possible 
to the linear regulator. 

Decouple the output of the UC382 with at least 100l1F of 
high quality tantalum or Sanyo OSCON capacitors close 
to the VOUT pin for maximum stability. Many applica
tions involving ultra fast GTL or BTL applications require 
additional capacitance close to the load. The exact 

UC182-1,-2,-3,-ADJ 
UC282-1,-2,-3,-ADJ 
UC382-1,-2,-3,-ADJ 

impedance and fast response. (Dropout is derated for 
junction temperatures below O°C.) 

VIN: Supplies the current to the collector of the output 
power transistor only. The dropout (VIN-VOUT) is under 
100mV for light loads; maximum dropout is 450mV at 3A 
for T J = O°C to +11 O°C. (Dropout is derated for junction 
temperatures over 110°C.) At full load, the majority of the 
VB current is going to the load. 

VOUT: This pin should be connected to the load via a 
low impedance path. Avoid connectors which add 
significant inductance and resistance. Note that even 
though a Kelvin sense is available through a 5 pin 
package, care must be taken since voltage drops along 
wire traces add to the dropout voltage. 

400 

~ 300 
j::' 
:::I 
0 .. 
0 

~ 200 

100 
100mA lA 2A 3A 

IL 

Figure 2. Typical Dropout (V,N - VOUT), TJ = 27°C 

amount will vary according to speed and magnitude of 
the load transients and the tolerance allowed for tran
sients on VOUT. When specifying the decoupling capaci
tors, the series resistance of the capaCitor bank is an 
important factor in its ability to filter load transients. 

The UC382 allows for Kelvin sensing the voltage at the 
load. This improves regulation performance and elimi
nates the voltage drops due to wire trace resistance. 
This voltage drop must be added to the headroom (VIN 
to VOUT and VB to VOUn. The dropout of 450mV is 
measured at the pins and does not include additional 
drops due to trace resistance. The minimum load current 
is 10mA. 

Two or more UC382's may be used in parallel. While sta
ble, this arrangement does degrade the transient re
sponse. 
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APPLICATION INFORMATION (cant.) 

60 

50 

40 --- " ........ 
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~ 30 
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10 

o 
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Figure 3. Open Loop Gain (fOlJflF Output 
Capacitance, fA Load). 
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UC182-1,-2,-3,-ADJ 
UC282-1,-2,-3,-ADJ 
UC382-1,-2,-3,-ADJ 

-1\ 
"'-

-160 

100 1k 10k 100k 1M 
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Figure 4. Open Loop Phase (fO~F Output 
CapaCitance, fA Load). 
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10M 

10k 100k 1M 10M 
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Figure 5. PSRR (VsJ 2.5V Out. 

5V 

1111F 

-J-CER 

VB Vo=1.2V 
3.3V 

d;4.7I1F 

VIN VO 

U d;100I1F 12H1 
~ PULSE ~ 

UC382-ADJ IRF ~ GENERATOR_ 
~TANT ADJ ITANT R1 5~ = 
- GND UDG-96038 ~ -$'" 

Figure 6. Transient test circuit. 
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APPLICATION INFORMATION (cont.) 

tNo 11D __ """"",,,,,, 

10mVIDIV 

UC182-1,-2,-3,-ADJ 
UC282-1,-2,-3,-ADJ 
UC382-1,-2,-3,-ADJ 

: .. ! ... +-+._; . ..j..+++.++ . ..;. . ..;..+.+.+++ .. ;;; ... ;;j.;;;::i •••• !.;:::i.";';;:1" ;;:i-".t. ~.;.' .... ..;.' -!-+";-;"--io; 

. . . . ' . .. i.\.:.. 

·t 
"t ....... l-... 
T 

:f .......... 'T" 
:t 

2J.lS1DIV 

Figure 7. 1DmA to 3At1J.s load transient response. 

+5Vo-.,---, 

VB 

KELVIN SENSE 
POINT 

+ VOUT 1-+--,..---,..-. +1.8V OUTPUT 

UC382-ADJ 
R3 + 
60n T,330llF T 2.21lF 

-L0SCON -L CER 
R4."". ."". 

+3.3V 

120n 
+----' 

UDG-98039 

+5V i 4.71lF 

KELVIN SENSE 

I POINT 

+ VB VOUT J ::1,~ ::1" +1.5V OUTPUT 
UC382-1 }330llF 12.21lF 

VIN GND ADJ OSCON CER 

-=:=:- -==-
~ 

UDG-96040 

Figure 8. Typical UC382-AOJ application Figure 9. Typical UC382-1, -2, or -3 application 

UNITRODE CORPORATION 
7 CONTINENTAL BLVD .• MERRIMACK. NH 03054 
TEL. (803) 424·2410 FAX (803) 424-3460 

5-10 



~UNITRODE 
UC183213 
UC283213 
UC383213 

Precision Low Dropout Linear Controllers 

FEATURES 
• Precision 1 % Reference 

• Over-Current Sense Threshold 
Accurate to 5% 

• Programmable Duty-Ratio 
Over-Current Protection 

• 4.5V to 36V Operation 

• 100mA Output Drive, Source or 
Sink 

• Under-Voltage Lockout 

Additional Features of the UC1832 
series: 

• Adjustable Current Limit to 
Current Sense Ratio 

• Separate +VIN terminal 

• Programmable Driver Current 
Limit 

• Access to VREF and E/A(+) 

• Logic-Level Disable Input 

BLOCK DIAGRAMS 

UCx832 

6/94 

Logic 
Disable 

Compl 
Shutdown 

DESCRIPTION 
The UC1832 and UC1833 series of precision linear regulators include all the 
control functions required in the design of very low dropout linear regulators. 
Additionally, they feature an innovative duty-ratio current limiting technique 
which provides peak load capability while limiting the average power dissipa
tion of the extemal pass transistor during fault conditions. When the load cur
rent reaches an accurately programmed threshold, a gated-astable timer is 
enabled, which switches the regulator's pass device off and on at an exter
nally programmable duty-ratiO. During the on-time of the pass element, the 
output current is limited to a value slightly higher than the trip threshold of the 
duty-ratiO timer. The constant-current-limit is programmable on the UCx832 to 
allow higher peak current during the on-time of the pass device. With 
duty-ratio control, high initial load demands and short circuit protection may 
both be accommodated without extra heat sinking or foldback current limiting. 
Additionally, if the timer pin is grounded, the duty-ratiO timer is disabled, and 
the IC operates in constant-voltage/constant-current regulating mode. 

These IC's include a 2 Volt (±1 %) reference, error amplifier, UVLO, and a high 
current driver that has both source and sink outputs, allowing the use of either 
NPN or PNP extemal pass transistors. Safe operation is assured by the inclu
sion of under-voltage lockout (UVLO) and thermal shutdown. 

The UC1833 family includes the basic functions of this design in a low-cost, 
8-pin mini-dip package, while the UC1832 series provides added versatility 
with the availability of 14 pins. Packaging options include plastic (N suffix), or 
ceramic (J suffix). Specified operating temperature ranges are: commercial 
(O°C to 70°C), order UC383213 (N or J); industrial (-25°C to 85°C), order 
UC283213 (N or J); and military (-55°C to 125°C), order UC183213J. Surface 
mount packaging is also available. 

5-11 

UCx833 

TRC 

Compl 
Shutdown 

UDG·9204 



ABSOLUTE MAXIMUM RATINGS 
Supply Voltage +VIN .............................. 40V 
Driver Output Current (Sink or Source) ............. 450mA 
Driver Sink to Source Voltage ....................... 40V 
TRC Pin Voltage ......................... -o.3V to 3.2V 
Other Input Voltages ...................... -o.3V to +VIN 
Operating Junction Temperature (note 2) .... -55°C to +150°C 
Storage Temperature ................... -65°C to +150°C 
Lead Temperature (Soldering, 10 Seconds) ...•...... 300°C 

CONNECTION DIAGRAMS 

OIL-14 (Top View) UC1832 

J Or N Package 

---......;--
I IT BI ~urrent +VIN 1 14 ense(+) 

comp~ cg: ~current Shutdown 2 13 Sensei _) 

E/A(+)[! ~Timer RC 

+2V REF [± :ill VAOJ 

Gnd[I ~Sink 

L09i~[]: 1] Disable 6 9 EI A( -) 

Limit [I llSource 

SOIC-16 (Top View) 
OW Package 

+VI~[I 
~ ~ ~~~rSeen(~) 

comp(rg ~purrent Shutdown 2 5 Sense(.) 
E/A(+)[j ~Timer RC 

+2V REF[1 ~N/C 
Gnd!] ~VADJ 

Logl~1! IillN/C Oisa Ie 6 

Llmltll ~Slnk 
Sourca[! I!JE/A(.) 

LCC-20 & PLCC-20 PACKAGE PIN FUNCTION 
L&Q Package FUNCTION PIN 
(Top View} N/C 1 

+VIN 2 
Como/Shutdown 3 

L3 2 1 2019 E/AI+) 4 

4 18 +2V REF 5 
N/C 6 

5 17 iGnd 7 
6 16 Loaic Disable 8 

7 15 Limit 9 

8 14 
Source 10 

9 10 11 12 13 N/C 11 
ElA(-) 12 
Sink 13 
VADJ 14 
NlC 15-17 
TimerRC 18 
Current Sense(-) 19 
Current Sense/+) 20 

UC1.832/3 
UC2832/3 
UC3832/3 

Note 1: Unless otherwise indicated, voltages are referenced to 
ground and currents are positive into, negative out of, the speci
fied terminals. 

Note 2: See Unitrode Integrated Circuits databook for informa
tion regarding thermal specifications and limitations of pack
ages. 

OIL-8 (Top View) UC1833 

J Or N Package 

+VIN& ~ Current 
C/S(+) IT t!J Sense(-) 
comp~~ t?J . Shutdown 2 7 Timer RC 

Gnd@: ~Sink 
Source [I ~ E/A(-) 

SOIC-16 (Top View) 
OW Package 

C~(:;o: ~ 

~~~~rent Comp(rg ~ Sense(-) Shutdown 2 

N/C[j ~Timer RC 

N/C[1 ~N/C 
Gnd!] ~N/C 
N/CI! ITIlN/C 
N/cll pm Sink 

Source[! I!J EI A(-) 

LCC-20 & PLCC-20 PACKAGE PIN FUNCTION 
L &Q Package FUNCTION PIN 
(Top View} +VIN & C/S1+) 1 

N/C 2 
N/C 3 

/3 2 1 2019 N/C 4 

4 18 Como/Shutdown 5 

5 17 
Gnd 6 
N/C 7 

6 16 N/C 8 
7 15 N/C 9 

8 14 Source 10 

9 10 11 12 13 N/C 11 
ElAC-l 12 
N/C 13 
N/C 14 
Sink 15 
TimerRC 16 
Current Sense(+) 17 
N/C 18-20 
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UC183213 
UC283213 
UC383213 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, specifications hold for TA = O°C to 70°C for the 
UC383213, -25°C to 85°C for the UC283213, and -55°C to 125°C for the 
UC1832/3, +VIN = 15V, Driver sink = +VIN, C/S(+) voltage = +VIN. TA=TJ. 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

Input Supply 

Supply Current +VIN =6V 6.5 10 mA 

+VIN = 36V 9.5 15 mA 

Logie Disable = 2V (UCx832 only) 3.3 mA 

Reference Section 

Output Voltage (Note 3) T J = 25°C, IDRIVER = 10mA 1.98 2.00 2.02 V 

over temperature, IDRIVER = lOrnA 1.96 2.00 2.04 V 

Load Regulation (UCx832 only) lOUT = 0 to 10mA -10 -5.0 mV 

Line Regulation +VIN = 4.5 to 36V, IDRIVER = 10mA 0.033 0.5 mVN 

Under-Voltage Lockout Threshold 3.6 4.5 V 

Logic Disable Input (UCx832 only) 

Threshold Voltage 1.3 1.4 1.5 V 

Input Bias Current Logic Disable = OV -5.0 -1.0 JIA 

Current Sense Section 

Comparator Offset 95 100 105 mV 

Over Temperature 93 100 107 mV 

Amplifier Offset (UCx833 only) 110 135 170 mV 

Amplifier Offset (UCx832 only) VADJ = Open 110 135 170 mV 

VADJ = lV 180 235 290 mV 

VADJ = OV 250 305 360 mV 

Input Bias Current VCM= +VIN 65 100 135 IlA 
Input Offset Current (UCx832 only) VCM= +VIN -10 10 IlA 
Amplifier CMRR (UCx832 only) VCM = 4.1V to +VIN+0.3V 80 dB 

Transconductance ICOMP = ±1 001lA 65 mS 

VADJ Input Current (UCx832 only) VADJ = OV -10 -1 J1A 

Timer 

Inactive Leakage Current C/S(+) = C/S(-) = +VIN; TRC pin = 2V 0.25 1.0 !!A 

Active Pullup Current C/S(+) = +VIN, C/S(-) = +VIN - O.4V; TRC pin = OV -345 -270 -175 IlA 
Duty Ratio (note 4) ontime/period, RT = 200k, CT = 0.27!!F 4.8 % 

Period (notes 4,5) ontime + offtime, RT = 200k, CT = 0.27!!F 36 ms 

Upper Trip Threshold (Vu) 1.8 V 

Lower Trip Threshold (VI) 0.9 V 

Trip Threshold Ratio VuNi 2.0 VN 

Error Amplifier 

Input Offset Voltage (UCx832 only) VCM = VCOMP = 2V -8.0 8.0 mV 

Input Bias Current VCM = VCOMP = 2V -4.5 -1.1 IlA 
Input Offset Current (UCx832 only) VCM = VCOMP = 2V -1.5 1.5 IlA 
AVOL VCOMP = lV to 13V 50 70 dB 

CMRR (UCx832 only) VCM = OV to +VIN - 3V 60 80 dB 

PSRR (UCx832 only) VCM = 2V, +VIN = 4.5 to 36V 90 dB 

Transconductance ICOMP = ±1 01lA 4.3 mS 

VOH ICOMP = 0, Volts below +VIN .95 1.3 V 

VOL ICOMP = 0 .45 0.7 V 

IOH VcoMP=2V -700 -500 -100 IlA 
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UC183213 
UC283213 
UC383213 

ELECTRICAL Unless otherwise stated, specifications hold for TA = O°C to 70°C for the UC3832/3, -25°C to 
CHARACTERISTICS (cont.) 85°C for the UC2832/3, and -55°C to 125°C for the UC1832/3, +VIN = 15V, Driver sink = 

+VIN, C/S(+) voltage = +VIN. TA=TJ. 

PARAMETER 

Error Amplifier (cont.) 

IOL 

Driver 

Maximum Current 

Limiting Voltage (UCx832 only) 

Intemal Current Sense Resistance 
Pull-Up Current at Driver Sink 

Pull-Down Current at Driver Source 

Saturation Voltage Sink to Source 

Maximum Source Voltage 

UVLO Sink Leakage 

Maximum Reverse Source Voltage 

Thermal Shutdown 

Note 3: On the UGxB33 this voltage is 
defined as the regulating level at the er
ror amplifier inverting input, with the er
ror amplifier driving V SOURCE to 2V. 
Note 4: These parameters are first-order 
supply-independent, however both may 
val}' with supply for + V1N less than about 
4V. This supply variation will cause a 
slight change in the timer period and 
duty cycle, although a high 
off-time/on-time ratio will be maintained. 
Note 5: With recommended RT value of 
200k, T OFF. RT CT • In(VuNl) ± 10%. 
Note 6: The intemal current limiting volt
age has a temperature dependence of 
approximately-2.0mV;oC, or 
-2BOOppm/"G. The internal 2.4 n sense 
resistor has a temperature dependance 
of approximately + 1500ppm/"C. 

TEST CONDITIONS MIN TYP MAX UNITS 

VCOMP = 2V, C/S(-) = +VIN 100 500 700 JlA 
VCOMP = 2V, C/S(-) = +VIN - O.4V 2 6 mA 

Driver Limit & Source pins common; TJ = 25°C 200 300 400 mA 

Over Temperature 100 300 450 mA 

Driver Limit to Source voltage at current limit, 

ISOURCE = -10mA; TJ = 25°C (Note 6) .72 V 

TJ = 25°C (Note 6) 2.4 n 
Compensation/Shutdown = O.4V; Driver Sink = +VIN - 1 V -800 -300 -100 JlA 
Compensation/Shutdown = O.4V, +VIN = 36V; Driver 

Sink = 35V -1000 -300 -75 JlA 
Compensation/Shutdown = O.4V; Driver Source = 1V 150 300 700 JlA 
Driver Source = OV; Driver Current = 100mA 1.5 V 

Driver Sink = +VIN, Driver Current = 100mA 

Volts below +VIN 3.0 V 

+VIN = C/S(+) = C/S(-) = 2.5V, Driver Sink = 15V, Driver 

Source = OV, TA = 25°C 25 JlA 
Compensation/Shutdown = OV; ISOURCE = 100JlA, 
+VIN=3V 1.6 V 

160 °C 

APPLICATION AND OPERATION INFORMATION 

NPN Pass (Local 1 OOmA Regulator) (UCx833) 

+15V 1.0 

r-------------------~ VOUT 

I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 100mV Camp 

I UCx833 
1 ______ ------
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APPLICATION AND OPERATION INFORMATION {cont.} 

UC183213 
UC283213 
UC383213 

PNP Pass (Low Drop-Out Regulator) (UCx833) 

+15V 0.1 1.0A 
-l> 

r-----------~ VOUT 
12V 

I i +---f--,-{ 
10k 

:::2V 
LL--=_--'..... 22 

I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 

>----!---r-r---<i 

2k 

I 100mV Comp 

LU~~!3 _______ _ 

UDG-92042-1 

NPN Pass (Medium Power, Low Drop-Out Regulator) (UCx832) 

0.02 

"v o-,----+-+--r----, 
Hi VIN 
(aux) 

1N4148 

I 
I 
I 
I 
I 100mV Comp 

I UCx832 1-____________ _ 

TRC 

Estimating Maximum Load Capacitance 
For any power supply, the rate at which the total output 
capacitance can be charged depends on the maximum 
output current available and on the nature of the load. For 
a constant-current current-limited power supply, the out
put will come up if the load asks for less than the maxi
mum available short-circuit limit current. 

To guarantee recovery of a duty-ratio current-limited 
power supply from a short-circuited load condition, there 
is a maximum total output capacitance which can be 
charged for a given unit ON time. The design value of ON 
time can be adjusted by changing the timing capacitor. 
Nominally, TON = 0_693 x 10k X CT-

Typically, the IC regulates output current to a maximum 
of IMAX = K X ITH, where ITH is the timer trip-point current, 

~------~~VOUT 
5V 

3k 

1.2k 2k 

UDG-92043-1 

d K Current Sense Amplifier Offset Voltage 
an = ---------'-------=--

100mA 

<=1.35 for UCx833, and is variable from 1.35 to 3.05 
with V ADJ for the UCx832. 

For a worst-case constant-current load of value just less 
than ITH' CMAX can be estimated from: 

CMAX =«K -1)ITH f TON ), '\VOUT 

where VOUT is the nominal regulator output voltage. 

For a resistive load of value RL, the value of CMAX can be 
estimated from: 

TON 
CMAX = -R-L e ----;or~(--v:--=----)--l"""""l 

Il1 OUT J N -KeITHeRL 
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APPLICATION AND OPERATION INFORMATION (cont.) 

~ , 
Q) 

I 
~ 
1) 

~ 

Current Sense Am lifler Offset Volta e vs VADJ 
320 
300 

280 

280 

240 
220 

200 

180 
180 

140 

120 

~ 

" " ........ ....... 
........ 

r-... 
.... 1'00.. 

........ 

0.00 0.25 0.50 0.75 1.00 ·1.25 1.50 1.75 2.00 2.25 2.50 

UCx832133 Timer Function 

Internal 
2.7V 

CIS Comp 
10k ~

rom 

TRC Pin 

VADJ (Pin 11 - UCx832 only) - V 

UCx832133 Current Sense In 

To EtA 
Shutdown 

VADJ 

UCx832 only, 
see note· 

C/S(+) 

To Timer To E/A 
Input Override 

UC183213 
UC283213 
UC383213 

uratlon 
C/S(-) 

1.8V to.95V ·Note: Vos=35mV for UCx833 
Vos=205 to 35mV for UCx832 

Load current, timing capacitor Yoltage, and output Yoltage of 
the regulator under fault conditions. 

E E= Output VB NB 
Current 135mV---;" 

1100mVj 

10 (nom) 

CT 
Voltage 

Vo (nom) 

Output 
Voltage 

f- UTH 

I- L TH 

RollcL 

Overload 
r---------, 

I \ 

f--- ,- \ 
\ 

\ 
\ 
,--

L: i~ I l~ 
i'-

\ 
r--

v 
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APPLICATION AND OPERATION INFORMATION (cont.) 

UC183213 
UC283213 
UC383213 

120 

100 

~ 80 
60 

...J 
g 40 
<r: 

20 

o 
-20 

UCX832 Error Amplifier 

AVOL vs Frequency and Cc 

1 E+oo 1 E-Hll 1 E-Hl2 1 E-Hl3 1 E+04 1 E+05 1 E+06 1 E+07 

Frequency - (Hz) 

UCx832 Error Amplifier 

Transconductance and Phase vs Frequency " c:' ·.rT~ .tt:. It-. ~-~-+-U 
J.'~.+j'+'j '+i~~'~"~'+~~~~j 

10 100 1000 

Frequency - (kHz) 

UNITRODE CORPORATION 
7 CONTINENTAL BLVD.· MERRIMACK, NH 03054 
TEL. (603) 424-2410 FAX (603) 424-3460 

10000 
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UCx832 Current Sense Amplifier 

AVOL vs Frequency and CC 

~ 80 
40 

...J 
g 20 
<r: 

o 
-20 

0.001 0.01 0.1 10 100 1000 10000 

Frequency - (Hz) 

UCx832 Current Sense Amplifier 

Transconductance and Phase vs Frequency 

Gm'mmho) Phase Shill (degrees) 

100 f=='-:: ~ ~ ~-II I . r fliT 110 

:~~~~~~:~~ ::;~~~i~~~T,I'IlI1SCOffi;~1~drU('t"11r=~~~:~c~ ~ ~ J ~ L~~~.~p.hase~sJJif1rl J~ . I-50 
~~ 'I ~ I "t-B 11 i 

I~::~~~~:~ :~:::H ~ ~ ~~~~:~~J~~: ~:~~:~~ ~~~" ~ ~ ~~~~'~ =~~ A~~ ~~~~~~ -100 r~~~~~~~~l-LITltl. ~~~~~~~~~1 +1 ...I,IIL ·'M 
I I I! III II! I i 1 1 ,1 I I I II 

10 I I I I II I 11111 I 1 I I I -200 

10 100 1000 10000 

Frequency - (kHz) 



[UJ UNITRDDE 
lapPlicationl1 

I~ I availabl.e I 

UC1834 
UC2834 
UC3834 

High Efficiency Linear Regulator 

FEATURES 
• Minimum VIN - VOUT Less Than 

O.SV At SA Load With Extemal 
Pass Device 

• Equally Usable For Either Positive 
or Negative Regulator Design 

• Adjustable Low Threshold Current 
Sense Amplifier 

DESCRIPTION 
The UC1834 family of integrated circuits is optimized for the design of low 
input-output differential linear regulators. A high gain amplifier and 200mA 
sink or source drive outputs facilitate high output current designs which use 
an external pass device. With both positive and negative precision refer
ences, either polarity of regulator can be implemented. A current sense am
plifier with a low, adjustable, threshold can be used to sense and limit 
currents in either the positive or negative supply lines. 

• Under And Over-Voltage Fault Alert 
With Programmable Delay 

In addition, this series of parts has a fault monitoring circuit which senses 
both under and over-voltage fault conditions. After a user defined delay for 
transient rejection, this circuitry provides a fault alert output for either fault 
condition. In the over-voltage case, a 100mA crowbar output is activated. 
An over-voltage latch will maintain the crowbar output and can be used to 
shutdown the driver outputs. System control to the device can be accom
modated at a single input which will act as both a supply reset and remote 
shutdown terminal. These die are protected against excessive power dissi
pation by an internal thermal shutdown function. 

• Over-Voltage Fault Latch With 
100mA Crowbar Drive Output 

BL CK DIAGRAM 

+1.5V REFERENCE 3 

-2.0V REFERENCE L!:2.rL...--,_....I 

6/94 

SENSE+ 1171----1 
THRESHOLD [4]----....1 

ADJ. 

'---..... -1131 DRIVER SOURCE 

40 

'-----i161 CROWBAR GATE 

'--...... O'-------f151 O.V. LATCH & RESET 

t-----+-+-----------~4 COMPENSATION/SHUTDOWN 

'---+--~-~-4-----------~" FAULT DELAY 
......... ------I!'IQIO FAULT ALERT 
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ABSOLUTE MAXIMUM RATINGS (Note 1) 
Input Supply Voltage, VIN + ......................... 40V 
Driver Current. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .. 400mA 
Driver Source to Sink Voltage ....................... 40V 
Crowbar Current. . . . . . . . . . . . . . . . . . . . . . . . . . . . .. -200mA 
+ 1.5V Reference Output Current. . . . . . . . . . . . . . . . .. -10mA 
Fault Alert Voltage ................................ 40V 
Fault Alert Current . . . . . . . . . . . . . . . . . . . . . . . . . . . . .. 15mA 
Error Amplifier Inputs . . . . . . . . . . . . . . . . . . . . .. -o.SV to 35V 
Current Sense Inputs . . . . . . . . . . . . . . . . . . . . .. -0.5V to 40V 
O.V. Latch Output Voltage. . . . . . . . . . . . . . . . .. -0.5V to 40V 
O.V. Latch Output Current ........................ 15mA 

CONNECTION DIAGRAMS 

UC1834 
UC2834 
UC3834 

Power Dissipation at T A = 25°C. . . . . . . . . . . . . . . . . . 1000mW 
Power Dissipation at Tc = 25°C .................. 2000mW 
Operating Junction Temperature. . . . . . . . .. -55°C to + 150°C 
Storage Temperature. . . . . . . . . . . . . . . . . .. -£5°C to + 150°C 
Lead Temperature (soldering, 10 seconds) ........... 300°C 
Note 1: Voltages are reference to Vlf'f-, Pin 5. 

Currents are positive into, negative out of the specified 
terminals. 
Consult Packaging section of Databook for thermal 
limitations and considerations of package. 

DIL-16, SOIC-16 (TOP VIEW) 
J or N Package, OW Package 

PLCC-20, LCC-20 (TOP VIEW) 
Q, L Packages 

PACKAGE PIN FUNCTION 
FUNCTION PIN 

Crowbar Gate 

O.V. Latch /3 2 1 2019 NlC 1 
VIN+ 2 -2.0V Ref. Output/Reset 4 18 

+l.SV Ref. Compensationl 5 17 Shutdown 
-2.0V REF 3 
+1.5V REF 4 

Threshold Driver Source 
6 16 

Adj. 7 15 
Threshold Adiust 5 
N/C 6 

VIN- Driver Sink 8 14 VIN- 7 
9 10 11 12 13 

Sense- Fault Delay SensEi-- 8 
Sense+ 9 

Fault Alert N.lnv. Input 10 

Inv. Input N/C 11 
Inv. Input 12 
Fault Alert 13 
Fault Delay 14 
Driver Sink 15 
N/C 16 
Driver Source 17 
Compensation! Shutdown 18 
O.V. Latch OutpuVReset 19 
Crowbar Gate 20 
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UC1834 
UC2834 
UC3834 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these specifications apply for T A=-55°C to + 125°C 
for the UC1834, -40°C to +85°C for the UC2834, and O°C to +70°C for the UC3834. VIN+ = 15V, VIN- =OV, TA = TJ. 

UC1834 UC3834 UNITS 
PARAMETER TEST CONDITIONS UC2834 

MIN TYP MAX MIN TYP MAX 

Turn-on Characteristics 

Standby Supply Current 5.5 7 I 5.5 10 mA 

+1.5 Volt Reference 

Output Voltage TJ = 25°C 1.485 1.5 1.515 1.47 1.5 1.53 V 

T J(MIN) < T J < TJ(MAX) 1.47 1.53 1.455 1.545 

Line Regulation VIN+ = 5 to 35V 1 10 1 15 mV 

Load Regulation lOUT = 0 to 2mA 1 10 1 15 mV 

-2.0 Volt Reference (Note 2) 

Output Voltage (Referenced TJ=25°C -2.04 -2 -1.96 -2.06 -2 -1.94 V 
to VIN+) T J(MIN) < T J < T J(MAX) -2.06 -1.94 -2.08 -1.92 

Line Reoulation VIN+ = 5 to 35V 1.5 15 1.5 20 mV 

Output Impedance 2.3 2.3 kO 

Error Amplifier Section 

Input Offset Voltaoe VCM= 1.5V 1 6 1 10 mV 

Input Bias Current VCM= 1.5V -1 -4 -1 -8 uA 
Input Offset Current VCM= 1.5V 0.1 1 0.1 2 uA 
Small Signal Open Loop Gain Output @ Pin 14, Pin 12 = VIN+ 50 65 50 65 dB 

Pin 13, 200 to VIN-

CMRR VCM = 0.5 to 33V, VIN+ = 35V 60 80 60 80 dB 

PSRR VIN+ = 5 to 35V, VCM = 1.5V 70 100 70 100 dB 

Driver Section 

Maximum Output Current 200 350 200 350 mA 

Saturation Voltage lOUT = 100mA 0.5 1.2 0.5 1.5 V 

Output Leakage Current Pin 12 = 35V, Pin 13 = VIN-, Pin 14 = VIN- 0.1 50 0.1 50 uA 
Shutdown Input Voltage lOUT ~ 100uA, Pin 13 = VIN-, Pin 12 = 0.4 1 0.4 1 V 
at Pin 14 VIN+ 

Shutdown Input Current Pin 14 = VIN-, Pin 12 = VIN+ -100 -150 -100 -150 uA 
at Pin 14 lOUT ~ 100uA, Pin 13 = VIN-

Thermal Shutdown (Note 3) 165 165 °C 
Fault Amplifier Section 

Under- and Over-Voltage VCM = 1.5V, @ EtA Inputs 120 150 180 110 150 190 mV 
Fault Threshold 

Common Mode Sensitivity VIN+ = 35V, VCM = 1.5 to 33V -0.4 -0.8 -0.4 -1.0 %/v 
Supply Sensitivity VCM = 1.5V, VIN+ = 5 to 35V -0.5 -1.0 -0.5 -1.2 %/V 
Fault Delay 30 45 60 30 45 60 msillF 
Fault Alert Output Current 2 5 2 5 mA 

Fault Alert Saturation Voltaoe lOUT = 1mA 0.2 0.5 0.2 0.5 V 

O.V. Latch Output Current 2 4 2 4 mA 

O.V. Latch Saturation Voltage louT=1mA 1.0 1.3 1.0 1.3 V 

O.V. Latch Output Reset 0.3 0.4 0.6 0.3 0.4 0.6 V 
Voltaoe 

Crowbar Gate Current -100 -175 -100 -175 mA 

Crowbar Gate Leakage VIN+ = 35V, Pin 16 = VIN- -0.5 -50 -0.5 -50 uA 
Current 

Note 2: When usmg both the 1.5V and -2.0V references the current out of pm 3 should be balanced by an eqUIvalent current mto 
Pin 2. The-2.0Voutput will change-2.3mV perlJA of imbalance. 

Note 3: Thermal shutdown turns off the driver. If Pin 15 (0. V. Latch Output) is tied to Pin 14 (Compensation/Shutdown) the 
O. V. Latch will be reset. 
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UC1834 
UC2834 
UC3834 

ELECTRICAL CHARACTERISTICS (cont.): Unless otherwise stated, these specifications apply forTA=-55°C to 
+125°C for the UC1834, -40°C to +85°C for the UC2834, and O°C to +70°C for the UC3834. VIN+ = 15V, VIN- = Ov, TA 
=TJ. 

PARAMETER TEST CONDITIONS 

Current Sense Amplifier Section 
Threshold Voltage Pin 4 Open, VCM = VIN+ or VIN-

Pin 4 = 0.5V, VCM = VIN+ or VIN-
Threshold Supply Sensitivity Pin 4 Open, VCM = VIN-, VIN+ = 5 to 35V 
Adj. Input Current Pin4=0.5V 
Sense Input Bias Current VCM= VIN+ 

VCM=VIN-

Current Sense Threshold Adjustment 

:> 200 
S 

-I - 1 
Upper Limit 

UC1834/2834 
"0 
(5 

150 . UC3834· 
.s:: 
Ul 
CD 
l: 
I-

CD 
Ul 
r:::: 
CD en 

100 

50 . 

o 
o 

Lower Limit 
.UC1834/2834 
.... -UC3834 

L ___ L 
.5 1.0 1.5 >1.5V 

or Open 

Voltage At Threshold Adjust Pin 
(Pin 4) - (V) 

Error Amplifier Gain and Phase 
Frequency Response 

80 

60 

40 

20 

o 

-20 
10 100 

'OutpJt At Pi~-14 
With 820pF To Gnd. 

TJ=25°C 

1K 10K 100K 1M 

Frequency - (Hz) 

o 
~ 
Ul 

90 CD 

~ 

" 180~ 
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UC1834 UC3834 UNITS 
UC2834 

I MIN TYP MAX MIN TYP MAX 

130 150 170 120 150 180 mV 
40 50 60 30 50 70 

-0.1 -0.3 -0.1 -0.5 %N 
-2 -10 -2 -10 uA 
100 200 100 200 JJA 

-100 -200 -100 -200 

Current Limiting Knee Characteristics 

200·· "--_ .. _- 1 

.-7.5 -5.0 -2.5 Current Sense 
Threshold 

Differential Voltage at Current Sense 
Inputs - mV (reference to sense - input) 

Current Sense Amplifier Gain and Phase 
Frequency Response 

100 -

80 

60 

40 

20 

o 1 __ . 

10 100 

-I T I 

Output At Pin 14 
With 820pF To Gnd. 

-TJ =25 0 C 

I 

1K 10K 100K 1M 

Frequency - (Hz) 
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APPLICATION INFORMATION 

UC1834 
UC2834 
UC3834 

Foldback Current Limiting 
R2 

~RSENSE 
VIN+ rC>/--+-O VOUT 

R1 R1 

ILMAX (Typical) 
+ 

= 0.1(VADJ) _ (VIN - VOUT) R1 
RSENSE (R1 + R2) RSENSE Current 

Threshold 
Adjust 
Voltage (VADJ) 

For: R1 + R2 »RSENSE, VADJ :s; 1.5V, 
R1 = R1 

Both the current sense and error amplifiers on the 
UC1834 are transconductance type amplifiers. As a re
sult, their voltage gain is a direct function of the load im
pedance at their shared output pin, Pin 14. Their small 
signal voltage gain as a function of load and frequency is 
nominally given by; 

ZL (I') ZL (I') 
Av ElA = 7000 and Av c. S'/A = 700 

for: f :s; 500kHz and IZL(f)I:S; 1 Mel 

Where: 
Av=Small Signal Voltage Gain to pin 14. 
ZL(f) = Load Impedance at Pin 14. 

The UC1834 fault delay circuitry prevents the fault outputs 
from responding to transient fault conditions. The delay re
set latch insures that the full, user defined, delay passes 
before an over-voltage fault response occurs. This pre
vents unnecessary crowbar, or latched-off conditions, 

from occurring following sharp under-voltage to over-volt
age transients. 

The crowbar output on the UC1834 is activated following 
a sustained over-VOltage condition. The crowbar output re
mains high as long as the fault condition persists, or, as 
long as the over-voltage latch is set. The latch is set with 
an over-voltage fault if the voltage at Pin 15 is above the 
latch reset threshold, typically 0.4V. When the latch is set, 
its Q- output will pull Pin 15 low through a series diode. As 
long as a nominal pull-up load exists, the series diode prevents 
Q- from pulling Pin 15 below the reset threshold. How
ever, Pin 15 is pulled low enough to disable the driver out
puts if Pins 15 and 14 are tied together. With Pin 15 and 
14 common, the regulator will latch off in response to an 
over-VOltage fault. If the fault condition is cleared and Pins 
14 and 15 are momentarily pulled below the latch reset 
threshold, the driver outputs are re-enabled. 

Setting the Threshold Adjust Voltage (V ADJ) 

2.0V 

+ 
R1 

1.5V 
R2 

VIN-

UC1834 

2.3Kn 
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VADJ = 1.5V. Rt! R2 

"To Maintain -2.0V Output 
2.0 

R3 = 1.5 • (R1 + R2) 



TYPICAL APPLICATIONS 

Input 
Supply 

Ground 0-+-1>-+---1 

Ground 

5-10 Amp Positive Regulator 

Shutdown!Comp 

Fault 

5-10 Amp Negative Regulator 

Foldback Current Limiting 

S~~~~ ~~~~~----------------------------~~~ 

UNITROOE CORPORATION 
7 CONTINENTAL BLVD, • MERRIMACK, NH 03054 
TEL. (603) 424-2410 • FAX (603) 424-3460 
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UC1834 
UC2834 
UC3834 

VOUT 

Remote 
Shutdown! 
Reset 

Remote 
Shutdown! 
Reset 

Fault 
Monitoring 

VOUT 



~UNITROCE 
UC1835 UC1836 
UC2835 UC2836 
UC3835 UC3836 

High Efficiency Regulator Controller 

FEATURES 

• Complete Control for a High Current, 
Low Dropout, Linear Regulator 

• Fixed 5V or Adjustable Output Voltage 

• Accurate 2.5A Current Umiting with 
Foldback 

• Internal Current Sense Resistor 

• Remote Sense for Improved Load 
Regulation 

• External Shutdown 

• Under-Voltage Lockout and Reverse 
Voltage Protection 

• Thermal Shutdown Protection 

• 8 Pin Mini-Dip Package 
(Surface Mount also Available) 

BLOCK DIAGRAM 

Sense 
ReSistor 

Out 

40mO 
Sense 

Resistor 

100mV_12mV 

2k 1000 

Compensationl 2 
Sootdown 

Note: Pin numbers referto 8-Pin DIL Package 

8/94 

DESCRIPTION 
The UC1835/6 families of linear controllers are optimized for the design 
of low cost, low dropout, linear regulators. Using an external pass ele
ment, dropout voltages of less than O.5V are readily obtained. These 
devices contain a high gain error amplifier, a 250mA output driver, and 
a precision reference. In addition, current sense with fold back provides 
for a 2.5A peak output current dropping to less than O.5A at short cir
cuit. 

These devices are available in fixed, 5V, (UC1835), or adjustable, 
(UC1836), versions. In the fixed 5 volt version, the only external parts 
required are an external pass element, an output capacitor, and a com
pensation capacitor. On the adjustable version the output voltage can 
be set anywhere from 2.5V to 35V with two external resistors. 

Additional features of these devices include under-voltage lockout for 
predictable start-up, thermal shutdown and short circuit current limiting 
to protect the driver device. On the fixed voltage version, a reverse volt
age comparator minimizes reverse load current in the event of a nega
tive input to output differential. 
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ABSOLUTE MAXIMUM RATINGS (Note 1) 

UC1835 UC1836 
UC2835 UC2836 
UC3835 UC3836 

Input Supply Voltage (WIN) .......... , ..... -1.0V to + 40V Operating Junction Temperature ........... -55°C to + 150°C 
Driver Output Current (Sink or Source) . . . . . . . . . . . .. 600mA 
Driver Source to Sink Voltage . . . . . . . . . . . . . . . . . . . .. + 40V 

Storage Temperature .................... -65°C to + 150°C 
Lead Temperature (Soldering, 10 Seconds) .......... 300°C 

Maximum Current Through Sense Resistor .............. 4A Note 1: Voltages are referenced to ground, (Pin 3). Currents are 
VOUT Sense Input Voltage .................. -.3V to + 40V 
Power Dissipation at TA = 25°C (Note 2) ........... 1000mW 
Power Dissipation at Tc = 25°C (Note 2) ........... 2000mW 

positive into, negative out of, the specified terminals. 
Consult Packaging Section of Databook for thermal 
considerations and limitations of packages. 

CONNECTION DIAGRAMS 

PLCC-20, LCC-20 OIL-8, SOIC-8 (TOP VIEW) 
N or J Package, 0 Package (TOP VIEW) 

Q, L Packages 
PACKAGE PIN FUNCTION 

Compensationl 2 
Shutdown 

Driver Source 4 

SOIC-16 (TOP VIEW) 
OW Package 

N/C 1 

+VIN 3 

Compensa tionl 
Shutdown 

N/C 5 

Ground 6 

N/C 7 

8 Sense Resistor Out 

7 Current Limit (-) 

5 VOUT Sense 

15 Sense Resistor Out 

14 Sense Resistor Out 

13 Current Limit (-) 

11 Driver Sink 

Driver Source , , VOUT Sense 
'-------' 

/3 

4 

5 

6 

7 

8 
9 

FUNCTION 

N/C 
+VIN 
+VIN 
N/C 

2 1 2019 Compensationl 
18 Shutdown 

17 N/C 
16 Ground 

15 N/C 

14 N/C 
10111213 Driver Source 

N/C 
VOUTSense 
N/C 
NlC 
Driver Sink 

NlC 
Current Limit (-) 
N/C 
Sense Resistor Out 
Sense Resistor Out 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, specifications hold for TA = O°C to + 70°C for the 
UC383516, -25°C to + 85°C for the UC2835/6, and -55°C to + 125°C for the 
UC183516, +VIN = 6V, Driver Source= OV, Driver Sink = 5V, TA = TJ. 

PARAMETER TEST CONDITIONS MIN. TYP. MAX. 
Input Supply 

Supply Current +VIN=6V 2.75 4.0 

+VIN= 40V 3.75 6.0 

UVLO Threshold +VIN Low to High, VOUT Sense = OV 3.9 4.4 4.9 

Threshold Hysteresis 0.1 0.35 

Reverse Current +VIN = -1.0V, Driver Sink OJ)9n 6.0 20 

Regulating Voltage and Error Amplifier (UC1835 Family Only) 
Regulating Level at VOUT Sense (VREG) Driver Current = 10mA, TJ = 25°C 4.94 5.0 5.06 

Over Temperature 4.9 5.1 
Line Regulation +VIN = 5.2V + 35V 15 40 
Load Regulation Driver Current = 0 to 250mA 6.0 25 
Bias Current at VOUT Sense VOUT Sense = 5.0V 75 125 210 
Error Amp Transconductance +100uA at Compensation/Shutdown Pin 0.8 1.3 2.0 
Maximum Compensation Output Current Sink or Source, Driver Source Open 90 200 260 
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PIN 

1 
2 

3 
4 
5 

6 
7 
8 
9 
10 
11 
12 
13 
14 

15 
16 
17 
18 
19 
20 

UNITS 

mA 
mA 

V 

V 

mA 

V 

V 

mV 

mV 
gA 
mS 

uA 



UC1835 UC1836 
UC2835 UC2836 
UC3835 UC3836 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, specifications hold for TA = O°C to + 70°C for the 
UC383516, -25°C to + 85°C for the UC2835/6, and -55°C to + 125°C for the 
UC183516, +VIN = 6V, Driver Source= OV, Driver Sink = 5V, TA= TJ. 

PARAMETER TEST CONDITIONS 
Reaulatina Voltaae and Error Amplifier (UC1836 Familv Onlv) 

Regulating Level at Your Sense (VREG) Driver Current = 10mA, TJ = 25°C 
Over Temperature 

Line Regulation +VIN = 5.2V to 35V 
Load Regulation Driver Current = 0 to 250mA 
Bias Current at Your Sense Your Sense =2.5V 
Error Amp Transconductance ±100llA at Compensation/Shutdown Pin 
Maximum Compensation Output Current Sink or Source, Driver Source Open 

Driver 
Maximum Current 
Saturation Voltage Driver Current = 250mA, Driver Sink 
Pull-Up Current at Driver Sink Compensation/Shuldown=O.45V 
Driver Sink Leakage In UVLO 

In Reverse Voltage (UC1835 Family Only) 
Thermal Shutdown 

Foldback Current Limit 
Current Limit Levels at Sense Resistor Out Your Sense = (0.99) VREG 

Your Sense = (0.5) VREG 
Your Sense = OV 

Current Limit Amp Tansconductance ±1001J.A at Compensation/Shutdown, 
Your Sense = (0.9) VREG 

Limiting Voltage at Current Limit (-) Your Sense = (0.9) VREG 
(Note 2) Volts Below +VIN, T J = 25°C 

Sense Resistor Value (Note 3) VOUT Sense = (0.9) VREG. 
lOUT = lA, TJ = 25°C .. . . 

Note 2: ThIs voltage has a positive temperature coefficIent of approxImately 3500ppml°C. 
Note 3: This resistance has a positive temperature coefficient of apprOXimately 3500ppml"C. 

I MIN. TYP. 

2.47 2.5 
2.45 

6.0 
3.0 

-1.0 -0.2 
0.8 1.3 
90 200 

250 500 
2.0 

140 250 

165 

2.2 2.5 
1.3 1.5 

0.25 0.4 
12 24 

80 100 

40 

The total resistance from Pin 1 to Pin 8 will include an additional 60 to 100mn of package resistance. 

MAX. 

2.53 
2.55 
20 
15 

2.0 
260 

2.8 
300 
10 
10 

2.8 
1.7 

0.55 
42 

140 

APPLICATION AND OPERATION INFORMATION 

UC 1835 - Typical configurations for a 2A, 
Low Dropout 5V Regulator 

UC1836 -TYpical Configuration for a 2A, 
Low Dropout Adjustable Regulator 

UNITS 

V 
V 

mV 
mV 

llA 
mS 
uA 

mA 
V 

llA 
llA 
llA 
°C 

A 
A 
A 

mS 

mV 

mil 

PASS DEVICE (NOTE 4) 5V (0 TO 1) PASS DEVICE (NOTE 4) Vour(O TO 2A) 

r-
I 
I 
I 
10.040 
I 
I 
I 
I 
I 
I 
I 
L_ 

r 
I 
I 
I 
I 
1Q.()40 
I 
I 
I 
I 
I 
I 
L 

(1+ ~) 
-------l 

UC1836 I 
I 
I 

Cour 
-=I=-101l F 

Note 4: Suggested Pass devices are TIP 328. (Dropout Voltage ~O. 75V) or, D45H, (Dropout Voltage ~0.5V), or equivalents. 
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APPLICATION AND OPERATION INFORMATION (cont.) 
UC183516 Foldback Current Umltlng 

~~ -~ --~ - ----~ 

~ ~ 
~ 5V t---+--t--t--t-----i.---1100% ~ 
g 
:> 4V /- 80% ~ 

! 
, 3V V 
f 

-- 60% CD 

> 2V / 

1 1V -- - I--,L --f----

8 V o ~_L __ ~_~. ____ . - ------ - '--~ 

40% ~ 
C 

20% ~ 
$ 

o 0.5 to 1.5 2.0 2.5 3.0 
Output Current Through RSENSE - (A) 

UC3835136 TYPICAL APPLICATIONS 

UC1835 UC1836 
UC2835 UC2836 
UC3835 UC3836 

Low Current Application 
using the UC3836 internal drive transistor 

Typical Output Current vs VIN and VOUT 
of the UC3836 internal drive transistor 

R1 

-VIN 

High Current Application 
using drive transistor Q2 to increase Q1 base drive 

and reduce UC3836 power dissipation 

+VIN R1 

-VIN 

EQUATIONS: 
R1 = 0.100 V/louT (MAX) 
R2 = (VOUT - 2.5V)/1 mA 
R3 = «VIN - VSE - VSAT)*BETA(min»/IOUT (max) 

UNITAODE CORPORI'iJ"ION 
7 CONTINENTAL BLVD .• MERRIMACK. NH 03054 
TEL. (603) 424-2410 • FAX 603-424-3460 

+VOUT 

+ 
COUT 

-VOUT 
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VOUT 

for PDISS = O.5W (approx.) 

VIN 
Volts 5 I 9 12 15 18 24 

2 150 I 60 40 30 20 12 
5 1105 55 35 25 15 
9 130 60 35 20 
12 120 55 25 
15 Current in mA 110 30 

Parallel Pass Thlnsistors 
can be added for high current or 

high power dissipation applications 

From 
R1 ....... M --+ +VOUT 

R4 R3 To 
02 Emitter 

I 



~UNITRDDE 
UCC1837 
UCC2837 
UCC3837 

a-Pin N-FET Linear Regulator Controller PRELIMINARY 

FEATURES 

• On Board Charge 
Pump to Drive External 
N-MOSFET 

• Input Voltage as Low as 
3V 

• Duty Ratio Mode Over 
Current Protection 

• Extremely Low Dropout 
Voltage 

• Low External Parts 
Count 

• Output Voltages as Low 
as 1.5V 

BLOCK· DIAGRAM 

VDD CS 
r- 1 ---- 8 

I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 

DESCRIPTION 
The UCC3837 Linear Regulator Controller includes all the features required for an ex
tremely low dropout linear regulator that uses an external N-channel MOSFET as the 
pass transistor. The device can operate from input voltages as low as 3V and can pro
vide high current levels, thus providing an efficient linear solution for custom processor 
voltages, bus termination voltages, and other logic level voltages below 3V. The on 
board charge pump creates a gate drive voltage capable of driving an external N
MOSFET which is optimal for low dropout voltage and high efficiency. The wide versa
tility of this IC allows the user to optimize the setting of both current limit and output 
voltage for applications beyond or between standard 3-terminallinear regulator ranges. 

This 8-pincontroller IC features a duty ratio current limiting technique that provides 
peak transient loading capability while limiting the average power dissipation of the 
pass tr~nsistor during fault conditions. See the Application Section for detailed informa
tion. 

CAP 
--~-------------I 

I 

~----------~5 VOUT 

CURRENT 

ERROR AMPLIFIER 

L __________________ _ 
----------- 4 

COMP 

UDG-97043 
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ABSOLUTE MAXIMUM RATINGS 
All pins referenced to GND. . . . . . . . . . . . . . . .. -o.3V to + 15V 
CS, CT, FB ........................ -o.3V to VDD + 0.3V 
Storage Temperature ................... -65°C to +150°C 
Junction Temperature .................. -55°C to +150°C 
Lead Temperature (Soldering, 10sec.) ............. +300°C 

Currents are positive into, negative out of the specified 
terminal. Consult Packaging Section of Databook for ther
mal/imitations and considerations of packages. 

CONNECTION DIAGRAM 

DIL-8, SOIC-8 (Top View) 
J or N Package, D Package 

UCC1837 
UCC2837 
UCC3837 

ELECTRICAL CHARACTERISTICS: Unless otherwise specified, TA = -55°C to 125°C for the UCC1837, -25°C to 85°C 
forthe UCC2837 and O°C to 70°C for UCC3837; VDD = 5V, Cr = 10nF, CCAP = 100nF. 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

Input Supply 

Supply Current VDD=5V 1 1.5 mA 

VDD= 10V 1.2 2 mA 
UnderVoHageLockout 

Minimum Voltage to Start 2.2 2.65 3 V 

Minimum Voltage After Start 1.8 2.2 2.6 V 
Hysteresis 0.25 0.45 0.65 V 

Reference ( Note 1} 
VREF 25°C 1.485 1.5 1.515 V 

O°C to 70°C 1.470 1.5 1.530 V 
-55°C to 125°C 1.455 1.5 1.545 V 

Current Sense 

Comparator Offset O°C to 70°C 90 100 110 mV 
Comparator Offset -55°C to 125°C 85 100 115 mV 
Amplifier Offset 120 140 160 mV 
Input Bias Current Vcs=5V 0.5 5 IJA 

Current Fault Timer 
CT Charge Current Vcr = 1V 16 36 56 IJA 
CT Discharge Current Vcr = 1V 0.5 1.2 1.9 IIA 
CT Fault Low Threshold 0.4 0.5 0.6 V 
CT Fault Hi Threshold 1.3 1.5 1.7 V 
Fault Duty Cycle 2 3.3 5 % 

Error Amplifier 
Input Bias Current 0.5 2 IIA 
Open Loop Gain 60 90 dB 
Transconductance -1 0!1A to 1 OIJA 2 5 8 mMho 
Charge Current VCOMP=6V 20 40 60 IJA 
Discharge Current VcoMP=6V 10 25 40 IIA 

FETDriver 
Peak Output Current VCAP = 10V, VOUT = 1V 0.5 1.5 2.5 mA 

Average Output Current VOUT= 1V 25 100 175 IIA 
Max Output Voltage VIN = 4.5V, lOUT = OIJA 8.4 9.7 V 

VIN = 4.5V, lOUT = 101lA, O°C to 70°C 8 9 V 
VIN = 4.5V, lOUT = 101JA, -55°C to 125°C 7.5 9 V 
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UCC1837 
UCC2837 
UCC3837 

ELECTRICAL CHARACTERISTICS (cont.): Unless otherwise specified, TA = -55°C to 12°C for the UCC1837, -2S·C to 
85°C for the UCC2837 and O°C to 70°C for UCC3837; VDD ;= 5V, Cr '" 1 OnF, CCAP = 100nF. 

PARAMETER I 
" 

TEST.CONOmONS I MIN I TYP I MAX I UNITS 

Charge Pump 

CAP Voltage IVIN = 4.5V, CIS = OV I 11 I 12.5 I I V 

IVIN = 12V, CIS = OV I I 15 I 16.5 I V 

Note 1: This is defined as the voltage on FB which results in a DC voltage of BV on VOUT. 

PIN DESCRIPTIONS 
CAP: The output of the charge pump circuit. A capacitor 
is connected between this pin and GND to provide a 
floating bias voltage for an N-Channel MOSFET gate 
drive. A minimum of a O.01j.1.F ceramic capacitor is rec
ommended. CAP can be directly connected to an external 
regulated source such as + 12V, in which case the exter
nal voltage will be the source for driving the N-Channel 
MOSFET. 

COMP: The output of the transconductance error ampli
fier and current sense amplifier. Used for compensating 
the small signal characteristics of the voltage loop (and 
current loop when Current Sense Amplifier is active in 
over curret mode). 

CS: The negative current sense input signal. This pin 
should be connected through a low noise path to the low 
side of the current sense resistor. 

CT: The input to the duty cycle timer circuit. A capacitor is 
connected from this pin to GND, setting the maximum ON 

APPLICATION INFORMATION 

R1 

time of the over current protection circuits. See the Appli
cation Section for programming instructions. 

FB: The inverting terminal of the voltage error amplifier, 
used to feedback the output voltage for comparison with 

, the internal reference voltage. The nominal DC operating 
voltage at this pin is 1.5V " 

GND: Ground reference for the device. For accurate out
put voltage regulation, GND should be referenced to the 
output load ground. 

VDD: The system input voltage is connected to this point. 
VDD must be above 3V. VDD also acts as one side of the 
Current Sense Amplifier and Comparator. 

VOUT: This pin directly drives the gate of the external N
MOSFET pass element. The typical output impedance of 
this pin is 6.5k.Q. 

5Vo-------------~------~~~----------~----_. 

ON/OFF 

0.020 
UCC3837 

1 VDD 01 
IRL2203N 
OR EOUIV ALENT 

J----J1~...:.::::.:.:.::.:..:...._ 3.3V 

FB 61------; 

4 COMP GND1 L ______ --l 

ReoMP 
10k 

CeoMP , J-o.1I'F J-0.1I'F J-820PF .",. 

R2 
1.8k 

R3 
1.5k 

C3 
1000I'F 

UDG-97044 

Figure 1. Typical Application 5V to 3.3V, SA Regulator 

Topology and General Operation FET as a pass element, and should be used as a guide 
for understanding the operation of the circuit shown in 
Figure 1. 

Unitrode Application Note U-152 is a detaile~ design of a 
low dropout linear regulator using an N-Channel MOS

,5"30 



APPLICATION INFORMATION (cont.) 
Charge Pump Operation 

The internal charge pump of the UCC3837 is designed to 
create a voltage equal to 3 times the input VDD voltage at 
the CAP pin. There is an internal SV clamp at the input of 
the charge pump however that insures the voltage at 
CAP does not exceed the ratings of the IC. This CAP volt
age is used to provide gate drive current to the external 
pass element as well as bias current to internal sections 
of the UCC3837 itself. The charge pump output has a 
typical impedance of 80kn and therefore the loading of 
the IC and the external gate drive reduces the voltage 
from its ideal level. The UCC3837 can operate in several 
states including having the error amplifier disabled (shut 
down), in normal linear regulation mode, and in overdrive 
mode where the linear regulator is responding to a tran
sient load or line condition. The maximum output voltage 
available at VOUT is shown in Figure 2 for these various 
modes of operation. 

14 

13 

12 

11 

I Overdrive .... 

II linear Aeg' 

II ,-

II I 
ElA Disabled 

II I 
II I 
II 
/ 

3 3.5 4 4.5 5 5.5 6 6.5 7 7.5 8 8.5 9 9.5 10 10.5 11 11.5 12 

ODD 

Figure 2. Typical VOUTMAX vs. VDD 

The charge pump output is designed to supply 10IJA of 
average current to the load which is typically the MOS
FET gate capacitance present at the VOUT pin. The ca
pacitor value used at CAP is chosen to provide holdup of 
the CAP voltage should the external load exceed the av
erage current, which occurs during load and line transient 
conditions. The value of CAP also determines the startup 
time of the linear regulator. The voltage at CAP charges 
up with a time constant determined by the charge pump 
output impedance (typically 8Okn) and the value of the 
capacitor on CAP. 

An external voltage such as + 12V may be tied to the CAP 
pin directly to insure a higher value of VOUT, which may 
be useful when a standard level MOSFET is used or 
when VDD is very low and the resulting VOUT voltage 
may need to be higher. With an external source applied to 
CAp, the maximum voltage at VOUT will be approximately 
1 V below the external source. The external + 12V source 

UCC1837 
UCC2837 
UCC3837 

should be decoupled to GND using a minimum of a 
0.01 ~F capacitor. 

ChOOSing a Pass Element 

The UCC3837 is designed for use with an N-Channel 
MOSFET pass element only. The designer may choose a 
logic level or standard gate level MOSFET depending on 
the input voltage, the required gate drive, and the avail
able voltage at VOUT as discussed previously. MOSFET 
selection should be based on required dropout voltage 
and gate drive characteristics. A lower RDSON MOSFET 
is used when low dropout is required, but this type of 
MOSFET will have higher gate capacitance which may 
result in a slower transient response. 

A MOSFET used in linear regulation is typically operated 
at a gate voltage between the threshold voltage and the 
gate plateau voltage in order to maintain high gain. This 
mode of operation is linear, and therefore the channel re
sistance is higher than the manufacturer's published 
RDSON value. The MOSFET should only be operated in 
the non-linear (switch) mode under transient conditions, 
when minimum dropout voltage is required. 

Disabling the UCC3837 

Grounding the CAP pin will remove the drive voltage and 
effectively disable the output voltage. The device used to 
short the output of CAP should have a very low leakage 
current when in the OPEN state, since even a few mi
croamps will lower the charge pump voltage. 

A second method of disabling the UCC3837 is to place a 
short circuit across CCOMP. This will have an advantage 
of a quicker restart time as the voltage at CAP will not be 
completely discharged. The charge pump will be loaded 
down by the typical 40IJA charging current of the error 
amplifier with this configuration, resulting in a lower volt
age at CAP. 

Compensating the Error Amplifier 

Using a MOSFET as an external pass element introduces 
a pole in the control loop that is a function of the 
UCC3837 output impedance, ROUT, typically 6.Skn, and 
the MOSFET input gate capacitance. Figure 3 indicates 
that in the normal operation of a linear regulator using a 
MOSFET, the gate capacitance can be predicted directly 
from the MOSFET characteristic charge curve, using the 
relationship: 

_AQgth 
CIN- AVgth 

This pole can be canceled by programming a zero fre
quency on the output of the UCC3837 error amplifier 
equal to the pole frequency. Therefore: 
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APPLICATION INFORMATION (cont.) 

Vgs 

TYPICAL LDO 
OPERA TING REGION 

\ 
Vth /l SLOPE dV/dq =1/CGATE 

Figure 3_ 

FpOLE 

FZERO = FpoLE 
1 . 

Og 
UDG-97046 

2 • 7t. RCOMP • CcOMP 

1 
RCOMPCCOMP = 2 F 

• 7t. POLE 

where CIN is the MOSFET input capacitance and ROUT is 
the output impeda:nce of VOUT. 

The value of CCOMP should be large enough that parasi
tics connected to COMP do not effect the zero frequency. 
A minimum of 220pF is recommended_ 

Transient Response 

The transient performance of a linear regulator built using 
the UCC3837 can be predicted by understanding the dy
namics of the transient event Consider a load transient 
on the application circuit of Figure 1, where the output 
current steps from a low value to a high value. Initially, the 
output voltage will drop as a function of the output capaci
tors ESR times the load current change_ In response to 
the decrease in feedback voltage at FB, the UCC3837 er
ror amplifier will increase its charge current to a typical 
value of 401JA- The output of the amplifier will therefore 
respond by first stepping the voltage proportional to 40IJA 
times RCOMP, and then ramping up proportional to 40IJA 
and the value of CCOMP_ Dynamic response can therefore 
be improved by increasing RCOMP and decreasing 
CCOMP_ 

The value of VOUT will increase the same amount as the 
increase in the error amplifier output. The UCC3837 out
put gate drive current, however, is internally limited to 
1_5mA_ The response of the voltage at the gate of the ex
ternal pass element is therefore a function of the 1_5mA 
drive current and the external gate charge, as obtained 

UCC1837 
UCC2837 
UCC3837 

from the MOSFET data sheet gate charge curve. 

For the application circuit shown in Figure 1, the voltage 
at the error amplifier output will increase quickly by 
400mV due to the 40IJA current through RCOMP. The er
ror amplifier will then slew at approximately 50mV per mi
crosecond as the 40~ charges CCOMP. 

From the IRl2203N data sheet, the typical required gate 
voltage at room temperature, to deliver 5A is 2_6V. The 
threshold for the device is approximately 1.5V_ From the 
gate charge curve for the IRl2203N, approximately 7nC 
charge is required to change the gate voltage from 1_5V 
to 2.6V. With 1_5mA gate drive current, the required time 
to charge the gate is therefore 4.7JlS_ 

Overcurrent Protection and Thermal Management: 

Overcurrent protection is provided via the UCC3837's in
ternal current amplifier and overcurrent comparator_ If at 
any time the voltage across the current sense resistor 
crosses the comparator threshold, the UCC3837 begins 
to modulate the output driver at a 3% duty cycle_ During 
the 3% on time, if the current forces 140mV across the 
sense amplifier, the UCC3837 will enter a constant output 
current mode_ Figure 4 illustrates the cyclical retry of the 
UCC3837 under fault conditions. Note that the initial fault 
time is longer than subsequent cycles due to the fact that 

OUTPUT 
CURRENT 

10 (nom) 

CT 
VOLTAGE 

OVERLOAD 
r---------~ 

I , 

I~~~~!I II 'n 
" l.= 
" , 
" , 
" , 
" , " , 
" , 1.SV -+~-k--+-__,I<;;c_--+---

O.SV -+~'----+--¥--+--¥-~-

Vo (nom) I----~H.. 

OUTPUT RallcL---+----''--+--+--+---+f--
VOLTAGE~ __ ~_~~ r~'~ 

Figure 4. Load Current, Timing Capacitor Voltage and 
Output Voltage Under Fault Conditions 

the timing capacitor is completely discharged and must 
initially charge to the reset threshold of O.5V. 

Fault time duration is controlled by the value of the timing 
capacitor, CT, according to the' following equation: 
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APPLICATION INFORMATION (cont.) 

t C Il. V C 1.5 - 0.5 3 
FAULT = re 1= re -{J 27.8. 10 • CT (1) 

36·10 

Figure 5 provides a plot of fault time vs. timing capaci
tance. The fault time duration is set based upon the load 
capacitance, load current, and the maximum output cur
rent. The "on' or fault time must be of sufficient duration 
to charge the load capacitance during a normal startup 
sequence or when recovering from a fault. If not, the 

30 

25 
./ 

/ 
/ 

---;7 
/ 

/ 
0.0 0.2 0.4 0.6 D •• 1.0 

Figure 5. Fault Time vs. Timing Capacitance 

charge accumulated on the output capacitance will be de
pleted by the load during the "off" time. The cycle will then 
repeat, preventing the output from turning on. 

To determine the minimum fault time, assume a maxi
mum load current just less than the trip limit. This leaves 
the difference between the IMAX and ITRIP values as the 
current available to charge the output capacitance. The 
minimum required fault time can then be calculated as fol
lows: 

t COUT. VOUT 
FAULTmin = IMAX _ ITRIP (2) 

The minimum timing capacitor can be calculated by sub
stituting equation (1) for tFAULT in equation (2) and solving 
forCT. 

Crmin = COUT. VOUT 
27.8. 103 • (lMAX-ITRIP) 

(3) 

Switch mode protection offers significant heat sinking ad
vantages when compared to conventional, constant cur
rent solutions. Since the average power during a fault 
condition is reduced as a function of the duty cycle, the 
heat sink need only have adequate thermal mass to ab
sorb the maximum steady state power dissipation and not 
the full short circuit power. With a 5.25V input and a maxi
mum output current of 5A, the power dissipated in the 
MOSFET is given by: 

P = (VIN - VRSENSE - VOUT) • lOUT (4) 

UCC1837 
UCC2837 
UCC3837 

P = (5.25 - (5.002) - 3.3) • 5 = 9.25W 

Given that the thermal reSistivity of the MOSFET is speci
fied as 1°CIW for the TO-220 package style and assum
ing an ambient temperature of 50°C and a case to heat 
sink resistivity of ecs = 0.3°CIW, the heat sink required 
to maintain a 125°C junction temperature can be calcu
lated as follows: 

TJ = TA + P(GJC + Gcs + GSA) (5) 

125 = 50 + 9.25. (1 + 0.3 + GSA) 

. GSA ~ 6.8° C/W 

Based on this analysis, any heats ink with a thermal resis
tivity of 6.8° CIW or less should suffice. The current in the 
circuit of Figure 1, under short circuit conditions, will be 
limited to 7 A at a 3% duty cycle, resulting in a MOSFET 
power dissipation of only: 

P = [(VINmax - lOUT. (RsENsE». loulj • Duty (6) 

P = [(5.25 - 7 • (0.02» • 7] • 0.03 = 1.07W 

Without switch mode protection, the short circuit power 
dissipation would be 35.8W, almost four times the nomi
nal dissipation. 

Using Printed Circuit Board Etch as a Sense Resistor 

Unitrode Design Note 71 discusses the use of printed cir
cuit board copper etch as a low ohm sense resistor. This 
technique can easily be applied when using the 
UCC3837. The application circuit shown in Figure 1 can 
be used as an example. This linear regulator is designed 
with a 5A average load current, demanding a 20mO 
sense resistor to result in a 100mV current sense compa
rator signal for the UCC3837. The maximum ambient 
temperature of the linear regulator is 70°C. 

Using DN-71 , a 1 ounce outer layer etch of 0.05 inches 

20,-~~~~~~~~~~~~~~~ 

19r-~~~~~~~~~~~~~~~ 

a: & ~ 
31.t-~~~~~~~~~~~~~~~7~ i U 

i i 
~ 17 6 U 

! ! 
16tr~~~~~~~~~~~~~~4 

15~~;-~-r~-+~~~~r-~+-~~ 
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Ambient Temperature ("C) 

Figure 6. Copper Resistance and Short Circuit 
Limit for Example Resistor 
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APPLICATION INFORMATION (cont.) 
wide and 1.57 inches long results in a resistance of 
20mn at an ambient temperature of 70DC and an operat
ing current of 5A. Because the resistivity of copper is a 
function of temperature, the current limit at lower tem
peratures will be higher, as shown in Figure 6. 

Practical Considerations 

In order to achieve the expected performance, careful at
tention must be paid to circuit layout. The printed circuit 
board should be designed using a single point ground, 
referenced to the return of the output capacitor. All traces 
carrying high current should be made as short and wide 
as possible in order to minimize parasitic resistance and 
inductance effects. 

To illustrate the importance of these concepts, consider 
the effects of a 1.5" PCB trace located between the out
put capacitor and the UCC3837 feedback reference. A 
0.07" wide trace of 10z. copper results in an equivalent 
resistance of 10.4mn. At a load current of 3A, 31.2mV is 

UNITRODE CORPORATION 
7 CONTINENTAL BLVD .• MERRIMACK, NH 03054 
TEL. (603) 424-2410. FAX (603) 424-3460 

UCC1837 
UCC2837 
UCC3837 

dropped across the trace, contributing almost 1% error to 
the DC regulation. Likewise, the inductance of the trace 
is approximately 3.24nH, resulting in a 91 mV spike during 
the 100ns it takes the load current to slew from 200mA to 
3A. 

The dropout voltage of a linear regulator is often a. key 
design parameter. Calculations of the dropout voltage of a 
linear regulator based on the UCC3837 Controller should 
consider all of the following: 

• Sense resistor drop, including temperature and 
tolerance effects, 

• Path resistance drops on both the input and output 
voltages, 

• MOSFET resistance as a function of temperature 
and gate drive, including transient performance, 

• Ground path drops. 
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~UNITRDDE 
UC185-1,-2,-3,-ADJ 
UC285-1,-2,-3,-ADJ 
UC385-1,-2,-3,-ADJ 

Fast LOO Linear Regulator PRELIMINARY 

FEATURES 
• Fast Transient Response 

• 10mA to 5A Load Current 

• Short Circuit Protection 

• Maximum Dropout of 500mV at 5A 
Load Current 

• Separate Bias and VIN Pins 

• Available in Adjustable or Fixed 
Output Voltages 

• 5 Pin Package allows Kelvin Sensing 
of Load Voltage 

• Reverse Current Protection 

BLOCK DIAGRAM 

DESCRIPTION 
The UC385 is a low dropout linear regulator providing a quick response to 
fast load changes. Combined with its precision on-board reference, the 
UC385 excels at driving GTL and BTL buses. Due to its fast response to 
load transients, the total capacitance required to decouple the regulator's 
output can be significantly decreased when compared to standard LDO lin
ear regulators. 

Dropout voltage (VIN to VOUT) is only 490mV maximum and 350mV typi
cal at 5A load (-40°C to +1 OO°C). 

The on-board bandgap reference is stable with temperature and scaled for I 
a 1.200V input to the internal power amplifier. The UC385 is available in 
fixed output voltages of 1.5V, 2.1V, or 2.5V. The output voltage of the ad-
justable version can be set with two external resistors. If the external resis-
tors are omitted, the output voltage defaults to 1.2V. 

VB 

R1 

------------------, 

SHORT 
CIRCUIT I-----<D 
SENSE 

R1 
UC385-ADJ OPEN 
UC385-1 (1.5V) 2k 
UC385-2 (2.1V) 2k 
UC385-3 (2.5V) 2k 

R2 
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UC185-1,-2,-3,-ADJ 
UC285-1,-2,-3,-ADJ 
UC385-1,-2,-3,-AIlJ 

ABSOLUTE MAXIMUM RATINGS 
VIN .......................................... +7.SV 
Output Voltage ........................... + 1.2V to 6.0V 
Storage Temperature ................... -6SoC to +1S0°C 
Junction Temperature ................... -SsoC to +.1S0°C 
Lead Temperature (Soldering, 10 sec.) ............. +300°C 

Currents are positive into, negative out of the specified terminal. 
Consult Packaging Section of Databook for thermal limitations 
and considerationEi of packages. 

ORDERING INFORMATION 

ucrns9-~ 
~outPut Voltage 

Package 
Temperature Range 

Temperature Range Package Output Voltage 

1 : -5SoC to +12SoC T: TO-220 1 : 1.SV 

2: -40°C to + 100°C TD:TO-263 2: 2.1V 

3: O°C to + 100°C 3: 2.SV 

ADJ:1.2Vor Adjustable 

CONNECTION DIAGRAMS 

5-Pin TO-220 (Top View) 
T Package 

1

0 ~ ~~ !~~~T 
Note: Tab = Ground 

5-Pin TO-263 (Top View) 
TD Package [lAOJ 4 VOUT 

3 GND 
2 VIN 
1 VB 

Note: Tab = Ground 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these parameters apply for TA = -SsoC to 12SoC for the 
UC18S-X series, -40°C to +1 OO°C for the UC28S-X series and O°C to + 100°C for the UC38S-X, VB = SV; VIN = 3.3V, VOUT = 
2.SV, TA = TJ. 

PARAMETER TEST CONDITION MIN TYP MAX UNIT 

UC385-3 Fixed 2.SV, SA Family 

Output Voltage (IVOUT = 100mA) UC38S-3 2.47S 2.S 2.S2S V 

UC28S-3 and UC18S-3 2.4S 2.S 2.S2S V 

Load Regulation IVOUT = 10mA to SA O.S 4 mV 

VIN PSRR 80 110 dB 

VB PSRR SO 6S dB 

VIN Dropout Voltage = VIN- VOUT IVOUT = SA, T J = 2SoC 3S0 42S mV 

IVOUT = SA, UC38S-3 3S0 490 mV 

IVOUT = SA, UC28S-3 and UC18S-3 3S0 SOO . mV 

VB Dropout = VB - VOUT IVOUT = SA, UC38S-3 1.9 V 

IVOUT = SA, UC28S-3 1.9 V 

IVOUT = SA, UC18S-3 1.9 V 

Short Circuit Current Limit S.3 6.S A 

VB Current IVOUT= 10A 8 11 rnA 

IVOUT= SA 40 100 rnA 

VIN Current IVOUT= SA 4.9 4.96 A 

UC38S-2 Fixed 2.1V, SA Family 

Output Voltage (IVOUT = 100mA) UC38S-2 2.079 2.1 2.121 V 

UC28S-2 and UC18S-2 2.0S8 2.1 2.121 V 

Load Regulation IVOUT = 1 OmA to SA O.S 4 mV 

VIN PSRR 80 110 dB 

VB PSRR SO 67 dB 

VIN Dropout Voltage = VIN - VOUT IVOUT = SA, T J = 2SoC 3S0 42S mV 

IVOUT = SA, UC38S-2 3S0 490 mV 

IVOUT = SA, UC28S-2 and UC18S-2 3S0 SOO mV 

5-36 



UC185-1,-2,-3,-ADJ 
UC285-1,-2,-3,-ADJ 
UC385-1,-2,-3,-ADJ 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these parameters apply for TA = -SsoC to 12SoC for the 
UC18S-X series, -40°C to +100°C for the UC28S-X series and O°C to +100°C for the UC38S-X, VB = SV; VIN = 3.3V, VOUT = 
2.SV, TA = TJ. 

PARAMETER TEST CONDITION MIN TYP MAX UNIT 

UC385-2 Fixed 2.1V, 5A Family (cont.) 

VB Dropout = VB - VOUT IVOUT = SA, UC38S-2 1.9 V 

IVOUT = 5A, UC285-2 1.9 V 

IVOUT = SA, UC18S-2 1.9 V 

Short Circuit Current Limit S.3 6.S A 

VB Current IVOUT= 10mA 8 11 mA 

IVOUT=SA 40 100 mA 

VIN Current IvoUT=SA 4.9 4.96 A 

UC385-1 Fixed 1.5V, 5A Family 

Output Voltage (IVOUT = 100mA) UC38S-1 1.485 loS 1.S1S V 

UC28S-1 and UC18S-1 1.470 1.S 1.S1S V 

Load Regulation IVOUT = 10mA to SA O.S 4 mV 

VINPSRR 80 110 dB 

VBPSRR SO 6S dB 

VIN Dropout Voltage = VIN- VOUT IVOUT = SA, TJ = 2SoC 350 42S mV 

IVOUT SA, UC28S-1 3S0 490 mV 

IVOUT = SA, UC28S-2 and UC185-1 3S0 SOO mV 

VB Dropout = VB - VOUT IVOUT = SA, UC385-1 1.9 V 

IVOUT = SA, UC28S-1 1.9 V 

IVOUT = SA, UC18S-1 1.9 V 

Short Circuit Current Limit S.3 6.S A 

VB Current IVOUT= 10mA 8 11 mA 

IVOUT= SA 40 100 mA 

VIN = Current IVOUT=SA 4.9 4.96. A 

UC385-ADJ Adjustable, 5A Family 

ADJ Voltage (IVOUT - 100mA) UC38S-ADJ 1.188 1.2 1.212 V 

UC28S-ADJ and UC18S-ADJ 1.176 1.2 1.212 V 

Load Regulation IVOUT = 10mA to SA O.S . 4 mV 

VIN PSRR VOUT Programmed for 2.SV 80 110 dB 

VB PSRRVOUT Programmed for 2.SV SO .6S dB 

VIN Dropout Voltage = VIN - VOUT IVOUT = SA, T J = 2SoC 3S0 42S mV 

IVOuT = SA, UC38S-ADJ 3S0 490 mV 

IVOUT = SA, UC28S-ADJ and UC18S-ADJ 3S0 SOO mV 

VB Dropout = VB - VOUT IVOUT = SA, UC38S-ADHJ 1.9 V 

IVOUT = SA, UC28S-ADJ 1.9 V 

IVOUT = SA, UC18S-ADJ 1.9 V 

Short Circuit Current Limit S.3 6.S A 

VB Current IVOUT= 10mA 8 11 mA 

IVOUT=SA 40 100 mA 

VIN Current IvouT=SA 4.9 4.96 A 
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PIN DESCRIPTIONS 
ADJ: In the adjustable version, the user programs the 
output voltage with two external resistors. The resistors 
should be 0.1 % for high accuracy. The output amplifier is 
configured as a non-inverting operational amplifier. The 
resistors should meet the criteria of R3 II R4 < 100Q. 
Connect ADJ to VOUT for an output voltage of 1.2V. 
Note that the point at which the feedback network is 
connected to the output is the Kelvin sense point. 

GND: For accurate results, the GND pin should be 
referenced to the load ground. 

VB: Supplies power to all circuits of the regulator except 
the output power transistor. The 2V headroom from VB 
to VOUT allows the use of a Darlington output stage for 
inherently low output impedance and fast response. 

1.7 ,-------r-----,------,,------,------::;;;, 

5A 

Typical dropout (VB - VOUT), TJ = 27°C. 

APPLICATION INFORMATION 
The UC385 is easy to use. The adjustable version re
quires two resistors to set the output voltage. The fixed 
versions of th!'l UC385 require no external resistors. All 
versions of the UC385 require decoupling capacitors on 
the input and output. In a typical application, VB and VIN 
are driven from switching power supplies which may 
have large filter capacitors at their outputs. If the UC385 
is further than 12 inches from the power supply, it is rec
ommended to add local decoupling as close as possible 
to the linear regulator. 

Decouple the output of the UC385 with at least 100ilF of 
high quality tantalum or Sanyo OSCON capacitors close 
to the VOUT pin for maximum stability. Many applica
tions involving ultra fast GTL or BTL applications require 

UC185-1 ,-2,-3,-ADJ 
UC285-1,-2,-3,-ADJ 
UC385-1,-2,-3,-ADJ 

(Dropout is derated' for junction temperatures below 
O°C.) 

VIN: Supplies the current to the collector of the output 
power transistor only. The dropout (VIN-VOUT) is under 
100mV for light loads; maximum dropout is 490mVat 5A 
for T J = O°C to +11 O°C. (Dropout is derated for junction 
temperatures over 110°C.) 

VOUT: This pin should be connected to the load via a 
low impedance path. Avoid connectors which add 
significant inductance and resistance. Note that even 
though a Kelvin sense is available through a 5 pin 
package, care must be taken since voltage drops' along 
wire traces add to the dropout voltage. 

400 

~ 300 

~ 
~ 200 
> r-

100 
100m 

/ 

/ 
V 

.-/' 

IL (AI 

Typical dropout (VIN - VOUT), TJ = 27°C. 

V 

5A 

additional capacitance close to the load. The exact 
amount will vary according to speed and magnitude of 
the load transients and the tolerance allowed for tran
sients on VOUT. When specifying the decoupling capaci
tors, the series resistance of the capacitor bank is an 
important factor in its ability to filter load transients. 

The UC385 allows for Kelvin sensing the voltage at the 
load. This improves regulation performance and elimi
nates the voltage drops due to wire trace resistance. 
This voltage drop must be added to the headroom (VIN 
to VOUT and VB to VOUT). The dropout of 450mV is 
measured at the pins and does not include additional 
drops due to trace resistance. 
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APPLICATION INFORMATION (cont.) 
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APPLICATION INFORMATION (cont.) 
.... ; ... !' 

I1Vo IID-""""" ................ 
, 10mVIDIV 

... +. ! ... 1 

.. ,.1 ... , 
.~ 

+ I 

............. l ... 
T 

:t 

! . 

UC185-1,-2,-3,-ADJ 
UC285-1,-2,-3,-ADJ 
UC385-1,-2,-3,-ADJ 

: ... ; .. +++.+-+.++.++.;++.+.++.+ .. 1;:;; .... j;;;; .... t:! .... ±;; ... -~ ... ; ...... _::i"! ........... +: +: +: ... : " .+++.+,-;-.j-+++-+,++.-;-+-; ... : 
. . . . . t 

IL . 
1AIDIV 2-+'1"-: .................. '"""""...-

10mA to 3Mts load transient response. 

+5VO-....... --
KEL VIN SENSE 

POINT 

1-....................... 
i: 

.. : .... l" . 
:;: 

. . + . . . 
; .... I ... ! ' .... ! .... ; 

2 10.0mVQ M:2.0 

2JlS/DIV 

+5V KEL VIN SENSE 
POINT 

VB VOUT. +1.8V OUTPUT 
l4.7 11F I • VB VOUT +1.5V OUTPUT U }33011F i 2.211F 

+3.3V 

R3 + 
UC385-ADJ 60n T.330I1F T2.211F 

VIN ADJ ..-L0SCON ..-L CER 
R4."". ."". 
120n 

Typical UC385-ADJ application. 

UNITRODE CORPORATION 
7 CONTINENTAL BLVD .• MERRIMACK, NH 03054 
TEL. (603) 424-2410 FAX (603) 424-3460 

UC385-1 
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UDG-96195 UDG-96196 

Typical UC3B5-1, -2, or -3 application. 
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Design Note 

OPTOCOUPLER FEEDBACK DRIVE TECHNIQUES 

The use of optocouplers in the feedback path of switch
mode power supplies is probably one of the most com
mon practices in the industry. Benefits of this method 
include low component cost, high voltage isolation and 
simplicity of design and implementation. Although ade
quate for many existing designs, the need for additional 
loop gain bandwidth occurs as switching frequencies are 
pushed towards the megahertz region. 

One of the most popular wfloJs to drive an optocoupler 
utilizes a TL431 Adjustable Shunt Regulator. It is config
ured on the output side of the power supply to modulate 
the optocoupler's photo diode current as a function of the 
power supply output voltage. Across its isolation bound
ary, the optocoupler transistor is connected to the PWM 
controller's error amplifier on the primary side of the 
power supply. Variations in the output voltage are opti
cally transferred back to the error amplifier and control 
loop for correction. Providing additional features like over 
current protection or external shutdown require extra op
tocouplers and drive mechanisms, thus increasing the 
circuit complexity. 

A linear regulator control IC, such as the UC3832, 
UC3833 or UC3836 can be substituted for the '431 while 
providing numerous additional features besides regulat
ing the output. Overcurrent limiting and fault protection 
can be combined with the error voltage to drive the opto
coupler and override it when necessary. Handshaking 
with external control logic, such as shutdown and se
quencing is greatly simplified since the control IC is re
ferred to the same ground. The most obvious benefit, 
however, is the introduction of the supplementary error I 
amplifier in the feedback loop with programmable com
pensation. 

Depending on the specific application, current limiting 
can be tailored to accommodate a programmable foId
back characteristic, constant current or complete over
current shutdown. The UC3832 and UC3833 provide an 
addition level of versatility by offering a programmable 
duration event timer in the current limit circuitry. An ad
justable trip threshold to accommodate varying load de
mands can be facilitated with the UC3832. For additional 
information, please consult application note U-116 and 
the respective device data sheets. 

UC3833 LINEAR CONTROL IC DRIVES OPTOCOUPLED FEEDBACK 

TO 
PRIMARY 

PWM 

UNITROOE CORPORJrnON 
7 CONTINENTAL BLVD •• MERRIMACK. NH 03054 
TEL. (603) 424-241 0 • FAX (603) 42~ 
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Design Note 

A High Performance L.inear Regulator for Low Dropout Applications 

by Dave Zendzian 

INTRODUCTION 

Today's microprocessors are placing ever greater 
demands upon power system design. Most state of 
the art devices now require a 3.3V bus and there
fore necessitate some means of stepping down 
and regulating the existing 5V system supply. To 
complicate matters further, the performance of 
these devices is directly related to supply voltage. 
This results in a need for tight regulation and excel
lent transient response if the maximum potential of 
the processor is to be realized. As of late, the trend 
has been tQimplement the function using a switch
ing regulator, primarily due to the high efficiencies 
obtainable with this topology. However, when the 
difference between input and output voltage is low, 
the efficiency advantage of the switcher is no lon
ger as great. A linear regulator design offers sev
eral desirable features including low output noise 
and wide bandwidth resulting in excellent transient 
load response. 

This design note presents a linear regulator capa
ble of maximizing the performance of these digital 
systems. The regulator is designed to meet the fol
lowing system requirements: 

VIN=5V±10% 
VOUT = 3.3V ± 5% 
lOUT = 3.5A typical, 4A maximum 

Transient Response: 
5% to 75% IOUT(max) in 100nsec, VREG = ± 5% 

TOPOLOGY REVIEW 

The regulator is implemented using a UC3833, 
precision linear controller. This IC includes all of 
the functions required to design a very low dropout, 
precision regulator, including a 1% reference, error 
amplifier and an uncommitted Ol,ltput stage. Pro
viding a driver with both source and sink capabili
ties allows the use of a variety of power devices 
including NPN or PNP bipolar devices and N or 
P-channel MOSFETs. An innovative, switchmode 

. current limiting technique is also implemented by 
the UC3833, significantly reducing power dissipa
tion during fault conditions. 

The crux of the design lieS in the selectic:m of a 
pass device. Requirements for the selected power 
device include operation under very low input/out
put differential voltages while still providing reason
able efficiency. Trl!lditionally the PNP bipolar 
transistor has been applied in low dropout applica
tions, primarily due to its low saturation voltage 
compared to a Darlington and simpler base drive 
than an NPN configuration. However, the gain of 
these devices is typically quite low, resulting in the 
need for significant base drive current. As the out
put requirements of the regulator increase the base 
current losses quickly become excessive, thereby 
decreasing the efficiency, along with the advan
tages of the linear regulator. 

This leaves the P-channel MOSFET as the most 
likely candidate. While older generation P-channel 
devices are plagued with high on-resistance, re
cent advancements in high cell density technology 
have led to substantial reductions in RDSon. 
Motorola's new HDTMOS devices boast 50% lower 
on-resistance than the previous generation of 
P-channel devices. The MTP50P03HDL is a 50A 
30V, logic level P-channel device with a maximu~ 
on-resistance of only 30mO. The maximum gate 
threshold voltage of 2.0V is necessary due to the 
5V input requirement of this application. An addi
tional advantage of the MOSFET power stage is 
the minimum amount of drive current required. 
Since the device is voltage controlled and operat
ing in trans-conductance mode it can be biased 
with minimal drive current, further improving the ef
ficiency of the regulator. 

Bulk output capacitance is added to the design in 
order to help meet the 100nse6 load transient re
quirement. As with any control system, the voltage 
loop has a finite bandwidth and cannot instanta
neously respond to a change in load conditions. In 
order to keep the output voltage within the speci
fied tolerance, sufficient capacitance must be pro
vided to source the increased load current 
throughout the initial portion of the transient period. 
During this time charge is removed from the capac
itor and its voltage correspondingly decreases until 
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the control loop can catch the error and correct for 
the increased load. The amount of capacitance 
used must be enough to keep the voltage drop 
within specification according to the charge rela
tionship 1= CdVldt. Unfortunately, the equivalent 
series resistance (ESR) and inductance (ESL) of 
the capacitor generate an additional voltage tran
sient, the total of which must be kept within specifi
cation. In order to limit this transient, the ESR and 
ESL of the selected devices will usually dictate a 
much larger value of capacitance than might nor
mally be expected. 

DESIGN DETAILS 

Figure 1 illustrates the final design. Resistors R4 
and R5 provide the bias for the pass transistor, Q1. 
By including emitter resistor R5, the UC3833 drive 
transistor's P is eliminated from the loop gain ex
preSSion, thereby simplifying the compensation. 
Resistors R6 and R7 provide voltage feedback to 
the UC3833 while components R3, C2 and C3 
compensate the voltage and current loops. Further 
compensation of the current loop is provided by the 
pole-zero pair introduced by R8, C7 and C8. 

Current control is provided via the UC3833's inter
nal amplifier and overcurrent comparator. When 
the voltage across R1 crosses the 100mV com
parator threshold, the UC3833 begins to modulate 
the output driver. The duty cycle is approximately 
5% with on and off-times set by timing components 

DN-61 

C1 and R2. During the on-time, the current sense 
amplifier provides constant output current by main
taining 135mV across R1. Duty cycle protection of
fers significant heat sinking advantages when 
compared to conventional, constant current solu
tions. Since the average power during a fault con
dition is reduced as a function of the duty cycle, the 
heat sink need only have adequate thermal mass 
to absorb the maximum steady state power dissi
pation, and not the full short circuit power. 

Output capacitors were chosen based upon their 
ESRIESL specifications and package style. The 
output capacitance is implemented using three sur-
face mount, solid tantalum capacitors in parallel. I 
This acts to reduce the equivalent ESR and ESL by 
1/3, keeping the associated voltage transients 
within specification. Sprague 5950 capacitors were 
used, providing an equivalent impedance of ap
proximately 13mn typical and 60mn max at 
100kHz. The surface mount package helps to fur-
ther reduce the parasitic effects induced by compo-
nent leads. 

In order to achieve the expected performance, 
careful attention must be paid to circuit layout. The 
circuit should be laid out using a single point 
ground referenced to the return of the output ca
pacitor. In addition, all high current carrying traces 
should be made as short and wide as possible in 
order to minimize the effects of parasitic resistance 

5VDC. VON >-..-__ -..._"'R""1_-.-_____ ---1r-........... Q1 r-P--__ -.-_-+ VOUT. 3.3V 
4Amp 

, 1 

: +VIN 

I 
+ I 

CON I 
I 
I 
I 
I 

ca 

C7 R4 

15 --- 10 l 
C/S(-) SINK I 

U1 
UC3833DW 

SOURCE 8 

E/A(-) 9 HI---.... 

I GND TRC COMP I 

L , __ : " ___ ~.~ 

C1 R2 l R
: 

C2 

R5 

C3 

+ + + 
C4 C5 C6 

R7 

Figure 1. A 3.3V, 4A regulator featuring low dropout voltage, switchmode overcurrent protection 
and excellent transient response. 
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and inductance. To illustrate the importance of 
these concepts, lets examine the effect of a 1.5" 
PCB trace located between the output capacitor 
and the UC3833 ground reference. A 0.07" wide 
trace of 10z. copper results in an equivalent resis
tance of 10.4mn. At a load current of 3A, 31.2mV 
is dropped across the trace,· contributing almost 1% 
error to the DC regulation! Likewise, the inductance 
of the trace is approximately 3.24nH, resulting in a 
91mV spike during the 100nsecs it takes the load 
current to slew from 200mA to 3A. Each of these 
effects can be minimized by optimizing the layout 
and using generous amounts of copper on all high 
current runs. 

Thermal control is provided by heatsinking the 
power MOSFET pass device. Any heatsink of 
7,SOC/w or lower will keep the junction temperature 
of the MOSFET below 125°C at ambient tempera
tures up to 50°C and worst case operating condi
tions. 

PERFORMANCE 
In a typical application of 3A out with 5.0V in, the 
efficiency of the regulator is 65.5%. Under maxi
mum load and worst case conditions the efficiency 

Tek Run: 5.00MS/s Sample = , 

.,--r--... ...... -
o 

/ 
~,.... 

'\ 

o 

"" 

1=10~/DIV 

DN-61 

drops to 60%. During a short circuit, the regulator 
limits the peak output current to· approximately 6A 
by design; At the 5% duty cycle set by C1 and R2, 
the average current is limited to 300mA, resulting 
. in only 2W of power dissipated in the MOSFET as 
opposed to the potential dissipation of 32W in a 
constant current application! 

Worst case DC regulation of ± 3% is accomplished 
using the UC3833 in conjunction with 1 % feedback 
resistors. If a tighter tolerance is required the 
UC3832 can be substituted for the UC3833 along 
with 0.1 % resistors. The UC3832 includes provi
sions for an external voltage reference, allowing in
creased perfolTl1ance over the UC3833's 1 % 
internal reference. 

The AC characteristics of the voltage loop deter
mine how fast the regulator can respond to sudden 
load disturbances. Figure 2 illustrates how the de
sign behaves during the specified 100nsec load 
transient. Starting with 200mA of load current, a 
step change to 3A was applied to the regulator. 
This load current waveform is shown in the upper 
trace of Figure 2. Notice that in the lower trace, fol
lowing the increase in load, the output drops ap
proximately 50mV and then recovers to a stable 

OUTPUT CURRENT 
lAIDIV 

3.3VOUlPUT 
SOmv/DIV 
(Ac Coupled) 

Figure 2. Transient response of the regulator Illustrated In Figure 1 with a time base of 1~sec. The 
top trace is the load current on the output of the regulator. The bottom trace shows the transient 
recovery of the regulator's output when the load is stepped from 200mA to 3A. 
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Tek Run: lOOMS/s sample 

( 
II 
, 
; 

o i 

o 

i 
..!" ,~ 

il 
J 

I=25Onsec:/DIV 

OUTPUT CURRENT 
lA/DIV 

3.3VOUTPUT 
SOmVlDIV 
(AC Coupled) 

Figure 3. Transient response of the regulator illustrated in Figure 1 with a timebase of 250nsec. 
The top trace is the load current on the output of the regulator. The bottom trace shows the initial 
output transient resulting from the equivalent impedance of the output capacitor during a load 
step from 200mA to 3A. 

state within 40~sec. Figure 3 shows the same re
sponse with a timebase expanded to 250nsec. In 
this plot the initial transient resulting from the 
equivalent impedance of the output capacitor is 
clearly visible. The parallel combination of the 
three output capacitors and careful layout limits the 
transient to roughly 100mV. 

The circuit described in this design note can be 
easily modified to accommodate a variety of output 
voltage and current requirements. For additional in
formation regarding the UC383213 linear control
lers consult Unitrode application note U-116. 
Additional information on HDTMOS MOSFETs and 
low impedance capacitors is available from 
Motorola (602-244-3377) and Sprague 
(603-224-1961) respectively. 

Table 1. Parts list. 

Resistors Capacitors 
R1 = 0.022n C1,C8 = 1j.1F 
R2 =200k C2,C3 = 0.1j.1F 

R3,R8 = 100n C4,C5,C6 = 270j.1F 
R4=300n 
R5=20n 
R6 = 1.3k 
R7 =2.0k 

UNITRODE CORPORATION 
7 CONTINENTAL BLVD .• MERRIMACK. NH 03054 
TEL. (603) 424-2410 FAX (603) 424-3460 

C7=3300pF 

Transistors Integrated Circuits 
Q1 = MTP50P03HDL U1 = UC3833 
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APPLICATION NOTE 

VERSATILE UC1834 OPTIMIZES 
LINEAR REGULATOR EFFICIENCY 

Linear voltage regulators have long been an important resource to power supply 
designers. Three terminal, fixed-voltage linear regulators find extensive use as "spof' 
regulators and as post-regulation stages fed by switched-mode supplies. However, 
while inexpensive and simple to use, these devices have several performance limitations. 

First, three terminal regulators are inefficient power converters. Power dissipation in a 
linear regulator is given by the relation: 

P = 10 • (VIN - VOUT). 

Most monolithic regulators now available require an input-to-output voltage differen
tial of at least 2 to 3V. This requirement' can result in substantial inefficiency, particu
larly in low voltage supplies. As switched-mode power technology matures, power 
losses incurred in linear post-regulation stages are becoming more significant in terms 
of overall system efficiency. 

Second, fixed-voltage regulators, with fixed maximum output currents, lack versatility. 
The use of these devices requires that OEMs maintain large, diverse inventories in order 
to support a broad range of power supply requirements. 

Third, fixed three-terminal devices lack the capability of remote voltage sensing, and 
therefore can exhibit poor load regulation. 

Finally, the most common failure mechanism for linear regulators is a shorted pass 
transistor. All critical loads, therefore, require over-voltage protection not provided by 
three-terminal regulators. 

IMPROVED PERFORMANCE WITH UC1834 

The UC 1834 is a programmable linear regulator control IC which, with an external pass 
transistor, forms a complete linear power supply. This IC provides solutions to all the 
above-mentioned drawbacks of three-terminal devices. 

Figure 1 shows the basic elements of positive and negative regulators implemented with 
the UC1834. An error amplifier monitors the output voltage and provides appropriate 
bias to the pass transistor (01) through a driver stage. This high-gain error amplifier 
(EtA) allows good dynamic regulation while allowing 01 to operate near saturation in 
the common-emitter mode. The circuits can achieve high efficiency by maintaining 
output regulation with an input-to-output voltage differential as low as O.SV (at SA). 
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The UCl834 has both positive and negative reference voltage outputs, as well as a 
sink-or-source' driver stage, as shown in Figure 1. These features allow implementation 
of either positive or negative regulators with this single IC, as shown. Output voltages 
from I.SV to nearly 40V can be programmed by appropriate choice of remote sensing 
divider elements. Remote sensing also allows improved DC and dynamic load 
regulation. 

v~cr~--------------------------------~ 

UC1834 

ViN,(}----..--l 

.. 
V~C~--~----------------------------------, 

UC1834 +" .. 
ERROR'·",>-________ --l 
AMP 

VOLTAGE 
REF. 

VOUT 

~ 

ViN,o--------4---------------------------' Ql .. 1-0 VOUT 

b. 

Figure 1. Basic Elements of (a.) Positive and (b.) Negative Regulators 
implemented with a UC1834 
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The UC1834 is intended to provide a complete linear regulation system. Therefore, 
many auxiliary features are included on this IC which eliminate the need for additional 
circuit elements. Figure 2 shows a more cOlllplete block diagram including on-chip 
provisions for current sensing, fault monitoring, remote voltage sensing, and thermal 
protection. 

+l.SV REFERENCE 3 

-2.0V REFERENCE 2 

L-~---{il~6 CROWBAR GATE 

L--~~~~----!11~5 O.Y. LATCH & RESET 

+-~~~~++~~~~~~~~-{1~4 COMPENSATION/SHUTDOWN 

$ENSE+ ...,7cr---, vrr;~....--; 

THRESHOLD ADJUST I'4il-----' "'"",,",""""-"!.J 

Figure 2. UC1834 Block Diagram 

DRIVING THE PASS TRANSISTOR 

Figure 3 shows suggested pass transistor configurations for implementing either posi
tive or negative regulators with the UC1834. For those low current (gOOmA) applica
tions in which efficiency is not extremely critical, the UC1834 output transistor can 
serve as the pass element, resulting in the simple configurations of Figure 3a. An 
external pass transistor is needed for output currents greater than 200mA. With the 
circuits of Figure 3c, the UC1834 can maintain regulation while operating the pass 
transistor near saturation. Operation at very high output currents (to - 30A) is possible 
with the Darlington pass elements of Figure 3d. 
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Positive Output Negative Output 

V6UT GND CO-I -----------<o GND 

GNDO~-----------<OGND V~C.~----~ ~ Vi)UT 

0 

0 

~ 
0 

a. lOUT: 0 - 200mA 
VIN - VOUT;? l.OV 

b. lOUT> 200mA 
VIN - VOUT;? 1.2V 

c. lOUT: 0 - 5A 
VIN - VOUT;?O.5V 

d. lOUT> 5A 
VIN - VOUT ;? 1.2V 

0 

0 

Figure 3. Pass Transistor Configurations 
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Current in the UC 1834 output transistor is self-limiting, for improved reliability. This 
limiting is achieved by Q3 and Rl in Figure 4a. The resulting maximum output current 
is a function of temperature as shown in Figure 4b. 

A resistor ( is shown in series with the drive transistor in Figures 3c, d. This resistor 
shares base-drive power with the transistor, allowing cooler, more reliable operation of 
the IC. RE should be as large as possible while still supporting adequate pass transistor 
base current under worst-case conditions of low input voltage and maximum output 
current: 

VRE(min) = VIN(min) - VBE(max)(Q2) - VCE(sat)(max)(Ql) 
IB(max)(Q2) = IO(max)! P(min)(Q2) 
RE(opt) = VRE(min)! IB(max)(Q2) 

where: VRE (min) is minimum voltage available to RE 
I8(max) (Q2) is maximum required base drive to Q2 
RE(opt) is optimum value of RE. 

RE also enhances stability by allowing operation of Ql as an emitter-follower, thereby 
eliminating PQl from the loop transfer function: 

IC(Ql) ... IE(Ql) q (VE/Aout - VBE(Ql) - VBE(Q2»! RE (P independent). 

400 

300 

03 
IOlrn&lll 
(mA) 

200 

~ 

~ 
......... 

100 ------

0 -
-55 25 125 

T (0C) 

a. h. 

Figure 4 a. Driver Current Limiting Circuit 
b. Resulting Maximum Current vs Temperature 
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CURRENT SENSING 

In order to protect the pass transistor from damage due to overheating, one must sense 
its emitter current (IE) and then decrease the base drive if IE is excessive. The UC 1834 
current sense amplifier (CS/A) accomplishes these tasks. 

The UC1834 CS/A has a common mode range which includes both input supply 
"rails". This extended range is made possible by introducing matched voltage offsets in 
the differential input paths, as shown in Figure 5. Internal current sources bias the offset 
diodes in their appropriate direction. Which bias source (+ or -) is active is determined 
by whether the CS/A positive (+) input is greater or less than VIN/2. Therefore, it is 
advisable to configure the sensing circuit such that the voltage at CSI A( +) will not cross 
VIN/2 during operation. This precludes sensing in series with the load for most 
applications. 

UC1834 

RSENSE 

Figure 5. Two Diode-Drop Offset Allows Current Sensing at Supply Rail 

The CS/A has a programmable current limit threshold which can be set between OmV 
and l50mV. Programming is achieved by setting the voltage at the "Threshold Adjust" 
terminal (pin 4) to 10 • VTH(d) . The factor of 10 provides good noise immunity at 
pin 4 while allowing low power dissipation in the current sensing resistor. Figure 6 
shows the guaranteed relationship between VPIN 4 and the actual resulting threshold 
across the CS/A inputs. Note that the threshold is clamped at l50mV if pin 4 is open or 
if VPIN4 > 1.5V. The "Threshold Adjust" input is high impedance (bias current is less 
than IO~A), allowing simple programming through a voltage divider from the 1.5V 
reference output. However, loading the 1.5V reference will affect the regulation of the 
-2.0V reference. Figure 7 shows how to compensate for this loading with a single 
resistor when the -2.0V reference is needed. 
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200 

'E 
I 150 

0 
-' 0 
:I: 
ffl 
0: 

i!:IOO ... 
Ul 
Z ... 
Ul 

~ ... 
50 0: 

0: 
::;) 
U 

0 
0 

VOLTAGE AT THRESHOLD ADJUST PIN (PIN 4) - V 

Figure 6. Guaranteed Tolerances on CIS Threshold Adjustment 

+ 

2.0V 

+ 

1.5V 

R, 

V .. -

UC1834 

V.DJ = 1.5V • ~ 
R, + R. 

·TO MAINTAIN -2.0V OUTPUT 

R. =. ~:~ • (R, + R.) 

Figure 7. Setting the Current Threshold and 
Compensating the -2.0V Reference 

The CSfA functions by pulling the EfA output low, turning off the output driver 
(Figure 8). As current approaches the threshold value, the ElA attempts to correct for 
the CS / A output, resulting in an Ef A input offset voltage. The supply output voltage 
can decrease a proportional amount. When the CSt input voltage differential reaches 
the current sense threshold, then the pass transistor is totally controlled by the CSfA. 
The combined CSt and EfA gains and output configurations result in the current 
limit knee characteristic of Figure 9. 
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N.I.----1+ 
EtA 

INV.----1 

SENSE_=i( 
cs/A. 

SENSE+ -

THRESHOLD 
ADJUST 

Figure 8. Current Sense Tied to EJA Output 

:> 
E 
I 
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::>~ ....... 
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a.:~ 

~~ 
0:-

if'? 
"'0 ...... 
~~ ...... 
~~. 
!:; ... 
~e 
t:; • 
~ 
l:; 

200 

120 

80 1 
/ 

40 

0 
L..----"" 

/ 
-10 -7.5 . -5.0 -2.5 CURRENT 5ENSE 

THRESHOLD 
DlFFERENT1AL VOLTAGE AT CURRENT SENSE INPUTS - mV 

(REFERENCED TO SENSE • INPUT) 

Figure 9. Current limiting Knee Characteristic 

FOLD BACK CURRENT LIMITING 

It is desirable to put an upper limit on pass transistor power dissipation in order to 
protect that device. Ideally, for a constant power limit: 

IE(max) • V CE "'" K where K is a constant 
or: IE(max) "'" K/(VIN - VOUT) (ignoring the sense resistor voltage drop). 

As the input-to-out voltage differential increases, it is necessary to "fold back" the 
maximum allowable current. This ideal foldback characteristic is shown in Figure 10, 
along with a practical characteristic achievable with the circuit of Figure 11. 
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0.1 (VAOJ) 
---IDEAL 

RSENSE -PRACTICAL 

le-Io 

~ 
.............. ---

o-.'-------------->~--
Vee - VIN -VOUT 

Figure 10. Ideal (Dashed Line) and Practical (Solid Line) 
Foldback Current Limiting Characteristics 

I. 

v~+o-~·~~~~----, 
RSEIIISE 

PASS DEVICE 

1--+--0 VOUT 

R,' 

. IEMAXITyplCIIII 
CURRENT 
THRESHOLD _IL--"IT. ~ O.l(V ..... >- (V,/ - VOUT) R, 

R .. _ CR, + R.) RseN .... ADJUST 
VOLTAGE lV.n.') 

FOR: R,+R.»R.ENSE,V'DJ~ 1.5V, 
R,' =.R,. 

Figure 11. Foldback Current Limiting - Responds to Changes in VIN or VOUT 

This circuit responds to changes in either VIN or VOUT. The voltage differential VIN
VOUT causes proportional current flow through Rl and R2. The additional drop across 
Rl is interpreted by the CSI A as additional load current. The result is that the real 
current limit decreases linearly with VIN - VOUT: 

O.l(VADJ) 
IE(mu) = Rs 

ENSE 

for: Rl + R2:> RSENSE 
VADJ :S 1.5V 
Ri = Rl. 

(VIN - VOUT) Rl 

(Rl + R2) RsENSE 
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This technique can be susceptible to "latch-off". If a momentary short at the supply 
output causes IE to drop to zero (pass transistor cut off), then VOUT cannot recover 
when the short is subsequentially removed. To prevent this undesirable operation, one 
must ensure that IE(max) > 0 when VOUT = 0 and VIN is at its minimum: 

IE(max) 
O.I(VADJ) (VIN - VOUT) Rl > 0 = 

RSENSE (Rl + R2) RSENSE 
VOUT = 0 
VIN(min) 

O.I(VADJ) 
> 

Rl 

VIN(min) Rl + R2 

R2 > VIN(min) Rl (I _ 0.1 (V ADJ) ) 
0.1 (VADJ) VIN(min) 

Figure 12 shows an alternative folil!:iack current lfinithig scheme which responds to 
decreased VOUT only. This circuit gives the output characteristics of Figure 13, defined 
by the following relation: 

This technique is immune to "latch-off' because the minimum current limit is always 
non-zero. 

----,--<J VOOT 

31.5V 

~ I 
~R3iR2~ 
r ~ 

Figure 12. Foldback Current Limiting - Responds to Changes in 
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/: --

IECMAXI 
/ I 

I 
I 

./ 
V : 

I 

/ I 
I 

I 
I 

ov VOUT VOUT (Designed) 

Figure 13. Foldback Current Limiting Characteristic 

FAULT CIRCUITRY AND SYSTEM INTERFACING 

In order to minimize the need for additional components, the UC 1834 has on-chip 
provisions for fault detection and logic interfacing. These features are particularly 
useful when the linear regulatQr is part of a larger power supply system. 

As shown in Figure 14, an internal comparator monitors the UC1834 EI A inputs. This 
comparator has two thresholds, for over- and under-voltage detection. Comparator 
thresholds are fixed at IVNJ. - VINV.I = 150mV. The resulting output voltage windows 
for non-fault operation are: 

± .150V 

1.5V 

± .150V 

2V 

± 10% for positive (+) supplies 

= ± 7.5% for negative (-) supplies. 

A fault delay circuit prevents transient over- or under-voltage conditions (due to a 
rapidly changing load) being defined as faults. The delay time is programmable. An 
external capacitor at pin 11 is charged from an internal 75p.A source. The delay period 
ends when the capacitor voltage reaches -3.5V. The delay time is therefore -47ms/ p.F. 
The fault alert output (pin 10) becomes an active low if an out-of-tolerance condition 
persists after the delay period. When no fault exists, this output is an open collector. 

An over-voltage fault activates a 100mA crowbar gate drive output (pin 16) which can 
be used to switch on a shunt SCR. Such a fault also sets an over-voltage latch if the reset 
voltage (pin 15) is above the latch reset threshold (typically O.4V). When the latch is set 
its Q output will pull pin 15 low through a series diode. As long as a nominal pull-up 
load exists, the series diode prevents Q from pulling pin 15 below the reset threshold. 
However, pin 15 is pulled low enough to disable the driver outputs if pins 15 and 14 are 
tied together. With pin 15 and 14 common, the regulator will latch off in response to an 
over-voltage fault. If the fault condition is cleared and pins 14 and 15 are momentarily 
pulled below the latch reset threshold, the driver outputs are re-enabled. 
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""'_-----;,5 O,VLATCH & RESET 

+------+-+----------i14 COMPENSATION SHUTDOWN 

Figure 14. Fault Circuitry 

An internal "delay reset latch" prevents crowbar turn-on when an under-voltage 
condition is immediately followed by a transient over-voltage condition. Such a situa
tion could arise from a momentary short circuit at the supply output. 

A thermal shutdown circuit pulls the EtA output low when junction temperatures 
reach 165°C, in order to protect the IC from excessive power dissipation in the drive 
transistor. 

COMPENSA TING THE FEEDBACK LOOP 

A reliable design for any feedback system must yield a closed-loop frequency response 
which ensures unconditional stability. An optimum power supply response provides 
this stability while maximizing broadband gain for good dynamic voltage regulation 
with changing loads. Figure 15 illustrates such a response. The 0dB crossover frequency 
(fd should be as high as possible while maintaining phase margin above -360° at all 
lower frequencies (Nyquist stability criterion). In practice, this criterion dictates a 
single-pole response below fe. 
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Gain As high as possible 
(dB) t 

40+---'---

-2OdB/dec 
20 

f--. As high as possible 
O+-------~---+-----

Frequency (log scale) 

-20 

fe Phase 
O°t--.r------------------+----------

-90° 

-180° 

-z-- -180° due to 
negative feedback 

-270° --.-------------
-3600 b _____ ~ _ph_ase_m_ar_9_in_ -' -"'-' "- _ 

Circuit Oscillates if Phase 
reaches -360° when Gain is > OdB 

Figure 15. Desired Closed-Loop Response 

Linear supplies using the UC 1834 will usually have a current limiting loop in addition to 
the voltage control loop, as illustrated for two basic configurations* in Figure 16. Both 
loops must be stabilized for reliable operation. This is accomplished by appropriately 
compensating the EfA and CSfA at their common output (pin 14). Design of the 
compensation networks will often require an iterative procedure, since the compensa
tion for one loop will affect the response of the other. A straightforward approach is 
outlined below: 

1). Determine the frequency response of all voltage loop e 1 erne n t sex c Iud i n g the 
Ef A. Appendix I offers guidelines for this step. 

2). Design EfA compensation giving a frequency response which, when added to 
the response calculated in step 1, will yield a total loop characteristic 
consistent with the objectives outlined above. (Appendix II.) 

3). Calculate the current loop response and determine whether it satisfies the 
Nyquist stability criterion. (Appendix III.) If not, add additional 
compensation and then recalculate the voltage loop response. 

4). Iterate if necessary. 

* All other configurations of Figure 3 are variants of these two. and can be treated in essentially the same ways. 
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VOLTAGE 
LOOP 

CURRENT 
LOOP 

CONFIGURATION I 

a. 

c. 

CONFIGURATION II 

~-----------------4--~J 

b. 

n 

II. 

Figure 16. Voltage and Current Loops for Two Basic Configurations 

EXAMPLE 

Figure 17 shows a 5V, 5A (positive output) supply of the class shown in Figures 16a, c. 
This circuit tends toward instability when it is lightly loaded because of the high gain 
(fJ q 200) of the pass transistor at low currents. Output capacitor C2 is needed to 
introduce a pole which rolls off the gain of the voltage loop to OdB at 100kHz, avoiding 
instability due to the additional phase shift of a transistor pole at: 

f = ~= 50MHz = 250kHz 
fJ 200 

Assuming a minimum load of lA (RL = 50), the low frequency voltage loop gain, 
excluding the BIA, is (from Appendix I): 

I O.5IkO 
Av = 150 ·200·50· (1.7 + 0.51) kO = 20 = 26d8. 

5·59 

U-95 

• 



APPLICATION NOTE 

.01 en Ql:GE D45VHI 

v ... + h-~'o,/V'"t-----------'---1...~.A--------;>t{-':VOlIT (5V) 
(5.5 to 12V) R, -----/ 

I C. C. 
(T.'ANT.2.'A'qiFLUM)c;I I 6.8"F liT ~ 0.22 ' 

;m (TANTALUM~ .'~ERAMIC) 

UC1834 

R. 
1.2K 

V,..-o------------------------..)(')() 

,J, 
Figure 17. O.5V Input-Output Differential 5A Positive Regulator 

A pole at 5kHz is required in order to roll off from 26dB to 0dB at 100kHz. The required 
value of C2 is therefore given by: 

The dashed curves of Figure 18a show the resulting voltage loop response, excluded the 
compensated FJA. Notice that the 5kHz pole (just added) itself introduces undesirable 
phase lag. This can be corrected b)' positioning the compensation zero (see Appendix II) 
at the same frequency. WithRg=68001(providing - OdBFJA gain above 5kHz), then: 

I 
C5 = 21r' 680n. 5kHz - .047#-1F. 

The gain and phase of the compensated BfA (dotted lines) and complete voltage loop 
(solid lines) are also shown in Figure 18a. 

The resulting current loop response (Figure 18b) is seen to meet the stability criterion. 
Gain above 5kHz is given by (from Appendix III): 

I I 
AI = 700 • 6800' ISO . 200 • 0.0180 = 2;3 = 7.4dD. 
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Figure 18. Loop Responses for Circuit of Figure 17 
a. Voltage Loop 
b. Current Loop 

Reasonable phase margin (-40°) is maintained as the transistor and CSt A poles roll 
off this small gain to OdB. 

Figure 19 shows the UCl834 used to implement a negative output supply. A Darlington 
pass element provides adequate gain for operation at output current levels up to lOA. 

CONCLUSION 

Ever-increasing requirements for improved power supply economy and efficiency have 
produced a need for a versatile control IC capable of minimizing power losses in linear 
regulators. The UCl834 meets this need while also supporting all the auxilliary func
tions required of such supplies. This control circuit provides for optimized performance 
in a broad range of linear regulators, and in fact extends the range of applications for 
which such regulators are appropriate. 

5-61 



APPLICATION NOTE 

GND 0 

Jz~ -1 -

-¥-FAULT 

:= .0011lF 

INv.J 

1k 

1 UC1834 
VIN+ 

:?9k 2 8 
2.0V N.I. 

3 12 
+1.5V D. SINK f-----

10k 4 16 
r O.lIlF VTH C.B. GATE I--NC 

20k 5 10 
VIN- ALERT 

6 15 
S- RESET 

~ 7 
S+ COMP 

6 I~ F. DELAY 

.471lF D.SOURCE ? ~RESET 
13 

~ .0011'F 

100 
1W 

1k 

/\1 
UPT721 

9: VIN
(-13 to -15V) .010 UBT430 

Figure 19. -12V, -10A Negative Regulator 
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APPENDIX I • FREQUENCY RESPONSE OF VOLTAGE LOOP ELEMENTS 

A. The configuration of Figure l6a has, in addition to the compensated EfA, the 
following loop elements: 

• Drive Transistor • RE allows operation of the driver as ail emitter follower. 
Together these elements have an effective small signal AC conductance of II 

• Pass Transistor - Low frequency gain (/3) and unity-gain frequency (fT) are usually 
specified. The pass transistor adds a pole to the loop transfer function at f.=frfP. 
Therefore, in order to maintain phase margin at low frequencies, the best choice for 
a pass device is often a high frequency, low gain switching transistor. Further 
improvement can be obtained by adding a base-emitter resistor ( RBE in Figure 16a) 
which increases the pole frequency to: 

kT 
where:: re = - = 

q1e 

26mV 
--- (at T = 300K.). 

Ie 

• Load Impedance - Load characteristics vary greatly with application and operating 
conditions. The most commonly used models and their respective (s domain) 
transfer functions are given in Table 1. Note that there are no poles in the transfer 
functions of those loads which lack shunt capacitance. This can result in a loop 
transfer function which cannot be rolled off to 0dB at a suitably low frequency using 
simple EfA compensation networks. For this reason a shunt output capacitor is 
often added to supplies which must drive loads having low or indeterminant 
capacitance. 

• Voltage Divider· The output sensing network introduces a gain of R2/(Rl +R2). 

• Total Loop Gain, excluding the ElA, is therefore given by: 

Vc I R2 
Av = -- = _. {lpASS· ZL· --

Vf RE . Rl +R2 
fT ( /3 re) forf<- 1+--
/3 RBE . 

B. The circuit of Figure l6b has a more straightforward response, since the oilly element 
(other than the EfA) which introduces any gain is the voltage divider: 
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Load M'()del 
' ' " . 

Transfer Function Poles @ f = Zeros @ f= 

~ 
?R 

cr-1 
ZL(S) = R -- ---

J]. ' R I 
ZL(S) = 1 + sRC -- ---

271" RC 

o {~R>, R(I + s(ESR)C) I I 
ZL(S) = I + s(R + ESR)C 271"(R + ESR)C 271"(ESR)C 

o Ie I 

>R R 

JL ZL(S) = R + sL --- --
271" L 

o I ~R s(s + ~ ) -R/L ± .J RZ/LZ - 4/LC R 

JJL ZL(S) = o. --
R I 471" 271" L 

SZ+--s+-
L LC 

Table 1. Load Models and their Transfer Functions 
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APPENDIX II - ERROR AMPLIFIER RESPONSE 

Figure 20 shows the open-loop gain and phase response of the UC1834 EtA when 
lightly loaded. The gain curve represents an upper limit on the gain available from the 
compensated amplifier. Note that a second-order pole occurs near 800kHz. Stable 
circuits will require a OdB crossover well below this frequency (fc ~ 500kHz). 

The E/ A can be compensated with or without the use of local feedback. When operated 
without such feedback (Figure 21a) the transconductance properties of the EtA 
become evident; i.e. the voltage gain in given by: 

where: 

AV(EtA) = 8M Zc 
I 

8M - 7000 = 1.4mS 

80 

r---1'0.. 
60 

~ 
III 

~ 40 
I 

z 
;;: 
t!l 
w 20 
t!l 
~ g 

0 

-20 
10 100 

(f ~ 500kHz) 

OUTPUT AT PIN I' 
WITH 820pF TO GNO 
T, = 2S'C 

.... 

." 
J: 

~ 
I 

~ 
'" ~ 
'" 

180 

IK 10K lOOK 1M 
FREQUENCY . 1IER'lZ 

Figure 20. Error Amplifier Gain and Phase Frequency Response 

When the EtA has local feedback (Figure 21b), its gain is. to a first approximation, 
independent of transconductance: 

ZF 
AV(EtA) =-

ZIN 

KVo 
VREF 

KVo 

(f:5 500kHz) 

b. 

Figure 21. ElA Compensation (a.) Without and (b.) With Local Feedback 
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However, the use of local feedback creates an additional loop which must be 
independently stable. The UC1834 has no internal compensation to ensure this 
stability, so additional external compensation is usually required. An 820pF capacitor, 
from the BfA output to ground will stabilize this inner voltage loop while also 
enhancing current loop stability. 

An additional drawback to the use of local feedback is that ZF places a DC load on the 
BfA output. With a transconductance amplifier this results in additional input offset 
voltage: 

a v - IEfAOUT 
10 - gM 

This offset results in degradation of DC regulation. The problem can be averted by 
taking local feedback from the emitter of the drive transistor if the driver is configured 
as an emitter-follower. 

Whatever the compensation scheme, the UC1834 BfA output can sink or source a 
maximum of IOOpA. 

Table 2 shows two typical compensation schemes and the resulting BfA transfer 
functions. The first of these circuits is most widely used. 

Compensation Circuit E/ A Gain (AV(EfA)(S) Poles @ f = Zeros @ f = 

KVO~ VREF + R gM(I + sRC) 
0 

I 
Av= ---

sC 211"RC 
Ie 
-= 

~ 
H~ RF I 

Av= ---

~ 
RIN (I + S RFCF) 211" RFCF 

~/A ~ 

Table 2. ElA Compensation Circuits and Gain Response 
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APPENDIX III - FREQUENCY RESPONSE OF THE CURRENT LOOP 

• CSiA - Figure 22 shows the open-loop gain and phase response of the UC 1834 
CS/A. This is also a transconductance amplifier, having gM -I non = 14mS. The 
voltage gain is analogous to that of the EtA. The E/A compensation impedance (ZC 
or ZF(E/A» is also seen by the CS/A output. For purposes of small signal AC 
analysis, the CS/A will always see this impedance as being returned to ViN (as 
shown in Figures 16c, d) when the E/A is compensated by either of the methods 
shown in Table 2. 

O~ __ ~ ____ -L ____ ~ __ ~ ____ ~ 

10 100 IK 10K lOOK 1M 

FREQUENCY - HERTZ 

Figure 22. Current Sense Amplifier Gain and Phase Frequency Response 

• Pass Transistor - Introduces current gain fj to the loop transfer of both basic 
configurations (Figures 16c, d). Considerations outlined in Appendix I also apply 
here. 

• :Sense Resistor - Resistance value RSENSE appears in transfer function for both 
configurations. 

• lDrive Transistor - In the circuit of Figure 16c, RE allows operation of the driver as 
an emitter-follower. Effective conductance is 11 RE. 

Closed-loop responses are given by the following: 

for circuit of Figure 16c: 

U-95 

AI = gM • Zc . • fj • RSENSE 
RE (f< 500kHz, f< ~ (I + :::)) 

for circuit of Figure 16d: 

Zc 
AI = gM • Zc + fjZL • fJ • RSENSE 

UNITRODE CORPORATION 
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.UNITRODE CORPORATION U-152 

A HIGH PERFORMANCE LINEAR REGULATOR FOR LOW DROPOUT 
APPLICATIONS 

Dave Zendzian 
Applications Engineer 

INTRODUCTION 

Today's microprocessors are placing ever greater 
demands upon power system design. Most state 
of the art devices now require a 3.3V bus and 
therefore necessitate some means of stepping 
down the existing 5V system supply. To complicate 
matters further, microprocessor performance is 
directly related to the quality of the supply voltage. 
This results in the need for tight regulation and 
excellent transient response if the maximum poten
tial of the processor is to be realized. Recently, the 
trend has been to implement the function using a 
switching regulator, primarily due to the high effi
ciencies obtainable with this topology. However, 
when the difference between input and output volt
age is low, the efficiency advantage of the switch
er is no longer as great. A linear regulator design, 
on the other hand, offers several desirable features 
including low output noise and wide bandwidth, 
resulting in excellent transient load response. This 
application note presents a high performance lin
ear regulator design capable of maximizing the 
performance of these digital systems. 

(A) 

PASS 

DEVICE 

+ 

I 

LINEAR VS SWITCHER 

Figure 1 illustrates the basic elements of both a lin
ear and switching stepdown regulator. In the linear 
topology, the output is regulated by controlling the 
vohage drop across a power transistor biased in 
the linear region. The switching circuit, on the other 
hand, provides regulation by varying the duty cycle 
of a saturated power switch. Although switchers 
offer a substantial efficiency advantage in applica
tions with large differences between input and out
put voltage, the savings become less significant as 
this difference is reduced. To illustrate this point, 
consider the differences in a 3A, 5V to 3.3V con
verter design using the two topologies. 

The power dissipation in the linear regulator is a 
function of the difference between input and output 
voltage, output current, output driver power, and 
quiescent controller power: 

Input/Output Vohage Drop (5.0-3.3V)(3A) = 5.1 W 

(B) 

PWM 
L-. __ ~ CONTROL 

Figure 1. Basic elements of a A.) Linear and B.) Switching Regulator. 
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Pass Device Driver 

Controller Icc 

(S.OV)(O.OOSA) = 0.03W 

(S.0V)(0.01 A) = O.OSW 

Total = S.18 W 

The resulting efficiency is equivalent to the 
ratio of output power to input power or 
(3.3)(3)/((3.3)(3)+S.18) = 6S.7%. 

The efficiency of the switching regulator is not as 
simple to calculate. Power dissipated by the regu
lator is a combination of both conduction and 
switching losses in each of the circuit elements. 
Assuming an inexpensive, commercial power 
MOSFET with an Rds(on) of 0.28W, the duty cycle 
of the regulator is approximately: 

tON 3.3 ",88% 
tOFF (S - 3(0.28» 

Taking duty cycle into account, the itemized circuit 
losses are estimated as follows: 

FET Conduction Losses 
(3A)2(0.280)(80%) = 2.02W 

FET Switching Losses 
(8.4E-9C)(SV)(2S0kHz) = 0.Q1 W 

Diode Forward Voltage (0.6V)(3A)(20%) = 0.36W 

Inductor Voltage (3A)2(0.0170)(100%) = 0.1SW 

RSENSE Voltage (3A)2(0.0430)(80%) = 0.31W 

AC Capacitor Losses (0.1S)2(2.20) = O.OSW 

Controller Icc 

Switching Transients 

(SV)(1E-3A) = 0.01W 

",0.10W 

Total = 3.01 W 

Based upon these losses, the efficiency of 
the switching regulator is approximately 
(3.3)(3)/((3.3)(3)+3.01) = 76.7%. These results 
indicate that the switching topology is approxi
mately 11% more efficient in this application. 
However, the increase in efficiency doesn't come 
for free. The catch diode and inductor required in 
the switching topology increase the cost of the 
solution. In addition, due to the pulsed nature of 
the input current, the switching topology can gen
erate considerable noise or electromagnetic inter
ference (EM I), often requiring additional filtering to 
provide a compliant design. Differential current 
sensing and minimum load requirements further 
complicate the solution. Synchronous switching 
topologies and better components can improve the 
efficiency to better than 90%, but the number of 
components and cost of the solution increases 
even further. 

U-1S2 

The linear regulator, on the other hand, while 
slightly less efficient offers several attractive fea
tures. Low noise is inherent to the design due to 
the lack of fast switching circuits. Reduced com
ponent count coupled with a relatively simple 
design help to ensure system reliability and lower 
cost. Moreover, the linear solution does not have a 
minimum load restriction making it attractive in 
applications with widely varying load currents. The 
remainder of this application note provides the 
design details for a high performance linear regu
lator, taking advantage of each of these perfor
mance features. 

TOPOLOGY OVERVIEW 

Referring again to Figure 1, the linear design can I 
be broken-down into several key elements includ-
ing a pass device, driver, error amplifier, reference, 
output capacitance and over current protection 
block. The crux of the design arguably lies in the 
pass device. It's characteristics determine what 
the differential, input/output voltage limitations are 
in addition to how much quiescent power is 
required by the regulator. Error amplifier charac-
teristics directly effect system bandwidth and the 
achievable DC regulation while the voltage refer-
ence primarily governs the steady state accuracy 
of the output voltage. Lastly, the overcurrent pro-
tection block protects the regulator during output 
fault conditions. 

POWER PASS DEVICES 

The power device selected to provide the pass 
function must be capable of operating under very 
low differential input/output voltages while still pro
viding reasonable efficiency. Traditionally the PNP 
bipolar transistor has been applied in low dropout 
applications, primarily due to its low saturation volt
age when compared to Darlington devices, and 
simpler base drive than an NPN configuration. 
Unfortunately, as the output requirements of the 
regulator grow, the gain of suitable PNP power 
transistors decreases, ultimately resulting in 
excessive base current losses. In addition, large 
amounts of base drive current often require more 
elaborate drive stages, further complicating the 
design. Consequently, the efficiency and advan
tages of the linear regulator are no longer as great. 

Having eliminated bipolar configurations for either 
excessive drive current or dropout voltage, pass 
device options are limited to power MOSFETs. N
channel devices are most advantageous due to 
their low on-resistance and cost. Unfortunately, 
the gate drive difficulties associated with high side 
topologies make them less than ideal in applica-
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tions operating from a· single supply. P-channel 
MOSFETs, while easier to drive in high side appli
cations, have historically been plagued with higher 
on-resistance. However, recent advancements in 
high cell density technology have led to substantial 
reductions in RDs(on). For instance, Motorola's 
new HDTMOS devices boast SO% lower on-resis
tance than the previous generation of P-channel 
devices. The MTPSOP03HDL, a SOA, 30V, P-chan
nel MOSFET is one such example, specified with a 
maximum on-resistance of 30mO at drain currents 
of 2SA and a maximum gate threshold voltage of 
2.0V. The logic level gate characteristics are 
required in applications limited to a supply voltage 
of S volts. An additional advantage of the MOSFET 
power stage is the minimum amount of drive cur
rent required. Since the device is voltage con
trolled and operating in transconductance mode it 
can be biased with minimal drive current, further 
improving the efficiency and decreasing the com
plexity of the regulator. 

OUTPUT CAPACITANCE 

Bulk output capacitance is required in order for the 
design to meet the specified transient require
ments. As with any control system, the voltage 
loop has a finite bandwidth and cannot instanta
neously respond to a change in load conditions. In 
order to keep the output voltage within the speci
fied tolerance, sufficient capacitance must be pro
vided to source the increased load current 
throughout the initial portion of the transient peri
od. During this time, charge is removed from the 
capacitor and its voltage correspondingly decreas
es until the control loop can catch the error and 
correct for the increased current demand. The 
amount of capacitance used must be enough to 
keep the voltage drop within specification accord
ing to the charge relationship I=CdV/dt. 
Unfortunately, the equivalent series resistance 
(ESR) and inductance (ESL) of the capacitor gen
erate an additional voltage transient, the total of 
which must be kept within specification. In order to 
limit this transient, the ESR and ESL of the select
ed. devices will usually dictate a much larger value 
of capacitance than might normally be expected to 
satisfy the charge relationship. 

OVERCURRENT PROTECTION 

Traditional over current protection schemes usual
ly involve either "constant currenf' or "current fold
back" techniques. Unfortunately, each of these 
solutions offers a compromise between the needs 
of the user and the optimization of the power sup-

U-152 

ply. Constant current techniques, while easy to 
interface V(ith, result in massive overkill in terms of 
thermal management and heatsink implementa
tion. Current foldback implementations, on the 
other hand, ease the design of the regulator while 
complicating startup scenarios for the user. 
Newer, switch mode protection techniques offer a 
solution to· this compromise. By modulating the 
output at a fixed duty-cycle during an over current 
condition, thermal management of the regulator is 
greatly simplified. Adjusting the pulse Width of the 
duty-cycle allows start-up load characteristics to 
be easily accommodated. 

CONTROL CIRCUIT 

In the design example that follows, the regulator is 
implemented using a UC3833, precision linear 
controller. This IC incorporates all of the functions 
required to deSign a very low dropout, precision 
regulator, including a 1 % reference, error amplifier, 
and an uncommitted output stage. Providing an 
output driver with both source and sink capabilities 
allows the use of a variety of power devices includ
ing NPN or PNP bipolar devices and N or P-chan
nel MOSFETs. Switch mode current limiting is also 
implemented by the UC3833, significantly reducing 
power diSSipation during fault conditions. Further 
information regarding this device can be found in 
Unitrode application note U-116. 

DESIGN DETAILS 

The regulator was designed to meet the following 
performance requirements, typical of today's 
microprocessor systems. The schematic is shown 
in Figure 2. 

VIN SV, ±10% 

VOUT 3.3V, ±S% 

lOUT 3.SA typical, 4A maximum 

Transient Response: S% to 7S% IOUTmax in 
100nsec, Vreg = ±S% 

In order to select a pass device for the deSign, the 
dropout voltage requirements must first be estab
lished. Input voltage tolerance, along with the volt
age drop across the current sense resistor, must 
be taken into account. The sense resistor value is 
calculated based on. the maximum output current 
SPecification of the regulator and the current limit 
threshold of the UC3633. In order to ensure the 
regulator can deliver 4A under worst case condi
tions, the maximum resistor value, including toler
ance, is given by: 
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R1 
5Voc, VIN )--..---'I,II/'v--.--------.--.." r-..... -----.--... VOUT ,3.3V 

r 1 

: +VIN 

I 
I 

C7 

SRC 

4 Amp 
R4 

Rs 

I 
I 

UC3833DW 
U1 

FIB 9 1-1'----4 

I GND 
L 5 ~~C __ Ct~MP J 

+ R3 
R2 

C2 

C1 

R7 

R5 

FIgure 2: A 3.3V, 4A regulator featuring low dropout voltage, switchmode overcurrent protection and excellent tran
sient response. 

RMAX = VCLmin 
lOUT 

RMAX = 0.093 = 23.25mO 
4 

(1 ) 

Using a 5%, 22mO sense resistor and low line con
ditions, the dropout requirement for the pass 
device is calculated as follows: 

VOO = VINmin - IOUTmax(RsENSEmax) - VOUT (2) 

VOO = 4.5 - 4(1.05)(0.022) - 3.3 = 1.29V 

This dropout voltage results in a maximum MOS
FET Ros(on) of 0.3230. In addition, logic level 
gate characteristics are required in order to ensure 
adequate gate enhancement with a 5 volt input. 
These requirements are easily met with the 
MTP50P03HOl.!s 30mO (Tc=25°C) on-resistance 
and 2.0V maximum gate threshold voltage. 

Having selected the pass device, the UC3833 out
put driver can now be configured. While the sim
plest approach would be to configure the driver as 
a common emitter, including a small amount of 
emitter resistance eliminates the drive transistor's 
13 from the loop gain expression, thereby simplify
ing the frequency compensation. Resistors RS 
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and R7 attenuate and feedback the output voltage 
to the inverting input of the error amplifier. 

Sprague 5950 surface mount tantalum capaCitors 
were chosen for the output based upon their 
ESRIESL specifications and package style. By par
alleling three 270~F, 10V capacitors, the eqUiva
lent ESRIESL is reduced by 1/3, providing an 
equivalent impedance of approximately 13mO typ
ical and SOmO maximum at 100kHz. Surface 
mount packaging helps to further reduce the para
sitic effects induced by component leads. The 
equivalent 810~F provides more than sufficient 
capacitance to keep the transient voltage drop 
within specification. 

SMALL SIGNAL AC RESPONSE 

With the driver and power stage configured, the 
voltage and current control loops can now be ana
lyzed and properly compensated. Figure 3 illus
trates the basic configuration of the two loops. The 
frequency response of the MOSFET driver 
includes a gain factor of R4/R5 with a pole intro
duced from the combination of the MOSFET's gate 
to source capacitance and R4. The transconduc
tance of the MOSFET is represented by gFS. 
Modeling the load as a resistance in parallel with 
the output capacitor and it's associated ESR 
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VOL T AGE LOOP 

R4 

U-1S2 

CURRENT LOOP 
o-----"NIr-.....--~--.-~ r 

R1 

Rs 

Figure 3. Basic configuration of the voltage and current control loops. 

results in a loop gain expression, excluding the 
error amplifier, of: 

( R4 ) Av- • 
- Rs(1 + SR4CGS) 

(3) 

(gFS( RL (1 + s(ESR)C) ») ( ~ ) 
(1 + S(RL + ESR)C) R6 + R7 

The dashed curves of Figure 4a represent the 
resulting voltage loop response. Although the 
response is stable, the low frequency gain and 
closed loop accuracy are limited. This is easily 
improved by compensating the UC3633's error 
amplifier using a series RC network. Doing so 
introduces a pole at OHz, thereby improving the 
DC regulation, in addition to a zero at 1/(21tRC)Hz. 
The zero is located between the poles resulting 
from the load and the MOSFET gate to source 
capacitance. Together with the ESR zero, they pro
vide enough phase boost to maintain adequate 
phase margin. Adding a capacitor across R6 helps 
to squeeze additional bandwidth from the loop by 
introducing another pole/zero pair. The gain and 
phase of the compensated voltage loop (solid 
lines) are also shown in Figure 4a. . 

Having stabilized the voltage loop, the current loop 
can now be examined. The established compen
sation impedance must be taken into account as 
both the current and error amplifier share a com
mon output node. The complete current loop 
expression, including the tranSconductance (gM) of 
the current amplifier, is given below: 

( R4 ) AI- • 
- Rs(1 + SR4CGS) 

(4) 

( )( gM (1 + sRaC2) ) 
gFsR1 C 

S 2 

The corresponding response is shown in Figure 
4b. From this plot, it is evident the loop lacks suffi
cient phase margin to be stable under all condi
tions. Filtering the current signal with the network 
composed of R8, C7 and C8, as shown in Figure 
2, introduces a pole and zero according to the fol
lowing transfer function, rolling off the current loop 
gain without effecting the voltage loop. The gain 
and phase of the compensated current loop (solid 
lines) are also shown in Figure 4b. 

Vo(s) = _....,(1,-+,-=sR...,,8=C,-,-7)<-

VI(S) (1 + SR8(C7 +C8)) 
(5) 

When performing small signal analysis such as 
this, the use of a spreadsheet program can prove 
invaluable. The software can be easily configured 
to provide Bode plots using pole and zero locations 
input by the user. The graphical output allows the 
user to quickly evaluate a variety of compensation 
techniques and relatively easily optimize the 
design. 

OVERCURRENTPROTECTION AND THERMAL 
MANAGEMENT 

Overcurrent protection is provided via the 
UC3833's internal amplifier and overcurrent com
parator. When the voltage across R1 crosses the 
comparator threshold the UC~833 begins to mod
ulate the output driver. During the on-time the cur
rent sense amplifier provides constant output cur
rent by maintaining a fixed voltage across R1. On 
and off times are controlled by timing components 
C1 and R2 according to the following expressions: 

TON = O.693(10k)(CT) (6) 

TOFF =O.693(RT)(CT) (7) 

Duty Cycle = TON 10k (8) 
TON + TOFF 10k + RT 
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Figure 4: Uncompensated and compensated open loop responses for the circuit of Figure 2. (A) Voltage Loop, (6) 
Current Loop. 

When implementing switchmode protection, the 
"on" time (TON) must be of sufficient duration to 
charge the output capacitance during a normal 
startup sequence or when recovering from a fault. 
If not, the charge accumulated on the output 
capacitor will be depleted by the load during the 
"off" time. The cycle will then repeat, preventing 
the output from turning on. A maximum load cur
rent of just less than the trip limit results in the dif
ference between the IMAX and ITRIP values as the 

current available to charge the output capacitance. 
In this case the minimum "on" time can be calcu
lated as follows: 

COUTmax • VOUT 
TONmln = IMAX - ITRIP (9) 

The duty cycle can then be adjusted to minimize 
power dissipation using equation (8). 
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Switch mode protection offers significant heat sink
ing advantages when compared to conventional, 
constant current solutions. Since the average 
power during a fault condition is reduced as a func
tion of the duty cycle, the heat sink need only have 
adequate thermal mass to absorb the maximum 
steady state power dissipation and not the full 
short circuit power. With a 5.5 volt input and a 
maximum output of 4A, the power dissipated in Q1 
is given by: . 

p = (VIN - VRsENsE - VOUT)(lOUT) (10) 

p = (5.5 - 4(0.022)(0.95) - 3.3)4 = 8.47W 

The thermal resistivity of the MOSFET is specified 
as 1.0°C/W for the TO-220 package style. 
Assuming an ambient temperature of 50°C and a 
case to heat sink resistivity of ecs=0.3°CIW, the 
heat sink required to maintain a 125°C junction 
temperature can be calculated as follows: 

TJ=TA+p(eJC+eCS+esA) (11) 

25 = 50 + 8.47(1.0 + 0.3 + eSA) 

eSA S 7.55°C/ W 

Tek Run: 5.00MS/s sample 
I tF 3 

./""""""' k 
I"""""" 
i 
, 

o 

~' r" 

f\. / 
o 

vvn 

1=1 0 llsee/DIV 

U-152 

Based on this analysis, any heatsink with a thermal 
resistivity of 7.55°CIW or less should suffice. 
Under short circuit conditions the output current 
will be limited to 6.14A at a 5% duty cycle, result
ing in a MOSFET power dissipation of only: 

p = ((VINmax - (louT)(RsENSE) ) louT )(d.c.) (12) 

p = ( (5.5 - 6.14(0.022»)6.14)0.05 = 1.65W 

Without switch mode protection, the short circuit 
power dissipation would be 33W, almost four times 
the nominal dissipation! 

PRACTICAL CONSIDERATIONS 

In order to achieve the expected performance, 
careful attention must be paid to circuit layout. The 
printed circuit board should be designed using a 
Single point ground, referenced to the return of the 
output capacitor. All traces carrying high current 
should be made as short and wide as possible in 
order to minimize parasitic resistance and induc
tance effects. 

OUTPUT CURRENT 
1AIDIV 

3.3VOUTPUT 
5OmV/DIV 
(AC Coupled) 

Figure 5: Transient response of the regulator illustrated in Figure 2 with a time base of 10 JlSec. 
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Tek Run: 100MS/s Sample 
I tF 3 

/ 
! 
I 
i , 

o ~i 

o 
; 

i 
..!" 

\/ 
J 

1=25OnseclDIV 

""" 

OUTPUT CURRENT 
1A1D1V 

3.3 V OUTPUT 
50mVlDIV 
(Ac Coupled) 

Figure 6: Transient response of the regulator illustrated in Figure 2 with a timebase of 250 nsec. 

To illustrate the importance of these concepts, 
consider the effects of a 1.5" PCB trace located 
between the output capacitor and the UC3833 
feedback reference. A 0.07" wide trace of 1 oz. 
copper results in an equivalent resistance of 
10.4mQ. At a load current of 3A, 31.2mV is 
dropped across the trace, contributing almost 1 % 
error to the DC regulation!! Likewise, the induc
tance of the trace is approximately 3.24nH, result
ing in a 91 mV spike during the 100nsecs it takes 
the load current to slew from 200mA to 3A. 

PERFORMANCE 

The efficiency of the regulator is 65.7% in a typical 
application with 3A of output current and a 5.0V 
input. Under maximum load and worst case con
ditions, the efficiency drops to 60%. During a short 
circuit scenario the regulator limits the peak cur
rent to approximately 6A. At the 5% duty cycle set 
by C1 and R2, the average current is 300mA, 
resulting in less than 2W of power dissipated in the 
MOSFET! 

The design provides a worst case DC regulation of 
±3% using the UC3833 in conjunction with 1 % 
feedback resistors. If even tighter tolerance is 
required, the UC3832 can be substituted along 

5-75 

with 0.1 % resistors. The UC3832 has provisions 
for an external voltage reference allowing 
increased performance over the UC3833's ± 1 % 
internal reference. 

The AC characteristics of the voltage loop deter
mine how fast the regulator can respond to sudden 
load disturbances. Figure 5 illustrates how the 
design behaves during the specified 100nsec tran
sient. Starting with 200mA of load current, a step 
change to 3A was applied to the regulator. This 
load current waveform is shown in the upper trace 
of Figure 5. Notice that in the lower trace, follow
ing the increase in load, the output drops approxi
mately 50mV and then recovers to a stable state 
within 40f.1Sec. Figure 6 shows the same response 
with the timebase expanded to 250nsec. In this 
plot, the initial transient resulting from the equiva
lent impedance of the output capacitor is clearly 
visible. The parallel combination of the three out
put capacitors and careful layout limits the tran
sient to roughly 100mV. 

SUMMARY 

The circuit described in this application note 
was specifically designed to meet the 
demanding performance requirements of today's 



APPLICATION NOTE U-1S2 

TABLE I 
VOUT 10 R6 R1 COUT 9SAmax Applications 

3.0V 3A 1k 0.03 810llF 9.06°CNV D/A converters, Gale Arrays 

5A 1k 0.0169 1320llF 4.91°CNV 

7A 1k 0.012 1980llF 3.13°CNV 

2.7V 3A 698 0.03 810llF 7.9°CNV MCUs 

5A 698 0.0169 1320llF 4.22°CNV 

7A 698 0.012 1980llF 3.64°CNV 

2.5V 3A 499 0.03 810llF 7.28°CNV Low voltage digital logic 

5A 499 0.0169 1320llF 3.84°CNV 

Notes: 1. Thermal resistivities assume 50°C ambient and max T J of 125°C. 
2. COUT is comprised of multiple Sprague 595 style tantalum capaCitors. 

microprocessors. It is capable of providing excel
lent transient response with reasonable efficiency 
for less cost and complexity than a switching regu
lator. The design is easily modified to accommo
date other output voltage and current requirements. 
Table I provides the necessary component substi
tutions to achieve a variety of the more popular out
put voltages and their typical applications. The 
same MTP50P03HDL MOSFET is used for all 
designs. 

Output voltages belOW 2.0V dictate the use of a 
UC3832. The UC3832 enables the user to set the 
error amplifier voltage reference below 2.0V. In the 
UC3833 the noninverting error amplifier input is 
internally committed to 2.0V. For additional infor
mation regarding the UC383213 linear controllers, 
consult Unitrode application note U-116. 

PARTS LIST: 

Resistors Capacitors 

R1 = 0.022n C1,C8=11lF 

R2 = 200k C2, C3 = 0.11lF 

R3, R8 = 100n C4, C5, C6 = 270llF 

R4=300n C7 = 33000pF 

R5 = 20n 

R6 = 1.3k 

R7 = 2.0k 

UNITRODE CORPORATION 
7 CONTINENTAL BLVD.' MERRIMACK, NH 03054 
TEL. 603-424-2410 • FAX 603-424-3460 

Additional information on HDTMOS MOSFETs 
and low impedance capaCitors is available from 
Motorola (602-244-3377) and Sprague (603-224-
1961) respectfully. 

REFERENCES 

[ 1 1 "Versatile UC1834 Optimizes Linear 
Regulator Efficiency", Application Note U-95, 
Unitrode Integrated Circuits, Merrimack, 
NH,1993-94. 

[21 Mammano, R., Radovsky, J. and Harlan, G. 
"A New Linear Regulator Features Switch 
Mode Overcurrent Protection", Application 
Note U-116, Unitrode Integrated Circuits, 
Merrimack, NH,1993-94. 

Transistors Integrated Circuits 

01 = MTP50P03HDL U1 = UC3833 
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Selection Guides - Power Drivers [1JJ -
Power Drivers 

Power and FET Drivers ...................................................... 6-1 

Power Drivers 

Power and FET Drivers 
L293/D 

UNITRODE PART NUMBER 

UC2950 UC3702 UC3705 
Power Driver Quad Single Single 
FET Driver 
Isolated Driver Pairs 
Relay Drivers Quad 
Output Configuration Non-Inverting Sink I Source TTL Non-Inverting Complementary 
Enable 
Inhibit Y Y 
Analog Stop 
Output Rise Time 2S0ns 60ns 
Maximum Voltage 36V 3SV 42.SV 40V 
Peak Output Current 2.0A/1.2A 4.0A SOmA per Relay 1.SA 

Application I Design Note U-111, U-118, 
U-137 

Pin Count·:· 16,28 S 16 S,8 
Page Number PS/6-S PS/6-10 PS/6-12 PS/6-16 

Power and FET Drivers 
UNITRODE PART NUMBER 

UC3707 UC3708 UC3709 UC3710 
Power Driver Dual Dual 
FET Driver Single Single 
Isolated Driver Pairs 
Relay Drivers 
Output Configuration Complementary Non-Inverting Non-Inverting Complementary 
Enable y 

Inhibit Y 
Analog Stop Y 
Output Rise Time SOns 7Sns 40ns 40ns 
Maximum Voltage 40V 3SV 40V 20V 
Peak Output Current 1.SA 3.0A 1.SA 6.0A 

Application I Design Note U-111, U-118, DN-3S, U-111, U-111, DN-118, U-111 U-137 U-137 U-137 
Pin Count·:· 16 8, 16 8, 16 S,8,16 
Page Number PS/6-24 PS/6-31 PS/6-3S PS/6-38 
.. The smallest available pin count for thru-hole and surface mount packages. 
+ New Product 

6-1 

UC3706 
Dual 

Complementary 

Y 
y 

60ns 
40V 
l.SA 

U-111, U-118, 
U-137 

16 
PS/6-19 

UC3711 

Dual 

Non-Inverting 

20ns 
40V 
1.SA 

U-111 

8 
PS/6-41 
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Power Drivers (cont.) 

UNITRODEPARTNUMBER 
Power and FET Drivers 

UC3714 UC3715 UC3724 UC3725 
Power Driver 
FET Driver Dual Dual Transmitter Single 
Isolated Driver Pairs FET Drv FET Drv 
Relay Drivers 

Non-Ihverting .• 
Qne Inverting, 

Output Configuration One Non-Inverting Non-Inverting 
Non-Inverting 

Enable Y Y 
Inhibit 
Analog Stop 
Output Rise Time lOOns I SOns lOOns I SOns 30ns 30ns 
Maximum Voltage 20V 20V 40V 40V 
Peak Output Current 1.0A/2.0A 1.0A/2.0A 2.0A 2.0A 

Application I Design Note U-lll U-lll DN-35, U-127 DN-35, U-127 

Pin Count-:- 8, lS 8, lS 8, lS 8, lS 
Page Number PS/6-43 PSlS-43 PSIS-50 PSIS-53 

Power and FET Drivers 
UNITRODE PART NUMBER 

UC3727 UCC37423+ 
Power Driver Single 
FETDriver Dual 
Isolated Driver Pairs IGBTDrv 
Relay Drivers 

Output Configuration Non-Inverting Inverting 

Enable 
Inhibit 
Analog Stop 
Output Rise Time 75ns 20ns 
Maximum Voltage 40V 20V 
Peak Output Current 4.0A 3.0A 

Special Features UVLO 

Application I Design Note ON-57, ON-SO, 
U-143C 

Pin Count-:- 20,28 8, lS 
Page Number PSlS-S2 PS/S-S8 
<+ The smallest available pin count for thru-ho/e and surface mount packages. 
+ New Product . 

6-2 

UCC37424+ UCC37425+ 

Dual Dual 

One Inverting, 
Non-Inverting One 

Non-Inverting 

20ns 20ns 
20V 20V 
3.0A 3.0A 

UVLO UVLO 

8, lS 8, lS 
PS/S-68 PS/S-S8 

[U] -
UC3726 

Transmitter 

IGBTDrv 

Non-Inverting 

75ns 
40V 
4.0A 

ON-57, ON-SO, 
U-143C 
lS,28 

PSIS-57 

UCC37523+ 

Dual 

Inverting 

Y 

20ns 
20V 
3.0A 

UVLO, Adaptive 
LEB 

8, 16 
PS/S-73 
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Power Drivers (cont.) 

UNITRODE PART NUMBER 
Power and FET Drivers 

UCC37524+ UCC37525+ 
Power Driver 
FETDriver Dual Dual 
Isolated Driver Pairs 
Relay Drivers 

One Inverting, 
Output Configuration Non-Inverting One 

Non-Inverting 
Enable Y Y 
Inhibit 
Analog Stop 
Output Rise Time (ns) 
Maximum Voltage 2DV 2DV 
Peak Output Current 3.DA 3.DA 

Special Features UVLO, Adaptive UVLO, Adaptive 
LEB LEB 

Application / Design Note 
Pin Count·:· 8, 16 8, 16 
Page Number PS/6-73 PS/6-73 
<-The smallest available pin count for lllru-hole and surface mount packages. 
+ New Product 
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UCC3776 

Quad 

Non-Inverting 

Y 

18V 
1.SA/2.DA 

UVLO 

16 
PS/6-79 
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~UNITROCE 
L293 
L293D 

Push-Pull Four Channel Driver 

FEATURES 
• 

• 

• 
• 
• 
• 

Output Current 1A Per Channel (600mA 
for L293D) 

Peak Output Current 2A Per Channel 
(1.2A for L293D) 

Inhibit Facility 

High Noise Immunity 

Separate Logic Supply 

Over-Temperature Protection 

TRUTH TABLE 
VI VINH' Vo 

(each channel) 
H H H 
L H L 
H L X" 
L L X" · RelatIve to the considered channel 

"High output impedence 

BLOCK DIAGRAM 

VC 

Note: Output diodes are internal in £293D. 

8194 

DESCRIPTION 
The L293 and L293D are quad push-pull drivers capable of delivering 
output currents to 1 A or 600mA per channel respectively. Each channel 
is controlled by a TTL-compatible logic input and each pair of drivers (a 
full bridge) is equipped with an inhibit input which turns off all four tran
sistors. A separate supply input is provided for the logic so that it may 
be run off a lower voltage to reduce dissipation. 

Additionally the L293D includes the output clamping diodes within the 
IC for complete interfacing with inductive loads. 

Both devices are available in 16-pin Batwing DIP packages. They are 
also available in Power SOIC and Hermetic DIL packages. 

ABSOLUTE MAXIMUM RATINGS 
ColiectorSupply Voltage, Vc ............................... 36V 
Logic Supply Voltage, Vss. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .. 36V 
Input Voltage, VI .......................................... 7V 
Inhibit Voltage, VINH. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .. 7V 
Peak Output Current (Non-Repetitive), lOUT (L293) .............. 2A 

lOUT (L293D) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .. 1.2A 
Total Power Dissipation 

at Tground-pin5 = BO°C, N Batwing pkg, (Note) ............... 5W 
Storage and Junction Temperature, T5tg, TJ .......... -40 to +150°C 
Note:Consult packaging section of Databook for thermal limitations and 
considerations of packages. 
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CONNECTION DIAGRAMS 

DIL-16 (TOP VIEW) 
N Package, SP Package 

CHIP INHIBIT 1 

INPUT 2 7 

9 CHIP INHIBIT 2 

SOIC-28 (TOP VIEW) 
DWP Package 

L293 
L293D 

ELECTRICAL CHARACTISTICS: (For each channel, Vc = 24V, Vss = 5V, TAMB = 25°C, unless otherwise specified; TA = TJ) 

PARAMETER SYMBOL TEST CONDITION MIN. TYP. MAX. UNITS 

Collector SuppJy VoltaJ;Je Vc 36 V 
Logic Supply Voltage Vss 4.5 36 V 

Collector Supply Current Ic VI = L, 10 = 0, VINH = H 2 6 mA 

VI = H, 10 = 0, VINH = H 16 24 mA 

VINH=L 4 mA 

Total Quiescent Logic Supply Current Iss VI = L, 10 = 0, VINH = H 44 60 mA 

VI = H, 10 = 0, VINH = H 16 22 mA 

VINH = L 16 24 rnA 
Input Low Voltage VIL -0.3 1.5 V 

Input High Voltage VIH Vss~7V 2.3 Vss V 

Vss?: 7V 2.3 7 V 

Low Voltage Input Current IlL VI=OV -10 IlA 
High Voltage Input Current IIH VI=4.5V 30 100 IlA 
Inhibit Low Voltage VINH,L -0.3 1.5 V 

Inhibit High Voltage VINH,H Vss<7V 2.3 Vss V 

Vss>7V 2.3 7 V 

Low Voltage Inhibit Current VINH,L -30 -100 IJA 
High Voltage Inhibit Current VINH,H 10 IJA 
Source Output Saturation Voltage VCEsatH 10 = -1A (-0.6A for L293D) 1.4 1.8 V 

Sink Output Saturation Voltage VCEsatL 10 = 1 A (0.6A for L293D) 1.2 1.8 V 

Clamp Diode Forward Voltage (L293D only) VF IF =0.6A 1.3 V 

Rise Time TR 0.1 to 0.9 Vo (See Figure 1) 100 ns 

Fall Time TF 0.9 to 0.1 Vo (See Figure 1) 350 ns 

Tum-on Delay TON O. 5 VI to 0.5 Vo (See Figure 1) 750 ns 

Tum-off Delay TOFF O. 5 VI to 0.5 Vo (See Figure 1) 200 ns 
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SCHEMATIC DIAGRAM 

APPLICATION INFORMATION 

0.5Vi 
Vi 

Vo 

~ 
3 

2 
;0 

'" w 
0 

1 > 

Figure 1: Switching Times 

I-VC=24V I 
VINHIBIT =Vss=5V 

VCEsat H./ ~ 
/"" ~ /VCEsat L 

:::: t::--

0 0.5 1 1.5 
10 - (Al 

Figure 4: L293 Saturation vs 
Output Currrent 

I- VC=24V 
Vi=Low I 

50 I- VINH=High V ;( 48 --.s 46 /" I-

m 44 / 
!!J. 

42 

40 

0 10 20 30 

Vss - (V) 

Figure 2: Quiescent Logic Supply 
Current vs Logic Supply Voltage 

r.VC=24V I 
~3 

VINHIBIT=Vss=5V I 
G 10=1. A 
, ...---1 :r 2 

;0 .!Q, lA 

'" w 10=0.5A 0 1 > 
~ ~ 

0 
'J=or 

-50 0 50 100 

TAMB - eCl 

Figure 5: L293 Source Saturation vs 
Ambient Temperature 

NOTE: For L293D curves, multiply output current by 0.6. 
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...J 

;0 

'" w 
0 
> 

5 

L293 
L293D 

o t-I --+-I--+WUI 
i VCEsat l 

1 1.5 2 2.5 
V1 - (V) 

Figure 3: Output Voltage vs 
Input Voltage 

Vc=24V I I 
3 I-VINHIBIT=Vss=5V - I--f--

2 

10-1.5A 

1 lo=lA 
- =!9-0.5A 

0 
1~-OilA 

-50 0 50 100 

TAMB - eCl 

Figure 6: L293 Sink Saturation 
Voltage vs Ambient Temperature 



APPLICATION INFORMATION (Cont.) 

+vco-~--~----~ 

Figure 7: DC Motor Controls (with Connection to 
Ground and to Supply Voltage) 

VINH A M1 B M2 
H H Fast Motor Stop H Run 
H L Run L Fast Motor Stop 

L X 
Free Running 

X Motor Stop 

L = Low H = High X = Don't Care 

0.2211 F 1 ~ 
C1 

+VC L1 

Free Running 
Motor Stop 

300m A 

L...f-------, 

5 

L293 
L293D 

+Vco-~---1r------' 

c 

+vss 
8 

L~==::;:::;:;::;~=j--oVINH 

Figure 8: Bidirectional DC Motor Control 

INPt.rf5 FUNCTION 
C=H; D=L Turn Right 

VINH =H C=L;D=H Turn Left 
C=D Fast Motor Stop 

VINH=L C=X;D=X 
Free Running Motor 
Stop 

L = Low H = High X = Don't Care 

L293 

12 

D1 - D8 SES5001 

Figure 9: Bipolar Stepping Motor Control 
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MOUNTING INSTRUCTIONS 

L293 
L293D 

The Rthj-amp of the L293 can be reduced by soldering Figure 10). In addition, it is possible to use an external 
the GND pins to a suitable copper area of the printed cir- heatsink (see Figure 11). 
cuit board or to an external heatsink. During soldering the pins' temperature must not exceed 
The diagram of Figure 13 shows the maximum package 260°C and the soldering time must not be longer than 12 
power Ptot and the 9JA as a function of the side "I" of two seconds. 

equal square copper areas having a thickness of 35J.L (see The external heatsink or printed circuit copper area must 

be connected to electrical ground. 

COPPER AREA 35 J.L THICKNESS 

\ 
P.C. BOARD 

Figure 10: Example of P.C. Board Copper Area which is 
used as Heatsink 

4 80 

'" ~ 
3 

"-.. eJA 
60 -

~ ............. 0 . 
~ 

, 2 
...... r-. 

40 
, 

f- --r- - ..: 
0 ..., 
f- ..c:. 'PTOT (T AMB =70' C) 

CI 
Il.. 1 r- - 20 

0 0 
0 10 20 30 40 

SideJ - mm 

Figure 12: Maximum Package Power and Junction to 
Ambient Thermal Resistance 

UNITRODE CORPORATION 
7 CONTINENTAL BLVD .• MERRIMACK. NH 03054 
TEL. (603) 424-2410. FAX (603) 424-3460 
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Figure 11: External Heatsink Mounting Example (9JA = 
25°C/W) 

I ~-r--
5 

r-_""8 -\\ ~-r----r-

'" 4f-
~ -., ... '" 

! - ~''''$O'~r-~~L-. ~.., 

3 ~~~~ ~~-
I- l"-..l \ 0 2 l-
n. ~r8 I"' 

1 ~ ",1\ 
0 

-..: ~ 
-50 0 50 100 

TAMS - (,C) 

Figure 13: Maximum Allowable Power DISSipation vs 
Ambient Temperature 



~UNITRODE UC2950 

Half-Bridge Bipolar Switch 
FEATURES 

• Source or Sink 4.0A 

• Supply Voltage to 35V 

• High-Current Output Diodes 

• Tri-State Operation 

• TTL and CMOS Input Compatibility 

• Thermal Shutdown Protection 

• 300kHz Operation 

• Low-Cost TO-220 Package 

DESCRIPTION 
This device is a monolithic integrated circuit designed to provide high-cur
rent switching with low saturation voltages when activated by low-level logic 
signals. Source and sink switches may be independently activated without 
regard to timing as a built-in interlock will keep the sink off if the source is 
on. 

This driver has the high current capability to drive large capacitive loads 
with fast rise and fall times; but with high-speed internal flyback diodes, it is 
also ideal for inductive loads. Two UC2950s can be used together to form a 
full bridge, bipolar motor driver compatible with high frequency chopper cur
rent control. 

ABSOLUTE MAXIMUM RATINGS (Note 1) 
Supply Voltage Range, Vc .................................... BV to 35V 
Output Voltage Range, Vo . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .. -3.0V to Vc+3V 
Input Voltage Range, VIN ................................. -0.3V to +7.0V 
Peak Output Current(1 00 ms, 10% DC) ............................ ±4.0A 
Continuous Output Current. ...................................... ±2.0A 
Power Dissipation with Heat Sink ................................... 15W 
Power Dissipation in Free Air ....................................... 2W 
Operating Temperature Range, TA ....................... -20"C to +100°C 
Storage Temperature Range, Ts .. ; ...................... -55°C to +125°C 

Note 1: Consult Packaging section of dat
abook for thermal limitations and considera
tions of package. 

CONNECTION DIAGRAM TRUTH TABLE 

5-PIN TO-220 (TOP VIEW) 

TPackage 1
0 ID:~'~: ~i~tkpu~rive I~: ~~~~~~ Drive 

L_JL=j=====· Supply Vc 

SIMPLIFIED SCHEMATIC 

5/93 

Source 
Input 

Sink 
Input 

5V 

5V 

Power to 
Internal 
Logic 

6-10 

Source Drive Sink Drive Output 
Pin 2 PinS Pin 4 
Low Low Low 
Low High Off 
High Low High 
High High High 

Note: With no load, output voltage will be HIGH in the OFF 
state. 

4 Output 



UC2950 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, Ve = 35V, TA = -20°C to + 100°C, VIL = 0.8V, VIH = 2.4V 
for either input, TA = T J. 

PARAMETERS TEST CONDITIONS MIN TYP MAX UNITS 
Output LeakaQe to Ve Output Off 20 500 !lA 
Output Leakage to Ground Output Off -200 -500 !lA 
Output Sink Saturation VOL, IL = 2.0A 1.2 2.0 V 
Output Source Saturation (Ve-VoL), IL = -2.0A 1.2 2.0 V 
Sink Diode Forward Voltage 10 =-2.0A 1.4 2.0 V 
Source Diode Forward VoltaQe 10 =2.0A 1.4 2.0 V 
Input Current Either Input, VI = 5V 20 100 !lA 

Either Input, VI = OV -1.0 -1.6 rnA 
Supply Current Output High 20 30 rnA 

Output Low 10 20 rnA 

SWITCHING CHARACTERISTICS: See Test Circuit. Ve = 12V, RL = 5Q, TA= 25°C. Guaranteed by design, not 100% 
tested in production. 

PARAMETERS 
Source Turn-On Delay, 101 

Source Turn-Off Delay, t02 
Sink Turn-On Delay, t03 
Sink Turn-Off Delav, t04 
Cross-Conduction Current Spike When Source 
and Sink are Activated Together 

SWITCHING TEST CIRCUIT 

Source 
Drive :I:~ 

Sink 
Drive 

I I 
I I 

VIH ----1-1------1-1---
I I 
I I 

VIL - - t- - - - - t- - --
I I 
I I 

Vc -VSAT - - r -,---';--.-
Output with I L 

RL to Ground 0 I 

UNITRODE CORPORATION 
7 CONTINENTAL BLVD .• MERRIMACK, NH 03054 
TEL. (603) 424-2410. FAX (603) 424-3460 
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Drive 

MIN TYP 
300 
1.0 
200 
100 
0.6 

Vc +12V 

Sink 

Source 

MAX 
500 
2.0 
400 
300 
1.0 

V,H -----------

VIL ---------

Sink VIH, ~ 
Drive __ ~ __ _ 

VIL -- I I ---

I I 
Vc I I 

Output with II II 1_ 
RL to Vc I 

VSAT --1- I 

UNITS 
ns 

us 
ns 
ns 

Ils 



~UNITRCDE UC1702 
UC2702 
UC3702 

Quad PWM Relay Driver 
FEATURES 
• Maintains Constant Average 

Relay Voltage With Varying 
Supply Voltages 

• VBUS Voltages up to 42.5V 

• Up to 50mA per Relay 

• Integrated Schottky Flyback Diodes 

• Individual Relay Control Inputs 

• Short Circuit Protection 

• User Selectable Operating Center 
Frequency and Relay Voltage 

• Global Reset 

BLOCK DIAGRAM 

DESCRIPTION 
The UC3702 Quad Relay Driver is intended to drive up to four relays from 
logic inputs using an unregulated relay voltage supply. The relays are 
driven from the Bus supply in a power efficient PWM converter fashion. 
The relay coil is used as the inductive element. (See the application's sec
tion concerning the relay selection.) VBUS must be higher then the rated 
relay voltage. Short circuit protection is provided on chip with periodic retry. 

The UC3702 requires a +5V logic supply as a reference. Two external re
sistors program the effective relay voltage and a capacitor sets the nominal 
operating frequency. Internal Schottky diodes eliminate the need for any 
external power components. 

In typical applications, the UC3702 grants the user the flexibility to choose 
the most cost effective relay without the added burden of generating a sep
arate relay supply voltage. The UC3702 will even function with a poorly 
regulated supply VBUS, containing significant 100Hz or 120Hz ripple. 
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ABSOLUTE MAXIMUM RATINGS 
VBUS ......................................... +50V 
VCC ........................................... +9V 
Input Voltage ...................... -D.3V to VCC + 0.3V 
Average Current per Relay ........................ 50mA 
Total Output Capacitance. . . . . . . . . . . . . . . . . . . . . . . .. 25pF 
Storage Temperature ................... -65°C to + 150°C 
Junction Temperature ................... -55°C to +150°C 
Lead Temperature (Soldering, 10 sec.) ............. +300°C 

Currents are positive into, negative out of the specified termi
nal. Consult Packaging Section of Databook for thermallimita
tions and considerations of packages. 

CONNECTION DIAGRAM 

DIL-16, SOIC-16 (Top View) 
J or N, D Package 

RI 

GND 

OUTA 

OUTB 

OUTC 

OUTD 

UC1702 
UC2702 
UC3702 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated these specifications ~r T A = -55°C to + 125°C for 
UC1702; -25°C to +85°C for UC2702; O°C to +70°C for UC3702; VBUS = 34V, VCC = 5V, RESET = VCC, R2 = 43.2kQ; 
R1 - 203kQ· CT - 220pF TA - TJ - - -

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

Supply Voltage Section 

VCC 4.5 5 8 V 

VCC Supply Current RESET, INA, INB, INC, IND = VCC 4 6 mA 

VBUS 42.5 V 

Oscillator Section 

NOMINAL Operating Frequency R1 = 203kQ, R2 = 43.2kQ, CT = 220pF 150 175 200 kHz 

R1 100 202 500 kQ 

R2 20 42.5 80 kQ 

CT 100 pF 

Output Driver VB US = 20V 

Rated Relay Current 50 mA 

Short Circuit Current 100 175 mA 

Diode Leakage Current Control Input Low, VOUTX = VB US 0.05 5 I!A 
Diode Forward Voltage 500 mV 

Averaged Output Voltage Error UC2702, UC3702 (Note 1) -10 10 % 

UC1702 -20 20 % 

Control Inputs (INA, INB, INC, IND) 

Logic Low 0.5 V 

Logic High 3 VCC V 

TON / TOFF Delay 250 ns 

Input Current -1 0 1 flA 

Input Current VIN =5V 70 120 flA 

RESET 

TON / TOFF Delay 2 fls 

Input Current VIN =0.3V -8 -5 flA 

Input Current VIN =5V -10 0 10 flA 

1.06-R1-VCC 
Note 1: Programmed Average Voltage = 2-R2 400mV 

6-13 



PIN DESCRIPTIONS 
CT: A capacitor from the CT pin to ground sets the oscil
lator center frequency. Note that the oscilliitor period 
must be least an order of magnitude less than the relax
ation time constant (UR) of the relay coil. However, a 
needlessly high operating frequency only increases 
power dissipation. For best accuracy, CT should be 
220pF or greater. 

GNO: Both ground pins must be connected to a low 
noise system ground. 

INA, INB, INC, INO: Separate digital control inputs for 
each of the four relay drivers. An active high input (a 
logic high) turns on the respective relay. Active low dis
ables the common-emitter drive transistor. 

OUTA, OUTB, OUTC, OUTO: Each of these output pins 
can be connected to the low side of one relay coil. The 
rated relay coil voltage of all relays to be driven by a sin
gle UC3702 must be the same. (It is permissible to use 
coils with different rated series resistances with a single 
UC3702, so long as the rated coil voltages are the same 
and care is taken with respect to the relaxation times of 
the different relay coils). Output transients are slew rate 
limited to decrease electro-magnetic radiation. 

R1: User selected external resistor must be placed from 
the R1 pin to the VBUS voltage supply. Sensing the 

APPLICATIONS INFORMATION 
The UC3702 must be programmed for a specific relay 
voltage. The table given below has some suggested val-

Rated Relay R1 R2 CT 
Voltage 

9V 153kn 43.2kn 220pF 

12V 203kn 43.2kn 220pF 

24V 398kn 43.2kn 220pF 

ues of R1, R2, and CT. The VCC supply voltage is as
sumed to be 5V. 

More generally, the following equation can be used to 
determine the equivalent average relay voltage: 

V - 1.06. vee. R1 400mV 
RELAY - 2.R2 

UC1702 
UC2702 
UC3702 

VBUS amplitude, the oscillator varies its ON duty cycle 
such that the average voltage across the driver coil is 
constant. 

R2: User selected extemal resistor must placed from R2 
pin to GND. This resistor, in conjunction with the external 
timing capacitor, CT, sets the OFF cycle time of the oscil
lator. For best accuracy, use 42.3kO for R2. 

RESET: Digital reset pin is active low. When RESET is 
low, the oscillator stops running and all drivers are open 
collector. 

VCC: Nominally 5V. In addition to supplying the voltage 
for the driver logic and oscillator circuit, the VCC supply 
is used as reference for the generating the average relay 
voltage. It is recommended that the VCC be regulated to 
±5% of its nominal value or better to insure good regula
tion. Good decoupling with a minimum of 11lF is neces
sary. 

VBUS: This pin should be tied to a low impedance volt
age source at some voltage higher than the rated voltage 
of the relay coil to be driven. VBUS may even be a 
poorly filtered rectified sin wave, as the UC3702 will reg
ulate the correct duty cycle. Good decoupling with a min
imum of 11lF is necessary. 

Industrial Relays 

The UC3702 takes advantage of the inductance of the 
relay coil to regulate a constant coil current in a manner 
very similar to a switch-mode power supply. To use the 
UC3702 correctly, the coil characteristics must be 
known. The rated relay voltage is what the relay manu
facturers specify as voltage to drive the relay coil with if 
the coil were driven from a dc source. Most manufactur
ers also specify the series resistance of the coil. This is 
the resistance of the copper wire and determines the 
steady state coil ON current. For example, a 12V relay 
with a 3200 series coil resistance with a draw of 37.5mA 
of constant current. The relay inductance is not typically 
specified in the manufacturer's short-form datasheet, so 
the engineer will need an LCR bridge to measure it or re
quest the information from the relay manufacturer. 
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APPLICATIONS INFORMATION (cont.) 
Although the inductance may not be specified in the re
lay datasheet, it is very repeatable since it is determined 
by the number of turns and geometry of the relay. 

The relay's coil inductance divided by its series resis
tance is the relay coil's relaxation time constant. It is im
portant that the relaxation time constant be at least an 
order of magnitude longer than the nominal switching pe
riod of the UC3702 to obtain a constant current through 
the relay coil. This means that some relays may be 
ill-suited for use with the UC3702. 

For example, a common 12V industrial relay has a series 
resistance of soon and a coil inductance of 500mH. Its 
relaxation time constant is 1 ms, an order of magnitude 
less than the period of a 10kHz oscillator. 

When performing an engineering evaluation of the 
UC3702 in a system, it is useful to have a current probe. 
Alternately, a 1 n resistor can be placed in series with the 
relay coil in the prototype and differential voltage probes 

UC1702 
UC2702 
UC3702 

can be used to observe the coil current. (Do not use a 
large series resistor, as this will impact observed relax
ation time constant.) 

Layout Considerations 

The layout of the printed circuit board and good dacoup
ling of the power supplies is critical to proper operation of 
the UC3702. For best results, high quality 4.7JlF tanta
lum capacitors should be placed as close as possible to 
the VCC and the VBUS pins. 

In addition to decoupling considerations, the R1 and R2 
pins are sensitive to capacitive coupling from any of the 
driver outputs (OUTA - D) which can slew at speeds of 
300VlJls. The external resistors R1 and R2 should be 
placed as close as possible to their respective pins. 
Avoid routing the outputs directly past these pins without 
a low impedance trace (such as GND, VCC, or VBUS) in 
between to act as a capacitive shield. 

Typical Microcontroller Application Driving 12V Industrial Relays 

"" AC I,,-+-_~ 

SENSORS_ 

INPUTS_ 

UNITRODE CORPORATION 
7 CONTINENTAL BLVD.· MERRIMACK, NH 03054 
TEL. (603) 424-2410· FAX (603) 424-3460 

vcc 

MICRO 
CONTROLLER 

CRYSTAL 
GND 

+34V BUS 

+5V 

UDG-96010-1 
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~UNITRODE 
UC1705 
UC2705 
UC3705 

High Speed Power Driver 
FEATURES 

• 1.SA Source/Sink Drive 

• 100 nsec Delay 

• 40 nsec Rise and Fall into 
1000pF 

• Inverting and Non-Inverting 
Inputs 

• Low Cross-Conduction Current 
Spike 

• Low Quiescent Current 

• SV to 40V Operation 

• Thermal Shutdown Protection 

• MINI DIP and Power Packages 

TRUTH TABLE 

INV N.I OUT 
H H L 
L H H 
H L L 
L L L 

OUT = INV and N.I. -- --
OUT = INV or N.I. 

BLOCK DIAGRAM 

N.I. INPUT 

INV. INPUT 

THERMAL 

1194 

DESCRIPTION 
The UC170S family of power drivers is made with a high speed Schottky proc
ess to interface between low-level control functions and high-power switching 
devices - particularly power MOSFETs. These devices are also an optimum 
choice for capacitive line drivers where up to 1.S amps may be switched in 
either direction. With both Inverting and Non-Inverting inputs available, logic sig
nals of either polarity may be accepted, or one input can be used to gate or 
strobe the other. 

Supply voltages for both Vs and Vc can independently range from SV to 40V. 
For additional application details, see the UC1707/3707 data sheet. 

The UC170S is packaged in an 8-pin hermetically sealed CERDIP for -SsoC to 
+ 12SoC operation. The UC370S is specified for a temperature range of O°C to 
+70°C and is available in either a plastic minidip Qr a S-pin, power TO-220 pack
age. 

CONNECTION DIAGRAMS 

DIL-8 MINI DIP, SOIC-8 
(TOP VIEW) 
N or J Package, D Package 

5-PIN TO-220 
(TOP VIEW) 
TPackage 

7 INV. IN 

LOGIC 
GND 
PWR 
GND 

Vs 

)1 

INTERNALLY 
- - - CONNECTED --l 

IN T-PACKAGE 

INTERNALLY 
- - - CONNECTED - - ..J 

LOGIC GND IN T-PACKAGE 

Vc 

OUT 

PWR 
GND 



UC1705 
UC2705 
UC3705 

ABSOLUTE MAXIMUM RATINGS 
N-Pkg J-Pkg T -Pkg 

Supply Voltage, VIN .... . . . . . . . . . . . . . . . . . . . . . . . . . . .. 40V................... 40V ................... 40V 
Collector Supply Voltage, Ve . . . . . . . . . . . . . . . . . . . . . . . .. 40V................... 40V ................... 40V 
Output Current (Source or Sink) 

Steady-State ................................. ±SOOmA ................ ±SOOmA ................. ±1.0A 
Peak Transient. ................................. ±1.5A .................. ±1.0A .................. ±2.0A 
Capacitive Discharge Energy . . . . . . . . . . . . . . . . . . . . . . 20iJ.! . . . . . . . . . . . . . . . . .. 15iJ.!.................. 50iJ.! 

Digital Inputs (See Note) ............................ 5.5V . . . . . . . . . . . . . . . . .. 5.5V.................. 5.5V 
Power Dissipation atTA = 25°C (See Note) ............... lW .................... lW .................... 3W 
Power Dissipation alTA (Leads/Case) = 25°C (See Note) ... 3W .................... 2W. . . . . . . . . . . . . . . . . .. 25W 
Operating Temperature Range .................... O°C to +70°C .......... -55°C to +125°C .......... O°C to +70°C 
Storage Temperature Range .................... -65°C to + 150°C ........ -65°C to + 150°C ......... -65°C to + 150°C 
Lead Temperature (Soldering, 10 seconds) ............. 300°C .................. 300°C ................. 300°C 
Note: All currents are positive into, negative out of the specified terminal. 

Digital Drive can exceed 5.5V if input current is limited to 10mA 
Consult Packaging Section of Databook for thermal limitations and considerations of package. 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these specifications apply for TA = -55°C to +125°C for the 
UC1705, -25°C to +85°C for the UC2705, and O°C to + 70°C for the UC3705; Vs = Ve 
=20V, TA=TJ. 

PARAMETERS TEST CONDITIONS MIN TYP MAX UNITS 
VS Supply Current Vs = 40V, (Outputs Hiah, T Pka) 6 8 rnA 

Vs = 40V, (Outputs Low, T Pkg) 8 12 rnA 
Ve Supply Current (N, J Only) Ve = 40V, Outputs Low 2 4 rnA 
Ve Leakage Current (N J Only) VS = 0, Ve = 30V .05 0.1 rnA 
Digital Input Low Level 0.8 V 
Diaitallnput Hiah Level 2.2 V 
Input Current VI=O -0.6 -1.0 rnA 
Input Leakaae VI=5V 0.5 0.1 rnA 
Output High Sat., VeNo 10=-50mA 2.0 V 

10= -500mA 2.5 V 
Output Low Sat., Vo 10=50mA 0.4 V 

10=500mA 2.5 V 
Thermal Shutdown 155 °C 

TYPICAL SWITCHING CHARACTERISTICS:vs = Ve = 20V, TA= 25°C. Delays measured to 10% output change. 

PARAMETERS TEST CONDITIONS OUTPUTCL= I UNIT 
From Inv. Input to Output: open 1.0 2.2 nF 

Rise Time Delay 60 60 60 ns 
10% to 90% Rise 20 40 60 ns 
Fall Time Delay 60 60 60 ns 
90% to 10% Fall 25 40 50 ns 

From N. I. Input to Output: 
Rise Time Delay 90 90 90 ns 
10% to 90% Rise 20 40 60 ns 
Fall Time Delay 60 60 60 ns 
90% to 10% Fall 25 40 50 ns 
Ve Cross-Conduction Ouput Rise 25 ns 
Current Spike Duration Output Fall 0 ns 
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APPLICATIONS 

UC1705 
UC2705 
UC3705 

Power MOSFET Drive Circuit Power MOSFET Drive Circuit using Negative Bias Voltage and Level 
Shifting to Ground Referenced PWMs. 

Vc 

1nFy 10 f.1 F 

D1 - ~ 

10 f---l 

Drive Input 
from PWM 

(VEE) 

Negative Bias 
(-5 TO -10V) 

D1, D2: UC3611 Schottky Diodes D1, D2: UC3611 Schottky Diodes 

Transformer Coupled MOSFET Drive Circuit Charge Pump Circuits 

Vc 

1nFy 10 llF 

D1, D2: UC3611 Schottky Diodes 

UNITRODE CORPORATION 
7 CONTINENTAL BLVD .• MERRIMACK, NH 03054 
TEL. (603) 424-2410 • FAX (603) 424-3460 

To 
Load 

1k 
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~UNITRODE 
Dual Output Driver 
FEATURES 

• Dual, 1.5A Totem Pole Outputs 

• 40nsec Rise and Fall into 1000pF 

• Parallel or Push-Pull Operation 

• Single-Ended to Push-Pull Conversion 

• High-Speed, Power MOSFET 
Compatible 

• Low Cross-Conduction Current Spike 

• Analog, Latched Shutdown 

• Internal Deadband Inhibit Circuit 

• Low Quiescent Current 

• 5 to 40V Operation 

• Thermal Shutdown Protection 

• 16-Pin Dual-In-Line Package 

• 20-Pin Surface Mount Package 

BLOCK DIAGRAM 

10/98 

FLIP FLOP 
ACTIVATE 

INVERTING 
INPUT 

NON-I~~~ni 3 

+VIN 

DESCRIPTION 

UC1706 
UC2706 
UC3706 

The UC1706 family of output drivers are made with a high-speed 
Schottky process to interface between low-level control functions and 
high-power switching devices - particularly power MOSFET's. These de
vices implement three generalized functions as outlined below. 

First: They accept a single-ended, low-current digital input of either po
larity and process it to activate a pair of high-current, totem pole outputs 
which can source or sink up to 1.5A each. 

Second: They provide an optional single-ended to push-pull conversion 
through the use of an internal flip-flop driven by double-pulse
suppression logic. With the flip-flop disabled, the outputs work in parallel 
for 3.0A capability. 

Third: Protection functions are also included for pulse-by-pulse current 
limiting, automatic dead band control, and thermal shutdown. 

These devices are available in a two-watt plastic "bat-wing" DIP for op
eration over a O°C to 70°C temperature range and, with reduced power, 
in a hermetically sealed cerdip for -55°C to + 125°C operation. Also avail
able in surface mount Q and L packages. 

TRUTH TABLE 
INV N.I 
H H 
L H 
H L 
L L 

'SET DOMINANT 
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OUT 
L 
H 
L 
L 

OUT = INV and N.I. 

OUT = INV or N.I. 

GROUND 
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ABSOLUTE MAXIMUM RATINGS 
. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .. N--Pkg............... J--Pkg 

Supply Voltage, VIN ......................... 40V .................. 40V 
Collector Supply Voltage, Vc .................. 40V .................. 40V 
Output Current (Each Output, Source or Sink) 

Steady--State .......................... ±500mA. .............. ±500mA 
Peak Transient .......................... ±1.5A. ................ ±1.0A 
Capacitive Discharge Energy ............... 20jlJ ................. 15!J,J 

Digital Inputs .............................. 5.5V ................. 5.5V 
Analog Stop Inputs .......................... VIN ................... VIN 
Power Dissipation atTA = 25°C (See Note) ....... 2W .................. 1W 
Power Dissipation at T (Leads/Case) = 25°C ...... 5W ................... 2 

(See Note) 
Operating Temperature Range ...................... --55°C to +125°C 
Storage Temperature Range ........................ --65°C to +150°C 
Lead Temperature (Soldering, 10 Seconds) ................ 300°C 
Note: All voltages are with respect to the four ground pins which must be connected 
together. All currents are positive into, negative out of the specified trerminal. Consult 
Packaging sections of the Databook for thermal limitations and considerations of package. 

CONNECTION DIAGRAMS 

UC1706 
UC2706 
UC3706 

OIL-16, SOIC-16 (TOP VIEW) 
J or N Package, OW Package 

PLCC-20, LCC-20 (TOP VIEW) 
Q, L Packages 

BINHIBIT 1 A INHIBIT 

INV.INPUT 2 INHIBIT REF 

VIN 

GROUND 

GROUND 

BOUTPUT 

FLiP/FLOP 7 STOP NON-INV. 

Note: All four ground pins must be connected to a common 
ground. 

N/C----

B INHIBIT -----, 
INV INPUT 

N.I.INPUT 

GROUND 

N/C 

GROUND 

A OUTPUT 

FLIP/FLOP 
Vc----

r---- A INHIBIT 
INHIBIT REF 

VIN 

GROUND 

N/C 

GROUND 

BOUTPUT 

STOP INV. 
~--- STOP NON-INV. 

L-----N/C 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these speCifications apply for TA = -55°C to +125°C for 
the UC1706 -25°C to +85°C for the UC2706 and O°C to +70°C for the UC3706' VIN - Vc - 20V TA = TJ , , - -

PARAMETERS TEST CONDITIONS MIN TYP MAX UNITS 
VIN Supply Current VIN =40V 8 10 mA 

Vc Supply Current Vc = 40V, Outputs Low 4 5 mA 

Vc Leakage Current VIN = 0, Vc = 30V, No Load .05 0.1 mA 

Digital Input Low Level 0.8 V 

Digital Input High Level 2.2 V 

Input Current VI=O -D.6 -1.0 mA 

Input Leakage VI=5V .05 0.1 mA 
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UC1706 
UC2706 
UC3706 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these specifications apply for TA = -55°C to + 125°C for 
the UC1706 -25°C to +85°C for the UC2706 and O°C to +70°C for the UC3706' VIN - Vc - 20V TA - TJ , , - - -

PARAMETERS TEST CONDITIONS MIN TYP MAX UNITS 
Output High Sat., Vc-Vo lo=-50mA 2.0 V 

Output Low Sat., Vo lo=50mA 0.4 V 

lo=500mA 2.5 V 
Inhibit Threshold VREF =0.5V 0.4 0.6 V 

VREF = 3.5V 3.3 3.7 V 
Inhibit Input Current VREF = 0 -10 -20 IJA 
Analog Threshold VCM= 0 to 15V 100 130 160 mV 

Input Bias Current VCM=O -10 -20 IJA 
Thermal Shutdown 155 °C 

TYPICAL SWITCHING CHARACTERISTICS' VIN - Vc - 20V TA - 25°C Delays measured to 10% output change - - , -
PARAMETERS TEST CONDITIONS OUTPUTCL= UNITS 

From Inv. Input to Output: open 1.0 2.2 nF 
Rise Time Delay 110 130 140 ns 
10% to 90% Rise 20 40 60 ns 

Fall Time Delay 80 90 110 ns 
90% to 10% Fall 25 30 50 ns 

From N. I. Input to Output: 
Rise Time Delay 120 130 140 ns 

10% to 90% Rise 20 40 60 ns 
Fall Time Delay 100 120 130 ns 

90% to 10% Fall 25 30 50 ns 
Vc Cross-Conduction Current Spike Duration Output Rise 25 ns 

Output Fall 0 ns 
Inhibit Delay Inhibit Ref. = 1V, Inhibit Inv. = 0.5 to 1.5V 250 ns 
Analog Shutdown Delay Stop Non-Inv. = OV, Stop Inv. = 0 to 0.5V 180 ns 

CIRCUIT DESCRIPTION 
Outputs 
The totem-pole outputs have been designed to minimize 
cross-conduction current spikes while maximizing fast, 
high-current rise and fall times. Current limiting can be 
done externally either at the outputs or at the common 
Vc pin. The output diodes included have slow recovery 
and should be shunted with high-speed external diodes 
when driving high-frequency inductive loads. 

Flip/Flop 
Grounding pin 7 activates the internal flip-flop to alter
nate the two outputs. With pin 7 open, the two outputs 
operate simultaneously and can be paralleled for higher 
current operation. Since the flip-flop is triggered by the 
digital input, an off-time of at last 200nsec must be pro
vided to allow the fliplflop to change states. Note that 
the circuit logic is configured such that the "OFF" state is 
defined as the outputs low. 

Digital Inputs 
With both an inverting and non-inverting input available, 
either active-high or active-low signals may be accepted. 
These are true TTL compatible inputs-the threshold is 
approximately 1.2V with no hysteresis; and external pull
up resistors are not required. 

Inhibit Circuit 
Although it may have other uses, this circuit is included 
to eliminate the need for deadband control when driving 
relatively slow bipolar power transistors. A diode from 
each inhibit input to the opposite power switch collector 
will keep one output from turning-on until the other has 
turned-off. The threshold is determined by the voltage 
on pin 15 which can be set from 0.5 to 3.5V. When this 
circuit is not used, ground pin 15 and leave 1 and 16 
open. 
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CIRCUIT DESCRIPTION (cont.) 

Analog Shutdown 
This circuit is included to get a latched shutdown as close 
to the outputs as possible., from a time standpoint. With 
an internal 130mV threshold, this comparator has a 
common·mode range from ground to (VIN - 3V). When 
not used, both inputs should be grounded. The time re
quired for this circuit to latch is inversely proportional to 
the amount of overdrive but reaches a minimum of 
180nsec. As with the flip-flop, an input off-time of at least 
200nsec is required to reset the latch between pulses. 

Supply Voltage 
With an internal 5V regulator, this circuit is optimized for 

APPLICATIONS 

Vc 

UC1706 
UC2706 
UC3706 

use with a 7 to 40V supply; however, with some slight re
sponse time degradation, it can also be driven from 5V. 
When VIN is low, the entire circuit is disabled and no cur
rent is drawn from Vc. When combined with a UC1840 
PWM, the Driver Bias switch can be used to supply VIN to 
the UC1706. VIN switching should be fast as if Vc is 
high, undefined operation of the outputs may occur with 
VIN less than 5V. 

Thermal Considerations 
Should the chip temperature reach approximately 155°C, 
a parallel, non--inverting input is activated driving both 
outputs to the low state. 

1nFy 10 ll F Drive Input 
from PWM '>--'V\fu.~ 

01 J 

(VEE) 

Negative Bias 
(-5 TO -10V) 

D1, D2; UC3611 Schottky Diodes D1, D2; UC3611 Schottky Diodes 

Power MOSFET Drive Circuit Power MOSFET Drive Circuit Using Negative Bias Voltage and 
Level Shifting to Ground Referenced PWMs 

Vc 

1nFy 10 l1F 

D1, D2: UC3611 Schottky Diodes 

To 
Load 

Transformer Coupled MOSFET Drive Circuit 
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100l1F 

r-f-----Vc 

t-IH f--.-J<:Hr-VO '" -Vc 

100l1F 

Charge Pump Circuits 



APPLICATIONS (cont'd) 

D1, D2: UC3611 Schottky Diodes 

Power Bipolar Drive Circuit 

14 
Driver 
Bias 

OUT 12 

UC3840 
Or 

UC3841 

GND 13 

UC3706 

3k 

vc 
1nFy 10 l1F rJ 

,: UIJ 
f-1--+----+--r--'\II/v---, 

UC3611 Quad Schottky 
Diode Array 

D1, D2: UC3611 Schottky Diodes 

UC1706 
UC2706 
UC3706 

Transformer Coupled Push-Pull MOSFET Drive Circuit 

1nF y 10/lF 

.---_------' 
1k 

\ 
UC3611 Quad Schottky 

Diode Array 

UC3706 Converts Single Output PWMs to High Current Push-Pull Configuration 

UNITROOE CORPORATION 
7 CONTINENTAL BLVD.' MERRIMACK, NH 03054 
TEL. (603) 424·2410' FAX (603) 424-3460 
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~UNITRDDE UC1707 
UC2707 
UC3707 

Dual Channel Power Driver 

FEATURES 
• Two independent Drivers 

• 1.SA Totem Pole Outputs 

• Inverting and Non-Inverting Inputs 

• 40ns Rise and Fall into 1000pF 

• High-Speed, Power MOSFET 
Compatible 

• Low Cross-Conduction Current Spike 

• Analog Shutdown with Optional Latch 

• Low Quiescent Current 

• SV to 40V Operation 

• Thermal Shutdown Protection 

• 16-Pin Dual-In-Line Package 

• 20-Pin PLCC and CLCC Package 

BLOCK DIAGRAM 

INPUT A 
N.I. 

INPUT A 
INVERT 

DESCRIPTION 
The UC1707 family of power drivers is made with a high-speed Schottky 
process to interface between low-level control functions and high-power 
switching devices - particularly power MOSFETs. These devices contain 
two independent channels, each of which can be activated by either a high 
or low input logic level signal. Each output can source or sink up to 1.SA as 
long as power dissipation limits are not exceeded. 

Although each output can be activated independently with its own inputs, it 
can be forced low in common through the action either of a digital high sig
nal at the Shutdown terminal or a differential low-level analog signal. The 
Shutdown command from either source can either be latching or not, de
pending on the status of the Latch Disable pin. 

Supply voltage for· both VIN and VC can independently range from SV to 
40V. 

These devices are available in two-watt plastiC "bat-wing" DIP for operation 
over a O°C to 70°C temperature range and, with reduced power, in a her
metically sealed cerdip for -5SoC to +12SoC operation. Also available in 
surface mount DW, Q, L packages. 

TRUTH TABLE (Each Channel) 

INV. N.I. OUT OUT = INV and N.I. 

H H L OUT = INV or N." 

L H H 

H L L 

L L L 

INPUT B 

N.I. t==:::~=::::C>---i==L) 
I~~~JR~ 1 

+VIN 

R 

SHUTDOWN 71-----..J 

GROUND 
DI~~~t~ 3 i--H_=_N_O_L_A_TC_H_OR __ RE_S_ET_--, 

4,5,12,13 
L • LATCH ENABLED 
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UC1707 
UC2707 
UC3707 

ABSOLUTE MAXIMUM RATINGS CONNECTION DIAGRAMS 
Supply Voltage, VIN, N/J-Pkg ....................... 40V 
Collector Supply Voltage, VC, N/J-Pkg ............... 40V 
Output Current (Each Output, Source or Sink) Steady-State, 

N/J-Pkg ................................... ±SOOmA 
Peak Transient 

N-Pkg ...................................... ±1.SA 
J-Pkg ...................................... ±1.0A 

Capacitive Discharge Energy 
N-Pkg ...................................... 20mJ 
J-Pkg ....................................... 1SmJ 

Digital Inputs (See Note), N/J-Pkg ................... S.SV 
Analog Stop Inputs, N/J-Pkg ........................ VIN 
Power Dissipation at T A = 2SoC (See Note) 

N-Pkg ........................................ 2W 
J-Pkg ........................................ 1W 

Power Dissipation at T (Leads/Case) = 2SoC (See Note) 
N-Pkg ........................................ SW 
J-Pkg ........................................ 2W 

Operating Temperature Range ............ -SsoC to + 12SoC 
Storage Temperature Range ............. -65°C to +1S0°C 
Lead Temperature (Soldering, 10 Seconds) .......... 300°C 

Note: All voltages are with respect to the four ground pins 
which must be connected together. All currents are positive 
into, negative out of the specified terminal. Digital Drive can ex
ceed S.SV if input current is limited to 10mA. Consult Pack
aging section of Databook for thermal limitations and 
considerations of package. 
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DIL-16, SOIC-16 (TOP VIEW) 
J or N Package, 

INPUT B INV. 1 

INPUT B N.I. 2 

LATCH 
DISABLE 

GROUND 4 

GROUND 

SHUTDOWN 

INPUT A INV. 

INPUT A N.I. 

+VIN 

GROUND 

GROUND 

OUTPUT B 

ANALOG 
STOP NON-INV. 

9 ~~~~OI~V. 
1...---....1 

+Vc 

Note: All four ground pins must be connected to a common 
ground. 

PLCC-20, LCC-20 (TOP VIEW) 
Q, L Packages 

N/C----..., 

INPUT B INV. ---~ ,.----INPUT A INV. 
INPUTBI.N. INPUT A NON INV. 

LATCH DISABLE 4 18 VIN 

GROUND 5 17 GROUND 

NlC 6 16 N/C 

GROUND 7 15 GROUND 

OUTPUT A 8 OUTPUTS 

SHUTDOWN ANALOG STOP INV. 
VC ANALOG STOP NON INV. 

N/C 



UC1707 
UC2707 
UC3707 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these specifications apply for TA = -55°C to +125°C for 
the UC1707 -25°C to +85°C for the UC2707 and O°C to +70°C for the UC3707' VIN - Vc - 20V TA - TJ , - - -

PARAMETERS TEST CONDITIONS MIN TYP MAX UNITS 
VIN Supplv Current VIN =40V 12 15 mA 
Vc Supply Current V c = 40V Outputs Low 5.2 7.5 mA 
Vc Leakage Current VIN =0 VC =30V, No Load .05 0.1 mA 
Diqital Input Low Level 0.8 V 
DIgital Input High Level 2.2 V 
Input Current V =0 -0.06 -1.0 mA 
Input Leakage VI=5V .05 0.1 mA 
Output High Sat., Vc-Vo In=-50mA 2.0 V 

lo=-500mA 2.5 V 
Output Low Sat., Va la=-50mA 0.4 V 

lo=-500mA 2.5 V 
Analog Threshold VCM =0 to 15V 100 130 160 mV 
Input Bias Current VCM=O -10 -20 uA 
Thermal Shutdown 155 °C 
Shutdown Threshold Pin 7 Input 0.4 1.0 2.2 V 
Latch Disable Threshold Pin 3 Input 0.8 1.2 2.2 V 

TYPICAL SWITCHING CHARACTERISTICS : VIN = Vc = 20V, TA= 25°C. Delays measured to 10% output chanqe. 
PARAMETERS TEST CONDITIONS OUTPUTCL= UNITS 

From Inv. Input to Output open 1.0 2.2 nF 
Rise Time Delay 40 50 60 ns 
10% to 90% Rise 25 40 50 ns 
Fall Time Delay 30 40 50 ns 
90% to 10% Fall 25 40 50 ns 

From N.I. Input to Output 
Rise Time Delay 30 40 50 ns 
10% to 90% Rise 25 40 50 ns 
Fall Time Delay 45 55 65 ns 
90% to 10% Fall 25 40 50 ns 
Vc Cross-Conduction Output Rise 25 ns 
Current Spike Duration Output Fall 0 ns 
Analog Shutdown Delay Stop non-Inv. = OV 180 ns 

Stop Inv. = 0 to 0.5V 180 ns 
Digital Shutdown Delay 2V Input on Pin 7 50 ns 
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SIMPLIFIED INTERNAL CIRCUITRY 

+VIN 

To Latch 

UC1707 
UC2707 
UC3707 

The input common-mode voltage range is from ground to (VIN-3V). When not used both inputs shoul1d be grounded. Activate 
time is a function of overdrive with a typical value of 180ns. Pin 7 serves both as a comparator output and as a common digital 
shutdown input. A high signal here will accomplish the fastest turn off of both outputs. Note that "OFF" is defined as the outputs 
low. Pulling shutdown low defeats the latch operation regardless of its status. 

Figure 1. Typical digital input gate. 

Digital Inputs 
Pins 1,2,15,16 

Internal 5 Volts 

The input zener may be used to clamp input signal voltages 
higher than 5V as long as the zener current is limited to 
10mA max. External pull-up resistors are not required. 

Figure 2. Typical digital input gate. 

LATCH 
DISABLE 

INT 5V 

To Shutdown 
Latch 

The Shutdown latch is disabled when pin 3 is open. An im
pedance of 4k or less from pin 3 to ground will allow a shut
down signal to set the latch which can then be reset by 
either recycling the VIN supply or by momentarily (>200ns) 
raising pin 3 high. 

Figure 3. Latch disable. 
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SIMPLIFIED INTERNAL CIRCUITRY (cant.) 

Vc 

1nFy 10 ILF 

r-_---.---' 

PGND 
UC3611 Quad Schottky 
Diode Array 

Figure 4. Transformer coupled push-pull MOSFET drive circuit. 

UC1524:.----+_--t-C1 

PWM 

Osc. 

Clock 

Reset 
3k 

1k 

Rse 

UC1707 
UC2707 
UC3707 

The Analog shutdown can give pulse-by-pulse current limiting with a reset pulse from the clock output of the UC1524. R1C1 is 
used to filter leading edge spikes. 

Figure 5. Current limiting. 
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APPLICATIONS 

S.6V 
OVP R1 

3k 

2.SV (- ) 
REF 

R2 R3 
2.7k 100k -

With an external reference, the shutdown comparator can 
be used for over-voltage protection. R1 and R2 set the 
shutdown level while R3 adds positive feedback for hyster
esis. 

Figure 6. Over-voltage protection. 

Vc 

1nFy10~F 

J 

GND 

D1, D2: UC3611 Schottky Diodes 

Figure 7. Power MOSFET drive circuit. 

.-+---~~------ Vc 

UC1707 
UC2707 
UC3707 

Vo=2Vc 

100ilF 

r-r------------ Vc 

Vo=-Vc 

100ilF 

When driven with a TTL square wave drive, the low output 
impedance of the UC1707 allows ready implementation of 
charge pump voltage converters. 

Figure 8. Charge pump circuits. 

Vc 

1nFy10~F 

GND 

D1, D2: UC3611 Schottky Diodes 

Figure 9. Power bipolar drive circuit. 
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TRANSFORMER COUPLING 

Vc 

1nF y 10 l1F 

01, 02: UC3611 Schottky Oiode 

Figure 10. Transformer coupled MOSFET drive circuit. 

Drive Input 
from PWM 

(VEE) 

Negative Bias 
(-5 TO -10V) 

01,02: UC3611 Schottky Oiode 

To 
Load 

UC1707 
UC2707 
UC3707 

Figure 11. Power MOSFET drive circuit using negative bias voltage and level shifting to ground reference 
PWM. 

UNITRODE CORPORATION 
7 CONTINENTAL BLVD, • MERRIMACK, NH 03054 
TEL. (603) 424-2410 • FAX (603) 424-3460 
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~UNITROCE 
UC1708 
UC2708 
UC3708 

Dual Non-Inverting Power Driver 

FEATURES 

• 3.0A Peak Current Totem Pole 
Output 

• 5 to 35V Operation 

• 25ns Rise and Fall Times 

• 25ns Propagation Delays 

• Thermal Shutdown and Under-
Voltage Protection 

• High-Speed, Power MOSFET 
Compatible 

• Efficient High Frequency Operation 

• Low Cross-Conduction Current Spike 

• Enable and Shutdown Functions 

• Wide Input Voltage Range 

• ESD Protection to 2kV 

BLOCK DIAGRAM 

DESCRIPTION 
The UC1708 family of power drivers is made with a high-speed, high
voltage, Schottky process to interface control functions and high-power 
switching devices - particularly power MOSFETs. Operating over a 5 to 
35 volt supply range, these devices contain two independent channels. 
The A and B inputs are compatible with TTL and CMOS logic families, 
but can withstand input voltages as high as VIN. Each output can source 
or sink up to 3A as long as power dissipation limits are not exceeded. 

Although each output can be activated independently with its own inputs, 
they can be forced low in common through the action of either a digital 
high signal at the Shutdown terminal or by forcing the Enable terminal 
low. The Shutdown terminal will only force the outputs low, it will not ef
fect the behavior of the rest of the device. The Enable terminal effectively 
places the device in under-voltage lockout, reducing power consumption 
by as much as 90%. During under-voltage and disable (Enable terminal 
forced low) conditions, the outputs are held in a self-biasing, low-voltage, 
state. 

The UC3708 and UC2708 are available in plastic 8-pin MINIDIP and 16-
pin "bat-wing" DIP packages for commercial operation over a OOC to 
+70oC temperature range and industrial temperature range of -25°C to 
+850 C respectively. For operation over a -55°C to + 125°C temperature 
range, the UC1708 is available in hermetically sealed 8-pin MINIDIP and 
16 pin DIP packages. Surface mount devices are also available. 

1-----------------
I 
I 

Logic Gnd 4 

L ________________ _ 

Note: Shutdown feature available only in JE, NE or DW packages. 
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ABSOLUTE MAXIMUM RATINGS (Note 1) 
Supply Voltage VIN ................................ 35V 
Output Current (Each Output, Source or Sink) 

Steady-State .................................. 0.5A 
Peak Transient .................................. 3A 

Ouput Voltage ....................... -0.3 to (VIN + 0.3)V 
Enable and Shutdown Inputs. . . . . . . . . . . . . . . .. -0.3 to 6.2V 
A and B Inputs ....................... -0.3 to (VIN + 0.3)V 
Operating Junction Temperature (Note 2) ............ 150°C 
Storage Temperature Range. . . . . . . . . . . . . . . . -65° to 150°C 
Lead Temperature (Soldering, 10 Seconds) .......... 300°C 

NOTE 1: All voltages are with respect to Logic Gnd pin. All cur
rents are positive into, negative out of, device terminals. 
NOTE 2: Consult Unitrode Integrated Circuits databook for 
information regarding thermal specifications and limitations of 
packages. 

SOIC-16 (Top View) 
OW Package 

UC1708 
UC2708 
UC3708 

CONNECTION DIAGRAMS 

OIL-8 (Top View) 
J Or N Package 

OIL-16 (Top View) 
. JE or NE Package 

Nle 1 

Enable 3 

Logic Gnd 4 

Logic Gnd 5 

Shutdown 6 

Input B 7 

9 Pwr Gnd B 

Note: In JE package Pin 4 is logic ground. Pins 5, 12, 
and 13 are Nle. 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, VIN=10V to 35V, and these specifications apply for: 
-550C<TA<1250C for the UC170B, -250C<TA<+B50C for the UC270B, and OOC<TA<70oC forthe UC370B. TA = T J. 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

VIN Supply Current OutputsLow 1B 26 mA 

Outputs High 14 1B mA 

Enable =OV 1 4 mA 

A, B and Shutdown Inputs Low O.B V 
Level 

A, B and Shutdown Inputs High 2.0 V 
Level 

A, B Input Current Low VA,B=O.4V -1 -0.6 mA 

A, B Input Current High VA,B= 2.4V -200 50 IlA 
A, B Input Leakage Current High VA,B=35.3V 200 IlA 
Shutdown Input Current Low VSHUTDOWN = O.4V 20 100 IlA 
Shutdown Input Current High VSHUTDOWN = 2.4V 170 500 IlA 

VSHUTDOWN = 6.2V 0.6 1.5 mA 
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UC1708 
UC2708 
UC3708 

ELECTRICAL CHARACTERISTICS (cont.): Unless otherwise stated, VIN = 10V to 35V, and these specifications apply 
for: -550C<TA<1250C for the UC1708, -250C<TA<+850C for the UC2708, and OOC<TA<70oC for the UC3708. TA= TJ. 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

Enable Input Current Low VENABLE =OV -600 -460 200 IlA 
Enable Input Current High VENABLE = 6.2V 200 IlA 
Enable Threshold Rising 2.8 3.6 V 

Enable Threshold Falling 1.0 2.4 3.4 V 

Output High Sat., VIN - VOUT louT=-50mA 2.0 V 

louT = -500mA 2.5 V 

Output Low Sat., VOUT louT=50mA 0.5 V 

louT=500mA 2.5 V 

Thermal Shutdown 155 °C 

SWITCHING CHARACTERISTICS (Figure 1) (VIN = 20V, delays measured to 10% output change.) 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

From A,B Input to Output: 

Rise Time Delay (TPLH) CL=OpF 25 40 ns 

CL = 1000pF (Note 3) 25 40 ns 

CL = 2200pF 30 45 ns 

10% to 90% Rise (TTLH) CL=OpF 55 75 ns 

CL = 1000pF (Note 3) 25 50 ns 

CL=2200pF 40 55 ns 

Fall Time Delay (TPHL) CL = OpF 25 40 ns 

CL = 1000pF (Note 3) 25 45 ns 

CL = 2200pF 35 50 ns 

90% to 10% Fall (TTHL) CL=OpF 15 20 ns 

CL = 1000pF (Note 3) 25 45 ns 

CL=2200pF 40 55 ns 

From Shutdown Input to Output 

Rise Time Delay (TPLH) CL=OpF 25 75 ns 

CL = 1000pF (Note 3) 30 75 ns 

CL=2200pF 35 75 ns 

10% to 90% Rise (TTLH) CL=Opf 50 75 ns 

CL = 1000pF (Note 3) 25 50 ns 

CL=2200pF 40 55 ns 

Fall Time Delay (TPHL) CL=OpF 25 45 ns 

CL = 1000pF (Note 3) 30 50 ns 

CL=2200pF 35 55 ns 

90% to 10% Fall (TTHL) CL=OpF 25 20 ns 

CL = 1000pF (Note 3) 25 45 ns 

CL=2200pF 40 55 ns 

Total Supply Current F = 200kHz, 50% duty cycle, both channels; CL=OpF 23 25 rnA 

F = 200kHz, 50% duty cycle, both channels; CL=2200pF 38 45 mA 

NOTE 3: These parameters, speCified at 1000pF, although guaranteed over recommended operating conditions, are not tested in 
production. 
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Figure 1: AC Test Circuit and Switching Time Waveforms 

12V 

_ I~PF 
AC Input ~ u..::.6=-66::..:0'--~--l 

..JLJ 
200kHz 
tr~0.5V IRS"=" 
tf~O.5/RS 
Duty Cycle - 50% 

Figure 2: Equivalent Input Circuits 

5.6V _----_--., 

20V 

Logic 
Gnd 

Output 

CL 

UDG-92D26 

Note: Shutdown featureavailabie only in JE, NE or DW Packages. 

UNllRODE CORPORATION 
7 CONTINENTAL BLVD .• MERRIMACK, NH 03054 
TEL (600) 424-241 o. FAX (603) 424-3460 
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OV 

20V 

OUTPUT 
OV 
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To AlB 
Output 

TTLH 

50% 

90% 

10% 
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TTHL 

Enable 

50% 

UC170B 
UC270B 
UC370B 

90% 

To AlB 
Output 
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~UNITRODE 
Dual High-Speed FET Driver 

FEATURES DESCRIPTION 

UC1709 
UC2709 
UC3709 

• 1.5 Amp Source/Sink Drive 

• Pin Compatible with 0026 Products 

• 40 ns Rise and Fall into 1000 pF 

• Low Quiescent Current 

The UC3709 family of power drivers is an effective low-cost solution to the 
problem of providing fast turn-on and off for the capacitive gates of power 
MOSFETs. Made with a high-speed Schottky process, these devices will 
provide up to 1.5 amps of either source or sink current from a totem-pole 
output stage configured for minimal cross-conduction current spike. 

• 5V to 40V Operation 

• Thermal Protection 

The UC3709 is pin compatible with the MMH0026 or DS0026, and while the 
delay times are longer, the supply current is much less than these older de
vices. 

With inverting logic, these units feature complete TTL compatibility at the in
puts with an output stage that can swing over 30V. This design also includes 
thermal shutdown protection. 

ABSOLUTE MAXIMUM RATINGS 
N-Pkg J-Pkg 

Supply Voltage, Vcc. . . . . . . . . . . . . . . . . . . . . . . . . .. 40V . . . . . . . . . . . . . . . . . . . . . . .. 40V 
Output Current (Source or Sink) 

Steady-State .............................. ±SOO ...................... ±500 mA 
Peak Transient. ............................ ±1.5A ....................... ±1.0A 
Capacitive Discharge Energy ................. 20!W. . .. .. .. . . . .. . .. . . . .... 15!W 

Digital Inputs (See Note) ....................... 5.5V ........................ 5.5V 
Power Dissipation at T A = 25°C ................... 1 W. . . . . . . . . . . . . . . . . . . . . . . . . . 1 W 
Power Dissipation at T c = 25°C ................... 3W .......................... 2W 
Operating Temperature Range ............. -55°C to +125°C . . . .... -55°C to +125°C 
Storage Temperature Range. . . . . . . . . . . . . .. -65°C to + 150°C . . . . . . . .. -65°C to + 150°C 
Lead Temperature (Soldering, 10 Seconds) ....... 300°C ..................... 300 °c 
Note: All currents are positive into, negative out of the specified terminals. Digital drive can 

exceed 5.5V if input current is limited to 10mA. Consult Packaging section of Databook 
for thermal limitations and considerations of package. 

SIMPLIFIED SCHEMATIC (Only One Driver Shown) 

11196 

Vec 

Input 
A or B 

Sense f-----/ 
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CONNECTION DIAGRAMS 

UC1709 
UC2709 
UC3709 

8 PIN OIL (TOP VIEW) 
N or J Package 

PLCC-20, LCC-20 (TOP VIEW) 

GROUND 3 

INPUT B 4 

SOIC-16 (TOP VIEW) 
OW Package 

7 OUTPUT A 

OUTPUT B 

--1",....-~,....--'-

N/C 

OUTPUT A 4 

Q, L Packages 

/3 2 1 2019 

4 18 

5 17 

6 16 

7 15 

8 14 
9 10 11 12 13 

B 

PACKAGE PIN FUNCTION 
FUNCTION PIN 

N/C 1 
NlC 2 
INPUT A 3 
NlC 4 
NlC 5 
GROUND 6 
N/C 7 
NlC 8 
INPUTB 9 
NlC 10 
N/C 11 
OUTPUTB 12 
N/C 13 
NlC 14 
NlC 15 
Vee 16 
N/C 17 
N/C 18 
NlC 19 
OUTPUT A 20 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these specifications apply for TA = -55°C to + 125°C for the 
UC1709, -40°C to +85°C for the UC2709, and O°C to + 70°C for the UC3709; Vee = 
20V TA-TJ -

PARAMETERS TEST CONDITIONS MIN TYP MAX UNITS 
Supply Current Both Outputs High 10 12 mA 

Both Outputs Low 7 10 mA 
Logie 0 Input Voltage 0.8 V 
Logic 1 Input Voltage 2.2 V 
Input Current VI-O -0.6 -1.0 mA 
Input Leakage VI=5V 0.05 0.1 mA 
Output High Sal., Vee-Vo 10=-50mA 1.5 2.0 V 

10=-500mA 2.0 2.5 V 
Output Low Sal., Vo 10 = 50mA 0.1 0.4 V 

10 = 500mA 2.0 2.5 V 
Thermal Shutdown 155 °C 

TYPICAL SWITCHING CHARACTERISTICS: Vee = 20V, TA= 25°C. Delays measured to 10% output change. 

PARAMETERS TEST CONDITIONS OUTPUTCL= UNIT 
OnF 2.2nF 

Rise Time Delay 80 80 ns 
10% to 90% Rise 20 40 ns 
Fall Time Delay 60 80 ns 
90% to 10% Fall 20 40 ns 
Vee Cross-Conduction Output Rise 25 ns 
Current Spike Duration Output Fall 0 ns 

Note: Refer to UC1705 specifications for further information 
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APPLICATIONS 

Power Bipolar Drive Circuit 

Vc 

1nFy 10 ll F 

01 
10 

01, 02: UC3611 Schottky Diodes 

Power MOSFET Drive Circuit 

01, 02: UC3611 Schottky Diodes 

Charge Pump Circuits 

rl-....,....--Vc 

~~r~~~~-Vo=2Vc 

100"F 

rl----Vc 

~__'_1r~__KJ-~-Vo =-Vc 

100"F 

UNITRODE CORPORATION 
7 CONTINENTAL BLVD .• MERRIMACK, NH 03054 
TEl. (603) 424-2410. FAX (603) 424-3460 

UC1709 
UC2709 
UC3709 

Transformer Coupled Push-Pull MOSFET Drive Circuit 

Vc 

UC3611 Quad Schottky 
Diode Array 

01, 02: UC3611 Schottky Diodes 

Power MOSFET Drive Circuit Using Negative Bias Voltage and 
Level Shifting To Ground Referenced PWMS 

Drive Input 
from PWM 

(VEE) 

Negative Bias 
(-5 TO -10V) 

01, 02: UC3611 Schottky Diodes 

Transformer Coupled MOSFET Drive Circuit 
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Vc 

1nF y 10 llF 
To 
Load 

0\0 T1octJ~ 
II • 1k 

r--.----I 

01, 02: UC3611 Schottky Diodes 



[bD UNITRODE 

UC1710 
UC271 0 
UC371 0 

High Current FET Driver 
FEATURES 
• Totem Pole Output with 6A 

Source/Sink Drive 

• 3ns Delay 

• 20ns Rise and Fall Time into 2.2nF 

• 8ns Rise and Fall Time into 30nF 

• 4.7V to 18V Operation 

• Inverting and Non-Inverting Outputs 

• Under-Voltage Lockout with 
Hysteresis 

• Thermal Shutdown Protection 

• MINIDIP and Power Packages 

TRUTH TABLE 

INV N.I. Oul 

DESCRIPTION 
The UC1710 family of FET drivers is made with a high-speed Schottky pro
cess to interface between low-level control functions and very high-power 
switching devices-particularly power MOSFET's. These devices accept 
low-current digital inputs to activate a high-current, totem pole output which 
can source or sink a minimum of 6A. 

Supply voltages for both VIN and Vc can independently range from 4.7V to 
18V. These devices also feature under-voltage lockout with hysteresis. 

The UC1710 is packaged in an 8-pin hermetically sealed dual in-line pack
age for -55°C to +125°C operation. The UC2710 and UC3710 are speci
fied for a temperature range of -40°C to +85°e and ooe to +70oe 
respectively and are available in either an 8-pin plastic dual in-line or a 
5-pin, TO-220 package. Surface mount devices are also available. 

ORDERING INFORMATION 
TEMPERATURE PACKAGE 
RANGE 

UC1710J -55°C 10 +125°C 8 pin CDIP 
UC2710DW -40°C 10 +85°C 16 pin SOIC-wide 

H H L OUT = INV and N.I. UC271OJ 8pin CDIP -- --
L H H OUT= INV or N.!. UC2710N 8 pin PDIP 

UC2710T 5 pin T0220 
UC3710DW O°C 10 +70°C 16 pin SOIC-wide 

H L L 

L L L UC3710N 8 pin PDIP 
UC3710T 5 pin T0220 

BLOCK DIAGRAM 

INTERNALLY CONNECTED IN T PACKAGE 

OUTPUT BIAS 

Oul 

N.I.IN 

PwrGnd 

INVIN 

Logic Gnd 

I I L _______________________________________________ I 
UDG-99079 
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ABSOLUTE MAXIMUM RATINGS 
N-Package J-Package T-Package 

Supply Voltage, Vin ........................... 20V .............. 20V .............. 20V 
Collector Supply Voltage, Vc .................... 20V .............. 20V .............. 20V 
Operating Voltage ............................ 18V .............. 18V .............. 18V 
Output Current (Source or Sink) 
Steady-State ............................. ± 500mA. ........... ± 500mA ............. ± 1A 
Digital Inputs ............................ -Q.3V-VIN ........ -Q.3V - VIN ........ -0.3V - VIN 
Power Dissipation at Ta=25°C ................... 1 W ............... 1 W ............... 3W 
Power Dissipation at T (Case) = 25°C .............. 2W ............... 2W .............. 25W 
Operating Junction Temperature ....... -55°C to + 150°C .... -55°C to + 150°C .... -55°C to + 150°C 
Storage Temperature ............... -65°C to +150°C .... -65°C to +150°C .... -65°C to +150°C 
Lead Temperature (Soldering, 10 seconds) ....... 300°C ............ 300°C ............ 300°C 

Note 1: All currents are positive into, negative out of the specified terminal. 

Note 2: Consult Unitrode Integrated Circuits databook for information regarding thermal specifications 
and limitations of packages. 

CONNECTION DIAGRAMS 

OIL-8 MINIOIP (Top View) 
J or N Package 

Gnd 

5-Pin TO-220 (Top 
View) 

SOIC-16 (Top View) 
OW Package 

UC1710 
UC271 0 
UC371 0 

Gnd 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these specifications apply for VIN = Vc = 15V, No load, 
TA=TJ 

PARAMETERS TEST CONDITIONS MIN TYP MAX UNITS 

VIN Supply Current VIN =18V, Vc =18V, Output Low 26 35 mA 

VIN =18V, Vc =18V, Output High 21 30 mA 

Vc Supply Current VIN =18V, Vc =18V, Output Low 1.5 5.0 mA 

VIN =18V, Vc =18V,Output High 5.0 8 mA 

UVLO Threshold VIN High to Low 3.8 4.1 4.4 V 

VIN Low to High 4.1 4.4 4.8 V 
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UC1710 
UC271 0 
UC371 0 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these specifications apply for VIN = Vc = 15V, No load, 
TA-TJ -

PARAMETERS TEST COIliDITIONS 

UVLO Threshold Hysteresis 

Digital Input Low Level 

Digital Input High Level 

Digital Input Current Digital Input = O.OV 

Output High Sat., Vc - Vo 10=-100mA 

10=-6A 

Output Low Sat., Vo 10= 100mA 

10=6A 

Thermal Shutdown 

From Inv., Input to Output (Note 3, 4): 

Rise Time Delay CL=O 

CL = 2.2nF 

CL = 30nF 

10% to 90% Rise CL=O 

CL =2.2nF 

CL= 30nF 

Fall Time Delay CL=O 

CL=2.2nF 

CL = 30nF 

90% to 10% Fall CL=O 

CL =2.2nF 

CL= 30nF 

From N.I. Input to Output (Note 3,4): 

Rise Time Delay CL=O 

CL=2.2nF 

CL = 30nF 

10% to 90% Rise CL=O 

CL = 2.2nF 

CL = 30nF 

Fall Time Delay CL=O 

CL=2.2nF 

CL = 30nF 

90% to 10% Fall CL=O 

CL =2.2nF 

CL = 30nF 

Total Supply Current at 200kHz Input T A = 25°C (Note 5) CL = 0 
Switching Frequency 

Note: 3. Delay measured from 50% input change to 10% output change. 

Note: 4. Those parameters with CL = 30nF are not tested in production. 

MIN 

0.1 

2.0 

-70 

TYP MAX UNITS 

0.3 0.5 V 

0.8 V 

V 

-4.0 I1A 
1.35 2.2 V 

3.2 4.5 V 

0.25 0.6 V 

3.4 4.5 V 

165 °C 

35 70 ns 

35 70 ns 

35 70 ns 

20 40 ns 

25 40 ns 

85 150 ns 

35 70 ns 

35 70 ns 

35 80 ns 

15 40 ns 

20 40 ns 

85 150 ns 

35 70 ns 

35 70 ns 

35 70 ns 

20 40 ns 

25 40 ns 

85 150 ns 

35 70 ns 

35 70 ns 

35 80 ns 

15 40 ns 

20 50 ns 

85 150 ns 

30 40 mA 

Note: 5. Inv. Input pulsed at 50% duty cycle with N.I. Input = 3V. or N.I. Input pulsed at 50% duty cycle with Inv. Input = OV. 

UNITRODE CORPORATION 
7 CONTINENTAL BLVD.· MERRIMACK. NH 03054 
TEL. (603) 424·2410 FAX (603) 424-3460 
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~UNITRCDE 
UC1711 
UC3711 

Dual Ultra High-Speed FET Driver 
FEATURES BLOCK DIAGRAM 

• 25ns Rise and Fall into 1000pF 1-------------------------1 

• 15ns Propagation Delay 1 7.5V REG 6 Vee 
1 
1 
1 
1 
1 
1 
1 
1 

• 1.5A Source or Sink Output Drive 

• Operation with 5V to 35V Supply 

• High-Speed Schottky NPN Process 

• a-PIN MINIDIP Package AIN AOut 

CONNECTION DIAGRAM 

DIL-8 (Top View) 
J or N Package 

N/C 1 

7 A Out 

1 
1 
1 
1 
1 
1 
1 

BOut 

Gnd 
BIN (-) 4 5 BOut 

~------------------- ______ I 

DESCRIPTION 
The UC1711 family of FET drivers are made with an 
all-NPN Schottky process in order to optimize switching 
speed, temperature stability, and radiation resistance. 
The cost for these benefits is a quiescent supply current 
which varies with both output state and supply voltage. 
For lower power requirements, refer to the the UC1709 
family which is both pin compatible with, and functionally 
equivalent to the UC1711. 

These devices implement inverting logic with TTL com
patible inputs, and output stages which will either 
source, or sink in excess of 1.5A of load current with 
minimal cross-conduction charge. Due to their monolithic 
construction, the channels are well matched and can be 
paralleled for doubled output current capability. 

ORDERING INFORMATION 
TEMPERATURE RANGE PACKAGE 

UC1711J -55°C to +125°C Ceramic DIP 
UC3711J O°Cto +70°C Ceramic DIP 
UC3711N O°Cto +70°C Plastic DIP 

03199 6-41 

UDG·99078 

ABSOLUTE MAXIMUM RATINGS 
Input Supply Voltage, Vee .......................... 40V 
Output Current (Source or Sink) 

Steady State .............................. ± 500mA 
Peak Transient ............................... ± 1.5A 

Maximum Forced Voltage .................... -O.3V to 7V 
Maximum Forced Current ....................... ± 10mA 
Power Dissipation ................................ 1 W 
Operating Junction Temperature .......... -55°C to + 150°C 
Storage Temperature ................... -65°C to +150°C 

Note 1: Unless otherwise indicated, voltages are reference to 
ground and currents are positive into, negative out of, the 
specified terminals. All reliability information for this device has 
been gathered at an ambient air temperature of 125°C, and a 
supply voltage of 25V. 

Note 2: Consult Unitrode databook for information regarding 
thermal specifications and limitations of packages. 



ELECTRICAL CHARACTERISTICS- Unless otherwise stated Vcc -15V TA -TJ , - -
PARAMETER TEST CONDITIONS 

Input Supply 

Supply Current (Note 3) Both inputs = OV; Vcc = 15V 

Both inputs = 5V; Vcc= 15V 

Both inputs = OV; Vcc- 35V 

Both inputs = 5V; Vcc- 35V 

Logic Inputs 

Logic 0 Input Voltage 

Logic 1 Input Voltage 

Input Current VIN=OV 

VIN =5V 

Output Stages 

Output High Level ISOURCE = 20mA, below Vcc 

ISOURCE = 200mA, below Vcc 

Output Low Level ISINK= 20mA 

ISINK = 200mA 

Switching Characteristics (Note 4) 

Rise Time Delay, TPLH CLOAD = 0 

CLOAD = 1000pF, (Note 5) 

CLOAD= 2200pF 

Fall Time Delay, TPHL CLOAD =0 

CLOAD = 1000pf, (Note 5) 

CLOAD = 2200pF 

Rise Time, TLH CLOAD = 0, (Note 5) 

CLOAD = 1000pF, (Note 5) 

CLOAD = 2200pF 

Fall Time, THL CLOAD = 0, (Note 5) 

CLOAD = 1000pF, (Note 5) 

CLOAD= 2200pF 

Total Supply Current Freq = 200kHz, 50% Duty-cycle 

Both Channels Switching 

CLOAD = 0 

CLOAD = 2200pF 

MIN TYP 

11 

20 

15 

41 

2.2 

-5.0 -2.7 

0.5 

1.5 

2.0 

.25 

0.4 

10 

15 

20 

3 

5 

5 

12 

25 

40 

7 

25 

40 

17 

29 

UC1711 
UC3711 

MAX UNITS 

15 rnA 

27 rnA 

20 rnA 

56 rnA 

0.8 V 

V 

rnA 

2.0 rnA 

2.0 V 

3.0 V 

0.4 V 

1.0 V 

40 ns 

50 ns 

55 ns 

20 ns 

20 ns 

20 ns 

25 ns 

40 ns 

55 ns 

15 ns 

40 ns 

55 ns 

23 rnA 

35 rnA 

Note 3: Supply currents at other input supply votages can be calculated by extrapolating the 15V and 35V supply currents. The 
impedance of the chip at the Vee pin is linear for supply voltages from BV to 35V, the approximate value of this impedance is 4.3k 
for both inputs low, O.94k for both inputs high, and 1.54k for one input high and one low. 

Note 4: SWitching test conditions are, Vee = 15V, Input voltage waveform levels are OV and 5V, with transition times of <3ns. The 
timing terms are defined as: TPHL Propagation delay 50% V'N to 90% Vour; TPLH Propogation delay 50% V'N to 10% Vour; THL 
90% Vour to 10% Vour; TLH 10% Vour to 90% Vour. 

Note 5: This specification not tested in production.Unless otherwise stated specifications hold for TA = 0 to 700G for the UG3711, 
and TA = -55 to 125°G for the UG1711, Vee = 15V. TA = TJ. 

UNITROOE CORPORATION 
7 CONTINENTAL BLVD .• MERRIMACK. NH 03054 
TEL. (603) 424-2410 FAX (603) 424-3460 
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QdJ UNITROCE 
UC171415 
UC2714/5 
UC3714/5 

Complementary Switch FET Drivers 
FEATURES 
• Single Input (PWM and TIL 

Compatible) 

• High Current Power FET Driver, 1.0A 
Source/2A Sink 

• Auxiliary Output FET Driver, O.SA 
Source/1A Sink 

• Time Delays Between Power and 
Auxiliary Outputs Independently 
Programmable from SOns to SOOns 

• Time Delay or True Zero-Voltage 
Operation Independently Configurable 
for Each Output 

• Switching Frequency to 1 MHz 

• Typical SOns Propagation Delays 

• ENBL Pin Activates 220J.LA Sleep 
Mode 

• Power Output is Active Low in Sleep 
Mode 

• Synchronous Rectifier Driver 

BLOCK DIAGRAM 

DESCRIPTION 
These two families of high speed drivers are designed to provide drive 
waveforms for complementary switches. Complementary switch configura
tions are commonly used in synchronous rectification circuits and active 
clamp/reset circuits, which can provide zero voltage switching. In order to 
facilitate the soft switching transitions, independently programmable de
lays between the two output waveforms are provided on these drivers. 
The delay pins also have true zero voltage sensing capability which allows 
immediate activation of the corresponding switch when zero voltage is ap
plied. These devices require a PWM-type input to operate and can be in
terfaced with commonly available PWM controllers. 

In the UC1714 series, the AUX output is inverted to allow driving a 
p-channel MOSFET. In the UC171S series, the two outputs are configured 
in a true complementary fashion. 

~---------------------------------------------------l 

INPUT 

T1 

I 
I 
I 
I 

TIMER 
S 

01------' 

f-+--------l R 
VREF 

r------, 
I UC1714 I 
: ONLY : 

~-----lr-r-~~~~--~~----LI~ I , 50ns -500ns 

S 
o Vee 5V 

T2 5 1--------+_----1 R 
VREF 

BIAS 

LOGIC 
GATES 

TIMER 
REF 

ENBL 

~------+-+_-~ 3 

I 
I 
I 
I 

ENABLE I 
~--------------------------------------------- ______ I 

Note: Pin numbers refer to J, Nand D packages. 
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PWR 

AUX 

VCC 

GND 

UOG-99028 



ABSOLUTE MAXIMUM RATINGS 

UC171415 
UC271415 
UC371415 

Supply Voltage Vee ............................... 20V Input Voltage Range (INPUT, ENBL) .......... -0.3V to 20V 
Power Driver IOH Storage Temperature Range .............. -65°C to 150°C 

continuous ................................ -200mA Operating Junction Temperature (Note 1) ............ 150°C 
peak ......................................... -1A Lead Temperature (Soldering 10 seconds) ........... 300°C 

Power Driver IOL 
continuous ................................. 400mA 
peak ........ , ..............•.................. 2A 

Auxiliary Driver IOH 
continuous ................................ -100mA 

Note 1: Unless otherwise indicated, voltages are referenced to 
ground and currents are positive into, negative out of, the spec
ified terminals. 

peak ..................................... -500mA 
Auxiliary Driver IOL 

Note 2: Consult Packaging Section of databook for thermal Iim
itations and specifications of packages. 

continuous ................................. 200mA 
peak .......................................... 1A 

CONNECTION DIAGRAMS 

DIL-8, SOIC-8 (Top View) 
J or N, D Packages 

Vcc 

PWR 

GND 

AUX 

ENBL 

T1 

INPUT 

T2 

SOIC-16 (Top View) 
DP Package 

ENBL 

T1 

INPUT 

GND 

GND 

N/C 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, Vee = 15V, ENBL ~ 2V, RT1 = 100kn from T1 to GND, 
RT2 = 100kn from T2 to GND, and -55°C < T A < 125°C for the UC1714/5, -40°C < T A < 85°C for the UC2714/5, and O°C < T A < 
70°C for the UC3714/5 T A - T J , -

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

Overall 

Vee 7 20 V 

Icc, nominal ENBL=2.0V 18 24 rnA 

Icc, sleep mode ENBL=0.8V 200 300 !1A 
Power Driver (PWR) 

Pre Tum-on PWR Output, Low Vee = OV, lOUT = 10mA, ENBL ® 0.8V 0.3 1.6 V 

PWR Output Low, Sat. (VPWR) INPUT = 0.8V, lOUT = 40mA 0.3 0.8 V 

INPUT = 0.8V, lOUT = 400mA 2.1 2.8 V 

PWR Output High, Sat. (Vcc- VPWR) INPUT = 2.0V, lOUT = -20mA 2.1 3 V 

INPUT = 2.0V, lOUT = -200mA 2.3 3 V 

Rise Time CL=2200pF 30 60 ns 

Fall Time CL = 2200pF 25 60 ns 

T1 Delay, AUX to PWR INPUT rising edge, RT1 = 10kn (Note 4) 20 35 80 ns 

T1 Delay, AUX to PWR INPUT rising edge, RT1 = 100kn (Note 4) 350 500 700 ns 

PWR Prop Delay INPUT falling edge, 50% (Note 3) 35 100 ns 
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UC171415 
UC271415 
UC371415 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, Vee = 15V, ENBL ~ 2V, RT1 = 100k.Q from T1 to GND, 
RT2 = 100k.Q from T2 to GND, and -55°C < TA < 125°C forthe UC1714/5, -40°C < TA < S5°C for the UC2714/5, and O°C < TA < 
70°C for the UC3714/5 TA - TJ , -

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

Auxiliary Driver (AUX) 

AUX Output Low, Sat (VAUX) VIN = 2.0V, lOUT = 20mA 0.3 O.S V 

VIN = 2.0V, lOUT = 200mA 1.S 2.S V 

AUX Output High, Sat (Vee-VAUX) VIN = O.SV, lOUT = -10mA 2.1 3.0 V 

VIN = O.SV, lOUT = -100mA 2.3 3.0 V 

Rise Time Cl= 1000pF 45 SO ns 

Fall Time Cl = 1000pF 30 SO ns 

T2 Delay, PWR to AUX INPUTfalling edge, RT2 = 10k.Q (Note 4) 20 50 SO ns 

T2 Delay, PWR to AUX INPUT falling edge, RT2 = 100k.Q (Note 4) 250 350 550 ns 

AUX Prop Delay INPUT rising edge, 50% (Note 3) 35 SO ns 

Enable (ENBL) 

Input Threshold O.S 1.2 2.0 V 

Input Current, IIH ENBL= 15V 1 10 llA 
Input Current, III ENBL=OV -1 -10 llA 

T1 

Current Limit T1 =OV -1.S -2 mA 

Nominal Voltage at T1 2.7 3 3.3 V 

Minimum T1 Delay T1 = 2.5V, (Note 4) 40 70 ns 

T2 

Current Limit T2=OV -1.2 -2 mA 

Nominal Voltage at T2 2.7 3 3.3 V 

Minumum T2 Delay T2 = 2.5V, (Note 4) 50 100 ns 

Input (INPUT) 

Input Threshold O.S 1.4 2.0 V 

Input Current, hH INPUT= 15V 1 10 ~ 
Input Current, hl INPUT=OV -5 -20 llA 

Note 3: Propagation delay times are measured from the 50% point of the input signal to the 10% point of the output signal's transi
tion with no load on outputs. 

Note 4: T1 delay is defined from the 50% paint of the transition edge of AUX to the 10% of the rising edge of PWR. T2 delay is de
fined from the 90% of the falling edge of PWR to the 50% point of the transition edge of AUX. 

PIN DESCRIPTIONS 
AUX: The AUX switches immediately at INPUT's rising The ENBL input will place the device into sleep mode 
edge but waits through the T2 delay after INPUT's falling when it is a logical low. The current into Vee during the 
edge before switching. AUX is capable of sourcing O.5A sleep mode is typically 2201lA. 

and sinking 1.0A of drive current. See the Time Relation- GND: This is the reference pin for all input voltages and 
ships diagram below for the difference between the the return point for all device currents. It carries the full 
UC1714 and UC1715 for INPUT, MAIN, and AUX. During peak sinking current from the outputs. Any tendency for 
sleep mode, AUX is inactive with a high impedance. the outputs to ring below GND voltage must be damped 

ENBL: The ENBL input switches at TTL logic levels (ap- or clamped such that GND remains the most negative 
proximately 1.2V), and its input range is from OV to 20V. potential. 
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PIN DESCRIPTIONS (cont.) 
INPUT: The input switches at TTL logic levels (approxi
mately 1.4V) but the allowable range is from OV to 20V, 
allowing direct connection to most common IC PWM con
troller outputs. The rising edge immediately switches the 
AUX output, and initiates a timing delay, T1, before 
switching on the PWR output. Similarly, the INPUT falling 
edge immediately turns off the PWR output and initiates 
a timing delay, T2, before switching the AUX output. 

It should be noted that if the input signal comes from a 
controller with FET drive capability, this signal provides 
another option. INPUT and PWR provide a delay only at 
the leading edge while INPUT and AUX provide the delay 
at the trailing edge. 

PWR: The PWR output waits for the T1 delay after the 
INPUT's rising edge before switching on, but switches off 
immediately at INPUT's falling edge (neglecting propaga
tion delays). This output is capable of sourcing 1A and 
sinking 2A of peak gate drive current. PWR output in
cludes a passive, self-biased circuit which holds this pin 
active low, when ENBL ~ O.BV regardless of VCC's volt
age. 

T1: A resistor to ground programs the time delay be
tween AUX switch turn-off and PWR turn-on. 

TYPICAL CHARACTERISTICS 

INPUT 

_
' _' PROPAGATIO~ _' 
i i DELAYS -------------;! 

! PWROUTPUT 

----;:--' 
Tl DELAY -i k-- ----.i k-- T2 DELAY 

UC1714 AUX OUTPUT 

UC1715 AUX OUTPUT 

UDG-99027 

UC171415 
UC271415 
UC371415 

T2: This pin functions in the same way as T1 but controls 
the time delay between PWR turn-off and activation of 
the AUX switch. 

T1, T2: The resistor on each of these pins sets the 
charging current on internal timing capaCitors to provide 
independent time control. The nominal voltage level at 
each pin is 3V and the current is internally limited to 
1 rnA. The total delay from INPUT to each output includes 
a propagation delay in addition to the programmable 
timer but since the propagation delays are approximately 
equal, the relative time delay between the two outputs 
can be assumed to be solely a function of the pro
grammed delays. The relationship of the time delay vs. 
RT is shown in the Typical Characteristics curves. 

Either or both pins can alternatively be used for voltage 
sensing in lieu of delay programming. This is done by 
pulling the timer pins below their nominal voltage level 
which immediately activates the timer output. 

vee: The Vee input range is from 7V to 20V. This pin 
should be bypassed with a capacitor to GND consistent 
with peak load current demands. 

-Tl vsRTl - ·T2vsRT2 
500 

/' 

./ 
/'" ......... 

400 

~ ........ 
1-- ......... 

L 

~ 
........ 

~ 100 

~ 
-r' 

o 
o 10 20 30 40 50 60 70 80 90 100 

RT(kW) 

Time relationships. (Notes 3, 4) T1 Delay, T2 Delay vs. Rr 
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TYPICAL CHARACTERISTICS (cont.) 

21 

20 

<C 19 
§. 

1l 18 

17 

16 

/' 

V 
V 

LV 
V 

,/ 
V 

/ 
V 

a 100 200 300 400 500 600 700 800 900 1 000 

Switching Frequency (kHz) 

Icc vs Switching Frequency with No Load and 50% 
Duty Cycle RT1 = RT2 = 501cQ 

600 

RTI J lOOk -------500 

'" ~ ~ -.s 400 
~ 
" Cl 

300 "C 

" RT1- SOk .. 
.0 

~ 200 " Cl 

100 

RTI = 10k 

0 RT1<6k 

-75 -50 -25 o ~ 00 ~ 100 I~ 

Temperature (0C) 

T1 Deadband vs. Temperature AUX to PWR 

TYPICAL APPLICATIONS 

Veecr~-----------------------------, 

UCI714/5 

Vcc PWM INPUT Vee 

UC3823, T1 PWR 
UC3842, 

etc. T2 AUX 

GND VREF ENBL GND 

RT1 RT2 

GNDcr+-----------~---4------------~ 

Bypass 
Cap 

UC171415 
UC271415 
UC371415 

17+-~--~1-~--+--+--~~~~ 

o 10 20 30 40 50 60 70 80 90 100 
RT(kQ) 

Icc vs RT with Opposite RT= 501cQ 

600 

500 

'" .s 400 

~ ., -----RT~(~ f.----' r--
Cl 300 "C 

" '" .0 
"C 

200 .. ., RT~ SDk 

Cl 

100 
RT2 -10k 

o RT2<6k 

-75 -50 -25 o 25 50 75 100 125 
Temperature (0C) 

T2 Deadband vs. Temperature PWR to AUX 

r---l Main 9 Power 
Swilch 

r---l Auxiliary 9 zvs 
Switch RT 

UCI714/5 

TIP W R t-----'V'v'"v--i 

3.0V THRESHOLD 

UDG-94011 UDG-94012 

Figure 1. Typical application with timed delays. Figure 2. Using the timer input for 
zero-voltage sensing. 
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TYPICAL APPLICATIONS (cont.) 

Veerr~----------------------------------------~ 

PWM Control·~ 
Input Signals '---v' 

VPWM UC1714/5 

Vee OUT~~--------------~ INPUT Vee 

PWM 
Controller 

01 

Rra 
50k 

Cra 
O.01IlF 

Rr1 

T1 PWR 

T2 AUX 

ENBL GNO 

Rr2 

PWR 

AUX 

UC171415 
UC271415 
UC371415 

UDG-94013 

Figure 3. Self-actuated sleep mode with the absence of an input PWM signal. Wake up occurs with the first 
pulse while turn-off is determined by the (RTO. CTO) time constant. 

Lo 
V,N 

UC'7'5 
Vee 

PWR 
Do Co RL 

AUX 

GND 

GND UDG-94015-2 

Figure 4. Using the UC1715 as a complementary synchronous rectifier switch driver with n-channel FETs 

Lo 
V,N 

UC'7'5 
Vee 

PWR 
Do Co RL 

AUX 

GND 

GND UDG-94014-1 

Figure 5. Synchronous rectifier application with a charge pump to drive the high-side n-channel buck switch. 
VIN is limited to 10V as Vee will rise to approximately 2VIN' 

6-48 



TYPICAL APPLICATIONS (cont.) 

UC171415 
UC2714/5 
UC3714/5 

02 LO 
VIN(r------------------------------------, 

Vee(r--------------------~, 03 co 

UC1714 

PWM o---------lINPUT Vee 

.------1 T1 PWR 1------,-,:--------:1:::=:-11..., 

T2 AUX 

ENABLE o-+---+---lENBL GNO 
01 

RT1 RT2 

UDG-94016-1 

Figure 6. Typical forward converter topology with active reset provided by the UC1714 driving an N-channel 
switch (Q1) and a P-channel auxilliary switch (Q2). 

VIN(r------------------------------------------------------, 

Vee, V IN, or GNOo--------------------------------, 

Vee (r-----------------------, 02 LO 

UC1714 
INPUT Vee 

03 CO 
T1 PWR 

T2 AUXr----;--, 

ENBL GNO 
FORWARD CONVERTER 

C3 

UDG-94017-1 

Figure 7. Using an N-channel active reset switch with a floating drive command. 

Vicor Corporation has claimed that the use of active reset in a forward converter topology is covered under its U.S. 
Patent 4,441, 146. Unitrode is not suggesting or encouraging persons to infringe or use Vicor's patented technology absent a 
license from Vicor. 

UNITRODE CORPORATION 
7 CONTINENTAL BLVD .• MERRIMACK, NH 03054 
TEL. (603) 424-2410. FAX (603) 424-3460 
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~UNITRODE UC1724 
UC2724 
UC3724 

Isolated Drive Transmitter 
FEATURES 
• 500mA Output Drive, Source or Sink 

• 8 to 35V Operation 

• Transmits Logic Signal Instantly 

• Programmable Operating Frequency 

• Under-Voltage Lockout 

• Able To Pass DC Information Across 
Transformer 

• Up To 600kHz Operation 

BLOCK DIAGRAM 

DESCRIPTION 
The UC1724 family of Isolated Drive Transmitters, along with the UC1725 
Isolated Drivers, provide a unique solution to driving isolated power 
MOSFET gates. They are particularly suited to drive the high-side devices 
on a high-voltage H-bridge. The UC1724 devices transmit drive logic, and 
drive power, to the isolated gate circuit using a low cost pulse transformer. 

This drive system utilizes a duty-cycle modulation technique that gives in
stantaneous response to the drive control transistions, and reliably passes 
steady-state, or DC, conditions. High frequency operation, up to 600kHz, 
allows the cost and size of the coupling transformer to be minimized. 

These devices will operate over an 8 to 35 Volt supply range. The dual 
high current totem pole outputs are disabled by an uder-voltage lockout cir
cuit to prevent spurious responses during startup or low voltage conditions. 

These devices are available in 8 pin plastic or ceramic dual-inline pack
ages, as well as 16 pin SOIC package. 

vee 3r-~==~====~----------------~~--~r--rl 
Bias Gen. & 

Under Voltage 
Lockout 

Note: Pin numbers refer to DIL-8 packages. 
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ABSOLUTE MAXIMUM RATINGS 
Supply Voltage VIN ............................... 40V 
Source/Sink Current (Pulsed) ........................ 1A 
Source/Sink Current (Continuous) ................... 0.5A 
Ouput Voltage (Pins 4, 6) ............... -0.3 to (VIN +0.3)V 
PHI, RT, and CT inputs (Pins 1, 7, and 8) ......... -0.3 to 6V 
Operating Junction Temperature (Note 2) ............ 150°C 
Storage Temperature Range .............. -65°C to 150°C 
Lead Temperature (Soldering, 10 Seconds) .......... 300°C 
Note 1: All voltages are with respect to GND (Pin 2); all cur-

rents are positive into, negative out of part. 
Note 2: Consult Unitrode Integrated Circuit Databook for ther

mallimitations and considerations of package. 
Note 3: Pin numbers refer to DIL-8 packages. 

RECOMMENDED OPERATION CONDITIONS 
Input Voltage ............................. +9V to +35V 
Sink/Source Load Current (each output) ......... 0 to 500mA 
Timing Resistor ........................... 2kW to 10kW 
Timing Capacitor ......................... 300pF to 3nF 
Operating Temperature Range (UC1724) ... -55°C<TA<125°C 
Operating Temperature Range (UC3724) ...... 0°C<TA<70°C 
Note 4: Range over which the device is functional and 

parameter limits are guaranteed. 

ORDERING INFORMATION 
TEMPERATURE RANGE PACKAGE 

UC1724J -55°C to +125°C CDIP 
UC2724DW -25°C to +85°C SOIC-Wide 
UC2724N PDIP 
UC3724DW O°Cto +70°C SOIC-Wide 
UC3724N PDIP 

CONNECTION DIAGRAMS 

OIL-8 (Top View) 
J Or N Package 

SOIC-16 (Top View) 
OW Package 

UC1724 
UC2724 
UC3724 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, Vee = 20V, RT = 4.3k.Q, CT = 1000pF, no load on any 
output and these specifications apply for: -55°C < T A < 125°C for the UC1724, -25°C < T A < 85°C for the UC2724, and 
OoC < TA< 70°C for the UC3724 TA-TJ -

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

Under-Voltage Lockout 

Start-Up Threshold VINRising 7.75 9.5 V 

Threshold Hysteresis 0.4 1.0 1.5 V 

Retriggerable One-Shot 

Initial Accuracy TJ= 25°C 1.54 1.9 2.25 its 
Temperature Stability Over Operating TJ 1.0 2.9 its 

Voltage Stability VIN = 10 to 35V 0.2 0.5 %N 

Operating Frequency LLOAD = 1.4mH 100 150 200 kHz 

Minimum Pulse Width RT = 2k CT = 300pF 100 500 1200 ns 

Operating Frequency RT = 2k CT = 300pF LLOAD = 1.4mH 500 750 1100 kHz 
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UC1724 
UC2724 
UC3724 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, Vcc= 20V, RT= 4.3kn, CT=1000pF, no load on any 
output and these specifications apply for: -55°C < T A < 125°C for the UC1724, -25°C < T A < 85°C for the UC2724, and 
OOC < TA< 70°C for the UC3724 TA-TJ -

PARAMETER TEST CONDITIONS 

Phi Input (Control Input) 

HIGH Input Voltage 

LOW Input Voltage 

HIGH Input Current VIH= +2.4V 

LOW Input Current VIL= +O.4V 

Delay to One-Shot 

Delay to Output 

Out~ut Drivers 

Output Low Level ISINK=50mA 

ISINK = 250mA 

Output High Level (Volts Below Vcc) ISOURCE = 50 rnA 

ISOURCE = 250 rnA 

Rise/Fall Time No load 

Total Supply Current 

Supply Current CT= 1.4V 

Additional Information 

Please refer to the following Unitrode application topics. 

[1] Application Note U-127, Unique Chip Pair Simplified 
Isolated High-Side Switch Drive by John A. O'Connor. 

[2] Design Note DN-35, IGBT Drive Using MOSFET Gate 
Drivers by John A. O'Conner. 

+20V 

UC3724 

Figure 1. Typical application 

UNITRODE CORPORATION 
7 CONTINENTAL BLVD .• MERRIMACK, NH 03054 
TEL. (603) 424·2410 FAX (603) 424-3480 
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~UNITRODE 
UC1725 
UC2725 
UC3725 

Isolated High Side FET Driver 

FEATURES 
• Receives Both Power and Signal Across 

the Isolation Boundary 

• 9 to 15 Volt High Level Gate Drive 

• Under-voltage Lockout 

• Programmable Over-current Shutdown 
and Restart 

• Output Enable Function 

BLOCK DIAGRAM 

O.5V 

DESCRIPTION 
The UC1725 and its companion chip, the UC1724, provide all the nec
essary features to drive an isolated MOSFET transistor from a TTL in
put signal. A unique modulation scheme is used to transmit both power 
and signals across an isolation boundary with a minimum of external 
components. 

Protection circuitry, including under-voltage lockout, over-current shut
down, and gate voltage clamping provide fault protection for the MOS
FET. High level gate drive is guaranteed to be greater than 9 volts and 
less than 15 volts under all conditions. 

Uses include isolated off-line full bridge and half bridge drives for driv
ing motors, switches, and any other load requiring full electrical isola
tion. 

The UC1725 is characterized for operation over the full military tem
perature range of -55°C to + 125°C while the UC2725 and UC3725 are 
characterized for -25°C to +85°C and O°C to +70°C respectively. 

Hysteresis 
Comparator 

Vh-2*VCC 

2 Output 

L-----+_----r------------+------------~----+_~1 Gnd 

ISENSE Timing 

UDG-92051-1 
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ABSOLUTE MAXIMUM RATINGS CONNECTION DIAGRAMS 
Supply Voltage (pin 3) ............................. 30V 

UC1725 
UC2725 
UC3725 

Power inputs (pins 7 & 8) ........................... 30V PLCC-20 (Top View) PACKAGE PIN FUNCTION 
Output current, source or sink (pin 2) 
DC ............................................ 0.5A 
Pulse (0.5 us) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .. 2.0A 
Enable and Current limit inputs (pins 4 & 6). . . . . . .. -0.3 to 6V 
Power Dissipation at TA~ 25°C (DIL-8) ................ 1W 
Power Dissipation atTA~ 25°C (SO-14) ............ 725mW 
Lead Temperature (Soldering, 10 Seconds) .......... 300°C 

Note 1: Unless otherwise indicated, voltages are referenced to 
ground and currents are positive into, negative out of, the speci
fied terminals (pin numbers refer to DIL-8 package). 
Note 2: See Unitrode Integrated Circuits databook for 
information regarding thermal specifications and limitations of 
packages. 

OIL-S (Top View) 
J Or N Package 

SOIC-16 (Top View) 
OW Package 

Q Package 

/3 2 1 2019 

4 

5 

6 

7 

8 
9 10 11 12 13 

FUNCTION 
NlC 
ISENSE 
NlC 
Timina 

18 Enable 
17 N/C 
16 InoutA 

15 NlC 

14 Input B 
Gnd 
Vee 
N/C 
Output 

OIL-16 (Top View) 
JE Or NE Package 

PIN' 
1 
2 

3-5 
6 
7 

8-9 
11 

12-14 
15 
16 
17 

18-19 
20 

ELECTRICAL CHARACTERISTICS: (Unless otherwise stated, these specifications apply for -55°CgA~+125°C for 
UC1725; -25°C~TA~85°C for UC2725; 0°CgA...<+70°C for UC3725; Vee (pin 3) = 
o to 15V, RT=10k, CT=2.2nf, TA = TJ, pin numbers refer to DIL-8 package.) 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

POWER INPUT SECTION (PINS 7 & 8) 

Forward Diode Drop, Schottky Rectifier IF = 50ma .55 .7 V 

IF= 500ma 1.1 1.5 V 

CURRENT LIMIT SECTION (PIN 4) 

Input bias current VPIN4=OV -1 -10 !lA 
Threshold voltage 0.4 0.5 0.6 V 

Delay to outputs VPIN4 = 0 to 1V 100 250 ns 

TIMING SECTION (PIN 5) 

Output Off Time 27 30 33 lIS 
Upper Mono Threshold 6.3 7.0 7.7 V 

Lower Mono Threshold 1.9 2.0 2.3 V 

HYSTERESIS AMPLIFIER (PINS 7 & 8) 

Input Open Circuit Voltage Inputs (pins 7 & 8), Open Circuited, TA= 25°C 7.0 Vcc/2 8.0 V 

Input Impedance TA = 25°C 23 28 33 kQ 

Hysteresis 26.5 2*Vcc 30.5 V 

Delay to Outputs VPIN7 - VPIN8 = Vee + 1 V 100 300 ns 
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UC1725 
UC2725 
UC3725 

ELECTRICAL 
CHARACTERISTICS (cont.) 

(Unless otherwise stated, these specifications apply for -55°C5TA:'>+125°C for UC1725; 
-25°C5TA:'>+85°C for UC2725; 0°C5TA~+70°C for UC3725; Vee (pin 3) = 0 to 15V, RMOk, 
CT=2.2nf, TA = TJ, pin numbers refer to DIL-S package.) 

PARAMETER TEST CONDITIONS I MIN TYP MAX UNITS 
ENABLE SECTION (PIN 6) 

High Level Input Voltage 2.1 1.4 V 

Low Level Input Voltage 1.4 .S V 

Input Bias Current -250 -500 J,1A 
OUTPUT SECTION 

Output Low Level louT=20mA 0.35 0.5 V 

lOUT = 200mA 0.6 2.5 V 
Output High Level louT=-20mA 13 13.5 V 

louT = -200mA 12 13.4 V 

Vee = 30V, lout = -20mA 14 15 V 

Rise/Fall Time CT= 1nf 
UNDER VOLTAGE LOCKOUT 

UVLO Low Saturation 20mA, Vee = SV 
Start-up Threshold 
Threshold Hysteresis 

TOTAL STANDBY CURRENT 
Supply Current 

APPLICATION AND OPERATION INFORMATION 
INPUTS: Figure 1 shows the rectification and detection 
scheme used in the UC1725 to derive both power and 
signal information from the input waveform. Vcc is gener
ated by peak detecting the input signal via the internal 
bridge rectifier and storing on a small external capacitor, 
C1. Note that this capacitor is also used to bypass high 
pulse currents in the output stage, and therefore should 
be placed direclty between pins 1 and 3 using minimal 
lead lengths. 

CT 

FIGURE 1 - Input Stage 

Signal detection is performed by the internal hysteresis 
comparator which senses the polarity of the input signal 
as shown in Figure 2. This is accomplished by setting (re
setting) the comparator only if the input signal exceeds 
Vee (-Vcc). In some cases it may be necessary to add a 

30 60 ns 

O.S 1.5 V 
11.2 12 12.6 V 
.75 1.0 1.12 V 

12 16 I ma 

damping resistor across the transformer secondary to 
minimize ringing and eliminate false triggering of the hys
teresis amplifier as shown in Figure 3. 

C"l...._r:"--______ __ 

-VCC-------=-~~ 

Output 

UDG·92048 

FIGURE 2 - Input Waveform (DIL-8 Pin 7 - Pin 8) 

·:::··A~·············· , 

outPut~ 
Output Pulsing Caused By 

Transformer Ringing 

FIGURE 3 - Signal Detection 

UDG·92049 
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RSENSE 

Load 

UDG-92050 

FIGURE 4 - Current Limit 

CURRENT LIMIT AND TIMING: Current sensing and 
shutdown can be implemented directly at the output us
ing the scheme shown in Figure 4. Alternatively, a current 
transformer can be used in place of RSENSE. A small RC 
filter in series with the input (pin 4) is generally needed to 
eliminate the leading edge current spike caused by para
sitic circuit capacitances being charged during turn on. 
Due to the speed of the current sense circuit, it is very 
important to ground CF directly to Gnd as shown to elimi
nate false triggering of the one shot caused by ground 
drops. 

One shot timing is easily programmed using an external 

~ ____ -4 __ -4-41rG~n~d~ __ ~ 
Load 

FIGURE 5 - Output Circuit 

UNITRODE CORPORA110N 
7 CONTINENTAL BLVD .• MERRIMACK, NH 03Q54 

TEL. (603) 424-2410 • FAX (603) 424-3460 

UDG-92052 

UC1725 
UC2725 
UC3725 

capacitor and resistor as shown in Figure 4. This, in turn, 
controls the output off time according to the formula: 

TOFF= 1.28. Re. 
If current limit feature is not required, simply ground pin 4 
and leave pin 5 open. 

OUTPUT: Gate drive to the power FET is provided by a 
totem pole output stage capable of sourcing and sinking 
currents in excess of 1 amp. The undervoltage lockout 
circuit guarantees that the high level output will never be 
less than 9 volts. In addition, during undervoltage lockout, 
the output stage will actively sink current to eliminate the 
need for an external gate to source resistor. High level 
output is also clamped to 15 volts. Under high capacitive 
loading however, the output may overshoot 2 to 3 volts, 
due to the drivers' inabitlity to switch from full to zero out
put current instantaneously. In a practical circuit this is 
not normally a concern. A few ohms of series gate resis
tance is normally required to prevent parasitic oscilla
tions, and will also eliminate overshoot at the gate. 

ENABLE: An enable pin is provided as a fast, digital in
put that can be used in a number of applications to di
rectly switch the output. Figure 6 shows a simple means 
of providing a fast, high voltage translation by using a 
small signal, high voltage transistor in a cascode configu
ration. Note that the UC1725 is still used to provide 
power, drive and protection circuitry for the power FET. 

Driver UDG-92053 

FIGURE 6 - Using Enable Pin as a High Speed Input 
Path 
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~UNITRODE UC1726 
UC2726 
UC3726 

Isolated Drive Transmitter 
FEATURES 
• 750mA Output Drive, Source or Sink 

• 8 to 35V Operation 

• Transmits Drive Logic and Power 
through Low Cost Transformer 

• Programmable Operating Frequency 

• Up to 750kHz Operation 

• Improved Output Control Algorithm 
Minimizes Output Jitter 

• Fault Logic Monitors Isolated High 
Side IGBT Driver UC1727 for Faults 

• User Programmable Fault Timing 
Screens False Fault Signals 

• Shutdown Mode Disables On Chip 
Logic Reference for Low Standby 
Power 

• Optional External Biasing of Logic 
Circuitry can Reduce Overall Power 
Dissipation 

7195 

DESCRIPTION 
The UC1726 Isolated Drive Transmitter, and its companion chip, the 
UC1727 Isolated High Side IGBT Driver, provide a unique solution to 
driving isolated power IGBTs. They are particularly suited to drive the 
high side devices on a high voltage H-bridge. The UC1726 device trans
mits the drive logic and drive power, along with transferring and receiving 
fault information with the isolated gate circuit using a low cost pulse 
transformer. 

This drive system utilizes a duty cycle modulation technique that 
stantaneous response to the drive control transitions, and 
steady state, or DC conditions. High frequency 
allows the cost and size of the coupling tr",~"f.~rm 

The UC1726 can be powered from a 
generates a voltage reference for 
into a low power shutdown 
IC's logic circuitry can 
mize overall 
Side IGBT 
UC1726 

UOG-94004-1 



ABSOLUTE MAXIMUM RATINGS 
Supply Voltage Vee . . . . . . . . . . . . . . . . . . . . . . . . . . . .. 40V 
Source/Sink Current (Pulsed) ...................... 1.5A 
Source/Sink Current (Continuous) ................ :. 1.0A 
Output Voltage (pins 12,14) ........... -0.3 to (Vcc + 0.3)V 
CF, FRESET, FAULT, SHTDWN, 
FLATCH, VL, PHI, RT ....................... -0.3 to 6.0V 
CT· ...................................... 1.0 to 6.0V 
Operating Junction Temperature (Note 2) . . . . . . . . .. 150°C 
Storage Temperature Range ....... , ..... -65°C to 150°C 
Lead Temperature (Soldering, 10 seconds) ......... 3OQ°C 
Note 1: All voltages are with respect to GND (Pin 2); aI/ 

currents are positive into, negative out of part. 

CONNECTION DIAGRAMS 

UC1726 
UC2726 
UC3726 

RECOMMENDED OPERATING CONDITIONS (Note 3) 
Input Voltage ............................... +9 to +35.0V 
Sink/Source Current (each output). . . . . . . . . . . . . .. 0 to 750mA 
Timing Resistor. . . . . . . . . . . . . . . . . . . . . . . . . . .. 2.4k to 200kO 
Timing Capacitor (Cr). . . . . . . . . . . . . . . . . . . . . .. 75pF to 2.0nF 
Timing Capacitor (CF). . . . . . . . . . . . . . . . . . . . . .. 75pF to 3.0nF 
Note 2: See Unitrode Integrated Circuits databook for information 

regarding thermal specifications and limitations of 
packages. 

Note 3: Range over which the device is functional and parameter 
limits are guaranteed. 

DIL-16 (Top View) 
N Package 

DIL-16 (Top View) 
SP Package 

DIL-18 (Top View) 
J Package 

SOIC-28 (Top View) 
DWPPackage 
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PLCC-28 (Top View) 
QP Package 

/4 3 2 1 282726 

5 25 

6 24 

7 23 

8 22 

9 21 

10 20 

11 19 
12 13 14 15 16 17 18 

PHI 

OUT 

N/C 

GND 

PGND 

OUTB 

NIC 

Vee 

PACKAGE PIN FUNCTION 
FUNCTION PIN 

GND 1 
Cr 2 
N/C 3-4 
RT 5 
SHTDWN 6 
VL 7 
VCC 8 
N/C 9 
PVCC 10 
OUTB 11 
PGND 12-18 
GND 19 
OUTA 20 
PHI 21 
FLATCH 22 
FRESET 23 
FAULT 24 
N/C 25 
CF 26 
N/C 27 
N/C 28 



UC1726 
UC2726 
UC3726 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, Vcc = 20V, RT = 4.32kQ, CT = 330pF and CF = 2.2nF, no 
load on any output, and -55°C < TA < 125°C for the UC1726, -40°C < TA < 85°C for 
the UC2726, and O°C < TA < 70°C for the UC3726, TA = TJ. 

PARAMETERS TEST CONDITIONS MIN TYP MAX UNITS 
Retrlggerable one shot 

Initial Accuracy TJ = 25°C 1.400 1.600 1.800 lISec 

Temperature Stability Over operating TJ 1.000 2.200 lISec 

Voltage Stability Vcc = 10 to 35V 0.2 %N 
Operating Frequency LLOAD = 1.5mH 170 kHz 

PHI Input (Control Input) 
HIGH Input Voltage 2.0 V 

LOW Input Voltage 0.8 V 

HIGH Input Current 10 IlA 
LOW Input Current -300 -600 !lA_ 
Delay to one shot 100 250 nsec 

Delay to Output CT = 1.4V 250 nsec 

Output Drivers 
Output Low Level ISINK= 20mA 0.3 0.5 V 

ISINK = 400mA 0.5 2.6 V 

Output High Level ISOURCE = -20mA 2.0 2.6 V 

(volts below Vcc) ISOURCE = -400mA 2.0 2.9 V 

Rise and Fall Times No load 30 60 nsec 

Logic Voltage Reference 
VL - Logic Voltage Internal Voltage 4.20 4.40 4.60 V 

Logic Supply Current VL = 4.75V to 5.25V, CT = 1.4V 13.0 20.0 rnA 

Shut Down Circuit 
Logic Voltage - Off 0.5 V 

High Input Current VIH =2.4 -100 llA_ 
Low Input Current VIL = 0.4 -20 IlA 

Fault Logic 
Fault Reset High Input Current VIH = 2.4 ±5 IlA 
Fault Reset Low Input Current VIL = 0.4 -10 IlA 
Fault High Input Current VIH =2.4 ±5 IlA 
Fault Low Input Current VIL = 0.4 -60 IlA 
Fault Pulse Width CF=330pF 3.0 lIS 

CF=2.2nF 17.0 Ils 

Fault Latch, VOH ILOAD = -1 rnA, Volts below VL 1.3 1.8 V 

Fault Latch, VOL ILOAD = 1mA 0.25 0.5 V 

Fault Latch, VOH ILOAD = 0, Volts below VL 0.3 V 

Fault Latch, VOL ILOAD = 0 0.2 V 

Fault Reset Pulse Width 500 ns 

UVLO 
Turn On Threshold 7.1 V 

Total Supply Current 
Supply Current CT= 1.4V 22 40 rnA 

CT = 1.4V, VL = 5.0V 12 20 rnA 

CT = 1.4V, Shutdown = 5.0V 2.5 rnA 
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UC1726 
UC2726 
UC3726 

Refer to Typical Application on Page 5 and Application Note U-143C "New Chip Pair Provides Isolated Drive 
for High Voltage IGBTs" 

PIN DESCRIPTIONS 
CF: The timing input to the fault logic. A capacitor is 
placed across the input of CF and ground. The timing win
dow is approximately t = 2.1 CFRT. 

CT: The connection to the timing capacitor that controls 
the operating frequency. A capacitor to ground is repeti
tively charged during the one shot pulse width. It is dis
charged when a comparator senses zero current in the 
primary side of the transformer. The one shot pulse width 
is consequently determined by the time it takes to charge 
the capaCitor from a threshold voltage of VL14 to VL12. This 
pin must be tied to a capacitor. See Recommended Oper
ating Conditions. 

FAULT: This input to the fault logic initiates the user pro
grammable timer. This time interval, specified by the ca
pacitor on CF, determines the validity of the fault. The pin 
is tied to a low cost optocoupler, and is high until the 
UC1727 sends drive information from the PHI pin through 
the transformer while the FAULT pin stays low. Once this 
pin goes high, it must stay high during the entire fault win
dow to be accepted as a valid fault. A valid fault sets the 
FLATCH pin high and prevents the transmitting of gate 
drive information until the FRESET is toggled high. If fault 
logic is not used, the FAULT pin must be grounded. 

FLATCH: A valid fault sets this pin to a logic one and pre
vents the transmitting of gate drive information. The 
FLATCH pin can only be reset by connecting the FRESET to 
a 10gicO. 

FRESET: The input to the fault logic that resets the fault 
logic latch (FLATCH) and enables drive transmit data. This 
input must be low when powered up and stay low until af
ter the fault latch has been set. 

GND: The signal and power ground for the device. The 
power ground of the output transistor is isolated on the 
chip from the substrate ground which biases the remain
der of the device. 

OUTA: One output of the two totem pole outputs con
nected across the transformer primary winding. When 
PHI is high, the output toggles between O.3V during the 
one shot charge time and approximately Vcc + O.4V dur
ing the remainder of the period. When PHI is low the out
put toggles between Vcc - 2V during the one shot charge 
time and approximately O.6Vcc during the remainder of 
the period. 

OUTB: One output of the two totem pole outputs con
nected across the transformer primary winding. When 
PHI is high, the output toggles between Vcc - 2V during 
the one shot charge time and approximately O.6Vcc dur
ing the remainder of the period. When PHI is low the out
put toggles between O.3V during the one shot charge 
time and approximately Vcc + O.4V during the remainder 
of the period. 

PGND: This is the ground for the output transistors 
bonded in the 28 pin packages. On the sixteen pin pack
ages it is bonded separately to the GND pin. 

PHI: A logic control input to the isolated gate .drive that 
changes the outputs as described above. This changes 
the duty cycle of the voltage wave form applied across 
the transformer. The Isolated High SidelGBT Driver 
UC 1727 senses the different duty cycles as different drive 
commands. 

PVcc: This is the input voltage for the output transistors 
on the 28 pin package. On the sixteen pin packages it is 
bonded separately to the Vcc pin. 

RT: The input that sets the CT and CF capacitor currents 
with a resistor to ground. The voltage on RT is approxi
mately O.3VL. The resulting charge currents are: ICT = ICF 
=VL/4RT. 

SHTDWN: This input shuts down the internal reference. A 
TTL logic one puts the UC1726 into a low standby current 
mode. This input has a pull down resistor on the chip to 
guarantee proper operation when left open. If an external 
logic voltage is applied to VL, this shutdown feature can
not be used without bringing the external voltage source 
to zero volts. 

Vcc: The input voltage that biases the outputs and the in
ternal reference. It can vary between 8V to 35V. This sup
ply pin will typically be greater than 28V to be compatible 
with the UC1727. In order to minimize power dissipation 
use an external logic supply, Vcc approximately 15V, and 
a step up transformer (N = 2). 

VL: The logic supply pin that biases all circuits except for 
the totem pole outputs. A bypass capacitor is recom
mended on this pin when left unconnected. The internal 
reference is approximately 4.4V. A 5.0V supply can be ap
plied to this pin to assure minimum power dissipation. 
When an external supply higher than the VL voltage is ap
plied to this pin, the internal reference turns off. 
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OPERATING FREQUENCY: 
The chip operating frequency is determined by the values 
of components connected to the RT and CT pins. A resis
tor connected between RT and ground sets the charge 
current to ICT = VL / 4RT. The operating frequency varies 
slightly depending on the Vee and VL voltages. The fol
lowing equations approximate the one shot pulse width at 
operating frequency when Vee = 20V. 

TYPICAL APPLICATION 

PHI 

10 
VCC 

OUTA 

U1 
UC3726 

ISOLATION 

Tpw = 1.1 RT(CT + 50pF) 

Fa 1 
3.3RT( Cr + 50p!=) 

UC1726 
UC2726 
UC3726 

The 50pF additional capacity represents internal chip ca
pacitance at the CT input. 

I---:.-. ..... -.....A.A/I.r-a Vce 

UDG·94006 

IF FAULT LOGIC NOT USED, GROUND FAULT PIN. 

UNITRODE CORPORATION 
7 CONTINENTAL BLVD.' MERRIMACK, NH 03054 
TEL. (603) 424·2410. FAX (603) 424·3460 
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~UNITRODE UC1727 
UC2727 
UC3727 

Isolated High Side IGBT Driver 
FEATURES 
• Receives Power and Signal from Single 

Isolation Transformer 

• Generates Split Rail for 4A Peak Bipolar 
Gate Drive 

• 16V High Level Gate Drive 

• Low Level Gate Drive more Negative 
than -5V 

• Undervoltage Lockout 

• Desaturation Detection and Fault 
Processing 

• Separate Output Enable Input 

• Programmable Stepped Gate Drive for 
Soft Turn On 

• Programmable Stepped Gate Drive for 
Soft Fault 

BLOCK DIAGRAM 

FRPLY 

DESCRIPTION 
The UC1727 and its companion chip, the UC1726, provide all the 
necessary features to drive an isolated IGBT transistor from a TTL in
put signal. A unique modulation scheme is used to transmit both 
power and signal across an isolation boundary with a minimum of ex
ternal components. 

Protection features include under voltage lockout and desaturation 
detection. High level gate drive signals are typically 16V. Intermediate 
high drive levels can be programmed for various periods to 
limit surge current at turn on and in the event of 
short circuit. 

The chip generates a bipolar supply so 
a negative voltage insuring the 
high common mode slew 

Uses include isolated 

PVEE 

DSAT~ 

DSAT-

Vee 

~-----------<~====---------l---UVLO 

UOG-94005-2 

12/94 
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ABSOLUTE MAXIMUM RATINGS 
Supply voltage (Vcc - VEE) ..................................... 40V 
Power Inputs (IA - BI) ......................................... 45V 
Analog Input Voltage (ENBL, CLAMP) .................. -0.3 To Vcc+0.3 
Analog Input Voltage (DSAT+, DSAT-) ................ VEE-0.3 to Vcc+0.3 
Analog Input Current(DsAT+, DSAT-) ...................... -10 to 10mA 
Output Current, I (OUT) I 

DC .................................................... 0.8A 
Pulse (0.51JS) .............................................. 4A 

FRPL Y Output Current. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .. 30mA 
Note: All voltages are with respect to COM. Currents are positive into the 

specified terminal. 

CONNECTION DIAGRAMS 

DIL-18 (Top View) DIL-20 (Top View) 
J Package N Package 

~ 
~ 

NCO:: ~ NC 
NC IT ~ PVEE 

NC [I ~ PVEE 
NC ~ ~ OUT 

DSAT+ [i b!l OUT 
DSAT+ [i ~ PVee 

DSAT· ~ ~ PVee 
DSAT- ~ ~ Vee 

ENBL ~ ~vee 
ENBL ~ ~A 

TRC ~ ~ A 
TRC ~ ~B 
FRC ~ ~ CLAMP 

FRC l2: ~ B 

FRPL Y ~ EJ CLAMP 
FRPLY C!: ~COM NC~ ~COM 

NC C!: ~ VEE NC @: ~ VEE 

SOIC-28 (Top View) 
DWP Package 

NC IT 
NC [! 
NC IT 

DSAT+ [I 
DSAT- [! 
ENBL ~ 

VEE IT 
VEE ~ 
VEE IT 

TRC @ 
FRC O! 

FRPLY @ 
NC@ 

NC ~ 

UC1727 
UC2727 
UC3727 

~ NC 
~ PVEE 

~ OUT 
~ PVee 
~ Vee 

~A 
~ VEE 

!!l VEE 
~ VEE 

~B 
~ CLAMP 

iill COM 

~ VEE 

~ NC 

PLCC-28 (Top View) PACKAGE PIN FUNCTION LCC-28 (Top View) PACKAGE PIN FUNCTION 
QP Package FUNCTION PIN LP Package FUNCTION PIN 

NlC 1 N/C 1 
VEE 2 VEE 2 
N/C 3-4 N/C 3-4 

/4 3 2 1 282726 COM 5 /4 3 2 1 282726 COM 5 

5 25 CLAMP 6 5 25 CLAMP 6 
6 24 B 7 6 24 B 7 
7 23 A 8 7 23 A 8 
8 22 VCC 9 8 22 VCC 9 
9 21 PVCC 10 9 21 

PVCC 10 
10 20 

OUT 11 
10 20 

11 19 11 19 OUT 11 
12 13 14 15 16 17 18 PVEE 12-18 12 13 14 15 16 17 18 N/C 12-13 

DSAT+ 19 PVEE 14 
DSAT- 20 NlC 15-18 
ENBL 21 DSAT+ 19 
NC 22 DSAT- 20 
TRC 23 ENBL 21 
FRC 24 NC 22 
FRPLY 25 TRC 23 
N/C 26 FRC 24 
N/C 27 FRPLY 25 
N/C 28 NlC 26-28 
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UC1727 
UC2727 
UC3727 

See Application Note U-143A "New Chip Pair Provides Isolated Drive for High Voltage IGBTs" 

PIN DESCRIPTIONS 
A, B: Signal and power input pins. Connect these pins to 
the secondary of the transformer driven by UC1726. 

CLAMP: Analog programming pin for intermediate drive 
level to be used at turn on or in response to a desatura
tion event. Requires a bypass capacitor to COM. 

COM: Self generated common for bipolar supply. This pin 
will be 16.5V below PVee. 

DSAT+, DSAT-: Inputs to the desaturation comparator. De
saturation is detected when DSAT+ is greater than DSAT-. 

ENBL: Negative true enable input. Tie to Vee to disable 
the chip. Connect to COM to enable the chip. If the ENBL 
pin is used as the primary input to the chip, connect B to 
Vee and A to VEE. 

FRC: Fault Resistor and Capacitor. Programs the dura
tion that OUT will be held at CLAMP potential during a de
saturation event before it is driven fully low. Also sets the 
period of time that OUT will be held low before allowing it 
to be driven high again. 

FRPLY: Fault Reply pin. Open collector output. Normally 
connected to VEE. When desaturation is detected, the pin 
opens. 

OUT: Gate drive output. Connect to gate of IGBT with a 
series damping resistor greater than 3 ohms. 

TRC: Timing Resistor and Capacitor. Programs the dura
tion that OUT will be held at CLAMP potential and the pe
riod of time the desaturation comparator will be ignored 
during the rising edge. 

Vee: Positive supply voltage. Bypass to COM with a low 
ESUESR 111F capacitor. 

VEE: Negative supply voltage. Bypass to COM with a low 
ESUESR 111F capacitor. 

PVEE: Output driver negative supply. Connect to VEE with 
a 3.3 ohm resistor and bypass to COM with a low 
ESUESR 111F capacitor. 

PVcc: Output driver positive supply. Connect to Vee with 
a 3.3 ohm resistor and bypass to COM with a low 
ESUESR 111F capacitor. 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these specifications apply for TA = -55DC to 125DC for the 
UC1727, TA = -40DC to 85DC for the UC2727, TA = ODC to 70DC for the UC3727, 
R(TRC) = 54.9k, C(TRC) = 180pF, R(FRC) = 309K, C(FRC) = 200pF, Vcc - VEE = 
25V, CLAMP = 9V, TA = TJ, and all voltages are measured with respect to COM. 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

Power Input Receivers 

Forward Diode Drop IF=50mA 0.5 0.65 V 

IF = 500mA 1.2 2 V 

Vcc Regulator 

Vee 25 ~ (Vee - VEE) ~ 36V, II(COM) I ~ 15mA 15.5 16.5 17.5 V 

Hysteresis Comparator 

Input Open Circuit Voltage (Measured with respect to VEE) 12 V 

Input Impedance 100 k.Q 

Hysteresis 44 47 50 V 

Enable Input 

High Level Input Voltage 12 V 

Low Level Input Voltage 5 V 

Input Bias Current ENBL = COM -460 -900 ItA 
Output Driver 

Saturation to Vee I(OUT) = -20mA 1.7 2.3 V 

Saturation to Vee I(OUT) = -500mA 2 2.S V 

Saturation to VEE I(OUT) = 20mA 2 3 V 

Saturation to VEE I(OUT) = SOOmA 2.4 3.6 V 
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UC1727 
UC2727 
UC3727 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these specifications apply for TA = -55°C to 125°C for the 
UC1727, TA = -40°C to 85°C for the UC2727, TA = O°C to 70°C for the UC3727, 
R(TRC) = 54.9k, C(TRC) = 180pF, R(FRC) = 309K, C(FRC) = 200pF, Vee - VEE = 
25V, CLAMP = 9V, TA = TJ, and all voltages are measured with respect to COM. 

PARAMETER TEST CONDITIONS 

Output Driver (cont.) 

Turn on Clamp Voltage I(OUT) = -100mA 

Fault Clamp Voltage II(OUT)I = 100mA 
UVLO Saturation to VEE I(OUT) = 20mA,Vee no connection 

Rise and Fall Times CI = 1 n, CLAMP = Vee, ROUT = 30 

Turn On Sequence Timer 

Clamped Driver Time (Note 1) 

Blanking Time (Note 1) 

Fault Manager 

Clamped Driver Time (Note 1) 

Fault Lock Off Time (Note 1) 

FRPL Y Saturation I(FRPL Y) = 10mA 

FRPL Y Leakage FRPLY = Vee 
Desaturation Detection Comparator 

Input Offset Voltage (lviol) VeM = VEE+2, VeM = Vee-2 

Input Bias Current 

Delay to Output C(FRC) = 0 (Note 1) 

Undervoltage Lock Out 

Vee Threshold 

Vee Hysteresis 

VEE Threshold 

VEE Hysteresis 

Thermal Shutdown 

Threshold Not tested 

Hysteresis Not tested 

Total Standby Current 

I(Vee) 

Note 1: Guaranteed by design, but not 100% tested in production. 

APPLICATION INFORMATION 
Figure 1 shows the rectification and detection scheme 
used in the UC1727 to derive both power and signal infor
mation from the input waveform. Vee-VEE is generated by 
peak detecting the input signal via the internal bridge rec
tifier and storing it on external capacitors. COM is gener
ated by an internal amplifier that maintains PVee-COM = 
16.SV. 

Signal detection is performed by the internal hysteresis 
comparator which senses the polarity of the input signal 
as shown in Figure 2. This is accomplished by setting (or 
resetting) the comparator only if the input signal exceeds 

A 

(Note 1) 

I 

MIN TYP 

7 9 

8 10 

2 

75 

0.4 1 

3 5 

0.4 1 

15 25 

1.8 

0 

0 

-1.5 

150 

14 15.5 

0.35 

-4.5 -5.5 

0.5 1 

175 

45 

24 

SIGNAL 

MAX UNITS 

11 V 

12.5 V 

3 V 

150 ns 

1.7 !IS 
7 !IS 

1.7 !IS 
35 !IS 
3 V 

10 !lA 

20 mV 

10 !lA 
ns 

17 V 

V 

-6.5 V 

1.5 V 

I °C 

I °C 

30 mA 

TO IGBT 
EMITTER 

0.951 Vee-VEE I. In some cases it may be necessary to PVEE 3.3 

add a damping resistor across the transformer secondary 
to minimize ringing and eliminate false triggering of the 
hysteresis comparator as shown in Figure 3. Figure 1. Input Stage & Bipolar Supply 
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APPLICATION INFORMATION (cont.) 

0.95 (Vee-VEE) -Ii 
B-A ov -

0.95 (Vee-VEE) - -

Vee ----, 

OUT 

VEE 

Figure 2. Input Waveform 

0.95 (Vee -VEE) 

B-A OV 

0.95 (Vee -VEE) 

Vee 

OUT 

VEe 

Figure 3. Output Pulsing Caused By Transformer Ringing 

GATE DRIVE WAVEFORM 

The rising edge of OUT can be programmed for a two 
step sequence as shown in Figure 4. The plateau voltage 
is programmed by a resistive divider from Vee to COM 
applied at CLAMP. CLAMP must be bypassed to COM. 
The plateau voltage is approximately OUT = CLAMP. The 
plateau time is set by a resistor from TRC to Vee and a 
capacitor to COM as: 

Tp = RC In (~7~~:k ) . 
TRC also programs a blanking time during which the chip 
ignores the desaturation comparator. The blanking time 
is: 

Tb = Tp + OARC. 

OUT 

TRC 

Vee 

CLAMP - rl-
~E: =1-1-

I 
Vee/2 

Vee/4 

UC1727 
UC2727 
UC3727 

Figure 4. Rising Edge Waveform 

CESAT 
COMPARATOR ~-----

OUT 

VCCLJ 

CLA:: - - t -----
VEE --------

VCC/2~ 
Vcc/4 - - - - - - -

TF ~ 

FRC 

VCC Il 
FPPL Y ----.l I 

COM '--------

Figure 5. Transient Desaturation Response 

In the event that desaturation is detected outside the 
blanking interval, OUT will be driven back to the CLAMP 
plateau for a fault time set by a resistor from FRC to Vee 
and a capacitor to COM as: 

Tf= RC In (~~~)-
If the event is transient, OUT will return high at the end of 
Tf as shown in Figure 5. During Tf, FRPLY is open. After 
Tf, FRPLY is connected to COM. 

Desaturation shown in Figure 6 that persists longer than 
Tf will cause OUT to be driven low. The chip will not ac
cept a command to drive OUT high for a delay period of 

Td=OARC 

FRPLY will be open during this entire period. 

6-66 



DESAT 

JI COMPARATOR 

Vee I I 
CLAMP 

ti= OUT 

OV 

VEE 

Vcc/2 ~~~ FRC 

Vcc/4 

Vee 

~ FPPLY 

COM 

Figure 6. Desaturation Response 

ENABLE 

ENBL provides an alternate means of controlling the out
put. If ENBL is used as the primary input, B must be con· 
nected to Vee and A to VEE. ENBL can be driven by the 
output of an optoisolator from ENBL to COM as shown in 
Figure 7. If ENBL is not used, it should be connected to 
COM. 

Figure 7. Using ENBL as Primary Input 

UNITRODE CORPORI'J"ION 
7 CONTINENTAL BLVD.. MERRIMACK, NH 03054 
TEL. (603) 424-2410 • FAX (603) 424-3460 

EXTERNAL BIPOLAR SUPPLIES 

UC1727 
UC2727 
UC3727 

If it is desired to drive an emitter grounded IGBT from ex· 
ternal supplies, the configuration in Figure 8 should be 
used. COM should never be connected to ground, Vee 
must be ~ 12V and Vee-VEE must be ~ 23.SV. 

-=- v· 

Figure 8. Using External Supplies 

300 
---- - - -- ------------------, 

CLAMP = Vee 

o L~ ________ _ 

-55°e +125°e 
TEMPERATURE 

Figure 9. Input to Output Delay 

6-67 



~UNITROCE 
UCC17423/4/5 
UCC274231415 
UCC37423/4/5 

Dual 3A MOSFET Driver ADVANCE INFORMATION 

FEATURES 
• Built using BCDMOS Process 

• High Peak Output Current (3A) 

• Self Biasing Active Off Outputs 

• Pinout Compatible with Industry 
Standard Drivers 

• Undervoltage Lockout (UVLO) 

• High Capacitive Load Drive Capability 

• CMOS Compatible Input Threshold 

• Wide Operating Voltage Range from 
4.5V to 18V 

BLOCK DIAGRAM 

I 
I 

NlC en 
INA 

I 
I 
I 
I 

GND ~ 
I -=-

INB 

DESCRIPTION 
The UCC37423/37424/37425 devices are high speed, dual MOSFET driv
ers using the BiCMOS/DMOS process. All three devices are designed to 
be pin and performance compatible with industry standard '423, '424, '425, 
'426A, '427A, and '428A drivers. Each of the dual outputs is capable of 
providing 3A peak current and 6A in parallel. In addition, the devices fea
ture Undervoltage Lockout (UVLO) protection and an improved input noise 
immunity. 

The UCC37423 is a dual inverting driver. The UCC37424 is a dual 
non-inverting driver. The UCC37425 contains one inverting and one 
non-inverting driver. 

In addition to driving two power MOSFETs in high power and high fre
quency switch mode power supply and motion control applications, these 
drivers are also capable of driving capacitive and inductive loads in appli
cations such as small motor, relay, solenoid and actuator drivers. Unlike 
Bipolar Gate Driver ICs, these BCDMOS drivers do not require external 
Schottky clamp diodes for slight negative voltage overshoot protection. 

UCC37423/37424/37425 family of drivers are available in 8 pin SOIC (D), 
PDIP (N) or CDIP (J), or 16 pin SOIC-Power (DP) packages. 

I 

m N/C 

OUTA 

VDD 

I 
I 

ctJ OUTB 

-
L _________________________________________ J 

UCC37424 shown. Pin numbers refer to an 8-pin package. UDG·98135 
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ABSOLUTE MAXIMUM RATINGS 
Supply voltage ................................... 20V 
Output Current (OUTA, OUTS) DC .................. 0.2A 
Output Current (OUTA, OUTS) DC ..... Pulsed (0.5 usee) 5A 
Input voltage (pins INA, INS) ............. -5V to VDD+0.3V 
Storage Temperature Range ............. -65 °C to + 150°C 
Operating Junction Temperature ......... -65°C to +150°C 
Lead Temperature (soldering 10 sec) .............. +300°C 

Unless otherwise indicated, voltages are referenced to GND 
pin and currents are positive into, negative out of, the specified 
terminals. Consult Packaging Section of Databook for thermal 
limitations and considerations of the packages. 

ORDERING INFORMATION 

UCCD742DD t t t PACKAGE SUFFIX 

OUTPUT CONFIGURATION 

TEMPERATURE RANGE 

Temperature Range Package Suffix 
UCC1742X -55°C to +125°C J 
UCC2742X -40°C to +85°C D,DP,N 
UCC3742X O°C to +70°C D DP N 

Output Configuration 
UCCX7423 Dual Inverting 
UCCX7424 Dual Non-Inverting 
UCCX7425 One Inverting, One Non-Inverting 

POWER DISSIPATION RATING TABLE 

PACKAGE SUFFIX TA<25 DEG C Derating Factor 

CONNECTION DIAGRAMS 

DIP-B, SOIC-8 (TOP VIEW) 
N or J, D Packages 

N/C 

INA 

GND 

INS 

DIL-16 (TOP VIEW) 
DP Package 

N/C 

N/C 

INA 

GND 

GND 

INB 

N/C 

N/C 

T A = 70°C Power T A = 85°C Power 
po~:~a!ing Ab~:e T A :1 25°C 

mwrc· 
Rating (mW) • Rating (mW) • 

8 pin D·· 625 -1190 6.25 -11.90 344-655 250-476 
SOIC 
8 pin N 909 9.09 500 364 

Plastic DIP 
16 pin Dp·· 1724-2778 17.24-27.78 948-1528 690-1111 

PowerSOIC 
8 pin J 625 6.25 344 250 

Ceramic DIP 

• + 125°C operating junction temperature is used for power rating calculations . 

UCC174231415 
UCC274231415 
UCC374231415 

N/C 

OUTA 

VDD 

OUTS 

N/C 

N/C 

OUTA 

GND 

GND 

VOD 

OUTB 

N/C 

THETA THETA 
Oc) Oa) 

42°CIW 84-160°CIW 

49 110 

20 36-58 

26 160 

•• The range of values indicate the effect of pc-board. The lower value is for a device mounted on a 5.0 square inch, 0.062 inch 
think aluminum pc-board. The higher value is for a device mounted on a 5.0 square inch single sided pc-board. These values are 
intended to give the system designer an indication of the best and worst case conditions. In general, the system designer should 
attempt to use larger traces on the pc-board where possible in order to spread the heat away form the device more effectively. For 
additional information on device temperature management, please refer to Packaging Information section in Unitrode Databook. 
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INPUT/OUTPUT TABLE 

INPUTS (V'N_L, VIN_H) 
INA INB 

L L 

L H 
H L 

H H 

PART VERSIONS 

(INVERTING) 

. UCC37423 UCC37424 

OUTA OUTB OUTA OUTB 

H H L L 
H L L H 

L H H L 

L L H H 

(NON-INVERTING) 

UCC17423/4/5 
UCC27423/4/5 
UCC3742314/5 

UCC37425 

OUTA 
H 

H 
L 

L 

(INVERTING AND 
NON-INVERTING) 

OUTB 
L 

H 
L 

H 

UDG-98134 

ELECTRICAL CHARACTERISTICS: Unless otherwise specified, the MIN and MAX specifications apply for 
4 5V< VDD <18V TJ = TA Unless otherwise specified the TYP specifications apply for VDD = 12V TA = 25°C TJ= TA - - , , , , 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

Input Section 

VIN_H, Logic 1 Input Threshold 2.4 V 
(INA,INB) 

VIN_L, Logic 0 Input Threshold 1.6 V 
(INA,INB) 

Input Current (INA, INB) OV ::;; V(IN[AB]) ::;; VDD -10 0 10 I!A 
Output Section 

VOH, Output OUTA, OUTB High Level VOH= VOo-VOUT, IOUT=-10mA 20 50 mV 

VOL, Output OUTA, OUTB Low Level lOUT = 10mA 20 50 mV 

Output Resistance High lOUT = -10mA, VDD = 18V 1.8 3 Q 

Output Resistance Low lOUT = 10mA, VDD = 18V 1.8 3 Q 

Peak Output Current (Note 1) 3 A 

Latch-up Protection (Note 1) >500 mA 

Switching Time Section 

tR, OUTA,OUTB Rise Time CLOAO = 1800 pF (See Fig_ 1) 20 60 ns 

tF, OUTA,OUTB Fall Time CLOAO = 1800 pF (See Fig_ 1) 20 60 ns 

t01, Delay (IN[AB] to OUT[AB]) Rising CLOAO = 1800 pF (See Fig_ 1) 50 100 ns 

tD2, Delay (IN[AB] to OUT[AB]) Falling CLOAO = 1 BOO pF (See Fig_ 1) 50 100 ns 
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UCC17423/4/5 
UCC27423J4/5 
UCC37423/4/5 

ELECTRICAL CHARACTERISTICS: Unless otherwise specified, the MIN and MAX specifications apply for 
4 5V< VDD <18V T J - T A Unless otherwise specified the TYP specifications apply for VDD - 12V T A = 25°C T J = T A , - , - , , 

PARAMETER I TEST CONDITIONS I MIN I TYP I MAX I UNITS 

Undervoltage Lockout Section 

Start Threshold I I 4.2 I 4.3 I 4.5 I V 

Start to Stop Hysteresis I I 0.4 I 0.6 I 0.9 I V 

Power Supply Section 

Operating Current I Static, Inputs = OV I 1 3.5 1 5 1 rnA 

Note 1: Guaranteed by design. Not 100% tested in production. 

PIN DESCRIPTIONS 
GND: Common ground. This ground should be con
nected very closely to the source of the power MOSFET 
which the driver is driving. 

INA: Input A. Input signal for the A driver, logic compati
ble threshold and hysteresis. If not used, this input 
should be tied to either VDD or GND. It should NOT be 
left floating. 

APPLICATION INFORMATION 
Supply Section 

The IC operates over a wide supply range, from 4.5V to 
18V. 

Input Section 

The input circuit contains hysteresis to maximize noise 
immunity. The inputs are designed such that they can 
swing up to 5V below GND without damage to the IC. 

Output Section 

The output circuit is designed to drive a MOSFET gate 
on and off in 20nsec typically. The output will supply a 
high peak output current (3A peak). The output of the 
driver uses complementary devices and will swing the 
gate fully between the two supply rails. The outputs are 
designed to withstand 500mA reverse current without 
either damage or logic upset. The outputs are actively 
pulled down during undervoltage lockout even in the ab
sence of VDD power. 

INB: Input B. Input signal for the B driver, logic compatible 
threshold and hysteresis. If not used, this input should be 
tied to either VDD or GND. It should NOT be left floating. 

OUTA: Driver output A. This complementary MOS output 
swings to both VDD and GND. 

OUTB: Driver output B. This complementary MOS output 
swings to both VDD and GND. 

Inverting outputs of UCC37423 and OUTA of UCC37425 
are intended to drive external P-channel MOSFETs. 
Non-inverting outputs of UCC37424 and OUTB of 
UCC37425 are intended to drive N-channel MOSFETs. 

Undervoltage Lockout Section 

The under voltage detection circuit prevents the outputs 
from turning on the external power MOSFET when VDD is 
below a preset value. 

When the IC is in an Undervoltage mode, the output 
states will be the same as if the input was low during nor
mal operation. For example, outputs of UCC37423 (in
verting) will be held high, outputs of UCC37424 
(non-inverting) will be held low and outputs of UCC37425 
(inverting + non-inverting) will be held high and low re
spectively for OUTA and OUTB. Under this mode, the in
verting outputs on UCC37423 and OUTA of UCC37425 
will track VDD. 
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APPLICATION INFORMATION (cont.) 

(a) 

+SV·························_----.... 

INPUT 

OV 

16V 
~tD1-+tF~ ~t!Yl--t~~ 

90% 90% 

OUTPUT 

(b) 

UCC17423/415 
UCC27423/415 
UCC37423/4/5 

-=~~~1rn~~~=1:= -------~t====== 10% OV ........•....••••...................•.......• : •.....••.•• 1""........... .... j ......•................................................••• : 

Figure 1. Switching time (a) inverting driver (b) non-inverting driver. 

UNITRODE CORPORATION 
7 CONTINENTAL BLVD.· MERRIMACK, NH 03054 
TEL. (60S) 424-2410 FAX (G03) 424-3460 
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~UNITROCE 
UCC17523/4/5 
UCC27523/4/5 
UCC37523/4/5 

Dual 3A MOSFET Driver With Adaptive LEB ADVANCE INFORMATION 

FEATURES 
• Built using BCDMOS Process 

• High Peak Output Current (3A) 

• Self Biasing Active Off Outputs 

• Pinout Compatible with Industry 
Standard Drivers 

• Patent Pending Adaptive Leading 
Edge Blanking (LEB) 

• Undervoltage Lockout (UVLO) 

• High Capacitive Load Drive Capability 

• CMOS Compatible Input Threshold 

• Wide Operating Voltage Range from 
4.5V to 18V 

• Shutdown Capability via Logic Level 
Input ENBL 

BLOCK DIAGRAM 

DESCRIPTION 
The UCC37523/37524/37525 devices are high speed, dual MOSFET driv
ers using the BiCMOS/DMOS process. All three devices are designed to 
be pin and performance compatible with industry standard '423, '424, '425, 
'426A, '427A, and '428A drivers. Each of the dual outputs is capable of 
providing 3A peak current and 6A in parallel. In addition, the devices fea
ture Undervoltage Lockout (UVLO) protection, an improved input noise im
munity and an enable/shutdown input. The ENBL function is implemented 
on one of the unused pins from the industry standard pinout. An adaptive 
leading edge blanking (LEB) signal is provided on the other unused pin. 

The UCC37523 is a dual inverting driver. The UCC37524 is a dual 
non-inverting driver. The UCC37525 contains one inverting and one 
non-inverting driver. 

In addition to driving two power MOSFETs in high power and high fre
quency switch mode power supply and motion control applications, these 
drivers are also capable of driving capacitive and inductive loads in appli
cations such as small motor, relay, solenoid and actuator drivers. Unlike 
Bipolar Gate Driver ICs, these BCDMOS drivers do not require external 
Schottky clamp diodes for slight negative voltage overshoot protection. 

UCC37523/37524/37525 family of drivers are available in 8 pin SOIC (D), 
PDIP (N) or CDIP (J), or 16 pin SOIC-Power (DP) packages. 

,----------------------------------------------------------------, 

INA 

GND 

INB 

ENBL 

, , 
: 6 VDD , , 
, , , 
, UVLO 
, OUTA , , , , 

, , , , , , n , -=-
, , , , , 

f-Ir -----i0 
1 

, , , , , , 
~---------------------------------------------------------------~ 

LEB 

UCC37524 shown. Pin numbers refer to an B-pin package. UDG-98178 
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ABSOLUTE MAXIMUM RATINGS 
Supply voltage ................................... 20V 
Output Current (OUTA, OUTB) DC .................. 0.2A 
Output Current (OUTA, OUTB) DC ..... Pulsed (0.5Ilsec) 5A 
Input voltage (pins INA, INB, ENBL) ....... -5V to VDD+0.3V 
Operating Junction Temperature .......... -55 °C to + 150°C 
Storage Temperature Range ............. --65 °C to + 150°C 
Lead Temperature (soldering 10 sec) .............. +300°C 

Unless otherwise indicated, voltages are referenced to GND 
pin and currents are positive into, negative out of, the specified 
terminals. Consult Packaging Section of Databook for thermal 
limitations and considerations of the packages. 

ORDERING INFORMATION 

UCCD752[JD t t t PACKAGE SUFFIX 

OUTPUT CONFIGURATION 

TEMPERATURE RANGE 

Temperature Range Package Suffix 
UCC1752X -55°C to +125°C J 
UCC2752X -40°C to +85°C D, DP, N 
UCC3752X O°Cto +70°C D DP N 

Output Configuration 
UCCX7523 Dual Inverting 
UCCX7524 Dual Non-Invertino 
UCCX7525 One Invertina. One Non-Invertina 

POWER DISSIPATION RATING TABLE 

PACKAGE SUFFIX TA<25 DEG C Derating Factor 

CONNECTION DIAGRAMS 

DIP-8, SOlC-8 (TOP VIEW) 
N or J, D Packages 

ENBL 

INA 

GND 

INB 

DIL-16 (TOP VIEW) 
DPPackage 

N/C 

ENBL 

INA 

GND 

GND 

INB 

NlC 

NlC 

T A = 70·C Power TA = 85°C Power 
Power Rating Above T A = 25°C Rating (mW) , Rating (mW) , 

(mW)' (mwrc)* 
8 pin D" 625-1190 6.25 -11.90 344-655 250-476 
SOIC 
8 pin N 909 9.09 500 364 

Plastic DIP 
16 pin DP" 1724-2778 17.24-27.78 948-1528 690-1111 

PowerSOIC 
8pin J 625 6.25 344 250 

Ceramic DIP 

• + 125°C operating junction temperature is used for power rating calculations . 

UCC17523/415 
UCC27523/415 
UCC37523/415 

LEB 

OUTA 

VDD 

OUTB 

NlC 

LEB 

OUTA 

GND 

GND 

VDD 

OUTB 

NlC 

THETA THETA 
(jc) (ja) 

42°C/W 84-160°C/W 

49 110 

20 36-58 

26 160 

•• The range of values indicate the effect of pc-board. The lower value is for a device mounted on a 5.0 square inch, 0.062 inch 
think aluminum pC-board. The higher value is for a device mounted on a 5.0 square inch single sided pc-board. These values are 
intended to give the system designer an indication of the best and worst case conditions. In general, the system designer should 
attempt to use larger traces on the pc-board where possible in order to spread the heat away form the device more effectively. For 
additional information on device temperature management, please refer to Packaging Information section in Unitrode Databook. 
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INPUT/OUTPUT TABLE 
Inputs (VIN_L. VIN_H) UCC37523 

ENBL INA INB OUTA OUTB 
L L L H H 
L L H H H 

L H L H H 
L H H H H 
H L L H H 
H L H H L 
H H L L H 
H H H L L 

PART VERSIONS 

(INVERTING) (NON-INVERTING) 

UCC37524 
OUTA OUTB 

L L 

L L 
L L 
L L 
L L 
L H 
H L 

H H 

UCC175231415 
UCC275231415 
UCC375231415 

UCC37525 
OUTA 

H 
H 

H 
H 

H 
H 
L 

L 

(INVERTING AND 
NON-INVERTING) 

OUTB 
L 
L 

L 

L 
L 
H 
L 

H 

UDG-9B177 

ELECTRICAL CHARACTERISTICS: Unless otherwise specified, the MIN and MAX specifications apply for 
4 5V< VDD <1aV TJ = TA Unless otherwise specified the TYP specifications apply for VDD = 12V TA = 25°C TJ = TA - - , 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

Input Section 

VIN_H, Logic 1 Input Threshold 2.4 V 
(INA, INS, ENSL) 

VIN_L, Logic 0 Input Threshold 1.6 V 
(INA, INS, ENSL) 

Input Current (INA, INS) OV., V(IN[AS]) ., VDD -1 0 1 !JA 
Input Current (ENSL) VENBL= 0 -20 -10 -5 !-LA 

VENBL= VDD -1 0 1 !JA 
Output Section 

VOH, Output OUTA, OUTS High Level VOH=VOO-VOUT,loUT=-10mA 20 50 mV 

VOL, Output OUTA, OUTS Low Level lOUT = 10mA 20 50 mV 

Output Resistance High lOUT = -10mA, VDD = 1aV 1_6 3 Q 

Output Resistance Low lOUT = 10mA, VDD = 1aV 1_6 3 Q 

Peak Output Current (Note 1) 3 A 

Latch-up Protection (Note 1) >500 rnA 
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UCC175231415 
UCC275231415 
UCC375231415 

ELECTRICAL CHARACTERISTICS: Unless otherwise specified, the MIN and MAX specifications apply for 
4 5V< VDD <18V TJ - TA Unless otherwise specified the TYP specifications apply for VDD - 12V TA - 25°C TJ - TA - - , - , - , - , -

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

Switching Time Section 

tR, OUTA,OUTB Rise Time CLOAO = 1800 pF (See Figure 1) 20 60 ns 

tF, OUTA,OUTB Fall Time CLOAO = 1800 pF (See Figure 1) 20 60 ns 

t01, Delay (IN[AB] to OUT[AB]) Rising CLOAO = 1800 pF (See Figure 1) 50 100 ns 

t02, Delay (IN[AB] to OUT[AB]) Falling CLOAO = 1800 pF (See Figure 1) 50 100 ns 

Undervoltage Lockout Section 

Start Threshold 4.2 4.3 4.5 V 

Start to Stop Hysteresis 0.4 0.6 0.9 V 

Leading Edge Blanking Section 

Output LEB Low Level I(LEB) = 1.25rnA 0.1 0.2 V 

Power Supply Section 

Operating Current Static, Inputs = OV 3.5 5 rnA 

Note 1: Guaranteed by design. Not 100% tested in production. 

PIN DESCRIPTIONS 
ENBL: Enable input with logic compatible threshold and 
hysteresis. Both driver outputs can be enabled/disabled 
with this input. The ENBL function is active high. That 
is, when ENBL is low, the IC will be disabled. When 
ENBL is high, the IC is enabled. The ENBL pin has an 
active pull- up such that the default state for the pin is to 
enable the IC. The output states when the IC is disabled 
will be the same as if the inputs was low during normal 
operation. For example, outputs of UCC37523 (invert
ing) will be held high, outputs of UCC37524 
(non-inverting) will be held low and outputs of 
UCC37525 (inverting + non-inverting) will be held high 
and low respectively for OUTA and OUTB. Under this 
mode, the inverting outputs on UCC37523 and OUTA of 
UCC37525 will track VDD. 

GND: Common ground. This ground should be connected 
very closely to the source of the power MOSFET which 
the driver is driving. 

INA: Input A. Input signal for the A driver, logic compatible 
threshold and hysteresis. If not used, this input should be 
tied to either VDD or GND. It should NOT be left floating. 

INB: Input B. Input signal for the B driver, logic compatible 
threshold and hysteresis. If not used, this input should be 
tied to either VDD or GND. It should NOT be left floating. 

LEB: Leading Edge Blanking output. This pin should be 
connected to the current sense node of the power con
verter. During the leading edge blanking period, a 
pulldown device will connect the node to ground, "blank
ing" any leading edge noise spikes. This pin is the logical 
OR of the LEB sensing circuits on both drivers OUTA and 
OUTB. 
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APPLICATION INFORMATION 
Supply Section 

The IC operates over a wide supply range, from 4.5V to 
18V. 

Input Section 

The input circuit contains hysteresis to maximize noise 
immunity. The inputs are designed such that they can 
swing up to 5V below GND without damage to the IC. 

Output Section 

The output circuit is designed to drive a MOSFET gate 
on and off in 20nsec typically. The output will supply a 
high peak output current (3A peak). The output of the 
driver uses complementary devices and will swing the 
gate fully between the two supply rails. The outputs are 
designed to withstand 500mA reverse current without 
either damage or logic upset. The outputs are actively 
pulled down during undervoltage lockout even in the ab
sence of VDD power. 

Inverting outputs of UCC37523 and OUTA of 
UCC37525 are intended to drive external P-channel 
MOSFETs. Non-inverting outputs of UCC37524 and 
OUTB of UCC37525 are intended to drive N-channel 
MOSFETs. 

Undervoltage Lockout Section 

The under voltage detection circuit prevents the outputs 
from turning on the external power MOSFET when VDD 
is below a preset value. 

When the IC is in an Undervoltage mode, the output 
states will be the same as if the input was low during 
normal operation. For example, outputs of UCC37523 
(inverting) will be held high, outputs of UCC37524 
(non-inverting) will be held low and outputs of 
UCC37525 (inverting + non-inverting) will be held high 
and low respectively for OUTA and OUTB. Under this 
mode, the inverting outputs on UCC37523 and OUT A of 
UCC37525 will track VDD. 

Leading Edge Blanking Section 

The UCC37523/37524/37525 features a Patent Pend
ing Adaptive Leading Edge Blanking circuit. An open 
drain FET output at the LEB pin is used to shunt the 
current sense signal of the PWM to ground, thus provid
ing leading edge blanking. When the driver is turned on, 
an internal NMOS switch is turned on whose drain is 
brought out to the LEB pin. This should be connected to 
the current sense input of the current mode control IC. 
After the power MOS gate is charged, the LEB is re
moved by turning off this NMOS device. 

UCC1752314/5 
UCC2752314/5 
UCC3752314/5 

Adaptive Leading Edge Blanking Principle 

During a power MOSFET turn-on process, the leading 
edge current sense signal from the output will have an un
desirable noise spike falsely triggering the overcurrent 
protection circuit due to the internal gate impedance. The 
traditional implementation of Leading Edge Blanking 
(LEB) in a power control application is to blank the output 
signal for a fixed amount of time either by an external 
component or provided by the PWM controller. However, 
the interval width of the unwanted leading edge noise 
changes with gate resistance, load current, temperature, 
diode speed and MOSFET size and technology that is be
ing used. With UCC37523/4/5 family of drivers, the lead
ing edge blanking pulse width is varied as needed with the 
changing conditions. 

(a) 

+5V ..•................•..... r------,. 

INPUT 

ov 

16V 
~tDl+tF~ ~tD2---ttR1 

90% 90% 

OUTPUT 

--=~=:....!10'l~Y.:'o -=~ ov ........................................... . 

(b) 

+5V ......................... r------,. 

INPUT 

ov 

16V 

OUTPUT 

10% 
OV 

Figure 1. Switching time (a) inverting driver (b) 
non-inverting driver. 
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APPLICATION INFORMATION (cont.) 
Adaptive blanking in these drivers is accomplished by 
monitoring both the input signal and charge current from 
the driver IC to MOSFET gate. The leading edge current 
spike only occurs while the power MOSFET is being 
switched ON or OFF. This is also the time when gate 
charge current is also flowing. As shown in Fig. 2., the 
LEB signal is initiated on a rising edge of the input signal 
(VIN). The LEB control circuit monitors the gate charge 
current and releases the blanking signal when the gate 
current falls below the predefined threshold level. (lTH) 

The advantages of this adaptive approach are many. 
This method does not depend on inaccurate timing cir
cuits, eliminates the need of filter capacitor on the cur
rent sense inputs of PWM controllers (the series resistor 
is still needed), provides a minimum blanking interval to 
support higher frequency designs, allows for effective 
short circuit protection, and is fully adaptive to varying 
component and operating conditions. 

Fig.3. shows two operating waveforms using the 
UCC37523/4/5 family of drivers with different MOSFET 
component selection. VRSENSE is the unfiltered current 
sense signal and VCS+ is current sense signal with LEB. 
As can be seen, the LEB pulse width measurements ac
commodates the changing operating conditions. 

f;:;;;:::~;;:;;;:I" ~I ".."rA-,..,...,..,,~~~.,.,..,,~:;z:;;;:;;:;;:;;;;::;j_II.: lS0ns 
I - @: -60ns 

-I VDRAIN 

I11III 200mV Ch4 

• IRF530 • MUR610 • tLES=150ns 

Figure 3. Operating Waveforms (fs=135kHz) 

UNITRODE CORPORATION 
7 CONTINENTAL BLVD_ • MERRIMACK, NH 03054 
TEL (603) 424·2410 FAX (603) 424-3460 
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Figure 2. Leading Edge Blanking Principle 

1-·:---- ----_·_----_· __ ·_----·---1 
~:::;::;;;;;;;:;;:;rT""'-;-,...pr;-'i~"""'~.-r::~;;;::::::r:;:;;:;::;;jA: 210ns 

@I: -SOns , .... '." .. VDRA1N 

IIiIII 200mV Ch4 1.00 V .. 

.IRLZ34 • MUR610 • tLES=210ns 



~UNITROCE 
Quad FET Driver 
FEATURES 
• High Peak Output Current Each 

Output - 1.SA Source, 2.0A Sink 

• Wide Operating Voltage Range 4.5V 
to 18V 

• Thermal Shutdown 

• CMOS Compatible Inputs 

• Outputs Are Active Low for 
Undervoltage Lockout Condition 

BLOCK DIAGRAM 

UCC1776 
UCC2776 
UCC3776 

PRELIMINARY 

DESCRIPTION 
The UCC3776 is a four output BCDMOS buffer/driver designed to drive 
highly capacitive loads such as power MOSFET gates at high speeds. The 
device can be configured as either an inverting or non-inverting driver via 
the POL pin. The outputs are enabled by ENBL. When disabled, all outputs 
are active low. The device incorporates thermal shutdown with hysteresis 
for stability. The device also includes an undervoltage lockout circuit 
(UVLO) with hysteresis which disables the outputs when VDD is below a 
preset threshold. The outputs are held low during undervoltage lockout, 
even in the absence of VDD power to the device. This 
MOSFET turn-on due to capacitive current through 
tance of the power MOSFET in the presence of 
thresholds are compatible with standard SV 

r-------------------------
I 
I 
I 
I 

QUT2 

QUT3 

4 

GND 

GND 

GND 

I 
I 
I 
I 
I 
I 
I 
I L---~--~+-~13IGND 

I -L ________________________________________________ J 

Note: Pin connections shown refer to 16-pin packages_ UDG-95129-2 
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ABSOLUTE MAXIMUM RATINGS 
Input Supply Voltage, VDD1, VDD2 ................................. 20V 
Maximum DC Voltage Difference, VDD1 vs. VDD2 .................. 100mV 
Logic Input, IN1, IN4, ENBL 

Maximum forced voltage .......................... -0.3 to VDD1 + 0.3V 
Logic Inputs, IN2, IN3, POL 

Maximum forced voltage .......................... -0.3 to VDD2 + 0.3V 
Latch-up Protection withstand Reverse Current 

IREV, OUT1, OUT2, OUT3, OUT4 ............................... 500mA 
Power Outputs, OUT1, OUT2, OUT3, OUT4 

Maximum pulsed current (10% duty max, lO~ec max pulse width) ....... 3A 
Storage Temperature .................................. -65°C to +150°C 
Operating Junction Temperature ......................... -55°C to + 150°C 
Lead Temperature (Soldering, 1 0 Seconds) ......................... 300°C 

All currents are positive into, negative out of the specified terminal. Consult Pack
aging Section of Databook for thermal limitations and considerations of packages, 

CONNECTION DIAGRAMS 

DIL-16 (Top View) PLCC-28 (Top View) 
N or J, DP Packages Q Package 

IN1 

IN1 IN4 
N/C 

VDD1 ENBL N/C 

OUT1 OUT4 OUT1 5 
N/C 6 

GND GND GND 7 

GND GND 
N/C 8 

GND 9 

OUT2 OUT3 N/C 10 
OUT2- 11 

VDD2 POL N/C 

IN2 IN3 VDD2 
N/C 

25 
24 
23 
22 
21 

UCC1776 
UCC2776 
UCC3776 

NIC 
IN4 

-ENBL 

OUT4 
N/C 
GND 
N/C 
GND 

'N/C 
-OUT3 

POL 
IN3 
N/C 
IN2 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated these specifications apply for T A = -55°C to + 125°C for 
UCC1776' -40°C to +85°C for UCC2776' O°C to +70°C for UCC3776' VPOL = 5V VENBL = 5V 4 5V < VDD < 18V TJ = TA , , , , 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

Input Section 

VIH, Logic 1 Input Voltage 3 V 

VIL, Logic 0 Input Voltage 2 V 

liNn, Input Current VINn = 5V 30 IJA 
VINn = OV -1 +1 IJA 

ENBL Input Current VENBL = 5V 30 IJA 
VENBL = OV -1 +1 IJA 

POL Input Current VPOL = 5V -1 +1 IJA 
VPOL = OV -30 IJA 
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UCC1ns 
UCC2nS 
UCC3nS 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated these specifications apply for T A = -SsoC to + 12SoC for 
UCC1776' -40°C to +8SoC for UCC2776' O°C to +70°C for UCC3776' VPOL - SV VENBL - SV 4 SV < VDD < 18V TJ - TA , - - -

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

Output Section 

VOH, High Output Voltage 10UTn =-10mA, VDD1 = VDD2 = 12V, VINn = SV VDD- V 
1.0 

VOL, Low Output Voltage 10UTn = 10mA, VDD1 = VDD2 = 12V, VINn = OV 0.1S V 

Output Resistance 10UTn = 10mA, VDD1 = VDD2 = 12V, VINn = OV 6 n 
Output High Peak Current VDD1 = VDD2 = 12V, OUTn = SV, VINn = SV, TJ -1.S A 

= 2SoC (Note 1) 

Output Low Peak Current VDD1 = VDD2 = 12V, OUTn = SV, VINn = OV, TJ 2.0 A 
= 2SoC (Note 1) 

UVLO Output Pull-down Voltage VDD1 = VDD2 = 3V, 10UTn = -10mA 0.8 1.S V 

Switching Time Section 

Output Rise Time COUTn = 1nF, VOUTn = 1V to 9V, 2S SO nsec 
VDD1 = VDD2 = 12V 

Output Fall Time COUTn = 1nF, VOUTn = 9V to 1V, 10 SO nsec 
VDD1 = VDD2 = 12V 

IN->OUT Delay Time (Rising Output) VINn = 2.SV, VOUTn = 0.1 • VDD, 40 100 nsec 
VDD1 = VDD2 = 12, COUTn = OnF 

IN->OUT Delay Time (Falling Output) VINn = 2.SV, VOUTn = 0.9· VDD, SO 100 nsec 
VDD1 = VDD2 = 12V, COUTn = OnF 

Power Supply Section 

Power Supply Current V(IN1-IN4) = OV, VENBL = OV, 2 mA 
VDD1 = VDD2 = 12V 

UVLO Threshold 4.S V 

UVLO Hysteresis O.S V 

Note 1: Guaranteed by design. Not 100% tested in production. 

PIN DESCRIPTIONS 
ENBL: Logic level input to enable the drivers. When 
ENBL is low, the drivers outputs will be at GND potential, 
regardless of the status of POL. The input threshold is 
designed to be S volt CMOS compatible, independent of 
the VDD voltage used on the device. There is a slight 
hysteresis in the input circuit to help reduce sensitivity to 
noise on the input signal or input ground. 

OUT1 - OUT4: Outputs to each driver (1-4). The outputs 
are totem pole DMOS circuits. In the absence of VDD on 
the device, the outputs will stay off, even with a capaci
tive displacement current into the output node. 

GND: Ground for the device, the supply return for the 
VDDs. There are four GND pads on the device. 

IN1 -IN4: Inputs to each driver (1-4). The input threshold 
is designed to be 5 volt CMOS compatible, independent 
of the VDD voltage used on the device. There is a slight 
hysteresis in the input circuit to help reduce sensitivity to 
noise. 

APPLICATIONS INFORMATION 
Figure 1 depicts a block diagram of the UCC3776 Quad 
FET Driver. Four high current, high speed gate drivers 
with CMOS compatible input stages are provided. Polar
ity select and enable inputs provide circuit integration 

POL: Polarity selection for the drivers. A logic 0 selects 
inverting operation. A logic 1 selects non-inverting opera
tion. The input threshold is designed to be 5 volt CMOS 
compatible, independent of the VDD voltage used on the 
device. There is a slight hysteresis in the input circuit to 
help reduce sensitivity to noise. 

VDD1: Supply Voltage for drivers 1 and 4. Tied internally 
to VDD2. 

VDD2: Supply Voltage for drivers 2 and 3. Tied internally 
toVDD1. 

flexibility, while power packaging and high speed drive 
circuitry allow for driving high power MOSFET gates in 
high speed applications. 
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APPLICATIONS INFORMATION (cont.) 

r---------, 
IN1>--¢IN1 IN4~IN4 

I I 
I I 

VDD >----,----12 VDD1 ENBL ~ VDD 

UCC1n6 
UCC2776 
uccan6 

ro ro 

LOAD1~= ! ~. LOAD4 

1--+-----'lMr----+--I------; 3 OUT1 OUT4 ~ 

+ I I 

4 GND GND 131--......... --, 

I I 
I I 

5 GND GND 12 

'O"'l~IZL-=-+~, i 1---+-~_-N1/'-1_0 ---If'"'" 
VDD >-~--I 7 VDD2 POL 101--+---<VDD 

IN2 >-----!f---ls IN2 IN3 91--+----< IN3 

UDG-96008 

Figure 1. Typical FET Driver Application 

Input Stage 

Each of the four UCC3776 FET driver circuits provides 
an independent, CMOS compatible input stage. The al
lowable input voltage range extends from ground to 
VDD, allowing for easy interface to a wide variety of 
PWM and power supply support circuitry. The POL and 
ENBL inputs are tied to all four drivers, and all drivers 
must be configured as either inverting or noninverting, 
and all must be either enabled or not enabled. 

To prevent oscillations in noisy PWM environments, any 
unused drivers should have their input stages tied to ei
ther VDD or ground. Unlike other CMOS FET drivers, 
quiescent power current is not significantly affected by 
the polarity of the driver input signal. 

Output Stage/Gate Driver Considerations 

are important, they do not provide all the required infor
mation. The UCC3776 specifies rise and fall times of 
25ns and 10ns respectively into a load of 1 nF. This spec
ification can be used to calculate the average slew rate 
capability of the driver stage over the output voltage 
range. 

However, the gate of a power MOSFET cannot be mod
eled accurately with a simple capacitor. The voltage/cur
rent requirements of the gate vary widely over several 
distinct phases of FET turn-on and turn-oft The most ac
curate way to calculate the switching times of power 
MOSFETs is to determine the total gate charge require
ment (Og), which is usually specified by the MOSFET 
manufacturer, and determine the peak current capability 
of the MOSFET gate driver. Ideally the driver's peak cur

Many power FET driver data sheets rely solely on rise rent can be delivered while the MOSFE.T gate is 
and fall time specifications into a capacitive load to transitioning through its plateau or "Miller" level, when 
quan-tify speed performance. While these specifications current demands are highest. 

6-82 



APPLICATIONS INFORMATION (cont.) 
The UCC3776 specifies peak source and sink currents 
for a driver output voltage of 5V. This output voltage ap
proximately coincides with the average gate plateau volt
age of a power MOSFET. Outside of the plateau region 
the gate drive waveform is primarily limited by the slew 
rate capability of the driver. Through proper analysis of 
the MOSFET's gate drive requirements and the specifi
cations for the UCC3776, an accurate model of AC per
formance can be created. For a detailed description of 
MOSFET AC gate drive requirements please see 
Unitrode Application Notes U-118 and U-137. Although 
the Unitrode power drivers referenced in these applica
tion notes are bipolar devices, the information relating to 
MOSFET gate drive characteristics is applicable. 

Power Supply Decoupling/Grounding 

The high peak currents required to charge high capaci
tance MOSFET gates make proper power supply de
coupling and grounding essential. The UCC3776 
provides two power supply inputs (VDD1 and VDD2) to 
allow for optimum internal circuit layout and minimum re
sistive voltage drop with high peak current loads. VDD1 
provides the drive current for outputs 1 and 4, while 
VDD2 provides drive current for outputs 2 and 3. Both of 
these pins must be externally connected to the source 
power supply, and the DC potential difference between 
these two points should be limited to 100mV. Under no 
circumstances should an output driver be used with only 
one supply input connected. 

To guarantee a low impedance current path over a wide 
frequency range, each supply input should be separately 
bypassed to ground with both a high value tantalum or 
electrolytic capacitor in parallel with a 0.11J.F ceramic ca
pacitor. The exact value of the tantalum or electrolytic ca
pacitor will depend on the charge requirements of the 
MOSFET gate. For most applications a value between 
1IJ.F and 10IJ.F should suffice. Connections for ground 
leads should be kept as short as possible. The driver 
chip and support electronics should be located over a 
large copper ground plane if layout conditions allow it. 

Power DissipationlThermal Considerations 

Being a CMOS device, the standby power dissipation of 
the UCC3776 is quite low. For a 15V supply, the maxi
mum quiescent current of 2mA results in a maximum 
power loss of only 30mW. However, driving high fre
quency MOSFETs at high peak currents results in addi
tional power dissipation. This is because each time the 
MOSFET gate is charged or discharged, the energy 
transfer is only 50% efficient. The same amount of en
ergy that is transferred to the gate is lost in the drive 
stage. 

UCC1776 
UCC2776 
UCC3776 

In order to determine the average output stage loss, the 
gate drive energy (WGD) is computed as: 

2 QG 2 1) WGD =2.0.5.CG .V =-.V =QG.V 
V 

Where QG is the MOSFET's total gate charge, and V is 
the gate voltage. The factor of two results from the fact 
that the gate drive circuit must charge and discharge the 
gate every electrical cycle. Each time the gate is charged 
or discharged, the gate drive dissipates an amount of en
ergy equal to the energy supplied to the gate. Power lost 
due to driving the gate is: 

WGD Q.V 
2) PLc3D = -----r- = -T- = Q G • V • F 

Where F is the operating frequency of the MOSFET. This 
is a worst case assumption since the power loss is 
shared by the output driver and the gate resistor. If a rel
atively large value series gate resistor is used, the power 
loss in the gate driver is reduced. The penalty for this is 
slower switching speed, and therefore more loss in the 
MOSFET. For high power MOSFETs this power loss can 
be significant. 

To illustrate a typical example of driver loss, consider a 
MOSFET with 70nC of gate charge and a 15V gate volt
age. The power loss at 200kHz is: 

3) PLc30 = 70nC .15V • 200kHz = 21 OmW 

This analysis applies to one of the four drivers on the 
UCC3776. Four drivers operating under the same condi
tions results in a total power loss of 840mW. At higher 
frequencies the dissipation will be proportionally greater. 
This example demonstrates the need for power packag
ing which is available on the UCC3776, and not available 
on many other FET drivers. 

After device power dissipation has been estimated, 
proper heat sinking must be provided to ensure that the 
device junction temperature does not exceed the speci
fied maximum. Refer to the packaging section of the 
databook for package thermal impedance information. 

Application Circuits 

Figure 1 depicts a typical gate drive application circuit. 
Four independent, non inverting low side FET drivers are 
shown. Although series gate drive resistors are not re
quired because all FET drivers have a finite peak current 
capability, it is good practice to include some series re
sistance to limit peak current and to prevent oscillations 
due to parasitic inductance and capacitance. The parallel 
diode and resistor allow for a faster gate turn off than 
turn on. This characteristic is often desirable for bridge 
driver applications to prevent MOSFET cross conduction 
in the power stage. 
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APPLICATIONS INFORMATION (cont.) 
Figure 2 shows an applications circuit with paralleled out
put drivers. If it is required to drive high gate charge 
MOSFETs, the UCC3776 output drivers can be com
bined for higher peak current capability. It is good prac
tice to provide separate gate resistor networks to each 
individual MOSFET as shown. This will ensure that each 
driver circuit will not see excessive current during the 
high gate charge portion of the switching waveform. This 
practice also tends to isolata driver circuits to reduce the 
possibility of ringing and crosstalk. If all four drivers are 

UCC1776 
UCC2776 
UCC3776 

used to drive a single MOSFET, then four separate gate 
drive resistor networks should be used. 

Figure 3 shows a transformer coupled full bridge power 
stage. The UCC3776 is ideally suited for interfacing be
tween low power PWM outputs and high power output 
stages. Although the UC3879 phase shift controller is 
shown in this example, the UCC3776 can be used in 
many PWM controller applications where high power 
FET drivers are required. 

r--------l 

,I.-_-4--...JVI.IIr--+-----! : : 1-~--1I/V'---+--r-' f COAD' 

i-----~~~~~·------
I I 
I I 

! OUTB $1--------
: UC3879 : 

! OUTC$t-----

I I 
I I 

! OUTO ¢I------...., 
L. ________ --l 
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Figure 2. Parallel Output Drivers 

VS 

OUT3 11~--~----------------~ 

UDG-96008-1 

Figure 3. Full Bridge Driver Application 
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IGBT DRIVE USING MOSFET GATE DRIVERS 

John A. O'Connor 

IGBT Drive Requirements 

Insulated gate bipolar transistors (lGBTs) are 
gaining considerable use in circuits requiring high 
voltage and current at moderate switching 
frequencies. Typically these circuits are in motor 
control, uninterruptible power supply and other 
similar inverter applications. Much of the IGBTs 
popularity stems from its simple MOSFET-like gate 
drive requirement. In comparison to bipolar 
transistors which were formally used in such 
designs, the IGBT offers a considerable reduction in 
both size and complexity of the drive circuitry. 
Recent improvements in IGBT switching speed has 
yielded devices suitable for power supply 
applications, thus IGBTs will compete with 
MOSFETs for certain high voltage applications as 
well. Many designers have therefore turned to 
MOSFET drivers for their IGBT drive requirements. 

COLLECTOR 

f CCI 

GATE 

CCIE 

EMITTER 

Figure 1. High dv/dt at the collector couples to the gate 
through parasitic capacitance. 

CCE 

IGBT drive requirements can be divided into two 
basic application categories: Those that do not apply 
high dv/dt to the collector/emitter of the IGBT when 
it is off, and those that do. Examples of the former 
are buck regulators and forward converters, where 
only one switch is employed or multiple switches are 
activated synchronously. High dv/dt is applied 
during the off-state in most bridge circuits such as 
inverters and motor controllers, when opposing 
devices are turned on. Simultaneous conduction of 
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opposing devices can occur in such circuits, often 
with catastrophic results if proper gate drive and 
layout precautions are not followed. This behavior is 
caused by parasitic collector to gate (miller) 
capacitance, effectively forming a capacitive divider 
with the gate to emitter capacitance and thus 
inducing a gate to emitter voltage as illustrated in 
figure 1. 

When high off-state dv/dt is not present, the IGBT 
can be driven like a MOSFET using any of the gate 
drive circuits in the UC37XX family as well as from 
the drivers internal to many switching power supply 
controllers. Normally 15 volts is applied gate to 
emitter during the on-state to minimize saturation 
voltage. The gate resistor or gate drive current 
directly controls IGBT turn-on, however turn-off is 
partially governed by minority carrier behavior and 
is less effected by gate drive. 

There are several techniques which can be 
employed to eliminate simultaneous conduction 
when high off-state dv/dt is present. The most 
important technique, which should always be 
employed, is a Kelvin connection between the IGBT 
emitter and the driver's ground. High di/dt present in 
the emitter circuit can cause substantial transient 
voltages to develop in the gate drive circuit if it is not 
properly referenced. The Kelvin drive connection 
also minimizes the effective driver impedance for 
maximum attenuation of the dv/dt induced gate 
voltage. This requirement adds complication to 
driving multiple ground referenced IGBTs due to 
finite ground circuit impedance. Substantial voltages 
may develop across the ground impedance during 
switching, requiring level shift or isolation circuitry at 
the command signal to allow Kelvin drive circuit 
connections. 

Bipolar Gate Driver 
/ 

A Kelvin connected unipolar driver may often be 
adequate at lower switching speeds, however 
negative gate bias must be applied during the 
off-state to utilize the IGBT at higher rates. This 
becomes apparent when one considers that the gate 
to emitter threshold voltage drops to approximately 
1.4 volts at high temperature. With high dv/dt at the 
collector, a very low and impractical drive 
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impedance is required to assure that the device 
remains off. By utilizing a negative turn-off bias, an 
adequate voltage margin is easily achieved, 
allowing the use of a more practical gate drive 
impedance. Fortunately most gate drivers have 
sufficient voltage capability to be used with bipolar 

-VEE 
Figure 2. Bipolar IGBT gate drive using the U3708 

power supplies. The UC3708 shown in figure 2 can 
deliver up to 6 amps peak with both output's 
paralleled, and is particularly suited to driving IGBTs. 
For added reliability during power sequencing, its 
output's "self bias", actively sinking current when 
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insufficient supply voltage is present. The positive 
supply,+Vcc, is normally 15 to 16 volts and the 
negative supply, -VEE, typically ranges between -5 
and -15 volts depending on circuit conditions. A PNP 
level shift circuit references the drive signal to 
ground. Opto-couplers are also commonly 
employed, and may be interfaced directly to the gate 
driver by referencing the Signal to the negative 
supply. Note that this is a very demanding 
application for optocouplers, and only devices rated 
for high CMRR should be used. 

Isolated Gate Driver 

A bipolar IGBT gate driver with over-current 
protection can be implemented using the 
UC3724/UC3725 isolated gate driver pair as shown 
in figure 3. The UC3724/UC3725 transmits both 
power and signal across a small pulse transformer, 
thereby achieving low cost, high voltage isolation. 
An additional transformer winding develops a 
negative voltage, providing a bipolar supply for the 
UC3708. The UC3724/UC3725 can also be used for 
circuits which do not require negative turn-off bias 
by simply eliminating the negative supply and 
external driver, and using the UC3725 to drive the 
IGBT gate directly. Application note U-127 covers 
the UC3724/UC3725 in depth. 

a a. 
-15 I-..... ---l UC3724 t---..... 

~. __________ 7~ ~a ____________ .-____ ~ __ ~ 
UC8725 

111F -l-
4 

7 
INPUT 

• 

2 5 

• 

5 

ucaa" 
• 2,4 AC + 1-1::.:,.~ ________ ... 

'IIF 

a,a 1,7 
'----------...:.......j AC L-____ -' 

Figure 3. Power and Signal are coupled to the UC3708 through the UC3724 I UC3725 Isolated Gate Driver Pair. 
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Power Dissipation Considerations for the 
UC3726N1UC3727N IGBT Driver Pair 

by Mickey McClure 
Application Engineer 

Motion Control Products 

Optimized for driving Insulated Gate Bipolar Transis
tors (IGBTs), the UC3726NlUC3727N IGBT driver 
pair is a very versatile and cost effective solution for 
applications where voltage isolation is required. How
ever, care must be taken to insure that the junction 
temperatures of both the UC3726N and UC3727N 
are kept below levels which assure reliable opera
tion. The purpose of this design note is to outline the 
proper thermal design procedure for using this chip 
set. 

BACKGROUND 
In order to assure reliable operation, the junction 
temperatures of both ICs should be kept below 
125°C. Although the absolute maximum rating is 
150°C, the failure rates for silicon integrated circuits 
increase significantly at temperatures above 125°C. 
Also note that the electrical specifications of com
mercial grade ICs are no longer guaranteed at 
junction temperatures above 70°C. This does not 
mean that the device will not function, it simply 
means that some electrical parameters may fall out 
of their specified range. Since power devices typi
cally operate with junction temperatures as high as 
125°C, it is assumed for purposes of this analysis 
that operation at these temperatures is acceptable 
for the application. As always with power drivers, de
sign verification in the lab is recommended. What 
follows is a thermal analysis of the example circuit 
designed in Unitrode Application Note U-143A, "New 
Chip Pair Provides Isolated Drive For High Voltage 
IGBTs." 

POWER DISSIPATION IN THE UC3726N 
Power losses in the UC3726N consists of output 
stage conduction and switching losses, as well as 
bias losses for the chip itself. Output stage conduc
tion losses result from supplying the UC3727N bias 
current, the IGBT gate drive current,and the trans
former magnetizing current. Each loss component 

6194 

can be calculated individually, and the results added 
to obtain the total power dissipation. 

Since power is only transferred across the pulse 
transformer during the "full" voltage time period, all of 
the current required to power the UC3727N and the 
IGBT gate must be supplied during this 1/3 portion of 
the duty cycle. To calculate the loss associated with 
this power transfer, the rms value of the average cur
rent required to power the UC3727N and the IGBT 
gate must be calculated. For the example circuit de
scribed in U-143A, the average IGBT gate current is 
equal to: 

1) IG = 2 • QG • F = 2 • 11 One. 15kHz= 3.3mA 

The typical bias current for the UC3727N is 24mA, 
resulting in a total average supply current of 27.3mA. 
Since the average current must be delivered in 1/3 of 
the duty cycle, the peak current is determined by: 

27.3mA 
2) ISUPPLY= <>:33" = 82.7mA 

To determine the loss resulting from this current 
(PLsUPPLY), the rms value of the current is multiplied 
by the rms value of the total voltage drop of the up
per and lower drive stages of the UC3726N: 

3) PLSUPPLY= (2.3V. "0.33)(82.7mA • "0.33) = 
63mW 

To determine the loss resulting from the transformer 
magnetizing current, the rms value is determined for 
both the "full" time (IMAGFULL) and "half" time 
(lMAGHALF) currents. With a peak magnetizing current 
level of 35mA, the corresponding rms currents are 
calculated as: 

4) IMAGFULL= 35mA. ~0;3 = 11mA 

5) IMAGHALF= 35mA • ~ 0;6 = 16mA 
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The losses resulting from these currents are a func
tion of the rms value of the appropriate voltage drops 
in the UC3726N. For the "full" time the voltage drop 
is the total saturation drop of the output drivers. For 
the "half" time the voltage drop is the sum of the drop 
across the half on driver 01cc - 0.6 • Vee) and the 
drop across the full on driver (0.4V): 

6) PLMAGFULL= 11mA -2.3V--V0.33 = 14mW 

7) PLMAGHALF= 16mA -12.4V .-V0.66 = 161mW 

The power dissipated due to switching loss is difficult 
to calculate, and some simplifying assumptions must 
be made. Since the transition from half to full voltage 
occurs when the transformer current reaches zero, it 
is assumed that the switching loss is very close to 
zero for this transition. For the transition from full to 
half voltage it is assumed that the transformer current 
remains constant as the sum of the peak magnetiz
ing current and the peak supply current throughout 
the whole transition. This is a reasonable worst case 
assumption since the load is highly inductive. Fur
thermore, the fall time for the full to half driver is 
much slower than the rise time for the. zero to full 
driver, and therefore the full to half driver is the pri
mary contributor to switching loss. 

Referring to Figure 3 of U-143C, the half driver fall 
time is 200ns, yielding a duty cycle of 0.08 for this 
calculation. Since the voltage transitions from 28 to 
18V, the switching loss component is calculated as: 

8) PLsWITCH= (35mA + 82.7mA) • "0.08 • 

(2."0.08 + 10 _ -V0.~8) = 72mW 

The 2V term comes from the saturation drop of the 
output driver, and the 10V term comes from the 10V 
swing from 28V to 18V. In order to take into account 
other miscellaneous switching losses, the PLsWITCH 
term is rounded up to 100mW. 

The final dissipation calculation is the bias loss for 
the UC3726N itself. Using a single +30V supply, the 
typical bias current for the UC3726N is 26mA. This 
takes into account an additional 0.4mMl Icc com
ponent for each volt above the 20V supply level 
specified in the data sheet. The resulting power loss 
is: 
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this source. The bias loss in this. case becomes a 
function of the reduced Vcc bias current and the bias 
current requirement for the extemallogic supply: 

10) PLBIAS= 30V-16mA+ 5V -13mA= 545mW 

The total power dissipation for the IC is calculated by 
adding the individual power loss components. If an 
external logic supply is not used, the total power dis
sipation is calculated as: 

11) PL TOT = 0.063W + 0.014W + 0.161 W + 
0.100W +0.780W = 1.12W 

With an external logic supply, the total power dissipa
tion is O.88W. 

For a 16 pin plastic "batwing" package (N package) 
the worst case ElJA is 50°CIW for typical PC board 
mount, resulting in a temperature rise of 56°C with 
no external logic supply. Using a max junction tem
perature of 125°C, the maximum ambient 
temperature for the IC in this application is 6goC. 
With an external 5V power supply, the worst case 
temperature rise is 44°C. If higher ambient tempera
tures are required, or if keeping the junction 
temperature below 70°C is required, heat sinking will 
be necessary. 

POWER DISSIPATION IN THE UC3727N 

The power dissipation calculations for the UC3727N 
are much more straight forward. The losses consist 
only of the bias loss for the IC, and the output stage 
conduction and switching losses. In order to deter
mine the average output stage loss, the gate drive 
energy (WGD) is determined by: 

12) WGO = 2 - 1;2 - CG - II = (~) - II = QG - V 

The factor of 2 results from the fact that the gate 
drive circuit must charge and discharge the gate 
every electrical cycle. Each time the gate is charged 
or discharged, the gate drive circuit will dissipate an 
amount of energy which is equal to the amount of en
ergy supplied to the gate. This leads to the power 
lost due to the gate drive: 

WGO QG - V 13) PLGo=---=;=-=-T-= QG- V-F= 

110r1C- 20.5V -15kHz= 34mW 
9) PLBIAS= 3OV. 26mA= 780mW 

This is a worst case assumption since the power loss 
If an external +5V logic supply is available, it is highly will· actually be shared by the output driver and the 
recommended to power the logic supply 01L) from gate resistor. In most cases there will be significant 
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sharing of this loss with the gate driver resistor since 
the output impedance of the driver stage is low. Be
cause this calculation takes into account the total 
energy transferred to the gate, both switching loss 
and conduction loss are included. 

To determine the power loss due to bias current, the 
total voltage drop of the UC3726N is subtracted from 
Vee, and this result is multiplied by the bias current: 

14) PLBIAS= (30V- 2.3)(24mA) = 664mW 

The resulting total power loss is calculated as: 

15) PLTOT= 0.034W + O.664W= O.698W 

For a 20 pin plastic package (N package) the worst 
case 9JA is 79°CIW for typical PC board mount, re
sulting in a temperature rise of 55°C. This leads to a 
maximum ambient temperature of 70°C for this appli
cation. Again, if it is desired to operate in a higher 
ambient, or to keep the junction temperature lower, 
heat sinking will be necessary. 

TEST RESULTS 

The UC37261UC3727 IGBT Driver Pair Evaluation 
Board (See U-143C) was used to test the thermal 
characteristics of the driver pair. The evaluation 
board represents a typical PC board layout, where 
no heat sinking is provided except for a small copper 
ground plane. All electrical parameters for the circuit 
were programmed as described in U-143C. With a 
Vee of 30V, and no external logic supply, driving the 
IGBT at 15kHz resulted in a lead temperature of 
70°C for the UC3726N, and a case temperature of 
47°C for the UC3727N. Assuming a 9JL of 12°CIW 
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for the UC3726N results in a junction temperature 
rise of 58°C, very close to the predicted rise. 

Assuming a rue of 35°CIW for the UC3727N results 
in a junction temperature rise of 46°C, which is sig
nificantly lower than the predicted value, indicating 
that the IC is dissipating less power than predicted. 
While this is a positive development in this case, it 
further points out the need to bread board circuits to 
prove out theoretical calculations. 

Using an external +5V logic supply resulted in a lead 
temperature of 57°C for the UC3726N, and as ex
pected had no effect on the case temperature of the 
UC3727N. The corresponding temperature rise of 
the UC3726N junction is 42°C. This difference in 
temperature rise of 16°C can be highly significant de
pending on the application. 

As stated previously, properly heat sinking the ICs 
will result in much lower junction temperatures. While 
this technique leads to additional cost and complex
ity, it can lead to much greater design flexibility, 
particularly for driving IGBTs with very high levels of 
gate charge. Also, since the UC3726N features a 
"batwing" style package, heat is very effectively con
ducted to the center leads. Increasing the ground 
plane connected to these leads beyond what is 
shown on Figure 17 of U-143C will further reduce the 
junction temperature. 

If other IC packages are used than those described 
in this deSign note, the power loss and maximum 
junction temperature calculations are the same. Re
fer to Packaging Section of the Unitrode Product and 
Applications Handbook for thermal impedance data. 
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UC3726 I UC3727 IGBT Isolated Driver Pair 

Evaluation Kit Testing Procedure 

by : Bill Andreycak 

The UC3726/UC3727 IGBT isolated driver pair 
evaluation kit is available for design engineers to 
verify the performance and functionality of this 
unique solution for isolated gate drive applications. 
Also relevant are datasheets for each IC and Uni
trode Application Note U-143A describing each 
device's features, operation, programming and op
erational waveforms.· A copy of Design Guide 
DG-200A containing Design Note ON-57 which ad
dresses power dissipation issues, and a simplified 
test procedure for the evaluation kit is also benefi
cial. Users should take the time to familiarize 
themselves with the numerous performance fea
tures and fault protection options available with 
these devices for a variety of applications. This gen
eral Testing Procedure is usable for the 
UC37261UC3727 Evaluation Kit as well as for de
bugging any prototype circuits or first run printed 
circuit boards. Refer to Figure 15 of Application 
Note U-143A for a complete circuit schematic and 
Table 1 for the List of Materials. 

Laboratory Equipment Needed: 
Oscilloscope 
Power Supply to provide +30 VDC / 100mA 
Signal or pulse generator 
Test Leads 

Laboratory Test Procedure 
•• Turn off all equipment prior to making any con
nections and verify that there is a single electrical 
ground connected to "earth" ground for all eqUip
ment. 

1. Configure the pulse generator to output a 
square wave pulse train with an amplitude of 
4VDC at a frequency of 10kHz and a duty cycle 
of 10"10 (10ms on-time). See waveform #1 for 
reference. 

2. Make the following connections to the 8 pin 
header connector near U1 (UC3726): 

Signal 

+30VDC 
Ground (return) 
Pulse generator (+) output 
Pulse generator (-) output (GND) 

Connector 
Pin 
7 
8 
4 
8 

• Note that the header pin numbers do NOT corre
spond to the same IC pin numbers. 

3. Make the following connections to the isolated 
side circuitry the opposite edge of the printed 
circuit board near U2 (UC3727): 

WAVEFORMS 

.. 
'~:~}' '~JrmJmmj D;-'--'!'-... -... -.... -........ ,-;. 1 m 

V"~~lE" ~~~ JtfJ,Lfiri 
V" ?:olE " V~:+.'J L':. i:.::.:":":J:. ' 

VEE -: ....... ~ .......... .. 
:: : 

11194 
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A. Connect the ·COLLECTOR" pin to the 
"EMITTER" pin using a jumper wire with clip 
leads. 

B. Connect the "EMITTER" pin to the ground 
connection at pin 8 of the header near U1. 

C. Connect the oscilloscope ground to circuit 
ground at the 8 pin header, pin 8. 

D. Connect the oscilloscope probe to the 
"GATE" pin near U2. 

Testing Procedure 
1. Apply +30 VDC power to the evaluation kit 

2. Turn ON the pulse generator 

3. Verify Waveform #2 on the scope at the "GATE" 
pin. 

4. Remove the test Clip connection from the "COL
LECTOR" pin 

5. Verify Waveform #3 on the scope at the "GATE" 
pin. 

6. Slowly increase the on-time (duty cycle) of the 
pulse generator until the "GATE" waveform 
latches off and remains at approximately 
-9VDC. 

7. Reconnect the test lead to the "COLLECTOR" 
pin (from the "EMITTER") 
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8. Verify that the "GATE" waveform remains at ap
proximately -9VDC. 

9. Reduce the on-time (duty cycle) of the pulse 
generator back to 10J.LSec (10%). 

10. Briefly connect header pins 6 and 2 (Vlogic to 
Freset) 

11. Verify Waveform #2 on the scope at the "GATE" 
pin. 

This concludes the basic testing of the UC37261 
UC3727 IGBT Evaluation Kit through verification of 
the gate drive waveforms. Verify isolation between 
the "low" and "high" side of the evaluation kit before 
testing in an isolated application circuit. Beware of 
ground loops and nonisolated power source. When
ever in doubt, use a low current «1/4A ) fuse in 
series with any test leads or equipment ground con
nections to prevent damage. The fuse will blow with 
any current flowing due to the attempted connec
tions being nonisolated. Observe proper safety 
precautions as high voltage may be present in 
many IGBT applications. For complete operational 
details of the ICs, please refer to the datasheets 
and Applications literature. 
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NEW DRIVER ICs OPTIMIZE HIGH SPEED POWER MOSFET 
SWITCHING CHARACTERISTICS 

Bill Andreycak 
UNITRODE Integrated Circuits Corporation, Merrimack, N.H. 

ABSTRACT 
Although touted as a high impedance, voltage controlled device, 
prospective users of Power MOSFETs soon learn that it takes high 
drive currents to achieve high speed switching. This paper 
describes the construction techniques which lead to the parasitic 
effects which normally limit FETperformance, and d.iscusses several 
approaches useful to improve switching speed. A series of drivers 
ICs, the UC3705, UC3706, UC3707 and UC3709 are featured and 
their performance is highlighted. This publication supercedes 
Unitrode Application Note U-98, originally written by R. Patel and 
R. Mammano of Unitrode Corporation. 

INTRODUCTION 
An investigation of Power MOSFET construction techniques will 

identity several parasitic elements which make the highly-touted 
"simple gate drive" of MOSFET devices less than obvious. These 
parasitic elements, primarily capacitive in nature, can require high 
peak drive currents with fast rise times coupled with care that 
excessive dVdt does not cause current overshoot or ringing with 
rectifier recovery current spikes. 

This paper develops a switching model for Power MOSFET devices 
and relates the individual parameters to construction techniques. 
From this model, ideal drive characteristics are defined and practical 
Ie implementations are discussed. Specific applications to 
switch-mode power systems involving both direct and transformer 
coupled drive are described and evaluated. 

POWER MOSFET CHARACTERISTICS 
The advantages which power MOSFETs have over their bipolar 
competitors have given them an ever-increasing utilization in power 

SOURCE CONTACT 

IN+ 
DRAIN CONTACT 

systems and, in the process opened the way to new performance 
levels and new topologies. 
A major factor in this regard is the potential for extemely fast 
switching. Not only is there no storage time inherent with MOSFETs, 
but the switching times can be user controlled to suit the application. 
This or course, requires that the designer have an understanding 
of the switching dynamics inherent in these devices. Even thougn 
power MOSFETs are majority carrier devices, the speed at which 
they can switch is dependent upon many parameters and parasitic 
effects related to the device's construction. 

THE POWER MOSFET MODEL 
An understanding of the parasitic elements in a power MOSFET can 
be gained by comparing the construction details of a MOSFET with 
its electrical model as shown in Figure 1. This construction diagram 
is a simplified sketch of a single cell - a high power device such as 
the IRF 150 would have. 20,000 of these cells all connected in 
parallel. 
In operation. when the gate voltage is below the gate threshold, 
Vg(th), the drain voltage is supported by the N-drain region and its 
adjacent implanted P region and there is no conduction. 
When the gate voltage rises above Vg(th), however, the P area 
under the gate inverts to N forming a conductive layer between the 
Nt source and the N-drain. This allows electrons to migrate from 
source to drain where the electric field in the drain sweeps them to 
the drain terminal at the bottom of the structure. 

DRAIN 

Rg Lg 

GATE 
C1 

SOURCE 

FIGURE 1 - SIMPLIFIED CROSS SECTION OF A POWER MOSFET CELL AND ITS ELECTRICAL EQUIVALENT. 
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In the equivalent model. the parameters are defined as follows: 
1. Lg and Rg represent the inductance and resistance of the wire 
bonds between the package terminal and the actual gate, plus the 
resistance of the polysilicon gate runs. 
2. Cl represents the capacitance from the gate to both the N+ source 
and the overlying source interconnecting metal. Its value is fixed by 
the design of the structure. 
3. C2 + C4 represents additional gate-source capacitance into the 
P region. C2 is dielectric capacitance and is fixed while C4 is due to 
the depletion region between source and drain and varies with the 
gate voltage. Its contribution causes total gate-source capacitance 
to increase 10-15% as the gate voltage goes from zero to Vg(th). 
4. C3 + C5 is also made up of a fixed dielectric capacitance plus a 
value which becomes significant when the drain to gate voltage 
potential reverses polarity. 
5. CS is the drain-source capacitance and while it also varies with 
drain voltage, it is not a significant factor with respect to switching 
times. 

EVALUATING FET PARASITIC ELEMENTS 
Although it is clearly not the best way to drive a power MOSFET, 
using a constant gate current to turn the device on allows 
visualization of the capacitive effects as they affect the voltage 
waveforms. Thus the demonstration circuit of Figure 2 is configured 
to show the gate dynamics in a typical buck-type switching regulator 
circuit. This simulates the inducitve switching of a large class of 
applications and is implemented here with a IRF-510 FET, which is 
a 4 amp, 100V device with the following capacitances: 
Ciss ~C1 + C4 + C5= 135 -150 pF 

Crss~C5 =20-25pF 

COSS - C5 + C6 = 80·100 pF 

L=lmH 

Vgs = OV 

LOAD 
2.50HMS 

FIGURE 2 - SWITCHING TIME EVALUATION CIRCUIT. 

In this illustration the load portion of the circuit is established with 
Yin = 25V. 10 = 2A. and f = 25Khz. The resultant turn-on waveforms 
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are shown in Figure 3 from which the following observations may be 
made: 

FIGURE 3-FET TURN-ON SWITCHING CHARACTERISTICS 
WHEN DRIVEN WITH A CONSTANT GATE CURRENT 

1. For a fixed gate drive current, the drain current rise time is 5 times 
faster than the voltage fall time. 
2. There is a 10-15% increase in gate capacitance when the gate 
voltage reaches Vg(th). 
3. The gate voltage remains unchanged during the entire time the 
drain voltage is falling because the Miller effect increases the 
effective gate capacitance. 
4. The input gate capacitance is approximately twice as high when 
drain current is flowing as when it is off. 
5. The drain voltage fall time has two slopes because the effective 
drain-gate capacitance takes a significant jump when the drain-gate 
potential reverses polarity. 
S. Unless limited circuit inductance, the current rise time depends 
upon the large signal gM and the rate of change of gate voltage as 
.lId = gM .lVg 

CHANGES IN EFFECTIVE CAPACITANCE 
The waveform drawings of Figure 4 illustrate the dynamic effects 
which take place during turn-on. As the ~ate voltage rises from zero 
to threshold. C2 is not significant since C4 is very small. At 
threshold, the drain current rises quickly while the drain voltage is 
unchanged. This, of course, is due to the buck regulator circuit 
configuration which will not let the voltage fall until all the inductor 
current is transferred from the free-wheeling diode to the FET. 
While the drain current is increasing, there is a slight increase in the 
gate capacitance due to the large current density underneath the 
gate in the N-region close to the P areas. 
As the drain voltage begins to fall, its slope depends upon gate to 
drain capacitance and not that from gate to source. During this time, 
all the gate current is utilized to charge this gate to drain capacitance 
and no change in gate voltage is observed. This capacitance initially 
increases slightly as the voltage across it drops but then there is a 
significant jump In value when the drain falls lower than the gate. 
When the polarity reverses from drain to gate, a surface charge 
accumUlation takes place and the entire gate structure becomes part 
of the gate to drain capacitance. At this point the drain voltage fall 
time slows for the duration of its transition. 
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:7' I ---r 
Vg = 

gM 
Vg 

Vgs 

.flY Id 

~ 
\lg (Ih) =-

Vgs gM 

-Id 
......-tfv--+ -In ..... 

.. 11v - r-C1
+ =4 

C2 + C 3 
80 pF 

Cgd / 

Cgd I T . 

__ C, ... C, ... C2:::230 pF 

150pF C, -Cs:::: 

C3 ::::300 pF 

Cs::: 25 P F 

FIGURE 4 - Parasilic CAPACITANCE VARIATION FOR A 
UFN510 MaS FET DURING TURN-ON 

AN OPTIMUM GATE DRIVE 
In most switching power supply applications, if a step function in 
gate current is provided, the drain current rise time is several times 
faster than the voltage fall time. This can result in substantial 
switching power losses which are most often combated by 
increasing the gate drive current. This creates a problem, however, 
in that it further reduces current rise time which can cause overshoot, 
rinQing, EMI and power dissipation due to recovery time for the 
rectifiers which are much happier with a more slowly changing drain 
current. 
In an effort to meet these conflicting requirements, an idealized gate 
current waveform was derived based upon the goal of making the 
voltage fall time equal to the current rise time. This optimum gate 
current waveform is shown in Figure 5 and consists of the following 
elements 
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a 
Vgs . 

Vds 

0 
Ids 

0 

Id 

I, 

FIGURE 5 - AN "IDEAL" GATE CURRENT TURN-ON DRIVE TO 
PROVIDE EQUAL CURRENT RISE AND VOLTAGE FALL 
TIMES WITH AN INDUCTIVE LOAD 

1. An initial fast pulse to get the gate voltage up to threshold. 
2. A lesser amount to slow the drain current rise time. This value 
however, will also be a function of the required drain current. 
3. Another increase to get the drain voltage to fall rapidly with a large 
current pulse added when the drain gate potential reverses. 
4. A continued amount to allow the gate voltage to charge to its final 
value. 
Obviously this might be a little difficult to implement in exact form, 
however, it can be approxtimated by a gate current waveform which, 
instead of being constant, has a rise time equal to the desired sum 
of the drain current rise time and the voltage fall time, and a peak 
value high enough to charge the large effective capacitance which 
appears during the switching transition. The peak current 
requirement can be calculated on the basis of defining the amount 
of charge required by the parasitic capacitance through the switching 
period. 
A linear current ramp will deliver a charge equal to 
0- Ip· ton where we define 

2 ton= td+ tnt !Iv 
The total charge required for switching is 

o ~ Ciss [Vg I thl - .!£l-Crss [VOD- Vg I thll-CrssVg Ilhl 
gM , 
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where Crss' is the gate-drain capacitance after the polarity has 
reversed during turn-on and is related to Ciss by the basic geometry 
design of the device. A reasonable approximation is that Crss·.t.5 
Ciss. With this assumption. 

Ip. -t2--[CiSS 12.5Vglthl + ~I + CrsS( Voo-Vgl thllJ 
on gAt 

As an example, if one were to implement a 40V. lOA buck regulator 
with a UFN150, it would not be unreasonable to extend the total 
switching time to 50 nsec to accomodate rectifier recovery time. An 
optimum drive current for this application would then take 50 nsec 
to ramp from zero to peak value calculated from 
Giss = 2000pF ton = 50nsec 
Grss = 350pF Voo - 40 v 
Vg(th)=3V Id= lOA 

gAt- 10~ -4s 
2.5V 

as Ip- --2-9 [2000 x 10:'2 12.5 x3 ... 1..4°1'" 350 x 10-'2,40 - 31J 
50x 10-

:. /p - 1.32 amps peak 

The above has shown that while high peak currents are necessary 
for fast power MOSFET switching, controlling the rise time of the 
gate current will yield a more well-behaved system with less stress 
caused by rectifier recovery times and capacitance. This ty~e of 
switching requirement can be fulfilled with integrated Circuit 
technology and several IC's have been developed and applied as 
MOSFET drivers. 

TOTAL GATE CHARGE (Qg) 
Another approach used to quantify and understand MOSFET gate 
drive reqUirements is much simpler than that of examining the 
instantaneous voltages, currents and capacitances. The term ''Total 
Gate Charge", or Og specifies the amount of gate charge required 
to drive the FET gate-to-source voltage (Vgs) from zero to ten volts, 
or vice-versa. For most high voltage devices these thresholds 
correspond to the FET being either completely on or off. 
Charge (0) can be expressed as the product of either current 
multiplied by time (I'T), or capacitance multiplied by voltage (C'V) 
in the units of Coulombs. Most contemporary devices have total gate 
charge requirements in the tens to low hundreds of nano Coulombs 
dependent almost entirely on die's geometry. For example, an 
IRF710 (size 1) FET has a total gate cflarge requirement of only 7.7 
nC whereas the IRFP460 (size 6) demands 120 nC, and both are 
typical values. 
,-------~- ~------ ---~--,-----
PARAMETER IRFP440 IRFP4SO IRFP460 

Og5 (NC) 6.2 11 18 

Ogd (NC) 22 43 62 
f------- ----- ----- ------
Og (NC) 42 86 120 

--
Ciss(Nf) 1.3 2.7 4.1 

There are two specified parameters contained within the total gate 
charge expression: Ogs, the gate-to-source charge, and Ogd the 
gate-to-drain, or "Miller" charge. Ogs is the amount of charge 
required to bring the gate voltage from zero up to its threshold VGS 
(th), of approximately 6 volts. Ogd defines the amount of charge that 
must be input to overcome the "Miller" effect as the drain voltage 
falls. This occurs during the plateau of the gate-to-source voltage 
waveform where the voltage is "constanf'. Excess charge is added 
to lower the effecive Rds (on) until the gate voltage reaches 10 volts 
wher Og is specified. Further increases above this level do NOT 
lower Rds (on), so a 10-12 volt driver bias is ideal. 
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The total charge curve can be examined in sections to define the 
ideal driver's characteristics. Using a constant current of 1 ampere, 
the total charge curve (Og=I'T) in nanoCoulombs also represents 
the MOSFET turn-on delay, drain current rise and drain voltage fall 
times in nanoseconds. 

Gate-Source Vo~age VS. Gate Charge 

14 

12 

Vgs 10 
(Volts) 8 

6 

4 

2 

0 
o 40 80 120 160 200 
I GATE CHARGE (NAND COULOMBS) 

1:-; -- - Og ___ .. I 
[Ogsl. Ogd ~I 
I I I I! 
o 40 80 120 160 200 

TIME (NANOSECONDS) WITH lAMP DRIVE 

First of all, and most importantly, the average capacitive load 
represented by the FETto the Ie driver is NOT the specified 
MOSFET input capacitance, Ciss. The effecive input 
capacitance, Celf, is the total charge divided by the final gate 
voltage, Vgs(f); 

Celf = Qg(total) I Vgs(f}. 
Using the total gate charge curve show above, the 460 FET with Vds 
(off) = 400 volts has an effective input capacitance (Ceff) of 
approximately 120nC/l0v, or 12 nF during the interval of 0 < Vgs < 
lOv. The specified input capacitance of Ciss = 4.1 nF applies only at 
Vgs=O, and is often mistaken for the driver's actual load. 
The Ogs portion of the curve is primarily governed by the driver's 
ability to quickly tum ON. Therefore, a sharp, fast transition of the 
totem-pole output from low to high is essential to minimize the delays 
from 0 < Vgs < VGS (th). In most applications the driver IC is not 
peak current limited during this interval, since it is more likely to be 
dVldT limited. The effective gate (load) capacitance is approximately 
OgsNGS(th). or Ciss. 
Evident from the charge speCifications, most of the popular size 
FETs used in switch-mode power supplies (sizes 4. 5 and 6) have 
much larger Ogd demands than their gate-to-source counterpart, 
Ogs. During this Ogd interval, the gate voltage remains "constant" 
while gate charge accumUlates and the drain voltage collapses. It is 
also during this period that most drive circuits are simply peak 
current limit, whether by the driver IC or an external resistor. High 
peak currents are necessary for fast transitions through this interval, 
especially when driving large geometry FETs. 
Full drain current is flowing at the beginning of the Ogd portion of the 
Og curve, and notice that the drain voltage remains high. FET power 
loss is at its maximum here, and decreases linearly with Vds. A 
majority of the Qgd charge goes to combat the "Miller" effects as the 
drain voltage falls from that of its off condition to Vgs, or 
approximately Vgs(th). The remainder of the charge is used to bring 
the drain voltage down below that of the gate. decreasing the 
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effecive gate capacitance over the Qlld interval since there is' 
relatively no change in gate voltage. The Important fact, however, is 
that high peak currents are needed to minimize the FET power loss 
and transHion time. 
The remainder of the gate charge brings the gate voltage from VGS 
(th) to 10 volls. This "excess" charge reduces the FET ·ON" 
resistance to its minimum, and raising the gate voltage above 1 0 
volts has no further effect on reducing the Rds (on). The effective 
gate capacitance, which is high, can be obtained by dividing the 
charge Input by the change in gate voltage during this region. , 
Ceff = [Og - (Qgd+Qgd)] I (1OV - VGS (th) ) = 40nC/4v = 10nF for 
the1RFP460 
FET DRIVER ICS 
In searching for IC's capable of providing the fast transitions and 
high peak currents required by power MOSFETs. one of the first 
devices which became popular was the DS0026. While this IC was 
originally designed to be dual clock driver for MOS logic it was 
capable of supplying up to 1.5 amps as either a source or sink. In 
addition, it was made with a gold doped, all NPN process which 
minimizes storage delays, and as a resuK, offers transition times of 
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approximately 20 nsec. Its disadvantages, however, are high cross 
conduction currents, as well as requiring excessive supply current 
when the output is in the low (OFF) state. This leads to higher power 
diSSipation and junction temperature than optimum. 
This brings us to newer ICs designed specifically as power MOSFET 
drivers for switchmode power supply applications. Several factors 
were taken into consideration while aeveloping the new UC3705 106 
107 109 series of high current drivers: the most important of which, 
was to isolate the fligh power switching noise from the low level 
analog si9nals at the PWM. Seperate supply and return paths at the 
driver to ItS signal inputs and power outputs further enhances noise 
immunity. Additionally, several desirable features including an 
analog shutdown comparator have been incOlporated in the UC3706 
and UC3707 devices, whereas the UC3705 and UC3709 drivers are 
optimized for low cost applications which incorporate this function 
elsewhere in the design. Each driver features TTL compatible input 
thresholds, undervoltage lockout, thermal shutdown and low 
cross-conduction, high speed output circuitry. The corresponding 
block diagrams and pin assignments are shown in figures 6 thru 9, 
and followed by the feature selection index. 

UC3705 Block Diagram 

Vs 

N.I.lNPUT 

N.LlNPUT 

LOGICGND 

Figure 6 
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FLIP FLOP 
ACTIVATE 

A INHIBIT 

REF 

B1NHIBIT 

INVERTING 
INPUT 

NON·INVERT 
INPUT 

ANALOG 
STOP(·t-j 

ANALOG 
STOPI·I 

INPUT A 
N.I. 

INPUT A 
INVERT 

INPUT B 
N.!. 

INPUT B 
INVERT 

UC3706 Block Diagram 

Figure 7 

UC3707 Block Diagram 

SHUTDOWN 7~------~ 

LATCH 
DISAABLE 

H=NO LATCH OR RESET 
L=LATCH ENABLED 

FigureS 
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UC3709 Block Diagram 

Vee 

5.6V 

OUTPUT 
AorB 

L-------+---~--~~--~------~.----~_oGND 

NOTE: One Output Shown Figure 9 

DRIVER FEATURES 
1.5 Amp Peak Output Current (Per Output) 

• 40 Nanosecond Rise & Fall Times into 1 NF 
• Low Cross Conduction Current Spike 
• 5 to 40 Volt Operation 
• High Speed Power MOSFET Compatable 
• Thermal Shutdown Protection 

I 
.,: ~ i", 
: til i 
ii§~e:~ 
=~I~i~ 

UC3705 

UC3706 

UC3707 JXlClClCXX x 
UC3709 

1.5 AMP PEAK TOTEM-POLE OUTPUTS 
The schematic of the UC3706 output drive circuit is shown in figure 
10, which is similar to the other devices in this family. While first 
appearing as a fairly conventional totem-pole design, the subtleties 

of this circuit are the slowing of the turn-off of Q3 and the addition of 
04 for rapid turn-off of 08. The result is shown in figure 11 where it 
can be seen that while maintaining fast transition times the cross 
conduction current spike has been reduced to zero when going low 
and only 20 nsec with a high transition. This offers negligible 
increase in internal circuit power dissipation at frequencies in excess 
of 500KHz. 

INPUT 
FROM 

LOGIC 
GATES 

Typical Output Schematic 

...... ----.---o.VC 

02 

Figure 10 
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Figure 11 

The overall transition time through the UC3706 is shown in figure 12 
with the upper photograph recording the results wnh a drive to the 
inverting input while the lower picture is with the non-inverting input 
driven. Note that the only difference in speed between the two inputs 
is an additional 20 nSec delay in turning off when the non-inverting 
input is used. Here, and in further discussions note that ON and OFF 
relate to the driven output switch, i.e., On is with the output HIGH, 
and vice versa. The shutdown, inhibit and protective functions all 
force the output LOW when active. 

Note that the typical rise and fall times of the output waveform 
average 20 nsec with no load, 25 nsec wnh 1 nF, and 35 nsec when 
the capacitive load is 2.2 nF at room temperature. Mu~ilayer ceramic 

RISE llMES 
INTO 0. 2.2 • 10~F. 

(10 TO 90% Vee) 

Y",2v/DIY 
H= 10NFIDIV 

"""' 
av· 
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Figure 12 

capacitors are used in this test and located as physically close to the 
IC output as possible to minimize lead and connection inductance. 

FAll llMES 
OLQA"·· 'FA" OF) . t-1:s) 

(to TO 10% Vee) 
.20 .. 

1011· ~2··: 35 
10 10 

Figure 13 

6-99 



RISE TIMES 
INTO O. 2.2 & 10 

NF. 
(10 to 90Do Vee)· 

V: 2v.'Drv 
H: 10NS'DIV 

BOTH 

FALL TIMES 
(90°0 to ·1 O~o Vee) 

IFALL 
. INS] 

20 
25 

45 
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Figure 14 

RISE TIME 
, NO LOAO 

2 'ONF 2 DAIVERS 
IN PARALLEL 

3 , ONF , DRIVER 
V 2vDIV 

H 'ONSDIV 
.BOTH. 

rlQTOgoo .. VCCI 

" OF tArSE 
DRIVERS NS 

70 

50 

The peak current of each totem-pole output, whether source or sink, 
is 1.5 amps. However, on dual output versions like the UC3706, 
UG3707 and UG3709, both of the outputs can be paralled for 3 amp 
peak currents. In close proximity on the same die, each output 
virtually shares identical electrical and thermal characteristics. 
Saturation voltage is high at this current level but falls to under 2V 
at 500ma per output. Examples of typical switching characteristics 
are displayed. 
It should be noted that while optimized for driving power MOSFET 
device, the UG3705 /06 /07 /09 IGs perform equally well into bipolar 
NPN transistors. In a steadY'state off condition, the output saturation 
vo~age is less than 0.4 volts as currents to 50 milliamps. 

DIRECT COUPLED MOSFET DRIVE 
The circuit of figure 17 shows the simplest interface to a power 
mosfet, direct coupling. In this example, an IRFP460 will be used to 
demonstrate the typical rise and fall times obtainable with a single 
1.5 amp peak totem-pole driver. Further testing will include 
paralleling both outpus of a dual driver for a 3 amp peak capability. 
The IRFP460 device was selected, being the largest commercially 

FAL.L TIMES 
190' .. TO 'Oc .. VCCI 

Figure 15 

" OF rAISE 
DRIVERS illS 

ov· 

POWER MOSFET DRIVE CIRCUIT 
Vc 

70 

45 

Dl .D2:UC3611 SCHOTIKY DIODES 
Figure 16 
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available FET die (a size "6") at the time of this writing whose 
specWications were listed previously. 
The typical values of each charge will later be used in conjunction 
with the measured driver performance to estimate the actual peak 
current delivered during each interval of turn-on. The tests shown 

were conducted at room temp'erature with the FET located directly 
at the IC output pins to nullify any effects of series inductance. 
Additional tests and measurements will demonstrate the effects of 
circuit inductance on gate driver performance. 

RISE TIME 
\VgS1110 to 9I)Oc Veel 

1 OVAL DRIVERS 
2 SINGLE DRIVER 

Vcc.l2v 

V.2vDIV 
H.l0"SCM 

0.. 
75 

FAU TIMENgSi 
\9Cfato 1()Og veel 
1 DUAL DRIVERS 

2 SINGLE DRIVERS 
Vcc.l2v 

1J=2vDIV 
H·20,6DIV 

Figure 17 

AVERAGE DRIVER CURRENTS DURING 
TURN-ON & TURN-OFF INTERVAL 

EQUATIONS: Q - CV; Q - IT; iAVG _ CTV 

During the transitions between 0 & 10V over Tr & Tf intervals 
SINGLE OUTPUT 

DUAL OUTPUTS 

LOAD RISE 

C=2.2NF O.63A 

C = 10NF 2.0A 

IRFP460 1.6A 
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While directly connecting the FET gate to the output of the driver is 
straightforward for testing purposes it does not represent the "real" 
application which may include several inches or wire or printed circuit 
board traces, Here, wiring inductance will sharply degrade the 
transitions and cause substantial overshoot by ringing with the gate 
capacitance. Extreme examples of this can cause the gate-to-source 
voltage to overshoot beyond the specified maximum ratings. 

J 
15-

5-

Ov-

DRIVER +15V 

Vc 
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Additionally, negative transitions (below ~round) at the deriver output 
can raise havoc with the internal circUltry,leading to undesirable 
performance. While this is more of a concern with PWMs, (which 
use low level analog input signals) it will als.o detract from the drivers 
peak performance. Both of these conditions can easily be avoided 
by Schottky clamping the circuit to the auxiliary supply rails. 

HORIZ: 10 NS/DIV 
VERT: 5V/DIV 

D2 

OUTA 

OUTS 
LENGTH >1" 

10uF 
PGND. 

Figure 19 
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ISOLATED GATE DRIVE 
In certain applications, the PWM is referenced to the load or 
secondary side of the power supply and the gate drive is transformer 
coupled across the isolation boundary to the power FETs. While this 
technique may work adequately at low switching frequencies, any 
series circuit inductance, as shown, will significantly degrade 
switching speeds and performance as the frequency is increased. 
An improved version of this circu~ locates the drivers on the primary 
side, as close as possible to the FETs, and transformer couples only 
the low power input signals. Although somewhat more elaborate, 
significant improvements in tum-on and tum-off switching times are 
obtained and the FET switching losses are minimized. 

TRANSFORMER COUPLED MOSFET DRIVE CIRCUIT 

Vc 

D1.D2:UC3611 SCHOTIKY DIODE ARRAY 

Fi ure 20 

IMPROVED XFMR COUPLED DRIVE 
CIRCUIT 

+15V 

Vc 
OUTPUTr-~---r-r __ 

D2A 

VC 

PWM • OUT 

PGND PGND 

D2C 

L
NV-'~IN 

. 
D2B _ DRIVER 

'---,--' 

.~t---e>--"",,~---' 

Figure 22 
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PUSH-PULL . TRANSFORMER COUPLING 
The totem-pole outputs oi the UC3706ca';~B$i1y be configured for 
implementing the balanced transformer drive as shown in figure24. 
Outputs A and B are alternating now as the internal flip-flop is active 
and the output frequency is halved. Note that When one UC3706 
output goes high, the other is held low during tM;dead time between 
output pulses. With.balanced operation, no coupling capacitor on 
the primary is necessary since there is no net DC'in the primary. 
Schottky clamp diodes on the primary. side and back-ta-back zeners 
on the secondaries are neceSsary to minimize the overshoot causes 
by the ringing of the gate capacitance with circuit inductances, 
Waveforms of all significant point~ .w~hfn this circuit ,are shown. 

UC 3706 CONVERTS SINGLE OUTPUT PWMS TO 
HIGH CURRENT PUSH-PULL CONFIGURATION 

14 
DRIVER BIAS 

OUT12 

UC3840 
PWMor 
UC3841 

GND 
13 

3K 

14 

UC 
3706 

Figure 24 
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SUPPLYING POWER TO THE DRIVERS 
From the block diagrams of figures 6 thru 8, note that the UC3705 
UC3706 and UC3707 have two supply terminals, Vin and Vc. These 
pins can be driven from the same or different voltages and either 
can range from 5 to 40 volts. Vin drives both the input logic and the 
current sources providing the pull-up for the outputs. Therefore, Vin 
can also be used to activate the outputs and no current is drawn 
from Vc when Vin is low. This is useful in off-line applications where 
its desirable for the control circuH to have a low start-up current. 
Several PWM controllers, like the UCl840, UC1841 and the UC1851 
feature a Driver Bias output which goes high once the undervoltage 
lockout threshold is crossed, thus supplying bias to the driver. 
Adaptations of this technique can be made to work with a variety of 
other PWMs and control Circuits. 
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USING "SPLIT' SUPPLIES 
Many applications utilize a negative voltage rail in the drive circuit to 
guarantee complete turn-off of power MOSFETs, especially those 
with low gate threshold voltages, typical of "logic level" input devices. 
This is easy to implement with any of the UC370S thru UC3709 
drivers by offsetting the input signals with a zener diode equal in 
voltage to the negative supply, Vee. Although referenced at the 
driver IC to the Vee rail, these inputs are offset by an equal amount 
to the PWM controller, simulating a ground referenced input. This 
technique also offers moderate improvements in FET switching 
speeds at the penalty of slightly increased effective delay times from 
the driver inputs. The end results are listed below, which may be 
beneficial in applications where a tailored gate drive is required to 
alter the MOSFET switching characteristics. 

POWER MOSFET DRIVE CIRCUIT 

RISE TIME 
(10 to 90%) 
(10NF) 
(O,2.2,10NF) 

V=2v/DIVI 
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Figure 25 
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VEE !fAll 
FAll TIME Ivi' NS 

RISE TIME 
190 TO 10'. Val 0 55 

(101090%) 
Vee 

10v· ·5 40 

1. Vcc=l2v ·12 35 
VEE=·I2v 

2. Vcc=l2v 
VEE =·5v 

3. Vcc=l2v 
VEE=Ov 

V=2v/DIV VEE= 
H=10NS IVI 

BOTH 
Ov· Ov· 

Figure 27 

td Rise T Rise Td Fall T Fall T Delay Tr&Tf TTotal 
VEE to 'O"V 0-10V to be~in 10-0V total total tr+tf+trd 
(V) (NS) (NS) (NS (NS)I (NS) (NS) (NS) 

0 56 50 50 45 106 95 201 
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Transition Times 
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This paper has presented an understanding of the dynamics of high 
speed power MOSFET switching in an attempt to define the 
optimum gate drive requirements to meet specific applications. The 
need for high peak gate currents with controlled rise times has led 
to the development of several integrated circuits aimed towards 
achieving these goals. The UC3705, UC3706, UC3707 and 
UC3709 drivers provide high speed response, 1.5 amps of peak 
current per output and ease the implementing of either direct or 
transformer coupled drive to a broad range of power MOSFETs. 
With these new devices, one more specialized function has been 
developed to further aid the power supply designer simplify his tasks 
and enhance power MOSFET switching characteristics. 
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Abstract 

High voltage, high current N-channel MOSFETs, now widely accepted in the industry, have found their 
way into numerous high power designs. As their cost to performance ratio continually improves, gate drive 
circuitry becomes a more significant factor in overall switch cost. This is most notable in "high-side" switching 
applications where an isolated gate drive is required. A new integrated circuit pair, the UC37241UC3725, 
will be presented which implements a simple, isolated MOSFET gate drive circuit. To achieve a cost 
effective high side switch drive, UN/TRODE has developed a unique modulation technique which transmits 
both signal and power across a small pulse transformer. This publication supercedes Unitrode Application 
Note U-124, originally written by C. S. Silva. 

INTRODUCTION 

Designers of power drives for PWM motor 
controls and switching power supplies often face 
the problem of driving the high-side MOSFET 
transistor in a high voltage power stage. In many 
applications, for example, bridge and three phase 
configurations, there are several of these switch 
drives to implement, and the level of complexity 
can be discouraging. From a cost standpoint, it is 
advantageous to utilize N- channel MOSFET de
vices in comparison to their more expensive - yet 
easier to drive P- channel counterparts. However, 
these high-side switch gate drive circuits can 
quickly become extravagant, and frequently re
sult in complicated or unreliable schemes. 

Probably the most common technique used in 
high-side drive circuits is to generate an isolated, 
or "floating" auxiliary supply voltage. Referenced 
to the high-side MOSFET's source, this supply 
powers a conventional gate drive circuit. The 
average auxiliary power consumed is generally 
well below one watt, and varies with switching 
frequency, FET size and number of paralleled 
FETs used to configure "one" switch. A typical 
circuit using this method is shown in figure 1. 
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With the realization that average MOSFET 
gate drive power is quite small, charge pump 
circuits are frequently used to implement the 
floating supply. In these designs, the storage 
capacitor can become large in an attempt to 
minimize the supply's ripple voltage and may 
impair the useable range of frequencies and duty 
cycles. Due to this constraint, the switch on-time 
must be limited by the control circuit, and prefer
ably, under-voltage lockout incorporated in the 
driver circuit to assure reliable operation. 

A simple alternative to this discrete approach 
can be obtained by using a high voltage IC -
provided that the maximum switch voltage and 
on-time are within it's capability. There is, how
ever, a cost penalty for this single chip solution. 
While the basic gate drive and protection circuitry 
have a low voltage requirement, the level shifting 
transistors necessitate a high voltage IC process 
- an option which is inherently expensive. Addi
tionally, many motor drive circuits cannot tolerate 
an on-time limitation, and require an auxiliary 
power supply for continuous (DC) operation. 
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Typically, an opto-coupler is used to translate 

the switch activation command from the ground 
referenced, or "low-side" control circuitry up to the 
high-side driver. Unfortunately, this technique 
comes with its own set of reliability isSues which 
includes low common mode transient immunity, 
and performance degradation over time and tem
perature. High voltage MOSFET circuit slew rates 
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can easily exceed 20 kVlus causing opto-coupler 
self turn-on or turn-off. The opto-coupler's AC 
common mode rejection must be carefully evalu
ated, as this specifjcation is. usually influenced by 
common mode voltage·as well as dv/dt. Power up 
and power down sequences also present poten
tial failure without undervoltage lockout circuitry. 

TYPICAL HIGH SIDE DRIVER APPLICATION 

___ -D-R-.IVER : REGULATOR 

:WE~i 
~ , , 

CONTROL ~ ~ ~ J_ ~ €~~ ~<:'O~!~E~ ~ ~ ~',,;' 
SIGNAL PATH 

Figure 1. 
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UC37241UC3725 DRIVER PAIR 

The Unitrode UC3724/UC3725 IC pair offers 
a compact, and comparatively inexpensive de
sign solution to the problem of supplying both 
isolated power and command signals. Figure 2 
shows the basic circuit implementation. The two 
ICs, a pulse transformer, and a few passive com
ponents form a complete isolated MOSFET driver. 
A unique modulation technique simultaneously 
transmits power and command information across 
the transformer. 

Provided the operational voltage is low, inte
grated circuit technology allows sophisticated cir
cuits to be implemented at low cost. Transformers 
can easily provide several thousand volts of isola
tion, while supplying both power and signal. By 
exploiting each device's strengths, a low cost, 
high performance solution is achieved. 

The UC3724 transmitter IC generates the 
carrier signal, with one of two possible duty cycles 
as commanded by the TTL level input. A unique 
carrier oscillator design not only sets the operat
ing frequency, but also prevents the transformer 
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from saturating, by assuring that the transformer 
magnetizing current is zero before initiating a 
subsequent oscillator cycle. Average transformer 
voltage is always zero, even under the transient 
conditions caused by input command changes. 
Saturation of the transformer core is virtually 
impossible using this technique. 

To minimize transformer size and cost, a high 
frequency carrier is used. Although the carrier 
frequency limits the maximum transmitted switch
ing frequency, it has no effect on input to output 
delay, which is solely determined by circuit propa
gation time. 

The UC3725 driver IC rectifies the transformer 
isolated carrier to power the driver circuitry. Addi
tionally, comparator circuitry determines the input 
command by sensing which duty cycle is transmit
ted, driving the MOSFET gate accordingly with 
the high current output stage. A comparator with 
programmable off time circuitry implements 
local over-current protection, while an enable 
input provides additional control and protection 
flexibility. 

UC3724 ISOLATED DRIVE TRANSMITTER - BLOCK DIAGRAM 

~U3r-------------------~---r-T~ 

TO REST OF CHIP 

...... -+--l!J1 OUTPUT A 

t--4-+t..!I4 OUTPUT B 

& 

PWR 
GND 

Figure 3. 

UC3724 DRIVE TRANSMITTER 
The UC3724 block diagram is shown in figure 

3. The circuit consists of a bias voltage generator 
with under voltage lockout, control logic, a 
retriggerable one-shot, a TIL compatible input with 
hysteresis, two tri-level output drivers, and two 
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zero current sense comparators. 

The under voltage lockout inhibits the output 
drivers when the input supply voltage is below 9 
volts. Once adequate supply voltage is present, 
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the bias generator supplies the appropriate inter
nal voltages and currents,allowing the outputs to 
be enabled. This assures correct operation at 
power-up and power-down. 

The carrier oscillator uses both a one-shot 
pulse width and the transformer core reset time to 
set the overall period. The one shot pulse width 
(Tpw) equals one-third of the nominal carrier pe
riOd, and is set by timing resistor (R,.)and ca
pacitor (CT )· 

1) Tpw =0.51-1\ -CT +150ns (sec) 

"Full" supply voltage is applied to the trans
former primary during this time by. driving one 
output high and the other low. Transformer mag
netizing current rises linearly at a rate determined 
by the primary inductance and applied voltage. 

VA-VB 
2)di/dt= -

Lprl 

(amps I sec) 

U-127 
approximately one-half of the supply voltage. This 
applies "half' supply voltage to the. primary, effec
tively in a reverse polarity to that of it's previous 
state. ,Internal offset circuitry compensates for 
output conduction voltage drops and maintains 
the fulVhalf voltage ratio over temperature and 
supply voltage variations. 

Power is transferred to the secondary circuit 
only while full voltage is applied to the primary. 
During this period the primary current is a com
posite of load and magnetizing current. The load 
current is interrupted when the half voltage is 
applied, so the residual primary current flowing is 
the magnetizing current. 

With half voltage applied, the magnetizing 
current falls at one-half of the rate at which it had 
increased. An interval twice the programmed one
shot period is therefore necessary to reset the 
cores magnetizing current to zero and prevent 
any possibility of core saturation. The UC3724 
incorporates a zero current detection circuit which 
guarantees that the magnetizing current has 

When the one-shot pulse ends, the low output reached zero before initiating another oscillator 
switches high, and the high output switches to cycle. 

UC3724 OPERATIONAL WAVEFORMS (STEADY STATE) 

Ct(2V1div) 
trace 1 

Vprl A-B 
Oil 

(20Vldiv) 
trace 2 

outputA 
ov 

(20Vldiv) 
trace 3 

ov 
outputB 
(20Vldlv) 

trace 4 

I mag 
(20maldlv) 

01 trace 5 

I sec 
(20maldlv) 

traceS 
01 

Iprl 
(20maldlv) 

trace 7 

Horizontal 
(10 uS/dlv) 01 

to t1 t2 

Figure 4. 
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Steady-state (continuous logic low input com

mand) waveforms are shown in figure 4. The first 
traceshows timing capacitor (CT) voltage, which is 
charged by a current set by the timing resistor 
(AT)' At time to' the one-shot is triggered, dis
charging the timing capacitor. OutputA (trace 3) 
switches high, and output" (trace 4) switches low, 
with the resulting differential voltage \{w.'B (trace 
2) applied across the transformer primary. The 
transformer magnetizing current (trace 5) in
creases linearly at a rate described by equation 2. 

At time t, the timing capacitor voltage reaches 
the 2.5 volt threshold, ending the one-shot period. 
OutputAis switched to ('lcc/2) + Vollsat ' and output" 
is switched high, allowing it's catch diode to con
duct. The primary voltage (VpriA'B)' is inverted, and 
reduced in half, causing the magnetizing current 
to fall at half the rate at which it had increased. 
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OutputA's current sense comparator senses 

that the magnetizing current has reached zero at 
1, triggering the one-shot, thus initiating another 
oscillator cycle. If a continuous high is commanded, 
the waveforms for outpUtA and output. are inter
changed, and the magnetizing current is inverted. 

At an input command transition, the existing 
oscillator cycle is terminated, the A and B outputs 
are reversed, and a new oscillator cycle is initi
ated. This applies full voltage of the appropriate 
polarity across the transformer primary for detec
tion by the UC3725 Although the oscillator cycle 
has been terminated without allowing the core to 
reset, there is no danger of saturation. By revers
ing the outputs, the magnetizing current must first 
cross through zero before rising in the opposite 
polarity. The peak magnetizing current is actually 
less than a normal cycle, reducing the fall time, 
and hence the oscillator period. 

UC3725 ISOLATED SIDE MOSFET DRIVER BLOCK DIAGRAM 
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Figure 5. 
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UC3725 ISOLATED MOSFET DRIVER 

The block diagram for the UC37~5 is shown in 
figure 5. The circuit consists of a Schottky bridge 
rectifier, an internal reference with under voltage 
lock out, a differential hysteresis comparator, a 
high current totem-pole driver, a current sense 
comparator with programmable off time one-shot, 
and an enable input. 

The Schottky bridge rectifies the isolated 
isecondary voltage, providing power for the IC. A 
small capacitor, typically a 1 uf ceramic, provides 
filtering and bulk storage to supply the high peak 
currents required to rapidly charge the MOSFET 
gate. 

The undervoltage lockout inhibits the output 
driver when the supply voltage is below 12 volts. 
This assures that sufficient voltage is available to 
drive the MOSFET gate, preventing possible de
structive linear operation. 

The output driver is capable of delivering 
nearly two amps peak, which is more than ad
equate for most applications. The UC3725 fea
tures a self biasing drive arrangement which ac
tively sinks gate current during under voltage 
lockout, preventing MOSFET self turn on. No 
additional gate to source resistor is required. The 
output voltage is clamped to 15 volts, which along 
with undervoltage lockout, virtually eliminates the 
possibility of incorrect gate drive voltages 

Over-current protection is provided by moni
toring the voltage across a source resistor. The 
current sense comparator triggers a one-shot, 
which turns off the MOSFET, when the voltage 
exceeds 0.5 volts. At power-up, Coffis charged to 
7 volts. When an over-current is detected, the 
output is latched off, and the 7 volt source is 
disabled allowing RD. to discharge Co.' When 
Coli discharges to 2 volts, the output is enabled and 
Coffis charged back to 7 volts. Off time is typically 
selected to maintain safe MOSFET junction 
temperature with a continuous fault load, and is 
programmed by timing resistor (Roll) and capacitor 
(Coff) with the following equation. 

3) Toll =1.2B-R"n-cotf (seconds) 

An enable input allows direct output control for 
specialized applications. It can be used with level 
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shifting transistors, optocouplers, or other source 
referenced circuitry such as a UC3730 thermal 
monitor circuit for MOSFET over-temperature 
protection. 

The input command, transmitted by the 
UC3724, is demodulated using·a differential 
hysteresis comparator. The comparator senses 
whether the ''full voltage" applied to the trans
former is positive or negative, corresponding to an 
"off' or "on" input command. The bridge rectifier 
causes the peak secondary voltage to always be 
two diode drops above V cc while the comparator 
hysteresis is internally set to twice V co' The 
MOSFET is turned on when the secondary volt~ 
age is more negative than -(Vee), and turned off 
when more positive than Vee' Note that there is a 
logic inversion between the hysteresis compara
tor and the gate driver. 

Referring to steady-state waveforms (figure 
4) the secondary current (trace 6) charges the 
supply capacitor during the full voltage output 
segment of the oscillator cycle (time t.,thru t,). 
During the half voltage output segment (time t, 
thru t.), no secondary current flows, thus only 
magnetizing current is present in the primary 
current (trace 7) allowing proper oscillator opera
tion. 

For this example, a 30% duty cycle input 
command was arbitrarily selected, and the asso
ciated waveforms are shown in figure 6. At time 
to, the input command (trace 1) transitions from 
low to high, immediately switching output, low, 
output, high, and retriggering the one-shot. The 
differential hysteresis comparator switches low, 
driving the output (trace 4) high, when the trans
former secondary voltage (V sec Ml' trace 3), is more 
negative than ~(Vcc)' The primary current (trace 2) 
is inverted from the outputAand output. reversal, 
but power delivery. to the IC is unaffected due to 
the bridge rectifier input. 

The input command transitions low at time t" 
switching output, high, output, low, and retrigg
ering the one-shot. The hysteresis comparator 
switches high, driving the output low, when the 
secondary voltage exceeds V cc' Note the reduced 
magnetizing current fall time, and associated os
cillator period reduction, after input command 
transitions. 



APPLICATION NOTE U-127 
OPERATIONAL WAVEFORMS AT 30% DUTY CYCLE 

input 5V/div ov 
trace 1 

Ipri 50maJdiv 
trace 2 01 

Vsec A-B 20V/div 
trace 3 

ov 
output 20v/div 

trace 4 

Horizontal ov 
50 J,lS/Div 

Figure 6. 

PRACTICAL CONSIDERATIONS 

The selection of carrier frequency (or more 
appropriately one-shot period since carrier fre
quency varies at switching transitions), is influ
enced more by transformer design than perfor
mance objectives. The minimum switching com
mand period should be limited to four times the 
one-shot pulse width, to assure that adequate 
time is available to reset the core. Note that this 
limits the maximum switching frequency - but not 
the duty cycle range which is always 0 to 100%. 

Figure 7. 
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Waveforms for a command period approxi
mately four times the one shot pulse width are 
shown in figure 7. The carrier oscillator has suffi
cient time to reset the transformer core and pre
vent saturation. 

The one-shot period has no effect on input to 
output propagation delay, since the leading edge 
provides the output command information. Tum
on and tum-off propagation delay waveforms are 
shown in figure 8. 
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ov 
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J 
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Figure 8. 
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The maximum carrier frequency is limited to 

600 Khz. Most circuits will operate between 200 
and 600 Khz., allowing switching frequencies up 
to 450 Khz., and a simple low cost transformer 
design. Nominal carrier frequency is calculated 
using equation 4. 

4)Fc=--- (Hz) 

where Tpw = one-shot pulse width 
from equation 1. 

Power supply voltage directly affects dissipa
tion in the transmitter IC. Typical supply current 
verses voltage for the UC3724 is shown in figure 
9. In most applications, bias power loss is about 
half of the total power dissipation. 

.. " Yin 
(volal 

" 

Figure 9. 

" .. 

The UC3725 driver IC provides sufficient gate 
voltage with a 15volt supply. Any further increase, 
although safe since the output is clamped to 15 
volts, causes additional bias power dissipation. 
By adjusting the transformer turns ratio, a 15 to 18 
volt secondary supply can be generated with any 
primary voltage, allowing maximum efficiency. 

Magnetizing current also contributes towards 
increasing dissipation with supply voltage. Al
though the UC3724 outputs can handle several 
hundred milliamps of load current with the output 
transistors in saturation, nearly one-half Vee is 
across the upper transistors during the magnetiz
ing current fall time. Dissipation during this period 
usually limits the peak magnetizing current, al
though catch diode current (which only conducts 
falling magnetizing current) is limited to 50 mA 
peak. When the peak magnetizing current falls 
below 10 ma, the required primary inductance 
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becomes excessive, resulting in a large number 
of turns or larger core size. Therefore, the optimal 
range of peak magnetizing current is between 10 
and 40 mAo 

In many applications, the average gate charge 
current delivered by the driver is insignificant in 
relation to the UC3725 bias current. When larger 
MOSFETs, particularly large parallel assemblies, 
are driven at higher frequencies, the average gate 
charge current will have a considerable effect on 
the total transformer load. Average gate charge 
current is the product of gate charge (Og), which 
is specified by the MOSFET manufacturer, and 
the switching· frequency. 

5) Ig (avg.) =Og-F. (amps) 

where Qo= gate charge 
F s = switching frequency 

All of the charge delivered to the gate at turn
on must be removed at turn-off. The resultant 
average power dissipated by the driver and gate 
resistor is described by equation 6 . 

where Vo = fully charged gate 
voltage 

The over-current input on the UC3725 has a 
typical delay time of 150 ns. Most applications 
require a small RC filter to attenuate leading edge 
current spikes caused by parasitic capacitance 
and catch rectifier reverse recovery. Careful at
tention to layout and component selection is nec
essary to prevent false triggering. The current 
sense resistor should be non-inductive to mini
mize spiking and ringing. The filter capacitor should 
be located as close to the IC as possible, with 
direct connections to the comparator input and 
common. The connection between the UC3725 
common, and the MOSFET source resistor, must 
have relatively low impedance to prevent gate 
drive current from affecting current sense accu
racy. In addition this should be a "Kelvin" con
nection, such that no load current flows through it. 
If the current sense feature is not required, the 
comparator input is simply connected to common, 
and the timing input is allowed to float. 
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DESIGN PROCEDURE 

Typically, the application dictates the 
MOSFET(s), switching frequency, and switch iso
lation voltage. For cost considerations, a supply 
voltage common with other circuitry, is usually 
chosen to power the UC3724. The designer is 
then left with the carrier frequency and peak mag
netizing current to select. A high carrier frequency 
is normally used to minimize transformer size and 
cost. Magnetizing current is initially set to a nomi
nal value, such as 20 rna, and then adjusted if 
necessary to optimize the transformer design. 

The one-shot pulse width is set to 1/3 the 
carrier frequency using equation 1. By rearrang
ing equation 2, and allowing 2 volts for saturation, 
the transformer primary inductance can be calcu
lated. 

(V cc-2) -T pw 

7) Lpri - (Henries) 
I 

where Vee = supply voltage 
Tpw = one-shot pulse width 
Imag= peak transformer 

magnetizing current 

Transformer core selection is an iterative pro
cess based on the following two equations. 

8) aB: 
VappNsd- Ton -10" 
---- (Tesla) 

~UI'l18 -Ac 

A toroid is usually the most cost effective core 
geometry for this application. The core material 
should be chosen for low losses and high perme
ability at the design frequency to minimize trans
former size and number of turns. Thermal resis
tance and loss factors provided by the manufac
turer are used to select the optimum core size. A 
flux density of .05 Tesla (500 Gauss) will cause 
approximately a 20 degree C rise at 500 KHz with 
common power materials such as Ferroxcube 
3CB. 
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Typically most toroids used for this application 

have an AL between 1000 and 3000 mH/1000 
turns. An estimated number of turns is calculated 
using an average A... value of 2000 mH/1000 turns 
in equation 8. By rearranging equation 7, an 
approximate core are is calculated using a flux 
density of .05 Tesla, and the estimated number of 
turns. This leads to a first core selection, and an 
actual A... value, which is used in equation 8 to 
calculate Ntum •• The flux density is then checked 
using equation 7, and a larger or smaller core is 
selected if necessary. 

The turns ratio is calculated using the following 
equation, which allows 2 volts for UC3724 output 
saturation, and 3 volts for UC3725 rectifier drop 
and output saturation. 

. Vcc -2 
10) Tums ratlo= -

Vgale+3 

The power supplied by the transformer is the 
sum of the UC3725 bias loss and the average gate 
charge power. For minimum wire size, the result
ing RMS winding currents can be calculated, 
although typically there sufficient space to use 24 
to 28 AWG wire for ease of handling. 

High voltage isolation is implemented by 
sleaving the primary winding with an insulation 
suitable for the required breakdown voltage. For 
low leakage inductance, bifilar windings are used, 
with additional turns added to the primary or 
secondary for non 1:1 turns ratios. 

DESIGN EXAMPLE 

The following design example is a general 
purpose isolated MOSFET gate driver. Up to 200 
milliwatts is available for gate drive, which is 
suitable for most applications. A 15 volt power 
supply provides sufficient secondary voltage by 
using a step-up transformer. 

Driver specifications: 
* 200 milliwatts average gate drive power 
* 100 KHz. switching rate 
* 15 V supply voltage 
* 1 KV minimum isolation voltage 

A 600KHz. carrier frequency is selected to 
minimize transformer size and cost. The one-shot 
pulse width is calculated by rearranging 
equation 4. 
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1 

Tpw = ------
3e600 KHz 

= 556ns 

Since the carrier frequency is near ,maximum, 
2K will be used for AT' CT is calculated with 
equation 1. . 

(556-150) ns 
C; ----t)---

0.51-2K 

= 398pf (use 390pf) 

30mA is selected for the peak magnetizing 
current. The corresponding primary inductance is 
calculated with equation 7. 

(15-2) V-556ns 
Lpn ------

30 mA 

= 241IJH 

The estimated number of turns are calculated 
using equation 9 with an· average value of 2000 
mH/1000 tums for AL. 

j 241-109 
Nturns = 

2000 

= 11 turns 

The approximate core area is calculated 
with equation 8, using a flux density of 0.05 
Tesla. 

13V-556ns-1 Q4 

A" = 
11 turnse().05 Tesla 

= 0.131cm2 

A one-half inch diameter toroid, Ferroxcube 
part number 204T250-3C8, is selected which has 
the following specifications. 

Ac= 0.148 cm~ 
AL = 1620 mH/1000 turns 

N turns is calculated using the actual A, value 
in equation 9. 
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j 241-109 
Ntums = --

1620 

= 12.2 tums (use 12 turns) 

The flux density is checked using equation 8. 

(15-2) V-556ns-104 

12 tumseO.148 cm2 

= 0.041 Tesla 

The tums ratio is calculated using equation 10 for 
a gate voltage of 12 to 14 volts. 

Tums ratio = 
(15-2) V 

(12+3) V 

= 0.867 

Therefore N ... = 14 turns 

The transformer is wound with 26AWG magnet 
wire for ease of handling. A teflon insulation sleeve 
is slipped over the primary winding to improve the 
primary to secondary breakdown voltage. The 
primary and secondary are wound bifilar, to mini
mize leakage inductance, then the two remaining 
secondary turns are wound. 

To verify operation, the test circuit shown in 
figure 10 was built. The over current, gate and bulk 
storage components are selected per MOSFET 
and load requirements. Figure 11 and 12 show 
turn-on and turn-off waveforms respectively. 

The lower MOSFET in figure 10 was configured 
to test self turn-on of the upper driver during high 
transformer dv/dt. With 300 volts slewing at a rate 
in excess of 25 kv/us, no evidence of driver self 
turn-on was observed. 

APPLICATIONS 

Although the lower MOSFET driver is config
ured for faster switching than would normally be 
required, figure 19 is typical of half bridge outputs, 
where two or three of these circuits could imple
ment a full or three phase bridge respectively. Full 
isolation for UL or VDE requirements can be met 
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by using isolated drivers for both upper and lower 
MOSFETs. This configuration can also greatly 
reduce noise in high current applications, by com-

U-127 
pletely isolating the control circuitry from output 
devices. 

TYPICAL HIGH SIDE DRIVE APPLICATION CIRCUIT SCHEMATIC 
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Figure 10 
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FULL BRIDGE OUTPUT 

Some circuits have multiple MOSFETs driven 
from the same command, which are isolated from 
each other. A most notable example is the full 
bridge, which is commonly used in brush and 
stepper motor drives. Multiple secondaries can 
drive additional isolated UC3725 circuits, from a 
single UC3724, further reducing cost and com
plexity. 

Figure 13 shows a fully isolated bridge circuit. 
By isolating all of the MOSFETs and the current 
sense signal, complete control to output isolation 
is achieved. Dual secondaries on each trans
former eliminates the requirement for two additional 
transformers and UC3724s. For feedback and 
protection, a hall effect current sensor monitors 
load current directly, while providing high voltage 
isolation. The local over-current circuit in the up
per FET drivers protects during load to ground 
shorts. 
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HALF BRIDGE OUTPUT CIRCUIT 
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HALF BRIDGE OUTPUT 

By reversing the polarity of one of the secondary 
windings on a dual secondary transformer, two 
FETs are switched out of phase from each other. 
A typical application for this arrangement is the 
half bridge, and is shown in figure 14. Dead-time 
between turn-off and turn-on is difficult to imple
ment using this technique. To turn off both FETs, 
the UC3724 supply voltage must be removed, or 
the UC3725 enable inputs driven high. While 
shutting down the supply voltage is suitable for 
power-up/power-down protection, it is to slow to 
control dead-time. Isolating or level shifting the 
enable inputs adds complexity and negates the 
advantage of using a dual secondary transformer. 
Cross conduction is easily minimized however, by 
the gate resistor arrangement which provides 
rapid turn-off and slow turn-on. This technique is 
also typically used to minimize cross conduction 
caused by stored charge in the MOSFET body 
diode. 

U-127 
LEVEL SHIFT DRIVER 

The UC3725 makes an excellent level shifted 
driver for lower voltage, non-isolated applications. 
All of the necessary protection features which are 
often omitted in discrete designs are incorporated 
in the UC3725 assuring reliable operation under 
all conditions. Figure 15 shows a typical level shift 
circuit with a "boot-strap" supply. The MPS-U1O 
level shift transistor has a maximum V ceo of 300 
volts, although it's dissipation without a heatsink 
limits the maximum supply to approximately 200 
volts. Figure 16 shows input to output propagation 
delay while switching 150 volts and 3 amps. A 20 
rnA current source with a voltage compliance 15 
volts above the supply rail can be used in place of 
the boot-strap circuit, for applications which can
not tolerate an on-time limitation. The cost effec
tiveness of this approach will depend on supply 
voltage and number of high-side MOSFETs. 

LEVEL SHIFT CIRCUIT 

UC3725 
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+15 IN 
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IN 
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LATCHED OVER-CURRENT FAULT 

Current limiting is provided by the control 
circuit in many applications. Local protection from 
the UC3725 is therefore only required for fault 
conditions which result in high dVdt such as output 
shorts. It may be desirable to latch the output off 
under such a fault, rather than enable after a fixed 
off-time. Figure 17 shows a simple circuit used in 
place of the timing resistor and capacitor which 

U-127 
will latch the output off after the over-current 
comparator is triggered. The 10uf capacitor .re
sets the circuit at power-up by holding the timing 
input below the 2 volt one-shot threshold. When 
an over-current is sensed, the timing input voltage 
falls, and is clamped at 5.1 volts. The one-shot 
period normally ends when Coffis discharged 
below 2 volts, but by clamping the voltage, the 
time constant effectively appears infinite. 

TIMING vee 

10K 10K 

S.1V 10uF 
1N 

4733A 

COMMON 

Figure 17 
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FAST AC SWITCH 

Fully isolated gate drive lends itself to unique 
power switching circuits which are otherwise ex
tremely difficult to implement. Figure 18 is a fast 
AC switch with over-current and over-tempera
ture protection. The MOSFETs are selected to 
withstand the peak AC voltage, with each FET 
blocking in the opposite polarity. Figure 19 shows 
a 100 ohm load switched across 115 VAC, 60 Hz. 
The diode network allows current sensing in both 
directions, with the 4.7K resistors functioning as 
current sources. Protection against excessive 
MOSFET junction temperature is accomplished 
by mounting both FETs and the UC3730T on the 
same heatsink. MOSFET thermal resistance 
Ounction to heatsink), and maximum FET dissi
pation must be considered when selecting the 
shut-down temperature set by R1 and R2. Refer 
to UC3730 datasheet for additional information. A 
1000pf/20 ohm snubber is connected across the 
switch to reduce turn-off voltage spiking. The 
actual snubber values required are determined by 
load conditions. 
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1AIDIV 

01 

HORIZONTAL 
2msJDIV 

UNITRODE CORPORATION 

Figure 19. 
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SUMMARY 

A unique integrated circuit pair, the UC37241 
UC3725 has been presented that provides a 
simple, low cost, isolated MOSFET gate drive 
solution. Protection features prevent abnormal 
gate drive voltage, and provide over-current limit
ing. Duty cycle or on time limitations typical of 
other techniques are avoided, and by utilizing a 
transformer for isolation, there are no inherent 
isolation voltage limitations. The circuit is suitable 
for fully isolated systems which must meet UL or 
VDE requirements, as well as typical high-side 
switch applications. 

REFERENCES 

1. C. de Sa e Silva, "CHIP PAIR PROVIDES 
ISOLATED DRIVE FOR POWER MOSFETS IN 
PWM DRIVES REQUIRING 0 TO 100 % DUTY 
CYCLE", UNITRODE APPLICATION NOTE # U-
124 

2. W. Andreycak, "1.5 mHz CURRENT MODE IC 
CONTROLLED 50 WAn POWER SUPPLY", 
UNITRODE APPLICATION NOTE # U-110 

3. W. Andreycak, "A NEW GENERATION OF 
HIGH PERFORMANCE MOSFET DRIVERS 
FEATURES HIGH CURRENT, HIGH SPEED 
OUTPUTS", UNITRODE APPLICATION NOTE # 
U-126 



~UNITRDDE 
APPLICATION NOTE 

U·137 

PRACTICAL CONSIDERATIONS IN HIGH PERFORMANCE 
MOSFET, IGBT and MCT GATE DRIVE CIRCUITS 

BILL ANDREYCAK 

INTRODUCTION 

The switchmode power supply industry's trend towards higher conversion frequencies is justified by the 
dramatic improvement in obtaining higher power densities. And as these frequencies are pushed towards 
and beyond one megahertz, the Mosfet transition periods can become a significant portion of the total 
switching period. Losses associated with the overlap of switch voltage and current not only degrade the 
overall power supply efficiency, but warrant consideration from both a thermal and packaging standpoint. 
Mhough brief, each of the Mosfet switching transitions can be further reduced if driven from from a high 
speed, high current totem-pole driver - one designed exclusively for this application. This paper will highlight 
three such devices; the UC170B and UC1710 high current Mosfet driver ICs, and the UC1711 high speed 
driver. Other Mosfet driver ICs and typical application circuits are featured in UNIT RODE Application Note 
U-11S. 

EFFECTIVE GATE CAPACITANCE 

The Mosfet input capacitance (Ciss) is frequently 
misused as the load represented by a power mosfet 
to the gate driver IC. In reality, the effective input 
capacitance of a Mosfet (Ceff) is much higher, and 
must be derived from the manufacturers' published 
total gate charge (Og) information. Even the speci
fied maximum values of the gate charge parameter 
do not accurately reflect the driver's instantaneous 
loads during a given switching transition. Fortunately, 
FET manufacturers provide a curve for the gate-to
source voltage (Vgs) versus total gate charge in 
their datasheets. This will be segmented into four 
time intervals of interest per switching transition. 
Each ot these will be analyzed to determine the 
effective gate capacitance and driver requirements 
for optimal performance. 

Inadequate gate drive is generally the result 
of underestimating the effective load of a 
power mosfet to its driver. 

TOTAL GATE CHARGE (Qg) 

First, a typical high power Mostet "Gate Charge 
versus Gate-to-Source Voltage" curve will be ex
amined. An IRFP460 device has been selected and 
this curve is applicable to most other Fet devices by 

adjusting the gate charge numbers accordingly. 
Both turn-on and tum-off trasnsitions are shown with 
the respective drain currents and drain-to-source 
voltages. 

Vgs 

Vgs (th) 

TURN-ON WAVEFORMS 
Gate voltage vs time 

Qgs Qgd 

to t1 t2 t3 t4 

tlSJ/ ld 

Figure 1. 
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INTERVAL to-t1 

The time required to bring the gate voltage from zero 
to its threshold Vgs(th) can be expressed as a delay 
time. Both the voltage across the switching device 
and current through it are uneffected during this 
interval. 

INTERVAL t1-t2 

This period starts at time t1 when the gate voltage 
has reached Vgs(th) and drain current begins to 
flow. Current continues to rise until essentially 
reaching its final value at time t2. While this occurred, 
the gate to source voltage had also been increasing. 
The drain-to-source voltage remains unchanged at 
Vds(off). Power in the Mosfet is wasted by the 
simultaneous overlap of voltage and current. 

U·137 
INTERVAL t2-t3 

Beginning at time t2 the drain-to-source voltage 
starts to fall which introduces the "Miller" capaci
tance effects (Cgd) from the drain to the Mosfet gate. 
The result is the noticeable plateau in the gate 
voltage waveform from time t2 until t3 while a charge 
equal to Qgd is admitted. It is here that most drive 
circuits are taxed to their limits. The interval con
cludes at time t3 when the drain voltage approaches 
its minimum. 

INTERVAL t3-t4 

During this final interval of interest the gate voltage 
rises from the plateau of the prior region up to its final 
drive voltage. This increasing gate voltage decreases 
Rds(on), the Mosfet drain-to-source resistance. 
Bringing the gate voltage above 10 to 12 volts, 
however, has little effect on further reducing Rds(on). 

SUMMARY OF INTERVAL WAVEFORMS AND DRIVER LIMITATIONS 

INTERVAL Vgs(t) 

to-t1 O-threshold 
t1-t2 thrs-plateau 
t2-t3 V(plateau) 
t3-t4 rising 

TURN-OFF WAVEFORMS 
Gate voltage vs. time 

Qgd Qgs 

Vgs 
.... ~ 

Vgs (th) 

ID(t) 

0 
rising 
lon(dc) 
lon(dc) 

t4 3 t2 t1 0 

Figure 2 
The intervals during tum-off are basically the same 
as those described for turn-on, however the se
quence and corresponding waveforms are reversed. 

Vds(t) DRIVER LIMITATIONS 

Vds(off) Slew rate (dv/dt) 
Vds(off) Slew rate (dv/dt) 
falling Peak current I(max) 
10n*Rds(t) Peak I & dv/dt 

INTERVAL t4-t3 
The beginning of the turn-off cycle can be described 
as a delay from the final drive voltage (Vgs(on» the 
the plateau region. Both the drain voltage and cur
rent waveforms remain unchanged while the de
vices effective resistance (Rds(on)) increases as 
the gate voltage decreases . 

INTERVAL t3-t2 
Once the plateau is reached at time t3, the gate 
voltage remains constant until time t2. Gate charge 
due to the Miller effect is being removed, an amount 
equal to Qgd. The drain voltage rises to its off state 
amplitude, Vds(off), while the drain current contin
ues to flow and equals I(on). This lossy transition 
ends at time t2. 

INTERVAL t2-t1 
Once the Miller charge is completely removed, the 
gate voltage is reduced from the plateau to the 
threshold voltage causing the drain current to fall 
from I(on) to zero. Transition power loss ends at 
time t1 when the gate threshold is crossed. 

INTERVAL t1 -to 
This brief period is of little interest in the turn-off 
sequence since the device is off at time t1. 

6-123 



APPLICATION NOTE U-137 

SUMMARY,OF'INTERVAL WAVEFORMS AND DRIVER LIMITATIONS 

INTERVAL Vgs(t} ID(t} 

t4-t3 falling lon(dc} 
t3-t2 V(plateau) Ion (dc) 
t2-t1 Vplat-thrsh' falling 
t1-tO thrsh-O 0 

FET Transition Power Loss 

During each of the FET turn-on and turn-off se
quences power is lost due to the switching device's 
simultaneous overlap of drain - source voltage and 
drain current. Since both the FET voltage and cur
rent are externally controlled by the application" the 
driver IC can only reduce the power losses by 
making the transition times as brief as possible. 
Minimization of these losses simply requires a 
competent driver IC, one able to provide high peak 
currents with high voltage slew rates. 

A review of the prior transition waveforms indicates 
that power is lost between the times of t1 and t3. 
While t2 serves as the pivot point for which waveform 
is rising or falling, as the equations show its irrelavent 
in the power loss equation. For the purpose of 
brevity, the waveform of interest can be approxi
mated as a triangle while the other waveform is 
constant. The duration between times t1 and t3 can 
now be defined as the net transition time, t(tran), with 
a conversion period of t(period) 

During the two intervals fromt1 to t3: 

Ploss = 

Ploss = 

0.5 * I(on} * Vds(off) * t(2-1) 

t(period) 

0.5 * Vds(off) * I(on) *t(3-2) 

t(period) 

Combining the two equations with t(tran} 
= t3-1 results in a net loss of: 

Ploss = 
0.5 * Vds(off) * I(on) * t(trans) 

t(period) 

Since these loses are incurred twice percycle, first at 
turn-on and then again at turn-off, the net result is a 
doubling of the, power loss. 

Vds(t} , DRIVER LIMITATIONS 
" 

lon* Rds(t} Peak I anddv/dt 
falling Peak Current I (max) 
Vds(off} Slew rate (dv/dt) 
Vds(off} Slew rate (dv/dt) 

Ploss = Vds(off}*I(on)*t(trans}/t(period} 

This relationship displays the need for fast transi
tions at any switching frequency, and is of significant 
concern at one megaHertz. Minimization of the FET 
transition power loss can be achieved with high 
current drivers. 

GATE CHARGE 

Each division of the transition interval has an asso
ciated gate charge which can be derived from the 
FET manufacturers datasheets. Since there are 
three basic shapes to the Vgs curve, the interval 
from to to t1 can be lumped together with, that of the 
t1 to t2 period. For most large FET geometries, the 
amount of charge in the to to - t1 span is negligible 
anyway. This simplification allows an easy calcula
tion of the effective gate capacitance for each inter
val along with quantifying the peak current required 
to traverse in a given amount of time. 

Charge can be represented as the product of ca
pacitance multiplied by voltage, or current multiplied 
by time. The effective gate capacitance is determined 
by dividing the required gate charge (Og) by the 
gate voltage during a given interval. Likewise, the 
current necessary to force a transition within a 
specified time is obtained by dividing the gate charge 
by the desired time. 

Cgs (effective) = delta Og I delta Vgs 

Ig(required) = delta Og I t(transition} 

UC1710 
The "MILLER KILLER" 

High peak gate drive currents are desirable in par
alleled FET applications, typical of a high power 
switching section or power factor correction stage. 
Dubbed as "the Miller Killer", the UC1710 boasts a 
guaranteed 6 amp peak output current. This hefty 
driver current minimizes the FET parasitic "Miller" 
effects which would otherwise result in poor transi-
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tion performance. Higher currents are possible with 
this driver, however the limiting factor soon be
comes the parasitic series inductance of the FET 
package (15 nH) and the layout interconnection of 
20 nH/inch. An RF type arrangement of the PC 
board layout is an absolute MUST to realize this 
device's full potential. 

-'II'1II' 

UC 1710 BLOCK DIAGRAM 

.~ D--+---£ I 
I "",e D--+-'------I----J I 

G" '--------)~~k~~---------------' 
The UC171 0 has "no-load" rise and fall times of 20 
nanoseconds (or less) which do not change signifi
cantly with any loads under 3 nanoFarads. It's also 
specified into a load capacitance of 30 nanoFarads, 
roughly equivalent to what is represented by three 
paralleled "size 6" FET devices. Propagation delays 
are brief with typical values specified at 35 nano
seconds from either input to a ten percent change in 
output voltage. 

U-137 
UC 1708 BLOCK DIAGRAM 

ENABLE E 

LOCICOND 
OUTPUT A 

'---+~ PWRGND A 

SHUTDOWN D------<~.-

'L---4-4n PWRGND B 

The UC1708 is a unique blend of the high speed 
attributes of the UC1711 along with the higher peak 
current capability of the UC1710. This dual 
noninverting driver accepts positive TTUCMOS logic 
from control circuits and provides 3 amp peak out
puts from each totem pole. 

Propagation delays are under 25 nanoseconds while 
rise and fall times typically run 35 nanoseconds into 
2.2 nanoFarads. The output stage design is a "no 
floaf' version which incorporates a self biasing 
technique to hold the outputs low during undervoltage 
lockout, even with Vin removed. 

In the 16 pin DIL package, the device features a 
remote ENABLE and SHUTDOWN function in ad
dition to seperate signal and power grounds. The 
ENABLE function places the device in a low current 
standby mode and the SHUTDOWN circuitry is high 
speed logic directly to the outputs. 

UC1708/1710 /1711 PERFORMANCE COMPARISON 
TABLE 1. 

PARAMETER LOAD UC1708 UC1710 UC1711 

Propagation Delay 0 25 30 10 

tmlh~ 1.0 nF 25 15 
I pu to 10% output 2.2 nF 25 30 20 

30 nF 30 

Raise time 0 25 20 12 
t(tlh) 1.0 nF 30 25 
10% to 90% rise 2.2 nF 40 25 40 

30 nF 85 

pro~agation Delay 0 25 30 3 
t(ph) 1.0 nF 25 5 
input to 90% output 2.2 nF 25 30 

30 nF 30 

Fall Time 0 25 15 7 
t(thl) 1.0 nF 30 25 
90% to 10% fall 2.2nF 40 20 40 

30nF 85 
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TRANSITION PERFORMANCE 

Using the table above, the driver output slew rates 
and average current delivered can be calculated. 
The figures can be compared to lower power op
amps or comparators to gain a perspective on the 
relative speed of these high performance drivers. 

The UC1708 delivers output slew rates (dv/dt) in the 
order of 300 to 480 volts per microsecond, at aver
age load currents of under one amp, depending on 
the load. The high speed UC1711 exhibits similar 
characteristics under loaded conditions, but can 
achieve a no load slew rate of over 1700 volts per 
microsecond - nearly 2 volts per nanosecond. 

For higher power applications, the UC1710 "Miller 
Killer" will produce an average current of 4.5 amps 
AT slew rates of 150 volts per microsecond. With 
lighter loads it will deliver an average current of 1.5 
amps at a slew rate of approximately 500 volts per 
microsecond. In most applications, the UC1710 will 
easily outperform "homebrew" discrete mosfet 
transistor totem pole drive techniques. 

Each device in this new generation of MOSFET 
drivers is significantly more responsive than the 
earlier counterparts for a given application - whether 
it's higher speed (UC1711), higher peak current 
(UC1710) or a combination of both (UC1708). 

DRIVER CONSIDERATIONS 

As previously demonstrated, the ideal MOSFET 
gate drive IC is a unique blend of both high speed 
switching and high peak current capability. Initially, 
the high speed is required to bring the gate voltage 
from zero to the plateau, but the current is low. Once 
the plateau is intersected, the driver voltage is fairly 
constant, and the IC must switch modes. Instantly, 
the driver current snaps to its maximum as charge is 
injected to overcome the FET's Miller effects. Finally, 
a combination of both high slew rate and high current 
is needed to complete the gate drive cycle. 

At turn-off this sequence is reversed, first demand
ing both high slew rate and high current simulta
neously. This is followed by the plateau region which 
is limited only by the maximum driver current. Fi
nally, there is high speed discharge of the gate to 
zero volts. 

U-137 
Optimization of a driv~r for this type of application 
can be difficult. In general, the MOSFET driver IC 
output stage is designed to switch as fast as the 
manufacturer's process will allow. 

CROSS CONDUCTION 

There are numerous tradeoffs involved in the design 
of these drivers beyond the obvious choices of 
number of outputs and peak current capability. Cross
conduction is defined as the conduction of current 
through both of the totem pole transistors simulta
neously from Vin to ground. It is an unproductive loss 
in the output stage which results in unnecessary 
heating of the driver and wasted power. Cross con
duction is the result of turning one transistor ON 
before the opposing one is fully off, a compromise 
often necessary to minimize the input to output 
propagation delays. 

An interesting observation is that cross-conduction 
is less of a concern with large capacitive loads 
(FETs) than with unloaded or lightly loaded driver 
outputs. Any capacitive load will reduce the slew of 
the output stage, slowing down its dv/dt. This causes 
a portion of the cross conduction current to flow from 
the load, rather than from the input supply through 
the driver's opposite output transistor. The power 
loss associated with a drivers inherent cross-con
duction is unchanged with large capacitive loads, 
however it is not caused by a "shoot-through" of 
supply current. 

DRIVER PERFORMANCE 

There are a variety of applications for MOSFET 
drivers - each with its own unique set of speed and 
peak current requirements. Most general purpose 
drivers feature 1.5 amp peak totem-pole outputs 
which deliver rise and fall times of approximately 40 
nanoseconds into 1 nanoFarad. Propagation delays 
are in the neighborhood of 40 to 50 nanoseconds, 
making these devices quite adaptable to numerous 
power supply and motor control applications. These 
specifications can be used for a comparison to those 
of a new series of higher speed and higher current 
devices, specifically, the UC1708, UC1710 and the 
UC1711 power MOSFET drivers. Each member in 
this group of ''third'' generation driver ICs features 
significant performance improvements oyer their 
predecessors with one parameter optimized for a 
specific set of applications. 

6-126 



APPLICATION NOTE 

MOSFET DRIVER IC FEATURE AND PERFORMANCE OVERVIEW 
TABLE 2. 

Feature UC 1. 708 

Number of outputs 2 
Peak output current (per output) 3A 

Noninverting input-output logic YES 
Inverting input-output logic 

Maximum supply voltage Vcc 35v 
Typical supply current Icc (1.) 16ma 

Remote Enable YES 
Shutdown Input YES 

Seperate grounds, signal and power YES (3) 
Seperate Vin and Vc pins 

8 pin DIL package YES 
16 pin DIL package YES 
5 pin TO-220 package 

Note 1. Typical Vc plus Vee current measured at 200KHZ, 50% duty cycle and no load 
Note 2. Using the device's other input 
Note 3. Package dependent 

UC1770 

1 
6A 

YES 
YES 

20V 
30ma 

YES (2) 

YES (3) 
YES (3) 

YES 
YES 
YES 

PROPAGATION DELAYS UC1711 BLOCK DIAGRAM 

The power supply industry's trend towards higher 
power densities has thrust switching frequencies 
well beyond one megaHertz in many low to medium 
power systems. With a one microsecond total con
version period, or less, the FET switching transitions 
should be in the order of low tens of nanoseconds 
to yield high efficiency. Additionally, the propagation 
delays from the driver input to output should be 
around ten nanoseconds for quick response. 

UC1711 

The UC1711 device features typical propagation 
delays of three and ten nanoseconds at no load, 
depending on the transition. Coupled with dual 1.5 
amp peak totem-pole outputs, this device is opti
mized for high frequency FET drive applications. Its 
all NPN Schottky transistor construction is not only 
fast, but radiation tolerant as well. 

A 
-INPUT 

B 
-INPUT 
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UC1711 

2 
1.5 A 

YES 

40V 
17ma 

YES 
YES 

OUTPUT 
A 

• OUTPUT 
B 

GND 
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GATE DRIVE POWER CONSIDERATIONS 

Perhaps the most popular misconception in the 
power supply industry is that a FET gates require NO 
power from the auxiliary supply - that both tum-on 
and turn-off are miraculously power free. Another 
fallacy is that the driver consumes all the measured 
supply current, Icc, and none of it is used to transition 
the gates. Obviously, both of these statements are 
false. . 

In reality, the power required by the gate itself can be 
quite substantial in high frequency applications. 
Calculation of this begins by listing the specified total 
gate charge for the FET device, Qg. 

U-137 

The gate power utilized in charging and discharging 
a capacitor at frequency "P' is: 

P(cap) = C * VA2 * F 

Substituting the gate charge for capacitance mUlti
plied by voltage (O=C*V) in this equation results in: 

p(gate) = Og * V • F 

The gate power required verses FET size and 
switching frequencies is tabulated for some common 
applications in Table 3. Table 4. transforms this 
power into driver input current at a nominal 12 volt 
bias. 

GATE POWER (mW) VS. SWITCHING FREQUENCY AND FET SIZE 

FET 
SIZE 

SWITCHING FREQUENCY (kHz) 

50 100 150 200 250 500 750 1MEG 

SIZE 1 10 18 28 36 46 90 136 180 

SIZE 2 16 30 46 60 76 153 226 300 

SIZE 3 28 54 82 108 136 275 406 504 

SIZE 4 48 96 144 192 240 480 720 960 

SIZE 5 100 200 300 400 550 1W 1.5W 2W 

SIZE 6 144 288 432 576 720 1.4W 2W >2w 

Table 3. 

DC SUPPLY CURRENT (rnA) VS. SWITCHING FREQUENCY AND FET SIZE 

SWITCHING FREQUENCY (kHz) 

50 100 150 200 250 500 750 1 MEG 

SIZE 1 1 1 2 4 5 6 10 12 

SIZE 2 1 2 4 5 6 10 16 20 

SIZE 3 2 4 6 8 10 16 26 36 

SIZE 4 4 8 10 12 16 32 48 64 

SIZE 5 8 14 20 26 32 66 100 130 

SIZE 6 10 20 28 38 <48 96 144 190 

Table 4. 
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The driver output stage can be modelled as a 
resistance to the respective auxiliary supply rail 
driving an ideal FET capacitor. All of the power used 
to charge and discharge the MOSFET gate capaci
tor is completely transferred into heat by the driver. 
This gate power loss adds to the driver's own power 
loss - resulting in a net driver power dissipation 
equal to it's input voltage, Vcc, multiplied by the sum 
of the gate and driver currents, Ig + Icc. This can 
be calculated or determined empirically by measuring 
the driver DC input voltage and current. 

THERMAL CONSIDERATIONS 

Proper IC package selection and/or device 
heatsinking is the only method available to insure a 
safe operating junction temperature, tj. All IC's are 
specified and graded for various junction temperature 
ranges, and priced accordingly. As a precaution, it 
should be noted that using a device outside its 
tested temperature range can result in poor perfor
mance, parameters which run outside their specifi
cations, and quite possibly - no operation at all. 

JUNCTION TEMPERATURE 

The junction temperature of the driver IC is obtained 
by first calculating the device's thermal rise above 
the ambient temperature. This is obtained by multi
plying the average input power (Vin*lin) by the 
device's thermal impedance to air, theta JA (Oja). 
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This term is then added to the ambient temperature 
to yield the resulting junction temperature, Tj. 

If the driver is thermally attached to a heatsink or 
"cold plate", then the thermal impedance from the 
device junction to it's package case, theta JC (Ojc) , 
is used to determine the thermal rise. Likewise, this 
thermal rise is added to the heatsink temperature to 
determine the junction temperature. In either case, 
the maximum junction temperature (tj(max)) should 
be determined and checked against the device's 
absolute maximum specification. 

Average supply currents for each of the three drivers 
of interest varies primarily with the switching fre
quency. Rather than listing each driver 
independently, an rough approximation of 25 
milliamps will be used as the driver current, regard
less of the specific device utilized and switching 
frequency. In addition, a typical supply voltage of 12 
volts results in a power dissipation by the driver itself 
of 300 milliwatts. 

The calculated gate power of Table 5. has been 
added to the estimated 300mW of device power to 
formulate Table 6. - the driver total power dissipa
tion. This is of particular interest in selecting a driver 
package (8 pin, TO-220, etc.) and heat sink determina
tion for a specific maximum junction temperature, or 
rise. Typical junction temperature rises vs. frequency 
and FET size for a IC package, and recommenda
tions are shown in table 7. 

AVERAGE POWER DISSIPATION (mW) VS. FREQUENCY AND FET SIZE 

SWITCHING FREQUENCY (kHz) 

50 100 150 200 250 500 750 1MEG 

SIZE 1 310 318 328 336 346 390 436 480 

FETSIZE SIZE 2 316 330 346 360 376 452 526 600 

SIZE 3 328 354 382 408 436 570 706 840 

SIZE 4 348 396 444 492 540 780 1.0W 1.3w 

SIZE 5 400 500 600 700 800 900 1.7W 2.4W 

SIZE 6 444 588 732 876 1.0W 1.7W 2.5W 3.1w 

Table 5. 
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PACKAGE RECOMMENDATIONS 

For P(diss) = or < 500mW 
A: 8 pin OIL, <40 Crise 
B: 8 pin OIL, <45 Crise 
C: 8 pin OIL, <50 Crise 

For P(diss) = or > 500mW 
(using heatsink), 
D: 8 pin OIL, <40 Crise 
E: 8 pin OIL, <50 Crise 

For P(diss) > 500mW 
F: TO-220 recommended 

SIZE 1 

SIZE 2 

SIZE 3 

SIZE 4 

SIZE 5 

SIZE 6 

50 100 

A A 

A 

B B 

B C 

C 0 

0 0 

SWITCHING FREQUEI':l9Y (kHz) 
" 

150 200 250 500 750 1 MEG 

B B B C 0 D 

B B B C 0 ,0 0 

C D 0 0 E F 

D 0 0 F F F 

0 E F F F F 

E F F F F F 

Table 6; 
HIGH POWER APPLICATIONS 

Most high power applications require the use of 
"monster" MOSFETs or several large FETs in par
allel for each switch. Generally, these are low to 
medium frequency applications (less than 200kHz) 
where obtaining a low Rds(on) is of primary concern 
to minimize the DC switch loss. It is not uncommon 
to find two, three and even four large devices used 
in parallel, although some of these combinations are 
unlikely from a cost versus performance standpoint. 

Table seven displays the individual FET device 
characteristics and several popular parallel ar
rangements. Listed in descending order is Rds(on) 
at room temperature and the total gate charge 
required. This will ultimately be used to determine 
the gate drive current in Table 8., total power dissi
pation in Table 9., and driver IC recommendation in 
Table 10 for various applications. 

PARALLELED MOSFET CHARACTERISTICS· TABLE 7. 
MOSFET 

ARRANGEMENT 

1 X SIZE 4 
1 X SIZE 5 
1X SIZE 6 
2XSIZE4(1) 
3XSIZE4(1~ 
4 X SIZE 4 ( ) 

Rds(on) Qg(nC) MOSFET Rds(on) 
effective total ARRANGEMENT effective 

0.85 63 2 X SIZE 5 0.200 
0.40 130 2 X SIZE 6 0.135 
0.27 190 3X SIZE 5 (1) 0.133 
0.425 126 4 X SIZE 5 (1) 0.100 
0.283 189 3 X SIZE 6 (2) 0.090 
0.213 252 4 X SIZE 6 (2) 0.068 

1. Consider another selection 2. Consider a "Monster" FET 

AVERAGE SUPPLY CURRENT (mA) VS. FREQUENCY AND FET SELECTION 

FET Rds 
ARRANGEMENT mohm 25 

2X SIZE 5 200 31 

2X SIZE 6 135 35 

3X SIZE 6 90 39 

4X SIZE 6 68 45 

"Includes 25mA of driver supply current 

SWITCHING FREQUENCY (kHz) 

50 

39 

45 

53 

63 

Table 8 
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75 

45 

53 

69 

82 

100 150 

51 65 

63 83 

73 91 

101 139 

Qg(nC) 
total 

260 
380 
390 
520 
570 
760 

200 

77 

101 

139 

177 
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POWER DISSIPATION (mW) VS. FREQUENCY AND APPLICATION 

SWITCHING FREQUENCY (kHz) 

FET Rds 
ARRANGEMENT mohm 25 50 75 100 150 

2 X SIZE 5 200 372 468 540 612 780 

2 X SIZE 6 135 420 540 636 756 1.0W 

3X SIZE 6 90 468 636 828 876 1.1W 

4XSIZE 6 68 540 756 984 1.2W 1.7W 

• Includes 300mW of driver dissipation Table 9 . 

DRIVER IC AND PACKAGE SELECTION GUIDE 

Selection Guide 
for < 50 Crise 

A: 8 pin OIL or 
20 pin PLCC 

B: 8 pin OIL 
with heatsink. 
or TO-220. 

C: TO-220 with 
heatsink 

FET 
ARRANGEMENT 

2X SIZE 5 

2X SIZE 6 

3X SIZE 6 

4X SIZE 6 

UC1710 DRIVER PERFORMANCE 

Rds 
mohm 

200 

135 

90 

68 

Table 10. 

SWITCHING FREQUENCY (kHz) 

25 50 75 100 150 

A B C C C 

B C C C C 

B C C C C 

C C C C C 
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200 

924 

1.2W 

1.7W 

2.1W 

200 

C 

C 

C 

C 

Although capacitive in nature, the FET "Miller" ef
fects and demands on the driver differ significantly 
than a true capacitor load as previously described. 

Table 11. shows the typical response of the UC1710 
"Miller Killer" driving a single APT5025BN (size 6) 
device and paralleled MOSFET combinations for 
reference. 

UC1710 RISE, FALL AND DELAY TIMES VS. LOADS 

TEST Tp Tt 
CONDITIONS Tp Tt Tp Tt +Tt +TP 

LH LH HL HL LH HL 

NO LOAD VDS 28 12 36 12 40 50 

ONE 0 28 26 38 30 54 68 

APT5025 350 28 35 40 30 63 70 

TWO 0 28 38 40 36 66 76 

APT5025 350 28 48 42 38 76 80 

THREE 0 28 48 42 48 76 90 

APT5025 350 28 60 44 58 88 92 

Table 11. 
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PERFORMANCE COMPARISONS 

"HOMEBREW" TOTEM·POLES VS. 
INTEGRATED CIRCUIT DRIVERS 

The prior lack of "off-the-shelf' high current or high 
speed drivers had prompted many to design their 
own gate drive circuits. Traditionally, an NPN-PNP 
emitter follower arrangement had been used in 
lower frequency applications as shown in Figure 7. 

+12V-----, 

INPUT TO LOAD 

GND-----' 

Figure 7 

+12V if 
~ PMOS 

INPUT I~ TO LOAD 

GND~NMOS 
Figure 8 

For higher speed applications, a P and N channel 
FET pair can be used as shown in figure 8. The 
circuit is configured with the P channel MOS as the 
upper side switch to simplify the auxiliary bias. 
Otherwise, a gate drive potential of ten volts above 
the auxiliary bias would required. 

Unfortunately, this configuration has a few draw
backs First, it leads to an inverting logic flow from 
the driver input to its output, complicating matters 
especially during power-up and power-down se
quences. Without a clever undervoltage lockout 
circuit the main power switch will tend to be ON as 
the auxiliary supply voltage is raised or lowered 
while the PWM is OFF. ' 

Cross conduction of both FETs is unavoidable with 
this configuration due to the difference between the 
gate threshold voltages of each device. Both P and 
N channel devices are cross conducting while their 
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input drive waveform is above Vgs(th) of the N 
device and below that of the P device. One technique 
to minimize the cross conduction peak current is to 
add some resistance between the FETs. While this 
does minimize the "shoot-through" current, it also 
limits the peak current available fo the load. This 
somewhat defeats the purpose of using the 
MOSFETs in the first place to deliver high currents. 
The resistor serves an additional purpose of damping 
the gate drive oscillations during the transitions. In a 
practical application, two resistors can be used in 
the place of one with the center-tap connecting to 
the FET gate, or load as shown in figure 9. 

12V SIZE3 
PMOS 

OUT A 0.5 
OHM 

INA 

UC (ea) 

3711 

OUTB 
30 

nF 
IN B L.......,....----' 

SIZE 2 
GND NMOS 

Figure 9 

The performance of the circuit in figure 9 was 
evaluated and compared to that of the UC1710 
driver into a 30 nanoFarad load. A size three P type 
FET and a size two N channel device were connected 
in series with two one-half ohm resistors to limit the 
shoot-through current. These FETs were driven 
from the UC1711 dual driver which can deliver 3 
Amp peak gate drive currents for rapid transitions. 
The results of this test are shown in figure 10. 

Driver PerformlnGC Into 3QnF 101d. 

Lines: solid=UC3710, dashed=discrete 
Figure 10. - VERT: 5V/OIV: HORIZ: 50 nS/OIV 
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The test results indicate very similar performance 
into this load from either technique. Obviously, the 
"homebrew" approach utilizes a total of three de
vices in comparison to a .single UC1710 driver to 
obtain essentially the same high speed performance. 
Additionally, the cost of the P channel FET alone 
may exceed the price of the UC1710 device, not to 

U-137 
mention the difference in PC board real estate. 
As a final note, the discrete FET approach 
required over 10 milliamps more supply current 
than the single UC171 0 driver or a increase in 
supply current of twenty percent. Results of 
this test shown in figures 11 and 12. 

RISE AND FALL TRANSITION PERFORMANCE INTO 30 nF 

RISE TIMES (Fig 11.) FALL TIMES (Fig 12.) 

PHOTO SCALES (BOTH): VERT=2V/DIV, HORIZ=10 nS/DIV 
LINES: SOLID = UC3710; DASHED = DISCRETE CIRCUIT OF FIGURE 9. 

POWER DEVICES 

IGBTs and MCTs: While existing generations 
of power MOSFETs continue to be enchanced 
for lower RDS(on) and faster recovery internal 
diodes, alternative new devices have also been 
introduced. Among the most popular, and 
viable for high voltage high power applications 
are IGBTs (Insulated Gate Bipolar transistors) 
and MCTs (MOS Controlled Thyristors). Although 
frequently drawn as an NPN structure, the IGBT 
actually resembles a PNP bipolar transistor with 
an internal MOS device to control the base 
drive. Indicative by its description, the MCT is 
essentially an SCR structure also utilitzing a 
MOS drive stage. Both devices offer significant 
cost advantages over MOSFETs for a given 
power capability. 

MOSFET, IGBT and MCT Gate Drives: There are 
numerous reasons for driving the MOSFET gate 

to a negative potential during the device's off 
state. Degradation of the gate turn-on threshold 
over time and especially following high levels of 
irradiation are amongst the most common. 
However, with IGBTs, the important concern is 
the ability to keep the device off following turn
off with a high drain current flowing. On larger 
IGBT's with ratings up to 300 Amps, inductive 
effects caused by the device's package alone 
can "kick" the effective gate-to-emitter voltage 
positive by several Volts at the die - even with 
the gate shorted to the emitter at the package 
terminals Actually, this is the result of the high 
current flowing in the emitter lead (package) 
inductance which can less than 1nH. The 
corresponding voltage drop changes polarity at 
turn off, thus pulling the emitter below the 
gate, or ground. If high enough, a fast turn off 
will be followed by a parasitic turn-on of the 
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sWitch, and potential destruction of the 
semiconductor. Applying the correct amplitude 
of negative gate voltage can insure proper 
operation under these high current turn-off 
conditions. Also; the negative bias protects 
against turn-on from high dV/dt related changes 
that could couple into the gate through the 
"Miller" capacitance. 

IGBT MCT 

COLLECTOR ANODE 

EMITIER CATHODE 

Figure 13 - IGBT and MCT Diagrams 

Unlike power MOSFET switches, IGBT 
transconductance continues to increase with 
gate voltage. While most MOSFET devices peak 
with about 10 to 12 Volts at the gate, IGBT 
performance steadily improves up to the 
suggested 16 Volt maximum gate voltage. 
Typically, most IGBT manufacturers recommend 
a negative drive voltage between -5 and -15V. 
Generally, it is most convenient to derive a 
negative voltage equal in amplitude to the 
positive supply rail, and ±15V is common. 

The gate charge required by an IGBT (for a given 
voltage and current rating) is noticeably less 
than that of a MOSFET. Part of this is due to the 
better utilization of silicon which allows the 
IGBT die to be considerably smaller than its FET 
counterpart. Additionally, the IGBT (being a 
bipolar transistor) does not suffer from the 
severe "Miller" effects of the MOS devices, 
easing the drive requirements in a given 
application. However, because of their 
advantages, most available IGBTs have fairly 
high gate charge demands - simply because of 
their greater power handling capability. 

In contrast, MCTs (MOS Controlled Thyristors) 
exhibit the highest silicon utilization level among 
power switching devices. While relatively new 
to the market, these devices are quickly gaining 
acceptance in very high power (above several 
kilowatts) applications because of their high 
voltage (1000V) and high current (to 1000A) 
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capability. Recently introduced parts boast 
maximum ratings to one megawatt, ideal for 
large industrial motor drives and high power 
distribution-even at the substation level. These 
devices are essentially MOS controlled SCRs and 
are intended for low frequency switch mode 
conversion. They will most likely replace high 
power discrete transistors, Darlingtons and SCRs 
because of their higher efficiency and lower 
cost. 

Gate Charge and Effective Capacitance 
with Negative Bias: While several MOSFET 
and IGBT manufacturers recommend negative 
gate voltages in the device's off state, few 
publish any curves or information about gate 
charge characteristics when the gate is below 
zero Volts. This complicates the gate drive 
circuit design as each IGBT, MOSFET or MCT 
switch must be evaluated by the user over the 
ranges of operation conditions. A test fixture 
as shown in Figure 14 can be used to provide 
empirical generalizations for devices of interest. 
A switched constant current source/sink has 
been configured using a simple dual op-amp to 
drive a "constant" 1 mA at the device under test 
(OUT). Gate voltage versus time can be 
monitored which provides the exact gate charge 
requirements for a given device. Any application 
specific requirements can also be accommodated 
by modifying the test circuit with external 
circuitry. 

Negative Gate Charge - Empirical Data: 
Several MOSFET, IGBT and MCT gate charge 
measurements were taken to establish the 
general characteristics with negative gate charge 
and effective capacitance during this third 
quadrant operation was calculated and compared 
to of the first quadrant specifications from the 
manufacturers data sheets. Figure 15 
demonstrates the general relationships of gate 
charges for comparison. 

Both the IGBT and MCT have similar negative 
bias gate charge requirements as with an applied 
positive bias. The MOSFET, however, exhibits a 
slightly reduced gate charge in its negative bias 
region, somewhere between 70 and 75 percent 
of its positive bias charge. The MOSFET's more 
significant "Miller" effect in the first quadrant is 
responsible for this since the higher effective 
capacitance during the plateau region does not 
occur with negative bias. 
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r-----------------------------_.~~~--_.--~TOOUT 

lK 

lK ,-----------------------------------. 
, NE5532 ! lK 

vee 8 f--_.----I----------I---+ +15V 

5NF 

INPUT r; 
+/.5V ~ , 
~! 6~-+----r_------~ 

51K 

51K 

-ri VEE + ~ 
, ' ·15V •.••••••••••••••••••••.•••••••••••• " 

1 0.1 0.1 I 

Figure 14 - Gate Charge Test Circuit 

+15 
MOSFET 

+10 

+5 

MCT 

VERT 5VIDIV HORIZ 50uSIDIV 

Figure 15 • Gate Charge Comparison Low to 
High Transition 

Total Gate Power - Negative Drive Voltage 
Applications: All of the previously presented 
gate power equations still apply, however they 
must be modified to include the additional 
charge requirements of the negative supply 
voltage. For the sake of simplicity, a 
multiplication factor can be used for recalculation 
of the exact figures. When identical amplitudes 
of positive and negative supply voltages are 
used, for example ±15V, then the gate power 
utilized can be simply multiplied by a factor of 
two. This completes the process for the IGBTs 
and MCTs. The total MOSFET gate charge, on 
the other hand, should only be multiplied by a 
factor of 1.7 to 1.75 to accommodate the 
reduced negative bias demands. Additionally, if 
a negative supply voltage different than the 
positive rail voltage is used, for example +15 
and -5, then the scaling factor must be adjusted 
accordingly. In this case, the new total gate 
power would be 1 + (-5/-15) or 1.33 times the 
initial 0-15V gate power for IGBTs and MCTs. 
The negative drive voltage scaling factor (-5/-
15) would be multiplied by the 70 to 75% index 
if a MOSFET were used instead of an IGBT or 
MCT. This would result in a 1.23 to 1.25 times 
net increase over the initial (O-15V) gate power 
demand. 

+10 

+5 

Vga 0 lI-+++.......,ffI+4-~(M+!~tM+I+WoI_-.......,I+WoI++-I 
(V) 

-5 

-10 

-15 

VERT5VIDIV HORIZ 50uSIDIV 

Figure 16 - Gate Drive Comparison High to 
Low Transition 

6·135 



APPLICATION NOTE U-137 
SUMMARY 

The need for higher speed and higher current FET 
driver ICs has become increasingly apparent as 
power conversion switching frequencies are pushed 
towards and beyond one megaHertz. Likewise, the 
quest for higher overall efficiencies has resulted in 
creation of large, even "monster" size MOSFET 
geometries. These industry trends have stimulated 
the development of innovative MOSFET driver ICs 
- ones which would significantly outperform any of 
their predecessors, including discrete versions. 

cessfully conquer the challenges of obtaining 
rapid transitions in MOSFET gate drive circuits. 

REFERENCES 
UNITRODE Application Note U-118, "New Driver 
IC's Optimize High Speed Power MOSFET Switching 
Characteristics", UNITRODE LINEAR IC DATA
BOOK, IC 600 

A new generation of high speed and high current 
MOSFET drivers has been presented. Each opti
mized for a unique blend of these attributes, the 
UC1708, UC1710 and the UC1711 devices suc-

INTERNATIONAL RECTIFIER Application Notes 
AN-937, AN-947 and Datasheets, I.R. HEXFET 
Power MOSFET DeSigners Manual HDB-4 

ADVANCED POWER TECHNOLOGY Databook 
1989 

HIGH CURRENT FET DRIVER CIRCUITS 

TYPE DESCRIPTION 

UC170513705 High Speed Power Driver 
(Single ended) 

UC1706/3706 Dual High Current 
MOSFET Compatible 
Output Driver 

UC1707/3707 Dual Uncommitted High 
Current MOSFET 

r" 
Compatible Output Driver 

UC170813708 Dual Non-Inverting 
Power Driver 

UC1709/3709 Dual High 
Speed FET Driver 

UC171 013710 High CurrentSpeed 
FET Driver 

UC1711/3711 Dual Ultra High 
Speed FET Driver 

UC3724 Isolated High Side Drive 
UC3725 for N-Channel 
(PAIR) Power MOSFET Gates 

UNITRODE CORPORATION 
7 CONTINENTAL BLVD .. MERRIMACK, NH 03054 
TEL. (603) 424-2410 ,FAX (603) 424-3460 

KEY FEATURES PACKAGE 

• '1.5A TotemPole Output 8 Pin 
• High Speed MOSFET Compatible OIL 
• low Quiescent Current 5 Pin 
• Low Cost Package TO-220 

• Dual, 1.5A Totem Pole Outputs 16 Pin 
• Parallel or Push-Pull Conversion OIL 

(1706Series) 'Batwing' 
• Internal Overlap Protection 
• Analog, Latched Shutdown 
• High-Speed, Power MOSFET Compatible 
• Thermal Shutdown Protection 
• 5 to 40V Operation 
• Low Quiescent Current 

• 3,0 Peak Current Totem Pole Output 8-Pin 
• 5 to 35V Operation OIL 
• 25n Sec Rise and Fall Times 16-Pin 
• 25n Sec Propagation Delays OIL 
• Thermal Shutdown and Under-Voltage 

Protection 
• High-Speed, Power MOSFET Compatible 
• Efficient High Frequency Operation 
• Low-Cross-Conduction Current Spike 
• Enable and Shutdown Functions 
• Wide Input Voltage Range 
• ESD Protection to 2kV 

• 1.5A Source/Sink Drive S-Pin 
• Pin Compatible with 0026 OIL 
• 40ns Rise and Fall into 1000pF 
• Low Quiescent Current 

• lOA Peak Current Capability S-Pin 
• 40ns Rise and Fall Times OIL 
• 40ns Delay Times (INf) 5-Pin · Low Saturation Voltage TO-220 

• : 25nS Rise and Fall into 1000pF 8-Pin 
• '15nS Propagation Delay OIL 
• '1,5Amp Source or Sink Output Drive 
• IOperation with 5V to 35V Supply 
• I High-Speed Schottky NPN Process 
• IS-PIN Mini-DIP Package 
• I Radiation Hard 

· Fully Isolated Drive for High Voltage S-Pin · 0% to 100% Duty Cycle OIL · 600kHz Carrier Capability (Pair) · Local Current Limiting Feature 
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UNITRODE CORPORATION APPLICATION NOTE U-143C 

NEW CHIP PAIR PROVIDES ISOLATED DRIVE FOR HIGH VOLTAGE IGBTs 

By Mickey McClure 
Application Engineer 

Motion Control Products 

Abstract 

Recent advances in the design of Insulated Gate Bipolar Transistors (IGBTs) have increased their capabili
ties to the point where they are replacing power MOSFETs as the switching device of choice for high volt
age/high current power supply and motor drive systems. Although switching speeds of IGBTs are generally 
slower than those of power MOSFETs, devices are now available with similar gate drive requirements. At 
the same time, these devices retain the inherent superior conduction characteristics of bipolar transistors. 
A new integrated circuit pair, the UC37261UC3727, provides a cost-effective way to drive IGBTs in "high
side" and isolated switching applications. This application note describes the operation of this chip pair, as 
well as the unique problems associated with driving IGBTs. Many of the concepts presented here are simi
lar to those presented in Unitrode Application Note U-127, written by John O'Connor, which describes the 
UC3724IUC3725 power MOSFET driver pair. This application note replaces Unitrode Application Note 
U-143 due to specification changes on the UC3727. 

INTRODUCTION 

IGBT OPERATION AND APPLICATIONS 

While power MOSFETs have many desirable fea
tures such as high peak current capability, wide 
safe operating area (SOA), and ruggedness, they 
do have some inherent disadvantages. Among 
these are conduction characteristics that are 
strongly dependent on temperature, voltage rating 
and die size. Furthermore, the conduction charac
teristics of power MOSFETs are largely insensitive 
to gate voltage, and for large values of drain cur
rent, the drain to source voltage is primarily a linear 
function of the drain current. This effect severely 
limits the maximum current capability of MOSFETs 
since power loss is a squared function of drain cur
rent (PL = RDS. (ID)2 ). 

IGBTs, on the other hand, function more like bipo
lar transistors than MOSFETs. The IGBT equiva
lent circuit consists of a PNP transistor driven by a 
low voltage MOSFET in a pseudo-Darlington con
figuration. Since the voltage drop across the IGBT 
is the sum of the voltage drop across the P-N junc
tion and the voltage drop across the driving MOS
FET, the total voltage drop across the IGBT can 
never go below a diode drop. This leads to greater 
power dissipation at low current levels than for a 
MOSFET. However, this disadvantage is greatly off
set by the fact that the conduction characteristics of 
IGBTs increase with increasing gate voltage. An in
crease in gate voltage leads to an increase in 
channel current for the driving MOSFET. This in 

turn leads to a reduction in voltage drop across the 
PNP. Furthermore, since the output PNP behaves 
largely like a bipolar transistor, voltage drop is not a 
linear function of collector current, which leads to 
much lower power dissipation at high current lev
els. Because of these superior characteristics, 
IGBTs can operate at much higher current levels 
than power MOSFETs of the same die size. 

OVERVIEW OF IGBT DRIVE REQUIREMENTS 
AND PROBLEM AREAS 

The conduction characteristics of an IGBT are 
similar to those of an N-channel MOSFET in that a 
positive gate-to-emitter voltage is required for con
duction. This characteristic leads to the problem of 
gate biasing in "high-side" drive applications. Since 
the gate must be biased above the high voltage in
put, high side drive requirements can lead to costly 
and complex gate circuits, as the gate must some
times be biased hundreds of volts above system 
ground. 

In addition to the biasing problem, other gate drive 
requirements include low drive impedance to re
duce switching losses, as well as sufficient current 
to charge the gate fast enough to achieve the de
sired switching time. The charge current require
ment is derived from the total gate charge (Og) as 
specified on the IGBT data sheet. Additionally, 
since the combination of high voltage and relatively 
fast switching speed results in both high dv/dt and 
di/dt, the gate is usually biased with a negative 
voltage during turn off to prevent transient turn on. 
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This requirement results ih added complexity for 
the gate drive circuitry. Finally some method must 
be implemented to protect the IGBT and/or other 
drive circuitry from damage during over current 
faults. 

Unitrode Application Note 'U-127 mentions several 
common approaches to solving the high side driver, 
problem. Among the common techniques used are 
floating power supplies for the driver circuitry, 
charge pump circuits, high voltage driver ICs, and 
optocoupler isolated driver circuits. Each of these 
techniques have limitations, and those limitations 
are discussed in detail in U-127. 

UC37261UC3727 DRIVER PAIR 

The UC3726/UC3727 IC pair provides an elegant, 
yet compact and cost-effective solution to the prob
lem of driving IGBTsin high side and isolated ap
plications. The chip pair is similar to the UC3724/ 
UC3725 chip pair, except optimized for the unique 
problems associated with driving IGBTs. Figure 1 
shows the basic circuit configuratiori for the 
UC3726/UC3727 circuit pair. In addition to the IC 
pair, a few passive components and a pulse trans
former are required to complete the circuit. Also, 
an optocoupler can be used to provide fault infor
mation to thl:1 UC3726 if it is desired. The optocou
pier can be eliminated and fault protection still 
provided by the UC3727 if it is not required to pass 
fault information back to the system. This feature is 
explained in detail in the fault section of this appli
cation note. 

The UC3726 transmitter generates a carrier signal 
that utilizes a unique duty cycle modulation tech
nique to transmit both command signal and power 

10 
Vee 

I 
I 
I 
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to the UC3727. Operating the carrier at high fre
quency, up to 750kHz, allows for minimum trans
former cost and size. Since the high voltage 
isolation is provided with a magnetic element in
stead of silicon, two low voltage ICs can be used. 
This leads to a very cost effective and simple solu
tion to the high voltage gate drive problem. 

The UC3727 comparator circuitry senses the trans
mitted duty cycle and decodes the ON/OFF gate 
drive command. A diode bridge rectifies thl:1 carril:1r 
input to providl:1 power to thl:1 IC. Thl:1 output gate 
drive signal is in phase with thl:1 command, and is 
guarantl:1l:1d to bl:1 16V. Intl:1rmediate high drive or 
clamp Il:1vl:1ls can be programml:1d for various pl:1ri
ods of timl:1 to limit surgl:1 currl:1nt. at turn on, and 
during short tl:1rm fault conditions. A bipolar voltagl:1 
supply is also provided to supply negative gate 
drive to insure that the IGBT remains off in the 
presence of high common mode slew rates. 

UC3726 DRIVE TRANSMITTER 

Figure 2 shows the block diagram for the UC3726 
drive transmitter IC. The major components of the 
circuit include two tri-Ievel output drivers with zero 
current sense detectors and control logic, a bias 
voltage generator with undervoltage lockout, a re
triggerable one shot, a TTL compatible input with 
hysteresis, as well as faLllt sense circuitry and con
trollogic. 

The circuit operates by using a unique duty cycle 
modulation technique to simultaneously pass 
ON/OFF command information and power to the 
UC3727 isolated IGBT high side driver. This tech
nique was originally developed for the UC3724/ 
UC3725 high side MOSFET driver pair. Application 

OUTA 141-----:.'I:I~.----~15 A 

OUTB 111---~ I '------~14 B 

VL I PVCo-C--v.IV-...--.--l13 CLAMP 

I D SA T+ 3 1-------' 
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U2 
UC3727 

o-A.tV\ .... ---17 FRC OUT 181-~r----"0I\rl 

COM 121--_--'W'v--~ 

o SAT - 4 I---'--..-W'v--o VCC 

Figure 1. UC37261UC3727 Circuit Pair 

6-138 



APPLICATION NOTE U-143C 

Figure 2. Drive Transmitter IC 

Note U-127 describes the operation of that chip 
pair, and many of the concepts are similar. Specific 
differences primarily relate to waveform timing. 

CARRIER FREQUENCYITIMINGIOUTPUT 
DRIVESIINPUT COMMAND 

By choosing a high frequency carrier, cost effi
ciency can be maximized. The carrier frequency 
uses both a one shot pulse width and the pulse 
transformer reset time to set the overall period. 
The one shot pulse width is set by the timing resis
tor (RT) and capacitor (CT). During the one shot 
pulse time CT, along with its parallel parasitic ca
pacitance, is charged with a constant current deter
mined by RT and the logic voltage VL: 

1) Ict = VU4RT 

For this and all other equations In this applica
tions note, all resistors are In ohms, all capaci
tors are In farads, and time Is In seconds. The 
parasitic capacitance of approximately 50pF adds 
to CT to form the total capacitance CTOT. This ca
pacitance charges from its initial value of 0.22 - VL 
until it reaches the threshold voltage of 0.5 - VL, at 
which time the one-shot pulse terminates. Using 
the currenVvoltage relationship for a capacitor of 
I=C(dv/dt) yields the pulse width time: 

2) Tpw = (GmT - (VL )(O.5-0.22))/lct = (GmT-
O.25VL - 4RT)NL = RT- GTOT- 1.1 

Notice that VL does not appear in the final equation 
for Tpw , and therefore the tolerance on VL does 
not affect the one shot period. During the one shot 

period "full" output voltage is applied across the pri
mary of the pulse transformer, with one output held 
at Vee-2.0V, and the other output held at 0.3\1. Dur
ing this time, transformer magnetizing current rises 
linearly at a rate determined by the transformer in
ductance and applied voltage: 

3) dildt = (VA-Va)/Lpri 

At the end of the one shot period, the control logic 
reverses the polarity of the applied voltage. During 
this time, one output is held at Vee - 0.6, and the 
other output is held at Vee + 0.4\1. The result is a 
"half" voltage applied across the transformer pri
mary which is opposite in polarity to the "full" volt
age, and the core is reset. The magnetizing current 
decreases at a linear rate which is half of the rising 
rate. The outputs are held in this state until the cur
rent sense detectors determine that the current in 
the transformer has reached zero. At that point, the 
one-shot is retriggered, and the cycle repeats. 
Since the reset rate is half the energizing rate, the 
reset time is twice as long as the energizing time. 
The overall period for the carrier frequency is 
therefore: 

4) TCF=3- Tpw 

Power is transferred to the UC3727 only during the 
one shot period. During this time the primary cur
rent is the sum of the magnetizing current and the 
load current. Since no power is transferred during 
the reset period, the primary current is composed 
of only demagnetizing current during this time. By 
switching when the current in the primary reaches 
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zero, the UC3726 assures that the core is reset, 
and there is no danger of saturation. 

Figure 3 shows steady state waveforms for a con
tinuous logic low input command. At time to the one 
shot pulse begins, and the voltage across CT 
charges until it reaches the threshold at time tl. 
The magnetizing current in the primary builds up 
linearly during this time. At t1 the one· shot period 
ends, and the primary current begins decreasing. 
At time 12 zero current is reached and detectors re
trigger the one shot, initiating the next one shot cy
cle. The waveforms for VA and VB reflect the half 
and full voltage concepts described previously. 

The downward slope on VeT is the result of an in
ternal timing circuit which provides a blanking inter
val which will not allow the output drivers to switch 
states while the inductor current is decreasing until 
a time period equal to the energizing period has 
expired. This protection feature is provided to pre
vent switching transients from triggering a state 
change on the output drivers prematurely. 

If a continuous high input is commanded, the 
waveforms for VA and VB are interchanged, and the 
magnetizing current is inverted. The UC3727 deter
mines command information by sensing the polar
ity of the full voltage at the transformer secondary. 
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This is described in detail lateJ in this application 
note. 

When a command transition occurs, the existing 
oscillator cycle is terminated, and a new cycle is 
started by applying full voltage ih the opposite po
larity. There is no danger of saturating the core, be
cause the current must fall to zero before a new 
one shot trigger can occur. Newly incorporated cir
cuitry prevents output jitter during a command tran
sition by assuring equal propagation delay to the 
output regardless of the point in the cycle that the 
transition occurs. 

FAULT/FAULT TIMING/FAULT RESET 

The UC3726 contains special circuitry to prevent 
drive information from being transmitted during 
fault conditions. The FAULT input to the chip is de
signed to interface with the UC3727 through an op
tocoupler. At power up the UC3726 FAULT pin is 
pulled high through an external resistor, and the 
fault logic is reset by the UVLO circuitry. 

Once its UVLO level is exceeded, the UC3727 
drives the FAULT pin low, and the fault logic is en
abled. After this point, the UC3727 will keep the 
FAULT pin low unless a fault is indicated. Special 
fault detection circuitry in the UC3727 detects over
current conditions (faults) and informs the UC3726 
through the FAULT Signal. To be recognized as a 
valid fault, the FAULT signal must remain high dur
ing the entire fault window. The timing for this win
dow is set by CF and RT and is determined by the 
following equation: 

5) tF=(CF. RT). 2.1 

If a valid fault is recognized, the fault latch is set, 
and the outputs will remain in the logic low states 
until the FRESET signal (input to the UC3726) is 
toggled high. This Signal should be powered up 
low, and remain low until a valid fault is recognized. 
Once the fault is cleared, the FRESET signal should 
be brought low again. The minimum pulse width on 
FRESET to guarantee a reset is 1l1sec. 

Figure 4 shows the waveforms for the FAULT cir
cuitry signals for a valid fault. It should be noted 
that use of this function requires a 'smart" system. 

VL 
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OV L 

VCF 
2.5V 

/'\ OV _IF_ 
VL 

I FI,..ATCH 

OV 

VL 

FRESET 
OV _______ -'-_IL 
Figure 4. Fault Circuitry Signals 
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The fault latch must be reset in order for operation 
to continue once a valid fault is recognized. If the 
optocoupler used has a high level of output capaci
tance, it may be necessary to provide a reset pulse 
to the FRESET pin of the UC3726 after it has com
pleted its power up sequence. Since a low to high 
transition on the FAULT pin indicates a valid fault, a 
slow rising waveform on this pin will result in a fault 
indication at power up. If this occurs, the output 
drive of the UC3726 will be latched off until the re
set pulse is provided. 

If this level of complexity is not desired or required, 
the FAULT input to the UC3726 can be perma
nently enabled by tying it low, allowing the UVLO 
circuitry to reset the fault latch. The UC3727 has 
additional fault protection circuitry that will protect 
the output IGBT independently, but the UC3726 will 
not be informed that a fault has occurred. Since the 
FAULT input to the UC3726 is tied low through a 
low impedance, the reset pulse after power up is 
not required for this case. 

SHUTDOWNIUVLO/LOGIC VOLTAGE OPERA-
TION . 

The UC3726 provides a shutdown pin (SHTDWN) 
which can be used to place the IC in a low power 
shutdown mode. By bringing this point high, the in
ternal reference is disabled, and supply current is 
reduced to 2.5mA typical. Since the typical supply 
current when the chip is active is 20mA, the power 
savings are substantial. While in shutdown mode, 
both the A and B output drives are held low 
(ground). If an external logic supply is used, it must 
also be disabled for the shutdown feature to work. 

The UC3726 also provides internal under voltage 
lockout (UVLO) circuitry. This feature will disable 
the internal reference, and disable the output driv
ers (hold at ground), if Vee is below 6.5V. It should 
be noted, however, that Vee must be held high 
enough to satisfy the UVLO feature of the UC3727. 
If the pulse transformer has a turns ratio of 1: 1 , 
Vee must be held at 28V to guarantee proper op
eration of the UC3727. This requirement is derived 
from the maximum saturation drops of the 
UC3726, as well as the UVLO, rectifier drops, and 
Vee specifications of the UC3727. For operation 
with Vee less than 28V, the turns ratio of the trans
former must be adjusted to provide enough voltage 
to the UC3727. This requirement is explained fur
ther in the output drive section of this application 
note, which provides detail on pulse transformer 
selection and design. 

The UC3726 also brings out the logic voltage sup
ply to a separate pin. If an external logic voltage 
supply is used, lee is reduced from 22mA typical to 
12mA typical. Regardless of whether an external 
logic supply is used or not, this pin must be by-
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passed to ground with a high quality ceramic ca
pacitor of at least 0.11!F. 

UC3727 ISOLATED HIGH SIDE IGBT DRIVER 

Figure 5 shows the block diagram of the UC3727 
high side IGBT driver IC. The major circuit compo
nents include a Schottky diode rectifier bridge, a 
differential sense comparator with hysteresis, a 
bias and reference generator including undervol
tage lockout circuitry and thermal shutdown, a high 
current gate driver stage with a programmable 
clamp drive level, a negative gate drive voltage 
supply, and fault detection and shutdown circuitry. 
An enable input is also provided to allow for stand 
alone operation with external bipolar voltage sup
plies. 

SIGNAL AND POWER INPUT/NEGATIVE 
POWER SUPPLY 

As shown on Figure 5, the input stage to the 
UC3727 both rectifies the input signal to supply 
power to the IC, and demodulates the input signal 
to determine the polarity of the gate drive com
mand. Because the rectifier bridge peak detects 
the input signal, power is only transferred to the 
storage capacitors during the "full" voltage portion 
of the duty cycle. This operating mode prevents the 
flow of any secondary current through the pulse 
transformer during the "half" voltage portion of the 
duty cycle. The primary current is therefore com
posed of only demagnetizing current during the re
set or "half" voltage portion of the cycle. Since the 
waveform is switched based on zero current detec
tion, the transformer core is completely reset each 
cycle. 

When "full" voltage is applied, the external storage 
capacitors are charged through the rectifier bridge. 
The energy stored in these capacitors is used to 
power the UC3727 circuitry, and to provide instan
taneous charge to the IGBT gate during turn on. A 
detailed description of proper capacitor selection is 
provided in the decoupling section of this applica
tion note. 

An internal "GND" amplifier maintains a floating 
common 16.5V below Vee. By referencing this 
common point to the emitter of the IGBT, the gate 
voltage can be driven to a negative voltage during 
turn off. 

The internal hysteresis comparator of the UC3727 
senses the polarity of the input command by deter
mining the polarity of the "full" input Voltage. The 
comparator threshold is only set or reset if the in
put voltage exceeds 0.95 • (Vee - VEE) or 0.95 • 
(VEE - Vee). The IGBT gate is turned on if the "full" 
voltage is positive with respect to common, and 
turned off if the "full" voltage is negative with re
spect to common. Note that this represents a logic 
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Figure 5. UC3727 High Side IGBT Driver IC 

inversion to account for the logic inversion in the 
UC3726. 

The UC3727 provides separate inputs for Vee, 
PVee, VEE, and PVEE. By separating the output 
driver supplies (PVee and PVEE) from the power 
supplies for the rest of the circuitry, better noise im
munity can be achieved. The PVee and PVEE in
puts should be isolated from their respective low 
current supplies by 3.3Q and bypassed to the IGBT 
emitter with 1.0~F capacitors as shown on Figure 
5. 

OUTPUT DRIVER STAGE 

The output stage of the UC3727 consists of a high 
current, bipolar power amplifier. The peak output 
current of 4A provides the ability to drive IGBT 
gates requiring large amounts of gate charge. In 
order to provide a controlled or ·soft" gate drive 
signal, the gate drive can be programmed for a two 
step turn on waveform. At turn on, the drive ampli
fier waveform will rise to a user defined clamp level 
for a user defined time duration. The benefits and 
uses of this clamp level are explained in further de
tail in the following section of this application note. 
After the time duration expires, the drive waveform 
will then rise to its maximum level (approximately 
15V). 

The common output of the UC3727 is designed to 
be referenced to the emitter of the IGBT to allow 

the gate to be driven negative during turn off. By 
regulating this common point to a fixed level below 
Vee, the remaining differential supply voltage (Vee 
- VEE) - (Vee - VeoM) can be used to generate the 
negative bias. 

Under voltage lockout is also featured in the 
UC3727. Because VeoM is a regulated point below 
Vee, the differential input voltage VA - VB must ex
ceed the maximum potential difference between 
Vee and VeoM, plus the UVLO level between 
VeoM and VEE, plus the diode drops of the rectifier 
bridge. In equation form this can be stated as: 

6) VA - VB ~ vee + VEEUVLO + 2VD 

The differential input voltage is supplied by the 
UC3726 through the pulse transformer (in most 
cases). Consideration must be given to Equation 6 
when selecting a supply voltage for the UC3726, 
and during pulse transformer selection. If worst 
case specifications are considered, the differential 
input voltage must be greater than 25.3V to guar
antee proper operation of the UC3727. 

OUTPUT CLAMP/sOFT TURN ON 

A common application of IGBTs involves driving 
clamped inductive loads. In this case, the maxi
mum allowable reverse recovery current of the 
clamp diode can be a limiting factor. One way to 
limit the reverse recovery current is to provide a 
soft turn on to the IGBT gate. Since the conduction 
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of the IGBT channel is sensitive to gate voltage, 
the peak current through the channel can be lim
ited by providing a clamp level during turn on. Un
fortunately, this will result in greater switching 
losses. Considerable care must therefore be taken 
when programming the clamp level and time dura
tion. Tradeoffs must be made at the system design 
level between reverse recovery current limitations 
and sw.itching losses. 

Referring to Figure 5, the clamp level is determined 
by a resistive divider between Vee and common. 
The clamp level is approximately the voltage level 
at the clamp input pin. As the gate voltage rises, 
the gate drive signal is ·caught" by the clamp cir
cuit at the clamp level. Because a significant 
amount of charge is rerouted through the clamp 
circuit at this point, the clamp pin must be by
passed to common with a high quality capaCitor of 
at least O.11lF. and the DC impedance of the clamp 
network should be limited to approximately 10k 
ohms. 

Also referring to Figure 5, the clamp time is set by 
the RC network at the TRC input to the UC3727. 
When a command is received to turn on the gate, 
the gate drive circuit rises to the clamp level, and 
the voltage at TRC is discharged by an internal 
current source. Once the threshold of Vecl4 is 
reached, an internal comparator trips, and full gate 
voltage is applied. The clamp period is determined 
by: 

(
RTRC - 7600'1 

7) Tp= RTRce CrRce In RTRo-12400) 

This RC network also determines the blanking time 
for the desaturation comparator. The desaturation 
comparator is used to detect fault conditions which 
result in the IGBT coming out of saturation while 
the gate drive is high. Due to the turn on delay of 
the IGBT, this comparator must be ignored after a 
command transition to the on state until the IGBT 
transitions into saturation. The blanking time re
quirement is derived from the turn on and satura
tion characteristics of the IGBT. 

VTRC 5V1Div 

VOUT 
10vIDiv 

OV 

OV 

~I 
2~Sec 

Figure 6. Gate Drive and TRC Waveforms 
Positive Gate Transition 
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Once the clamp time period has expired, the output 
driver increases the gate voltage to the fully on 
level. The voltage at TRC is then allowed to charge 
back to Vecl2. The total time it takes to discharge 
and recharge the capacitor defines the blanking 
period and is determined by: 

8) Tb == Tp + 0.4. RTRCCTRC 

Because we have two equations and two un
knowns, the clamp time and blanking time can be 
programmed independently. Figure 6 illustrates the 
gate drive waveform and the voltage at TRC during 
a positive gate drive transition. 

FAULTIFAULT TIMINGIDESATURATION AMPLI
FIER 

As described previously, IGBTs offer several ad
vantages over power MOSFETs due to their supe
rior conduction characteristics. They also exhibit 
several advantages over bipolar transistors and 
Darlingtons such as lower power dissipation and 
higher operating frequencies. Unfortunately, an 
IGBT that has been optimized for superior conduc· 
tion and efficiency, is generally vulnerable to dam· 
age due to short circuits or faults. Because of their 
high conductivity, short circuit currents for IGBTs 
can be quite high, making them susceptible to 
damage due to excess power dissipation. 

When building short circuit protection into an IGBT 
driver circuit, the response of the protection circuit 
must be fast enough to insure that the device is 
shut off before damage to the IGBT or any other 
part of the circuit occurs. At the same time, care 
must be taken to avoid nuisance triggering from 
short duration faults that do not result in any circuit 
damage. If the gate drive to the IGBT is shut off 
completely as soon as a fault is detected, the result 
may be an intolerable amount of nuisance shut 
downs. Therefore, it would be advantageous to pro· 
gram the allowable short circuit time as long as 
possible. 

If the gate drive voltage is reduced when a fault is 
detected, the short circuit current can be reduced, 
and therefore the short circuit time can be 
stretched. However, reducing the gate voltage also 
increases the saturation voltage of the IGBT, which 
is undesirable for normal conduction. Therefore, the 
ideal short circuit protection technique will reduce 
the gate voltage only when a fault condition is de
tected, and keep the gate voltage at the reduced 
level for as long as possible, before shutting down 
the IGBT completely. In order for this technique to 
work effectively, the maximum short circuit time as 
a function of gate voltage must be known. 

Referring again to Figure 5, the UC3727 provides a 
desaturation comparator designed to detect short 
circuit or fault conditions, and provide both short 
term and long term protection for the IGBT. The 
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DSAT + input to the comparator is biased off to aDC 
level which is higher than the maximum saturation 
level of the IGBT plus one diode drop. During nor
mal operation, the DSAT- input will be pulled down 
to the saturation voltage of the IGBT plus one di
ode drop. The blanking period discussed previously 
protects against false trips of the desaturation com
parator while the IGBT is turning on. 

If a fault occurs outside of the blanking interval, the 
gate drive will be reduced to the clamp level for a 
time period determined by the RC network at the 
FRC pin of the UC3727. The time period can be 
calculated by the following equation: 

9) Tf = RFRC. CFRC. In((R - 7BOO)/(R - 12400)) 

As soon as the fault is detected the FRPLY output 
of the UC3727 will go high. If the UC3726 is config
ured to accept this signal as an input, through an 
optocoupler or level shift network, its own fault tim
ing circuitry will be activated. 

If the desaturation event ends before the fault time 
has expired, the gate drive will be driven back to its 
maximum level, and FRPLY will go back low. In or
der to insure that the desaturation amplifier can ac
curately determine that a fault condition no longer 
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exists, the DSAT- input level must be biased higher 
than the desaturation level of the IGBT with the re
duced gate drive, plus a diode drop. 

If the desaturation event does not end within the 
fault time, the output gate drive will be driven com
pletely off, and the cnip will not accept a command 
to drive the gate high until a delay period has ex
pired. The equation for the delay period is deter
mined by the same RC network as the fault time: 

10) Td = 0.4. RFRC. CFRC 

Again, since there are two equations and two un
knowns, the fault time and delay time can be pro
grammed independently. FRPLY will remain high 
for the entire delay period. If the UC3726 is config
ured to accept .FRPLY as an input, it will have the 
ability to prevent any command to turn on the gate 
from being transmitted until its fault latch has been 
reset. Figure 7 shows the waveforms for fault sig
nals for both transient and long term faults. 

ENABLE INPUTISTAND ALONE OPERATION 

The UC3727 provides an. active low enable input 
for stand alone operation. This input is useful for 
operating the chip as a high side driver with iso
lated power supplies. The enable input can also be 
used to control the chip for low side driver applica
tions if external power supplies are available. If the 
UC3727 is not used in stand alone mode, i.e. it is 
driven by the UC3726, the enable input should be 
tied to common. 

If ENBL is used as a command input, the B input 
should be tied to vee, and the A input should be 
tied to VEE. Note the polarity change described pre
viously. The output gate drive will be driven high 
when ENBL is held at the same potential as com
mon, and the gate drive will held low when ENBL is 
tied to Vee. For low side driver applications ENBL 
can be controlled by a discrete transistor operating 
off of conventional logic. For high side driver appli
cations, ENBL must be controlled by an optocou
pier, or a discrete transistor operating off as a level 
shift network. Because the optocoupler or discrete 
transistor will function as an inverter in this case, 
the result will be positive logic to the output. There
fore, turning on the optocoupler or transistor will 
turn on the IGBT. Figure 8 shows a circuit diagram 
for using the ENBL input as a command input. 

If external power supplies as used for grounded 
emitter low side operation, common should never 
be connected to system ground. This pOint is not 
designed to sink the large amounts of current flow
ing out of the emitter of the IGBT. Both the positive 
and negative supplies should by bypassed to com
mon with capacitors, and the common output 
should be DC isolated from ground. 
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Figure 8. ENBL Used as Command Input 

PRACTICAL DESIGN CONSIDERATIONs/EXAM
PLECIRCUIT 

Figure 9 depicts a typical high side IGBT driver cir
cuit. All of the features of the IC driver pair are util
ized to provide maximum circuit protection and 
flexibility. This configuration might be used as a 
high side switch for a power supply, or it might form 
part of an H-bridge configuration for a motor driver. 
A resistive load is assumed in order to illustrate the 
high switching speeds of the driver pair. Real sys
tems would likely require driving clamped inductive 
loads, and switching speed would be purposely 
slowed to protect external components such as 

Vee 
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clamp diodes. Component values for the support 
circuitry are chosen based on the specific require
ments of the system. What follows is a step by step 
design procedure for a typical circuit. 

PULSE TRANSFORMER DESIGN CONSIDERA
TIONS 

Application note U-127 provides a detailed expla
nation of recommended transformer design criteria 
for the UC3724/UC3725 chip pair. Since the trans
former design procedure is similar for the 
UC3726IUC3727 chip pair, the theory is not re
peated in this application note. However, a trans
former has been designed by Coilcraft (03868-A) 
specifically for use with the UC3726/UC3727 pair. 
This transformer has been optimized for operation 
at 400kHz, resulting in small size and low cost. 
Since the maximum switching frequency for the 
IGBT is 1/4 of the transformer frequency, the re
sulting 100kHz maximum IGBT frequency is near 
the typical maximum operating range of power 
IGBTs. The following calculations provide a brief 
overview of the design of the 03868-A transformer: 

Assuming a Vc of 30V for the UC3726 and typi
cal total saturation drops of 2.3V for the output 
drivers, the resulting voltage across the trans
former winding will be 27.7V. Ignoring propaga
tion delay, and choosing a peak magnetizing 
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current of 35mA, the required primary induc
tance can be calculated using Equation 7 of U-
127: 

11) Lpri = «27.7V)(833ns))IO.035A = 659!!H 

The 833nsrepresents 1/3 of the period of the 
400kHz carrier, which is the pulse width time as 
defined by Equation 4 of this document: 

12) Tpw = 11(3. 400kHz) = 833ns 

Using Equation 8 of U-127, and an initial value 
of AL = 2000mH/1OO0 turns, an estimated 
number of turns is calculated: 

13) NrURNS = «659!!H. 1(I)12000y112 = 18 
turns 

From Equation 8 of U-127: 

14) Ae = «27.7V)(833ns)(Uf)I«18 turns) 
(0.05T)) = 0.256 etrf . 

A Magnetics core, P-41206-TC was chosen 
with the following specifications: 

AL = 2820mHl1 000 turns 

Ae = 0.221 cm2 

Ve = 0.554 cm3 

. Recalculating the number of turns yields: 

15) NruRNs = «659!!H)(1cf)12820y112 = 15.3 
turns, use 15 turns 

The flux density of the transformer design is 
then checked using Equation 8 of U-127: 

16) delta B = (f27.7V)(833ns)(1d')I«15 turns) 
(0.221 errf) = 0.069T 

To determine the core loss due to the magnetiz
ing current, the core loss vs. flux density curve 
for the core is consulted: 

At 400kHz and 0.069T, PL = 400mW/cm3 

Therefore, the core loss can be calculated as: 

17) PCL = (400mWlem3)(O.554 em3) = 222mW 

The transformer is wound with AWG #30 KY
NAR wire. In order to minimize leakage induc
tance, the primary and secondary windings are 
wound bifilar. The maximum DC resistance of 
the primary winding is 0.130 ohms, and there
fore resistive losses due to magnetizing current 
are minimal. There will be additional resistive 
losses due to bias current for the UC3727 and 
gate drive current for the IGBT. For IGBTs with 
large gate charge requirements, these losses 
may become significant, and the transformer 
design must be adjusted accordingly. 

In some cases it may be necessary to add a 
damping resistor across the transformer secon
dary to minimize ringing and eliminate false trig
gering of the hysteresis comparator. 
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Once the transformer design has been com
pleted, and an operating frequency has been 
chosen, . the values for AT and Cr can be se
lected. Since a wider selection of resistors is 
available than capacitors, we choose Cr = 
1oopt. We then use Equation 2 and a one shot 
pulse width of 833ns to determine RT : 

18) Rr= (833ns)I«100pF + 50pF). 1.1) = 5.1k 

Referring to Figure 9, this results in R2 = 5.1 k 
and C1= 100pF. 

OUTPUT DRIVE CONSIDERATIONS/CLAMP 
LEVEL AND BLANKING TIME 

In order to design the gate drive portion of the 
IGBT driver circuit, several criteria must be consid
ered to balance what sometimes are conflicting re
quirements. The ideal situation would involve 
switching the IGBT as fast as possible to minimize 
switching losses. However, there will be cases 
when it is desirable to redl!ce the switching speed 
of the IGBT. An example case would be slowing 
down the turn on time to limit the reverse recovery 
current into the free wheel diode when driving a 
clamped inductive load. Another example might be 
reducing the turn on time in a half bridge configura
tion to prevent cross conduction . 

In order to evaluate the drive requirements of the 
IGBT, the gate charge characteristics of the device 
are used. However, evaluating the gate charge 
does not lead to a good prediction of switching 
times as it does with power MOSFETs. The reason 
for this is the fact that IGBTs are minority carrier 
devices. This characteristics leads to slower switch
ing times than power MOSFETs due to base 
charge storage. The turn off time is much slower 
than the turn on time, and is characterized by a 
·tail· in the current waveform. To predict switching 
times of IGBTs, the manufacturers data sheets 
must be consulted for turn on delay (td on), rise 
time (tr), turn off delay (td off), and fall time tI. 

The drive circuitry should be deSigned so that addi
tional delay is not introduced due to gate charge 
requirements. In the example shown in Figure 9, an 
APT50GL60BN IGBT is used (500'1. 60A). The key 
timing specifications of this device are as follows: 

Total Gate Charge (09) = 11 OnC 

Turn On Delay (td on) = 15ns 

Rise Time (tr) = 50ns 

Turn Off Delay (td) = 55ns 

Fall Time (tI) = 350ns 

The UC3727 output stage is a 4A peak driver. The 
time required to charge the gate is therefore: 

19) TCH = 110nC14A = 27.5ns 
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Since this time is about half of the sum of the turn 
on delay time and the rise time, significantly reduc
ing the drive current will slow down the turn on time 
of the device. However the fall time of the IGBT is 
much longer (350ns), and therefore gate drive cur
rent does not significantly affect the turn off time. 

For the example circuit it is assumed that the fast
est switching speed possible is desired. However, 
since the UC3727 is rated for 4A peak drive cur
rent, a gate resistor is used to limit the peak cur
rent. Taking into account rectifier and saturation 
drops, the maximum swing of the gate voltage is 
20.5 volts. The gate resistor is therefore chosen by: 

20) R9 = 21.5V14A = 5.1ohm, use 5.6ohm 

For circuits like half bridge amplifiers where cross 
conduction is a concern, a diode can be used with 
dual gate resistors to provide a higher gate imped
ance for turn on than for turn off, to provide cross 
conduction protection. An example of this tech
nique is shown in the design example section of 
this application note. 

For circuits where the collector of the IGBT is sub
jected to high dv/dt, the gate resistor must be suffi
ciently small to prevent unwanted gate turn on due 
to voltage drop across the gate resistor when cur
rent flows through the Miller capacitance in the 
presence of the high dv/dt. For high current IGBTs, 
emitter inductance can also cause transient turn on 
in the presence of high di/dt, by pulling the emitter 
node negative. These problems are partially miti
gated by the negative gate bias of the gate drive in 
the off state, but the designer must be aware of the 
additional limitations in gate resistor selection if 
large values of gate resistors are desired. 

For large IGBTs the power rating of the gate resis
tor must also be considered. In order to determine 
the average power dissipated by the gate resistor, 
energy supplied to the capaCitor is determined by: 

21) E = (2){1/2) • CGATE. V 2 = (QGATE N) • 
V 2 = QGATE. V 

The factor of 2 comes from the fact that the gate 
must be both charged and discharged by the gate 
drive circuit. Each time the gate is charged or dis
charged, the gate drive circuit will dissipate an 
amount of energy which is equal to the amount of 
energy supplied to the gate. If we assume that the 
gate drive signal is running at 15kHz, the average 
power dissipated in the gate drive circuit is: 

22) PAVG = EfT = (QGATE. V)fT = QGATE. V. F 
= (110nC)(20.5V)(15kHz) = 34mW 

Obviously for this example power dissipation in the 
gate drive circuit is not a problem. However, for 
IGBTs with higher gate charge requirements, and 
higher operating frequencies, the power dissipa
tion can become significant, and must be taken into 
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consideration. To select the power rating of the 
gate resistor, assuming that all of the power in the 
gate drive circuit is dissipated in the gate drive re
sistor will lead to a conservative gate resistor rat
ing. If a power resistor is required, it should have 
low inductance. A wirewound resistor is not recom
mended for this application, but if one is used, it 
must be noninductively wound. 

The output of the UC3727 should be protected 
against adverse affects due to voltage overshoot 
on the gate drive signal by clamping the output cir
cuit to both Vee and Vee with Schottky diodes. 
This is done in the circuit shown in Figure 9 with a 
UC3612 dual Schottky diode. For a detailed expla
nation of this problem see Unitrode Application 
Note U-111. 

Once the gate drive resistor has been selected, the 
clamp level, clamp time, and desaturation amplifier 
blanking time must be selected. Choosing the 
clamp level involves a trade off between the soft 
turn on requirements and the short circuit charac
teristics of the IGBT. Basically the soft turn on re
quirements are derived from the reverse recovery 
characteristics of the free wheel diode if the IGBT 
is driving a clamped inductive load. Since the con
ductivity of the IGBT is reduced for lower gate volt
age, the maximum current that the free wheel 
diode sees during reverse recovery can be control
led. 

Since this example assumes a resistive load, the 
short circuit characteristics of the IGBT will deter
mine the clamp requirements. Unfortunately, the 
short circuit characteristics are not always well 
known. Considerable effort must expended to test 
the device and determine a safe clamp level and 
clamp time. Test data has suggested that for the 
IGBT used in this example, a reduction in gate volt
age to 10V will allow for a maximum short circuit 
time of about 40118 with a VDO of 200V. With full 
15V gate drive, the short circuit time would be 5118 
worst case. However, a secondary requirement of 
the clamp circuitry is that the protection circuitry 
must be able to recognize that the device is back in 
saturation if the fault goes away during the allow
able fault period. For a gate drive voltage of BY, the 
APT50GL60BN will remain in saturation at the 
peak normal current load of 20A. Therefore BV is 
chosen as a conservative number for the clamp 
level. 

Once the clamp level is known, the only other con
straint is that the DC impedance must be limited to 
approximately 10k ohms. With that in mind, refer
ring to Figure 9 we have: 

23) (16.5V)(R14/(R6 + R14)) = BV 

24) R6 + R14 = 10k 
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A solution of R6 = R14 = 5.1k will satisfy the de
sign requirements. The clamp input is also by
passed to common with 0.1 IlF as discussed in the 
output clamp section of this application note. 

As previously detailed, the clamp time on the rising 
edge of the gate drive waveform is only important 
when driving clamped inductive loads. For pur
poses of this example, this time is arbitrarily cho
sen as 0.5J.lS. The blanking time for the 
desaturation amplifier is limited by the maximum al
lowable short circuit time under full gate drive volt
age. This requirement stems from the fact that if a 
fault is present before the IGBT is commanded on, 
the UC3727 has no way of determining that the 
fault is present. Therefore, the IGBT will drive into 
the short circuit at full gate voltage for the duration 
of the blanking time. Since the maximum allowable 
short circuit time under these conditions is 5J.lS, the 
blanking time should be less, and 41ls was se
lected. Equations 7 and B can be solved simulta
neously to obtain C12 = 100pF, and R7 = 91 k. 

DESIGN CONSIDERATIONS FOR THE FAULT 
CIRCUITRY 

To program the fault circuitry, the short circuit char
acteristics of the IGBT are again used. The first 
consideration is the threshold of the desaturation 
comparator, which is programmed at the inverting 
input. For fast response, this trigger amplitude 
should be as low as possible. However, it must also 
be high enough to allow the comparator to recog
nize if a fault has gone away during the fault win
dow. As detailed in the previous section, the (GBT 
will be operating under reduced gate voltage at that 
time. 

The data sheets for the APT50GL60BN indicate 
that for a gate voltage of BV, and collector current 
of 20A, the collector to emitter saturation voltage is 
2V. Allowing for 1 V of margin, plus a maximum di
ode drop of 1 V, the DSAT- input is selected as 4V. 
The level is programmed by the voltage divider 
formed by R12 and R13, assuming the minimum 
level for Vee of 15.5V. This leads to R12 = 1Bk and 
R13 = 51k. 

The diode used in the fault circuit must be chosen 
for fast reverse recovery, low capacitance, and high 
breakdown voltage rating. The reverse recovery 
time should be at least an order of magnitude 
faster than the short circuit time rating of the 
IGBT. The capacitance should be low enough to 
prevent high currents from flowing into the DSAT- in
put in the presence of high dv/dt. Finally, the 
breakdown voltage rating must obviously be 
greater than the maximum (GBT collector voltage. 

If the IGBT collector voltage is relatively low, the di
ode can be replaced with a high value resistor. This 
solution has the advantages of low capacitance 

and no reverse recovery problems. However, ex
treme care must be exercised to insure that the re
sistor is large enough to prevent the DSAT + from 
overvoltage conditions formed by the resistive· di
vider when the IGBT is off. 

Another alternative for low power applications is to 
use a more conventional current sense resistor at 
the emitter of the IGBT. The DSAT+ input can be tied 
to the high side of the sense resistor, and the DSAT
input can be biased to some trip point proportional 
to emitter current.This allows for more precise con
trol of the maximum current through the IGBT. Usu
ally the voltage drop and power dissipation of the 
sense resistor are two high to make this a practical 
solution though. An example of this technique is 
shown in the examples section of this application 
note. 

R10 is chosen to provide adequate bias current to 
the diode to insure that it is in the on state when 
the IGBT is in saturation. R11 provides isolation 
between the diode and the DSAT+ input. Its selec
tion is fairly arbitrary, but the reverse recovery and 
capacitance characteristics of the diode must be 
considered to insure that excess current is not in
jected into the DSAT+ input during switching transi
tions. 

The next consideration is the selection of the time 
the gate will be held at the clamp level in the pres
ence of a fault, referred to as the fault window. 
Since the allowable short circuit time with a gate 
drive of 10V is 40J.lS, the fault window is selected 
as 10J.lS to allow for plenty of margin. The selection 
of the delay period should take into account the 
relative slow speed of optocouplers, and the timing 
requirements on the FRESET signal that must be 
provided to the UC3726. The blanking period is 
chosen as 100llS for this example. Using equations 
9 and 10 this leads to: 

25) 10J!s = (RB)(C13). In((RB - 7600)/(RB-
12400) 

26) 10q..,s = 0.4. (RB)(C13) 

These equations do not yield standard values 
when solved simultaneously. A close solution is 
C13 = 2200pF and RB = 91k. This results in a fault 
window of 11.BJ.lS and a blanking period of BOilS. 

The only remaining programmable option selection 
is the fault window timing for the UC3726. This 
time duration must be long enough to allow for the 
slow speed of the optocoupler. For this example, 
the optocoupler (CNY17) has a typical SWitching 
time of 10J.lS. Choosing C3 = 2200pF and solving 
Equation 5 results in a fault window of 23llsec. 

FILTERlDECOUPLING CAPACITOR CONSID
ERATIONS 
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Proper bypass capacitor selection is essential to in
sure proper operation of the UC3726/UC3727 chip 
pair. The UC3726 does not have the high peak cur
rent requirements that the UC3727 does and there
fore a high quality ceramic capacitor of about 1 ~F 
is usually sufficient. This capacitor must be located 
as close to the Vee and GND pins of the chip as 
possible. 

The UC3727 on the other hand must supply high 
peak currents during the charging and discharging 
of the IGBT gate. While all of the average current 
for the gate drive is ultimately supplied by the 
UC3726 through the pulse transformer, circuit in
ductances force most of the instantaneous peak 
current to come from the bypass capacitors. If in
sufficient bypassing is used, the ripple voltage at 
the UC3727 can be large enough to trip the under 
voltage lockout circuitry. 

In order to determine the maximum allowable ripple 
voltage, Equation 6 is used. The margin allowed in 
Equation 6 becomes the maximum ripple voltage. 
Since the ripple voltage results from charging the 
IGBT gate, the equation leads to the bypass re
quirements for PVee and PVEE: 

27) Vripple = (VA - VB) - (Vec + VEEUVLO + 2VD ) 

The ripple voltage will be composed of a gate 
charge component and an ESA component. The 
gate charge component results from the voltage 
drop of the bypass capacitor due to gate charge re
quirements. The resulting voltage drop of the de
coupling capacitor due to gate charge 
requirements is expressed as follows: 

28) dVCHARGE = QG!CBYPASS 

The ripple component due to ESA loss is directly 
proportional to the peak gate current. It is ex
pressed as: 

29) dVESR = /PEAK. ESR 

In Equation 29, ESA represents the equivalent se
ries resistance of the bypass capacitor. The sum of 
the voltage drops represented by Equations 28 and 
29 must not exceed the maximum ripple voltage. 

For the example shown in Figure 9, Equation 27 
yields a maximum ripple voltage of 1.6V. The peak 
gate current is limited to 4A, and therefore we can 
calculate the maximum allowable ESA from Equa
tion 9. If we use a maximum allowable ESA loss of 
O.SV we have: 

30) ESR = 0.5V/4A = 0.125 ohm (max) 

Allowing O.SV for the charge component of the rip
ple voltage sets the minimum value of bypass ca
pacitance: 

31) CBYPASS= 110nCI0.5V= 0.22!J.F(min) 

For this circuit a single 1 ~F capacitor on both the 
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PVee and PVEE pins of the UC3727 is sufficient. 
For larger values of gate charge the solution would 
involve a small ceramic capacitor for low ESA and 
a larger electrolytic capacitor in parallel to supply 
gate charge. To be conservative, a 1 O~F electrolytic 
capacitor is added between PVee and PVEE. The 
Vee and VEE pins are also bypassed as described 
earlier in this application note and resistive isola
tion is provided between the high power and low 
power voltage supplies. A18 is added to balance 
the supply currents to ensure active start up in the 
presence of slowly rising supply voltages. These 
equations only describe the minimum bypass re
quirements. If the system is particularly noisy, sig
nificantly more bypass capacitance may be 
required. 

TEST CIRCUIT RESULTS 

The example circuit was built and tested to verify 
operation, with the results shown in Figure 10. The 
waveforms for VE and IE are shown. Notice the 
characteristic "tail' in the turn off waveforms for 
both current and voltage. The tail results from the 
fact that IGBTs are minority carrier devices, and 
therefore have stored charge. At the beginning of 
turn off, the collector to emitter current decreases 
rapidly to the level of the hole recombination cur
rent for the device. At this point di/dt decreases, 
and the voltage and current waveforms tail off at a 
much slower rate. The reason for the bump in the 
voltage waveform is that as di/dt decreases, induc
tive voltage drops also decrease, and therefore 
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Figure 10. Test Circuit Waveforms (VPD = 375V) 
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more voltage· is dropped across the IGBT at the 
start of the tail. 

Figure 11 shows waveforms for the same circuit 
when tested with VDD = 375V. Notice the slower 
switching times due to the higher output voltage 
and current. 
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Figure 11. Test Circuit Waveforms (VPD = 375V) 

DESIGN EXAMPLES/APPLICATIONS 

The example circuit described earlier in this appli
cation note provides a good baseline for calculating 
component values for the required support circuitry 
for the IGBT driver pair. Many other circuit topolo
gies can be used with this chip set, and the same 
general rules apply as for the example circuit. The 
individual system designer must evaluate the par
ticular requirements, and make component selec
tions accordingly. This section illustrates some 
general circuit topologies which may be encoun
tered by a typical system designer. 

SENSING FAULTS WITH A CURRENT SENSE 
RESISTOR 

Figure 12 shows a way of detecting faults with a 
current sense resistor. The desaturation compara
tor is used to detect over current conditions. Using 
a resistor divider network from Vcc allows the trip 
level to be set at the DSAT- input to the comparator. 
Current is sensed at the emitter of the IGBT, with 
the filtered voltage across the current sense resis
tor fed into the DSAT+ input. This approach has an 
advantage for low power applications because 
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there is no diode in the protection circuit and there
fore no reverse recovery problems to worry about. 
Also with this technique, more precise control of 
the current limit is possible. A drawback to this ap
proach is that the filter time constant required may 
be too long for IGBTs that can not tolerate fault 
conditions for very long. Also, for high power appli
cations the power requirement for the sense resis
tor may be impractical. 

HALF BRIDGE OUTPUT CIRCUIT 

OUT I-'-'-+-~wv-ll 

UC3727 

CF Rs 

COM 1-'6_-+ ....... p-'oII~ 

14 
DSAT+ 

15 
DSAT-

Vee 

RSl 

RS2 

RL 

Figure 12. Detecting Faults with Current 
Sense Resistor 

Figure 13 shows a half bridge output circuit with a 
dual secondary transformer. The low side of the 
bridge is driven by a UC3727 with its polarity re
versed from the upper side driver. Cross conduc
tion is controlled by providing dual gate resistors for 
both upper and lower IGBTs. Carefully selecting 
RG1 and RG2 can provide fast turn-off and slow 
turn-on. If more accurate dead time between on 
commands for upper and lower IGBTs is required, 
the ENBL inputs can be used. USing an optocou-

PVcc1 Veo 
r--c~---, 

Figure 13. Half Bridge Output Circuit 
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01 

RLl 
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PVcc2 Vee 

VcC2 
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B OUT 02 

UC3727 

COM 

ENBL RL2 
VEE2 

-
Figure 14. Dual High Side Driver Circuit 

pier or level shift network, the ENBL input can be 
controlled separately to assure that cross conduc
tion is prevented. 

MULTIPLE ISOLATED DRIVER CIRCUIT 

Figure 14 shows a dual isolated driver circuit topol
ogy. By using a multiple secondary winding trans
former, several IGBTs can be driven 
simultaneously. Isolation, command signal, and 
power are provided to each IGBT by the single 
transformer. Obviously power dissipation in the 
UC3726 is a consideration, and ultimately will be a 
limiting factor in determining the maximum number 
of IGBTs that can be driven. The ENBL inputs can 
also be used to provide dead time between IGBTs 
if it is required. 

UC37261UC3727 IGBT EVALUATION KIT 

Unitrode Integrated Circuits has designed an 
evaluation kit which can be used to demonstrate 
the UC3726/UC3727 IGBT driver pair. The kit con
sists of a custom PC board, two each of the 
UC3726 and UC3727, a UC3612 Schottky diode 
pair, and one Coilcraft Q3868-A transformer. The 
purpose of this evaluation kit is to provide the user 
with a way of quickly demonstrating the driver pair 
for an individual application. 

The schematic, silkscreen, and artwork for the 
evaluation board are shown in Figures 15, 16, 17, 
and 18 respectively. The schematic for the evalu
ation board is identical to the schematic shown in 
the example circuit (Figure 9), except for some ad
ditional components which may be required to 
evaluate certain conditions. 

Table 1 shows the list of materials for the demo 
board for building the example circuit. If it is desired 
to evaluate other requirements than those de-

scribed in this application note, the same equations 
should be used to determine component values. 
For more information on obtaining this demo kit, 
contact Unitrode Integrated Circuits at (603) 429-
8610. 

SUMMARY 

By utilizing the new UC3726/UC3727 IGBT driver 
chip pair, a practical and cost-effective solution to 
the problem of driving high-side IGBTs can be real
ized. This chip pair incorporates several special 
features to provide fault protection and optimum 
gate drive. Using a high voltage isolation trans
former precludes the need for high voltage inte
grated circuits. This chip pair is ideally suited for a 
wide range of isolated IGBT driver applications. 
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Figure 15. IGBT Driver Pair Evaluation Board Schematic 

TABLE 1 

UC37261UC3727 IGBT ISOLATED DRIVER PAIR DEMO KIT 

LIST OF MATERIALS 

INTEGRATED CIRCUITS 

U-143C 

COLLECTOR 

R9 

C1, C12 
C3, C13 
C4, C11 

100pF, 35V 
2200pF, 35V 
0.111F, 35V 
111F, 35V 
111F, 35V 
10I1F, 35V 

U1* UC37261soiated Drive Transmitter 

C5, C8, C10 
C14,C16 
C6,C9 

DIODES 

01 UF4007, BV= 1000V 
(General Instrument) 

U2* UC37271soiated High SidelGBT Driver 
U3 CNY17 Optocoupler, 1 OIlS 
U4* UC3612 Schottky Diode Pair 

R1, R8, R11, Ropt 2k, 1/4W 
R2, R4, R6, R14 5.1k,1/4W 
R5 10k,1/4W 
R7, R8 91 k, 1/4W 
R9 5.60,1W 
R10, R12 18k, 1/4W 
R13 51k,1/4W 
R15, R16, R17 3.30,1/4W 

MAGNmCS 

n* Coilcraft Q3868-A 
*Inclueled with demo kit. 
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Power Supply Support 

UNITRODE PART NUMBER 
Feedback Signal Generators 

UC3901 UC39431 

Isolated Feedback Precision Adjustable Description Generator Shunt Regulator 

Amplitude Modulation Adjustable 100mA 
System Used to Shunt Regulator, 

Application Couple a Control Voltage Reference 
Signal Across a Optocoupler Driver, 
Voltage Isolation Voltage to Current 

Barrier Converter 

"Transformer "Multiple On-chip 
Couples Isolated Programmable 
Feedback Error Reference Voltages 
Signal "2.2Vt036V 

"Low Cost Operating Supply 
Alternative to Voltage and User 
Optical Couplers Programmable 

Key Features 
"5MHzCarrier Reference 

Provides Fast "Linear 
Response Transconductance 
Capability for Optocoupler 

"Modulator Feedback 

Synchronizable to Applications 

an External Clock 

Application I Design Note DN-19, DN-33, U-94 
Pin Count-:- 14, 16 8 
Page Number PSn-21 PSn-50 
.:. The smallest available pin count for thru·hole and surface mount packages. 
+ New Product 
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UC39432 

Precision Analog 
Controller 

Adjustable 100mA 
Shunt Regulator, 

Optocoupler Driver, 
Programmable 

Transconductance 
Voltage to Current 

Converter 

" Programmable, 
Linear 
Transconductance 
for Optimum 
Optocoupler Current 
Drive 

"Precision Reference 
and Error Amplifier 
Inputs Externally 
Available 

"2.2Vto 36V 
Operating Supply 
Voltage and User 
Programmable 
Reference 

ON-52 
8 

PSn-56 

UC3965 
Precision Reference 
with Low Offset Error 

Amplifier 

Used for High 
Precision PWM 

Switching Regulators 

"2.5V Precision 
Reference with 
0.4% Accuracy 

"Low 1mV Offset 
Error Amplifier 

"2X Inverting 
Amplifier I Buffer 
Output 

"Drivers Optocoupler 
Diode for Isolated 
Applications 

U-165 
8 

PSn-60 



Selection Guides - Power Supply Support [1D -
Power Supply Support (cont.) 

Load Share Controllers 
UNITRODEPARTNUMBER 

UC3902 UC3907 
Description 8-Pin Load Share Controller Load Share Controller 

Allows MuHiple Independent Allows Multiple Independent 
Power Supplies to be Power Supplies to be 

Application Paralleled so that Each Unit Paralleled so that Each Unit 
Supplies Only its Proportional Supplies Only its Proportional 
Share of Total Load Current Share of Total Load Current 
-Highly Tolerant of VoHage -Fully Differential High 

Differences Between Power Impedance Voltage Sensing 
Supply Return -Accurate Current Amplifier 

-2. 7V to 20V Operation for Precise Load Sharing 

Key Features - High Gain, Low Offset -Optocoupler Driving 
Current Sense Amplifier Capability 
Permits Low Shunt Resistor -4.5V to 35V Operation Values 

-Single Capacitor Sets Load 
Share Filter Response 

Application I Design Note U-129, U-163 U-129, U-163 

Pin Count+:· 8 16 

Page Number PSI7-27 PSI7-44 

Schottky Diode UNITRODE PART NUMBER 
Array I Bridges UC3610 UC3611 UC3612 
Description Dual Schottky Diode Bridge Quad Schottky Diode Array Dual Schottky Diode 

Eight-diode Array for High Four-diode Array for High Two-diode Array for High 
Current, Low Duty Cycle Current, Low Duty Cycle Application Current Bridges and VoHage Flyback VoHage Clamping for Clamps Flyback Voltage Clamping for 

Inductive Loads 

-Monolithic Eight-diode Array 

- High Peak Current 
-Low Forward VoHage 

Key Features 
- Fast Recovery Time 

Application I Design Note 
Pin Count+:· 8, 16 
Page Number PSI7-10 
.:. The smallest available pin count for thru-hole and surfrJce mount packages. 
+ New Product 

7-2 

Inductive Loads 

-Matched, Four-diode -Monolithic Two-diode Array 
Monolithic Array -High Peak Current 

-High Peak Current -Low Forward VoHage 
-Low Forward Voltage -Fast Recovery Time 
- Parallelable for Higher 
Current or LowerVoHage 
Drop 

DN-48 
8, 16 8 

PSI7-12 PS/7-15 



Selection Guides - Power Supply Support 

Power Supply Support (cont.) 

Supervisory and UNITRODEPARTNUMBER 
Monitor Circuits UC3543 UC3544 UC3730 UC3903 
Power Supply Monitor Single Single Quad 
Temperature Monitor Y 

Combines a 
Temperature 

Power Supply Power Supply Transducer, 
Precision 

Description Supervisory with Supervisory with Reference, and Quad Supply and 
av, UVand av, UVand Temperature Line Monitor 

Current Sensing Current Sensing Comparator for 
Maximum System 

Flexibility 
Voltage Clamp 
Voltage Range 5Vto35V 5Vto35V 8Vto 40V 
Window Adjust N N Y 
Current Range 
Current Limit Y Y N 
Programmable Threshold Y Y Y 
Programmable Time Delay Y Y Y 

Special Features Uncommitted 
av Inputs 

Application I Design Note DN-33 
Pin Count·:· 16 18 5,8,20 18 
Page Number PSI7-5 PSI7-5 PSI7-17 PSI7-32 

Supervisory and UNITRODE PART NUMBER 
Monitor Circuits UCC3946 

Description Microprocessor Supervisor 
wijh Watchdog Timer 

Application Accurate Microprocessor 
Supervision 

-Programmable Reset Period 

-Programmable Watchdog 
Key Features Period 

-1.5% Accurate Threshold 

-4mAIDD 
Pin Count·:· 8 
Page Number PPI7-88 
All products feature Pulse-by-Pulse Current Limiting and UVLO unleBB otherwise noted • 
.. The smallest available pin count for thru-hole and surface mount packages. 
+ New Product 
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[1JJ -
UC3904 

Quad 

Quad Supply and 
Line Monitor 

4.75Vto 18V 
Y 

N 
y 

Y 

18 
PSI7-39 
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~UNITROCE 
UC1543 
UC2543 
UC3543 

UC1544 
UC2544 
UC3544 

Power Supply Supervisory Circuit 
FEATURES 
• 

• 

• 
• 

• 
• 
• 

Includes Over-voltage, 
Under-voltage, And Current 
Sensing Circuits 

Intemal1 % Accurate 
Reference 

Programmable Time Delays 

SCR "Crowbar" Drive Of 
300mA 

Remote Activation Capability 

Optional Over-voltage Latch 

Uncommitted Comparator 
Inputs For Low Voltage 
Sensing (UC1544 Series 
Only) 

BLOCK DIAGRAM 

U.V. Sense 

N.J. Input 

VREF 

VIN 

Ground 

Inv. Input 

o.V. Sense 

Inv. 

N.!. 

DESCRIPTION 
The monolithic integrated circuits contain all the functions necessary to monitor 
and control the output of a sophisticated power supply system. Over-voltage 
(O.V.) sensing with provision to trigger an extemal SCR "crowbar" shutdown; an 
under-voltage (U.V.) circuit which can be used to monitor either the output or to 
sample the input line voltage; and a third op amp/comparator usable for current 
sensing (C.L.) are all included in this IC, together with an independent, accurate 
reference generator. 

Both over- and under-voltage sensing circuits can be externally programmed for 
minimum time duration of fault before triggering. All functions contain open collec
tor outputs which can be used independently or wire-or'ed together, and although 
the SCR trigger is directly connected only to the over-voltage senSing circuit, it 
may be optionally activated by any of the other outputs, or from an external signal. 
The O.V. circuit also includes an optional latch and external reset capability. 

The UC1544/2544/3544 devices have the added versatility of completely uncom
mitted inputs to the voltage sensing comparators so that levels less than 2.5V 
may be monitored by dividing down the internal reference voltage. The current 
sense circuit may be used with extemal compensation as a linear amplifier or as a 
high-gain comparator. Although nominally set for zero input offset, a fixed thresh
old may be added with an external resistor. Instead of current limiting, this circuit 
may also be used as an additional voltage monitor. 

The reference generator circuit is internally trimmed to eliminate the need for ex
ternal potentiometers and the entire circuit may be powered directly from either 
the output being monitored or from a separate bias voltage. 

Remote Reset 
Activate 
(Ground To Activate) 

U.V. Indicate 

S.C.R. Trigger 

O.V. Indicate 

Note: For each terminal, first number refers to 1543 series, second to 1544 series . 
• On 1543 series, this function is internally connected to VREF. 

4/97 
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ABSOLUTE MAXIMUM RATINGS 
Input Supply Voltage, VIN ..................................... 40V 
Sense Inputs, Voltage Range ............................... 0 to VIN 
SCR Trigger Current (Note 1) ............................... -600mA 
Indicator Output Voltage ...................................... 40V 
Indicator Output Sink Current. ................................ 50mA 
Power Dissipation (Package Limitation) ...................... 1000mW 
Operating Temperature Range 

UC1543, UC1544 ............................... -55°C to +125°C 
UC2543, UC2544 ................................ -25°C to +85OC 
UC3543, UC3544 .................................. O°C to +70°C 

Storage Temperature Range ........................ -65°C to +150°C 
Note 1: At higher input voltages, a dissipation limiting resistor, 

RG, is required. 
Note 2: Currents are positive-into, negative-out of the specified terminal. Con
sult Packaging section of Databook for thermal limitations 

CONNECTION DIAGRAMS 

UC1543 UC1544 
UC2543 UC2544 
UC3543 UC3544 

OIL-16, SOIC-16 (TOP VIEW) UC 1543 OIL-18, SOIC-18 (TOP VIEW) UC 1544 
J or N, OW Package UC2543 J or N, OW Package UC2544 

UC3543 UC3544 
-v--

SCR Trigger IT ~ VIN 
r-v--

SCR Trigger IT ~ VIN 

Remote [:g: ~ VREF 
Activate 

Reset [! ~ Ground 

Remote I! ~ VREF 
Activate 

Reset ~ ~ Ground 

O.V. Indicate [! ~ C.L. Output 

O.V. Delay @: gJ Offset/Comp 

O.V. Input @: TIl C.L. N.I. Input 

U. V. Input II 1QI C.L. INV. Input 

U.V. Delay @: ]] U.V. Indicate 

O.V. Indicate I:± ~ C.L. Output 

O.V. Oelay [§: ~ Offset/Comp 

O.V. N.I. Input @ ~ C.L. N.!. Input 

O.V. Inv. Input IT ~ C.L. Inv. Input 

U.V. N.I. Input [! ~ U.V. Indicate 

U.V. Inv. Input ~ ~ U.V. Delay 

PLCC-20, LCC-20 PACKAGE PIN FUNCTION 
(TOP VIEW) FUNCTION PIN 
Q or L Package N/C 1 

PLCC-20, LCC-20 PACKAGE PIN FUNCTION 
(TOP VIEW) FUNCTION PIN 
Q or L Package N/C 1 

SCR Trilllter 2 SCRTrillller 2 
Remote Activate 3 Remote Activate 3 
Reset 4 Reset 4 

/3 2 1 2019 
O.V. Indicate 5 
N/C 6 

O.V. Indicate 5 
/3 2 1 2019 N/C 6 

4 18 O.V. Delay 7 4 18 O.V. Delav 7 

5 17 O.V.lnout 8 5 17 O.V. N.1. Input 8 

6 16 N/C 9 

7 15 
N/C 10 
U.V.lnout 11 

6 16 O.V. INV. Inout 9 

7 15 
U.V. N.1. Input 10 
U.V. INV. Input 11 

8 14 U.V. Delav 12 
9 10 11 12 13 

U.V. Indicate 13 

8 14 U.V. Delav 12 
9 10 11 12 13 

U.V. Indicate 13 
C.L. INV. Inout 14 C.L. INV. Il}J)ut 14 

C.L. N.I. Inout 15 C.L.N.1. Input 15 
Offset/Comp 16 Offset/Comp 16 
C.L. Outout 17 C.L. Output 17 
Ground 18 Ground 18 
VREF 19 VREF 19 
VIN 20 VIN 20 
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UC1543 UC1544 
UC2543 UC2544 
UC3543 UC3544 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these specifications apply for TA = -55°C to + 125°C for the 
UC1543 and UCl544; -25°C to +85°C for the UC2543 and UC2544; and O°C to +70°C for the UC3543 and UC3544. Electrical 
tests are performed with VIN = 10V and 2kn pull-up resistors on all indicator outputs. All electrical specifications for the UC1544, 
UC2544, and UC3544 devices are tested with the inverting over-voltage input and the non-inverting under-voltage input externally 
connected to the 2 5V reference TA = TJ 

UC15431UC1544 UC35431UC3544 UNITS 
PARAMETER TEST CONDITIONS UC25431UC2544 

MIN TYP MAX MIN TYP MAX 
Input Voltage Range TJ = 25°C to TMAX 4.5 40 4.5 40 V 

TMINto TMAX 4.7 40 4.7 40 V 
Supply Current VIN = 40V Output Open TJ = 25°C 7 10 7 10 rnA 

TMIN < TJ < TMAX 15 15 rnA 
Reference Section 

Output Voltage TJ = 25°C 2.48 2.50 2.52 2.45 2.50 2.55 V 
OU!put Voltlig~ Over Temp_erature Ral1ge 2.45 2.55 2.40 2.60 V 
Line Regulation VIN = 5 to 30V 1 5 1 5 mV 
Load Regulation IREF = 0 to lOrnA 1 10 1 10 mV 
Short Circuit Current VREF = 0 -10 -20 -40 -12 -20 -40 rnA 
Temperature Stability 50 50 ppm/DC 

SCR Trigger Section 
Peak Outout Current VIN = 5V RG = 0 Vo = 0 -100 -300 -600 -100 -300 -600 rnA 
Peak Output Voltage VIN = 15V 10= -100mA 12 13 12 13 V 
Output Off Voltage VIN =40V 0 0.1 0 0.1 V 
Remote Activate Current RIA Pin = Gnd -0.4 -0.8 -0.4 -0.8 rnA 
Remote Activate Voltage RIA Pin Open 2 6 2 6 V 
Reset Current Reset = Gnd RIA = Gnd -0.4 -0.8 -0.4 -0.8 rnA 
Reset Voltage Reset ooen, RIA = Gnd 2 6 2 6 V 
Output Current Rise Time RL = 50n, TJ = 25°C, Co = 0 400 400 mAIllS 
Proo. Delav from RIA RL = 50n TJ = 25°C, CD = 0 300 300 ns 
ProP. Delay from ON input RL=50n TJ=25°C Co=O 500 500 ns 

Comparator Section 
Input Threshold (Input TJ = 25°C 2.45 2.50 2.55 2.40 2.50 2.60 V 
voltage rising on O.V. and 
falling on U.V.) 

Over Temperature Range 2.40 2.60 2.35 2.65 V 

II1P_ut Hysteresis 25 25 mV 
Inout Bias Current Sense Inout = OV -0.3 -1.0 -0.3 -1.0 uA 
Delay Saturation 0.2 0.5 0.2 0.5 V 
Delay High Level 6 7 6 7 V 
Delay Charging Current Vo=O -200 -250 -300 -200 -250 -300 uA 
Indicate Saturation IL= lOrnA 0.2 0.5 0.2 0.5 V 
Indicate Leakage VINo=40V .01 1.0 .01 1.0 uA 
Propagation Delay Input Over Drive = 2OOmV, TJ = 25°C, CD = 0 400 400 ns 

InputOverDrive=2OOmV TJ=25°C Co=l!lf 10 10 ms 
Current Limit Section 

Input Voltage Range 0 VIN-3V 0 VIN-3V V 
Input Bias Current Offset Pin Open VCM = 0 -0.3 -1.0 -0.3 -1.0 uA 
Input Offset Voltage Offset Pin Ooen, VCM = 0 0 10 0 10 mV 

10kn from Offset Pin to Gnd 80 100 120 80 100 120 mV 
CMRR 0<VcM<12V VIN-15V 60 70 60 70 dB 
AVOL Offset Pin Open, VCM = OV, 72 80 72 80 dB 

RL= 10k to 15kn L\VOUT = 1 to 6V 
Output Saturation IL= lOrnA 0.2 0.5 0.2 0.5 V 
Output Leakage VINo=40V .01 1.0 .01 1.0 uA 
Small Signal Bandwidth Av=OdB TJ=25°C 5 5 MHz 
Propagation Delay VOVERORIVE = 100mV, TJ = 25°C 200 200 ns 
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SCR Trigger Power Limiting 

c: 
200 

w 
() 
Z 
< 150 I-
(/J 

Ci5 
w 
a: 100 
w 
I-
< 
(!) 50 
(/J 
w a: 
w 0 

-l 
RECOMMENDED SERIES GATE 
RESISTANCE. Ro FOR USE WITH 
HIGHER SUPPLY VOLTAGES / 

V 
V 

RG>VIN -50 V - 0.2 V 
V 

V __ ~_ 
(/J 

Cl 
o 5 10 15 20 25 30 35 40 

a: 
VIN SUPPLY VOLTAGE - (V) 

Activation Delay vs Capacitor Value 

w 
~ .01 
< 
I-
o 
< .001-
a. 
< 
() 

>- .0001 .. _ ._~ .. _ .. _ .. 

.001 .01 0.1 to < 
-l 
W 
o DELA Y TIME - (Milliseconds) 

Current Limit Amplifier Gain 
a;- -- ---r·· -
~ 80 RT= ex) 

RT=100kO 
z I < 
(!) 70 RT=30kO 
w 
(!) RT=10kO < 
I- 60 .... 
0 
> 
D.. 50 
0 
0 .... 
z 40 
w 100 1k 10k 100k 1M 
D.. 
0 FREQUENCY - (Hz) 

10 

Note: Rr is connected from Offset Pin to Gnd. Values of 
Rr below 5.0k may cause Amplifier Cutoff at -5!bC. 
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UC1543 UC1544 
UC2543 UC2544 
UC3543 UC3544 

Comparator Input Hysteresis 

16JE~ I I JN6~RI 
VOLTAGE VOLTAGE 

INPUT IINPUT 
6 v 

S 

0 ~ 
v 

o C\I V 
It) It) It) 

N N N 

SENSE INPUT VOLTAGE - (V) 

Current Limit Input Threshold 

irlT - -Tr:~~··· 
200 --_._. 

I 1..1 _ RL z 2kO 
tlJ 100 I'\. _ 
< 70 
~ 50 
~ 30 
o 
6 
J: 
(/J 
W 
a: 
J: 
I-

:J: 

20 

> ~ ~~~ g~~ ~ ~ 
R T THRESHOLD SETTING RESISTOR - (0) 

Current Limit Amplifier Frequency Response 
c==;-:o;=-----a;-

80 VIN = 10V ~ 
RL = 2kO 
TJ = 25°C z ~ < 60 180 

(!) 
w 

w .... 
(!) (!) 
< 40 270 ~ I-.... 
0 w 
> (/J 

D.. 20 360 ~ 
0 D.. 
0 .01mFd TO GND .... o 100pF TO OUTPUT 
Z 
W 1k 10k 100k 1M 5M a. 
0 FREQUENCY - (Hz) 

GAIN MAGNITUDE 
PHASE ANGLE _____ 



UC1543 
UC2543 
UC3543 

UC1544 
UC2544 
UC3544 

APPLICATIONS (Pin numbers given for UC1543 series devices) 

Typical Application 

Roo 

RESET 

CD1 C02 

The values for the external components are determined 
as follows: 
Current limit input threshold, VTH = 1000 

R1 

CS is determined by the current loop dynamics 
VTH va ( R2 ) 

Peak current to load, Ip", -RS-C- + -R-SC- -R-2-+-R-3-

Sh rtc·"tC t I VTH a IrcUi urren, sc = RSC 

L r . v: (L '\ 2.5 (R4 + RS + R6) ow output voltage Imlt, 0 ow, = ----'---=RC""S-+---:-RC""6-"""':'" 

H' h If' v: (H' h) 2.5 (R4 + RS + R6) Ig output va tage Imlt, 0 Ig = R6 

Voltage sensing delay, to = to,OOOCd 

SCR . /. .. . R VIN-S trtgger power Imlttng reSIstor, G > ---
0.2 

Sensing Multiple Supply Voltages 
BIAS SUPPLY -----~-_ TO LM139 COMPARATORS 

MAIN 
POSITIVE 

SUPPLY 
--------------u~~3i 

GROUND 

ADDITIONAL 
POSITIVE 

SUPPLY 

NE~~~~~~ -----~r_~~ 
VOLTAGE 

Input Line Monitor 

LlNEjii 
INPUT -.3 

PIN 7 /\/\/\ /\ 25V 
INPUT T -t y -\=1- I- . 

Il-2.5V 

PIN8~ L 
DELAY 

ou~IM --------,1 I OFF 
L...J ON 

UNITRODE CORPORATION 
7 CONTINENTAL BLVD.' MERRIMACK, NH 03054 
TEL. (603) 424-2410 • FAX 603·424-3460 

MAIN 

1 

1 

1 

TO SHUTDOWN 
CIRCUIT 

MASTER POWER SUPPLY 
CONDITION INDICATOR 

Overcurrent Shutdown 

SUP:b~ _____________________ ~ 

BIAS ----------, 
VOLTAGE 

SCR 
"CROWBAR" 

R2 

~~~PLV--~R¥S~C_4~--------------~ 
RETURN 
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~UNITRODE 
UC1610 
UC261 0 
UC361 0 

Dual Schottky Diode Bridge 
FEATURES 
• Monolithic Eight-Diode Array 

• Exceptional Efficiency 

• Low Forward Voltage 

• Fast Recovery Time 

• High Peak Current 

• Small Size 

CONNECTION DIAGRAMS 

DIL-8 (TOP VIEW) 
N or J Package 

1 

PLCC-20 (TOP VIEW) 
QPackage 

DESCRIPTION 
This eight-diode array is designed for high-current, low duty-cycle applications 
typical of flyback voltage clamping for inductive loads. The dual bridge connection 
makes this device particularly applicable to bipolar driven stepper motors. 

The use of Schottky diode technology features high efficiency through lowered 
forward voltage drop and decreased reverse recovery time. 

This single monolithic chip is fabricated in both hermetic CERDIP and cop
per-leaded plastic packages. The UC1610 in ceramic is designed for -55°C to 
+125°C environments but with reduced peak current capability. The UC2610 in 
plastic and ceramic is designed for -25°C to + 125°C environments also with re
duced peak current capability; while the UC361 0 in plastic has higher current rat
ing over a O°C to +70°C temperature range. 

ABSOLUTE MAXIMUM RATINGS 
Peak Inverse Voltage (per diode) .................... 50V 
Peak Forward Current 

UC1610 ....................................... 1A 
UC2610 ....................................... 1A 
UC3610 ....................................... 3A 

Power Dissipation at TA = + 70°C ..................... 1 W 
Storage Temperature Range .............. -65°C to +150°C 
Lead Temperature (Soldering, 10 Seconds) .......... 300°C 

Note:Consult Packaging Section of Databook for thermal limitations and considerations of 
package. 

SOIC-16 (TOP VIEW) 
DWPackage 

3 2 1 2019 

:~~~ 
6 16 
7 15 
8 14 

9 10 11 12 13 
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UC1610 
UC261 0 
UC361 0 

ELECTRICAL CHARACTERISTICS: All specifications apply to each individual diode. TJ = 25°C except as noted. TA = TJ. 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 
Forward Voltage Drop IF = 100rnA 0.35 0.5 0.7 V 

IF= 1A 0.8 1.0 1.3 V 
Leakage Current VR-40V .01 0.1 rnA 

VR = 40V TJ = +100°C 0.1 1.0 rnA 
Reverse Recovery 0.5A Forward to 0.5A Reverse 15 ns 
Forward Recovery 1 A Forward to 1.1 V Recovery 30 ns 
Junction Caoacitance VR=5V 70 of 

Note:At forward currents of greater than 1.0A a parasitic current of approximately 10mA may be collected by adjacent diodes. 

everse Current vs Voltage 
r 

3000 I 

2000 I 

<' 1000 
~ 500 

300 
I- 200 z 
UJ 

100 a: 
a: 
:::J 50 
0 

30 
UJ 20 C!) 
« 10 lC 
« 

5 UJ TJ =75 C ...J 3 I 1 

2 TJ =25' 
1 I 

0 10 20 30 40 50 

REVERSE VOLTAGE - (V) 

everse Recovery Characteristics 

-IF=O.5A 
TA=25"C 

DIODE r CURRENT 
200mA DIV 

OA 

IR=O.5A-
I TRR -
(4.6ns,-

___ I __ ~_ 1 ___ ~..l ___ J. 

TIME. 2ns/DIV 

UNITRODE CORPORATION 
7 CONTINENTAL BLVD .• MERRIMACK, NH 03054 
TEL. (603) 424-2410 FAX (603) 424-3460 
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orward Current vs Voltage 

I
Z 
UJ 
a: 
a: 
:::J 
o 
c 
a: 
« s: 
a: 
o 

3.0 
2.0 ! 

1.0 

0.5 
0.3 
0.2 

0.1 

.05 

.03 
.02 

.01 

u.. .005 
.003 
.002 

.001 

: TJ =-55 C 

I TJ =25ci 
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FORWARD VOLTAGE - (V) 

orward Recovery Characteristics 

DIODE r VOLTAGE 
tOV/DIV 

OV 

+1 DIODE 
DIODE CURRENT 

CURRENT 500mA/DIV 
OA 

1...1 

TIME, 2ns/DIV 



~UNITRDDE UC1611 
UC3611 

Quad Schottky Diode Array 

FEATURES 

• Matched, Four-Diode Monolithic 
Array 

• High Peak Current 

• Low-Cost MINIDIP Package 

• Low-Forward Voltage 

• Parallelable for Lower VF or Higher IF 

• Fast Recovery Time 

• Military Temperature Range Available 

CONNECTION DIAGRAM 

OIL-8 (TOP VIEW) 
N or J Package 

1 

PLCC-20 (TOP VIEW) 
Q Package 
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4 W 18 

~ ~~~ 
;~~L15 
8 I I 14 

9 10 11 12 13 

DESCRIPTION 
This four-diode array is designed for general purpose use as individual 
diodes or as a high-speed, high-current bridge. It is particularly useful on 
the outputs of high-speed power MOSFET drivers where Schottky di
odes are needed to clamp any negative excursions caused by ringing on 
the driven line. 

These diodes are also ideally suited for use as voltage clamps when 
driving inductive loads such as relays and solenoids, and to provide a 
path for current free-wheeling in motor drive applications. 

The use of Schottky diode technology features high efficiency through 
lowered forward voltage drop and decreased reverse recovery time. 

This single monolithic chip is fabricated in both hermetic CERDIP and 
copper-leaded plastic packages. The UC1611 in ceramic is designed for 
-55°C to +125°C environments but with reduced peak current capability: 
while the UC3611 in plastic has higher current rating over a O°C to 
+70°C ambient temperature range. 
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ABSOLUTE MAXIMUM RATINGS 
Peak Inverse Voltage (per Diode) ................................. 50V 
Diode-to-Diode Voltage ......................................... BOV 
Peak Forward Current 

UC1611 .................................................... 1A 
UC3611 .................................................... 3A 

Power Dissipation at TA = + 70°C ................................. 1 W 
Storage Temperature Range .......................... -65°C to + 150°C 
Lead Temperature (Soldering, 10 Seconds) ...................... +300°C 
Note: Please consult Packaging Section of Databook for thermal limitations and 

considerations of package. 

UC1611 
UC3611 

ELECTRICAL CHARACTERISTICS: All specifications apply to each individual diode. TJ = +25°C except as 
noted. TA = TJ. 

PARAMETER TEST CONDITIONS MIN. TYP. MAX. UNITS 

Forward Voltage Drop IF = 100mA 0.3 0.4 0.7 V 

IF= 1A 0.9 1.2 V 

Leakage Current VR=40V 0.01 0.1 mA 

VR = 40V, TJ = +100°C 0.1 1.0 mA 

Reverse Recovery 0.5A Forward to 0.5A Reverse 20 ns 

Forward Recovery 1 A Forward to 1.1 V Recovery 40 ns 

Junction Capacitance VR=5V 100 pF 

Note: At Forward currents of greater than 1.0A, a parasitic current of approximately 10mA may be collected by adjacent diodes. 
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Forward Current vs Voltage 
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TYPICAL APPLICATIONS 

PWM/Oriver 
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A. Clamp Diodes - PWMS and Drivers 

B. Transformer Coupled Drive Circuits 

C. Linear Regulations 
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~UNITROOE 
Dual Schottky Diode 
FEATURES 
• Monolithic Two Diode Array 

• Exceptional Efficiency 

• Low Forward Voltage 

• Fast Recovery Time 

• High Peak Current 

• Small Size 

ABSOLUTE MAXIMUM RATINGS 

DESCRIPTION 

UC1612 
UC3612 

The two-diode array is designed for high-current, low duty-cycle applica
tions typical of flyback voltage clamping for inductive loads. 

The use of Schottky diode technology features high efficiency through low
ered forward voltage drop and decreased reverse recovery time. 

This single monolithic chip is fabricated in hermetic CERDIP as well as 
copper leaded plastic MINIDIP and SOIC surface mount power pack. The 
UC1612 in ceramic is designed for -55°C to +125°C environments, but 
with reduced peak current capability; while the UC3612 has hi rrent 
rating over a QOC to +7QoC ambient temperature range. 

Peak Inverse Voltage (per diode) .................... 50V 
Peak Forward Current, UC3612 ...................... 3A 
Peak Forward Current, UC1612 ...................... 1A 
Storage Temperature Range ............. -65°C to + 150°C 
Junction Temperature ................... -55°C to + 1 
Lead Temperature (soldering, 10 seconds) ........ . 

Currents are positive into, negative out of 
nal. Consult Packaging Section of 
tions and considerations of 

2 

3 

Pins 2, 3, 6, 7 are connected to substrate and must be electrically isolated. 
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UC1612 
UC3612 

ELECTRICAL CHARACTERISTICS : All specifications apply to each individual diode. TJ = 25°C except as noted. 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

Forward Leakage Drop IF= 100mA 0.49 0.55 V 

IF= 1AO 0.9 1.0 V 

Leakage Current VR=40V .01 0.1 rnA 

VR = 40V, TJ = 100°C 0.1 0.1 rnA 

Reverse Recovery 0.5A Forward to 0.5A Reverse 15 ns 

Forward Recovery 1 A Forward to 1.1 V Recovery 30 ns 

Junction Caplicitance VR=5V 70 pF 

Note: At forward currents of greater than 1.0A, a parasitic current of approximately 10mA may be col/ected by adjacent diodes. 

Reverse Current vs Voltage 
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Forward Voltage vs Current 
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~UNITROOE UC1730 
UC2730 
UC3730 

Thermal Monitor 
FEATURES DESCRIPTION 

• On-Chip Temperature Transducer 

• Temperature Comparator Gives 
Threshold Temperature Alarm 

• Power Reference Permits Airflow 
Diagnostics 

• Precision 2.5V Power Reference 
Permits Airflow Diagnostics 

• Transducer Output is Easily Scaled 
for Increased Sensitivity 

• Low 2.5mA Quiescent Current 

The UC1730 family of integrated circuit devices are designed to be used in 
a number of thermal monitoring applications. Each IC combines a tempera
ture transducer, precision reference, and temperature comparator allowing 
the device to respond with a logic output if temperatures exceed a user pro
grammed level. The reference on these devices is capable of supplying in 
excess of 250mA of output current - by setting a level of power dissipation 
the rise in die temperature will vary with airflow past the package, allowing 
the IC to respond to airflow conditions 

These devices come in an 8-Pin DIP, plastic or ceramic, a 5-Pin TO-220 or 
a PLCC-20 version. In the 8-Pin version, a PTAT (proportional to absolute 
temperature) output reports die temperature directly. This output is config
ured such that its output level can be easily scaled up with two external gain 
resistors. A second PTAT source is internally referenced to the temperature 
comparator. The other input to this comparator can then be externally pro
grammed to set a temperature threshold. When this temperature threshold 
is exceeded an alarm delay output is activated. Following the activation of 
the delay output, a separate open collector output is turned on. The delay 
pin can be programmed with an external RC to provide a time separation 
between activation of the delay pin and the alarm pin, permitting shutdown 
diagnostics in applications where the open collector outputs of multiple 
parts are wire OR'ed together. 

BLOCK DIAGRAM 

The 5-Pin version in the TO-220 package is well suited for monitoring 
heatsink temperatures. Enhanced airflow sensitivities can be obtained with 
this package by mounting the device to a small heatsink in the airstream. 
This version of the device does not include the PTAT output or the open 
collector alarm output. 

10194 

PTAT 
BUFFER THERMAL 

t--(_NA_) __ -.--~= COUPLING 
PTAT+ [ill r c~ ",i= .,. 
PTAT- 's'I (NA) l ~/T .... 

I..!!..I 7 

+VIN 

2.5V 
REFERENCE 

PTAT VOLTAGES 
5 mV/oK '\ 

~ _______ ~~(3~) 4 GND 

TEMPERA TU!'I!= \ _ 
ALARM 1 (4) COMPARATOR = 
DELA Y 1---....-, 

5kU (2) ALARM 
t-------------~8 THRESHOLD 

SET 

.-____ (_N_A~) 2 ALARM 
OUTPUT 

Pin numbers shown for 8-Pin DIP, ( ) number for 5-Pin TO-220. 
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ABSOLUTE MAXIMUM RATINGS 
Input Supply Voltage, (+VIN) ....................... 40V 
Alarm Output Voltage (8-Pin Version Only) ........... 40V 
Alarm Delay Voltage ............................. 10V 
Alarm Threshold Set Voltage ...................... 10V 
2.5V Reference Output Current ................. -400 rnA 
Alarm Output Current (8-Pin Version Only) .......... 0 rnA 
Power Dissipation at T A = 25°C (Note 2) ......... 1000 mW 
Power Dissipation at Tc = 25°C (Note 2) ......... 2000 mW 
Thermal Resistance Junction to Ambient 
N, 8-Pin Plastic DIP ......................... 11 O°CIW 
J, 8-Pin Ceramic DIP ........................ 110°CIW 

CONNECTION DIAGRAMS 

DIL-8 (TOP VIEW) 
N or J Package 

ALARM DELAY IT ----v-- !l ~M~~HOLD SET 

ALARM OUTPUT [:g: Il 2.SV REFERENCE 

+VIN @: !I PTAT-

GND @: ]] PTAT+ 

5-PIN To-220 (TOP VIEW) 
T Package 

~ 
+VIN 
ALARM DELAY 

~~~RM THRESHOLD 
2.SV REFERENCE 

"Tab is connected to GND 

SET 

UC1730 
UC2730 
UC3730 

T, 5-Pin Plastic DIP TO-220 .................... 65°CIW 
Thermal Resistance Junction to Case 
N, 8-Pin Plastic DIP .......................... 60°CIW 
J, 8-Pin Ceramic DIP ......................... 40°CIW 
T, 5-PinPlasticTO-220 ........................ 5°CIW 
Operating Junction Temperature ......... -55°C to +150°C 
Storage Temperature .................. -65°C to + 150°C 
Lead Temperature (Soldering, 10 Seconds) ......... 300°C 
Note 1: Voltages are referenced to ground. Currents are posi
tive into, negative out of, the specified terminals. 
Note 2: Consult Packaging section of Databook for thermal lim
itations and considerations of package. 

PLCC-20 (TOP VIEW) 
Q Package 

/3 2 1 2019 

4 18 

5 17 

6 16 

7 15 

8 14 
9 10 11 12 13 

PACKAGE PIN FUNCTION 

FUNCTION PIN 

N/C 1-3 
ALARM DELAY 4 
ALARM OUTPUT 5 
+VIN 6 
GND 7 
N/C 8-13 
PTAT+ 14 
PTAT- 15 
2.5V REFERENCE 16 
2.5V REFERENCE 17 
ALARM 18 
THRESHOLD SET 
N/C 19-20 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these specifications apply for TJ = O°C to +100°C for the 
UC3730, -25°C to + 100°C for the UC2730 and -55°C to + 125°C for the UC1730, 
+VIN =+5V, and PTAT-=OV. TA=TJ. 

PARAMETERS TEST CONDITIONS MIN TYP MAX UNITS 
INPUT SUPPLY 

Supply Current +VIN=35V 2.8 4.0 rnA 

+VIN=5V 2.3 3.5 rnA 

REFERENCE 
Output Voltage TJ = 25°C 2.475 2.5 2.525 V 

Over Temperature 2.46 2.54 V 

Load Regulation lOUT = 0 to 250mA 8.0 25 mV 

Line Regulation +VIN = 5 to 25V 1.0 5.0 mV 

TEMPERATURE COMPARATOR 
Temperature Comparator Threshold at 3000 K (26.85°C), Nominally 5mV/oK, 1.475 1.50 1.525 V 

VINPUT High to Low 

Temperature Error -10 10 °C 

Threshold Line Regulation +VIN = 5 to 25V 0.005 0.02 %N 

Temperature Linearity Note 2 2.0 5.0 °C 

Threshold Hysteresis 3.0 8.0 15 mV 

Input Bias Current VINPUT at 1.5V -0.5 -0.1 IIA 
Max Output Current VOUT = 1V 1.2 3.0 rnA 
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UC1730 
UC2730 
UC3730 

ELECTRICAL Unless otherwise stated, these specifications apply for TJ = O°C to +1 OO°C for the UC3730, 
CHARACTERISTICS (cont): -25°C to + 100°C for the UC2730 and -55°C to +125°C for the UC1730, +VIN = + 5V, and 

PTAT-=OV. TA=TJ. 

PARAMETERS TEST CONDITIONS MIN TYP MAX UNIT 

TEMPERATURE COMPARATOR (cont.) 

Output Leakage Current VOUT= 1V 0.01 1.0 !IA 
PTAT BUFFER (8-Pin N, or J Version Only) 

Output Voltage at 3000 K (26.85°C), Nominally 5mV/oK 1.460 1.50 1.54 V 

In 10X Config. + VIN = 25V 14.6 15 15.4 V 

Temperature Error -12 12 °C 

Temperature Linearity (Note 2) 2.0 5.0 °C 

Line Regulation +VIN = 5 to 25V 0.02 0.04 %N 

Load Regulation lOUT = 0 to 2mA 1.0 3.0 mV 

Dropout Voltage PTAT + TO +VIN 1.9 2.5 V 

Input Bias Current at PTAT-Input -3.0 -1.0 itA 

ALARM BUFFER COMPARATOR (8-Pin N, or J Version Only) 

Threshold Voltage (VTH) Alarm Delay Input Low to High 1.1 1.2 1.3 V 

Threshold Hysteresis Voltage Alarm Delay Voltage> VTH 100 250 mV 

Input Bias Current Alarm Delay Voltage < VTH 0.1 0.5 !IA 
Max Output Current VOUT= 1V 7.0 15 mA 

Output Sat Voltage IOUT=3mA 0.25 0.45 V 

Note 2: This parameter is guaranteed by design and is not tested in production. 

APPLICATIONS AND OPERATION INFORMATION 
Scaling the PTAT Output (8 Pin Version Only) 

---I 
PTAT I rPFE

" 
--5 A VOUT 

SOURCE T - I I Rl VOUT=5X(1+:~)mv 1 0 K 
PTAT 

5mV/oK ~ 

UC~3~_~ ? R2 

~ 

<' 500 
S 
'E 400 

r--..""" ~ 
I ~ 

~ -~ 
~J=-55 C 

::::l 
O 300 TJ=100°C ~ ~ I ~ 'S 200 V ....... ~ Q. 

TJI=25~C - ~ 'S 
0 100 " "-w 

0 a: 
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VIN (V) 

VREF Maximum Output Current vs Input Supply 
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(Recommended Range for R1 is 2k to 4k) 
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UC1730 
UC2730 
UC3730 

APPLICATIONS AND OPERATION INFORMATION (Cont.) 

Setting a Temperature Threshold 

TEMPERATURE 
COMPARATOR 

1.25V 

TEMPERATURE 
COMPARATOR 

UNITRODE CORPORATION 

----, 
UC1730 I 

I 
I 
I 

____ ---1 

----, 
UC1730 I 

I 
I 
I 

____ -.J 

7 CONTINENTAL BLVD .• MERRIMACK, NH 03054 
TEL. (603) 424-2410 FAX (603) 424-3460 

R1 

R2 
R3 

C1 (OPTIONAL 
DELAY CAPACITOR) 
DELA Y -. 7R3C1 

ALARM SIGNAL 

Temperature Threshold (OC) 

=( 2.5V )X~-273.15 
0.005 R1+R2 

Note:For airflow monitoring a power dissipation 
level can be set with a resistive load, RL, on the 
reference output. 

Dual Speed Fan Control 

R1 

R2 

R3 
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FAN CONTROL 
SIGNAL 

o V ----"-----' 
TL TH 

TEMPERATURE 

OV-LOW SPEED 
2V-HIGH SPEED 

TH(OC) = 2.5V x ~ - 273.15 
0.005 R1+R2 

TL(OC) = 2.5V x ~ - 273.15 
0.005 R1+RX 

R3 
Where: RX =R2 x R2 + R3 



~UNITRODE 
UC1901 
UC2901 
UC3901 

Isolated Feedback Generator 
FEATURES 
• An Amplitude-Modulation System for 

Transformer Coupling an Isolated 
Feedback Error Signal 

• Low-Cost Alternative to Optical 
Couplers 

• Internal 1 % Reference and Error 
Amplifier 

• Internal Carrier Oscillator Usable to 
SmHz 

• Modulator Synchronizable to an 
External Clock 

• Loop Status Monitor 

UC1901 SIMPLIFIED SCHEMATIC 

DESCRIPTION 
The UC1901 family is designed to solve many of the problems associ
ated with closing a feedback control loop across a voltage isolation 
boundary. As a stable and reliable alternative to an optical coupler, these 
devices feature an amplitude modulation system which allows a loop er
ror signal to be coupled with a small RF transformer or capacitor. 

The programmable, high-frequency oscillator within the UC1901 series 
permits the use of smaller, less expensive transformers which can readily 
be built to meet the isolation requirements of today's line-operated power 
systems. As an alternative to RF operation, the external clock input to 
these devices allows synchronization to a system clock or to the switch
ing frequency of a SMPS. 

An additional feature is a status monitoring circuit which provides an active
low output when the sensed error voltage is within ±10% of the reference. 
The DRIVERA output, DRIVERS output, and STATUS output are disabled 
until the input supply has reached a sufficient level to allow proper operation 
of the device. 

Since these devices can also be used as a DC driver for optical couplers, 
the benefits of 4.S to 40V supply operation, a 1 % accurate reference, and a 
high gain general purpose amplifier offer advantages even though an AC 
system may not be desired. 

~------------------------------------------------------------------~ 
I 

VIN 
I 
I 

STATUS I 
I 
I 
I 
I 
I 
I 
I 
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,----+--+----110 NI 

CaMP 
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1.5 VOLT REFERENCE 

2.Sk 

"----+-----------17 GND 
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ABSOLUTE MAXIMUM RATINGS (Note 1) 
Input Supply Voltage, VIN .......................... 40V 
Reference Output Current ....................... -10mA 
Driver Output Currents .......................... --35mA 
Status Indicator Voltage ........................... 40V 
Status Indicator Current .......................... 20mA 
Ext. Clock Input .................................. 40V 
Error Amplifier Inputs ..................... -{).5V to +35V 
Power Dissipation atTA= 25°C .................. 1000mW 
Power Dissipation at Tc = 25°C ................. 2000mW 
Operating Junction Temperature .......... -55°C to +150°C 
Storage Temperature ................... -65°C to +150°C 
Lead Temperature (Soldering, 10 seconds) .......... 3OQ°C 

Note 1: Voltages are referenced to ground, Pin 7. Cur
rents are positive into, negative out of the specified termi
nal. 

SOIC-16 Wide (TOP VIEW) 
OW Package 

+VIN 

STATUS 

N/C 

COMP 

INV 

NI 

VREF 

RT 

TEMPERATURE AND PACKAGE SELECTION 
GUIDE 

TEMPERATURE AVAILABLE 
RANGE PACKAGES 

UC1901 -55°C to +125°C J,L 
UC2901 -40°C to +85°C D,DW J N Q 
UC3901 O°Cto +70°C DDWJNQ 

CONNECTION DIAGRAMS 

OIL-14, SOIC-14 (TOP VIEW) 
J or N Package, 0 Package 

PLCC-20, LCC-20 (TOP VIEW) 
Q, L Packages 

N/C 
CT 

N/C 

EXTCLK 

DRIVERB 

N/C 

DRIVERA 

N/C 8 

N/C 
GND 
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+VIN 

STATUS 

COMP 

INV 
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VREF 
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VIN 

UC1901 
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COMP 

INV 

N/C 

NI 
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VREF 
RT 
N/C 



UC1901 
UC2901 
UC3901 

ELECTRICAL CHARACTERISTICS Unless otherwise stated, these specifications apply for VIN = 10V, RT = 10ka, CT = 
820pF, TA=TJ. 

PARAMETER TEST CONDITIONS UC1901IUC2901 UC3901 UNITS 
MIN TYP MAX MIN TYP MAX 

Reference Section 
Output Voltage TJ = 25°C 1.485 1.5 1.515 1.47 1.5 1.53 V 

TMIN ~TJ ~ TMAX 1.470 1.5 1.530 1.455 1.5 1.545 
Line Reoulation VIN = 4.5 to 35V 2 10 2 15 mV 
Load Regulation lOUT = 0 to 5mA 4 10 4 15 mV 
Short Circuit Current T =25°C -35 -55 -35 -55 mV 

Error Amplifier Section (To Com~ ensation Terminal) 
Input Offset Voltage VCM= 1.5V 1 4 1 8 mV 
Input Bias Current Vr:1J = 1.5V -1 -3 -1 -6 uA 
Input Offset Current VCM= 1.5V 0.1 1 0.1 2 llA 
Small Sianal Open Loop Gain 40 60 40 60 dB 
CMRR VCM = 0.5 to 7.5V 60 80 60 80 dB 
PSRR VIN= 2 to 25V 80 100 80 100 dB 
Output Swina, il Vo 0.4 0.7 0.4 0.7 V 
Maximum Sink Current 90 150 90 150 uA 
Maximum Source Current -2 -3 -2 -3 mA 
Gain Band Width Product 1 1 MHz 
Slew Rate 0.3 0.3 VtllS 

Modulators/Drivers Section {From Comllensation Terminal) 
Voltaoe Gain 11 12 13 10 12 14 dB 
Output Swing ±1.6 ±2.8 ±1.6 ±2.8 V 
Driver Sink Current 500 700 500 700 !LA 
Driver Source Current -15 -35 -15 -35 mA 
Gain Band Width Product 25 25 MHz 

Oscillator Section 
Initial Accuracy TJ = 25°C 140 150 160 130 150 170 kHz 

TMIN < T ,,; TMAX 130 170 120 180 kHz 
Line Sensitivity VIN= 5to 35V .15 .35 .15 .60 %N 
Maximum FreCluency RT= 10k, CT= 10pF 5 5 MHz 
Ext. Clock Low Threshold Pin 1 (CT) = VIN 0.5 0.5 V 
Ext. Clock High Threshold Pin 1 (CT) = VIN 1.6 1.6 V 

Status Indicator Section 
Input Voltaoe Window @ EtA Inputs, VCM = 1.5V ±135 ±150 ±165 ±130 ±150 ±170 mV 
Saturation Voltage EtA illnput = OV, ISINK = 1.6mA 0.45 0.45 V 
Max. Output Current Pin 13 = 3V, EtA illnput = O.OV 8 15 8 15 mA 
Leakage Current Pin 13 = 40V, EtA illnput = 0.2V .05 1 .05 5 uA 
Supplv Current VIf'l=35V 5 8 5 10 mA 

UVLO Section 
Drivers Enabled Threshold At Input Supply VIN 3.9 4.5 3.9 4.5 V 
Status Output Enabled At Input Supply VIN 3.9 4.5 3.9 4.5 V 
Threshold 
Change in Reference Output When VIN Reaches UVLO -2 -30 -2 -30 mV 

Threshold 
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Figure 1. Transformer Coupled Open Loop Transfer Function 
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Figure 2. Osci/lator Frequency 

APPLICATION INFORMATION 
The error amplifier compensation terminal, Pin 12, is in
tended as a source of feedback to the amplifier's invert
ing input at Pin 11. For most applications, a series DC 
blocking capacitor should be part of the feedback net
work. The amplifier is internally compensated for unity 
feedback. 

The waveform at the driver outputs is a squarewave with 
an amplitude that is proportional to the error amplifier in

Typical Driver Output Swing 
vs Temperature 3.4 ._ . _______ _ 

3.2 
3.0 
2.8 
2.6 
2.4 
2.2 
2.0 --
1.8 
1.6 

Temperature - (,C) 

Figure 3. Typical Driver Output Swing vs 
Temperature 

With the internal oscillator the squarewave will have a 
fixed 50% duty cycle. If the internal oscillator is disabled 
by connecting Pin 1, CR, to VIN then the frequency and 
duty cycle of the output will be determined by the input 
clock waveform at Pin 2. If the oscillator remains disabled 
and there is not clock input at Pin 2, there will be a linear 
12dB of signal gain to one or the other of the driver out
puts depending on the DC state of Pin 2. 

put signal. There is a fixed 12dB of gain from the error The driver outputs are emitter followers which will source 
amplifier compensation pin to the modulator driver out- a minimum of 15mA of current. The sink current, inter
puts. The frequency of the output waveform is controlled nally limited at 700~, can be increased by adding resis
by either the internal oscillator or an external clock signal. tors to ground at the driver outputs. 
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APPLICATION INFORMATION (continued) 

UC1901 
UC2901 
UC3901 

Primary : ~II Supply 
Power and Output 

Switches . ____ ---J '----....... -------------------------t-~o 

Power 
Transformer 

r----U~~l------------------' 

To Supply 
Monitor 

STATUS VIN 141----...... ~ 

TOPWMml1 Controller 

RF Coupling 
Transformer 

Figure 4. R.F. Transformer Coupled Feedback 

Primary : ~II Supply 
Power and Output 

Switches )-. ----' '--+---...... ------------------------1---..,,.0 
Power 

Transformer 

To Supply 
Monitor 

TOPWMml1 Controller 

RF Coupling 
Transformer 

Figure 5. Feedback Coupled at Switching Frequency 
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TYPICAL APPLICATION 

UC1901 
UC2901 
UC3901 

Primary : 3 Supply 
Power and 1 Output 

Switches .>---__ ---J '------+------------------------;---;;0 
Power 

Transformer 

r---, 
To PWM~_ 

Controller o---2i _ _ I 

r----U~~1------------------' 

STATUS VIN 141----1-t 

Figure 6. Optically Coupled DC Feedback 

UNITRODE CORPORATION 
7 CONTINENTAL BLVD .• MERRIMACK, NH 03054 
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~UNITRODE 
Load Share Controller 
FEATURES 
• 2.7V to 20V Operation 

• 8-Pin Package 

• Requires Mihimum Number of 
Extemal Components 

• Compatible with Existing Power 
Supply Designs Incorporating Remote 
Output Voltage Sensing 

• Differential Share Bus 

• Precision Current Sense Amplifier with 
Gain of 40 

• UVLO (Undervoltage Lockout) 
Circuitry 

• User Programmable Share Loop 
Compensation 

BLOCK DIAGRAM 

DESCRIPTION 

UC1902 
UC2902 
UC3902 

PRELIMINARY 

The UC3902 load share controller is an a-pin device that balances the cur
rent drawn from independent, paralleled power supplies. Load sharing is 
accomplished by adjusting each supply's output current to a level propor
tional to the voltage on a share bus. 

The master power supply, which is automatically designated as the supply 
that regulates to the highest voltage, drives the share bus with a voltage 
proportional to its output current. The UC3902 trims the output voltage of 
the other paralleled supplies so that they each support their share of the 
load current. Typically, each supply is designed for the same current level 
although that is not necessary for use with the UC3902. By appropriately 
scaling the current sense resistor, supplies with different output current ca
pability can be paralleled with each supply providing the same percentage 
of their output current capability for a particular load. 

A differential line is used for the share bus to maximize noise immunity and 
accommodate different voltage drops in each power converter's ground re
turn line. Trimming of each converter's output voltage is accomplished by 
injecting a small current into the output voltage sense line, which requires a 
small resistance (typically 20n - 100n) to be inserted. 

r-----------------------------------------------------1 
I LOAD SHARE CONTROLLER I 

GND 

8-l i 117 r-'M ~ 
vee 

40R 

UDG·99042 

02199 
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ABSOLUTE MAXIMUM RATINGS 
Supply Voltage (ADJ and VCC) .............. -Q.3V to 20V 
SENSE Voltage ............................ -5V to +5V 
ADJR, COMP Voltage ...................... -Q.3V to +4V 
SHARE-, SHARE+ Voltages ................ -Q.3V to 10V 
SHARE+ Current ..................... -100mA to +10mA 
ADJ Current ........................... -1 mA to +30mA 
Storage Temperature ................... -65°C to + 150°C 
Junction Temperature ................... -55°C to +150°C 
Lead Temperature (Soldering, 10sec.) ............. +300°C 

All voltages are with respect to pin 1. Currents are positive into, 
negative out of the specified terminal. Consult Packaging Sec
tion of the Databook for thermal limitations and considerations 
of packages. 

CONNECTION DIAGRAM 

DIL-8, SOIC-8 (Top View) 
N, J and D Package 

GND 

SENSE 

ADJ 

ADJR 

vee 

SHARE+ 

SHARE

eOMP 

UC1902 
UC2902 
UC3902 

ELECTRICAL CHARACTERISTICS: Unless otherwise specified, T A = -55°C to + 125°C for UC1902, -40°C to+85°C for 
UC2902 O°C to 70°C for UC3902 VCC - 5V RADJR - 1 kQ VADJ - 5V COMP - 5nF capacitor to GND VSHARE- - OV TA - TJ , , - , - , - , - , - , -

PARAMETERS TEST CONDITIONS MIN TYP MAX UNIT 

Power Supply 

Supply Current SHARE+ = 1V, SENSE = OV 4 6 mA 

VCC=20V 6 10 mA 

Undervoltage Lockout 

Startup Voltage SHARE+ = 0.2V, SENSE = OV, COMP = 1V 2.3 2.5 2.7 V 

Hysteresis SHARE+ = 0.2V, SENSE = OV, COMP = 1V 60 100 140 mV 

Current Sense Amplifier 

Input Offset Voltage 0.1V:s;SHARE+ <1.1V -2.5 -0.5 1.5 mV 

Gain SENSE to SHARE 0.1V:S; SHARE+:S; 1.1V -41 -40 -39 VN 

Input Resistance 0.6 1 1.5 kQ 

Share Drive Amplifier 

SHARE+ High VCC = 2.5V, SENSE = -50mV, ISHARE+ = -1mA 1.2 1.4 V 

VCC = 12V, SENSE = -250mV, ISHARE+ = -1 mA 9.6 10 10.4 V 

VCC = 20V, SENSE = -250mV, ISHARE+ = -1 mA 9.6 10 10.4 V 

SHARE+Low VCC = 2.5V, SENSE = +10mV, ISHARE+ = -1mA 20 50 mV 

VCC = 12V, SENSE = +10mV, ISHARE+ = -1mA 20 50 mV 

VCC = 20V, SENSE = +10mV, ISHARE+ = -1mA 20 50 mV 

SHARE+ Output Voltage Measures SHARE+, SENSE = OmV, RSHARE+ = 2000 resistor 20 40 mV 
SHARE+ to GND 

CMRR O:S; SHARE-:s; 1V, SENSE used as input to amplifier 50 90 dB 

Load Regulation Load on SHARE+, -1mA:s; ILOAD:S; -20mA, SENSE = 0 20 mV 
-25mV 

Short Circuit Current SHARE+ = OV, SENSE = -25mV -85 -50 -20 mA 

Slew Rate SENSE = + 1 OmV to -90mV Step, 2000 resistor SHARE+ to 0.16 0.27 0.37 V/Jls 
GND 

SENSE = -90mV to +10mV Step, 2000 resistor SHARE+ to 0.12 0.24 0.34 V/jlS 
GND 
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UC1902 
UC2902 
UC3902 

ELECTRICAL CHARACTERISTICS: Unless otherwise specified, T A = -55°C to + 125°C for UC1902, -40°C to+85°C for 
UC2902 O°C to 70°C for UC3902 VCC = 5V RADJR = 1 kQ VADJ = 5V COMP = 5nF capacitor to GND VSHARE- = OV TA = TJ , , , , , , , 

PARAMETERS TEST CONDITIONS MIN TYP MAX UNIT 

Share Sense Amplifier 

Input Impedance SHARE+ = 1V, SHARE-= 1V, SENSE = +10mV 10 15 kQ 

2000 resistor SHARE+ to GND, SHARE- = 1V, SENSE = 15 17 kQ 

+10mV 

Threshold SENSE=OV 41 70 100 mV 

CMRRSHARE 05: SHARE- 5: 1V, SENSE = -2.5mV 50 60 dB 

AVOL from SHARE+ to ADJR SENSE = -2.5mV, 5nF capacitor COMP to GND, 1 k resistor 50 68 dB 
ADJRtoGND 

SENSE = -2.5mV, 5nF capacitor COMP to GND, 1500 50 66 dB 
resistor ADJR to GND 

Slew Rate SHARE+ = Step of OmV to 300mV through a 2000 resistor, 0.4 0.7 1 V/IlS 
RCOMP = 5000 resistor to 1.5V, SENSE = 10mV 

Error Amplifier Section 

Transconductance, SHARE+ 2000 resistor SHARE+ to GND 3.2 4.5 5.5 mS 
toCOMP 

IOH COMP = 1.5V, SHARE+ ~ +300mV, SENSE = +1 OmV -400 -325 -230 !lA 
IOL 2000 resistor SHARE+ to GND, COMP = 1.5V, SENSE = 100 150 200 IlA 

+10mV 

Input Offset Voltage 15 35 65 mV 

I:>. VIOII:>. VSENSE 1 k Resistor, ADJR to GND, -2.5mV < SENSE < -25mV -6 0 6 mVN 

ADJ Amplifier 

ADJR Low Voltage SENSE = +10mV, 2000 resistor SHARE+ to GND -1 0 1 mV 

ADJR High Voltage SENSE = +10mV, SHARE+ = 1V 1.4 1.8 2.1 V 

Current Gain ADJR to ADJ ADJR Current = -o.5mA, ADJ = 2.5V, SENSE = +10mV, 0.96 0.99 1 AlA 
SHARE+= 1V 

ADJR Current =-o.5mA, ADJ = 20V, SENSE = +10mV, 0.96 0.99 1 AlA 
SHARE+= 1V 

ADJR Current = -10mA, ADJ = 2.5V, SENSE = +10mV, 0.96 0.99 1 AlA 
SHARE+= 1V 

ADJR Current = -10mA, ADJ = 20V, SENSE = +10mV, 0.96 0.99 1 AlA 
SHARE+ = 1V 

PIN DESCRIPTIONS 
ADJ: Current output of adjust amplifier circuit (NPN 
collector). 

ADJR: Current adjust amplifier range set (NPN emitter). 

COMP: Output of error amplifier, input of adjust amplifier. 
This is where the compensation capacitor is connected. 

GND: Local power supply return and signal ground. 

SENSE: Inverting input of current sense amplifier. 

SHARE+: Positive input from share bus or drive to share 
bus. 

SHARE-: Reference for SHARE+. 

VCC: Local power supply (positive). 
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APPLICATION INFORMATION 

+OUT 
RADJ 

+SENSE~----~~~~--------4---------------------------------------------, 
PS 

-SENSE~----~~----~R~S-EN-S-E--~-----------------------------' 

+OUT 
+SENSE~ ____ ~~R~A~D~J ________ -4 __________ ~~ ______ ~ ______ ~+-____________ ~~~S~YS~T~E~M;.. 

PS 

PS 

-SENSE~----~~----~R~S-EN-S-E--4---------~~--------------, 

+OUT 

SHARE
CONNECTED 
TO SYSTEM 

GND 

RADJ 
+SENSE~------~--~~------4---------~~----------------~---------------J 

-SENSE~------~------------4---------~~--------------~ 
RSENSE 

Rc I Cc 

.".,. 

Figure 1. Typical application. 
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APPLICATION INFORMATION (cont.) 
The values of five passive components must be deter
mined to configure the UC3902 load share controller. 
The output and return lines of each converter are con
nected together at the load, with current sense resistor 
RSENSE inserted in each negative return line. Another re
sistor, RADJ, is also inserted in each positive remote 
sense line. The differential share bus terminals (SHARE+ 
and SHARE-) of each UC3902 are connected together 
respectively, and the SHARE- node is also connected to 
the system ground. A typical application is illustrated in 
Figure 1. 

The load share controller design can be executed by fol
lowing the next few steps: 

Step 1. 

R _ VSHARE(max) 
SENSE - ACSA -10 (max) 

where AesA is 40, the gain of the current sense amplifier. 

At full load, the voltage drop across the RSENSE resistor 
is 10 (max) • RSENSE. Taking into account the gain of the 
current sense amplifier, the voltage at full load on the 
current share bus, . 

VSHARE (max) = ACSA -Io(max) -RSENSE' 

This voltage must stay 1.SV below Vee or below 10V 
whichever is smaller. VSHARE represents an upper limit 
but the designer should select the full scale share bus 
voltage keeping in mind that every volt on the load share 
bus will increase the master controller's supply current 
by approximately 100mA times the number of slave units 
connected parallel. 

Step 2. 

RG = VADJ(max) 
IADJ(max) 

Care must be taken to ensure that IADJ(max) is low 
enough to ensure that both the drive current and power 
dissipation are within the UC3902's capability. For most 
applications, an IADJ(max) current between SmA and 
10mA is acceptable. In a typical application, a 360n RG 
resistor from the ADJR pin to ground sets IADJ(max) to 
approximately SmA. 

Step 3. 

RADJ= ~Vo(max)-lo(max)-RsENSE 
IADJ(max) 

UNITRODE CORPORATION 
7 CONTINENTAL BLVD .• MERRIMACK, NH 03054 
TEL. (603) 424-2410 FAX (603) 424-3460 

UC1902 
UC2902 
UC3902 

RADJ must be low enough to not affect the normal opera
tion of the converter's voltage feedback loop. Typical 
RADJ values are in the 20n t0100n range depending on 
Vo, ~Vo(max) and the selected IADJ(max) value. 

Step 4. 

Cc = GM _ RADJ _ RSENSE _ AcSA _ ApWR (fC) 
2-n-tc RG RLOAD 

The share loop compensation capacitor, Ce is calculated 
to produce the desired share loop unity gain crossover 
frequency, fC. The share loop error amplifier's 
transconductance, GM is nominally 4.Sms. The values of 
the resistors are already known. Typically, fC will be set 
at least an order of magnitude below the converter's 
closed loop bandwidth. The load share circuit is primarily 
intended to compensate for each converter's initial out
put voltage tolerance and temperature drift, not differ
ences in their transient response. The term ApwR(fC) is 
the gain of the power supply measured at the desired 
share loop crossover frequency, fC. This gain can be 
measured by injecting the measurement signal between 
the positive output and the positive sense terminal of the 
power supply. 

Step 5. 

1 
Rc = -----,-:c---:--

2-n- fC - Cc 

A resistor in series with Ce is required to boost the phase 
margin of the load share loop. The zero is placed at the 
load share loop crossover frequency, fe. 

When the system is powered up, the converter with the 
highest output voltage will tend to source the most cur
rent and take control of the share bus. The other convert
ers will increase their output voltages until their output 
currents are proportional to the share bus voltage minus 
SOmV. The converter which in functioning as the master 
may change due to warmup drift and differences in load 
and line transient response of each converter. 

ADDITIONAL INFORMATION 

Please refer to the following Unitrode topic for additional 
application information. 

[11 Application Note U-163, The UC3902 Load Share 
Controller and Its Performance in Distributed Power Sys
tems by Laszlo Balogh. 
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[6D UNITRODE 

UC1903 
UC2903 
UC3903 

Quad Supply and Line Monitor 
FEATURES 
• Inputs for Monitoring up to Four 

Separate Supply Voltage Levels 

• Intemal Inverter for Sensing a 
Negative Supply Voltage 

• Line/Switch Sense Input for Early 
Power Source Failure Warning 

• Programmable Under- and 
Over-Voltage Fault Thresholds 
with Proportional Hysteresis 

• A Precision 2.5V Reference 

• General Purpose Op-Amp for 
Auxiliary Use 

• Three High Current, >30mA, 
Open-Collector Outputs Indicate 
Over-Voltage, Under-Voltage 
and Power OK Conditions 

• Input Supply Under-Voltage 
Sensing and Start-Latch 
Eliminate Erroneous Fault Alerts 
During Start-Up 

• 8-40V Supply Operation with 
7mA Stand-By Current 

BLOCK DIAGRAM 

INV.18 -

DESCRIPTION 
The UC1903 family of quad supply and line monitor integrated circuits will re
spond to under- and over-voltage conditions on up to four continuously moni
tored voltage levels. An internal op-amp inverter allows at least one of these 
levels to be negative. A separate line/switcher sense input is available to pro
vide early warning of line or other power source failures. 

The fault window adjustment circuit on these devices provides easy program
ming of under- and over-voltage thresholds. The thresholds, centered around 
a precision 2.5V reference, have an input hysteresis that scales with the win
dow width for precise, glitch-free operation. A reference output pin allows the 
sense input fautt windows to be scaled independently using simple resistive 
dividers. 

The three open collector outputs on these devices will sink in excess of 30mA 
of load current when active. The under- and over-voltage outputs respond af
ter separate, user defined, delays to respective fault conditions. The third out
put is active during any fault condition including under- and over-voltage, 
line/switcher faults, and input supply under-voltage. The off state of this output 
indicates a ·power OK" situation. 

An additional, uncommitted, general purpose op-amp is also included. This 
op-amp, capable of sourcing 20mA of output current, can be used for a num
ber of auxiliary functions including the sensing and amplification of a feedback 
error signal when the 2.5V output is used as a system reference. 

In addition, these ICs are equipped with a start-latch to prevent erroneous un
der-voltage indications during start-up. These parts operate over an 8V to 40V 
input supply range and require a typical stand-by current of only 7mA. 

OUTPUT@6 

N.!. 17 ENERAL PURPOSE OVER· VOL TAGE 
SENSE 1 OP-AMP r-_-I~COMPARATOR 

SUPPLY 
UNDERVOLTAGE 

SENSE 

SENSE 2 
'-------+ __ --1 

SENSE 3 7.r-"'-------++++_-I 

SENSE 4 
INVERT 51----P-...... 

INPUT 

VREF (2.5V) 2 

WINDOW 
ADJUST 

GROUND 3 

LlNE/SWI1~~~~ 151---------tv 

Note: Pin numbers refer to J, N and OW packages. 

~7 7~ 

O.V.DELAY 

r---t+-----;l U.V.DELA Y 

U.V.FAULT 

1 POWER OK 



ABSOLUTE MAXIMUM RATINGS (Note 1) 
Supply Voltage (+VIN) ......................... " .. +4OV 
Open Collector Output Voltages ..................... +40V 
Open Collector Output Currents. . . . . . . . . . . . . . . . . . .. 50mA 
Sense 1-4 Input Voltages ................... -0.3V to +20V 
Line/Switcher Sense Input Voltage ........... -0.3V to +40V 
Op-Amp and Inverter Input Voltages .......... -0.3V to +40V 
Op-Amp and Inverter Output Currents. . . . . . . . . . . . .. -40mA 
Window Adjust Voltage. . . . . . . . . . . . . . . . . . . .. O.OV to + 1 OV 
Delay Pin Voltages ....................... " O.OV to +5V 
Reference Output Current . . . . . . . . . . . . . . . . . . . . . .. -40mA 
Power Dissipation alTA = 25°C (Note 1) ........... 1000mW 
Power Dissipation at Tc = 25°C (Note 1) ........... 2000mW 
Operating Junction Temperature ........... -55°C to +150°C 
Storage Temperature .................... -65°C to + 150°C 
Lead Temperature (Soldering, 10 Seconds) .......... 300°C 

OIL-18, SOIC-18 (TOP VIEW) 
J or N, OW Package 

+VIN 

GROUND 3 

WINDOW 
ADJUST 

INVERSTE~~~uf 5 

G.P. 
OP-AMP INV. 
G.P. 
OP-AMP N.I. 
G.P. 
OP-AMP OUT 
LINE/SWITCHER 
SENSE 
POWER OK 

UV DELAY 

UV FAULT 

OV DELAY 

UC1903 
UC2903 
UC3903 

Note 1: Voltages are referenced to ground (Pin 3). Currents 
are positive into, negative out ot, the specified terminals. 
Consult Packaging Section of Databook for thermal 
limitations and considerations of package. 

CONNECTION DIAGRAMS 
PLCC-20, LCC-20 PACKAGE PIN FUNCTION 
(TOP VIEW) FUNCTION PIN 
Q,L Package +VIN 1 

VREF (2.5V) 2 
GROUND 3 
GROUND 4 

L3 2 1 2019 WINDOW ADJUST 5 

4 18 
NlC 6 

5 17 
SENSE 4 INVERT 7 
INPUT 

6 16 SENSE 4 8 
7 15 SENSE 3 9 
8 14 SENSE 2 10 

9 10 11 12 13 SENSE 1 11 
OVDELAY 12 
OV FAULT 13 
UV FAULT 14 
UV DELAY 15 
POWER OK 16 
LINE/SWITCHER 17 
SENSE 
G.P. OP-AMP OUT 18 
G.P. OP-AMP N.I. 19 
G.P. OP-AMP INV. 20 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these specifications apply for TA = -55°C to + 125°C for the 
UC1903; -40°C to +85°C for the UC2903; and O°C to +70°C for the UC3903; +VIN = 
15V; Sense Inputs (Pins 6-9 and Pin 15) = 2.5V; VPIN 4 = 1.0V, TA = TJ. 

PARAMETERS TEST CONDITIONS UC19031 UC2903 UC3903 I UNITS 

MIN TYP MAX I MIN TYP MAX I 
Supply 

Input Supply Current No Faults 7 9 7 11 mA 

UV, OV and Line Fault 10 15 10 18 mA 

Supply Under Voltage Fault Outputs Enabled 6.0 7.0 7.5 5.5 7.0 8.0 V 
Threshold (Vsuv) 

Minimum Supply to Enable 3.0 4.0 3.0 4.0 V 
Power OK Output 

Reference 

Output Voltage (VREF) TJ = 25°C 2.485 2.5 2.515 2.470 2.5 2.530 V 

Over Temperature 2.465 2.535 2.465 2.535 V 

Load Regulation IL= 0 to 10mA 1 10 1 15 mV 

Line Regulation +VIN = 8 to 40V 1 4 1 8 mV 

Short Circuit Current TJ = 25°C 40 40 mA 

Fault Thresholds (Note 4) 

OV Threshold Adj. Offset from VREF as a function of VPIN 4 .230 .25 ,270 .230 .25 .270 VN 
Input = Low to High, 0.5V $; VPIN 4 $; 2.5V 

UV Threshold Adj. Offset from VREF as a function of VPIN 4 -.270 -.25 -.230 -.270 -.25 -.230 VN 
Input = High to Low, 0.5V $; VPIN 4 $; 2.5V 
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UC1903 
UC2903 
UC3903 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these specifications apply for TA = -55°C to + 125°C for the 
UC1903; -40°C to +85°C for the UC2903; and O°C to +70°C for the UC3903; +VIN = 

.. 15V; Sense Inputs (Pins 6-9 and Pin 15) = 2.5V; VPIN 4 = 1.0V, TA = T J 

PARAMETERS TEST CONDITIONS UC1903lUC2903 I UC3903 UNITS 

MIN TYP MAX MIN TYP MAX 

Fault Thresholds (cont.) 

OV & UV Threshold Hyst. 0.5V < VPIN 4 < 2.5V 10 20 30 10 20 30 mVN 

OV & UV Threshold Supply +VIN = 8V to 40V .002 .01 .002 .02 %N 
Sensitivity 

Adjust Pin (Pin 4) 0.5V ~ VPIN 4 ~ 2.5V ±1 ±10 ±1 ±12 JJAIV 
Input Bias Current 

Line Sense Threshold Input = High to Low 1.94 2.0 2.06 1.9 2.0 2.1 V 

Line Sense Threshold Hyst. 125 175 225 100 175 250 mV 

Sense Inputs 

Sense 1-4 Input = 2.8V (Note 2) 1 3 1 6 ~ 
Input Bias Current Input = 2.2 (Note 2) -1 -3 -1 -6 ~ 
Line Sense Input Input = 2.3V (Note 2) 1 3 1 6 ~ 
Bias Current 

OV and UV Fault Delay 

Charging Current 60 60 ~ 
Threshold Voltage Delay Pin = Low to High 1.8 1.8 V 

Threshold Hysteresis TJ = 25°C 250 250 mV 

Delay Ratio of Threshold Voltage to Charging 20 30 50 20 30 50 mS/~F 
Current 

Fault Outputs (OV, UV, & Power OK) 

Maximum Current VouT=2V 30 70 30 70 mA 

Saturation Voltage lOUT = 12mA .25 .40 .25 .40 V 

Leakage Current VouT=40V 3 25 3 25 ~ 
Sense 4 Inverter (Note 3) 

Input Offset Voltage 2 8 2 10 mV 

Input Bias Current .1 2 .1 4 IIA 
Open Loop Gain 65 80 65 80 dB 

PSRR +VIN = 8 to 40 V 65 100 65 100 dB 

Unity Gain Frequency 1 1 MHz 

Slew Rate .4 .4 V/~ 

Short Circuit Current TJ = 25°C 40 40 rnA 

G.P. Op-Amp (Note 3) 

Input Offset Voltage 1 5 1 8 mV 

Input Bias Voltage .1 2 .1 4 ~ 
Input Offset Current .01 .5 .01 1.0 ~ 
Open Loop Gain 65 120 65 120 dB 

CMRR VCM = 0 to +VIN = 2.0V 65 100 65 100 dB 

PSRR +VIN = 8 to 40V 65 100 65 100 dB 

Unity Gain Frequency 1 1 MHz 

Slew Rate .4 .4 V/~ 

Short Circuit Current TJ = 25°C 40 40 mA 

Note 2: These currents represent maximum input bias currents required as the sense inputs cross appropriate thresholds. 
Note 3: When either the G.P' OP-Amp, or the Sense 4 Inverter, are configured for sensing a negative supply voltage, the divider 

resistance at the inverting input should be chosen such that the nominal divider current is ~ 1.4mA. With the divider current 
at or below this level possible latching of the circuit is avoided. Proper operation for currents at or below 1.4mA is 100% 
tested in production. . 

Note 4: Reference to pin numbers in this specification pertain to 18 pin DIL Nand J packages and 18 pin sOle DW package. 
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OPERATION AND APPLICATION INFORMATION 
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CANCELLATION L AND MIRROR 

CIRCUITS 

,.../.1+---, 1.25V 

R4 
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Typical Fault Delay 
Temperature Characteristic (COELAY ~ 270pF) 
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E 

30 

25 

20 
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TO 
OV HYSTERESIS 
CONTROL 

OV THRESHOLD 

1.84K D1 

FAULT WINDOW 
THRESHOLD & HYSTERESIS 

CIRCUITS 

UV THRESHOLD 

TO 
UV HYSTERESIS 
CONTROL 

Figure 1. The UC1903 fault window circuitry generates OV and UV thresholds centered around the 2.SV reference. 
Window magnitude and threshold hysteresis are proportional to the window adjust input voltage at Pin 4. 
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OPERATION AND APPLICATION INFORMATION 
Setting a Fault Window 
The fault thresholds on theUC1903 are generated by cre
ating positive and negative offsets, equal in magnitude, 
that are referenced to the chip's 2.5V reference. The re
sulting fault window is centered around 2.5V and has a 
magnitude equal to that of the applied offsets. Simplified 
schematics of the fault window and reference circuits are 
shown in Figure 1 (see previous page). The magnitude of 
the offsets is determined by the voltage applied at the 
window adjust pin, Pin 4. A bias cancellation circuit keeps 
the input current required at Pin 4 low, allowing the use of 
a simple resistive divider off the reference to set the adjust 
pin voltage. 

The adjust voltage at Pin 4 is internally applied across R4, 
and an 8k resistor. The resulting current is mirrored four 
times to generate current sources lOA, lOB, lac, and laD, 
all equal in magnitude. When all four of the sense inputs 
are inside the fault window, a no-fault condition, 04 and 
05 are turned on. In combination with 01 and 02 this pre
vents LOB and LaD from affecting the fault thresholds. In 
this case, the OV and UV thresholds are equal to VREF + 
IOA(R5 + R6) and VREF - IOC(R7 + Rs) respectively. The 
fault window can be expressed as: 

(1) 2.5V± V~DJ. 

In terms of a sensed nominal voltage level, Vs, the win
dow as a percent variation is: 

(2) Vs ± ( 10· VADJ) %. 

When a sense input moves outside the fault window given 
in equation( 1), the appropriate hysteresis control Signal 
turns off 04 or 05. For the under-voltage case, 05 is dis
abled and current source lOB flows through 02. The net 
current through R7 becomes zero as lOB cancels lac, giv
ing an 8% reduction in the UV threshold offset. The over
voltage case is the same, with 04 turning off, allowing laD 
to cancel the current flow, lOA, through R6. The result is a 

~ 3.125 ,--,---,-----,----,---:70 25 

3.0 r------j-----t----t--~'-;;;;.___"_j 20 
-5 2.875 f--+---+--7'i':""'H-__j 15 ~ 
c. 
£ 2.750 f----+----;;o..n+---I 10 ~ 
.. 0 
~ 2.625 f-----o~-------++--.L----I-__j 5 11 
~ 2.50 0 ~ 
iii 2.375 
~ 

-5 "5 .. 
u. 

0 2.25 
" 

-10 ,., 
c: 

~ 2.125 
Q. -15 c. 

" Ul 
"5 2.0 -20 .. 
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Window Adjust Voltage (VAOJ) at .Pin 4 

UC1903 
UC2903 
UC3903 

hysteresis at the sense inputs which is always 8% of the 
window magnitude. This is shpwn graphically in Figure 2. 

Fault Windows Can Be Scaled Independently 
In many applications, it may be desirable to monitor vari
ous supply voltages, or voltage levels, with varying fault 
windows. Using the reference output and external resistive 
dividers this is easily accomplished with the UC1903. Fig
ures 3 and 4 illustrate how the fault window at any sense 
input can be scaled independently of the remaining in
puts, 

MONITORED 
SUPPLY VOLTAGE 

. (Vs) 

R1 

R2 

SENSE 1-4 INPUT 

2.5V 
REF. 

Fault window for the Sense Input, 
in percent, is: 
±10 (VAD~. R3+ R1R~~(R1 + R2), 

for: 
. R2 

Vs (NOr.4 • R1 + R2 = 2.5V 

Figure 3. USing the reference output and a resistive divider, a 
sense input with an independently wider fault window can be 
generated. 

R1 

~~f o---t-R-2 +--,.., 

Fault window for the sense input, in percent, is: 

±10(VA~.~ 
R1 +R2 

Figure 4. The general purpose op-amp on the UC1903 can be 
used to create a sense input with an independently tighter fault 
window. 
Figure 4 demonstrates one of many auxiliary functions 
that the uncommitted op-amp on the UC1903 can be 
used for. Alternatively, this op-amp can be used to buffer 
high impedance pOints, perform logic functions, or for 
sensing and amplification. For example, the G.P. op-amp, 
combined with the 2.5V reference, can be used to pro
duce and buffer an optically coupled feedback signal in 
isolated supplies with primary side control. The output 
stage of this op-amp is detailed in Figure 5. The NPN 
emitter follower provides high source current capability. 

Figure 2. The fault window and threshold hysteresis scale as a ~OmA while the substrate device, 03, provides good 
function of the voltage applied at Pin 4, the window adjust pin. transient sinking capability. 
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OPERATION AND APPLICATION INFORMATION (continued) 

UC1903 
UC2903 
UC3903 

UC1903 

OU-fP0'T O:;:~~~ 01 

TO OP-AMP 
INPUT STAGE 

150I'A 

Figure 5. The G.P. op-amp on the UC1903 has a high source 
current (~OmA) capability and enhanced transient sinking capa
bility through substrate device 03. 

Sensing a Negative Voltage Level 
The UC1903 has a dedicated inverter coupled to the 
sense 4 input. With this inverter, a negative voltage level 
can be sensed as shown in Figure 6. The output of the in
verter is an unbiased emitter follower. By tying the invert
ing input, Pin 5, high the output emitter follower will be 
reverse biased, leaving the sense 4 input in a high imped
ance state. In this manner, the sense 4 input can be used, 
as the remaining sense inputs would be, for sensing posi
tive voltage levels. 

UC1903 
SENSE 4 INPUT 

r---~6~--------------+
+ 

2.5V R1 

+ 
Vs R2 

NEGATIVE 
SUPPLY (-Vs) 

R2 
= 2.5V· R1 

Note: A similar scheme withe G.P. op-amp will allow a second 
ne ative supply to be monitored. 

Figure 6. Inverting the sense 4 input for monitoring a negative 
supply is accommodated with the dedicated inverter. 

Using The Line/Swltcher Sense Output 
The line switcher sense input to the UC1903 can be used 
for early detection of line, switcher, or other power source, 
failures. Internally referenced to 2.0\1, the line sense com
parator will cause the POWER OK output to indicate a 
fault (active low) condition when the LINE/SWITCHER 

SENSE input goes from above to below 2.0\1. The line 
sense comparator has approximately 175mV of hysteresis 
requiring the line/switcher input to reach 2.175V before 
the POWER OK output device can be turned off, allowing 
a no-fault indication. In Figure 7 an example showing the 
use of the LINE/SWITCHER SENSE input for early 
switcher-fault detection is detailed. A sample signal is 
taken from the output of the power transformer, rectified 
and filtered, and used at the line/switcher input. By adjust
ing the R2C time constant with respect to the SWitching 
frequency of the supply and the hold up time of the output 
capacitor, switcher faults can be detected before supply 
outputs are significantly affected. 

LINE POWER 

SUPPLY 
OUTPUT 

CON.fR~~ SWITCH R1-

'"'"'~"i'II°,-R_M_E .... R-+F_IL_T_E-1R~ __ -o 

'-I>Hr-..---O ~1~E~~J,;WtHER 
C J- "'= R2 

SENSE INPUT 

Figure 7. The line/switcher sense input can be used for an 
early line or switcher fault indication. 

OV and UV Comparators Maintain Accurate 
Thresholds 
The structure of the OV and UV comparators, shown in 
Figure 8 results in accurate fault thresholds even in the 
case where multiple sense inputs cross a fault threshold 
simultaneously. Unused sense inputs can be tied either to 
the 2.5V reference, or to another, utilized, sense input. 
The four under- and over-voltage sense inputs on the 
UC1903 are clamped as detailed on the Sense 1 input in 
Figure 8. The series 2k resistor, R1, and zener diode Z1, 
prevent extreme under- and over-voltage conditions from 
inverting the outputs of the fault comparators. A parasitic 
diode, 01, is present at the inputs as well. Under normal 
operation it is advisable to insure that voltage levels at all 
of the sense inputs stay above -0.3V. The same type of in
put protection exists at the line sense input, Pin 15, ex
cept a 5k series resistor is used. 

The fault delay circuitry on the UC1903 is also shown in 
Figure 8. In the case of an over-voltage condition at one 
of the sense inputs 020 is turned off, allowing the internal 
60(.IA current source to charge the user-selected delay 
~acitor. When the capacitor voltage reaches 1 .8\1, the 
OV and POWER OK outputs become active low. When 
the fault condition goes away 020 is turned back on, rap
idly discharging the delay capacitor. Operation of the un
der-voltage delay is, with appropriate substitutions, the 
same. 
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UC1903 
UC2903 
UC3903 

OPERATION AND APPLICATION INFORMATION (continued) 

6.4V 

ov 1 ___ k===t===~~~~~==)1-----l COMPARATOR .. 

OV FAULT 
INDICATION 
TO OUTPUT 
LOGIC 

TO 
OV 

THRESHOLD 
VOLTAGE 

OV 
HYSTERESIS 

CONTROL 

D1 

3 

4 
6.4V TO 
50).lA UV 

[[]--SENSE 2 

IZJ--SENSE 3 

[[]--SENSE 4 
THRESHOLD UV 

:/~7--F;7-+-;~---...J VOLTAGE HYSTERESIS 6.4V 
CONTROL 

UV FAULT 
INDICATION 
TO OUTPUT 
LOGIC 

Figure 8. The OV and UV comparators on the UC1903 trigger respective fault delay circuits when one or more of the sense inputs 
move outside the fault window. Input clamps insure proper operation under extreme fault conditions. Terminating the UV delay ca
pacitor to VREF assures correct logic at power up. 

Start Latch and Supply Under-Voltage Sense Allow 
Predictable Power-Up 
The supply under-voltage sense and start-latch circuitry 
on the UC1903 prevents fault indications during start-up 
or low input supply (+VIN) conditions. When the input sup
ply voltage is below the supply under-voltage threshold 
the. OV and UV fault outputs are disabled and the 
POWER OK output is active low. The POWER OK output 
will remain ac~ive until the input supply drops below ap
proximately 3.0V. With +VIN below this level, all of the 
open collector outputs will be off. 

UNITRODE CORPORATION 
7 CONTINENTAL BLVD .• MERRIMACK, NH 03054 
TEL. (603) 424-2410. FAX (603) 424-3460 

When the input supply is low, the under-voltage sense cir-. 
cuitry resets the start-latch. With the start-latch reset, the 
UV fault output will remain disabled until the input supply 
rises to its normal operating level (8-40V), and all of the 
sense inputs are above the under-voltage threshold~. This 
allows slow starting, or supply sequencing, without an ar
tificial under-voltage fault indication. Once the latch is set, 
the UV fault output will respond if any of the sense inputs 
drop below the under-voltage threshold. 
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~UNITRODE 
UC1904 
UC2904 
UC3904 

Precision Quad Supply and Line Monitor 
FEATURES 
• Inputs for Monitoring Up to Four 

Supply Voltages 

• Two Inputs p.reset for -SV and -12V 
Monitoring, or Programmable 
Positive Levels 

• Precision 2.SV Reference 

DESCRIPTION 
The UC1904 Quad Supply Monitor will respond to under- and over-volt
age conditions on up to four continuously monitored voltage levels. Four 
independent positive voltages can be monitored or, alternatively, two of 
the sense inputs are preset to monitor -SV and -12V supplies. The de
vice also monitors Over-Current and Line Sense inputs, both with preci
sion input thresholds. 

• Separate Inputs for Over-Current and 
Line Fault Sensing 

Four open collector outputs on the UC1904 give the following re
sponses: 1. The OVIOC output is a latched over-voltage, or over-current 
response. 2. A Power Good signal responds low with any fault detection 
- on power-up a programmable delay is used to hold this output low for 
a system Power On Reset signal. 3. The PWRW output responds only to 
a Line Sense input, for early warning of power failures. 4. The last open 
collector, the ON/OFF output, generates a delayed supply OFF control 
signal in response to an OFF input command, under-voltage condition, 
or line fault detection. 

• Adjustable Under- to Over-Voltage 
Fault Windows 

• Latched Over-Voltage and 
Over-Current Output 

• Power Good and Power Warning 
Outputs 

• Auto Restart Function with ON/OFF 
Control, and Programmable Delay 

• Programmable Pwr On Reset Delay 

BLOCK DIAGRAM 

OC 
Input 

VIN 

2.5V 
REF 

LS 1----------' Input 7 

The OV-UV fault window is adjustable with a programming input. The 
thresholds are centered around the precision 2.SV reference, with a 
scaled hysteresis for precise, glitch free operation. In the positive mode 
of operation, the fault windows at each of the sense inputs can be inde
pendently scaled using external resistors and the 2.SV reference output. 
An Auto Restart function couples with the under-voltage and line sens
ing circuits to allow controlled power supply start-up and shutdown. 

This device will operate over a supply range of 4.7SV to 1SV. The device 
is available in a DIP, SOIC, or PLCC outline. This device is ESD pro
tected on all pins. 

Over Current 

Window 
Thresholds 

2 

POR DL Y ARST Input 

ov/oc 
Out 

PWRW 
Out 

ON/OFF 
Out 

Note: Pin Numbers refer to J, N, and DW Packages. 
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ABSOLUTE MAXIMUM RATINGS (Note 1) 

UC1904 
UC2904 
UC3904 

Input Supply Voltage .............................. 20V 
Sense Inputs, S1 And S2, Other Analog And Logic Inputs 

Maximum Forced Voltage .................. -0.3V to 10V 
Maximum Forced Current . . . . . . . . . . . . . . . . . . . . .. ±10mA 

Sense Input S3, (-12V Sense Input) 

Note 1: Unless otherwise indicated, voltages are reference to 
ground and currents are positive into, negative out of, the speci
fied terminals. 

CONNECTION DIAGRAMS 
Maximum Forced Voltage. . . . . . . . . . . . . . . . .. -18V to 10V 
Maximum Forced Current. . . . . . . . . . . . . . . . . . . . .. ±10mA 

Sense Input 84, (-5V Sense Input) 
Maximum Forced Voltage. . . . . . . . . . . . . . . . .. -10V to 10V 
Maximum Forced Current. . . . . . . . . . . . . . . . . . . . .. ±10mA 

Open Collector Outputs 
Maximum Voltage ............................... 20V 
Maximum Current . . . . . . . . . . . . . . . . . . . . . . . . . . . .. 50mA 

Reference Output Current . . . . . . . . . . . . . .. Internally Limited 
Operating Junction Temperature ........... -55°C to +150°C 
Storage Temperature .................... -65°C to +150°C 

DIL-18, SOIC-18 (TOP VIEW) 
J .or N PACKAGE, DW PACKAGE 

POR DLY 2 

LS Input 7 

DC Input 8 

PWRW Out • 

15 ON/OFF Input 

13 ON/OFF Out 

11 OV/OC Out 

PLCC-20 (TOP VIEW) 
QPACKAGE 

/3 2 1 2019 

4 18 

5 17 

6 16 

7 15 

8 14 
9 10 11 12 13 

PACKAGE PIN FUNCTION 
FUNCTION PIN 

2.5V 1 
PORDLY 2 
N.C. 3 
S1 4 
S2 5 
S3 6 
S4 7 
N.C. 8 
LS Input 9 
OC Input 10 
PWRWOut 11 
PGOut 12 
OV/OCOut 13 
VIN 14 
ON/OFF Out 15 
OFF DLY 16 
ON/OFF IllPut 17 
ARST Input 18 
WADJ 19 
Gnd 20 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these specifications hold for TA = 0 to 70°C for the 
UC3904, -40 to +85°C for the UC2904, and -55 to + 125°C for the UC1904, +VIN = 
15V, WADJ = 0.5V, Sense Inputs 1-4, OC and LS Inputs = 2.5V. The ON/OFF Input 
and the ARST Input = OV. 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

Input Supply 

VIN Supply Current VIN = 15V 3.2 4.5 mA 

VIN UVLO Threshold Low to High 4.5 4.75 V 

UVLO Threshold Hysteresis 50 mV 

Minimum VIN to Enable PG Out 0.8 1.5 V 

Reference 

Output Voltage(VREF) TJ = 25°C 2.475 2.5 2.525 V 

Over Temperature, UC3904 2.47 2.53 V 

Over Temperature, UC2904 & UC1904 2.465 2.535 V 

Load Regulation lOUT = 0 to 4mA 6 mV 

Line Regulation VIN = 4.75 to 18V 5 mV 

Short Circuit Current VREF= OV 17 mA 

OV UV Window, LS Input, OC Input, ARST Input, and ONIOFF Input Thresholds 

Over-Voltage Thresholds WADJ = 0.25V, Offset from VREF, Input L to H 110 125 140 mV 

S1, S2 WADJ = 0.5V, Offset from VREF, Input L to H 230 250 270 mV 

WADJ = 1V, Offset from VREF, Input L to H 460 500 540 mV 

Over-Voltage Thresholds WADJ = 0.25V, Offset from VREF, Input L to H 110 125 145 mV 

S3, 84 Positive Mode WADJ = 0.5V, Offset from VREF, Input L to H 230 250 280 mV 

WADJ = 1V, Offset from VREF, Input L to H 460 500 550 mV 
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UC1904 
UC2904 
UC3904 

ELECTRICAL 
CHARACTERISTICS 

Unless otherwise stated, these specifications hold for TA = 0 to 70°C for the UC3904, -40 to 
+85°C for the UC2904, and -55 to +125°C for the UC1904, +VIN = 15V, WADJ = 0.5V, Sense 
Inputs 1-4, OC and LS Inputs = 2.5V. The ON/OFF Input and the ARST Input = OV. 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

OV UV Window, LS Input, OC Input, ARST Input, and ONIOFF Input Thresholds (cont.) 

Under-Voltage Thresholds WADJ = 0.25V, Offset from VREF. Input H to L -140 -125 -110 mV 

Sl, S2 WADJ = 0.5V, Offset from VREF, Input H to L -270 -250 -230 mV 

WADJ = 1 V, Offset from VREF, Input H to L -540 -500 -460 mV 

Under-Voltage Thresholds WADJ = 0.25V, Offset from VREF, Input H to L -150 -125 -110 mV 

S3, S4 Positive Mode WADJ = 0.5V, Offset from VREF, Input H to L -285 -250 -230 mV 

WADJ = 1 V, Offset from VREF, Input H to L -555 -500 -460 mV 

OV and UV Threshold Hysteresis As a Function of WADJ 30 50 70 mVN 

S3 Negative Mode Thresholds Over-Voltage, WADJ = 0.5V, Input H to L -13.52 -13.2 -12.88 V 

Under-Voltage, WADJ = O.SV, Input L to H -11.06 -10.8 -10.54 V 

Hysteresis, WADJ = O.SV 80 120 160 mV 

S4 Negative Mode Thresholds Over-Voltage, WADJ = O.SV, Input H to L -S.63 -S.S -S.37 V 

Under-Voltage, WADJ = O.SV, Input L to H -4.61 -4.S -4.39 V 

Hysteresis, WADJ = 0.5V 30 50 70 mV 

WADJ Input Bias Current 0.2SV < WADJ <1.0V -5 S !lAIV 
LS Threshold Input = Hto L 1.96 2 2.04 V 

Threshold hysteresis 65 100 125 mV 

OC Threshold Input = Hto L 1.9 2 2.1 V 

Threshold hysteresis 50 100 150 mV 

ARST Input Threshold Input = L to H 2.25 2.5 2.75 V 

Input = H to L 0.56 0.625 0.69 V 

ON/OFF Input Threshold Input high level 1.74 2.4 V 

Input low level 0.6 1.35 V 

Sense and Logic Input Bias Currents 

Sense 1-4, Positive Mode Input = 2.8V 250 800 nA 

Input=2.2V -1000 -250 nA 

Sense 3 Negative Mode Input = -12V -700 -500 -300 J.I.A 
Sense 4 Negative Mode Input = -SV -700 -SOO -300 . !It\ .. 
Line, and OC Inputs Input =2.2V 300 1000 nA 

ON/OFF Input Input=2.5V 150 600 nA 

ARST Input Input =0.5 -2000 -700 nA 

Open Collector Outputs (OV/OC Out, PG Out, PWRW Out, ON/OFF Out) 

Saturation Voltage lOUT = lOrnA I 0.2 0.4 V 

Leakage current VouT=20V I 5 IJ.I.A 
PORDelay 

Delay 160 250 350 mslJ1F 

Internal Pullup Current 9 J.I.A 
Threshold Low to High 2.25 V 

OFF Delay 

Delay 120 185 250 msll1F 

Internal Pullup current 12 J.I.A 
Threshold Low to High 2.25 V 

OV Fault Delay 

Delay 10 20 50 I1s 
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PIN FUNCTIONAL DESCRIPTION 
2.SV: This is the output of the precision 2.SV reference. 

ARST Input: This input, with a 4:1 hysteretic threshold, is 
used to sequence a power system through the Auto Re
StarT cycle. A delayed representation of a supply output 
voltage is used at this pin to provide adequate startup 
time for the power system, and a minimum power-off pe
riod. 

Gnd: Reference point for the internal reference and all 
thresholds, as well as the return for the remainder of the 
device. 

LS Input: The Line Sense input is used to monitor a volt
age that varies with the input line voltage to a system. 
The input Is compared to a precision 2.0V level and is 
used to activate the PWRW and PG outputs, as well as 
triggering the Auto Restart sequence. 

OC Input: The Over-Current input can be used to re
spond to an inverted over-current signal. A low level ~ 
nal at this input latches in a fault indication at the OVIOC 
output., 

OFF DLY: This pin functions similarly to the POR DLY pin 
to delay the turn-on of the ON/OFF output transistor. The 
charging current and upper threshold are 12J.LA and 2.1 V. 

ON/OFF Input: With a high level at this input the 
ON/OFF Out pin is activated after a user-programmable 
delay. A high level also activates the PG Out pin, and re
sets the OVIOC fault latch. 

On/Off Out: This 2!:!!Put is an open collector output that 
is activated by the ON/OFF Input, or the Auto Restart cir
cuitry. Saturation voltage on this and all the open collec
tor outputs is rated at 10mA of current. 

OVIOC Out: In response to either an Over-Voltage or 
Over-Current situation this output is latched active low. 
There is nominal 20JlS delay in the OV path to the fault 
latch, providing rejection to transient overshooting on the 
monitored voltages. The low condition is cleared when 

UC1904 
UC2904 
UC3904 

the fault latch is 'reset by the ON/OFF Input, or a UVLO 
condition on the device. 

POR DLY: This pin is used, with an external capacitor, to 
program a Power-On-Reset delay. This delay is reset 
whenever there is a UV condition at one of the S1-84 in
puts,and then triggered upon the clearing of the UV con
dition. When reset, the voltage across the capacitor is 
quickly discharged to near zero volts, and the PG Out pin 
goes active low. Once triggered the capacitor is charged 
by a 9J.LA current source. The PG Out pin remains active 
low until the delay capacitor voltage reaches a 2.1V 
threshold. 

PG Out: During any fault, under-voltage, or UVLO condi
tion this output is low. A Power Good indication (output 
off) is given when all supply conditions are within defined 
operating limits. During power-up the PG signal is de
layed by a programmable Power On Reset delay. During 
UVLO the output is active low as long as the input sup
ply, VIN, is above approximately 1.0V. 

PWRW Out: When a low line condition is sensed by the 
LS Input this output goes low. This output is disabled 
(off) during a UVLO condition. 

S1-S4: These are the sense inputs for OV and UV moni
toring of external voltages. All four inputs can be used to 
sense positive voltages with a simple divider to scale the 
voltage level to the 2.SV centered window. The S3 and 
S4 inputs can also be used to sense -12V and -SV sup
plies respectively with no external components. This is 
done with internal precision resistor dividers and two 
source only op-amps that are disabled when the pins are 
used in the positive mode. 

VIN: Input supply for the UC1904. The device is opera
tional with 4.7SV to 18V on this pin. 

WADJ: The WADJ input is used to program the OVand 
UV window thresholds. The OV-UV window is centered 
around the 2.SV reference and is nominally 120% per 
volt on the WADJ input pin. 
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Over CUrrent Signal 

r----------------------------------------------------------, 
5V 

UC1904 
UC2904 
UC3904 

: OC OV/OC I ~ 
Input Over Current Out 1--+.-----+ 

+5V +12V -12V -5V 

Inpul Supply 

Windowc+/~2rJ%/V 

T RLl 

Window 
Thresholds 

2.0V/2.1V 

RL2 L_____________________________ 2 

Note: Pin Numbers refer to J, N, and DW Packa es. 

UNITRODE CORPORJII'ION 
7 CONTINENTAL BLVD .• MERRIMACK, NH 03054 
TEL (603) 424-2410. FAX (603) 424-3460 
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~UNITRODE 
Load Share Controller 
FEATURES 
• Fully Differential High Impedance 

Voltage Sensing 

• Accurate Current Amplifier for Precise 
Current Sharing 

• Opto Coupler Driving Capability 

• 1.25% Trimmed Reference 

• Master Status Indication 

• 4.5V TO 35V Operation 

BLOCK DIAGRAM 

DESCRIPTION 

UC1907 
UC2907 
UC3907 

The UC3907 family of Load Share Controller ICs provides all the neces
sary features to allow multiple independent power modules to be paralleled 
such that each module supplies only its proportionate share to total load 
current. 

This sharing is accomplished by controlling each module's power stage 
with a command generated from a voltage feedback amplifier whose refer
ence can be independently adjusted in response to a common share bus 
voltage. By monitoring the current from each module, the current share bus 
circuitry determines which paralleled module would normally have the high
est output current and, with the designation of this unit as the master, ad
justs all the other modules to increase their output current to within 2.5% of 
that of the master. 

The current share bus signal interconnecting all the paralleled modules is a 
low-impedance, noise-insensitive line which will not interfere with allowing 
each module to act independently should the bus become open or shorted 
to ground. The UC3907 controller will reside on the output side of each 
power module and its overall function is to supply a voltage feedback .Ioop. 
The specific architecture of the power stage is unimportant. Either switch
ing or linear designs may be utilized and the control Signal may be either 
directly coupled or isolated though the use of an opto coupler or other iso
lated medium. 

Other features of the UC3907 include 1.25% accurate reference: a 
low-loss, fixed gain current sense amplifier, a fully differential, 
high-impedance voltage sensing capability, and a status indicator to deSig
nate which module is performing as master. 

1------------------------------------------------------
(+) SENSE 11 VOLTAGE ERROR AMPLIFIER : 

VCC (4.5V TO 35V) 

(-)SENSE 

POWERRTN 5 

ARTIFICIAL GND 

~SO~ 1 r----------------------, 
40k 

~S(-) 100 

>-~----~~------------~12 COMP 

9 OPTODRIVE 

ADJUST 1 
AMPLIFIER 50mV I 

... ~ADJINPUT 
1 
1 
1 
1 
1 
1 
1 

r--lM--t----t----...... --I15 CURRENT SHARE BUS 

10k 16 STATUS INDICATE 

1 
1 
1 
1 

1 - 1 

~--------------------------------------------------7--I 
UDG·99052 
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UC1907 
UC2907 
UC3907 

ABSOLUTE MAXIMUM RATINGS CONNECTION DIAGRAMS 

Supply Voltage ................................. +35V 
Opto Out Voltage ................................ +35V 
Opto Out Current .............................. +20mA 
Status Indicate Sink Current ...................... +20mA 
CIS Input Voltage ............................... +35V 
Share Bus Voltage ....................... - 0.3V to +35V 
Other Analog Inputs and Outputs (Zener clamped) 

Maximum Forced Voltage ............... - 0.3V to +1 OV 
Maximum Forced Current ...................... ±10mA 

Ground Amp Sink Current ....................... +50mA 
Pins 1, 9,12,15 Sink Current. .................... +20mA 
Storage Temperature Range ............. - 65°C to +150°C 
Junction Temperature .................. - 55°C to +150°C 
Lead Temperature (Solder 10 Seconds) ............ +300°C 
Pin Nos. refer to 16 Pin DIL Package 
Currents are positive into, negative out of the specified 
terminal. Consult packaging section of databook for thermal 
limitations and considerations of package. 

PLCC-20, LCC-20 (Top View) 
Q PACKAGE, L PACKAGE 

N/C----, 
CIS OUT 

CIS (+) 

CIS (-) 
(.) SENSE 

NIC 
POWER RETURN 
ARTIFICIAL GND 

4 

5 
6 
7 
8 

18 
17 
16 
15 

STATUS INDICATE 
CURRENT SHARE BUS 

ADJ OUT 
ADJ INPUT 
NIC 
CaMP 
(+) SENSE 

DIL-16 (Top View) 
J or N Package 

CIS (+) 

CIS (-) 

(-) SENSE 

POWER RETURN 

ARTIFICIAL GND 

VREF 

ISET 

SOIC-16 (Top View) 
DWPackage 

(-) SENSE 4 

POWER RETURN 5 

ARTIFICIAL GND 6 

16 STATUS INDICATE 

15 CURRENT SHARE BUS 

11 (+) SENSE 

9 OPTO DRIVE 

16 STATUS INDICATE 

15 CURRENT SHARE BUS 

11 (+) SENSE 

VREF VCC 9 OPT a DRIVE 
~~-----~ 

ISET OPTO DRIVE 
NIC 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated these specifications apply for T A = -55°C to + 125°C for 
UC1907· -40°C to +85°C for UC2907· and O°C to +70°C for UC3907· VIN -15V TA-TJ , , , - , -

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

Voltage Amp Section 

Input Voltage COMP = 1V, TA = 25°C 1.975 2.000 2.025 V 

COMP = 1V, Over Temp 1.960 2.000 2.040 V 

Line Regulation VIN = 4.5V to 35V 15 mV 

Load Regulation IL Reference = O.OmA to -10mA 10 mV 

Long Term Stability TA = 125°C, 1000hrs (Note 2) 5 25 mV 

Total Output Variation Line, Load, Temp 1.960 2.040 

Input Adjust Range ADJ OUT from max high to max low 85 100 115 mV 

Input Bias Current -1 !lA 
Open Loop Gain COMP = 0.75V to 1.5V 65 dB 

Unity Gain Bandwidth T A = 25°C (Note 2) 700 kHz 

Output Sink Current (+) SENSE = 2.2V, COMP = 1V 6 15 mA 

Output Source Current (+) SENSE = 1.8V, COMP = 1V 400 600 !lA 
VOUT High (+) SENSE = 1.8V, IL = - 400!JB 1.85 2 V 

VouTLow (+) SENSE = 2.2V, IL= +1mA 0.15 0.40 V 
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UC1907 
UC2907 
UC3907 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated these specifications apply for T A = -55°C to + 125°C for 
UC1907· -40°C to +85°C for UC2907· and O°C to +70°C for UC3907· VIN -15V TA-TJ , , , - , -

PARAMETER TEST CONDITIONS MfN TYP MAX UNITS 

Reference Section 

Output Voltage TA = 25°C 1.970 2.000 2.030 V 

Over Operating Temp 1.955 2.000 2.045 V 

Short Circuit Current VREF=O.OV -15 -30 -60 mA 

Ground Amp section 

Output Voltage 200 250 300 mV 

Common Mode Variation (-) SENSE from O.OV to 2V 5 mV 

Load Regulation IL = O.OmA to 20mA, T A = 25°C 10 mV 

IL = O.OmA to 20mA, Over Temp 15 mV 

Adjust Amp Section 

Input Offset Voltage ADJ OUT = 1.5V, Vcm = O.OV 40 50 60 mV 

Input Bias Current -2 JJA 
Open Loop Gain 1.5V~ ADJ OUT ~ 2.25V 65 dB 

Unity Gain Bandwidth T A = 25°C, COUT =1 IlF (Note 2) 500 Hz 

Transconductance lOUT = -10JJA to +10JJA, VOUT = 1.5V 1.7 3 4.5 ms 

Output Sink Current Vid = O.OV, ADJ OUT = 1.5V 55 135 225 JJA 
Output Source Current Vid = 250mV, ADJ OUT = 1.5V 110 200 350 JJA 
VOUT High Vid = 250mV, loup - 50llA 2.20 2.70 2.90 V 

VouTLow Vid = O.OV, lOUT = 50JJA 0.75 1.15 V 

Common Mode Rejection Ratio Vcm = 0.0 to 10V 70 dB 

Output Gain to VIA VOUT ADJ OUT = 1.5V to 2V 50 57 64 mVN 

i\(+) SENSEI MDJ OUT 

Current Amp section 

Gain Vcm = O.OV, Vid = 50mV to 100mV 19.2 19.6 20.1 VN 

Output Voltage Vels (+) = Vels (-) = O.OV, TA = 25°C 210 250 290 mV 

Vels (+) = Vels (-) = O.OV, Over Temp 180 250 330 mV 

Input Offset Change with Common Mode Vcm = OV to 13V 600 IlVN 
Input 

VOUTHigh Vid = 1V 10 14.5 V 

VouTLow Vid =-1V,IL= 1mA 350 450 mV 

Power Supply Rejection Ratio VIN = 4.5V to 35V, Vcm = O.OV 60 dB 

Slew Rate 0.4 V/!1S 

Drive Amp section Rset = 500n to Artificial Gnd, Opto Drive = 15V 

Voltage Gain COMP = 0.5V to 1V 2.3 2.5 2.6 VN 

ISET VOUT High (+) SENSE;= 2.2V 3.8 4.1 4.4 V 

ISET VOUT Low (+) SENSE = 1.8V 270 300 mV 

Optoout Voltage Range 4 35 V 

Zero Current Input Threshold 1.55 1.65 1.75 V 

Buffer Amp Section 

Input Offset Voltage Input = 1V 5 mV 

Output Off Impedance Input = 1 V, Output = 1.5V to 2V 5 10 20 kO 

Output Source Current Input = 1V, Output = 0.5V 6 15 mA 

Common Mode Rejection Ratio Vcm = 0.3V to 10V 70 dB 

Power Supply Rejection Ratio VIN = 4.5V to 35V 70 dB 
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UC1907 
UC2907 
UC3907 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated these specifications apply for T A = -55°C to + 125°C for 
UC1907' -40°C to +85°C for UC2907' and O°C to +70°C for UC3907' VIN = 15V TA=TJ , , , 

PARAMETER I TEST CONDITIONS I MIN I TYP I MAX I UNITS 

Under Voltage Lockout Section 

Startup Threshold I I I 3.7 I 4.4 I V 

Threshold Hysteresis I I 1 20 1 J rnV 

Status Indicate Section 

VouTLow I ADJ OUT = Current Share Bus I I 0.2 I 0.5 I V 

Output Leakage IADJ OUT = 1V, VOUT = 35V I I 0.1 I 5 I f.LA 
Total Stand by Current Section 

Startup Current I VIN = UVLO - 0.2V I I 3 I 5 I rnA 

Operating Current IVIN =35V I I 6 I 10 I rnA 

Note 1: Unless otherwise specified a/l voltages are with respect to (-) SENSE. Currents are positive into, negative out of the 
specified terminal. 

Note 2: Guaranteed by design. Not 100% tested in production. 

PINIBLOCK DESCRIPTIONS 
(-) SENSE (Pin 4) - This is a high-impedance pin in
tended to allow remote sensing of the system ground, 
bypassing any voltage drops which might appear in the 
power return line. This point should be considered as 
the "true" ground. Unless otherwise stated, all volt
ages are with respect to this point. 

ARTIFICIAL GROUND (Pin 6) - This is a low impedance 
circuit ground which is exactly 2S0 millivolts above the 
(-) SENSE terminal. This offset allows the Ground Buffer 
Amplifier negative headroom to return all the control bias 
and operating currents while maintaining a high imped
ance at the (-) SENSE input. 

POWER RTN (Pin S) - This should be the most negative 
voltage available and can range from zero to SV below 
the (-) SENSE terminal. It should be connected as close 
to the power source as possible so that voltage drops 
across the return line and current sensing impedances 
lie between this terminal and the (-) SENSE point. 

ternal clamp of 2.0 Volts. The reference trimming is per
formed closed loop, and measured at pin 11, (+) SENSE. 
The value is trimmed to 2V ±1.25%. 

DRIVE AMPLIFIER (Pins 8, 9, 12) - This amplifier is 
used as an inverting buffer between the Voltage Ampli
fier's output and the medium used to couple the feed
back signal to the power controller. It has a fixed voltage 
gain of 2.S and is usually configured with a cur
rent-setting resistor to ground. This establishes a current 
- sinking output optimized to drive optical couplers bi
ased at any voltage from 4.SV to 3SV, with current levels 
up to 20mA. The polarity of this stage is such that an in
creasing voltage at the Voltage Amplifier's sense input 
(as, for example, at turn on) will increase the opto's cur
rent. In a non isolated application, a voltage signal rang
ing from 0.2SV to 4.1V may be taken from the 
current-setting output but it should be noted that this volt
age will also increase with increasing sense voltage and 
an external inverter may be required to obtain the correct 

VREF (Pin 7) - The intemal Voltage Reference is a feedback polarity. 

band-gap circuit set at 2.0 Volts with respect to the (-) CURRENT AMPLIFIER (Pins 1, 2, 3) _ This amplifier has 
SENSE input (1.7SV above the ARTIFICIAL GROUND), differential sensing capability for use with an external 
and an accuracy of ± 1.S%. This circuit, as well as all the shunt in the power return line. The common-mode range 
other chip functions, will work over a supply voltage of its input will accommodate the full range between the 
range of 4.SV to 3SV allowing operation from unregu- Power Return point and VCC-2V which will allow unde
lated DC, an auxiliary voltage, or the same output volt- fined line impedances on either side of the current shunt. 
age that it is controlling. Under voltage lockout has been The gain is internally set at 20 giving the user the ability 
included to insure proper startup by disabling internal to establish the maximum voltage drop across the cur-
bias currents until the reference rises into regulation. rent sense resistor at any value between SO and SOO mil-

VOLTAGE AMPLIFIER (Pins 11, 12) - This circuit is the livolts. While the bandwidth of this amplifier may be 
feedback control gain stage for the power module's out- reduced with the addition of an external output capacitor 
put voltage regulation, and overall loop compensation to ground, in most cases this is not required as the com
will normally be applied around this amplifier. Its output pensation of the Adjust Amplifier will typically form the 
will swing from slightly above the ground return to an in- dominant pole in the adjust loop. 
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PIN/BLOCK DESCRIPTIONS (cont.) 
BUFFER AMPLIFIER (Pins 1, 15) - This amplifier is a 
uni-directional buffer which drives the CURRENT 
SHARE; BUS - the line which will interconnect all power 
modules paralleled for current sharing. Since the Buffer 
Amplifier will only source current, it insures that the mod
ule with the highest output current will be the master and 
drive the bus with a low-impedance drive capability. All 
other Buffer Amplifiers will be inactive with each exhibit
ing a 10kohm load impedance to ground. The Share Bus 
terminal is protected against both shorts to ground and 
accidental voltages in excess of 50 Volts. 

ADJUST AMPLIFIER (Pins 13, 14, 15) - This amplifier 
adjusts the individual module's reference voltage to 
maintain equal current sharing. It is a transconductance 
type in order that its bandwidth may be limited, and noise 
kept out of the reference adjust circuitry, with a simple 
capacitor to ground. The function of this amplifier is to 
compare its own module output current to the Share Bus 
signal - which represents the highest output current - and 
force an adjust command which is capable of increasing 
the reference voltage as seen by the voltage amplifier by 
as much as 100 millivolts. This number stems from the 
17.5:1 internal resistor ratio between the Adjust Ampli
fier's clamped output and the reference, and represents 
a 5% total range of adjustment - a value which should be 
adequate to compensate for unit-to-unit reference and 

CURRENT SHARE BUS 

POSITIVE SENSE 

UC1907 
UC2907 
UC3907 

external resistor tolerances. The Adjust Amplifier has a 
built-in 50mV offset on its inverting input which will force 
the unit acting as the master to have a low output result
ing in no change to the reference. While this 50mV offset 
represents an error in current sharing, the gain of the 
current amplifier reduces it to only 2.5mV across the cur
rent sense resistor. It should also be noted that when the 
module is acting independently with no connection to the 
Share Bus node, or when the Share Bus node is shorted 
to ground, its reference voltage will be unchanged. Since 
only the circuit acting as a master will have a low output 
from the Adjust Amplifier, this Signal is used to activate a 
flag output to identify the master should some corrective 
action be needed. 

STATUS INDICATE (Pin 16) - This pin is an open collec
tor output intended to indicate the unit which is acting as 
the master. It achieves this by sensing when the adjust 
amp is in its low state and pulling the status indicate pin 
low. 

ADDITIONAL INFORMATION 

Please refer to additional application information. 

[1] Application Note U-129, UC3907 Load Share IC Simplifies 
Parallel Power Supply Design by Mark Jordan. 

[2] Application Note U-163, UC3902 Load Share Controller and 
its Performance in Distributed Power Systems by Laszlo 
Balogh. 

______ ~~----~----~------~~PO~S~IT~IVE~P~O~WE~R~--~------~+_----------~~ ______ ~ 

~NEGATIVE POWER 

NEGATIVE SENSE 

UOG-94103 

Figure 1. Load system diagram. 
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Figure 2. Load share connection diagram. 
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Figure 3. UC39071n a load-sharing feedback loop for an off-line isolated supply. 
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~UNITRODE UC19431 
UC29431 
UC39431 

Precision Adjustable Shunt Regulator UC39431S: 

FEATURES 
• Multiple On-Chip Programmable 

Reference Voltages 

• 0.4% Initial Accuracy 

• 0.7% Overall Reference Tolerance 

• 2.2V to 36.0V Operating Supply 
Voltage and User Programmable 
Reference 

• 36.0V Operating Supply Voltage 

• Reference Accuracy Maintained For 
Entire Range of Supply Voltage 

• Superior Accuracy and Easier 
Compensation for Optoisolator 
Application 

• Improved Architecture Provides a 
Known Linear Transconductance with 
a +5% Typical Tolerance 

BLOCK DIAGRAM 

DESCRIPTION 
The UC39431 is an adjustable shunt voltage regulator with 100mA sink ca
pability. The architecture, comprised of an error amplifier and 
transconductance amplifier, gives the user separate control of the small 
signal error voltage frequency response along with a fixed linear 
transconductance. A minimum 3MHz gain bandwid.th product for both the 
error and transconductance amplifiers assures fast response. In addition 
to external programming, the IC has three internal resistors that can be 
connected in six different configurations to provide regulated voltages of 
2.82V, 3.12V, 5.W, 7.8V, 10.42V, and 12.24V. A sister device (UC39432) 
provides access to the non-inverting error ampilifer input and reference, 
while eliminating the three internal resistors. 
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ABSOLUTE MAXIMUM RATINGS 
Supply Voltage: V ............................. 36V 
Regulated Output: V .............................. 36V 
Internal Resistors: R1, R2, R3 ....................... 13V 
ElA Input: SENSE ................................. 6V 
ElA Compensation: COMP .......................... 6V 
Output Sink Current: I. .......................... 140mA 
Power Dissipation at TA $ 25°C (Oil-B) ................ 1W 
Derate BmW/oe for T A> 25°C 
Storage Temperature Range ............. --65°C to +150°C 
Junction Temperature ................... -55°C to +150°C 
lead Temperature (Soldering, 10 sec.) ............. +300°C 

Currents are positive into, negative out of the specified termi
nal. Consult Packaging Section of Databook for thermallimita
tions and considerations of packages. 

CONNECTION DIAGRAM 

DIL-8, SOIC-8 (Top View) 
N or J, D Package 

eOll 

COMP 

vee 

R1 

UC19431 
UC29431 
UC39431 

UC39431B 

GND 

SENSE 

R2 

R3 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these specifications apply for T A = -55°C to + 125°C and 
COll Output = 2.4V to 36.0V for the UC19431, T A = -25°C to +B5°C and COll Output = 2.3V to 36.0V for the UC29431, and T A 
= O°C to +70°C and COll Output = 2 3V to 36 OV for the UC39431/B VCC = 15V ICOll = 10mA TA = TJ , , , 

PARAMETER TEST CONDITIONS MIN TVP MAX 

Reference Voltage Tolerance TA = 25°C 19431" 1.295 1.3 1.305 

39431B 1.29 1.3 1.31 

Reference Temperature Tolerance VCOll =5.0 19431" 1.291 1.3 1.309 

39431B 1.286 1.3 1.314 

Reference Line Regulation VCC = 2.2V to 36.0V, VCOll = 5V 19431' 10 38 

39431B 10 57 
Reference load Regulation ICOll = 10mA to 50mA, VCOll = 5V 19431' 10 3B 

39431B 10 57 

Sense Input Current -0.5 -0.2 

Minimum Operating Current vce = 36.0V, VCOll = 5V 0.50 O.BO 

Collector Current Limit VCOll = VCC = 36.0V, Ref = 1.35V 130 145 

Collector Saturation ICOll = 20mA 0.7 1.1 1.5 

Transconductance (gm) VCC = 2.4V to 36.0V, 19431' -170 -140 -110 
V COll = 3V, ICOll = 20mA 39431B -180 -140 -100 

5.1V Reference Internal Divider 19431' 5.05 5.1 5.15 

39431B 5 5.1 5.2 

12.24V Reference Internal Divider 19431' 12 12.24 12.5 

39431B 12 12.24 12.5 

Error Amplifier AVOl 60 90 

Error Amplifier GBW (Note 1) 3.0 5 

Transconductance Amplifier GBW 3 

• Also applies to the UC29431 and UC39431 
Note: The intemal divider can be configured to give six unique references. These references are 2.B2V, 3. 12V, 5.1 V, 7.BV, 

10.42V, 12.24V. 
Note 1: Guaranteed by design. Not 100% tested in production. 
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PIN DESCRIPTIONS (cont) 
COll: The collector of the output transistor with a maxi
mum voltage of 36V. This pin is the output of the 
transconductance amplifier. The overall open loop volt
age gain of the transconductance amplifier is gm • RL, 
where gm is designed to be -140mS ±30mS and RL rep
resents the output load. 

COMP: The output of the error amplifier and the input to 
the transconductance amplifier. This pin is available to 
compensate the high frequency gain of the error ampli
fier. It is internally voltage limited to approximately 2.0V. 

GND: The reference and power ground for the device. 
The power ground of the output transistor is isolated on 
the chip from the substrate ground used to bias the re
mainder of the device. 

R1, R2, R3: Connection points to the three internal resis
tors. 

SENSE: The inverting terminal of the error amplifier used 
as both the voltage sense input to the error amplifier and 
its other compensation point. The error amplifier uses the 
SENSE input to compare against the 1.3V on-chip refer
ence. 

UC19431 
UC29431 
UC39431 

UC39431B 

The SENSE pin is also used as the undervoltage lockout 
(UVLO). It is intended to keep the chip from operating 
until the internal reference is properly biased. The 
threshold is approximately 1V. It is important that once 
the UVLO is released, the error amplifier can drive the 
transconductance amplifier to stabilize the loop. If a ca
paCitor is connected between ttle SENSE and COMP 
pins to create a pole, it will limit the slew rate of the error 
amplifier. To increase the bandwidth and ensure startup 
at low load current, it is recommended to create a zero 
along with the pole as shown in the shunt regulator appli
cation. The error amplifier must slew 2.0V to drive the 
transconductance amplifier initially on. 

VCC: The power connection for the device. The mini
mum to maximum operating voltage is 2.2V to 36.0V. 
The quiescent current is typically O.SOmA. 

1k 
15V .... .J\III'v-_.--------------------_.-------_... 5.1V 

INPUT OUTPUT 
40.2k 6.8nF 

,-------------
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I 
I 
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22.4k 
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I 
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I 
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16k 

5.1Q 

I I L _____________ ~ ____ ~ ________ ~ 

Figure 1. Typical 5.1 V shunt regulator application. 
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APPLICATION INFORMATION 
Magnetic Amplifier Controller Application 

The 0.4% initial reference makes the UC39431 ideal as a 
programmable shunt regulator. By adding two external 
resistors, the on-chip 1.3V reference can be gained to 
any voltage between 2.2V (2.4V for the UC39431) and 
36.0V. The input bias current is typically maintained at 
0.21JA for the output voltage range. Since the 
non-inverting error amplifier input is not available, a 5.1 k 
non-inverting input impedance is added to the input of 
the error amplifier. This allows the user to choose the 
SENSE pin input impedance to cancel the minimal offset 
voltage caused by the input bias current. 

Frequency Compensation 

The UC39431 shunt regulator is designed with two 
independant gain stages. The error amplifier provides 
90dB of gain with a typical gain bandwidth product of 
SMHz. The error amplifier provides sufficient gain in or
der for the sense voltage to be accurately compared to 
the 1.3V on-chip reference. Complete control of the fre
quency response of the error amplifier is accomplished 
with the COMP pin. By putting negative feedback across 

21K 
40.2K 6.8nF 

R1 

20k 

R2 

4k 

R3 

SENSE 

I 2.85k 
I 

UC19431 
UC29431 
UC39431 

UC39431B 

the error amplifier, either a pole or a pole-zero can be 
added. 

The second gain stage is the transconductance (gm) am
plifier. The gm amplifier is designed with a known linear 
140mS of transconductance. The voltage gain is conse
quently gm • Ro, where Ro is the output impedance at 
the collector pin. The frequency response of the 
transconductance amplifier is controlled with the COll 
pin. The gain bandwidth product of the gm amplifier is 
typically 3M Hz. A pole or pole-zero can be added to this 
stage by connecting a capacitor or a series capacitor and 
resistor between COll and GND. 

The compensation of a control loop containing the 
UC39431 is made easier due to the independant com
pensation capability of the error amplifier and gm ampli
fier. As shown in the applications information, a 
pole-zero is created with a series resistor and capacitor 
between SENSE and COMPo The pole created is domi
nant, while the zero is used to increase the bandwidth 
and cancel the effects of the pole created by the capaci
tor between the COll and GND pins. 

vee (::~::::::~ 
3 -------, 

22.4k 
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UDG·99051 

Figure 2. 15.0V optocoupler application. 
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APPLICATION INFORMATION (cont.) 
OptocouplerApplicatlon 

The two amplifier circuit architecture employed in the 
UC39431 is most advantageous for the optocoupler ap
plication. The error amplifier provides a fixed open loop 
gain that is available to apply flexible loop compensation 
of either poles or zeroes. A fixed transconductance am
plifier provides a linear current source compared to the 
typical transistor's exponential output characteristics. It 
also eliminates the traditional optocoupler's CTR varia-
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UC19431 
UC29431 
UC39431 

UC39431B 

tions with power supply and vOltage, and the need to 
suffer the additional voltage drop of a series resistor. 

Magnetic Amplifier Controller Application 

The UC39431 makes an excellent controller for magnetic 
amplifier regulated outputs. Working from either a square 
wave drive or from a PWM signal controllE!d by another 
output, a saturable reactor provides highly efficient con
trol, requiring only a reset current which can be gener
ated from its own output. 
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Figure 3. Magnetic amplifier controller application. 
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UC19431 
UC29431 
UC39431 

UC39431B 
Table 1. Resistor divider connection table for shunt applications 

REGULATED VOLTAGE CONNECT R1 TO: CONNECT R2 TO: CONNECT R3 TO: 

2.82V SENSE (pin 7) COll (pin 1) SENSE (pin 7) 

3.12V open COll (pin 1) SENSE (pin 7) 

5.1V COll (pin 1) SENSE (pin 7) open 

7.8V COll (pin 1) SENSE (pin 7) GND (pin 8) 

10,42V COll(pin 1) SENSE (pin 7) SENSE (pin 7) 

12.24V COll (pin 1) open SENSE (pin 7) 

Note: To obtain the shunt regulated or optocoupler sensed voltage specified in the left column, connect the internal resistors (R1, 
R2, R3) as indicated. Refer to the shunt regulator application in Fig. 1. 
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Figure 4. Internal1.3V vs. temperature. 
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UC19432 
UC29432 
UC39432 

Precision Analog Controller UC39432B 

FEATl,JRES 
• Programmable Transconductance for 

Optimum Current Drive 

• Accessible 1.3V Precision Reference 

• Both Error Amplifier Inputs Available 

• 0.7% Overall Reference Tolerance 

• 0.4% Initial Accuracy 

• 2.2V to 36.0V Operating Supply 
Voltage and User Programmable 
Reference 

• Reference Accuracy Maintained for 
Entire Range of Supply Voltage 

• Superior Accuracy and Easier 
Compensation for Optoisolator 
Application 

• low Quiescent Current (0.50mA Typ) 

BLOCK DIAGRAM 

DESCRIPTION 
The UC39432 is an adjustable precision analog controller with 100mA sink 
capability if the ISET pin is grounded. A resistor between ISET and ground 
will modify the transconductance while decreasing the maximum current 
sink. This will add further control in theoptocoupler configuration. The 
trimmed precision reference along with the non-inverting error amplifier in
puts are accessible for custom configuration. A sister device, the UC39431 
adjustable shunt regulator, has an on-board resistor network providing six 
preprogrammed voltage levels, as well as external programming capability. 
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ABSOLUTE MAXIMUM RATINGS 
Supply Voltage: VCC .............................. 36V 
Regulated Output: VCOll ........................... 36V 
EA Input: SENSE, EM ............................. 6V 
EA Compensation: COMP ........................... 6V 
Reference Output: REF ............................. 6V 
Output Sink Current: ICOll ....................... 140mA 
Output Source Current: ISET .................... -140mA 
Power DisSipation at TA ~ 25°C (Dll-8) ................ 1W 

Derate 8mW/oC for T A> 25°C 
Storage Temperature Range ............. -65°C to +150°C 
Junction Temperature ................... -55°C to +150°C 

. lead Temperature (Soldering, 10 sec.) ............. +300°C 

Currents are positive into, negative out of the specified termi
nal. Consult Packaging Section of Databook for therma/limita
tions and considerations of packages. 

CONNECTION DIAGRAM 

DIL-8, SOIC-8 (Top View) 
N or J, 0 Package 

COll 

COMP 

vee 

EA+ 

UC19432 
UC29432 
UC39432 

UC39432B 

ISET 

GND 

SENSE 

REF 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these specifications apply for T A = -55°C to + 125°C and 
COll Output = 2.4V to 36.0V for the UC19432, T A = -25°C to +85°C and COll Output = 2.3V to 36.0V for the UC29432, and T A 
= O°C to + 70°C and COll Output = 2 3V to 36 OV for the UC39432 VCC = 15V ICOll = 10mA T A = T J , , , 

PARAMETER TEST CONDITIONS MIN TYP MAX 

Reference Voltage Tolerance TA = 25°C 19432" 1.295 1.3 1.305 

39432B 1.29 1..3 1.31 

Reference Temperature Tolerance VCOll= 5.0V 19432" 1.291 1.3 1.309 

39432B 1.286 1.3 1.314 

Reference Line Regulation VCC = 2.4V to 36.0V, VCOll = 5V 19432" 10 38 

39432B 10 57 

Reference load Regulation ICOll = 10mA to 50mA, VCOll = 5V 19432" 10 38 

39432B 10 57 

Reference Sink Current 10 

Reference Source Current -10 

EA Input Bias Current -0.5 -0.2 

EA Input Offset Voltage 19432' 4.0 

39432B 4.0 

EA Output Current Sink (Internally Limited) 16 

EA Output Current Source -1 

Minimum Operating Current VCC = 36.0V, VCOll = 5V 0.50 0.80 

Collector Current Limit (Note) VCOll = VCC = 36.0V, Ref = 1.35V 130 145 
ISET=GND 

Collector Saturation ICOll= 20mA 0.7 1.1 1.5 

Transconductance (gm) (Note) VCC = 2.4V to 36.0V, 19432' -170 -140 -110 
V COL = 3V, ICOll = 20mA 39432B -180 -140 -100 
ISET=GND 

Error Amplifier AVOl 60 90 

Error Amplifier'GBW (Note 1) 3.0 5 

Transconductance Amplifier GBW 3 

" Also applies to the UC29432 and UC39432 
Note: Programmed transconductance and collector current limit equations are specified in the ISET pin description. 
Note 1: Guaranteed by design. Not 100% tested in production. 
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mV 

mV 

mV 

mV 
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mV 
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V 

mS 

mS 

dB 

MHz 
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PIN DESCRIPTIONS 

COll: The collector of the output transistor with a maxi
mum voltage of 36V. This pin is the· output of the 
transconductance amplifier. The overall open loop volt-· 
age gain of the transconductance amplifier is gm • RL, 
where gm is designed to be -140mS ±30mS and RL rep
resents the output load. 

COMP: The output of the error amplifier and the input to 
the transconductance amplifier. This pin is available to 
compensate the high frequency gain of the error ampli
fier. It is internally voltage limited to approximately 2.0V. 

EA+: The non-inverting input to the error amplifier. 

GND: The reference and power ground for the device. 
The power ground of the output transistor is isolated on 
the chip from the substrate ground used to bias the re
mainder of the device. 

ISET: The current set pin for the transconductance am
plifier. The transconductance will be -140mS as speci
fied in the electrical table if this pin is grounded. If a 
resistance RL is added to the ISET pin, the resulting new 
transconductance is calculated using the following equa
tion: gm = -D.714V. (S.10 + Rd. The maximum current 
will be approximately 

I _ O.6V 
MAX - s.1o +RL 

UC19432 
UC29432 
UC39432 

UC39432B 

REF: The output of the trimmed precision reference. It 
can source or sink 10flA and still maintain the 1 % tem
perature specification. 

SENSE: The inverting terminal of the error amplifier used 
as both the voltage sense input to the error amplifier and 
its other compensation point. The error amplifier uses the 
SENSE input to compare against the 1.3V on-chip refer
ence. 

The SENSE pin is also used as the undervoltage lockout 
(UVLO). It is intended to keep the chip from operating 
until the internal reference is properly biased. The 
threshold is approximately 1V. It is important that once 
the UVLO is released, the error amplifier can drive the 
transconductance amplifier to stabilize the loop. If a ca
pacitor is connected between the SENSE and COMP 
pins to create a pole, it will limit the slew rate of the error 
amplifier. To increase the bandwidth and ensure startup 
at low load current, it is recommended to create a zero 
along with the pole as shown in the UC39431 shunt reg
ulator application. The error amplifier must slew 2.0V to 
drive the transconductance amplifier initially on. 

VCC: The power connection for the device. The mini
mum to maximum operating voltage is 2.2V to 36.0V. 
The quiescent current is typically O.SOmA. 

VSENSE ---,----------------------r---------, 

1.3V 
REF 

1B.7k 

6.49k 

44.2k 6.6nF 

r-------------
I 
I 
I 

5.1k 
+ 

GND 71-----------------~ 

16k 

I 
I 
I 
I 
I 
I 
I 

5.10 I 

I 
I L ___________________________ J 

Figure 1. 5.0V Optocoupler application. 
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OVERVOL TAGE COMPARATOR APPLICATION 

The signal VIN senses the input voltage. As long as the 
input voltage is less than 5.5V, the output is equal to the 
voltage on VIN. During this region of operation, the diode 
is reversed biased which keeps the EA+ pin at 1.3V. 
When VIN exceeds the over voltage threshold of 5.5V, 
the output is driven low. This forward biases the diode 
and creates hysteresis by changing the threshold to 
4.5V. 

OPTOCOUPLER APPLICATION 

UC19432 
UC29432 
UC39432 

UC39432B 

The optocoupler application shown takes advantage of 
the accessible pins REF and ISET. The ISET pin has a 
33 ohm resistor to ground that protects the opto-coupler 
by limiting the current to about 16mA. This also lowers 
the transconductance to approximately 19m5. The ability 
to adjust the transconductance gives the designer further 
control of the loop gain. The REF pin is available to sat
isfy any high precision voltage requirements. 

VrN _,------------------.,-------, 

20k 
10k 1N914 

COMP 
,------------ 2 ----

O.5V 

22.4k 16k 

6.19k 

I L __________________________ ~ 

Figure 2. 5.5V Overvoitage comparator with hysteresis. 
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~UNITRODE 
UC1965 
UC2965 
UC3965 

Precision Reference with Low Offset Error Amplifier 
FEATURES 
• Accessible 2.5V Precision Reference 

• 0.4% Initial Reference Accuracy 

• 1 % Reference Accuracy over Line, 
Load, and Full Temperature Range 

• Low 1 mV Offset Error Amplifier 

• Supports Closed Loop Soft Start 

• 2X Inverting Amplifier I Buffer Output 

• 4.1 V Undervoltage Lockout 

• ICC 2mA at 5V 

• 8-Pin SOIC or OIL Package 

VOUT 

I 
I 
I 

DESCRIPTION 
The UC3965 is suitable for applications needing greater precision and 
more functionality than the TL431 type shunt regulators. The wide range 
VCC input capability enables the device to be biased from the secondary 
side output voltage rail, resulting in closed loop soft start. 

The UC3965 includes an accessible 2.5V precision reference which offers 
0.4% initial and 1 % reference accuracy over line, road, and full tempera
ture range with a low offset error amplifier, a 2X inverting amplifierlbuffer, 
and an undervoltage lockout circuit. The IC is ideally suited 
tions where high precision PWM power supply 
Typically, the error amplifier is configured to cornocuej 
be regulated power supply voltage to the 
amplifierlbuffer output is then used to 
The UC3965 is also capable of 
applications. 

Sk 

7.Sk 

COMP 

VFB 

VREF 

GND Tl_ _~ 
1-- - I 

NI 

______________________________________________ J UDG-98055 
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ABSOLUTE MAXIMUM RATINGS CONNECTION DIAGRAM 
vcc .................................... -O.3V to 20V 
VREF .................................... -O.3V to 6V OIL-8, SOIC-8 (Top View) 

VFB, COMP, NI, VOUT ..................... -O.3V TO 6V J or N Package, 0 Package 
Storage Temperature ................... -65°C to + 150°C 
Junction Temperature ................... -55°C to +150°C 
Lead Temperature (Soldering, 10 sec.) ............. +300°C 

Currents are positive into, negative out of the specified terminal. 
AI/ voltages are with respect to ground. Consult Packaging Sec
tion of Databook for thermal limitations and considerations of 
packages. 

ORDERING INFORMATION 
TEMPERATURE RANGE PACKAGE 

UC1965J -55°C to + 125°C CDIP 
UC2965D --40°C to +85°C SOIC 
UC2965N PDIP 
UC3965D O°Cto +70°C SOIC 
UC3965N PDIP 

OFFSET 

vee 

VOUT 

GND 

ELECTRICAL CHARACTERISTICS Unless otherwise specified VCC - 5V T A - TJ , - , -
PARAMETER TEST CONDITIONS 

General 

VCC 

Operating Current VCC=5V 

Undervoltage Current 

Minimum Voltage to Start 

Hysteresis 

VREF 

VREF Initial Accuracy +25°C 

VREF Over Temperature -55°C to +125°C 

Total Output Variation Line, Load, Temperature 

Line Regulation VCC = 4.3V to 20V 

Load Regulation 01lA to 5OO11A 

Short Circuit Current VREF=OV 

Error Amplifier 

Input Bias VCM= 2.5V 

Input Offset Voltage VCM= 2.5V 

Input Offset Current VCM=2.5V 

Gain Bandwidth Product VIN = 50mV pop (Note 1) 

Open Loop Gain VOUT = 1V to 3.75V 
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MIN 

4.3 

1.5 

3.9 

200 

2.49 

2.48 

2.475 

-100 

80 

TYP 

2 

4.1 

300 

2.5 

2.5 

2.5 

2 

2 

2 

200 

1 

0 

6 

100 

UC1965 
UC2965 
UC3965 

MAX UNITS 

20 V 

4 rnA 

200 IIA 
4.3 V 

400 mV 

2.51 V 

2.52 V 

2.525 V 

10 mV 

10 mV 

rnA 

400 nA 

2 mV 

100 nA 

MHz 

dB 



UC1965 
UC2965 
UC3965 

ELECTRICAL CHARACTERISTICS Unless otherwise specified, VCC = 5V, TA = TJ. 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

Error Amplifier Section (cont.) 

Output Low Level 10llT= 01tA 0.8 V 

lOUT = 1001tA 1.2 V 

Output High Level lOUT = 01tA 4 V 

10llT = -5001tA 4 V 

Short Circuit Circuit VCOMP=OV 8 mA 

CMRR VCM = 1.25V to 3.75V 70 100 dB 

PSRR VCC = 4.3V to 20V 70 100 dB 

Rising Slew Rate 2 V//lS 

Falling Slew Rate 0.4 V/~ 

Inverting Buffer Amplifier 

Input Bias VCM=2.5V 1 2 ItA 
Output Offset Voltage VCM= 2.5V -20 0 20 mV 

Gain Bandwidth Product VIN = 50mV pop (Note 1) 1.5 MHz 

Closed Loop Gain Inverting Gain -2.04 -2 -1.96 VN 

Output Low Level lOUT = 01tA 0.3 V 

lOUT = 1001tA 0.5 V 

Output High Level 10UT=OmA 4 V 

10UT=-4mA 4 V 

Short Circuit Circuit VOUT=OV 18 mA 

CMRR VCM = 1.25V to 3.75V 70 100 dB 

PSRR VCC = 4.3V to 20V 70 100 dB 

Rising Slew Rate 

Falling Slew Rate 

Note 1: Guaranteed by design. Not 100%. tested in production. 

PIN DESCRIPTIONS 

COMP: The output of the error amplifier and the input to 
the inverting terminal of the internal output buffer. This 
pin is available to compensate the high frequency gain of 
the error amplifier. 

GND: The reference and power ground for the device. 

NI: The non-inverting input to the error amplifier. 

OFFSET: The non-inverting input to the internal output 
buffer. 

VCC: The power input to the device. The minimum to 
maximum operating voltage is 4.3V to 20V. 

0.9 V//lS 

0.9 V//lS 

VFB: The inverting terminal of the error amplifier used as 
both the voltage sense input to the error amplifier and its 
other compensation point. 

VOUT: The emitter of the output transistor. This pin is 
the output of the inverting buffer. This pin has the capa
bility to drive an optocoupler or a PWM controller directly. 

VREF: The output of the trimmed precision reference. 
This reference maintains within 1 % of its initial value over 
its entire line, load, and temperature range. 
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APPLICATION INFORMATION 
For designs requiring input-output isolation, the UC3965 
is used in secondary side output voltage sensing. As 
shown in Fig. 1, the precision reference and low offset 
error amplifier can be used in converters, such as the 
isolated flyback, where the primary side error amplifier is 
not used or simply not present. In this case, the 
UCC3809 is used as the primary side controller. 

The precision reference of the UC3965 is tied to the 
non-inverting input of the device's internal error amplifier. 
The output voltage of the converter is resistively divided 
and compared to this reference at the inverting input. 
This error amplifier has a low 1 mV input offset voltage 

Figure 1. Typical application diagram. 

ADDITIONAL INFORMATION 
For additional application information biasing the 
UC3965, please refer to the following publication: 

[1] Application Note U-165, Design Review: Isolated 50W 
Flyback with the UCC3809 Primary Side Controller and 
the UC3965 Precision Reference and Error Amplifier, by 
Lisa Dinwoodie. 

UNITRODE CORPORATION 
7 CONTINENTAL BLVD.' MERRIMACK, NH 03054 
TEL. (603) 424·2410' FAX (603) 424-3460 

UC1965 
UC2965 
UC3965 

that insures accurate regulation of the output. The inter
nal error amplifier drives the inverting input of the output 
buffer (08) which drives an optocoupler diode. The wide 
range VCC voltage enables the device to be biased from 
the secondary side output voltage rail, resulting in closed 
loop soft start. 

As the output voltage increases beyond its desired value, 
the voltage difference at the error amplifier increases. 
This results in less drive at the inverting input of the inter
nal buffer, increasing its output drive to the optocoupler. 
If the application does not require input-output isolation, 
this buffer could be used to drive the PWM directly. 
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A SIMPLE ISOLATION AMPLIFIER USING THE UC1901 

The UC1901 Isolated Feedback Generator has other ap
plications besides providing isolated feedback in switch
ing power supplies. This IC's amplitude modulation 
system and error amplifier can be used to implement a 
very low cost, high bandWidth, isolation amplifier. Isola
tion amplifiers of this type find use in switching power 
supplies, motor controls, instrumentation, industrial con
trols and medical systems. 

The UC1901 generates a programmable high frequency 
carrier signal (up to 5MHz) with an amplitude that is con
trolled by a high gain error amplifier. In a typical feed
back application, this amplifier and modulator are used, 
in conjunction with the UC1901 's 1.5V reference and a 
small signal coupling transformer, to provide precision 
regulation for an isolated switching power supply. Ca
pacitively coupled feedback around the UC1901 error 
amplifier determines the device's small Signal AC re
sponse, but the DC operating point is determined by the 
requirements of the overall power supply loop. By add
ing an additional winding on the coupling transformer 
and a demodulator circuit for this winding, local DC feed
back can be provided to the UC1901's error amplifier. In 
this mode very accurate DC, as well as small Signal, AC, 
transfer functions can be established across the isola
tion boundary. 

En" 

R T 

(10k) 

>--,---112 

R , 

The configuration of an isolation amplifier using the 
UC1901 is shown in the figure below. The drivers on the 
UC1901 couple an amplitude modulated carrier to two 
matched windings (W2 and W3 ) on a small signal trans
former. The demodulated signal from winding W2 is 
used to provide feedback to the UC1901 's error amplifier 
while the demodulated signal from W3 is the isolated 
output signal. The use of the feedback winding linearizes 
the transfer function of the overall amplifier and allows 
DC signals to be accurately transferred. Matching of the 
two demodulator windings and demodulator circuits is 
important to maximize linearity and minimize DC offsets. 
An optional output buffer and filter will reduce residual 
carrier ripple and isolate the output demodulator from its 
load. The intemal gain compensation on the UC1901 is 
sufficient for stable operation with overall gains down to 
12dB. This circuit requires a supply voltage to the 
UC1901 that, if not available in the system already, can 
be generated using a second similar circuit operating in 
the reverse direction. 

The primary features of this circuit are: 

1. Good Signal Linearity 

2. Wide Bandwidth (3dB Bandwidths> 500kHz) 

3. High Isolation Capability 

4. Low Cost 

hUT" R 2 t R 1 

""'Ell ~ 

A Low Cost, High Bandwidth, Isolation Amplifier: An additional feedback winding linearizes the transfer func:
tion of the amplifier by matching the coupling characteristics to the isolated output. 

UNITRODE CORPORATION 
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OPTOCOUPLER FEEDBACK DRIVE TECHNIQUES USING THE UC 3901 AND UC3903 

Numerous techniques and devices are available to 
the designers of optocoupler feedback circuits. The 
more traditional approaches utilize either an adjust
able shunt regulator like the TL431 device or an 
op-amp and voltage reference as the optocoupler 
driver. While these approaches do satisfy the basic 
requirements in many applications, quite often they 
lack the performance that is achievable from a 
more sophisticated circuit. Too often, these low 
cost solutions necessitate additional protection cir
cuitry elsewhere in the control circuit to overcome 
the deficiencies in the feedback path. 

A variety of low cost supervisory ICs contain the 
required building blocks for the more demanding 
optocoupler feedback drive applications. Initially 
developed to address other specific power supply 
tasks, several control ICs excel in the role as preci
sion optocoupler control and drivers. 

The basic building blocks necessary for 
optocoupler feedback control are a precision refer
ence, an error amplifier and a drive stage capable 

OPAMP 

COMPENSATION 

Figure 1. Basic optocoupler drive circuit. 

of approximately 20 milliamps. In a typical applica
tion, the power supply output voltage is monitored 
and compared to a reference voltage to the error 
amplifier inputs. Loop compensation and gain are 
programmed around the amplifier, and the reSUl
tant error voltage (Ve) modulates the optocoupler 
drive current, hence feedback. 

In addition to the simple regulation of output volt
age, several other housekeeping functions can be 
performed on the secondary side of the power sup
ply - all with a single integrated controller. Fault 
protection, for example, from an over voltage or an 
over current condition can be detected and used to 
override the normal optocoupler drive. An 
undervoltage lockout feature could prevent false 
feedback information during power-up and power 
down sequences of the power supply. Also, a 
POWER-OK indicator could separately communi
cate with the primary side controller, or used to 
gate the optocoupler drive at the secondary side. 

( •........................................... ) 
~ ~ 

........ _ .......... _----_ ... _------------------ ---_ .. -# 

OPTO 
COUPLER 

TOPWM 

UDG-99103 
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THE UC3901 ISOLATED FEEDBACK 
GENERATOR 
Many isolated feedback applications required 
higher performance than can be obtained from an 
optocoupler feedback technique. Generally, these 
fall into one of two categories; high frequency 
switchers (above 250kHz) and those with very high 
voltage isolation requirements (greater than 5kV). 
The UC3901 was developed to amplitude modu
late a high frequency carrier applied to a trans
former in place of the optocoupler. A peak 
detection circuit is used to reconstruct the error 
voltage waveform across the isolation boundary. 

By disabling the internal oscillator, no chopping oc
curs and the outputs operate as linear drivers. 
When placed across an optocoupler this configura-

I 

I'" - - - - - - - - - - - --I 

UCC3901 I 

I 
I 
I 
I 
I 
I 

EAOUTPUT· 

OUT A 

OUTB 

o EXT CLOCK RT 

I 

I 
I 
I 
I 
I 
I 
I 
I 
I 

o 
r-fl GROUND STATUS 

~ :r ____________ ~ 

DN·33 

tion yields similar results to other drive techniques -
with two advantages. First, a closed loop startup of 
the power supply can be obtained since both in
puts to the error amplifier are made available. 
Rather than using the traditional approach of 
soft-starting the error amplifier output, the 
noninverting, or reference input is gradually 
ramped up. This technique prevents a large over
shoot from occurring as the output approaches 
regulation. In contrast to the prior method, the 
amplifers loop compensation network is not abnor
mally biased during startup - causing the output ex
cursions. Additionally, an over and under voltage 
detection is available at the UC3901 "Status out
put" pin. This open collector output can drive a 
separate fault indication optocoupler for communi
cation to the PWM controller. 

FEEDBACK 

(::~:~~~ ~~~:::::::::::::::::: :::::::::::::::) 
FEED 
BACK 

(::~:~:: ::::::::::::::::::::. :::::::::::::::) 
TO FAULT 
CIRCUIT 

TO 
PWM 

UDG-99104 

Figure 2. Optocoupler drive circuit features additional protection. 
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Adjustable Electronic Load 
for Low Voltage DC Applications 

*Operates down to 2.SV 

by Bill Andreycak and John Wiggenhorn 

Testing power supply regulation over a specified 
output current range is greatly simplified with the 
use of an adjustable electronic load. Load current 
can be varied from zero to the full rated value with 
the twist of a panel mounted potentiometer or by a 
digital interface. This design note will feature the de
sign of a self biased, constant current adjustable 
electronic load which is fully operational with input 
voltages down to 2.5V. 

Most electronic loads rely on the available load volt
age to power the control and drive circuits. Since a 
majority of supplies have output voltages of 5 volts, 
or more, it has been relatively simple to obtain inte
grated control circuits which operate at those levels. 
But the emerging trend towards lower supply volt-

+IIIN=2.5V to 8V 

+--------1 4 E/A+ 

R8 
200Kn 

1 VOLT FUll SCALE 

U1 

ages, for example 3.3V, 3.0V, 2.7V and even 2.5V 
logic ICs has eliminated many popular control ICs 
and techniques from consideration. The UC39432 
Precision Analog Controller is fully operational from 
a supply voltage as low as 2.2V and is usable for 
this electronic load application, in additional to nu
merous others. This IC features a precision 1.3V 
reference voltage, a general purpose operational 
amplifier and a 100mA open collector NPN transis
tor. Although primarily intended for optocoupler driv
ing in a feedback loop, the UC39432 is a 
programmable transconductance amplifier and is 
adaptable to fulfill many low voltage control require
ments. Additional information can be obtained from 
the device's datasheet 

C4 RS R4 R2A R2B 
11'F 

R3A R3B 
- 0.2S0 0.2So 

3W 3W 

R1A R1B 
O.So O.So 
2SW 2SW 

- -

Figure 1. Electronic Load Circuit Schematic 
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Design Note 

Electronic Load Circuit Operation: 
The UC39432 error amplifier noninverting input (pin 
4) senses the voltage developed across the paral
leled current sense resistors, R1A and R1B. This 
amplitude is level shifted up by two resistors (R7 
and RB) to the ICs reference voltage to maintain the 
input within its useable common mode range. The 
inverting input (pin 6) of the amplifier is connected 
to the wiper of the current adjust potentiometer 
which programs load current. A 100k ohm series re
sistor (R9) balances the input impedances while the 
B.2k ohm resistor (R11) provides offset to the po
tentiometer for better resolution. Compensation 
uses a 0.1 ~F capacitor (C2) which turns the ampli
fier into an integrator for good DC load stability. Both 
the input supply voltage to the IC (pin 3) and the 
1.3V reference (pin 5) are bypassed with 0.1 ~F ca
pacitors (C4 and C1) for noise rejection. 

The power stage of this load consists of a PNP 
driver ( 01) to the NPN power transistors (02A and 
02B) in a Darlington configuration. Very common 
D44H11 (10AlBOV) TO-220 type NPN transistors 
are conservatively utilized. They provide plenty of 
flexibility for higher output voltages and higher cur
rent applications. Heatsinking incorporates two 
AAVID Engineering type #E5301 parts and number 
#150 spring clips for the TO-220 devices. Specifica
tions indicate a 65 degree C rise for 10 Watts of 

UNITRODE CORPORATION 
7 CONTINENTAL BLVD.' MERRIMACK, NH 03054 
TEL (603) 424·2410. FAX (603) 424-3460 

ON-52 

power dissipation without forced air. This is worst 
case operation for each transistor with an BV input 
and 4A load current. Emitter ballast resistors (R3A 
and R3B) are included to balance the load current 
evenly between the NPN transistors. These two de
vices are held off by 100 ohm base to emitter resis
tors (R6A and R6B). Series collector resistance 
(R2A and R2B) is used to further reduce the tran
sistor power dissipation while still enabling 2.5V op
eration at full load. Base drive for both is provided 
by a TIP32B (3A/BOV) PNP transistor (01). Emitter 
resistance (R4) is used to reduce the system gain 
and R5 holds 01 off with no base drive. A 1 ~F ca
pacitor (C4) between the input supply and the base 
increases stability and reduces the potential for a 
load surge at power-up. 

This general purpose, constant current electronic 
load can be easily modified for higher current and 
higher voltage applications with few changes. Addi
tional NPN transistor and heatsirik stages can be 
paralleled to draw higher currents and to divide the 
heat evenly amongst more transistors. The only 
other change needed is to the current sense resis
tor value which should be scaled to develop 1 volt 
at full current. Low voltage operation may also war
rant reducing the value of R4 to provide more base 
drive with the same voltage drop. 
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Using Copper PCB Etch for 
Low Value Resistance 

by Larry Spaziani 

INTRODUCTION 

Current sensing in power supplies and motor 
controls demand the use of a very low value re
sistor. Each application varies in need for resis
tance value, power rating, size, form factor, 
inductance, temperature coefficient and accu
racy. To meet some of these applications, the 
copper of a printed circuit board (PCB) can be 
utilized, but has some distinct limitations. This 
design note provides design equations and rec
ommendations for designing resistors with PCB 
copper. 

DESIGN OF A COPPER PCB RESISTOR 

The resistance, as a function of temperature, for 
a piece of metal, is given by the equation: 

S(T). I 
R(T)=-a-

with the units 

R=Resistance, 0 
S(T)=Resistivity, O-cm 

I=Length, cm 

a=Area, cm2 

The characteristics of copper which are pertinent 
to the design of a copper PCB resistor are [1] 

Electrical Resistivity: 
1.7241 • 10-60 - cm @ 20°C 

Temperature Coefficient of Resistivity: 
+0.0039 per °C 
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Composition: 
99.5% Pure Copper, typically 

These constants apply to the standard commer
cially annealed copper used in PCB technology. 

The resistivity of copper, as a function of tem
perature, is therefore defined as: 

S(T) = 1.7241 • 10~. [1 + 0.0039 - (T - 20)]0 - cm 
where T is the copper temperature in °C. 

One PCB Definition which is also pertinent to re
sistor design is: 

10z copper is defined as 1 ounce of copper de
posited over 1 square foot of surface area. This 
results in a copper clad PCB with a typical cop
per thickness of 0.0014 inches ±0.0002 inches. 
20z copper is simply twice as thick. 

Using these parameters to calculate the resis
tance of a given length, width, and thickness of 
copper PCB etch results in the formula: 

R(T) = S(T)[O - cm]- Length[cm] 
Width[cm]- Thickness[cm] 

S(n[O - cm]- 19~~~~s _ Length(mils) 

Widlh(mils) - Thicknes$nils) 

The use of a low value sense resistor implies 
that the current in that resistor can be quite high. 
A copper etch on a PCB will self heat due to the 
power dissipated by the resistor. MIL-STD-275E 
[2] provides design guidelines relating copper 
etch current to temperature rise and etch dimen
sions. Figure 1 recreates sections of the MIL
STD-275E curves. A temperature rise, above 
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Figure 1. MIL-STD-27SE Current Density vs 
Temperature Rise Curve for Outer and Inner 
Copper Layers 

ambient temperature, can be found by knowing 
the current and the area of the copper etch. 

Example: Calculate the length and width of a 
10mn MAXIMUM PCB resistor using 10z on an 
outer layer of a PCB. The resistor must carry 
10A maximum while maintaining no more than a 
30°C temperature rise above ambient. Ambient 
temperature for normal operation is 10°C to 
60°C. 

Step 1: 

Find the cross sectional area to carry 10A with ~ 
30°C rise, and solve for the minimum width of 
the resistor. 

From Figure 1, 205 mils2 are required to carry 10 

7-70 

DN-71 

Amperes. 10z copper is 1.4mils thick, resulting in 
a minimum width for the resistor of 146mils. 

Set Width = 150mils 

Step 2: 

Find the length of the resistor, insuring that it is 
designed for 10mn maximum at 60°C ambient 
+30°C rise (copper temperature is 90°C). 

From the equations 

S(90) = 1.7241 • 10-6. 

[1 + 0.0039. (90 - 20)] n - cm 
and 

Solving for R(90°C) = 10mn, using150 mils for 

Copper Temperature [e] 

Figure 2. Resistance vs Copper Temperature 
for Example Design 

Width and 1.4 mils for Thickness results in 
Length = 2.43 inches. 

Final Dimensions (inches): 2.43 (L) x 0.150 (W) 
x 0.0014 (T) 

The final resistance, as a function of the copper 
temperature, is shown in Figure 2. 

Table 1 provides the required dimensions for a 
10z PCB copper resistor given a maximum cur
rent and desired voltage drop. Table 1 assumes 



Design Note DN-71 

Desired Voltage Drop 
10mV 25mV 50mV 

AMPS PCB Etch Leng! h [in] Width [in] 
1 0.162 0.405 0.810 0.010 
2 0.243 0.608 1.215 0.015 
3 0.405 1.013 2.025 0.025 
4 0.648 1.620 3.240 0.040 
5 0.891 2.228 4.456 0.055 
6 1.053 2.633 5.266 0.065 
7 1.3n 3.443 6.886 0.085 
8 1.701 4.253 8.506 0.105 
9 2.025 5.063 10.126 0.125 
10 2.430 6.076 12.152 0.150 
11 2.754 6.886 13.772 0.170 
12 3.078 7.696 15.392 0.190 

Table1. Dimension Solver for Given Current 
and Desired Voltage Drop for 90·C Maximum 

Copper Temperaturre 
a maximum operating ambient temperature of 
60·C, with the width specified for a 30°C tem
perature rise. The required resistance is equal to 
VII and is calculated at a copper temperature of 
90°C. 

Some PCB physical and layout characteristics 
should be considered when designing a PCB re
sistor. 

• The thickness tolerance of PCB copper may 
vary from supplier to supplier and relative to 
location on a PCB. A typical tolerance is 
±O.2milS/oz. 

• Etchback will reduce the copper area, thus in
creasing the resistance per unit length. Etch
back has a larger impact with narrow runs, 
where the width/thickness ratio is lower. It is 
recommended that widths of ~ 0.025 inches 
be used. 

• The copper resistor, if it is on an outer PCB 
layer, should be solder masked over the en-
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tire resistive area. Solder on the copper will 
reduce the resistance. 

• Vias through the resistor will effect the resis
tance. 

• Curved or serpentine resistor patterns may 
be utilized as long as the overall width and 
length, including curves, is understood. 

• A copper resistor connected to two larger cop
per planes will have a lower temperature rise 
than predicted by the MIL-STD-275E curves 
due to the heatsinking of those copper planes. 

CONCLUSIONS 
The design of a PCB copper resistor is straight
forward once operating parameters such as volt
age drop, operating current and operating 
ambient temperature are known. Tolerances due 
to PCB technology will effect the accuracy of a 
PCB resistor and should be considered. The 
length-to-width ratio of a PCB resistor is quite 
large due to the low reSistivity of copper, but 
when the area is available on a PCB, this resis
tor is essentially free. 

Applications which require current limiting are 
ideal for use with a PCB resistor, as current limit
ing can be set quite accurately at the maximum 
operating temperature where current limiting is 
most critical. Average current mode control appli
cations require precise voltage drops inde
pendent of temperature and current levels. PCB 
resistors are therefore not recommended for use 
as an Average Current Mode control sense resis
tor. 

REFERENCES 
[1] Reference Data for Radio Engineers, Howard 
W. Sams & Co. Inc., Sixth Edition 1977. 

[2] MIL-STD-275E, NOTICE 1, 8 July 1986, Mili
tary Standard Printed Wiring for Electronic 
Equipment. 
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THE UC1901 SIMPLIFIES THE PROBLEM OF ISOLATED 
FEEDBACK IN SWITCHING REGULATORS 

1. Introduction 
The UC1901 simplifies the task of closing the 
feedback loop in isolated, primary-side control, 
switching regulators by combining a precision 
reference and error amplifier with a complete 
amplitude modulation system. Using the IC's 
amplitude modulated output, loop error signals can 
be transformer coupled across high voltage isola
tion boundaries, providing stable and repeatable 
closed-loop characteristics. Coupling across an 
isolation boundary is nothing new in transformer 
technology, and the UC1901's ability to generate 
carrier frequencies of up to 5MHz keeps the trans
former size and cost at a minimum. With a second
ary reference and accurate coupling path for the 
feedback signal, isolated off-line supplies can 
reliably achieve the tolerances, regulation, and tran
sient performance of their non-isolated counter 
parts and still take advantage of the benefits of 
primary-side control. 

Closing a feedback loop in a simple or complex 
system requires a thorough understanding of all 
of the loop elements. Worse case variations of 
each element must be taken into account when 
loop stability, dynamic response, and operating 
point are determined. Unpredictability in any of the 
loop components will affect the overall design by 
making it, necessarily, more conservative. The trans
ient response of a control loop, for example, will 
usually suffer if a loop must be heavily compensated 
to guarantee stability with component variations. 

To obtain high levels of load and line regulation, the 
output voltage of a power supply must be sensed 
and compared to an accurate reference voltage. 
Any error voltage must be amplified and fed back to 
the supply's control circuitry where the sensed error 
can be corrected. In an isolated supply, the control 
circuitry is frequently located on the primary, or 
line, side of the supply. As shown in Figure 1, the 
feedback signal in this type of supply must cross 
the isolation boundary. Coupling this signal requires 
an element that will withstand the isolation poten
tials and still transfer the loop error signal. Though 
some significant drawbacks to their use exist, optical 
couplers are widely used for this function due to 
their ability to couple DC signals. Primarily, opto
couplers suffer from poor initial tolerance and sta-
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bility. The gain, or current transfer ratio, through an 
opto-coupler is loosely specified and changes as a 
function of time and temperature. This variation will 
directly affect the overall loop gain of the system, 
making loop analysis more difficult and the resulting 
design more conservative. In addition, limited band
width capability prevents the use of optical couplers 
when an extended loop response is required. 

FIGURE 1: A Typical Closed-Loop Isolated Power Supply 
With Primary-Bide ·Control. 

With reliability firmly situated as an important aspect 
of electrical design, the benefits of primary-side 
control are increasingly attractive in off-line designs. 
The organization of an off-line switcher with primary
side control (See Figure 1) puts the control function 
on the same side of the isolation boundary as the 
switching elements. Not only does this simplify the 
interface between the controller and switches, it 
makes the protection of .these switches much easier. 
Sensing of the switch currents and voltage can 
avoid failures and improve over-all supply perform
ance. The. argument for primary-side control has 
been further strengthened by the introduction of a 
new generation of control IC's.The controllers incor
porate such features as low current start-up, high 
speed current sensing for pulse-by-pulse current 
limiting, and voltage feed-forward. Low current 
start-up alleviates the problem of efficiently sup
plying power to a line-side controller, while fast 
current limit circuitry and voltage feed-forward take 
advantage of the proximity of a primary-side con
troller to both the power switch(es) and the input 
supply voltage. 

Combining all of the necessary functions to generate 
an AM feedback signal on the UC1901 make it the 
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first IC of its type. As will be seen, the UC1901 can 
be used in several modes to take full advantage of 
its functions. Recognizing the continuing evolution 
of power converter technology the UC1901 is 
intended to simplify the design of a new era of 
reliable and higher performance power converters. 

2. The UC1901 Functions 
The operation of the UC1901 is best understood by 
considering a typical application. In Figure 2, the 
UC1901 is shown providing the feedback signal to 
close the loop in an isolated switching power supply. 
With any feedback system it is desirable to compare 
the system output to the system reference with a 
minimum of intermediate circuitry. With the UC1901 
situated on the secondary, or output side of the 
supply, the output voltage is simply divided down 
and compared to the 1.SV reference using the chip's 
high gain error amplifier. In this manner DC errors at 
the supply output are kept minimal even if signifi
cant non-linearities, or offsets, occur in the remain
der of the power supply loop. Since the 1.SV output 
on the UC1901 is a trimmed, preCision, reference, 
the need for a trim-pot to fine tune the output 
voltage is eliminated. 

To make the UC1901 compatible with single output 
SV power supplies it is designed to operate with 
input voltages as low as 4.SV This allows the part to 
be powered directly from a TTL compatible SV 
output. A nominal supply current of only SmA allows 
the part to be easily operated at its maximum input 
voltage rating of 40V without worry of excessive 
power dissipation. 
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The amplified error signal at the UC1901's com
pensation output is internally inverted and applied 
to the modulator. The other input to the modulator is 
the carrier signal from the oscillator. The modulator 
combines these two signals to produce a square 
wave output signal with an amplitude that is directly 
proportional to the error signal and whose frequency 
is that of the oscillator input. This output is buffered 
and applied to the coupling transformer. With the 
internal oscillator, carrier frequencies into the mega
hertz range car. be generated. Operating at high 
frequencies can reduce both the size and cost of 
the coupling transformer. The secondary winding on 
the coupling transformer drives a diode-capacitor 
peak detector. With a simple resistive load to allow 
discharging of the holding capacitor an effective 
amplitude demodulator is formed. The small signal 
voltage gain from the error amplifier input to the 
detector output is a function of the feedback net
work around the error-amp, the modulator gain, the 
turns ratio of coupling transformer. and any loss 'in 
the demodulator. 

In Figure 2 the relationship of the detector output to 
the sense supply voltage is non-inverting. This is 
necessary to guarantee start-up of the supply. Since 
the UC1901, as shown, is powered from the supply's 
output, the initial feedback signal back to the PWM 
controller will always be zero. The required 1800 of 
DC phase shift is easily achieved by inverting the 
signal with the error amplifier that is present in most 
any PWM controller circuit. 

In some applications it may be desirable to operate 
the carrier frequency of the UC1901 in synchroni-

=:~,~ 311~~==============j;;;rz;" .. ·u !tWITCHES'O~ ___ ---::.lER OUTPUl 
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FIGURE 2: With a Precision Reference, and a Complete Amplitude Modulation System, the UC1901 Lets Isolated 
Feedback Loops be Closed Using a Small Signal Transformer: 
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A Simplified Schematic, (a) Shows the Internal Signal Split Into the Modulator: Voltege Waveforms, (b) Across 
the Modulator Outputs, and at the Compensation Output show the Modulator Transfer Characteristlc_ 

zation with a system clock, or reference frequency. 
In many situations, operation of the UC1901 at 
the switching frequency of the power supply can be 
beneficial. One such application is presented in 
this article. To accommodate this need the UC1901 
has an external clock input. 

One additional mode of operation is possible if the 
oscillator is left disabled and the external clock 
signal is kept low (or floated). In this condition the 
error amplifier can be used in a linear fashion with 
its output taken at the driver A output. The driver B 
output will be at a fixed DC voltage about 1.4V from 
the input supply Voltage. If the external clock signal 
is tied high the roles of the two driver outputs are 
reversed. With 15mA of output current capaCity, 
the two outputs can easily be combined to reference 
and drive an optical coupler. Although the instabilities 
of the coupler will still be present, the advantages of 
the UC1901's precision reference, high gain ampli
fier-driver, and 4.5\1 supply operation can be utilized. 

3. A Controlled Feedback Response 
There are many different topologies which can be 
used when implementing a switching power supply. 
For off-line supplies, fly-back and forward convert-
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ers are often designed. In the near future current
mode control versions of these may also be widely 
used. Each of these converter topologies has a 
different forward transfer characteristic and, within 
each type of converter, operating point, continuous 
or discontinuous inductor current, and voltage or 
current-mode duty cycle control are a few of the 
factors which can alter this characteristic. In short, 
the task of optimally designing a feedback network 
for one supply must usually be repeated when the 
next supply is deSigned. 
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Once the forward transfer function of a particular 
converter has been determined, various factors 
such as stability, line regulation, load regulation, 
and transient response will determine-the overall 
loop response, and therefore feedback response, 
required. One of the objectives of the UC1901, in 
addition to allowing a controlled isolated feedback 
response, is to make the task of implementing a 
given response as easy as possible. With the com
pensation node on the UC1901, local R-C feedback 
networks can be used to shape the small signal 
gain and phase frequency response of the overall 
feed back network. 

The error amplifier on the chip has a typical open 
loop gain of 60dB and is internally compensated to 
have a unity gain bandwidth of just above 1 MHz. 
Both of these characteristics are measured with 
respect to the compensation node (Pin 12). As shown 
in Figure 3a, the amplified error signal is internally 
split, at the collectors of 0 1 and 02> and fed to both 
the modulator and the compensation output. Apply
ing feedback from the compensation output to the 
error amplifier's inverting input controls the small 
signal collector current through 0 1, Since O2 

sees the same base voltage, and its emitter resist
ance is the same, its collector current will track that 
of 0 1, The collector current of O2 feeds the modu
lator and determines the amplitude of its output 
signal. The 4-to-1 ratio of resistors R4 (or Rs) 
and R2 results in a fixed 12dB of small signal gain 
measured as the ratio of the amplitude of the differ
ential signal at the modulator outputs to the com
pensation mode signal. This relationship, as well as 
the function of the modulator, is shown in Figure 3b. 
The scope traces show a 200mV peak to peak sinu
soid at 2.5kHz, measured at the compensation 
output, and the resulting 800mV variations in the 
peak amplitude of a 25kHz square wave carrier as 
measured across the modulator's differential output. 

The remaining factors influencing the response of 
the feedback path are the signal gain through the 
transformer, the detector circuit, and the circuitry 
between the detector output and the supply's PWM. 
The signal gain through the transformer is simply 
the turns ratio of transformer. The small signal 
detector gain can usually be assumed to be unity 
as long as the AC load presented to the detector is 
kept small. Some load on the detector is necessary 
to allow its output to slew in a negative direction. 
Figure 4 summarizes the transfer and output char
acteristics of a typical transformer and detector. 
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FIGURE 4: A Typical Detector Model and its Output 
Characteristics. 

Here the load on the detector is modeled as a 
current source, simplifying the equations. In actual 

practice the operating point of the detector output 
will be determined by the circuitry which inter
faces it with the PWM input. Since the minimum 
recovery from the detector is zero volts a nominal 
positive operating level which provides adequate 
dynamic range for DC and transient conditions 
should be chosen. 

The UC1901 is specified to generate maximum 
carrier levels equal to or in excess of 1.6V peak. 
This indicates that a turns ratio of greater than 
one-to-one will be required for the coupling trans
former if the detector output must exceed approxi
mately 1V, (allowing for a detector diode drop of 
O.6V). It should be noted that many switching power 
supplies now being designed include an integrated 
PWM control IC. A typical PWM IC includes a dedi
cated error amplifier which amplifies and buffers 
the input error voltage and applies it to the PWM 
ramp comparator. This amplifier can be readily used 
to fix a nominal detector operating point that is 
compatible with a one-to-one transformer. Addition
ally, the error amplifier on the UC1901 and the 
PWM's amplifier can be combined to achieve both 
large DC loop gains for improved load and line 
regulation, and the optimization of the loop gain 
and phase frequency response for improved tran
sient and stability performance. 

4. Transformer Requirements 
The coupling transformer used with the UC1901 
has two primary requirements. First, it must provide 
DC isolation. Secondly, it should transfer voltage 
information across the isolation boundary. Meeting 
the first requirement of DC isolation will depend on 
specific applications. In general, though, small signal 
transformers can be readily built to meet the isola
tion requirements of today's line-operated systems. 
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For the most stringent applications, E-type cores 
with bobbin carried windings are inexpensively 
available or built. Where small size is most important, 
a simple toroid core can be used. 

The second requirement of the transformer prima
rily determines the amount of magnetizing induct
ance it must have. The magnetizing inductance of a 
transformer refers to the actual inductance formed 
by the windings around the core material. In many 
classical transformer examples, the magnetizing 
inductance is ignored. This is a valid approximation 
since, in these examples, the magnetizing current 
required is much less than the reflected load 
currents. In this case, the load currents are small 
and, as the transformer inductance is reduced, the 
magnetizing currents become dominant. 

The driver outputs on the UC1901 are emitter fol
lowers which are biased at 700IlA. Therefore, if the 
drivers are operated without additional bias current 
the peak current through the transformer's primary 
winding cannot exceed this value. Figure 5a illus
trates the relationship of the magnetizing current to 
the voltage across the transformer's input. If the 
reflected load currents are neglected, it can be 
seen that the minimum magnetizing inductance 
required for linear transfer of the modulator square
wave is given by: 

(1) L Vp 
M~m-

c p 

Where: LM = the magnetizing inductance, 
Vp the peak carrier voltage across 

transformer inputs, 
f c the UC1 operating frequen

cy, 

Ip the bias current of the UC1901 
drivers. 

As an example, consider the case where Vp is 
equal to 2V, fe is 100kHz, and the drivers are operat
ing at their internal bias levels. Using equation 1, 
the inductance looking into the primary winding 
with no secondary load must be greater than 7.1 mHo 
Alternatively, if the carrier frequency is raised to 
1 MHz and the bias levels of the UC1901 drivers are 
increased to 3.5mA, then LM can be as low as 
150IlH. Using high permeability ferrite material, this 
level of magnetizing inductance can be realized with 
as little as 10 turns on a small toroid core. 

Equation 1 sets a minimum limit on the magnetizing 
inductance for linear transfer of the carrier wave-
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58 TIME-

FIGURE 5: The UC1901 Driver Outputs Follow the Mod
ulator Output Square Wave, (a.), Sourcing 
and Sinking Current Levels Dependent on 
Transformer Inductance, carrier Frequency, 
and Voltage Level. When the Bias Level of the 
Driver Outputs, I" is Reached, (b.), a Tri-stata 
Waveform is Coupled Across the Transformer; 
the Peak Voltage Level Though, Remains. 
proximately the Same. The Reflected Load 
Currents are Assumed Negligible. 

form. Actually, the amplitude information is still 
coupled even when the inductance is less than this 
minimum. In this case, the UC1901 drivers will 
support the voltage across the coil until the peak 
current is reached. The result, illustrated in Figure 
5b, is a tri-state waveform at the transformer's input 
and output. Peak detection of this waveform yields 
the same amplitude information as the linear trans
fer case, although detection ripple will increase. 
Another situation which results in a tri-state wave
form ~xists when the carrier duty cycle is not 50%. 
In this case, the volt-seconds across the transformer 
will be balanced by an "imbalancing" of the driver 
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bias levels. The imbalance will be sufficient to cause 
the peak current to be reached during the > 50% 
portion of the carrier waveform. 

5. The High Frequency Oscillator 
The oscillator circuit on the UC1901 is designed 
to operate at frequencies of up to 5MHz. To achieve 
this operating range the circuit shown in Figure 6 
uses only NPN transistors in those parts of circuit 
which are dynamically involved in the actual oscilla
tion. The standard bipolar process used to produce 
the UC1901 characteristically yields high fT' typically 
250MHz, NPN devices. Conversely, the same pro
cess has PNP structures with fT's of only 1 to 2MHz. 
In the oscillator, PNP's are used only in determining 
quiescent operating points of the circuit. 

The latched comparator formed by 0,.04, diodes 
0, and O2, and resistors R, and R2 has a controlled 
input hysteresis which determines the peak to peak 
voltage swing on the timing capacitor CT. The timing 
capacitor Cr is referenced to V,N since this is the 
reference point for the latched comparator's thresh
olds. The comparator's outputs at 0, and O2 switch 
the 2X current source through 0'0 changing the net 
current into the timing capacitor from positive to 
negative, reversing the capacitor voltage's dv/dt. 
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When the resulting ramp reaches the comparator's 
lower threshold, the current is switched back to 
a" and the ramp reverses until the upper thres
hold is reached and the process begins again. This 
results in a triangle waveform at Cr and a squarewave 
Signal at 0, and O2. 

The magnitude of the charging current is controlled 
by the external resistor, RT and the internally gener
ated voltage across it. This voltage is compensated 
to track variations in the comparator hysteresis. The 
tracking characteristics of this voltage stabilize the 
oscillation frequency over temperature and enhance 
the initial frequency tolerance. Typically, repeatability 
and temperature stability of the operating frequency 
are both better than 5%. 

The oscillator circuit has been optimized for a 
nominal RT of 1 A desired operating frequency 
is obtained by choosing the correct value for Cr. As 
shown in Figure 7, the oscillator frequency is give 
by the relation: 

(2) fosc. = 1.24, 
RTC, 

for frequencies below 500kHz. Above 500kHz, the 
solid line indicates appropriate Cr values. There is 
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FIGURE 6: UC1901 High Frequency Oscillator Simplified Schematic. 
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no upper limit on the size of-the capacitor used, 
thus allowing the oscillator to have an arbitrarily 
long period if desired. 
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FIGURE 7: UC1901 Oscillator Frequency. 
To allow operation of the modulator with a carrier 
frequency that is driven from a system operating 
frequency or clock, the oscillator can be over-ridden. 
Tying Cr to the input supply voltage disables the os
cillator. The modulator circuit can now be switched 
in synchronization with a signal at the external clock 
input. Internally, the clock signal is applied to the 
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latched comparator via the input device Qa, and the 
differential pair Q7 andQs. As the clock input goes 
high, Qa turns Qs off and Q7 on, creating an offset 
across R3 that is sufficient to switch the comparator. 
The comparator then, as before, drives the modula
tor. When the clock input returns low, the process is 
reversed. Using the external clock input, both the 
frequency and duty cycle of the modulator outputs 
are controlled. 

6. A Status Output is More 
Than Just a Green Light 
Many systems today require a monitoring function 
on the supply output. The status output on the 
UC1901 can fill this need; a green light function, 
and can also be used to fill some more "sophisti
cated" needs. The circuit in Figure 8 takes advan
tage of the status output in the start-up of an off-line 
forward converter. The UC1901 is being used in an 
application where the switching supply must be 
synchronized to a system clock. The clock signal 
is generated on the secondary or output side of 
the supply. To allow start-up, the PWM oscillator is 
free-running when the line voltage is applied. As the 
supply voltage rises, the UC1901 's external clock 
input is driven at the switching frequency rate 
through resistors R, and R2• When the supply output 

~lld T r~~~IA 7 
~ ~ =~r::ORMER 0, * h TC3 I g~~~ 

PWM 
OUTPUT 

SYNC PULSE Jl 
TO PWM 
OSCILLATOR 

TO PWM 
ERROR AMP 

II L-__________ ~~"'+---~ __________ ~--~ 
START-UP CLOCK SIGNAL 

A9 

c, 

A8 

COUPLING 
TRANSFORMER '":'" 

MASTER CLOCK SIGNAL 

FIGURE 8: The Status Output on the UC1901/s used In the Start-Up of a Power Supply Synchronized to a Secondary 
Referenced Master Clock The Coupling Transformer Carries the Feedback and Clock Signals. The Status 
Output is used to Sequence Clock Signals to the UC1901 External Clock Input During Start-Up. 
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reaches 90% of its operating level, the status out
put decouple's the external clock input from the 
switcher and enables the UC1901 's clock input to 
be driven from the now operational system clock, 

On the primary side, the output of the coupling 
transformer is used before demodulation to provide 
a synchronization pulse to the PWM control oscilla
tor. Under normal operation, the entire power supply, 
including the feedback system, will be synchronized 
to the system clock. 

7. The UC1901 in an Off Line 
Flyback Converter 
As alluded to previously, flyback converters see 
wide use in off-line applications. The flyback topol
ogy has some general cost benefits which have 
spurred its use in low cost, low power « 150W), 
off-line systems. Perhaps the two most significant 
of which are the need for only a single power 
magnetic element in the supply (no output filter 
inductor is required), and the ability to easily obtain 
mUlti-output systems by adding one additional 
winding to the coupling power inductor for each 
extra output. Also, the flyback topology, especially 
when used in the discontinuous mode, lends itself 
very well to the benefits of voltage feed-forward. 

7a. 60 Watt Dual Output Converter 
Shown in Figure 9 is a flyback converter designed 
with the UC1901 and a primary side control IC, the 
UC1840. The converter has two 30W outputs, one 
at 5V/6A, and another at 12V/2.5A. Minimum loads 
of 1 A are specified at each output. The UC1901 is 
used to sense and regulate the 5V output. This out
put is specified at ±2 percent (untrimmed), with load 
and line regulation of better than 0.2 percent. Respec
tively, the 12V output is specified at ±5 percent 
with ±6 percent load and line regulation. Regulation 
of the 12V output relies on close coupling between 
the 5V and 12V output circuits. 

The UC1840 controller has all of the features 
discussed previously for an off-line controller. In 
addition, it has some advanced fault protection 
features. Only parts of the UC1840's capabilities 
are discussed here. For those desiring a more 
complete description, it can be found in the second 
reference mentioned at the end of this article. In the 
supply, the UC1840 sequences itself through start
up using the energy stored in C. by the trickle 
resistor R11 • Once the supply is up and running 
W., the auxiliary winding on Lto provides power to the 
controller and the switch drive circuitry. The primary 
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winding on the coupled inductor, W, is applied 
across the rectified and filtered line voltage at a 
60kHz rate via the FET switching device. L, is refer
red to as a coupled inductor, rather than as a trans
former, since the primary and secondary windings 
do not conduct at the same time. Energy is stored 
in the inductor core as the switching device con
ducts, and then "dumped" to the secondary outputs 
when the device is turned off. 

The converter operates in the discontinuous mode. 
Operating in this mode, the total current in the 
coupled inductor goes to zero during each cycle of 
operation. In other words, the energy stored in the 
core during the beginning of a cycle is entirely 
expended to the load before the end of the cycle. 
This allows the inductor size to be minimized since 
its average energy level is kept low. The price paid 
for discontinuous operation is higher peak currents 
in the switching and rectifying devices. Also, high 
ripple currents at the supply's output(s) make ESR, 
(equivalent series resistance), requirements on the 
output filter capacitors more stringent. 

7b. Discontinuous Flyback's Forward 
Transfer Function 
The process of designing a feedback network for 
the supply begins with determining the small signal 
transfer function of the converter's forward control 
path. This path can be defined as the small Signal 
dependency of the output voltage, VO\Jf' to, Vc, the 
control voltage at the input to the PWM comparator. 
As defined, the control voltage on the UC1840 ap
pears at the compensation output of its internal 
error amplifier. The transfer function of this path 
for the discontinuous converter is given by equa
tion (3). 

(3) vour (s) = V,N JTpRL • 1 + SCFRS 
Vc VR . 2lM 1 + sCFRL 

2 

level of the rectified line voltage, 
The equivalent peak PWM ramp voltage
equal to the extrapolated control voltage 
input which would result in a 100% 
switch duty cycle, 
One period of the switching frequency, 
Magnetizing inductance of the primary 
winding, 
A total effective output filter capacitor, 
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Rl The total effective load, (assumed 
resistive) , 

Rs ESR of the filter capacitor, 
s 21Tjf, f is frequency in hertz. 

The word effective is used in describing Rl and CF 

since, although we are interested in calculating the 
response to the 5V output, the loads at the 12V and 
auxiliary outputs must be accounted for. This is 
easily done by reflecting these loads to the 5V 
output using the corresponding turns ratio on the 
inductor. 

7c. Voltage Feedforward Steadies 
Response 

Equation 3 indicates a substantial dependency of 
the control response to both the load Rl , and the 
input voltage, V1N• This can slightly complicate the 
design of the feedback network since both the gain 
and phase response of the loop will vary with oper
ating conditions. 

The benefits of feed-forward are easily illustrated at 
this point by examining its effect in this circuit. The 
UC1840 controller uses resistor Rs to sense the 
input voltage and proportionately scale the charging 
current into the PWM ramp capacitor, C3• Scaling 
the ramp slope is the same as scaling VR, the equiva
lent peak ramp Voltage. The result is a modeled 
ramp voltage given by: 

(4) 

When this expression for VR is substituted into 
equation 3, the result is a forward transfer function 
that is independent of the input Voltage. Not only 
does this simplify the feedback analysis, it also 
vastly improves the supply's inherent rejection of 
line voltage variations. 

The forward response of the converter, plotted in 
Figure 10, has a single pole roll-off occurring 
between 11 Hz and 38Hz depending on the load. 
The single pole roll-off allows the feedback network 
a bit of latitude since, from a stability standpoint, the 
loop bandwidth can be extended by simply adding 
broadband gain with an appropriate roll-off frequen-
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FIGURE 10: ClOSing the Feedback Loop is Preceeded 
by the Characterization of the Converter's 
Forward Small Signal Transfer Function. 

cy. No mid-band zeros or led-lag networks are 
necessary, as might be for converters with double 
pole responses. Although, the zero resulting from 
the ESR of the filter capacitors can, if not taken into 
account, appreciably extend the loop bandwidth 
beyond its intended value. 

7d. Wide Bandwidth Gives Fast Transient 
Response At 5V Output 

This supply was designed to have a unity gain loop 
bandwidth of between 5 and 10kHz. With this band
width the supply's control response to step load and 
line changes occurs in fractions of a millisecond. This 
is only true with regard to the 5V output. There is no 
feedback from the 12V output therefore the output 
impedence of the 12V supply will be determined by 
IR losses, the dynamic impedence of the rectifying 
diodes, and the coupling efficiency between the 
inductor windings. This impedence is not reduced 
by the loop gain, as it is at the 5V output. As a result, 
the time constant of the response at this output will 
be considerably longer. 

The fast response of the 5V output and the relatively 
slow response of the 12V output are illustrated in 
Figure 11 which shows three oscilliscope traces 
in response to a 3.0A load change at the 5V output. 
The upper trace is the response of the 5V output 
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which has been expanded and lowpass « 15kHz) 
filtered slightly so the small signal loop character
istics can be seen. The trace below this is the 12V 
output's deviation due to cross-regulation limitations, 
the longer time constants involved are obvious. Both 
the fast response of the 5V loop, and the longer 
settling time of the 12V output are apparent in the 
third trace. This trace is the fed back correction 
Signal at the UC1840's error amplifier output. From 
the middle trace the output impedence of the 12V 
supply can be estimated by noting the approximate 
1 ms time constant and dividing it by the 2000pF 
value of the 12V output filter capacitor. This gives a 
value of 0.5.0 for the output impedence. This agrees 
well with actual measurements of the.12V output's 
load regulation. 

-1 maDiV 

FIGURE 11: The Transient Response of the 5V Output 
(Top Trace), to a 3.0A Step Load Change 
Reflects the Extended Bandwidth of the 5V 
Loop. The Open-Loop 12V Output (Middle), 
Responds to the Effects of Cross Regula
tion. The Feedback Error Signal (Lower) 
Coupled Through the UC1901 is Measured 
at the UC1840 Error Amp. Output. 

7e. The Feedback Response 
Plotted in figure 12 is the response of the feedback 
network. Also plotted are the asymptotic gain lines 
of the two contributing gain blocks, the UC1901 
response (from 5V output to detector output) and 
the UC1840 error amp response (detector output to 
the PWM control voltage). The UC1901's error ampli
fier is run open loop at DC but is quickly rolled off to 
8dB. With the 12dB of modulator gain, the UC1901 
feedback system has a broadband gain of 20dB. A 
pole at 16kHz is added to reduce the gain through 
the UC1901 error amplifier at the 60kHz switching 
frequency. As mentioned earlier, excessive gain at 
the switching frequency can "use up" the dynamic 
range of the UC1901's AM output. 
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The UC1901 is operated with a carrier frequency 
of 500kHz. The coupling transformer, a Coilcraft 
E3493A, (double E core, bobbin wound construction), 
has a magnetizing inductance of 2.1mH. At 500kHz 
the peak current required to drive the primary 
winding is only 475pA per peak volt. The reflected 
load current is kept much smaller. This allows the 
transformer to be easily driven from the UC1901 
driver outputs. The E3493A is widely used as a 
common mode line choke, and is rated for V.D.E. 
and U.L. isolation requirements. The transformer 
has a current rating of 2A, greatly exceeding the 
requirements of this application. Even though the 
device is larger than some alternatives, its availa
bility and high volume pricing, as well as its isolation 
capability, make it a very suitable choice. 

At the output of the transformer the diode-capacitor 
detector is referenced, along with the inverting input 
of the UC1840 error amplifier, to the UC1840's 5V 
reference. The operating point of the detector is 
fixed at O.5V by the divider formed by R'6 and R17 in 
Figure 9. This in turn sets the operating point of 
the carrier, with a detector diode drop of O.5V, at 
about 1V peak. This level is reflected back through 
the one-to-one transformer to the UC1901 outputs. 
A 1 V operating point is approximately at the center 
of the devices dynamic range. 

The load current at the detector output is 50pA. set 
by the O.5V operating level and R,s. The peak to 
peak detector ripple, at 500kHz, across the .0015jLF 
nolding capacitor is about 35mV. The gain through 
the UC1840 error amplifier at 500kHz is -26dB, 
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FIGURE 12: Local Feedback Around the UC1901 and 
1840 Error Amplifiers is Used to Obtain the 
Desired Feedback Response. 
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attenuating the ripple to less than 2mV at the error 
amplifier output. 

The response of the UC1840 error amplifier is flat 
out to 1 kHz where the gain is rolled off to set the 
loop's Odb frequency. The DC gain is kept as high 
as possible, to fix the detector operating point, 
without actually having a series integrating capaci
tor in the feedback. If both the UC1901 and the 
UC1840 error amplifiers are run open loop at DC, 
with series R-C networks to set the AC gain, the total 
phase margin at low frequencies can become small 
or nonexistent. The result can be instability or, more 
likely, a peaked closed loop response that can 
increase the low frequency noise level of the supply. 

The distribution of gain between the UC1901 and 
UC1840 error amplifiers is somewhat, although not 
entirely, arbitrary. Keeping the 500kHz ripple at the 
PWM comparator input below a certain level puts 
restrictions on the AC gain of the PWM's error ampli
fier To much AC gain through the UC1901's ampli
fier can degrade the supply's transient response 
under large signal conditions. A suitable distribu
tion for any application will, more than likely, be an 
iterative procedure. A simple computer or pro
grammable calculator program can be a great tool 
when massaging these aspects of a design. 
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FIGURE 13: The Over-All Open-Loop Response of the 
Supply Will Determine the Supply's Over
All Stability and Small Signal Transient 
Response. 

The overall open-loop responses, plotted in Figure 
13, will not vary significantly except as indicated 
with load. The desired loop bandwidth has been 
achieved with an adequate phase margin of > 50 0 • 
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The result is a supply with very repeatable, as well 
as stable, operating characteristics. The same type 
of analysis for determining the required feedback 
response can be used in applying the UC1901 to 
any type of isolated closed loop supply. The choice 
of coupling transformer and carrier frequency used 
with the UC1901 should be based on individual 
system requirements. 
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UC3907 LOAD SHARE IC SIMPLIFIES PARALLEL 
POWER SUPPLY DESIGN 

MARK JORDAN 
SENIOR DESIGN ENGINEER 

INTRODUCTION 

Many power supply manufacturers have found it economically feasible to make standard modular power supplies which 
are easily paralleled for higher current applications. If special provisions are not made to equally distribute the load cur
rent among the paralleled supplies, then one or more units will hog the load current leaving the other units· essentially idle. 
This results in greater thermal stresses on specific units and a reduction in the system reliability For example, reliability 
predictions will indicate that a component operating at 50 degrees above ambient will have one-sixth the lifetime of the 
same component operating at 25 degrees above ambient [1]. 

This paper will examine methods for load sharing presently being implemented discretely and then cover Unitrode's 
single chip solution, the UC3907 Load Share Controller, in several parallel power applications. 

SYSTEM REQUIREMENTS 

The basic requirements of a power· supply system con
sisting of a number of sources paralleled to increase the total 
load current are: 

• Maintain a regulated output voltage under variations in 
line or load. 

• Control the output current of each supply so they share 
the total16ad current equally. 

To maximize reliability of the system, there are the follow
ing features: 

• Achieve redundancy, so that a failure of anyone supply 
can be tolerated as long as there is sufficient current 
capacity available from the remaining power units. 

• Implement a load sharing method without any external 
control system. 

In addition, these are the following desirable features: 

• To have a common, low bandwidth share bus inter
connecting all power units. 

• Achieve good load sharing transient response. 
• The ability to margin the system output voltage with one 

control. 

In other words, the combination of power supplies behave 
like one large supply with equal stress on each of the units. 
Also, reliability can be optimized by taking advantage of 
load sharing to incorporate modular redundancy. 
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LOAD SHARING TECHNIQUES 

There are a number of schemes to achieve load sharing. 
Five approaches are discussed here, with an attempt made 
to investigate their application, highlighting features and 
concerns. 

THE DROOP METHOD 

The simplest method to load sharing is referred to as the 
droop method. It is an open loop technique which programs 
the output impedance of the power supplies to obtain load 
sharing. This method exhibits very poor current sharing at 
low currents and improves at higher currents, but can still 
have large current imbalances between supplies. An exam
ple of this method is shown in Fig 1 where as the individual 
supply current increases, the feedback voltage will decrease. 
This will allow other supplies to distribute more current. 
The programmed output impedance is given by: 

Rout = 0.01 Rs N 

The disadvantages to the droop method are: degradation 
of load regulation, each module must be individually 
tweaked to achieve good current sharing, and difficulty in 
current sharing between parallel modules with different 
power ratings. 
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Fig 1 - The Droop method programs the output impedance of the 
power supplies to achieve load sharing. It is a simple open loop 
method, but is not accurate. 

DEDICATED MASTER 

Current mode supplies can accommodate several config
urations to achieve a form of load sharing. One approach 
is to select a master module to perform the voltage control 
and force the remaining modules (slaves) to act as cur
rent sources, as shown in Fig. 2. This technique is facilitated 
with current mode control, since the error voltage is pro
portional to load current. If the units were similar in design 
then a given error voltage on the output of the voltage, or 
error amplifier will force all units to source the same load cur
rent. This technique achieves load sharing but does not 
achieve redundancy, since if the master fails, the entire 
system becomes disabled. Another concern with this tech
nique is that the high bandwidth voltage loop is being bussed 
around the system and is prone to noise pick-up. 

ErrorVdtage 
Proportional To 
Load Current 

~:~~ack ... :===~===t;r:,~"i Vref ... , 
: Master Unit : 
... ~--- .. -- .... ___ ... _I 

Fig 2 -A dedicated Master approach with current mode supplies 
will facilitate current sharing but does not achieve redundancy. 

EXTERNAL CONTROLLER 

Another method is to use an external controller to perform 
the load sharing. This is achieved by comparing all load 
sharing signals from the individual power units and adjust 
the corresponding feedback signal to balance the load cur
rents. This system does perform well but requires an addi
tional controller and multiple connections between the 
controller and each supply. 
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AUTOMATIC CURRENT SHARING - AVERAGE 

CURRENT METHOD 

For Automatic current sharing no external controller is 
required and a single share bus interconnects all the sup
plies. This requires an adjustment amplifier that compares 
a current signal from the share bus to the individual units cur
rent, and adjusts the reference of the voltage amp until 
equal load current distribution is achieved. 

The average Current method is a patented technique where 
each power module's current monitor drives a common 
share bus via a resistor, as shown in Fig 3. The adjust 
amplifier will sense if there is a differential across the resis
tor, equating to a load current imbalance, and adjusts the 
reference accordingly. The node where all resistors connect 
is a representation of the average load current contribu
tion. While this scheme performs accurate current shar
ing, it can result in specific application problems. An example 
is when a supply runs into current limit, causing the share 
bus to be loaded down and the output voltage to regulate 
to the lower adjust limit. A similar failure mode will exist if the 
share bus is shorted or if any unit on the share bus is inop
erative. 

TOL08d 

Vbua 11& Average a~ Vd, 

""".: t-=f-oAI'----'--'i Share Bus 

Vrel 

Fig. 3 - The average current method compares the individual 
load currents to the average load current. 

AUTOMATIC CURRENT SHARING - HIGHEST 
CURRENT METHOD 

This technique for automatic current sharing shown in Fig 
4 compares the highest current module to each individual 
current, and adjusts the reference voltage accordingly to cor
rect the imbalance of load current. This technique is simi
lar to the average current method except that the resistor 
is replaced with a diode, allowing only one unit to commu
nicate on the share bus. This method provides for excellent 
sharing among the slaves with an error in the master's load 
current contribution because of the diode. 

The UC3907 Load Share Regulator has improved on this 
method by replacing the diode with a unidirectional buffer 
to reduce the master's error. An inoperative or insufficient 
capacity supply will not effect the sharing of the operational 
units. A shorted share bus will disable the reference adjust
ment section used for load sharing, making the units oper
ate as stand alone. 
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To Load 

Vbus = Higleel of all V~8 

""'/ :' ShareB .. 

Fig. 4 - The highest current method compares the individual 
load currents to that of the highest. This method has several 
advantages over the average current method of load sharing. The 

UC3907 has implemented and improved version of this technique. 
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USING THE UC3907 - LOAD SHARE REGULATOR IC 

A review of the current sharing technique used on the 
UC3907 and operating principles will help the reader to 
understand the application examples·that follow and to use 
the IC in other examples. 

A generic load share system with the basic bus connections 
required to perform accurate output voltage control and 
load sharing is shown in Fig 5. The output voltage is sensed 
with a fully differential, high-impedance voltage amplifier. 
Each individual power supply current is sensed with a dif
ferential current amplifier, and is used for the load share por
tion of the circuit. The share bus signal interconnecting all 
the paralleled modules is a low-impedance, noise insensi
tive line. The connection diagram is shown in FIG 6. The fol
lowing discussion of the voltage and current sharing loops 
should help the reader understand the operation and fea
tures of the IC. 

t RSEI'lSE 

'-----.... + 

t RSENSE 

'------f+ 
t RSENse 

L-----4+ 

N ativePower 

Negative Sense 

Fig. 5 - System connections for modules with independent load sharing. 

Fig. 6 - The UC3907 will control output voltage and equally distribute load current among the power modules. 
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THE VOLTAGE LOOP 

THE VOLTAGE AMP 

This Amplifier is the feedback control gain stage for the 
power modules output voltage regulation, and the overall 
voltage loop compensation will normally be applied around 
this amplifier. The output swing is limited to 2 Volts to improve 
the large signal response of the system. The voltage ampli
fier accomplishes the high impedance positive sensing, 
and the ground amp, the high impedance negative sensing. 

THE GROUND AMP 

This amplifier is a unity gain buffer with a O.250V offset. 
The offset allows the amplifier negative headroom to return 
all control bias and operating currents while maintaining a 
high impedance negative sense input (pin 4) where this 
input is referred to as "'true" ground. The output of this ampli
fier is referred to as Artificial Ground. The O.250V offset is 

U-129 
added to the 1.750V bandgap reference to obtain the 2.00V 
reference, as seen by the voltage amp, and is trimmed to 
+/-1.25%. 

The ground return (pin 5) should be the most negative volt
age available and can range from zero to 5V below the 
negative sense input. All the IC's current will return through 
the ground return pin. 

THE DRIVE AMP 

This amplifier is an inverting amplifier with a gain of -2.5, 
which couples the feedback signal to the power controller. 
The Current setting resistor Rset helps to establish the for
ward transfer function of the control loop and the maxi
mum drive current. The polarity of the drive amp stage is 
such that an increasing voltage at the plus sense input (pin 
11) will increase the opto-couplers current, thereby reduc
ing the primary side PWM's duty cycle. This will insure 
proper startup since there is no energy on the secondary 
side during initialization of the power system. 

In~---______ p--__ -. 

From PaNer Supply 

In~ ___ """"_--v'v;RS~_-I-__ --.J 

R1 

RS 

Fig. 7 - The UC3907 Voltage Loop achieves high impedance differential sensing along with optical coupler driving capability. 

THE CURRENT LOOP 

THE CURRENT AMP AND BUFFER AMP 

The current sharing portion of the IC utilizes the current 
amp, the buffer amp, and the adjust amp as shown in Fig. 
8. The Output of the current amp is an analog representa
tion of individual load current, where the output voltage is 
given by: Vca=20*Rs*lout. The current amp output feeds 
an input of a unidirectional buffer which drives the current 
share bus. Since the buffer amp only sources current, it 
insures that the module with the highest load current will be 
the master, or communicator to all other modules, and 
drives the bus through a low-impedance. All other buffer 
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amplifiers will be inactive with each exhibiting a 10K ohm 
load impedance to ground. 

THE ADJUST AMP 

The adjust amplifier will compare its own load current with 
that of the highest current module, and force a command 
to adjust the individual modules reference voltage, (as seen 
by the voltage amp) to maintain equal current sharing. It is 
a transconductance type amplifier in order that its bandwidth 
may be limited, and noise kept out of the reference adjust 
circuitry, with a simple capacitor to artificial ground. The 
ground referenced compensation will act similar to that of 
integral compensation, but without the non-inverting signal 
feedthrough problems, thereby filtering both inputs from 
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unwanted noise. The adjust amplifier has a built in 50 mil
livolt offset on its inverting input, which forces the unit acting 
as a master to have a low output resulting in a zero adjust 
command. While the 50mv offset represents an error in 
current sharing, the gain of the current amplifier reduces it 
to 2.5 millivolts across the sense resistor. This results in all 
slave modules sharing equally and the master mOdule run
ning a few percent higher. The offset also provides some 
immunity from cycling, or fighting for master position due to 
low frequency noise. 

U-129 
STATUS INDICATE 

The status indicate pin is designed to indicate which unit is 
acting as the master. Its open collector output is activated 
when the adjust amp output is in the low state. In a case of 
an overcurrent fault with one olthe many paralleled units, 
this pin will indicate the unit with the highest current which 
will help diagnose the faulted module. A zero current or 
low current fault is transparent to the other supplies' and has 
no effect on voltage regulation and current sharing. 

~~~----------------~------~ 

FromPowerS~ 

-• RS + 
In~~------...----t __ 'V'-"",-----1I--------' 

x To Voltage Sensing 
CI ... iby 

Fig. 8 - Current sharing is achieved with the UC3907 by comparing the individual module's current to that of the highest current 
module. The necessary adjust command increases the voltage amp reference to accomplish equal load sharing. 

START-UP FOR A PARALLEL POWER SYSTEM 

Start-up conditions need to be considered in a parallel 
power supply architecture. A start-up timing example of 
four 5V power modules in parallel is shown in Fig. 9. Once 
the primary power is applied, the power stage will be request
ing maximum duty cycle until the individual units feed back 
a signal to regulate the output voltage. At time t1, supply #1 
has become the master due to its higher reference volt
age. This forces the output voltage to regulate above the 
other units. The other units will feedback a zero duty cycle 
signal to the power stage and remain idle. At this point the 
master unit is supplying all the supply current, and out
putting the corresponding current signal on the share bus. 
The other units' adjust amplifiers sense the difference 
between their individual load currents and the master's, 
and start to slew up the adjust amp output to increase their 
references. At the same time the master's adjust amplifier 
output remains clamped below the adjust threshold having 
no effect on its original reference. At time t2 the other three 
adjust amps have exceeded the adjustthreshold and have 
started to effect the reference as seen by the voltage amp. 
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At time t3 the unit with the closest reference to the master, 
supply #2, has reached the point where its references is 
essentially equal to the master's and the load current 
becomes equally distributed between the two. The other two 
modules, #3 and #4, are still adjusting their references and 
are not yet contributing to the load current. At time t4 the 3rd 
unit has reached the desired reference and the load current 
has been equally split between the three, and at time t5 
the final unit has completed its reference adjustment, thereby 
completing the load sharing. If it is necessary to have the 
units come up sharing, then a soft-start scheme will need 
to be implemented on the primary side modulator which 
needs to be much slower than the adjust time. The total 
adjust time from t1 to t5 for this example is given by: 

elVa 
t= ---

I 

where CI = adjust amp compensation 
Va = adjust amp swing 
I = Adjust amp max current - 220ua 



APPLICATION NOTE 
CI is chosen from the desired bandwidth 

gm 
CI=--

2ltF 

where typ gm = 3mS and F = Adjust amp bandwidth. 

If the required adjust amp bandwidth were SOO Hz, then CI 
will be 1 uFo The adjust amp output for the lowest reference 
will adjust to a voltage calculated as follows: 

Vadj = (VREFmax - VREFmin) 17.S + 1 
= (30mv 17.S) + 1 = 1.S3 

The adjust amp must slew from approximately 0.7V to 
1.S3V at a slew rate of 220mV/ms which equates to a com
plete sharing delay time of 3.8 ms. 

THE VOLTAGE AND SHARE LOOP DESIGN 

A load sharing system is composed of two loops, the volt
age loop and the current share loop. As in conventional 
designs, the voltage loop regulates the output voltage and 
is the faster responding loop. The current sharing loop is a 
lower bandwidth loop to eliminate noise pick-up on the 
share line, and should be low enough in bandwidth to elim
inate interactions with the voltage loop. 
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Adjust 2.000v 
Amp 1.990V 
Oul 1.980V 
UC1907 
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AqusI 
Aq> 
Out 1V 
UC19D7 

II 
II 

., 
J-- 60% 

112 ~ 33% 

~4 

3 :;:: V I-"'" 

~f 

-- .. -
~ 

~ ---- _ .... - --------- ... -----

/ 
T1 1"21'31415 

U·129 

25% 

1.53V 
1.35V 
1.175V 

=:Wdd 
.70V 

Fig. 9 - Start-up timing of a four module power system using the 
UC3907 (without sott-start). 

A complete loop diagram is shown in Fig. 10. The voltage 
amp transfer function is designed to optimize the voltage loop 
response, which is determined by the modulator topology, 
filters, and other gain functions in the loop. We will work 
through each gain block for a flyback converter example 
using the UC3907, and from this the user should be able to 
expand the design to any topology. 

Voc +V 
PrimalY Secondary 

Fig. 10 - The UC3907 can be easily implemented to perform voltage control, and optical coupler drive for isolated applications. 

7-89 



APPLICATION NOTE 
Compensated as shown, the voltage amp response is 
given by: 

UGF= 
1 

Pole = Origin 

UGF = Unity Gain Frequency. 

Pole 2 = Pole3= 
21tR1C3 

21tR2 

Zero 1 = 
1 

Zero 2 = 
1 

21tR~1 ~R1 + Rs)C3 

The drive amp will convert the output of the voltage amp to 
an error current to be applied to the opto coupler. The cur
rent is given by: 

(1.25 - Ve)2.5 + 1.25 
Iopto= Rset 

where Ve = output of the voltage amp - error voltage 
and the small signal gain is: 

Iopto -2.5 
= Rset 

The control voltage for the UC3844 pulse width modulator 
is given by: 

V c" ("5 - Tg.., CTR R6{ Ra ': R7 ) + 2.5 

where CTR is the current transfer ratio of the opto coupler. 
and the small signal gain is given by: 

-- = -CTRRa s Vc ( R ) 
Io~ Ra+ R7 

therefore the UC3907 error voltage to PWM control voltage 
gain is given by: 

Vc CTR L RS 'JL 2.5 'J 
~ = R6,\R6+ Ri},\ Rset 7 

U-129 
The CTR spread can vary from 0.4 to 2 on a given device 
type, but many manufacturers can sort them out to a +1- 30% 
tolerance. The CTR is also a function of the driving cur
rent and therefore introduces a non-linearity in the feed
back gain. 

The control to output gain of the. modulator for various 
topologies is referenced in the Unitrode power supply design 
seminar book. For example, the control to output gain for 
the discontinuous flyback with current mode control· is: 
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Wherewz = 1 

Rce 

Rc = esr of C's in parallel 
Ro= Load resistance 

wp= 

C= Total output Capacitance 
L= Primary inductance 
F= Switching frequency 

The total voltage loop gain is given by: 

~S)"A(s) (:: j( ::1 

RoC 

where A(s) is the voltage amp transfer function 

To bandwidth limit the share loop, the adjust amplifier is 
compensated where the unity gain frequency of the adjust 
amp is given by : 

F= 

where typical gm = 3mS. 

gm 

21tC1 

AN OFF-LINE LOAD SHARE APPLICATION 

An off-line power supply application utilizing the UC3907 
Load Share Controller is shown in Fig. 11 for a flyback reg
ulator. The UC3844 is the modulator and its switching fre
quency is determined by Fs = 1.72/(Rt Ct). The resistor 
R5 will sense the primary inductor current, where the max
imum peak current for the UC3844 is given by ISmax= 
1.0V/R5. Startup is achieved with R1 and C5 until boot
strap winding W2 can feedback to power the UC3844 The 
snubber network D3, C4, and R2 prevents turn-off voltage 
spikes from exceeding the FET breakdown voltage. The pri
mary soft-start circuit is comprised of 01, R9 and C10. 
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Note that the resistor Rset and adjust compensation is con
nected to artificial ground (pin 6). Artificial ground is a replica 
of the "rue" ground voltage on pin 4, negative sense, plus 
a O.250V level shift. This allows a low impedance point for 
ground referenced elements to connect. 

U-129 
A master indicator lamp is included in the design so that the 
unit supplying the most load current and determining the 
output regulating voltage can be detected. There are many 
useful applications for this pin as in supply voltage margin
ing or determination of a faulted supply which is supplying 
an excess voltage/current. 

Fig. 11- The UC3907 in an off-line isolated application. 

NON-ISOLATED CONVERTER APPLICATIONS 

There are applications were non-isolated DC to DC con
verters are paralleled to make a power system. Fig. 12 
shows a step down, or buck, regulator utilizing the UC3524A 
voltage mode PWM and the UC3907 Load share IC. For 
non-isolated parallel power supply applications the current 
sensing must be done on the high side. The reason for this 
is that if the sensing was performed on the low side where 
the power supply inputs and outputs are common, then all 
the current sense resistors will end up in parallel, defeating 
the individual sensing and load sharing. The only limita
tion to high side current sensing in a non-isolated applica
tion is that the current amplifier of the UC3907 has a 
common mode range of OV to Yin -2V, therefore a form of 
level shifting or average current sensing would be required. 
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Since the opto-coupler is not required, an inversion has 
been eliminated which the driving scheme must accom
modate for. The Iset voltage is a gained up inverted error volt
age from the UC3907 voltage amp. The UC3524A error 
amp is set up as an inverter and cancels out the drive amp 
inversion leaving the error voltage of the UC3907 to be 
transposed to the UC3524A in proper phase. The iset volt
age will swing from Ov to 3.BV min. Current limiting is 
achieved by taking the current amp output signal from the 
UC3907 and feeding it in to the UC3524A current limit 
amplifier, where the current limit is given by: 

20 Rsense 
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RIO 

Fig. 12 - The UC3907 in a non-isolated DC to DC converter application. 

LINEAR REGULATOR EXAMPLE 

A simple linear regulator with load sharing using the UC3907 
IC and a few external components is shown in Fig. 13. The 
phasing of the opto drive pin facilitates darlington drive, 
and supply current limiting is achieved by 03, C1, R11, 
and R12 with the current limit given by: 

V" 
36V to (VOlA + 2V) 

R6 

lei = 

""'.so + . 

I---_T. 
""'or 

Modules 

20 Rsense 

R1 

AB 

Fig. 13 - With a few external components the UC3907 can make a simple linear regulator with load sharing. 
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EXTERNAL LOAD SHARING 

The UC3907 can be easily incorporated outside the power 
module to achieve load sharing, as shown in Fig 14. The 
load sharing loop is similar to previous examples, but instead 
of adjusting the internal reference of the UC3907, this tech
nique adjusts the (+) sense line of the power module to 

U-129 

force equal current sharing. The maximum adjust voltage 
is given by: 

LOAD SHARING CAN BE EXTERNALLY ADDED TO EXISTING POWER MODULES 

Power (+) 
R1 - Modular 

(+) 

AC Power 
Sense 40.2<'1 

IN Supply LOAD - Power 
(-) 

Fig. 14 - The power supplies remote sense inputs are used to facilitate load sharing. 
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Simple Circuit Modifications Enhance OptocouplerPerformance 
by Philip Cooke 

The optocoupler is often ul;;ed in pulse-width
modulated power converters to transmit an error 
signal across an isolation boundary. This error sig
nal is used on the primary side to close the control 
loop. A phototransistor within this optocoupler has 
a large collector to base area in order to efficiently 
detect the photons of light emitted from the photo
diode. This large area makes a good detector but it 
increases the collector to base capacitance. 
Larger capacitance adversely effects the band
width of the optocoupler by introducing a phase 
lag, even at low frequencies, in the small signal 
model of the compensation circuit. Figure 1 shows 
a typical optocoupler feedback scheme using a the 
UC3965 Precision Reference with Low Offset Error 
Amplifier and a Siemens Optoelectronics IL207 op
tocoupler. As the output voltage (Vo) drops below 
its nominal value, due to a sudden increase in 
load, the photodiode current decreases. This de
crease causes the emitter voltage on the photo
transistor to decrease which increases the duty 
cycle of the modulator. The higher duty cycle re
stores the output voltage to its nominal value. The 
type of compensation (I, PI, etc) on the UC3965 

OPTIONAL FOR V REF" 5.1 V 
NOISE REDUCTION 

,---1 f-----, 
I I 
I 1OkO I 

Error Amplifier is dependent on the PWM control 
method (i.e., voltage mode or current mode) and 
the power circuit topology. In all cases the band
width and phase of the phototransistor can effect 
the stability of the power supply. It is the intent of 
this application note to present test data on circuit 
configurations which show improvements in the 
bandwidth peliormance of a common optocoupler. 

A test circuit, shown in Figure 2, was used to 
measure the gain and phase of an IL207 optocou
pier along with the error amplifier of a UC3823AN 
PWM controller. The integrators in the compensa
tion circuit of Figure 1 were left out and a common 
ground was used in all of the test circuits in order 
to simplify the measurements. The negative dc 
supply voltage (VNEG) was adjusted before each 
test, with the V AC node grounded, to get about 2 
VDC at the output of the error amplifier (VEA,OUT). A 
Ridley Engineering, Inc. AP102A Network Analyzer 
(produces a swept sine wave source and has two 
input channels to measure the ac transfer function 
of a network) was used to measure the frequency 
response for each test circuit. During the tests an 
oscilloscope was used to ensure that clipping or 

v, 

95.31<.0: 

95.3kr.t 

I UC3965 I 
I I 

450.0: L_= ___ -____________________ ~ ___________ J O.1~F 

UDG-9B095 

Figure 1. Typical Error Amplifier Feedback with Optocoupler 
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VNEG 1kn 1kn 

VAC 

LM358N 

CHANNEL A 
VEE 

/ 
! 

1kn 

VREF 

" \ 
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IL207 I ........ r---i J 

I 

22.1k!l 

\ 

'" 
RBE 

- --i\j\/'y- - - VCC 

E/A 

VEA,NINV 

CHANNEL B 
VEA,OUT 

UC3823AN 

UDG·97031 

Figure 2. Data Collected for Test 1 with RBE Connected, Data Collected for Test 2 with RBE Not 
Connected 

nonlinearities did not occur at the outputs of the 
two amplifiers. The results for test 1 are shown in 
Figure 3. While the noise at 20kHz was later iso
lated to a power supply used in the testing, its ef
fect on the data is minimum and it was used for all 
the tests to maintain consistency. The gain in Fig
ure 3 shows a -3dB frequency of about 45.9kHz 
and a phase of -70.10 at this point. One would ex
pect a single pole -3dB to have a -450 phase shift, 
therefore this circuit is not modeled accurately by a 
simple RC filter. Realizing that the phase lag intro
duced by the optocoupler can steal away phase 
margin from the overall power supply control loop, 
it is clear that the optocoupler is phase limited with 
respect to bandwidth. A goal of this application 
note is to illustrate the importance of the phase 
limitations that optocouplers have in power supply 
feedback loops. To this end other circuit topologies 
will be presented to improve the effective fre
quency bandwidth of a given optocoupler. Note 
that the effective frequency bandwidth can be con
sidered as a figure of merit for an optocoupler and 
should be less than the phase margin of the power 
supply control loop. If -150 is arbitrarily selected as 
this phase it is obvious that the -3dB point on the 
optocoupler transfer gain curve (Figure 3) will be at 
a higher frequency. 

As mentioned above the deSigner should keep the 
control loop crossover frequency below the effec
tive opto bandwidth to ensure enough phase mar
gin and thus power supply stability. For the case of 
the data shown in Figure 3 the -150 phase pOint 
reveals an effective opto bandwidth of 8.56kHz. In 
contrast the -3dB point yields a much higher fre
quency value of 45.9kHz. The 8.56kHz frequency 
may be fine for some designs but others may need 
up to 30kHz or more of effective opto bandwidth to 
support a higher crossover frequency. Techniques 
to improve this effective bandwidth will be intro
duced shortly. 
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Figure 3. Gain and Phase for Figure 2 Circuit 
with RBE Not Connected 
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Figure 40 Gain and Phase for Figure 2 Circuit 
with RSE = 300kD. 
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~ 
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By adding a 300kO base-to-emitter resistor in the 
circuit of Figure 2, test 2 results where obtained 
and are shown in Figure 4. The added base-to
emitter resistor is often used to reduce noise, typi
cal in optocouplers that have the optotransistor 
base connection brought out to an IC pin. From the 
data graphed in Figure 4 it is clear that the RBE re
sistor also increases the effective bandwidth by 
about 9% relative to test 1o 

VNEG 1kO 

VAC 

CHANNEL A 

1kO 

/' 
/ 

1kO 
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The circuit shown in Figure 5 was used to collect 
data for tests 3 and 4. Graphs of the responses are 
shown in Figures 6 and 7 respectively. These tests 
have the inverting input of the error amplifier (ElA) 
disconnected from the emitter terminal of the pho
totransistor and a resistor added between these 
pOints. The goal is to observe the effects of using 
the error amplifier in a topology which allows dc 
gain (however, unity gain was used in the test re
sults presented here). With this configuration the 
effective.opto bandwidth for tests 3 and 4 actually 
decreased from tests 1 and 2 by a factor of ap
proximately 8, thus implying that the virtual ground 
at the emitter of the phototransistor was useful in 
increasing the bandwidth of the system. Note that 
for isolated power supplies the compensation gain 
is usually realized on the UC3965 side (secondary 
side). Therefore, setting up the error amplifier (on 
the primary side) for nearly unity gain or less is not 
a problem. For the final test circuit the error ampli
fier is used with the optotransistor to realize the 
widest bandwidth from the optocoupler device. 

The circuit shown in Figure 8 was used for tests 5 
through 9. The base of the phototransistor is con
nected to the feedback resistor, RF. An increase in 
the effective opto bandwidth and the -3dB band
width is seen in this optocoupler circuit. The photo
transistor has a component of base current 

VREF 

IL207 I -... .---~ 

...... 
\ 
I 

/ 

22.1kO 

\ 
'-

RBE 
---'\Nv--- 22.1kO Vec CHANNEL B 

VEA,OUT 

EI A >-<~---o 
UC3823AN 

VEA,NINV UDG-97032 

Figure 50 Data Collected for Test 3 with RSE Not Connected, Data Collected for Test 4 with RSE 
Connected 
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Figure 6. Gain and Phase for Figure 5 
with RSE= 3001cO. 

provided by the photodiode and another compo
nent of current by the base connection to the feed
back resistor. For small signal conditions the base 
to emitter junction is forward biased. Large signal 
characteristics, as would be seen under power 
supply start up or current limit conditions, were not 
investigated. In tests 5 through 9 different dc gains 
were achieved by varying the values of RF and RE, 
the feedback and optotransistor emitter resistors. 
In some cases a 3.3pF capacitor had to be put in 
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Figure 8. Circuit Used in Tests 5 through 9 

(Data results shown in Figures 9 through 13) 
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Figure 7. Gain and Phase for Figure 5 
with RBE Not Connected 

parallel with the RF resistor to prevent oscillation. 
Depending upon a given power supply design a 
capacitor of approximately 220pF could be used in 
parallel with RF to prevent oscillations. 

Test results indicate that the maximum practical 
overall dc gain of the error amplifier is about 7dB 
(Test 9). As mentioned above, the dc gain required 
in the compensation network for the power supply 
can be realized with the UC3965 so the 7dB limit 
does not present a system limitation. 
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Figure 9. Gain and Phase for Figure 8, 
RF= 22.1/cfJ and RE= 22.1/cfJ 

The maximum measured effective opto band-width 
of 25.5kHz was achieved for the values of RF = . 
22.1 kQ and RE = 22.1 ko, as graphically depicted in 
Figure 9. This is a frequency improvement of about 
three to one relative to test 1 using the same opto
coupler device. All the test results are summarized 
in Table 1 below. 

APPLICA TlON NOTE U-160 

Summary 
The often unknown effective opto bandwidth for a 
power supply design may cause stability problems. 
Potential variation in optocoupler parameters from 
manufacturer to manufacturer in addition to part
to-part varia.tions should be of concern to the de
signer in terms of closing the loop. The compensa
tion circuit reviewed in this application note can 
reduce the phase lag effects introduced by the op
tocoupler by shifting the effective opto bandwidth 
higher in frequency by a factor of about three. This 
circuit can be used to help ensure that the varia
tions in optocoupler parameters from lot-to-Iot will 
have less impact on the power supply closed loop 
performance. 
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Table I. Summary Test Data 

Test VNEG= VAC -150 -3dB 
No. VEE (mVRMs) Phase Frequency 

(V) Frequency (kHz) 
(kHz) 

1 -1.44 49.8 8.50 45.9 
2 -2.28 49.8 9.33 53.6 
3 -2.31 49.8 1.18 4.59 
4 -1.49 49.8 1.07 4.14 
5 -2.31 994 25.5 64.9 
6 -2.32 49.8 17.9 >100 
7 -4.07 198 18.5 >100 
8 -2.06 198 24.3 >100 
9 -1.95 198 21.0 >100 

Notes: 
VEA, N1NV= 2.49 V and Vee = 15.0V for all tests 
NC = Not Connected 
• = RF with 3.3pF in parallel 

RSE Phase at "dc Gain" Graph Circuit RF RE 
(kq -3dB Point (dB at Figure Figure (kq (kq 

(deg) 100Hz) No. No. 

NC -70.1 21.0 3 2 
300 -75.3 24.3 4 2 
300 -47.3 18.1 6 5 
NC -47.0 18.1 7 5 
NC -58.2 -24.7 9 8 22.1' 22.1 
NC <-79.4 -4.39 10 8 221' 22.1 
NC <-78.3 -2.13 11 8 221' 2.25 
NC <-59.1 5.54 12 8 750 22.1 
NC <-68.1 7.56 13 8 1000 22.1 
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UNITRODE CORPORATION APPLICATION NOTE U-163 

THE UC3902 LOAD SHARE CONTROLLER AND ITS PERFORMANCE 
IN DISTRIBUTED POWER SYSTEMS 

by Laszlo Balogh 
Unitrode Corporation 

UC3902 APPLICATIONS 

The current demanded by large electronic systems 
continuously rises due to higher performance and 
increased functionality. At the same time, supply 
voltages, especially in digital circuits, are falling to 
previously unprecedented low levels. The 
combination of higher load currents and low supply 
voltages impose difficult requirements on the power 
distribution and in most cases, forces a 
higher voltage distribution bus with local voltage 
conversion. 

Users of distributed power systems are seeking 
reliable and economic solutions to supply their 
loads. A modular approach, where stand alone 
power supplies are utilized for local power conver
sion, is widely accepted in these applications. The 
power rating of the individual converters are usu
ally limited by the available height, board space 
and by the limitation on volumetric heat 
dissipation. High current loads are supplied by 
several parallel connected power supplies. In 
addition to higher currents, the parallel modules 
can also offer redundancy, an important factor to 
achieve reliable, uninterrupted operation and 
extended life expectancy in these systems. 

Parallel connected power supplies require a 
dedicated control mechanism, called load share 
circuitry to assure full utilization of the system. The 
purpose of a load share controller, like Unitrode's 
UC3902, is to provide for equal distribution of the 
load current among the parallel connected power 
supplies. By equalizing the output currents, uniform 

thermal stress of the individual modules is also 
ensured which has the utmost importance for long 
term reliability of electronic components. 

For the UC3902 to work properly, the modular 
power system has to consist of power supplies 
which possess their own feedback circuits. 
Furthermore, the stand alone modules have to be 
equipped with true remote sense capability or with 
an output voltage adjustment terminal. Each 
module must have its own load share controller. 
The operating principle of a load share mechanism 
is to measure the output current of each individual 
module and to be able to modify the output voltage 
of the units until all participating power supplies 
deliver equal output currents. It is accomplished by 
the UC3902 integrated circuits which are connect
ed to the common load share bus and adjust the 
positive sense voltage (or the voltage of the output 
voltage adjust pin) of their respective modules to 
provide equal load current sharing. 

UC3902 BLOCK DIAGRAM 

The UC3902 is an a-pin integrated circuit. Its sole 
purpose is to provide the load sharing function for 
existing power supplies. The chip incorporates only 
the building blocks required for load sharing. Tight 
regulation of the converters' output voltage is not 
antiCipated with this circuit. In fact, the UC3902 per
forms just the opposite task by finely adjusting the 
regulated output voltage of the converters to match 
all output currents evenly. 
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Figure 1. UC3902 Block Diagram 

A unique advantage of the UC3902 is its differential 
load share bus. This architecture greatly enhances 
the noise immunity of the system. Figure 1 shows 
the block diagram of the load share controller. 

The IC consists of a current sense amplifier, a 
share bus driver and sense amplifier pair, an error 
amplifier, a buffer stage called adjust amplifier, and 
housekeeping circuit which provides internal bias 
and the on-chip reference for the circuit. 

The UC3902 has an inverting current sense amplifier 
with the gain of 40. The output of the current sense 
amplifier is proportional to the output current of the 
power supply it is connected to. It provides the input 
signals to the load share bus driver amplifier and to 
the inverting input of the error amplifier. Because 
the share driver amplifier is configured for unity 
gain, the voltage on the output of the share driver 
amplifier also equals the output voltage of the cur
rent sense amplifier. When this voltage is the high
est potential among the parallel connected load 
share controllers, I.e. the unit delivers the highest 
output current, the module acts as the master unit. 
The output of the share driver amplifier of the mas
ter also determines the voltage on the share bus. In 
the case, where this voltage is lower then the share 
bus voltage, I.e. the module supplies less current 
than anyone of the other units in the system, the 
share controller will behave as a slave. The output 
of the share driver amplifier of the slave controllers 

UDG-95133 

is disconnected from the share bus by the diodes in 
series with their respective outputs. 

The share sense amplifier measures the voltage on 
the differential share bus and provides the signal 
for the noninverting input of the error amplifier. 
Similar to the share driver amplifier, this circuit has 
a gain of 1 which is fixed internally. Consequently, 
the output voltage of the share sense amplifier 
always corresponds to the highest output current 
level, delivered by the master unit in the system. 

A transconductance amplifier is utilized for the error 
amplifier function in the UC3902. If a feedback 
network were connected between the output and the 
inverting input of the error amplifier, the output current 
representation would be inaccurate. The transcon
ductance amplifier allows the feedback network to 
be connected from the amplifier output to the ground 
which preserves the authenticity of the current signal 
at the inverting input of the error amplifier. Also note 
that this type of amplifier requires a voltage difference 
between its inverting and non inverting inputs. 
Furthermore, the transconductance amplifier has 
high input and output impedances. Instead of the 
usual low impedance voltage source output of 
operational amplifiers, this circuit has a high imped
ance current source output. Accordingly, the gain is 
defined as transconductance (AN) but it can be 
converted back to the general VN gain term by 
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multiplying the transconductance of the amplifier 
(Gm) with the impedance of the compensation 
network (XeoMP). 

The steady state output voltage of the . error 
amplifier is the function of the voltage difference 
between the outputs of the current sense and the 
share sense amplifiers. When a particular 
controller works as the master in the system this 
voltage difference is zero. To guarantee the correct 
state of the error amplifier, a 50mV offset is insert
ed in series with the inverting input. This artificial 
offset will ensure zero volts at the output of the 
error amplifier when the unit is the master module. 
All slave controllers will develop a non zero error 
voltage at the output of the transconductance 
amplifier which is proportional to the difference 
between the output current of the respective power 
supply and the output current value of the master 
module represented on the share bus. 

The output voltage of the error amplifier is used to 
adjust the output voltage of the power converter to 
balance the load current among the parallel 
connected modules. This is done by the adjust 
amplifier and its companion NPN transistor. The 
adjust amplifier provides signal conditioning for the 
error signal and its output drives a NPN transistor 
which is configured as a programmable current 
source. A resistor from its emitter to ground and the 
error voltage defines the current, IADJ, which flows 
through a resistor connected between the ADJ pin 
of the load-share controller and the positive output 
terminal. The IADJ current causes a voltage drop 
across the resistor which requires the power supply 
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to increase its output voltage. The resulting higher 
power supply output voltage increases the output 
current of that particular module until the output 
current levels· equal out among the units. At that 
point load sharing has been established. 

UC3902 LOAD SHARE CONTROLLER DESIGN 

The UC3902 load share controller requires only a 
few external components. Before the values of 
these components can be calculated, the DC/DC 
converter module parameters must be reviewed 
and some application specific limits have to be 
determined. There are three parameters which 
must be known; VO,NOM is the nominal output 
voltage of the converter, 10 MAX is the maximum 
current delivered by the unit and I':J.VO,MAX is the 
maximum adjustment range of the output voltage. 
The output voltage adjustment can be accomplished 
by using either the positive sense terminal or the 
adjust pin of the DC/DC converters and it is usually 
limited by the design of the modules. Depending on 
the output current level, the allocated voltage drop 
and the allowed power dissipation, the current 
sense resistor can be selected. Since the UC3902 
is operational from 2.7V to 20V, in most cases the 
IC is powered directly from the output voltage of the 
system. If that is not possible because of an 
inappropriate value of the output voltage, the 
supply voltage, Vee, has to be determined as well. 

SETTING UP THE DC OPERATING POINT 

Figure 2 shows a typical application of the UC3902 
load share controller. This circuit must be repeated 

RADJ 

C 

O.lJlF 

r---------------, 

FROM 
POWER 
SUPPLY 

-OUT ~ 

-SENSE 

RSENSE 

Figure 2. Typical Application 
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for each power supply sharing the current for a 
common load in the system. The design process 
starts with calculating the component values for 
setting up the basic operating conditions for the IC. 

In order to precisely share the load current among 
parallel connected modules, the output current of 
each individual power supply has to be measured. 
A current sense resistor, RSENSE is placed in the 
negative return path of the units. Choosing RSENSE 
is based on two factors; the maximum power 
dissipation and the maximum voltage drop across 
the sense resistor. While the power dissipation is 
only limited by practical considerations like efficiency 
and component ratings, the maximum voltage drop 
has to comply with internal signal level limits of the 
integrated circuit. Most important is to prevent the 
output of the current sense amplifier from saturation. 
The highest voltage of the amplifier output, VeSAo 
is a function of Vee. It equals either 10V or 
Vee - 1.5V, whichever is lower. Consequently, 

VSENSE, MAX = VeSAo 
AeSA 

where VSENSE,MAX is the maximum voltage drop 
across the current sense resistor, VeSAo is the 
maximum voltage of the current sense amplifier 
output and AcSA is 40, the gain of the current 
sense amplifier. 

Once VSENSE,MAX is determined, the current 
sense resistor value can be calculated by the 
following formula: 

RSENSE = VSENSE,MAX 
IO,MAX 

IADJ MAX, the maximum current of the adjust 
ampiifier is 10mA as specified in the datasheet. It 
is a good practice to keep the highest current of 
the adjust amplifier in the 5mA to 10mA range as 
lower values might increase the noise sensitivity of 
the system. This current is determined by the 
highest possible voltage on the ADJR pin which is 
2.6V and by the resistor, RG, between the ADJR 
pin and ground. Thus the resistor value can be 
calculated as: 

RG = 2.6V 
IADJ,MAX 

RADJ is the impedance inserted in the positive 
sense line of the power supply. Its value is the 
function of the maximum adjustment range of the 
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output voltage, INo,MAX and the previously select
ed IADJ,MAX current value. Since the voltage drop 
across the current sense resistor reduces the 
range available for output voltage adjustment, that 
factor has to be accounted for as shown in the 
equation for RADJ below: 

INO,MAX -lo,MAX • RSENSE 
RADJ= 

IADJ,MAX 

This relationship points out an important design 
constraint for the system. The sum of the voltage 
drops across the wiring impedances and the voltage 
drop across the current sense resistor must be 
significantly lower than L1 V Q MAX or the load share 
mechanism has no headroom to adjust the output 
voltage of the modules to achieve proper distribution 
of the load current. 

CLOSING THE SHARE LOOP 

Balanced distribution of the load currents among 
the parallel connected units is accomplished by an 
additional control loop provided only for the load 
share function. Similarly to other control loops 
inside the power supplies, the current share loop is 
based on negative feedback. Such control loops 
must obey certain stability criteria in order to work 
properly. Although this Application Note does not 
cover the theoretical background of loop stability, 
some of the most critical conditions for successfully 
closing the load share loop will be pointed out. 

Since the load share loop is added to existing 
power supplies, interaction between the existing 
voltage control loop and the share loop must be 
avoided. For that reason the crossover frequencies 
of the two loops must be well separated. 

The voltage loop crossover frequency, fo,v is great
ly dictated by the required transient response of the 
converter. In order to maintain the stability of the 
voltage control loop, the share loop has to be set up 
not to cause any excess phase shift at fo,v, This is 
usually achieved by placing the crossover frequen
cy of the share loop (fo,s) at least one, but prefer
ably two decades lower than the crossover fre
quency of the voltage loop. Also a zero should be 
placed in the transfer function at fo,s. This way, the 
effect of the share loop is minimized at the 
crossover frequency of the voltage loop. 

Closing the load share loop at low crossover 
frequency is acceptable, if the purpose of load 
sharing is clarified. The primary concern for load 
sharing is to extend the life expectancy of the 
system and to increase reliability. It is achieved in 
the system by paralleling several modules and 
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assuring that their thermal stresses are balanced 
during the life of the product. Another advantage in 
such systems is the possibility for redundancy. 
These goals can be completely fulfilled by slow 
acting corrective measures which allow fo S to be 
significantly lower than fo,v, ' 

The first step is to determine the transfer functions 
of the individual building blocks for the frequency 
range from 0.1 Hz to approximately 1 kHz. The unity 
gain crossover frequency of the load share control 
loop is expected to be within these frequency 
limits. If off-the-sllelf power supplies are being 
used, then a network analyzer should be used to 
measure the transfer function. This is also a good 
practice to confirm actual versus calculated 
performance as well. 

The valid transfer functions for the range of our 
interest are: 

• ApWR(S): the transfer function of the power 
supply, measured by injecting an AC signal 
between VSENSE+ and VOUT+ terminals. 

• AVo-Wis: this gain term describes the 
relationship between the output voltage and 
the voltage across the current sense resistor. 
It varies with the load impedance according to 

AVO-+ViS = RSENSE 
RLOAD 

• ACSA: the gain of the current sense amplifier. 
This term is a constant and equals 40. 

• ASHA: both amplifiers driving and sensing the 
signal on the differential share bus are 
configured for unity gain. (ASHA = 1) 

• AEA(S): the gain of the error amplifier defined 
as: AEA(S) = Gm • XCOMP(S) where Gm is the 
transconductance of the error amplifier and 
XCOMP(S) is the impedance of the compensation 
components as a function of complex frequency. 

• AADJ: the adjust circuit gain depends only on 
the RG and RADJ resistors because the adjust 
amplifier is configured as a unity gain buffer 
stage. Consequently, 
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The overall share loop characteristic is established 
by multiplying the gain terms of the individual 
blocks: 

ASHARE-LOOP(S) = ApWR(S) • Avo-+vls • 

• Acs • ASHA • AEA(S) • AADJ 

DESIGN EXAMPLE 

Users experimenting with the UC3902 load share 
controller can utilize a demonstration board 
featured in Figure 3. This circuit provides a solution 
for paralleling three power supply modules. The 
performance of the system was measured using 
three off-the-shelf DC/DC converter modules, each 
rated for 100W delivering 8.4A to the load at 12V 
nominal output voltage. 

The design process starts by measuring the trans
fer function of the power supplies between their 
positive voltage sense and power output terminals. 
The resulting Bode plot shown in Figure 4 reveals 
a 40Hz crossover frequency which will require a 
crossover frequency of 4Hz for the load share loop. 
The power stage has 10dB gain at this frequency. 

In the demonstration board, the UC3902 is 
powered from the output voltage of the system. 
Note the 0.11lF local bypass capacitor connected to 
the vec pin of the IC. Using 12V as vee, the 
maximum output voltage of the internal amplifiers 
are approximately 10V. This voltage denotes the 
highest possible full scale voltage between 
SHARE+ and SHARE-, but the actual voltage on 
the load share bus at full load is determined by the 
designer. Noise sensitivity, accuracy and the 
number of units in parallel have to be taken into 
consideration when choosing the full scale bus 
voltage. The load share bus is driven by the master 
controller only and each slave module represents a 
10k£! load on the bus. This means that every unit 
will increase the supply current of the master mod
ule by 100llAN on the load share bus. 

The power supply's 8.4A output current rating 
allows the use of a higher shunt resistor value in 
favor of better load share accuracy with only a 
slight decrease in overall efficiency. The full scale 
bus voltage, VCSAO is selected to be 6V. 
Accordingly, 

R .... 6V 0 SENSE"" 8.4A. 40 = .0178£! 

and a 20m£! standard value had been selected. 
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Figure 3_ Demonstration Board Schematic 
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The RG resistor value depends on the current flowing 
through the NPN buffer transistor .of the adjust 
amplifier and in the RADJ resistor placed in the 
positive sense line of the converter. This current is 
selected by the designer but its value shall be 
smaller than 10mA according to the datasheet. For 
this application SmA is chosen. Smaller values tend 
to increase the noise sensitivity of the solution 
while larger current values represent unnecessary 
power dissipation for the IC. Although this current 
does not show up in the Icc current requirements, 
the power dissipation of the buffer transistor can be 
a significant part of the total power loss inside the 
integrated circuit. For instance, in this application, 
the voltage across the collector emitter terminals 
equals V cc - 2.6V, approximately 10V. The power 
dissipated in this part of the circuit is 10V • SmA= 
= SOmW. Once the maximum current for this part of 
the circuit is selected the value of RG can be calcu
lated as: 

RG = 2.6V = 520£1 
SmA 

The nearest standard value of 510£1 is used. 

The RADJ resistor value is defined by the maximum 
adjustment range of the output voltage, the highest 
load current, the current sense resistor value and 
IADJ value. In this application, AVo MAX is 0.6V 
while the other parameters have beEm previously 
calculated. Thus, 

R _ 0.6V - 8.4A· 20m£1 86 An. 

ADJ - SmA = ." •. U 

Instead, an 82£1 standard value is chosen. 

At this point, the steady state operating conditions 
of the system are defined. The compensation 
components Cc and Rc can be calculated from the 
loop gain equation. 

ASHARE _ LOOP(S) = ApWR(S) • RSENSE • 
RLOAD 

AcSA • Gm • (ec1 + Rc) • RADJ ·s RG 

Substituting the power stage gain of 10 at the load 
share loop crossover frequency and solving the 
equation for Cc, the compensation capacitor value 
can be calculated as: 

Cc = ApWR(S) • RSENSE • AcSA • 
RLOAD 

Gm 1 .---
7t. la,s 

which gives 

C = 10 • 20m£1 • 40 • 4.SmS • 
C 1.43£1 

1 820 
7t • 4Hz • 510£1 = 322JlF 
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A 330JlF capacitor is used. Note that the reason for 
the large capacitor value is the extremely low 
crossover frequency dictated by the transfer func
tion characteristic of the DC/DC converter. 

The value of Rc is determined by the selected 
crossover frequency and compensation capacitor 
value according to: 

1 
Rc= 

2 • 7t • lo.s • Cc 

Using the previously calculated capacitor value 
results in a Rc value of 2700. 

The resulting Bode plot of the load share control 
loop is displayed in Figure 4. The phase margin of 
the loop can be increased by separating the two 
crossover frequencies, lo,v and 10f3 even further. In 
this particular design, moving lo,s to a lower 
frequency would have resulted in a very large 
capacitor value, thus this idea was not considered. 
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PARTS LIST: 

C C10 = C20 = C30 = 0.1~F 
C11 = C21 = C31 = 0.01~F 
C12 = C22 = C32 = not used 
C13 = C23 = C33 = not used 
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C14 = C24 = C34 = 330~F 
R10 = R20 = R30 = 820 
R11 = R21 = R31 = 0.020 
R12 = R22 = R32 = 5100 
R13 = R23 = R33 = 2700 
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Figure 5. Module VS. Total Output Current 

EXPERIMENTAL RESULTS 

The performance of the demonstration circuit was 
measured using the calculated component values 
and running three DC/DC converters in parallel. 
Figure 5 shows the output currents of the individual 
modules as a function of the total load current 

In Figure 6, the percentage of deviation from the 
calculated average module current is depicted. The 
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Figure 6. Load Share Accuracy 

current distribution error is the largest at light load, 
as expected, because of the effects of internal 
offset voltages and the small current measurement 
signal level. At full load, where load sharing has 
the most impact, the three modules shared the 
load current evenly, within 1 % of the ideal load 
current values. 

Results similar to this can be obtained in other 
applications with the formulas contained within this 
Application Note. 
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Motion Control 

Brushless UNITRODE PART NUMBER 
Motor Products UC3625 UCC3626+ 
Hall Logic Y Y 
Tachometer Y Y 
Output Current per Output O.lA O.OlA 
Operating Voltage 10V-18V llV-15V 
Differential Current Sense Amplifier Y Y 
Current Limit Y 

Application I Design Note DN-50, U-115, U-120 U-120, U-130 
Pin Count·:· 28 28 
Page Number PS/8-37 PS/8-50 

DC Motor Controllers 
UC3637 

UNITRODE PART NUMBER 

UC3638 
Output Clamp Diodes 
Output Current per Output O.lA 0.lA/0.05A 
Operating Voltage 5V -36V 10V - 36V 
Differential Current Sense Amplifier Y 
Thermal Shutdown 
Current Limit Y Y 

Application I Design Note DN-53A, U-l02, DN-76, U-120 U-112, U-120 
Pin Count+:· 18,20 20 
Page Number PS/8-78 PS/8-84 
+ The smallest available pin count for tlrru-hole and surface mount packages. 
+ New Product 
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Motion Control (cont.) 

Linear Power UNITRODE PART NUMBER 
Amplifier Products UC3173A UC3175B UC3176 UC3177 
Output Clamp Diodes Y Y Y Y 
Output Current per Output 0.55A O.SA 2A 2A 
Operating Voltage 4V -15V 4V-15V 3V-35V 3V-35V 
Differential Current Sense Amplifier Y y y y 

Thermal Shutdown y y y y 

Current Limit Y Y Y Y 
Four Quadrant y y y y 

Number of Outputs 2. 2 2 2 
BW 2MHz 2MHz 1MHz 1MHz 
Special Features B+ Input Pin Supply OK Pin 
Pin Count-:- 24 24 2S 2S 
Page Number PS/S-5 PS/S-16 PS/S-21 PS/S-21 

Phase Locked UNITRODE PART NUMBER 
Frequency Controllers UC3633 UC3634 
Internal Oscillator y y 

Divider Output Provided 
External Phase Detector Inputs 
2 Phase Drive Logic Y 
Divide Logic Select 4/5 & 214/S 214/S 
Operating Voltage SV-15V SV -15V 
Maximum Frequency 10MHz 10MHz 
Application I Design Note U-113 U-113 
Pin Count-:- 16,20 16,20 
Page Number PS/S-63 PS/S-70 
.. The smallest available pin count for thru-hole and surface mount packages. 
+ New Product 
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UC3635 
y 

Y 
Y 
Y 

214 
SV-15V 
10MHz 
U-113 

16 
PS/S-74 

[1JJ -
UC3178 

y 

0.45A 
3V-15V 

y 
y 

Y 
y 

2 
2MHz 

2S 
PS/S-25 



Selection Guides - Motion Control 

Motion Control (cont.) 

Stepper Motor Controllers 
UNITRODEPARTNUMBER 

UC3517 UC3717 
Output Clamp Diodes Y 
Output Current per Output 0.35A 0.8A 
Operating Voltage 10V-40V 10V -45V 
Differential Current Sense Amplifier 
Thermal Shutdown y 

Current Limit Y 

Current Sense Thresholds 

Application I Design Note U-99 
Pin Count-:· 16 16,20 
Page Number PS/8-30 PS/8-92 
.. The smallest available pin count for thru-hole and surface mount packages. 
+ New Product 
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UC3717A UC3770A 
Y Lower 
1A 1.3A 

10V - 46V 10V - 50V 

y y 

Y Y 

U-99 
16,20 16,28 

PS/8-100 PS/8-108 

[1d] -
UC3770B 

Lower 
1.3A 

10V-50V 

y 

Y 
Tailored for half 

stepping 
applications 

16,28 
PS/8-108 
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~UNITRODE 
UC3173A 

Full Bridge Power Amplifier 
FEATURES 
• Precision Current Control 

• ± SOOmA Load Current 

• 1.3V Typical Total VSAT at SSOmA 

• Controlled Velocity Head Parking 

• Precision Dual Supply Monitor with 
Indicator 

• Range Control for 4:1 Gain Change 

• Compensation Adjust Pin for 
Bandwidth Control 

• Inhibit Input and UVLO 

• SV or 12V Operation 

• 12mA Quiescent Supply Current 

• PLCC, SOIC, and Low Profile Quad 
Flat Pack Packages 

BLOCK DIAGRAM 

DESCRIPTION 
This full bridge power amplifier, rated for continuous output current of 
O.SSA, is intended for use in demanding servo applications such as head 
positioning for high density disk drives. This device includes a preciSion 
current sense amplifier that senses load current with a single resistor in se
ries with the load. The UC3173A is optimized to consume a minimum of 
supply current, and is designed to operate in both SV and 12V systems. 
The power output stages have a low saturation voltage and are protected 
with current limiting and thermal shutdown. When inhibited the device will 
draw less than 1.SmA of total supply current. 

Auxiliary functions on this device include a dual input undervoltage com
parator, which can monitor two independent supply voltages and activate 
the built in head park function when either is below minimum. The park cir
cuitry allows a programmable retract voltage to be applied to the load for 
limiting maximum head velOCity. A separate low side parking drive pin per
mits a series impedance to be inserted to control maximum retract current. 
The parking drive function can be configured to operate with supply volt
ages as low as 1.2V. 

The closed loop transconductance of the configured power amplifier can be 
switched between a high and low range with a logic input. The 4:1 change 
in gain can be used to extend the dynamic range of the servo loop. Band
width variations that would otherwise result with the gain change can be 
controlled with a compensation adjust pin. 

COMP AOUT BOUT 

04199 

r--------p----------- 11/12 ----------- 14/15 ---------l 
I I 

PARK 4~------------------------------~ 

VIN ~ Bia. Supply 

VL a--. Logic Supply 

I L ______________________________________________ ~ 
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ABSOLUTE MAXIMUM RATINGS (Note 1) 
Input Supply Voltage, (VIN, VC, VL) .................. 20V 
UV Comparator 

Maximum Forced Voltage ................ -O.3V to 10V 
Maximum Forced Current. .................... ± 10mA 

B Amplifier Inverting Input .............. -0.3V to VIN + 1.0 
A Amplifier Inverting Inputs, 

(Aux. and Normal) ................. -0.3V to VC + 1.0V 
Open Collector Output Voltages ..................... 20V 
A and B Output Currents (Continuous) 

Source ............................ Internally Limited 
Sink ........................................ O.SA 

Parking Drive Output Current 
Continuous ................................ 150mA 
Pulsed ........................................ 1A 

Output Diode Current (Pulsed) ...................... O.SA 
Power OK Output Current (Continuous) .............. 30mA 
Operating Junction Temperature .......... -55°C to +150°C 
Storage Temperature ................... -S5°C to +150°C 
Lead Temperature ............................. +300°C 

Note 1: Unless otherwise indicated, voltages are referenced to 
ground and currents are positive into, negative out of, the speci
fied terminals, "Pulsed" is defined as a less than 10% duty cycle 
pulse with a maximum duration of 50lJi.ts. 

CONNECTION DIAGRAMS 

TQFP-48 (Top View) 
FQPackage 

N~---------------. 
~--------, 

REFIN --------, 
cs- ---------, 

PWROK -------, 
PRKORV 

RANGE 

cs. -------' 
COMP ________ ....J 

VPARK --------' 
~---------' 

~-----------' 

,---------------~c 

,---------~c 
,--------BIN 

,--------VIN 
,------~c 

~c 

~C 

~C 

VC 
AIN 
~c 

~c 

THERMAL DATA 
ow Packag"3: 

UC3173A 

Thermal Resistance Junction to Leads, Sjl ........ 35°C/W 
Thermal Resistance Junction to Ambient, Sja .... SO-70°CIW 

FQ Package: 
Thermal Resistance Junction to Leads, Sjl ......... SO°CIW 
Thermal Resistance Junction to Ambient, Sja .. 110-120°CIW 

QP Package: 
Thermal Resistance Junction to Leads, Sjl ......... 15°CIW 
Thermal Resistance Jl!nction to Ambient, Sja .... 30-40°CIW 

Note 2: The above numbers for Sjl are maximums for the limit
ing thermal resistance of the package in a standard mounting 
corfiguration. The Sja numbers are meant to be guide lines for 
the thermal performance of the device/pc-board system. All of 
the above numbers assume no ambient airflow. 

Note 3: Consult Packaging Section of Unitrode Integrated Cir
cuits databook for thermal specifications and limitations of pack
ages. 

SOIC-24 (Top View) 
OW Package 

PLCC-28 (Top View) 
QP Package 

INH 
UV2 
UV1 

PARK 

RANGE 5 
CS+ 6 

COMP 7 

VPARK 
AIN 
vc 10 

AOUT 11 

PGND 
PGND 
PGND 

GND 
CSOUT 
VL 

25 PRKDRV 
24 PWROK 
23 CS· 
22 REFIN 
21 BIN 
20 VIN 

BOUT 

PGND 
PGND 
PGND 
PGND 
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UC3173A 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these specifications apply for TA = 0 to +70°C, VIN = 5V, 
VC = VIN = VL REFIN = VIN/2 RANGE PARK and INH = OV and TA = TJ , , , , , 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

Input Supply 

VIN Supply Current 10 13 mA 

VC Supply Current lOUT = OA 1.2 2.0 mA 

VL Supply Current 0.65 1.0 mA 

Total Supply Current Supplies = 5V, lOUT = OA 12 16 mA 

Supplies = 12V, lOUT = OA 13 18 mA 

VL UVLO Threshold Low to High 2.6 2.8 V 

UVLO Threshold Hysteresis 300 mV 

Under Voltage (UV) Comparator 

. Input Bias Current Max at Either UV Input -0.25 -1.0 IlA 
UV Thresholds Low to High, Other Input = 5V 1.28 1.3 1.32 V 

UV Threshold Hysteresis 19 24 29 mV 

PWROKVsat lOUT = 5mA, UV Input Low 0.15 0.45 V 

PWROK Leakage VOUT = 20V 5 IlA 
Power Amplifiers A and B 

Input Offset Voltage A Amplifier, VCM = 2.5V 4 mV 

B Amplifier, VCM = 2.5V 12 mV 

Input Bias Current VCM = 2.5V, Inverting Inputs Only -150 -500 nA 

Input Bias Current at Ref. Input (REFIN - CS+)/48k.Q, TJ = 25°C 15 21 27 IJ,AIV 
CMRR VCM = 1V to 10V, Supplies = 12V 70 90 dB 

PSRR VIN = 4V to 15V, VCM = 1.5V 70 90 dB 

Large Signal Voltage Gain Supplies = 12V, VOUT = 1V, lOUT = 300mA to 3.0 15.0 VlmV 
VOUT= 11V, IOUT=-300mA 

Gain Bandwidth Product A Amplifier (Note 4) 2.0 MHz 

B Amplifier (Note 4) 1.0 MHz 

Slew Rate (Note 4) 1.0 VlIJ.S 

High-Side Current Limit Low Range Mode 0.6 0.8 A 

High Range Mode 1.1 1.6 A 

Output Saturation Voltage High-Side, lOUT = -1 OOmA (Note 5) 0.7 V 

High-Side, lOUT = -300mA (Note 5) 0.8 V 

High-Side, lOUT = -550mA (Note 5) 0.95 V 

Low-Side, lOUT = 100mA 0.2 V 

Low-Side, lOUT = 300mA 0.25 V 

Low-Side, lOUT = 550mA 0.35 V 

Total VSAT, lOUT = 100mA 0.9 1.2 V 

Total VSAT, lOUT = 300mA 1.05 1.4 V 

Total VSAT, lOUT = 550mA 1.3 1.7 V 

VC to VIN Headroom Volts below VIN, delta High-Side, VSAT = 100mV, lOUT 0.23 0.4 V 
= -550mA (Note 5) 

High-Side Diode, VF 10= 550mA 1.0 V 

Low-Side Diode, VF 10 = 550mA, INH Activated, B Amplifer Only 1.0 V 
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UC3173A 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these specifications apply for TA = 0 to +70°C, VIN = 5V, 
VC = VIN = VL REFIN = VINl2 RANGE PARK and INH = OV and TA = TJ , , , , , 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 
Current Sense Amplifier 

Input Offset Voltage VCM = 2.5V, Low range mode 2.0 mV 

VCM = 2.5V, High range mode 4.0 mV 

Input Offset Change with Common VCM = -1V to 13V, Supplies = 12V, Low Range Mode 2000 ILVN 
Mode Input VCM = -1V to 13V, Supplies = 12V, High Range Mode 4000 ILVN 
Voltage Gain VOIFF = +1.0 to -1'.OV, VCM = 2.5V, High Range Mode 0.485 0.50 0.515 VN 

VOIFF = +1.0 to -1.0V, VCM = 2.5V, Low Range Mode 1.95 2.0 2.05 VN 

Saturation Voltage Low-Side, lOUT = 1 mA 0.1- 0.3 V 

High-Side, lOUT = -1 mA, Referenced to VIN 0.1 0.3 V 

ParklnJl Function 
Park Input Threshold Voltage 0.6 1.1 1.7 V 

Park Input Threshold Current Internal Pull-Up, VIN = 0.6V 50 75 !LA 
Park Drive Saturation Voltage IOUT=50mA 0.15 0.35 V 

Park Drive Leakage VOUT = 20V 50 !LA 
Regulating Voltage at Park Volts Input 1.275 1.30 1.325 V 

Amplifier A Auxiliary Input Bias Current -300 -750 nA 

Amplifier A Parking High-Side lOUT = -50mA, VIN = OV, VC = VL = 5V, PARK Open, 0.8 0.95 V 
Saturation Voltage VCto VOUT 

Minimum Parking Supply At VC and VL, VIN = OV, 1.4 1.7 V 
A Amplifier Out - VSAT PRKDRV > 0.5V, IpARK = 
50mA 

Minimum Supply for Parking Drive and At VL, VC = VIN = OV, VSAT < 0.5V, 1.1 1.4 V 
Power OK Operation lOUT PRKDRV = 50mA, RI = 30n to 2V 

lOUT PWROK = 5mA, RI = 300n to 2V 1.2 1.6 V 

VL Parking Supply Current PARK Open, VL = 5V, VC = 1.6V, VIN = OV, 1.6 3.0 mA 
PWROK lOUT = 5mA, PRKDRV lOUT = 50mA 

Auxiliary Functions 
Inhibit Input Threshold 0.6 1.1 1.7 V 

Inhibit Input Current INH = 1.7V -0.5 -1.0 !LA 
Range Input Threshold 0.6 1.1 1.7 V 

Range Input Current RANGE =1.7V 50 100 !LA 
Comp Adjust Pin Saturation Voltage RANGE = OV, Pin Current = ±500!LA, 0.02 0.1 V 

Referenced to AoUT 

Comp Adjust Leakage Current RANGE = 1.7V, Supplies = 12V, 5 !LA 
AoUT - VCOMP = ±6V 

Total Supply Current when Inhibited VIN, VC, and VL currents 1.0 1.5 mA 

Thermal Shutdown Temperature (Note 4) 165 °C 

Note 4: Guaranteed by design. Not 100% tested in production. 
Note 5: The high-side saturation performance of the UC3173A is referenced to the VIN supply pin. 
The VC supply pin can operate about 400mV below the VIN supply input without affecting the performance. 
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PIN DESCRIPTIONS 
AIN: Inverting input to the A amplifier. Used as the sum
ming node to close the loop on the overall power ampli
fier. 

AOUT: Output for the A power amplifier, providing one 
end of the differential drive to the load during normal op
eration and during park. During a UVLO condition at the 
VIN supply pin, this output is forced to a high, source 
only state. When the UC3173A is inhibited, this output 
will be set high, in a source only state. 

BIN: Inverting input to the 8 amplifier. Used to program 
the gain of the 8 amplifier to guarantee maximum volt
age swing to the load. 

BOUT: Output for the 8 power amplifier, providing one 
end of the differential drive to the load during normal op
eration. During park and while inhibited this pin is 
tristated. 

COMP: The compensation adjust pin allows the user to 
provide an auxiliary compensation network for the A am
plifier that is only active when the current sense amplifier 
is in the low range. With this option, the user can control 
the change in bandwidth that would otherwise result 
from the gain change in the feedback loop. 

CS-: The inverting input to the current sense amplifier is 
typically tied to the load side of the series current sense 
resistor. This pin can be pulled below ground during an 
abrupt load current change with an inductive load. 
Proper operation of the current sense amplifier will result 
if this pin does not go below ground by an amount 
greater than: REFIN / 2 -0.3V, in low range mode, and 2 
• REFIN -0.9V, in high range mode. 

CS+: The noninverting input to the current sense ampli
fier is typically tied to the connection between the A am
plifier output and the current sense resistor connected in 
series with the load. 

CSOUT: The output of the current sense amplifier has a 
1.5mA current source pull-up and an active NPN 
pull-down. The output will pull to within 0.3V of either rail 
with a load current of less than 1 mAo 

GND: Reference point for the internal reference, UV 
comparator, and other low level circuitry. 

INH: A high impedence logic input that disables the A 
and 8 power amplifiers, as well as the Current Sense 
amplifier. The UV comparators and logic functions of the 
UC3173A remain active. This input has an internal 
pull-up that will inhibit the device if the input is left open. 
The Inhibit function is overridden by any condition that 
forces the Park function to be activated. 
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PARK: Input that forces the park condition on the 
UC3173A. This input has an internal pull-up that will 
force the park condition if the pin is left open. 

PGND: Current return for all high level circuitry, this pin 
should be connected to the same potential as GND. 

PRKDRV: A 100mA drive output that is active low during 
a park operation. This pin is normally used to supply the 
lowside drive to the load during parking, in place of the 8 
amplifier. A series resistor can be added between this 
pin and the load to limit current during park. 

PWROK: Indicates with an active low condition that ei
ther of the UV inputs are low, or that the supply voltage 
at the VL input to the UC3173A has dropped below the 
UVLO threshold. This output will remain active low until 
the VL supply has dropped to below approximately 1.2V. 

RANGE: When this pin is open or at a logic low poten
tial, the current sense amplifier will be in its low range 
mode. In this mode the voltage gain of the amplifier will 
be 2. If this pin is brought to a logic high, the gain of the 
current sense amplifier will change into its high range 
value of 0.5. This factor of four change in gain will vary 
the overall transconductance of the power amplifier by 
the same ratio, with the transconductance being the 
highest in the high mode. This feature allows improved 
dynamic range of load current control for a given control 
input range and resolution. 

REFIN: Reference for input control signals to the power 
amplifier, as well as, the noninverting inputs to the A and 
8 amplifiers, and the output level shift for the CS ampli
fier . 

VC: High current supply to the collectors of the high 
side NPN output devices on the A and 8 amplifiers. This 
supply should be powered whenever the A or 8 amplifi
ers are activated. This pin can operate approximately 
400mV below the VIN supply without affecting the volt
age available to the load. This supply pin provides drive 
to the power amplifiers during a parking operation. 

VIN: Provides bias supply to both the power amplifiers 
and the current sense amplifiers. The high-side drive to 
the power stages on both the A and B amplifiers is refer
enced to this pin. The high side saturation voltages are 
specified and measured with respect to this supply pin. 
The parking function of the device is fully operational in
dependent of the voltage at this pin. 



PIN DESCRIPTIONS (cont.) 
VL: Logic portions of the UC3173A are powered by this 
supply pin, including the reference, UVLO, the UV com
parators, and the PRKDRV and PWROK outputs. This 
pin is a low current supply that would normally be tied to 
the VC pin, or to a parking hold up capacitor for ex
tended parking operation with very low recovered back 
emf. 

VPARK: The auxiliary inverting input to the A amplifier, 
activated during park conditions on the UC3173A. An in· 
ternal auxiliary non-inverting input is connected to the 
1.3V reference. When the auxiliary inputs are activated, 
the A amplifier will force a programmed voltage at its 
output for a maximum back-emf/velocity retract of the 
head. The park condition on the UC3173A is always ac-

APPLICATION INFORMATION 

A and B Amplifier High and Low VSATS 

0.8 \---"""""""'_F---+--:::oo"",,,,---; 

~ 0.6 \---"",,",,:::""'-+---+---1---1 

~ 
~ > 0.4 f---+--f----+--b-=9 

0.2 \----+-::;;>"-=-::~~"'+---I---I 

1 00 200 300 400 

Output Current (rnA) 

VIN to VC Headroom 

10UT= 
450mA 

500 

0.8 I----+--~+----+--~ 

In 0.6 i---+---::;;;~:::....., ...... .q..----j 
"" ~ 
~ 
z 
:> 

0.4 i--7-'--::;r--+--:::; ....... =+----j 

0.2 \---"""7"f---+_--_+--~ 

OL----'-----'-----'-----' 
o 50 100 150 200 

A or B Amplifier High-Side VSf(f Increase (mVolts) 

UC3173A 

tivated by anyone of the following four conditions, 1: a 
low condition on either of the UV inputs, 2: a high input 
level at the Park input, 3: a UVLO condition at the VL 
supply pin, and 4: activation of the TSD, (thermal shut
down) protection circuit. During a UVLO condition at the 
VL pin the auxiliary inputs to the A amplifier are 
over-ridden, and the A amplifier output is forced to its 
high state. 

UV1 & 2: Inputs to the UV comparator, these inputs are 
high impedance sensing points used to monitor extemal 
supply conditions. Either of the inputs going low will 
force the device into a park condition, and force the 
PWROK output to an active low state. If either of these 
inputs is not used it should be connected to a voltage 
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APPLICATION INFORMATION (cont.) 

~ 

A Amplifier High-Side VSAT in Park Mode 
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PRKDRV Saturation Voltage 
0.7 ,------,-----,.._-----, 

0.6 1------+----+---____1 

~ l ____ -+ ____ +~~~____I 
O 0.5 r 

~ 

~ > 0.4 I------+-----¥------"..-s.f 
!l! .c: 
Cl 0.3 1-----+----".«----bo'5o""'-----1 
g> 
:g 
8'!. 0.2 1------:::.A----::~""--+-------1 

<-
S 
C 
jg 
" (.) 

~ 
0 

j 

0.1 1--7":...".~-+----+-------1 

7.0 

6.0 

5.0 

4.0 

3.0 

2.0 

1.0 

0 

10 100 150 

Output Current (mA) 

PWROK vs. VL Supply 

12!'C 

r '" / 
V25' C 

V 

~~: ~J!ls to 2V _ 

VIN=OV 

/ 
IJ) 

o 0.2 0.4 0.6 0.8 1.0 1.2 1.4 1.6 1.8 2.0 

VL Supply Voltage (Volts) 

VL Current vs. PWROK Current 

2.0 VL=5V 
VC=1.6V 

<C 1.5 1----+---11----+.=:--7"'1 
S 
C 
~ 
" (.) 1.0 1----+-----1f--::,.~""-*'------1 

i 
" en 

5 0.5 1-:7"':::....+---11----+---1 

o L-____ ~ ____ -L ____ ~L-__ ~ 

o 5 10 15 20 

Power OK Output Current (mA) 

I 



APPLICATION INFORMATION (cont.) 

Ria 

+ 
CONTROL INPUT 

(Va) 

REFIN 

Rc Cc 

CURRENT SENSE 
AMPLIFIER 

Rs 

IL 

R 

R 

R 

RS 

R6=AvB. RS 

r-~----~~ 

REFIN 

I 
I 
I 
I 
I 
I 
I 
I 

UC3173A 

SPINDLE 
BACK EMF 

~ 
I . UC3173A ."". I ."". L __________________________________ J 

AVes =Current Sense Amplifier Gain = 2.0 Low Range, 0.5 High Range GM=.!!:.=RFBe __ _ 
Vs RFA AVcs eRs 

Figure 1. Typical application. 

Design Procedure for Application of the UC3173A 
The following is a simple design flow that can be used to 
configure the UC3173A Full Bridge Power Amplifiers as 
shown in Fig. 1. 

Definitions: 
'f3DB 

AvB 
AvCS 

fGBWA 
GmHR 

GmLR 

L 
RL 

= the closed loop 3dB bandwidth 
B amplifier closed loop gain, = R6/R5 
current sense amplifier gain, = 0.5 in high range, 
and 2.0 in low range 
gain bandwidth product of the A amplifier 

= closed loop transconductance in high rangemode 
= closed loop transconductance in low range mode 

load inductance 
= load resistance 

A. Current Sense Resistor 

Choose Rs to be as large as head room will tolerate, this 
is the series current sense resistor. 

B. Select Feedback Resistance 

Choose a value of RFB to be less than the peak current 
sense amplifier swing divided by 1 rnA. A value in the 
range of 3k to 10k is suggested. 

C. Set Transconductance 

Calculate RFA according to: 

UDG·94040 

R _ RFB 
FA -

0.5· Rs • GmHR 

(1 ) 

If the range change option is not going to be used, it is 
recommended that the device be set in the low range 
mode and RFA be calculated by: 

(2) 

D. Optimize Voltage Swing 

In order to assure that maximum voltage drive to the 
load is achievable, there are some precautions that 
should be taken. In a standard configuration, the B am
plifier is slaved to the A amplifier. The bias point of the 
and the gain of the B amplifier, as well as the saturation 
voltages of the power output stages, will affect the volt
age available to the load. 

There are two Simple procedures to follow, either will 
insure that the capabilities of the device are fully utilized. 
The first is to set the REFIN voltage at the center of the 
available voltage swing at the output of the power 
amplifiers. This optimum reference is defined by 
equation (3) 
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APPLICATION INFORMATION (cont.) 
. VIN - VHS(SAT) + VLS(SAT) (3) 

VREFIN (optimum) = 2 

Where:VHS(SAT) = high-side VSAT at maximum load 
VLS(SAT) = low-side VSAT at maximum load. 

A second approach is to raise the gain of the B amplifier 
to insure maximum swing. For a given REFIN voltage 
the gain of the B amplifier, set by the ratio of the feed
back resistors, can be made greater than unity as given 
by: 

VIN - VHS(SAT) - VREF 
AvB= or, 

VREFIN - VLS(SAT) 

VREFIN - VLS(SAT) 

VIN - VHS(SAT) - VREF 

whichever is greater than unity. 

(4) 

For a typical case, where VREFIN has been set at VIN/2, 
the required gain for a 5 volt system will be about 1.5, 
and for a 12 volt system, 1.2. 

It is worth noting that when using this method the B am
plifier will saturate before the A amplifier on one polarity 
of the voltage swing. During the time when the B ampli
fier is saturated and the A amplifier is not, the small sig
nal bandwidth of the loop will be reduced by a factor of 
(AvB + 1). 

E. Loop Compensation 

The normal configuration for compensation of the power 
amplifier is shown in Fig. 1. A simple Re network, ReCe, 
around the A amplifier is all that is required. The value of 
the ReCe time constant is typically chosen to correspond 
to the electrical time constant of the load, given by RL/L. 

The bandwidth of the closed loop amplifier can be set by 
choosing the value of Re. Calculate Re according to: 

Rc = 21tL e f3dB e RFB 
(1 + AvB)AvCS e Rs 

(5) 

Use AvCS = 0.5 if range changing is to be used, and 
AvCS = 2.0 if only the low range mode of operation is to 
be used. 

The compensation zero is typically set to coincide with 
the UR time constant of the Load. Cc can then be calcu
lated by: 

L 
Cc =-----

Rc<Rs +Rd 
(6) 

In the closed loop transconductance amplifier, the A am-

UC3173A 

plifier operates at the highest noise gain. Noise gain is a 
measure of the feedback ratio at which the amplifier is 
operating. For the configuration of the A amplifier in Fig. 
1, the noise gain is given by the impedance ratio of the 
Re-Cc series network, to the parallel combination of RFA 
and RFB. For the A amplifier to operate at its expected 
closed loop gain, the noise gain at any frequency must 
not exceed its Gain Bandwidth Product (GBW) divided 
by that frequency. Applying this to the expression above 
will yield a result for the maximum 3dB bandwidth that 
can be achieved for a given configuration. 

f3dB( MAX) = (7) 

(
fGBWA e (1 + AvB)e AvCSeRs eRFA).! 

21tLe(RFA +RFB ) 2 

Where: fGBWA is the GBW of the A amplifier. 

In the UC3173A, to accommodate wider power amplifier 
bandwidths, the GBW Product of the A amplifier has 
been extended to 2MHz. Care should be taken that the 
A amplifier gain bandwidth product is not limiting the 
closed loop performance of the configured power ampli
fier. This is easily checked by making sure that Rc is 
less than a critical value, RC(MAX), as given by: 

(8) 

R -R ( fGBWAe21tLeRFA ) 1 
C(MAX) - FB (AvB+1)eAvCSeRs(RFA +RFB ) "2 

Again, use AvCS = 0.5 if range changing is used, and 
AvCS = 2.0 if only the low range mode of operation is 
used. 

F. Using The Comp Pin 

When the range change feature of the UC3173A is 
used, the closed loop bandwidth of the power amplifier 
will change according to (7). In other words, the band
width would be four times larger during the low range 
mode when AvCS is equal to 2, than during the high 
range mode when AvCS is equal to 0.5, unless the 
value of Rc is adjusted to compensate. 

The COMP pin on the UC3173A Can be used to do this. 
The COMP pin acts as a simple switch that allows a par
allel compensation network to be applied around the A 
amplifier during low range operation. A simple network 
as shown here will keep the loop response constant in
dependent of the range condition. 

To maintain the same 3dB bandwidth in both the high 
and low range modes set RCA and CCA to: 

Rc (9) 
RCA = 3' CCA = 3Cc 
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APPLICATION INFORMATION (cont.) 

AIN 

REFIN 

Cc Rc 

R Rc 
CCA-3.Cc CA- 3 

r - ~ -- - = -"!leo'! 
I . 
I 
I 

AOUT 

RANGE 1--+----Cs GAIN CONTROL 

UC3173A UDG-94041 

The COMP pin switches in a parallel compensation 
network to stabilize the small signal bandwidth with 
range changes. 

Head Parking 

In Fig. 2, the UC3173A is shown configured to force a 
programmed voltage at the A amplifier output upon the 
activation of a park condition. A pair of feedback resis
tors R1 and R2 set this voltage as defined by: 

R1 =R2(VPARK -1) 
1.3 

(10) 

R2 is typically chosen in the range of 10kO to 100kO. 

The B amplifier output is tri-stated during park, this side 
of the load is driven low by the PRKDRV pin. A series re
sistor, RP in the figure, can be inserted in series with the 
load to limit the peak current if required. 

The UV thresholds for the supply monitors are set by 
picking R4 and R6 values in the 10kO to 100kO range 
and then calculating R3 and R5 according to: 

R3 =R4(UV1_ 1),andR5 =R6(UV2 -1) 
1.3 1.3 

(11 ) 

UC3173A 

During park, supply to the load, and the UC3173A, is 
typically recovered from the back EMF of the spindle 
motor. When the supply voltage at the VL supply pin 
drops below the UVLO voltage, (2.3V high-to-Iow), the 
output of the A amplifier is forced high, over-riding the 
programmed park voltage. The UC3173A will maintain 
drive to the load down to low supply levels. For exam
ple, with 1.5 volts of recovered back EMF, the UC3173A 
can still deliver 50mA of drive to a 10Q load. 

Parking With Very Low Back EMF 

The UC3173A can also be configured to get parking 
drive to the load with very low recovered back EMF. Fig. 
3 illustrates how the PWROK pin can be used to drive 
an external PNP device to achieve very low parking 
drive VSAT losses. With this configuration, the UC3173A 
will be able to force approximately one volt across the 
load with a recovered back EMF voltage of 1.3V. 

During system commanded parking with the supplies 
present, the VPARK pin is still used to set the maximum 
voltage to the load. The logic function of the PWROK pin 
is still available since the external PNP will provide isola
tion to this output when it is high. 

Base drive to the PRKDRV and PWROK pins are pro
vided by the VL supply pin. By using a hold up capaci
tor, CHOLD, the drive can be maintained to the load as 
the back EMF drops to below 1V. A variation on this ap
proach is to add a connection between the VL pin and 
the recovered back EMF, this will eliminate the need for 
the holdup capacitor and provide operation down to 
about 1.2V of back EMF recovery. Care with this ap
proach should be taken in case the 5V supply hangs at 
just below the programmed UV threshold. In this situa
tion large currents could flow from this supply through 
the external PNP and into the A output which, until the 
supply drops below a certain level, is forcing a pro
grammed voltage. 
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Figure 2. Controlled velocity head parking. 
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Figure 3. Head parking with low back EMF. 
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~UNITRODE 
UC3175B 

Full-Bridge Power Amplifier 
FEATURES 
• Precision Current Control 

• ±SOOmA Load Current 

• 1.25V Total VSAT at SOOmA 

• Controlled Velocity Head Parking 

• Precision Dual Supply Monitor 
with Indicator 

• Limit Input to Force Output 
Extremes 

• Inhibit Input and UVLO 

• 4V to 15V Operation 

BLOCK DIAGRAM 

Park Volts 

Limit 

A+ 

CIS 

+VIN Supply 1 

DESCRIPTION 
This full-bridge power amplifier is rated for continuous output current of O.S Am
peres and is intended for use in demanding servo applications such as head 
positioning for high-density disk drives. The device includes a precision current 
sense amplifier that provides accurate control of load current. Current is sensed 
with a single resistor in series with the load. The power amplifier has a very low 
output saturation voltage and will operate down to 4V supply levels. Power out
put stage protection includes current limiting and thermal shutdown. 

Auxiliary functions on this device include a dual-input under-voltage compara
tor, which can monitor two independent supply voltages and force a built-in 
head park function when either is below minimum. When activated by either the 
UV comparator, or a command at the separate PARK input, the park circuitry 
will override the amplifier inputs to convert the power outputs to a programma
ble constant voltage source which will hold regulation as the supply voltage falls 
to below 3.0 Volts. Added features include a POWER OK flag output, a LIMIT 
input to force the drive output to its maximum level in either polarity, and a over
riding INHIBIT input to disable all amplifiers and reduce quiescent supply cur
rent. 

This device is packaged in a power PLCC surface mount configuration which 
maintains a standard 2S-pin outline, but with 7 pins along one edge allocated to 
ground for optimum thermal transfer. And is also available in a 24-pin surface 
mount SOIC package. 

Note: Pin numbers refer to PLCC package. UDG-92054-1 
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ABSOLUTE MAXIMUM RATINGS 
Input Supply Voltage, (+VIN,+VC) ................................ 20V 
UV Comparator, and Digital Inputs 

Maximum forced voltage. . . . . . . . . . . . . . . . . . . . . . . . . . . . . -0.3V to 10V 
Maximum forced current ................................. ±10mA 

CIS Inputs 
Maximum forced voltage. . . . . . . . . . . . . . . . . . . . . . . . . . . . . -0.3V to 20V 
A and 8 Amplifier Inputs. . . . . . . . . . . . . . . . . . . . . . . . . . .. -0.3V to +VIN 

Open Collector Output Voltages ................................. 20V 
A and 8 Output Currents (continuous) 

Source. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .. Internally Limited 
Sink ................................................... 1.0A 

Parking Drive Output Current 
Continuous .... . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .. 150mA 
Pulsed ................................................... 1A 

Output Diode Current (pulsed) ................................... 1A 
Power OK Output Current(continuous) . . . . . . . . . . . . . . . . . . . . . . . .. 30mA 
Operating Junction Temperature ...................... -55°C to +150°C 
Storage Temperature ............................... -65°C to +150°C 

CONNECTION DIAGRAMS 

UC3175B 

Note 1: Unless otherwise indicated, voltages are 
referenced to ground and currents are positive 
into, negative out of, the specified terminals. 
"Pulsed" is defined as a less than 10% duty cycle 
pulse with a maximum duration of 5Gqls. 
Note 2: See Unitrode Integrated Circuits databook 
for information regarding thermal speCifications 
and limitations of packages. 

Thermal Data 
QP Package: 
Thermal Resistance Junction to Leads, 

9JL ....................... 15°CIW 
Thermal Resistance Junction to Ambient, 

aJA .•.•...•......•....•.•. 40°CIW 

SOIC-24 (Top View) PLCC-28 (Top View) PACKAGE PIN FUNCTION 

OW Package QP Package FUNCTION PIN 
+VIN 1 
INH 2 

+VIN IT ....., 
~C/S Oul UV2 3 

UV1 4 
INH[I ~park Orive Limit 5 

UV2!I ~park /4 3 2 1 282726 Park Volts 6 

UV1[i ~pwr OK 5 25 
C/S- 7 
A+/REF Inout 8 

Limit II ~C/S+ 6 24 A-In 9 

Park Volts II ~B+ In 
7 23 AOutout 10 
8 22 A Cur Sen 11 

CIS· II ImB- In 9 21 Gnd (Heat Dissioation Pins) 12-18 
A+/REF Input II 1m + v c Supply 10 20 8 Cur Sen 19 

A- Inii 1mB Output 11 19 80utout 20 
12 13 14 15 16 17 18 +Vc SUpply 21 

A Output!j£ ~B Output 8-ln 22 

A Output[!! ~B Cur Sen B+ln 23 
C/S+ 24 

A Cur Sen ij! ~Gnd PwrOK 25 
Park 26 
Park Drive 27 
C/SOut 28 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated specifications apply for O°C:s; TA:S; 70°C, +VIN = 12V, +Vc 
- +VIN A+/REF Input - 6V TA= TJ - , -

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

INPUT SUPPLY 

+VIN Supply Current All Amplifier Outputs = 6V 35 42 mA 

+Vc Supply Current IOUT=OA 1 mA 

+VIN UVLO Threshold Low to High 2.8 3.0 V 

UVLO Threshold Hysteresis 200 mV 
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UC3175B 

ELECTRICAL Unless otherwise stated specifications apply for ODC 5TA5 70DC, +VIN = 12V, +Vc = +VIN, 
CHARACTERISTICS {cont.} A+/REF INPUT = 6V. TA=TJ. 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

UNDER VOLTAGE (UV) COMPARATOR 

Input Bias Current -1.5 -0.5 IlA 
UV Thresholds Low to High, Other Input = 5V 1.4B 1.50 1.52 V 

UV Threshold Hysteresis 15 25 40 mV 

PwrOKVSAT louT = 5mA 0.45 V 

Pwr OK Leakage VOUT= 20V 5 IlA 
POWER AMPLIFIERS A and B 

Input Offset Voltage VCM = 6V, A Amplifier B mV 

BAmplifier 12 mV 

Input Offset Drift Note 1, A Amplifier Only 25 !lV/DC 

Input Bias Current VCM = 6V, except A+/REF Input -500 -150 nA 

Input Offset Current VCM = 6V, B Amplifier Only 200 nA 

Input Bias Current at A+/Ref Input (A+/Ref-C/S+)/12k, TJ = 25DC 60 B4 105 !J.AIV 
CMRR 1V 5 VCM < 10V 70 90 dB 

PSRR +VIN =4Vto 15V, VCM= 1.5V 70 90 dB 

Large Signal Voltage Gain VOUT = 1V, Sinking 500mA to VOUT = 11V, 

Sourcing 500mA 3.0 15.0 V/mV 

Slew Rate 1 to 13V, 13to 1V, TJ = 25DC 1 2.1 V/1lS 

Unity Gain Bandwidth Note 1, A Amplifier 2 MHz 

Note 1, B Amplifier 1 MHz 

High-Side Current Limit O.B 1.0 A 

Output Saturation Voltage High-Side, ISOURCE = 250mA 0.7 V 

High-Side, ISOURCE = BOOmA 0.B5 V 

Low-Side, ISINK = 250mA 0.3 V 

Low-Side, ISINK = BOOmA 0.4 V 

Total, lOUT = 250mA 1.0 1.2 V 

Total, lOUT = BOOmA 1.25 1.6 V 

High Side Diode VF ID = BOOmA, Inhibit Activated 1.0 V 

Low Side Diode VF ID = BOOmA, Inhibit Activated 1.0 V 

CURRENT SENSE AMPLIFIER 

Input Offset Voltage VCM=6V 2.0 mV 

Input Offset Change with Common Mode OV5VCM 512V 

Input 1500 !lVN 

Input Offset Drift Note 1 B !lV/DC 

Voltage Gain -1.0V 5 VDIFF 5 +1.0V, VCM = 6V 1.95 2.00 2.05 V 

Output Saturation Voltage Low-Side, ISINK = 1.5mA 0.3 0.5 V 

High-Side, ISOURCE = 1.5mA 0.4 0.7 V 

Maximum A+/Ref Input Volts Below +VIN, C/S+ & C/S- = BouTPuT Max @ 

10mA Output Current, +VIN = 4.5V, CIS VIO 55mV 2.6 3.0 V 

PARKING FUNCTION 

Park Input Threshold 0.7 1.1 1.7 V 

Park Input Current Park Input = 1.7V 
" 

60 100 IlA 
Park Drive Saturation Voltage, PDVSAT ISINK = 100mA 0.3 0.5 V 

Parking Drive Leakage VouT=20V 100 IlA 
Amplifier A Aux Input Bias Current -500 -150 nA 
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UC3175B 

ELECTRICAL Unless otherwise stated specifications apply for O°C $;TA $; 70"C, +VIN = 12V, +Vc = +VIN, 
CHARACTERISTICS (cont.) A+/REF Input = 6V. TA= TJ. 

PARAMETER TEST CONOmONS 
PARKING FUNCTIONS (cont.) 

Amplifier A Saturation Voltage, AHVSAT ISOURCE = 5OmA, +VIN = 3V 
Regulating Voltage at Park Volts 

Minimum Parking Supply Voltage AHVSAT + PDVSAT $; 1.3V @ 50mA 

AUXILIARY FUNCTIONS 
Limit Input Low Voltage A Output Forced Low 
Limit Input High Voltage A Output Forced High 

Limit Inactive 

Limit Open Circuit Voltage 

Limit Input Resistance 1.2V $; Limit Input $; 1.8V 

Inhibit Input Threshold 

Inhibit Input Current Inhibit Input = 1.7V 

Supply Current when Inhibited The sum of +VIN and +Vc currents 

Thermal Shutdown Temperature 

Note 1: This specification not tested in production. 

UC3175B Series Current Sensing 

RIa 

+ 
vs 

VREF 
Input 

Rfb 

RC 

8k 

Current 
Sense 
Amplifier 

MIN TYP 

0.65 

1.47 1.50 

1.7 

0.7 0.8 

2.2 

1.2 

1.45 1.50 

10 

0.7 1.1 

400 
2 

165 

10k 

I 

~ 
I UC3175B ~ I ~ L ______________________ ~ 

Go=J!:...= Rfb 
Vs Rfa -2 - Rs 
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MAX UNITS 

0.8 V 

1.53 V 

1.9 V 

V 

2.3 V 

1.8 V 

1.55 V 

kQ 

1.7 V 

700 IlA 
6 mA 

°C 
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Parking Function 

R1 

R2 

Park 
CMD 26r---------------~ 

I 
Inhibit r;!;-, ,All Amplifiers 

CMD ~Disabled 

------7 
I Park 

12V I 

S"~ 

UNITRODECORPORATION 

~ OKI 
12-18 ~ I 

= Gnd ~ - I L _________________________ ~ 

Notes: Parki Ita _ 1.5V. R1 + R2 
ng vo ge - R2 _ <IL • RP) 

RP is optional for current limiting. 
Inhibit and Park Inputs are active high. 
Pwr OK is low on power failure. 

7 CONTINENTAL BLVD.' MERRIMACK, NH 03054 
TEL (603) 424-2410. FAX (603) 424-3460 
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~UNITRODE 
UC3176 
UC3177 

Full Bridge Power Amplifier 

FEATURES 

• Dual Power Operational Amplifiers 

• ±2A Output Current Guaranteed 

• Precision Current Sense Amplifier 

• Two Supply Monitoring Inputs 

• Parking Function and Under-Voltage 
Lockout 

• Safe Operating Area Protection 

• 3V to 35V Operation 

BLOCK DIAGRAM 

A 

A- Input 

A+ Input! 
Ref Input 

Current 
Feedback 

Supply OK 
(UC3177 Only) 

10194 

DESCRIPTION 

The UC3176n family of full bridge power amplifiers is rated for a continu
ous output current of 2A. Intended for use in demanding servo applications 
such as disk head positioning, the onboard current sense amplifier can be 
used to obtain precision control of load current, or where voltage mode 
drive is required, a standard voltage feedback scheme can be used. Output 
stage protection includes foldback current limiting and thermal shutdown, 
resulting in a very rugged device. 

Auxiliary functions on this device include a dual input under-voltage com
parator that can be programmed to respond to low voltage conditions on 
two independent supplies. In response to an under-voltage condition the 
power Op-Amps are inhibited and a high current, 100mA, open collector 
drive output is activated. A separate Park/Inhibit command input. 

The devices are operational over a 3V to 35V supply range. Internal under
voltage lockout provides predictable power-up and power-down charac
teristics. 

8 

8- Input 
Inhibits "8" Inhibits 8+ Input High Tri-state 

(UC3176 Only) 

UC3177 Only 
81SlNK 

Parking 
Drive 

-

ULVO : 1.5V 

UV2 

UV1 

+VIN Gnd 
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ABSOLUTE MAXIMUM RATINGS (Note 1) CONNECTION DIAGRAM 
Input Supply voltage, (+VIN) ....................... 40V 
Park/Inhibit, UV1 and UV2 inputs (zener clamped) 

Maximum forced voltage ................ -0.3V to 10V 
Maximum forced current. . . . . . . . . . . . . . . . . . . . . ±10mA 

Other Input Voltages. . . . . . . . . . . . . . . . . . . .. -0.3V to +VIN 
AlslNK and BlslNK Voltages .................. -0.3V to 6V 
Open Collector Output Voltages .................... 40V 
A and B Output Currents (Continuous) 

Source .......................... Internally Limited 
Sink ....................................... 2.5A 

Total Supply Current (Continuous) ................... 4A 
Parking Drive Output Current (Continuous). . . . . . .. 200mA 
Supply OK Output Current, UC3177 (Continuous) ... 30mA 
Operating Junction Temperature ........ -55°C to +150°C 
Power Dissipation at TC = +75°C 

QP package ................................. 4W 
Storage Temperature .................. -65°C to +150°C 
Note 1: Unless otherwise indicated, voltages are reference to 
ground and currents are positive into, negative out of, the 
specified terminals. 

THERMAL DATA 
QP package: 
Thermal Resistance Junction to Leads, 9JL . . . . .. 15°C/W 
Thermal Resistance Junction to Ambient, 9JA . . .. 50°C/W 

PLCC-28 (Top View) 
QP Package 

/4 3 2 1 282726 

5 25 
6 24 
7 23 
8 22 
9 21 
10 20 
11 19 

12 13 14 15 16 17 18 

UC3176 
UC31n 

PACKAGE PIN FUNCTION 
FUNCTION PIN 

+VIN 1 
BOutDut 2 
BlslNKISense\ 3 
BlslNK 4 
N/C 5-7 
B-Inout 8 . 9 
Park/Inhibit 10 
Parkino Drive 11 
Gnd (Heat Flow Pins) 12-18 
UV1 19 
UV2 20 
Current Feedback 21 
A+ InDut 22 
A-lnDut 23 
N/C 24 
AlslNK 25 
AlslNKISense\ 26 
AOutout 27 
Gnd 28 

'Pin 9: UC3176, B+ Input 
Ue3177, Supply OK 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, specifications hold for TA = 0 to 70°C, +VIN = 12V, TA = T J. 

PARAMETER TEST CONDITIONS MIN. TYP. MAX. UNITS 

Input Supply 

Supply Current +VIN = 12V 18 25 mA 

+VIN=35V 21 30 mA 

UVOL Threshold +VIN low to high 2.8 3.0 V 

Threshold Hysteresis 220 300 mV 

Power, Amplifier, A and B 

Input Offset Voltage VCM = 6V, VOUT = 6V 8 mV 

Input Bias Current VCM = 6V, Except A+ Input -500 -100 nA 

Input Bias Current at A+/Reference Input (A+/Ref - BlsINK)/36kohms; TJ = 25°C 23 28 35 JlA.IV 
Input Offset Current B Amp (UC3176 Only) VCM=6V 200 nA 

CMRR VCM = 1 to 33V, +VIN =35V, VOUT = 6V 70 100 dB 

PSRR +VIN = 5 to 35V, VCM = 2.5V 70 100 dB 

Large Signal Voltage Gain VOUT= 3V, W/IOUT= 1A to VOUT = 9V, w!iOUT= -1A 1.5 4 V/mV 

Thermal Feedback +VIN = 20V, Pd = 20W at opposite output 25 200 IlV/W 

Saturation Voltage lOUT = -2A, High Side, TJ = 25° 1.9 V 

ClOUT = 2A, Low Side, TJ = 25°C 1.6 V 

Total VSAT at 2A, TJ = 25°C 3.5 3.7 V 

Unity Gain Bandwidth 1 MHz 

Slew Rate 1 V/IJ.S 
Differential lOUT Sense Error Current IOUT(A) = -IOUT(B), /lour/-/AlslNK - BlsINK! 

in Bridge Configuration IOUT~OOmA 3.0 6.0 mA 

IOUT:;;2A 5.0 10 mA 

High Side Current Limiting =VIN - VOUT < 12V -2.7 -2.0 A 
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UC3176 
UC31n 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, specifications hold for TA = 0 to 70°C, +VIN = 12V, TA = TJ. 

PARAMETER 

Current Sense Amplifier 

Input Offset Voltage 

Thermal Gradient Sensitivity 

PSRR 

Gain 

Slew Rate 

3dB Bandwidth 

Max Output Current 

Output Saturation Voltage 

Under-Voltage Comparator 

Threshold Voltage 

Input Current 

Supply OK VSAT (UC3177 Only) 

Supply OK Leakage (UC3177 Only) 

Parkllnhibit 

Park/Inhibit Thl'd 

Park/Inhibit Input Current 

Parking Drive Saturation Voltage 

Parking Drive Leakage 

Thermal Shutdown 

Shutdown Temperature 

Output Saturation Voltage 
vs Current 

4.0 

~ 3.5 

, 3.0 
II> E 2.5 

~ 2.0 

g 1.5 

'; 10 :; . 
: 0.5 

0.0 

IWI 1J 
+JI~I'J ~A~ 
125"C, 
25"C, 

HI~hside 
12 "C 

VSAT 

25"C 

FH:+t 
U+tt 

Lowslde VS AT 

~~~:flll I 
o 0.2 0.4 0.6 0.8 1 1.2 1.4 1.6 1.8 2 

Output Current • (Al 

E 
~ 
::J 
0 .. 
~ 
::J 
0 

'" ~ ... 
~ 
0 
E 
::J 
E ·x .. 
::;; 

TEST CONDITIONS 

VCM = OV, A+/Ref at 6V 

Ref = 2V to 20V, +VIN = 3S, change with Ref 

input voltage 

+VIN = 20V, Ref = 10V Pd = 20W @ A or B 

output 

Ref = 2.SV, +VIN = S to 3SV 

IAlslNK - BlslNK/ ~ O.SV 

ISOURCE = +VIN • VOUT = O.SV 

ISOURCE = 1.SmA, High Side 

ISINK = SmA, Low Side 

Low to High, other input at SV 

Threshold Hysteresis 

Input = 2V, other input at SV 

lOUT = SmA 

VOUT= 3SV 

At threshold 

lOUT = 100mA 

VOUT= 3SV 

Maximum Source Current 
vs +VIN - VOUT 

MIN. TYP. MAX. UNITS 

3 mV 

600 tJ.VN 

5.0 75 tJ.V/w 

70 100 dB 

7.8 8 8.1 VN 

2 V/tJ.S 

1 MHz 

2.5 3.5 mA 

O.lS 0.30 V 

1.4 1.7 V 

1.44 1.S0 1.S6 V 

50 70 80 mV 

·2 ·.OS tJ.A 
0.45 V 

5 tJ.A 

1.1 1.3 1.7 V 

60 100 tJ.A 
0.3 0.7 V 

15 tJ.A 

16S °C 

Crossover Current Error 
Characteristic 
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'\ Configured lor 
2.4 A Transconductance 
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1 2 
1.8 
1.6 \. 1.4 
1.2 

......... 1 

""'" 0.8 
0.6 ""'" 0.4 
0.2 

00 10 20 30 
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APPLICATION AND OPERATION INFORMATION 

Compensation 
Need Is Dependent 

On load 
Il 

r ---9..c'f-~~- load L _____ J RF4 

I 
I 

Signal RF1 I 
Inp ut <>-,,,,,,,,-i--+-I: 
(VS) 

Signal 
Reference 

Input 

"A" Inhibits 
High 

x8 Current Sense 
Amplifier 

Parkllnhlbit 
101------------' 

UC3177 Only 

I 
I 
I 
I Supply Supply 
I 1 2 

I 
I RA2 RA1 

Parkllnhibit 
Control VCC ~----< 

I + .under-VOltage - 19 I ~ Comparator UV1 I RB2 

L ___ 1 - 28.:-18 ----------------' _ 
RA2 

Input Supply 
(+VIN) 

WAVEFORMS FOR ABOVE APPLICATION 

----~-~~--__ ~-~r---- VP 

vs -==:7SZSZSZ\c= -VP 

-==:7 VP-Go 

Il SZSZSZ\c= -VP-Go 

IA ===/\'=~=====/\'=~=====A=~===== Vp - Go 

DESIGN EQUATIONS 
IL RF2 (1 ) Transconductance (GO) = Vs = RFI x 8Rs 

with: RSA = RSB and RF3 = RF4 

Parking Current (Ip) = ": - ~5 
P+ L 

where: RL = load resistance 

Under-Voltage Thresholds, at Supplies 

UC3176 
UC3177 

High to Low Threshold, (VLH) = 1.425 (RA + RB)/RB 
Low to High Threshold, (VHL) = 1.5 (RA + RB)/RB 

UNITRODE CORPORATION 
7 CONTINENTAL BLVD.' MERRIMACK. NH 03054 
TEL. (603) 424-2410. FAX (603) 424-3460 
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~UNITRODE 
UC3178 

Full Bridge Power Amplifier 

FEATURES 

• Precision Current Control 

• ±450mA Load Current 

• 1.2V Typical Total Vsat at 
450mA 

• Programmable Over-Current 
Control 

• Range Control for 4: 1 Gain 
Change 

• Compensation Adjust Pin for 
Range Bandwidth Control 

• Inhibit Input and UVLO 

• 3V to 15V Operation 

• 12mA Quiescent Supply 
Current 

BLOCK DIAGRAM 

5/93 

DESCRIPTION 

The UC3178 full-bridge power amplifier, rated for continuous output current of 
0.45 Amperes, is intended for use in demanding servo applications. This de
vice includes a precision current sense amplifier that senses load current with 
a single resistor in series with the load. The UC3178 is optimized to consume 
a minimum of supply current, and is designed to operate in both 5Vand 12V 
systems. The power output stages have a low saturation voltage and are pro
tected with current limiting and thermal shutdown. When inhibited, the device 
will draw less than 1.5mA of total supply current. 

Auxiliary functions on this device include a load current sensing and rectifica
tion function that can be configured with the device's over-current comparator 
to provide tight control on the maximum commanded load current. The closed 
loop transconductance of the configured power amplifier can be switched be
tween a high and low range with a single logic input. The 4:1 change in gain 
can be used to extend the dynamic range of the servo loop. Bandwidth vari
ations that would otherwise result with the gain change can be controlled with 
a compensation adjust pin. 

This device is packaged a power PLCC, "QP" package which maintains a 
standard 28-pin outline, but with 7 pins along one edge directly tied to the die 
substrate for improved thermal performance. 

BIAS OFF 

LOW-SIDE 
DISABLE 
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UC3178 

ABSOLUTE MAXIMUM RATINGS CONNECTION DIAGRAM 
Input Supply Voltage, (VIN(+), Vc(+» .................. 20V 
OIC Sense, Logic Inputs, and REF Input 

Maximum forced voltage. . . . . . . . . . . . . . . .. -0.3V to 10V 
Maximum forced current ...................... ±10mA 

A & B Amplifier Inputs ............. -0.3V to (VIN(+) + 1.0V) 
OIC Indicate Open Collector Output Voltage ............ 20V 
A and B Output Currents(continuous) 

Source. . . . . . . . . . . . . . . . . . . . . . . . . . .. Internally Limited 
Sink ......................................... 0.6A 

Output Diode Current (pulsed)" . . . . . . . . . . . . . . . . . . . .. 0.5A 
OIC Ind Output Current(continuous) ................ 20mA 
Operating Junction Temperature .................. + 150°C 
Storage Temperature. . . . . . . . . . . . . . . . . .. -65°C to +150°C 

'Notes: Unless otherwise indicated, voltages are referenced to 
ground and currents are positive into, negative out of, the speci
fied terminals, "Pulsed" is defined as a less than 10% duty cy
cle pulse with a maximum duration of 50Q.ts. 

THERMAL DATA 
QP package: (see packaging section of UICC data book for more 
details on thermal performance) 

Thermal Resistance Junction to Leads, ajl ........ 15°CIW 
Thermal Resistance Junction to Ambient, aja ... 30-40°CIW 

Note: The above numbers for Sjl are maximums for the limiting 
thermal resistance of the package in a standard mounting con
figuration. The Sja numbers are meant to be guidelines for the 
thermal performance of the device/pc-board system. All of the 
above numbers assume no ambient airflow. 

PLCC - 28 (Top View) 
QPPackage 

/4 3 2 1 282726 

5 25 

6 24 

7 23 

8 22 

9 21 

10 20 

11 19 
12 13 14 15 16 17 18 

PACKAGE PIN FUNCTION 
FUNCTION PIN 

Inhibit 1 
OIC Force 2 
OIC Sense 3 
Ranoe 4 
C/S(+) 5 
ComoAdi 6 
OIC Ind 7 
AIN(+) 8 
AIN(-) 9 
Vc(+) Suoolv 10 
AOutout 11 
PwrGnd 12 
PwrGnd 13 
PwrGnd 14 
PwrGnd 15 
PwrGnd 16 
PwrGnd 17 
PwrGnd 18 
B Outout 19 
VIN(+) 20 
BIN(-) 21 
BIN(+) 22 
REF Inout 23 
C/S(+) 24 
CIS Out 25 
IDIFOut 26 
IDIFREF 27 
Ground 28 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated specifications hold for TA = O°C to 70°C, Vc(+) = VIN(+) = 
12V, REF Input = VIN(+)/2,O/C Input & Inhibit Input = OV. 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

Input Supply 

VIN (+)Supply Current 12 16 rnA 

Vc(+) Supply Current IOUT=OA 1.2 2.0 rnA 

Total Supply Current Supplies = 5V,louT= OA 12 16 rnA 

Supplies = 12V,louT = OA 13 18 rnA 

VIN(+) UVLO Threshold low to high 2.6 2.8 V 

UVLO Threshold Hysterisis 300 mV 

Over-Current (O/C) Comparator 

Input Bias Current V input = 0.8V -1.0 -.01 !1A 
Thresholds low to high 0.97 1.0 1.03 V 

Threshold Hysterisis 85 100 115 mV 

OIC INDVsat lOUT = 5mA, V input low 0.2 0.45 V 

OIC IND Leakage VouT=20V 5.0 !1A 
Power Amplifiers A and B 

Input Offset Voltage A Amplifier, VCM = 6V 4.0 mV 

B Amplifier, VCM = 6V 12.0 mV 

Input Bias Current VCM=6V -500 -50 !1A 
CMRR VCM = 0.5 to 13V, Supplies = 15V 70 90 dB 

PSRR VIN(+) = 4 to 15V, VCM = 1.5V 70 90 dB 

Large Signal Voltage Gain Supplies = 12V, VOUT= 1V, lOUT = 300mA 

to VOUT= 10.5V, lOUT = -300mA 3.0 15.0 V/mV 
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UC3178 

ELECTRICAL Unless otherwise stated specifications hold forTA = O°C to 70°C, Vc(+) = VIN(+) = 12V, 
CHARACTERISTICS (cont.): REF Input = VIN(+)/2, OIC Input & Inhibit Input = OV. 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

Power Amplifiers A & B (cont.) 

Gain Bandwith Product A Amplifier 2.0 MHz 

BAmplifier 1.0 MHz 

Slew Rate 1.0 V/IlS 

High-Side Current Limit 0.45 0.65 A 

Output Saturation Voltage High-Side, lOUT = -100mA 0.75 V 

High-Side, lOUT = -300mA 0.85 V 

High-Side, lOUT = -450mA 0.9 V 

Low-Side, lOUT = 100mA 0.2 V 

Low-Side, lOUT = 300mA 0.25 V 

Low-Side, lOUT = 450mA 0.30 V 

Total Vsat, lOUT = 100mA 0.95 1.2 V 

Total Vsat, lOUT = 300mA 1.05 1.4 V 

Total Vsat, lOUT = 450mA 1.25 1.6 V 

High-Side Diode, Vf ID=450mA 1.30 V 

Current Sense Amplifier 

Input Offset Voltage VCM = 6V, Low range mode 2.0 mV 

High range mode 4.0 mV 

Input Offset Change VCM = -1V to 13V, Supplies = 12V, Low Range Mode 2000 IlVN 

with Common Mode Input VCM= -1Vto 13V, Supplies = 12V, High Range Mode 4000 IlVN 

Voltage Gain VDIFF= +1.0to -1.0V, Vcm = 6V, High Range Mode 0.485 0.50 0.515 VN 
VDIFF= +1.0to -1.0V, Vcm = 6V, Low Range Mode 1.95 2.0 2.05 VN 

Saturation Voltage Low-Side, lOUT = 1 rnA 0.1 0.3 V 

High-Side, lOUT = -1 rnA, Referenced to = VIN(+) 0.1 0.3 V 

Input Bias Current at Ref. Input (REF Input - C/S(+))/48kohms, Tj = 25°C 15 21 27 !!AN 
Load Current Sense and RectHication 

Sense Buffer Offset Voltage REF Input to IDIF REF, lOUT = ±1 rnA 10 mV 

Sense Buffer CMRR lOUT = ±1 rnA, REF Input = 2V to 10V 70 90 dB 

IDIF REF to IDIF Out Current IDIF = ± 100IlA, IDIF Out = 1V 0.95 1.0 1.05 AlA 

Ratio IDIF = ±1 rnA, IDIF Out = 1 V 0.94 1.0 1.06 AlA 

IDIF Out Supply Sensitivity IDIF Out = ± 1mA, VIN(+) = 4Vto 15V,REF Input = 2V 1.0 5.0 !!AN 
IDIF Out Common Mode Sensitivity IOUT=±1mA, REF Input = 2V t010V, IDIF Out = 1V 

(delta IDIF Out/delta REF Input) 1.0 5.0 !!AN 
Auxiliary Functions 

Inhibit Input Threshold 0.6 1.1 1.7 V 

Inhibit Input Current Inhibit Input = 1. 7V -1.0 -0.5 IlA 
OIC Force Input Threshold 0.6 1.1 1.7 V 

OIC Force Input Current OIC Force Input = 1.7V 50 100 IlA 
Range Input Threshold 0.6 1.1 1.7 V 

Range Input Current Range Input = 1.7V 50 100 IlA 
COMP ADJ Pin Saturation Range Input = OV, Pin Current = ±5001lA, Referenced 

Voltage to AOUT 0.02 0.1 V 

COMP ADJ Leakage Current Range Input = 1.7V, Supplies = 12V 

AOUT-VCompAdj = ±6V 5.0 IlA 
Total Supply Current When Inhibited VIN(+) and Vc(+) currents 1.0 1.5 rnA 

Thermal Shutdown Temperature 165 °C 
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PIN DESCRIPTIONS: 
A & B OUT: Outputs for the A & B power amplifiers, 
providing differential drive to the load during normal op
eration. During a UVLO, Inhibit, or OIC condition both of 
these outputs will be in a· high, source only state. High
side diodes are included to catch inductive load currents 
flowing into these pins, inductive kicks on the low-side are 
caught by the high-side output transistors. 

AIN(+): Non-inverting input to the A amplifier. Normally tied 
to the REF Input when the current sense amplifier is used. 

AIN(-): Inverting input to the A amplifier. Used as the sum
ming node to close the loop on the overall power 
amplifier. 

BIN(+): Non-inverting input to the B amplifier. This pin nor
mally sets the reference point for the differential voltage 
swing at the load. 

UC3178 

IDIF REF: Output of the IDIF sense buffer. Voltage on this 
pin will track the applied voltage on the REF Input pin. 
Current through this pin is full wave rectified and appears 
as a current sourced from the IDIFOUT pin. 

Inhibit: A high impedance logic input that disables the A 
and B power amplifiers, the IDIF sense buffer, and the 
Current Sense amplifier. This input has an internal pull-up 
that will inhibit the device if the input is left open. 

O/C Force: Logic input that forces the OIC condition. 

O/C IND: Open collector ouput that indicates, with an ac
tive low state, an OIC condition. 

O/C·Sense: Input to the Over Current Comparator. When 
this input is above its 1 V threshold the low-side devices of 
both the A & B power amplifiers will be disabled forcing a 
high, source only, state at both outputs. 

BIN(-): Inverting input to the B amplifier. Used to program PWR GND: Current return for all high level circuitry, this 
the gain of the B amplifier. pin should be connected to the same potential as GND. 
COMP ADJ: The compensation adjust pin allows the user 
to provide an auxiliary compensation network for the A am
plifier that is only active when the current sense amplifier is 
in the low range. With this option, the user can control the 
change in bandwidth that would otherwise result from the 
gain change in the feedback loop. 

Cts(+): The non-inverting input to the current sense ampli
fier is typically tied to the load side of the series current 
sense resistor. This pin can be pulled below ground during 
an abrupt load current change with an inductive load. 
Proper operation of the current sense amplifier will result if 
this pin does not go below ground by an amount greater 
than: 

(REF Input /2) - 0.3\1. 

C/S(-): The inverting input to the current sense amplifier is 
typically tied to the connection between the B amplifier 
output and the current sense resistor that is in series with 
the load. 

Cts Output: The output of the current sense amplifier has 
a 1.5mA current source pull-up and an active NPN pull
down. The output will pull to within 0.3V of either rail with a 
load current of less than 1 mA. 

GND: Reference point for the internal reference, OIC com
parator, and other low-level circuitry. 

IDIF OUT: Current source output pin. The value of the out
put current is nominally equal to the magnitude of the 
current through the IDIF REF pin. 

Range: When this pin is open or at a logic low potential, 
the current sense amplifier will be in its low range mode. 
In this mode the voltage gain of the amplifier will be 2. If 
this pin is brought to a logic high, the gain of the current 
sense amplifier will change into its high range value of 0.5. 
This factor of four change in gain will vary the overall tran
sconductance of the power amplifier by the same ratio, 
with the transconductance being the highest in the high 
mode. This feature allows improved dynamic range of load 
current control for a given control input range and resolu
tion. 

REF Input: Sets the Reference level at the CIS Output, 
and is normally tied to the system reference level for in
puts to the power amplifier. 

VIN(+): Provides bias supply to the device. The High-Side 
drive to the power stages on both the A and B amplifiers 
is referenced to this pin. The High-side saturation volt
ages, and UVLO are specified and measured with respect 
to this supply pin. 

Vc(+): This supply pin is the high current supply to the 
collectors of the high-side NPN output devices on the A 
and B amplifiers. This supply should be powered when
ever the A or B amplifiers are to be activated. This pin can 
operate approximately 400mV below the VIN(+) supply 
without affecting the voltage available to the load. 
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TYPICAL APPLICATION 

CONTROL AA 
INPUT 

REFERENCE 
INPUT 

RB 

OIC FORCE 

INHIBIT IN 

12V SUPPLY .------+---1 

Power amplifier transconductance 

Go=Ji.= RB. 1 
Vs RA AVes. RS 

Peak commanded load current 
RD 

IIMAX= Vole· RS. AVes. RE 

UNITRODE CORPORATION 
7 CONTINENTAL BLVD .• MERRIMACK, NH 03054 
TEL. (603) 424-2410. FAX (603) 424-3460 
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where: 
II is the load current 
Vs is the input command voltage 
AVes is the current sense amplifier gain 

= 2_0 in low range mode 
= 0_5 in high range mode 

UC3178 

12V SUPPLY 

ole 
INDICATE 

RD 

UDG-92009 

VOle is the 1_0V over-current comparator threshold 



~·UNITROOE UC1517 
UC3517 

Stepper Motor Drive Circuit 
FEATURES 
• Complete Motor Driver and Encoder 

• Continuous Drive Capability 350mA 
per Phase 

• Contains all Required Logic for Full 
and Half Stepping 

STEP 

HSM 
DIR 

DESCRIPTION 
The UC3517 contains four NPN drivers that operate in two-phase fashion 
for full-step and motor control. The UC3517 also contains two 
emitter phase decoder logic, power-on reset, 
and , making it a versatile system for driving small 

large power devices. 

Pulse B Pulse A A Off 

PHASE LOGIC 
B Off 

LA 
LB 

'/I A 

'/IB 

Power 
"'"'''00.-,"'" Reset Reset L-.~---'-----r---....,.---l 

Vee Phase A1 Phase A2 Phase B1 Phase B2 
PA1 

PA2 

PB1 

PB2 
INH 

GND 
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CONNECTION DIAGRAMS 

DIL-16 (TOP VIEW) PLCC-20, LCC-20 
J or N Package (TOP VIEW) 

Q&LPACKAGE 

PB2 Vee 

PsI Vss 
/3 2 1 2019 

4 
GND LB 5 

PAl LA 
6 

7 

PA2 RC 8 
9 10 11 12 13 

DIR INH 

STEP HSM 

¢B ¢A 

18 

17 

16 

15 

14 

UC1517 
UC3517 

PACKAGE PIN FUNCTION 
FUNCTION PIN 

NlC 1 
PB2 2 
PBl 3 
GND 4 
PAl 5 
NlC 6 
PA2 7 
DIR 8 
STEP 9 
I2IB 10 
NlC 11 
I2IA 12 
HSM 13 
INH 14 
RC 15 
NlC 16 
LA 17 
LB 18 
Vss 19 
Vee 20 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these specifications apply for TA = -55°C to + 125°C for the 
UC1517andO°Cto+70°CfortheUC3517, Vcc=5V, Vss= 20V, TA=TJ. Pin 
numbers refer to DIL-16 package. 

UC1517 I UC3517 UNITS 
PARAMETER TEST CONOmONS MIN TVP MAX 

Logic Supply, Vee Pin 16 4.75 5.25 V 

Second Supply, Vss Pin 15 10 40 V 

Logic Supply Current VINH =O.4V 45 60 mA 

VINH=4.0V 12 mA 

Input Low Voltage Pins 6, 7,10,11 0.8 V 

Input High Voltage Pins 6, 7,10,11 2.0 V 

Input Low Current Pins 6, 7, 10, 11;V=OV -400 JlA 
Input High Current Pins 6, 7,10, 11;V=5V 20 JlA 
Phase Output Saturation Voltage Pins 1, 2, 4, 5; I = 350mA 0.6 0.85 V 

Phase Output Leakage Current Pins 1,2,4,5; V = 39V 500 JlA 
Follower Saturation Voltage to Vss Pins 13,14; 1= 350mA -2 V 

Follower Leakage Current Pins 13,14; V = OV 500 JlA 
Output Low Voltage, I2IA, I2IB Pins 8, 9; I = 1.6mA 0.1 0.4 V 

Phase Turn-On Time Pins 1,2,4,5 2 11.8 
Phase Turn-Off Time Pins 1, 2, 4, 5 1.8 11.8 
Second-Level On Time. TMONO Pins 13,14; Figure 3 Test Circuit 275 325 375 lIS 

Logic Input Set-up Time, ts Pins 6,10; Figure 4 400 ns 

Logic Input Hold Time, til Pins 6, 10; Figure 4 0 ns 

STEP Pulse Width, 11' Pin 7; Figure 4 800 ns 

Timing Resistor Value Pin 12 1k 100k n 
Timing Capacitor Value Pin 12 0.1 500 nF 

Power-On Threshold Pin 16 4.3 V 

Power-Off Threshold Pin 16 3.8 V 

Power Hysteresis Pin 16 0.5 V 
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+5 +2(1 +20 

Figure 3. Test Circuit 

PIN DESCRIPTION 
Vcc: Vee is the UC3517's logic supply. Connect to a regu
lated 5VDC, and bypass with a 0.111F ceramic capacitor 
to absorb switching transients. 

VMM: VMM is the primary motor supply. It connects to the 
UC3517 phase outputs through the motor windings; Limit 
this supply to less than 40V to prevent breakdown of the 
phase output transistors. Select the nominal VMM voltage 
for the desired continuous winding current. 

Vss: Vss is the secondary motor supply, It drives the LA 
and LB outputs of the UC3517 when a monostable in the 
UC3517 is active. In the bilevel application, this supply is 
applied to the motor to charge the winding inductance 
faster than the primary supply could. Typically, Vss is 
higher in voltage than VMM, although Vss must be less 
than 40V. The vss supply should have good transient ca
pability. 

GROUND: The ground pin is. the common reference for all 
supplies, inputs and outputs. 

RC: RC controls the timing functions of the. monostables 
in the UC3517.lt is normally connected to a resistor (RT) 
and a capacitor (CT) to ground, as shown in Figure 3. 
Monostable on time is determined by the formula TON "" 
0.69 RT CT. To keep the monostable on indefinitely, pull 
RC to Vee through a 50k resistor. The UC3517 Contains 
only one RC pin for two monostables. If step rates compa
rable to TON are commanded, incorrect pulsing can result, 
so consider maximum step rates when selecting AT and 
CT. Keep TON :s;; T STEP MAX. 

0A and .0B: These logic outputs indicate half-step posi-

STEP-I-___ ===-::!.-_ 

LA. LB+-___ .J 

PAl. PA2 bwmmmw---
PBl • PB2~'!t!~@m==== 

Figure 4. Timing Waveforms 

UC1517 
UC3517 

as shown in Figure 8. The sequencing of these outputs is 
shown in Figure 5. 

PA1, PA2, PB1, and PB2: The phase outputs pull to ground 
sequentially to cause motor stepping, according to the 
state diagram of Figure 5. The sequence of stepping on 
these lines, as well as with the LA and LB lines is control
led by STEP input, the DIR input, and the HSM input. 
Caution: If these outputs or any other IC pins are pulled 
too far below ground either continuously or in a transient, 
step memory can be lost. It is recommended that these 
pins be clamped to ground and supply with high-speed di
odes when driving inductive loads such as motor windings 
or solenoids. This clamping is very important because one 
side of the winding can "kick" in a direction opposite the 
swing of the other side. 

LA and LB: These outputs pull to Vss. when their corre
sponding monostable is active, and will remain high until 
the monostable time elapses. Before and after, these out
puts are high-impedance. For detail timing information, 
consult Figure 5. 

STEP: This logic input clocks the logic in the UC3517 on 
every falling edge. Like all other UC3517 inputs, this input 
is TTUCMOS compatible, and should not be pulled below 
ground. 

DIR: This logiC input controls the motor rotation direction 
by controlling the phase output sequence as shown in 
Figure 5. This signal must be stable 400ns before a falling 
edge on STEp, and must remain stable through the edge 
to insure correct stepping. 

tion. These outputs are open-collector, low-current drivers, HSM: This logic input switches the UC3517 between half
and may directly drive TTL logic. They can also drive stepping (HSM = low) and full-stepping (HSM = high) by 
CMOS logic if a pull-up resistor is provided. Systems controlling the phase output sequence as show in Figure 
which use the UC3517 as an encoder and use a different 5. This line requires the same set-up time as the DIR in
driver can use these outputs to disable the external driver, put, and has the same hold requirement. 
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INH: When the inhibit input is high, the phase and 9 out
puts are inhibited (high impedance). STEP pulses re
ceived while inhibited will continue to update logic in the 
IC, but the states will not be reflected at the outputs until 
inhibit is pulled low. In stepper motor systems, this can be 
used to save power or to allow the rotor to move freely for 
manual repositioning. 

OPERATING MODES 

The UC3517 is a system component capable of many dif
ferent operating modes, including: 

Unipolar Stepper Driver: In its simplest form, the 
UC3517 can be connected to a stepper motor as a unipo
lar driver. LA, lB, RC and Vss are not used, and may be 
left open. All other system design considerations men
tioned above apply, including choice of motor supply 
VMM, undershoot diodes and timing considerations. 

Unipolar Bllevel Stepper Driver: If increased step rates 
are desired, the application circuit of Figure 6 makes use 
of the monostables and emitter followers as well as the 
configuration mentioned above to provide high-voltage 
pulses to the motor windings when the phase is turned 
on. For a given dissipation level, this mode offers faster 
step rates, and very little additional electrical noise. 

The choice of monostable components can be estimated 
based on the timing relationship of motor current and volt
age: V = ldlldt. Assuming a fixed secondary supply volt
age (VSS) , a fixed winding inductance (lM), a desired 
winding peak current (IW), and no back EMF from the mo
tor, we can estimate that RTCT = 1.449 IwlMIVss. In prac
tice, these calculations should be confirmed and adjusted 
to accommodate for effects not modeled. 

Voltage-Doubled Mode: The UC3517 can also be used 
to generate higher voltages than available with the system 
power supplies using capaCitors and diodes. Figure 9 
shows how this might be done, and gives some estimates 
for the component values. 

Higher Current Operation: For systems requiring more 
than 350mA of drive per phase, the UC3717A can be 

UC1517 
UC3517 

used in conjunction with discrete power transistors or 
power driver ICs, like the L298. These can be connected 
as current gain devices that turn on when the phase out
puts turn on. 

Bipolar Motor Drive: Bipolar motors can be controlled by 
the UC3517 with the addition of bipolar integrated drivers 
such as the UC3717 A (Figure 8) and the L298, or dis
crete devices. Care should be taken with discrete devices 
to avoid potential cross-conduction problems. 

LOGIC FLOW GRAPH 

The UC3517 contains a bidirectional counter which is de
coded to generate the correct phase and 0 outputs. This 
counter is incremented on every falling edge of the STEP 
input. Figure 5 shows a graph representing the counter 
sequence, inputs that determine the next state (OIR and 
HSM), and the outputs at each state. Each circle repre
sents a unique logic state, and the four inside circles rep
resent the half-step states. 

The four bits inside the circles represent the phase out
puts in each state (PAl, PA2, PB1, and PB2). For example, 
the circle labeled 1010 is immediately entered when the 
device is powered up, and represents PAl off ("1" or high), 
PA2 on ("0" or low), PBl off ("1" or high) and PB2 on ("0" or 
low). The 0A and 0B outputs are both low (unidentified). 

The arrows in the graph show the state changes. For ex
ample, if the IC is in state 0110, OIR is high, HSM is high, 
and STEP falls, the next state will be 0101, and a pulse 
will be generated on the lB line by the monostable. 

Inhibit will not effect the logic state, but it will cause all 
phase outputs and both 0 outputs to go high (off). A fail
ing edge on STEP will still cause a state change, but in
hibit will have to toggle low for the state to be apparent. 

A falling edge on STEP with HSM high will cause the 
counter to advance to the next full step state regardless of 
whether or not it was in a full step state previously. 

No LA or lB pulses are generated entering half-states. 
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POWER ON 

Figure 5. Logic Flow Graph 
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For applications requiring very fast step rates, a zener diode 
permits windings to discharge at higher voltages, and higher 
rates. Driver transistor breakdown must be considered when 
selecting Vss and zener voltage to insure that the outputs will 

not overshoot past 40V. If the zener diodes are not used and 
UC361 0 pin 2 is connected directly to Vss then higher Vss can 
be used. 

Figure 6. Bilevel Motor Driver 
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WINDING 
CURRENT 
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Experimental selection of RT and CT allow the designer to se
lect a small amount of winding current overshoot, as shown 
above. Although the overshoot may exceed the continuous 
rated current of the winding and the drive transistors, the dura-

Figure 7. Effects of Different RT & CT on Bilevel Systems 
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In this application, the 0A and 0B outputs of the UC3517 are 
connected to the current program inputs of the UC3717. This 
allows the UC3517 inhibit signal to inhibit the UC3717, and 

Figure 8. Interface to UC3717 Bipolar Driver 
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tion can be well controlled. Average power dissipation for the 
driver and motor must be considered when designing sys
tems with intentional overshoot, and must stay within conser
vative limits for short duty cycles. 
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also allows half-step operation of the UC3717. Peak motor 
winding current will be limited to approximately .42V/R1 by 
chopping. 
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Although component values can be best optimized experimentally, good starting values speed development. For this design, 
start with: where: 

RT CT = 3 Lw/Rw 
C1 = C2 = Lw IRlRw 
R1 = R2 = 2.9 TMINlC1 

Figure 9. Using the UC3517 as a Voltage Doubler 

UNITRODE CORPORI'J"ION 
7 CONTINENTAL BLVD .• MERRIMACK, NH 03054 
TEL. (603) 424-2410. FAX (603) 424-3460 

Lw is winding inductance, 
Rw is winding resistance, 
IR is rated winding current, and 
TMIN is minimum step period expected. 
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Brushless DC Motor Controller 
FEATURES 
• Drives Power MOSFETs or Power Darlingtons 

Directly 

• 50V Open Collector High-Side Drivers 

• Latched Soft Start 

• High-speed Current-Sense Amplifier with Ideal 
Diode 

• Pulse-by-Pulse and Average Current Sensing 

• Over-Voltage and Under-Voltage Protection 

• Direction Latch for Safe Direction Reversal 

• Tachometer 

• Trimmed Reference Sources 30mA 

• Programmable Cross-Conduction Protection 

• Two-Quadrant and Four-Quadrant Operation 

TYPICAL APPLICATION 

QUAD 
Rose 
33kQ 

3kQ 10kQ 

VREF 

r-------
I 

DESCRIPTION 
The UC3625 family of motor controller ICs integrate most of the 
functions required for high-performance brushless DC motor con
trol into one package. When coupled with external power 
MOSFETs or Darlingtons, these ICs perform fixed-frequency PWM 
motor control in either voltage or current mode while implementing 
closed loop speed control and braking with smart noise rejection, 
safe direction reversal, and cross-conduction protection. 

Although specified for operation from power supplies between 10V 
and 18V, the UC1625 can control higher voltage power devices 
with external level-shifting components. The UC1625 contains fast, 
high-current push-pull drivers for low-side power devices and 50V 
open-collector outputs for high-side power devices or level shifting 
circuitry. 

The UC1625 is characterized for operation over the military tem
perature range of -55°C to +125°C, while the UC2625 is charac
terized from -40° C to +105° C and the UC3625 is characterized 
from 0° C to 70° C. (NOTE: ESD Protection to 2kV) 
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ABSOLUTE MAXIMUM RATINGS 
Vee Supply Voltage .............................. +20V 
Pwr Vee Supply Voltage .......................... +20V 
PWM In ................................... -0.3 to 6V 
E/A IN(+), E/A IN(-) ......................... -0.3 to 12V 
ISENSE1, ISENSE2 ............................. -1.3 to 6V 
OV-Coast, Dir, Speed-In, SSTART, Quad Sel ...... -0.3 to.8V 
H1, H2, H3 ................................ -0.3 to 12V 
PU Output Voltage .......................... -0.3 to 50V 
PU Output Current .................. +200 mA continuous 
PD Output Current. .................. ±200 mA continuous 
E/A Output Current. ............................ ±l0 mA 
ISENSE Output Current .......................... -10 mA 
Tach Out Output Current ........................ ±l0 mA 
VREF Output Current .................. -50 mA continuous 
Operating Temperature Range UC1625 ...... -55°C to 125°C 
Operating Temperature Range UC2625 ...... -40°C to 105°C 
Operating Temperature Range UC3625 ......... O°C to 70°C 

Note 1: Currents are positive into and negative out of the spec
ified terminal. 

Note 2: Consult Unitrode Integrated Circuits databook for infor
mation regarding thermal specifications and limitations 
of packages. 

CONNECTION DIAGRAM 

DIL-28 (TOP VIEW) 
J or N PACKAGE 

UC1625 
UC2625 
UC3625 

Note 3: This pinout applies to the SOIC (DW), PLCC (0), and 
LCC (L) packages (ie. pin 22 has the same function on all 
packages.) 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these specifications apply for: TA = 25° C; Pwr Vee = Vee = 12V; 
Rose - 20k to VREF· Cose = 2nF· RTAeH = 33k· CTAeH = 10nF· and all outputs unloaded TA = TJ - , , , , 

PARAMETER TEST CONDITIONS MIN TVP MAX UNITS 

Overall 

Supply current Over Operating Range 14.5 30.0 mA 

Vee Turn-On Threshold Over Operating Range 8.65 8.95 9.45 V 

Vee Turn-Off Threshold Over Operating Range 7.75 8.05 8.55 V 

OvervoltagelCoast 

OV-Coastlnhibit Threshold Over Operating Range 1.65 1.75 1.85 V 

OV-Coast Restart Threshold 1.55 1.65 1.75 V 

OV-Coast Hysteresis 0.05 0.10 0.15 V 

OV-Coast Input Current -10 -1 0 J.IA 
Logic Inputs 

H1, H2, H3 Low Threshold Over Operating Range 0.8 1.0 1.2 V 

H1, H2, H3 High Threshold Over Operating Range 1.6 1.9 2.0 V 

H1, H2, H3 Input Current Over Operating Range, to OV -400 -250 -120 J.IA 
Quad Sel, Oir Thresholds Over Operating Range 0.8 1.4 2.0 V 

Quad Sel Hysteresis 70 mV 

Oir Hysteresis 0.6 V 

Quad Sel Input Current -30 50 150 J.IA 
Oir Input Current -30 -1 30 J.IA 

PWM Amp/Comparator 

ElA In(+), ElA In(-) Input Current T02.5V -5.0 -0.1 5.0 J.IA 
PWM In Input Current T02.5V 0 3 30 J.IA 
Error Amp Input Offset OV < VeoMMoN-MODE < 3V -10 10 mV 

Error Amp VOltag_e Gain 70 90 dB 
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ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these specifications apply for: T A = 25° C; Pwr V cc = V cc = 12V; 
Rosc - 20k to VREF' Cosc = 2nF' RTACH - 33k' CTACH = 10nF' and all outputs unloaded TA = TJ - , - , 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

PWM Amp/Comparator (cont.) 

EI A Out Range 0.25 3.50 V 

SSTART Pull-up Current ToOV -16 -10 -5 !lA 
SSTART Discharge Current T02.5V 0.1 0.4 3.0 mA 

SSTART Restart Threshold 0.1 0.2 0.3 V 

Current Amp 

Gain ISENSEl = .3V, ISENSE2 = .5V to .7V 1.75 1.95 2.15 VN 

Level Shift ISENSEl = .3V, ISENSE2 = .3V 2.4 2.5 2.65 V 

Peak Current Threshold ISENSEl = OV, Force ISENSE2 0.14 0.20 0.26 V 

Over Current Threshold ISENSEl = OV, Force ISENSE2 0.26 0.30 0.36 V 

ISENSE1, ISENSE2 Input Current ToOV -850 -320 0 !lA 
ISENSE1, ISENSE2 Offset Current ToOV ±2 ±12 !lA 
Range ISENSE1, ISENSE2 -1 2 V 

Tachometer/Brake 

Tach-Out High Level Over Operating Range, 10k to 2.5V 4.7 5 5.3 V 

Tach-Out Low Level Over Operating Range, 10k to 2.5V 0.2 V 

On Time 170 220 280 JlS 
On Time Change With Temp Over Operating Range 0.1 % 

RC-Brake Input Current ToOV -4.0 -1.9 mA 

Threshold to Brake, RC-Brake Over Operating Range 0.8 1.0 1.2 V 

Brake Hysteresis, RC-Brake 0.09 V 

Speed-In Threshold Over Operating Range 220 257 290 mV 

Speed-In Input Current -30 -5 30 !lA 
Low-Side Drivers 

Voh, -1mA, Down From Vcc Over Operating Range 1.60 2.1 

V Voh, -50mA, Down From Vcc Over Operating Range 1.75 2.2 V 

Vol,1mA Over Operating Range 0.05 0.4 V 

Vol,50mA Over Operating Range 0.36 0.8 V 

Rise/Fall Time 10% to 90% Slew Time, into 1 nF 50 ns 

High-Side Drivers 

Vol,1mA Over Operating Range 0.1 0.4 V 

Vol,50mA Over Operating Range 1.0 1.8 V 

Leakage Current Output Voltage = 50V 25 !lA 
Fall Time 10% to 90% Slew Time, 50mA Load 50 ns 

Oscillator 

Frequency 40 50 60 kHz 

Frequency Over Operating Range 35 65 kHz 

Reference 

Output Voltage 4.9 5.0 5.1 V 

Output Voltage Over Operating Range 4.7 5.0 5.3 V 

Load Regulation OmA to -20mA Load -40 -5 mV 

Line Regulation 10Vt018VVcc -10 -1 10 mV 

Short Circuit Current Over Operating Range 50 100 150 mA 
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ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these specifications apply for: TA = 25°C; Pwr VCC = Vcc = 12V; 

Rosc = 20k to VREF' COSC = 2nF' RTACH = 33k' CTACH = 1 OnF' and all outputs unloaded TA = TJ , , , , 
PARAMETER I TEST CONDITIONS I MIN I TYP I MAX I UNITS 

Miscellaneous 

Output Tum-On Delay I I I 1 I I IJS 
Output Tum-Off Delay I I I 1 I I IJS 

BLOCK DIAGRAM 
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PIN DESCRIPTIONS 
Dir, Speed-In: The position decoder logic translates the 
Hall signals and the Oir signal to the correct driver sig
nals (PUs and POs). To prevent output stage damage, 
the signal on Oir is first loaded into a direction latch, 
then shifted through a two-bit register. 

As long as Speed-In is less than 2S0mV, the direction 
latch is transparent. When Speed-In is higher than 
2S0mV, the direction latch inhibits all changes in direc
tion. Speed-In can be connected to Tach-Out through a 
filter, so that the direction latch is only transparent when 
the motor is spinning slowly, and has too little stored en
ergy to damage power devices. 

Additional circuitry detects when the input and output of 
the direction latch are different, or when the input and 
output of the shift register are different, and inhibits all 
output drives during that time. This can be used to allow 
the motor to coast to a safe speed before reversing. 

The shift register guarantees that direction can't be 
changed instantaneously. The register is clocked by the 
PWM oscillator, so the delay between direction changes 
is always gOing to be between one and two oscillator pe
riods. At 40kHz, this corresponds to a delay of between 
2SJ.IS and SOJ.lS. Regardless of output stage, 2SJ.IS dead 
time should be adequate to guarantee no overlap 
cross-conduction. Toggling OIR will cause an output 
pulse on Tach-Out regardless of motor speed. 

EJA In(+), EJA In(-), ElA Out, PWM In: ElA In(+) and 
ElA In(-) are not internally committed to allow for a wide 
variety of uses. They can be connected to the ISENSE, to 
Tach-Out through a filter, to an external command volt
age, to a O/A converter for computer control, or to an
other op amp for more elegant feedback loops. The error 
amplifier is compensated for unity gain stability, so ElA 
Out can be tied to ElA In(-) for feedback and major loop 
compensation. 

ElA Out and PWM In drive the PWM comparator. For 
voltage-mode PWM systems, PWM In can be connected 
to RC-Osc. The PWM comparator clears the PWM latch, 
commanding the outputs to chop. 

The error amplifier can be biased off by connecting E/A 
In(-) to a higher voltage than E/A In(+). When biased off, 
ElA Out will appear to the application as a resistor to 
ground. ElA Out can then be driven by an external am
plifier. 

GND: All thresholds and outputs are referred to the GNO 
pin except for the PO and PU outputs. 
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H1, H2, H3: The three shaft-position sensor inputs con
sist of hysteresis comparators with input pull-up resis
tors. Logic thresholds meet TTL specifications and can 
be driven by SV CMOS, 12V CMOS, NMOS, or 
open-collectors. 

Connect these inputs to motor shaft position sensors 
that are positioned 120 electrical degrees apart. If noisy 
signals are expected, zener clamp and filter these inputs 
with 6V zeners and an RC filter. Suggested filtering 
components are 1 kQ and 2nF. Edge skew in the filter is 
not a problem, because sensors normally generate 
modified Gray code with only one output changing at a 
time, but rise and fall times must be shorter than 20J.lS 
for correct tachometer operation. 

Motors with 60 electrical degree position sensor coding 
can be used if one or two of the position sensor signals 
is inverted. 

ISENSE1, ISENSE2, ISENSE: The current sense amplifier 
has a fixed gain of approximately two. It also has a 
built-in level shift of approximately 2.SV. The signal ap
pearing on ISENSE is: 

ISENSE =25V +(2 e ABS(tSENSE1 -ISENSE2)) 

ISENSE1 and ISENSE2 are interchangeable and can be 
used as differential inputs. The differential signal applied 
can be as high as ±O.SV before saturation. 

If spikes are expected on ISENSE1 or ISENSE2, they are 
best filtered by a capacitor from ISENSE to ground. Fil
tering this way allows fast signal inversions to be cor
rectly processed by the absolute value circuit. The 
peak-current comparator allows the PWM to enter a cur
rent-limit mode with current in the windings never ex
ceeding approximately 0.2V/RsENSE. The over current 
comparator provides a fail-safe shutdown in the unlikely 
case of current exceeding 0.3V/RsENSE. Then, soft start 
is commanded, and all outputs are turned off until the 
high current condition is removed. It is often essential to 
use some filter driving ISENSE1 and ISENSE2 to reject ex
treme spikes and to control slew rate. Reasonable start
ing values for filter components might be 2S0Q series 
resistors and a SnF capacitor between ISENSE1 and 
ISENSE2' Input resistors should be kept small and 
matched to maintain gain accuracy. 

OV-Coast: This input can be used as an over-voltage 
shutdown in put, as a coast input, or both. This input can 
be driven by TTL, SV CMOS, or 12V CMOS. 



PIN DESCRIPTIONS (cont.) 
POA, POB, POC: These outputs can drive the gates of 
N-Channel power MOSFETs directly or they can drive 
the bases of power Darlingtons if some form of current 
limiting is used. They are meant to drive low-side power 
devices in high-current output stages. Current available 
from these pins can peak as high as O.SA. These out
puts feature a true totem-pole output stage. Beware of 
exceeding IC power dissipation limits when using these 
outputs for high continuous currents. These outputs pull 
high to turn a "low-side" device on (active high). 

PUA, PUB, PUC: These outputs are open-collector, 
high-voltage drivers that are meant to drive high-side 
power devices in high-current output stages. These are 
active low outputs, meaning that these outputs pull low 
to command a high-side device on. These outputs can 
drive low-voltage PNP Darlingtons and P-channel 
MOSFETs directly, and can drive any high-voltage de
vice using external Charge-pump techniques, trans
former signal coupling, cascode level-shift transistors, or 
opto-isolated drive (high-speed opto devices are recom
mended). (See applications). 

PWR Vee: This supply pin carries the current sourced 
by the PD outputs. When connecting PD outputs directly 
to the bases of power Darlingtons, the PWR Vee pin can 
be current limited with a resistor. Darlington outputs can 
also be "Baker Clamped" with diodes from collectors 
back to PWR Vee. (See Applications) 

Quad Sel: The IC can chop power devices in either of 
two modes, referred to as ''two-quadrant'' (Quad Sel low) 
and "four-quadranf' (Quad Sel high). When two-quadrant 
chopping, the pull-down power devices are chopped by 
the output of the PWM latch while the pull-up drivers re
main on. The load will chop into one commutation diode, 
and except for back-EMF, will exhibit slow discharge cur
rent and faster charge current. Two-quadrant chopping 
can be more efficient than four-quadrant. 

When four-quadrant chopping, all power drivers are 
chopped by the PWM latch, causing the load current to 
flow into two diodes during chopping. This mode exhibits 
better control of load current when current is low, and is 
preferred in servo systems for equal control over accel
eration and deceleration. The Quad Sel input has no ef
fect on operation during braking. 

RC-Brake: Each time the Tach-Out pulses, the capacitor 
tied to RC-Brake discharges from approximately 3.33V 
down to 1.67V through a resistor. The tachometer pulse 
width is approximately T = 0.67 RT CT, where RT and CT 
are a resistor and capacitor from RC-Brake to ground. 
Recommended values for RT are 10kn to SOOkD, and 

UC1625 
UC2625 
UC3625 

recommended values for CT are 1 nF to 100nF, allowing 
times between SiJS and 10ms. Best accuracy and stabil
ity are achieved with values in the centers of those 
ranges. 

RC-Brake also has another function. If RC-Brake pin is 
pulled below the brake threshold, the IC will enter brake 
mode. This mode consists of turning off all three 
high-side devices,. enabling all three low-side devices, 
and disabling the tachometer. The only things that inhibit 
low-side device operation in braking are low-supply, ex
ceeding peak current, OV-Coast command, and the 
PWM comparator signal. The last of these means that if 
current sense is implemented such that the signal in the 
current sense amplifier is proportional to braking cur
rent, the low-side devices will brake the motor with cur
rent control. (See applications) Simpler current sense 
connections will result in uncontrolled braking and po
tential damage to the power devices. 

RC-Osc: The UC362S can regulate motor current using 
fixed-frequency pulse width modulation (PWM). The 
RC-Osc pin sets oscillator frequency by means of timing 
resistor Rose from the RC-Osc pin to VREF and capaci
tor Case from RC-Osc to Gnd. Resistors 1 Okn to 100kn 
and capacitors 1 nF to 100nF will work best, but fre
quency should always be below SOOkHz. Oscillator fre
quency is approximately: 

2 
F=-----

(Rose· Cose) 

Additional components can be added to this device to 
cause it to operate as a fixed off-time PWM rather than 
a fixed frequency PWM, using the RC-Osc pin to select 
the monostable time constant. 

The voltage on the RC-Osc pin is normally a ramp of 
about 1.2V peak-to-peak, centered at approximately 
1.6V. This ramp can be used for voltage-mode PWM 
control, or can be used for slope compensation in cur
rent-mode control. 
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SSTART: Any time that Vee drops below threshold or the 
sensed current exceeds the over-current threshold, the 
soft-start latch is set. When set, it turns on a transistor 
that pulls down on SSTART Normally, a capacitor is con
nected to this pin, and the transistor will completely dis
charge the capacitor. A comparator senses when the 
NPN transistor has completely discharged the capacitor, 
and allows the soft-start latch to clear when the fault is 
removed. When the fault is removed, the soft-start ca
pacitor will charge from the on-Chip current source. 



PIN DESCRIPTIONS (cont.) 
SST ART clamps the output of the error amplifier, not al
lowing the error amplifier output voltage to exceed 
SSTART regardless of input. The ramp on RC-Osc can be 
applied to PWM In and compared to EtA Out. With 
SSTART discharged below 0.2V and the ramp minimum 
being approximately 1.0V, the PWM comparator will 
keep the PWM latch cleared and the outputs off. As 
SSTART rises, the PWM comparator will begin to 
duty-cycle modulate the PWM latch until the error ampli
fier inputs overcome the clamp. This provides for a safe 
and orderly motor start-up from an off or fault condition. 

Tach-Out: Any change in the H1, H2, or H3 inputs loads 
data from these inputs into the position sensor latches. 
At the same time data is loaded, a fixed-width 5V pulse 
is triggered on Tach-Out. The average value of the volt
age on Tach-Out is directly proportional to speed, so this 
output can be used as a true tachometer for speed feed
back with an external filter or averaging circuit which 
usually consists of a resistor and capacitor. 

Whenever Tach-Out is high, the position latches are in
hibited, such that during the noisiest part of the commu-

APPLICATION INFORMATION 
Cross Conduction Prevention 

The UC3625 inserts delays to prevent cross conduction 
due to overlapping drive signals. However, some thought 
must always be given to cross conduction in output stage 
design because no amount of dead time can prevent fast 
slewing signals from coupling drive to a power device 
through a parasitic capacitance. 

The UC3625 contains input latches that serve as noise 
blanking filters. These latches remain transparent through 
any phase of a motor rotation and latch immediately after 
an input transition is detected. They remain latched for 
two cycles of the PWM oscillator. At a PWM oscillator 
speed of 20kHz, this corresponds to 50JlS to 100JlS of 
blank time which limits maximum rotational speed to 
100kRPM for a motor with six transitions per rotation or 
50kRPM for a motor with 12 transitions per rotation. 

This prevents noise generated in the first 50JlS of a transi
tion from propagating to the output transistors and caus
ing cross-conduction or chatter. 

The UC3625 also contains six flip flops corresponding to 
the six output drive signals. One of these flip flops is set 
every time that an output drive signal is turned on, and 
cleared two PWM oscillator cycles after that drive signal 

UC1625 
UC2625 
UC3625 

tation cycle, additional commutations are not possible. 
Although this will effectively set a maximum rotational 
speed, the maximum speed can be set above the high
est expected speed, preventing false commutation and 
chatter. 

Vee: This device operates with supplies between 10V 
and 18V. Under-voltage lockout keeps all outputs off be
low 7.5V, insuring that the output transistors never turn 
on until full drive capability is available. Bypass Vee to 
ground with an 0.1 ~ ceramic capacitor. Using a 1 O~ 
electrolytic bypass capacitor as well can be beneficial in 
applications with high supply impedance. 

VREF: This pin provides regulated 5 volts for driving 
Hall-effect devices and speed control circuitry. VREF will 
reach +5V before Vee enables, ensuring that Hall-effect 
devices powered from VREF will become active before 
the UC3625 drives any output. Although VREF is current 
limited, operation over 30mA is not advised. For proper 
performance VREF should be bypassed with at least a 
0.1 ~ capacitor to ground. 

is turned off. The output of each flip flop is used to inhibit 
drive to the opposing output (see below). In this way, it is 
impossible to turn on driver PUA and PDA at the same 
time. It is also impossible for one of these drivers to tum 
on without the other driver having been off for at least 
two PWM oscillator clocks. 

PULL UP 

FROM 
DECODER 

PULL 
DOWN 

Figure 1. Cross conduction prevention. 

PUA 

PDA 
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TYPICAL CHARACTERISTICS 
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TYPICAL CHARACTERISTICS (cant.) 
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Figure 6. Soft start discharge current vs. 
temperature. 

APPLICATION INFORMATION (cant.) 
Power Stage Design 

The UC3625 is useful in a wide variety of applications, 
including high-power in robotics and machinery. The 
power output stages used in such equipment can take a 
number of forms, according to the intended perfor
mance and purpose of the system. Below are four differ
ent power stages with the advantages and 
disadvantages of each shown. 

For high-frequency chopping, fast recovery circulating 
diodes are essential. Six are required to clamp the wind
ings. These diodes should have a continuous current 
rating at least equal to the operating motor current, 
since diode conduction duty-cycle can be high. For 
low-voltage systems, Schottky diodes are preferred. In 
higher voltage systems, diodes such as Microsemi 
UHVP high voltage platinum rectifiers are recom
mended. 

In a pulse-by-pulse current control arrangement, current 
senSing is done by resistor Rs, through which the tran
sistor's currents are passed (Fig. A, B, and C). In these 

> 
w 
(/J 

z 
w 
(/J 

3.5 I 

3.0 

I 

I 
2.5 t 

-0.5 
i 

0.0 
I SENSE2 - I SENSE1 (V) 

UC1625 
UC2625 
UC3625 

Figure 7. Current sense amplifier transfer function. 

cases, RD is not needed. The low-side circulating di
odes go to ground and the current sense terminals of 
the UC3625 (ISENSE1 and ISENSE2) are connected to Rs 
through a differential RC filter. The input bias current of 
the current sense amplifier will cause a common mode 
offset voltage to appear at both inputs, so for best accu
racy, keep the filter resistors below 2knand matched. 

The current that flows through Rs is discontinuous be
cause of chopping. It flows during the on time of the 
power stage and is zero during the off time. Conse
quently, the voltage across Rs consists of a series of 
pulses, occurring at the PWM frequency, with a peak 
value indicative of the peak motor current. 

To sense average motor current instead of peak current, 
add another current sense resistor (RD in Fig. D) to 
measure current in the low-side circulating diodes, and 
operate in four quadrant mode (pin 22 high). The nega
tive voltage across RD is corrected by the absolute value 
current sense amplifier. Within the limitations imposed 
by Table 1, the circuit of Fig. B can also sense average 
current. 
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APPLICATION INFORMATION (cont.) 

FIGURE A 

FIGUREC 

TO 
MOTOR 

~-+--~--.. +-~--~ TO 
MOTOR 

2 4 SAFE 
QUADRANT QUADRANT BRAKING 

FIGURE A YES NO NO 
FIGUREB YES YES NO 
FIGUREC YES YES YES 
FIGURED YES YES YES 

POWER 
REVERSE 

NO 
IN 4-QUAD MODE ONLY 
IN -4QUAD MODE ONLY 
IN-4QUADMODE ONLY 
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FIGUREB 

FIGURE D 
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MOTOR 

CURRENT SENSE 
PULSE BY PULSE AVERAGE 

YES NO 
YES YES 
YES NO 
YES YES 



APPLICATION INFORMATION (cont.) 

------1>---.--.-----.- VM > +45 V 

+12V 

Figure 8. Fast high-side P-channel driver. 

Figure 9. Optocoupled N-channel high-side driver. 

-~~-,--_--_-VM > +45V 

Figure 10. Power NPN high-side driver. 

+12V 

PWR Vee 

PDA 

To 
Other 

Channels 

UC1625 
UC2625 
UC3625 

Power 
Darlington 

To Current 
Sense Resistor 

Figure 11. Power NPN low-side driver. 

For drives where speed is critical, P-Channel MOSFETs 
can be driven by emitter followers as shown in Fig. 8. 
Here, both the level shift NPN and the PNP must with
stand high voltages. A zener diode is used to limit 
gate-source voltage on the MOSFET. A series gate resis
tor is not necessary, but always advisable to control over
shoot and ringing. 

High-voltage optocouplers can quickly drive high-voltage 
MOSFETs if a boost supply of at least 10 volts greater 
than the motor supply is provided (See Fig. 9.) To protect 
the MOSFET, the boost supply should not be higher than 
18 volts above the motor supply. 

For under 200V 2-quadrent applications, a power NPN 
driven by a small P-Channel MOSFET will perform well 
as a high-side driver as in Fig. 10. A high voltage 
small-signal NPN is used as a level shift and a high volt
age low-current MOSFET provides drive. Although the 
NPN will not saturate if used within its limitations, the 
base-emitter resistor on the NPN is still the speed limiting 
component. 

Fig. 11 shows a power NPN Darlington drive technique 
using a clamp to prevent deep saturation. By limiting sat
uration of the power device, excessive base drive is mini
mized and turn-off time is kept fairly short. Lack of base 
series resistance also adds to the speed of this ap
proach. 
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APPLICATION INFORMATION (cont.) 

UC1625 
UC2625 
UC3625 
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~---- 3 -------- r----------I J 

, ~ ~~~~~ 
-x-~-:r11-- - 6 ~~ 
fkQI1nFll 100nF 

TO MOTOR UOG-99047 

Figure 12. Fast high-side N-channel driver with transformer isolation. 

Fast High-Side N-Channel Driver with Transformer 
Isolation 

A small pulse transformer can provide excellent isolation 
between the UC3625 and a high-voltage N-Channel 
MOSFET while also coupling gate drive power. In this cir
cuit (shown in Fig. 12), a UC3724 is used as a trans
former driver/encoder that duty-cycle modulates the 
transformer with a 150kHz pulse train. The UC3725 recti
fies this pulse train for gate drive power, demodulates the 
signal, and drives the gate with over 2 amp peak current. 

Both the UC3724 and the UC3725 can operate up to 
500kHz if the pulse transformer is selected appropriately. 
To raise the operating frequency, either lower the timing 
resistor of the UC3724 (1 kn min), lower the timing capac
itor of the UC3724 (500pF min) or both. 

If there is significant capacitance between transformer 
primary and secondary, together with very high output 
slew rate, then it may be necessary to add clamp diodes 
from the transformer primary to +12V and ground. Gen
eral purpose small signal switching diodes such as 
1 N4148 are normally adequate. 

The UC3725 also has provisions for MOSFET current 
limiting. Consult the UC3725 data sheet for more infor
mation on implementing this. 

Computational Truth Table 

This table shows the outputs of the gate drive and open 
collector outputs for given hall input codes and direction 
signals. Numbers at the top of the columns are pin 
numbers. 

These ICs operate with position sensor encoding that 
has either one or two signals high at a time, never all low 
or all high. This coding is sometimes referred to as "120° 
Coding" because the coding is the same as coding with 
position sensors spaced 120 magnetic degrees about the 
rotor. In response to these position sense Signals, only 
one low-side driver will turn on (go high) and one 
high-side driver will turn on (pull low) at any time. 

Table I. Computational truth table. 

INPUTS OUTPUTS 

DIR H1 H2 H3 Low-Side High-Slde 

6 8 9 10 12 13 14 16 17 18 
1 0 0 1 L H L L H H 
1 0 1 1 L L H L H H 
1 0 1 0 L L H H L H 
1 1 1 0 H L L H L H 
1 1 0 0 H L L H H L 
1 1 0 1 L H L H H L 
0 1 0 1 L L H H L H 
0 1 0 0 L L H L H H 
0 1 1 0 L H L L H H 
0 0 1 0 L H L H H L 
0 0 1 1 H L L H H L 
0 0 0 1 H L L H L H 
X 1 1 1 L L L H H H 
X 0 0 0 L L L H H H 
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APPLICATION INFORMATION (cont.) 

QUAD 
Rose 
33kll 

3kO 10kll 

VREF 

r-------
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+5VTOHALL 
SENSORS 

+15V VMOTOR 
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§..TOOTHER 
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UC1625 
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BRAKE --~~~ 8 
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r.';;-) SHANNELS 
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I 5nF IloonF 

~ ~~~_n_F~~~~ 
2nF 

Figure 13. 45VIBA brush/ess DC motor drive circuit. 

N-Channel power MOSFETs are used for low-side driv
ers, while P-Channel power MOSFETs are shown for 
high-side drivers. Resistors are used to level shift the 
UC3625 open-collector outputs, driving emitter followers 
into the MOSFET gate. A 12V zener clamp insures that 
the MOSFET gate-source voltage will never exceed 
12V. Series 1 on gate resistors tame gate reactance, pre
venting oscillations and minimizing ringing. 

The oscillator timing capacitor should be placed close to 
pins 15 and 25, to keep ground current out of the capac
itor. Ground current in the timing capacitor causes oscil
lator distortion and slaving to the commutation signal. 

The potentiometer connected to pin 1 controls PWM 
duty cycle directly, implementing a crude form of speed 
control. This control is often referred to as "voltage 
mode" because the potentiometer position sets the aver
age motor Voltage. This controls speed because 

UNITRODE CORPORATION 
7 CONTINENTAL BLVD.· MERRIMACK, NH 03054 
TEL. (603) 424·2410 • FAX (603) 424-3460 

8-49 

UDG·99045 

steady-state motor speed is closely related to applied 
voltage. 

Pin 20 (Tach-Out) is connected to pin 7 (SPEED IN) 
through an RC filter, preventing direction reversal while 
the motor is spinning quickly. In two-quadrant operation, 
this reversal can cause kinetic energy from the motor to 
be forced into the power MOSFETs. 

A diode in series with the low-side MOSFETs facilitates 
PWM current control during braking by insuring that 
braking current will not flow backwards through low-side 
MOSFETs. Dual current-sense resistors give continu
ous current sense, whether braking or running in 
four-quadrant operation, an unnecessary luxury for 
two-quadrant operation. 

The 68kn and 3nF tachometer components set maxi
mum commutation time at 140/lS. This permits smooth 
operation up to 35,000 RPM for four-pole motors, yet 
gives 140/lS of noise blanking after commutation. 



[bD UNITROCE 

UCC2626 
UCC3626 

Brushless DC Motor Controller PRELIMINARY 

FEATURES 
• Two Quadrant and Four Quadrant 

Operation 

• Integrated Absolute Value Current 
Amplifier 

• Pulse-by-Pulse and Average Current 
Sensing 

• Accurate, Variable Duty Cycle 
Tachometer Output 

• Trimmed Precision Reference 

• Precision Oscillator 

• Direction Output 

BLOCK DIAGRAM 

, 
1.75V 

DESCRIPTION 
The UCC3626 motor controller IC combines many of the functions re
quired to design a high performance, two or four quadrant, 3-phase, 
brushless DC motor controller into one package. Rotor position inputs 
are decoded to provide six outputs that control an external power stage. 
A precision triangle oscillator and latched comparator provide PWM mo
tor control in either voltage or current mode configurations. The oscilla
tor is easily synchronized to an external master clock source via the 
SYNCH input. Additionally, a QUAD select input configures the chip to 
modulate either the low side switches only, or both upper and lower 
switches, allowing the user to minimize switching losses in less de
manding two quadrant applications. 

The chip includes a differential current sense amplifier and absolute 
value circuit which provide an accurate reconstruction of motor current, 
useful for pulse by pulse over current protection as well as closing a 
current control loop. A precision tachometer is also provided for imple
menting closed loop speed control. The TACH_OUT signal is a variable 
duty cycle, frequency output which can be used directly for digital con
trol or filtered to provide an analog feedback signal. Other features in
clude COAST, BRAKE, and DlR_IN commands along with a direction 
output, DIR_OUT. 
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ABSOLUTE MAXIMUM RATINGS 
Supply Voltage Voo .............................. +15V 
Inputs 

Pins20,19,18, 21,15,16,17, 7,12,9,10 .... -D.3VtoVoo 
Pins 13, 14 ............................ -0.3V to 8.0V 

Output Current 
Pins 22, 23, 24, 25, 26, 27 ..................... ±200mA 
Pins 2 ...................................... -20mA 
Pins 3. 8, 11 ................................... 1 rnA 

Storage Temperature ................... -65°C to + 150°C 
Junction Temperature ................... -55°C to + 150°C 
Lead Temperature (Soldering 10 Seconds) .......... +300°C 

Note: Unless otherwise indicated, voltages are referenced to 
ground. Currents are positive into, negative out of specified ter
minal. Consult packaging section of Databook for thermallimi
tations and considerations of package. 

ORDERING INFORMATION 

uccD626D 

t t PACKAGE 

TEMPERATURE RANGE 

TEMPERATURE RANGE PACKAGE 
UCC2626N OIL 
UCC26260W -40°C to +85°C SOIC 
UCC2626PW TSSOP 
UCC3626N OIL 
UCC36260W O°Cto +70°C SOIC 
UCC3626PW TSSOP 

CONNECTION DIAGRAMS 

OIL-28, SOIC-28, TSSOP-28 (Top View) 
N Package, OW Package, PW Package 

GND 

VREF 

TACH_OUT 

R_TACH 

C3ACH 

CT 

SYNCH 

DIR_OUT 

SNS_NI 

SNS_I 

lOUT 

OC_REF 

PWM_I 

PWM_NI 

UCC2626 
UCC3626 

VDD 

AHI 

ALO 

BHI 

BLOW 

CHI 

CLaW 

DIR_IN 

QUAD 

BRAKE 

COAST 

HALLC 

HALLB 

HALLA 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these specifications apply for VCC = 12V; CT = 1 nF, 
RTACH = 250K CTACH = 100pF TA= TJ TA= -40°C to +85°C for the UCC2626 and O°C to +70°C for the UCC3626 , , , , 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

Overall 

Supply Current 3 10 rnA 

Under-Voltage Lockout 

Start Threshold 10.5 V 

UVLO Hysteresis 0.5 V 

5.0 V Reference 

Output Voltage IVREF =-2mA 4.9 5 5.1 V 

Line Regulation 11V<VCC<14.5V 10 mV 

Load Regulation -1> IVREF> -5mA 30 mV 

Short Circuit Current 40 120 rnA 

Coast Input Comparator 

Threshold 1.75 V 

Hysteresis 0.1 V 

Input Bias Current 0.1 ItA 
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UCC2626 
UCC3626 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these specifications apply for VCC = 12V; CT = 1 nF, 
RTACH = 250K CTACH = 100pF TA=TJ TA= -40°C to +85°C for the UCC2626 and O°C to +70°C for the UCC3626 , , , , 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

Current Sense Amplifier 

Input Offset Voltage VCM=OV 5 mV 

Input Bias Current VCM=OV 10 IlA 
Gain VCM=OV 4.9 5 5.1 VN 

CMRR -0.3V < VCM < 0.5 60 dB 

PSRR 11V < VCC <14.5V 60 dB 

Output High Voltage IIOUT= -1OOI!A 5 V 

Output Low Voltage IIOUT= 1001lA 50 mV 

Output Source Current VI OUT = 2V 500 IlA 
PWM Comparator 

Input Common Mode Range 2.0 8.0 V 

Propogation Delay 75 nS 

Over-Current Comparator 

Input Common Mode Range 0.0 5.0 V 

Propogation Delay 175 nS 

Logic Inputs 

Logic High QUAD, BRAKE, DIR 3.5 V 

Logic Low QUAD, BRAKE, DIR 1.5 V 

Input Current QUAD, BRAKE, DIR 0.1 I-IA 

Hall Buffer Inputs 

VIL HALLA,HALLB,HALLC 1 V 

VIH HALLA,HALLB,HALLC 1.9 V 

Input Current OV < VIN < 5V -25 IlA 
Oscillator 

Frequency RTACH = 250k, CT = 1nF 10 KHz 

Frequency Change With Voltage 12V < VCC < 14.5V 5 % 

CT Peak Voltage 7.5 V 

CT Valley Voltage 2.5 V 

CT Peak-to-Valley Voltage 5.0 V 

SYNCH Pin Minimum Pulse Width -500 ns 

Tachometer 

VOHNREF lOUT = -101lA 99 100 % 

Vol lOUT = 101lA 0 20 mV 

RON High lOUT = -1001lA 1 kn 

RON Low lOUT = 1001lA 1 kn 

Ramp Threshold, Lo 20 mV 

Ramp Threshold, Hi 2.52 V 

CTACH Charge Current RTACH = 49.9kn 50 I!A 

T-on Accuracy Note 1 -3 3 % 

Direction Output 

DIR OUT High Level lOUT = -1 001-lA 3.5 5.1 V 

DIR OUT Low Level lOUT = 1001lA 0 1 V 
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UCC2626 
UCC3626 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these specifications apply for VCC = 12V; CT = 1 nF, 
RTACH - 250K CTACH = 100pF TA - TJ TA - -40°C to +85°C for the UCC2626 and O°C to +70°C for the UCC3626 - , , - , - , 

PARAMETER TEST CONDITIONS MIN TVP MAX UNITS 

Output Section 

Maximum Duty Cycle 100 % 

Output Low Voltage lOUT = 10mA 0.4 V 

Output High Voltage lOUT = -10mA 4.0 5.1 V 

Output Low Voltage lOUT = 1mA 1 V 

Output High Voltage IOUT=-1mA 4.0 5.1 V 

Rise/Fall Time CI = 100pF 100 nS 

Note 1: T(on) is calculated using the formula: T(on) = CTACH. (VHI-Vw)llcHARGE. This number is compared to the formula T(on) 
= RTACH· CTACH. 

PIN DESCRIPTIONS 
AHI, BHI, CHI: Digital outputs used to control the high 
side switches in a three phase inverter. For specific de
coding information reference Table I. 

ALOW, BLOW, CLOW: Digital outputs used to control 
the low side switches in a three phase inverter. For spe
cific decoding information reference Table I. 

BRAKE: BRAKE is a digital input which causes the de
vice to enter brake mode. In brake mode all three high 
side outputs are turned off, AHI, BHI & CHI, while all 
three lowside outputs are turned on, ALOW, BLOW, 
CLOW. During brake mode the tachometer output re
mains operational. The only conditions which can inhibit 
the low side commands during brake are UVLO, ex
ceeding peak current, the output of the PWM compara
tor, or the COAST command. 

COAST: The COAST input consists of a hysteretic com
parator which disables the outputs. The input is useful in 
implementing an overvoltage bus clamp in four quadrant 
applications. The outputs will be disabled when the input 
is above 1.75V. 

CT: This pin is used in conjunction with the R_ TACH pin 
to set the frequency of the oscillator. A timing capacitor 
is normally connected between this pOint and ground 
and is alternately charged and discharged between 2.5V 
and 7.5V. 

C_TACH: A timing capacitor is connected between this 
pin and ground to set the width of the TACH_OUT pulse. 
The capacitor is charged with a current set by the resis
tor on pin RT. 

DlR_IN: DIR_IN is a digital input which determines the 
order in which the HALLA,B & C inputs are decoded. For 
specific decode information reference Table I. 

DIR_OUT: DIR_OUT represents the actual direction of 
the rotor as decoded from the HALLA, B & C inputs. For 
any valid combination of HALLA, B &C inputs there are 
two valid transitions, one which translates to a clockwise 
rotation and another which translates to a counterclock
wise rotation. The polarity of DIR_OUT is the same as 
DIR_IN while motoring, i.e. sequencing from top to bot
tom in Table 1. 

GND: GND is the reference ground for all functions of the 
part. Bypass and timing capacitors should be terminated 
as close to this point as possible. 

HALLA, HALLB, HALLC: These three inputs are de
signed to accept rotor position information positioned 
120° apart. For specific decode information reference Ta
ble I. These inputs should be externally pulled-up to 
VREF or another appropriate external supply. 

lOUT: lOUT represents the output of the current sense 
and absolute value amplifiers. The output signal appear
ing is a representation of the following expression: 

lOUT = ABS (ISENS _, -ISENS _NI). 5 

This output can be used to close a current control loop as 
well as provide additional filtering of the current sense 
signal. 

OC_REF: OC_REF is an analog input which sets the trip 
voltage of the overcurrent comparator. The sense input of 
the comparator is internally connected to the output of the 
current sense amplifier and absolute value circuit. 

PWM_NI: PWM_NI is the noninverting input to the PWM 
comparator. 

PWM_I: PWM_I is the inverting input to the PWM com
parator. 
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PIN DESCRIPTIONS (cont.) 
QUAD: The QUAD input selects between "two" QUAD = 
o and ''four'' QUAD = 1 quadrant operation. When in 
"two-quadranf' mode only the low side devices are ef
fected by the output of the PWM comparator. In 
''four-quadrant'' mode both high and low side devices are 
controlled by the PWM comparator. 

SYNCH: The SYNCH input is used to synchronize the 
PWM oscillator with an external digital clock. When us
ing the SYNCH feature, a resistor equal to RTACH must 
be placed in parallel with CT. When not used, ground 
SYNCH. 

SNS_NI, SNS_I: These inputs are the noninverting and 
inverting inputs to the current sense amplifier, respec
tively. The integrated amplifier is configured for a gain of 
five. An absolute value function is also incorporated into 
the output in order to provide a representation of actual 
motor current when operating in four quadrant mode. 

APPLICATION INFORMATION 
Table 1 provides the decode logic for the six outputs, 
AHI, BHI, CHI, ALOW, BLOW, and CLOW as a function 
of the BRAKE, COAST, DIR_IN, HALLA, HALLB, and 
HALLC inputs. 

The UCC3626 is designed to operate with 1200 position 
sensor encoding. In this format, the three position sensor 

Table 1. Commutation truth table. 

B C D HALL HIGH SIDE LOW SIDE 
R 0 I INPUTS OUTPUTS OUTPUTS 
A A R 
K S -
E T IN A B C A B C A B C 

0 0 1 1 0 1 1 0 0 0 1 0 
0 0 1 1 0 0 1 0 0 0 0 1 
0 0 1 1 1 0 0 1 0 0 0 1 
0 0 1 0 1 0 0 1 0 1 0 0 
0 0 1 0 1 1 0 0 1 1 0 0 
0 0 1 0 0 1 0 0 1 0 1 0 
0 0 0 1 0 1 0 1 0 1 0 0 
0 0 0 0 0 1 0 1 0 0 0 1 
0 0 0 0 1 1 1 0 0 0 0 1 
0 0 0 0 1 0 1 0 0 0 1 0 
0 0 0 1 1 0 0 0 1 0 1 0 
0 0 0 1 0 0 0 0 1 1 0 0 
X 1 X X X X 0 0 0 0 0 0 
1 0 X X X X 0 0 0 1 1 1 
0 0 X 1 1 1 0 0 0 0 0 0 
0 0 X 0 0 0 0 0 0 0 0 0 

UCC2626 
UCC3626 

TACH_OUT: TACH_OUT is the output of a monostable 
triggered by a change in the commutation state, thus pro
viding a variable duty cycle, frequency output. The 
on-time of the monostable is set by the timing capacitor 
connected to C_TACH. The monostable is capable of be
ing retriggered if a commutation occurs during it's 
on-time. 

R_TACH: A resistor connected between R_TACH and 
ground programs the current for both the oscillator and 
tachometer. 

VDD: VDD is the input supply connection for this device. 
Undervoltage lockout keeps the outputs off for inputs be
low 10.5V. The input should be bypassed with a 0.1J.1F 
ceramic capacitor, minimum. 

VREF: VREF is a 5V, 2% trimmed reference output with 
5mA of maximum available output current. This pin 
should be bypassed to ground with a 0.1 J.1F ceramic ca
pacitor, minimum. 

signals are never simultaneously high or low. Motor's 
whose sensors provide 600 encoding can be converted 
to 1200 using the circuit shown in Fig. 1. 

In order to prevent noise from commanding improper 
commutation states, some form of low pass filtering on 
HALLA, HALLB, and HALLC is recommended. Passive 

1kO 
4990 

1kO 

1kO 
4990 

Figure 1. Circuit to convert 600 hall code to 1200 

code. 
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APPLICATION INFORMATION (cont.) 

Figure 2. Passive hall filtering technique. 

RC networks generally work well and should be located 
as close to the IC as possible. Fig. 2 illustrates these 
techniques. 

Configuring the Oscillator 

The UCC3626 oscillator is designed to operate at fre
quencies up to 250kHz and provide a triangle waveform 
on CT with a peak to peak amplitude of 5V for improved 
noise immunity. The current used to program CT is de
rived off of the R_ TACH resistor according to the follow
ing equation: 

25 
lose = R_ TACH Amps 

Oscillator frequency is set by R_TACH and CT according 
to the following relationship: 

~ 2B H rrequency = 'Z 
(R-TACH. CT) 

Timing resistor values should be between 251<.0 and 
5001<.0 while capacitor values should fall between 100pF 
and 111F. Fig. 4 provides a graph of oscillator frequency 
for various combinations of timing components. As with 
any high frequency oscillator, timing components should 
be located as close to the IC pins as possible when lay
ing out the printed circuit board. It is also important to ref
erence the timing capacitor directly to the ground pin on 
the UCC3626 rather than daisy chaining it to another 
trace or the ground plane. This technique prevents 

SYNCH 

CT 

UCC2626 
UCC3626 

,/ WITHOUT SYNCH 

.............. 

Figure 3. Synchronized and unsynchronized 
oscillator waveforms. 
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Figure 4. PWM oscillator frequency vs. Cr and 
R_TACH. 

switching current spikes in the local ground from causing 
jitter in the oscillator. 

Synchronizing the Oscillator 

A common system specification is for all oscillators in a 
design to be synchronized to a master clock. The 
UCC3626 provides a SYNCH input for exactly this pur
pose. The SYNCH input is designed to interface with a 
digital clock pulse generated by the master oscillator. A 
positive going edge on this input causes the UCC3626 
oscillator to begin discharging. In order for the slave os
cillator to function properly it must be programmed for a 
frequency slightly lower than that of the master. Also, a 
resistor equal to RTACH must be placed in parallel with 
CT. Fig. 3 illustrates the waveforms for a slave oscillator 
programmed to 20kHz with a master frequency of 30kHz. 
The SYNCH pin should be grounded when not used. 
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APPLICATION INFORMATION (cont.) 
Programming the Tachometer 

The UCC3626 tachometer consists of a precision, 5V 
monostable, triggered by either a rising or falling edge on 
any of the three Hall inputs, HALLA, HALLB, HALLC. Th~ 
resulting TACH_OUT wavefor:J1'l is a variable dutycycle 
square wave whose frequency is proportional to motor 
speed, as given by: 

TACH_OUT = (V2-:) Hz 

where P is the number of motor pole pairs and V is motor 
velocity in RPM. 

The on-time of the monostable is programmed via timing 
resistor R_TACHand capacitor C_TACH according to the 
following equation: 

On- Time=R_TACH .C_TACHsec 

Fig. 5 provides a graph of On-Time for various combina
tions of R_TACH and C_TACH. On-Time is typically set 
to a value less than the minimum TACH-OUT period as 
given by: . 

T _Period MIN = 20 sec 
VA/AX .P 

where P is the number of motor pole pairs and V is motor 
velocity in RPM. 

MC68HCll AD558 

UCC2626 
UCC3626 

1.E+OO m •• e.1!1 
1.E·Ol 

~TA~H=250k 

1.E'()2 ~~~~~II~IIIIV~II ~_ r~ =;om 

~ 1.E.()31'1~111/11~~~i ;e ~ IR_ 'ACH = lOOk 

1.E.04 'IIIV~II~II~IIII~II ~ rACH=25k 

1.E·05 ~V'"I~'"IIIIMII 
1 .E-06 L.--L--'-'-'-'-'.LU----'-L.W..LU.U.---"--'-'-'-'-'-'''---'---'--'--'-''''-'' 

1.E·l0 1.E·09 1.E'()8 1.E'()7 
Ctach (F) 

Figure 5. Tachometer on-time vs. C_ TACH and 
R_TACH. 

1.E-06 

The TACH_OUT signal can be used to close Ii digital 
velocity loop using a microcontroller, as shown in Fig. 6, 
or directly low pass filtered in an analog implementation, 
Fig. 7. 

r-------
I UCC3626 
I 
I 

.-------1 4 R_ TACH 

PBO-PB7 DBO-DB7 

PCO VCE. 

VCS VOUT 

VourSENSE 

VourSELECT 

I 
I 
I 
I 
I 
I 
I 

ICl ~---~---------~ 3 TACH_OUT 

Figure 6. Digital velocity loop Implementation using MC68HC11. 
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APPLICATION INFORMATION (cont.) 
Two Quadrant vs Four Quadrant Control 

Fig. 8 illustrates the four possible quadrants of operation 
for a motor. Two quadrant control refers to a system 
whose operation is limited to quadrants I and III where 
torque and velocity are in the same direction. With a two 
quadrant brushless DC amplifier, there are no provisions 
other than friction to decelerate the load, limiting the ap
proach to less demanding applications. Four quadrant 
controllers, on the other hand, provide controlled opera
tion in all quadrants, including II and IV, where torque and 
rotation are of opposite direction. 

I 
Figure 7. Simple analog velocity loop. 

II 

VELOCITY 
CW 

r-------
I UCC3626 
I 

I --------
UDG-97189 

ccw ~--------+-------~~ 
TORQUE 
CW 

III IV 

ccw 

UCC2626 
UCC3626 

When configured for two quadrant operation, 
(QUAD=O), the UCC3626 will only modulate the low 
side devices of the output power stage. The current 
paths within the output stage during the PWM on and off 
times are illustrated in Fig. 9. During the 'on' interval, 
both switches are on and current flows through the load 
down to ground. During the 'off' time, the lower switch is 
shut off and the motor current circulates through the up
per half bridge via the flyback diode. The motor is as
sumed to be operating in either quadrant I or III. 

VMOT 

~ ~ 
~ IOFF 

IPHASE 

+ BEMF-
ION 

S21 ~ 

Figure 9. Two quadrant chopping. 

VMOT 

IPHASE 

+ BEMF-

ION 

Figure 8. Four quadrants of operation. Figure 10. Two quadrant reversal. 
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APPLICATION INFORMATION (cont.) 

IPHASE 

+ BEMF-

... IOFF 

Figure 11. Four quadrant reversal. 

If one attempts to operate in quadrants II or IV by chang
ing the DIR bit and reversing the torque, switches 1 and 
4 are turned off and switches 2 and 3 turned on. Under 
this condition motor current will very quickly decay, re
verse direction and increase until the control threshold is 
reached. At this point switch 2 will turn off and current will 
once again circulate in the upper half bridge, however, in 
this case the motor's BEMF is in phase with the current, 
i.e. the motor's direction of rotation has not yet changed. 
Fig. 10 illustrates the current paths when operating in this 
mode. Under these conditions there is nothing to limit the 
current other than motor and drive impedance. These 
high circulating currents can result in damage to the 
power devices in addition to high, uncontrolled torque. 

By pulse width modulating both the upper and lower 
power devices (QUAD=1), motor current will always de
cay during the PWM "off' time, eliminating any uncon
trolled circulating currents. In addition, current will always 
flow through the current sense resistor, thus providing a 
suitable feedback signal. Fig. 11 illustrates the current 
paths during a four quadrant torque reversal. Motor drive 

UCC2626 
UCC3626 

waveforms for both two and four quadrant operation are 
illustrated in Fig. 12. 

Power Stage Design Considerations 

The flexible architecture of the UCC3626 requires the 
user to pay close attention to the design of the power 
output stage. Two and Four Quadrant applications that 
do not require the brake function are able to utilize the 
power stage approach illustrated in Fig. 13A. In many 
cases the body diode of the MOSFET can be utilized to 
reduce parts count and cost. If efficiency is a key require
ment, Schottky diodes can be used in parallel with the 
switches. 

If the system requires a braking function, diodes must be 
added in series with the lower power devices and the 
lower f1yback diodes returned to ground, as pictured in 
Fig. 13B,C. This requirement prevents brake currents 
from Circulating in the lower half bridge and bypassing 
the sense resistor. In addition, the combination of braking 
and four quadrant control necessitates an additional re
sistor in the diode path to sense current during the PWM 
'off' time as illustrated in Fig. 13C. 

Current Sensing 

The UCC3626 includes a differential current sense am
plifier with a fixed gain of five, along with an absolute 
value circuit. The current sense Signal should be low 
pass filtered to eliminate leading edge spikes. In order to 
maximize performance, the input impedance of the am
plifier should be balanced. If the sense voltage must be 
trimmed for accuracy reasons, a low value input divider 
or a differential divider should be used to maintain im
pedance matching, as shown in Fig. 14. 

With four quadrant chopping motor current always flows 
through the sense resistor. However, during the flyback 
period the polarity across the sense resistor is reversed. 
The absolute value amplifier cancels the polarity reversal 
by inverting the negative sense signal during the flyback 
time, see Fig. 15. Therefore, the output of the absolute 
value amplifier is a reconstructed analog of the motor 
current, suitable for protection as well as feedback loop 
closure. 
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APPLICATION INFORMATION (cont.) 

ROTOR POSITION IN ELECTRICAL DEGREES 

o 60 120 180 240 300 360 420 480 540 600 660 720 

Hl 
SENSOR 
INPUTS H2 

CO:: DI-~ -10-0--1-10~-0-1-0--l 011 001 101 100 110 010 011 001 

HIGH SIDE AHI 
OUTPUTS 

QUAD=O 

LOW SIDE 
OUTPUTS 

QUAD=O 

MOTOR 
PHASE 

BHI 

CHI 

ALO 

BLO 

CLO 

A 0 

CURRENTS B 0 
QUAD=O 

+ 

C 0 

HIGH SIDE AHI 

OUTPUTS 
BHI QUAD=l 

CHI 

LOW SIDE 
ALO 

OUTPUTS BLO 
QUAD=l 

CLO 

+ 

A 0 

MOTOR + 

PHASE 
CURRENTS B 0 

QUAD=l 

+ 

C 0 

H 
LJ 

i~ 
U i I 

.. 100% Duty Cycle PWM --........ --- 50% Duty Cycle PWM --

UCC2626 
UCC3626 

UDG-9719Q 

Figure 12. Motor drive and current waveforms for 2 quadrant (QUAD=O) and 4 quadrant (QUAD=1) operation. 
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TYPICAL APPLICATIONS 

VMOT VMOT VMOT 

UCC2626 
UCC3626 

TO 
+---+--1--<....... MOTOR 

TO 
+---+--1--<....... MOTOR 

TO 
+---+--1--<....... MOTOR 

(a) 

TWO 
QUADRANT 

(a) Yes 

(b) Yes 

19) Yes 

.-J9 .-J9 .-J9 

FOUR 

CURRENT~ 
SENSE ...J. 

(b) 

SAFE 
QUADRANT BRAKING 

Yes No 
No Yes 

Yes Yes 

Figure 13_ Power stage topologies. 

Fig. 16 illustrates a simple 175V, 2A two quadrant veloc
ity controller using the UCC3626. The power stage is de
signed to operate with a rectified off-line supply using 
IR2210s to provide the interface between the low voltage 
control signals and the power MOSFETs. The power to
pology illustrated in Fig. 13C is implemented in order to 
provide braking capability. 

The controller's speed command is set by potentiometer 
R30 while the speed feedback Signal is obtained by low 
pass filtering and buffering the TACH-OUT signal using 
R11 and C9. Small signal compensation of the velocity 
control loop is provided by amplifier U5A, whose output is 
used to control the PWM duty cycle. The integrating ca
pacitor, CS, places a pole at OHz and a zero in conjunc
tion with R10. This zero can be used to cancel the low 
frequency motor pole and cross the loop over with a 
-20dB gain response. 

TYPICAL APPLICATION (cont.) 

RF 

Rs 

RF 

(a) 

POWER 
REVERSAL 

In 4-Quad Only 

No 
In 4-Quad Only 

CURRENT 
SENSE 

(c) 

CURRENT SENSE 

PULSE BY AVERAGE 
PULSE 

Yes Yes 

Yes No 
Yes Yes 

Four quadrant applications require the control of motor 
current. Fig. 17 illustrates a sign/magnitude current con
trol loop within an outer bipolar velocity loop using the 
UCC3626. U1 serves as the velocity loop error amplifier 
and accepts a +/-5V command signal. Velocity feedback 
is provided by low pass filtering and scaling the 
TACH_OUT signal using U2. The direction output, 
DIR_OUT, switch and U3 set the polarity of the tachom
eter gain according to the direction of rotation. The out
put of the velocity error amplifier, U1, is then converted 
to sign/magnitude form using U5 and U6. The sign por
tion is used to drive the DIR input while the magnitude 
commands the current error amplifier, US. Current feed
back is provided by the intemal current sense amplifier 
via the lOUT pin. 

RF 
RF 

Rs RAOJ 

RF 

RADJ« RF 
(b) 

Figure 14. (a) Differential divider and (b) low value divider. 
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VMOT 
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.. IOFF 

ION 

Is 

If 

Figure 15. Current sense amplifier waveform. 

TYPICAL APPLICATIONS (cont.) 

SIGN/MAGNITUDE CONVERTER 

VELOCITY 
COMMAND 

+/-5V 

Figure 17. Four quadrant control loop. 

BIPOLAR 
10k TACH GAIN 10k 

4.99k 4.99k 
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~UNITRODE 
UC1633 
UC2633 
UC3633 

Phase Locked Frequency Controller 

FEATURES 
• Precision Phase Locked Frequency 

Control System 

• Crystal Oscillator 

• Programmable Reference Frequency 
Dividers 

• Phase Detector with Absolute Frequency 
Steering 

• Digital Lock Indicator 

• Double Edge Option on the Frequency 
Feedback Sensing Amplifier 

• Two High Current Op-Amps 

• 5V Reference Output 

BLOCK DIAGRAM 

4197 

DESCRIPTION 
The UC1633 family of integrated circuits was designed for use in phase 
locked frequency control loops. While optimized for precision speed 
control of DC motors, these devices are universal enough for most ap
plications that require phase locked control. A precise reference fre
quency can be generated using the device's high frequency oscillator 
and programmable frequency dividers. The oscillator operates using a 
broad range of crystals, or, can function as a buffer stage to an external 
frequency source. 

The phase detector on these integrated circuits compares the refer
ence frequency with a frequency/phase feedback signal. In the case of 
a motor, feedback is obtained at a hall output of other speed detection 
device. This signal is buffered by a sense ampilfier that squares up the 
signal as it goes into the digital phase detector. The phase detector re
sponds proportionally to the phase error between the reference and the 
sense amplifier output. This phase detector includes absolute fre
quency steering to provide maximum drive signals when any frequency 
error exists. This feature allows optimum start-up and lock times to be 
realized. 

Two op-amps are included that can be configured to provide necessary 
loop filtering. The outputs of the op-amps will source or sink in excess 
of 16mA, so they can provide a low impedence control Signal to driving 
circuits. 

Additional features include a double edge option on the sense amplifier 
that can be used to double the loop reference frequency for increased 
loop bandwidths. A digital lock signal is provided that indicates when 
there is zero frequency error, and a 5V reference output allows DC op
erating levels to be accurately set. 

+5V +VIN Gnd 
Out 
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ABSOLUTE MAXIMUM RATINGS 

UC1633 

UC2633 

UC3633 
Input Supply Voltage (+VIN) ........................ +20V 
Reference Output Current ........................ -30mA 
Op-Amp Output Currents. . . . . . . . . . . . . . . . . . . . . . .. ±30mA 

Notet: Voltages are referenced to ground, (Pin 16). Currents 
are positive into, negative out of, the specified terminals. 

Op-Amp Input Voltages ..................... -.3V to +20V 
Phase Detector Output Current. . . . . . . . . . . . . . . . . .. ±10mA 
Lock Indicator Output Current . . . . . . . . . . . . . .. . . . .. + 15mA 

Note 2: Consult Packaging Section of Databook for thermallimi
tations and considerations of package. 

Lock Indicator Output Voltage ...................... +20V 
Divide Select Input Voltages ................. -.3V to +1 OV 
Double Edge Disable Input Voltage ............ -.3V to +10V CONNECTION DIAGRAMS 

Oscillator Input Voltage ...................... -.3V to +5V 
Sense Amplifier Input Voltage . . . . . . . . . . . . . . .. .3V to +20V 
Power Dissipation at T A = 25°C (Note 2 ........... 1000mW 
Power dissipation at Tc = 25°C (Note 2) ........... 2000mW 
Operating Junction Temperature ........... -55°C to +150°C 
Storage Temperature .................... -65°C to + 150°C 
Lead Temperature (Soldering, 10 Seconds) .......... 300°C 

DIL-16 (TOP VIEW) 
J or N Package 

Diy 4/5 
Input 

Diy 2/4/8 2 
Input 

Lock Incg~~~~~ 3 

Phase Detector 
Output 

Dbl Edge 
Disable Inpu,t 

Sense I~:J: 6 

5V Ref 
Output 7 

Loop Amp 
Inv Input 

11 ~~x In~~r 

10 ~~~.I~:~nput 
9 ~~~~utmp 

PLCC-20 (TOP VIEW) 
Q Package 

/3 2 1 2019 

4 18 

5 17 
6 16 

7 15 

8 14 
9 10 11 12 13 

PACKAGE PIN FUNCTION 
FUNCTION PIN 

N/C 1 
Div 4/5 Input 2 
Div 2/4/8 Input 3 
Lock Indicator Outout 4 
Phase Detector Outout 5 
N/C 6 
Dbl Edge Disable Input 7 
Sense Amp Input 8 
5V Ref Output 9 
Looo Amo Inv Inout 10 
Nrc 11 
Loop Amp Output 12 
Aux Amp Non-Inv Input 13 
Aux Amp Inv Input 14 
Aux Amp Outout 15 
N/C 16 
+VIN 17 
OSCOutout 18 
OSC Input 19 
Ground 20 

ELECTRICAL CHARACTERISTICS: (Unless otherwise stated, these specifications apply for TA = O°C to + 70°C for the 
UC3633, -25°C to +85°C forthe UC2633, -55°C to +125°C for the UC1633, +VIN = 
12V; TA=TJ.) 

PARAMETER TEST CONDITIONS MIN. TYP. MAX. UNITS 

Supply Current +VIN = 15V 20 28 mA 

Reference 

Output Voltage (VREF) 4.75 5.0 5.25 V 

Load Regulation lOUT = OV to 7mA 5.0 20 mV 

Line Regulation +VIN = 8V to 15V 2.0 20 mV 

Short Circuit Current VOUT=OV 12 30 mA 

Oscillator 

DC Voltage Gain Oscillator Input to Oscillator Output 12 16 20 dB 

Input DC Level (VIS) Oscillator Input Pin Open, TJ = 25°C 1.15 1.3 1.45 V 

Input Impedance (Note 3) VIN = VIS ±O.5V, TJ = 25°C 1.3 1.6 1.9 kQ 

Output DC Level Oscillator Input Pin Open, TJ = 25°C 1.2 1.4 1.6 V 

Maximum Operating Frequency 10 MHz 

Dividers 

Maximum Input Frequency Input = 1 Vpp at Oscillator Input 10 MHz 

Div. 4/5 Input Current Input = 5V (Div. by 4) 150 500 IJA 
Input = OV (Div. by 5) -5.0 0.0 5.0 IJA 

Div. 4/5 Threshold 0.5 1.6 2.2 V 

Note 3: These impedence levels will vary with TJ at about 1700ppm;oC 
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UC1633 
UC2633 
UC3633 

ELECTRICAL (Unless otherwise stated, these specifications apply for TA = O°C to +70°C for the UC3633, 
CHARACTERISTICS (cont.): -25°C to +85°C for the UC2633, -55°C to + 125°C for the UC1633, +VIN = 12V; TA= TJ.) 

PARAMETER TEST CONDITIONS MIN. TYP. MAX. UNITS 

Dividers (cont.) 

Div. 214/8 Input Current Input = 5V (Div. by 8) 150 500 IlA 

Input = OV (Div. by 2) -500 -150 IlA 

Div. 214/8 Open Circuit Voltage Input Current = 01lA (Div. by 4) 1.5 2.5 3.5 V 

Div. by 2 Threshold 0.20 0.8 V 

Div. bl' 4 Threshold 1.5 3.5 V 

Div. by 8 Threshold Volts Below VREF 0.20 0.8 V 

Sense Amplifier 

Threshold Voltage Percent of VREF 27 30 33 % 

Threshold Hysteresis 10 mV 

Input Bias Current Input = 1.5V -1.0 -0.2 IlA 
Double Edge Disable Input 

Input Current Input = 5V (Disabled) 150 500 IlA 
Input = OV (Enabled) -5.0 0.0 5.0 IlA 

Threshold Voltage 0.5 1.6 2.2 v 

Phase Detector 

High Output Level Positive Phase/Freq. Error, Volts Below VREF 0.2 0.5 V 

Low Output Level Negative Phase/Freq. Error 0.2 0.5 V 

Mid Output Level Zero PhaselFreq. Error, Percent of VREF 47 50 53 % 

High Level Maximum Source Current VouT=4.3V 2.0 8.0 mA 

Low Level Maximum Sink Current VouT=0.7V 2.0 5.0 mA 

Mid Level Output Impedance (Note 3) lOUT = -200 to +2001lA, TJ = 25°C 4.5 6.0 7.5 kn 

Lock Indicator Output 

Saturation Voltage Freq. Error, lOUT = 5mA 0.3 0.45 V 

Leakage Current Zero Freq. Error, VOUT= 15V 0.1 1.0 IlA 
Loop Amplifier 

NON INV. Reference Voltage Percent of VREF 47 50 53 % 

Input Bias Current Input = 2.5V -0.8 -0.2 IlA 
AVOL 60 75 dB 

PSRR +VIN = 8V to 15V 70 100 dB 

Short Circuit Current Source, VOUT = OV 16 35 mA 

Sink, VOUT = 5V 16 30 mA 

Auxiliary Op-Amp 

Input Offset Voltage VCM=2.5V 8 mV 

Input Bias Current VCM=2.5V -0.8 -0.2 IlA 
Input Offset Current VCM=2.5V .01 0.1 IlA 
AVOL 70 120 dB 

PSRR +VIN = 8V to 15V 70 100 dB 

CMRR VCM = OV to 10V 70 100 dB 

Short Circuit Current Source, VOUT = OV 16 35 rnA 

Sink, VOUT = 5V 16 30 rnA 

Note 3: These impedence levels will vary with TJ at about 1700ppml"C 
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APPLICATION AND OPERATING INFORMATION 
Determining the Oscillator Frequency 

The frequency at the oscillator is determined by the de
sired RPM of the motor, the divide ratio selected, the 
number of poles in the motor, and the state of the double 
edge select pin. 

fosc(Hz) = (Divide Ratio) • (Motor RPM) • (1/60 SECIMIN) • 
(No. of Rotor PoleS/2) • (x 2 if Pin 5 Low) 

UC1633 
UC2633 
UC3633 

The resulting reference frequency appearing at the phase 
detector inputs is equal to the oscillator frequency divided 
by the selected divide ratio. If the. double edge option is 
used, (Pin 5 low), the frequency of the sense amplifier in
put signal is doubled by responding to both the rising and 
falling edges of the input signal. Using this option, the loop 
reference frequency can be doubled for a given motor 
RPM. 

Recommended Oscillator Configuration Using AT Cut Quartz Crystal 

[ -=-1Vpp IV' 
.01IlF1\ May Be Required 
470n To ~revent 

Spurious 
Oscillation 

External Reference Frequency Input 

External Reference 7 
TO 2VpP JV -f---j .01I1 F 

Or 

-.2Vpp to 2V JlI 

Method for Deriving Rotation Feedback Signal from Analog Hall Effect Device 

'Vpp 
>300mVpp 
Low Level 
Analog Hall 

Output 

VREF 
Output 

232k '----l 

1.5V 

'This signal may require filtering if chopped mode drive scheme is used. 
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APPLICATION AND OPERATION INFORMATION 
Phase Detector Operation 
The phase detector on these devices is a digital circuit 
that responds to the rising edges of the detector's two in
puts. The phase detector output has three states: a high, 
5V state, a low, OV state, and a middle, 2.5V state. In the 
high and low states the output impedance of the detector 
is low and the middle state output impedence is high, typi
cally 6.0k.Q. When there is any static frequency difference 
between the inputs, the detector output is fixed at its high 
level if the +input (the sense amplifier signal) is greater in 
frequency, and fixed at its low level if the -input (the refer
ence frequency signal) is greater in frequency. 

When the frequencies of the two inputs to the detector 
are equal, the phase detector switches between its middle 
state and either the high or low states, depending on the 
relative phase of the two signals. If the +input is leading in 
phase then, during each period of the input frequency, the 
detector output will be high for a time equal to the time dif
ference between the rising edges of the inputs, and will 
be at its middle level for the remainder of the period. If the 
phase relationship is reversed, then the detector will go 
low for a time proportional to the phase difference of the 
inputs. The resulting gain of the phase detector. kia, is 

UC1633 
UC2633 
UC3633 

5V/4rc radians or about O.4V1radian. The dynamic range of 
the detector is ±2rc radians. 

The operation of the phase detector is illustrated in the 
figures below. The upper figure shows typical voltage 
waveforms seen at the detector output for leading and 
lagging phase conditions. The lower figure is a stat~ dia
gram of the phase detector logic. In this figure, the circles 
represent the 10 possible states of the logic, and the con
necting arrows represent the transition events/paths to 
and from these states. Transition arrows that have a clock
wise rotation are the result of a rising edge on the +input, 
and conversely, those with counter-clockwise rotation are 
tied to the rising edge of the -input signal. 

The normal operational states of the logic are 6 and 7 for 
positive phase error, 1 and 2 for a negative phase error. 
States 8 and 9 occur during positive frequency error, 3 
and 4 during negative frequency error. States 5 and 10 
occur only as the inputs cross over from the frequency er
ror to a normal phase error only condition. The level of the 
phase detector output is determined by the logiC state as 
defined in the state diagram figure. The lock indicator out
put is high, off, when the detector is in states 1, 2, 6, or 7. 

Typical Phase Detector Output Waveforms 

T 
(One Period of 

Reference Frequency) 

r---1 
2.5V -T 

~4~ 
~ Sense Amplifier Input 

Leading Reference 
Frequency Input 

OV ----------~~------------ By 90 Degrees 

5V ----------------------------

~ 
Sense Amplifier Input 
Trailing Reference 
Frequency Input 

2.SV 

o By 90 Degrees 

Phase Detector State Diagram 

Rising Edge ~ C Rising Edge 
on Phase Detector on Phase Detector 

·Input +lnput 
(Reference) + (Sense Amp) 

I I 

Output-5V ! Output=2.5V! Output=OV 

Digital Lock Indicator High During Stat •• 1. 2, 6 and 7. 
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APPLICATION AND OPERATION INFORMATION 

UC1633 
UC2633 
UC3633 

Suggested Loop Filter Configuration 

R1 

From Ref. 
Filter D-e",/\t\,......-i 1--..------1 

VIN 'R4~ 
I Loop 
: Amp 

VADJ.5V or OV 

+ 

R3 

To Power 
VOUT Drive Stage 

UC1S33 

* The static phase error of the loop is easily adjusted by 
adding resistor, R4, as shown. To lock at zero phase error 
R4 is determined by: 

R4= 2.5V- Rs 
Ill. VouTI 

VOUT Rs 1 +%z 
--(5)=-----

VIN Rl 1 + 7'rop 

1 
ffip= R2Cl 

1 
ffiz = -:=--=-:--:::=-

(Rl+ R2) Cl 

Where: I .. !WOUTI = IVOUT - 2.5VI 
and VOUT = DC Operating Voltage At 
Loop Amplifier Output During Phase Lock 

If: (VOUT - 2.5) > 0, R4 Goes to OV 
(VOUT - 2.5) < 0, R4 Goes to 5.0V 

Reference Filter Configuration 

C1 

From 
Phase Detector Rl 

Output 
VIN 

Reference Filter Design Aid - Gain Response 

10 

iii" 
~ 0.0 

c: 
'a; 

-10 

C!:l 
G) -20 

'" !!! -30 "0 
> 

-40 

~ , 

~ :-- ,\""'" ,~- ...... --
t---- ~' ~-......... , ....... 

501-

'-.....~ :,"'''' 20r--
10 r--

~.''-l'~r--
"- 1--11-

"-
"-

I'. 
1\ 

0,1 0.2 0.4 O,S 0.8 1 2 4 S 8 10 

Normalized Frequency - (ro/roN) 

Variable is 1/~2 
(For Rl=R2. 1/~2=Cl/C2) 
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VOUT 1 
-- (5) = ----:-:'-;;--,,--

VIN 1+52~+L 
OJN OJN2 

Note: with Rl = R2, ~ = ~ ~ 
Reference Filter Design Aid - Phase Response 

., 0.0 
G) -20 G) 

C, -40 Q) 

~ -SO 

-80 

:E -100 
en ., ·120 
Ul -140 ttl 
.r: 

-ISO c.. 
-180 

~ ~ :::::---
~ ::;: ~t----
~ N ~ ~'. 50 "~ 

~ ~~~ 
20 - --
10 - --

~> '5 , '·2 - --

~ '1 

\\\\: 10" 
\~ ~ ~ 
~ [;;:3: ~:::, 

0,1 0.2 0.4 O,S 0.8 1 2 4 6 810 

Normalized Frequency - (ro/roN) 

Variable is 1/~2 
(For Rl=R2. 1/~2=Cl/C2) 



APPLICATION AND OPERATION INFORMATION 

UC1633 
UC2633 
UC3633 

Design Example 

4.7k 

+12V In 

Lock Indication 
Output 

Precision phase locked frequency control of 3-phase motor 
at 3600 RPM. Drive scheme is current fed using the UC3620 
switch-mode driver for 3-1\> motors. 

+Vcc 

KV = .022V-SEC/RAD 
KT = 022NMI AMP 
J = lo5E-3 NM-SEC2 

(Includes 3-5" Platters) 

111 (TANT) 
.I ,---------, 
= I 4-Pole I 

I 3-Phase I 

0.20 

Motor I 

I 
I 
I 
I 
I 
I 

Outputs I ______ .J 

Bode Plots - Design Example Open Loop Response 

80 1.) KLF(S) • KRF(S) 

60 N • K¢ • Gpo. Kr 
2.*) ~ .J 

40'-' 
i~· 3.) Combined Overall Open Loop Response 

iil 

'" 
Where: ~ 

O· 

c ~ KLF(S) = Loop Filter Response 
·tii -20 2 '" KRF(S) = Reference Filter Response 
(!J 

N = 4 (Using Double Edge Sensing With 4 Pole -40· 
Motor) 

-60! K<\l = Phase Detector Gain (.4V/RAD) 

-80! ~ GPD = Power Stage Transductance (1A1V) 

.01.02 .050.10.2 0.5 1 2 5 10 20 50100 KT = Motor Torque Constant (.022NM/A) 
J = Motor Moment of Inertia (.001SNM/A - SEC2) 

Normalized Frequency - I II I! ~(fl! = 4Hz) s = 21tjf 

*Note: For a current mode driver the electrical time constant, LM / RM, of the motor does not enter into the small signal response. 
If a voltage mode drive scheme is used, then the asymptote, plotted as 2 above, can be approximated by: 

N-Kt/J-Kpo-Kr -ru:: Kr2 f RM 
if: RM> Kr''V"7 and, < < ---

s2_ J _ RM 2rc-J-RM 21t-LM 

Here: Kpo = Voltage gain of Driver Stage 
RM = Motor Winding Resistance 
LM = Motor Winding Inductance 

UNITRODE CORPORATION 
7 CONTINENTAL BLVD.' MERRIMACK. NH 03054 
TEL. (603) 424-2410 • FAX (603) 424·3460 
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~UNITRODE 
UC1634 
UC2634 
UC3634 

Phase Locked Frequency Controller 

FEATURES 

• Precision Phase Locked Frequency Control 
System 

• Communication Logic for 2-Phase Motors 

• Disable Input for Motor Inhibit 

• Crystal Oscillator 

• Programmable Reference Frequency Dividers 

• Phase Detector with Absolute Frequency 
Steering 

• Digital Lock Indicator 

• Two High Current Op-Amps 

• 5V Reference Output 

BLOCK DIAGRAM 

Input 

6/93 

Two Phase 
Drive Logic 

Amplifier 

DESCRIPTION 
The UC1634 series of devices is optimized to provide precision 
phase locked frequency control for two phase DC brushless mo
tors. These devices include most of the features of the general 
purpose UC1633 Phase Locked Control family and also provide 
the out-of-phase commutation signals required for driving two 
phase brushless motors. Only an external power booster stage is 
required for a complete drive and control system. 

The two commutation outputs are open collector devices that can 
sink in excess of 16mA. A disable input allows the user to simUl
taneously force both of these outputs to an active low state. Dou
ble edge logic, following the sense amplifier, doubles the 
reference frequency at the phase detector by responding to both 
edges of the input signal at Pin 7. 

Divide 
Select 

2.5V 

5.0V 
Out 

8-70 
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ABSOLUTE MAXIMUM RATINGS (Note 1, 2) 

UC1634 
UC2634 
UC3634 

Input Supply Voltage (+VIN) ........................ +20V 
Reference Output Current . . . . . . . . . . . . . . . . . . . . . .. -30mA 
Op-Amp Output Currents. . . . . . . . . . . . . . . . . . . . . . .. ::I:30mA 

Note 1: Voltages are referenced to ground, (Pin 16, DIL Pack
age). Currents are positive into, negative out of, the specified 
terminals. 

Op-Amp Input Voltages ..................... -.3V to +20V 
Phase Detector Output Current . . . . . . . . . . . . . . . . . .. ±10mA 
Lock Indicator Output Current .. . . . . . . . . . . . . . . . . .. + 15mA 

Note 2: Consult Packaging Section of Databook for thermallimi
tations and considerations of package. 

Lock Indicator Output Voltage ...................... +20V CONNECTION DIAGRAMS 
Divide Select Input Voltage .................. -.3V to + 1 OV 
Disable Input Voltage ....................... -.3V to +10V 
Oscillator Input Voltage ...................... -.3V to +5V 
Sense Amplifier Input Voltage ................ -.3V to +20V 
Driver Output Currents. . . . . . . . . . . . . . . . . . . . . . . . .. +30mA 
Driver Output Voltages ............................ +20V 
Power Dissipation at TA = 25°C(Note 2) ........... 1000mW 
Power Dissipation at Tc = 25°C (Note 2) ........... 2000mW 
Operating Junction Temperature ........... -55°C to +150°C 
Storage Temperature .................... -65°C to +150°C 
Lead Temperature (Soldering, 10 Seconds) .......... 300°C 

OIL-16, SOIC-16 (TOP VIEW) 
J or N Package, OW Package 

Div. 2/4/8 
Input 

Lock Indica tor 
Output 

Phase Detector 
Output 
Disable 

Input 
Driver A 

Output 
Driver B 

Output 
Sense Amp 

Input 
5V Ref. 

Output 

12 Buffer Amp. 
Output 

11 Buffer Amp. 
Input 

10 Loop Amp. 
Output 

9 Loop Amp. 
Inv. Input 

PLCC-20 (TOP VIEW) 
QPackage 

/3 2 1 2019 

4 18 

5 17 

6 16 

7 15 

8 14 
9 10 11 12 13 

PACKAGE PIN FUNCTlON 

FUNCTION PIN 

N/C 1 
DIV 21418 2 
Lock Indicator Output 3 
Phase Detector 4 
Output 
Disable Input 5 
N/C 6 
Driver A Output 7 
Driver B Output 8 
Sense Amp Output 9 
5V Ref Output 10 
Loop Amp Inv Input 11 
Loop Amp Output 12 
Buffer Amp Input 13 
Buffer Amp Output 14 
+VIN 15 
N/C 16 
OSCOutput 17 
OSC Input 18 
Ground 19 
DIV 4/5 Input 20 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these specifications apply for TA = O°C to +70°C for the 
UC3634, -25°C to + 85°C forthe UC2634 and -55°C to + 125°C for the UC1634, 
+VIN-12V. TA=TJ -

PARAMETERS TEST CONDITIONS MIN TYP MAX IUNITS 
Supply Current +VIN = 15V 20 29 I mA 

Reference 
Output Voltage (VREF) 4.75 5.0 5.25 V 

Load Regulation lOUT = OmA to 7mA 5.0 20 mV 

Line Regulation +VIN=8Vto 15V 2.0 20 mV 

Short Circuit Current VOUT=OV 12 30 mA 

Oscillator 

DC Voltage Gain Oscillator In to Oscillator Out 12 16 20 dB 

Input DC Level (VIB) Oscillator In Pin Open, TJ = 25°C 1.15 1.3 1.45 V 

Input Impedance (Note 3) VIN = VIB ± 0.5V, TJ = 25°C 1.3 1.6 1.9 kQ 

Output DC Level Oscillator In Pin Open, TJ = 25°C 1.2 1.4 1.6 V 

Maximum Operatinll Frequenc~ 10 MHz 

Dividers 

Maximum Input Frequenc:y_ Input = 1 VPp at Oscillator In 10 MHz 

Div. 415 Input Current Input = 5V (Div. by 4) 150 500 IlA 
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UC1634 
UC2634 
UC3634 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these specifications apply for TA = O°C to +70°C for the 
UC3634, -25°C to + 85°C for the UC2634 and -55°C to + 125°C for the UC1634, 
+VIN=12V. TA=TJ 

PARAMETERS TEST CONDITIONS MIN TYP MAX UNITS 

Dividers (cont.) 

Div. 415 Input Threshold 0.5 1.6 • 2.2 V 
(Q Package Only, Note 4) 

Div. 214/8 Input Current Input = 5V (Div. by 8) 150 500 !!A 
Input = OV (Div. by 2) -500 -150 !!A 

Div. 214/8 Open Current Voltage Input Current = O!!A (Div. by 4) 1.5 2.5 3.5 V 

Div. by2 Threshold 0.20 0.8 V 

Div. by 4 Threshold 1.5 3.5 V 

Div. by 8 Threshold Volts Below VREF 0.20 0.8 V 

Sense Amplifier 

Threshold Voltage Percent of VREF 27 30 33 % 

Threshold Hysteresis 10 mV 

Input Bias Current Input = 1.5V -1.0 -0.2 !!A 
Two Phase Drive Outputs, A and B 

Saturation Voltage lOUT = 16mA 0.3 0.6 V 

Leakage Current VOUT= 15V 0.1 5.0 !!A 
Disable Input 

Input Current Input = 5V (Disabled, A and B Outputs Active Low) 150 500 !!A 
Input = OV (Enabled) -5.0 0.0 5.0 !!A 

Threshold Voltage 0.5 1.6 2.2 V 

Phase Detector 

High Output Level Positive Phase / Freq. Error, Volts Below VREF 0.2 0.5 V 

Low Output Level Negative Phase / Freq. Error 0.2 0.5 V 

Mid Output Level Zero Phase / Freq. Error, Percent of VREF 47 50 53 % 

High Level Maximum Source Current VouT=4.3V 2.0 8.0 mA 

Low Level Maximum Sink Current VouT=O.7V 2.0 5.0 mA 

Mid Level Output Impedance (Note 3) lOUT = -200 to +200!!A, TJ = 25°C 4.5 6.0 7.5 kQ 

Lock Indicator Output 

Saturation Voltage Freq. Error, lOUT = 5mA 0.3 0.45 V 

Leakage Current Zero Freq. Error, VOUT = 15V 0.1 1.0 !!A 
Loop_Amplifier 

N INV. Reference Voltage Percent of VREF 47 50 53 % 

Input Bias Current Input=2.5V -0.8 -0.2 ~ 

AVOL 60 75 dB 

PSRR +VIN = 8V to 15V 70 100 dB 

Short Circuit Current Source, VOUT = OV 16 35 mA 

Sink, VOUT = 5V 16 30 mA 

Buffer Op-Amp 

Input Offset Voltage VCM=2.5V 8 mV 

Input Bias Current VCM=2.5V -0.8 -0.2 !!A 
PSRR +VIN = 8 to 15V 70 100 dB 

CMRR VCM=Ot010V 70 100 dB 

Short Circuit Current Source, VOUT = OV 16 35 mA 

Sink, VOUT = 5V 16 30 mA 

Note 3: These impedance levels will vary with TJ at about 1700pprnl°C. 
Note 4: This part is also available in a 20 pin plastic leadless chip carrier, Q designator, where a divide by 4/5 select pin is available. 

Consult factory for details. 
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APPLICATION AND OPERATION INFORMATION (For additional information see UC1633 data sheet) 

Design Example: 

UC1634 
UC2634 
UC3634 

Precision phased locked frequency control of a 2-phase motor at 3600 RPM. Using the commutation logic on the 
UC3634, a simple discrete drive scheme is possible. 

Motor 
Lock Indication Disable 

Output Input 

4.91520MHz 
R10 10pF 

~H 

+12V 
IN 

UNITROOE CORPORATION 

R1 

7 CONTINENTAL BLVD .• MERRIMACK, NH 03054 
TEL. (603) 424-2410. FAX (603) 424-3460 

C1J. C2 R4 R5 
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~UNITRODE 
UC1635 
UC2635 
UC3635 

Phase Locked Frequency Controller 

FEATURES DESCRIPTION 

• 

• 
• 

• 

• 

• 

• 
• 

Precision Phase Locked Frequency 
Control System 

Crystal Oscillator 

Programmable Reference Frequency 
Dividers 

The UC1635 family of integrated circuits was designed for use in preci
sion speed control of DC motors. An extension to the UC1633 line of 
phase locked controllers, these devices provide access to both of the 
digital phase detector's inputs, and include a reference frequency di
vider output pin. With this added flexibility, this family of controllers can 
be used to obtain phase synchronization of multiple motors. 

~~a:rTn~etector with Absolute Frequency A reference frequency can be generated using the device's crystal oscil
lator and programmable dividers. The oscillator operates using a broad 
range of crystals, or, can function as a buffer stage to an external fre
quency source. 

Separate Divider Outputs and Phase 
Detector Input Pins 

Double Edge Option on the Frequency 
Feedback Sensing Amplifier 

Two High Current Op Amps 

5V Reference Output 

The phase detector responds proportionally to the phase error between 
the detector's minus input pin and the sense amplifier output. This 
phase detector includes absolute frequency steering to provide maxi
mum drive signals when any frequency error exists. This feature allows 
optimum start-up and lock times to be realized. 

Two op-amps are included that can be configured to provide necessary 
loop filtering. The outputs of these op-amps will source or sink in excess 
of 16mA, so they can provide a low impedance control signal to driving 
circuits. 

Additional features include a double edge option on the sense amplifier 
that can be used to double the loop reference frequency for increased 
loop bandwidths. A 5V reference output can be used to accurately set 
DC operating levels. 

BLOCK DIAGRAM 

7197 

Sense Amp 6 
Input 

OSC 
Output 
1~--------------------, 

Dbl Edge Double Edge 
Disab Ie 5 f--_D::.;ic.::.s;:;.;a b::..;.le"--_-<L--' 

Input 
Auxiliary Op·Amp 

Phase 
4 Detector 

Output 

Aux Amp 
10 Non-Inv Input 

11 Aux Amp 
Inv Input 

91-------181-------17 1--------1121--------' 
Loop Amp Loop Amp SV Ref +VIN Ground Aux Amp 

Output Inv Input Output Output 
UDG·92019 
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ABSOLUTE MAXIMUM RATINGS 
Input Supply Voltage (+VIN) .................... +20V 
Reference Output Current ..................... -30mA 
Op-Amp Output Currents .................... ±30mA 
Op-Amp Input Voltages. . . . . . . . . . . . . . . . .. -0.3 to +20V 
Phase Detector Input Voltage ............. -0.3V to +5V 
Phase Detector Output Current ................ ±10mA 
Lock Indicator Output Current . . . . . . . . . . . . . . . .. + 15mA 
Lock Indicator Output Voltage ................... +20V 
Divide Select Input Voltages . . . . . . . . . . .. -0.3V to + 1 OV 
Double Edge Disable Input Voltage ....... -0.3V to + 1 OV 
Oscillator Input Voltage . . . . . . . . . . . . . . . . . . -0.3V to +5V 
Sense Amplifier Input Voltage . . . . . . . . . . . . -0.3V to +20V 
Power Dissipation at TA = 25°C, (Note 2) ....... 1000mW 
Power Dissipation at Tc = 25°C, (Note 2) ....... 2000mW 
Operating Junction Temperature ......... -55° to 150°C 
Storage Temperature ................. -65° to +150°C 
Lead Temperature (Soldering, 10 Seconds) ....... 3000C 

Note 1: Voltages are referenced to ground, (Pin 16). Cu"ents 
are positive into, negative out of, the specified terminals. 
Note 2: Consult Unitrode Integrated Circuits databook for in
formation regarding thermal specifications and limitations of 
packages. 

DIL-16 (Top View) 
J & N Packages 

Div 2/4 

Phase Detector 
·Input 

Divider 
Output 

Phase Detector 
Output 

Obi Edge 
Disable Input 

Sense Amp 
Input 

5V Ref 
Output 7 

Loop Amp 
Inv Input 

11 ~~x I:p~r 

10 ~~~-I~;~nput 
9 ~~~~utmp 

UC1635 
UC2635 
UC3635 

CONNECTION DIAGRAMS 
SOIC-16 (Top View) 
DWPackage 

Div 2/4 1 

Phase Detector 
·Input 

Divider 
Output 

Phase Detector 
Output 

Obi Edge Aux Amp 
Disable Input Output 

Sense I~::J: 6 ~~x InAp~r 
5V Ref Aux Amp 
Output Non-Inv Input 

Lf~~ I~::J: _L-L _______ ...--9 ~~~gutmp 

PLCC-20 & LCC-20 PACKAGE PIN FUNCTION 
(Top View) FUNCTION PIN 

Q & L Packages N/C 1 
Div2l4 2 
Phase Detector Inout 3 
Divider Outout 4 
Phase Detector Outout 5 

/3 2 1 2019 N/C 6 
Dbl Edne Disable Inout 7 

4 18 Sense Amo Inout 8 
5 17 5V Ref Outout 9 

6 16 Looo Amo Inv Inout 10 

7 15 
N/C 11 
Looo Amo Outout 12 

8 14 Aux Amo Non-Inv Inout 13 
9 10 11 12 13 Aux Amo Inv InDut 14 

Aux Amo Outout 15 
N/C 16 
+VIN 17 
OSCOutout 18 
OSC Inout 19 
Ground 20 

ELECTRICAL Unless otherwise stated, specifications hold for TA = O°C to +70°C for the UC3635, -25°C to +85°C for 
CHARACTERISTICS: the UC2635 and -55°C to +125°Cforthe UC1635, +VIN = 12V. TA =TJ. 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

Supply Current +VIN = 15V 20 28 mA 

Reference 

Output Voltage (VREF) 4.75 5.0 5.25 V 

Load Regulation lOUT = 0 to 7mA 5.0 20 mV 

Line Regulation +VIN = 8 to 15V 2.0 20 mV 

Short Circuit Current VOUT=OV 15 35 mA 
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UC1635 
UC2635 
UC3635 

ELECTRICAL CHARACTERISTICS: Unless othelWise stated, specifications hold for TA = DoC to +70°C for the UC3635, 
-25°C to +85°C for the UC2635 and -55°C to +125°C for the UC1635, +Vin = 12V. TA = TJ. 

PARAMETER TEST CONDITIONS 

Oscillator 

DC Voltage Gain Oscillator Input to Oscillator Output 

Input DC Level (VIB) Oscillator Input Pin Open, TJ = 25°C 

Input Impedance (Note 2) VIN = VIB ±O.5V, TJ = 25°C 

Output DC Level Oscillator Input Pin Open, TJ = 25°C 

Maximum Operating Frequency 

Dividers 

Maximum Input Frequency Input = 1Vpp at Oscillator Input 

Div 214 Input Current Input = 5V (Div. by 2) 

Input = OV (Div. by 4) 

Div 214 Threshold 

Divider Output High Level (w/6.8k Load to GND) 

Low Level (Open Collector Leakage) 

Sense Amplifier 

Threshold Voltage Percent of VREF 

Threshold Hysteresis 

Input Bias Current Input = 1.5V 

Double Edge Disable Input 

Input Current Input = 5V (Disabled) 

Input = OV (Enabled) 

Threshold Voltage 

Phase Detector 

-Input Threshold Detector Responds to Falling Edge 

-Input Current Input = 2.2V 

High Output Level Positive Phase/Freq. Error, Volts Below VREF 

Low Output Level Negative Phase/Freq. Error 

Mid Output Level Zero PhaselFreq. Error, Percent of VREF 

High Level Maximum Source VouT=4.3V 
Current 

Low Level Maximum Sink Current VouTO.7V 

Mid Level Output Impedance lOUT = -200 to +2001lA, TJ = 25°C 
(Note 3) 

Loop Amplifier 

Non-Inv Reference Voltage Percent of VREF 

Input Bias Current Input=2.5V 

AVOL 

PSRR +VIN = 8 to 15V 

Short Circuit Current Source, VOUT = OV 

Sink, VOUT = 5V 

Note 3: These impedance levels will vaty with TJ at about 1700ppm/° C. 
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MIN TYP MAX· UNITS 

12 16 20 dB 

1.15 1.3 1.45 V 

1.3 1.6 1.9 kO 

1.2 1.4 1.6 V 

10 MHz 

10 MHz 

150 500 IlA 
-5.0 0.0 5.0 IlA 
0.5 1.6 2.2 V 

4.0 4.5 V 

10 IlA 

27 30 33 % 

10 mV 

-1.0 -0.2 IlA 

150 500 IlA 
-5.0 0.0 5.0 IlA 

0.5 1.6 2.2 V 

0.5 1.6 2.2 V 

100 250 IlA 
0.2 0.5 V 

0.2 0.5 V 

47 50 53 % 

2.0 8.0 mA 

2.0 5.0 mA 

4.5 6.0 7.5 kO 

47 50 53 % 

-0.8 -0.2 IlA 
60 75 dB 

70 100 dB 

16 35 mA 

16 30 mA 



UC1635 
UC2635 
UC3635 

ELECTRICAL CHARACTERISTICS (cont.): Unless otherwise stated, specifications hold for TA = O°C to +70°C for the 
UC3635, -25°C to +85°C for the UC2635 and -55°C to +125°C for the UC1635, +Vin = 12V. TA = TJ. 

PARAMETER 

Auxiliary Op-Amp 

Input Offset Voltage 

Input Bias Current 

Input Offset Current 

AVOL 

PSRR 

CMRR 

Short Circuit Current 

TEST CONDITIONS MIN 

VCM=2.5V 

VCM=2.5V -0.8 

VCM=2.5V 

70 

+VIN= 8 to 15V 70 

VCM =Oto 10V 70 

Source, VOUT = OV 16 

Sink, VOUT = 5V 16 

Application and Operation Information 
(For Additional Application Information see the UC1633 Data Sheet) 

(Pin numbers refer to OIL and SOIC packages) 

Phase Detector Input Detail 

Phase 
Detector 

Input 

~2.2 TO 5V 

o TO O.5V 

2 
lk 

: UC1635 

I 
L __ 

5V Reference 

20k To Load 

20k 

- -

TYP 

-0.2 

.01 

120 

100 

100 

35 

30 

UDG·92012 

Reference Divider Out ut Detail 

UNITRODE CORPORATION 
7 CONTINENTAL BLVD .• MERRIMACK, NH 03054 
TEL. (603) 424-2410. FAX (603) 424-3460 

5V Reference 

20k 

From Logic 

Phase 
Detector 

Input 

.8-77 

Divider 
I Output 
3r---.... 

I 
__ .J 

UDG·92011-1 

MAX UNITS 

8 mV 

i!A 
0.1 i!A 

dB 

dB 

dB 

rnA 

rnA 



~UNITRODE 
UC1637 
UC2637 
UC3637 

Switched Mode Controller for DC Motor Drive 

FEATURES 
• Single or Dual Supply 

Operation 

• ±2.5V to ±20V Input Supply 
Range 

• ±5% Initial Oscillator 
Accuracy; ± 10% Over 
Temperature 

• Pulse-by-Pulse Current 
Limiting 

• Under-Voltage Lockout 

• Shutdown Input with 
Temperature Compensated 
2.5V Threshold 

• Uncommitted PWM 
Comparators for Design 
Flexibility 

• Dual 100mA, Source/Sink 
Output Drivers 

BLOCK DIAGRAM 

DESCRIPTION 
The UC1637 is a pulse width modulator circuit intended to be used for a variety of 
PWM motor drive and amplifier applications requiring either uni-directional or bi
directional drive circuits. When used to replace conventional drivers, this circuit 
can increase efficiency and reduce component costs for many applications. All 
necessary circuitry is included to generate an analog error signal and modulate 
two bi-directional pulse train outputs in proportion to the error signal magnitude 
and polarity. 

This monolithic device contains a sawtooth oscillator, error amplifier, and two 
PWM comparators with ±100mA output stages as standard features. Protection 
circuitry includes under-voltage lockout, pulse-by-pulse current limiting, and a 
shutdown port with a 2.5V temperature compensated threshold. 

The UC1637 is characterized for operation over the full military temperature range 
of -55°C to + 125°C, while the UC2637 and UC3637 are characterized for -25°C to 
+85°C and O°C to +70°C, respectively. 

ABSOLUTE MAXIMUM RATINGS (Note 1) 
Supply Voltage (±Vs) ................................................... ±20V 
Output Current, Source/Sink (Pins 4, 7) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .. 500mA 
Analog Inputs (Pins 1,2,3,8,9, 10, 1112, 13, 14, 15, 16) ....................... ±Vs 
Error Amplifier Output Current (Pin 17) ................................... ±20mA 
Oscillator Charging Current (Pin 18) ....................................... -2mA 
Power Dissipation at TA = 25°C (Note 2) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .. 1000mW 
Power Dissipation atTc = 25°C (Note 2) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .. 2000mW 
Storage Temperature Range ................................... -65·C to +150·C 
Lead Temperature (Soldering, 10 Seconds) ................................ +300·C 
Note 1: Cu"ents are positive into, negative out of the specified terminal. 
Note 2: Consult Packaging Section of Databook for thermal limitations and considerations 

of package . 

r----------------- -------------------. 
I 

EtA OUTPUT 

6197 

-BIN +BIN 

I 
I 
I 
I 
I 

"-..::1----114 SHUTDOWN 

Note: Fault latches are reset dominant. 
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CONNECTION DIAGRAM 

DIL-18 (TOP VIEW) 
J or N Package 

SOIC-20 (TOP VIEW) 
DWPackage 

+VTH 1 

BOUT 7 

PLCC-20, LCC-20 
(TOP VIEW) 
Q, L Packages 

/3 2 1 2019 

4 

5 

6 

7 

8 
9 10 11 12 13 

18 

17 

16 

15 

14 

UC1637 
UC2637 
UC3637 

PACKAGE PIN 
FUNCTION 

FUNCTION PIN 
+VTH 1 
CT 2 
-VTH 3 
AOUT 4 
-Vs 5 
NlC 6 
+Vs 7 
BOUT 8 
+BIN 9 
-BIN 10 
-AIN 11 
+AIN 12 
+C/l 13 
-C/l 14 
SHUTDOWN 15 
N/C 16 
+EtA 17 
-EtA 18 
EtA OUTPUT 19 
ISET 20 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these specifications apply for TA = -55°C to + 125°C for the 
UC1637; -25°C to +85°C for the UC2637; and O°C to +70°C for the UC3637; +Vs = 
+15V, -Vs = -15V, +VTH= 5V, -VTH = -5V, RT= 16.7kQ, CT= 1500pF, TA=TJ. 

PARAMETER TEST CONDITIONS UC1637IUC2637 UC3637 UNITS 

MIN TYP MAX MIN TYP MAX 

Oscillator 

Initial Accuracy TJ = 25°C (Note 6) 9.4 10 10.6 9 10 11 kHz 

Voltage Stability Vs = ±5V to ±20V, VPIN 1 = 3V, 5 7 5 7 % 
VPIN3= -3V 

Temperature Stability Over Operating Range (Note 3) 0.5 2 0.5 2 % 

+VTH Input Bias Current VPIN2 =6V -10 0.1 10 -10 0.1 10 IJ.A 
-VTH Input Bias Current VPIN2= OV -10 -0.5 -10 -0.5 IJ.A 
+VTH, -VTH Input Range +Vs-2 -Vs+2 +Vs-2 -Vs+2 V 

Error Amplifier 

Input Offset Voltage VCM=OV 1.5 5 1.5 10 mV 

Input Bias Current VCM=OV 0.5 5 0.5 5 IJ.A 
Input Offset Current VCM=OV 0.1 1 0.1 1 J.IA. 
Common Mode Range Vs = ±2.5 to 20V -Vs+2 +Vs -Vs+2 +Vs V 

Open loop Voltage Gain RL = 10k 75 100 80 100 dB 

Slew Rate 15 15 V/IlS 

Unity Gain Bandwidth 2 2 MHz 

CMRR Over Common Mode Range 75 100 75 100 dB 

PSRR Vs = ±2.5 to ±20V 75 110 75 110 dB 
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UC1637 
UC2637 
UC3637 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these specifications apply for TA = -55°C to + 125°C for the 
UC1637; -25°C to +8.5°C for the UC2637; and O°C to +70°C for the UC3637: Vs = 
+ 15V, -Vs = - 15V, +VTH = 5V, -VTH = -5V, RT = 16.7kO, CT = 1500pF, TA= TJ. 

PARAMETERS TEST CONDITIONS UC16371UC2637 UC3637 I UNITS 

MIN TYP MAX MIN TYP MAX I 
Error Amplifier (Continued) 

Output Sink Current VPIN17=OV -50 ~20 -50 -20 mA 

Output Source Current VPIN17=OV 5 11 5 11 mA 

High Level Output Voltage 13 13.6 13 13.6 V 

Low Level Output Voltage -14.8 -13 -14.8 -13 V 

PWM Comparators 

Input Offset Voltage VCM=OV 20 20 mV 

Input Bias Current VCM=OV 2 10 2 10 IJA 
Input Hysteresis VCM=OV 10 10 mV 

Common Mode range Vs = ±5V to ±20V -VS+1 +Vs-2 -Vs+1 +Vs-2 V 

Current Limit 

Input Offset Voltage VCM=OV, TJ=25°C 190 200 210 180 200 220 mV 

Input Offset Voltage T.C. -0.2 -0.2 mVf'C 

Input Bias Current -10 -1.5 -10 -1.5 IJA 
Common Mode Range Vs = ±2.5V to ±20V -Vs +Vs-3 -Vs +Vs-3 V 

Shutdown 

Shutdown Threshold (Note 4) -2.3 -2.5 -2.7 -2.3 -2.5 -2.7 V 

Hysteresis 40 40 mV 

Input Bias Current VPIN 14 = +Vs to -Vs -10 -0.5 -10 -0.5 IJA 
Under-Voltage Lockout 

Start Threshold (Note 5) 4.15 5.0 4.15 5.0 V 

Hysteresis 0.25 0.25 mV 

Total Standby Current 

Supply Current 8.5 15 8.5 15 mA 

Output Section 

Output Low Level ISINK=20mA -14.9 -13 -14.9 -13 V 

ISINK = 100mA -14.5 -13 -14.5 -13 

Output High Level ISOURCE = 20mA 13 13.5 13 13.5 V 

ISOURCE = 100mA 12 13.5 12 13.5 

Rise Time (Note 3) CL = Inf, TJ = 25°C 100 600 100 600 ns 

Fall Time (Note 3) CL = Inf, TJ = 25°C 100 300 100 300 ns 

Note 3: These parameters, although guaranteed over the recommended operating conditions, are not 100% tested in production. 
Note 4: Parameter measured with respect to +Vs (Pin 6). 
Note 5: Parameter measured at + Vs (Pin 6) with respect to -Vs (Pin 5). 
Note 6: Rr and Cr referenced to Ground. 

FUNCTIONAL DESCRIPTION 
Following is a description of each of the functional blocks minal voltage is buffered internally and also applied to the 
shown in the Block Diagram. ISET terminal to develop the capacitor charging current 

Oscillator 
The oscillator consists of two comparators, a charging 
and discharging current source, a current source set ter
minal, ISET and a flip-flop. The upper and lower threshold 
of the oscillator waveform is set externally by applying a 
voltage at pins +VTH and -VTH respectively. The +VTH ter-

through RT. If RT is referenced to -VS as shown in Figure 
1, both the threshold voltage and charging current will 
vary proportionally to the supply differential, and the oscil
lator frequency will remain constant. The triangle wave
form oscillators frequency and voltage amplitude is 
determined by the external components using the formulas 
given in Figure 1 .. 
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-7'\--7\--+VTH 

i---~--~-VTH 

+Vs 

R1 

R2 

UC1637 
UC2637 
UC3637 

Is 
(+VTH )-(-VS) 

RT 
( ((+VS)-(-VS)) (R2+R3») 

+VTH = (-VS) + R1+R2+R3 

( ((+VS)-(-VS)) (R3») 
-VTH = (-VS) + R1+R2+R3 

Is 
f = 2CT[(+VTH )-(-VTH)] -Vs o-+--~-' 

Figure 1. Oscillator Setup 

PWM Comparators 
Two comparators are provided to perform pulse width 
modulation for each of the output drivers. Inputs are un
committed to allow maximum flexibility. The pulse width of 
the outputs A and B is a function of the sign and ampli
tude of the error signal. A negative signal at Pin 10 and 8 
will lengthen the high state of output A and shorten the 
high state of output B. Likewise, a positive error signal re
verses the procedure. Typically, the oscillator waveform is 
compared against the summation of the error signal and 
the level set on Pin 9 and 11. 

MODULATION SCHEMES 
Case A Zero Deadtime (Equal voltage on Pin 9 and Pin 11) 
In this configuration, maximum holding torque or stiffness 
and position accuracy is achieved. However, the power in
put into the motor is increased. Figure 3A shows this con
figuration. 

Case B Small Deadtime (Voltage on Pin 9 > Pin 11) 
A small differential voltage between Pin 9 and 11 provides 
the necessary time delay to reduce the chances of mo
mentary short circuit in the output stage during transi
tions, especially where power-amplifiers are used. Refer to 
Figure3B. 

Case C Increased Deadtime and Deadband Mode 
(Voltage on Pin 9 > Pin 11) 
With the reduction of stiffness and position accuracy, the 
power input into the motor around the null point of the 
servo loop can be reduced or eliminated by widening the 
window of the comparator circuit to a degree of accep
tance. Where position accuracy and mechanical stiffness 
is unimportant, deadband operation can be used. This is 
shown in Figure 3C. 

OS elL L A TOR /'v".-"'-"----+---1>----I 
(PIN 2) 

ERROR 
SIGNAL 
(PIN 17) 

-VS 

Figure 2. Comparator Biasing 

Output Drivers 

B 

A 

Each output driver is capable of both sourcing and sinking 
100mA steady state and up to 500mA on a pulsed basis 
for rapid switching of either POWERFET or bipolar tran
sistors. Output levels are typically -Vs + O.2V @50mA low 
level and +Vs - 2.0V @50mA high level. 

Error Amplifier 
The error amplifier consists of a high slew rate (15V/l!s) 
op-amp with a typical 1 MHz bandwidth and low output im
pedance. Depending on the ±Vs supply voltage, the com
mon mode input range and the voltage output swing is 
within 2V of the Vs supply. 

Under-Voltage Lockout 
An under-voltage lockout circuit holds the outputs in the 
low state until a minimum of 4V is reached. At this point, 
all internal circuitry is functional and the output drivers are 
enabled. If external circuitry requires a higher starting volt
age, an over-riding voltage can be programmed through 
the shutdown terminal as shown in Figure 4. 
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(Pins 8.11) 

(Pins 11.9) ~ / 

~ 

(A) 

(Pin 9) -~-~-~

(Pin 11) L_~_~_")" 

BOUT -------

AOUT -------

(Pins 9)~ _ _ 

(PinSll)~ 
siWL-n
GtuLs 

---II--DEADTIME 

(Pin 9) -...,A.;- -...,A.;- -...,A.;-
/1 IVI IVI ,''-

(Pin 11) --I-I---H---I-I--
BOUT~ 
AOUT -------

(C) 

(B) 

(Pin 9)------------

(Pinll)~
, " " , , " " , 

BOUT 1 :: 1 1 1 
AOUT~ 

Figure 3. Modulation Schemes Showing (A) Zero Deadtime (8) Deadtime and (C) Deadband Configurations 

Shutdown Comparator 

UC1637 

+Vs -----2-.-5~-V---, 

- 11p:-J 

+Vs 

1-----114 SHUTDOWN 

UC1637 
UC2637 
UC3637 

The shutdown terminal may be used for implementing 
various shutdown and protection schemes. By pulling the 
terminal more than 2.5V below VIN, the output drivers will 
be enabled. This can be realized using an open collector 
gate or NPN transistor biased to either ground or the 
negative supply. Since the threshold is temperature stabi
lized, the comparator can be used as an accurate low 
voltage lockout (Figure 4) andlor delayed start as in Fig
ure 5. In the shutdown mode the outputs are held in the 
low state. 

R2 

VSTART = 

UC1637 

+Vs --------, 

Figure 4. External Under-Voltage Lockout 

Current Limit 

2.5(R1+R2) 

R1 

+Vs 

R1 

R2 

-Vs 

A latched current limit amplifier with an internal 200mV 
offset is provided to allow pulse-by-pulse current limiting. 

-VS 

Figure 5. Delayed Start-Up 

-VS to within 3V of the +Vs supply while providing excel
lent noise rejection. Figure 6 shows a typical current 
sense circuit. 

Differential inputs will accept common mode signals from Figure 6. Current Limit Sensing 
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+24V 

10k 2.5k 

7.5k 

O.1I1 F ~ 3.3k 

1.2k 
5k 

..J 
0 3.3k 
a: 10k I-z 
0 
0 

10k 
0 
w 
W 
11. 

10k en 
1.2k 

10k 7.5k 

4.7M 

47k 

Figure 7. Bi-Direclional Motor Drive with Speed Control Power-Amplifier 

VIN ~~~~------------------------------------~--~~~~--, 

POSITION 
COMMAND 
VOL TAGE 

POSITION FEEDBACK VOLTAGE 

Figure 8. Single Supply Position Servo Motor Drive 

UNITRODE CORPORATION 
7 CONTINENTAL BLVD .• MERRIMACK. NH 03054 
TEL. (603) 424-2410. FAX (603) 424-3460 
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·~UNITRODE UC1638 
UC2638 
UC3638 

Advanced PWM Motor Controller 
FEATURES 
• Single or Dual Supply Operation 

• Accurate High Speed Oscillator 

• Differential X5 Current Sense 
Amplifier 

• Bidirectional Pulse-by-Pulse 
Current Limiting 

• Programmable Oscillator 
Amplitude and PWM Deadband 

• Dual500mA Totem Pole Output 
Drivers 

• Dua160V, 50mA Open Collector 
Drivers 

• Undervoltage Lockout 

BLOCK DIAGRAM 

DESCRIPTION 
The UC1638 family of integrated circuits are advanced pulse width modula
tors intended for a variety of PWM motor drive and amplifier applications re
quiring either uni-directional or bi-directional drive circuits. Similar in 
architecture to the UC1637, all necessary circuitry is included to generate an 
analog error signal and modulate two bi-directional pulse train outputs in pro
portion to the error signal magnitude and polarity. 

Key features of the UC1638 include a programmable high speed triangle os
cillator, a 5X differential current sensing amplifier, a high slew rate error am
plifier, high speed PWM comparators, and two 50mA open collector as well 
as two ±500mA totem pole output stages. The individual circuit blocks are 
designed to provide practical operation to switching frequencies of 500kHz. 

Significant improvements in circuit speed; elimination of many external pro
gramming components, and the inclusion of a differential current sense am
plifier, allow this controller to be specified for higher performance 
applications, yet maintain the flexibility of the UC1637. The current sense 
amplifier in conjunction with the error amplifier can be configured for average 
current feedback. The additional open collector outputs provide a drive sig-

continued 

REF 

,------------------ 4 ---------------~-----------------------, 
I 
I 
I 

VCC 15 

100 

CSOUT 71-------------' 

VCLL 
-2.5V 

CURRENT 
LIMIT 

vee I 

9V/8V 

DEAD BAND 
ADJUST 

SHUTDOWN 

I 
I 
I 
I 

L ______________________________________________ _ 
19 -------

I 
I 
I 
I 
I 
I 
I 
I 
I 

16 .J 

DB PVE 
UDG·95048-4 
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DESCRIPTION (cont.) 
nal for the highside switches in a full bridge configura
tion. The programmable AREFIN pin allows for single or 
dual supply operation. Oscillator ramp amplitude and 
PWM deadband are programmable by tapping a volt
age divider off the 5V reference to the appropriate pro
gramming input (PVSET or DB). 

Additional features include a precision externally avail
able 5V reference, undervoltage lockout, pulse-by
pulse peak current limiting, and a remote shutdown 
port. The UC1638 family is available in the 20 pin N, 
OW and J packages. Consult the factory for other pack
aging options. 

CONNECTION DIAGRAMS 
OIL-20 (Top View) 
N or J Package 

es-

eT 

PVSET 

PLCC-20 (Top View) 
Q Package 

VEE---, 
es+ 

eSOUT 

eT 5 
PVSET 6 

RT 7 
SO 8 

AOUT1 
AOUT2 

ABSOLUTE MAXIMUM RATINGS 

UC1638 
UC2638 
UC3638 

Supply Voltage VCC (referenced to VEE) ............. 40V 
Output Drivers (AOUT2, BOUT2) 

Currents (continuous) ........................ ±0.25A 
Currents (peak) ............................ ±500mA 

REF Output Current .................... Internally Limited 
PVSET, DB, RT, INV, REF, CSOUT ............. 0.3 to 10V 
CS+, CS- ............................. VEE-1V to VCC 
CT, AREF, AREFIN, COMP, SD ................ VEE - 0.3 
Output Voltage (AOUT1, BOUT1) .................... 60V 
Storage temperature .................... --65°C to + 150°C 
Junction Temperature ................... -55°C to +150°C 
Lead temperature (soldering, 10 sec.) .............. +300°C 
Currents are positive into, negative out of the specified termi
nal. Consult packaging section of data book for thermallimita
tion considerations of packages. 

SOIC-20 (Top View) 
OW Package 

REF 
INV 

eOMP 
AREF 

16 AREFIN 
15 DB 

BOUT1 

BOUT2 
PVE 

'------vee 
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ELECTRICAL CHARACTERISTICS 

PARAMETER 

Overall 

Supply Current, Operating 

UVLO Threshold 

UVLO Hysteresis 

Voltage Amplifier 

Input Offset Voltage 

VSENSE Bias Current 

Open Loop Gain 

CMRR 

PSRR 

VOUT High 

VouTLow 

Slew Rate Rising and Falling 

Output Source Current 

Output Sink Current 

Gain Bandwidth Product 

5V Reference 

Output VoltaRe 

Output Voltage 

Load Regulation 

Line Regulation 

Short Circuit Current 

Oscillator 

Initial Accuracy 

Voltage Stability 

Total Variation 

PVSET Input Bias Current 

PVSET Input Voltage Range 

Amplitude Limit 

AOUT1, BOUT1 Output Drivers 

Output Low Voltage 

Leakage Current 

AOUT2, BOUT2 Output Drivers 

Output High Voltage 

Output High Clamp Level 

Output Low Voltage 

Output Rise Time 

Output Fall Time 

UC1638 
UC2638 
UC3638 

Unless otherwise specified; VCC = 15V, VEE =-15V, CT = 680pP, RT = 3k, 
VPVSET = 1.5V, VCOMP = OV, VCSOUT = OV, VDB = REF, VEXTREF = OV, VSD = 
VCC - 3V, TA = 55°C to 125°C for the UC1638, 25°C to 85°C for the UC2638, 
O°C to 70°C for the UC3638 TA = TJ .. 

TEST CONDITIONS MIN TYP MAX UNITS 

15 23 mA 

Reference to VEE 9 10 V 

Reference to VEE 1 V 

COMP=OV 15 0 15 mV 

0 0.5 2 llA 

COMP = 5V to +5V 75 100 dB 

VCM= 5Vto+5V 70 100 dB 

VCM=OV, VCC VEE = 10V to 36V 70 90 dB 

INV= 0.1V,RL=10k 13 13.6 V 

INV = +0.1V, RL = 10k 13.8 -13 V 

Overdrive = 1V 12 V/JJS 

COMP Shorted to VEE 5 15 mA 

COMP Shorted to VCC 15 40 mA 

FIN = 100kHz, 10mVp-p 1 5 MHz 

IREF = 1 mA, TA = 25°C 4.925 5 5.075 V 

IREF = 1mA 4.875 5 5.125 V 

IREF = 1mAto 10mA 15 2 15 mV 

VCC - VEE = 10V to 36V 15 2 15 mV 

VREF = OV 15 70 mA 

TA = O°C -70°C 86 98 110 kHz 

VCC VEE = 10V to 36V 2 % 

Line, Temperature 76 98 120 kHz 

0.5 3 1lA 
(Note 1) 0.5 VREF V 

(Note 1) VEE+3 VCC 3 V 

lOUT = 1 mA, ReI. to PVE, PVE = OV 0.9 1.3 V 

lOUT = 50mA 1.2 1.8 V 

Output Voltage = 50V 0.1 50 1lA 

lOUT = 20mA, Ref. to PVE, PVE = OV 12.2 13.5 V 

lOUT = 100mA, Ref. to PVE, PVE = OV 12 13.5 V 

lOUT = 20mA, ReI. to PVE, PVE = VEE 14.4 16.5 V 

lOUT = 20mA, Ref. to PVE, PVE = OV 0.4 1 V 

lOUT = 100mA, Ref. to PVE, PVE = OV 0.6 2.2 V 

COUT= 1nF 50 100 ns 

COUT= 1nF 50 100 ns 
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(continued) 

UC1638 
UC2638 
UC3638 

ELECTRICAL CHARACTERISTICS Unless otherwise specified; VCC = 15V, VEE ~15V, CT = 680pF, RT = 3k, 
VPVSET = 1.5V, VCOMP = OV, VCSOUT = OV, VOB = REF, VEXTREF = OV, Vso = 
VCC - 3V, TA = -55°C to 125°C for the UC1638, -25°C to 85°C for the 
UC2638 O°C to 70°C for the UC3638 TA = TJ , 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

X5Amplifier 

Gain VIO = 100mV to 400mV 4.75 5 5.25 VN 

Common Mode Rejection Vcs+, Vcs- = AREF ±5V 50 65 dB 

-3dB Bandwidth 300 400 kHz 

Slew Rate Rising .75 1.5 V/IlS 
Slew Rate Falling .75 1.5 VIIlS 

Shutdown 

Threshold Ref. toVCC -1.9 -2.25 -2.5 V 

Input Bias Current Vso = SD Threshold -0.5 -10 IlA 
Current Limit 

Threshold Positive Measured Between CS+ and CS- 400 500 600 mV 

Threshold Negative Measured Between CS+ and CS- -600 -500 -400 mV 

Propagation Delay to Outputs Overdrive = 200mV 150 250 ns 

Deadband Adjust 

Maximum Deadband VOB = OV ±5 V 

Zero Deadband VOB= REF 0 V 

Deadband Adjustment Gain VOB = 1V to 4V (Note 2) ±O.9 ±1 ± 1.2 VN 

Input Bias Current VOB=VREF 

AREF Buffer 

Note 1: Oscillator triangle amplitude = 2.5 • PV ±AREF. 

Note 2: Deadband = ±(REF - DB), referenced to COMPo 

Note 3: Offset = AREFIN - AREF. 

PIN DESCRIPTIONS 
AOUT1, BOUT1: AOUT1 and BOUT1 are open collec
tor output drivers capable of sinking 50mA. These out
puts can be pulled up to 60V maximum. With a few 
external components, these outputs can drive the oppo
site high side switches in a full bridge arrangement. 

AOUT2, BOUT2: AOUT2 and BOUT2 are totem pole 
output drivers capable of driving external power MOS
FETs directly. The peak current ratings are ±500mA. An 
integrated zener clamp limits the drive output amplitude 
to approximately 14V to prevent MOSFET gate oxide 
overstress. These outputs are configured to drive the 
opposite low side switches in a full bridge arrangement. 

3 15 IlA 

AREFIN: The voltage on AREFIN is generated inter
nally by a 50% voltage divider tied between VCC and 
VEE. As such, it provides the mid supply reference 
needed for the oscillator, voltage amplifier, current am
plifier and current limit comparators when operating in 
single supply mode. A buffer amplifier is connected be
tween ARE FIN and AREF. In bipolar supply applica
tions AREFIN is usually connected to VEE, which 
disables the buffer amplifier, and AREF is connected to 
OV. 

COMP: This is the output of the high slew rate error am
plifier. The level on COMP modulates the controller duty 
cycle via the PWM comparators and the oscillator ramp. 
Compensation and DC gain setting resistors are con
nected between COMP and INV. 

AREF: The voltage on AREF is simply a buffered ver
sion of the voltage on AREFIN. In single supply applica
tions, AREF should be bypassed to VEE with a 0.11lF 
ceramic capacitor to provide a stable reference level for 
the internal circuitry. 

cs-: This is the inverting input to the X5 current sense 
amplifier. The common mode input range for this pin ex-
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PIN DESCRIPTIONS (cont.) 
tends from VEE-1V to VCC-4V. A low value resistor in 
series with the source or emitter of the low side switch 
in the full bridge develops the signal that is applied to 
this pin. At differential inputs of ±500mV typical (refer
enced to CS+)the controller reaches the current limit 
level, which truncates the output pulse. 

CS+: This is the non-inverting input to the X5 current 
sense amplifier. The common'mode input range for this 
pin extends from VEE-1V to VCC-4V. The characteris
tics for this pin are identical to CS-. 

CSOUT: This is the output of the X5 current sense am
plifier. Voltage levels greater than ±2.5V referenced to 
AREF will cause the device to enter current limit. An in
ternal 100 ohm resistor between the amplifier output 
and CSOUT is provided to create a high frequency 
noise filter with an external capacitor to VEE. When 
used for average current feedback, CSOUT is summed 
into INV. 

CT: A capacitor from CT to VEE will set the triangle os
cillator frequency according to the following equation: 

F=----
5-RT-CT 

The waveform on CT is symmetrical about the voltage 
on AREF and is applied internally to the inputs of hte 
PWM comparators. Use a high quality ceramic capacitor 
with low ESL and ESR for best results. A minimum CT 
value of 200 pF insures good accuracy and less suscep
tibility to circuit layout parasitics. The oscilator and PWM 
are designed to provide practical operation to 500kHz. 

DB: This high impedance input programs output pulse 
train deadtime. A stable DC voltage between OV and 
REF will set a bi-directional deadband centered about 
the level on COMPo The dead band level is equal to: 5V 
- VDB. That is, 1V on DB will program ±4V of deadband 
centered about the COMP pin level. A convenient 
method for generating the programming level is a volt
age divider tap off of REF. 

INV: This is the inverting input to the Voltage amplifier. 
The common mode input range for this pin extends from 
VEE+2V to VCC-1V. It can be tied to a command signal 
generated by a rate feedback element or to a pOSition 
control signal. In average current feedback applications, 
this input is tied to the output of the X5 current sensing 
amplifier (CSOUT). 

UC1638 
UC2638 
UC3638 

PVE: This is the high current ground for the IC. The ex
ternal MOSFET driver transistors are referenced to this 
ground. Internal level shifting circuitry gives the option 
of tying this pin to VEE, or the system ground in split 
supply applications. 

PVSET: A DC voltage on PVSET programs the upper 
and lower thresholds for the oscillator by the following 
relationship: 

VPK - VVL Y = 5 • VPVSET. 

The input voltage range on PVSET is 0.5V to REF. 

REF: REF is the output of the precision reference. The 
output is capable of supplying 15mA to peripheral cir
cuitry and is internally short circuit current limited. By
pass REF to VEE with a 0.11!F ceramic capaCitor for 
best performance. 

RT: A single resistor from RT to VEE sets the charging 
and discharging currents for the triangle oscillator. The 
actual charge and discharge is 2X the current pro
grammed by RT and PVSET. For best performance the 
current out of RT should be limited to 1 mAo The voltage 
level on the RT pin is a buffered version of the PVSET 
pin voltage. Therefore, if the PVSET voltage divider is 
tied between VCC and VEE to incorporate line feedfor
ward, the triangle waveform frequency will remain con
stant. 

SO: A voltage on SO within 2.5V (typical) of VCC will 
cause the UC3638 to enter a UVLO condition which dis
ables all of the driver outputs. With an external voltage 
divider across VCC and VEE, and a capaCitor between 
SO and VCC, a delayed turn-on characteristic can be 
generated. Since the 2.5V threshold is temperature sta
bilized it can also be used as a higher UVLO threshold 
for applications which require a starting voltage higher 
than the internal 9V UVLO threshold. 

VEE: All voltages are measured with respect to this pin. 
All bypass capacitors and timing components except 
those listed under the PVE section should be connected 
to this pin. Component leads should be as short and di
rect as possible. VEE is generally connected to the 
most negative voltage supply in the system. In single 
supply applications, VEE is tied to the system ground. 

VCC: Positive supply rail for the IC. Bypass this pin to 
VEE and PVE with 0.1 to 11!F low ESL, ESR ceramic 
capacitor(s). The maximum voltage for VCC is 40V ref
erenced to VEE. The turn on voltage level on VCC is 9V 
with 1 V of hysteresis. 
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APPLICATION INFORMATION 

R2 

.---------111 RT 

I 
I 

rl eoMP 
I 

I CMD>--+----'l/IIIr-----,~-___i 
RG1 

vee 

ue3638 

RS1 

VEE 

VM 

RS2 

UC1638 
UC2638 
UC3638 

UDG-95049-2 

Figure 1. Average Motor Current Control Loop 

The UC3638 is designed to provide pulse width modula
tion control of DC brush motors in applications requiring 
precision torque, velocity, or position control. Due to its 
high frequency capability, other high power applications 
such as switch mode audio amplifiers can also be ad
dressed. Through a combination of circuit sophistication 
and integration, the designer can maintain a high level 
of flexibility, while reducing cost compared to solutions 
using other PWM ICs. 

Figure 1 shows a typical application circuit for the 
UC3638. By taking advantage of the UC3638's many in
tegrated functions, a low cost and compact average cur
rent mode motor controller can be designed. Depending 
on the level of complexity, as many as 15 discrete com
ponents and an additional high bandwidth amplifier can 
be saved compared to a similar circuit using the 
UC3637 PWM controller. 

Oscillator Section and Modulation Scheme 

suits in a voltage null point of zero volts. For this condi
tion, AREFIN should be tied to the negative voltage 
supply rail (VEE), which disables the internal voltage 
buffer, allowing AREF to be tied to ground. For a single 
supply system, AREFIN should be left open circuit, and 
AREF should be decoupled to VEE (system ground) 
with at least 0.1 ~F. The resulting voltage null point for 

f-----T _I 

T - - - - - -PWMB(-) -

PV r---~------r---------AREF 

1 -PWMA(+)--

I 
I 
I 
I 

~---1--4r---BOUT2 

AOUT2 
~ 

Tos 
UDG-95068-1 

Figure 2. Oscillator and PWM Waveforms 

Figure 2 depicts the UC3638 oscillator and PWM wave
forms for the condition where the output of the voltage 
amplifier (COMP) is at the null point (same voltage as 
AREF). For applications using split voltage supply rails, 
AREF will normally be tied to system ground. This re-
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APPLICATION INFORMATION (cont.) 
this case will be half way between ground and VCC, and 
will automatically track changes in VCC. For cases 
where a different null point is desired, AREF can be tied 
to any voltage between VEE + 2V and VCC - 2V. Of 
course the user must also allow sufficient headroom for 
the triangle waveform. 

Once the system null point has been chosen, the trian
gle wave amplitude and PWM dead band must be pro
grammed. The amplitude of the triangle wave is 
determined by trading off noise immunity and gain re
quirements. In general, the larger the triangle wave am
plitude, the greater the immunity to premature 
termination of PWM pulses due to switching noise. How
ever, high amplitude triangle waves require a greater 
voltage swing at the output of the voltage amplifier 
which ultimately reduces forward loop gain. 

Programming the PWM deadband allows the user to 
trade off gain linearity requirements with power amplifier 
efficiency. If the modulator is configured as in Figure 1, 
motor current is alternately pulsed by diagonally oppo
site drive FETs when the servo loop is at null. By adjust
ing the deadband, the user can program the offset 
voltage at the input of the PWM comparators. This off
set results in deadtime, or time when neither PWM sig
nal is active. 

A minimum amount of deadtime is always recom
mended to provide cross conduction protection at the 
power amplifier. Setting the deadtime to this minimum 
level will provide the maximum motor stiffness or hold
ing torque, at the expense of power losses in the output 
stage. These losses result from the fact that the power 
amplifier is always sourcing motor current, even at nUll. 
As deadtime is increased, amplifier losses at null be
come less, at the expense of nonlinearity in the gain 
function. Eventually, if the deadband voltage is in
creased to equal the amplitude of the triangle wave, er
ror voltages at the null point will result in no PWM 
pulsing, or a dead zone. After the triangle waveform am
plitude and deadband are selected, the operating fre
quency is easily set by proper selection of CT and RT. 

Referring to Figure 1, if the voltage supply rails are 
±15V, and the desired triangle wave oscillator amplitude 
is 6V pop, PVSET is set by: 

VPK - VVL Y = 5 • VPVSET 

VPVSET = ~ = 1.2V 
5 

If 1V of dead band is chosen: 

5- VOB = 1V 
VOB=4V 

UC1638 
UC2638 
UC3638 

In order to select the programming resistors, a source 
current for the reference is first selected. For a 1 mA 
source current: 

R3+R4+R5= 5 =_5_=5k 
ISOURCE 1mA 

R3= 5-VDB =~= 1k 
ISOURCE 1mA 

R4 = VDB- VPVSET 4V -1.2V = 2.8k 
ISOURCE 1mA 

R5 = 5k - 1 k - 2.8k = 1 .2k 

All of the voltages described by these equations are ref
erenced to the negative supply rail. In other words, for a 
split supply system, VREF is actually a negative voltage 
referenced to ground. 

The oscillator frequency is programmed by proper se
lection of RT and CT. If 220pF is chosen for CT, and an 
operating frequency of 30kHz is desired, RT is chosen 
by: 

F=-=--=--= 
5-RT-CT 

30kHz = 1 
5-220pF-RT 

RT=30k 

With RT = 30k, the charge current out of the RT pin is 
limited to 

1.2V = 4n.,4 
30k VI"'"" 

which is well within the specified maximum of 1 mAo 

To calculate the actual deadtime or minimum time be
tween PWM pulses (Toe), the ratio of the dead band 
voltage to the triangle wave amplitude is multiplied by 
half the oscillator period: 

DB 1 
Toe = --VPK-WLY f 

= 5 - VDB _ (5 _ RT _ CT) 
5-VPVSET 
(5- VDB)-RT -CT = -'----'-----

VPVSET 

For this example the deadtime is: 

T ·· 1-30k-220pF 55 
De = - . Ilsec 

1.2 

If voltage feedforward is desired, PVSET should be de
rived off of the supply rails instead of VREF. This way 
changes in the supply voltage will linearly regulate the 
modulator gain, which decreases control loop suscepti
bility to line voltage variations. Since the voltage on the 
Rlpin is a buffered version of PVSET, charge current 
tracks oscillator amplitude, and therefore the frequency 
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APPLICATION INFORMATION (cont.) 
remains constant, preventing low frequency oscillator 
modulation in the presence of line voltage changes. 

Output Drivers 

The output driver section provides separate output driv
ers for high and low side drive of both PWM signals. For 
many applications, the 500mA peak output current ca
pability of the low side drivers (AOUT2 and BOUT2) is 
sufficient to directly connect to the appropriate low side 
MOSFETs of the H-bridge. A current limiting gate resis
tor may be used to control switching time if high levels 
of dv/dt or di/dt are expected at the drains of the MOS
FETs. If more current drive capability is required, the 
PWM drive signals can be buffered with bipolar transis
tors. 

The open collector high side drivers (AOUT1 and 
BOUT1) are designed to control high side P-channel 
MOSFETs. Depending on voltage and speed require
ments, the driver stage can be simplified from the one 
shown on Figure 1. If high side N-channel MOSFETs 
are desired, a boot strap or charge pump based drive 
circuit can be used as long as 100% duty cycle opera
tion is not required. 

Average Current Control 

The UC3638 incorporates all of the necessary features 
for precise average current loop control of a DC motor. 
In the circuit shown in Figure 1, motor current is sensed 
differentially across two current sense resistors.By us
ing two current sense resistors both the current sourced 
from the motor voltage supply (Vm) and the flyback cur
rent are sensed in the correct polarity to provide true 
torque control. If only one current sensed resistor is 
used, the flyback current will circulate through the body 
diodes of the lower MOSFETs and bypass the current 
sense resistor. The result will be a duty cycle dependent 
error term in the loop torque control function. In order to 
prevent high frequency spikes from contributing exces
sive error to the current control loop, the switching 
speed of the MOSFETs must be controlled so that sig
nificant transient current spikes do not couple across 
the drain to source capacitance of the MOSFETs. 

The X5 current amplifier multiplies the current Signal by 
a factor of 5 and feeds the average current signal into 
the error amplifier. A window comparator detects if the 
peak current signal at the output of the current amplifier 
has a magnitude greater than 2.5V in either polarity and 
provides pulse-by-pulse peak current limiting. The loop 
should be designed so that peak motor current never 
reaches this level during normal operation. 

UNITRODE CORPORATION 
7 CONTINENTAL BLVD.· MERRIMACK, NH 03054 
TEL. (603) 424-2410 • FAX (603) 424-3460 

UC1638 
UC2638 
UC3638 

With integral compensation, the average current loop 
will have very high DC gain, resulting in effectively no 
average DC motor current error. For stability purposes, 
the high frequency gain of the voltage error amplifier 
must be designed such that magnitude of the slope of 
the error amplifier output (COMP) must be less than or 
equal to the magnitude of the slope of the triangle 
waveform. 

If RS1 = RS2 = RS, the DC gain of the current control 
loop can be calculated as: 

IMOTOR RG2 
ICMD 5-RG1-RS 

If the UC3638 is set up in a simple velocity or position 
control loop, the feedback voltage (speed or position) is 
summed directly into the voltage error amplifier, and the 
current sense amplifier is only used for peak current 
limit control. The motor can also be replaced by another 
high power device, such as an audio speaker, and the 
same type of amplifier can be used. In the case of audio 
however, a higher switching frequency will probably be 
desired to prevent switching noise from infiltrating the 
audio frequency range. 

UVLO and Shutdown 

The UC3638 contains undervoltage lockout (UVLO) cir
cuitry to prevent unwanted bridge turn-on before suffi
cient supply voltage is available. The open collector 
drivers (AOUT1 and BOUT1) are held off (no sink cur
rent) and the totem pole drivers (AOUT 2 and BOUT2) 
are pulled low until the voltage between VCC and VEE 
reaches 9V typical. The UVLO circuitry becomes active 
at approximately iV, and before this level the totem 
pole drivers are held low with passive pull down resis
tors. 

The shutdown pin holds the output drivers in their inac
tive state unless it is pulled 2.5V below VCC. An open 
collector gate or transistor can be used as an external 
enable Signal, or a turn-on voltage higher than UVLO 
can be programmed with a resistive divider. In the case 
of Figure 1, the turn on voltage VSTART can be calcu
lated as: 

V 2.5- (R1 +R2) 
START = ----'=--:----'-

R1 

If a delayed start is desired, a capacitor can be placed 
in parallel with R1 to slow down the change in voltage at 
the shutdown pin, and thus provide a user programma
ble startup time. 
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~ 
_UNITRODE 

Stepper Motor Drive Circuit 
FEATURES DESCRIPTION 

UC1717 
UC2717 
UC3717 

• Half-step and Full-step Capability 

• Bipolar Constant Current Motor Drive 

• Built-in Fast Recovery Schottky 
Commutating Diodes 

• Wide Range of Current ControI5-1000mA 

The UC3717 has been designed to control and drive the current in 
one winding of a bipolar stepper motor. The circuit consists of an LS
TTL-compatible logic input, a current sensor, a monostable and an 
output stage with built-in protection diodes. Two UC3717s and a few 
external components form a complete control and drive unit for LS
TTL or micro-processor controlled stepper motor systems. 

• Wide Voltage Range 10-45V 

• Designed for Unregulated Motor Supply 
Voltage 

TheUC1717 is characterized for operation over the full military tem
perature range of -55°C to + 125°C, the UC2717 is characterized for-
25°C to +85°C,and the UC3717 is characterized for O°C to + 70°C. 

• Current Levels can be Selected in Steps 
or Varied Continuously 

• Thermal Overload Protection 

ABSOLUTE MAXIMUM RATINGS (Note 1) 
Voltage 

Logic Supply, Vcc ........•.............................. 7V 
Output Supply, VM .................................... " 45V 

Input Voltage 
LogiC Inputs (Pins 7, 8, 9) .................................. 6V 
Analog Input (Pin 10) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .. Vee 
Reference Input (Pin 11) .......... . . . . . . . . . . . . . . . . . . . . . .. 15V 

Input Current 
Logic Inputs (Pins 7,8,9) ............................... -10mA 
Analog Inputs (pins 10, 11). . . . . . . . . . . . . . . . . . . . . . . . . . . . . . -10mA 

Output Current (Pins 1, 15) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .. ±1 A 
Junction Temperature, TJ .............................. , +150°C 
Storage Temperature Range, Ts .................. -55°C to +150°C 

BLOCK DIAGRAM 

Vee 

Note 1: All voltages are with respect to ground, Pins 
4,5, 12, 13. Pin numbers refer to DIL-16 package. Cur
rents are positive into, negative out of the specified ter
minal. 
Note 2: Consult Packaging Section of Databook for in
formation on thermal limitations and considerations of 
package. 

3.14 VM 

r-----------~6r-------------------------~ 

7195 

VR 11 

Gnd 
4,5 • 

12.13 

Vee 

UC3717 
~------------~2~--------------~16~--~------~ 

Current Timing Emitters 
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CONNECTION DIAGRAMS 

DIL-16 (TOP VIEW) 
J or N Package 

~ 
BOUT IT ~ Emitters 

Timing [:g: ~ AOUT 

VM @: ~ VM 

Gnd [± ~ Gnd 

Gnd ~ ~ Gnd 

Vee @ ~VR 

h[I ~ Current 

Phase @ ~Io 

RECOMMENDED OPERATING CONDITIONS 
PARAMETER MIN TYP MAX 

Supply Voltage, Vee 4.75 5 5.25 
Supply Voltage, VM 10 40 
Output Current. 1M 20 800 
Rise Time Logie Inputs, tR 2 
Fall Time Logic Inputs, tF 2 

Ambient Temperature, TA 

UC1717 -55 125 
UC2717 -25 85 
UC3717 0 70 

PLCC-20 (TOP VIEW) 
Q Package 

/3 2 1 2019 

4 18 

5 17 
6 16 

7 15 

8 14 
9 10 11 1213 

UNITS 
V 
V 

mA 

/lS 
/lS 

°C 
°C 
°C 

UC1717 
UC2717 
UC3717 

PACKAGE PIN FUNCTION 
FUNCTION PIN 

N/C 1 
BOUT 2 
Timin!L . 3 
VM 4 
Gnd 5 
N/C 6 
Gnd 7 
Vce 8 
11 9 
Phase 10 
N/C 11 
10 12 
Current 13 
VR 14 
Gnd 15 
N/C 16 
Gnd 17 
Vm 18 
AOUT 19 
Emitters 20 

ELECTRICAL CHARACTERISTICS Unless otherwise specified, these specifications apply for Vee = 5V, TA = TJ. 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 
Supply Current, lee 25 mA 
High-Level Input Voltage, Pins 7, 8, 9 2.0 V 
Low-Level Input Voltage, Pins 7, 8, 9 0.8 V 
High-Level Input Current, Pins 7, 8, 9 VI =2.4V 20 uA 
Low Level Input Current, Pins 7, 8, 9 VI = O.4V -0.4 mA 
Comparator Threshold Voltage 10 = 0,11 = 0, VR= 5.0V 390 420 440 mV 

10 = I, 11 = 0, VR = 5.0V 230 250 270 mV 
10 = 0, It = I, VR = 5.0V 65 80 90 mV 

Comparator Input Current -20 20 uA 
Output Leakage Current 10= I,ll = I, TA=+25°C 100 uA 
Total Saturation Voltage Drop IM=500mA 4.0 V 
Total Power Dissipation 1M = 500mA fs = 30kHz 1.4 2.1 W 

1M = 800mA, fs = 30kHz 2.9 3.1 W 
Cut Off Time, tOFF VM = 10V, tON> 5us (See Figure 5 and 6) 25 30 35 US 
Turn Off Delay, to TA = +25°C; dVcldt > 50mVi/lS (See Figure 5 and 6) 1.6 2.0 j.lS 

Thermal Shutdown Junction Temperature +160 +180 °C 
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Figure 1 
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Figure 2: Typical Source Saturation Voltage vs Output Current 

FUNCTIONAL DESCRIPTION 
The UC3717 drive circuit shown in the block diagram in
cludes the following functions: 

(1) Phase Logic and H-Bridge Output Stage 
(2) Voltage Divider with three Comparators for current control 
(3) Two Logic inputs for Digital current level select 
{4} Monostable for off time generation 

Input Logic: If any of the logic inputs are left open, the 
circuit will treat it as a high level input. 

Phase Input: The phase input terminal, pin 18, controls 
the direction of the current through the motor winding. 
The Schmidt-Trigger input coupled with a fixed time delay 
assures noise immunity and eliminates cross conduction 
in the output stage during phase changes. A low level_on 
the phase input will turn 02 on and enable 03 while a 
high level will turn 01 on and enable 04. (See Figure 7). 

Output Stage: The output stage consists of four Dar
lington transistors and associated diodes connected in an 
H-Bridge configuration. The diodes are needed to provide 
a current path when the transistors are being switched. 
For fast recovery, Schottky diodes are used across the 
source transistors. The Schottky diodes allow the current 

~ 3 f--t--t_-t--r---r--r---t---t--t--I 

~ ~--~r----- -- ---j--r-~r--j---j 
..J 

OJ 2 j--- V 
~ f--- --- j___ -~ f--p p.--- -- j----

g 1 --~j:;.-:::;-j;;; ___ ...-f'''c--r---j-~t-'I-j---j 

j---r-- -- ~r--- --t --t----j-j----l 

o --- --- --- - -- ---.----~ ~---
0.1 0.5 0.8 

Output Current (A) 

UC1717 
UC2717 
UC3717 

Figure 3: Typical Sink Saturation Voltage vs Output Current 
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o 

----~--t TA=25"C 

0.2 0.4 0.6 0.8 

Output Current (A) 

Figure 4: Typical Power Losses vs Output Current 

Chopping Frequency= ,...----'-;-_ 
tON+ tOFF 

~~~~~UT~~_t_O_N*4j---__ t_O_FF_~.~ 
(Pinl,~ I L 

Emitter 
Voltage 
(Pin 16) 

I I 

II "1 r-to 

Figure 5: Connections and Component Values as in Figure 6. 

to circulate through the winding while the sink transistors 
are being switched off. The diodes across the sink tran
sistors in conjunction with the Schottkys provide the path 
for the decaying current during phase reversal. (See Fig
ure 7). 

PHASE INPUT Q1 Q4 Q2 Q3 
Low Off On 
High On Off 
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Vcc VM 

UC1717 
UC2717 
UC3717 

r-----------~6~------------------------~ 

VR 11 

RTCT 

Sensor 

UC3717 
I-:-----------------i 2 1-----------------~161_-------------' 

Timing Emitters 

~--~RNC~-----------+------------------~VRS 

1k 
RT 

56k 
CT 
820pF 

RSENSE 
Hl 

Figure 6 

10 11 CURRENT LEVEL 
0 0 100% 
1 0 60% 
0 1 19% 
1 1 Current Inhibit 

Current Control: The voltage divider, comparators and 
monostable provide a means for current sensing and 
control. The two bit input (10, 11) logic selects the desired 
comparator. The monostable controls the off time and 
therefore the magnitude of the current decrease. The 
time duration is determined by RT and CT connected to 
the timing terminal (pin 2). The reference terminal (pin 
11) provides a means of continuously varying the cur
rent for situations requiring half-stepping and micro-step
ping. The relationship between the logic input signals at 
pin 7 and 9 in reference to the current level is shown in 
Table 1 . The values of the different current levels are de
termined by the reference voltage together with the 
value of the external sense resistor Rs (pin 16). 

Single-Pulse Generator: The pulse generator is a 
monostable triggered on the positive going edge of the 
comparator. Its output is high during the pulse time and 
this pulse switches off the power feed to the motor wind-

ing causing the current to decay. The time is determined 
by the external timing components RT and CT as: 

TOFF = 0.69 RTCT 

If a new trigger signal should occur during TOFF, it is ig
nored. 

+ r------Q3 OFF 

Note: Dashed lines indicate current decay paths. 
Figure 7: Simplified Schematic of Output Stage 
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FUNCTIONAL DESCRIPTION (cont.) 

Overload Protection: The circuit is equipped with a ther
mal shutdown function, which will limit the junction tem
perature by reducing the output current. It should be 
noted however, that a short circuit of the output is not 
permitted. 

Operation: When the voltage is applied across the motor 
winding the current rises linearly and appears across the 
external sense resistor as an analog voltage. This voltage 
is fed through a low pass filter Re, Ce to the voltage com
parator (pin 10). At the moment the voltage rises beyond 
the comparator threshold voltage the monostable is trig
gered and its output turns off the sink transistors. The 
current then circulates through the source transistor and 
the appropriate Schottky diode. After the one shot has 
timed out, the sink transistsor is turned on again and the 
procedure repeated until a current reverse command is 
given. By reversing the logic level of the phase input (pin 
8), both active transistors are being turned off and the 
OPPOSite pair turned on. When this happens the current 
must first decay to zero before it can reverse. The current 
path then provided is through the two diodes and the 
power-supply. Refer to Figure 7. It should be noted at this 
time that the slope of the current decay is steeper, and 
this is due to the higher voltage build up across the wind
ing. For better speed performance of the stepping motor 
at half step mode, the phase logic level should be 
changed at the same time the current inhibit is applied. A 
typical current wave form is shown in Figure 8. 

"~ ... - --- . -" vlRT .LomLo,v 

!- 1\ HORIZ.1ms/OIV 
- _.- ---- ----

~-r \ 
+IH-+1-

f 
1+1+ 

\ I--- ---~- 1---

\ 
--

-

---~ 

Figure 8 

APPLICATIONS 

A typical chopper drive for a two phase bipolar perma
nent magnet or hybrid stepping motor is shown in Figure 
9. The input can be controlled by a microprocessor, TTL, 
LS or CMOS logic. 

UC1717 
UC2717 
UC3717 

+5 +5 +40 

3,14 Stepping 
8 Ph VR Vee Vm 1 Motor 

Phase A Bo AOUT 

8 11A 
7 11 UC3717 

loA 
9 

12 Ao 15 
E BOUT 

-

+5 +5 +40 

3,14 

Phase B 8 Ph VR Vee Vm 1 
Bo AOUT 

11B 
7 11 UC3717 

loB 
9 

12 Ao 15 
BOUT 

Figure 9 

The timing diagram in Figure 10 shows the required sig
nal input for a two phase, full step, stepping sequence. 
Figure 11 shows a one phase, full step, stepping se
quence, commonly referred to as wave drive. Figure 12 
shows the required input signal for a one phase-two 
phase stepping sequence called half-stepping. 

The circuit of Figure 13 provides the signal shown in Fig
ure 10, and in conjunction with the circuit shown in Figure 
9, will implement a pulse-to-step two phase, full step, 
bidirectional motor drive. 

The schematic of Figure 14 shows a pulse to half step 
circuit generating the signal shown in Figure 12. Care 
has been taken to change the phase signal the same 
time the current inhibit is applied. This will allow the cur
rent to decay faster and therefore enhance the motor per
formance at higher step rates. 

Using the UC3717 to drive the L298 provides a uniquely 
packaged state-of-the-art high power stepper motor con
trol and drive. See Figure 15. 
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UC1717 
UC2717 
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+5V 

1k 1k 
Direction 

11A Switch 9 
10 

So loA 
S1 

ClK 11 
-

ClR 
A 

"'" 
3 A 

<» 
:;;: 

4 r-.. 
5 B 

C 12 B 
6 D R 

QD 

11B 
loB 

Figure 14: Half-Step, Bidirectional Drive logic 

CONSIDERATION 

Half-Stepping: In the half step sequence the power input 
to the motor alternates between one or two phases being 
energized. In a two phase motor the electrical phase shift 
between the windings is 90 degrees. The torque devel
oped is the vector sum of the two windings energized. 
Therefore when only one winding is energized the torque 
of the motor is reduced by approximately 30%. This 
causes a torque ripple .and if it is necessary to compen
sate for this, the VR input can be used to boost the cur
rent of the single energized winding. 

Ramping: Every drive system has inertia and must be 
considered in the drive scheme. The rotor and load iner
tia plays a big role at higher speeds. Unlike the DC motor 
the stepping motor is a synchronous motor and does not 
change its speed due to load variations. Examining typi
cal stepping motors, torque vs. speed curves indicates a 
sharp torque drop off for the start-stop without error 
curve, even with a constant current drive. The reason for 
this is that the torque requirements increase by the 
square of the speed change, and the power need in
creases by the cube of the speed change. As it can be 
seen, for good motor performance controlled acceleration 
and deceleration should be considered. 

Iron Core Losses: Some motors, especially the Tin-Can 
type, exhibit high iron losses mostly due to eddy currents 

which rise in an exponential manner as the frequency or 
step rate is increased. The power losses can not be cal
culated by 12R where I is the chopping current level and 
R the DC resistance of the coil. Actual measurements in
dicate the effective resistance may be many times larger. 
Therefore, for 100% duty cycle the current must be lim
ited to a value which will not overheat the motor. This 
may not be necessary for lower duty cycle operation. 

Interference: Electrical noise generated by the chopping 
action can cause interference problems, particularly in 
the vicinity of magnetic storage media. With this in mind, 
printed circuit layouts, wire runs and decoupling must be 
considered. 0.01 to 0.111F ceramic capacitors for high fre
quency bypass located near the drive package across V+ 
and ground might be very helpful. The connection and 
ground leads of the current sensing components should 
be kept as short as possible. 

Ordering Information 

UNITRODE TYPE NUMBER 
UC3717N - 16 Pin Dual-in-line (OIL) "Bat Wing" Package 
UC1717J - 16 Pin Dual-in-line Ceramic Package 
UC1717SP - 16 Pin Dual-in-line Hermetic Power Package 
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Figure 15: UC3717 with L298 Power Amplifier 
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NOTES: 
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R2 ""5 

2) RslM = 0.42V 
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~UNITRODE 
UC3717A 

Stepper Motor Drive Circuit 
FEATURES 
• Full-Step, Half-Step and Micro-Step 

Capability 

• Bipolar Output Current up to 1 A 

• Wide Range of Motor Supply Voltage 
10-46V 

• Low Saturation Voltage with Integrated 
Bootstrap 

• Built-In Fast Recovery Commutating 
Diodes 

• Current Levels Selected in Steps or Varied 
Continuously 

• Thermal Protection with Soft Intervention 

ABSOLUTE MAXIMUM RATINGS (Note 1) 
Voltage 

DESCRIPTION 
The UC3717A is an improved version of the UC3717, used to switch 
drive the current in one winding of a bipolar stepper motor. The 
UC3717A has been modified to supply higher winding current, more 
reliable thermal protection, and improved efficiency by providing inte
grated bootstrap circuitry to lower recirculation saturation voltages. 
The diagram shown below presents the building blocks of the 
UC3717A. Included are an LS-TTL compatible logic input, a current 
sensor, a monostable, a thermal shutdown network, and an H-bridge 
output stage. The output stage features built-in fast recovery com
mutating diodes and integrated bootstrap pull up. Two UC3717As 
and a few external components form a complete control and drive 
unit for LS-TTL or micro-processor controlled stepper motor systems. 

The UC3717 A is characterized for operation over the temperature 
range of O°C to +70°C. 

Logic Supply, Vee ...................................... 7V 
Output Supply, Vm. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .. 50V 

Input Voltage 
Logic Inputs (Pins 7, 8, 9) ................................ 6V 
Analog Input (Pin 10) ................................... Vee 
Reference Input (Pin 11) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .. 15V 

Input Current 
Logic Inputs (Pins 7, 8,9) ............................. -10mA 
Analog Inputs (Pins 10, 11) ............................ -10mA 

Output Current (Pins 1, 15) ............................... ±1.2A 
Junction Temperature, TJ ............................... +150°C 
Storage Temperature Range, Ts .................. -55°C to +150°C 

BLOCK DIAGRAM 

Note 1: All voltages are with respect to ground, Pins 4, 
5, 12, 13. Currents are positive into, negative out of the 
specified terminal. Pin numbers refer to DIL -16 pack
age. 
Consult Packaging Section of Databook for thermallimi
tations and considerations of package. 

vee AOUT BOUT 3,14 VM 
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I---------~-------------------
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UC3717A 

CONNECTION DIAGRAMS 

DIL-16 (TOP VIEW) PLCC-20 (TOP VIEW) 
PACKAGE PIN FUNCTION 

FUNCTION PIN 
J or N Package Q Package N/C 1 

BoUT 2 

------v-- Timino . 3 
Vm 4 BOUT IT !§] Emitters 

/3 2 1 2019 Gnd 5 

Timing ~ ~ AOUT 4 18 N/C 6 
Gnd 7 

Vm I! ~Vm 
5 17 

Vcc 8 
6 16 11 9 

Gnd Ii ~Gnd 7 15 Phase 10 
8 14 N/C 11 

Gnd Ii g] Gnd 9 10 11 12 13 10 12 

Vcc@ TIl VR 
Current 13 
VR 14 

11[1: !Q] Current Gnd 15 
NlC 16 

Phase ~ ~Io Gnd 17 
Vm 18 
AOUT 19 
Emitters 20 

ELECTRICAL CHARACTERISTICS (Refer to the test circuit, Figure 6. Vm = 36V, Vee = 5V, VR = 5V, TA = O°C to 70°C, 
unless otherwise stated, TA = TJ.) 

PARAMETERS TEST CONDITIONS MIN TYP MAX UNITS 
Supply Voltage, Vm (Pins 3, 14) 10 46 V 

Logic Supply Voltage, Vee (Pin 6) 4.75 5.25 V 

Logic Supply Current, Icc (Pin 6) 10=11 =0 7 15 rnA 

Thermal Shutdown Temperature +160 +180 °C 

Logic Inputs 
Input Low Voltage, (Pins 7, 8, 9) 0.8 V 

Input High Voltage, (Pins 7, 8, 9) 2 Vee V 

Low Voltage Input Current, (Pins 7, 8, 9) VI = O.4V, Pin 8 -100 IIA 
VI = O.4V, Pins 7 and 9 -400 mA 

High Voltage Input Current, (Pins 7, 8, 9) VI= 2.4V 10 IIA 
Comparators 

Comparator Low, Threshold Voltage (Pin 10) VR = 5V; 10 = L; 11 = H 66 80 90 mV 

Comparator Medium, Threshold Voltage (Pin 10) VR = 5V; 10 = H; 11 = L 236 250 266 mV 

Comparator High, Threshold Voltage (Pin 10) VR = 5V; 10 = L; 11 = L 396 420 436 mV 

Comparator Input, Current (Pin 10) ±20 IIA 
Cutoff Time, tOFF RT = 56kn, CT = 820pF 25 35 IJ.S 
Turn Off Delay, to (See Figure 5) 2 IJ.S 

Source Diode-Transistor Pair 
Saturation Voltage, VSAT (Pins 1, 15) 1m =-0.5A, Conduction Period 1.7 2.1 V 

(See Figure 5) 1m =-O.5A, Recirculation Period 1.1 1.35 V 

Saturation Voltage, VSAT(Pins 1, 15) Im=-1A, Conduction Period 2.1 2.8 V 

(See Figure 5) 1m = -1A, Recirculation Period 1.7 2.5 V 

Leakage Current Vm=4QV 300 mA 

Diode Forward Voltage, VF Im=-O.5A 1 1.25 V 

1m = -1A 1.3 1.7 V 
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ELECTRICAL (Refer to the test circuit, Figure 6. VM = 36V, Vee = 5V, VR = 5V, TA = O"C to 70°C, unless 
CHARACTERISTICS (cont.) otherwise stated, TA = TJ.) 

PARAMETERS TEST CONDITIONS MIN TYP MAX UNITS 

Sink Diode-Transistor Pair 
Saturation Voltage, VSAT (Pins 1, 15) 1m = 0.5A 0.8 1.1 1.35 V 

Im= 1A 1.6 2.3 V 
Leakage Current Vm=40V 300 !1A 
Diode Forward Voltage, VF 

~ : itt~~ lA .. 2~o Q 

~ 2 1--I-~lJ:-l ... 
- r I,,, 

~ f-+--jl-'-t-- --~ 
g 11--~_~~-

o ,..i __ L ---
0.2 0.4 0.6 0.8 
Output Current (A) 

Figure 1. Typical Source Saturation Voltage 
vs Output Current (Recirculation Period) 

4 

~ 3 
3: 
o 
--' 
0; 2 
en 
w g 1 

o 

TA=25"C 

0.2 0.4 0.6 0.8 

Output Current (A) 

Figure 3. Typical Sink Saturation 
Voltage vs Output Current 
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0; 
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.~ 2 
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Q; 
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TA=25"C 

0.2 0.4 0.6 0.8 

Output Current (A) 

Figure 4. Typical Power Dissipation 
vs Output Current 

Im=0.5A 

Im= 1A 
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Figure 2. lYpical Source Saturation Voltage 
va Output Current (Conduction Period) 
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Figure 6. UC3717A Test Circuit 

FUNCTIONAL DESCRIPTION 
The UC3717A's drive circuit shown in the block diagram 
includes the following components. 

(1) H-bridge output stage 
(2) Phase polarity logic 
(3) Voltage divider coupled with current sensing compa-

rators 
(4) Two-bit D/A current level select 
(5) Monostable generating fixed off-time 
(6) Thermal protection 

OUTPUT STAGE 
The UC3717 A's output stage consists of four Darlington 
power transistors and associated recirculating power di
odes in a full H-bridge configuration as shown in Figure 
7. Also presented, is the new added feature of inte
grated bootstrap pull up, which improves device per
formance during switched mode operation. While in 
switched mode, with a low level phase polarity input, 02 
is on and 03 is being switched. At the moment 03 turns 
off, winding current begins to decay through the commu
tating diode pulling the collector of 03 above the supply 
Voltage. Meanwhile, 06 turns on pulling the base of 02 
higher than its previous value. The net effect lowers the 
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saturation voltage of source transistor 02 during recircu
lation, thus improving efficiency by reducing power dissi
pation. 

Note: Dashed lines indicate current decay paths. 

Figure 7. Simplified Schematic of Output Stage 



FUNCTIONAL DESCRIPTION (cont.) 

PHASE POLARITY INPUT 
The UC3717A phase polarity input controls current direc
tion in the motor winding. Built-in hysteresis insures im
munity to nOise, something frequently present in 
switched drive environments. A low level phase polarity 
input enables 02 and 03 as shown in Figure 7. During 
phase reversal, the active transistors are both turned off 
while winding current delays through the commutating di
odes shown. As winding current decays to zero, the inac
tive transistors 01 and 04 turn on and charge the 
winding with current of the reverse direction. This delay 
insures noise immunity and freedom from power supply 
current spikes caused by overlapping drive signals. 

PHASE INPUT 01,04 02,03 
LOW OFF ON 

HIGH ON OFF 

CURRENT CONTROL 
The voltage divider, comparators, monostable, and two
bit D/A provide a means to sense winding peak current, 
select winding peak current, and disable the winding sink 
transistors. 

The UC3717 A switched driver accomplishes current con
trol using an algorithm referred to as "fixed off-time." 
When a voltage is applied across the motor winding, the 
current through the winding increases exponentially. The 
current can be sensed across an external resistor as an 
analog voltage proportional to instantaneous current. 
This voltage is normally filtered with a simple Rc low
pass network to remove high frequency transients, and 
then compared to one of the three selectable thresholds. 
The two bit D/A input signal determines which one of the 
three thresholds is selected, corresponding to a desired 
winding peak current level. At the moment the sense volt
age rises above the selected threshold, the UC3717A's 
monostable is triggered and disables both output sink 
drivers for a fixed off-time. The winding current then cir
culates through the source transistor and appropriate di
ode. The reference terminal of the UC3717 A provides a 
means of continuously adjusting the current threshold to 
allow microstepping. Table 1 presents the relationship 
between the two-bit D/A input signal and selectable cur
rent level. 

TABLE 1 

10 11 CURRENT LEVEL 
0 0 100% 
1 0 60% 
0 1 19% 
1 1 Current Inhibit 

UC3717A 

ture to a maximum of 180C by reducing the winding cur
rent. 

PERFORMANCE CONSIDERATIONS 
In order to achieve optimum performance from the 
UC3717 A careful attention should be given to the follow
ing items. 

External. Components: The UC3717 A requires a mini
mal number of external components to form a complete 
control and switch drive unit. However, proper selection 
of external components is necessary for optimum per
formanc~. The timing pin, (pin 2) is normally connected 
to an RC network which sets the off-time for the sink 
power transistor during switched mode. As shown in Fig
ure 8, prior to switched mode, the winding current in
creases exponentially to a peak value. Once peak 
current is attained the monostable is triggered which 
turns off the lower sink drivers for a fixed off-time. During 
off-time winding current decays through the appropriate 
diode and source transistor. The moment off-time times 
out, the motor current again rises exponentially produc
ing the ripple waveform shown. The magnitude of wind
ing ripple is a direct function of off-time. For a given 
off-time TOFF, the values of RT and CT can be calculated 
from the expression: 

TOFF= O.69RrCr 
with the restriction that RT should be in the range of 10-
100k. As shown in Figure 5, the switch frequency Fs is a 
function of TOFF and TON. Since TON is a function of the 
reference voltage, sense resistor, motor supply, and 
winding electrical characteristics, it generally varies dur
ing different modes of operation. Thus, Fs may be ap
proximated nominally as: 

Fs = 1;1.5 (TOFF). 
Normally, Switch Frequency Is Selected Greater than 
20kHz to prevent audible noise, and lower than 100kHz 
to limit power consumed during the switching cycle. 

f---j--

L---"-_-'---'-_L_..L __ L_--'---'-___ .1-- ____ _ 

Figure 8. A typical winding current waveform. Wind· 
Ing current rises exponentially to a selected peak 
value. The peak value is limited by switched mode 

OVERLOAD PROTECTION operation producing a ripple in winding current. A 
The UC3717 A is equipped with a new, more reliable ther- phase polarity reversal command is given and wind· 
mal shutdown circuit which limits the junction tempera- !ra~l:.urrent decays to zero, then increases exponen· 
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FUNCTIONAL DESCRIPTION (cont.) 

Low-pass filter components Rc Cc should be selected so 
that all switching transients from the power transistors 
and commutating diodes are well smoothed, but the pri
mary signal, which can be in the range of 1!TOFF or 
higher must be passed. Figure 5A shows the waveform 
which must be smoothed, Figure 58 presents the desired 
waveform that just smoothes out overshoot without radi
cal distortion. 
The sense resistor should be chosen as small as practi
cal to allow as much of the winding supply voltage to be 
used as overdrive to the motor winding. VRS, the voltage 
across the sense resistor, should not exceed 1 .5V. 

Voltage Overdrive: In many applications, maximum 
speed or step rate is a desirable performance charac
teristic. Maximum step rate is a direct function of the time 
necessary to reverse winding current with each step. In 
response to a constant motor supply voltage, the winding 
current changes exponentially with time, whose shape is 
determined by the winding time constant and expressed 
as: 

Im= Vm 
R [1-EXP (-HilL)] 

as presented in Figure 9. With rated voltage applied, the 
time required to reach rated current is excessive when 
compared with the time required with over-voltage ap
plied, even though the time constant UR remains con
stant. With over-voltage however, the final value of 

f
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UC3717A 

current is excessive and must be prevented. This is ac
complished with switch drive by repetitively switching the 
sink drivers on and off, so as to maintain an average 
value of current equal to the rated value. This results in a 
small amount of ripple in the controlled current, but the 
increase in step rate and performance may be consider
able. 

Interference: Electrical noise generated by the chopping 
action can cause interference problems, particularly in 
the Vicinity of magnetic storage media. With this in mind, 
printed circuit layouts, wire runs and decoupling must be 
considered. 0.01 to 0.111F ceramic capacitors for high fre
quency bypass located near the drive package across 
V+ and ground might be very helpful. The connection 
and ground leads of the current sensing components 
should be kept as short as possible. 

Half-Stepping: In half step sequence the power input to 
the motor alternates between one or two phases being 
energized. In a two phase motor the electrical phase shift 
between the windings is 90°. The torque developed is the 
vector sum of the two windings energized. Therefore 
when only one winding is energized the torque of the mo
tor is reduced by approximately 30%. This causes a 
torque ripple and if it is necessary to compensate for this, 
the VR input can be used to boost the current of the sin
gle energized winding. 

-
~ 

With Over·Voltage Applied, 
the Phase CUrrent Would 
Become Excessive. 

i5 z 
~ / Safe Value Maintained 

/ ~ by Switching Circuit. 

IR ~~~~~~~~~~ ! / .......... f'-....f'-....f'-....f'-....L ~ ~, ...... , ...... , ....... ....... 
6.31N 

I ... Slower Rise with 
I Rated Voltage Applied 

o UR 2UR 3UR 4UR TIME 

Figure 9. With rated voltage applied, winding current does not exceed rated value, but takes UR seconds to 
reach 63% of its final value - probably too long. Increased performance requires an increase in applied volt
age, of overdrive, and therefore a means to limit current. The UC3717 A motor driver performs this task effi
ciently. 
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MOUNTING INSTRUCTIONS 

The aJA of the UC3717 AN plastic package can be re
duced by soldering the GND pins to a suitable copper 
area of the printed circuit board or to an external heat 
sink. Due to different lead frame design, 9JA of the ce
ramic J package cannot be similarly reduced. 
The diagram of Figure 11 shows the maximum package 
power PTOT and the 9JA as a function of the side " I " of 
two equal square copper areas having a thickness of 3511 
(see Figure 10). 

COPPER AREA 35 J.l THCKNESS 

\ 
p.e. BOARD 

Figure 10. Example of P.C. Board Copper 
Area which is used as Heatsink. 

During soldering the pins' temperature must not exceed 
260°C and the soldering time must not be longer than 12 
seconds. 
The printed circuit copper area must be connected to 
electrical ground. 

4 80 

~ 3 60 ~ 

,:. E 
0 

2 I- --
IL 

40 < 
al 

20 

0 0 
0 10 20 30 40 

Side) - mm 

Figure 11. Maximum Package Power and Junction 
to Ambient Thermal Resistance vs Side "I". 

APPLICATIONS 
A typical chopper drive for a two phase bipolar perma
nent magnet or hybrid stepping motor is shown in Figure 

UC3717A 

12. The input can be controlled by a microprocessor, 
TTL, LS, or CMOS logic. 

The timing diagram in Figure 13 shows the required sig
nal input for a two phase, fUll step stepping sequence. 
Figure 14 shows the required input signal for a one 
phase-two phase stepping sequence called half-step
ping. 

The circuit of Figure 15 provides the signal shown in Fig
ure 13, and in conjunction with the circuit shown in Fig
ure 12 will implement a pUlse-to-step two phase, full 
step, bi-directional motor drive. 

+5 +5 +40 

3,14 Stepping 

Phase A 8 Ph VR Vcc Vm 1 Motor 
Bo AOUT 

8 11A 
7 11 UC3717A 

loA 
9 12 Ao 15 

BOUT 

-
+5 +5 +40 

3,14 

Phase B 8 Ph VR Vcc Vm 1 
Bo AOUT 

lIB 
7 11 UC3717A 

loB 
9 12 Ao 15 

E BOUT 

Figure 12. Typical Chopper Drive for a Two 
Phase Permanent Magnet Motor. 

The schematic of Figure 16 shows a pulse to half step 
circuit generating the signal shown in Figure 14. Care 
has been taken to change the phase signal the same 
time the current inhibit is applied. This will allow the cur
rent to decay faster and therefore enhance the motor 
performance at high step rates. 
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PHASE A 

PHASE B ----, 

-+FWD -+ REV 

Figure 13. Phase Input Signal for Two Phase Full Step Drive (4 Step Sequence) 

PHASE 

PHASE 

10, 11 
10, 11 

Figure 14. Phase and Current-Inhibit Signal for Half-5tepping (8 Step Sequence) 
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1 

Phase A 
1k 

1 
PR 

Q 
C-j))-D 

1/2 
Qf---- Phase B 

7474 

-CK Or-
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I 

Figure 15. Full Step, Bi-directional Two Phase Drive Logic 
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Figure 16. Half-Step, Bi-directional Drive Logic 
UNITRODE CORPORATION 
7 CONTINENTAL BLVD .• MERRIMACK, NH 03054 
TEL. (603) 424-2410. FAX (603) 424-3460 
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~UNITRODE 
UC3nOA 
UC3nOB 

High Performance Stepper Motor Drive Circuit 

FEATURES 

• Full-Step, Half-Step and Micro-Step 
Capability. 

• Bipolar Output Current up to 2A. 

• Wide Range of Motor Supply Voltage: 
10--50V 

• Low Saturation Voltage 

• Wide Range of Current Control: 5mA-2A. 

• Current Levels Selected in Steps or Varied 
Continuously. 

• Thermal Protection and Soft Intervention. 

BLOCK DIAGRAM 

DESCRIPTION 
The UC3770A and UC3770B are high-performance full bridge driv
ers that offer higher current and lower saturation voltage than the 
UC3717 and the UC3770. Included in these devices are LS-TTL 
compatible logic inputs, current sense, monostable, thermal shut
down, and a power H-bridge output stage. Two UC3770As or 
UC3770Bs and a few external components form a complete micro
processor-controllable stepper motor power system. 

Unlike the UC3717, the UC3770A and the UC3770B require exter
nal high-side clamp diodes. The UC3770A and UC3770B are iden
tical in all regards except for the current sense thresholds. 
Thresholds for the UC3770A are identical to those of the older 
UC3717 permitting drop-in replacement in applications where high
side diodes are not required. Thresholds for the UC3770B are tai
lored for half stepping applications where 50%, 71%, and 100% 
current levels are desirable. 

The UC3770A and UC3770B are specified for operation from O°C 
to 70°C ambient. 

Vee 
r-------~6~------------------------~ 
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ABSOLUTE MAXIMUM RATINGS 
Logic Supply Voltage, Vee. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .. 7V 
Output Supply Voltage, VMM. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .. 50V 
Logic Input Voltage (Pins 7, 8, 9) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .. 6V 
Analog Input Voltage (Pin 10) .. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .. Vee 
Reference Input Voltage (Pin 11). . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .. 15V 
Logic Input Current(Pins 7, 8, 9) ................................. -10mA 
Analog Input Current(Pins 10,11) ................................ -10mA 
Output Current (Pins 1, 15) ....................................... ± 2A 
Junction Temperature, TJ. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .. + 150°C 
Note 1: All voltages are with respect to Gnd (DIL Pins 4, 5, 12, 13); all currents 
are positive into, negative out of the specified terminal. 
Note 2: Consult Unitrode Integrated Circuits databook for thermal limitations and 
considerations of packages. 

CONNECTION DIAGRAMS 

DIL-16 (Top View) PLCC-28 (Top View) 
J Or N Package Q Package 

~ 
BOUTe!: ~Emitters 

/4 3 2 1 282726 
Timing ~ ~ AOUT 

5 25 
VMIT ~VM 6 24 

Gnd r3: ~Gnd 7 23 
8 22 

Gnd~ ~Gnd 9 21 

Vee ~ :!TIVR 10 20 
11 19 

11 II ~ Current 12 13 14 15 16 17 18 

Phase~ ~IO 

UC3770A 
UC3770B 

PACKAGE PIN FUNCTION 
FUNCTION PIN 

Gnd 1-3 
VM 4 
N/C 5 
AOUT 6 
NlC 7 
Emitters 8 
Gnd 9 
BOUT 10 
Timina 11 
VM 12 
Gnd 13-17 
Vee 18 
11 19 
Phase 20 
10 21 
N/C 22 
Current 23 
VR 24 
N/C 25-27 
Gnd 28 

ELECTRICAL CHARACTERISTICS: (All tests apply with VM = 36V, Vee = 5V, VR = 5V, No Load, and 0°C<TA<70°C, 
unless otherwise stated, TA = TJ.) 

UC3770A UC3770B 

PARAMETER TEST CONDITIONS MIN TYP MAX MIN TYP MAX UNITS 

Supply Voltage VM (Pins 3, 14) 10 45 10 45 V 

Logic Supply Voltage Vee (Pin 6) 4.75 5 5.3 4.75 5 5.3 V 

Logic Supply Current Icc (Pin 6) 10 = 11 = H, 1M = 0 15 25 15 25 mA 

10 = 11 = L, 1M = 0 18 28 18 28 mA 

10 = 11 = H, 1M = 1.3A 33 40 33 40 rnA 

Thermal Shutdown Temperature +170 +170 °C 

Logic Threshold (Pins 7, 8, 9) 0.8 2.0 0.8 2.0 V 
Input Current Low (Pin 8) VI =0.4V -100 -100 ~ 
Input Current Low (Pins 7, 9) VI =O.4V -400 -400 ~ 
Input Current High (Pins 7, 8, 9) VI =2.4V 10 10 ~ 
Comparator Threshold (Pin 10) VR = 5V, 10 = L, 11 = L 400 415 430 400 415 430 mV 

VR = 5V, 10 = H, 11 = L 240 255 265 290 300 315 mV 

VR=5V,10=L,11=H 70 80 90 195 210 225 mV 

Comparator Input Current (Pin 10) ±20 ±20 ~ 
Off Time RT = 56k, CT = 820pF 25 30 35 25 30 35 ms 
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UC3770A 
UC3770B 

ELECTRICAL (All tests apply with VM = 36V, Vcc = 5V, VR = 5V, No !.oad, and 0°C<TA<70°C, unless 
CHARACTERISTICS (cont.): otherwise stated, TA = TJ.) 
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Turn Off Delay 

Sink Driver Saturation Voltage 

Source Driver Saturation Voltage 

Output Leakage Current 

Figre 1: Typical Source Saturation 
Voltages vs. Load Current 
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Voltages vs. Load Current 
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Figre 3: Typical Supply Current 
VS. Load Current 
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Simple Techniques for Isolating and Correcting Common Application 
Problems with UC3625 Brushless DC Motor Drives 

by Mickey McClure 

The UC3625 brush less DC motor control IC incor
porates many useful features which greatly simplify 
the design of low cost and reliable brushless DC 
motor drive systems. Although the controller IC is 
designed for ease of circuit implementation, a few 
precautions must be taken to insure proper opera
tion. This design note highlights a few areas where 
the IC may not operate correctly if suitable design 
techniques are not followed. 

REFERENCE VOLTAGE 

A common application problem is inadequate de
coupling and/or excessive loading on the VREF pin 
of the UC3625. As the data sheet indicates, the 
maximum recommended current drain on this node 
is 30mA DC. Much of the UC3625 internal logic is 
also referenced off of this node and any transient or 
noise spikes on the VREF pin can result in improper 
circuit operation. When the VREF pin is affected by 
noise, the result is usually a "lock up" condition 
where the motor drive outputs become disabled. 
This may result from a false trip of the under-volt
age lock-out circuit, a false trip of soft start, or an 
improper decode of the Hall sensors. Other protec
tion signals such as RC-Brake or ISENSE may be af
fected as well. 

A simple trouble shooting technique can be used to 
determine when an upset of the UC3625 internal 
logic is causing the lock up condition. The VREF pin 
of the IC should be isolated from the rest of the cir
cuit and decoupled with at least 0.1 ~F. Any external 
+5V circuitry should be powered off of a separate 
bench supply. The problem should immediately go 
away if the VREF pin is the culprit. The motor should 
now operate normally, with no lock up condition. 

The solution to this problem will usually involve both 
reducing the external current drain on VREF and in
creased decoupling. Every effort should be made to 
reduce the DC current drain as low as possible so 
that any AC currents will have less impact on VREF. 

10193 

The Hall sensors should be powered by something 
other than VREF, such as Vee. While there is rio 
general rule on how much DC current is too much, 
as DC currents approach 30mA, there will be more 
reason to suspect that VREF is the source of the 
lock up condition. 

AC current will be drawn from the VREF point when 
it is used to provide the pull up voltage for the Hall 
inputs to the UC3625. Noise spikes caused by this 
current drain may be severe enough to latch false 
logic states on the internal protection circuitry if 
adequate decoupling is not provided. The reference 
voltage should always be decoupled to ground with 
a high quality ceramic capacitor of at least 0.1 ~F lo
cated as close as possible to VREF and ground 
pins. An electrolytic capacitor should be placed in 
parallel with the ceramic capacitor if there is any 
significant DC loading on the reference voltage. A 
value of 1 O~F is usually sufficient. The placement of 
the electrolytic capacitor is not as critical, but it 
should be located as close to the ceramic capacitor 
as practicality will allow. Figure 1 shows the recom
mended power connections and decoupling for a 
typical UC3625 motor drive system. 

e-+-+--+----+---1 Hall 
PWR 

1----+---+---+---1 Hall 
RTN 

Hall 
Sensors 

Figure 1: Recommended Power Connections 
and Decoupling 
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HALL INPUTS 

High power motor drive systems are frequently 
characterized by large noise spikes induced by high 
frequency switching. Under certain conditions these 
noise spikes can trigger Hall sensor inputs to latch 
improper commutation states. If an improper com
mutation state is latched, the correct state is then 
locked out for the duration of the tach-out pulse. 
The result is not generally a lock out condition, but 
rather a motor that responds in a sluggish or unpre
dictable manner. 

As indicated by the UC3625 data sheet, any 
change in the H1, H2, or H3 inputs loads data from 
the position sensor latches. Because the position 
latches are inhibited for the duration of the user pro
grammable tach-out pulse, a noise induced state 
will lock out the correct commutation state. The 
power amplifier will then energize the wrong wind
ings of the motor, possibly resulting in reduced 
torque, or zero or negative torque depending on 
which incorrect state is latched in. The controller 
will allow a new state to latch once the tach-out 
pulse times out. Normal operation may resume at 
this time, or the noise related problems may con
tinue. The response of the motor is therefore erratic 
and unpredictable. 

This problem can be traced with a logic analyzer or 
four channel oscilloscope connected to the three 
Hall inputs and the tach-out pulse. For normal op
eration, the logic analyzer should display the cor
rect sequence of the Hall signals, and the tach-out 
pulse should occur at regular intervals proportional 
to the motor velocity. Incorrect commutation states 
are indicated by the tach-out pulse occurring at ran
dom intervals. These incorrect states mayor may 
not show up on the analyzer display, depending on 
the frequency and amplitude of the noise. 

The problem can usually be corrected by passive 
filtering of the Hall inputs. An RC network of 1 k and 
2.2nF is recommended with the filter components 
located as close as possible to the IC. Small delays 
in the filter are not a problem because the sensors 
normally generate modified gray code with only one 
output changing at a time. The rise and fall times of 
the Hall signal edges must be shorter than 20llS for 
correct tachometer operation. Figure 2 depicts the 
recommended implementation of this filter tech
nique. 

ON-50 

+15V 

1k Hall Hall 

Out1 Power 

UC3625 
1k Hall Hall 

Out2 Sensors 

Hall 
Out3 

2.2nF Hall 
RTN 

Figure 2: Recommended Hall Filtering 

A more noise tolerant solution involves inserting 
comparators between the Hall sensors and the 
UC3625 if the passive technique is not sufficient. 
Because Hall sensors are typically open collector 
drivers, their outputs can easily become corrupted 
when driving long cables in a high noise environ
ment. Much greater signal integrity can be achieved 
by using comparators configured with a large 
amount of hysteresis to attain greater noise margin. 
They must be configured in the noninverting mode 
so that the correct Hall states will be latched by the 
UC3625. Figure 3 shows an example circuit for 
driving the Hall inputs with comparators. 

CURRENT SENSE CIRCUITRY 

The UC3625 current sense circuitry must also be 
configured correctly to prevent improper circuit re
sponse. Noise problems may cause the UC3625 to 
supply less current to the motor than the controller 
commands, resulting in poor motor response, and 
possibly undesired torque limiting. 

The most important factor in achieving proper cur
rent limit response is a correct differential 
measurement of the voltage across the current 
sense resistor. Separate traces must be run from 
the ISENSE1 and ISENSE2 inputs directly to the cur
rent. sense resistor. If an input filter is used, it 
should be balanced, and the filter resistors should 
tie directly to the current sense resistor. Recom
mended component values for the differential filter 
are 2700 and 4.7nF. Never should one ISENSE in
put line be simply grounded and the other input 
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+15V 

Hall 
Power 

+15V 

~uat'll--t---'IIIN~ 

Hall 
Sensors 

-f2.2nF 

43k 
+ 15 V >-"IIIN_ 

+15V 

1k 

43k 

ON-50 

1M 

UC3625 

1M 

Hall 
Out21--+-----f-'VI~~ 

..;r:.2nF 

+15V 1M 

1k 
Hall 
Out3~-+-----f-'VI~~:~ 

Hall 
RTN 

Figure 3: Comparator Sense of Hall Sensors 

driven single ended. The recommended circuit lay
out for the ISENSE1 and ISENSE2 input signals is 
shown in Figure 4. 

Power 
Amp 

~ Separate 
Trace 

UC3625 

Figure 4: Proper Current Sense Layout 

Additional noise immunity can be achieved by add
ing a capacitor from the ISENSE output to ground. 
This capacitor should be located as close as possi-

ble to the ISENSE pin, and a low impedance path to 
ground for its low side is essential. Filtering at this 
point has the advantage of allowing fast signal in
versions to be correctly processed by the absolute 
value circuit before filtering takes place. 

If high levels of common mode noise or ground 
bounce are affecting the ISENSE inputs it may be 
necessary to decouple the ISENSE inputs (pins 4 
and 5) to ground with 470pF capacitors. These ca
pacitors will shunt out any high frequency common 
mode noise, and allow for a more accurate meas
urement of true motor current. 

NONLINEARITY PROBLEMS ASSOCIATED 
WITH NOISE ON THE TIMING CAPACITOR 

Switching noise can result in discontinuities in the 
linear response of the PWM circuitry if the timing 
capacitor on the RC-OSC pin is not located prop
erly. The UC3625 creates the sawtooth waveform 
by measuring the voltage across the capaCitor tied 
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between RC-OSC and ground. This voltage is 
charged by a constant current source, and is dis
charged when a fixed threshold is reached. The 
output duty cycle of the power stage is detennined 
by comparing the error amplifier output to the saw
tooth waveform. When the magnitude of the saw
tooth wavefonn is greater than the output of the 
error amplifier, the output stage is switched off. 

Large current spikes can result in localized ground 
bounce when the power stage switches. The low 
side of the capacitor can be "pumped up" if the tim
ing capacitor is not located near the IC. This prob
lem will result in the oscillator comparator tripping 
early, and the sawtooth wavefonn will jump to a 
higher frequency. The effect will be a nonlinear 
PWM gain function. Since the PWM is usually part 
of the forward loop, this will not be a problem in 
many closed loop systems because the outer con
trolloop will simply compensate for the nonlinearity. 

For cases where the nonlinearity is a problem, the 
situation can usually be mitigated by connecting the 
timing capacitor directly across the RC-OSC and 
GND pins of the UC3625. Since the internal compa-

UNITRODE CORPORATION 
7 CONTINENTAL BLVD .• MERRIMACK, NH 03054 
TEL. (603) 424·2410. FAX (603) 424-3460 

DN-50 

rator is referenced from this local ground point, the 
correct trip point will be maintained and the fre
quency of the oscillator will remain constant. 

For some cases it may be necessary to add a low 
value resistor in series with the Pwr-Vcc pin or the 
output (PO and PU) pins of the UC3625. These re
sistors will limit the peak value of transient currents 
in the output driver stage of the IC. By minimizing 
these currents, the amount of ground bounce can 
be reduced, and therefore the nonlinearity problem 
can be curtailed. 

While the previously described techniques will re
sult in a more robust and reliable motor drive de
sign, they are by no means the answer to every 
problem. As with all analog circuitry, there is no 
substitute for good circuit design and layout prac
tice when designing with the UC3625. Every effort 
should be made to keep all signal runs as short as 
poSSible, and avoid running sensitive traces near 
each other. Finally, proper grounding techniques 
should always be maintained, as well as careful at
tention to EMI reduction. 
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Design Considerations for Synchronizing 
Multiple UC3637 PWMs 

by Mickey McClure 

As motion control and power interface systems be
come more complex, the need for more sophisticated 
control circuitry arises. One common application in
volves the need for synchronizing multiple pulse 
width modulators (PWMs). This requirement may re
sult from the need to eliminate beat frequencies 
when multiple PWMs reside on the same printed cir
cuit board, or from timing considerations in redundant 
systems where voting between drivers is required. 

The UC3637 is an extremely versatile PWM used in 
many motor control and power driver applications, 
and the need for synchronization often arises. In or
der to properly accomplish this, a few simple design 
rules must be followed. These rules apply primarily to 
resetting the part's current limit latches. 

Figure 1 shows a block diagram of the UC3637. In a 
single PWM configuration, the triangle waveform, 
and therefore the operating frequency of the PWM is 
developed by charging and discharging a capacitor 
at pin 2, and comparing the voltage across this ca
pacitor to the threshold voltages applied at pins 1 
and 3. The design equations for this circuit are dis-

cussed extensively in Unitrode Application Note U-
102, "Switched Mode Controller For PWM DC Motor 
Drive." 

The most common configuration for synchronized 
PWMs is a single master PWM driving one or more 
slave PWMs. In this case the triangle wave is devel
oped by the master exactly as it is in the single PWM 
case. The master triangle wave is then used to drive 
the PWM comparators on the one or more slave ICs. 
The only major concern is resetting the slave current 
limit comparators. 

Figure 2 shows a simple circuit for operating syn
chronized UC3637 PWMs in a master/slave 
configuration. The important point to note about this 
circuit is that the pulse be pulse current limiting fea
ture of the UC3637 is not used. The triangle wave is 
developed by the master, and used to drive its own 
PWM comparators as well as the slave PWM com
parators. The threshold levels and the CT pin of the 
slave IC are tied off to levels which force the current 
limit comparators to stay in the nonlimit state. With 
the slave CT grounded, and the slave +VTH tied to a 

'd--...,.-,;:::i-i14 SHUTDOWN 

17 

E/A OUTPUT 
Note: Faull latches are reset dominant. 

-BIN +BIN 

Figure 1. UC3637 Block Diagram 
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SLAVE 

V2 

• Vs >-+--+----' 

VERROR2 

• Vs >--'IN'v--+----l • Vs >-'M--4----j 

Figure 2. Synchronized PWMs with No Current Limiting 

negative level, the A output current limit comparator 
will always keep the drive active. The B drive will also 
be active because -VTH is tied to a positive level. The 
threshold levels can not simply be tied to the supply 
rails because those voltages are outside of the com
mon mode range for the comparators. 
As long as CT is kept greater than 1000pF, the input 
capacitance of the slave comparators will not affect 
the oscillator frequency. If long signal runs are re
quired, or many PWMs need to be synchronized, it is 
best to buffer the triangle wave with an op amp at the 
masterlC. 
While the circuit of Figure 2 is quite Simple, current 
limiting requirements often rule out its use. The circuit 
shown in Figure 3 should be used for those applica
tions where both current limiting and synchronization 
are required. In this circuit, the current limit compara
tors of the slave PWM are tied to threshold levels of 
the same polarity but lower magnitude than the 
threshold levels of the master. Independent pulse by 
pulse current limiting is accomplished by guarantee
ing that the slave current limit comparators get reset 
each cycle. This can be assured by setting the differ
ence between the master and slave threshold levels 

(dV) so that even with worst case offsets in both the 
master and slave ICs the magnitude of the master tri
angle wave will always be great enough to reset the 
comparators. The following equations outline a pro
cedure for determining the minimum dV for the 
positive threshold. The dV for the negative threshold 
is determined by the same procedure: 

1)dV=V1-V3 

The minimum dV must be able to compensate for the 
worst case offset errors of the threshold compara
tors. These errors result from both offset voltage and 
bias currents: 
2) VERROR1 = (IBIAS) .Req 

3) R = R1 • (R2+R3+R4tRS) 
eq R1+R2+R3+R4tR5 

4) VERROR2 = Vos = 150mV 

The worst case error occurs when the offsets of the 
master are opposite to the offsets of the slave. The 
offsets than add to each other to give the minimum 
dV requirement: 
5) dVmin = 2 • (VERROR1 + VERROR2) 

The set point for dV is determined by adding the 

8-116 



Design Note DN-53A 

+Vs 

T SLAVE 
dV 
.J... 

V4 R2 

R5 

R3 

-VS 

+Vs 

VERROA1 VERROR2 

-VS -Vs >---'W'v---+-----I 

Figure 3. Synchronized PWMs with Current Limiting 

maximum tolerance on dV to the minimum dV value. 
Because dV is set by a resistor divide network with 
independent terms in both the numerator and de
nominator of its voltage equation, the total error term 
is a function of twice the resistor tolerance, as we" as 
the supply voltage. Taking these error sources into 
account yields the set point for dV: 
6) dVSET = dVmin + dVmin • (2) • (resistor tolerance) • 
(power supply tolerance) 

We now select R4 by: 

7) dV: (+Vs - (-Vs» • R4 
SET R1+R2+R3t-R4+RS or 

R4 = dVSET. (R1+R2+R3t-RS) 
(+Vs - (-VS» - dVSET 

It should be noted that deriving the threshold levels 
for the slave PWM off of the same divide network as 
the master allows for much better tracking of dV. 
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Since the difference between the master and slave 
threshold levels is sma" compared to the absolute 
voltage levels, the resistor tolerance becomes much 
less significant. If the slave threshold levels were de
rived off of separate networks, the resistor tolerance 
would affect the absolute threshold level by the toler
ance of the resistors, resulting in a much higher 
percentage change in dV. 
While these two simple circuits will suit the require
ments of most synchronized systems, there may be 
cases where more complex circuitry is required. If a 
digital square wave clock is used to synchronize 
many PWMs, an integrator may be required to derive 
the triangle waveform. For certain critical systems, a 
phase lock loop may be more desirable as a syn
chronization mechanism. As always, the individual 
designer must evaluate the system requirements be
fore a final design configuration can be selected. 
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Closed Loop Temperature RegulatIon Using the UC3638 H-Bridge Motor Controller and a 
Thermoelectric Cooler 

By David Salerno 

INTRODUCTION 
Have you ever wanted to test an IC over tempera
ture, but couldn't put the entire application circuit in 
the oven? Maybe you needed to access critical cir
cuit nodes for troubleshooting, or observe the ef
fects of temperature on only one component. 
Freeze sprays and hair dryers may be good for 
benchtop troubleshooting, but the temperature 
(and temperature slew rate) is highly uncontrolled 
and may actually damage the part. Forced air sys
tems which direct temperature controlled air to a 
specific area are available, but they are large, cum
bersome and expensive. What is needed is a por
table, low cost, temperature forcing system. 

One solution is to use a thermoelectric cooler. 
Thermoelectric coolers (TEC's) employ the Peltier 
effect, acting as small, solid state heat pumps 
when a DC current is passed through them. They 
are relatively small, flat devices which transfer heat 
from one side to the other. The direction of heat 
transfer can be reversed, for heating or cooling, by 
simply reversing the direction of the current. The 
amount of heat transfer is controlled by the magni
tude of the current. A temperature difference 

I 12VDC SUPPLY I I FAN 

across a TEC of up to 50°C or more can be 
achieved using a single element if proper 
heatsinking is provided on one side of the device. 
Larger temperature gradients can be produced by 
stacking multiple elements. They can be used ef
fectively as part of a closed loop temperature regu
lation system. 

A number of methods can be used to regulate the 
magnitude and direction of the TEC current, since 
they operate at a relatively low DC voltage (maxi
mum current ranges from 1 A to 10A, depending on 
size). Linear regulation can be used, but would be 
very inefficient and would require bipolar supplies, 
or some means of switching polarity to reverse the 
direction of current flow. Switching techniques, us
ing pulse width modulation, can be used to im
prove efficiency. If heat transfer is only required in 
one direction, for heating or cooling (but not both), 
a simple buck topology, operating from a single 
supply voltage, can be used to regulate the output 
current in one direction. However, in this case, to 
allow both closed loop heating and cooling from a 
single supply, a bridge topology is necessary. A 
simplified block diagram of the closed loop temper
ature control system is shown in Figure 1. 

-----------------1 
I 
I 
I 
I 
I 

HEATSINK 

THERMO UC3638 f==c> H-BRIDGE ~ LC FILTER f=C> ELECTRIC 
PWM CONTROLLER COOLER 

i CONTROL SURFACE 
I 
I I I TEMPERA TURE ~ THERMAL FEEDBACK L _____________________________ ~ 

SET 

Figure 1. Temperature controller block diagram. 
02199 
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Pulse width modulation minimizes conduction 
losses in the control electronics, but requires a so
phisticated PWM controller, espeCially to. prevent 
problems such as bridge cross-conduction. The 
building blocks required for closed loop PWM con
trol, such as a voltage reference, error amplifier, 
pulse width modulator, oscillator, current sense 
amplifier, and FET drivers, as well as features such 
as undervoltage lockout (UVLO) and 
pulse-by-pulse current limiting, are all contained. in 
the UC3638. The biasing circuitry needed for Sin
gle supply operation is also included. A block dia
gram of the IC is shown in Figure 2. 

The circuit in Figure 3 uses the UC3638 H-bridge 
controller, four FET's, a differential LC filter and a 
TEC to form a closed loop temperature regulator. A 
PWM frequency of 100kHz is set by R15 and C13. 
This frequency was chosen as a compromise to 
limit switching losses in the bridge while minimizing 
the size of the LC filter components. The deadtime 
between commutation of the bridge switches is set 

REF 

DN-76 

by the voltage on the DB pin, using the divider of 
R12-R14. The voltage on PVSET determines the 
amplitude of the triangle wave oscillator used in the 
PWM modulator. 

MOSFET's 01-04 form the bridge, while BJT's 
05-08 act as high side FET drivers, since outputs 
AOUT1 and BOUT1 of the UC3638 are open col
lector. AOUT2 and BOUT2 can drive the low side 
MOSFET's directly. Schottky diodes D1 and D2 
clamp any ringing below ground due to stray circuit 
inductance. Sense resistor R6 is chosen to limit the 
peak output current to 5 Amps. The current se~se 
voltage is amplified by the UC3638, and any nOise 
spikes are filtered by C12 and a 100n resistor in
ternal to the IC. 

The LC output filter, formed by L 1, L2 and C2-C6, 
is required to convert the PWM output from the 
bridge back to a DC voltage. This is necessary b.e
cause AC ripple is detrimental to the TEC, and ItS 
efficiency drops off rapidly. Less than 10% ripple is 
recommended. The resulting architecture is a low 
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I 
I 
I 

4 ---------------------------------------, 

vee 15 

VALLEY 
OUT 

vee : 
I 

SHUTDOWN I 
9V/BV I 

TRIANGLE H-+--R-AttM-P ---t--t=±===::t~:::::----t~ ose 

100 

AREF/\/'Vl 

VCLH 
+2.SV 
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Figure 2. UC3638 block diagram. 
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Figure 3. Circuit diagram of the temperature regulator using the UC3638 controller. 
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bandwidth class D amplifier, which can deliver a 
variable DC voltage up tore12V at several amps to 
the TEC. At these currents, no heatsinking of the 
MOSFET's is required. If a higher current TEC is 
used, heatsinking of the MOSFET's may be re
quired, primarily due to conduction losses. Another 
alternative is to use MOSFET's with a lower 
RDSON· 

To dissipate the heat transferred and generated by 
the TEC losses, a heatsink and 12VDC fan are 
mounted in close thermal contact with one side of 
the device. An aluminum "cold plate" is mounted 
on the other side, forming a sandwich with the TEC 
in the middle. The aluminum plate, acting as the 
control surface, adds thermal mass to help stabi
lize the loop while protecting the brittle ceramic 
surface of the TEC. This plate is placed in intimate 
thermal contact with the item to be temperature 
controlled. 

RT1, an NTC thermistor, is placed in a hole in the 
side of the aluminum plate to provide good thermal 
feedback to close the loop. A parallel resistor helps 
to linearize the thermistor's response. This is not 
critical, since the temperature control pot will be 
calibrated, compensating for any non-linearities. 

The UC3638 error amplifier compensation uses 
proportional gain, since it can be difficult to com
pensate an integral loop due to the long thermal 
time constant of the mechanical system. The DC 
gain of the error amplifier, determined by R10 and 
R11, is high enough so that a temperature error of 
<1°C will produce full output voltage to the TEC. 
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C10 provides a pole to filter out any noise before 
reaching the modulator. Note that the amplitude of 
the triangle wave oscillator (set by R13 and R14) 
also affects overall loop gain. 

Temperature control pot R9 is calibrated using a 
thermocouple temporarily mounted to the alumi
num plate. Once calibrated, it is accurate and re
peatable to within 1°C. LED's across the output of 
the filter give a visual indication of whether the 
TEC is heating or cooling, depending on the polar
ity of the output voltage. 

The entire system, using the TEC shown, operates 
off a 12VDC, 2.5A power supply and provides 
closed loop temperature regulation of a surface 
about 1 inch square. The temperature of the con
trol surface can be varied from O°C to +80°C in a 
room ambient environment. Hotter and colder tem
peratures are possible if multiple devices are 
stacked and proper heatsinking is provided. Re
member that cooling can only take place if the 
heat, including that produced by the efficiency 
losses in the TEC, can be dissipated on the oppo
site surface. Note that the maximum temperature is 
ultimately limited by the temperature rating of the 
solder within the TEC. Devices with ratings of up to 
+200°C are available. 

TEC's can be used in many temperature control 
applications. They are available in a wide variety of 
shapes, sizes, power and voltage ratings from a 
number of manufacturers. Some manufacturers 
also supply heatsinks, cold plates and fans. How
ever, low cost Pentium style heatsink and fan com
binations can often be adapted. 
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UC3717 and L-C Filter Reduce EMI 
Chopping Losses in Step Motor 

and 

A chopper drive which uses the inductance of the motor 
as the controlling element causes a temperature 
rise in the motor due to hysteresis and eddy current 
losses. For most motors, especially solid rotor construc

tions, this extra heat can force the designer to go to a larger motor 
and then derate it, or to a more expensive laminated construction 
in order to produce enough output torque for the job. Regardless 
of the motor type, any extra heat generated within a system will 
have to be removed or else other system components will be 
stressed unnecessarily. This could mean using a fan where con
vection cooling might otherwise have sufficed. In addition, the 
EMI generated from both the motor and its leads is of serious con
cern to the designer in view of ever-increasing EMI regulations. 

These problems can be virtually eliminated by borrowing a sim
ple technique from switching power supply designs, i.e., by plac
ing a properly designed low-pass L-C filter across the output and 
using this L to control the UC3717. This removes the high fre
quency AC chopping losses in the motor by providing it with 
almost pure DC current. It also confines the EM I-causing, high fre
quency AC components to within the driver where they are easier 
to handle. This could allow increased wire lengths and possibly 
free up some design constraints, but remember that even though 
DC emits no EMI, the driver will still commutate the windings and 
can produce some components of frequency as high as 10kHZ. 
The design of the L-C filter is straight-forward and its small addi
tional cost can be recovered easily. The Unitrode UC3717, a com
plete chopper drive for one phase winding on a monolithic IC, 
makes the design job simple. The end result, a cooler running and 
EMI quieter step motor, can be achieved with just a few additional 
passive components. 

Preliminary Considerations 

For our analysis, we will use a "23" frame, bipolar motor with 
a solid rotor and the following specifications: 

P ma< = 9.0 Watts = Maximum power dissipation at 25°C 
Vma< = 3.75 Volts = Maximum voltage per motor phase at 

25°C 
In.. = 1.25 Amps = Maximum current per motor phase at 

25°C 
Rm = 3.0 Ohms = Resistance of one phase at 25°C 

*Lm = 8.4 mH = Inductance of one phase winding 

*It should be noted that Lm. as given in a manufacturers data 
sheet, is not always true average inductance as seen at high cur
rent in a circuit, but rather the inductance reading you would 
obtain from a low current inductance bridge. This value can differ 
from in-circuit inductance by a factor of 2 or more! The in-circuit 
inductance for this motor is 5.0 mHo 

We begin by calculating the electrical time constant of one 

phase winding using the resistance value given above and the 
actual motor inductance: 

Tm =..!:m = 5.0 mH = 1.67 msec 
Rm 3.0 Ohms 

(1) 

If one were using a standard voltage drive then it would take 
approximately Tm or 1.67 msec to reach the current level required 
for proper operation. This places a severe restriction on motor 
speed. Increasing the drive voltage will allow the motor to run fas
ter but will cause it to draw too much current and overheat. Max
imum motor speed may be increased by decreasing the time 
constant. Since Lm is fixed, the only parameter we can change is 
the effective value of Rm by placing a resistor in series with it. If we 
place a resistor 4 times Rm in series such that total R IS 5 times Rm 
and increase the drive voltage by a factor of 5 then we will have 
reduced the time constant by a factor of 5 to 330 /Asec and also 
increased both the maximum motor speed and maximum power 
output by a factor of 5 each. Unfortunately, we will have increased 
wasted power by a factor of 5 also. 

The Chopper Drive 

Using a chopper drive enables one to run at a higher voltage 
and thus reach proper operating current faster while still protect
ing the motor from excessive current that would otherwise flow 
due to the higher voltage. The high voltage is first applied across 
the motor winding and then, when ,_ is reached, it is switched off. 
(If it were not switched off then the maximum current rating of the 
motor would be quickly exceeded.) The current is then allowed to 
circulate in a loop within the driver and motor for a fixed time per
iod (tOft) after which the voltage is re-applied to the motor. The 
operating frequency, which is determined by both the motor 
inductance and t,. should be high enough that the resulting cur
rent ripple is small compared to the average DC current. Power 
efficiency is relatively high because there is no external resistor 
used. 

Nothing is free in the world of physics, however, and the price 
one pays for the extra power output capability is an increase in 
wasted heat due to hysteresis and eddy current losses within the 
motor instead of in an external resistor. Being within the motor, it 
can now cause overheating as well as reliability problems. Since 
the excess heat increases rapidly with the overdrive ratio, this 
means that at low overdrive ratios (less than 5-to-1) there will be 
almost negligible heating, but at higher overdrive ratios (more 
than 1 O-to-1) the induced motor losses can become as great as, or 
actually exceed, the I'R losses! By placing a low-pass L-C filter in 
the circuit these induced losses can once again become negligi
ble. The Land C components selected should be capable 'of 
operating at frequencies of 25 kHz or higher without heating 
effects in the inductor core or inductive effects in the capacitor. 
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Designing with the UC3717 

Using a supply voltage (vJ of 40 volts (approximately a 10/1 
overdrive), the turn-on rise-time becomes: 

t"", = -Tm X Ln (1 - VmNJ = -1.67 x 10" x Ln (1 -3.75 1 40) 

= 164 ,.sec (2) 
or an improvement of approximately 10-to-1 in speed capability. 

Using an off-time (t".) of 30 ,.sec as suggested on the UC3717 
data sheet and limiting current (I.) to 850 rnA establishes a voltage 
across the resistive component of the winding (V •. ",,) during the 
"on" time of: 

V.", = I,x R. = .85 x 3.0 = 2.55 Volts (3) 
and during the "off' time (due to a 2.6 volt drop across the upper 
transistor, as shown in the data sheet, and a 0.4 volt drop across 
the Schottky "catch" diode) of: 

V." = Vo,"""" + Vd"d. = 2.6 + 0.4 = 3.0 Volts (4) 
Since the voltage and current changes are small, we can substi
tute a resistance (RJequivalent equivalent toV~""'lw in series with R.to adjust 
the time constant and allow us to calculate the approximate cur
rent ripple (AI.) during 1,,: 

( [- t,,(R. + R.)l) 
AI. = I. 1 - expo Lm J 

== .85 x (1 -exp 

= 33 rnA p-p 

[ - 30x1O"6 x (3.0 + 3.5)] ) 
5x10·3 

Knowing AI •• we can now calculate the on-time (1,,,): 

1" == ~ == 33x1O·3 X 5x10·3 == 4.4 ,.sec 
V, - Vw."" 40 - 2.55 

and can also find our operating frequency (f) by: 

f = 1 1 (I" + t".) = 1 1 (4.4 + 30) x 10· = 29.1 kHz 

(5) 

(6) 

(7) 

VERT = 10 mA' 

DIV 

HORIZ = 5....", 

DlV 

Figure 1. A-C component of motor current for standard 
chopper configuration. 

Since this frequency is well above audible ranges, it will not cause 
any objectionable sound, but there are still the problems of EMI 
and excess motor heating to deal with. It is possible to generate 
EMI due to the current switching that occurs in the motor leads 
because they carry not only the primary frequency, but also many 
higher harmonics as well, so they require careful routing, shield
ing, or both. We can put in a low pass L-C filter to remove these 

U-gg 

high frequencies and still pass normal commutation currents 
without any significant loss of motor performance. 

Design of the L-C Filter 

Figure 2 IS a block diagram of a motor connected to 2 UC3717s 
with the low-pass L-C filters in place. 

Again we will use a current of 850 rnA in each winding, an off
time of 30 ,.sec. and an on-time of 4.4 ,.sec but now we will use an 

PHASE A 

I •• 

PHASE B 
I 

I •• 

Figure 2. Low-pass L-C filters on outputs. 

l 

C 

o 
STEPPER 
MOTOR 

external inductance (L) to control the chopping. Vo"" is the sum of 
the source (V"') and sink (V.) voltage drops at 850 rnA: 

Vd,,,, = V", + V. + V"',,, = (2.6 + 1.9 + 0.36) 

= 4.9 volts (8) 

In order to minimize the effects of L on the motor current risetime 
we will make it 10 times smaller than Lm or 500 ,.H.ln order to keep 
the peak current in the UC3717 below 1 amp we will use a 0.42 
ohm sense resistor and also limit .Ie to 300 mAo Using a variation of 
equation (6) we can check that: 

L = (V,-Vd<op)x 1" == (40 -4.9) x 4.4xla6 = 515,.H 
,IL 300x1a' 

(9) 

is in keeping with the constraints outlined above. 
Similarly, we would like to find a value for the capacitor (C) such 

that it will have less than 1/10 the impedance of L at 29.1 kHz: 

C = 10 = 10 (10) 
(2 x n x 1)2 X L (2 x 3.14 x 29100)2 X 500x1O-6 

= 0.6,.F 

The test motor and driver, operated unloaded (nothing con
nected to the output shaft) and in the configuration of Figure 2, 
used values of 500 "H for the inductor and 0.47 "F for the capaci
tor. Figure 1 and Figures 3 through 6 are waveforms obtained 
from that motor. 

The lower trace of Figure 3 (Figure 3b) shows the 330 mA cur
rent sawtooth in the inductor, while the upper trace (Figure 3a) 
shows an 8 rnA p-p current ripple in the motor winding. While this 
may seem to indicate on·ly a 12 dB reduction in EMI over Figure 1, 
comparing the sinusoidal waveform of Figure 3a to the "noisy" 
sawtooth waveform of Figure 1 will quickly point out sources of 
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EMI. In Figure 1, the oscillations immediately following each 
switch of the driver are due to the motor's distributed capacitance 
resonating with its inductance and are a possible source of EMI. In 
addition, sharp current spikes are allowed to pass along the motor 
leads and through the motor's distributed capacitance unhin
dered, thus creating high frequency EMI. EMI spikes were vir
tually eliminated from Figure 3a by using a low ESR capacitor and 
connecting the motor leads close to the body of the capacitor. 

Figure 4 shows motor current superimposed over the inductor 
current. Just to the left of the center graticle line a ringing occurs in 
the inductor current that also appears in the motor current, 
although attenuated. This ringing occurs at a frequency of: 

a) VERT = 2 
mAl DIV A-C 
component of 
Motor Cur
rent with L-C 
fitte[ 

b)VERT = 100 
mAl DIV A-C 
component of 
inductor cur
rent with L-C 
filter. 

HORIZ = 5.5 I 
DIV 

Figure 3. Motor and inductor current waveforms. 

f,e, = 1 12 n v'TXC = 1 16.28 x V 500xlU" x 0.47xlU" 
= 10.4 kHz (11) 

which is the resonant frequency of the L-C filter. This frequency 
can be lowered by increasing the value of either L or C, although 
at a cost of reducing the high speed performance of the motor. 

The high frequency sawtooth waveforms at the upper, flat por
tion of the motor current waveform are the 29.1 kHz chopping cur
rents in the inductor. They cause a small corresponding ripple in 
the motor current but, because the chopping frequency is more 
than twice the break frequency of the 2-pole L-C filter, we would 
expect, and can see, an attenuation greater than 12 dB. 

In a 2 phase step motor (sometimes referred to as a 4 phase 
step motor because of the 4 windings used in the unipolar version) 
the STEP RATE, in full steps per second (FSPS), IS 4 times the pri
mary frequency of the motor current waveform. The two phases of 

VERT = 500 mA I 
DIV 

HORIZ = 200 mS I 
DIV 

Figure 4. Filter current waveform superimposed over motor 
current waveform. 
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the step motor are operated in quadrature and thus will generate 
4 distinct states in the 2 phases which correspond to 4 mechanical 
steps for each electrical cycle. 

FSPS = 4 x frequency (for a 2 or "4" phase step motor) (12) 

It is important to note at this time that 10.4 kHz is the highest fre
quency that can be passed to this motor without attenuation using 
the selected components, but that this corresponds to a step rate 
of 41,600 FSPS! The test motor was able to run at 17,000 full steps 
per second with the L-C filter in place, which is high enough for 
most situations. 

Figures 5 and 6 are current waveforms for the motor running at 
1600 FSPS and 16,000 FSPS respectively. The motor was opera
ted with the L-C filter on only the lower trace winding so that the 
waveforms could be compared easily. Looking at Figure 5, one 
can see that the leading edges of both waveforms have the same 

VERT = SOOmA I 
DIV 
Motor current 
without l:C fllte[ 

VERT = 500mA I 
DIV 
Motor current with 
L-Cfilter. 

HORIZ = 500.5 I 
OIV 

Figure 5. Motor currents at 1600 FSPS. 

risetimes, although the filtered one has more susceptibility toward 
ringing. From Figure 6, one can see that torque is down only 3 dB 
at 16,000 FSPS and that there are "glitches" in the unfiltered 
waveform that do not appear in the filtered waveforms. 

VERT = 500mA I 
OIV 
Motor current 
without kC filter. 

VERT = 500 mA I 
DIV 
Motor current with 
L-Cfilter. 

HORIZ = 100m51 
DIV 

Figure 6. Motor currents at. 16,000 FSPS. 

Conclusions 

The use of a low-pass filter can be an effective heat and EMI 
reduction mechanism when used with a step motor chopper 
driver such as the. UC3717. The price one pays for a "clean" EMI 
environment isa small loss in very high speed performance. The 
technique may be applied equally well to non-IC chopper drivers 
but the peak currents must be accounted for and the minimum 
value of L adjusted.accordingly. 500 /lH is the smallest practical L 
that should be used with the UC3717 since we do not want the 
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peak of the ripple to exceed 1.0 amps. This limits the usefulness of 
the technique to motors with inductances of 2 mH or more. At 
average currents less than 300 mA, the value of L may have to be 

-F1 .$V .$V .... 
, ,. 

-.. !. .. ' 
7 I, Utl717 

.. ... .. 15 

E ,. a .• 
12.13 
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larger in order to maintain continuous current in the inductor, but 
the physical size may be decreased. If an average current in 
excess of 850 mA is required, then a power amplifier may be 
added as shown in Figure 7. This will extend the peak current 
capabilities of the chopper drive to higher current and will also 
allow the value of L to be decreased. 

PlCOOO 

Figure 7. UC3717 chopper drive with PIC900B Power Amplifier on one phase of step motor. 
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UC1637/2637/3637 
SWITCHED MODE CONTROLLER 

FOR DC MOTOR DRIVE 

INTRODUCTION 
There is an increasing demand today for motor control 
circuits, as a result of the incredible proliferation of auto
mated position control equipment, which is itself made 
possible by recent developments in the field of digital 
computation. 

The UC1637 Switched Mode Controller for DC motors is 
one of several integrated circuits offered by Unitrode for 
motor controls. This Application Note presents the general 
principles of its operation and the circuit details that optim
ize its use. As an illustration we will carry out an actual 
design which will involve not only the UC1637, but also a 

power H-bridge using MOSFET transistors, and a modem 
DC motor tachometer. Using the tach output and 
UC1637's error amplifier, we will close the velocity control 
loop after a brief analYSis of the factors that affect the 
feedback loop stability. 
To achieve high efficiency power amplification, the 
UC1637 uses pulse width modulation, or PWM. This tech
nique is employed today in many different circuits where 
power losses must be minimized, and is most suitable in 
applications involving inductive loads such as motors 
voice coils, etc. 

-Vs & f---------.----_---f--+----_------~--___, 

Is 
ISET 18 r------, 

_EA~& -EA 

.. E A 15 + 

E AoUT 17 

-Vs 5f---------+--~-----r-_+------------~ 

FIGURE 1. BLOCK DIAGRAM OF UC1637. 
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PULSE WIDTH MODULATION (PWM) 
The function of a power amplifier is to regulate the flow of 
energy from a power supply to a load, under the control of an 
input signal. A linear amplifier does this by interposing a 
controlled voltage drop in series with the load, while carrying 
the full load current. The product of this voltage and current 
represents the amount of power that must be dissipated by 
the amplifier itself, and it is easy to see that the method is not 
very efficient. In fact, its usefulness diminishes rapidly as the 
amount of power to be controlled increases and, at some 
point, a more efficient method becomes imperative. 
PWM is a switching technique in which the supply voltage is 
fully applied (switched) to the load and then removed, the 
"on" and "off" times being precisely controlled. The effect on 
the load is the same as if some lower voltage were continu
ously applied whose value depended on the duty-cycle, that 
is, the ratio of "on" time to the full switching period. Since 
supply current only flows during the "on" times, it is apparent 
that the efficiency should be much higher than in the linear 
amplifier, as in fact it is. Still, switching transistors have small 
but finite "on" voltages and transition times, all of which 
introduce losses, which limit practical PWM efficiencies to 
something between 75% and 90%. 

THE UC1637 
The diagram of Figure 1 shows in block form the internal 
organization of the device. The main functions are: 

A) Triangular wave generator; CP, CN, S1, SR1 
B) PWM comparators; CA, CB 
C) Output control gates; NA, NB 
0) Current limit; CL, SRA, SRB 
E) Error amplifier; EA 
F) Shutdown comparator: CS 
G) Undervoltage lockout; UVL 

U-102 

The two output lines, AOUT and BOUT, are meant to drive the 
two legs of an H-bridge power amplifier, with the load driven 
in bipolar fashion. The AOUT and BoUT outputs themselves are 
rated at 500mA peak and 100mA continuous, which makes 
it easy to interface the device with most amplifiers. 
In order to generate two PWM output Signals, we first pro
duce a triangular waveform, or linear ramp. This is done by 
charging a capacitor CT (pin 2) with constant current Is until 
the comparator CP, with a fixed threshold voltage of +VTH, 
delivers a pulse to "sef the SR1 latch circuit. This forces Q 
high, which closes the switch S1 and adds a negative cur
rent 2xls, to the node of pin 2. As a result, a net current equal 
to Is now flows out of Cr. discharging it linearly until the 
comparator CN resets SR1, and the cycle restarts. Thus, the 
voltage at pin 2 ramps continuously between -VTH and +VTH 
at a frequency that depends on these two threshold voltages, 
on CT. and on Is. 
The current Is is programmed by means of a resistor con
nected to pin 18. The voltage at this pin is equal to +VTH and 
an internal current mirror forces the charging current Is to be 
equal to the current flowing out of pin 18. If a resistor Rs is 
connected from pin 18 to -Vs (pin 5) instead of to ground, the 
ramp frequency becomes independent of power supply vol
tage variations, since Is will then change together with VTH. 

As Figure 2 shows a triangular waveform can be compared 
with a reference voltage to generate a PWM Signal. The 
UC1637 uses two separate comparators to generate the two 
output signals AoUT and BOUT. The way the signals are 
handled, and the results, are shown in Figure 3 where it can 
be seen that the difference between VA and VB is the cause 
of the time intervals during which both outputs are low. 

HI---
LO 

PWM SIGNAL 

FIGURE 2. HOW A PWM SIGNAL IS GENERATED. - - _ ... --

CB 

CA 

FIGURE 3. TWO PWM SIGNALS ARE GENERATED IN THE UC1637. 
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The two nand gates, NA and NB, will be enabled if the 
following two conditions are met: 

A) supply voltage +Vs is greater than +4.15 volts (typ) 
B) the shut-down input line (pin 14) is at least 2.5 

volts (typ) negative with respect to +Vs. 
If these are satisfied, the AOIJf output line will be high if the CA 
output and Q of SRA are both high. Since SRA is set at each 
positive peak of the oscillator ramp, the output Aovr can be 
controlled by CA singly - as long as a current-limit pulse 
from CL does not occur. The operation of the NB gate is 
similar. 
The timing diagrams of Fig. 4 show the sequence of events 
before and after a current limit pulse occurs. Before timet1 
the PWM action is smoothly controlled by the ramp compari
sons with VA and Va. The pulse from CL at time t1 resets both 
SRA and SRB; the output lines are now disabled until SRA is 
set (at time ~) and SRB is set (at time t3). 

",VTH 

VB 

RAMP 
WAVEFORM 

V. 

-VTH 

"' V 

... ~ 1/ 
~ 

H 

~OF 
RA 

- - - -- --- - - --- -

H 
~OF RB 

-- --- - --- - - - -- -

U·102 

The current limit comparator CL provides a means to protect 
both driver and motor from the consequences of very high 
currents. If the current delivered by the driver to the motor is 
made to flow through a low value resistor (for example, see 
Rs in Figure 7) the voltage drop across this resistor will be a 
measure of motor current. This voltage is applied between 
pins 12 and 13 of the UC1637, with pin 12 positive. A 200mV 
threshold is provided internally (see Figure 1) so that when 
the Rs voltage is equal to 200mV the output of CA goes high, 
resetting both SRA and SRB and, consequently, terminating 
any active output pulse. This pulse-by-pulse method of cur
rent limiting is very fast and provides effective protection, not 
only for the driver components, but also for the motor where 
the possibility of demagnetization due to excessive current is 
a matter of serious concern. 
Finally, the UC1637 contains also an operational amplifier 
EA, that can be used to provide gain and phase compensa
tion as will be seen later. 

I ! 
I 
I 

.-

~ 
I 

/ ~ , , , 
I , 

~ '" / I 
I 
I 
I 

______ J 
- - -- - - - --, 

I 
I 

________ J r-

I 
I 
I 

I - - - - -- -- --- - - - -- - - -------- - - - - -- - - - --

CL 
OUTPUT 

AOUT 

BOUT 

f0o-

deadtlme 

J 
I , , 

I , 
l--. 

I , , 
I , 
I , 
I 

I , 
deadtlme I 

I 

FIGURE 4. TIMING DIAGRAM SHOWING THE GENERATION OF PWM PULSES AT AouT AND BOUT. 

I 

t3 

BEFORE TIME t" THE Q OUTPUTS OF SRA AND SRB ARE BOTH HIGH AND THE OUTPUT PULSES ARE CONTROLLED BY THE RAMP 
INTERSECTIONS WITH V. AND VB. AT TIME t" THE CURRENT LIMIT COMPARATOR HAS SENSED EXCESS CURRENT AND THE CL 
OUTPUT HAS GONE HIGH, RESETTING BOTH SRA AND SRB. THIS TERMINATES THE A"", PULSE THAT WAS ACTIVE AT THE TIME. 
AouT CAN RESUME ONLY AFTER SRA IS SET AT 10: Bo,,, CAN RESUME ONLY AFTER SRB IS SET AT b. 
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Figure 5 shows the connections needed to get the ramp 
generator and the two comparators ready to go. There is no 
great difficulty in calculating values for the various resistors, 
which are no more than two simple voltage dividers. Still, 
certain things should be considered before proceeding. 
The input impedance RIN, seen by the control voltage Vc will 
be 

(1) 

and this value may be specified or determined in advance. 
Also, it would be economical to have a minimum number of 
different values of resistors. If we make 

R, = R3 (2) 

we will have four resistors of equal value in the final circuit. 

There is also the question of deciding on the separation VG 
between the reference voltages +VA and -VA. The voltage 
gain of the PWM amplifier will have one of the four char
acteristics depicted in Figure 6, depending on your choice 
of reference voltage separation. You can get a linear 
response by making VG = 0, as in Curve #1, or by mak
ing VB - VA = 2VTH, as in Curve #3. In Curve #2, there is a 
change in slope due to the contribution, near zero, of both 
VA and VB to the output changes, which in some systems 
may be undesirable, but which may be of interest due to the 
fact that it results in zero losses at null. 

'Vs 

1 

~ R, 

< R2 

~ 

? 
R, 

t-
Yc 

(Control V oltage) 

Rr R3 

~ 

'VR> 

< R, 

~ 

~R' 
-VR 

R3 

-Ys 

I ~ 
1 'Vs 

+VTH 

3 
-VTH 

2 

18 
ISET 

UC1637 

9 
-BIN 

~ TBIN 

~ -Altt 

11 
+AIN 

-Vs 

15 

FIGURE 5. SElTING UP THE A AND B COMPARATOR INPUTS. 
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Va 

+Vs ___________ __ t~~ 

--------------~r-~~~---------------Vc 

4 3 2 1 

1 NOTE: Max. Vo is less than Vs due to 
device saturation vottages, VSAT. 

---------------- ~s 

FIGURE 6. PWM VOLTAGE GAIN CHARACTERISTICS OBTAINABLE WITH 
VARIOUS VALUES OF REFERENCE VOLTAGE SEPARATION, 
OR GAP VOLTAGE 2 VA. 

1. LINEAR GAIN WITH VA = 0 (a = 0). 
2. NON-LINEAR GAIN WITH VA GREATER THAN ZERO BUT LESS 

THAN VTH (0 < a < 1). 
3. LINEAR GAIN WITH VA = VTH (a = 1). 
4. NON-LINEAR GAIN WITH VA GREATER THAN VTH (a > 1). 

NOTE: THE SLOPE OF LINE 1 IS TWICE THAT OF LINE 3. 

At this point, this choice of PWM gain characteristic 
amounts only to the choice of the ratio between VA and V1H: 

a =...Y!L 
VTH 

(3) 

The values of VTH and VA. as well as R3 and R4• depend on 
the following: 

±Vs: power supply voltages 
RIN: desired control input resistance 

Vcmax: peak value or input voltage Vc. This is the 
input voltage at which the output reaches 
100% duty cycle 

a: ratio of VA to VTH 

These values being known the designer can proceed to 
calculate the following circuit values: 

(4) 

(5) 
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(6) 

(7) 

(8) 

and, from Eq. (2), R, = R3 . 

Having chosen a frequency iT for the PWM timing circuit, 
you can now calculate c,. and RT. A suitable starting value 
for the charging current Is is O.SmA which gives 

Vs + VTH 
RT = -==-.OO=O"=s':':'" 

(9) 

(10) 

You will probably need to make an adjustment here, so as 
to get a standard value for capacitor Cr, and it is best to 
keep Is in the range from 0.3mA to O.SmA when you do this. 
It may be desirable, or even necessary in some conditions, 

U-102 

to bypass the +VTH and -VTH inputs to ground, and for this, 
ceramic capacitors of O.1pf should be adequate. 
Remember also that terminal 14, the shut-down line, must 
be held "low" (at least 2.SV below the positive rail) in order 
to enable the drive. With an external switch to ground, or to 
-Vs, and a pull-up resistor to +Vs, this line can be used to 
enable (low), and disable (high), the output. Both Aoo-r and 
BOUT will be low when the shut-down line is high. 
The next step is to connect the UC1637 to a suitable power 
amplifier, and the amplifier to the motor. The UC1637 has 
provisions for current limiting, as discussed earlier, and you 
must make arrangements to develop a voltage proportional 
to motor current at the driver side. This can be done by 
adding to an H-bridge a low value resistor in series with rail 
connections. The current limit comparator has a common 
mode range that reaches all the way down to the negative 
rail (on the positive side the limit is 3V below the positive 
rail). A resistor As is then added at the bottom of the bridge, 
and its value is selected so as to give a voltage drop to 
200mV when the desired limit current flows. 

Rs= ~ (ohms) 
I MAX 

(11) 

where IMAX is the maximum desired motor current in 
amperes. In a breadboard, a twisted pair of wires should be 
used to make the connection from this resistor to pins 12 
and 13, and .an RC filter should be added, as shown in 
Figure 7. 
On a PC board, it is a good idea to keep Rs close to the 
UC1637 to minimize the length of the connecting traces. 
The RC filter should still be used . 

...---...-------...----------t--+15V 

INPUT 
, 10V. 
RIN = 10K 

~ 
-=-

15K 

I 
+VrH 

10K 
3 

-VTH 

9 
-SIN 

2 C, 

II 
+AIN 

18 Rr 

39K 

6 
Vs 

Aou. 

BOUI 

UC1637 

'C L 

SO 
14 

4 

7 

IK 

POWER 
AMPLIFIER 

Rs = 0.025 ohm. 3W 

L.~4--____ -------<~ ...... --------~----- -15V 

FIGURE 7. CIRCUIT OIAGRAM OF PWM VOLTAGE AMPLIFIER WITH GAIN OF 3. 
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AN EXAMPLE 
We are ready now to design a current limited, PWM voltage 
amplifier to drive a small DC servomotor. Here are the 
requirements: 

Supply voltages: ±15V 
Input: ±10V max.; 10K input res. 
PWM frequency: 30KHz 
Motor current limited at 8A 
Minimum power losses at idle 

We have: 
Vs = 15V 
Vcmax = 10V 
RIN = 10'ohm 
h=3x104 Hz 
and IMAx = 8A 

and also, from the last requirement, a = 1. 

FROM EQUATIONS 

(4) 

(S) 

(6) 

(7) 

(8) 

(9) 

R3 = 2 x 104 x 15 x 2 = 15K 
10+15x2 

v - 15 x 5 x 103 = 3.75V 
R- 2x104 

VlH = 3.75V 

R2 = (2 x 15 x 103 ) x 3.75 = 10K 
15 - 3.75 

R = 15 + 3.75 = 375K 
T .0005 . 

and of course, R, = R3 = 1SK. 

(10) C - .0005 -1 11 x 10-9fd 
T - 4 x 30 X 103 x 3.75 . 

If we settle for RT = 39K, Is becomes slightly less than 
0.5mA and if we then pick CT = 1000pf, the nominal fre
quency becomes 32KHz. 
To limit the motor current at 8A, we need, from Eq. 11, 

Rs = : = 0.025 ohm 

The peak power in the resistor will be 

Ps = 8'x .02S = 1.6 watts. 
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Incidentally, the voltage gain of the amplifier can be deter
mined from the fact that a 10V change at the input results in 
a 30V change at the output; therefore, the gain from input to 
motor terminals is 3. The above circuit is shown in Figure 7. 

THE POWER AMPLIFIER 
Where space is tight and motor current is less than five 
amperes, the Unitrode PIG900 offers a perfect solution to 
your power bridge design. This device comes in a DIL-18 
package, requires only SmA of input drive current, and is 
rated at SA absolute maximum output current. It contains 
all you need for the output H-bridge - including the circu
lating diodes - and with only a few added parts, you are 
ready to go. A circuit diagram showing a velocity feedback 
loop using one UG1637 and one PIG900 appears in the 
UG1637 data sheet. 
For higher currents, you will have to design your own 
amplifier, and for the purposes of this application note, a 
sample design is shown in Figure 8. Referring to that circuit, 
note that with +Vs and -Vs applied, if the inputs are left 
open, the power MOSFETs are all "off". If Drive A, for 
example, is driven to within 3.SV of either power rail, then 
the corresponding output is switched to that rail. Note that 
since the PNP and NPN junction transistors are by nature 
faster switching "on" than "off', while the MOSFETs are 
much faster than the junction transistors driving them, this 
connection provides a simple guarantee against cross
conduction. Also working toward this goal is the fact that 
the junction transistor can discharge the MOSFETs input 
capacitance faster than the 1 K, 1 W resistor can charge it. 
The arrangement shown in Figure 8 results in a transition 
time of about 1.5118 during which both MOSFETs in a given 
leg are off. This amount of time is a very small portion of the 
33pS period toward which we are designing our example. 
The power MOSFET transistors, in TO-220 package, are 
rated at SOV and 12A. The channel "on" resistance is quite 
low, 0.25 ohms at 8A, for the UFNS33, resulting in low 
thermal losses. You can easily find other devices with even 
lower Res values, if needed, but as always, the price you 
pay is that you must pay the price. 
Finally, a word about circulating diodes - conspicuous in 
Figure 8 by their absence. All power MOSFETs have an 
intrinsic rectifier, or body diode, a junction rectifier whose 
current rating is the same as that of the transistor. With the 
drive format provided by the UC1637, the two bottom 
MOSFETs (N-channel) are "on" during the time when 
motor current circulates, and as a result the reversed 
diode carries only a small portion of the current: most of it 
flows from source to drain through the channel. In fact, the 
diode fully conducts only during the 1.5118 when both devi
ces in one bridge leg are off. You can add fast recovery 
diodes in shunt with the MOSFETs if you find that they are 
essential. The intrinsic MOSFET diode is not particularly 
fast, and as your output current requirements increase, the 
need for fast external diodes will become more and more 
apparent. 
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FIGURE 8. THIS 8A POWER AMPLIFIER IS SUITABLE FOR 30KHz OPERATION. 

THE SERVOMOTOR 
It is convenient to represent the DC servomotor by a simple 
equivalent circuit, and one such circuit is shown in Figure 9. 
Note that by expressing the moment of inertia J and the 
motor constant K in metric units (Nm sec'and Nm/A 
respectively), we avoid the need to include a multiplying 
constant in the expressions for CM and eo. Also, the motor 
constant K, in metric units, defines both the voltage con-

e, eo = Kc-.J 

i 
FIGURE 9. EQUIVALENT CIRCUIT OF MOTOR, WHERE J IS THE 

TOTAL MOMENT OF INERTIA OF ROTOR PLUS LOAD. 

RA :: armature resistance; ohms. 
LA" = armature inductance; henrys. 

eM = equivalent capacitance; farads. 
J = total moment of inertia: Nm sec'. 
K = motor constant; vott sec/rad, or NmiA. 
6J = rotor angular velocity: rad/sec. 

TO CONVERT FROM TO MULTIPLY BY 

oz in sec2 Nm sec' 7.06 "10-3 

vottslKRPM volt sec/rad 9.55 "10-3 

stant in volt-sec/rad, and the torque constant in NrnlA, as 
one and the same number. 
The ratio J/K'has the dimensions of capacitance, with a 
value runnng to several thousand microfarads. The voltage 
across this capacitor is equal to Kw where w is the angular 
velocity of the rotor in radlsec. Consequently, this voltage 
is the analog of shaft velocity. 

Our equivalent circuit, then, is a simple series connection of 
RI\. the armature resistance; LA. the armature inductance; 
and eM. the equivalent capacitance, equal to J/K". It 
should come as no surprise that such a circuit will have a 
natural resonant frequency WN, and a resonant Q as well. 
This is indeed the case, and we have for its transfer 
function, 

~ 1 (12) 
e,(8) (S/iAJN)2 + s/QlAJN + 1 

where 
K (13) iAJN = 

..; LA J 

and Q= ~~ (14) 
RA J 
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We can now use these sample results in our sample R.· 0.70 

design. Here are some of the data given by a motor 
manufacturer: 

EG & G TORQUE SYSTEMS 
MODEL NO. MT-2605-102CE 
(motor - tach assembly) 

MOTOR: KT= 4.7 oz in/amp 
Kv = 3.5V/KRPM 
RA=0.7 ohms 
JM= 0.0018 oz in sec' 
TM= 8.6 ms (mech. time const.) 
T8= 1.6 ms (el. time const.) 

TACH: JT = 0.001 oz in sec' 
Kv= 3V1KRPM 

The several motors in this series and size have the same 
electrical time constant T E, and since we know RA, 

LA = TERA = 0.016 x 0.7 
LA= 1.12 mH 

The total moment of inertia is 
J = JM + JT = 0.0018 + 0.001 
J = 0.0028 oz in sec' 

In metric units, 

J = 0.0028 (Nm sec2 ) 

141.612 

Putting KT in metric units, 

K = 14~:~12 (Nm/amp) 

The equivalent capacitance is 

C - ~ - 141.612 x 0.0028 = 18,000'" 
M - K2 - (4.7)2 1" 

For the equivalent circuit, then, the values are 

RA= 0.7 ohms 
LA= 1.12 mH 
CM = 18,000'IJI 

The angular velocity will be proportional to the voltage 
eo across CM: 

w= ~ 
K 

e, , T .0.857 --rr I 
.... eM = IS.OOOP! , 

T::: tach voltage const. 
motor voltage canst. 

FIGURE 10. THE TACH VOLTAGE e, IS PROPORTIONAL TO OJ. 

If the motor has a tachometer attached, we can include it in 
the equivalent circuit by deriving an equivalent tach voltage 
proportional to eo. This is illustrated in Figure 10, where 

T = Tach. voltage constant 
Motor voltage constant 

3V1KRPM 
T = 3.5V1KRPM = .857 

From Eq. 13, WN= 222.7 rad/sec 

From Eq. 14, Q=0.356 

(Note: Since' = 2~ ,the damping factor here is 1.4) 

From Eq. 12 and the above data, we can write the ratio 
of tach voltage to input as 

.857 (15) 

THE VELOCITY LOOP 
Our objective is to put together a feedback loop using our 
UC1637, H-bridge, and motor: the controlled variable is w, 
the motor shaft's angular velocity. For high accuracy, we 
need a high loop gain, so that small velocity errors are 
magnified and corrected. The UC1637 internal ERROR 
amplifier is appropriate for this purpose, and will be used as a 
summing amplifier. But before proceeding, let us take a look 
at Figure 11, where a plot of the motor-tach transfer function 
(Eq. 17) is shown. The plot shows that as the frequency 
increases, the tach output decreases and the phase lag 
increases towards a maximum of 1800 • This means that 
although we can introduce plenty of gain at very low frequen
cies, where the phase lag is low, the added gain must be 
reduced at the higher frequencies, where the 1800 phase 
lag tends to make our loop a regenerative one. If we want the 
closed loop response to be "snappy", that is, if we want a 
bandwidth of several tens of hertz, then the loop gain must be 
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FIGURE 11. PLOT OF MAGNITUDE AND ANGLE OF EQ. 15. WHICH 
DESCRIBES PERFORMANCE OF OUR TEST MOTOR. 

fairly high at all frequencies in the band; yet, for flat response 
and fast step response with no overshoot we must make 
certain that the overall phase shift is less than 180° at any 
frequency at which the gain is greater than unity. 

A(s) >---8(s) 

M!2. _ (l + SRBCB) [l + S(R1 + RA) CAl 

8(s) - SR,CB (l + SRACA) 

FIGURE 12. ERROR AMPLIFIER WITH ITS FREQUENCY 
COMPENSATION NETWORK. 
THE MAGNITUDE AND ARGUMENT OF THE TRANSFER 
FUNCTION CAN BE EASILY PLOTTED WITH THE AID OF A 
PROGRAMMABLE CALCULATOR. 

The high gain ERROR amplifier of the UC1637, together with 
a few external components, is shown in Figure 12. Without 
RA and CA, the phase response of the circuit would go from 
-90° at low frequencies to 0° at high frequencies. This 
amount of phase correction is inadequate if we want a tight 
loop with good transient response. With RA and CA shunting 
R1 , it becomes possible to have a leading phase angle 
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somewhere at midrange, even though the high frequency 
asymptote is still at zero degrees ( RA and CA introduce both a 
zero and a pole). The transfer function of the circuit shown in 
Figure 12 is plotted in Figure 13 for the following component 
values 

Rl=9.1 K 
RA = 1K 
GA = .22pt 
Re = 470K 
Ge = .0047¢ 

The break frequencies are: 

ReGe 

Rl~ = 23,400 rad/sec 

1 
RAGA = 4,500 rad/sec 

450 rad/sec 

The plot shown in Figure 14 shows the result of cascading 
the compensation amplifier, PWM amplifier, and motor
tach. All gain contributions have been simply added 
together, and all phase contributions have also been 
added. The result, shown in Figure 14, shows the open loop 
frequency response of the complete velocity control 
system. 

70 

~ 
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1""-
~ ---r-.. ~ 

60 

50 

40 

30 

20 -
10 

50 100 500 IK 

-30' 

-60 

-90 

~ t'-.. -ISO 

120 

""I'-. -180 
5K lOK 

FIGURE 14. OVERALL OPEN-LOOP RESPONSE, INCLUDING +8dB DUE 
TO PWM AMPLIFIER GAIN AND MOTOR-TACH DC GAIN. 

The inclusion of the ERROR amplifier with its compensa
tion components has had the effect of introducing a large 
amount of gain at the lower frequencies, and also of reduc
ing the phase lag at the higher frequencies. The loop gain is 
OdB at about 7KHz, and the phase margin is about 40°. 
Moreover, since the phase never exceeds 180°, we have 
the needed indication of relative stability, and can proceed 
to close the loop as shown in Figure 15 and make measure
ments. Note that a noise filter has neen added at the output 
of the tachometer. Such a filter is usually necessary, espe
cially in PWM control loops of relatively wide bandwidth, 
because of the inevitable AC coupling between the motor 
signal and the tach output. In our filter, the 3dB cut-off pOint 
is at 21 KHz, which is high enough not to affect the loop FIGURE 13. MAGNITUDE AND ANGLE OF COMPENSATION 

AMPLIFIER OF FIGURE 12. 
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FIGURE 15. THE COMPLETE VELOCITY LOOP. 

The oscilloscope trace shown in Figure 16 reveals that the 
step response of our loop is very well behaved. The motor 
shaft reaches full speed in less than 10mS, and there is no 
noticeable overshoot. The net velocity change in Figure 16 
amounts to 133 RPM, and the current trace shows that the 
current does not quite reach the chosen limit of SA. With 
larger input steps, the motor accelerates at constant SA 
current, and the acceleration rate is approximately 
100RPM per millisecond. The 3dB bandwidth of the loop 
measured about SOHz. 

CONCLUSIONS 
We have discussed in some detail the characteristics of 
Unitrode's UC1637 and have presented in detail a design 
approach which illustrates those points. The sample design 
was built and tested, with the measured results as presented 
above. These results show that excellent performance can 
be obtained with few components, and that the design tech
nique is quite simple. Our velocity loop would perform well as 
an inner loop in a position control system, for example, 
although a different response might perhaps be desirable. 
However that may be, using the UC1637 a sizable portion to 
the job is completed beforehand. 

Top trace: 5A1cm 

Bottom trace: 100mV/om 

Horizontal: 5mseclcm 

FIGURE 16. STEP RESPONSE OF THE VELOCITY CONTROL LOOP OF 
FIGURE 15. THE UPPER TRACE SHOWS THE MOTOR 
CURRENT: THE LOWER TRACE SHOWS THE TACH 
OUTPUT VOLTAGE, I.E., MOTOR VELOCITY. 

See Figure 17. 
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A HIGH PRECISION PWM TRANSCONDUCTANCE AMPLIFIER 
FOR MICROSTEPPING USING UNITRODE'S UC3637 

INTRODUCTION 

If you ask a designer why he has chosen a stepping mo
tor for a given application, chances are that his answer 
will include something about "open loop positioning." 
Stepping motors can provide accurate positioning without 
expensive position sensors and feedback loops, and this 
fact alone results in large savings. 

But there is more: steppers are tough and durable, easy 
to use, and high in power rate. And if you want to close a 
feedback loop around them, you can do that, too. 

Still, there are certain problems. Steppers are incremental 
motion machines, and as such they tend to be noisy and 

are prone to behave erratically under certain conditions; 
for example, when the stepping rate is such as to excite a 
mechanical or electro-mechanical resonant mode. Further
more, although the angular increments may be small-es
pecially when half-stepping is used-the positioning reso
lution is restricted to a finite number of discrete points. 

Therefore, this question arises: "Is there a method of driv
ing stepping motors such that the resulting movement is 
smooth and quiet-that is, essentially continuous, as op
posed to incremental? And would this result in improved 
positioning resolution?" We will try to answer these ques
tions here. 

~ HOLDING TOROUE AND DETENT TORQUE 

/ _ TORQUE DUE TO THE CURRENT -- --.,.~ 
_ DETENT TORQUE 

_ SINUDOIDAl HOLDING TORQUE 
/ 

I 

'\ LOW DETENT TORQU E 

2 x TORQUE LOSSES 

Figure 1. Static Torque Curves of Two Hybird Steppers 

STATIC TORQUE CURVES 

The curves in Figure 1 illustrate how a stepping motor 
torque behaves as a function of rotor angle. The detent 
torque component is a consequence of the magnetic field 
produced by the rotor magnet (or magnets), and is pres
ent with or without phase currents applied. It can be seen 
that this component contributes a fourth harmonic distor
tion to the static torque curves. The energized torque 
curves, in general, have additional harmonic components, 
mostly the third and fifth. Note that the two motors depict-
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ed in Figure 1 have very different characteristics in this re
spect. The distortion observed in the static torque charac
teristic is of no great consequence in the more usual ap
plications of stepping motors, using either full step or half 
step sequences. It is when we start thinking about in
creasing the positioning resolution of these motors by 
some method of apportioning currents between the two 
phases, that we begin to be concerned about the effects 
of harmonic distortion. Even small amounts of added har-
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monics can have a very noticeable effect on the wave
shape, as shown in Figure 2. 
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Figure 2. Effect of 10% and 20% Harmonic Content 

Figure 3 shows the relationship between sine and cosine 
waveforms, and what it tells us is that if we can get a mo
tor with a sinusoidal static torque characteristic-Le., with 
no harmonic components-and drive phase A with a sine 
current function and phase B with a cosine current func
tion, we would have smooth shaft rotation and accurate 
positioning at any angle. 

U-112 

Stepping motors having static torque curves with very low 
harmonic distortion are commercially available today. But 
most low-priced, mass produced hybrid steppers exhibit 
torque curves with enough harmonic components to re
quire careful consideration in any attempt to improve reso
lution by what is known as microstepping. (The name mi
crostepping originates from the fact that the required cur
rent waveforms are generated by a digital process that 
aproximates those waveforms incrementally. With thirty
two or sixty-four increments for an electical angle of Tr/2 
radians, the resulting waveforms are hardly distinguishable 
from true sine or cosine signals.) 

If the nonsinusoidal static characteristic of a given motor 
is known, it is possible to generate appropriate wave
shapes for the phase currents so that the resulting torque 
curve becomes free of distortion, as required. Note that 
this involves no additional complexities, since it is just as 
easy-or difficult-to synthesize one waveform as anoth
er. Consequently, one can, in principle, linearize any mo
tor for increased resolution and smoothness through mi
crostepping. 

Still, it should be noted that the best efficiency is obtained 
when the phase current waveshapes are undistorted, be
cause of all suitable waveforms, the sine wave has the 
lowest form-factor. 

Reos. 

-+-------2w~----~--~ 
0017-3 

Figure 3. The sum of sine and cosine waveforms is a smoothly rotating vector. 
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The form-factor of a waveform is the ratio if its rms to av
erage values. For a sine wave, this ratio is: 

0.707 
(1) lis = 0.637 = 1.111 

Some manufacturers have used triangular waveforms
largely because they can be implemented with great sim
plicity-and it is interesting to note that for such a wave
form, the average value is 0.5 VPK. while the rms is 0.577 
VPK. Thus the form factor is: 

0.577 
(2) liT = Q.5 = 1.155 

As a consequence, for the same peak power applied to 
the motor, the rms power of a triangular waveform is 18% 
less than that of a sine wave, whereas the average cur
rent is 21% less. It follows that microstepping with a trian
gular waveform does not use the full capabilities of the 
motor. 

The same result is obtained with other-waveforms, as long 
as the peak power is limited, as it must be. 

But regardless of all this, the fact remains that whether 
our motor has a sinusoidal torque curve or a very distort
ed one, the thing that will be inevitably required will be 
two amplifiers capable of converting the synthesized 
waveform into phase currents at the required power lev
els. In the next section, we will describe the design of one 
such amplifier, having a transconductance linearity of bet
ter than 1 % and capable of delivering phase currents of 
up to ±6A. 

UNITRODE'S UC3637 PWM CONTROLLER 

Pulse width modulation (PWM) is a method of power con
trol whose most attractive leature is the high level of effi
ciency that can be obtained. With careful design, and us
ing power MOSFETs as output switches, one can easily 
achieve efficiencies higher than 80%. 

The Unitrode UC3637 PWM controller, housed in an eigh
teen-pin DIL package, was originally intended to serve as 
a PWM amplifier for brush-type PM servomotors. But, be
cause of its ingenious design, the device has found its 
way into various other uses as well, such as temperature 
control, un interruptible power supplies, and even high fi
delity sound reproduction. As we shall see, it can also be 
used in a high performance PWM transconductance am
plifier. 

BLOCK DIAGRAM AND LOOP EQUATIONS 

A block diagram of the current feedback loop under con
sideration is shown in Figure 4, where the UC3637 is seen 
to contain the high-gain error amplifier and the main ingre-
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dients of the PWM amplifier. Since we are looking for an 
output of 6A, an H-bridge power stage must be added. 
The motor current 1M is sensed by means of a low value 
resistor Rs. and the derived voltage Vc is used to com
plete the feedback loop. Not shown in the block diagram 
is the back-EMF voltage, the product of motor shaft 
speed and Kv. the motor speed constant. Since this term 
does not contribute to the dynamics of the current feed
back loop, it has purposely been left out. 

R C 
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Figure 4. Block Diagram of the Complete Current· 
Control Loop 

The transfer functions of the error amplifier and motor are 
as follows: 

(3) Va = _ 1 + sRC 
Vc SR1C 

1M 
(4) VB = RM(1 + sTm) 

where TM = L.t RM, the motor's electronic time-constant 
(R,is assumed to be low when compared with RM). The for-
ward transfer function is, then: 

5) G (s) = -KA KB (1 + sRC) 
SRl RMC (1 + sTm) 

For the feedback transfer functions, we have simply: 

Vc 
(6) H (s) = - = Kc 

1M 

Thus, for the closed loop, 

(7) .!M. = KA KB (1 + sRC) 
VIN KAKBKC(1 +sRC) + SR1RMC(1 + sTm) 
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If we make the time-constant RC equal to the motor's 
time-constant T M, this becomes: , 

(8) ..!M. =. KAKB 
VIN KAKBKC + SRIRMC 

(9) ..!M. = . . 1 
VIN Kc (1 + ST1) 

where, 

(10)Tl = RI RMC = RILM 
KAKBKC KAKBKCR 

By making RC = T M. we have eliminated one of the 
transfer function poles. The resulting closed-loop re
sponse, described by (7) has a gain of 1 / Kc from (I) = 0 
to (I) = 1 / TI, and drops at - 6 bd/octave thereafter. 

DESIGNING THE HARDWARE 

In designing circuits intended to handle power, it is cus
tomary to start with the output stage. This is surely due to 
the fact that the power stage is more demanding of the 
deSigner's attention and care, whereas the low level cir
cuits are far more adaptable to the requirements of the 
chosen output configuration. 

In the present case, power MOSFETs were chosen for 
the H-bridge because of their low losses, and because of 
their compatibility with the UC3637 outputs. Each totem
pole leg of the bridge is made up of one N-channel and 
one P-channel device. 8uch a pair can be driven in many 
different ways, of which several were considered for this 
particular design. The method that was finally chosen, 
shown in Figure 5, requires a few comments. 

-----.-----.---.----+vw 
CR3 

12VZ 

0.22 
+15V,--n-T

OV - -W __ W __ 
PWM SIGNAL---.... -¥~ ......... 

TO MOTOR 

INH -----4~--1--_+ TO OTHER 
STAGES 

RS ;0.01D. 
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Figure 5. Totem-Pole Leg of Output H-Bridge 
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The first thing to notice is that the upper M08FET, tran, 
sistor OP, has its gate driven through a capacitor, Cl. This 
is not always practical of course, but in the case of a 
chopper drive combined with a stepping motor, it turns out 
that a driving signal is always present. At stand-still and at 
low speeds, it is the chopping rate that appears; at higher 
speeds, it is the stepping rate itself, or both. The driver is 
never required to deliver continuous DC (unchopped) to 
the motor winding, as it would to the armature of a brush
type DC motor at full speed. Consequently, OP never 
needs to be held in the ON state for more than a few mi
croseconds, and for this the time constant of C1 R4 is ad
equate. Also, resistor RA in parallel with CRI. together 
with the gate capacitance of ON, cause this transistor to 
turn off faster than it turns ON. Since the same thing is 
done for OP, the problem of cross-conduction is neatly 
taken care of. The Zener diode CR3 serves as a clamp 
for the OP gate voltage. Finally, an inhibiting line, INH, is 
provided as a protection for OP and ON during the power 
turn-on time, when the + VM voltage is rising and CI must 
be charged. An auxiliary circuit senses a positive dVM/dt 
and holds the INH line low, thus keeping ON OFF during 
this time. 

An important point in favor of this arrangement is that the 
gate-drive circuit losses are independent of VM and so 
this voltage can be set anywhere within the Vds rating of 
the power M08FETs. 

We can now consider the H-bridge with its motor winding 
load, as shown in Figure 6. The bridge is shown schemati
cally with its driving circuits, but the action is still as 
shown in Figure 5. For example, when VIN is high, switch 
81 is OFF and 83 is ON, and so forth. Furthermore, the 
opposite side of the bridge is driven by the complementa
ry signal VIN. With VIN low, 81 and 84 will be conducting, 
and the load current 1M will increase in the positive direc
tion (indicated by the + 1M arrow). Similarly, when VIN is 
high, both S2 and S3 conduct, causing 1M to increase in 
the negative direction. Remember that the load is induc
tive, and that inductance is an energy storing element. 
Therefore, if we have some positive 1M, due to S1 and 84 
being closed, and we switch to S2 and S3 closed, the 
previous value of 1M will continue to flow "uphill," so to 
speak, while decreasing. At the time of switching, this cur
rent ceases to flow down through sense resistor RS4 to 
ground and starts flowing up through RS3 and back to the 
supply. 

Switches S1 through S4 are able to conduct in either di
rection when in the ON state-a very neat feature of pow
er MOSFETs. Furthermore, their intrinsic diode protects 
the devices from reverse voltage pulses during the switch
ing no-overlap transition. Since we wish to control this 
current very closely in both magnitude and direction, it is 
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Figure 6. H-Bridge Configuration with Bidirectional Current Sensing 

now necessary to generate a voltage Ve that gives an ac
curate indication of the current 1M over the full range from 
maximum positive to maximum negative. This is done by 
the circuit section of Figure 6 which includes the op-amp 
AI. 

In that circuit, the voltage Vos is meant to offset the out
put Ve of AI to some chosen value that will correspond 
to 1M = O. The value of Vc can be written as: 

(11) Ve = Ves + nlMRS 

This offset is necessary when the design requires a single 
polarity supply, as in our case. When two supply polarities 
are available for the control circuit, one can simply make 
Vos = O. For the single supply case, the nR and Vos 
combination is implemented by a simple resistor divider 
from ± Vee to ground (a Thevenin equivalent) of the re
quired impedance and open voltage. 

To keep the circuit losses to a minimum, we should use 
low values for the sense resistors RS3 and RS4. Yet, they 
need to be accurate and temperature-stable. In our case, 
having decided on a Ve scale of 0.5V per motor ampere, 
we have selected Rs = 0.1 n and a current sense amplifi
er gain n = 5. We have also set Vos = Vee/2 = 7.5V, 
so that we will have Ve = 7.5 + 0.5 1M· This means that 
as the current 1M varies from + 6A to -6A, the analog 
voltage Ve will vary from + 10.5V to + 4.5V. At 1M = 0, 
Ve will be equal to 7.5V. 
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SETTING UP THE PWM CONTROLLER 

Having designed the power output stage (H-bridge) and 
the current-sense circuit, we can proceed to the PWM 
controller (UC3637) and its external components. The de
vice itself has been described in great detail in its data 
sheet and in an application note (Publication U-102, avail
able from Unitrode Integrated Circuits Corporation). 

In the present design, we use the UC3637 to generate the 
two H-bridge driving signals VIN and VIN, at the device's 
output pins 7 and 4, respectively. 

Figure 7 shows in block form the internal workings ?f the 
device. Since operation from a single + 15V supply IS de
sired, pin 5 will be GROU~D and pin 6 will be + 15V. W,e 
selected, for the ramp OSCillator, a waveform as shown In 
Figure 8, which fits well in the + 15V headroom given by 
our Vee supply. The formulas given in Figure 8 show how 
the various components are calculated. 

Next, we set up the two PWM comparators by tying the 
inverting inputs (pin 10) of the A comparator, and the non
inverting input (pin 8) of the B comparator together and 
apply the ramp (pin 2) to this line. The remaining compar
ator inputs (pins 9 and 11) are next connected together to 
become the PWM input point. It can be seen from the 
block diagram of Figure 7 that as the control voltage ap
plied to this point varies from + 5V to + 10V, the duty cy
cle of the output at pins 4 and 7 also varies. V 4 and V7 
are complementary signals; and the voltage swing of each 
of these signals is from a low value between OV and 
+ 2V, and a high value between (Vee -2V) and Vee. 
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Figure 7. Block Diagram of the UC3637. The two outputs can drive power MOSFETs directly. 

VOLTS t 
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v1 
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fIV1 - V3) 
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Figure 8. Setting up the ramp osciilator requires oniy five externai components. 
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Figure 9. PWM Transconductance Amplifier UC3637 

The error amplifier is used as a source for the control sig
nal. But because its output (pin 17) has a voltage range 
greater than the + 5V to + 10V range of the Vc ramp sig
nal, and we want to prevent the modulation range from 
ever reaching 0% or 100% (because of the capacitively 
coupled P-channel MOSFET devices) we add a simple re
sistive network consisting of three equal resistors to serve 
as an attenuator. The final result can be seen in the com
plete schematic of Figure 9. 

CURRENT LIMIT AND CONTROL 

The current limit feature of the UC3637 is used to protect 
the output transistors and motor from excessive current 
(6A in this case). As the block diagram of Figure 7 shows, 
the current limit comparator (pins 12 and 13) of the 
UC3637 is internally biased to a threshold of 200 mY. The 
network that connects the two sense resistors to pin 12, 
consisting of two 1 K and one 3300. resistors, causes a 
voltage of 200 mV to appear at pin 12 when the voltage 
at either sense resistor is about 1V, corresponding to a 
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current of 10A. Consequently, the maximum output cur
rent will be limited to 10A. The current feedback loop is 
closed by feeding the output of the current sense amplifier 
to pin 16, the inverting input of the error amplifier of the 
UC3637. An RC time constant of 3.6 msec is used for the 
zero in this amplifier's transfer function (equations 8, 9, 
and 10) which is close to the effective electrical time con
stant of the motor. Also, a level-shift circuit is provided by 
means of op amp A2 to permit the use of a control input 
centered at zero volts, and a control range from -6A to 
+ 6A. The circuit allows this even though the op amp is 
powered by a single positive supply. 

TEST RESULTS 

The design circuit, shown in Figure 9, was breadboarded 
for testing at Unitrode and also at Portescap. The assem
bly includes two amplifiers, one for each motor phase and 
a ·power on" auxiliary circuit for protection of the power 
MOSFETs. The output devices are equipped with small 
sheet metal heat sinks. 
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The circuit draws about 65. mA from the + 15V supply. 
The power output section operates with a supply ranging 
from +20V to + 60V, with no damage occurring if this 
voltage is lower than + 20V. 

The circuit performed very well, with excellent linearity and· 
phase matching. The various plots taken, showing output 
current versus input voltage, are quite straight, and the 
transconductance is accurate to within 1%. Further
more, the PWM frequency was subsequently increased to 
slightly above 100 KHz (by reducing CT) and the perform
ance re-checked. The result was a marked increase in 
motor efficiency, due to reduced current ripple, with all 
other results remaining excellent. 

UNITRODE CORPORATION 
7 CONTINENTAL BLVD .• MERRIMACK, NH 03054 
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CONCLUSION 
Microstepping is a technique of considerable interest in 
the design of many products, particularly those in which 
the lower cost of open-loop positioning is an essential pa
rameter. A motor such as Portescap's Model P-750, with 
its accurately sinusoidal torque curve, becomes even 
more attractive once its microstepping driver is shown to 
be fairly simple and inexpensive. The end result is not 
only precise open loop positioning, but quiet operation, 
freedom from resonance problems, and excellent electri
cal efficiency. Incidentally, the motor is available with two 
quadrature speed sensing coils that can be used for 
speed and position control, if desired. 
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DESIGN NOTES ON PRECISION PHASE LOCKED SPEED 
CONTROL FOR DC MOTORS 

ABSTRACT 

There are a number of high volume applications for DC 
motors that require precision control of the motor's speed. 
Phase locked loop techniques are well suited to provide 
this control by phase locking the motor to a stable and 
accurate reference frequency. In this paper, the small sig
nal characteristics, and several large signal effects, of 
these loops are considered. Models are given for the loop 
with design equations for determining loop bandwidth and 
stability. Both voltage and current motor drive schemes 
are addressed. The design of a loop for a three phase 
brushless motor is presented. 

PHASE LOCKING GIVES PRECISION SPEED 
CONTROL 

The precise control of motor speed is a critical function in 
today's disc drives. Other data storage equipment, includ
ing 9 track tape drives, precision recording equipment, 
and optical disc systems also require motor speed control. 
As the storage density requirements increase for these 
media, so does the precision required in controlling the 
speed of the media past the read/write mechanism. One 
of the best methods for achieving speed control of a mo
tor is to employ a phase locked loop. 

With a phase locked loop, a motor's speed is controlled 
by forcing it to track a reference frequency. The reference 
input to the phase locked loop can be derived from a pre
cision crystal controlled source, or any frequency source 
with the required stability and accuracy. A block diagram 
of the phase locked loop is shown in Figure 1. 

REFERENCE 
OSCILLATOR 

ROTATIONAL FEEDBACK 
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Figure 1. Precise motor speed control is obtained by phase locking 
the motor to a precision reference frequency. 
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In Figure 1, a precision crystal oscillator's frequency is 
digitally divided down to provide a fixed reference frequen
cy. Alternatively, the motor could be forced to track a vari
able frequency source with zero frequency error. The mo
tor speed is sensed by either a separate speed winding 
or, particularly in the case of the DC brushless motor, a 
Hall effect device. The two signals, motor speed and ref
erence frequency, are inputs to a phase detector. The de
tector output is a voltage signal that is a function of the 
phase error between the two inputs. The transfer function 
of the phase detector, Kof>' is expressed in volts/radian. A 
1/s multiplier accounts for the conversion of frequency to 
phase, since phase is the time integral of frequency. 

Following the phase detector is the loop filter. This block 
contains the required gain and filtering to set the loop's 
overall bandwidth and meet the necessary stability criteria. 
The output of the loop filter is the control input to the mo
tor drive. Depending on the type of drive used, voltage or 
current, the driver will have respectively, a VOUTIVIN 
transfer characteristic, or an IOUTIVIN transconductance. 

At first glance, it seems that the motor has simply re
placed the Veo (voltage controlled OSCillator), in the clas
sic phase locked loop. In fact, it is a little more complicat
ed. The mechanical and electrical time constants of the 
motor come into play, making the transfer function of the 
motor more than just a voltage-in, frequency-out block. In 
order to analyze the loop's small and large signal behav
ior it is essential to have an equivalent electrical model for 
the motor. 

A SIMPLE ELECTRICAL MODEL FOR A DC 
MOTOR 

Figure 2 is an electrical representation of a DC motor. The 
terms used are defined here: 

LM Motor winding inductance in henrys 
RM Motor winding resistance in .o.s 
J Total moment of inertia of the motor in Nm-sec2 

(Note: 1 Nm = 141.6 oz-in) 
KT Motor torque constant in Nm/Amp 
Kv Voltage constant (back EMF) of motor in voltage

sec/rad 
(Note: Kv = KT in 81 units) 
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Figure 2. This simllie electrical model is useful for determining the 
small and large signal characteristics of the motor. 
capacitor! c.. IS used to model the mechanical energy 
storage a the motor. 

In this model the winding inductance and resistance ele
ments correlate directly with the corresponding physical 
parameters of the motor, with values taken directly off the 
manufacturer's data sheet. The capacitor, CM, models the 
mechanical energy storage of the motor. Current into the 
capacitor equates, via motor constant KT. to motor torque, 
and the voltage across the capacitor is equal to the motor 
back EMF. The back EMF voltage equates to motor ve
locity through the inverse of Kv. In the model, the term N 
is simply a multiplier equal to the number of feedback cy
cles obtained per revolution of the motor. For example, in 
a 4 pole brushless DC motor the commutation Hall effect 
device outputs will be at twice the rotational frequency of 
the motor, making N equal to 2. 

The equation for the capacitor, given in Figure 2, has the 
units of Farads if J and KT are expressed in SI units. In 
modeling the overall transfer characteristic, it is important 
that the moment of inertia of the load on the motor be 
added to the moment of inertia of the motor itself. 

It is worthwhile to note that the current into the motor, mi
nus idling current, is proportional to acceleration of the 
motor. This is easily seen from the model by realizing that 
the time derivative of the capacitor voltage relates directly 
to acceleration. The effects of loads on the motor can be 
modeled by including a current source across the capaci
tor for constant torque loads, or a resistor for loads that 
are linearly proportional to motor speed. 

TRANSFER FUNCTIONS FOR VOLTAGE AND 
CURRENT DRIVEN MOTORS 

Using the electrical model, the small signal transfer func
tion of the motor is easily derived. Equations 1 a and 1 b 
give the small signal frequency response for both the cur
rent and voltage driven cases respectively. 

N x "'M(S) N 1 
la) =-x-

iM(S) Kv SCM 

1 b) N x "'M(S) = ~ x 1 
VM(S) Kv 1 + sCMRM + s2 LMCM 
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The transfer function given in equation (1 a) describes the 
small signal response of motor speed, "'M(S), to changes 
in the drive current. Equation (1b) relates the dependence 
of motor speed to motor drive voltage. 

The smair signal response of the motor for the current 
driven case has a DC pole that results from the relation
ship of motor torque to velocity, that is, motor velocity is 
proportional to the integral of motor torque over time. In 
the current driven motor neither the winding resistance 
nor .inductance appear in the transfer function. This is be
cause these elements are in series with the current 
source output of the driver stage. As long as the output 
impedance of the. driver remains large relative to the im
pedance of these elements, the resistance and induc
tance of the motor will have a negligible effect on the 
small signal response. 

The voltage driven response has a second order charac
teristic that results from the interaction of the series RLC. 
In many cases the transfer function of the voltage driven 
case can be simplified. If the quality factor of the series 
RLC of the motor model is much less than one, as de
fined in equation 2, then the response of the motor can 
be accurately approximated by equation 3. 

2) OM =....!... lLM = KT /LM 
RM "\fCM RM VJ 

:. OM « 1 If RM» KT..J!¥ 

3) For OM « 1 

N x "'M(S) = ~ x 1 
VM(S) Kv (1 + sCMRM) (1 + sLM/RM) 

CONSIDERING THE WHOLE LOOP 

Figure 3 shows the complete speed control loop for the 
current driven case. The overall open loop response, 
AoLC, is easily written. 

4) A () _ K", X KLF (s) X Gpo x N 
OLC S - s2CM X Kv 

"'R 
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'N " Number of feedback cycles per motor revolution 
Figure 3. In this phase locked loop, with current mode drive to the 

motor, lhe motor winding resistance and inductance can 
be ignored as long as the current driver maintains a high 
output impedance. 
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For this loop, note that there are two poles in the re
sponse at DC, i.e., s = O. One pole is due to the response 
of the current driven motor, the second pole is from the 
frequency to phase transformation of the phase detector. 
The 180 degrees of phase shift this pair of poles intro
duce force a phase lead configuration of the loop filter in 
order to obtain a loop phase margin greater than zero. 

The complete voltage loop is shown in Figure 4, and its 
open loop response, AOLV(S), in equation 5. 

5) AOLV(S) = K", x KF(S) X Kpo x N 
sKv x (1 + SCMRM + s2 LMCM) 

*N = Number of 
feedback cycles per 
motor revolution 
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Figure 4. With voltage mode drive to the motor the electrical time 
constant of the motor plays a part in the small signal 
response of the speed control loop. 

This response has only one pole at DC, although the total 
number of poles is three versus two for the current driven 
case. For most motors, particularly those used in constant 
velocity applications, this transfer function can be simpli
fied by applying the results of equations 2 and 3. This is 
best illustrated by looking at an example. Consider the fol
lowing motor, (typical 3-phase brushless for disc drive ap
plications): 

KT .............................. 1.5 X 10-2 Nm/Amp 
Kv ............................. 1.5 X 10-2 V-sec/rad 
J (including platters) ................ 1 X 10-3 Nm-sec2 
RM ............................................. 2.5R 
LM ............................................. :2mH 
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For this motor, the model capacitor, CM. is calculated us
ing the equation in Figure 2 to be equal to 4.4 Farads. If 
we calculate the quality factor of the series RLC, using 
equation 2, we find it is equal to 42.4 x 10 -3. This is 
considerably less than one, and the response closely ap
proximates the non-complex response of equation 3 with 
poles at 0.014 Hz and 199 Hz. 

Typical loop bandwidths will fall well inside this range of 
frequencies. As long as this is true, the loop response 
with a voltage driven motor can be approximated by: 

6) A () _ K." x KLF(S) x Kpo/RM x N 
OlV s - s2CMKV 

If OM « 1 and 1 < f < ~ (f = I...!..I) 
2'ITCMRM 2'ITLM 2'IT 

This expression is the same as the current driven re
response equation 4, with the transconductance of the cur
rent drive stage, Gpo, replaced by the gain of the voltage 
drive stage divided by the motor winding resistance, 
Kpo/RM· 

CLOSING THE LOOP 

When it comes to closing the loop the goal is to have a 
stable loop with the required loop bandwidth. The vari
ables that must be considered are: 

1) The motor 
2) The power driver, type and gain 
3) The phase detector gain 
4) Loop bandwidth 
5) The loop filter 

The first four of the above variables are usually dictated 
by conditions other than the stabilizing of the loop. This 
leaves the loop filter as the tool for achieving the small 
signal loop requirements. 

For many cases involving constant velocity loops for DC 
motor speed control, the following simple Bode analysis 
can be applied for determining the design of the loop fil
ter. Assuming we know, or have preliminary guesses for 
the first four variables listed above, we can plot the Bode 
asymptotes for phase and gain of the combined response 
of the motor and power driver. Figure 5 shows, for a typi
cal case, such a plot on a frequency scale that has been 
normalized to the desired loop bandwidth, or open loop 
unity gain frequency. This figure illustrates the small signal 
open loop response for the current driven case, equation 
4, minus the response of the loop filter, KlF. If the previ
ously noted assumptions hold, this plot will also apply to 
the voltage driven case i.e., equation 6. 
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Figure 5. A Bode plot of the combined gain and phase response of 
the motor, motor drive, end phase detector Is useful in 
determining the requirements on the loop filter. This plot 
is normalized to the desired open loop unity gain 
frequency. 

From Figure 5 two restrictions on the loop filter are readily 
apparent. First, since the remaining portion of the loop 
has 1800 of phase shift over the entire frequency range, 
the loop filter must have a phase lead at the unity gain 
frequency and at all frequencies below the unity gain fre
quency. By meeting this restriction the small signal loop 
will be unconditionally stable. 

Secondly, in order to achieve the desired loop bandwidth, 
the loop filter must have a voltage gain at the desired uni
ty gain frequency of 30 dB. This level is simply the inverse 
of the remaining loop's voltage gain at the unity gain fre
quency. 

A loop filter configuration that will meet these restrictions 
is shown in Figure 6. Also shown in this figure is the small 
signal response equation for the filter. The response 
starts out from DC with a flat inverting gain that breaks 
upward at the zero frequency, "'Z, and then flattensQut 
again at the pole, "'p. The pole in this response is neces
sary to prevent excess feedthrough of residual reference 
frequency that is present at the outputs of many digital 
type phase detectors-in fact, as will be discussed in the 
design example, a separate reference filter is normally re
quired. 

A good choice for the relative positioning of the pole and 
zero of the loop filter response is to space them apart by 
1 decade of frequency, and center them around the unity 
gain frequency. Figure 7 shows the Bode plots of·this sug
gested positioning applied to the case illustrated in Figure 
5. As shown, a phase margin of about 450 is obtained with 
this configuration. 
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Figure 6. This loop filter configuration provides the required phase 
lead and gain at the loop crossover frequency. 
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Figure 7. Using the criteria set forth for the design of the loop 
filter, the resulting Bode plot indicates a phase margin of 
45'. 

If the above results are acceptable, then the following 
simple steps can be applied to pick the loop amplifier 
component values. Referring to Figure 6. 
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1) Pick Ra to be as high in value as acceptable for the 
Op-Amp and board restrictions. 

2) R1 = (Ra x 3.33)/10X/20, where X is the voltage gain, 
in dB, required at the unity gain frequency. 

3) R2 = R1/9, sets a 10:1 ratio for CIlp to CIlZ. 

4) Cl = (27T X R2 x 3.33 x f,..) -I, where f,.. is the loop 
unity gain frequency. 

Using this simple procedure the small signal loop is easily 
closed for stable static operation. 
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A DESIGN EXAMPLE 

As an example, let us take a look at the complete design 
of a constant velocity speed control loop for a disc drive 
application. The performance characteristics for the circuit 
can be summarized as: 

Motor speed ............. 3600 rpm ± 60 ppm (0.006%) 
Speed stability .............................. ± 50 ppm 
Start-up lock time .......................... 10 seconds 
Input voltage ................................. 12 Volts 
Motor idling current .......................... 0.5 Amps 

The schematic for this design is shown in Figure 8. The 
motor is a 4 pole 3-phase brush less with the electrical 
and mechanical specifications given in the figure. The mo
tor is current mode driven with the UC3620 3-phase 
Switch mode Driver. The speed control function is realized 
with the UC3633 Phase Locked Controller. 

MOTOR PARAMETERS 

~'0K '~2VIN 1)' ~~:i:if:vOLT-SEC/RAD 
- I(TANT) KT ~ 0.022 NM/AMP 
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I 
I 
I 
I l ______ .... ______ ! 

0.221' 

I 
SM 

12V 

10K 
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Figure 8. A precision speed control loop uses the UC3620 Switch mode 3-phase Driver and the UC3633 Phase Locked Controller to spin a DC 
brushless motor at 3600 rpm, ± 60 ppm. 
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POWER DRIVER STAGE 

In Figure 9 a detail of the driver IC and the associated cir
cuitry is shown. The UC3620 is a current-mode, fixed off
time, chopper. Three 2-Amp totem pole output stages with 
catch diodes drive the three motor phases. The outputs 
are enabled by the internal commutation logic that re
sponds to the three Hall logic signals from the motor. The 
motor is equipped with open collector Hall devices making 
the three 10k pull-up resistors on the UC3620 Hall inputs 
necessary. 

Current is controlled by chopping the lowside drive to the 
phase winding under the command of the UC3620's cur
rent sense comparator. The RC combination on the timing 
pin of the driver sets the off-time at 22 ~s. This results in 

TO LOOP 
FILTER 

OUTPUT 

UC3620 

U-113 

a chopping frequency of well over 20 kHz under normal 
operating conditions. 

The transconductance of the driver is set by the. value of 
current sense resistor used at the emitter pin of the 
UC3620. With a value of 0.20 the transconductance from 
the error amplifier output to the driver outputs is 1 Amp! 
Volt. The UC3620 error amplifier is configured here as a 
unity gain buffer, thus the drive control signal is applied at 
the non-inverting error amplifier input with the same over
all transconductance. An internal 0.5V clamp diode at the 
current sense comparator input results in a 2.5 Amp maxi
mum drive current. There is a 1 V offset internal to the 
UC3620 that is reflected to the drive control input at zero 
current. This offset combines with the 0.5 Amp idling cur
rent level of the motor to set the steady state DC voltage 
at the driver control input to be 1.5V. 

HALL LOGIC 
FROM MOTOR 

12V 

04-POLE 
3-PHASE 
BRUSHLESS 

0018-9 
Figure 9. The UC3620 is a current mode fixed off-time driver. This device Includes all the drive and commutation circuitry for a three phase 

brushless motor. The 0.20 current sense resistor and the internal divide by five sets the transconductance of this power stage to 1 
AmpNolt. 
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Figure 10. Phase locking the motor to a precision reference frequency is achieved with the UC3633. The double edge sensing option on this 
device doubles the loop gain and allows twice the reference frequency to be used for a given motor RPM by forcing the phase 
detector to respond to both edges of the Hall feedback signal. 

PHASE LOCKED CONTROL CIRCUIT 

A detail of the phase locked control portion of the design 
is given in Figure 10. The UC3633 contains all of the cir
cuitry required for this function including: a crystal oscilla
tor, programmable reference dividers, a digital phase de
tector, and op-amps for the required filtering. The UC3633 
receives velocity feedback from the Hall signal applied at 
its sense amplifier input pin. The sense amplifier has a 
small amount of hysteresis that provides fast rising and 
falling input edges to the following 10!Jic. A double edge 
option is available on the UC3633 sense amplifier. When 
this option is enabled, as it is in this design, the phase de
tector is supplied with a short pulse on both the rising and 
falling edges of the feedback signal, effectively doubling 
the loop gain and reference frequency. 
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The required reference frequency for this loop is 240 Hz, 
given by the product of the motor rotation of 3600 rpm 
(60 Hz), the number of cycles/revolution at the Hall out
puts (two for a 4 pole motor), and a factor of two as a 
result of the double edge sensing. The divider options on 
the UC3633 are set up such that standard microprocessor 
crystals can be used. In this instance, a 4.91520 MHz 
( ± 50 ppm) AT cut crystal is divided by 20,480 to realize a 
240 Hz reference frequency input to the phase detector. 

The phase detector on the UC3633 responds to phase 
differences at its two inputs with output pulses at the ref
erence frequency rate. The width of the pulses is linearly 
proportional to the magnitude of the phase error present. 
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Figure 11. The phase detector on the UC3633 is a digital circuit that responds to phase error with a pulsed output at the reference frequency 
rate. The width and polarity of the pulses depend respectively on the phase error magnitude and polarity. If any static frequency 
error Is present, the detector will respond with a constant 0 Volt or 5 Yolt signal depending on the sign of the error present. 

The pulses are always 2.5V in magnitude and are refer
enced to 2.5V at the detector output. The polarity of the 
output pulses tracks the polarity of the input phase error. 
This operation is illustrated in Figure 11. The resulting 
phase gain of the detector is 2.5V/2'1r radians, or about 
0.4V/rad, with a dynamic range of ± 2'1r radians. 

The phase detector also has the feature of absolute fre
quency steering. If any static frequency error exists be
tween the two inputs, the output of the detector will stay 
in a constant high, or low state; 5V, if the feedback input 
rate is greater than the reference frequency and OV, if the 
opposite frequency relationship exists. The lock indicator 
output on the UC3633 provides a logic low output when 
any static error exists between the feedback and refer
ence frequencies. 

A unity gain bandwidth of 4 Hz was chosen for this loop. 
This unity gain frequency is well below the effective sam
pling frequency, the 240 Hz reference, and is sufficiently 
high to not significantly affect the start-up lock time of the 
drive system. The design of the loop filter follows the 
guidelines described earlier. The magnitude of the loop 
gain, minus the loop filter, at 4 Hz is equal to: 

KcI> x Gpo x N = (0.4)(1)(4) 

(2'1rf)2 x CM X Ky (2'1r4)2(3.1 )(0.022) 

= 37.2 E-3 or -28.6 dB. 
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This dictates that the loop amplifier has a gain of 28.6 dB 
at 4 Hz. A value for the loop amplifier feedback resistor, 
Ra, of 2 MG was chosen. The values for R1, R2 and C1 
were calculated as follows. 

R1 = (2E6 X 3.33)/1028.6/20 = 248 kG (270 kG used). 

R2 = 270/9 = 30 kG 

C1 = (2'1r x 30E3 x 3.33 x 4)-1 
= 0.4 ,...F (0.47 ,...F used). 

The additional op-amp on the UC3633 is used to realize a 
second order active filter to attenuate the reference com
ponent out of the phase detector. The filter is a standard 
quadratic with a natural frequency of 17.2 Hz and a Q of 
about 2.3. This circuit provides 46 dB of attenuation at 
240 Hz while adding only 5° of phase shift at the 4 Hz 
loop crossover frequency. In Figure 12 design guidelines 
and response curves for this filter are given. 
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Reference Filter Configuration 
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Figure 12. To keep feedthrough of the residual reference frequency at the phase detector output to a minimum, a simple quadratic filter can be 
used. The design of this filter Is easily accomplished with the above equations and response curves. 

As mentioned earlier, a separate reference filter is re
quired in this type of phase locked loop to attenuate the 
reference frequency feedthrough at the output of the 
phase detector. With the active filter following the phase 
detector, the feedthrough to the loop amplifier is kept to 
less than 20mVpp under the worst case condition of 
± 1T(180a ) phase error. This is small compared to the 
1.25V DC signal out of the detector at this phase error. If 
the reference ripple into the loop amplifier becomes large 
compared to the averaged phase error term, large Signal 
instabilities may result. These are primarily the result of 
the unidirectional nature of the motor drive. 
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The static reference ripple at the motor drive input, during 
phase locked conditions, can be minimized by forcing the 
loop to lock at zero phase error-at zero phase error 
there is no reference frequency component at the detec
tor output. The finite DC gain through the loop filter, dic
tated by the inherent second order nature of the loop, re
sults in a static phase error that is a function of: the DC 
level required at the motor drive input, the DC gain and 
reference voltage of the loop amplifier, and the voltage 
levels out the phase detector. The addition of resistor R4, 
see Figure 10, from the loop amplifier's inverting input to 
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the 5V reference sets the zero phase operating voltage at 
the loop filter output to 1.5V. This matches the nominal 
operating voltage required at the UC3620 control input, 
taking into account the 0.5 Amp idling current of the moc 
tor and the 1V offset of the driver. This cancellation is 
subject to variations due to shifts in DC operating levels, 
so, while it does significantly reduce static reference feed
through, it can not be expected to reliably set exactly zero 
phase operation. 

The oscilliscope traces in Figure 13 show the Hall input to 
the UC3633 along with the output waveform of the digital 
phase detector under static phase locked conditions. No
tice that the phase detector output is alternating between 
positive and negative output pulses. This is a result of a 
slight asymmetry on the Hall input signal in conjunction 
with the use of the double edge sensing being used. In 

IV IOV 2 ... 

HALL FEEDBACK SIGNAl.. 
AT UC31331NPUT (1OV I Dt~ 

OY 

PHASE DETECTOR OUTPUT 
(IY/DM 

OY 

0016·15 

Figure 13. This oscilloscope trace shows the static waveforms at the 
Hall sensor Input, and phase detector output of the 
UC3633. The static phase error has been adjusted, with R4 
in Figure 10, to be very small. The alternating positive and 
negative pulses at the output of the phase detector is due 
to an asymmetry in the Hall signal. 
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this case, the asymmetry is due to differences in the rising 
and falling edges of the Hall signal that result from the RC 
filter at the sense amplifier input. This filter is required to 
keep high frequency noise from the motor drive out of the 
phase detector. 

The startup response of the motor is pictured in Figure 
14. Shown are the voltage waveforms at the lock indicator 
output, the loop amplifier output, and the phase detector 
output of the UC3633. At the moment the lock indicator 
goes high the motor has reached its operating velocity. 
The absolute frequency steering of the phase detector 
forces a slight overshoot in frequency that delays the set
tling of the loop by about 1 second. Without the frequency 
steering feature the phase detector would command a 
much lower average drive signal during startup, extending 
the start time by over 50%. 
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Figure 14. The startup lock time of the motor is minimized with the 
absolute frequency steering feature of the phase 
detector, keeping lock times under 10 seconds. 

Unitrode Corporation makes no representation that the use or interconnection of the circuits described herein will not in
fringe on existing or future patent rights, nor do the descriptions contained herein imply the granting of licenses to make, 
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© 1987 by Unitrode Corporation. All rights reserved. This bulletin, or any part or parts thereof, must not be reproduced in 
any form without permission of the copyright owner. 
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sumed by Unitrode Corporation for its use. 
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New Integrated Circuit Produces Robust, Noise Immune System 
For Brushless DC Motors 

Bob Neidorff, Unitrode Integrated Circuits Corp., Merrimack, NH 
Abstract 
A new integrated circuit for brush less DC motor control is presented 
that implements many new techniques to enhance reliability and 
reduce the detrimental effects of noise. In addition to safety features 
and noise rejection circuitry, the new circuit contains a complete 
pulse-width modulator (PWM), a practical tachometer, a precision 
voltage reference, a high-speed current-sense amplifier, and 
high-voltage, high power, output stages. 

BLOCK DIAGRAM OF THE UC3625 

Various applications of the IC are discussed in detail, including using 
the PWM for fixed frequency and fixed off-time control, driving power 
MOSFETs, driving bipolar power transistors, and sensing winding 
current. The IC is shown in applications that allow braking and 
direction reversal without damage to the motor or the power 
semiconductors. 

• VOLT 
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The Problem 
Conventional brush motors have proven reliable and versatile. They 
remain popular partly because the pressures to improve haven't 
been high, and partly because nothing better has been available 
that is practical. Brushless DC motors (BDCMs) can pack the same 
horsepower into smaller, lighter boxes. They can also accelerate 
faster due to inherently lighter rotor construction. Without the friction 
and arcing of brushes, they are acoustically quieter. As they have 
permanent magnet rotors, they are faster to manufacture. 
Permanent magnet rotors also dissipate very lillie power, so BDCMs 
have far less heat dissipation problems. 
One thing that has held the motor industry back has been the 
availability of economical control electronics. Recent price trends in 
power MOSFETs and monolithic motor controllers have reduced 
these limits. The final hurdle to broad acceptance is assurance of 
reliability. Brush motors proved their reliability not through design, 
but instead through over a hundred years of development of rugged 
brushes and slip rings. 
Two problems with BDCMs today are performance and reliability in 
the presence of noise. Noise here can refer to extemally generated 
electromagnetic noise, internally generated chopping noise, or 
inappropriate commands from the operator of the system. 
The UC3625 specifically addresses the need for an economical, 
robust BDCM controller by specifically addressing these failure 
modes and also by implementing many functions and features 
desirable in high performance motor systems. The following table 
outlines some of the important features of the UC3625: 
• Push-Pull Low-Side Drivers 
• Versatile High-Side Drivers 
• Complete PWM 
• Two or Four-Quadrant Chopping 
• Tachometer 
• Soft Start 
• Undervoltage Protection 
• Overvoltage Protection 
• Active Safe Braking 
• Differential Current Amp 
• Hysteresis on all inputs 
• Direction latch 
• Cross Conduction prevention 

Unique Features For Noise 
All logic inputs to the UC3625 have hystereSiS and lor latches for 
maximum noise rejection. The position sensor inputs specifically 
contain 0.8 volts of hysteresis, yet still meet TTL input thresholds. 
These inputs also contain pull-up resistors allowing them to directly 
interface to open-collector sensors. 
Position sensor inputs are latched immediately following 
commutation, and remain latched through the on-time of the 
tachometer monostable (one-shot). This prevents commutation 
noise from reaching the decoder, latching out the largest noise spike 
in the motor system. Although this sets a maximum motor speed, 
correct choice of pulse width guarantees operation up to the 
maximum speed of the motor wnile still affording excellent noise 
rejection. 
The one-shot pulse also drives a low saturation-voltage driver 
connected to TACH OUT. The average value of the voltage on TACH 
OUT is directly proportional to motor speed, so that the pulse 
generator doubles as a simple tachometer. 
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Cross-Conduction Prevention 
To further assure noise immunity, the UC3625 contains latches and 
a shift register to guarantee that all power stages tum off and remain 
off for a minimum time before changing states. In addition to 

U-115 

used to enable the PWM latch every cycle, and also to clock the 
protection shift registers. 
Another fundamental part of the PWM is the PWM latch. The output 
of this latch enables the power stages. The latch is set once per cycle 

....-----------------------, by the oscillator, and cleared by either the PWM 

UC3825 

S 0 

~p~LL-+--~---------+~-----+--~--, 

FROM 
DECODER 

~~LL~ ____________ ~ __________ ~ __ ~ 
DOWN 

Logic That Prevents Cross Conduction 

preventing noise-induced cross conduction, this prevents 
cross conduction due to slow power stages. 
The delay time is only inserted when an output is commanded 
from high to low or vice versa. During normal three rhase 
commutation, outputs are turned off (opened) for a ful cycle 
before changing states, so this delay will not impede normal 
operation. The only times that this delay will be inserted are 
during noise spikes, direction reversal, and braking. 

Pulse-Width Modulation System 
Motors perform better with higher operating voltages 
because for a given value of inductance, higher voltages can 
change winding current faster. A necessary adjunct to higher 
supply voltages is current control, either by linear amplifiers 
of pulse-width modulation (PWM). The UC3625 uses fixed 
frequency PWM for chopping. 

,v 

r 

FROM 
CUAAENT ..... 

comparator, a peak current signal generated in 
current-sense circuitry, or by a fault signal from the 
OV/COAST input. This latch is reset dominant, meaning 
that a steady reset signal from any of three sources 
completely inhibits the power stages. 
The other elements in the PWM are the PWM comparator 
and the error amplifier. The PWM comparator is an 
NPN-input comparator dedicated to comparing the output 
of the error amplifier to some other signal such as a 
command voltage, ramp, or sensed signal. The error 
amplifier is a PNP-input op-amp compensated for 
unity-gain operation, who's inputs can operate linearly 
down to ground. 
The PWM can be configured into any number of different 
loops that regulate winding current (torque is nearly 
proportional to winding current), regulate speed, or 
regulate some other parameter. The PWM is internally 
configured for peak current control as well, although this 
is not intended to be the principle feedback loop. 
The approach above compares winding current to a DC 
voltage with the PWM comparator, and pulse-by-pulse 
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PWM Configured For Average Current Feedback At the heart of the PWM is a sawtooth oscillator. The oscillator 
is programmed up to 500kHz with one resistor to the 
reference and one capacitor to the ground. This oscillator is '--------:r""eg"'u""a"'t""e':"s.,.,w"'ln::":dT!':in::":g"""c::'u"'rr::":e""n!"'t.'T"'h""is"'i':"s-:s""im:;ir:la':'r;::to:-r.::'c::-:u-::rr""en~t 
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UC3625 PWM Block Diagram Configured For Pulse-By-Pulse 
Current Control 
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mode" in PWM power-supply systems, and offers the 
advantage of removing the pole caused by load 
inductance from the feedback loop. 
The PWM can also be configured to use the error amplifier 
to amplify the difference between the winding current and 
a desired current, and to use the PWM comparator to 
compare the error amp output to the oscillator ramp. This 
current loop operates on average, rather than peak 
current. 
If the PWM comparator is used to compare the oscillator 
ramp to a DC voltage, then the load duty cycle is directly 
proportional to the applied DC voltage, as IS the average 
load voltage. This "voltage mode" loop comes close to 
controlling speed because speed is nearly proportional to 
average winding voltage. If an overall speed feedback 
loop is required to regulate speed, this ''voltage mode" 
topology can serve as a local feedback loop to make the 
system transfer function more linear, and the error 
amplifier can be used as the overall loop amplifier. 
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Circuit for Fixed Off-Time PWM Using the UC3625 

The advantages of each topology must be weighed considering 
complexity, overall stability, and sensitivity to load. In cases where 
current feedback seems nearly impossible to compensate, some 
compromise between current feedback and voltage feedback is 
dictated. . 

The PWM is also configurable to fixed off-time PWM rather than fixed 
frequency PWM by addin9 a few external components that couple 
the output off signal back Into the oscillator. 

TO 
POWER 

DEVICES 

Fixed off-time control is sometimes desirable because it uses one 
of the easiest feedback loops to compensate. Its main drawback is 
that the modulation frequency varies with load and speed. This 
means that for some loads chopping noise can become audible 
(below 20kHz). This also allows variation in the dead time inserted 
to prevent output stage cross conduction. 

8-158 



APPLICATION NOTE 

Different Chopping Techniques 
Chopping capitalizes on the inductance of the load to maintain load 
current when the driving voltage is removed. The driving voltage is 
normally supplied through power switches, and diodes normally 
conduct across the load when the switches are opened. 

Two different methods are common for chopping. The more efficient 
method chops one low-side power switch while one high-side switch 
is on. This is referred to as a two-quadrant PWM. 

Two-quadrant PWM normally operates with a low duty cycle, as 
winding current is charged principally by the supply voltage, yet 
winding inductance is discharged by the voltage drop in the diode 
circuit (see figure below). Motor back EMF reduces the effective 
supply voltage and increases the effective diode voltage drop, so 
the duty cycle tends to increase with speed. 

The main advantage of two-quadrant chopping is efficiency. Its main 
drawback is that it can't quickly decrease winding current. This can 
be very troublesome in position feedback systems. 
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Two-Quadrant vs. Four-Quadrant Chopping 

In contrast, four-quadrant PWM systems chop both switches, and 
circulate load current through two diodes backwards into the supply. 

Again ignoring back EMF, four-quadrant chopping produces a nearly 
symmetrical current waveform, as current rises due to the supply 
voltage impressed on the load inductance, and decays due to 
reverse supply and load inductance. With four-quadrant chopping, 
a motor can decelerate as quickly as it can accelerate. 

To program the UC3625 for one approach or the other, apply a logic 
signal to the QUAD SEL input. QUAD SEL can also be changed 
during operation to tailor performance to specific requirements. 
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Power Drivers 
The overwhelmingly dominant power output device in new designs 
is the N-Channel Enhancement-Mode Power MOSFET. Bipolar 
power transistors and power darlingtons still have advantages in 
very high-voltage systems, but these advantages are being 
continuously eroded by developments in MOSFET structures and 
merged bipolar MOSFET devices. The UC3625 is able to drive both 
power MOSFETs and bipolar transistors. 

The low-side drivers in the UC3625 are totem-poles capable of 
greater than 250mA peak gate or base current, but the package and 
the die are not constructed for continuous power dissipation greater 
than 1 watt, which imposes an upper limit on the available current 
for bipolar device drive. 

UC3625 +15V 

PWR-vJ~ I RG 
PCn 

Driving Low-Side MOSFETs with the UC3625 

The Power Vcc pin is separated from signal Vcc so that high gate 
current peaks can be isolated from signal Vcc, and also so that 
Power Vee can be tailored to the power device. For fastest switching 
of power bipolar devices, the Power Vcc pin can be limited and 
clamped, as shown in this example. 

+5V 

Driving Low-Side Darlingtons with the UC3625 
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Driving high-side devices with the UC3625 requires level shifting if 
the motor supply is greater than 50V. The UC3625 high-side outputs 
are open collector NPN transistors which pull low to turn on high-side 
MOSFETs or bipolar transistors .. 

VMOTOR 

Driving High-Side P-MOSFETs 

VMOTOR.15V 

Driving High-Side N-MOSFETs 

VMOTOR 

Driving High-Side PNP Darlingtons with the UC3625 

Although capable of 50mA current sinking, the open collector 
outputs are normally operated with lower currents to minimize the 
power supplied by the high-voltage supply. 
As a high-side switch, P-channel power MOSFETs are far easier to 
drive than N-Channel power MOSFETs because the gate of 
P-channel MOSFETS need not be pulled above the positive supply 
to obtain low voltage drop. Unfortunately, P-channel power 
MOSFETs are more expensive and less available than N-channel 
devices, so the added supply in the N-channel design is often 
justified. 
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Current Sense 
The UC3625. contains a high-speed gain-of-two differential amplifier 
dedicated to current sensing. This amplifier can be connected 
directly across a low-value current-sense resistor or between two 
different current-sense resistors. Since the amplifier common mode 
range allows operation one volt below ground,the amplifier has 
excellent common-mode noise rejection. 
The current-sense amplifier also embodies an ideal diode that 
performs absolute value and level shifting of the input, giving a 
transfer function of: 

Vo = 2.5 + 2 ABS (Vi2 -Vi,) 

If the low-side power devices and the lower catch diodes are 
returned to the same current-sense resistor, and the UC3625 is 
chopping in four-quadrant mode, then the winding current always 
flows through the current-sense resistor. The voltage on the 
current-sense resistor flips polarity every time the PWM chops, but 
the absolute value current-sense amplifier rectifies this, giving a 
smoother representation of continuous winding current, and 
requiring less filtering. 
Some filtering of the current-sense signal is always required, 
however, and the output of the current-sense amplifier is the best 
place to filter. The amplifier is stable with all capacitive loads, and 
has approximately 250 ohms output impedance. 
Filtering at the input of the current-sense amplifier is also valuable 
to remove spikes that are faster than the amplifier can track. 
However, to insure that the absolute value circuit continuously tracks 
current, use only a minimal amount of input filtering. 
The output of the current amplifier drives two comparators through 
the filtering resistor: the peak current comparator and the overcurrent 
comparator. The peak current comparator resets the PWM latch 
whenever the current-sense voltage exceeds approximately 200mV. 
The overcurrent comparator initiates soft start if the current-sense 
voltage exceeds approximately 300mV. 
The peak current comparator can be used to limit maximum peak 
winding current while a larger feedback loop limits winding current 
to control some other parameter, such as speed or position. The 
overcurrent comparator then functions as a fail-safe device that 
commands SOFT START if the peak current loop loses control, as 
might happen if a power device becomes shorted. 

Is it Brake ... or Break? 
The UC3625 contains provisions for braking by way of a 
multifunction pin called "RC I BRAKE". This pin also serves as the 
timing pin for the internal tachometer, pulsing between 1.67V and 
3.33V every time the position sensors commutate. To command 
BRAKE, pull RC/BRAKE low with an open collector gate or switch. 
The tachometer then stops pulsing and all three low-side drivers turn 
on. 
Normal PWM configurations do not allow braking current to be 
modulated because the braking current does not normally flow 
through the sense resistor. The motor control circuit below includes 
three added diodes that, during BRAKE and all other circumstances 
causes winding current to flow through the sense resistor. Using this 
circuit, the UC3625 stops a motor as fast as the peak limit current 
setting allows and protects the output power devices and the motor. 
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Circuit For Safe Braking Series diodes guarantee that braking 
current will flow in the current-sense resistor 

Direction Reversal is Worse 
As with braking, direction reversal can also force excessive current 
into power devices if not checked. Direction reversal forces two of 
the three driver channels to go from high to low or low to high directly. 
With the UC3625, cross conduction is completely prevented, but 
high winding current is dependent upon the application. The higher 
the speed, the higher back EMF, and the higher the potential peak 
current. 
The approach mentioned for braking also limits peak winding current 
during direction reversal. In addition, the direction latch and shift 
register in the UC3625 can be configured to prevent direction 
reversal until motor speed drops to a safe level. This latch also 
commands COAST whenever a direction reversal is commanded 
and motor speed is too high. 
The easiest way to configure this protection is using the internal 
tachometer to drive "SPEED IN" through a low-pass RC filter. The 
"SPEED IN" threshold is set to prevent reversal whenever input 
voltage exceeds approximately 250mV. 

Other Protection Features 
To prevent confusion or insufficient drive to power MOSFETs, the 
UC3625 contains a comparator to lock off all six outputs until the 
Vcc input exceeds 9V, called under-voltage lock-out. The UC3625 
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also contains an uncommitted comparator that inhibits the outputs 
and clears the PWM latch whenever its input exceeds 1.75V. This 
can be used with a voltage divider for an over-voltage inhibit, or can 
be directly driven from TTL or CMOS for a logic controlled COAST 
input. 
To prevent very high power supply current spikes and to limit 
average current during faults, the UC3625 contains latched soft 
start. The latch is set by low power-supply voltage or overcurrent 
fault, and is only cleared when the setting condition goes away and 
the soft start input discharges to below approximately 200mV. 
Normally, the UC3625 is configured with a capacitor from soft start 
to ground, which is charged by the soft start 10uA current source. 
The UC3625 can also be configured to latch soft start until cleared 
by connecting a 4.3 volt zener and a normally closed switch from 
Vref to soft start. The switch then functions as a reset switch. 

5V 

4.3V I UC38.5 

PEAl< CURRENT 

I UNDERVOLTAGE __ _ 

Manual Fault Reset Circuit Uses Zener Diode to Latch 
Faults 

Voltage Reference 
Finally, the UC3625 contains a precision voltage reference trimmed 
to 5V +/- 2%. This reference powers most of the internal circuitry for 
supply rejection and is available on the "Vref' pin for driving other 
circuitry such as Hall-effect position sensors and bias circuits. 
Operation of the voltage reference is guaranteed with loads up to 
30mA, and the reference is also short circuit current limited to 
approximately 100mA. 
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A SIMPLIFIED APPROACH TO DC MOTOR MODELING FOR 
DYNAMIC STABILITY ANALYSIS. 

By 
Claudio de Sa e Silva 
Applications Engineer 
Unitrode Corporation 

When we say that an electric motor is a device that 
transforms electric power into mechanical power, we say 
two things. First. that the motor is - and behaves as -
a transformer. Second, that it stands at the dividing line 
between electrical and mechanical phenomena. In the 
case of permanent magnet (PM) motors we know that this 
power transformation works in both directions so that the 
elecrical impedance depends on the mechanical load, 
while the mechanical behavior of the motor depends on 
the conditions at the electrical end. 

This being the case, it should be possible to represent a 
motor's mechanical load, on the electrical side, by a set 
of familiar electrical components such as capacitors or 
resistors. 

CHOOSING A UNIT SYSTEM 
Before we get started, let us consider for a moment the 
system of measurement units that we have chosen. 

The metric system of units has undergone a number of 
changes in its history, of which the latest is the SI (Systeme 
International d'Unites). This system has become popular 
in most of the industrialized world, largely because it is 
a coherent system, in which the product or quotient of two 
or more units is the unit of the resulting quantity. It will be 
seen here that certain simplifications result from using this 
form of the metric system. 

In the SI system, force IS measured in Newtons (N) and 
distance in meters (m). Consequently, the units of torque 
are Nm (see Conversion Table). If a motor shaft rotates at 
an angular velocity of !.11M radians per second, with torque 
T M. the mechanical power output will be equal to the 
product T M and WM and the units will be watts if TM is in 
Nm. 

Motor manufacturers usually specify a torque constant 
(KT) and a voltage constant (Kv) for their motors. These 
constants have different values when the torque and speed 
are measured in English units, but they have the same 
numerical value when SI units are used. This becomes 
obvious when you consider that the electrical input power 
must be equal to the mechanical output power: 

(1) VA IA = TM WM (watts) 

(2) VA = ™ = K'IV 
!.11M IA 

tvhere VA is the internally generated armature voltage, or 
back emf. and IA IS the armature current. (See Fig. 1 for 
definition of motor terms.) 
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TABLE 1. UNITS CONVERSION 

THESE {x-=} SI DIM 
UNITS = .... - UNITS 

oz 278 X 10-' N MLT- 2 

Ib 4.448 N MLT- 2 

In 254 x 10- 2 m L 

It 3048 X 10-' m L 

gl 9.807 x 10- 3 N MU-2 

9 cm2 10- 7 Nm sec2 M~ 

It Ib sec2 1356 Nm sec2 M~ 

oz In sec2 7.063 x 10- 3 Nm secZ ML2 

It Ib 1.356 Nm M~r-2 

OZln 7063 x 10- 3 Nm M~r-2 

NOTE The d.menSlons are M .maSSI L lIenQthl ana T Itlmel Tne gram pJl 
IS a unit 01 mass. ana the gram·force IglI IS a unll Of torce n'e pound 1101 
and the ounce lOZI are Included as unitS at torce onlV 

R, 

1· 
v, 

1-
o 

L, 

.... ,.. .. I'nCJtOf soeea In raaJsec 

K", In NmtA Of' V HClrad 

~. ~'taraasl 
0<1. 

FIGURE 1. THIS SERIES RLC CIRCUIT IS AN EXCELLENT 
MODEL OF A DC MOTOR LOADED WITH AN ESSENTIALLY 

INERTIAL LOAD. HERE, J IS THE TOTAL MOMENT OF 
INERTIA, INCLUDING THE ROTOR'S JM. 

If we do the same thing with the familiar electrical trans
former, we get the turns ratio: 

(3) V, 1, = V2 12 (watts) 

(4) V, 12 N, 
V; = -1,- = N;" 

Thus. the non-dimensional turns ratio N,/N2 is analogous 
to the dimensional torque (or voltage) constant K'IV. Fur
thermore, equations (2) and (4) give us a clear hint that 
the angular velocity (!.11M) is analogous to voltage, while 
the torque (T M) is analogous to current. 
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The units of Krv may be either Nm/A. or V sec/rad. Thus, 
specifying both KT and Kv for a motor IS like measuring 
and specifying both the voltage ratio and the current ratio 
of a transformer, and can only make sense where redun
dancy IS required. 

THE MOTOR AS A TRANSFORMER 
We have established an analogy between KTV and a 
transformer's turns ratio; between angular velocity and 
voltage; and between torque and current. If the motor 
behaves as a transformer. then we would expect to find 
the square of KTV involved in something analogous to 
impedance transformation. 

Suppose we apply a constant current IA to the armature 
of a motor whose load IS its own moment of inertia JM 
(Nm sec2). We know that according to Newton's law for 
rotating objects, 

(5) TM = JM aM 

where aM is the angular acceleration dWM/dt. 

Since TM = IA KTV (Eq. 2) 

(6) IA KTV = JM dWM 
dt 

Furthermore. also from Eq. 2, 

(7) WM= 

so that 

(8) IA = .±. dVA 

K~ dt 

Equation 6 has a familiar form, and we recognize at once 

the quantity JM/K~ as a capacitor. It follows that the 
motor "reflects" a moment of inertia JM back to the elec
trical primary as a capacitor of JM/K~ farads. 

A neat way to check this result IS to equate the energy 
stored kinetically in JM with the electrical energy stored 
in a capacitor CM: 

(9) '12 CMV~ = '12 JM w~ 

(10) CM = JM (Wv: y 
Since ~ = _1_ . 

VA KTV 

(11) CM = ~ (farads) 
K~ 

Similarly, a torsional spring with spring constant Ks 
(Nm/rad) IS reflected as an inductance of K~IKs henries. 
And a VISCOUS damping component B (Nm sec/rad) ap
pears as a resistor of K~IB ohms. 
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A MOTOR MODEL 
Once we can represent the mechanical load by means 
of electric elements, we can draw an equivalent circurt of 
the motor and its mechanical load. The armature has a 
finite resistance RA and an inductance LA' through which 
the torque-generating current IA must flow. These com
ponents are not negligible. and must be included. An in
ertially loaded motor can be represented as in Fig. 1, 
where the moment of inertia J is the sum of the load's JL 

and the rotor's JM. 

It turns out that in practice. the moment of inertra that the 
motor must work against - or with, depending on how 
you look at it - is by far the most important component 
of the mechanical load. A frictional component also ex
ists, to be sure, but because it is largely independent of 
speed, it would be represented electrically as a constant 
current source, which could not affect the dynamic 
behavior of the motor. And since a torsional spring -
which would affect it - is rarely found in practice, we Will 
concentrate on the inertial problem only. 

MEASURING THE COMPONENTS 
The measurement of RA and LA IS not difficult. A good 
ohmmeter will get you RA. and you can measure the 
electrical time constant TE to calculate LA: 

(12) LA = TE RA 

Just make sure that the rotor remains stationary during 
these measurements. 

In order to determine the value of the capacitor. CM. we 
will need to measure the shaft speed. If the motor being 
measured IS a brush less DC motor, we can use the signal 
from one of the Hall effect devices as a tachometer. If the 
Hall frequency IsfH• and the number of rotor poles IS P. 
the angular velocity WM is 

4n fH 
(13) WM = -- (rad/sec) 

P 

With other motors you will need a strobe-light or some 
other means to measure speed. 

A good way to measure CM IS through a measurement 
of the mechanical time constant TM. We do this by driv
ing the motor with a constant voltage driver and measur
ing the time it takes to accelerate from zero speed to 63% 
of the highest speed achievable at the voltage used. To 
set a safe limit to the starting current we can reduce the 
supply voltage or add a serves resistor with the motor, or 
both. The set-up IS shown in Fig. 2. Note that the armature 
resistance RA IS already known, and we add resistors Rs. 
If needed, to limit the armature current IA to a value that 
IS safe for both driver and motor. 

The first thing to do is let the motor run freely and measure 
WMAX and IMAX. and use these values to calculate the ar
mature voltage VMAX: 

(14) VMAX = Vcc - VSAT - IMAX (RA + Rs) 
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FIGURE 2. SET-UP FOR MEASUREMENT OF CM = J/KTV 
OF A 3-PHASE BRUSH LESS DC MOTOR WITH 

INERTIAL LOAD Jl. THE MOTOR VOLTAGE VM=VCC·VSAT, 
WHERE VSAT IS THE OUTPUT SATURATION VOLTAGE. 

Here Vcc is the supply voltage, VSAT is the saturation 
voltage of the driving circuit, and IMAX is the current 
drawn by the unloaded motor at maximum speed. 

Thus we can calculate 

(15) KTV ,. VMAX 
(Vseclrad) 

Next, set the oscilloscope time scale to that you can easily 
read a Hall frequency equal to 63% of WMAX. so that: 

(16) WM ,. 0.63 WMAX 

By holding and releasing the motor shaft, take $everal 
readings of the time TM required to accelerate from zero 
to WM' Remember that these readings are taken "on the 
fly," since the motor continues to accelerate towards the 
maximum speed WMAX' Having obtained a good value of 
T M you can now calculate 

(17) CM ,. __ T.:::.M _ 

(RA+ RB) 
(farads) 

This completes the RLC equivalent circuit, If the value of 
JM is also required, it too can be calculated: 

(18) JM ,. CM K~ 

THE MOTOR'S TRANSFER-FUNCTION 

In the circuit of Fig. 1, V, is the voltage applied to the 
motor leads. and VA is the actual armature voltage, or 
back EMF. This latter voltage is equal to wMKTV , as we 
have seen, so that if we want to derive an expression 
relating the speed to the applied voltage, we can write: 

(19) WM 1 VA 
--=_-0- (radNsec) 

V, KTV V, 

If V, is a constant voltage, the speed WM will also be con
stant. This is clear from the circuit of Fig. 1 as well as from 
our experience with motors. If, however, V, varies 
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sinusoidaly at some frequency f, the speed WM will vary 
similarly, but the amplitude and phase will in general be 
different from those of the driving function. This fact is very 
important if we are to include the motor in a feedback loop, 
because the motor's contribution to the overall loop gain 
and phase shift is an important factor in determining stabil
ity. The motor's transfer function - i.e. Eq. 19 expressed 
as a function of frequency - gives us a precise descrip
tion of how the amplitude and phase behave at different 
freQ~cies. To do this, we use the variable JW, where 
)=V-1,and w=2nf. 

(20) VA(jw) (jwCm) -, 
---= 
V, (Jw) Iw2 LACM + Iw RACM +1 

(21) VA (JW) ---
V,(Jw) (lw)2 LACM + Iw RACM+ 1 

(22) LACM = 
1 

W2 
n 

where Wn is the natural frequency of the circuit. 

(23) RACM = RACMLA = ~ = _1_ 
LA W~LA aWn 

since the circuit a is 

a,. WnLA 

RA 

Therefore, 

(24) VA OW) 
V, (Jw) 

( 
JW)2 IW -- +--+ 
Wn aWn 

Furthermore, using Eq. 19, 

(25) 

( K~ }--=--=----( :: r + ~:n +1 

Since we know the values of KTV , Wn and a, we can 
calculate the magnitude and phase angle of Eq. 25 for 
various values of jw. For a given W = w" Eq. 25 can be 
evaluated into a complex number A, + 18,. whose angle 
is, 

(26) 9, = lan-' ~ 
A, 

and whose magnitude can be expressed in decibels as 
follows: 

(27) M, = 20 log,o VA~ + B' 

A plot of these quantities. using a logarithmic frequency 
scale, is called a Bode plot, and can be a handy tool in 
understanding how the device Will affect the final loop 
performance. 
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A DISC - DRIVE EXAMPLE 
A small three phase brushless DC motor, measured as 
above, has the following characteristics: 

KTV = 0.Q15 Nm/A, or Vsec/rad. 
RA = 2.5 ohm 
LA = 0.002 Hy 
J = 0.001 Nm sec, 

The J value was measured with three magnetic discs 
mounted, and represents the actual value required for the 
application. Using Eq. 11. 

(28) CM = _J_ = ~ = 4.44 fd 
K~ (0.015)2 

This may seem like an unusually large value for a capacitor, 
but it simply reflects the large amounts of kinetic energy 
that can be stored in the included inertia. 

From Eq. 22 1 
(29) W n= --,; ............... 

V LA CM V 0.002 x 4.44 

= 10.61 rad/sec 
From Eq. 23 

(30) Q = wn LA = 

RA 

10.61 x 0.002 = 0.0085 

2.5 

(The quality factor Q has no units). The motor transfer func
tion, given in Eq. 25, is 

WM (jw) 

V, (jw) 
(31) 

66.67 
--------- (rad/Vsec) 

( 1~~1)\ d~9 + 

A calculator that is pre-programed to operate with com
plex numbers (HP 28C, for example, or 15C) makes the 
evaluation, of this equation an easy task. With the 28C you 
can set up a USER routine called BODE, as follows: 

«DEG DUP ABS LOG 20 X SWAP ARG» 

This will convert a complex number x + jy into 20 log 
V x2 +1 at level 2, and arc tan (y/x) at level 1. Table 2 
shows a list of several such computations of Eq. 31: 

At w = 0, the gain is simply 66.67 rBdlVsec. As CAl increases 
from zero up, the gain decreases as shown in the GAIN 
column of Table 2. For our Bode plot, we want to show 
the gain relative to the Initial, or DC, gain. Therefore, we 
subtract 66.67db from each gain value in Table 2 and plot 
the result. This is the same as plotting only the function 

1 
(32) G(jw) = ---------

(-1-~~-61-) 2 + -0-j.~-9- + 1 

which should be compared with Eq. 31. The results are 
shown in Fig. 3. 
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TABLE 2. CALCULATED VALUES OF EQUATION 31. 

CAl 
WM (jCAl) 

GAIN PHASE 
(radlsec) V, (jw) (db) (dell) 

-20 

-40 

-so 

-80 

0.01 

0.03 

0.1 

0.3 

1.0 

3.0 

10.0 

30.0 

100 

300 

1000 

3000 

-GAIN -
....... 
'-

.03 

65.9 - j 7.32 

60 - j 20 

29.8 - j 33.2 

5.5 j 18.4 

0.53 j 5.95 

0.06 j 2.00 

0 j 0.60 

-4.2 x 10· - j 0.20 

-4.7 x 10· - j 0.06 

-4.5 X 10· - j 0.02 

-2.9 x 10· - j 3.7 x 10· 

-7.1 x 10·- j3xW' 

r--..... 
.... r--.... ..... 

PHASE 
........... 

I"--~ 
Gljwl _ 1 

(..J!:!... )'+ .J:!.. + 1 
10.61 0.09 

"-

36.4 

36.0 

33.0 

25.7 

15.5 

6.0 

-4.4 

-14.0 

-24.5 

-34.2 

-46.6 

-62.3 

~~ 

-6.3 

-1804 

-48.0 

-73.3 

-84.9 

-88.4 

·89.9 

-91.2 

-94.5 

-103.5 

-128.6 

-157.4 

o f 
t 

-50 I 
w 
~ 

i":: 
-100 ~ « 

-150 ~ 
-180 

.3 10 30 100 300 tK 

FREQUENCY· (mdlsec) 

FIGURE 3. BODE PLOT OF MOTOR DATA IN EXAMPLE. 

Note that up to about 100 rad/sec (15.9 Hz) the phase lag 
barely exceeds 90 degrees. The first pole occurs at 
w = 0.09 rad/sec, at which point the phase lag IS 45 
degrees. The second pole, widely separated from the first 
in this case, occurs at a frequency in excess of 1000 
rad/sec, as we can see from the further bend in the phase 
curve. The gain, which was drooping at a rate of -20db 
per decade below 100 rad/sec, now begins to bend 
towards a steeper droop of 40db/dec after the second pole 
is reached. At very high frequencies, the phase lag will 
reach 180 degrees. 

Used in a speed control feedback loop, this motor will per
form well provided that the user takes this gain and phase 
behavior into account. This is done by incorporating the 
motor transfer function into the overall loop equation, which 
will include other components. One's understanding of the 
motor's behavior improves with this type of analysis, which 
makes comparisons between different motors more clear 
and articulate. 
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DEDICATED ICs SIMPLIFY BRUSHLESS DC SERVO AMPLIFIER DESIGN 

John A. O'Connor 

INTRODUCTION 

Brushless DC motors have gained considerable commercial success in high end four quadrant servo systems, as 
well as in less demanding, one and two quadrant requirements. Cost sensitive four quadrant applications thus far 
have not fared as well. Designs which meet cost goals often suffer from poor linearity, and cumbersome protection 
circuits to assure reliable operation in all four quadrants. Better performance en tails more complex circuitry and the 
resulting additional components quickly increase size and cost. Part of the design challenge results from the lack of 
control ICs tailored to four quadrant applications. The other major obstacle has been implementing a reliable and cost 
effective high-side switch drive. With recently introduced integrated circuits in both areas, it is now possible to design 
a rugged, low cost, four quadrant brushless DC servo amplifier with relatively low component count and cost. 

SERVO AMPLIFIER REQUIREMENTS 

First, let's quickly review general servo amplifier require
ments. Figure 1 displays motor speed versus torque, 
depicting four possible modes of operation. While a 
system may be considered four quadrant by simply 
having the ability to operate reliably in all four modes, a 
servo system generally requires controlled operation in 

VELOCITY 
CW 

II I 

CCW +----1----+ TORQUE 
CW 

m IV 

CCW 

Figure 1 - Four Quadrants of Operation 

all four modes. In. addition, a smooth, linear transition 
between quadrants is essential for high accuracy posi
tion and velocity control. The major performance. differ
ences between brush less DC servo amplifiers are 

related to accuracy, bandwidth, and quadrant transition 
linearity. 

Most simple brush less DC amplifiers provide two quad
rant control, since even the simplest output stages 
(typically 3 phase bridge) allow rotation reversal. Note 
that this is operation in quadrants one and three where 
torque and rotation are in the same direction. This differs 
from brush motor terminology where two quadrant con
trol normally implies unidirectional rotation with torque 
control in either direction. Although limited to a single 
rotation direction, bidirectional torque allows servo ve
locity control, with rapid, controlled acceleration and 
deceleration. These characteristics are well suited to 
numerous applications such as. spindle and conveyer 
drives. With the two quadrant brush less DC amplifier, 
there are no prOVisions other than friction to decelerate 
the load, limiting the system to less demanding applica
tions. Attempting to operate in quadrants two and four will 
result in extremely nonlinear behavior, and under many 
circumstances, severe damage to the output stage will 
follow. This occurs because the two quadrant brushless 
DC amplifier is unable to completely control current 
during torque reversal. 

TWO QUADRANT VERSUS FOUR QUADRANT 
CONTROL 

Figure 2 shows a three phase bridge output stage for 
driving a brushless DC motor. Current flow is shown for 
two quadrant control when operation is in quadrants one 
or three. The switches commutate based on the motor's 
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U·130 
rotor position, typically using Hall effect sensors for 
position feedback. Current is controlled by pulse width 
modulating (PWM) the lower switches. Figure 3 shows 
current flow if the direction of torque were reversed. The 
upper switch essentially shorts the motor's back EMF 
(BEMF), causing current to quickly decay and reverse 
direction. The current then rises to a value limited only by 
the motor and drive impedance, yet is undetected by 
supply or ground sense resistors. As the motor speed 
rises, its BEMF proportionally increases, quickly escalat
ing the potential circulating current. Even if the output 
stage is built rugged enough to withstand this abuse, the 
high uncontrolled current causes high uncontrolled torque, 
making this technique unsuitable for most servo control 
applications. 

By pulse width modulating the upper switches along with 
the lower switches, uncontrolled circulating currents are 
avoided. With both upper and lower switches off during 
during the PWM off time, motor current will always decay 
as shown in figure 4. Additionally, motor current always 
flows through the ground sense resistor, allowing easy 
detection for feedback. The remainder of this article will 
feature this mode of control, as it is well suited for a 
variety of demanding requirements. It should be noted 
however, that a penalty in the form of reduced efficiency 
must be paid for the improvement in control characteris
tics. With two switches operating at the PWM frequency, 
as opposed to one with two quadrant control, switching 
losses are nearly doubled. Ripple current is also in
creased which results in greater motor core loss. Al
though this is a small price to pay under most circum
stances, extremely demanding applications may require 
switching between two and four quadrant operation for 
optimum efficiency and control. 

FOUR QUADRANT CONTROLLER 
REQUIREMENTS 

In addition to switching both upper and lower transistors, 
a few supplementary functions are required from the 
control circuit for reliable four quadrant operation. With 
two quadrant switching, there is inherent dead time 
between conduction of opposing upper and lower 
switches, making cross conduction virtually impossible. 
Four quadrant control immediately reverses the state of 
opposing switches at torque reversal, thus requiring a 
delay between turning the conducting device off and the 
opposing device on to avoid simultaneous conduction 
and possible output stage damage. 

When torque is reversed, energy stored in the rotating 
load is transferred back to the power supply, quickly 
charging the bus storage capacitor. A clamp circuit is 
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typically used to dissipate the energy and limit" the 
maximum bus voltage. As a second line of defense, an 
over-voltage comparator is often employed to disable 
the output if the bus voltage exceeds the clamp voltage 
by more than a few volts. 

~--------------~s Q 

R 

Figure 5 - UC3625 Block Diagram 

U-130 
CURRENT LOOP CONTROL TECHNIQUE 

A transconductance amplifier is normally used for 
brushless DC servo applications, providing direct control 
of motor torque. Average current feedback is usually 
employed rather than the more familiar peak current 

PWM 
ClK 

UC3625 

5 VOLT 
REFERENCE r-----1 2 VREF 
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control for several reasons. Peak current control is 
subject to subharmonic oscillation at the switching fre
quency for duty cycles above 50%. This condition is 
easily circumvented in power supply applications by 
summing an appropriately scaled ramp signal derived 
from the PWM oscillator with the current sense signal. 
This technique is commonly refered to as slope compen
sation. It can also be shown (3) that for a given inductor 
current decay rate, which is essentially fixed in a power 
supply application, there is an optimal compensation 
level which will produce an output current independent of 
duty cycle. Unfortunately, the inductor current decay rate 
in a four quadrant motor control system varies with both 
speed and supply voltage, making an optimal slope 
compensation circuit fairly complex. Simpler circuits 
which provide overcompensation assure stability but will 
degrade accuracy. Furthermore, severe gain degrada
tion occurs when inductor current becomes discontinu
ous regardless of slope compensation, causing large 
nonlinearity at light load. This effect can be particularly 
troublesome for a position control servo. Average cur
rent feedback avoids these problems, and is therefore 
the preferred current control technique for servo 
applications. 

UC3625 BRUSH LESS DC CONTROLLER 

Figure 5 shows the UC3625 block diagram. Designed 
specifically for four quadrant operation, it minimizes the 
external circuitry required to implement a brush less DC 
servo amplifier. Flexible architecture and supplementary 
features make the UC3625 well suited to less demand
ing applications as well. The UC3625 is described in 
detail in references (4) and [7], however a few features 
critical for reliable four quadrant operation should be 
noted. 

Cross conduction protection latches eliminate the possi
bility of simultaneous conduction of upper and lower 
switches due to driver and switch turn-off delays. Addi
tional analog delay circuits normally associated with this 
function are eliminated allowing direct switch interface 
and reduced component count. An absolute value buffer 
following the current sense amplifier provides an aver
age winding current Signal suitable for feedback as well 
as protection. An over-voltage comparator disables the 
outputs if the bus voltage becomes excessive. 

Although not absolutely necessary for four quadrant 
systems, a few additional features enhance two quad
rant operation and simplify implementation of switched 
two / four quadrant control for optimized systems. A 
direction latch with analog speed input prevents reversal 
until an acceptably low speed is reached, preventing 
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output stage damage. Two or four quadrant switching 
can be selected during operation with the Quad Select 
input. A brake input provides current limited dynamic 
braking, suitable for applications which require rapid 
deceleration, but do not need tight servo control. 

A SIMPLE BRUSHLESS DC SERVO AMPLIFIER 

To demonstrate the relative simplicity with which a 
brush less DC servo amplifier can be implemented, a 6 
amp, off-line 115 VAC amplifier was designed and 
constructed. Note that current and voltage rather than 
horsepower are specified. Although theoretically ca
pable of in excess of one horsepower, simultaneous high 
speed and torque are typically not required in servo 
applications, reducing the actual output power, and the 
corresponding power supply requirement. Average cur
rent feedback is employed, providing good bandwidth 
and power supply rejection, thus making the amplifier 
suitable for many demanding requirements. A complete 
amplifier schematic is shown in figure 6. 

A high performance brush less servo motor from MFM 
Technology, Inc. was used to evaluate the amplifier. 
While most of the design is independent of motor param
eters, several functions should be optimized for a par
ticular motor and operating conditions. The motor used 
has the following electrical specifications: 

Model M -178 

790z.in.lAmp 
1.3 ohms 
5.5 mH 
18 

OUTPUT STAGE DESIGN 

Having selected a four quadrant control strategy, we 
proceed to the output stage deSign, and work back to the 
controller. High voltage MOSFETs are well suited to this 
power level, however IGBTs may also be incorporated. 
MOSFETs were selected to minimize size and complex
ity, since the body diodes can be used for the flyback 
rectifiers. Unfortunately, this places greater demands on 
the MOSFET, and increases the device dissipation. The 
MOSFETs body diode is typically slower and stores 
more charge than a discrete high speed rectifier, which 
necessitates a slower turn-on and a corresponding in
crease in switching losses. These losses are partially 
offset by choosing a MOSFET with sufficiently low con
duction losses which offers the secondary benefits of 
greater peak current capability and reduced thermal 
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UC3724 
DRIVE TRANSMITIER 

Figure 7 - UC37241UC3725 Isolated MOSFET Driver 

resistance. APT4030BN MOSFETs were selected for 
the output stage to handle the 6 amp load currents while 
providing good supply voltage transient immunity. Rated 
at 400 volts and 0.30 ohms, they allow high efficiency 
operation and have sufficient breakdown voltage for 
reliable off-line operation. 

While the lower three FETs require simple ground refer
enced drive, and are easily driven directly from the 
UC3625 the design of the drive circuit for the upper three 
FETs has traditionally been challenging. Discrete imple
mentation of the required power supply and signal trans
mission is often bulky and expensive. In an effort to 
reduce size and cost, critical functions are often omitted, 
opening the door to potential reliability problems. Specifi
cally designed for high-side MOSFET drive in motor 
control systems, the UC3724 / UC3725 IC pair shown in 
figure 7, offers a compact, low cost solution. A high 
frequency carrier transmits both power and signal across 
a single pulse transformer, eliminating separate DC/DC 
converters, charge pump circuits, and opto-couplers. 
Signal and power transmission function down to DC, 
imposing no duty cycle or on-time limitations typical of 
commonly used charge pump techniques. Under-volt
age lockout, gate voltage clamp, and over current protec
tion assure reliable operation. 

Design of the upper driver is a straight forward proce
dure, and is described in detail in reference [5). 
For this application, the driver is designed with the 
following specifications: 

UC3725 
ISOLATED GATE DRIVER 

r---------------------~-

500 V minimum isolation 
300 kHz carrier frequency 
10 Amp over-current fault 
10 ms over-current off time 
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..Jl... ....... 

The pulse transformer uses a 1/2 inch 0.0. toroid core 
(Philips 204T250-3E2A) with a 15 turn primary and 17 
turn secondary. For high voltage isolation, Teflon insu
lated wire is used for both primary and secondary. 

To provide rapid turn-off for minimal switching losses, 
with slower turn-on for dVdt control, a resistor/resistor
diode network is used in place of a single gate resistor. 
Although present generation MOSFETs can reliably 
commutate current from an opposing FETs body diode 
at high di/dt, the resulting high peak current and diode 
snap limit practical circuits to a more moderate rate. This 
increases dissipation, but significantly eases RFI filtering 
and shielding, as well as relaxing layout constraints. 
Additionally, a low impedance is maintained in the off 
state while turn-on dv/dt is decreased, dramatically re
ducing the tendency for dv/dt induced turn on. The same 
gate network is used for both upper and lower MOSFETs. 

A sense resistor in series with the bridge ground return 
provides a current signal for both feedback and current 
limiting. This resistor, as well as the upper driver current 
sense resistors should be non-inductive to minimize 
ringing from high dVdt. Any inductance in the power 
circuit represents potential problems in the form of addi
tional voltage stress and ringing, as well as increasing 
switching times. While impossible to eliminate, careful 
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layout and bypassing will minimize these effects. The 
output stage should be as compact as heat sinking will 
allow, with wide, short traces carrying all pulsed currents. 
Each half-bridge should be separately bypassed with a 
low ESRlESLcapacitor, decoupling it from the rest of the 
circuit. Some layouts will allow the input filter capacitor to 
be split into three smaller values, and serve double duty 
as the half-bridge bypass capacitors. 

CONTROLLER SETUP 

The UC3625 switching frequency is programmed with a 
timing resistor and capacitor. Unless the motor's induc
tance is particularly low, 20 kHz will provide acceptable 
ripple current and switching losses while minimizing 
audible noise. 

(1) F = 2/ RoscCosc 

The relatively small oscillator signal amplitude requires 
careful timing capacitor interconnect for maximum fre
quency stability. Circuit board traces should to be as 
short as possible, directly connecting the capacitor be
tween pins 25 and 15, with no other circuits sharing the 
board trace to pin 15 (ground). 

When tight oscillator stability is required, or multiple 
systems must be synchronized to a master clock, the 
circuit shown in figure 8 can be used. As shown, the 
circuit buffers, and then differentiates the falling edge of 
the master oscillator. The last stage provides the neces
sary current gain to drive the 47 ohm resistor in series 
with the timing capacitor. If the master clock is from a 
digital source, the first two stages are omitted, and the 
clock signal is interfaced directly to the final stage through 
a restive divider as shown. The slaves are programmed 
to oscillate at a lower frequency than the master. The 
pulse injected across the 47 ohm resistor causes the 
oscillator to terminate its cycle prematurely, and thus 
synchronize to the master clock. 

.15 

MASTER Ik • 

~K-q·· RriCr PERiOO 
'1.3 • MASTER PERIOD 

Figure 8 - External Synchronization Circuit 

DIFFERENTIAL DIVIDER 

RADJ «RF 

LOW VALUE DIVIDER 
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r .......... - .................... .. . 
ISENSE 1 

5 ISENSE2 
t. ........................... .. 

ISENSE 2 
~ .. -- .............. _ .... -_ .. .. 

Figure 9 - Balance Impedance Current Sense Input Circuits 

The RC-Brake pin serves two functions: Brake com
mand input (not used in this design), and tachometer / 
digital commutation filter one-shot programming. When
ever the commutation state changes, the one-shot is 
triggered, outputting a tach pulse and inhibiting another 
commutation state change until the one-shot terminates. 
The one-shot pulse width is programmed for approxi
mately 1/2 the shortest commutation period. 

(2) T pw = 0.70 RrCr 

where the shortest commutation 
period = 20/ (RPMMAXNPOLEs) 

CURRENT SENSING AND FEEDBACK 

For optimum current sense amplifier performance, the 
input impedance must be balanced. Low value resistors 
(100 to 500 ohm) are used to minimize bias current errors 
and noise sensitivity. Additionally, if the sense voltage 
must be trimmed, a low value input divider or a differential 
divider should be used to maintain impedance matching, 
as shown in figure 9. 

An average current feedback loop is implemented by the 
circuit shown in figure 10. With four quadrant chopping, 
motor current always flows through the sense resistor. 
When PWM is off however, the flyback diodes 'conduct, 
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Figure 10 - Average Current Feedback Circuit Configuration 

causing the current to reverse polarity through the sense 
resistor. The absolute value amplifier cancels the current 
polarity reversal by inverting the negative current sense 
signal during the flyback period. The output of the 
absolute value amplifier therefore is a reconstructed 
analog of the motor current, suitable for protection as well 
as feedback loop closure. 

When the current sense output is used to drive a sum
ming resistor as in this application example, the current 
sense output impedance adds to the summing resistor 
value. The internal output resistor and the amplifier 
output impedance can both significantly effect current 
sense accuracy if the external resistance is too low. 
Although not specified, the total output impedance is 
typically 430 ohms at 25 degrees C. Over the military 
temperature range of -55 to + 125 degrees C, the imped
ance ranges from approximately 350 to 600 ohms. An 
external 2 k resistor will result in an actual 2.43 k sum
ming resistance with reasonable tolerance. A higher 
value external resistor and trim pot will be required if high 
closed current loop accuracy is required. 

The current sense output offset voltage is derived from 
the +5 V reference voltage. By developing the command 
offset from the +5 V reference, current sense drift over 
temperature is minimized. The offset divider must be 
trimmed initially to accommodate the current sense 
amplifier offset tolerance. 

POWER SUPPLY AND BUS CLAMP 

Input power is filtered to reduce conducted EMI, and 
transient protected using MOVs. Power-up current surge 
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is suppressed using a NTC thermistor, while a bridge 
rectifier and capacitive filter complete the high voltage 
supply. A small 60 Hz. transformer supplies 15 Volts 
through a three pin regulator to power the control and 
drive circuits. 

A bus clamp is easily designed around a UC3725 
MOSFET driver, as shown in figure 11. As in the high
side switch drive, the UC3725 assures reliable opera
tion, particularly during power-up and power-down. The 
divider current is set to 1 mA at the threshold, which is 
a reasonable compromise between input bias current 
error and dissipation. An additional tap programs the 
over-voltage coast a few volts above the bus clamp, 
saving a resistor and some dissipation while reducing 
the tolerance between the bus clamp and the over
voltage coast. Setting the bus clamp discharge current 
equivalent to the maximum motor current will assure 
effective clamping under all conditions. The load resistor 
value is therefore: 

(3) Rl = VCLAMP 

IMAX 

The load resistor dissipation Is dependant on the energy 
removed from the load inertia, and the frequency with 
which the energy is removed. 

where J = inertia in Nm sec:' 
WI = initial velocity in rad/sec 
W2 = final velocity in rad/sec 

Note that if the deceleration time approaches the load 
resistor's thermal time constant, a higher power resistor 
will be required to maintain reliability. 

CURRENT LOOP OPTIMIZATION 

The block diagram of the current control loop is shown 
in figure 12. The current sense input filter has minimal 
affect on the loop and can be ignored, since the filter pole 
must be much higher than the system bandwidth to 
maintain waveform integrity for over-current protection. 
The current sense resistor As, is chosen to establish the 
peak current limit threshold, which is typically set 20% 
higher than the maximum current command level to 
provide over-current protection during abnormal condi
tions. Under normal circumstances with a properly 
compensated current loop, peak current limit will not be 
exercised. The input divider network provides both 
offset adjustment and attenuation, with R'N selected to 
accomodate the current command signal range. 
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Figure 11 - Power Supply and Bus Clamp 

All PWM circuits are prone to subharmonic oscillation if 
the modulation comparator's two input waveform slopes 
are inappropriately related. This behavior is most com
mon in peak current feedback schemes, where slope 
compensation is typically required to achieve stability. 
Average current feedback systems will exhibit similar 
behavior if the current amplifier gain is excessively high 
at the switching frequency. As described by Dixon [2] to 
avoid subharmonic oscillation for a single pole system: 
The amplified inductor current downslope at one input of 
the PWM comparator must not exceed the oscillator 
ramp slope at the other comparator input. This criterion 
sets the maximum current amplifier gain at the switching 
frequency, and indirectly establishes the maximum cur
rent loop gain crossover frequency. 

A voltage proportional to motor current, which is the 
inductor current, is generated by the current sense 
resistor and the current sense amplifier circuitry internal 
to the UC3625 This waveform is amplified and inverted 
by the current amplifier and applied to the PWM com
parator input. Due to the signal inversion, the motor 
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Figure 13 - Open Loop Gain and Phase Versus Frequency 

current downslope appears as an upslope as shown in 
figure 12. To avoid subharmonic oscillation, the current 
amplifier output slope must not exceed the oscillator 
ramp slope. A motor control system typically operates 
over a wide range of output voltages, and is usually 
powered from an unregulated supply. The operating 
conditions which cause the greatest motor current 
downslope must be determined in order to determine the 
maximum current amplifier gain which will maintain 
stability. When four quadrant chopping is used, the 
inductor discharge rate is described by: 

v +V 
Motor Current Downslope = PS M 

~ 

The greatest discharge slope therefore occurs when the 
supply and BEMF voltages are maximum. 

The oscillator ramp slope is simply: 

- Vs V f Oscillator Ramp Slope - -- = s s 
Ts 

U·130 
Where: Vs is the oscillator ramp peak to peak voltage 

(1.2 V for the UC3625) 
T s is the switching period 
fs is the switching frequency 

The maximum current amplifier gain at the switching 
frequency is determined by setting the amplified inductor 
current downslope equal to the oscillator ramp slope. 

(5) 

The maximum BEMF and supply voltage for the design 
example are 87 and 175 Volts respectively, which trans
lates to a motor speed of 1500 RPM, and a high-line 
supply voltage of 125 Volts AC. Using equation (5) with 
an oscillator voltage of 1.2 volts peak to peak at a 
frequency of 20 kHz, the maximum value for GCA is 20.2, 
or 26 dB. The current sense amplifier's gain of two is also 
part of GCA' With RI equal to 2.43 k, 20 k is selected for RF 
to allow for tolerances, resulting in an actual GcA of 16.5, 
or 24 dB. 

The small-signal control to output gain of the current loop 
power section is described by: 

(6) 

Note that the factor of two in the numerator is a result of 
four quadrant chopping which only utilizes one-half of 
the modulator's input range for a given quadrant of 
operation. 

The overall open loop gain of the current loop is the 
product of the actual current amplifier gain and the 
control to output gain of the power circuit. The result is set 
equal to one to solve for the loop gain crossover 
frequency, fc: 

(7) 

(8) 
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At high line, where .the supply is l75 Volts DC, fc is 3.5 
kHz. The crossover frequency drops to 2.8 kHz at low 
line, where the supply is approximately 140 Volts DC. If 
greater bandwidth is required, the current amplifier gain 
must be increased, requiring a corresponding increase 
in switching frequency to satisfy equation (5). 

Up to this point the motor's resistance (RM) has been 
ignored. This is valid since ~ predominates at the 
switching frequency. The motor's electrical time con
stant LJRM• creates a pole, which is compensated for by 
placing zero RFCFZ at the same frequency. Additionally, 
pole RFCFpCFZ I(CFP+CFZ) is placed at fs to reduce sensi
tivity to noise spikes generated during switching transi
tions. The filter pole at fs also reduces the amplitude and 
slope of the amplified inductor current waveform, possi
bly suggesting that the current amplifier gain could be 
increased beyond the maximum value from equation (5). 
Experimenta"y increasing GCA may incur subharmonic 
oscillation however, since equation (5) is only valid for a 
system with a single pole response at fs. For the design 
example, standard values are chosen for CFZ and CFP of 
0.22 IlF and 390 pF respectively, placing the zero at 36 
Hz, and the pole at 20 kHz. Figure 13 shows open loop 
gain and phase verses frequency. 

At very light loads, the motor current will become discon
tinuous - motor current reaches zero before the switching 
period ends. At this mode boundary, the power stage 
gain suddenly decreases, and the single pole character
istic of continuous mode operation with its 90 degree 
phase lag disappears. The current loop becomes more 
stable, but much less responsive. Fortunately, the high 
gain of current amplifier is sufficient to maintain accept
able closed current loop gain and phase characteristics 
at typical outer velocity and/or position loop crossover 
frequencies. 

When the current loop is closed, the output voltage of the 
current sense amplifier (2V RS) is equal to the current 
programming voltage (Vcp) at frequencies below the 
crossover frequency. The closed current loop 
transconductance is simply: 

(9) 

At the open loop crossover frequency, the 
transconductance rolls off and assumes a single pole 
characteristic. The input divider network attenuates the 
current command signal to provide compatibility with 
typical servo controller output voltages, and decreases 
the closed loop transconductance by the ratio of 
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REQ I(REQ+R,N). For the design example, the overall 
amplifier transconductance is 1.25 amps/volt, allowing 
full scale current (6 amps) with a 5 volt input command. 

BIPOLAR TO SIGN/MAGNITUDE CONVERSION 

The servo amplifier as shown in figure 6 requires a 
separate sign and magnitude input command. This is 
convenient for many microcontro"er based systems 
which solely utilize digital signal processing for servo 
loop compensation. Analog compensation circuits how
ever, usually output a bipolar signal and require conver
sion to sign/magnitude format to work with this amplifier. 
The Circuit shown in figure 14 employs a differential 
amplifier for level shifting and ground noise rejection, and 
an absolute value circuit with polarity detection for con
version to sign/magnitude format. The current command 
signal is slightly attenuated and level shifted up 5 volts to 
allow single supply operation. The input divider circuit 
has been slightly modified from figure 9 to restore gain 
and provide a suitable offset adjustment range. Preci
sion resistors (1%) should be used for both the differen
tial amplifier and the absolute value circuit to minimize 
DC offset errors. Figure 15 shows approximately 2 Amp 
peak motor current with a 500 Hz sinwave command. 
Motor current follows the input command with minimal 
phase lag, however some crossover distortion is present. 
This is not crossover distortion in the traditional sense, 
rather it is simply a fixed off-time caused by the cross 
conduction protection circuitry. Since this distortion is 
current amplitude independent, and decreases with fre
quency, its effect on overall servo loop performance is 
minimal. 
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Figure 15 - 500Hz Sine Wave Command and Output Currents 

DIRECT DUTY CYCLE CONTROL 

There are many less demanding brush less DC servo 
applications which do not need a transconductance 
amplifier function yet require controlled operation in all 
four quadrants. For these systems, direct duty cycle 
control, also known as voltage mode control is often 
employed. Note that this is not voltage feedback, which 
requires additional demodulation circuitry to develop a 
feedback signal. With direct duty cycle control the ampli
fier simply provides open loop voltage gain. This tech
nique is particularly advantageous when a microcontroller 
is used for servo loop compensation. By outputting a 
PWM signal directly, a digital to analog conversion is 
eliminated along with the analog pulse width modulator. 
While the simplicity of this technique is appealing, there 
are two major problems which must be addressed. The 
first and less severe problem is the complete lack of 
power supply rejection. Good supply filtering will often 
reduce transients to acceptable levels, while the servo 
loop compensates for slow disturbances. The second 
and more troublesome predicament is the output 
nonlinearity which occurs when transitioning between 
quadrants. This is best illustrated by examining the DC 
equations for the two possible cases. 

When operating in either quadrant one or three, rotation 
and torque are in the same direction. Assuming opera
tion is above the continuous/discontinuous current mode 
boundary, the output voltage is described by: 

where D = PWM duty cycle 
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When the direction command is reversed while the motor 
is rotating, operation switches to quadrant two or four, 
shifting the modulator's maximum output voltage point 
from full duty cycle to zero duty cycle. 

(11) VM=2Vps(1-D)-Vps 

Note that the gain does not change, only the reference 
point has shifted. This occurs because the modulator 
only has a single quadrant control range -four quadrant 
operation results from the output control logic which is 
after the modulator. With the transconductance amplifier 
previously described, the error amplifier quickly slews 
during quadrant transitions, providing four quadrant con
trol with minimal disturbance. When direct duty cycle 
control is used however, the servo loop filter must slew 
to maintain control. Unfortunately, this causes an imme
diate loop disturbance, with the greatest severity at the 
duty cycle extremes. This behavior can greatly effect the 
performance of an analog compensated servo, and 
therefore limits such systems to lower performance 
requirements. 

With a microcontroller providing the servo loop compen
sation, nonlinear duty cycle changes can be accommo
dated, restoring linearity when transitioning between 
quadrants. Although nonlinear behavior still occurs when 
motor current becomes discontinuous, the effect on 
overall system performance is usually minimal. By cor
recting for quadrant transition nonlinearities, the advan
tages of an all digital interface can be exploited without 
severely degrading system performance. The control 
system is fully digital right up to the output stage, where 
the motor's inductance finally makes the conversion to 
analog by integrating the output switching waveform. 

The circuit shown in figure 16 uses a PWM input from a 
microcontroller to set the output duty cycle and synchro
nize the oscillator, while another input controls direction. 
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Figure 16 - Digital PWM Interface 
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Complete line isolation can easily be achieved by using UNITRODE DATA SHEETS 
opto-couplers .. Although the performance of this tech-
nique falls short of the transconductance amplifier, the 7. UC3625 
circuitry's simplicity while maintaining all of the protection 
features of the UC3625 make it well suited to many cost 8. UC3724 
sensitive applications. 

SUMMARY 

The application example demonstrates the relative sim
plicity in implementing a brush less DC transconductance 
servo amplifier using the latest generation controller and 
driver ICs. For less demanding applications, direct duty 
cycle control using a dedicated controller provides size 
and cost reduction, without sacrificing protection fea
tures. While more and more control functions are imple
mented in microcontrollers today, the task of interfacing 
to output devices, and providing reliable protection under 
all conditions will remain a hardware function. Dedicated 
integrated circuits offer considerable improvement over 
the discrete solutions used in the past, reducing both size 
and cost, while enhancing reliability. 
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Special Functions 

Current Sensors 
UNITRODE PART NUMBER 

UCC3926 
Application Current Sensing I 
Maximum Current ±20A 
Application / Design Note DN·91 
Pin Count-:- 16 
Page Number PS/9-43 

Lighting Controllers 
UNITRODE PART NUMBER 

UCC3305+ 
Constant Power 

Application HID Lamp 
Controller 

Topology Boost, Flyback 
3 - Single and 

Outputs Dual Alternating, 
Totem Pole 

Reference Tolerance 2% 
Open Lamp Detect y 

Soft Start y 

External Synchronization y 

Shutdown Current NlA 
Maximum Frequency 500kHz 
Lamp Intensity Control y 

Application / Design Note DN-72, U-161 
Pin Count.:- 28 
Page Number PS/9-5 
.. The smallest available pin count for thru-hole and surface mount packages. 
+ Does Not Feature UVLO. 
+ New Product 
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Selection Guides - Special Functions 

Special Functions (cont.) 

Ring Generator Controllers 
UNITRODE PART NUMBER 

UCC3750 

Description Source Ringer Controller 

4 Quadrant Flyback Controller 
Application Develops High Voltage AC 

Output 
-On Chip Low THO Sinewave 

Reference, Pin Selectable 
20Hz, 25Hz, and 50Hz 

- Programmable Output 

Key Features 
Amplitude and DC Offset 

-AC and DC Current Limiting 
With Short Circuit Protection 

Application I Design Note DN-l9, U-169 
Pin Count-:- 28 
Page Number PS/9-22 
.. The smallest available pin count for thru-hole and surface mount packages. 
+ New Product 

9-2 

UCC3751+ 
Single Line Ring Generator 

Controller 
Controls Low Cost Circuit for 
Generating High Voltage AC 

Output with DC Offset 
-Off-hook Detection With 

Automatic Transition to DC 
Operation 

-Pin Selectable 20Hz, 25Hz, 
and 50Hz Output Frequency 

-Operates From a Single 12V 
Supply 

-AC Current Limiting and 
Short Circuit Protection 

16 
PS/9-32 

[1iJ -
UCC3752+ 

Mulit-Line Ring Generator 
Controller 

Controls Low Cost Circuit for 
Generating High Voltage AC 

Output with DC Offset 
-Off-hook Detection and 

Indication 

-Pin Selectable 20Hz, 25Hz, 
and 50Hz Output Frequency 

-Operates From a Single 12V 
Supply 

-AC Current Limiting and 
Short Circuit Protection 

16 
PS/9-38 



Selection Guides - Special Functions 

Special Functions (cont.) 

Sensor Drivers 
UNITRODE PART NUMBER 

UC37131+ UC37132+ UC37133+ 

Part Name Smart Power Smart Power Smart Power 
Switch Switch Switch 

65V Universal 65V Universal 65V Universal 

Description Low Side Driver High or Low Side High Side Driver 
with Current Driver with with Current 

Limiting Current Limiting Limiting 
Pin Count·:· 8 14,16 8 
Page Number PS/9-13 PS/9-13 PS/9-13 

SerialDACs 
UNITRODE PART NUMBER 

UCC5950 
Part Name Digital to Analog Converter 

10-Bit BiCMOS Digital to 
Description Analog Converter for Servo 

and Instrumentation Systems 
Pin Count·:· 8 
Page Number PS/9-48 
.. The smallest available pin count for thru-hole and surface mount pac/cages. 
+ New Product 
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~UNITRODE 
HID Lamp Controller 
FEATURES 
• Regulates Lamp Power 

• Compensates For Lamp 
Temperature 

• Fixed Frequency Operation 

• Current Mode Control 

• Overcurrent Protected 

• Overvoltage Shutdown 

• Open and Short Protected 

• High Current FET Drive Output 

• Operates Over Wide Battery 
Voltage Range: 5V to 18V 

BLOCK DIAGRAM 

DESCRIPTION 

UCC2305 
UCC3305 

The UCC3305 integrates all of the functions required to control and drive one 
HID lamp. The UCC3305 is tailored to the demanding, fast turn-on requirements 
of automobile headlamps, but is also applicable to all other lighting applications 
where HID lamps are selected. HID lamps are ideal for any lighting applications 
that can benefit from very high efficiency, blue-white light color, small physical 
lamp size, and very long life. 

The UCC3305 contains a complete current mode pulse width modulator, a lamp 
power regulator, lamp temperature compensation, and total fault 
Lamp temperature compensation is critical for automobile 
without compensation, light output varies dramatically from 
that is fully warmed up. 

The UCC2305 is tested for full 

I 
I 
I 
I 
I 
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ABSOLUTE MAXIMUM RATINGS 
VCC Supply Voltage .............................. 8.0V 
BOOST Supply Voltage .......................... 12.0V 
PWMOUT Current, Peak ............................ ±1.0A 
PWMOUT Energy, Capacitive Load ................. 5.0J.t,J 
Input Voltage, Any Input_. _ .. _._ .............. -Q.3V to + 1 O.OV 
Output Current, QOUT, QOUT, FLT .............. ±10.0mA 
Output Current, 5VREF, LPOWER, COMP ......... ±10.0mA 
ISET Current ................................. -1.0mA 
Storage Temperature ................... -65°C to +150°C 
Junction Temperature ................... -55°C to +150°C 
Lead Temperature ............................. +300°C 
All voltages with respect to GND. Currents are positive into, 
negative out of the specified terminal. Consult Packaging Sec
tion of Databook for thermal limitations and considerations of 
packages. 

CONNECTION DIAGRAM 

SOIC-28 (Top View) 
DWPackage 

BYPASS 1 

SLOPEC 2 

WARMUPC 3 

LOADISENSE 5 

WARMUPV • 

LPOWER 7 

VOUTSENSE 11 

UCC2305 
UCC3305 

ELECTRICAL CHARACTERISTICS Unless otherwise stated, VCC = 6.6V, ISET = 1 OOkQ to GND, ADJ = 1 OOkO to GND, 
OSC = 200pF to GND, BAT = 4V, LOADISENSE connected to LPOWER, VOUTSENSE = 0.666V, BOOST = 10.5V, COMP 
connected to FB through a 100kO resistor, -40°C<TA<+105°C for the UCC2305, 0°C<TA<+70°C for the UCC3305, and TA=TJ. 
--

PARAMETER TEST CONDITIONS MIN. TYP. MAX. UNITS 

Overall Section 

VCC Supply Current 0.1 1.0 mA 

BOOST Supply Current 3.0 5.0 mA 

BOOST Threshold to PUMP Stop 9.1 9.6 10.1 V 

BOOST Threshold to PUMP Start 9.2 9.7 10.2 V --
BOOST Threshold to PWMOUT 5.1 5.6 6.1 V 

Battery Section 

BAT Threshold to PWMOUT Stop 4.8 5.0 5.2 V 

BAT Threshold to PWMOUT Start 4.25 4.8 5.0 V 

BAT Input Current BAT=4V -1 1 !LA 

Oscillator & Divider Section 

OSC Frequency 80 100 120 kHz 

OSC Pull-Up Current OSC= 1.5V -70 -50 -40 !LA 
DIVPAUSE Threshold to Pause 1.2 1.5 1.8 V 

DIVPAUSE Threshold to Divide 0.9 1.2 1.5 V 

DIVPAUSE Input Current OV < DIVPAUSE < 6V -8 -5 -2 !LA 

Reference Section 

5VREF Voltage 4.85 5.0 5.1 V 

ISET Voltage 4.7 4.8 5.1 V 

Error Amplifier Section 

FB Voltage 2.4 2.5 2.6 V 

FB Input Current -1 0 1 !LA 
FB Sink Current VOUTSENSE = 4V, FB = 4V 0.3 1.5 mA 

FB Release Delay VOUTSENSE Step from 4V to 1 V 17 30 43 ms 

COMP Source Current FB = 2V, COMP = 4V -3.0 -0.2 mA 
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UCC2305 
UCC3305 

ELECTRICAL CHARACTERISTICS (cont.) Unless otherwise stated, VCC = 6.6V, ISET = 100kn to GND, ADJ = 100kn 
to GND, OSC = 200pF to GND, BAT = 4V, LOADISENSE connected to LPOWER, VOUTSENSE = 0.666V, BOOST = 10.5V, 
COMP connected to FB through a 100kn resistor, -40°C<TA<+105°C forthe UCC2305, 0°C<TA<+70°C forthe UCC3305, and 
TA=TJ. 

PARAMETER TEST CONDITIONS MIN. TYP. MAX. UNITS 

COMP Sink Current FB = 3V, COMP = 1V 0.2 1.0 mA 

Load Power Amplifier Section 

LOADISENSE Input Current -2.5 -0.1 2.5 !LA 
LPOWER Source Current LPOWER=OV -8.0 -0.4 mA 

LPOWER Sink Current LPOWER= 1V 0.4 1.3 mA 

LPOWER Voltage VOUTSENSE = O.OV 0.35 0.40 0.45 V 

VOUTSENSE = 0.45V 0.35 0.40 0.45 V 

VOUTSENSE = 0.65V 0.41 0.46 0.51 V 

VOUTSENSE = 0.88V 0.46 0.51 0.56 V 

VOUTSENSE = 2.0V 0.46 0.51 0.56 V 

VOUTSENSE = 0.7V, SLOPEC = OV 0.29 0.34 0.39 V 

Input Current Sense Section 

ISENSEIN Threshold COMP = 5V, WARMUPC = OV 0.16 0.21 0.28 V 

COMP = 5V, WARMUPC = 10V 0.13 0.19 0.27 V 

COMP = 1V, WARMUPC = OV 0.07 0.10 0.2 V 

ISENSEIN Bias Current OSC=OV -15 -5 -2 !LA 
OSC=2V -65 -40 -15 !LA 

VOUTSENSE Section 

VOUTSENSE Threshold to PWMOUT 4.2 5.0 5.2 V 

VOUTSENSE Threshold to FB 1.7 1.9 2.1 V 

VOUTSENSE Threshold to NOTON 0.035 0.083 0.140 V 

VOUTSENSE Input Current -1 1 !LA 
OUTPUTS SECTION 

PWMOUT High Voltage IpWMOUT = -1 OOmA 9.15 10.0 V 

PWMOUT Low Voltage IpWMOUT= 100mA 0.3 0.5 V 

PUMPOUT High Voltage IpUMPOUT = -10mA 5.3 5.8 V 

PUMPOUT Low Voltage IpUMPOUT = 10mA 1.0 1.8 V 

PUMPOUT Frequency BOOST=9.5V 35 50 60 kHz 

NOTON High Voltage INoTON=-1mA 5.0 6.3 V 

NOTON Low Voltage INOTON = 1mA 0.1 0.3 V 

QOUT, QOUT High Voltage laouT = -1mA or IOOUT = -1mA 5.0 6.3 V 

QOUT, QOUT Low Voltage laouT = 1 mA or IOOUT = 1 mA 0.1 0.45 V 

QOUT, QOUT Frequency 175 250 275 Hz 

FL T High Voltage IFLT=-1mA 6.0 6.3 V 

FL T Low Voltage IFLT=1mA 0.1 0.3 V 

Timing Capacitor Section 

FL TC Discharge Current FLTC= 2.5V 35 60 90 nA 

FL TC Charge Current FLTC=2.5V -380 -290 -220 nA 

FL TC Threshold to FAULT 4.65 4.9 5.1 V 

SLOPEC Charge Current SLOPEC = 0.5V -165 -90 -60 nA 

SLOPEC=2.2 -105 -60 -40 nA 

SLOPEC=4.2 -35 -20 -10 nA 

SLOPEC Voltage ISLOPEC = -125nA 1.3 1.5 1.7 V 
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UCC2305 
UCC3305 

ELECTRICAL CHARACTERISTICS (cont.) Unless otherwise stated, VCC = 6.6V, ISET = 100kn to GND, ADJ = 100kn 
to GND, OSC = 200pF to GND, BAT = 4V, LOADISENSE connected to LPOWER, VOUTSENSE = 0.666V, BOOST = 10.5V, 
COMP connected to FB through a 100kn resistor, --40°C<TA<+105°C for the UCC2305, 0°C<TA<+70°C for the UCC3305, and 
TA-TJ -

PARAMETER TEST CONDITIONS MIN. TYP. MAX. UNITS 

ISLOPEC = -50nA 2.8 3.0 3.2 V 

Timing Capacitor Section (cont.) 

SLOPEC Discharge Current SLOPEC = 2.2V, VCC = OV, BOOST = OV, 40 90 175 nA 
BYPASS=8V 

WARMUPC Charge Current WARMUPC=OV -515 -375 -275 nA 

WARMUPC=2V --450 -375 -300 nA 

WARMUPC=6V -170 -120 -75 nA 

WARMUPC Voltage, Charging IWARMUPC = -250nA 3.5 3.8 4.1 V 

WARMUPC Discharge Current WARMUPC = 5V, VCC = OV, BOOST = OV, 23 50 108 nA 
BYPASS=8V 

WARMUPC = 1V, VCC = OV, BOOST = OV, 5 10 20 nA 
BYPASS=8V 

WARMUPC Voltage, Discharging IWARMUPC = 25nA, VCC = OV, BOOST = OV, 1.5 1.9 2.3 V 
BYPASS=8V 

ADJ Bias Current VADJ = OV -38 -20 -12 IlA 
WARMUPV Voltage WARMUPC= 1V 0.05 0.125 0.25 V 

WARMUPC=2V 0.09 0.108 1.27 V 

WARMUPC=3V 2.3 2.48 2.66 V 

WARMUPC=5V 4.5 4.8 5.1 V 

WARMUPC = 10V 4.5 4.8 5.1 V 

BYPASS Voltage VCC=OV 8.8 9.6 V 

BYPASS Current VCC = OV, BOOST = OV, BYPASS = 8V 2.5 7 IlA 

PIN DESCRIPTIONS 
5VREF: Circuitry in the UCC3305 uses the internal 5V 
reference to set currents and thresholds. This reference 
can also be used for other functions if required. 

ADJ: The ratio of cold lamp peak current to warmed-up 
lamp peak current is controlled by the voltage on ADJ. 
To select this voltage, connect a resistor from ADJ to 
GND. 

BAT: This input is used to detect excessively high input 
voltage and shut down the IC if the input exceeds a pre
determined level. Connect BAT to a voltage divider 
across the input supply. The UCC3305 shuts down when 
this input voltage exceeds 5V. To protect the IC in the 
event of very high or negative inputs, keep divider im
pedance higher than 10k. 

BOOST: Although the UCC3305 is powered from the 
VCC input, most functions of the device operate from a 
supply voltage of approximately 10V connected to 
BOOST. This 10V supply can be generated by a voltage 
doubler using PUMPOUT as an AC signal and external 
diodes as switches. 

lamp warms up. An internal calculation determines what 
power should be applied to the lamp. 

When the HID lamp is turned off, power to the lamp and 
the controller is removed, leaving these two critical ca
pacitors charged to specific voltages. Also, with power 
off, the lamp will cool down at a controlled rate. It is es
sential that the two capacitors discharge at a similarly 
controlled rate so that if the lamp is restarted before the 
lamp is fully cooled, the controller will have an estimate 
of new lamp temperature, and can again command the 
correct power for the lamp. 

Power to control the discharge of these capacitors co
mes from energy stored in a large capacitor connected to 
BYPASS. The value of the capacitor required can be es
timated assuming a maximum BYPASS current of 5~, a 
discharge time of 60s, and a maximum allowable droop 
of5V by: 

At 60s 
C =1-- = 5j.tA--- =60IlF 

AV 5V 

COMP: Differences between commanded lamp power 
and desired lamp power are amplified by an error ampli-

BYPASS: The UCC3305 compensates for lamp temper- fier. This amplifier senses the difference between the 
ature changes by changing the voltage on the SLOPEC voltage at FB and 2.5V, and drives COMP with an ampli-
and WARMUPC capacitors. These voltages rise as the fied error voltage. A capacitor is normally connected from 
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PIN DESCRIPTIONS (cont.) 
COMP to FB to compensate the overall feedback loop so 
that the system will be stable. 

DIVPAUSE: The QOUT and QOUT outputs can be used 
to switch lamp polarity in an AC ballast. It is important to 
stop polarity switching when the lamp is being lit, so that 
the arc across the electrodes can form in the correct 
place. Pulling high on DIVPAUSE stops the internal di
vider which generates the QOUT and QOUT Signals, and 
thereby freezes the QOUT and QOUT signals. 

To stop the divider when the lamp is being lit and start 
after the lamp has lit, connect a resistor from NOTON to 
DIVPAUSE and a capacitor from DIVPAUSE to GND. 

FL TC: The voltage on VOUTSENSE is proportional to 
lamp voltage. If that voltage is too high or too low, the 
lamp is either open, shorted, or not yet running. During 
normal operation, there is a capacitor connected to 
FL TC, and this capacitor is discharged to OV by a current 
source inside the UCC330S. 

The UCC330S monitors the voltage on VOUTSENSE 
and compares it to an internal 83mV lower threshold and 
a 2V upper threshold. If the voltage is outside this win
dow, then the IC will pull up on FL TC with a current of 
approximately 2S0nA. If the fault remains long enough to 
charge the external FL TC capacitor over SV, the control
ler declares a catastrophic fault and shuts the IC down. 
The IC will stay shut down until power is removed from 
BOOST. 

If the fault clears before the FL TC capacitor reaches SV, 
the capacitor discharges down to OV. This discharge cur
rent is approximately SOnA, representing a five times lon
ger discharge rate than charge rate. 

FL T: If the voltage on the FL TC pin exceeds SV, indicat
ing a severe fault, then a latch in the UCC330S sets and 
PWM drive is halted. In addition, the FL T output goes 
high to VCC, indicating a serious system fault. 

FB: Differences between commanded lamp power and 
desired lamp power are amplified by an error amplifier. 
This amplifier senses the difference between the voltage 
at FB and 2.SV, and drives COMP with an amplified error 
voltage. 

GND: Ground for all functions is through this pin. 

ISENSEIN: The power regulating algorithm in the 
UCC330S HID Controller computes a function of lamp 
current and lamp voltage and commands the appropriate 
battery current to keep lamp power constant. This appro
priate battery current is sensed by a connection from 
I-SENSE IN to a current sense resistor. This current 
sensed pulse width modulation scheme is often referred 
to as current mode control. 

UCC2305 
UCC3305 

In addition to this current regulation, the UCC330S con
tains peak input current limiting. This limiting is set to 
O.2V across the ISENSEIN resistor during normal opera
tion and OAV during starting. The transition from starting 
to normal operation is accomplished by the rise of the 
WARMUPC capacitor. 

Current mode control has an advantage over voltage 
mode control in that a current mode loop is easier to 
compensate. Current mode control has a disadvantage 
compared to voltage mode control in that the loop can 
enter into chaotic oscillations at high duty cycles. These 
chaotic oscillations can be prevented using slope com
pensation. The UCC330S contains internal slope com
pensation in the form of a current proportional to OSC 
voltage on ISENSEIN. This current combined with an ex
ternal resistor from ISENSEIN to the current sense resis
tor creates a voltage drop proportional to OSC voltage, 
which gives slope compensation. 

ISET: Many functions inside the UCC330S require pre
cise currents to give well controlled performance. These 
controlled currents are programmed by a resistor from 
ISET to GND. A resistor of 100k programs the IC to nor
mal operating current. Lower resistor values increase the 
internal currents. Some of the functions which are influ
enced by this resistor are WARMUPC charging and dis
charging, SLOPEC charging and discharging, FL TC 
charging and discharging, and error amplifier bandwidth 

LOADISENSE: Just as ISENSEIN is normally connected 
to a current sense resistor which monitors battery cur
rent, LOADISENSE is normally connected to a resistor 
which monitors lamp current. Lamp current is then regu
lated by the controller such that the correct lamp power 
is supplied at every lamp temperature, in conjunction 
with the lamp voltage sensed by VOUTSENSE. 

LPOWER: LOADISENSE directly drives one input of an 
op amp in the UCC330S. This amplifier amplifies the dif
ference between the desired load current and the actual 
load current, and generates an output signal on 
LPOWER which feeds the error amplifier. 

NOTON: While the lamp is in a fault condition, such as 
excessively high or low lamp voltage, NOTON is pulled 
high to VCC, indicating that the arc is not yet correct. 
When the voltage on VOUTSENSE is within the 83mV to 
2V window, NOTON is pulled low. 

OSC: The fixed frequency PWM in the UCC330S oper
ates at the frequency programmed by the OSC pin. 
Typically, a a 200pF capacitor from OSC to GND pro
grams the PWM frequency at 100kHz. In addition, this 
programs the charge pump at SOkHz and the QOUT and 
QOUT signals at 192Hz. The actual oscillator frequency 
is a function of both the capacitor from OSC to GND and 
the resistor from ISET to GND. 
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PIN DESCRIPTIONS (cont.) 
PUMPOUT: Although the UCC3305 is powered from 
the VCC input, most functions of the device operate 
from a supply voltage of approximately 10V connected 
to BOOST. In normal operation, this 10V supply is gen
erated by a voltage doubler using the PUMPOUT pin as 
an AC signal and external diodes as switches. 
PUMP-OUT is a square wave which swings from VCC 
to GND at half of the OSC frequency. 

PWMOUT: The output of the pulse width modulator is a 
command signal to a power MOSFET switch. This sig
nal appears on PWMOUT. In normal systems, 
PWM-OUT can be directly connected to the gate of an 
N-channel power MOSFET such as the IRF540. If the 
lead between the UCC330S and the MOSFET is longer 
than a few cm, a 10 ohm resistor from PWMOUT to 
gate may be required to dampen overshoot and under
shoot. 

QOUT: The UCC330S is immediately configured for DC 
HID lamps. To operate with AC HID lamps, it is neces
sary to add a power H-bridge which will toggle lamp 
voltage. A practical switching frequency for this toggle 
function is the OSC frequency divided by S12, or 192Hz 
for a 100kHz oscillator. 

The QOUT pin is a logic output which toggles at the 
OSC frequency divided by S12, 180 degrees out of 
phase with the QOUT pin. 

QOUT: The QOUT pin is a logic output which toggles at 
the OSC frequency divided by S12, 180 degrees out of 
phase with the QOUT pin. 

SLOPEC: To track lamp warm-up and cool down, two 
capacitors connected to the UCC3305 charge and dis
charge. One is connected to SLOPEC. The other is 
connected to WARMUPC. The capaCitor connected to 
SLOPEC charges up to SV with a rate controlled by the 
resistor from ISET to GND. With a nominal 100k ISET 
resistor the charging current into SLOPEC is equivalent 
to the current from a SO Meg resistor to SV. 

APPLICATIONS INFORMATION 
Typical Application 

This circuit shows the UCC330S HID Lamp Controller IC 
in a flyback converter. The output of the converter is reg
ulated at constant power, so that lamp intensity is rela
tively constant regardless of small lamp manufacturing 
variations. 

Full Bridge Output Stage 

UCC2305 
UCC3305 

When power is removed from VCC, SLOPEC dis
charges at a constant current, nominally 100nA. 

VCC: VCC is the main supply input to the UCC330S. 
Many functions in the UCC330S are powered by VCC, 
while others are powered by BOOST. VCC should be 
clamped to 6.8V by an external zener diode and kept as 
close to 6.8V as practical with a low value resistor to 
the input supply. 

VOUT-SENSE: The VOUTSENSE input is used to 
sense lamp voltage, commonly through a 120:1 voltage 
divider. For a normal, running HID lamp, the voltage 
across the lamp is between 60V and 110V. It takes 
higher than 300V to break down the lamp, and it is de
sirable to limit the voltage on the starter input to 600V 
maximum. A lamp voltage less than 10V is indicative of 
a shorted lamp. 

The UCC330S regulates lamp power by commanding 
the correct lamp current for a given lamp voltage. In ad
dition, a comparator in the UCC3305 terminates a PWM 
cycle if VOUTSENSE reaches SV, corresponding to 
600V on the lamp. This regulates lamp voltage at 600V 
when the lamp is not lit. Comparators in the UCC3305 
also compare VOUTSENSE to 83mV corresponding to 
10V lamp voltage and 2V, corresponding to a 240V 
lamp voltage. When the VOUTSENSE voltage is out
side this window, the lamp is either not lit, shorted, or 
open. 

WARMUPC: In addition to the capaCitor from SLOPEC 
to GND, lamp temperature is estimated by the voltage 
on a capacitor from WARMUPC to GND. This capacitor 
is charged by a 200nA current source to 4.2V and by a 
100nA current source from 4.2V to 10V when the lamp 
is on, and discharged by 39nA current sink to 2.SV and 
11 nA current sink to GND when the lamp is off. 

WARMUPV: The voltage on WARMUPC is used to 
modulate the signal fed to the error amplifier through 
FB. However, the impedance on WARMUPC is too high 
to be directly used. The UCC330S contains a buffer am-

ing is derived from the PWM oscillator. It is desirable to 
switch lamp polarity when running, but switching lamp 
polarity can interfere with clean starting. The UCC330S 
has a logic output called NOTON which is high when the 
lamp is not running (Not On) and low when the lamp is 
running. This output is connected to the DIVPAUSE input 
so that the low frequency switching stops until the lamp 
is fully lit. 

The output of the flyback converter is directed to the AC The UCC3305 HID Controller IC has two low frequency 
lamp through a full bridge inverter. The full bridge is outputs, QOUT and QOUT. These outputs are capable 
switched at a low frequency (typically 19SHz), so that the of driving . low-side MOSFETs directly at 19SHz, but 
average lamp voltage is zero. The low frequency switch- high-side MOSFETs require a level-shifted drive. This 
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APPLICATIONS INFORMATION (cont.) 
can be as simple as a high voltage transistor and a resis
tor pull-up, combined with the correct choice of phases. 

Regulated Lamp Input Power Gives 
Constant Intensity 

The LPOWER output of the UCC3305 is a voltage 
roughly proportional to lamp input power. The UCC3305 
regulates constant lamp power over a wide range of 
lamp voltages. The range of lamp voltages which pro
duce constant lamp power is set by the limiting amplifier 
on VOUTSENSE. 

For inputs to VOUTSENSE below 0.5V, such as would 
occur with a shorted lamp, the loop regulates constant 
load current. For inputs to VOUTSENSE greater than 
0.B2V, as might occur with a lamp that is open or not yet 
lit, the loop also regulates constant load current, but at a 
lower current than for a shorted lamp. In between those 
two voltages, the amplifier driving the LPOWER pin will 
sum the load current and load voltage and produce a sig
nal roughly proportional to load power. The summing 
amplifier approximates power well enough to hold power 
within ±10% over a factor of two in lamp voltage. 

The UCC3305 HID Controller contains a current mode 
PWM similar to the industry standard UC3842 and 
UCC3B02 circuits. This controller uses a high gain op 
amp to regulate the output of the LPOWER circuit. This 
op amp drives a high speed PWM comparator, which 
compares converter input current to the output of the op 
amp and uses this signal to set duty cycle. 

Slope Compensation 

In addition to a complete current mode PWM, the 
UCC3305 HID Controller contains internal slope com
pensation, a valuable function which improves current 
loop stability for high duty cycles. Slope compensation is 
accomplished with an on-chip current ramp and an 
off-Chip resistor RSL. Larger values of RSL give more 
slope compensation and a more stable feedback loop. 

Powering The UCC3305 

Conventional power MOSFETs require at least BV of 
gate drive to ensure high efficiency and low on resis
tance. Despite this requirement, the UCC3305 HID Con
troller can be used to build a ballast that will drive power 
MOSFETs well with input supplies as low as 5V! The 
UCC3305 does this using a charge pump. 

In this typical application, power for the UCC3305 HID 
Controller IC is derived from a 6.BV zener supply. This 
zener regulated supply gives the application overvoltage 
protection, reverse battery protection, low parts count, 
and low cost. The output of the 6.BV zener supply drives 
the VCC pin of the UCC3305. VCC is the input to the 
UCC3305 charge pump. The charge pump generates a 

UCC2305 
UCC3305 

regulated 10V supply on the BOOST output. This 10V 
supply drives all other functions on the UCC3305. 

Protection From Over Voltage 

The most significant stresses in an automotive environ
ment are the overvoltage conditions which can occur 
during load dump and double-battery jump start. At these 
times, the voltage into the ballast can go so high that 
even the most overdesigned power stage will be dam
aged. The UCC3305 is inherently immune to damage 
from this when operated with a zener regulated supply. 
In addition, the UCC3305 will protect the ballast compo
nents by shutting down the PWM in the presence of ex
cessive voltage on the BAT input. 

This typical application shows a voltage divider consist
ing of a 270k resistor and a 100k resistor driving the BAT 
input. The threshold of the BAT input is approximately 
5V, so this divider sets the shutdown voltage at approxi
mately 1B.5V. 

Programming the UCC3305 

All circuitry on the UCC3305 HID Lamp Controller is op
erated from a bias current set by the resistor from ISET 
to ground. For best operation, this resistor (RSEn 
should be between 75k and 150k. 

Oscillator Frequency 

The UCC3305 HID Lamp Controller PWM oscillator is set 
by the resistor from ISET to ground and by the capacitor 
from OSC to ground. Oscillator frequency can be esti
mated by the equation: 

FOSC = =-::---,----2---=-=-__=_=_ 
RSET.COSC 

For operation at 100kHz, RSET should be 100k and 
Case should be 200pF. 

The PWM oscillator also determines the low frequency 
lamp switching rate for AC lamps. The exact lamp 
switching rate is the PWM frequency divided by 512. 

Lamp Temperature Compensation 

Automobile headlights must come up to full intensity very 
quickly, but HID lamps require many minutes to stabilize. 
The UCC3305 HID Controller contains sophisticated in
ternal circuitry to anticipate lamp temperature and also to 
compensate for lamp temperature. 

The circuits anticipate lamp temperature by monitoring 
charge on capacitors which charge when the lamp is on 
and discharge when the lamp is off. The UCC3305 HID 
Controller compensates for lamp temperature by driving 
the lamp with a higher lamp power when the lamp is cold 
and reducing the power to a normal operating level when 
the lamp is warmed up. The capacitors which set these 
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APPLICATIONS INFORMATION (cont.) 
time constants are external film capacitors CS and CW, 
and are connected to SLOPEC and WARMUPC. CS and 
CW are critical capacitors and must be selected to 
match the time-temperature relationship of the lamp. 

In addition to changing the power regulation point, the 
WARMUPC capacitor voltage also changes the short cir
cuit lamp current. The ratio of cold short circuit current to 
warmed-up short circuit current is set by the resistor 
from ADJ to ground. 

FLYBACK HID BALLAST 

270k 

+-----'BAT 

100k 

a.8V 

I 
I 
I 
I 

50 RSL 

UCC2305 
UCC3305 

When power is removed from the ballast, CS and. CW 
must discharge at a controlled rate. The discharge cur
rents are programmed by current sources on the 
UCC3305 HID Controller. These current sources are 
powered by the power supply connected to BYPASS. In 
a typical application, a non-critical electrolytic capacitor 
from BYPASS to ground stores energy when the ballast 
is on and uses this energy to control the discharge rate 
when the ballast is off. 

UCC3305 
Output Voltage 

Limiting Amp 

1 

UNIT RODE CORPORATION 
7 CONTINENTAL BLVD .• MERRIMACK. NH 03054 
TEL. (603) 424·2410 FAX (603) 424-3460 

QOUTr-----+-----~ 

UDG·94092·1 
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~UNITROCE 
Smart Power Switch 
FEATURES 
• 300mA Continuous Output Current 

• Low Side or High Side Switch 
Configuration 

• 8V to 65V Operation 

• Overload and Short Circuit Protection 

• Power Interruption Protection 

• +6V Regulated Voltage 

• 2mA Quiescent Current 

• Programmable Overcurrent and 
Power Interruption Protection 

• 1 % to 30% Programmable Input 
Comparator Hysteresis (on UC37132) 

• Low and High Side Internal High 
Current Clamps When Driving 
Inductive Loads 

UC37132 BLOCK DIAGRAM 

DESCRIPTION 

UC17131/213 
UC27131/213 
UC37131/213 

The UC37131, UC37132 and UC37133 are a family of smart power 
switches which can drive resistive or inductive loads from the high side or 
low side. 

The UC37132 is available in 14 pin (DIP), 16 pin (SOIC), or 20 pin (CLCC) 
packages and can accommodate both low side (load to VCC) or high side 
(load to GND) configurations. The UC37131 and UC37133 are exclusively 
for a low side or a high side configuration respectively and both are avail
able in an 8 pin package. Both high side and low side configurations pro
vide high current switching with low saturation voltages which can drive 
resistive or inductive loads. 

The input to the switch is driven by a low voltage Signal, typically 5V. Addi
tionally, UC37132 features adjustable hysteresis. The output of the device 
can switch a load between 8V and 65V. Output current capability is 300mA 
continuous or 700mA peak. 

The device also has inherent smart features that allow for programmable 
turn-on delay in enabling the output following startup. The same capacitor 
that specifies the turn-on delay is also used to program a VCC power inter
ruption time. If VCC drops below a threshold for a time specified by this ca
pacitor, the output is turned off and a new turn-on delay will be re-triggered. 
Similarly, if high current persists longer than the response delay, the output 
driver will operate in a very low duty cycle mode to protect the IC. 

r------------------------------------------------------1 

04199 

I I 
I I 

6V 
VREF 11 PRE.REGULATOR 7 VCC 

IN 

1/2 
VREF 

INPUT 
COMPARATOR 

TURN·ON/OFF 
AND 

SHORT CIRCUIT 
PROTECTION 

I 

,---------1 6 CSH 

,-----....... ---i 5 LS 

HS 

- I 

------- 12 ----- 9 ------------10---------------------~ 
HYST LED CDEL 

UDG·98026 
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UC17131/213 
UC271311213 
UC371311213 

UC37131 BLOCK DIAGRAM 

VREF 

6V/BmA 

IN 

~-----------------------------------I -------------------1 
I 

3 t-----....----;------J 6V I 

1/2 
VREF 

PRE-REGULATOR j+-----.,---------f B 

7 

INPUT I I 

COMPARATOR I I 
I I 
I I 

HYST (FIXED) : 
30% 

I I 
I I 
I I 
I I 
I I 

TURN-ON/OFF I I 

AND I I 

SHORT CIRCUIT '-------
I I 

PROTECTION 6 

VCC 

LS 

CSL 

~----------i---~----~--+_------------------~5 GND 
I 

1 ----------- ---------------------~ 
LED CDEL 

UDG-98059 

UC37133 BLOCK DIAGRAM 

VREF 

r------------------------------------------------------, 
I 
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,--------+-----1 7 CSH 
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ABSOLUTE MAXIMUM RATINGS 
VCC ........................................... 65V 
LS - HS (Clamped by internal circuitry) ............... 7aV 
CSH, LEO ...................................... 65V 
Output Current 

Continuous ................................ 400mA 
Peak ..................................... 900mA 

Remaining Pin Voltages ..................... -Q.3V to 9V 
Storage Temperature ................... -65°C to +150°C 
Junction Temperature ................... -55°C to +150°C 
Lead Temperature (Soldering, 10 sec.) ............. +300°C 

Currents are positive into, negative out of the specified termi
nal. Consult Packaging Section of Databook for thermallimita
tions and considerations of packages. 

PLCC-20 (Top View) 
(for UCX7132) 
L Packages 

N/C 
LS HS 

CSH CSL 

N/C N/C 

VCC GND 

N/C N/C 

N/C N/C 

N/C IN 

N/C HYST 
LED VREF 

CDEL 

DIL-14 (Top View) 
(for UCX7132) 
J, or N Packages 

PRODUCT SELECTION TABLES 
PART PACKAGE 

NUMBER CONFIGURATIONS PIN COUNT 
UCX7131 Low Side Only a 
UCX7132 Low Side or High Side 14,16,20 
UCX7133 Hiah Side Onlv a 

CONNECTION DIAGRAMS 

SOIC-16 
View) 
UCX7132) 

(Top 
(for 

DIL-8, SOIC-8 (Top View) 
(for UCX7131) 
J, N, or D Packages 

LED 

eDEL 

VREF 

IN 

DIL-8, SOIC-8 (Top View) 
(for UCX7133) 
J, N, or D Packages 

PART TEMPERATURE 
NUMBER RANGE 
UC1713X -55°C to +125°C 
UC2713X -40°C to +a5°C 
UC3713X O°C to +70°C 
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UC171311213 
UC271311213 
UC37131/213 

ELECTRICAL CHARACTERISTICS Unless otherwise specified, CDEL = 10nF, VCC = 25V, CSL = GND, CSH = LS; 
RCSH = 0 50 (Note 1)· IN=OV (for OFF condition) and IN=5V (for ON condition)· TA = TJ , , 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 
.. 

Reference 

VREF 25°C 5.B 6 6.2 V 

-55°C to 125°C 5.6 6 6.4 V 

Line Regulation VCC = BV to 64V 10 35 mV 

Load Regulation 0< IREF< BmA 10 50 mV 

Short Circuit Current REF=OV 20 35 mA 

Input Comparator 

Turn-On Threshold Voltage 2.7 3 3.3 V 

Input Bias Current VIN =3.5V 5 IlA 
Hysteresis RHYST = GND (Internally for X31, X33) 0.775 0.9 1.025 V 

RHYST = 96.67k for (X32) 30 mV 

Output: High Side (UCX7133: CSH = LS and CSL = GND Internally; See Fig. 2a) 

Rise Time (Off to On) RLOAD = 2500 to GND 30 BO V/Ilf$ 

Fall Time (On to Off) RLOAD = 2500 to GND 30 BO V/)ls 

Output Short Circuit HS = 0.250 to GND 500 900 mA 

Voltage Clamp LS-HS 67 72 77 V 

Saturation Voltage 25°C, RLOAD = 1000 to GND 1.2 V 

-40°C, RLOAD= 1000 to GND 1.3 V 

-55°C, RLOAD = tOOO to GND 1.4 V 

Leakage Current 5 IlA 
Output: Low Side (UCX7131; CSH = VCC and CSL = HS Internally; See Fig. 2b) 

Rise Time (On to Off) RLOAD = 2500 to VCC, RCSL = 0.50 15 50 V/Ilf$ 

Fall Time (Off to On) RLOAD = 2500 to VCC, RCSL = 0.50 25 60 VlIlf$ 

Output Short Circuit LS = 0.250 to VCC 500 700 900 mA 

Voltage Clamp LS-HS 67 72 77 V 

Saturation Voltage 25°C, RLOAD = tOoo to VCC, RCSL = 0.50 1.2 V 

-40°C, RLOAD = tOOO to VCC, RCSL = 0.50 1.3 V 

-55°C, RLOAD = 1000 to VCC, RCSL = 0.50 1.4 V 

Leakage Current 5 IlA 
VCC Fault Section 

Output Turn-On Delay, tD(ON) Step VCC from OV to BV (See Fig. 3a) 9.5 .11 13.5 ms 

Output Turn-Off Delay, tD(OFF) Pulse VCC from 25V to VCC Turn-Off 300 500 700 Ilf$ 
Threshold 

VCC Tum-Off Threshold Pulse VCC Low 6.5 7 7.5 V 

CDEL Section 

VCDEL MAX 5.B V 

VFAULT H 4.9 V 

VFAULT L 1.0 V 

Overcurrent Fault Section (See Fig. 3c) 

Short Circuit Turn-Off Delay, tsc Step ILOAD: OmA to 400mA 75 Ilf$ 

Short Circuit Recovery Time, tROFF ILOAD = 400mA, 1001lf$ 10 ms 

High Side Current Threshold, ITH.H RCSH=0.50 250 325 400 mA 

Low Side Current Threshold, ITH·L RCSL= 0.50 250 325 400 mA 

Overcurrent Duty Cycle RLOAD = 0.250 to GND 0.6 O.B 1.0 % 
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UC17131/213 
UC27131/213 
UC37131/213 

ELECTRICAL CHARACTERISTICS Unless otherwise specified, CDEL = 10nF, VCC = 2SV, CSL = GND, CSH = LS; 
RCSH = 0 SO (Note 1)· IN=OV (for OFF condition) and IN=SV (for ON condition)· T A = TJ , 

PARAMETER TEST CONDITIONS MIN TVP MAX UNITS 

LED Output 

ISINK, tOOFF, tROFF VLEO=7V S.O 8.0 11.0 mA 

I LEAKAGE 1 S !lA 
Overall 

Delay to Output 3 6 IJS 
ICC Output Off 2.0 2.8 mA 

IL = 1mA, 2S0mA (High Side) 2.3 3 mA 

IL = 1mA, 2S0mA (Low Side) 2.S 4 mA 

Note 1: All test conditions are for a high side configuration as in Fig. 2a, unless otherwise specified. 

PIN DESCRIPTIONS 
CDEL: A capacitor connected to this pin is used to pro
gram both VCC pulse interruption time and power 
turn-on delay. The capacitor discharge time corresponds 
to VCC interruption and the charge time to VCC turn-on 
delay. The ratio between turn-on delay and turn-off delay 
will be fixed based on internal charge and discharge cur
rents and voltage thresholds. 

The same fault circuitry and capaCitor is used for short 
circuit and overload protection. If an overcurrent or short 
circuit is detected, the capacitor starts charging and turns 
off the output if the condition persists at the end of its 
charge time. The output will then operate in a low-duty 
cycle mode to protect the IC. After short circuit recovery, 
the output will be reactivated in order to check if the short 
circuit was removed. If the overcurrent persists the chip 
will continue in this pulsing mode. 

CSH: (For UC37132 and UC37133) This high side cur
rent sense pin is used to program the current limit for 
high side applications by connecting a resistor between 
VCC and CSH. An over load current is detected when 
the voltage drop between VCC and CSH exceeds 
150mV. For the UC37132, in a high side application, the 
CSH pin must be tied to the LS pin; in a low side applica
tion, the CSH pin must be tied to VCC 

CSL: (For UC37131 and UC37132) This low side cur
rent sense pin is used to program the current limit for low 
side applications by connecting a resistor between CSL 
and GND. An over load current is detected when the 
voltage drop between CSL and GND exceeds 150mV. 
For the UC37132, in a high side application, the CSL pin 
must be tied to GND; in a low side application, the CSL 
pin must be tied to the HS pin. 

GND: The reference point for the internal reference, all 
thresholds, and the return for the remainder of the de-
vice. 

HS: (For UC37132 and UC37133) The output of the 
switching transistor in the high side configuration. The 
emitter of the output transistor is the HS pin which is con
nected to the load. For the UC37132, the HS pin must be 
tied to the CSL pin in a low side application. 

HYST: (For UC37132) The pin used to program the in
put comparator hysteresis by connecting a resistor to 
ground. The hysteresis defaults to 30% with HYST 
grounded (internally for UC37131 and UC37133). 

V _ 3000 
HYST - (3330 + R HYST ) 

IN: The input to the comparator that detects when the 
output transistor should be turned on. The input thresh
old is 3.0V (1/2 VREF) and the input voltage range is OV 
to VREF. 

LED: Open collector output intended to drive an LED. 
This pin is driven low whenever the output is turned off 
and is externally pulled high when the output is turned on 
(see Fig. 3b and 3c). 

LS: (For UC37131 and UC37132) The output of the 
switching transistor in the low side configuration. The col
lector of the output transistor is the LS pin which is con
nected to the load. For the UC37132, the LS pin must be 
tied to the CSH pin in a high side application. 

VREF: The 6V regulated reference capable of supplying 
up to SmA. The recommended decoupling capacitor is 
1nF. 

VCC: The supply voltage for the Chip. Decouple this pin 
with a good quality ceramic capacitor to ground. 
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DESCRIPTION OF OPERATION 
Reference 

The UC37131/213 family of devices features a 6V 
bandgap reference that is used to bias on-chip logic. Al
though the 6V reference is not trimmed, this bandgap 
reference provides less than 200ppm/oC. It is also used 
to generate the on-chip 3V input comparator threshold 
and is needed for the programmable hysteresis. The 
on-chip reference has 8mA maximum current sourcing 
capacity that is designed to power up external circuitry. 

Input Comparator 

The input comparator is a high gain comparator with hys
teresis that fully switches with either a small signal 
(30mV, minimum for 1 % hysteresis) or a logic signal (0 to 
6V max). Only a 5mV overdrive of the 3V threshold is 
needed to switch the driver. 

The hysteresis is set to 30% on the UC37131 and 
UC37133. (This is 30% of 3V equating to 0.9V of hyster
esis.) On the UC37132 it is programmable from 1% to 
30%. 

Fault Logic 

The output of the comparator is logic ANDed with the 
output of the fault logic. If a fault, either a power interrupt 
or an overcurrent condition, persists longer than it takes 
for the CDEL to discharge from its VCOEL_MAX level of 
5.8V to its VFAULT L of 1.3V, the fault protection block 
will output a logic 0 to the NAND gate and turn off the 
output driver. If the fault goes away prior to CDEL being 
discharged to 1.3V, the chip will resume normal opera
tion without going through a turn-on delay. 

The power interrupt normal operation consists of the chip 
turning the driver immediately back on if the interrupt 
goes away prior to CDEL reaching its lower threshold as 
described above. The CDEL capacitor is chosen based 
upon the maximum power interrupt time (tiNT) allowed 
without the output experiencing a turn-on delay. This in
terrupt time must be less than to(OFF) where to(OFF) is 
equal to the time it takes the CDEL capacitor to dis
charge from VCOEL_MAX (5.8V) to VFAULT_L (1.3V) with a 
discharge current of approximately 94~. If the power 
stays off only as long as to(OFF), the minimum power up 
delay will be equal to the time it takes to charge CDEL 
from VFAULT_L (1.3V) to VFAULT_H (4.9V) with a charge 

UC17131/213 
UC27131/213 
UC37131/213 

current of approximately 4~. If the power stays off lon
ger than this time, then a power up delay will be initial
ized once power is resumed. This delay is the time it 
takes for CDEL to charge from OV to VFAULT _H of 4.9V. 

The overcurrent fault normal operation consists of the 
chip staying off until CDEL fully recharges to VFAULT_H of 
4.9V. This is tR(OFF). Once CDEL reaches 4.9V, the 
driver will turn back on. If the overcurrent fault is still 
present, the chip will operate in a very low duty cycle (ap
proximately 0.7%) based on the discharge (driver on) 
and charge time (driver off) of the CDEL capacitor. This 
overcurrent timing makes the chip act "smart" by allowing 
very high currents needed to drive large capacitive loads 
without setting off an overcurrent fault. 

The overcurrent and current limit thresholds are pro
grammed with the resistor RCSH from CSH to VCC (high 
side) or RCSL from CSL to GND (low side). For example, 
a 150mV (ILOAO • RCSH) threshold will set the high side 
overcurrent fault threshold. An overall short circuit pro
tection threshold is set at 300mV. Therefore, the recom
mended RCSH of 0.5Q will result in the 600mA short 
circuit. By changing the RCSH value the user can opti
mally set the overcurrent and short circuit current limits. 

Output Driver 

Once the turn-on signal is gated through from the input 
comparator, the outputtransistor is turned on. The output 
drive transistor is a composite PNP, NPN structure. This 
is a specially deSigned structure that keeps all the drive 
current needed for the load to be sourced through the LS 
pin. This keeps the overall power dissipation to less than 
4mA independent of the load. 

The output driver also has a 72V zener diode wired be
tween its base and collector. This allows the output to 
swing and clamp to 72V above ground when discharging 
an inductive load in a low side application. The inductive 
zener clamp can discharge the 250mA to 400mA full 
load current. This consequently allows the LS pin to 
safely swing above VCC. Similarly, the 72V zener diode 
will allow the HS pin to safely swing and clamp 72V be
low LSNCC when discharging an inductive load in a high 
side application. This 72V zener diode simplifies the user 
application by eliminating the need for external clamp di
odes. 
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APPLICATION INFORMATION 
Choosing The CDEL Capacitor 

The maximum amount of time that VCC power can be in
terrupted and not require the outputs to go through a 
turn-on delay cycle is user programmable by the CDEL 
capacitor value. While VCC is interrupted, the outputs 
will be in an indeterminate state and they may turn off 
during this interval, tiNT. However, as long as the pro
grammed interruption time is not exceeded, the outputs 
will immediately turn back on with the return of VCC. 

For example: 

tiNT = 500115 (User specified) 

CDEL is selected such that the time it takes for this ca
pacitor to discharge from VCOEL_MAX (5.8V) to VFAULT_L 
(1.3V) with a discharge current of 941lA is just greater 
than this tiNT. This time is referred to as to(OFF) in Fig. 
3b. 

'DISCHARGE - to (OFF) 
CDEL=~--------~~ 

V CDEL_MAX - V FAUL T _L 

If to(OFF) is set equal to tiNT, which the user has selected 
to be 500/lS, the minimum CDEL capacitor is calculated: 

CDEL = 94/lA - 500115 
5.8V -1.3V 

For this application, the CDEL capacitor value calculates 
to 10.4nF. By using a 10nF capacitor on CDEL, VCC 
can be interrupted for up to 478/lS and the outputs will 

UC17131/213 
UC27131/213 
UC371311213 

experience an indeterminate state during this interrup
tion, but resume normal operation when VCC power re
turns to normal. 

If the VCC power is interrupted for a time equal to or 
longer than to(OFF) then the following relationships ap
ply. As the CDEL capacitor discharges past the 
VFAULT_L threshold, the output is fully disabled and must 
cycle through a power up delay equal to to(ON). The 
charge current for the CDEL capacitor is equal to 4/lA. 
The outputs will turn on when the CDEL capacitor 
charges up to the VFAULT_H threshold of 4.9V. The mini
mum turn-on delay the outputs will experience will occur 
if tiNT is exactly equal to the to(OFF) time and the CDEL 
capacitor has only discharged to VFAULT_L. This would 
be the minimum turn-on delay time and is calculated with 
the following equation: 

CDEL-IVFAULT L -VFAULT HI 
tD(ON) = 

min 'CHARGE 

Using the 10nF CDEL capacitor, for example, the mini
mum turn-on delay calculates to 9ms. If the CDEL ca
pacitor discharges completely to zero, then the 10nF 
CDEL capacitor would cause a turn-on delay of 12.25ms. 
The outputs would be off for this amount of time after 
VCC power is restored. The total amount of time the 
outputs could be disabled is equal to the tiNT time, which 
may include the indeterminate time of to(OFF), and the 
to(ON) time, as shown in Fig. 3b. 

VREF ~---------------------------------------------------~ 
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Figure 2a. High side application. 
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APPLICATION INFORMATION (cont.) 

r------------------------------~------------------, 
VREF I I 

. r VREF 

~ GND 

1/2 
VREF 

INPUT 
COMPARATOR 

Figure 2b. Low side application. 
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UC17131/213 
UC27131/213 
UC371311213 

LOAD 
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UDG-9802B 

----------------------------------------------------~t 

OUTPUT 
DRIVER 

1 1 1 

: v CDEL_MAX = 5_8V :: 
1 /' 1 /' 

~ 1 ____ ~~u~~~ =_ 4~9~ ___ L _:~_"_o::...._-_-_-_-_-_-_-_-_-_-__ ~~U~T~~ ________ ~ 
1 1 lit 
I~ .1 1 1 
1 1 1 1 
1 til 1 

D(ON) 1 1 1 

DISABLED ENABLED IV ENABLED -----+-----------------...;~~-----.t 
INDETERMINATE 
STATE 

Figure 3a. Power interrupt ignore operation, high side configuration, V,N = 5VDC. 
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UC17131/213 
UC271311213 
UC37131/213 

APPLICATION INFORMATION (cant.) 

---'1 tiNT 

vee I 
I I 
I I 

- - - --~ - - - - - - - - - - - -- -'"I ---""1- --- -:- -- - -- - - - -- - - - - - - - ... t 

V CDEL 

I I I I 

: V CDEL_MAX = 5.8V I V FAUL LL = 1.0V : 

I I: I.---V-FA-U-L-T_-H--------

I I I I 
- - - -1- - - - - - - - - - - - - - -1- ~-_<I!::----1- - - - - - - - - - - - - - - - - - ... t 

I I I I I I 

OUTPUT 
DRIVER 

:.. .1 tD(OFF) -+I 1-4- I.. .1 
I tD(ON) : :: : tD(ON) : 

I I I I I 

~-------------------
DISABLED ENABLED ENABLED 

~-----+--------------~~_r--~-------------------

LED~----~----------------~~~~~~~--------------------~ 

INDETERMINATE 
STATE UDG-98030 

Figure 3b. Power interrupt fault operation, high side configuration, V/N = 5VDC. 
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Figure 3c. Overcurrent fault operation. 
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Source Ringer Controller PRELIMINARY 

FEATURES 
• Provides Control for Flyback Based 

Four Quadrant Amplifier Topology 

• Onboard Sine Wave Reference with 
LowTHD 

• Selectable Ringing Frequency for 
Different Phone Systems (20Hz, 
25Hz and 50Hz) 

• Programmable Output Amplitude and 
DC Offset 

• DC Current Limiting for Short Circuit 
Protection ' 

• Secondary Side Voltage Mode 
Control 

• Operates from a Single 5V Supply 

TYPICAL APPLICATION 

04199 

DESCRIPTION 
The UCC3750 Source Ringer Controller provides a complete control and 
drive solution for a four quadrant flyback-based ring generator circuit. The 
IC controls a primary side switch, which is modulated when power transfer 
is taking place from input to output. It also controls two secondary 
switches which act as synchronous rectifier switches during positive 
power flow. These switches are pulse-width-modulated when the power is 
being delivered back to the source. 

The UCC3750 has an onboard sine wave reference with programmable 
frequencies of 20Hz, 25Hz and 50Hz. The reference is derived from a 
high-frequency (32kHz) crystal connected externally. Two fre
quency-select pins control an internal divider to give a sinusoidal output at 
20Hz, 25Hz or 50Hz. The ring generator can also' be used at other fre
quencies by supplying externally generated sine-waves to the chip or by 
clocking the crystal input at a fixed multiple of the desired frequency. 

Other features included in the UCC3750 are programmable DC current 
limit (with buffer amplifier), a charge-pump circuit for gate drive voltage, in
ternal 3V and 7.5V references, a triangular clock oscillator and a buffer 
amplifier for adding programmable DC offset to the output voltage. The 
UCC3750 also provides an uncommitted amplifier (AMP) for other signal 
processing requirements. 
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ABSOLUTE MAXIMUM RATINGS 
Input Supply Voltage 

VDD ........................................ 7.5V 
Maximum Forced Voltage 

VCP ................................ -o.3V to 13.2V 
VS1, VS2 ............................... -0.3V to 5V 

OUT1, OUT2, AMPOUT, OUTDC 
Maximum Forced Voltage ................ -o.3V to 7.5V 
Maximum Forced Current .............. Internally Limited 

NEG1, NEG2, AMPIN, NEGDC 
Maximum Forced Voltage ................ -0.3V to 7.5V 

SINREF, SINFL T 
Maximum Forced Voltage ................ -0.3V to 7.5V 

Logic Inputs 
Maximum Forced Voltage ................ -0.3V to 7.5V 

Reference Output Current (REF) .......... Internally Limited 
Output Current (GD1, GD2, GD3) 

Pulsed ....................................... 1.5A 
Storage Temperature ................... -65°C to + 150°C 
Junction Temperature ................... -55°C to + 150°C 
Lead Temperature (Soldering, 10 Sec.) ............. +300°C 

Unless otherwise indicated, voltages are reference to ground 
and currents are positive into, negative out of the specified ter
minal. Pulsed is defined as a less than 10% duty cycle with a 
maximum duration of 500ns. Consult Packaging Section of 
Databook for thermal limitations and considerations of pack
ages. 

CONNECTION DIAGRAM 

DIL-28, SOIC- 28 (Top 
View) 

SINFLT 

NEGDC 

AMPOUT 

AMPIN 

G02 

UCC2750 
UCC3750 

ENBL 

GD3 

REF 

RT 

CT 

XTAL1 

XTAL2 

FSO 

FS1 

NEG2 

NEG1 

oun 

OUT2 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these specifications apply for T A = O°C to 70°C for the 
UCC3750 -40°Cto+85°CfortheUCC2750 RT-14k CT-470pF CREF-01I1F FSO-O FS1 =0 VDD=5V TA=TJ , - - , - , - , 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

VDDSupply 

Supply Current - Active With 12V Supplied to V cp and Charge Pump 0.5 1 mA 
Disabled 

Internal Reference w/External Bypass 

Output Voltage (REF) 7.3 7.55 7.8 V 

Load Regulation IREF = OmA - 2mA 30 60 mV 

Line Regulation VCP = 10V to 13V, IREF= 1mA 3 15 mV 

Amplifier 

Input Voltage Error, DC Offset and Amp Amplifiers 2.9 3 3.1 V 

DC Limit Amplifier 0.7125 0.75 0.7875 V 

Input Bias Current 500 600 nA 

AVOL VOUT = 2V to 4V 70 dB 

VOH Source 1001lA 5.35 6 7.0 V 

VOL Sink 1001lA 0.2 0.65 V 

Short Circuit Current VIN = OV and 5V with VOUT = OV and 5V 0.5 2 3 mA 

Sine Reference 

Accuracy TJ = 25°C, Program Frequency-Reference -1 0 1 Hz 
Frequency 

Total Harmonic Distortion (Note 1) 2 % 

Amplitude Peak 0.475 0.5 0.525 V 

Offset 2.85 3.0 3.15 V 
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ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these specifications apply for T A = O°C to 70°C for the 
UCC3750 -40°Cto+85°CfortheUCC2750 RT=14k CT=470pF CREF=01I1F FSO=O FS1 =0 VDD=5V TA=TJ. , , , , , , 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

Oscillator 

Accuracy 108 128 148 kHz 

Peak Voltage 4.6 4.75 4.9 V 

Valley Voltage 2.9 3.05 3.2 V 

Charge Pump 

Switch Pull Up Resistance (VS1, VS2) 10 30 n 
Switch Pull Down Resistance (VS1, VS2) 10 30 n 
Output Voltage (VCP) VDD = 5V, Ivcp = 10mA 11 12 14 V 

Output Drivers 

Pull Up Resistance 9 15 n 
Pull Down Resistance 9 15 n 
Rise Time CL = 2.7nF 50 100 ns 

Fall Time CL = 2.7nF 50 100 ns 

Current Limit 

DC Limit Threshold Voltage Positive R5/R6 = 3 0.4 0.5 0.6 V 

DC Limit Threshold Voltage Negative R5/R6 = 3 -0.6 -0.5 -0.4 V 

Duty Cycle 

Maximum PWM Duty Cycle 48 50 % 

Rectifier Duty Cycle 50 % 

Note 1: Guaranteed by measuring the steps of the PWL Sine Wave. 

STATE % VCC VALUE FOR REF = 7.5 
0 0.3333 2.5 
1 0.3384 2.538 
2 0.3528 2.646 
3 0.3745 2.808 
4 0.4 3 

PIN DESCRIPTIONS 
AMPIN: Inverting input of the uncommitted amplifier. 

AMPOUT: Output of the uncommitted amplifier. 

CT: This pin programs the internal PWM oscillator 
frequency. Capacitor from CT to GND sets the charge 
and discharge time of the oscillator. 

ENBL: Logic input which enables the outputs and the 
charge pump when high. ENBL should be pulled low to 
tu rn the outputs off. 

FSO, FS1: Frequency select pins for the internal 
sine-wave generator. Table 1 provides the SINREF 
frequencies as a function of FSO and FS1 when a 32kHz 
crystal is used at the crystal inputs (XTAL 1, XTAL2). 
Other proportional frequencies can be obtained with a 
different crystal. Inputs FSO and FS1 are TTL compatible. 

STATE 
5 
6 
7 
8 

FSO 
0 
1 
0 
1 

% VCC VALUE FOR REF = 7.5 
0.4255 3.191 
0.4471 3.353 
0.4616 3.462 
0.4666 3.5 

Table I. Frequency selection table 
(for 32kHz crystal). 

FS1 SIN REF (Hz) 
0 20 
0 25 
1 50 
1 Hiah Impedance 

GD1: Output driver that controls the primary side switch 
in a flyback converter through a gate drive transformer. 
The output signal on this pin is PWM during positive 
power transfet modes and zero during negative power 
transfer modes. 
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PIN DESCRIPTIONS (cont.) 
GD2: Output driver that controls the p-channel secondary 
side switch in the flyback converter. The output signal on 
this pin is PWM during mode 4 (Fig. 2) when the 
reference signal is negative and power is being returned 
to the input. This pin functions as a synchronous rectifier 
output during mode 1 with positive reference signal and 
positive power transfer. This output is logically inverted to 
provide the correct polarity drive signal for a p-channel 
switch. 

GD3: Output driver that controls the n-channel secondary 
side switch in the flyback converter. The output signal on 
this pin is PWM during mode 2 (Fig. 2) when the 
reference signal is positive and power is being returned 
to the input. This pin functions as a synchronous rectifier 
output during mode 3 with a negative reference signal 
and positive power transfer. 

GND: Reference pOint for the internal reference and all 
thresholds. Also provides the signal return path for all 
other pins. 

NEG1: Inverting input of the buffer amplifier that acts as 
a summing junction for the DC (battery) offset voltage 
and sinewave reference. 

NEG2: Inverting input of the error amplifier where the 
ringer output voltage and the reference signal with the 
desired offset are applied with a weighted sum. 
Feedback compensation is connected between NEG2 
andOUT2. 

NEGDC: Inverting input of the amplifier used for DC 
current limiting. 

OUT1: Output of the buffer amplifier that provides scaling 
and filtering for the reference signal before feeding it into 
the error amplifier. This output is also used internally to 
select the PWM mode for the flyback converter. 

OUT2: Output of the error amplifier. Used to connect 
compensation components. This output's absolute value 
determines the duty cycle of the PWM pulse. The polarity 
of this signal also determines the PWM mode. 

OUTDC: Output of the DC current limit amplifier. The DC 
current limit is activated when this pin is above 4.5V or 
below 1.SV. 

UCC2750 
UCC3750 

REF: Internal 7.SV reference. For best results, bypass to 
GND with a ceramic capacitor(>0.1I1F). 

RGOOD: Logic output that indicates that the error 
amplifier output is within range (0< D< 0.5). This pin can 
source upto O.SmA of current. 

RT: Resistor from RT to GND helps set the oscillator 
frequency. RT programs the charge and discharge 
currents of CT. 

SINFL T: This signal is the buffered version of SIN REF. 
This signal is summed with the DC offset level with 
appropriate scaling. 

SINREF: This pin is the output of the sine-wave 
. reference generator. It has a high output impedance 
(",2Skn). A 0.0111F capacitor to GND is recommended to 
provide smoothing of the sinewave. When FSO and FS1 
are both set high, the sine reference generator is 
disabled allowing this pin to accept an external sinewave 
input. 

SWRL Y: Logic output that leads the battery offset 
crossings (by typically Sms) to allow "zero voltage" relay 
switching. This pin can typically source 2S011A. 

XT AL 1: Crystal connection for external crystal. This pin 
can be also used to clock the internal sine wave 
generator when XTAL2 is connected to VDD/2. 

XTAL2: Crystal connection for external crystal. 

VCP: External connection for charge pump storage 
capacitor. A capacitance ~2.2mF is recommended for 
low charge pump output ripple. The voltage at this pin is 
used by the output drivers for gate drive voltages. 
Alternatively, a regulated gate drive voltage (>10V) can 
be connected at this pin while leaving the charge pump 
circuit at nodes VS1, VS2 disconnected. 

VDD: External supply input used to bias internal logic 
functions. Typically a regulated SV supply is connected 
between this pin and GND. It also is the input voltage for 
the voltage tripler circuit to generate the gate drive 
voltage. 

VS1, VS2: Voltage switches for the voltage tripler 
(charge pump circuit). They provide different voltage 
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DETAILED BLOCK DIAGRAM 

UCC2750 
UCC3750 

SWRLY FSO FSl SINREF SINFLT NEGl OUTl NEG2 OUT2 

XTAL1 

XTAL2 

AMPOUT DC OFFSET AMP 

AMPIN 

MOOE 

NEGDC DC 
SIGN 

0 

CONTROL LOGIC 

SIGN OUTl OUT2 

0 PWM OFF 

OUT3 

RECIRC 

MAG 

SIGN 

>-.1-------1 CURRENT 1--------1 GD2 
0 OFF PWM OFF 

VCP 

VSl 
CHARGE 

PUMP 

INTERNAL 
REFERENCE 

REF=7.5V 

LIMIT 

MAG 

IV\ 

0 OFF 

PWM 

RAMP IV\ 
CLOCK JUUl 

GENERATOR 
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RECIRC OFF GD3 

~ ______________ V:M ~3.0: _____________ ~ __ 
--- 1 --

I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 

27 -------. 

REF 

Note: All pin numbers are for N or DW Packages. 

APPLICATION INFORMATION 
The UCC3750 provides complete control and protection 
functions for a four quadrant flyback converter used to 
generate ring signals for telephone circuits. A typical ap
plication circuit for a 15 REN ring generator is shown in 
Fig. 1. 

As shown, the flyback converter takes a DC input (typi
cally 48V) and provides an isolated output with a pro
grammable frequency (and amplitude) AC signal 
superimposed on a programmable DC offset. The power 
path consists of a primary side PWM switch 01, primary 
return rectifier DR1, a 4-winding transformer T1, output 
rectifiers DR2 and DR3, synchronous/PWM switches 02 
and 03, and output filter CF. Resistor RSENSE provides 
the output current sensing for protection circuits. 

Different operating modes of the converter are depicted 
in Table 2. Fig. 2 shows the output voltage and current 
waveforms for a purely capacitive load and identifies the 
four operating modes. Fig. 3 shows the PWM waveforms 
for the circuit and Fig. 4a - 4d show the equivalent cir
cuits under the operating modes. The addition of 02, 03 
and primary diode facilitates true four quadrant operation 
where both the output voltage and power transfer can be 
bi-directional. Mode 1 is similar to the commonly used 

GND RGOOD ENBL 

UOG-99074 

DC-DC converter operation where 01 is modulated with 
the PWM signal and rectification is provided through the 
02, DR2 path to provide a positive output proportional to 
the increasing, positive reference voltage. The 
pulse-width is controlled by the error amplifier output to 
increase or decrease the output as dictated by the refer
ence. The maximum duty cycle is limited to 50% to pre
vent DR1 from turning on prior to 02/DR2. 

In mode 2, the reference begins to decrease, necessitat
ing that the power transfer back to the input. For this 
mode, switch 03 needs to be modulated while DR1 acts 
as the rectifier back to the input. The UCC3750 has 
mode decoding circuitry which automatically directs the 
PWM signal to 03 and turns off 01. 

Table II. Operating modes. 
Mode Reference Power E.A. Source Rectifier 

Polarity Flow Output (PWM) Switch 
Switch 

1 + + - 01 02 
2 + - + 03 101) 
3 - + + 01 03 
4 - - - 02 101\ 
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APPLICATION INFORMATION (cont.) 
When the reference signal goes from positive to nega
tive, a transition is made from mode 2 to mode 3. In 
mode 3, the converter once again ac~ as a DC-DC 
flyback converter (with negative output). Similar to mode 
1, Q1 is controlled by the PWM output, however, the rec
tifying path is now through Q3/DR3 as the output polarity 
is reversed. At the mode boundaries, there could be 
some distortion which won't affect the THD too much as 
it is near zero crossings. Finally, as the reference signal 

OUTPUT /i ~. OUl:PUT 
CURRENT / \, ~ VQl T AGE 

Figure 2. Operating modes. 

. II.~ 

~01 

\ \ ;' / 
',_'VJ 

lOUT -------. 

UDG-96172-1 

+ 

'~V_OUT 
02 

UDG-96162-1 

Figure 4B. Mode 1: Forward power transfer, positive 
output. 

VOUT 

UDG-96164-1 

Figure 4c. Mode 3: Forward power transfer, negative 
output. 

UCC2750 
UCC3750 

starts increasing towards zero, the direction of power 
transfer is again reversed and Q2 is PWMed in mode 4. 

It should be noted that in modes 2 and 3 when the refer
ence is decreasing, the phase of the feedback path is in
verted compared to the other two modes. Traditional 
PWM methods will result in instability due to this charac
teristic. The UCC3750 separates the error signal magni
tude and polarity and determines the correct PWM signal 
based on a separate mode determination circuit. 

~ ! ¢ ;4- RA~:ROR 
/ ! >V ! V~AMPLIFIER 

I ! I I OUT (MAG) 

~SOURCE (PWM) 
, '!' SWITCH 

! !!! LOAD RECTIFIER 
~SWITCH 

, !' , 

UDG-96173 

Figure 3. Circuit waveforms. 

DR3 lOUT .--
+ 

VOUT 

UDG-96163 

Figure 4b. Mode 2: Reverse power transfer, positive 
output. 

lOUT --. 

ITT T ~OUT 
Q~ 

- UDG-96165-1 

Figure 4d. Mode 4: Reverse power transfer, negative 
output. 
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APPLICATION INFORMATION (cont.) 
Sine Reference Generator 

The IC has a versatile low frequency sinewave reference 
generator with low harmonic distortion and good fre
quency accuracy. In its intended mode as shown in Fig. 
5, the reference generator will take an input from a 
32kHz crystal (connected between XTAL 1 and XTAL2) 
and generate a sine-wave at 20Hz, 25Hz or 50Hz based 
on the programming of pins FsO and Fs1 (See Table 2). 
If the crystal frequency is changed, the output frequen
cies will be appropriately shifted. C-2 type Quartz crystals 
(Epson makes available through DigiKey) are recom
mended for this application. If the frequency accuracy is 
not a major concern, the more common and less expen
sive clock crystal (C-type) at 32.768kHz can be used with 
a minor output frequency offset (20.5Hz instead of 20Hz). 
Additionally, the XTAL 1 input can be clocked at a desired 
frequency to get a different set of output frequencies at 
the sine-wave output (with divide ratios of 1600, 1280 
and 640). The sine-wave output is centered around an in
ternal reference of 3V. A capacitor from slNREF to GND 
helps provide smoothing of the sine wave reference. 
Recommended value is at least 0.0111F and maximum of 
0.1I1F. When FSO and FS1 are both 1 (high), the sine ref
erence is disabled and external sine-wave can be fed 
into the SINREF pin. This signal should have the same 
DC offset as the internal sine-wave (3V). 

Reference and Error Amplifier 

The recommended circuit connections for these circuits 
are shown in Fig. 6. The sine-wave is added to a DC off
set to create the composite reference signal for the error 
amplifier. The DC reference can vary over a wide range. 
For pure AC outputs it is zero, while in many common 
applications, it is the talk battery voltage (-48V). The 
UCC3750 accomplishes this task by summing the two 
signals weighted by resisting R14 and R15. The output of 
AMP1 also helps determine the mode of the circuit. 

Referring to Fig. 6, the output of AMP1 is given by : 

UDG·96166-1 

UCC2750 
UCC3750 

VOUT1=(1+ R13 +R13)_VCM_ R13 -REF 
R14 R26 R26 

(1 ) 

_ R13 -VB- R13 -VAC 
R14 R15 

In order to nUllify the effect of VCM on this value, the ratio 
of R26 to R14 should be made 1.5. With this ratio, the 
equation becomes: 

VOUT1=VCM- R13 _VB_ R13 -VAC (2) 
R14 R15 

VOUT1 is the reference voltage that the second amplifier 
(AMP2) uses to program the output voltage. Assuming 
that Z4 is high DC impedance, the output voltage is de
rived by summing the currents into pin 18. The output is 
given as: 

VO=(1+R10 +R10)_VCM 
R27 R12 

_ R10 -REF _ R10 _ VOUT1 
R27 R12 

(3) 

Again, if the ratio of R27 to R10 is made 1.5, the effect of 
VCM is nullified and the output voltage becomes (after 
substituting for VOUT1): 

VO = R10 -R13 _ VB + R10 -R13 _ VAC (4) 
R12-R14 R12-R15 

From equation 4, it can be seen that if the output voltage 
DC value has to track VB directly, the following condition 
should be forced: 

R10 - R13 = R12 - R14 (5) 

However, in some cases, this becomes impractical due 
to large AC gain required form V AC to Va. Only a small 
part of the gain can be accommodated in the first ampli
fier stage due to its output voltage limitations. As a result, 
the required resistance values become very high. This 

REF 

VB r16
VAC R15 

~SINFLT 
VCM 

R26 

REF Vo 

UDG-96167-1 

Figure 5. Sine-wave generator. Figure 6. Error amplifier setup. 
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APPLICATION INFORMATION (cont.) 
problem is only manifested for high values of VB (e.g. 
48V) and can be alleviated by using a fraction of the re
quired DC offset as the VB input and regaining the offset 
with resistive ratios. 

The error amplifier compares the reference signal with 
the output voltage by way of weighted sum at its invert
ing input. The error signal is further processed to sepa
rate its polarity and magnitude. An absolute value circuit 
~precision full-wave rectifier) is used to get the magnitude 
Information. The polarity is used along with the reference 
signal polarity to determine the mode information. The 
absolute value circuit provides phase inversion when ap
propriate for modes 2 and 3 to maintain the correct loop 
gain polarity. While the output of the error amplifier 
swings around 3V, the full-wave rectifier output (MAG) 
converts it into a signal above 3V. This signal is com
pared to the oscillator ramp to generate the PWM output. 

Oscillator and PWM Comparator 

The UCC37S0 has an internal oscillator capable of high 
frequency (>2S0kHz) operation. A resistor on the RT pin 
programs the current that charges and discharges CT, 
resulting in a triangular ramp waveform. Fig 7. shows the 
oscillator hook-up circuit. The ramp peak and valley are 
4.7SV and 3V respectively. The nominal frequency is 
given by: 

f _ 1 
osc -1.17-RT-CT 

The ramp waveform and the rectified output of the error 
amplifier are compared by the PWM comparator to gen
erate the PWM signal. The PWM action is disabled on 
the positive slope of the ramp signal. Leading edge mod-

Figure 7. Oscillator setup. 

UCC2750 
UCC3750 

ulation turns on the PWM signal when the ramp signal 
falls below MAG on the falling slope and turns it off at the 
end of the clock cycle. This technique enables synchro
nized tum-on of the rectifier switches immediately after 
the PWM pulse is turned off. The triangular nature of the 
ramp ensures that the maximum duty cycle of the PWM 
output is SO%, providing inherent current limiting. 

Control Logic and Outputs 

The PWM signal is processed through control logic which 
takes into account the operating mode and output polar
ity to determine which output to modulate. The logic table 
for the outputs is given in Table 2. For example, assume 
that the reference signal is in the first quadrant (positive 
and increasing). The output will lag the reference by a 
certain delay and hence the error amp output will be pos
itive, resulting in SIGN = O. The logic table indicates that 
GD1 is modulated during this phase allowing power 
transfer to increase the output voltage to keep up with 
the reference. Increasing error (MAG) will result in larger 
duty cycle and enable the output to increase and catch 
up with the reference. If the output becomes higher than 
the reference (as is likely in the second quadrant when 
the reference is dropping), the SIGN becomes 1 and 
GD3 is modulated to decrease the output level by trans
ferring power to the input. At the boundary of the first and 
second quadrant, there may be some switching back and 
forth between modes as the reference slope crosses 
through zero. Some of this switching can be eliminated 
by judicious selection of error amplifier filtering and com
pensation components. In the first quadrant, when PWM 
is applied to 01, 02 is turned on in the rectifier mode by 
the clock signal to allow the flyback transformer flux to 

Q 

s 

UDG·99077 
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APPLICATION INFORMATION (cont.) 

Figure 8. Current limiting. 

reset (and to transfer power to the output). Operation in 
quadrants 3 and 4 is symmetrical to the first two quad
rants with 02 and 03 interchanged. Note that the output 
signal for 02 is logically inverted to allow for driving the 
p-channel switch. An n-channel switch can also be used 
for 02, but the drive circuit must be transformer isolated 
and the polarity inverted. The outputs are designed for 
high peak current drive and low internal impedance. In 
isolated systems, GD1 must be coupled to 01 using a 
gate-drive transformer. 

DC Current Limit 

The DC current limit function provides protection against 
short circuit conditions by limiting the maximum current 
level and shutting off the PWM function when the limit 
point is reached. 

The DC limit is activated when DC out is below 0.5 VCM 
or above 1.5 - VCM. The DC current limit can be pro
grammed by setting: 

R5 =3. 
R6 

With this ratio, a symmetric DC limit with thresholds of 
±0.5V is obtained. For other ratios, the positive and neg
ative voltage thresholds for current sense signal are 
given by: 

VSENSE(POS) = VCM -(1- R6) 
4 R5 

VCM ( 5R6) VSENSdNEG) = --- 1---
4 R5 

UNITRODE CORPORATION 
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r-----~ -13V 
'T' 2.2iJ-F 
~ UDG-96170-1 

Figure 9. Charge pump circuits. 

Even though the DC current is typically sensed in the 
secondary, the currentl limit is applied fo the active PWM 
switch at the time. For example, if 01 is the PWM switch 
and DCLIM is activated, the UCC3750 will prevent 
trun-on for 01 during the negative slope of the ramp (Fig. 
2). The DC limit is functional on a cycle-by-cycle basis. 

Charge Pump and Reference 

The UCC3750 is designed to work on the secondary side 
of an isolated power supply. It requires a 5V power sup
ply with respect to its GND pin to operate. Note that the 
GND pin of the IC is also the reference point of the ring 
signal that is generated by the converter. If the converter 
output is connected in series with any other voltage, it 
should be ensured that the available supply voltage is 
referenced to the converter output return. The IC along 
with its associated charge pump components shown in 
Fig. 9 generates all the other voltages the system re
quires. The UCC3750 typically requires about 5mA to op
erate without any loads on the drive outputs. The charge 
pump capacitor should be large enough to keep the VCP 
fairly constant when driving 01-03 in the converter. 
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~UNITRDDE UCC2751 
UCC3751 

Single Line Ring Generator Controller PRELIMINARY 

FEATURES 
• Novel Topology for Low-Cost, Efficient 

Generation of Ring Voltage 

• Provides DC Offset and "Talk Battery" 
Voltage for Off-Hook Conditions 

• Selectable 20,25 and 50 Hz Ring 
Frequency 

• Secondary (AC) Current Limiting 
Allows Removal of AC Voltage under 
Off-Hook Conditions 

• Primary Current Limiting to turn Power 
Stage off under Fault Conditions 

• Operates from a Single 12V Supply 

DESCRIPTION 
The UCC3751 controller is designed for driving a power stage that gener
ates low frequency, high voltage sinusoidal signals for telephone ringing 
applications. The controller and the power stage are most suitable for sin
gle line applications where low cost, high efficiency and minimum parts 
count are critical. In addition to providing the sinusoidal ringing Signal, the 
controller and the power stage are designed to provide the required DC 
voltage across the output when the phone goes off-hook. The DC voltage 
is also added as the offset to the ringing signal. This feature eliminates the 
need to have a separate talk battery voltage power supply as well as relays 
and drivers to switch between the ringing voltage and the talk battery. 

The UCC3751 directly drives primary side switches used to implement a 
push-pull resonant converter topology and transformer coupled sampling 
switches located on the secondary of the converter. For normal ring signal 
generation, the primary switching frequency and secondary sampling fre-
quency are precisely offset from each other by the ringing frequency to pro
duce a high voltage low frequency alias signal at the output. The off-hook 
condition is detected by sensing the AC current and when AC limit is ex
ceeded, the sampling frequency is set to be equal to the primary switching 
frequency to produce a DC output. 

The drive signal frequencies are derived from a high frequency (3579545 . 
Hz) crystal. The primary switching frequency is 89.488 kHz and the sam
pling frequency is 20, 25 or 50 Hz less depending on the status of fre
quency select pins FSO and FS1. 

The circuits described in this datasheet are covered under US Patent #5,663,878 and other patents pending. 

TYPICAL APPLICATIONS CIRCUIT 
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UCC2751 
UCC3751 

ABSOLUTE MAXIMUM RATINGS 
Input Supply Voltage ............................. 14V 
Analog Inputs (OHD, DCLlM, XTAL1, XTAl2) 

Maximum Forced Voltage .................... -0.3 to 5V 
Logic Inputs 

Maximum Forced Voltage .................. -0.3 to 7.5V 
Reference Output Current (Voo) ........... Internally Limited 
Output Current (DRV1, DRV2, DRVS) Pulsed .......... 1.5A 
Operating Junction Temperature .......... -55°C to + 125°C 
Storage Temperature ................... -65°C to +150°C 

Note: Unless otherwise indicated, voltages are referenced to 
ground and currents are positive into, negative out of, the spe
cific terminals. Pulsed is defined as a less than 10% duty cycle 

with a maximum duration of 50OJ.LS. 

BLOCK DIAGRAM 

CONNECTION DIAGRAM 

DIL-16, SOIC-16 (TOP VIEW) 
N or 0 Packages 
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Table I. Frequency select ability decoding. 

FS1 FSO MODE Sine Wave RINGEN 
Freauency (Hz) 

0 0 1 20 1 
0 1 1 25 1 
1 0 1 50 1 
1 1 3 0 0 

OHD=0.5 2 0 X 

OHD FS1 

0 0 
0 0 
0 1 
X X 
1 X 

FSO FORVS 

0 89.469kHz 
1 89.464kHz 
0 89.439kHz 
X 89.489kHz 
X 89.489kHz 

UCC2751 
UCC3751 

FORV-
FORVS 
20Hz 
25Hz 
50Hz 
O.OHz 
O.OHz 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these specifications hold for T A = O°C to 70°C for the 
UCC3751 and -40°C to +85°C for the UCC2751 TA = TJ , 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

V12 Supply Current Section 

Supply Current ENABLE=OV 0.5 TBD mA 

ENABLE=5V 5 mA 

Internal Reference with External Bypass Section 

Output Voltage (VDD) 4.85 5 5.15 V 

Load Regulation OmA ~ IVoo ~ 2mA 5 mV 

Line Regulation 10V < VS12 < 13V, Ivoo = 1mA 3 mV 

Short Circuit Current Voo=O 5 10 mA 

Output Drivers Section (DRV1, DRV2) 

Pull Up Resistance 9 15 n 
Pull Down Resistance 9 15 n 
Rise Time CLOAO = 1nF 50 100 nS 

Fall Time CLOAO= 1nF 50 100 nS 

Output Drivers Section (DRVS) 

Pull Up Resistance 6 10 n 
Pull Down Resistance 6 10 n 
Sample Pulse-Width Mode 1 and 2, (Note 1) 280 nS 

Rise Time CLOAO = 1nF 50 100 nS 

Fall Time CLOAO= 1nF 50 100 nS 

Current Limit Section 

OHD Threshold 300 mV 

OHD Input Current VOHO=OV -1 I.IA 
DCLIM Threshold 300 mV 

DCLIM Input Current VOCLIM= OV -1 I.IA 
Frequency Section (Note 1) 

Primary Switching Frequency All cases 3.579545 MHz Crystal 89489 Hz 

Sampling Switching Frequency FSO = 0, FS1 = 0, Mode 1, (Note 1) 89469 Hz 

FSO = 1, FS1 = 0, Mode 1 89464 Hz 

FSO = 0, FS1 = 1, Mode 1 89439 Hz 
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UCC2751 
UCC3751 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these specifications hold for T A = O°C to 70°C for the 
UCC3751 and -40°C to +85°C for the UCC2751 TA - TJ , -

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

Off-Hook Sampling Delay (Note 2) 

IdO VDELAY < 0.9V 0 nS 

Id1 1.1V < VDELAY< 1.9V 280 nS 

Id2 2.1V < VDELAY < 2.9V 560 nS 

Id3 3.1 V < VDELAY < 3.9V 840 nS 

Id4 4.1V < VDELAY 1120 nS 

Note 1. Frequency setting is as shown in the Frequency Selectability Decoding Table. Sine Wave Frequency = Primary - Sam
pling Frequency. 

Note 2. The delay function will delay the sample pulse from the rising edge of DRV2 to allow adjustment of the DC level provided 
during Mode 2. 

PIN DESCRIPTIONS 
DCLIM: Primary current sense input. Signal proportional 
to the primary switch current. All outputs are turned off 
when a threshold of 300mV is exceeded on this pin. 
This current limit works on a cycle-by-cycle basis. 

DELAY: A resistive divider from VDD to GND is pro
grammed and fed into DELAY pin. The voltage at this 
pin sets the phase difference between the sampling 
pulses and primary pulses under off-hook condition. By 
programming the delay, desired level of DC voltage can 
be attained at the ringer output when the OHD threshold 
is exceeded. 

DRV1, DRV2: Low impedance driver outputs for the pri
mary switches. 

DRVS: Low impedance driver output for the sampling 
switch(es). The pulse width of this output is 280ns. 
Typically, a pulse transformer is used to couple the short 
sampling pulses at DRVS to the floating sampling 
switch(es). 

ENABLE: Logic input which turns off the outputs when 
low. 

FSO, FS1: Frequency select pins for determining the dif
ference frequency between primary and secondary 
pulses under normal operation. These pins can be hard
wired to GND or VDD to get one of the available output 

frequencies (20,25 and 50 Hz). See Note 1 in the spec 
table. 

GND: Reference point for all the internal voltages and 
common return for the device. 

OHD: Secondary current sense input. Voltage propor
tional to output current DC level is fed into this pin and 
compared to an internal threshold of 300mV. If the 
threshold is exceeded, the sampling scheme is changed 
to eliminate the AC component in the output voltage as 
required by the off-hook condition. 

PGND: Return point for the output drivers. Connect to 
GND at a single point in the circuit. 

RINGEN: Logic input used to determine when the ring 
Signal is needed. When this signal is high and OHD low, 
normal ring signal is available at the output of the ring 
generator. 

VDD: Internal regulated 5V supply. This voltage is used 
to power all the internal precision circuits of the IC. This 
pin needs to be bypassed to GND with ceramic capacitor. 

VS12: External12V power supply for the IC. Powers VDD 
and provides voltage for the output drivers. 

XTAL1, XTAL2: Pins for connecting precision Crystal to 
attain the accurate output frequencies. An external 
square-wave pulse can also be applied to XT AL2 if 
XT AL 1 is tied to VDD/2. 
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APPLICATION INFORMATION 
Power Stage Operation 

The power stage used for the UCC3751 application has 
two distinct switching circuits which together produce the 
required low frequency signal on the output. The primary 
side switching circuit consists of a current fed push-pull 
resonant circuit that generates the high frequency sinu
soidal waveform across the transformer winding. The 
operation of this type of circuit is extensively covered in 
Unitrode Application notes U-141 and U-148. Resonant 
components CR1, CR2, LR, N should be chosen so that 
the primary and secondary resonances are well 
matched. Also, for the UCC3751 operation, switching 
frequency is fixed by crystal selection. So, the resonant 
components must be selected to yield a resonant fre
quency close enough to the switching frequency to get a 
low distortion sine-wave. Practically, since it is impossi
ble to get an exact match between the two frequencies, 
the switching frequency should always be higher than 
the resonant frequency to ensure low distortion and take 
advantage of ZVT operation. Switches 01 and 02 are 
pulsed at 50% duty cycle at the switching frequency 
(89.489 kHz) determined by a crystal (3.579545 MHz) 
connected to the UCC3751. The input voltage for the 
resonant stage (typically 12V) determines the voltage 
stress of 01 and 02. Transformer turns ratio is deter
mined by the output voltage requirements. On the sec
ondary side, the high frequency waveform is sampled at 
a predetermined frequency (e.g. 89.469 kHz) which dif
fers from the primary switching frequency by the desired 
output frequency (e.g. 20 Hz). The sampling is accom
plished using a bi-directional switching circuit as shown 
in Figure 2 and Figure 3. Figure 2 shows the sampling 
mechanism consisting of two back-to-back FET switches 
allowing current flow in both directions. The sampling 
can also be done with a single active switch and a 
full-bridge rectifier as shown in Fig. 3. The DRVS pin of 
the UCC3751 provides the drive signal for the sampling 
switch(es) and this signal is coupled through a pulse 

UCC2751 
UCC3751 

transformer. Typical pulsewidth of the sampling signal is 
280ns. As a result of sampling, the resultant output signal 
matches the secondary voltage in amplitude and has a 
low output frequency desired for ring generation. 

The secondary winding of the power transformer also has 
a tap (or a separate winding) to generate a loosely regu
lated DC voltage. This DC voltage can be used to offset 
the ring generator output. The UCC3751 is also config
ured such that the AC output can go to zero under certain 
conditions. Table 2 provides the logic levels for different 
operating modes of UCC3751. Operation in mode 2 is 
achieved by altering the sampling frequency to match the 
switching frequency and sampling the secondary AC volt
age at zero crossings. As a result, the resultant total out
put voltage between VOUT and GND is the 
semi-regulated DC voltage achieved through the tapped 
secondary. This feature allows the circuit to operate un
der off-hook and idle conditions when only the DC portion 
of the voltage is required. The activation of this mode oc
curs when the OHD voltage exceeds a set threshold or 
RINGEN is low. The incorporation of this mode eliminates 
any need for extemal relays or switching circuits as well 
as eliminating the need for an additional power supply for 
powering the phone. The DC voltage level can be fine 
tuned by adjusting the voltage on the DELAY pin of the 
UCC3751. This pin sets the sampling delay time during 
the off-hook mode and allows a DC voltage to be devel
oped between V1 and VOUT during this mode. Fig. 1 illus
trates the operation of this mode. When the DELAY is 
set between 0 and 1V, the sampling is done in phase with 
the primary switching instances (at pOints A), leading to 
an average voltage of OV between V1 and VOUT for a si
nusoidal secondary signal. If DELAY is set to another 
level, the sampling instance shifts (e.g. to point B) lead
ing to an effective voltage VB being developed between 
V1 and VOUT. The actual VOUT is the sum of VB and the 
DC offset voltage derived from the additional (or tapped) 
winding (V1). 

Tab/e II. Operating mode selection. 

Condition OHD. RINGEN Sampling Out~ut Mode 
Continuous Ringing Low Hillh Frequency Offset from Primary (Mode 1) 
Idle (On Hook, No Ringing) Low Low Synchronized to Primary Frequency with Phase 

Controlled by DELAY (Mode 2) 
Off-Hook High X (Low/Hillh) Mode 2 
Cadenced Ringing Low HillhiLow Mode 1/Mode 2 
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Figure 1. Effects of sampling delay during off-hook operation. 
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Figure 2. Sampling circuit with two FETs. 
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Figure 3. Sampling circuit with single FET and 
full-bridge rectifier. 
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[bJJ. UNITRDDE 
UCC2752 
UCC3752 

Resonant Ring Generator Controller PRELIMINARY 

FEATURES 
• Novel Topology for Low-Cost, Efficient 

Generation of Ring Voltage 

• Suitable for Multi-Line Operation 

• Selectable 20,25 and 50 Hz Ring 
Frequency 

• Secondary (AC) Current Limiting 
Generates an Off-Hook Detect Signal 

• Primary Current Limiting to Turn 
Power Stage Off Under Fault 
Conditions 

• Operates from a Single 12V Supply 

DESCRIPTION 
The UCC3752 controller is designed for driving a power stage that gener
ates low frequency, high voltage sinusoidal signals for telephone ringing 
applications. The controller and the power stage are most suitable for up to 
5 line applications where low cost, high efficiency and minimum parts count 
are critical. A semi-regulated DC voltage is added as an offset to the ring~ 
ing signal. The ring generator operation is non-isolated and open loop. 

The UCC3752 directly drives primary side switches used to implement a 
push-pull resonant converter topology and transformer coupled sampling 
switches located on the secondary of the converter. For normal ring signal 
generation, the primary switching frequency and secondary sampling fre
quency are precisely offset from each other by the ringing frequency to pro
duce a high voltage low frequency alias signal at the output. The off-hook 
condition is detected by sensing the AC current and when AC limit is ex
ceeded, a flag is generated on the OFFHOOK pin. 

The drive signal frequencies are derived from a high frequency (3579545 
Hz) crystal. The primary switching frequency is 89.489 kHz and the sam
pling frequency is 20, 25 or 50 Hz less depending on the status of fre
quency select pins FSO and FS1. 

The circuits described in this datasheet are covered under US Patent #5,663,878 and other patents pending. 

TYPICAL APPLICATION 
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ABSOLUTE MAXIMUM RATINGS 
Input Supply Voltage ............................ 13.2V 
Analog Inputs (OHD, DCLlM, XTAL1, XTAL2) 

Maximum Forced Voltage .................... -0.3 to 5V 
Logic Inputs 

Maximum Forced Voltage .................. -0.3 to 7.5V 
Reference Output Current (VOO) ........... Internally Limited 
Output Current (DRV1, DRV2, DRVS) Pulsed .......... 1.5A 
Operating Junction Temperature .......... -40°C to +125°C 
Storage Temperature ................... .-Q5°C to +150°C 

Note: Unless otherwise indicated, voltages are referenced to 
ground and currents are positive into, negative out of, the spe
cific terminals. Pulsed is defined as a less than 10% duty cycle 
with a maximum duration of 50qLS. 

Table I. Frequency select ability decoding. 

FSI FSO MODE Sine Wave 
FreQuency (Hz) 

0 0 I 20 
0 1 1 25 
I 0 I 50 
1 1 3 0 

FSI FSO FORVS FDRV-FDRVS 
0 0 89.469kHz 20Hz 
0 I 89.464kHz 25Hz 
1 0 89.439kHz 50Hz 

CONNECTION DIAGRAMS 

(TOP VIEW) DIL-16, SOIC-16 
N or 0 Packages 

UCC2752 
UCC3752 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these specifications hold for TA = O°C to 70°C for the 
UCC3752 and -40°C to +85°C for the UCC2752 TA - TJ -

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

VI2 Supply Current Section 

Supply Current ENABLE=OV 0.5 TBD mA 

ENABLE=5V 5 mA 

Internal Reference with External Bypass Section 

Output Voltage (Voo) 4.85 5 5.15 V 

Load Regulation OmA S IVoo s 2mA 5 mV 

Line Regulation 10V < Vs12 < 13V, IVoo= lmA 3 mV 

Short Circuit Current VDD=O 5 10 mA 

Output Drivers Section (DRVI, DRV2) 

Pull Up Resistance Driver Out = 2.5V 9 15 Q 

Pull Down Resistance Driver Out = 2.5V 9 15 Q 

Rise Time CLOAO = lnF 50 100 nS 

Fall Time CLOAO = InF 50 100 nS 

Output Drivers Section (DRVS) 

Pull Up Resistance Driver Out = 2.5V 6 10 Q 

Pull Down Resistance Driver Out = 2.5V 6 10 Q 

Sample Pulse-Width Mode I (Table 1) 280 nS 

Rise Time CLOAO= lnF 50 100 nS 

Fall Time CLOAO= lnF 50 100 nS 
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UCC2752 
UCC3752 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these specifications hold for TA =O°C to 70°C for the 
UCC3752 arid -40°C to +85°C for the UCC2752 TA - TJ , -

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 

Current Limit Section 

DCLIM Threshold 300 mV 

DCLIM Input Current VDCLlM=OV -0.5 lolA 
Off Hook Detect Section 

OHD Threshold 300 mV 

OHD Input Current VOHD=OV 0.5 lolA 
Offhook VOH 10FFHOOK = 100mA 4.0 V 

Offhook VOL 10FFHOOK = -100mA 1.0 V 

Offhook Pull-Up Impedance VOFFHOOK = 2.5V 1.0 k.Q 

Offhook Pull-Up Impedance VOFFHOOK = 2.5V 1.0 k.Q 

Frequency Section (Table 1) 

Primary Switching Frequency All cases 3.579545 MHz Crystal 89489 Hz 

Sampling Switching Frequency FSO = 0, FS1 = 0, Mode 1, (Table 1) 89469 Hz 

FSO = 1, FS1 = 0, Mode 1 89464 Hz 

FSO = 0, FS1 = 1, Mode 1 89439 Hz 

PIN DESCRIPTIONS 
DCLIM: Primary current sense input. Signal proportional 
to the primary switch current. All outputs are turned off 
when a threshold of 300mV is exceeded on this pin. This 
current-limit works on a cycle-by-cycle basis. 

DRV1, DRV2: Low impedance driver outputs for the pri
mary switches. DRV1 and DRV2 are complimentary and 
have 50% duty cycle. 

DRVS: Low impedance driver output for the sampling 
switch(es). The pulse width of this output is 280ns. 
Typically, a pulse transformer is used to couple the short 
sampling pulses at DRVS to the floating sampling 
switch (es). 

ENABLE: Logic input which turns off the outputs when 
low. 

FSO, FS1: Frequency select pins for determining the dif
ference frequency between primary and secondary 
pulses under normal operation. These pins can be hard
wired to GND or VDD to get one of the available output 
frequencies (20,25 and 50 Hz). See Table 1 in the spec 
table. 

GND: Reference point for all the internal voltages and 
common return for the device. 

OFFHOOK: Output indicating the off-hook condition. This 
signal can be used by an externaJ circuit to switch to a 
line from the ring generator output to the DC voltage. 

OHD: Off-Hook Detect. Voltage proportional to output 
current DC level is fed into this pin and compared to an 
internal threshold of 300mV. If the threshold is exceeded, 
the OFFHOOK output goes high. 

PGND: Return point for the output drivers. Connect to 
GND at a single point in the circuit. 

VDD: Internal regulated 5V supply. This voltage is used 
to power all the internal precision circuits of the IC. This 
pin needs to be bypassed to GND with ceramic capacitor. 

VS12: External 12V power supply for the IC. Powers 
VDD and provides voltage for the output drivers. 

XTAL1, XTAL2: Pins for connecting precision Crystal to 
attain the accurate output frequencies. An external 
square-wave pulse can also be applied to XTAL2 if 
XTAL 1 is tied to VDD/2. 
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BLOCK DIAGRAM 

UCC2752 
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APPLICATION INFORMATION 
Power Stage Operation stress of 01 and 02. Transformer turns ratio is 
The power stage used for the UCC3752 application has determined by the output voltage requirements. On the 
two distinct switching circuits which together produce the secondary side, the high frequency waveform is sampled 
required low frequency signal on the output. The primary at a predetermined frequency (e.g. 89.469 kHz) which dif
side switching circuit consists of a current fed push-pull fers from the primary switching frequency by the desired 
resonant circuit that generates the high frequency sinu- output frequency (e.g. 20 Hz). The sampling is accom
soidal waveform across the transformer winding. The plished using a bi-directional switching circuit as shown in 
operation of this type of circuit is extensively covered in Figure 1 and Figure 2. Figure 1 shows the sampling 
Unitrode Application notes U-141 and U-148. Resonant mechanism consisting of two back-to-back FET switches 
components CR1, CR2, LR, N should be chosen so that allowing current flow in both directions. The sampling can 
the primary and secondary resonances are well also be done with a single active switch and a full-bridge 
matched. Also, for the UCC3752 operation, switching rectifier as shown in Fig. 2. The DRVS pin of the 
frequency is fixed by crystal selection. So, the resonant UCC3752 provides the drive signal for the sampling 
components must be selected to yield a resonant fre- switch(es) and this signal is coupled through a pulse 
quency close enough to the switching frequency to get a transformer. Typical pulsewidth of the sampling signal is 
low distortion sine-wave. Practically, since it is impossi- 280nS. As a result of sampling, the resultant output sig
ble to get an exact match between the two frequencies, nal matches the secondary voltage in amplitude and has 
the switching frequency should always be higher than a low output frequency desired for ring generation. 
the resonant frequency to ensure low distortion and take The secondary winding of the power transformer also has 
advantage of ZVT operation. Switches 01 and 02 are a tap (or a separate winding) to generate a loosely regu
pulsed at 50% duty cycle at the switching frequency lated DC voltage. This DC voltage can be used to offset 
(89.489 kHz) determined by a crystal (3.579545 MHz) the ring generator output. It an also be used as a power 
connected to the UCC3752. The input voltage for the supply for supplying talk battery voltage in some applica
resonant stage (typically 12V) determines the voltage tions. 
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APPLICATION INFORMATION (cont.) 

TO TRANSFORMER 

J 

TO OUTPUT 

Figure 1. Sampling circuit with two FETs. 
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Figure 2. Sampling circuit with single FET and 
full-bridge rectifier. 
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~UNITRODE 
UCC1926 
UCC2926 
UCC3926 

+ 20A Integrated Current Sensor 
FEATURES 
• Integral Non-inductive Current Sense 

Element with Internal Kelvin 
Connections 

• 20A Current Rating 

• Bi-directional, High Side or Low Side 
Sensing 

• Internal Temperature Nulling Circuitry 
for Current Sense Element and 
Amplifier 

• Logic Compatible Current Direction 
Status Output 

• Low Offset, Chopper Stabilized 
Current Sense Amplifier 

• Uncommitted Amplifier with User 
Programmable Gain 

• Overcurrent Indication with User 
Programmable Threshold 

DESCRIPTION 
The UCC3926 Current Sensor IC contains a wideband, transimpedance 
amplifier for converting the current through an internal, non-inductive 
1.3mO shunt resistor into a proportional voltage. The sense element oper
ates in both high-side (VDD referenced) and low-side (GND referenced) 
applications. 

The UCC3926 can measure currents up to ±20A. This transimpedance 
amplifier gain is precisely trimmed to 33.3mO to convert a 15A input into a 
500mV output signal. It has a very low input offset voltage chop
per-stabilization. A cross-switching block rectifies the 
ing the differential output, AOP positive with respect to 
output, AON. SIGN indicates the polarity of 

SIGN 
COMPARATOR 

SIGN 

AOP 

f-------112 AON 

rm = 33.3mn 

CROSS 
SWITCH 

OUT 

oc 

~ OVER CURRENT I 
GND + ~ COMPARATOR i 

L ____________________________________ ~ UDG·97139-1 
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ABSOLUTE MAXIMUM RATINGS 
Input Sense Current (liN) ......................... ± 20A 
Supply Voltage, VDD ............................ 14.5V 
Inrush Current, 50ILS ............................ ±100A 
Input Voltage Range (CSP, CSN) ........... -Q.2V to 14.5V 
CSP, CSN, Common Mode Range 

(referenced to GND) ......................... ± 200mV 
CSP, CSN, Common Mode Range 

(referenced to Voo) .......................... ± 200mV 
Shunt Resistance ............................. 2.25mil 
Storage Temperature .................... -65°C to 150°C 
Junction Temperature .................... -55°C to 150°C 
Lead Temperature (Soldering, 10sec.) .............. 300°C 

Currents are positive into, negative out of the specified termi
nal. Consult Packaging Section of Databook for thermallimita
tions and considerations of packages. 

ORDERING INFORMATION 

TEMPERATURE RANGE PACKAGES 

UCC1926 - 55°C to +125°C DS 

UCC2926 - 40°C to +85°C DS 

UCC3926 O°C to +70°C DS 

CONNECTION DIAGRAM 

SOIC-16 (Top View) 
OS Package 

CSP 

CSP 

CSP 

GND 

AOP 

SIGN 

NI 

INV 

CSN 

VDD 

UCC1926 
UCC2926 
UCC3926 

OC 

OCREF 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these specifications apply for Voo = 4.8V; all temperature 
ranees an dT T A= J. 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 
Supply Section 

VDD 4.8 14 V 
Ivoo 3.8 6 mA 

Transimpedance Amplifier Section 
AOP-AON liN = 15A, VDD = 10V, 25°C 490 500 510 mV 

IrN = 15A VDD = 10V O°C to +70°C 485 500 515 mV 
IrN = 15A VDD = 10V -40°C to +85°C 460 500 540 mV 
lIiIL= 15A VDD = 10V -55°C to +125°C 410 500 590 mV 

Quiescent Output Voltage (AOP AON) IIN~O 1.0 V 
Quiescent Differential Voltage (AOP - liN = 0, Measure AC Peak to Peak 0 20 mV 
AON) 
Bandwidth (Note 1) 20 40 MHz 
Outj)ut Impedance 350 500 il 
Shunt Resistance CSPtoCSN 1.3 mil 
PSRR VDD = 4.8V to 10V 45 dB 

VDD = 10V to 14V 25 dB 
Temperature Coefficient (Note 1) -200 200 ppml"C 

Sign Comparator Section 
VOH VDD - SIGN CSP=1A 1""r.N=-100uA.CSN=OV 0.2 0.4 V 
VOL SIGN CSP = -1A ISIGN = 1001lA, CSN = OV 0.2 0.4 V 
IrH Threshold Ramp CSP CSN = OV 400 600 mA 
Irl Threshold Ramp CSP CSN = OV -400 -600 mA 

Programmable Amplifier Section 

AVOl 60 70 dB 
GBW At 200kHz 6 13 MHz 
VIO VIN - 0.5V 1.5V 2.5V -9 9 mV 
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UCC1926 
UCC2926 
UCC3926 

ELECTRICAL CHARACTERISTICS: Unless otherwise stated, these specifications apply for Voo = 4.8V; all temperature 
ranQes and TA = TJ. 

PARAMETER TEST CONDITIONS MIN TYP MAX UNITS 
Programmable Amplifier Section (cont.) 

PSRR Vnn = 4.8V to 10V 60 dB 
Yon = 10V to 14V 60 dB 

Common Mode Input Range 0.5 2.5 V 
hB, Input Bias Current (NI, INV) -100 -350 nA 

Pro~rammable Amplifier Section (cont.) 
ho Input Offset Current 20 350 nA 
VOL INV - NI = 20mV 10 = OuA 100 200 mV 

INV - NI = 20mV, 10 = 200uA 150 300 mV 
VOH NI-INV = 20mV 10 = -200~A, (VDD - OUT) 1.2 2 V 
VOH Clamp NI-INV = 20mV VDD = 14V 6 7 8 V 
10L OUT = 1.5V 1 3.5 mA 
10H OUT = 1.5V -250 -325 mA 

Overcurrent Comparator Section 
OC Comp Threshold OCREF=2V 2.00 2.05 V 
Common Mode Range (Note 1) 0.1 VOD- V 

2 
Hysteresis 20 40 60 mV 
VOL (OCREF - OUT) = 100mV, lac = 100uA 0.2 0.4 V 
VOH VDD-OC (OUT - OCREF) = 100mV lac = -1 OOuA 0.2 0.4 V 
Pro~agation Dela\, (OUT - OCREF) = ± 100mV 90 175 ns 

Note 1: Guaranteed by design. Not 100% tested in prodcution. 

PIN DESCRIPTIONS 
AOP: Positive output of the converted current signal. 
Voltage from AOP to AON is the absolute value of the 
transimpedance amplifier output. AOP may show some 
"chopping" noise. The differential to single-ended 
conversion removes the common-mode noise between 
AOP and AON.Some high frequency filtering of AOP to 
GND can reduce the fast transient spikes. The output 
stage of AOP is shown in Figure 1. 

AON: Negative output of the converted current signal. 
Voltage from AOP to AON is the absolute value of the 
transimpedance amplifier output. AON may show some 
"chopping" noise. The differential to single-ended 
conversion removes the common-mode noise between 
AOP and AON. Some high frequency filtering of AON to 
GND can reduce the fast transient spikes. Note that AON 
is above GND voltage. The output stage of AON is 
shown in Figure 1. 

CSN: Input connection to one end of the internal current 
sense shunt resistor. Nominal resistance from CSP to 
CSN is 1.3mn. The current shunt has a nominal 
temperature coefficient of 3530 ppm/oC. The 
temperature adjusted autozero gain is designed to 
cancel this temp co. effect. CSN may be referenced to 

GND for low side senSing or to VDD for high side 
sensing. CSP - CSN may vary from ±75mV from either 
GND or VDD. Current into CSN is defined as negative. 

CSP: Input connection to the other end of the internal 
current sense shunt resistor. Nominal resistance from 
CSP to CSN is 1.3mW. The current shunt has a nominal 
temperature coefficient of 3530 ppm/oC. The 
temperature adjusted autozero gain should cancel this 
temp co. effect. CSP may be referenced to GND for low 
side sensing or to VDD for high side sensing. CSP -
CSN may vary from ±75mV from either GND or VDD. 
Current into CSP is defined as positive. 

VDD 

! 

15K 

100 

CROSS SWITCH 
IMPEDANCE 

/ AOP,AON 

Figure 1. AOP and AON output stage. 
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PIN DESCRIPTIONS (cont.). 
GND: This pin is the retum point for all device currents. 

INV: Negative input to the programmable amplifier to 
provide differential to single-ended signal conversion. 

NI: Positive input to the programmable amplifier to 
provide differential to single-ended signal conversion. 

OC: Overcurrent comparator output. When OUT is 
greater than OCREF, OC switches high. The OC 
comparator has a typical hysteresis of 25mV. 

OCREF: The reference pin of overcurrent comparator for 
setting overcurrent threshold voltage. 

OUT: Output of the programmable amplifier intended to 
provide differential to single-ended signal conversion of 
the transimpedance amplifier's outputs. 

TYPICAL CHARACTERISTICS CURVES 

700 

600 

500 

5' 
.Eo 400 
~ 
~ 300 
0 

200 

100 

0 
·20 ·15 ·10 ·5 0 5 10 15 20 

INPUT CURRENT [A] 

Figure 2. Differential output voltage (AOP-AON) vs. 
input current (I/NJ. 

~o ,--------------,,--------------, 

600 

:[580 
w 
~ 560 

g 540 

~ 
~ 520 
o 
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500 I·····----=.;;;;;;;:.;:::=: 

·75 ·50 ·25 0 25 50 75 100 125 
TEMPERATURE [·C] 

Figure 4. Differential output voltage (AOP - AON) vs. 
VDD and temperature. 

UCC1926 
UCC2926 
UCC3926 

Use this opamp to establish overall gain and nominal 
zero current reference voltage. This amplifier may be 
configured with a gain of one or more. Any non-common 
mode "chopping" noise between AOP and AON will show 
up at OUT. Some filtering of OUT may improve the appli
cation's performance. 

SIGN: Sign comparator output, SIGN also controls the 
analog switches in the cross-switching block to keep 
AOP greater than AON. At currents near zero amps, the 
sign comparator may switch from "chopping" noise from 
the transimpedance amplifier. 

VDD: VDD is the power input connection for this device. 
Its input range is from 4.8V to 14V. Bypass to GND using 
good quality ceramic capacitors. 

1.4 , ...........•...............•............................................... , ...• - .................•.............................................•. 

2: 1.3 
w 
~ 1.2 
!::i 
g 1.1 

~ 1 

§ 
~ 0.9 

w ill 0.8 

a 0.7 

0.6 t-----'-~--~--,----+---__._----,-----,----j 
~ ~ _ 0 ~ 50 ~ 100 1~ 

TEMPERATURE [·C] 

Figure 3. Quiescent AOP, AON output voltage vs. 
temperature. 
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Figure 5. Typical shunt resistance vs. temperature. 
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LAB EVALUATION CIRCUIT 
The circuit shown uses a pulse generator to switch cur
rents while observing the analog voltage of the sensed 
current. A four position switch can be used to experiment 

+10V 

UCC1926 
UCC2926 
UCC3926 

with different gain settings for the programmable ampli
fier. The OCREF voltage and the NI DC bias voltage can 
be adjusted with 1 kQ potentiometers to offset the ampli
fier output and set the overcurrent comparator threshold. 

10kQ 

,-------------------------------
r---~~------~13 

+5V 

~-----------------------------~ 

UNITRODE CORPORATION 
7 CONTINENTAL BLVD. - MERRIMACK. NH 03054 
TEL. (603) 424·2410' FAX (603) 424·3460 
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~UNITRODE 
UCC5950 

10-Bit Serial Of A Converter 
FEATURES DESCRIPTION 

• 10 Bit Resolution 

• 1.11J.S Output Rise Time 

• 2.51J.S Settling Time to 1 % 

• Single +5V Supply 

• Monotonic 

• Low Power Sleep Mode 

• Three-wire Serial Interface 

• 20M Hz Data Rate 

• 8 Pin SOIC and OIL Package 

The UCC5950 is a self-contained, microprocessor-compatible 10-bit D/A con
verter. It contains all of the functions required to take data directly from a three
wire serial data bus and convert it to a precise voltage, including: an input shift 
register, data latches, a precision voltage reference, a precision 10-bit digital to 
analog converter, and an output buffer amplifier. 

The serial data interface is capable of clock frequencies as high as 20M Hz, al
lowing update rates as high as two words per microsecond. The UCC5950 ac
cepts commands encoded as 2's-complement binary. 

The data converter in the UCC5950 is inherently monotonic, making this part 
ideal for use in closed-loop servo control systems as well as open-loop data 
conversion. The UCC5950 uses a unique segmented data converter which of
fers differential linearity better than 1 LSB, integral linearity better than 2 LSB, 
and fast conversion. 

BLOCK DIAGRAM 

2/95 

,--------------------------------, 
I I 

SLEEP 3r---------------~ 2.15V 

R 1.1V 

I 
I 

2R I 
I 
I 

REF 
OUT 

DAC 
OUT 

",,<:---...,$ v DD 

I 

rl GND 

""'='" I 

---------------------~ 
SLOD SCLK SOlO 

9-48 

UDG·95034 



ABSOLUTE MAXIMUM RATINGS 
VDD Supply Voltage. . . . . . . . . . . . . . . . . . . . . . . . . . . . .. 6.5V 
Input Voltage, Any Input. . . . . . . . . . . . . . . -Q.3V to VDD+0.3V 
Output Current, Any Output. . . . . . . . . . . . . . . . . . . . . .. ±5mA 
Operating Temperature . . . . . . . . . . . . . . . .. -55°C to + 150°C 
Storage Temperature. . . . . . . . . . . . . . . . . .. -65°C to + 150°C 
Lead Temperature .............................. 300°C 
All voltages with respect to GND. All currents are positive into, 
negative out of, the specified terminal. Consult Packaging Sec
tion of Databook for thermal limitations and considerations of 
packages. 

CONNECTION DIAGRAM 

IL-8, SOIC-8 (Top View) 
or J, D Package 

REF OUT 

GND 

SLEEP 

SLOD 

UCC5950 

DACOUT 

VDD 

SDIO 

SCLK 

ELECTRICAL CHARACTERISTICS Unless otherwise stated, all specifications apply for 4.5V < VDD < 5.5V, REFOUT 
Load < 100pF, DACOUT Load < 100pF, O°C < TA < +70°C, and TA = TJ. 

PARAMETER TEST CONDITIONS MIN. TYP. MAX. 

OVERALL SECTION 

Supply Current SLEEP=OV 1.5 5 

Supply Current SLEEP=5V 0.1 10 

REFERENCE SECTION 

REFOUT Output Voltage 2.10 2.15 2.20 

REFOUT Change with VDD 4.5V < VDD < 5.5V 1 10 

REFOUT Change with Load -1mA < IREFOUT < 1mA 1 10 

D/ASECTION 

Integral Nonlinearity (Note 1) 2 

Differential Nonlinearity 1 

Full Scale Difference from 1.4924 x REF -8 8 

Zero Scale Difference from 0.5089 x REF -8 8 

DACOUT Full Scale Rise/Fall Time From 10% to 90% of swing (Note 4) 0.7 1.1 

DACOUT Full Scale Settling Time (TS) (Note 2, 3, 4) 1.4 2.5 

DACOUT Change with VDD 4.5V < VDD < 5.5V 1.5 10 

DACOUT Change with Load -1mA < IOACOUT < 1mA 1.2 10 

LOGIC SECTION 

Logic Input Threshold 1.5 2.5 3.5 

Logic Input Current OV < VIN <VDD 5 

Logic Input Capacitance (Note 4) 2.7 10 

SLOD Setup Time to SCLK low (TSLS) (Note 4) 50 

SLOD Hold Time from SCLK high (TSLH) From 10TH SCLK high (Note 4) 50 

SDIO Setup Time to SCLK high (TDS) (Note 4) 15 

SDIO Hold Time from SCLK high (TDH) (Note 4) 7 

Note 1: Integral nonlinearity is defined as the worst deviation of the converter output from the best-fit straight line through 
all converter output codes. 

Note 2: From 10TH Rising Edge of SCLK. 
Note 3: Settling time is to 1 % offinal value. 
Note 4: Guaranteed by design. Not 100% tested in production. 
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TYPICAL CHARACTERISTICS 

REFOUT vs Temperature 
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Supply Current vs Temperature 
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PIN DESCRIPTIONS 
OACOUT: The output of the 10-bit D/A Converter. For 
best settling time, minimize load capacitance. 

DACOUT will go to a voltage between 1.094V and 
3.208V depending on the digital code loaded into the 
latches. The digital code follows this pattern: 

InoutCode Tvoical DACOUT Sjgnificance 
1000000000 1.094V Zero Scale 
1000000001 1.096V 
1000000010 1.098V 

... 
1111111111 2.151V 
0000000000 2.153V MidScale 
0000000001 2.155V 

... 
0111111110 3.206V 
0111111111 3.208V Full Scale 

GNO: All signals are referenced to GND. 

REFOUT: The output of the temperature-compensated 
2.15V reference. DO NOT BYPASS REFOUT! For best 
stability and transient response, minimize capacitance on 
REFOUT. 

UCC5950 

SCLK: Data is clocked into the D/A after SLOD goes low 
on rising edges of SCLK. After 10 rising edges of SCLK, 
the data is latched into the D/A output register and the 
output is updated. Further clock signals on SCLK are ig
nored until SLOD initiates a new read cycle. 

SOlO: After SLOD goes low, data is clocked into the D/A 
from the sOia input, on rising edges of SCLK, LSB first. 
After 10 rising edges, data is latched and converted, and 
further SCLK and sOia information is ignored. 

SLEEP: SLEEP is the power-down input to the D/A. In 
systems not requiring this function, wire SLEEP to GND. 

SLOO: SLOD is the chip-select input to the UCC5950. 
SLOD going low selects the D/A and enables clocking of 
data from sOia into the D/A. After 10 SCLK pulses, the 
D/A is updated and SLOD is ignored until SLOD goes 
high and again goes low. 

VOO: All analog and digital functions are powered from 
VDD. VDD should be a well-regulated supply to minimize 
output variations. Bypass VDD to GND with a ceramic ca
pacitor very close to the UCC5950. 

SERIAL DATA INTERFACE TIMING AND LOGIC TABLE 

SLOO 

SCLK 

sOia 

~----~%~----~I 
I 

I 
TSLS1 ~ ~TPER~ ~TSLH---1 

TDS+++TDH I 

OACOUT _______ ~~\~-------:I:-----------I 
~ T8-----1 

SLOD Internal Flag SCLK 

1 1 don't care 

0 0 rising edge 

0 0 rising edge 

0 1 don't care 

UNITRODE CORPORATION 
7 CONTINENTAL BLVD .• MERRIMACK, NH 03054 
TEL. (603) 424-2410 • FAX (603) 424-3460 

SDIO Internal Count Action 

don't care 0 no action 

OATA <10 Shift In DATA 

DATA 10 Latch New DATA 

Set Internal Flag 
Reset Count 

don't care 0 no action 
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Lamp Ignitor Circuit 

by Ron Fiorello 

Both Fluorescent and HID lamps are becoming 
increasingly more popular due to their luminous 
efficiency and quality of the light output. These 
types of lamps, although they have many advan
tages over incandescent lamps, have more de
manding starting requirements. This design note 
briefly describes a few different types of possible 
ignitor circuits and is not meant to be a complete 
description of all the possible circuit configura
tions. 

Fluorescent Lamp Ignitor Circuit 

The ignitor circuit shown in Figure 1 is typically 
used to start conventional Fluorescent lamps 
powered by an electronic ballast. Capacitor C 

Cl LAMP 

Ll L2 r 
UOG-96225 

Figure 1. 

charges upon application of the input voltage 
causing the trigger circuit to close switch S2 
(where S1 and S2 are typically the power 
switches in a half bridge converter). This allows 
the series resonant circuit consisting of L 1 and 
C1 to provide the high voltage (typically 500V) to 
ignite the lamp. Once the lamp has been lit, the 
trigger circuit is disabled. The trigger element is 
usually some type of semiconductor switch such 
asa DIAC. 

1/97 
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Parallel Ignitor Circuit 

The circuit in Figure 2 is a simple parallel ignitor 
circuit for a gas discharge lamp. The trigger cir-

L1 

BALLAST LAMP 

UOG-96226 

Figure 2. 
cuit, which is usually part of the lamp, will repeti
tively trigger in order to generate the necessary 
voltage pulses to ignite the lamp. The pulses are 
due to the storage of energy in tl:\e inductor when 
the switch S1 turns on. The obvious advantage 
of this circuit is its simplicity since it consists of 
only two elements, an inductor and switch. Al
though a simple bimetal switch could be used, 
the disadvantage of the circuit is that the switch 
would need to be located in or near the lamp. 

Series Ignitor Circuit for HID Lamp 

The circuit in Figure 3 is typically used to ignite 
gas discharge lamps. The trigger circuit drives 

BALLAST LAMP 

UDG-96227 

Figure 3. 
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the primary of a pulse transformer inducing a 
high voltage on the lamp electrodes. The main 
advantage of this series ignitor circuit is that the 
ballast is not exposed to the high voltage tran
sients generated from the ignitor. The main dis
advantage, which is true for most ignitor circuits, 
is that it should be located as close as possible 
to the lamp in order to minimize the parasitic ef
fects of wiring. This effect could have significant 
impact on the rise time of the voltage pulse deliv
ered to the lamp, increasing the chances of a no 
light condition. Methods for reducing the inter
winding capacitance of the transformer must be 
used in order to reduce this parasitic element. 
The necessary voltages required to ignite HID 
lamps vary from lamp to lamp and manufacturer 
to manufacturer, but are usually between 5kV 
and 25kV for short arc lamp and 20kV to 50kV 
for long arc lamps. 

The circuit in Figure 4 shows a HID ballast out
put stage driving a full bridge power stage for an 
AC lamp. Upon application of power to the out-

HID 

BAl.LAST 

Figure 4. 

lJHSl 
~ 

ULsl 
--~ 

UCG·96228 

put stage of the ballast, before the lamp is lit, 01 
and 04 are turned on and held on until such time 
that lamp ignition has occurred. It is sometimes 
necessary to hold 01 and 04 on even after igni
tion occurs until the arc discharge is fully estab
lished. During this time, C1 is allowed to charge 
up to predetermined level set by the threshold 
voltage of the switch S1. S1 must be capable of 
switching significant current in a short period of 
time (typically hundreds of amps in a fraction of 
a microsecond). This high current capability is 
necessary to get the arc discharge to form prop-
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erly on the tips of the electrodes of the lamp. 
Once the arc discharge has occurred, the ignitor 
circuit is rendered inactive because the lamp im
pedance will drop drastically and the capacitor 
voltage will never reach the threshold level of the 
switch. 

Assume, for instance, that the threshold voltage 
of S1 is 400V. C1 will be allowed to charge up to 
400V before an ignition pulse occurs. This as
sumes that the open circuit output voltage of the 
ballast is limited to 600V before ignition of the 
lamp. The energy stored in the capacitor is 
(1/2)CV2 . Assuming a lossless switch for S1, all 
energy stored in C1 is then dumped into the 
transformer primary winding inductance. The pri
mary inductance required to support this energy 
can be determined using the above assumption 
from: 

(1;2) • C1V2 = (1;2) • Lpl2 

The turns ratio from primary to secondary of T1 
can be found based on the ignition voltage of the 
lamp. If the pulse transformer were ideal then all 
of the energy stored in the capacitor would be 
transferred to the lamp electrodes. We know, 
however, that this is not the case. Depending on 
the winding method used for the transformer, 
there can be significant energy lost to the inter
winding capacitance. Because of this, it is nec
essary to take precautions to minimize this 
element. Usually a turns ratio 25% to 50% higher 
then that calculated is required to generate the 
necessary voltage on the secondary since it will 
not be possible to eliminate this capacitance en
tirely. 

Care must be taken in choosing the secondary 
ignitor inductance since it is in series with the 
lamp and is being excited with an AC voltage. 
Too large an inductance will reduce the excita
tion voltage to the lamp. Luckily the excitation 
frequency of this voltage is typically between 
200Hz and 1000Hz so the AC impedance can be 
kept to a minimum with a fairly large inductance 
value. The secondary inductance also provides 
some beneficial filtering of the current seen by 
the lamp. This filtering helps reduce the chance 
of acoustic resonances being excited in the arc 
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tube by the switching frequency current ripple of 
the ballast. These resonances. can cause prob
lems with the lamp optics as well as lead to de
struction of the lamp if left unchecked. Because 
of this, AC HID.lamps are typically driven with a 
low frequency square wave current. 

UNITRODE CORPORATION 
7 CONTINENTAL BLVD .• MERRIMACK, NH 03054 
TEL. (603) 424-2410. FAX (603) 424-3460 
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UCC3750 Demonstration Board Operating Guidelines 

by Dhaval Dalal 

The UCC3750 demonstration board is designed to 
illustrate a typical ring generator application using 
the UCC3750. It is designed to provide a 20Hz, 85V 
RMS output for loads up to 10 -15 REN with no off
set voltage. Accompanying schematics and parts 
list provide details of the circuit. 

To ensure proper operation, apply +5V between 
VDD and GND inputs. The circuit draws about 45 
rnA of current and a sinusoidal output of 1Vpp (cen
tered around 3V) should appear at pin 9 of the 
UCC3750. The frequency of the sinusoid is set by 
the DIP switches(SW1). With S1 and S2 in the ON 
(down) position, a 20Hz signal is obtained. With 
other settings of these switches (as per datasheet 
information), other frequencies can be obtained. 
Please note that it can take about 3 seconds for the 
crystal oscillator to stabilize after power-up or a 
change in setting. 

The power stage can be evaluated by applying the 
input voltage (40V - 60V) across VIN and RTN. The 
VB terminal should be connected to GND for zero 
offset. For true isolation, the input voltage return 
and VDD ground should be separate. The output 
voltage can be observed (and load connected) 
across terminals labeled VOUT and GND. 

Reference Part NumberlType DeSignator 

CR1 BYV99 

CR2, CR3 BYV26C 

CR4 Short wI iumper 

CR5 - CR12 1N5818 

01 IRF640 

02 MTP2P50 

03 IRF840 

04 2N7001 

05 2N5457 

06 MPSA06 

The AC current limit for the board is presently dis
abled by shorting pins 13 and 14. It can be set at 
150mA by removing the short. In an AC limit con
dition, the sine-wave reference is attenuated and 
the output AC level goes down for 5 cycles. How
ever, there can be a transient overshoot that can 
make the output temporarily saturate before the 
current limit sets in. The DC limit is set for +1-500 
rnA and is sufficient for most situations. The AC 
limit circuit is noise sensitive and needs proper fil
tering if it is enabled. Based on the value of R8, 
C24 should be chosen to introduce a pole just 
above the ring frequency in order to minimize any 
high frequency noise. Also, introducing a scope 
probe at pin 13 can cause the circuit to go into AC 
limit. 

For different output voltage levels and offset re
quirements, values of R10-R15 will need to be 
changed along with the compensation. -48V op
eration based on the VB input may necessitate 
higher values of C16 and a smaller R15. Please 
refer to the applications section of the datasheet 
for further information. With certain capacitive 
loads, the output voltage waveform can see distor
tion in modes 2 and 4. This distortion can be mini
mized by using a transformer with lower 
magnetizing inductance (with the associated pen
alty of higher peak currents). 

Manufacturer Part Description 

Philips 

Philips 600V,1A,30ns 

Diodes, Inc. 30V, 1 A Schottky 

IR 200V, 0.180 

Motorola 500V, p-channel 

IR 500V, 0.850 

Diodes Inc. 60V, 1.20 

National n-channel JFET 

National npn - 80V, 50mA 

Table 1. UCC3750 Demonstration Board Parts List 

7/97 
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Reference Part NumberfType Manufacturer Part Description Designator 

C1,C2 HFS series, Aluminum Panasonic 1001J,F,63V 

C3 Film Panasonic 0.1IlF,50V 

C4 ECQ·E(F) Panasonic l1J,F,250V 

C5,C9 Film Panasonic 0.47IJ,F, 50V 

C6 Film Panasonic 0.1IJ,F,50V 

C7 Ceramic Panasonic 470 pF, 63V 

C8 Film Panasonic 11lF,50V 

Cl0,C16 CeramicfTantalum Panasonic 2.2IJ,F, 50V/25V 

Cll, C12 Ceramic Panasonic 0.22J.1F,50V 

C13 Ceramic Panasonic 11J,F,63V 

C14 Ceramic Panasonic 1000pF,50V 

C15 Omit 

C17 Film Panasonic 0.047IlF, 50V 

C18 KA Series· Aluminum Panasonic 221lF,16V 

C19 KA Series· Aluminum Panasonic 100IlF, l6V 

C20, C21 Omit (short} 00 

C22 Ceramic Panasonic 1nF, 500V, 10% 

C23 Film Panasonic 0.47IJ,F, 63V 

C24 Ceramic Panasonic 3.3nF,50V 

T1 CTX08-13484-X1 Coiltronics Power Transformer 

T2 CTX08-13619-X1 Coiltronics Gate Drive 
Transformer 

U1 UCC3750N Unitrode 

R1,R2,R6,R18,R25 10k 

R3,R16,R17,R23 4.70 

R4 16.2k 

R5 30.1k 

R7 100k 

R8 O.Ok 

R9 1O,lW 

R10 200k 

R11, R20, R21 1M 

R12 3.32k 

R13 61.9k 

R14 374k 

R15 15k 

R19 Not used 

R22 1k 

R24 Omitted 

R26 560k 

Table 1. UCC3750 Demonstration Board Parts List (continued) 
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UCC3926DS ± 20A Integrated Current Sensor, Evaluation Board and List of Materials 
By Phil Cooke 

INTRODUCTION 

The UCC3926 integrates a current sense element 
and differential amplifier into a single device and 
may be evaluated with this demonstration board. 
The current sense element is essentially 
non-inductive and is implemented as an integral 
part of an integrated circuit lead frame with only 
1.3mil of resistance. All necessary voltage amplifi
cation is accomplished using a chopper stabilized 
transimpedance amplifier with Kelvin sense leads. 
A second uncommitted, user configurable, opera
tional error amplifier provides common mode filter
ing and programmable voltage gain from the 
chopper amplifier stage. Over current indication is 
provided by an over current comparator with an ad
justable threshold. Since the transimpedance am
plifier provides the absolute value of the current, 
polarity is indicated by a sign comparator output, 
see Fig. 1. 

OPERATING GUIDELINES 

As shown in Fig. 2 the current sense terminals of 
the demonstration board are labeled CSP (TB1) 
and CSN (TB2) which connect to the external sys
tem in which current is to be measured. Shorting 
jumper J1 allows low side, GND referenced, cur
rent sensing. Similarly shorting jumper J2 allows 
high side, VDD referenced, current sensing. Only 
one jumper should be used, either J1 or J2, other
wise VDD is shorted to GND. Note that the operat
ing common mode range of CSP and CSN is either 
VDD ±75mV or GND ±75mV. External power is 
supplied through connector TB3. Zener diode D1 
provides a 4.3V reference for the multitum pots 
R10 and R12. 

The programmable amplifier gain is configured by 
selecting resistors R1, R2, R3, R4 (optional), R5, 
and R6 (optional). The gain is preset to one by us-

�-------------------

1 
VDD 

CSP 

CSP 

CSP 

CSN 

CSN 

CSN 

NI 

OCREF 

GND 

INTEGRATED 
CURRENT 

SHUNT 

IMAX =20A 

rm=33.3mQ 

SIGN 
COMPARATOR 

r-------------------~+ 

PROGRAMMABLE 
AMPLIFIER 

1 

1 

OVERCURRENT 1 
4 COMPARATOR 

1 - 1 
--~---------- ______ I 

Figure 1. UCC3926 Block diagram. 
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00 TB2 

DN-91 

1----- - - - -- - --, 
I I 

1 CSP 

TP1 o---~----~----~ 

R2 

C2 

R5 

Figure 2. UCC3926 evaluation board schematic. 

ing R1=R2=R3=R5=5.9kn. It is prudent to use val
ues below 10ka to minimize noise coupling into 
the differential amplifier. C1 provides a high fre
quency noise pole which helps to reduce any dif
ferential mode chopper noise. Another optional 
capacitor, C2, filters spikes between AOP and 
AON. A non-inverting bias voltage can be used to 
offset the output of the programmable differential 
amplifier using R10. 

The over current reference is set to the highest de
sired voltage as measured at pin 9 (OUT) by ad
justing R12. Turning this pot counterclockwise 
(CCW) increases the OCREF voltage which in
creases the current limit level. The exact value de-

R9 

VDD 

R11 

ccw 
R12 +--+ .. -<: 

UDG-98094-1 

pends on the external gain used for the 
programmable amplifier in the application and is 
easily calculated by referring to Fig. 2 with the ap
propriate component value substitutions. 

In normal operation there is some common mode, 
square-wave chopping, that is observed at AOP 
and AON with respect to GND. This is to be ex
pected and the purpose of the differential amplifier 
stage is to reject this noise and transform the sig
nal to GND reference. 

For more complete information, pin descriptions and 
speCifications for the UCC3926 ± 20A Integrated Current 
Sensor, please refer to the UCC3926 data sheet or con
tact your Unitrode Field Applications Engineer at 
(603) 424-2410. 
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Table 1. UCC3831 evaluation board list of materials. 

Reference Description 
Designator 

A1,A2,A3 A4 AS,A6 S.90kQ 0603, 1/16W, ±1% 
A7AS 412n 1206, 1/SW, +1% 
A9 A11 1kn OSOS,1/10W +1% 
A10,A12 1 kn Multitum Pot Cermet Thru Hole 
C1 C2 100pF, SOV, 0603, NPO ±S% 
C3 1Qllf 16V, 3.Smm x 2.Smm Tantalum 
C4,CS,C6 0.027uF, SOV OSOS, X7A, ± 10% 
D1 4.3V SOD123, 410mW Zener 
J1,J2 Shortina Jumper Thru Hole 
U1 ± 20A Integrated Current Sensor 

UNITRODE CORPORATION 
7 CONTINENTAL BLVD .• MERRIMACK, NH 03054 
TEL. (603) 424-2410' FAX (603) 424·3460 
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Manufacturer 

Panasonic, Digik~ 
Panasonic Digikev 
Panasonic, Digikey 
Boums, Diaikev 
Xicon, Mouser 
Panasonic Diaikev 
Xicon, Mouser 
Liteon Digikey 
3M, Diaikev 
Unitrode 

DN-91 

Part Number 

PS.90KHCT-ND 
P412FCT-ND 
P1.00KCCT-ND 
3296Y -1 02-ND 
140-CCS04N101J 
PCS3106CT-ND 
140-CCS01 B273K 
BZTS2-C4V3DICT-ND 
9299S0-00-ND 
UCC3926DS 



UNITRODE CORPORATION APPLICATION NOTE U-161 

POWERING A 3SW DC METAL HALIDE HIGH INTENSITY DISCHARGE (HID) 
LAMP USING THE UCC330S HID LAMP CONTROLLER 

by Ron Fiorello 

Unitrode Corporation 

ABSTRACT 

High Intensity Discharge (HID) metal halide lamps are being used in more and more applications where 
lamp color, long life and efficiency are important. From automotive and industrial lighting to theatrical and 
stage lighting, HID promises to be the light of the future. HID lamps offer many advantages over many 
other types of discharge lamps because of their luminous efficiency (their ability to convert electrical power 
to visible light) and the color of the light output is closer to an ideal source (the sun) then other types of 
discharge lamps i.e.; low pressure sodium, high pressure sodium etc. 

The purpose of this application note is to demonstrate the use of the UCC3305 HID lamp controller IC. 
Information is presented on a design example to help the user better understand all of the controllers many 
features. 

INTRODUCTION 

The following section specifies typical design 
requirements necessary of an HID ballast which 
would be powering a DC headlamp in an automotive 
application. The headlamp used in this application is 
a 35W DC metal halide lamp manufactured by 
OSRAMISYLVANIA. 

Input Voltage Requirements - 9 to 16VDC 

Startup Requirements - Must run/startup down to 
6VDC 

ProtectionlFault Monitor- Protection against input 
overvoltage, output open circuit and output short 
circuit. 

Power Regulation - Regulate power to the lamp 
within +5% over a lamp voltage variation of 60 to 
100VDC. 

Lamp Ignition Voltage - Provide an open circuit 
voltage of greater then 500VDC at start-up in order 
to ignite the lamp. 

Efficiency - greater than 85%. 

Cold Start - The light output on initial start-up must 
be within a window as specified by SAE J2009. 

Hot Restrike - The ballast must be able to proper
ly light the lamp when hot without a cool down peri
od. 
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The load presented to the ballast by the lamp is 
non-linear. Before ignition occurs, the lamp draws 
very little current from the ballast. The ballast sees 
essentially an open circuit on its output at start-up. 
The open circuit voltage feeds an ignitor circuit 
(internal to the lamp) which steps-up the voltage in 
order to provide the approximately 20kV ignition 
voltage necessary for the lamp. Upon ignition, 
metals and gases inside the lamp are ionized caus
ing the lamp voltage to collapse. During ionization, 
the lamp will require significant current from the 
ballast to properly establish and maintain the arc 
discharge. During this time, the current into the 
lamp must also be controlled to protect the lamp 
electrodes [1]. 

The initial start-up power into the lamp is higher 
then its steady state value. This is necessary in 
order to get the light output up to 75% of its steady
state value within 2 seconds, which is a require
ment for an automotive application as specified 
under SAE J2009. The lamp voltage right after the 
glow to arc transition varies from lamp to lamp but 
is usually between 20 and 40VDC. As the lamp 
warms up and the internal pressure inside the arc 
tube increases, the voltage begins to rise and will 
gradually reach a steady-state value of between 60 
and 110VDC after 150 seconds. This depends on 
the age of the lamp. A typical steady-state voltage 
of this type of lamp is between 75 and 90VDC. 
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R1 

C2 

+-
11 . 

Figure 1. Power Regulation Loop 

Optimal converter topology 

R3 

LOAD 
POWER 

The optimal converter topology for this application 
would meet the following requirements; 

1) Output voltage that is capable of being 
higher then input voltage. 

2) Low input current ripple for reduced input 
filter requirements 

3) High efficiency 
4) Minimal number of magnetic components 
S) Minimal number of power semiconductors 

There are a few candidate topologies which meet 
some of the above requirements. The best choice 
for this particular application is the SEPIC converter 
which meets all of the above requirements for a 
3SW lamp. The schematic of this circuit is shown in 
Figure 2 [2]. 

The UCC3305 HID controller 

The features of the UCC330S HID controller are 
outlined below: 

• OV input protection 
• Output fault protection/timing 
• Power reg\Jlation vs. lamp voltage 
• Lamp start-up/cool down simulation 
• Current-mode control 
• Fixed frequency operation 
• DC or AC lamp drive capability 
• High current drive capability 
• On board charge pump to provide gate drive 

down t06VDC 
• Adjustable start-up to steady-state current 

ratio 

U·161 

R4 C4 
CURRENT. PWM 
SENSE OUTPUT 

2.5V REF 

UDG-96239 

Below is a summation of the different functional 
blocks of the UCC330S and their major electrical 
characteristics; 

VCc/OV ProtectionIVREFNBOOST Block 

VCC Maximum Voltage - 8 Volts 
Must bypass with O.1lJ.F to 1.0lJ.F Ceramic 
Monolithic Capacitor as close to the IC as possible 

OV Threshold - Internal Comparator with 
reference voltage tied to internal SV. OV threshold 
adjustable with external resistor divider . 

VREF: 
S.OV Trimmed Bandgap Reference 
Must bypass with O.1IlF Low ESR Capacitor as 
close to the IC as possible 

VBOOST Max Voltage - 12 Volts 
Supplies drive for output drive stage 
Must bypass with O.1IlF to 11lF Ceramic 
Monolithic Capacitor as close to IC as possible 

Output Drive Stage: 

PWMOUT: 
1.0A Peak current drive capability 

Q and Q not outputs 
Outputs to drive external bridge via external 
MOSFET drivers Output frequency is fs/512 
At lamp start, outputs are disabled via RC from 
NOT-ON and DIV. PAUSE 
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Oscillator: 

OSC: 
Sawtooth Oscillator with Programmable 
Frequency DMAX from 0% to 100% possible 
With RSET = 150k, Fs - 22xe-6/Cosc 
Maximum operating frequency is 300kHz 

Load Power and Main Error Amplifiers: 

LOADSENSE, LPOWER, COMP AND FB 

The LOADSENSE amplifier, the main error amplifier 
and its external associated resistors and capacitors 
will determine where the peak of the power curve 
occurs as well as the shape of the frequency 
response of the ballast. Below is an analysis of this 
operational block based on the 35W DC lamp in an 
attempt to show how the power curve of the ballast 
is determined for this particular application. 

From the Simplified schematic of this loop shown in 
Figure 2 below, the power curve equation is deter
mined as follows; 

Power curve equation 

From the simplified schematic of the power regulation 
loop, shown in Figure1, the currents 11 and 12 can be 
found as follows; 

4511H 

9-16 VDC L1 
E100-18 

+030 C1 
_ 100l1F 10F 

25V 35V 

R1 
4.711 

R6 R. 
270k 1800. 

U-161 

VREF-KV·VO 
11 = R2 

KV • Vo + KI • 10 
12 = R1 

where Kv and KI are the proportionality constants 
for voltage and current respectively; since 

11 = 12 

VREF- Kv· Vo 
R2 

rearranging the above equation and solving for 10, 

R1 
KI • 10 = (VREF - Kv • yo) • - - Kv • Vo 

R2 

[ R1] 1 10= (VREF-KV·VO)· - -KV·Vo .-
R2 KI 

since 

PO=VO·IO 

substituting the expression found for 10 into the 
power equation, 

C2 rjb- R31 C31 

50V 330n 180pF 
C3 3W 1kV 

f----'=if'-- 01 -
H~~ MUR860 + R24 R21 

r- 1 560 0. 565k 

I~ ~~ 
R30 +06 R26 R22 

~a.: ~ C4 -~;t: tOOk 
565k LAMP 

L2 • 3710 .47p.F 

R. ~~O~OPF 
400V "c7 

R2 + 4.71lF R27 r;r~5 1k ,020 - 250V tOOk R25 11lF 
R20 r-- 10k 

1 I .750 I -
-$- R11 I 

5.1k C25 
c. 

~~ ~~PF *' 1000pF 
O.01IlF 

C19 R14 
R4 

:tr.-~ 1k 3.3k O.047IlF 

;---{1~---{2!1--- 2 ----{5}-- 7 -{ZI------{~--_{1jJ__-_, 
I PWMOUT ISENSEIN BAT LOAD LOAD FB COMP VOSENSE : 

- 18 vee 
SENSE POWER I 

I 
C11 t L3 I U1 I 
10llF O.1J.lF 820l1H I UCC2305 

I 
15V 

'~9 
I I 

-ial VBOOST : 
C21 R5 +~o10;r PUMPOUT WARCM-UP SLgPE ISET asc FLTC GND BYPASSWARvM-UP ADJ: O.01IlF 1k C20 

R7 "-Ia2 
O.1~ 

·15V L-j---t--l:-- 10 -!--1:--.jj~-!- · R1~ 'R1. tOOk 
6.BV 

2N390~ 
R8 C12 C13 R15 C14 C15 +C16 27k 250k 

a3 

j'"F j'"F lOOk rOPF 105~F rOF ~;~ (2N3904 10k 

~ 
UDG-96240 

Figure 2. 35W DC HID Ballast Schematic 
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The expression for POl is valid for lamp voltages from 60 to 10SV. The expression for P02 is valid for lamp 
voltages above 10SV (This is due to the limiter block inside the UCC330S). Above approximately 10SV, the 
lamp will be driven in a constant current mode which results in the straight line for power vs. lamp voltage 
as shown. The output power can be regulated with a variation of less than ±S% from a nominal of 34.SW 
with a lamp voltage variation from 60 to 110V. 

As the lamp ages, the voltage will normally increase due to the lamp electrode material erosion over time. 
Therefore it is beneficial to limit the current available to the lamp above a certain voltage. 

Figure 3. Calculated Power Curve vs. Lamp Voltage of UCC330S Controlled 3SW Ballast Powering DC Metal Halide 
Osram/Sylvania Lamp 

where 

R _ RA· RB 
EO- RA + RB 

from block diagram of UCC3305, where 1/120 is 
the voltage divider attenuation ratio. REO is the 
parallel combination of the 100k and the 5.35k 
internal resistors. 

1 REO 
Kv '" - • =----c'~"" 

120 REO+ 7.85k 

RA= 100k 

RB = S.35k 

REO = S.078 • K 

KV",0.0032 

KI =0.75 

KI is equal to the current sense resistor value 

Substituting the values found for the constants Kv 
and KI and the actual resistor values used in the 
circuit into the power equation, the power curve 
can be plotted for a range of lamp voltages as 
shown in the figure below. 

KV",0.0032 

R1 =4.7k 
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R2 = 16k 

V01 =60,65 .. 110 

VREF = 2.5 

V02=110, 115 .. 120 

V01 [( R1 ) 
PVo(1) = ---.<\ - R2 - VREF - KV - V01 

-(~~ +1)], 

V02 [(R1) PVo(2) = ---.<\ - R2 - VREF - 0.322 

_(R1 +1)] 
R2 

Current sense comparators/amplifiers 

The INPUT ISENSE comparitor/amplifier inside the 
UCC3305 provides cycle by cycle current control 
as in a typical peak current-mode controller. An 
added feature allows the user to program the start
up to steady-state current ratio of this current. This 
allows the ballast to provide increased power to 
the lamp at start-up in order to get the lamp light 
output up to its steady-state level as quick as pos
sible. The simplified schematic of this section is 
shown in Figure 4 below. 

ISENSEIN 

U-161 

By the addition of an external resistor from the 
ADJ. pin to ground, this ratio can be programmed. 
At the instant of start-up, the output of the limiter is 
a t 
zero volts since the WARMUPC capacitor has 
not charged. Because of this, the inverting input 
to amplifier A 1 is at ground with 201JA - RADJ 
volts on its non-inverting input. As an example, if 
RADJ = 150k, then the voltage at the non-inverting 
input is 3V. 

VO(-)=-(~) -10k 

VO(-) =-(~) -10k + V(+) 

where 

VO(+) = the contribution of the non-inverting 
input to Vo of A1 
VO(-) = the contribution of the inverting input 
to Vo of A1 
V(+) = the voltage at the non-inverting input 
of A1 

( 10k) (10k) Vo = V(+) - - + 1 - V(_) - -
83k 83k 

on start-up, 

so; 

Vo = 3.36 Volts 

231----------l '::>-----1~--_ TO PWM 

START TO 
RUN ADJUST 

WARM-UP 
TIME 

Res 

J 
1----.-..-----1 5VLc 1-........ ----1 6 

1.0v 

LIMITER 

Figure 4. Current Sense I Limit Block 
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The current sense threshold is then;. 

V 3.36 
s= 10 

Vs = 0.336 Volts"· 

This translates to a peak switch current at start-up of; 

I _ 3.36 
p- 0.02 

Ip = 16.8 Amps 

This current threshold will gradually decrease as 
the WARMUPC capacitor charges up to 10V. 

The limiter limits the inverting input of A 1 at steady
state to 5V. The current limit at this point is then; 

Vo = 3.36 - 0.6 

Vo= 2.76 Volts 

I 0.276 
p= 0.02 

Ip = 13.8 Amps 

The switch current in the SEPIC converter is a 
combination of the input inductor current plus 
the reflected load current. At steady-state, 9 VIN, 
the peak-to-peak current thru the output rectifier 
is approximately 1 A. This reflects back to the 
primary as 6A into the switch plus 3.1 Amps from 
the inductor. The total current thru 01 is then 
9.1 Amps. 

Output current limit on start-up 

From Figure 2 the start-up current limit into the 
lamp can be determined. On start-up, the 
WARMUPV pin, which is a buffered version of 
WARMUPC, is at ground. Therefore, the two 27k 
resistors are in parallel resulting in an equivalent 
resistance of 13.5k. The current that flows from FB 
to ground is then; 

I 2.5 
= 13.5k 

11 = 1851JA 

The voltage at the output of the load sense amplifi
er is then; 

VLS = 1851JA • 16k + 2.5V 

VLS= 5.46V 

U-161 

The current which flows thru the feedback resistor 
of the load sense amplifier is; 

I _ 5.46 - 0.30 
LS - 12k 

ILS = 4301JA 

Assuming that the current which flows thru the 
feedback resistor also flows thru the inverting input 
resistor, the voltage across the output current 
sense resistor is; 

VCS = 0.30 - (4301lA· 5.1k) 

VCS= 1.89V 

(the negative sign of the voltage is ignored since 
this is defined as positive current) 

I 1.89 
L= 0.83 

IL= 2.3 Amps 

This defines the maximum startup current which 
flows into the lamp at ignition. The current into the 
lamp will decay exponentially due to the voltage 
charging characteristic of the WARMUPC and 
SLOPEC capacitors. The current will decay to a 
steady-state value of approximately 450mA after a 
period of time given by the time constant of the 
internal 50 Meg resistor and the capacitor placed 
from the SLOPEC pin to ground. In this example, 
the time to steady-state is 150 seconds from: 

t = 50 exp(6) • CSLOPEC 

The capacitors used for the SLOPEC and 
WARMUPC functions must have low leakage char
acteristics since they are charged from nanoamp 
current sources internal to the IC. Any significant 
amount of leakage current caused by these com
ponents will have an effect on the output power 
regulation characteristic of the ballast. 

Slope compensation resistor 

Slope compensation in the UCC3305 is provided by 
the addition of an external resistor in series with the 
INPUT ISENSE pin. This resistor adds a portion of 
the oscillator ramp into the current sense signal to 
provide the necessary slope compensation for duty 
cycles exceeding 50%. The amount of slope 
compensation that is needed is dependent on the 
topology used as well as the inductor values chosen. 
In the SEPIC converter, both input and output induc
tors need to be considered when determining how 
much slope compensation is necessary. 
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The current sense comparator compares the current 
sense signal to the output of the error amplifier to 
determine the duty cycle of the power switch [3]. 
V" the voltage at the current sense resistor can be 
determined as follOWS 

VI = RI 0 ( NS ) 0 ( IOAV + M2 0 t) 
Np 

where; 

Ns = number of turns of secondary winding 
of L2 

Np = number of turns of primary windings 
of L2 

RI = current sense resistor 
LoAV = secondary average output current 
M2 = down slope of secondary current thru L2 
M1 = down slope of primary current thru L 1 

liN = average input current 
toFF = off time of switch 

The above equation can be rewritten as follows; 

VI= RIo (Z:)o (LoAV+M2o (T -toN)) 

+ RI [liN + ~1 0 (T - toN)] 

The first term is the contribution of the output 
current thru L2 (output inductor) to the current 
sense resistor. The second term is the contribution 
of the input current thru L 1 (input inductor) to the 
current sense resistor 

This signal is set equal to the voltage at the output 
of the error amplifier. This results in the following 
equation after rearranging terms; 

RI (~~) 0 LoAV= VEA + toN 

° (M1 ° RI + RI Ns ° M2 - m) 
2 Np 

M1 
-IIN- 2oToRI-M2oT 

In order to eliminate the possibility of subharmonic 
oscillations, the term which multiplies tON should 
be set equal to zero eliminating any dependency 
on duty cycle. 

M1 Ns 
2 oRI+Rl o Np oM2=M 
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From the simplified schematic of the current sense 
circuit; 

S= 2 
10 ° exp(-6) 

where S is defined as the slope of the oscillator ramp. 
Substituting the following values into the equation for 
Rp will allow us to determine the value of the slope 
compensation resistor. 

M2 = 178571 

Ns=60 
M1 = 178571 
Np= 10 

RI = 0.Q1 
S = 181818 

M1 Ns 
2 oRI+ N oRl oM2 Rp= p 

Rp = 0.064 
R4=50k 

2 

R3 is the slope compensation resistor and R4 is the 
internal 50kn resistor; 

R3 
Rp= R3+R4 

Solving for R3; 

R4 
R3 = 0.064 0 1 _ 0.064 

R3 = 3.419k 

Therefore, the slope compensation resistor chosen 
must be greater than 3.42k in order for stable con
verter operation at duty cycles which exceed 50%. 

Frequency response of the power regulation 
loop 

The frequency response of the ballast is deter
mined by analysis of the power regulation loop. 
Since it is really the output current that is being reg
ulated and not the output voltage (any change in 
output voltage is attenuated by 1/120), the analysis 
can be simplified by modeling the power stage as a 
voltage controlled current source with some 
transconductance gain GM. This assumption is 
valid for a loop cross over frequency below reso
nance of the power stage which is approximately 
10kHz. 
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The transconductance gain, GM, can be found as 
follows; 

GAia 
M= AVE 

The output current is converted to a voltage by the 
output current sense resistor. The gain of the 
power stage is then; 

or; 

Gp= Rls Ala 
AVE 

Gp= Rls GM 

where; Rls = the load sense resistance (O.7S0) 

Ala = load current change (SOOmA) 

AVE = error amp voltage change (SV) 

Gp= -22.SdB 

The loop response must now be tailored for good 
power regulation (high DC gain) and adequate 
phase and gain margin at the loop crossover 
frequency. The gain of the LOAD SENSE amplifier 
is restricted due to the fact that gain of this stage 
effects the power curve characteristic as shown in 
above analysis of the power curve equation. 

The LOADSENSE amplifier should be set up as an 
integrator so that it can filter out switching frequency 
noise from the control loop. The pole frequency was 
chosen to be at 1 kHz to give good rejection of the 
switching frequency noise. This results in a capac
itor value of 0.01~F. The low frequency gain of this 
amplifier is set to 7.SdB. The combination of this 
gain and the power stage gain results in -1SdB of 
low frequency gain with a pole at 1 kHz. 

The response can now be tailored with the main 
error amplifier. A zero must be added in the ampli
fier response at some mid-band frequency so that 
the DC gain for the overall loop is as high as pos
sible. The high frequency gain of this amplifier must 
be well below OdB to ensure adequate gain and 
phase margin for the open loop gain. Since the 
16kn, resistor. has been' determined from the 
power curve characteristic desired, only the feed
back resistor value can be chosen. If this resistor is 
chosen so that the high frequency gain is to be less 
then -20dB for good gain margin~ or the feedback 
resistor value of 1 kn, the capacitor value can then 
be determined. If a zero frequency of 3.4kHz this 
assumed, this will give an adequate low frequency 
gain boost. From this, the value of the capacitor 
can now be determined to be 0.047~F. The gain 
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and phase margin with these component values is 
greater than 20dB and 60 degrees, respectively. 

CIRCUIT EXAMPLE: 

A 9 to 16VDC input SEPIC converter powering a 
3SW OSRAM/SYLVANIA DC lamp was built and 
tested. Data on efficiency, power curve and various 
oscillagrams of current and voltages in the 
power/control circuit were taken and are discussed. 

Magnetics Design 

L1 

The input inductor L 1, is designed based on the 
same criteria as a boost inductor. Energy is stored in 
L 1 during the on time of 01 and transferred during 
the off time. L 1 is designed to operate in the contin
uous mode with low current ripple. At 9 VIN with 36W 
of output power and a converter efficiency of 8S%, 
the average input current is 4.7 Amps. If a total peak
to-peak ripple current of 2 Amps is assumed the 
inductance of L 1 can be found. But before we can 
calculate the inductance required, the minimum and 
maximum duty cycle must be found so that the 
maximum and minimum on time of 01 can be 
determined. The SEPIC converter has a DC transfer 
function of; 

Va = VIN • n 1 ~ D; 

The turns ratio, n can be found from the maximum 
acceptable voltage stress on 01. The stress on 
01 is the sum of the capacitor voltage plus the 
reflected secondary voltage. The capacitor voltage 
is essentially equal to VIN, so; 

Va 
VOS=VIN+ n; 

The worst case output voltage on startup of the 
lamp is restricted to SOOV, since this voltage will be 
reflected back to the drain of 01. The turns ratio 
must be chosen so that the drain voltage never 
exceeds its maximum rating. A IRF1310 was 
chosen for this application in part because 
of its 4SmO on resistance and Vos = 100V. 
Calculating the turns ratio at VIN = 16V; n is then 
found to be S.8. A turns ratio of 6 is used. 

The maximum duty cycle can now be determined 
from the DC transfer function. To find the maximum 
duty cycle, the worst case steady-state lamp voltage 
is used of 110VDC at VIN = 9V. Lamp voltages 
between 60 and 110V will be within the power 
regulation range of the' ballast. Lamp voltages 
outside of this range will be operated in the 
constant current mode. Therefore; 
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DMAX=0.67 
The minimum duty cycle is determined using the 
minimum steady-state lamp voltage of 60VDC and 
VIN = 16V. 

DMIN = 0.38 
For a switching frequency of 100kHz, tON MAX = 
6.7IlS, tON MIN = 3.81lS 

The inductance based on toN MAX at VIN MIN can 
be calculated; 

L 1= 9 - 6.71lS = 30IlH. 
2 

L 1 consists of 30T of 19AWG wound on a 
Micrometals E100 -18 core. 

L2 

The voltage across the primary winding of L2 when 
01 is on, is for all practical purposes, equal to the 
input voltage (neglecting voltage ripple on the 
capacitor) since the series capacitor is switched 
across the primary. The inductance of the primary 
winding is chosen based on the peak current 
desired (it is desired that the inductor current is 
continuous). The peak current chosen is based on 
a tradeoff between the voltage stress on 01 and 
minimal number of turns to minimize the leakage 
inductance which in turn means reducing the num
ber of layers of windings. If the peak current thru 
L2 is restricted to 3.0A, the primary inductance can 
then calculated as; 

L2 = 9 - 6.71lS = 20IlH. 
3 

The inductance of L 1 and L2 could have been set 
equal to each other. This would have made both 
inductors "easy" to integrate on the same core. 
This was not attempted here because of leakage 
inductance concerns between the primary and 
secondary windings of L2. 

The number of turns for L2 can now be determined 
based on the particular core geometry chosen. 
The area product (AP) required is found from; 

AP = L - Ip.- IRMS = 0.362 cm2 
KF-J-BM 

This is based on the following parameters; 

B=0.1T L=20IlH Ip=4.7A 
J = 4S0A/cm K = 0.4 IRMS = S.2A 

U-161 

An RM10PA2S0-3F3 core was used which has an 
AP of 0.379. The number of primary turns is then; 

N = L - Ip = 20llH - 3A = 7T 
p AE - B 89 - e-6 - 0.1T 

(10T is used since this will easily fit in one layer 
with the desired core and wire gauge chosen) 

This ferrite core must be gapped since it stores 
energy. It is desired that the total gap be placed in 
the center leg. The gap is calculated from; 

Lp = Uo - uR· Np2- AE = 12.S6 _ 10-7 
L 

0.89 -100 0 . 
0.020mH = 0.S6mm = O. 2 In 

The secondary turns can be calculated from the 
turns ratio as 60T. The core used for L2 has a 
center leg gap of 0.022 in. Multifilar wire is used for 
both the primary and secondary tums to minimize 
the copper losses. The winding sequence used was; 
primary-secondary-primary-secondary-primary. 

Performance data 

Performance data on the ballast is presented in the 
following curves showing efficiency and the mea
sured power curve. Oscillograms of 01 voltage 
and current are also given as well as startup char
acteristics of the lamp voltage and current. The 
maximum efficiency achieved was 86.2% at a 
lamp voltage of 100V. The efficiency decrease 
after this point is due to an increase in output 
power which occurs at lamp voltages above 100 to 
10SV. The lamp cold start voltage and current 
waveforms are shown with a time base of SOmS 
and 1 Sec. As can be seen, the ballast output volt
age is 600V before lamp ignition. Once the lamp 
ignites, the voltage collapses and the lamp current 
increases to 2A. Eventually, the lamp voltage 
begins to increase and the current decreases. 
They will arrive to their steady-state values of 80 to 
90VDC and 4S0mA respectively after approxi
mately 1S0 seconds. 
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Figure 5. Efficiency and Power Curve of 35W HID Ballast 
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35W HID BALLAST PARTS LIST 
REF DES PART DESCRIPTION DIGIKEY NUMBER QTYPER 

RI 4.70 1/4WCC 10QBK-ND 1 
R2 0.0201W 1 
R3 R5 lk 1/4WCC lKQBK-ND 2 
R4 3.3k 1/4WCC 4KQBK-ND 1 
R6 270k 1/4WCC 270KQBK-ND 1 
R7 lOOk 1/4W CC l00KQBK-ND 1 
R9 1800 1/2W CC 220HBK-ND 1 
Rll 5.1kl/4WCC 5.1KQBK-ND 1 
R12 12.5k 1/4W CC 15KQBK-ND 1 
R13 16.1k 1/4W CC 16KQBK-ND 1 
R14 lk 1/4WCC lKQBK-ND 1 
R15 150k 1/4WCC 150KQBK-ND 1 
R16 250k 1/4WCC 250KQBK-ND 1 
R17,R18 27k 1/4WCC 27KQBK-ND 2 
R19,R25,R32 R8 10k 1/4WCC 10KQBK-ND 4 
R20 0.7503WCC VC3D.75-ND 1 
R21 565k 1/4WCC 562KXBK-ND 1 
R22,R23 282k 1/4WCC 280KXBK-ND 2 
R24 56001/2WCC 560HBK-ND 1 
R26 R27 lOOk 1/4W CC 100KQBK-ND 2 
R30 1803WCC VC3D18-ND 1 
R31 3300 3W CC VC3D330-ND 1 

C33 10jlF/l00V POLY FILM EFll06-ND 1 
Cl luF/50V METALLIZED FILM P4675-ND 1 
C2,C3C26 470!lF/50V ALUM ELEC P1248-ND 3 
C4 0.471lF/630V POLY FILM EF4225'ND 1 
C8,Cll 0.471lF/50V CERAMIC P4671-ND 2 
C6,C7 4.71lF/250V ALUM ELEC P6187-ND 2 
C9 470pF/25V CERAMIC P4808-ND 1 
Cl0 10llF/35V ALUM ELEC P1227-ND 1 
C12,C13 11lF METALIZED FILM, NISSEI #R68105K63B 2 
C14 150pF/50V CERAMIC P4804-ND 1 
C15 0.0561lF/25V CERAMIC P124O-ND 1 
C16 471lF/25V ALUM ELEC P1220-ND 1 
C17,C18,C19 0.011lF/50V CERAMIC P4513-ND 3 
C5C24 0.11lF/50V CERAMIC P4525-ND 2 
C25 1000pF/50V CERAMIC P4812-ND 1 
C30 l00IlF/25V ALUM ELEC P1221-ND 1 
C31 180pF/lkV CERAMIC DISK P4119-ND 1 
C32 1 OOOpF/lOOV CERAMIC P4036-ND 1 
Zl 1 N5235B, 6.8V ZENER lN5235BCT-ND 1 
Q2Q3 2N3904 401f 0.200mA TRANISTOR 2 
Ql IRF1310 100V 0.0270 NEWARK#IRF1310 1 
01 MUR860 6001f 8A FST REC NEWARK#MUR860 1 
HS23,45 THERMALLOY#7128D HS FOR Q2 Q3,Q4 NEWARK#95F715 4 
Ul UCC3305JP 1 
HSl THERMALLOY #6398-P2 HS FOR Ql 1 
L1 El00-8 MICROMETALS 1 

CORE-30T #18AWG 
351lH 

L2 RM10PA250-3F3 PHILIPS 
lOT PRIMARY LlTZI2Xl0X,1l 
60T SECONDARY LlTZ(lX15X,1) 
WINDING SEQUENCE 
(PRIM-lOT, SEC-30T, PRIM-l0T,SEC-30T, PRIM-lOT) 
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CONCLUSION 

The performance data presented of a typical 
UCC3305 HID lamp controller application, demon
strated it to be a excellent means of controlling a 
35W DC metal halide HID lamp. The power regula
tion and efficiency achieved using the SEPIC 
converter topology proved it to be a good alterna
tive to other conventional circuit topologies for an 
automotive lighting application. The many protec
tion and control features of the UCC3305 simplify 
the task of the ballast designer considerably, 
making it an economically feasable choice for AC 
as well as DC HID lamp applications. 

UNITRODE CORPORATION 
7 CONTINENTAL BLVD .• MERRIMACK, NH 03054 
TEL. 603-424-2410' FAX 603-424-3460 
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A Complete Control Solution For a Four-Quadrant Flyback Converter Using the New 
UCC3750 Source Ringer Controller 

By Dhaval Dalal 

Abstract 
With the emergence of newer telecom distribution networks, there is a need for innovative power conver
sion solutions. Ring signal generation is a perennial requirement which can be addressed from a power 
conversion viewpoint with a switching amplifier or a dc-ac inverter. A unique flyback derived four-quadrant 
power inverter is discussed with a complete design procedure and control solution. While the emphasis is 
placed on the ring generator solution, it is clear that this approach is suitable for many other low power 
inverter applications such as UPS systems, audio amplifiers etc. 

Introduction 
The emergence of high bandwidth telecom archi
tectures involving Fiber in the Loop (FITL) have 
created new challenges for powering the communi
cation networks. One of the most demanding func
tions from the power management perspective is 
the generation of an appropriate ring signal for 
ringing telephones. While many of us have 
switched over to electronic phones, backward com
patibility with the older mechanical bells is still nec
essary. A typical North American mechanical bell 
requires a ring signal of at least 45V (RMS) at a 
frequency of 20Hz (±1 Hz) to provide an acceptable 
ringing tone. The ring frequencies in other interna
tional phone systems may be different (25Hz and 
50Hz are other common frequencies), but the volt
age level is quite similar. It is also important for the 
ring signal to have very low harmonic content in or
der to minimize interference in adjacent phone 
lines. 

Historically, ring signal generation was done at the 
central office (CO) with long transmission paths re
quiring a high ring voltage (>80V) at the source. 
With the emergence of fiber networks to reduce 
distribution costs and increase bandwidth, ring 
generation and other powering functions have to 
be near the subscriber end. Typically, this is done 
at the remote switching modules (RSMs) located at 
the curb. Reduced transmission length implies that 
the ring signal amplitude can be lower (60V-70V) 
at the RSM, but the ring generator unit (RGU) now 
needs to support a higher Ringer Equivalent Num
ber (REN) per line than the CO ring generator. 

The traditional distributed power supply for telecom 
applications such as RSM has been a -48V battery 
backed voltage. For ring generation, this input volt
age has to be converted into a ring signal of de
sired amplitude ~and frequency with a typical DC 
offset of -48V. In addition, the RGU has to provide 

the flexibility to control any of these parameters in 
addition to galvanic isolation. Many existing RGU 
designs use multiple conversion stages. As shown 
in Figure 1, the first stage is a DC-DC isolated con
version stage which creates two high voltage rails 
(positive and negative). These rails serve as the 
upper and lower bounds of the output signal. The 
second stage is either a linear amplifier as shown 
in Figure 1 a (for lower power RGUs) or a full
bridge switching amplifier as shown in Figure 1 b 
(for higher power). 

r 
INPUT 

VOLTAGE 
(-48V) 

L 

HV+ 

DClDC 
ISOLATED 

POWER 
SUPPLY 

HV 

I ACSIGNAL ~ 
GENERATOR 

r-
LINEAR 

I---AMPLIFIER RING 
L SIGNA 

Figure 1a. Conventional Ring Generation Using 
Linear Amplifier 

r 
INPUT 

VOLTAGE 
(-4aV) 

L 

HV+ 

DClDC 
ISOLATED 

POWER 
SUPPLY 

HV 

I ACSIGNAL ~ 
GENERATOR 

FULL-BRIDGE 
r- SWITCHING r-----

AMPLIFIER RING 
SIGNA L 

Figure 1b. Conventional Ring Generation Using 
Full-Bridge Amplifier 
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The second stage is modulated by an AC signal 
that has to be generated externally to provide a 
high voltage AC output. In some cases the 
modulating signal is a trapezoid (instead of the 
ideal sinusoid) for lower cost and complexity. The 
efficiency of these approaches suffers from dual 
stage power conversion as well as the inability to 
fully support the reactive phone loads encountered 
in some applications. A limitation of the linear 

U-169 

approach is the lack of flexibility. The DC rail 
voltages set the bounds for the output ring signal 
and any change in DC offset or the AC amplitude 
requires redesign of both conversion stages. The 
linear amplifier also suffers from higher losses 
when the AC amplitude needs to be attenuated 
under AC current limit. While the full-bridge 
switching amplifier circumvents these problems, it 
adds significant cost and complexity. 

Table I. Operating Mode Determination for Sinusoidal Signal 

Mode Output Current 
Reference 

Power Flow E.A. Output 
Source (PWM) Rectifier Switch 

Polaritv Switch 

1 + + + 
2 - + -
3 - - + 
4 + - -

+ 

Q1 

-
+ 
+ 
-

D3 

D2 

-'0 

01 
03 
01 
02 

02 
(D1) 
03 

(D1) 

+ 

UDG-980B5 

Figure 2. Four-quadrant Flyback Converter Topology 

The Four-Quadrant Flyback Topology 
The four-quadrant flyback topology is a unique 
power stage approach which simplifies the RGU 
implementation considerably, while providing a 
high degree of design versatility. This approach 
(Figure 2) provides a single stage solution for ring 
generation with isolation and the ability to return 
the reactive power to the source as needed. 

The operating modes of the converter are summa
rized in Table 1 and relevant wavefonns are pro
vided in Figures 3 and 4. Figure 3 is drawn for a 
purely capacitive load in order to provide a clear 
depiction of all four operating modes (quadrants). 
In most applications, the load will have a resistive 
component to it and the circuit will operate primar
ily in quadrants 1 and 3. The waveforms in Figure 
3 (output voltage and current) are the low fre
quency sinusoidal signals. Within each mode, 
there are number of switching cycles which follow 

the waveforms shown in Figure 4. The switching 
cycle consists of PWM and rectification intervals. 
During the PWM interval, one of the switches (01-
03) is turned on. The selection of which switch to 
PWM is made based on Table 1. In modes 1 and 
3, the rectification interval (rising edge of the clock 
signal) is accompanied by turning on of appropriate 
switch (02 or 03). The operation of the power sup
ply is as a flyback converter in discontinuous con
duction mode (DCM) in all four quadrants. The 
output impedance of the converter including its out
put capacitor and the load determines the operat
ing modes. 

In modes 1 and 3, input to output power transfer 
takes place. The operation is very similar to con
ventional flyback operation where the primary 
switch (01) is pulsewidth modulated to build en
ergy in the flyback winding. For the rest of the 
switching cycle, the stored energy is fed to the out
put through the rectifying diode and switch combi-
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nation. In mode 1, the output (voltage and current) 
polarity is positive and 02102 provide the rectifying 
path. In mode 3, the output polarity is negative and 
the rectifying path is through 03/03. Also, the 
negative polarity in mode 3 requires a phase rever· 
sal in the feedback path. 

In modes 2 and 4,the secondary switches (03 and 
02 respectively) are modulated to enable energy 
transfer in reverse direction. As a result, the reac
tive power finds its way back to the input. In both 
modes, 01 provides the rectifying path to the input. 
The operation of the converter is still in flyback 
mode, but the secondary side functions as the in
put. However, the controlled variable is still the out
put voltage. As a result, the duty cycle to output 
relationship in these modes is given by: 

IVol 2eLsec (1) 

fc;T= 0 2 .Ts 

where I Vo I and 110 I are the magnitudes of slowly 
varying sinuSOidal output voltage and current re
spectively and can be assumed to be constant for 
a switching cycle. 

.,~ OUTPUT 
// CURRENT 

'-----'0---\---+--, 

Figure 3. Operating Modes (Ri~g Frequency) 
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I LOAD (RECTIFIER) 
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Figure 4. Circuit Waveforms (Switching 
Frequency) . 
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Power Stage Design Procedure 
Following specifications are required for deSign of 
the four~quadrant flyback converter. The target 
specifications for the reference design are also 
provided. 

1. Input voltage range: [Vin(min) - Vin(max)] [40V-
60V]. 

2. Full load output voltage (RMS): Vrms [85V] 

3. Output offset voltage: Vos [OV] 

4. Maximum output current / Min. load imped-
ance. [125 mAl10REN] 

5. Short circuit current - Isc [200 mAl 

6. Output frequency: fring [20 Hz] 

7. Switching frequency: fsw [130 kHz] 

The voltages across the switching elements for dif
ferent modes can be derived (with reference to Fig
ure 2) using the following relationships. Voltage 
polarities are drain-to-source for FETs and cathode 
to anode for diodes. In case of diode-FET combi
nations, the FET polarity is used across the combi
nation. Also, it should be noted that 02 is assumed 
to be a p-channel FET. As shown in Figure 2, the 
tums ratios N1, N2 and N3 are all derived with re
spect to the secondary winding in series with 
02102. The polarities and the variable designa
tions are as depicted in Figure 2. 

Vp1 _ Vp2 _ VS1 -V (2) 
N";-N;'- Na - 52 

V(Q1/04) = Vin - Vp1 (3) 

V(01) = Vin + Vp2 (4) 

V(Q2/02)=Vo -V52 (5) 

V(Q3j03)=Vo -V51 (6) 

Values of these voltages are summarized in Table 
2 for all modes of operation. Sub-modes A and B 
within each mode represent the PWM and 
rectification intervals of a switching cycle 
respectively. It must also be recognized that within 
each switching cycle, there is an idle mode when 
neither PWM nor rectification is taking place. The 
values in Table 2 are used to select switching 
elements and the turns ratios of the converter. The 
table also underlines the need for a diode-FET 
combination as used in the secondary (to prevent 
the anti-parallel diode of the FET from conducting 
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when the voltage across it is negative). As shown 
later, if correct turns ratios are selected, the 
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primary diode (04) in series with 01 can be 
eliminated. 

Table \I Voltage Stresses Across Switching Elements 

Mode 
Polarities Active Transformer Volta es 

I;n Vo 10 Switch VD1 VD2 Vs2 

1A 0 01 Vin 
Vin eN2 Vin 

+ + Nj Nj 

1B 0 + + Cl2/D2 -N1 Vo -N2Yo -Vo 

2A 0 Q3/D3 
N1 Va N2 Va Va 

+ - N3 N3 N3 

2B 0 D1 
-N1Vin 

-Vin 
_ Vin 

- + N2 N2 

3A 0 01 Vin 
Vin eN2 Vin 

+ - Nj Nj 

3B 0 Q3/D3 
NjVa N2 Va Va 

- - N3 N3 N3 

4A 0 - + Cl2/D2 -N1 Vo -M2 Vo -Va 
-N1Vin 

-Vin 
_ Vin 

4B - - 0 D1 N2 N2 

Step 1. Peak Output Voltage 
Oetermine the peak positive and negative output 
voltages, Vo(pk+) and Vo(pk-) 

Vo(pk+) =1.414 eVl71ls +Vos (7a) 

and 

Vo(Pk-)=1.414 e Vl71ls -Vos (7b) 

For the reference design, since 

Vos =OV,Vo(pk+)=Vo (pk-)=120V. 

For many designs requiring a -48V offset, the 
Vo(pk+) value will be lower than the Vo(pk-) value. 

Step 2. Tums ratios (N1, ~ and N31 
The additional clamp winding for reverse power 
transfer can potentially block the normal power 
transfer to the output if the correct turns ratio is not 
used. From Table 2, it can be seen that in order to 
prevent 01 from conducting in modes 18 and 38, 
following conditions must be satisfied: 

Vin -N2Vo >0 (when Vo is positive) (8a) 

and 

Yin + N2Vo > 0 (when Vo is negative) (8b) 
Ns 

Component Voltage Stresses 

Q1 D1 02JD2 Q3/D3 

0 (1+ N2)V Nj In Vo+(~) Vo _(N~;n) 
Vin+NjVo Vin-M2 Vo 0 (1 +Na)e Vo 

V _(NjVa) 
In N3 V + (N2Va) 

In N3 Vo+(~) 0 

(1+ Z: )Vin 0 Vo+(~:) Va +(N~;n) 

0 (1+ ~~ )Vin Vo+(~) Vo_(N~;n ) 

V, _(N1Va) 
In N3 V, + (N2Va) 

In N3 Vo+(~) 0 

Vin+M1 Vo VirrM2 Vo 0 (l+Na)eVo 

(1+ Z:)Vin 0 Vo -(~:) Vo +(N~;n) 

Thus, 

N Vin(min) 
2 < Vo(Pk+) 

(8c) 

and 

(8d) 

N2 should be selected to be the highest possible 
value to meet the above constraints. To optimize 
the turns ratios, Na may be selected such that: 

N = Vo (Pk-) (9) 
s Vo(Pk+)· 

Lower values of N2 will increase the stress on the 
secondary switches (02,03). On the other hand, a 
high value of N2 contributes to higher stress on 01. 

The value of N1 determines if the voltage across 
01/04 ever goes negative in modes 2A and 4A. If 
04 is used, there is no theoretical upper bound on 
N1 as the automatic conduction of 01 's body diode 
is prevented. If, however, we limit N1 according to 
the following relationship we can prevent the volt
age from going negative and eliminate 04: 

N Vin(min) (9a) 
1 < Vo(Pk-) 
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and 

N N Vin(min) 
1< 3--

Vo(pk+) 
(9b) 

If the value of N3 is selected using the guideline 
above, the condition for N1 becomes: 

N Vin(min) (10) 
1<---

Vo(pk-) 

for N3> 1 (i.e. negative bias voltages). 

A high value of N1 increases the voltage stress on 
Q1 while a low value of N1 increases the voltage 
stress on 01-03. 

For the reference design, since Vo(pk-) = Vo(pk+), 
N1 = N2 < 0.33 (chosen to be 0.2 for some margin) 
and N3 = 1 

Step 3. Load Considerations 
The load for the ring generator is normally reactive. 
Each· mechanical ringer can be represented by a 
6930'1 resistor in series with a 81lF capacitor (this 
specification is typical for the North American 
phone systems, other phone systems have differ
ent definitions of Ringer Equivalence). This load is 
considered as 1 REN (Ringer Equivalent Number). 
A load of n REN is equivalent to a 6930/n'1 resistor 
in series with an 8·n1lF capacitor. Also, in contrast 
to the conventional DC-DC power supply, the out
put filter capacitor is considered as part of the load 
for the low frequency analysis. The resulting effec
tive load for the ring generator is as shown in Fig
ure 5. The admittance of this load can be 
represented as Y (= I Y I <e ), as defined in equa
tions 11-15: 

00 = 211: - 'ring 

(13) 

(14) 

(15) 

+ 

10=Y·Vo 
--+ 

Vo 
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l CO 

J~--------~----+I~ 
I 
I 
I EQUIVALENT LOAD - n REN 
I 
I 

Figure 5. Equivalent Load of n Phones as Seen 
by the 4-Quadrant Ring Generator 

The output voltage, current and power are repre
sented by equations 16, 17 and 18. 

Vo(t)=Vos +.J2-vrms -cos(oot) (16) 

From the power equation, it can be seen that the 
average power delivered to the load is given by: 

Po (avg) = V rms 2 -!Y!- cos e (19) 

However, the flyback converter components should 
be chosen to handle the peak power delivered. 
The flyback transformer energy storage is at the 
switching frequency and it should be designed to 
process the peak (not the average) power de
manded by the slowly changing output. It can be 
shown that (for negative values of Vos) the positive 
peak value of Po(t) occurs when 200t + e = 211:. The 
resultant peak power is given by: (20) 

Table 3 shows the values of RI, CI, I Y I, e and 
Po(pk) for different load conditions and values of 
Vos and Co. These values are calculated for a ring 
frequency of 20 Hz and an output RMS voltage of 
90V. As can be seen from the table, at higher 

(11 ) 

(12) 

Po(t) = Vo(t)-Io(t) = Vrms 2 _! Y!_ [COSe +COS(2mt + e)] +.J2 - Vrms - Vos -! Y!-cos(oot +e) (18) 

9-80 



U-169 

Table III. Output Average and Peak Power Levels for Different Load Conditions 

REN Vos Co RI CI Ivl 
(V) (IlF) (0) (IlF) (S) 

0 0 1 - 0 1.257e-4 
0 -48 1 - 0 1.257e-4 
0 -48 2.2 - 0 2.765e-4 
1 0 1 6930 8 2.032e-4 
1 -48 1 6930 8 2.032e-4 
1 -48 2.2 6930 8 3.287e-4 
5 0 1 1386 40 7.425e-4 
5 -48 1 1386 40 7.425e-4 
5 -48 2.2 1386 40 8.016e-4 
10 0 1 693 80 1.452e-3 
10 -48 1 693 80 1.452e-3 
10 -48 2.2 693 80 1.493e-3 

REN levels, the load appears highly resistive and 
the operation in the reverse power transfer modes 
is minimized. This is also illustrated by plots in Fig
ure 6, which depict instantaneous output power for 
various operating conditions. 

In addition to computing the peak power as 
described above, the ring generator circuit must 
also be designed to handle the "off-hook" condition 
of the phone. Under an off-hook condition the ring 
generator must support a much higher load current 
since the off-hook resistance of a single phone is 
2000. For each design, an estimate must be made 
of the number of phones going off-hook 
simultaneously. Once the off-hook condition is 
detected, an external relay circuit will disconnect 
the ringer from the corresponding phone lines. 
However, the ringer circuit is required to maintain 
the bias voltage(VB) under off-hook conditions for 
at least 200ms to allow for relay switching to the 
talk battery voltage. 

Step 4. Switching Device Selection 
From Table 2, the worst case voltage stresses on 
individual devices [and the calculated values for 
the example circuit] are: 

01:(1+ ZJ-vin(max) [120 V] 
(21) 

e Po(avg) +Po(pk) 
(deg) (W) (W) 

90 0 1.016 
90 0 1.59 
90 0 3.50 

45.91 1.145 2.789 
45.91 1.145 3.947 
64.52 1.145 5.550 
17.81 5.726 11.73 
17.81 5.726 16.23 
28.13 5.726 16.98 
13.08 11.45 23.21 
13.08 11.45 32.03 
18.73 11.45 32.56 

02 : -Vo (pk-) _ Vin (max) [-420V] 
N2 

-Po(pk) 
(W) 

-1.016 
-1.59 
-3.50 
-0.499 
-1.077 
-2.710 
-0.278 
-1.387 
-2.372 
-0.300 
-2.122 
-2.930 

(22) 

(23) 

(24) 

(25) 

(26) 

Select the switching devices and rectifiers to han
dle the above stresses in addition to the leakage 
spikes associated with the flyback transformers. 

The current ratings of these devices are selected 
by first calculating the peak current levels and then 
translating them into the RMS currents. The 
forward power transfer typically has a higher 
current requirement when compared to the reverse 
power transfer. The peak current value is given by: 

Ipk(t) = Vin - d(t) - Ts (27) 
Lp 

where Ipk(t) is the peak current level for duty cycle 
d(t). T s is the switching period. The duty cycle d(t) 
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Figure 6a. Instantaneous output power for ring 
generator (5 REN, Vos = -48V) 

35,--------,----------------~ 

30+-------~--------~------~ 

25+-------_T--------~------~ 

[20+-------__ ------__ ------~ 

ffi15+-------~----------------~ 
$: 
~10~-.~--~--.P~-++-~Wr--~ 

5++-+~~~~r_~~~_r~_7~ 

O-t--'v.---~_T~------""'---+--'~---V-~ 

~L--------L--------~------~ 

o 0.05 0.1 
TIME(s) 

Figure 6b. Instantaneous Output Power for 
Ring Generator (5 REN, Vos = OV) 
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Figure 6c. Instantaneous Output Power for 
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0.15 

varies proportionally to output voltage Vo(t) and is 
given by: 

U-169 

d(t) = I Vo (t) I 
Vin -k1 

(28) 

where k1 is defined as: 

k1= Ts 
2-Lp -IYI 

(29) 

The RMS primary switch current can be deter
mined by first taking the RMS value of the Ipk(t) 
current over a switching cycle and then computing 
the RMS value of the resultant quantity over the 
ring frequency cycle. A Mathcad program can be 
used for this exercise and results in a primary RMS 
current of U5A and a secondary RMS current of 
0.38 A for the reference design. For the off-hook 
condition these currents are calculated to be 1A 
and 0.6A respectively. The peak currents for the 
primary and secondary switches are calculated in 
the same manner and result in values of 5.5A and 
1.8A respectively. 

Step 5. Transformer Design 
While the transformer design is very similar to the 
OCM flyback design, it is important to take into 
consideration the peak instantaneous output power 
and not the average power drawn by the output. 
After selecting the turns ratios, calculate the maxi
mum magnetizing inductance of the main primary 
winding using: 

L ~ (!!J..)2 e Ro e Ts 
p N3 8 

(30) 

The rest of the transformer design is straightfor
ward using the conventional (sometimes iterative) 
design steps of core selection, number of turns in 
primary and secondary, gapping, wire size selec
tion etc. 

In modes 2 and 4, the power transfer is from output 
to input with secondary side switches being modu
lated. The duty cycle to output relationship in these 
modes for OCM operation is given by : 

1V0 I 2eLsec (31) 

VaT = 0 2 eTs 

where 1 Vo I and 110 I are the magnitudes of· slowly 
varying sinusoidal output voltage and current re
spectively and can be assumed to be constant for 
a switching cycle. With a highly reactive load, the 
converter operates in modes 2 and 4 for substan-
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tial periods of time. Under these circumstances, if 
the ratio IVol/llol falls below the level given by 
the above equation, the duty cycle limit is reached 
and the circuit is unable to transfer power at a rate 
required by the load, resulting in some distortion of 
the output waveform, One way to alleviate this be
havior is to reduce the magnetizing inductance in 
the secondary. By selecting the turns ratios to cor
respond to the DC offset as described in step 2, 
the output voltage distortion is minimized. 

Control Circuit Considerations 
The control circuit required for the four quadrant 
flyback converter has to support all four modes of 
operation and has to be able to handle transitions 
from one mode to the other smoothly. While a dis
crete implementation is possible, the complexity of 
such an approach can be overwhelming due to 
precision timing requirements and multiple func
tionalities required. The converter implementation 
can be greatly simplified by using Unitrode's 
source ringer controller IC, the UCC3750. 

Figure 7 shows the block diagram of the UCC3750. 
The UCC3750 provides complete control and drive 
solution for the four-quadrant flyback topology. It 
provides controls for sWitches 01-03 with intelli
gent logic circuits to detect appropriate mode of 
operation arid direct the PWM and rectification sig
nals to appropriate switch. It also contains a crystal 
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derived low frequency sine wave reference which 
can be programmed to 3 different frequencies with 
a single crystal. The sine-wave reference has ver
satility to accept external clocks instead of crystal 
and also to accept an externally generated sine 
wave. The IC operates from a single 5V bias sup
ply and has the capability to generate a higher 
charge-pump voltage (VCP) to drive the MOS
FETs. It contains internal 3V and 7.5V references, 
a summing amplifier (AMP1), an error amplifier 
(AMP2), programmable AC and DC current limits 
and a triangular clock oscillator. More details about 
the UCC3750 operation are available in the device 
datasheet which also contains pin descriptions and 
a detailed application section. 

UCC3750 Interface Signals 
The UCC3750 provides a number of interface sig
nals which allow easy incorporation of the ring gen
erator into a phone distribution system. One of the 
output interface signals is the RGOOD signal 
which can be used to determine if the ring genera
tor is providing a sinusoidal signal or not. This out
put goes low if the error amplifier saturates, 
indicating that the output is not able to track the 
reference signal. 

The other key output signal is the SWRL Y signal. 
This signal provides a pulse output that precedes 
the zero crossing of the sine-wave output by a 
fixed interval (5-8 ms). There are many uses of 

SWRL Y FSO FS1 SINREF SINFLT NEG1 OUT1 NEG2 OUT2 

MODE 

SIGN 

Il.fL 
MAG + PWM 

/\A 

VDD 71----' 

L _____________ 25 --------~-----------
REF GND 

Figure 7. Block Diagram of the UCC3750 
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MODE SIGN OUT1 

0 PWM 
OFF 
OFF 

1 PWM 

RAMP/\A 

CLOCK Il.fL 
GENERATOR 

OUT2 OUT3 

OFF RECIRC 
PWM OFF 
OFF PWM 
RECIRC OFF 

I 
I 
I 
I 
I 
I 
I 
I 
I ______ .J 
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such a signal. One is to use it as a gating signal for 
external relay activation. When the phone goes 
off-hook and the need arises· to switch that line 
from the ring generator to the talk battery, it is best 
done at the point when the two voltages are equal 
to prevent arcing. This point happens to be the 
zero crossing of the sine wave reference. The 
SWRL Y signal precedes the zero crossing to allow 
for the activation of the relay. For different output 
frequencies, the pulsewidth and the lead-time of 
the SWRL Yare given in Table 4. The timings given 
in Table 4 are accurate for a 32 kHz crystal and for 
the zero crossing of the SINREF output. Due to the 
filtering of the SINREF before being applied to the 
error amplifier and the feedback loop delays, the 
actual output voltage may crossover at a different 
point than the SINREF signal. However, these 
delays are much smaller compared to the designed 
delay times (in ms) to have an appreciable impact 
on the circuit operation. Another use of the SWRL Y 
signal is for generating handshake signal such as 
SYNC signals or Message Waiting Signals. The 
SWRL Y signal provides an accurate, low 
frequency timing base that can be used to derive 
system specific handshake signals. These Signals 
can also be brought back to control the UCC3750 
to meet specific output signal shaping 
requirements. 

Table IV.SWRLY Pulsewidth and Lead Time 

Frequency SWRLY SWRLY 
(Hz) Lead Time (ms) Pulsewidth (ms) 

20 7.8125 1.5625 
25 6.25 1.25 
50 5.625 0.625 

Finally, if the UCC3750 is used for single line 
ringing applications, its output can be cadenced on 
and off by using the ENABLE pin to input the ca-

REF 

C16 R15 

[2B-1 f---"VV'v-1r-*---i 
SINFLT 

VB 
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dencing signal. Any external power management 
signals requiring sequencing and/or shutdown can 
also be channeled into the ENABLE pin with ap
propriate buffering. 

Summing and Error Amplifier Configuration 
In order to program the output voltage for the ring 
generator, the summing amplifier and the error am
plifier of the UCC3750 need to be configured for 
required DC gain. (See Fig 8.) Depending on the 
output voltage requirements and the system con
figuration selection, there are three approaches 
available for programming the error amplifier com
ponents. Typically, the ring generator output volt
age is some combination of a DC offset voltage 
and a sinusoid which is amplified from the sine
wave reference signal (V Ad generated by the 
UCC3750. 

Approach A. No DC Offset (VB=O) [Va = k2 • 
VAel. In this approach, the required output voltage 
is a sinusoidal signal with no DC offset. As indi
cated, only a gain from the sinusoidal reference 
(V AC) needs to be programmed. This approach is 
used when the ring generator output is cascaded 
with a DC voltage that is already available. 

Approach B. Programmable DC offset (aVB) 
[Vo= k1.VB + /c2eVAel. The UCC3750's capability 
to make the ring generator output voltage 
completely programmable is fully exploited with 
this approach. By providing 2 separate gains for 
the AC and DC programming signals through the 
error amplifier, the DC offset and AC amplitude can 
be independently set at the desired levels with the 
added flexibility of changing the offset voltage by 
changing an input voltage level (VB). 

Approach C. Fixed DC Offset [VB =0, Va = Vas 
+ /c2eVAel. The requirement for a DC offset volt
age is predetermined and fixed in some applica-

va REF 

Rll 

R25 

VCM 
UDG·98082 

Figure 8. Summing Amplifier and Error Amplifier Configuration 
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tions. In this case, the requirement of a 
programming voltage (VB) for setting the offset 
voltage can be done away with and the resistor 
values can be selected to provide a fixed DC offset 
(Vas)· 

A step-by-step procedure for selecting the error 
amplifier components for all the 3 approaches is 
provided below. Except for step 2, all other steps 
are common to all the 3 approaches. For step 2, 
the distinct procedures for approaches A-C are 
listed as steps 2A-2C. Equations 32-36 give formu
las for the amplifier setup. 

For R26 = 1.5 e R14; (32) can be simplified to: 

R13 R13 (33) 
Voutl =VGM -- -VB- - -VAG 

R14 R 15 

For R27 = 1.5 e Rl o, (34) can be simplified to: 

v: - R10 • R 13 _ VB + R l0 - R 13 _ VAG (35) 
0- R12 -R14 R 12 .R15 

For VB = Vas: 

Step 1. Select R15 and C16. As indicated in equa
tion (35), the AC gain from SINFL T to Va is in
versely proportional to R15. Thus, R15 should be 
chosen to be as low as possible. However, R15 
and C16 form a high pass (DC blocking) filter with 
very low frequency cut-off in order to allow the ring 
frequency through. As a result, a low value of R15 
will necessitate a high value of C16. Based on com
ponent availability and output requirements, the 
resolution of this trade-off (low R vs. low C) will 
vary. In order to get a 5Hz cut-off a 15k resistor 
and a 2.211F are chosen. 

Step 2. The next step is to select R13 and R14 so 
that maximum amplification is attained from the 
first amplifier without saturating it. The amplifier 
output range is from 0.7V to 5.3V, VCM = 3V and 
VAC=0.5V. 

2A. For Vas=O, select R13 such that the ratio 
of R13 to R15 is at or below 4.5. This con-
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straint follows from equation (33) and assumes 
that R26=1.5 e R14. In this case, particular val
ues of R14 and R26 are not very critical as they 
only provide a DC bias for the first amplifier. 
They should be chosen to achieve moderate 
bias levels. For the present example, R13 is 
selected to be SOk. 

2B. For a programmable DC offset in the 
range of -48V, having VB equal to the desired 
offset voltage (k1=1) leads to difficult trade-offs 
in component value selections. For example, 
from equations (35) and (36), the AC gain from 
the sine wave reference to the output is given 
by (Rl4/R15). With R15 already chosen using 
the trade-off in step 1, the value of R14 can be
come very large for systems with high output 
voltage requirements. As a result, the ratio of 
R10 to R12 also becomes large, leading to a 
small value of R12 or a large value of R1Q, both 
options result in non-optimal performance. Al
ternatively, a resistive divider can be used to 
scale down the offset voltage before applying it 
to VB. For example, a 1:10 scaling would re
sult in VB=-4.8V for Vas = -48V. The ratio: 

k1 = [(R1O eR13 )]=10 in this case. With this 
(R12 eR14 ) 

arrangement, R13 and R14 can be more opti
mally chosen .. Using equation (35) and re
quired AC gain (k2), the value of (Rl0.R13I'R12) 
can be determined. Substituting this value for 
k1, the value of R14 is derived. R13 should be 
selected so that the output of the first amplifier 
provides maximum swing without saturating for 
all possible values of VB. The value of R26 
equals 1.5eR14. 

For example, for an 85V AC output, Vo-pk 
=120 V, k2 = 120/0.5 = 240. With R15=15k, 
(RlOoR13I'R12) = k2·R15 = 3.6M. For k1=10, R14 
becomes 360k. Putting these values into equa
tion (33) and solving for R13 with Voutl=5.3V, 
VAC = -0.5V and VB =-4.8V yields R13 = 49k. 

(32) 

(34) 



2C. For a fixed, negative DC offset, R26 can be 
removed and R14 wired to ground (VB=O). The 
output voltage then becomes: 

v: _(R10 0R13) v: (R10oR13) V (37) 0- ·CM+ °AC R12oR14 R12oR15 

Again, for a required output AC level, k2 can 
be calculated. With k2 and R15 known, the 
value of (R1O.R13/R12) is determined, in the 
present example, it is 3.6M. The value of R14 
falls out from the required offset Vas and the 
first part of equation given above. If Vas = 
-48V, R14 can be calculated to be 225k for the 
continuing example. The output voltage of the 
first amplifier in this approach is given by: 

( R13 ) (R13) (38) VOUt1 = 1+- ° VCM - - ° VAC 
R14 R15 

Again, R13 can be calculated to get the maxi
mum swing out of the summing amplifier 
(AMP1) without saturating it, in this case it also 
turns out to be 49k. 

Step 3. Once R13 and R15 are selected, R10 and 
R12 are selected next. From step 2, the value of 
R1O/R12 is easily calculated to be (k2eR1s1R13). For 
k2=240, the value of R101R12 equals 60 for ap
proach A and 73.5 for approaches Band C in the 
given example. These ratios could be even higher 
if the choice of R13-R15 is non-optimal or if a 
higher output voltage is required. The individual 
values of R10 and R12 can be somewhat arbitrarily 
chosen as long as they satisfy the ratio and the 
bias currents through the two are neither too low 
nor too high. The value of R10 may also be dictated 
by feedback loop considerations addressed in the 
next section. The selected values are R12 = 3.3k 
and R10 = 200k. 

The value of R27 should always be 1.5eR1O for 
proper DC biasing of AMP2. The filter around 
AMP1 (consisting of R24, C15) can provide a high 
frequency noise pole if necessary. 
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Feedback Loop Compensation 
The load behavior for the ring generator is different 
from a typical power supply load, which can be 
assumed to be resistive. The capacitive coupling 
introduces an integrator at the origin and a low 
frequency zero in the power stage gain equation. 
The resultant open loop power stage gain equation 
is given as: 

Where: 

2 

1 
sz2 =--

Rc eCo 

(39) 

(40) 

(41) 

(42) 

(43) 

Using the power stage gain and the required 
crossover frequency, the compensation 
components can be calculated with conventional 
loop compensation techniques. The feedback loop 
should be designed to provide adequate phase 
margin at the crossover frequency. The error 
amplifier gain for the configuration in Figure 8 is 
given by (equation 44): 

(44) 

9-86 



co 
ch 
-..J 

f 
!O 

5 o 
~ 
Q 

i 
!. 
iD' 
Q. 
). 
:g 
::::: 
2 
f 
S). 
a c: ::;: 

I 
go 

C20 R20 

C2 

RTN 

c 

~ 
~ 

012 

GNO R18 

~voo 

~~~-, t~ 
G03 ENBL REF : 

UCC3750: l_ .. 
VCP 

VS2 

NEGDC 

OUTAC 

I 1141 NEGAC 1\ Xl '-r' 
32kHz I NEG2 

rlD~ XTALl 

~~------ ~ XTA~ 
OUTl 

~ FSO NEGl ~ C16 

10~ : SINFLT §------=I 
~FSl : 

~~ ~ T'l11[j'i'_rp 
rC17 + = 

Rl0 

VB 

c: 
I ... 
m 



This configuration can be modified by replacing 
Rll with a capacitor to give a pole at origin. That 
configuration also provides a high frequency pole 
for noise filtering. The location of the zero does not 
change. 

Circuit Implementation and Results 
Using the design guidelines provided above, a 
four-quadrant flyback ring generator for 15 REN, 
85V AC output was designed and built. The circuit 
schematic of the designed converter is shown in 
Figure 9. The selection of power semiconductors 
and the transformer design follpwed the guidelines 
in Steps 4 and 5 respectively. The transformer 
used for the design is Coiltronics CTX08-13484 
with primary inductance of 60IlH. Values of critical 
circuit components are summarized in Table 5. 
The performance of the circuit was verified over 
different operating conditions. The efficiency was 
measured to be 81% for a 48V input and a 10 REN 
load. The output voltage and current waveforms 
are shown in Figure 10. The output voltage shows 
low harmonic content under normal load condi
tions. Under highly reactive loads, it can show 
some distortion near mode crossings. The distor
tion can be reduced by redesigning the transformer 
to have a lower magnetizing inductance with the 
associated penalty of higher peak currents and 
lower efficiency. 
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Table V. 
Critical Circuit Components Selected Using 

Design Steps 

Component Description 
(As shown in 
Figure 9) 
01 02 03 BYV26C 600V lA 
01 IRF640 200V 0.18n n-channel FET 
02 MTP2P50, 500V, Il-channel FET 
03 IRF840 500V 0.85n n-channel FET 
Rl0 200k 
Rll 1M 
R12 3.32k 
R13 61.9k 
R14 374k 
R15 15k 
R26 560k 
R27 300k 
R5,R6 30k 10k 
R9 1 n, 1 W sense resistor 
Tl 1:1 :0.2:0.2 Turns ratio, 60J,lH Lp 
T2 Low Lm, Dulse transformer 

Alternative Topology Implementations 
The circuit shown in Figure 9 provides input to out
put isolation and uses a p-channel FET for 02. In 
many applications however, isolation is not re
quired. The circuit implementation can then be sim
plified by removing the gate drive transformer T2. 

Time Scale: 10.0 ms/div 
Upper Waveform: VOUT (50Vldiv) 
Lower Waveform: lOUT (100mAldiv) 

Figure 10. Output Voltage and Current 
Waveforms 
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Figure 12. Alternative Implementation - N-channel Q2 

This type of implementation is captured in Figure 
11 where a non-isolated -48V input ring generator 
is depicted. The IC is referenced to the lowest volt
age (-48V) and needs a 5V bias with respect to 
that voltage to operate. For non-isolated applica
tions, this is easily derived using a resistive divider 
or a linear regulator. 

In applications where the ring generator is de
signed as a module with isolation, other means of 
generating the bias voltage on the secondary are 

UNITRODE CORPORATION 
7 CONTINENTAL BLVD.' MERRIMACK, NH 03054 
TEL. (603) 424-2410 • FAX (603) 424-3460 

required. The most optimal way is to design a 
small flyback regulator for this purpose. 

Another alternative that can be considered for the 
four-quadrant flyback converter is the selection of 
the switch Q2. The main reason for selecting a p
channel switch is to be able to drive it directly from 
the UCC3750. However, in many cases, the per
formance and selection available for p-channel 
MOSFETs are inferior to the n-channel alterna
tives. The n-channel switch requires an iso
lated/floating gate driver interface to the UCC3750. 
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Interface (IF) Selection Guides O::JJ -
SCSI 

Multimode / LVD SCSI UNITRODE PART NUMBER 
Active Terminators UCC5628+ UCC5630 UCC5632 UCC5638+ UCC5639+ 
Channels 14 9 9 15 15 
Channel Capacitance 4 4 4 4 4 

Singlell0, Singlell0, Single 110, Single 110, Single 110, 
Differential 105, Differential 105, Differential 105, Differential 1 05, Termination Impedance Common Mode Common Mode Differential 105, Common Mode Common Mode 

150 150 Common Mode 150 150 150 
Disconnect High or Low H H H H L 
Termpwr Voltage Range 2.7 - 5.25 2.7 - 5.25 2.7 - 5.25 2.7 - 5.25 2.7 -5.25 
Supports Active Negation y y y y y 

SCSI Hot Plug Current <10nA <10nA <10nA <10nA <10nA 
Type LVD or SE I LVD LVD/SE LVD/SE LVD/SE LVD/SE LVD/SE 
Page Number IF/3-7S IF/3-S3 IF/3-93 IF/3-94 IF/3-99 

Multimode / LVD SCSI UNITRODE PART NUMBER 
Active Terminators UCC5640+ UCC5641+ UCC5646 
Channels 9 9 27 
Channel Capacitance 3 3 3 

Differential 105, Differential 1 05, Differential 1 05, 
Termination Impedance Common Common Common 

Mode 150 Mode 150 Mode 150 
Disconnect High or Low H L H 
Termpwr Voltage Range 2.7 - 5.25 2.7 - 5.25 2.7 - 5.25 
SCSI Hot Plug Current <10nA <10nA <10nA 
Type LVD or SE I LVD LVD LVD LVD 
Page Number IF/3-104 IF/3-10S IF/3-112 
+ New Product 
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SCSI (cont.) 

Multimode / LVD SCSI UNITRODE PART NUMBER 
Active Terminators UCC5510+ UCC5630A UCC5672+ UCC5680 
Channels 9 9 9 9 
Channel Capacitance 4 4 4 4 

Singlell0, Singlell0, Singlell0, Single 110, 

Termination Impedance Differential 105, Differential 105, Differential 105, Differential 1 05, 
Common Mode Common Mode Common Mode Common Mode 

150 150 150 150 
Diff B input filter N N y y 

Disconnect High or Low N/A H H H 
Termpwr Voltage Range 2.7 - 5.25 2.7 - 5.25 2.7 - 5.25 2.7 -5.25 
Supports Active Negation Y Y Y Y 
SCSI Hot Plug Current <10nA <10nA <10nA <10nA 
Type LVD or SE I LVD LVD / SE LVD/SE LVD/SE LVD 
Page Number IF/3-5 IF/3-87 IF/3-120 IF/3-121 

Single Ended SCSI UNITRODE PART NUMBER 
Active Terminators UC5601 UC5602 UC5603 UC5604 UC5605 
Channels 18 18 9 9 9 
Channel Capacitance 10 11 6 9 4 
Termination Impedance 110 110 110 110 110 
Disconnect High or Low H H H H L 
Termpwr Voltage Range 4-5.25 4-5.25 4-5.25 4-5.25 4-5.25 
Supports Active Negation N N y N Y 
SCSI Hot Plug Current <lOnA <10nA <10nA <10nA <10nA 
Type SE, LVD or SE I LVD SE SE SE SE SE 
Page Number IF/3-9 IF/3-13 IF/3-18 IF/3-22 IF/3-26 
+ New Product 
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Interface (IF) Selection Guides [1!J -
SCSI (cont.) 

Single Ended SCSI UNITRODE PART NUMBER 
Active Terminators UCC5606 UC5607 UC5608 UC5609 UC5612 
Channels 9 18 18 18 9 
Channel Capacitance 1.8 8 6 6 4 
Termination Impedance 110&2500 110 110 110 110 
Disconnect High or Low L 2L H L H 
Termpwr Voltage Range 2.7 - 5.25 4-5.25 4 - 5.25 4-5.25 4 - 5.25 
Supports Active Negation Y Y Y Y .y 
SCSI Hot Plug Current <10nA <10nA <10nA <10nA <10nA 
Type SE, LVD or SE IL VD SE SE SE SE SE 
Page Number IF/3-30 IF/3-34 IF/3-37 IF/3-40 IF/3-43 

Single Ended SCSI UNITRODE PART NUMBER 
Active Terminators UC5613 UCC5614 UCC5617 UCC5618 UCC5619 
Channels 9 9 18 18 27 
Channel Capacitance 3 1.8 2.5 2.5 3 
Termination Impedance 110 110&2500 110 110 110 
Disconnect High or Low H H L H L 
Termpwr Voltage Range 4-5.25 2.7 -5.25 4 - 5.25 4-5.25 4 - 5.25 
Supports Active Negation Y Y Y Y Y 
SCSI Hot Plug Current <10nA <10nA <10nA <10nA <10nA 
Type SE, LVD or SE / LVD SE SE SE SE SE 
Page Number IF/3-47 IF/3-51 IF/3-55 IF/3-59 IF/3-63 
+ New Product 
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SCSI (cont.) 

p 
Smgle Ended SCSI UNITRODE PART NUMBER 
Active Terminators UCC5620 UCC5621 UCC5622 
Channels 27 27 27 
Channel Capacitance 3 3 3 
Termination Impedance 110 110 110 
Disconnect High or Low H Split Low Split High 
Termpwr Voltage Range 4-5.25 4-5.25 4-5.25 
Supports Active Negation Y Y Y 
SCSI Hot Plug Current <10nA <10nA <10nA 
Type SE, LVD or SE / LVD SE SE SE 
Page Number IF/3-66 IF/3-70 IF/3-74 

Special Functions Circuit 
UNITRODE PART NUMBER 

UCC5661 

Part Name Ethernet Coaxial Impedance 
Monitor 

Contains all the Functions 
Required to Monitor Ethernet 

Description Coaxial Systems and is 
Compatible with IEEE 802.3, 

10Base5,10Base2,and 
10BaseT 

Page Number IF/3-112 
+ New Product 

Bus Bias Generators 

Special Functions 
UNITRODE PART NUMBER 

UC382 UC385 UC560 UCC561+ UC563+ 
Bus Standard GTL/BTL GTL/BTL SCSI-1,2,3 SPI-2,3 VME/VME64 
Sink / Source Current Pgm/3A Pgm/5A 300mA /-750mA 200mA /-200mA 475mA /-575mA 
Page Number PS/4-2 PS/4-8 IF/4-3 IF/4-7 IF/4-10 
+ New Product 
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Hot Swap Power Managers 

Hot Swap UNITRODE PART NUMBER 
Power Managers UCC3912 UCC3913 UC3914 UCC3915 UCC39151 

-10.SVto 
Voltage Range 3Vt08V External SVto 3SV 7Vto 1SV 7Vto 1SV 

Limitation 
Current Range OAto3A Externally Limited Externally Limited OAt03A OAt03A 
Integrated Power FET Y N N Y Y 
RDSon 1S0mQ N/A N/A 1S0mQ 1S0mQ 
Programmable Fault Threshold Y Y Y Y Y 
Programmable Time Delay y y y y y 

Latched Fault Mode N Y Y N N 
Average Power Limiting N/A Y Y N/A N/A 

Application I Design Note ON-58, ON-S8, ON-S7 ON-58, ON-S8, ON-58, ON-S8, 
U-1S1 U-1S1 U-1S1 

Available Package TSSOP, SOIC or SOICor POIP SOICor POIP TSSOP, SOIC or TSSOP, SOIC or 
POIP POIP POIP 

Page Number IF/S-9 IF/S-1S IF/S-23 IF/S-37 IF/S-42 

Hot Swap UNITRODE PART NUMBER 
Power Managers UCC3916 UCC39161 UCC3917+ UCC3918 UCC3919 

Voltage Range 4VtoSV 4V to SV 10V to External 3V to SV 3Vt08V Limitation 
Current Range -1.8Ato-1.SA -1A to -{).7A Externally Limited OAto4A Externally Limited 
Integrated Power FET Y Y N Y N 
RDSon 220mQ 220mQ N/A SOmQ NlA 
Programmable Fault Threshold. N N Y Y Y 
Programmable Time Delays Y Y Y Y Y 
Latched Fault Mode N N Y N Y 
Average Power Limiting N/A N/A Y NlA y 

Application I Design Note DN-98 DN-87 DN-9S 
Available Package SOICorPDIP SOICor PDIP SOICor PDIP SOICor PDIP SOICor PDIP 
Page Number IF/S-47 IF/S-SO IF/S-S3 IF/S-S1 IF/S-S8 
+ New Product 
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Hot Swap Power Managers (conI.) 

Hot Swap UNITRODE PART NUMBER 
Power Managers UCC3921 UCC3995+ UCC3996+ 

-10.5Vto 2.75V to 13.6V 
Voltage Range External 2.75V to 5.5V Two Supplies 

Limitation Sequenced 
Current Range Externally Limited Externally Limited Externally Limited 
Integrated Power FET N N N 
RDSon N/A N/A NlA 
Programmable Fault Threshold Y Y Y 
Programmable Time Delay Y Y Y 
Latched Fault Mode Y N Y 
Average Power Limiting Y Y Y 
Application I Design Note 

Available Package SOICor PDIP TSSOP or SOIC TSSOP, SOIC or 
PDIP 

Page Number IF/5-78 IF/5-98 IF/5-100 

Special Functions 
UNITRODE PART NUMBER 

UCC3831 UCC38531 UCC3981+ UCC39811+ UCC3985+ 
Universal Serial Universal Serial Universal Serial Universal Serial CompactPCI 

Part Name Bus Power Bus Power Bus Power Bus Power Hot Swap Power 
Controller Controller Controller Controller Manager 

Fully CompactPCI 

Powers Four 5V Powers Four 5V Powers Four 5V Powers Four 5V Compliant. Four 

Peripherals and Peripherals and Peripherals and Peripherals and Channels for 
Description One3.3V USB One 3.3V USB One3.3V USB One3.3V USB Individual Control 

Controller Controller Controller Controller of Four Supplies 
12V, -12V, 5V, 

and 3.3V 
Application I Design Note 

Available Package SOICor PDIP SOICor PDIP SOICorPDIP SOICor PDIP TSSOP, SOIC or 
PDIP 

Page Number IF/5-3 IF/5-6 IF/5-88 IF/5-91 IF/5-94 
+ New Product 
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Drivers I Receivers Transceivers 

Interface UNITRODEPARTNUMBER 
Drivers, Receivers UC5170C UC5171 UC5172 UC5180C UC5181C 
Drivers a a a 
Receivers a a 
Power ±lOV ±lOV ±10V +5V +5V 
EIA232! V.28 Y Y Y Y Y 
EIA423/V.10 Y Y Y Y Y 
EIA422!V.11 N N N Y Y 
V.35 N N N y y 

Appletalk N N N N Y 
Page Number IF/6-3 IF/6-7 IF/6-ll IF/6·l5 IF/6-la 
+ New Product 

Interface Transceivers 
UNITRODE PART NUMBER 

UC5350 UC5351+ 
Drivers 1 1 
Receivers 1 1 
Power +5V +5Vto 24V 
Control Area Network Y Y 
Device Net Y Y 
SDS y y 

Page Number IF/6-2l IF/6-27 
+ New Product 
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Nonvolatile SRAMs and RTCs (NV) Selection Guides -
Unitrode nonvolatile controllers provide power monitoring, write-protection, and supply switching to convert standard 
SRAM and a backup battery into a reliable, predictable nonvolatile memory. The nonvolatile controller modules are 
complete battery-backup solutions including an encapsulated 130mAh lithium cell that is isolated until power is ap

plied. 

>- Power monitoring and switching for 3V >- Automatic switching from Vee to first backup 
battery-backup applications battery and from first backup battery to second 

>- 5V Vee operation 
backup battery 

Automatic write-protection during 
>- Battery internally isolated until power is first 

>- supplied 
power-up/power-down cycles 

>- Industrial temperature range available 

Static-RAM Nonvolatile Controler Selection Guide 

SRAM Battery 
Banks Monitor Reset lOUT Part Page 

Controlled Outputs Output (Typ.) PinS I Package Number Number 

1 160mA 
81 NDIp, NSOIC 

bq2201 NVl3-3 161 NSOIC 

2 ,/ 160mA 16/NDIP, NSOIC bq2202 NVl3-11 

2 ,/ ,/ 160mA 161 NDIp, NSOIC bq2203A NVl3-19 

4 160mA 161 NDIp, NSOIC bq2204A NVl3-27 

2 ,/ 160mA 121 DIP module bq2502 NVl3-35 
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Notes: 

Nonvolatile SRAMs and RTCs (NV) Selection Guides 

Static-RAM Nonvolatile Controller Cross-Reference 

Dallas Semiconductor Unitrode 

081210 bq2201 PN 1, 2 

0812108 bq22018 1,2 

081218 bq2201 PN 1,2 

0812188 bq22018N 1,2 

081221 bq2204APN 1,3 

0812218 bq2204A8N 1, 3, 4 

1. Unitrode's bq2201 and bq2204A do not incorporate a "check battery status" function. 

2. Unitrode's bq2201 pins TH8 and BC2 should be tied to V ss. 

3. Optional "security feature" 081221 pins are no-connect on the bq2204A. 

4. Unitrode's bq2204A8N is a small 16-pin, 150-mil 801C, compared to the 0812218, which is a 
16-pin, 300-mil 801C. 

0.300' 0.300" 

NC NC NC NC 
DS12105 

VOUT Vee VOUT Vee 

NC NC NC NC 

BC, Be2 BC, Be, 

NC NC NC NC 

THS CE, THS CECON 

NC NC NC NC 

Vss CE VSS CE 

DaJas_ Unilrode 

0'=' 0.15()' 

VOUT Vee VOUT Vee 
DS1221S 

Be2 BC, BL, BC, 

"RS'f CE NC CE 

A CE, A CE, 

B CE2 B CE2 

"RO CE. NC CE. 

"WE CE.. THS BE. 

Vss DO VSS NC 

DalasSemiconduclDr unilrode 

*These pairs must be connected 

to ground if the security option 
is not used. 
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Nonvolatile SRAMs and RTCs (NV) Selection Guides [1:D -
Unitrode's NVSRAMs integrate extremely low standby power SRAM, nonvolatile control circuitry, and a long-life lith
ium cell in either a single DIP package or a two-piece LIFETIME LITHIUM SMT module: The NVSRAMscombine se
cure long-term nonvolatility (more than 10 years without pow~i') with standardSRAM pinouts and fast, unlimited 
readlwrite operation. . 

~ Data retention without power ~ 10 or 5 years minimum data retention in the 

~ Automatic write-protection during 
absence of power 

power-up/power-down cycles ~ Battery internally isolated until power is first 

~ Industry-standard pinout 
supplied 

~ Conventional SRAM operation; unlimited write cycles 
~ Industrial temperature range available 

Nonvolatile Static RAM Selection Guide 

Config- Access Minimum Data- Pins I 
Density uration Time (ns) Retention Time Package 

64Kb 8Kbx8 70,852, 1502,200 10 years 28/DIP 

256Kb 32Kbx8 702,100,1502,200 10 years 28/ DIP 

1Mb 128Kb x 8 702,852, 120 10 years 32/ DIP 
32/SMT 

2Mb 256Kbx8 85, 120 10 years 32/DIP 

4Mb 512Kb x 8 70,85,120 10 years 32/DIP 
32/SMT 

8Mb 1024Kb x 8 70 10 years 36/DIP 

16Mb 2048Kbx8 70 5 years 36/DIP 

64Kb 8kBx8 70 10 years 28/ 
SNAPHAT 

256Kb 32kBx8 703 , 100' 10 years 28/ 
SNAPHAT 

Notes: 1. "Y" version denotes 1 0% Vee tolerance. 

2. "Y" version available in -40°C to +85°C industrial temperature range. 

3. "Y" version only. 

4. "~' version denotes 3.2V typical Vee operation. 

5. "~' version only. 
+ New Product 
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Part 
Number1 

bq40101Y 

bq40111Y 

bq40131Y 

bq40141Y 

bq40151Y 

bq4016Y 

bq4017Y 

bq43101Y+ 

bq4311Y/L4+ 

Page 
Number 

NV/5-3 

NVl5-13 

NV/5-23 

NVl5-33 

NV/5-42 

NVl5-52 

NVl5-61 

NVl5-70 

NV/5-81 



Nonvolatile SRAMs and RTCs (NV) Selection Guides [1J] -
Nonvolatile Static RAM Cross-Reference 

I 

Density Dallas Semiconductor STMicroelectronics Unitrode 

DS1225AB M48Z08 bq4010 

DS1225AD M48Z18 bq4010Y 
64Kb 

- M48Z58 bq4010/4823Y 

DS1225Y M48Z58Y bq4010Y 

DS1230AB M48Z35 bq4011 
256Kb 

DS1230Y M48Z35Y bq4011 Y /4833Y 

DS1245AB M48Z128 bq4013 
1M 

DS1245Y M48128Y bq4013Y 

DS1258AB - bq4014 
2M 

DS1258Y - bq4014Y 

DS1250AB M48Z512A bq4015 
4M 

DS1250Y M48Z512AY bq4015Y 

DS1265AB - bq4016 
8M 

DS1265Y - bq4016Y 

DS1270AB M48Z2M1 bq4017 
16M 

DS1270Y M48Z2M1Y bq4017Y 
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Nonvolatile SRAMs and RTCs (NV) Selection Guides [1J] -
Unitrode's real-time clocks (RTCs) provide highly integrated clock/calendar solutions for microcomputer-based de
signs. Each module is a completely self-contained unit, including IC, crystal, and a battery ensuring operation for 10 
years in the absence of power. The very compact, low-power ICs need only a battery and a crystal for operation. 
NVSRAM controller versions allow users to make inexpensive SRAM nonvolatile for data and configuration storage in 

~ Clock/calendar counts seconds through years with ~ SRAM-based clocks feature: 
daylight savings and leap-year adjustments 

SRAM interface 
~ IBM PC AT-compatible clocks include: 

Up to 512 kilobytes of NVSRAM 
5- or 3-Volt operation 

CPU supervisor 
114,240, or 242 bytes of user nonvolatile RAM 

~ One minute per month clock accuracy in modules storage 

~ 32kHz output for power management ~ IC versions require only a crystal and battery 

~ Nonvolatile control for an external SRAM 

Real-Time Clock Selection Guide 

Onboard CPU 
RAM NVRAM Bus 32kHz Super-

(bytes) Control Interface Voltage Output visor ---_ .... Pins/ 
Package 

241 DIP, SOIC 

Part 
Number 

bq3285 

Page 
Number 

NVl4-3 ---- ----Muxed 5V ,/ NV/4-22 

242 Muxed 5V ,/ 241 SSOP NV/4-46, NVl4-69 

242 Muxed 3V ,/ 241 DIP, SOIC, SSOP NV/4-22 

242 Muxed 3V ,/ 241 SSOP bq3285LC/LD NVl4-46, NV/4-69 

240 Muxed 3V 24 1 SSOP NV/4-92 

114 Muxed 5V 241 DIP module NV/4-111 

242 Muxed 5V ,/ 241 DIP module NVl4-115 

242 Muxed 3V 241 DIP Module bq3287LD+ NVl4-119 

114 ,/ Muxed 5V 241 DIP, SOIC bq4285 NV/4-123 

114 ,/ Muxed 5V ,/ 241 DIP, SOIC, SSOp, NV/4-143 

114 ,/ Muxed 3V ,/ 241 DIP, SOIC, SSOP NVl4-143 

114 ,/ Muxed 5V 241 DIP module bq4287 NV/4-168 

0 SRAM 3V ,/ 281 DIP, SOIC 
bq4802+ NVl4-174 

28/SNAPHAT 

8K ,/ SRAM 5V ,/ 281 DIP module NVl4-176 

8K SRAM 5V 28/SNAPHAT bq4823Y+ NV/4-191 

+ New Product 
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Nonvolatile SRAMs and RTCs (NV) Selection Guides 

Real-Time Clock Selection Guide (Continued) 

Onboard 
RAM NVRAM Bus CPU Plns/ Part Page 

(bytes) Control Interface Voltage Supervisor Package Number Number 

32K 5RAM 5V 281 OIP module bq4830Y NV/4-205 

32K 5RAM 5V ./ 321 OIP module bq4832Y NV/4-218 

32K 5RAM 5V 28/5NAPHAT bq4833Y+ NV/4-233 

128K 5RAM 5V ./ 321 OIP module bq4842Y NV/4-247 

0 ./ 5RAM 5V ./ 281 Olp' 50lC bq48451Y NV/4-262 

0 ./ 5RAM 5V ./ 281 OIP module bq4B471Y NV/4-279 

512K 5RAM 5V ./ 321 OIP module bq4850Y NVl4-282 

512K 5RAM 5V ./ 361 OIP module bq4852Y NVl4-295 

+ New Product 

Real-Time Clock Cross-Reference 

Dallas Semiconductor STMicroelectronics Unitrode 

Notes: 

051285/885 - bq3285P 

0512855/8855 - bq32855 

051287/887 - bq3287MT 

051287 Al887 A M48T86 bq3287A 

0514285 - bq4285 

0514285 - bq4285P 

05142855 - bq42855 

0514287 - bq4287 

051643 M48T081T18 bq4822Y M48T58Y/59Y 

051644 M48T35 bq4830y1 

051646 - bq4842y2 

1. Memory upgrade. 

2. Additional bq4842 features: microprocessor reset, watchdog monitor, clock alarm, and 
periodic interrupt. 

10-15 
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Portable Power (PP) Selection Guides ~ -
Unitrode battery charge-management ICs provide full-function, safe charge control. for all types of rechargeable 
chemistries. Functions include pre-charge qualification and conditioning, charge regulation, andtermination. 

~ Fast charging 'and conditioning of nickel cadmium, 
nickel metal hydride, lead acid, lithium ion, or 
rechargeable alkaline batteries 

~ Fast, safe, and reliable chemistry-specific 
charge-termination methods, including rate of 
temperature rise (dTIM), negative delta voltage 
(-!:N) , peak voltage detect (PVD), minimum 
current, maximum temperature, maximum 
voltage, and maximum time 

~ Flexible charge regulation support: 

Linear 

Switch-mode ~ Optional top-off and maintenance charging 
Gating control (external regulator) 

~ Discharge-before-charge option for NiCd 
~ Easily integrated into systems or as a stand-alone 

charger 
~ Complete set of development tools available for 

quick product-desig 
~ Direct LED outputs display battery and charge status 

Battery Charge-Management Selection Guide 

Battery Key 
Technology Features 

Complete change 
Multi- management with 
Chemistry integrated switching 

controller 

Gating control of an 
external regulator 

NiMH, PWM Controller 

NiCd PWM controller, 
enhanced display 
mode 

Dual sequential 
charge-controller for 
2-bay chargers 

PWM controller 

Low-dropout linear 
with AutoCompTM 
feature 

Lithium Ion PWM controller, 
enhanced display 
mode 
PWM controller, 
differential current 
sense 

+ New Product 
Continued on next page 

Fast·Charge 
Termination Method 

PVD, minimum current, 
maximum temperature, 
maximum time 
dT/1:l, minimum current, 
maximum temperature, 
maximum time 
-dV, PVD, maximum 
temperature maximum time 

dT/dt, maximum temperature, 
maximum time 

-dV, dT/dt, maximum tempera-
ture maximum time 

-dV, PVD, dT/dt, maximum 
temperature, maximum time 

-dV, dT/dt, maximum 
temperature, maximum time 

Minimum current, maximum 
time 

-

Minimum current, maximum 
time 

Minimum current, maximum 
time 
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PinS I Part 
Package Number 

8/0.300" DIP, 
8/0.150" SOIC bq2000+ 

810.300" DIP, bq2000T+ 
8/0.150" SOIC 

8/0.300" DIP, bq2002lC/ElF/G 
810.150" SOIC 

810.300" DIP, bq2002DIT 
810.150· SOIC 

16/0.300' DIP, bq2003 16/0.300" SOIC 

16/0.300' DIP, bq2004/E1H 
16/0.150' SOIC 

2010.300" DIP, 
2010.300' SOIC bq2005 

16/0.300" DIP, bq2054 
1610.150" SOIC 

8/0.150" SOIC bq2056ITN 

16/0.300' DIP, bq2954+ 
16/0.150" SOIC 

2010.300" DIP, 
2010.300' SOIC UCC3956 

Page 
Number 

PP/3-7 

PP/3-20 

PP/3-3 

PP/3-3 

PP/3-73 

PP/3-5 

PP/3-119 

PP/3-6 

PP/3-186 

PP/3-6 

PP/3-6 



Portable Power (PP) Selection Guides -
Battery Charge-Management Selection Guide (Continued) 

Battery Fast-Charge Pins/ Part Page 
Technology Key Features Termination Method Package Number Number 

PWM controller, 3 charge 
Maximum voltage, _tl2V, 

16/0.300" DIP, 
algorithms minimum current, 16/0.150" SOIC 

bq2031 PP/3-154 
maximum time 

Lead Acid 
Linear controller 

Maximum voltage, 16/0.300" DIP 
UC3906 PP/3-237 

minimum current 16/0.300"SOIC 

PWM controller, differential Maximum voltage, 20/0.300" DIP 
UC3909 PP/3-244 

current sense minimum current 20/0.300"SOIC 

2-cell charging Maximum voltage 8/0.300"DIP, bq2902 PP/3-194 
Rechargeable 8/0.150" SOIC 

Alkaline 14/0.300" DIP, 3- or 4-cell charging Maximum voltage 14/0.150" SOIC 
bq2903 PP/3-204 
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Portable Power (PP) Selection Guides [bJJ -
The bq2002 fast-charge control ICs are low-cost OMOS battery charge-control lOs providing reliable charge termina
tion for both NiOd and NiMH battery applications. Oontrolling a current-limited or constant-current supply allows the 
lOs to be the basis for a cost-effective stand-alone or system-integrated charger'. The bq2002 family includes options 
that integrate fast charge, top-off, and pulse-triqkle charge control in a single 10 for charging one or more NiOd or 
NiMH batteries. 

A new charge cycle is started by the application of a charging supply or by replacement of the battery. For safety, 
fast charge is inhibited if the battery voltage or temperature is outside of configured limits. Fast charge may be inhib
ited using the INH input. In some versions, this input may be used to synchronize voltage sampling. A low-power 
standby mode reduces system power consumption. 

~ Fast-charge control of nickel cadmium or ~ Backup safety termination on maximum voltage, 
nickel-metal hydride batteries maximum temperature, and maximum time 

~ Fast-charge terminations available: ~ Top-off and pulse-trickle charge rates available 

-/'N ~ Synchronized voltage sampling available 

Peak Voltage Detection (PVD) ~ Low-power mode 

flT/flt ~ 8-pin 300-mil DIP or 150-mil SOlO packaging 

~ Direct LED output displays charge status 

160/80/40 160/100/40 160/80140 200/80/40 160/80/40 

Hold-off period 
options 600/300/10 600/300/10 300/150175 300/150175 300/150175 none none 
(seconds) 

Top-off options 0/32,0116,0 0/32,0/1 none 0/16,0 0/16,0 0/64,0/16,0 none 

Top-off period 4.6ms 4.6ms nla 1.17s 1.17s 4.6ms nla 

Pulse-trickle 0/64,0132 0/64,0/32 0/32 0/32 0/32 0/256,0/128 none 

9 or 18ms 9 or 18ms 1.17s 1.17s 1.17s 18 or 73ms nla 

Synchronized 
no no yes yes yes no no sampling 

Minimum voltage 
pre-charge no no yes yes yes no no 

Oontinued on next page 
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Portable Power (PP) Selection Guides 

Feature 

Hysteresis on 
high-temperature 
cut-off 

LED in "charge 
pending" phase 

Page number 

bq2002 

no 

n/a 

bq2002 Family Selection Guide (Continued) 

Part Number 

-;\V or PVD Termination 

bq2002F bq2002C bq2002E bq2002G 

no no no no 

n/a flashes flashes flashes 

PP/3-35 PP/3-35 PP/3-43 PP/3-61 PP/3-61 
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\ T/;~t Termination 

bq2002T bq2002D 

yes yes 

on off 

PP/3-51 PP/3-51 



Portable Power (PP) Selection Guides ~ -
The bq2004 fast-charge controllCs are low-cost CMOS battery charge controllCs providing reliable charge termina
tion for both NiCd and NiMH battery applications. Integration of PWM cCurrent control circuitry allows the ICs to be the 
basis for a cost-effective stand-alone or system-integrated charger. The bq2004 family'includes options that integrate 
fast charge, top-off, and pulse-trickle charge control in a single IC for charging one or more NiCd or NiMH batteries. 

A new charge cycle is started by the application of a charging supply, replacement of the battery; or a logic-level 
pulse. For safety, fast charge is inhibited if the battery voltage or temperature is outside of configured limits. Fast 
charge may be inhibited using the INH input, which also puts the IC into a low-power standby mode, reducing system 
power consumption. 

~ Fast-charge control of nickel cadmium or ~ Fast-charge terminations available: 
nickel-metal hydride batteries -eN 

~ Integrated PWM closed-loop current control 
Peak Voltage Detection (PVD) 

~ Configurable, direct LED output displays charge t:;.T/t:;.t 
status 

~ Low-power mode 
~ Backup safety termination on maximum voltage, 

maximum temperature, and maximum time 
~ Top-off and pulse-trickle charging available 

~ 16-pin 300-mil DIP or 150-mil SOIC packaging 

bq2004 Family Selection Guide 

Part Number 

Feature bq2004 bq2004E bq2004H 

Maximum time-out selections (minutes) 360/180/90/45/23 325/154177/39/19 650/325/154177/39 

Hold-off period selections (seconds) 137/820/410/200/100 137/546/273/137/68 273/546/546/273/137 

Charge rate during hold-off period fu II fast -charge rate 1/8*fast-charge rate 1 /8*fast -charge rate 

Top-off options C/2,C/4,C/8,C/16,0 C/2,C/4,C/8,C!16,0 C/4,C/8,C/16,C/32,0 

Top-off pulse width/period (seconds) 260/2080 260/2080 260/2080 

Top-off duration MTO 0.235*MTO 0.235*MTO 

Pulse-trickle selections C/32,C/64,0 C/512,0 C/512,0 

Pulse-trickle period (ms) 4.17/8.3/16.7/33.3/66.7 66.7/133/267/532 33.3/66.7/133/267 

Pulse-trickle pulse width (seconds) 260 260 260 

DSEL floating disables pulse-trickle no yes yes 

VSEL high disables low-temperature 
yes no no 

fault threshold 

High-temperature fault threshold 1/4LTF + 3/4 TCO 1/3LTF + 213 TCO 1/3LTF + 213 TCO 

Page number PP/3-91 PP/3-105 PP/3-105 
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Portable Power (PP) Selection Guides [1:JJ -
Li-Ion PWM Charge IC Selection Guide 

Part Number 

Feature bq2054 bq2954 UCC3956 

During pre-qualification, the Uses a 4-step charge 
bq2054 charges using a low 

Performs similar to the bq2054, algorithm: low-current trickle 
trickle current if the battery 
voltage is low. Then it charges 

but the bq2954 also re-initiates a charge (when the cell voltage 

Charge using constant current followed 
recharge if the battery voltage is below a user- program-
falls below a threshold level. This mabie level); high- current 

algorithm by constant volatge. After 
allows the bq2954 to maintain a bulk charge; con-fast-charge termination, charge 
full charge in the battery at all stant-voltage overcharge; 

is re-initiated by resetting the times. optional top-off with 
power to the IC or by inserting 

user-programmable timer 
a new batterv. 

Fully differential high-side 

Current-sensing Low-side and high-side current current senSing can be used 
Low-side current sensing up to 20V common mode 

technique sensing without the need for external 
level shiftina. 
One-shot charge initiates 

Charge initiation 
Application of power or detection Application of power or detection charging, or a simple 
of battery insertion of battery insertion comparator initiates charging 

on batterv insertion. 

Detection of 
Minimum cell voltage required User-programmable threshold 

deeply dis-
Minimum cell voltage required for fast charge: 3V1cell limits charge current when 
for fast charge: 2V1cell Trickle-charge period: 0.25 * battery cells are deeply 

charged (bad) 
Trickle-charge period: 1 * MTO MTO (for faster detection of bad discharged and provides 

cells 
cells) short-circuit protection. 

User-programmable minimum User-programmable minimum 
User-programmable minimum 

Charge termina- current is a ratio of the charging current is a ratio ot the charging 
current or 

tion based on current: 1/10, 1120, 1/30. A current: 1/10, 1/15, 1/20. A user-programmable 
minimum curren safety charge timer is also avail- safety charge timer is also avail-

overcharge timer 
able. able. 
Measured using an external Measured using an external 

Temperature thermistor. Fast charge is inhib- thermistor. Fast charge is inhib-
No 

monitoring ited if the battery temperature is ited if the battery temperature is 
outside user-confiaured limits. outside user-confiaured limits. 

Status display 3 LEDs for state of charge 
2 LEDs or one bi-color LED 2 LEDs for state of charge 
optimize state of charae includina end of charae 

Full-charge LEDs indicate full charge after LEDs indicate full charge just LEDs indicate full charge on 
indication chame termination before chame termination chame termination 
Input voltage 4.5Vt05.5V 4.5Vt05.5V 6.5Vt020V 
ranee 
Typical supply 

2mA 2mA 5mA 
current 
Voltage regula-

±1% at 25°C ±1% at 25°C ±1% at 25°C tion accura~ 
Wakeup feature 
for battery pack No Yes No 
protectors 

Integrated PWM 
Yes Yes Yes controller 

Pins/packaae 16-pin narrow PDIP or SOIC 16-pin narrow PDIP or SOIC 20-pin SOIC or DIP 
PlMte number PP/3-170 PP/3-217 PP/3-253 
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Portable Power (PP) Selection Guides [1:D -
Unitrode's Gas· Gauge ICs measure the available charge, calculate self-discharge; and communicate the availabl~ 
charge of a battery pack over a serial port or by directly driving an LED display. .. 

Accurate measurement of available charge for nickel ~ 

cadmium, nickel metal-hydride, lithium ion, lead-acid 
batteries, and primary lithium 

Serial port or direct LED display for remaining 
battery capacity indication . 

Available capacity is compensated for 
charge/diScharge rate and temperature Designed for battery-pack integration 

~ 15~A or less typical operating current ~ Accurately measures across a wide range of 
currents 

5 or 6 LED outputs 16/S01C bq2010 PP/4-3 

1-wire DQ Slow-charge control 16/S01C bq2012 PP/4-S1 
NiCdlNiMH SOO-5000 

External charge-control support 16/S01C bq2014 PP/4-123 

1-wire HDQ Register-compatible with bq2050H 16/S01C bq2014H+ PP/4-149 

See bq2011 Family Selection 
bq2011 PP/4-24, 

NiCd SOO-2000 1-wire DQ 16/S01C bq2011J PP/4-45, 
Guide 

bq2011K PP/4-63 

NiCdlNiMH/ 2000- 1-wire HDQ Programmable offset and load 
16/S01C bq2013H PP/4-103 Lead Acid 10,000 compensation 

1-wire DQ Remaining (Wh) indication 16/S01C bq2050 PP/4-215 
Li-Ion SOO-5000 

1-wire HDQ Register-compatible with bq2014H 16/S01C bq2050H PP/4-237 

Primary SOO-
1-wire HDQ Programmable discharge 16/S01C bq2052+ PP/4-259 

Lithium 15,000 efficiency compensation 

SBS rev. 1.0-compliant 16/S01C bq2040 PP/4-1S5 

2-wire SBS rev. 0.95-compliant 16/ SOIC bq2092 PP/4-314 
5MBus 

NiCdlNiMH 
SOO-

SBS rev. 1.0-compliant with 5 
16/S01C bq2945 PP/4-340 

Lead Acidl LEOs 
Li-Ion 10,000 

2-wire 
5MBusor 

SBS rev. 1.1-compliant 2S/SS0P bq2060+ PP/4-276 1-wire 
HDQ16 

Any Any 1-wire HDQ Analog peripheral for IlC 
S/SOICor 

bq201S PP/4-170 
TSSOP 

+ New Product 
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Portable Power (PP) Selection Guides -
The bq2011 Gas Gauge ICs provide accurate capacity monitoring of rechargeable batteries in high discharge rate 
environments. The ICs can monitor a wide range of charge/discharge currents using the onboard V-to-F converter 
and a low-value sense resistor. The ICs track remaining capacity (NAG) and compensate it for battery self-discharge, 
charge/discharge rate, and temperature. Five LEDs can communicate remaining capacity in 20% increments. A serial 
port allows a host microcontroller to access the nonvolatile memory registers containing battery capacity, voltage, 
temperature, and other critical parameters. 

~ Accurate measurement of available charge in 
rechargeable batteries 

~ Automatic charge self-discharge and discharge 
compensation 

~ Designed for NiCd high discharge rate applications ~ Low operating current 

~ Drives 5 LEDs for capacity indication ~ 16-pin narrow SOIC 

bq2011 Family Selection Guide 

Part Number 

Feature bq2011 bq2011J bq2011K 

Display Relative or absolute Absolute Absolute 

Programmed Full Count 
4.5-10.5mVh 2.21-3.S1 mVh 2.21-3.S1mVh 

(PFC) range 

Nominal Available Capacity 
NAC=O NAC= PFCorO NAC = PFC orO (NAC) on reset 

Self-discharge rate NAC/SO NAC/SO or disabled NAC/SO or disabled 

Charge compensation 75-95% based on rate 65-95% based on rate and 70-95% based on rate and 
and temperature temperature temperature 

Discharge compensation 75-100% plus tempera- 75-100% plus tempera-
100% ture compensation ture compensation 

End-of-discharge voltage 0.9V1cell 0.9V/cell 0.96-1.16V1cell 

Page number PP/4-24 PP/4-45 PP/4-63 
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Portable Power (PP) Selection Guides -
Unitrode's battery management module products provide true turn-key solutions for capacity monitoring and charge 
control of NiCd, NiMH, Li-Ion, or Rechargeable Alkaline battery packs. Designed for battery pack integration, the 
small boards contain all necessary components to easily implement intelligent or smart battery packs in a portable 
system. The wide selection of boards offers battery monitoring, capacity tracking, charge control, and remaining ca
pacity communication to the host system or user. The boards are fully tested and provide direct cell connections for 
simple battery pack 

Turnkey solutions for intelligent or smart batteries for 
portable equipment 

Capacity monitoring and charge control 

Pushbutton-activated LED capacity indication 
Computers, cellular phones, and camcorders 

Handheld terminals 
> Designed for battery pack integration 

Small size 
Communication radios 

Low power 
Medical and test equipment 

Power tools 
Direct cell,?onnections 

Battery-Management Modules Selection Guide 

Battery Part 
Technology Key Features Number 

Capacity monitoring, LED indication, serial communications port bq21.10 

Capacity monitoring,slow-charge control, LED indication, serial com- bq2112 munications port 
NiCdlNiMH 

Capacity monitoring, charge control output, LED indication, serial com- bq2114 munications port 

Capacity monitoring and fast charge control bq2164 

NiCd Capacity monitoring for high discharge rates, LED indication bq2111L 

NiCdlNiMH, Capacity monitoring, LED indication, single-wire serial communica- bq2113H+ Lead Acid tions port 

Capacity monitoring, Smart Battery data set and interface, LED indica- bq2148 tion, pack supervision, 4-segment LED indication 

Capacity monitoring, LED indication, serial communications port bq2150 
bq2150/H 

Li-Ion 
Pack supervision: overvoltage, undervoltage, and overcurrent control bq2158 

bq2158T 

Capacity monitoring, 3- or 4-cell pack supervision, and LED bq2167+ 
indication bq2168+ 

NiCdlNiMH/ 
Capacity monitoring, Smart Battery data set and interface, bq2145 5-segment LED indication 

Lead Acidl 
Li-Ion Capacity monitoring, Smart Battery data set and interface, 4-segment bq219XL LED indication 

Any Charge and discharge counting, serial communication port, single-wire bq2118 interface 

+ New Product 
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Number 

PP/5-2 

PP/5-14 

PP/5-24 

PP/5-71 

PP/5-8 

PP/5-20 

PP/5-40 

PP/5-47 
PP/5-53 

PP/5-57 
PP/5-64 

PP/5-77 
PP/5-85 

PP/5-34 

PP/5-93 

PP/5-30 



Portable Power (PP) Selection Guides [1:D -
Unitrode Lithium Ion Pack~Protection ICs provide reversible overvoltage, undervoltage, and overcurrent protection for 
lithium ion battery packs. . 

~ Protects one to four Lithium Ion series cells from 
overvoltage, undervoltage, and overcurrent 

~ Designed for battery-pack integration 

~ User-selectable thresholds mask-programmable by 
Unitrode 

Small outline package, minimal external 
components and space, and low cost 

Pack-Protection and Supervisory les Selection Guide 

Battery Number of Cells Key Pins / Part Page 
Technology Protected Protection Types Features Package Number Number 

30r4 Overvoltage, bq2058 PP/6-2 
overcurrent, and Very low power 

bq2058T PP/6-14 undervoltage 16/0.150" 

2 Internal SOIC 
MOSFET UCC3911 PP/6-26 

Overcharge, (80mO total) 
overdischarge, 

Internal overcurrent 16/0.150" Lithium Ion 1 MOSFET 
TSSOP 

UCC3952+ PP/6-32 
(50mO total) 

Overvoltage, ' . 
Smart-discharge 16/0.150" 

30r4 undervoltage, 
circuitry SSOP 

UCC3957 PP/6-37 
overcurrent 

Overcharge, Internal 
16/0.150" 

1 overdischarge, MOSFETS 
SOIC 

UCC3958 PP/6-44 
overcurrent (50mO total) 

+ New Product 
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Portable Power (PP) Selection Guides [1:JJ -
Power-Management ICs Selection Guide 

Part Number 

UCC3809 UCC38001 UCC3813-
Features UCC3581 -1/2 112/3/4/5 0/1/2/3/4/5 

Topology Forward, flyback 
Forward, flyback, Forward, flyback, buck, Forward, flyback. buck, 

buck boost boost boost 

Input voltaae Off-line AC Off-line AC Off-line AC, battery Off-line AC, battery 

Output voltage NA NA NA NA 

Operating mode Fixed/variable Fixed frequency Fixed frequency Fixed frequency 
freauencv (1 MHz maximum) (1 MHz maximum) (1 MHz maximum) 

Output 1 A FET drives 0_8A FET drives 1 A FET drives 1 A FET drives 

Output power N/A N/A N/A N/A 

Supplv current 3001lA 500!lA 500uA 500uA 

Power limit Yes No Yes Yes 

ON-42A, ON-43, ON-42A, ON-43, 
Application/design 

ON-48, ON-65 
ON-65,ON-89, ON-46. ON-48, ON-54, ON-46, ON-48. ON-54, 

note U-165, U-168 ON-56A, ON-65, ON-56A, ON-65, 
ON-89 U-133A U-97 ON-89 U-133A U-97 

Pin count + 14 8 8 8 

Paae number PS/8-128 PS/8-192 PS/8-169 '- PS/8-206 

+ The smallest available pin count for thru-hole and surface-mount packages_ 

Power-Management ICs Selection Guide (Continued) 

Part Number 

UCC3941 UCC39411 
Features UCC39401 -3/-5/-ADJ 12/3+ UCC39421/2+ UCC3946 UCC3954 

Topology 
Boost / battery 

Boost Boost 
Boost/SEPIC/ Watchdog/ 

Flyback charger flyback reset 

Input voltage 
0.8V to (V OUT + 

0.5V) 
0.8V to (V OUT + 

0.5V) 
1.1Vto(VOUT + 

0.5V) 1.8V-8V 2.1V-5.5V 2.5V-4.2V 

Output voltage AOJto 5.0V 3.3\{ 5V, AOJ 3.3V, 5\{ AOJ AOJ VltrO.3V 3.3V 

Operating Variable Variable Fixed/variable Watchdog! 
Fixed 

Variable frequency 
mode frequency frequency frequency reset (200kHz) 

Output 
Internal power Internal power Internal power 

FET Drives NA 
Internal power 

FETs FETs FETs FETs 

Output power 200mW 
500mW (1 cell) 200mW NA NA 2W 1W (2 cells) 

Supply current 55J,JA 80J,JA 48J,JA 635J,JA 10J,JA 1mA 

Power limit Yes Yes Yes Yes NA Yes 

Application! - ON-73 ON-97 - - ON-86 
desian note 

Pin count + 20 8 8 16/20 8 8 

Page number PPI7-34 PPI7-48 PPI7-58 PPI7-66 PPI7-88 PPI7-93 

+ New Product 
+ The smallest available pin count for thru-hole and surface-mount packages. 
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Portable Power (PP) Selection Guides [1::JJ -
Linear Controller ICs Selection Guide 

Part Number 

Features UC3832 UC3833 UC3834 UC3835 UC3836 UCC3837 

Positive Positive 
Positive/ 

Positive Positive Type of output 
adjustable adjustable negative 5V fixed 

adjustable adjustable 
adiustable 

Maximum input 36V 36V 40V 40V 40V 12V voltage 

Minimum output 
2.0V 2.0V + 1.5V / -2.0V 2.5V 1.5V voltage 

Output drive 300mA 300mA 350mA 500mA 500mA 1.5mA 

Type of short 
Duty cycle Duty cycle Foldback Foldback Foldback Duty cycle circuit limit 

Reference 
2% 2% 3%/4% 2% 2% 2% voltage accuracy 

Internal 

Special features 
Multiple pins 

Built-in Rsense 
Built-in charge pump; 

accessible - - Rsense Direct N-FET 
drive 

Application/ DN-32, DN-32, U-95 -design note DN-61 U-152 DN-61 U-152 

Pin count + 14 16 8 16 16 8 16 8 16 8 

Page number PS/3-11 PS/3-11 PS/3-18 PS/3-24 PS/3-24 PS/3-28 

+The smallest available pin count for thru-hole and surface-mount packages. 

Low-Dropout Linear Regulator ICs Selection Guide 

Part Number 

Features UCC381 UC382-1 UC382·2 UC382·3 UC382·ADJ 

Output voltage 3.3V, 5V, ADJ 1.5V 2.1V 2.5V 1.2V1 
adiustable 

Dropout voltage 0.5Vat 1A 450mVat 3A 450mVat3A 450mVat 3A 450mVat3A 

Output voltage accuracy 2.5% 1% 1% 1% 1% 

Maximum input voltage 9V 7.5V 7.5V 7.5V 7.5V 

Shutdown current 101lA - - - -
Operating current 4001lA - - - -
Line regulation 0.01%/V - - - -
Load regulation 0.1%, IOUT= 0 - - - -to 1A 

Special features Power limit 
Fast transient Fast transient Fast transient Fast transient 

response response res~onse re~ponse 

Pin count + 8 5 5 5 5 

Page number PP/7-5 PS/3-5 PS/3-5 PS/3-5 PS/3-5 

+ The smallest available pin count for thru-hole and surface-mount packages. 
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Portable Power (PP) Selection Guides 0:::0 -
Low-Dropout Linear Regulator ICs Selection Guide (Continued) 

Part Number 

Features UCC383 UCC384 UC385-1 UC385-2 UC385-3 

Output voltage S_SV, SV, ADJ SV,12V,ADJ 1_SV 2.1V 2.SV 

Dropout voltage 0.4SV at SA 0.2Vat 4S0mV at SA 4S0mVatSA 4S0mVatSA 
SOOmA 

Output voltage accuracy 2.S% 2.S% 1% 1% 1% 

Maximum input voltage 9V -16V 7.5V 7.SV 7.5V 

Shutdown current 4011A 1711A -
Operating current 400J,1A 240J,1A -
Line regulation 0.01%/V 0.01%/V -

Load regulation 0.1%, lOUT = 0 0.1%, lOUT = 0 -to 1A toSOOmA 

Special features Power limit Power limit 
Fast transient Fast transient Fast transient 

response response response 

Pin count + S 8 S S S 

Page number ppn-12 ppn-19 PS/S-SS PS/S-S5 PS/S-SS 

+The smallest available pin count for thru-hole and surface-mount packages. 

Low-Dropout Linear Regulator ICs Selection Guide (Continued) 

Part Number 

Features UC385-AOJ UC386+ UC387+ UC388+ 

Output voltage 1.2V1adjustable S.SV SV 
Adjustable down to 

1.2SV 

Dropout voltage 4S0mV at SA 0.2V at 200mA 0.2V at 200mA 0.2V at 200mA 

Output voltage accuracy 1% 1.S% 1.S% 1.S% 

Maximum input voltage 7_SV 9V 9V 9V 

Shutdown current - 2J,1A 2J,1A 2J,1A 

Operating current - 10J,1A 10J,1A 10J,1A 

Line regulation - 2SmVmax 2SmV max 2SmVmax 

Load regulation - 10mVmax 10mVmax 10mVmax 

Special features Fast transient 
TSSOP TSSOP TSSOP response 

Pin count + 5 8 8 8 

Page number PS/S-SS ppn-29 ppn-29 ppn-29 

+ The smallest available pin count for thru-hole and surface-mount packages. 
+ New product. . 
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Portable Power (PP) Selection Guides -
Special Function Linear Regulation les Selection Guide 

Part number 

Features UC560 UCC561+ 

Type of output Positive Positive 

Source/sink regulator for 
LVD SCSI regulator for the Application the 1B- and 27-line SCSI 

termination 1B- and 27-line termination 

Input voltage 4V-6V 2.7V- 5.25V 

Output voltage 2.B5V 1.3V, 1.75V, 0.75V 

Dropout voltage 0.9V at 750mA -
Bus standard SCSI-1,2,3 SPI-2,3 

Sink/source current 300mA /-750mA 200mA /-200mA 

Application/design note - -
Pin count .:. 5,B 16 

Page number IF/4-3 IF/4-7 

':'The smallest available pin count for thru-hole and surface-mount packages. 
+ New product. 
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UC563+ 

Positive 

32-line VME bus bias 
generator 

4.B75V-5.25V 

2.94V 

-
VME/VME64 

475mA /-575mA 

-
3,B 

IF/4-10 



Portable Power (PP) Selection Guides -

Fluorescent lamp driver Fluorescent lamp driver 

4.5V-20V 4.5V-24V 4.5V-25V 

1.2% 1.2 NA 

Yes Yes Yes 

Yes Yes Yes 

SOkH-160kH 

Analog dimming Yes Yes Yes 

Low-frequency dimming Yes Yes Yes 

Operating current SmA 6mA 1mA 

Package 1S-pin sOle 16-pin SSOP S-pinTSSOP 

note U-141, U-14S DN-75, U-141, U-14S 

number PP/S-2 PP/S-S PP/S-13 

+ New Product 
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Portable Power (PP) Selection Guides -
IrDA Selection Guide 

Supply Dynamic Quiescent Encoder! IrDA Part Page 
Device Type Voltage Data Rate Range Current Decoder Compliant LED Driver Number Number 

Receiver 3.3V 2.4kbps 150nA 
250).IA N y N/A UCC5341 PP/9-2 

or5V 115.2kbps 100mA 

Transceiver 3.3V 2.4kbps 150nA 
250).IA N y 500mA UCC5342 PP/9-6 

or5V 11S.2kbps 100m A 

Transceiver 3.3V 2.4kbps 150nA 
280).IA y Y 500mA UCC5343 PP/9-10 

or5V 11S.2kbps 100mA 
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Power Supply Control (PS) Selection Guides Qd] -
PWMControl 

Current Mode Controllers .................................................. 10-32 
Dedicated DC/DC Controllers ............................................... 10-44 
MicroProcessor Power Controllers ........................................... 10-47 
MicroProcessor Power Support. ............................................. 10-49 
Post Regulation Controllers ................................................. 10-50 
Secondary Side PWM Control .............................................. 10-51 
Soft Switching Controllers .................................................. 10-52 
Voltage Mode Controllers . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1 0-56 

PWM Control 

Current Mode Controllers 
UNITRODE PART NUMBER 

UCC3800 UCC3801 UCC3802 

Application OC·OCand OC·OCand Off·line Battery Battery 
Topology Buck, Boost Buck, Boost Forward, Flyback 
Voltage Reference Tolerance 1.5% 1.5% 1.5% 
Peak Output Current 1A 1A 1A 
Under Voltage Lockout 7.2V 16.9V 9.4V 17.4V 12.5V 18.3V 
Maximum Practical Operating 1MHz 1MHz 1MHz Frequency 

Outputs Single, Totem Single, Totem Single, Totem 
Pole Pole Pole 

Startup Current 100j.iA 100j.iA 100j.iA 
Leading Edge Blanking Y Y Y 
Soft Start y y y 

Maximum Duty Cycle 100% 50% 100% 
Separate Oscillator I 
Synchronization Terminal 

ON·42A, ON·48, ON·42A, ON·48, ON·42A, DN·48, 
DN·54, ON·65, DN·54, DN·65, DN·54, DN·65, Application I Design Note ON·89, U·97, ON·89, U·97, DN·89, U·97, 

U·133A U·133A U·133A 

Pin Count .:. 8 8 8 
Page Number PS/3·173 PS/3·173 PS/3·173 
All products feature Pulse-by·Pulse Current Limiting and UVLO unless othelWise noted • 
• :. The smallest available pin count for thru·hole and surface mount packages. 
+ New Product 
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UCC3803 
OC·OCand 

Battery 
Buck, Boost 

1.5% 
1A 

4.1V 13.6V 

1MHz 

Single, Totem 
Pole 

100j.iA 
Y 
y 

100% 

DN·42A, DN·43, 
ON·46, DN·48, 

DN·54, ON·56A, 
ON·65, DN·89, 
U·97, U·133A 

8 
PS/3·173 

UCC3804 

Off·line 

Forward, Flyback 
1.5% 
1A 

12.5V 18.3V 

1MHz 

Single, Totem 
Pole 

100j.iA 
Y 
y 

50% 

ON·42A, DN·48, 
DN·54, ON·65, 
DN·89, U·97, 

U·133A 

8 
PS/3·173 



Power Supply Control (PS) Selection Guides 

PWM Control (cont.) 

UNITRODE PART NUMBER 
Current Mode Controllers 

UCC3805 UCC3806 UCC3807-1 

DC-DC and Isolated Output, 
Application Battery Push-pull DC-DC 

Controller 
Push-pull, Full Forward, Flyback Topology Forward, Flyback Bridge, Half Buck, Boost Bridge 

Voltage Reference Tolerance 1.5% 1% 1.5% 
Peak Output Current lA 0.5A lA 
Under Voltage Lockout 4.1V/3.6V ?5V 16.?5V ?2V 16.9V 
Maximum Practical Operating lMHz lMHz lMHz Frequency 

Outputs Single, Totem Dual Alternating, Single, Totem 
Pole Totem Pole Pole 

Startup Current 1001JA 1001JA 1001JA 
Leading Edge Blanking Y Y 
Soft Start y y y 

Maximum Duty Cycle 50% 50%/50% Programmable 
Separate Oscillator I y 
Synchronization Terminal 

ON-42A, ON-43, 
ON-46, ON-48, ON-45, ON-51, ON-48, ON-65, Application I Design Note ON-54, ON-56A, ON-65, U-9?, U-9?, U-133A ON-65, ON-89, U-l10, U-144 
U-9?, U-133A 

Pin Count .:. 8 16 8 
Page Number PS/3-1?3 PS/3-180 PS/3-18? 
All products feature Pulse-by-Pulse Current Limiting and UVLO unless otherwise noted • 
• :. The smallest available pin count for thru-hole and surface mount packages. 
+ New Product 
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UCC3807-2 

Off-line 

Forward, Flyback 
Buck, Boost 

1.5% 
lA 

12.5V I 8.3V 

lMHz 

Single, Totem 
Pole 

1001JA 
Y 
y 

Programmable 

ON-48, ON-65, 
U-9?, U-133A 

8 
PS/3-18? 

[1J] -
UCC3807-3 

DC-DC and 
Battery 

Forward, Flyback 
Buck, Boost 

1.5% 
lA 

4.3V I 4.1V 

lMHz 

Single, Totem 
Pole 

1001JA 
Y 
y 

Programmable 

ON-48, ON-65, 
U-9?, U-133A 

8 
PS/3-18? 



Power Supply Control (PS) Selection Guides 

PWM Control (cont.) 

UNITRODE PART NUMBER 
Current Mode Controllers 

UCC3808-1 UCC3808-2 UCC3809-1 

OC-OCand Application Off-line Battery DC-OC 

Push-pull, Full Push-pull, Full Forward, Flyback, Topology Bridge, Half Bridge, Half Buck, Boost Bridge Bridge 
Voltage Reference Tolerance 2% 2% 5% 

Peak Output Current 0.5A Source, 1A 0.5A Source, 1A 0.4A Source, 
Sink Sink 0.8ASink 

Under Voltage Lockout 12.5V 18.3V 4.3V 14.1V 10V 18V 
Maximum Practical Operating 1MHz 1MHz 1MHz Frequency 

Outputs Dual Alternating, Oual Alternating, Single, Totem 
Totem Pole Totem Pole Pole 

Startup Current 130j.tA 130j.tA 100j.tA 
Leading Edge Blanking 
Soft Start y y y 

Maximum Duty Cycle 50%/50% 50%/50% 90% 
Separate Oscillator I NlA Synchronization Terminal 

Application I Design Note ON-65, U-97, DN-65, U-97, ON-65, ON-89, 
U-110, U-170 U-110, U-170 U-165, U-168 

Pin Count .:. 8 8 8 
Page Number PS/3-192 PS/3-192 PS/3-198 
All products feature Pulse-by-Pulse Current Limiting and UVLO unless otherwise noted . 
• :. The smallest available pin count for thru-hole and surface mount packages. 
+ New Product 
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UCC3809-2 

Off-line 

Forward, Flyback, 
Buck, Boost 

5% 
0.4A Source, 

0.8ASink 
15V 18V 

1MHz 

Single, Totem 
Pole 

100j.tA 

y 

90% 

NlA 

ON-65, DN-89, 
U-165, U-168 

8 
PS/3-198 

[1JJ -
UCC3810 
Dual PWM 
Controller, 

Off-line, DC-DC 

Forward, Flyback 
Buck, Boost 

1.5% 

1A 

11.3V 18.3V 

1MHz 

Dual, Totem Pole 

150j.tA 
Y 

50% 

y 

DN-65, U-97, 
U-110, U-133A 

16 
PS/3-205 



Power Supply Control (PS) Selection Guides 

PWM Control (cont.) 

Current Mode Controllers 
UNITRODEPARTNUMBER 

UCC3813·Q UCC3813·1 UCC3813·2 

Application OC·OCand OC·OCand Off·line Battery Battery 
Topology Buck, Boost Buck, Boost Forward, Flyback 
Voltage Reference Tolerance 1.S% 1.S% 1.S% 
Peak Output Current 1A 1A 1A 
Under Voltage Lockout 7.2V 16.9V 9.4V I 7.4V 12.SV 18.3V 
Maximum Practical Operating 1MHz 1MHz 1MHz Frequency 

Outputs Single, Totem Single, Totem Single, Totem 
Pole Pole Pole 

Startup Current 1001JA 1001JA 1001JA 
Leading Edge Blanking Y Y y 

Soft Start y y y 

Maximum Duty Cycle 100% SO% 100% 
Separate Oscillator I 
Synchronization Terminal 

ON·42A, ON-48, ON-42A, ON-48, ON-42A, ON-48, 
ON-S4, ON-6S, ON-S4, ON-6S, ON-S4, ON-6S, Application I Design Note ON-89, U-97, ON-89, U-97, ON-89, U-97, 

U-133A U-133A U-133A 

Pin Count .:. 8 8 8 
Page Number PS/3-212 PS/3-212 PS/3-212 

All products feature Pulse-by·Pulse Current Limiting and UVLO unless otherwise noted • 
• :. The smallest available pin count for thru-hole and surface mount packages. 
+ New Product 
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UCC3813·3 
OC·OCand 

Battery 
Buck, Boost 

1.S% 
1A 

4.1V 13.6V 

1MHz 

Single, Totem 
Pole 

1001JA 
y 
y 

100% 

ON-42A, ON-43, 
ON-46, ON-48, 

ON-S4, ON-S6A, 
ON-6S, ON-89, 
U-97, U-133A 

8 
PS/3-212 

[1D -
UCC3813·4 

Off·line 

Forward, Flyback 
1.S% 
1A 

12.SV 18.3V 

1MHz 

Single, Totem 
Pole 

1001JA 
y 
y 

SO% 

ON-42A, ON-48, 
ON-S4, ON-6S, 
ON-89, U-97, 

U-133A 

8 
PS/3-212 



Power Supply Control (PS) Selection Guides 

PWM Control (cont.) 

UNITRODE PART NUMBER 
Current Mode Controllers 

UCC3813-5 UC3823 UC3823A 

DC-DC and Application Battery DC-DC DC-DC 

Topology Forward, Flyback Buck, Boost Buck, Boost 
Voltage Reference Tolerance 1.5% 1% 1% 
Peak Output Current lA 1.5A 2A 
Under Voltage Lockout 4.1V 13.6V 9.2V 18.4V 9.2V 18.4V 
Maximum Practical Operating lMHz lMHz lMHz Frequency 

Single, Totem Single, Totem Single, Totem Outputs Pole Pole Pole 

Startup Current 100J,IA 1.1mA O.lmA 
Leading Edge Blanking Y Y 
Soft Start y y y 

Maximum Duty Cycle 50% 100% Programmable, 
<100% 

Separate Oscillator I y y 
Synchronization Terminal 

DN-42A, DN-43, 
DN-46, DN-48, U-97, U-lll, U-97, U-ll0, 

Application I Design Note DN-54, DN-56A, U-131 U-lll, U-128, 
DN-65, DN-89, U-131 
U-97, U-133A 

Pin Count .:. 8 16 16 
Page Number PS/3-212 PS/3-219 PS/3-225 
All products feature Pulse-by-Pulse Current Limiting and UVLO unless otherwise noted • 
• :. The smallest available pIn count for tlJru-hole and surface mount packages. 
+ New Product 
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UC3823B 

Off-line 

Buck, Boost 
1% 
2A 

16V 110V 

lMHz 

Single, Totem 
Pole 

O.lmA 
Y 
y 

Programmable, 
<100% 

y 

U-97, U-ll0, 
U-lll, U-128, 

U-131 

16 
PS/3-225 

[1D -
UC3824 

Synchronous 
Rectifier, Forward 

Converter 
Forward, Flyback 

1% 
1.5A 

9.2V 18.4V 

lMHz 

Dual 
Complementary, 

Totem Pole 
1.1mA 

y 

100% 

y 

U-lll 

16 
PS/3-233 



Power Supply Control (PS) Selection Guides 

PWM Control (cont.) 

Current Mode Controllers 
UNITRODE PART NUMBER 

UC3825 UC3825A UC3825B 

Application DC-DC DC-DC Off-line 

Push-pull, Full Push-pull, Full Push-pull, Full 
Topology Bridge, Hall Bridge, Hall Bridge, Hall 

Bridge Bridge Bridge 
Voltage Reference Tolerance 1% 1% 1% 

Peak Output Current 1.5A 2A 2A 

Under Voltage Lockout 9.2V 1 8.4V 9.2V 18.4V 16V 1 10V 
Maximum Practical Operating 1MHz 1MHz 1MHz Frequency 

Outputs Dual Alternating, Dual Alternating, Dual Alternating, 
Totem Pole Totem Pole Totem Pole 

Startup Current 1.1mA 0.1mA 0.1mA 
Leading Edge Blanking Y Y 
Soft Start y y y 

Maximum Duty Cycle 50%/50% Programmable Programmable, 
<50% 

Separate Oscillator I y y y 
Synchronization Terminal 

U-97, U-110, U-97, U-110, U-97, U-110, 
Application I Design Note U-111 U-111, U-128, U-111, U-128, 

U-131 U-131 
Pin Count .:. 16 16 16 
Page Number PS/3-240 PS/3-225 PS/3-225 
All products feature Pulse-by-Pulse Current Limiting and UVLO unless otherwise noted . 
• :. The smallest available pin count for thru-hole and surface mount packages. 
o Pulse- by-Pulse Current Limiting Not Applicable. 
+ New Product 
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UC3826 ) 

Secondary Side, 
Average Current 

Mode 

Forward, Flyback, 
Buck, Boost 

1% 

0.25A 

8.4V 18.0V 

1MHz 

Single, Totem 
Pole 

N/A 
y 

Programmable, 
<50% 

y 

U-135, U-140 

24 
PS/3-247 

[1JJ -
UC3827-1 

Multiple Output or 
High Voltage 

Output DC-DC 
Converters 

Buck Current 
Fed Push-pull 

4% 
Floating 1A lor 

Buck Stage, 0.8A 
lor Push-pull 

Drivers 
9V 1 8.4V 

500kHz 

Floating Buck, 
Push-pull 

1mA 

y 

90% lor Buck 
Stage, 50% 1 50% 

lor Push-pull 
Stage 

y 

24 
PS/3-257 



Power Supply Control (PS) Selection Guides 

PWM Control (cont.) 

UNITRODE PART NUMBER 
Current Mode Controllers 

UC3827-2 UCC3830-4 UCC3830-5 
Multiple Output or 

Application High Voltage Microprocessor Microprocessor 
Output DC-DC Power Power 

Converters 

Topology Buck Voltage Fed Buck Buck Push-pull 
Voltage Reference Tolerance 4% 1%" 1%" 

Floating 1 A for 

Peak Output Current Buck Stage, O.SA 1.5A 1.5A for Push-pull 
Drivers 

Under Voltage Lockout 9V IS.4V 10.5V 110V 10.5V 110V 
Maximum Practical Operating 500kHz 100kHz 200kHz Frequency 

Outputs Floating Buck, Single Single Push-pull 
Startup Current lmA 
Leading Edge Blanking 
Soft Start y 

90% for Buck 

Maximum Duty Cycle Stage, 50% 150% 95% 95% for Push-pull 
Stage 

Separate Oscillator 1 y 
Synchronization Terminal 
Application 1 Design Note 
Pin Count .:. 24 20 20 
Page Number PSl3-257 PSl3-263 PS/3-263 
All products feature Pulse-by-Pulse Current limiting and UVLO unless otherwise noted . 
• :. The smallest available pin count for thru-hole and surface mount psckages . 
• Combined Reference, OAC, and Error Amplifier Tolerance. 
o Pulse- by-Pulse Current limiting Not Applicable. 
+ New Product 
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UCC3830-6 

Microprocessor 
Power 

Buck 

1%" 

1.5A 

10.5V Il0V 

400kHz 

Single 

95% 

20 
PSl3-263 

[1::D -
UCC3839 ) 

Secondary Side, 
Average Current 

Mode Control 

Any Topology 

1% 

10mA to Drive 
Opto-coupler 

lMHz 

Opto-coupler 
Drive 

U-140 
14 

PS/3-276 



Power Supply Control (PS) Selection Guides 

PWM Control (cont.) 

Current Mode Controllers 
UNITRODE PART NUMBER 

UC3841 UC3842 UC3842A 
Primary Side, 

Application Programmable, Off-line Off-line 
Off-line, DC-DC 

Topology Forward, Flyback, Forward, Flyback, Forward, Flyback, 
Buck, Boost Buck, Boost Buck, Boost 

Voltage Reference Tolerance 1% 1% 1% 
Peak Output Current 1A 1A 1A 
Under Voltage Lockout 16V / 10V 16V / 10V 
Maximum Practical Operating SOOkHz SookHz SookHz Frequency 

Outputs Single, Open Single, Totem Single, Totem 
Collector Pole Pole 

Startup Current 4.SmA 1mA O.SmA 
Leading Edge Blanking 
Soft Start y 

Maximum Duty Cycle Programmable 100% 100% 
Separate Oscillator I 
Synchronization Terminal 

Trimmed 

Special Features Oscillator 
Discharge 
Current 

DN-27, DN-40, DN-26, DN-27, 
DN-29, DN-30, Application I Design Note DN-28 DN-89, U-100A, DN-40, DN-89, U-111 U-100A, U-111 

Pin Count .:. 18 8, 14 8, 14 
Page Number PS/3-281 PS/3-289 PS/3-296 
All products feature Pulse-by-Pulse Current Limiting and UVLO unless otherwise noted . 
• :. The smallest available pin count for thru-hole and surface mount packages. 
+ New Product 
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UC3843 

DC-DC 

Forward, Flyback 
Buck, Boost 

1% 
1A 

8.4V / 7.6V 

SOOkHz 

Single, Totem 
Pole 
1mA 

100% 

DN-27, DN-40, 
DN-89, U-1OOA, 

U-111 

8, 14 
PS/3-289 

[1:JJ -
UC3843A 

DC-DC 

Forward, Flyback 
Buck, Boost 

1% 
1A 

8.SV /7.9V 

SOOkHz 

Single, Totem 
Pole 

O.SmA 

100% 

Trimmed 
Oscillator 
Discharge 
Current 

DN-26, DN-27, 
DN-29, DN-30, 
DN-40, DN-89, 
U-100A, U-111 

8, 14 
PS/3-296 



Power Supply Control (PS) Selection Guides 

PWM Control (cont.) 

UNITRODEPARTNUMBER 
Current Mode Controllers 

UC3844 UC3844A UC3845 
Application Off-line Off-line DC-DC 

Forward, Flyback Forward, Flyback Forward, Flyback Topology Buck, Boost Buck, Boost Buck, Boost 

Voltage Reference Tolerance 1% 1% 1% 
Peak Output Current lA lA lA 
Under Voltage Lockout 16V 110V 16V 110V 8.4V 17.6V 
Maximum Practical Operating 500kHz 500kHz 500kHz Frequency 

Outputs Single, Totem Single, Totem Single, Totem 
Pole Pole Pole 

Startup Current lmA 0.5mA lmA 
Leading Edge Blanking 
Soft Start 
Maximum Duty Cycle 50% 50% 50% 
Separate Oscillator I 
Synchronization Terminal 

Trimmed 

Special Features Oscillator 
Discharge 

Current 

DN-27, DN-40, DN-26, DN-27, DN-27, DN-40, 
Application I Design Note DN-89, U-l00A, DN-29, DN-30, DN-89, U-l00A, DN-40, DN-89, U-lll U-l00A, U-lll U-lll 

Pin Count .:. 8, 14 8, 14 8, 14 
Page Number PS/3-289 PS/3-296 PS/3-289 
All products feature Pulse-by-Pulse Current Limiting and UVLO unless otherwise noted . 
• :. The smallest available pin count for thru-hole and surface mount packages. 
+ New Product 

10-40 

UC3845A 
DC-DC 

Forward, Flyback 
Buck, Boost 

1% 
lA 

8.5V n.9V 

500kHz 

Single, Totem 
Pole 

0.5mA 

50% 

Trimmed 
Oscillator 
Discharge 
Current 

DN-26, DN-27, 
DN-29, DN-30, 
DN40, DN-89, 
U-l00A, U-lll 

8, 14 
PS/3-296 

0dJ -
UC3846 

Off-line, DC-DC 
Push-pull, Full 
Bridge, Half 

Bridge 
1% 

0.5A 
7.7V 16.95V 

500kHz 

Dual Altemating, 
Totem Pole 

y 

50%/50% 

y 

DN45, U-93, 
U-97, U-l00A, 

U-lll 

16 
PS/3-302 



Power Supply Control (PS) Selection Guides 

PWM Control (cont.) 

Current Mode Controllers 
UNITRODE PART NUMBER 

UC3847 UC3848 ) UC3849 ) 

Average Current Secondary Side, 
Application Off-line, DC-DC Mode, Off-line, Average Current 

DC-DC Mode 

Push-pull, Full Forward, Flyback, Topology Bridge, Half Forward, Flyback Buck, Boost Bridge 
Voltage Reference Tolerance 1% 1% 1% 
Peak Output Current O.SA 2A 0.2SA 
Under Voltage Lockout 7.7V 1 6.9SV 13V 1 10V 8.3V 17.9V 
Maximum Practical Operating SOOkHz lMHz lMHz Frequency 

Outputs Dual Alternating, Single, Totem Single, Totem 
Totem Pole Pole Pole 

Startup Current SOOIlA 
Leading Edge Blanking N/A N/A 
Soft Start y y 

Maximum Duty Cycle SO% 1 SO% Programmable Programmable 
Separate Oscillator I y y 
Synchronization Terminal 

DN-4S, U-93, 
Application I Design Note U-97, U-l00A, U-13S, U-140 U-13S, U-140 

U-lll 
Pin Count .:. 16 16 24 
Page Number PS/3-302 PS/3-309 PS/3-317 
All products feature Pulse-by-Pulse Current Limiting and UVLO unless otherwise noted . 
• :. The smallest available pin count for thru-hole and surface mount packages. 
o Pulse- by-Pulse Current Limiting Not Applicable. 
+ New Product 

10-41 

UC3851 
Off-line, 

Programmable, 
Primary Side 

Controller 

Forward, Flyback, 
Buck, Boost 

1% 
0.2A 

SOOkHz 

Single, Totem 
Pole 

4.SmA 
Y 
y 

SO% 

DN-28 

18 
PS/3-327 

~ -
UC3856 

Isolated Output, 
Push-pull 
Controller 

Push-pull, Full 
Bridge, Half 

Bridge 
1% 

1.SA 
7.7V 17.0V 

lMHz 

Dual Alternating, 
Totem Pole 

y 

SO%/SO% 

y 

DN-4S, U-93, 
U-97, U-ll0 

16 
PS/3-333 



Power Supply Control (PS) Selection Guides 

PWM Control (cont.) 

UNITRODE PART NUMBER 
Current Mode Controllers 

UCC3880-4 UCC3880-5 UCC3880-6 

Microprocessor Microprocessor Microprocessor Application Power Power Power 

Topology Buck Buck Buck 

Voltage Reference Tolerance 1%' 1%' 1%' 

Peak Output Current 1.5A 1.5A 1.5A 

Under Voltage Lockout 10.5V /10V 10.5V /10V 10.5V /10V 
Maximum Practical Operating 100kHz 200kHz 400kHz Frequency 

Outputs Single Single 

Startup Current 
Leading Edge Blanking 
Average Current Mode Y Y 
Foldback Current Limiting y y 

Soft Start 
Maximum Duty Cycle 95% 95% 
Separate Oscillator I 
Synchronization Terminal 

4 Bit 4 Bit 4 Bit 

Special Features Programmable Programmable Programmable 
Output Voltage, Output Voltage, Output Voltage, 
UVIOV Monitor UV/OV Monitor UVIOV Monitor 

Application I Design Note U-140 U-140 U-140 
Pin Count .:. 24 18 16 
Page Number PS/3-373 PS/3-373 PSl3-373 
All products feature Pulse-by-Pulse Current Limiting and UVLO unless otherwise noted • 
• :. The smallest available pin count for thru-hole and surface mount packages • 
• Combined Reference, DAC, and Error Amplifier Tolerance. 
+ New Product 

10-42 

UCC3882 

Microprocessor 
Power 

Synchronous 
Buck 
1%' 

1.5A 

10.5V /10V 

700kHz 

Dual, N-FET 
Drive 

Y 
y 

95% 

5 Bit 
Programmable 
Output Voltage, 
UV/OV Monitor 

U-140· 
28 

PSl3-380 

O::D -
UCC3884 
Off-Line or 

DC-DC 
Frequency 
Foldback 
Controller 

Forward, Flyback, 
Buck, Boost 

2% 
0.5A Source, 1A 

Sink 
8.9V /8.3V 

750kHz 

Single 

200j.tA 

y 

80% 

y 

DN-65, U-164 
16 

PSl3-393 



Power Supply Control (PS) Selection Guides 

PWM Control (cont.) 

Current Mode Controllers 
UC3886 

UNITRODEPARTNUMBER 

Application Microprocessor 
Power 

Topology Buck 
Voltage Reference Tolerance 1.5% 
Peak Output Current 1.5A 
Under Voltage Lockout 10.3V 110.05V 
Maximum Practical Operating 400kHz Frequency 
Outputs Single 
Startup Current 
Leading Edge Blanking 
Average Current Mode 
Foldback Current Limiting 
Soft Start 
Maximum Duty Cycle 95% 
Separate Oscillator I 
Synchronization Terminal 

External 
Special Features Reference Input, 

Use with UC3910 

Application I Design Note U-140, U-156, 
U-157 

Pin Count .:. 16 
Page Number PS/3-400 
All products feature Pu/se-by-Pu/se Current Limiting and UVLO unless otherwise noted • 
• :. The smallest available pin count for thru-hole and surface mount packages. 
+ New Product 

10-43 
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Power Supply Control (PS) Selection Guides 

PWM Control (cont.) 

UNITRODE PART NUMBER 
Dedicated DC/DC Controllers 

UC2577-12 UC2577-15 

Description Simple Step-up Voltage Simple Step-up Voltage 
Regulator Regulator 

3A Step-up Switching 3A Step-up Switching 

Application Regulator for Boost, Flyback, Regulator for Boost, Flyback, 
and Forward Converter and Forward Converter 

Applications Applications 
Output Voltage 12V 15V 

'Circuit Requires Few 'Circuit Requires Few 
Extemal Components Extemal Components 

'NPN Output Switches 3A 'NPN Output Switches 3A 
Special Features 'Current Mode Operation for 'Current Mode Operation for 

Improved Response Improved Response 

'Fixed and Adjustable Output 'Fixed and Adjustable Output 
Versions Available Versions Available 

Application I Design Note DN-47, DN-49 DN-47, DN-49 
Pin Count .:. 5 5 
Page Number PS/3-31 PS/3-31 
All products feature Pulse-by-Pulse Current Limiting and UVLO unless otherwise noted • 
• :. The smallest available pin count for thru-hole and surface mount packages. 
+ New Product 

10-44 

O::D -
UC2577-ADJ 

Simple Step-up Voltage 
Regulator 

3A Step-up Switching 
Regulator for Boost, Flyback, 

and Forward Converter 
Applications 
Adjustable 

'Circuit Requires Few 
Extemal Components 

'NPN Output Switches 3A 

'Current Mode Operation for 
Improved Response 

'Fixed and Adjustable Output 
Versions Available 

DN-49 
5 

PS/3-36 



Power Supply Control (PS) Selection Guides 

PWM Control (cont.) 

UNITRODE PART NUMBER 
Dedicated DC/DC Controllers 

UC3572 UC3573 UC3578 

Low Power, High Low Power, High 
Application Efficiency, Spot Efficiency, Spot DC-DC 

Regulator Regulator 

Negative Output Topology Buck Buck Flyback 

Voltage Reference Tolerance 2% 2% 2% 

Peak Output Current O.SA O.SA 0.6A Source, 
O.BASink 

Maximum Practical Operating 300kHz 300kHz 100kHz Internal 
Frequency Oscillator 

Outputs Single, Totem Single, Totem Single, Floating 
Pole Pole Totem Pole 

Startup Current N/A 
Voltage Feedforward 
Soft Start y 

Maximum Duty Cycle 100% 100% 90% 
Separate Oscillator I 
Synchronization Terminal 
Application I Design Note DN-70 U-167 
Pin Count .:. B B 16 
Page Number PS/3-10B PS/3-112 PS/3-116 
All products feature Pulse-by-Pulse Current Limiting and UVLO unless otherwise noted_ 
.:. The smallest available pin count for thru-ho/e and surface mount packages_ . 
+ New Product 

10-45 

UCC3585+ 
Low Input Voltage 

Synchronous 
Buck Regulator 

with Output 
Voltage Tracking 

Voltage Mode 
Synchronous 

Buck 
1% 

O.SA 

700kHz 

P FET/N FET 
Synchronous 

2.3mA 
N 
y 

100% 

N 

16 
PS/3-1S4 

[1dJ -



Power Supply Control (PS) Selection Guides 

PWM Control (cont.) 

UNITRODE PART NUMBER 
Dedicated DC/DC Controllers 

UCC39401+ UCC3941 

Description Low Voltage Boost 1 V Synchronous Boost 
Controller I Charger Converter 

High Efficiency Integrated Application Pager Power Boost Converter 

• High Efficiency Boost "Full Load Startup at lV 

"lV Input "Power Limit Control 

"Battery Charger "Auxiliary 9V Supply 
Special Features "Backup LDO "Output Disconnect 

"Shutdown Mode 

Application I Design Note 
Pin Count .:. 20 a 
Page Number PP/7-34 PP17-45 

UNITRODEPARTNUMBER 
Dedicated DC/DC Controllers 

UCC39421/2+ UCC3954 

Description Multimode HF PWM Controller Single Cell Lithium-Ion 
to 3.3V Converter 

Application High Efficiency Boost, Sepic High Efficiency Flyback 
Flyback Converter Converter 

"2mHz Operation "Fixed 3.3V Output 

"1.aV Input "750mA Output Current 

Special Features "Current Limit "Low Battery Warning 

"Power-on Reset "Low Battery Disconnect 

"Low Voltage Detect • Shutdown Mode 
Application I Design Note 
Pin Count .:. 16,20 a 
Page Number PP/7-66 PP17-93 
All products feature Pulse-by-Pu/se Current Limiting and UVLO unless otherwise noted • 
• :. The smallest available pin count for thru-ho/e and surface mount packages. 
+ New Product 

10-46 

[1JJ -
UCC39411/2/3+ 
1 V Low Power Boost 

Controller 
High Efficiency Low Power 

Synchronous Boost 
Conversion 

"200mW Output Power with 
Battery Voltages as low as 
o.av 

"Power Limit Control 

"Adaptive Current Mode 
Control 

" Auxiliary 7V Supply 

"Shutdown Mode 

a 
pP/7-5a 



Power Supply Control (PS) Selection Guides 

PWM Control (cont.) 

MicroProcessor UNITRODE PART NUMBER 
Power Control/ers UCC3588+ UCC3830-4 UCC3830-5 

Synchronous Microprocessor Microprocessor Application Buck Regulator Power Power with 5 Bit DAC 
Voltage Mode 

Topology Synchronous Buck Buck 
Buck 

Voltage Reference Tolerance 1% 1%' 1%' 
Peak Output Current lA 1.5A 1.5A 
Maximum Practical Operating 700kHz 100kHz 200kHz Frequency 

Outputs DualNFET Single Single Synchronous 
Soft Start y 

Average Current Mode Y y 

Foldback Current Limiting Y y 

Maximum Duty Cycle 100% 95% 95% 
5 Bit 5 Bit 

Special Features Programmable Programmable 
Output Voltage, Output Voltage, 
UV/OV Monitor UV/OV Monitor 

Application I Design Note 
Pin Count .:. 16 20 20 
Page Number PS/3-163 PS/3-263 PS/3-263 
All products feature Pulse-by·Pulse Current Limiting and UVLO unless otherwise noted . 
• :. The smallest available pin count for thru-ho/e and surface mount pac/cages • 
• Combined Reference, DAC, and Error Amplifier Tolerance. 
+ New Product 

10-47 

UCC3830-6 

Microprocessor 
Power 

Buck 

1%' 
1.5A 

400kHz 

Single 

y 
y 

95% 
5 Bit 

Programmable 
Output Voltage, 
UV/OV Monitor 

20 
PS/3-263 

QdJ -
UCC3880-4 

Microprocessor 
Power 

Buck 

1%' 
1.5A 

100kHz 

Single 

y 
y 

95% 
4 Bit 

Programmable 
Output Voltage, 
UV/OV Monitor 

U-140 
20 

PS/3-373 



Power Supply Control (PS) Selection Guides 

PWM Control (cont.) 

MicroProcessor UNITRODE PART NUMBER 
Power Controllers UCC3880-5 UCC3880-6 UCC3882 

Application Microprocessor Microprocessor Microprocessor 
Power Power Power 

Topology Buck Buck Synchronous 
Buck 

Voltage Reference Tolerance 1%' 1%' 1%' 
Peak Output Current 1.5A 1.5A 1.5A 
Maximum Practical Operating 200kHz 400kHz 700kHz Frequency 

Outputs Single Single Dual, N-FET 
Drive 

Soft Start 
Average Current Mode Y Y Y 
Foldback Current Limiting y y y 

Maximum Duty Cycle 95% 95% 95% 
4 Bit 4 Bit 5 Bit 

Special Features Programmable Programmable Programmable 
Output Voltage, Output Voltage, Output Voltage, 
UV/OV Monitor UV/OV Monitor UV/OV Monitor 

Application I Design Note U-140 U-140 U-140 
Pin Count .:. 20 20 28 
Page Number PS/3-373 PS/3-373 PS/3-380 
All products feature Pulse-by-Pulse Current Limiting and UVLO unless otherwise noted • 
• :. The smsllest avaIlable pin count for thru-hole and surface mount packages • 
• Combined Reference, DAC, and Error Amplifier Tolerance. 
+ New Product 

10-48 

O::D -



Power Supply Control (PS) Selection Guides 

PWM Control (cont.) 

MicroProcessor UNITRODE PART NUMBER 
Power Support UCC391+ UC3910 

Description 5-Bit DAC 5V Operation Reference, 4-bit DAC and 
Fault Monitor 

Sets Control Voltage for Sets Control Voltage for 
Application UC3886 and other Precision UC3886, UC3870 and other 

PWMs Precision PWMS 

°5V Operation °4-bit DAC Sets Output 

01% Combined Reference Voltage of PWM, Meets Intel 

and DAC Tolerance VIDCode 

Special Features 
° Meets VID Code for Pentium 01 % Combined Reference 

II Processors and DAC Tolerance 

oOver and Under Voltage 
Monitoring and Protection 

Application I Design Note U-157, U-158 
Pin Count .:. 8 16 
Page Number PS/3-434 PS/3-437 
All products feature Pulse-by-Pulse Current Limiting and UVLO unless otherwise noted . 
• :. The smallest available pin count for thru-hole and surface mount packages. 
+ New Product 

10-49 

Q:::O -
UCC3946 

Microprocessor Supervisor 
with Watchdog Timer 

Accurate Microprocessor 
Supervision 

o Programmable Reset Period 

o Programmable Watchdog 
Period 

01.5% Accurate Threshold 

°4mAIDD 

8 
PP/7-88 



Power Supply Control (PS) Selection Guides 

PWM Control (cont.) 

UNITRODEPARTNUMBER 
Post Regulation Controllers 

UCC3583 UC3584 UC3838A 
DC-DC 

Application Secondary Side Secondary Side Mag-Amp 
Post Regulation Synchronous Controller 

Post Regulator 
Topology Buck Buck 
Voltage Reference Tolerance l.S% 1% 1% 

Peak Output Current 1.SA Source, 1.SA Source and 120mA Reset 
O.SASink Sink Current 

Maximum Practical Operating SOOkHz 1MHz Frequency 
Undervoltage Lockout 9.0V IS.4V 10.SV IS.SV NlA 

Outputs Single, Totem Single, Totem 
Pole Pole 

Startup Current 100J,JA NlA 
Voltage Feedforward N/A 
Soft Start y y 

Maximum Duty Cycle 9S% 94% 
Separate OSCillator I y y 
Synchronization Terminal 

"For Both Single "Can Use "Dual Op-Amps 
Ended and Existing "-120V Reset Center Tapped Windings Driver Secondary "Internally Circuits Regulated lSV 

"Operation Boost Supply 
Special Features From Floating Bias for Low 

Supply Voltage 
Referenced to Applications 
Output "Short Circuit 

Protection with 
Programmable 
Delay 

Application I Design Note DN-64 DN-64, DN-S3 DN-47 
Pin Count .:. 14 16 16,20 
Page Number PS/3-139 PS/3-148 PS/3-272 

All products feature Pulse-by-Pulse Current limiting and UVLO unless otherwise noted • 
• :. The smallest available pin count for thru-hole and surface mount packages. 
+ New Product 

10-50 

~ -



Power Supply Control (PS) Selection Guides 

PWM Control (cont.) 

Secondary Side UNITRODEPARTNUMBER 
PWM Control UC3826 UCC3839 ) UC3849 ) 

Secondary Side, Secondary Side, Secondary Side, 
Application Average Current Average Current Average Current 

Mode Mode Control Mode 

Topology Forward, Flyback, Any Topology Forward, Flyback, 
Buck, Boost Buck, Boost 

Voltage Reference Tolerance 1% 1% 1% 

Peak Output Current O.25A 10mA to Drive O.25A Opto-coupler 
Undervoltage Lockout B.4V IBV B.3V 17.9V 

Maximum Practical Operating lMHz lMHz lMHz Frequency 

Outputs Single, Totem Opto-coupler Single, Totem 
Pole Drive Pole 

Startup Current 
Leading Edge Blanking N/A N/A 
Soft Start y y 

Maximum Duty Cycle Programmable Programmable 

Separate Oscillator I y y 
Synchronization Terminal 

Special Features 

Application I Design Note U-135, U-140 U-140 U-135, U-140 
Pin Count .:. 24 14 24 
Page Number PS/3-247 PS/3-276 PS/3-317 
All products feature Pulse-by-Pulse Current Limiting and UVLO unless otherwise noted • 
• :. The smallest available pin count for thru-ho/e and surface mount packages. 
o Pulse- by-Pulse Current Limiting Not Applicable. 
+ New Product 

10-51 

UCC3960+ 

Primary-Side 
Startup Control 

5% 

1.5A 

10V I BV 
400kHz 

Synchronizable 
Switching 
Frequency 

Single 

150~ 

N/A 
y 

DN-99 
B 

PS/3-442 

[1JJ -
UCC3961+ 

Primary-Side 
Startup Control 

5% 

1.5A 

10V I BV 
400kHz 

Synchronizable 
Switching 
Frequency 

Single 

150~ 

N/A 
y 

Programable V-S 
Clamp 

" Multimode 
OVC 
Protection, 

" Programable 
OVand UV, 

"Self Bias 
Regulation. 

DN-99 
14 

PS/3-450 



Power Supply Control (PS) Selection Guides 

PWM Control {cont.} 

UNITRODE PART NUMBER 
Soft Switching Controllers 

UCC3580-1 * UCC3580-2* UCC3580-3* UCC3580-4* 

Active CiampI Active Clamp I Active Clamp I Application ResetPWM ResetPWM ResetPWM 

Topology Forward, Flyback Forward, Flyback Forward, Flyback 

Voltage Reference Tolerance 1.5% 1.5% 1.5% 
Peak Output Current lA/O.5A lA/O.5A lA/O.5A 
Undervoltage Lockout 9V 18.5V 15V 18.5V 9V 18.5V 
Maximum Practical Operating lMHz lMHz lMHz Frequency 

Dual Dual Dual 

Outputs Complementary, Complementary, Complementary, 

Totem Pole Totem Pole Totem Pole, 
Inverted Out2 

Startup Current 50~ 50~ 50~ 
Voltage Feedforward Y Y Y 
Soft Start y y y 

Maximum Duty Cycle Programmable Programmable Programmable 
Separate Oscillator I y y y 
Synchronization Terminal 
Application I Design Note ON-55 ON-55 ON-55 
Pin Count .:. 15 15 15 
Page Number PS/3-122 PS/3-122 PS/3-122 
All products feature Pulse-by-Pulse Current Limiting and UVLO unless otherwise noted • 
• :. The smallest available pin count for thru-hole and surface mount packages. * Does Not Feature Current LImiting. 
+ New Product 

10-52 

Active Clamp I 
ResetPWM 

Forward, Flyback 

1.5% 
lA/O.5A 
15V 18.5V 

lMHz 

Dual 
Complementary, 

Totem Pole, 
Inverted Out2 

50~ 

Y 
y 

Programmable 

y 

ON-55 
15 

PS/3-122 

[1[] -
UC3860 

Off-line, DC-DC, 
Zero Current 

Switching 
Half Bridge, Full 

Bridge 
1% 
2A 

17.3V 110.5V 

2MHz 

Dual 
Programmable, 

Totem Pole 

300~ 

Programmable 

y 

24,28 
PS/3-341 



Power Supply Control (PS) Selection Guides 

PWM Control (cant.) 

Soft Switching Controllers 
UNITRODE PART NUMBER 

UC3861 UC3862 UC3863 

Off-line, Zero DC-DC and DC-DC and 
Application Voltage Switching Battery, Zero Battery, Zero 

Voltage Switching Voltage Switching 

Topology Half Bridge, Full Forward, Flyback Half Bridge, Full 
Bridge Bridge 

Voltage Reference Tolerance 1% 1% 1% 
Peak Output Current lA lA lA 
Undervoltage Lockout 16.5V I 10.5V 16.5V I 10.5V 8V 17V 
Maximum Practical Operating lMHz lMHz lMHz Frequency 

Outputs Dual Alternating, Single, Totem Dual Alternating, 
Totem Pole Pole Totem Pole 

Startup Current 150IJA 150IJA 150IJA 
Voltage Feedforward 
Soft Start 
Maximum Duty Cycle 50%/50% 100% 50%/50% 
Separate Oscillator I 
Synchronization Terminal 
Application I Design Note U-122, U-138 U-122, U-138 U-122, U-138 
Pin Count .:. 16 16 16 
Page Number PS/3-349 PS/3-349 PS/3-349 

All products feature Pulse-by-Pulse Current Limiting and UVLO unless otherwise noted • 
• :. The smallest available pin count for thru-hole and surface mount packages. 
+ New Product 

10-53 

UC3864 
DC-DC and 

Battery, Zero 
Voltage Switching 

Forward, Flyback 

1% 
lA 

8V 17V 

lMHz 

Single, Totem 
Pole 

150IJA 

100% 

U-122, U-138 
16 

PS/3-349 

I, 
[10 -

UC3865 

Off-line, Zero 
Current Switching 

Half Bridge, Full 
Bridge 

1% 
lA 

16.5V I 10.5V 

lMHz 

Dual Alternating, 
Totem Pole 

150IJA 

50%/50% 

U-122, U-l38 
16 

PS/3-349 



Power Supply Control (PS) Selection Guides 

PWM Control (cont.) 

UNITRODE PART NUMBER 
Soft Switching Controllers 

UC3866 UC3867 UC3868 

Off-line, Zero DC-DC and DC-DC and 
Application Current Switching Battery, Zero Battery, Zero 

Current Switching Current Switching 

Topology Forward, Flyback Half Bridge, Full Forward, Flyback Bridge 
Voltage Reference Tolerance 1% 1% 1% 
Peak Output Current 1A 1A 1A 
Undervoltage Lockout 16.5V I 10.5V 8V/7V 8V/7V 
Maximum Practical Operating 1MHz 1MHz 1MHz Frequency 

Single, Totem Dual Alternating, Single, Totem Outputs Pole Totem Pole Pole 

Startup Current 150llA 150llA 150llA 
Soft Start 
Maximum Duty Cycle 100% 50%/50% 100% 
Separate Oscillator I 
Synchronization Terminal 

Application I Design Note U-122, U-138 U-l22, U-138 U-122, U-138 

Pin Count .:. 16 16 16 
Page Number PS/3-349 PS/3-349 PS/3-349 
All products feature Pulse-by·Pulse Current Limiting and UVLO unless otherwise noted . 
• :. The smallest available pin count for thru-hole and surface mount packages. 
+ New Product 

10-54 

UC3875 
Zero Voltage 

Transition, Phase 
Shifted Bridge 

Full Bridge 

1% 
2A 

10.75V I 9.5V 

1MHz 

Quad Phase 
Shifted, Totem 

Pole 

150llA 
y 

100% 

y 

ON-63, U-111, 
U-l36A 
20,28 

PS/3-357 

[1JJ -
UC3876 

Zero Voltage 
Transijion, Phase 

Shifted Bridge 

Full Bridge 

1% 
2A 

15.25V 19.25V 

1MHz 

Quad Phase 
Shifted, Totem 

Pole 

150llA 
y 

100% 

y 

ON-63, U-111, 
U-136A 
20,28 

PS/3-357 



Power Supply Control (PS) Selection Guides 

PWM Control (cont.) 

Soft Switching Controllers 
UNITRODE PART NUMBER 

UC3877 UC3878 UC3879 

Zero Voltage Zero Voltage Zero Vo~age 
Application Transition, Phase Transition, Phase Transition, Phase 

Shifted Bridge Shifted Bridge Shifted Bridge 

Topology Full Bridge Full Bridge Full Bridge 
Voltage Reference Tolerance 1% 1% 1% 
Peak Output Current 2A 2A 0.1A 

Selectable 
Undervoltage Lockout 10.75V 19.5V 15.25V 19.25V 10.75V 19.5V, 

15.25V 19.25V 
Maximum Practical Operating 1MHz 1MHz 300kHz Frequency 

Quad, Phase Quad Phase Quad Phase 
Outputs Shifted, Totem Shifted, Totem Shilled, Totem 

Pole Pole Pole 

Startup Current 1501lA 1501lA 1501lA 
Leading Edge Blanking 
Soft Start y y y 

Maximum Duty Cycle 100% 100% 100% 
Separate Oscillator I y y y 
Synchronization Terminal 

Application I Design Note ON-63, U-111, ON-53, U-111, ON-63, U-111, 
U-136A U-136A U-136A, U-154 

Pin Count .:. 20,28 20,28 20 
Page Number PS/3-357 PS/3-357 PS/3-367 
All products feature Pulse-by-Pulse Current Limiting and UVLO unless otherwise noted . 
• :. The smallest available pin count for thru-ho/e and surface mount packages. 
+ New Product 

10-55 

UCC3895+ 
Zero Voltage 
Transition, 

Phase, Shifted 
Bridge 

Full Bridge 
1% 

0.1A 

11V 19V 

1MHz 

Quad, Phase 
Shifted, Totem 

Pole 

1501lA 

y 

100% 

y 

ON-63, U-136A 

20 
PS/3-425 

[1JJ -



Power Supply Control (PS) Selection Guides 

PWM Control (cont.) 

UNITRODEPARTNUMBER 
Voltage Mode Controllers 

UC3524+ UC3524A UC3525A 
Fixed Frequency Fixed Frequency Fixed Frequency 

Application PWM, Off-line, PWM, Off-line, PWM, Off-line, 
DC-DC DC-DC DC-DC 

Topology Forward, Flyback, Forward, Flyback, Full Bridge, Half 
Buck, Boost Buck, Boost Bridge 

Voltage Reference Tolerance 4% 1% 1% 
Peak Output Current 100mA 200mA 400mA 
Undervoltage Lockout 7.5V 17V 7V 
Maximum Practical Operating 300kHz 500kHz 500kHz Frequency 

Outputs Dual Alternating, Dual Alternating, Dual Alternating, 
Uncommitted Uncommitted Totem Pole 

Startup Current 4mA 
Voltage Feedforward 
Soft Start Y 
Maximum Duty Cycle 50%/50% 50%/50% 50%/50% 
Separate Oscillator I y y y 
Synchronization Terminal 
Application I Design Note DN-36 
Pin Count .:. 16 16 16 
Page Number PS/3-43 PS/3-48 PSl3-54 
All products feature Pulse-by-Pulse Current Limiting and UVLO unless otherwise noted . 
• :. The smallest available pin count for thru-hole and su/face mount packages. 
+ Does Not Feature UVLO. 
+ New Product 

10-56 

UC3525B 
Fixed Frequency 
PWM, Off-line, 

DC-DC 
Full Bridge, Half 

Bridge 
0.75% 
200mA 

7V 

500kHz 

Dual Alternating, 
Totem Pole 

Y 
50%/50% 

y 

DN-36 
16 

PS/3-61 

[1::D -
UC3526 

Fixed Frequency 
PWM, Off-line, 

DC-DC 
Full Bridge, HaM 

Bridge 
1% 

100mA 
Y 

400kHz 

Dual AHernating, 
Totem Pole 

Y 
50%/50% 

y 

16 
PSl3-68 



Power Supply Control (PS) Selection Guides 

PWM Control (cont.) 

UNITRODEPARTNUMBER 
Voltage Mode Controllers 

UC3526A UC3527A UC3527B 
Fixed Frequency Fixed Frequency Fixed Frequency 

Application PWMOff-line, PWM, Off-line, PWM, Off-line, 
DC-DC DC-DC DC-DC 

Topology Full Bridge, Full Bridge, Half Full Bridge, Half 
Half Bridge Bridge Bridge 

Voltage Reference Tolerance 1% 1% 0.75% 
Peak Output Current 100mA 400mA 200mA 
Undervoltage Lockout Y 7V 7V 
Maximum Practical Operating 550kHz 500kHz 500kHz Frequency 

Outputs Dual Alternating, Dual Alternating, Dual Alternating, 
Totem Pole Totem Pole Totem Pole 

Startup Current 

Voltage Feedforward 
Soft Start y y y 

Maximum Duty Cycle 50%/50% 50%/50% 50%/50% 
Separate Oscillator I y y y 
Synchronization Terminal 

Application I Design Note DN-36 DN-36 

Pin Count .:. 18 16 16 
Page Number PS/3-75 PS/3-54 PS/3-61 

All products feature Pulse-by-Pulse Current Limiting and UVLO unless otherwise noted • 
• :. The smallest avalleble pIn count for thru-hole and surface mount peckages. 
+ New Product 

10-57 

UC3548 

Off-line, DC-DC 

Flyback, Forward 

1% 
2A 

13V I 10V 

1MHz 

Single, Totem 
Pole 

500IJA 
y 
y 

Programmable 

16 
PS/3-83 

O::!J -
UCC3570 

Wide Range, 
Off-line 

Forward, Flyback, 
Buck, Boost 

1% 
500mA 
13V 19V 

500kHz 

Single, Totem 
Pole 

85IJA 
y 
y 

100% 

DN-48, DN-62, 
DN-65, U-150 

14 
PS/3-91 



Power Supply Control (PS) Selection Guides O::D -
PWM Control (cont.) 

UNITRODE PART NUMBER 
Voltage Mode Controllers 

UCC35701+ UCC3580-1 * UCC3580-2* UCC3580-3* UCC3580-4* 
Wide Range Active Clamp / Active Clamp / Application DC-DC and ReselPWM ResetPWM Off-line 

Topology Forward, Flyback, Forward, Flyback Forward, Flyback Buck and Boost 
Voltage Reference Tolerance 1% 1.5% 1.5% 
Peak Output Current 1.2A lA/0.5A lA/0.5A 
Undervoltage Lockout 13V /9V 9V /8.5V 15V /8.5V 
Maximum Practical Operating 700kHz lMHz lMHz Frequency 

Dual Dual 
Outputs Single, Totem Complementary, Complementary, Pole Totem Pole Totem Pole 

Startup Current 1301lA 501lA 501lA 
Voltage Feedforward Y Y Y 
Soft Start y y y 

Maximum Duty Cycle 100% Programmable Programmable 
Separate Oscillator / y y y 
Synchronization Terminal 

Application / Design Note ON-48, ON-62, ON-65 ON-65 ON-65, U-150 
Pin Count .:. 14 16 16 
Page Number PS/3-99 PS/3-122 PS/3-122 
All products feature Pulse-by-Pulse Current Limiting and UVLO unless otherwIse noted • 
• :. The smallest available pin count for thru-hole and surface mount packages. * Does Not Feature Current Limiting. 
+ New Product 

10-58 

Active Clamp / Active Clamp / 
ReselPWM ResetPWM 

Forward, Flyback Forward, Flyback 

1.5% 1.5% 
lA/0.5A lA/0.5A 
9V /8.5V 15V /8.5V 

lMHz lMHz 

Dual Dual 
Complementary, Complementary, 

Totem Pole, Totem Pole, 
Inverted Out2 Inverted Out2 

501lA 501lA 
Y Y 
y y 

Programmable Programmable 

y y 

ON-65 ON-65 

16 16 
PS/3-122 PS/3-122 



Power Supply Control (PS) Selection Guides 

PWM Control (cant.) 

Voltage Mode Controllers 
UNITRODE PART NUMBER 

UCC3581 UCC3588+ UCC3888 
Off-line, Primary Synchronous SidePWMfor Off-line Power Application ISDN Buck Regulator Supply Controller 

Applications withS BitDAC 

Voltage Mode 
Topology Forward, Flyback Synchronous Flyback 

Buck 
Voltage Reference Tolerance l.S% 1% 3% 
Peak Output Current 1A 1A 0.1SA 
Undervoltage Lockout 7.3V IS.BV 10.SV 110V B.4V IS.3V 
Maximum Practical Operating 100kHz 700kHz 250kHz Frequency 

Outputs Single, Totem Dual NFET Single, Totem 
Pole Synchronous Pole 

Startup Current 100jJA 150jJA 
Voltage Feedforward Y 
Soft Start y y 

Maximum Duty Cycle Programmable 100% 55% 
Separate Oscillator I y 
Synchronization Terminal 

Application I Design Note DN-4B, DNS5 DN-59A, U-149A 

Pin Count .:. 14 1S B 
Page Number PS/3-131 PS/3-1S3 PS/3-407 

All products feature Pulse-by-Pulse Current Limiting and UVLO unless otherwise noted . 
• :. The smallest available pin count for thru-hole and surface mount packages. 
+ New Product 

10-59 

UCC3889 

Off-line Power 
Supply Controller 

Flyback 

3% 
0.1SA 

B.4V IS.3V 

2S0kHz 

Single, Totem 
Pole 

1S0jJA 
Y 

55% 

DN-59A, DN-SS, 
U-149A 

B 
PS/3-412 

Qd] -
UCC3890 

Off-line Battery 
Charge Controller 

Flyback 

4% 
0.1SA 

B.SV IS.3V 

2S0kHz 

Single, Totem 
Pole 

Y 

N/A 

B 
PS/3-41B 



Power Supply Control (PS) Selection Guides 

PWM Control {cont.} 

Voltage Mode Controliers 
UC494A/AC 

UNITRODE PART NUMBER 

UC495A/AC 
Application DC-DC DC-DC 

Buck, Boost, Buck, Boost, 
Topology Push-Pull, Half Push-Pull, Half 

Bridge Bridge 
Voltage Reference Tolerance 1% 1% 
Peak Output Current 200mA 200mA 
Undervoltage Lockout 5V /4.7V 5V /4.7V 
Maximum Practical Operating 
Frequency 
Outputs Dual Floating Dual Floating 
Startup Current 6mA 6mA 
Voltage Feeclforward 
Soft Start 
Maximum Duty Cycle 
Separate Oscillator I 
Synchronization Terminal 

Special Features On Chip39V 
Zener 

Application I Design Note DN-38 DN-38 
Pin Count .:. 16 18 
Page Number PS/3-460 PS/3-460 
All products feature Pulse-by-Pulse Current LImiting and UVLO unless otherwise noted • 
• :. The smallest available pin count for thru-hole and surface mount packages. 
+ New Product 

10-60 

0:dJ -



Power Supply Control (PS) Selection Guides ~ -
Power Factor Correction 

Power Factor Correction Products ............................................ 10-61 

Power Factor Correction 

Power Factor UNITRODEPARTNUMBER 
Correction Products UCC3817+ UCC3818+ 
Soft Switching 
Maximum Practical Operating 250kHz 250kHz Frequency 
Current Error Amplifier Bandwidth 3MHz 3MHz 
Average Current Mode Y Y 
Worldwide AC Input Voltage Y Y Operation 
Output Drive lA lA 
Startup Current O.lA O.lA 
Undervoltage Lockout 16V fl0V 10.5V fl0V 

UVLO 2 Hysteresis 

Overvoltage Protection Y Y 
Enable Input Y(withOVP) Y 
Multiplier I Divider Feedforward Y (Simplified) Y (Simplified) 

Special Features 

Application f Design Note DN·39E DN·39E 
Pin Count .:. 16 16 
Page Number PSf4·5 PSf4·5 
.:. The smallest available pIn count for thru·hole and surface mount packages. 
+ New Product 

10-61 

UCC38500+ UCC38501+ 

250kHz 250kHz 

3M Hz 3M Hz 
Y Y 

Y Y 

lA lA 
O.lA O.lA 

16V fl0V 10.5V fl0V 
1.2V 1.2V 

(300V Turn·oll) (300V Turn·oll) 
Y Y 
Y Y 

Y (Simplified) Y (Simplified) 
DCfDC DCfDC 

Controller Controller 
Included Included 
DN·39E 

20 20 
PSl4·15 PSf4·15 

UCC38502+ 

250kHz 

3MHz 
Y 

Y 

lA 
O.lA 

16V fl0V 
3V 

(200V Turn·oll) 
Y 
Y 

Y (Simplified) 
DCfDC 

Controller 
Included 

20 
PSf4·15 



Power Supply Control (PS) Selection Guides 

Power Factor Correction (cont.) 

Power Factor UNITRODE PART NUMBER 
Correction Products UC3854B UC3855A 
Soft Switching ZVT 
Maximum Practical Operating 200kHz 500kHz Frequency 
Current Error Amplifier Bandwidth 5MHz ,5MHz 
Average Current Mode Y Y 
Worldwide AC Input Voltage y y 
Operation 
Output Drive 1A 1.5A 
Startup Current 0.3mA 0.15mA 
Undervoltage Lockout 10.5V /10V 16V /10V 
Overvoltage Protection Y 
Enable Input Y Y 

Multiplier / Divider Feedforward Y Y 

Current Special Features Synthesizer 

Application I Design Note ON-39E, ON-44, ON-39E, ON-66, 
ON-66 U-153 

Pin Count .:. 16 20 
Page Number PS/4-42 PS/4-48 
.:. The smallest available pin count for thru-hole and surface mount packages. 
+ New Product 

10-62 

UC3855B UCC3857 
ZVT ZCT 

500kHz 500kHz 

5MHz 5MHz 
Y Y ., 

y y 

1.5A 1A 
0.15mA O.06mA 

10.5V /10V 13.8V /10V 
Y 
Y 

y Y (Faster 
Response) 

Current Single Stage 
Synthesizer Isolated Output 

ON-39E, ON-66, ON-39E U-153 
20 20 

PS/4-48 PS/4-56 

[1JJ -
UCC3858 

500kHz 

5MJ:iz 
Y 

y 

0,5A 
0.1mA 

13.8V /10V 
Y 
Y 

Y (Faster 
Response) 
Improved 

Efficiency at Light 
Load 

ON-39E, ON-90 

16 
PS/4-65 



Power Supply Control (PS) Selection Guides 

Power Factor Correction (cont.) 

Power Factor UNITRODE PART NUMBER 
Correction Products UCC38503+ UC3852 
Soft Switching ZCT 
Maximum Practical Operating 250kHz Variable Frequency 
Current Error Amplifier Bandwidth 3M Hz N/A 
Average Current Mode Y 
Worldwide AC Input Voltage y 
Operation 
Output Drive lA 0.5A 
Startup Current O.lA lmA 
Undervoltage Lockout 10.5V /10V 16.3V /11.5V 

UVLO 2 Hysteresis 3V 
(200V Turn-off) 

Overvoltage Protection y 

Enable Input Y 
Multiplier / Divider Feedforward Y (Simplified) N/A 

DC/DC 
Special Features Controller 

Included 

Application I Design Note ON-39E, U-132 

Pin Count .:. 20 B 
Page Number Ps/4-l5 PS/4-22 
.:. The smallest available pin count for thru-hoJe and surface mount packages. 
+ New Product 

10-63 

UC3853 UC3854 

125kHz 200kHz 

lMHz BOOkHz 
Y y 

y y 

lA lA 
0.25mA 1.5mA 

11.5V /9.5V l6V /10V 

y 

Y 
Y Y 

ON-39E,ON-77, ON-39E,ON-4l, 
ON-7B, U-159 U-134 

B 16 
PS/4-27 Ps/4-32 

0dJ -
UC3854A 

200kHz 

5MHz 
y 

y 

lA 
0.3mA 

l6V /10V 

Y 
Y 

ON-39E, ON-44, 
ON-66 

16 
PS/4-42 



Power Supply Control (PS) Selection Guides [1JJ -
Linear Regulation 

Linear Controllers ............ ; . . . . . . . . . . . . . . . . . .. . . . . • . . . . . . . . . . . . . . . . . . . 10-64 
Low Dropout Linear Regulators .......................... " .................. 10-65 
Special Function ......................................................... 10-66 

Linear Regulation 

Linear Controllers 
UC3832 

UNITRODE PART NUMBER 

UC3833 UC3834 UC3835 

Positive Positive Positive 1 
Type of Output Adjustable Adjustable Negative 5VFixed 

Adjustable 

Maximum Input Voltage 36V 36V 40V 40V 

Minimum Output Voltage 2.0V 2.0V + 1.5V 1-2.0V 
Output Drive 300mA 300mA 350mA 500mA 
Type of Short Circuit Limit Duty Cycle Duty Cycle Foldback Foldback 
Reference Voltage Accuracy 2% 2% 3%/4% 2% 

Special Features Multiple Pins B Pin Package Built in Rsense Accessible 

Application 1 Design Note DN-32, DN-61 , DN-32, DN-61 , U-95 U-152 U-152 
Pin Count .:. 14, 16 8, 16 16 8, 16 
Page Number PS/5-11 PSl5-11 PS/5-18 PS/5-24 

Linear Controllers 
UCC3837 

UNITRODE PART NUMBER 

Type of Output Positive 
Adjustable 

Maximum Input Voltage 12V 

Minimum Output Voltage 1.5V 
Output Drive 1.5mA 
Type of Short Circuit Limit Duty Cycle 
Reference Voltage Accuracy 2% 

"Internal Charge 

Special Features 
Pump 

"Direct N-FET 
Drive 

Application I Design Note 
Pin Count .:. 8 
Page Nurnber PS/5-28 
.:. The smallest available pin count for thru-ho/e and surfaCe mount packages. 
+ New Product 

10-64 

UC3836 

Positive 
Adjustable 

40V 

2.5V 
500mA 

Foldback 
2% 

Built in Rsense 

8, 16 
PS/5-24 



Power Supply Control (PS) Selection Guides 

Linear Regulation (cont.) 

Low Dropout UNITRODE PART NUMBER 
Linear Regulators UC381 UC382-1 UC382-2 UC382-3 
Output VoHage 3.3V, 5V, ADJ 1.5V 2.1V 2.5V 
Dropout Voltage 0.5Vat 1A 450mVat3A 450mVat 3A 4S0mVat3A 
Output Voltage Accuracy 2.5% 1% 1% 1% 
Maximum Input Voltage 9V 7.5V 7.SV 7.5V 
Shutdown Current 10IJA 
Operating Current 400IJA 
Line Regulation 0.01%/V 

Load Regulation 0.1%,IOUT=Oto 
1A 

Special Features Power Limit Fast Transient Fast Transient Fast Transient 
Response Response Response 

Pin Count .:. 8 5 5 5 
Page Number PPI7-5 PS/5-5 PS/S-S PS/S-5 

Low Dropout UNITRODE PART NUMBER 
Linear Regulators UC383 UC384 
Output Voltage 3.3V, SV, ADJ SV, 12V, ADJ 
Dropout Voltage 0.4SVat3A 0.2V at 500mA 
Output Voltage Accuracy 2.S% 2.S% 
Maximum Input Voltage 9V -16V 
Shutdown Current 40IJA 17IJA 
Operating Current 400IJA 240IJA 
Line Regulation 0.01%/V 0.01%/V 

Load Regulation 0.1%,IOUT=Oto 0.1%, lOUT = 0 to 
1A SOOmA 

Special Features Power Limit Power Limit 

Pin Count .:. 3 8 
Page Number PPI7-12 PPI7-19 
.:. The smallest available pin count for thTU-ho/e and surface moun! packages. 
+ New Product 

10-65 

UC385-1 UC385-2 
1.5V 2.1V 

4S0mVat 5A 4S0mV at SA 
1% 1% 

7.5V 7.SV 

Fast Transient Fast Transient 
Response Response 

S S 
PS/5-3S PS/S-3S 

Q::D -
UC382-ADJ 

1.2V / Adjustable 
450mVat3A 

1% 
7.5V 

Fast TranSient 
Response 

5 
PS/S-S 

UC385-3 
2.SV 

4S0mV at SA 
1% 

7.5V 

Fast Transient 
Response 

S 
PS/S-35 



Power Supply Control (PS) Selection Guides 

Linear Regulation (cont.) 

Low Dropout UNITRODE PART NUMBER 
Linear Regulators UC385-ADJ UC386+ UC387+ UC388+ 

Output Voltage 1.2V / Adjustable 3.3V SV Adjustable down 
to 1.25V 

Dropout Voltage 450mVatSA O.2Vat 200mA O.2V at 200mA O.2V at 200mA 
Output Voltage Accuracy 1% 1.5% 1.5% 1.5% 
Maximum Input Voltage 7.SV 9V 9V 9V 
Shutdown Current 21LA 21LA 21LA 
Operating Current 101LA 101LA 101LA 
Line Regulation 2SmVmax 25mVmax 2SmVmax 
Load Regulation 10mV max 10mVmax 10mVmax 

Special Features Fast Transient TSSOP TSSOP TSSOP Response 
Pin Count .:. S 8 8 8 
Page Number PS/S-3S ppn-29 ppn-29 ppn-29 

Special Functions UNITRODE PART NUMBER 
Linear Regulators UC560 UCC561+ 
Type of Output Positive Positive 

Source / Sink LVDSCSI 

Application Regulator for the Regulator for the 
18 and 27 Line 18 and 27 Line 

SCSI Termination Termination 

Input Voltage 4V-6V 2.7V-S.25V 

Output Voltage 2.85V 1.3V,1.7SV, 
O.7SV 

Dropout Voltage O.9V at 7S0mA 
Bus Standard SCSI-1,2,3 SPI-2,3 
Sink / Source Current 300mA / -750mA 200mA / -200mA 
Application I Design Note 
Pin Count .:. 5,8 16 
Page Number IF/4-3 IF/4-7 
(0 The sma/lest available pin count for tbru-hole and surface mount packages. 
+ New Product 

10-66 

UC563+ 
Positive 

32 Line VME Bus 
Bias Generator 

4.87SV-S.2SV 

2.94V 

VME/VME64 
475mA / -57SmA 

3,8 
IF/4-10 

[1D -



Power Supply Control (PS) Selection Guides [1JJ -
Power Drivers 

Power and FET Drivers .................................................... 10-67 

Power Drivers 

Power and FET Drivers 
UNITRODE PART NUMBER 

L293/D UC2950 UC3702 UC3705 
Power Driver Quad Single Single 
FET Driver 
Isolated Driver Pairs 
Relay Drivers Quad 
Output Configuration Non-Inverting Sink / Source TTL Non-Inverting Complementary 
Enable 
Inhibit Y Y 
Analog Stop 
Output Rise Time 250n5 60n5 
Maximum Voltage 36V 35V 42.5V 40V 
Peak Output Current 2.0A/1.2A 4.0A 50mA per Relay 1.5A 

Application / Design Note U-111, U-118, 
U-137 

Pin Count .:. 16,28 5 16 5,8 
Page Number PS/6-5 PS/6-10 PS/6-12 PS/6-16 

Power and FET Drivers 
UNITRODE PART NUMBER 

UC3707 UC3708 
Power Driver Dual Dual 
FET Driver 
Isolated Driver Pairs 
Relay Drivers 
Output Configuration Complementary Non-Inverting 
Enable y 

Inhibit Y 
Analog Stop Y 
Output Rise Time 50n5 75n5 
Maximum Voltage 40V 35V 
Peak Output Current 1.5A 3.0A 

Application / Design Note U-111, U-118, DN-35, U-111, 
U-137 U-137 

Pin Count .:. 16 8, 16 
Page Number PS/6-24 PS/6-31 
.:. The smallest available pin count for thru-hole and surface mount packages. 
+ New Product 

10-67 

UC3709 UC3710 

Single Single 

Non-Inverting Complementary 

40n5 40n5 
40V 20V 
1.5A 6.0A 

U-111,DN-118, U-111 U-137 
8,16 5,8,16 

PS/6-35 PS/6-38 

UC3706 
Dual 

Complementary 

Y 
y 

60n5 
40V 
1.5A 

U-111, U-118, 
U-137 

16 
PS/6-19 

UC3711 

Dual 

Non-Inverting 

20n5 
40V 
1.5A 

U-111 

8 
PS/6-41 



Power Supply Control (PS) Selection Guides 

Power Drivers (cont.) 

UNITRODE PART NUMBER 
Power and FET Drivers 

UC3714 UC3715 UC3724 UC3725 
Power Driver 
FET Driver Dual Dual Transmitter Single 
Isolated Driver Pairs FET Drv FET Drv 
Relay Drivers 

One Inverting, 
Output Configuration Non-Inverting One Non-Inverting Non-inverting 

Non-Inverting 
Enable Y Y 
Inhibit 
Analog Stop 
Output Rise Time lOOns I 50ns lOOns 150ns 30ns 30ns 
Maximum Voltage 20V 20V 40V 40V 
Peak Output Current 1.0A/2.0A 1.0A/2.0A 2.0A 2.0A 

Application I DeSign Note U-lll U-lll DN-35, U-127 DN-35, U-127 

Pin Count .:. 8, 16 8, 16 8, 16 8,16 
Page Number PS/6-43 PS/6-43 PS/6-50 PS/6-53 

Power and FET Drivers 
UNITRODE PART NUMBER 

UC3727 UCC37423+ 
Power Driver Single 
FET Driver Dual 
Isolated Driver Pairs IGBTDrv 
Relay Drivers 

Output Configuration Non-Inverting Inverting 

Enable 
Inhibit 
Analog Stop 
Output Rise Time 75ns 20ns 
Maximum Voltage 40V 20V 
Peak Output Current 4.0A 3.0A 

Special Features UVLO 

Application I Design Note DN-57, DN-60, 
U-143C 

Pin Count .:. 20,28 8, 16 
Page Number PS/S-S2 PS/S-68 
.:. The smallest available pin count for thru-ho/e and surface mount packages. 
+ New Product 

10-68 

UCC37424+ UCC37425+ 

Dual Dual 

One Inverting, 
Non-Inverting One 

Non-Inverting 

20ns 20ns 
20V 20V 
3.0A 3.0A 

UVLO UVLO 

8, 16 8,lS 
PS/S-68 PS/S-S8 

[1:JJ -
UC3726 

Transmitter 

IGBTDrv 

Non-Inverting 

75ns 
40V 
4.0A 

DN-57, DN-60, 
U-143C 
16,28 

PS/6-57 

UCC37523+ 

Dual 

Inverting 

Y 

20ns 
20V 
3.0A 

UVLO, Adaptive 
LEB 

8, lS 
PS/6-73 



Power Supply Control (PS) Selection Guides 

Power Drivers (cont.) 

UNITRODE PART NUMBER 
Power and FET Drivers 

UCC37524+ UCC37525+ 
Power Driver 
FET Driver Dual Dual 
Isolated Driver Pairs 
Relay Drivers 

One Inverting, 
Output Configuration Non-Inverting One 

Non-Inverting 
Enable Y Y 
Inhibit 
Analog Stop 
Output Rise Time (ns) 
Maximum Voltage 20V 20V 
Peak Output Current 3.0A 3.0A 

Special Features UVLO, Adaptive UVLO, Adaptive 
LEB LEB 

Application I Design Note 
Pin Count .:. 8, 16 8, 16 
Page Number PS/6-73 PS/6-73 
.:. The smallest available pin count for thru-hole and surface mount packages. 
+ New Product 

10-69 

UCC3776 

Quad 

Non-Inverting 

Y 

18V 
1.5A/2.0A 

UVLO 

16 
PS/6-79 

[1JJ -
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Power Supply Support 

Feedback Signal Generators ........... " .......................... , .......... 6-70 
Load Share Controllers ..................... : ....... ~ ........................ 6-71 
Schottky Diode Array/Bridges ................ ; ........... ; ................... 6-71 
Supervisory and Monitor Circuits' ............................................. 6-72 

Power Supply Support 

Feedback Signal Generators 
UNITRODEPARTNUMBER 

UC3901 UC39431 

Isolated Feedback Precision Adjustable Description Generator Shunt Regulator 

Amplitude Modulation Adjustable 100mA 
System Used to Shunt Regulator, 
Couple a Control Voltage Reference Application Signal Across a Optocoupler Driver, 
Voltage Isolation Voltage to Current 

Barrier Converter 

"Transformer "Multiple On-Chip 
Couples Isolated Programmable 
Feedback Error Reference Voltages 
Signal "2.2Vto 36V 

"Low Cost Operating Supply 
Altemative to Voltage and User 
Optical Couplers Programmable 

Key Features 
"SMHz Carrier Reference 

Provides Fast "Unear 
Response Transconductance 
Capability for Optocoupler 

"Modulator Feedback 

Synchronizable to Applications 

an External Clock 

Application I DeSign Note DN-19, DN-33, U-94 
Pin Count-:- 14, 16 8 
Page Number PSI7-21 PSI7-S0 
.. The smallest available pin count for thru-hole and surface mount packages. 
+ New Product 

10-70 

UC39432 

Precision Analog 
Controller 

Adjustable 100mA 
Shunt Regulator, 

Optocoupler Driver, 
Programmable 

Transconductance 
Voltage to Current 

Converter 

" Programmable, 
Linear 
Transconductance 
for Optimum 
Optocoupler Current 
Drive 

"Precision Reference 
and Error Amplifier 
Inputs Externally 
Available 

"2.2Vt036V 
Operating Supply 
Voltage and User 
Programmable 
Reference 

DN-S2 
8 

PSI7-S6 

UC3965 
Precision Reference 
with Low Offset Error 

Amplifier 

Used for High 
Precision PWM 

Switching Regulators 

"2.SV Precision 
Reference with 
0.4% Accuracy 

"Low 1mV Offset 
Error Amplifier 

"2X Inverting 
Amplifier I Buffer 
Output 

"Drivers Optocoupler 
Diode for Isolated 
Applications 

U-16S 
8 

PSI7-60 
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Power Supply Support (cont.) 

Load Share Controllers 
UNITRODE PART NUMBER 

UC3902 UC3907 
Description 8-Pin Load Share Controller Load Share Controller 

Allows Multiple Independent Allows Multiple Independent 
Power Supplies to be Power Supplies to be 

Application Paralleled so that Each Unit Paralleled so that Each Unit 
Supplies Only its Proportional Supplies Only its Proportional 
Share of Total Load Current Share of Total Load Current 

"Highly Tolerant of Voltage "Fully Differential High 
Differences Between Power Impedance Voltage Sensing 
Supply Return "Accurate Current Amplifier 

"2.7V to 20V Operation for Precise Load Sharing 

Key Features "High Gain, Low Offset "Optocoupler Driving 
Current Sense Amplifier Capability 
Permits Low Shunt Resistor "4.5V to 35V Operation Values 

"Single Capacitor Sets Load 
Share Filter Response 

Application I Design Note U-129, U-163 U-129, U-163 

Pin Count·:· 8 16 

Page Number PSn-27 PSn-44 

Schottky Diode UNITRODE PART NUMBER 
Array / Bridges UC3610 
Description Dual Schottky Diode Bridge 

Eight-diode Array for High 
Current, Low Duty Cycle Application Flyback Voltage Clamping for 

I nductive Loads 

"Monolithic Eight-diode Array 

"High Peak Current 

"Low Fprward Voltage 
Key Features 

'Fast Recovery Time 

Application I Design Note 
Pin Count·:· 8, 16 
Page Number PSn-10 
.. The smallest available pin count for thru-hole and surface mount packages. 
+ New Product 

10-71 

UC3611 UC3612 
Quad Schottky Diode Array Dual Schottky Diode 

Four-diode Array for High Two-diode Array for High 
Current, Low Duty Cycle Current Bridges and Voltage Flyback Voltage Clamping for Clamps Inductive Loads 

"Matched, Four-diode "Monolithic Two-diode Array 
Monolithic Array "High Peak Current 

'High Peak Current "Low Forward Voltage 
'Low Forward Voltage "Fast Recovery Time 
"Parallelable for Higher 

Current or Lower Voltage 
Drop 

DN-48 
8, 16 8 

PSn-12 PSn-15 



Power Supply Control (PS) Selection Guides 

Power Supply Support (cont.) 

Supervisory and UNITRODE PART NUMBER 
Monitor Circuits UC3543 UC3544 UC3730 UC3903 
Power Supply Monitor Single Single Quad 
Temperature Monitor Y 

Combines a 
Temperature 

Power Supply Power Supply Transducer, 
Precision 

Description Supervisory with Supervisory with Reference, and Quad Supply and 
av, UVand av, UVand Temperature Line Monitor 

Current Sensing Current Sensing Comparator for 
Maximum System 

Flexibility 
Voltage Clamp 
Voltage Range 5Vto35V 5Vto35V 8Vto 40V 
Window Adjust N N Y 
Current Range 
Current Limit Y Y N 
Programmable Threshold Y Y y 

Programmable Time Delay Y Y Y 

Special Features Uncommitted 
av Inputs 

Application I Design Note ON-33 
Pin Count .:. 16 18 5,8,20 18 
Page Number PSn-5 PSn-5 PSn-17 PSn-32 

Supervisory and UNITRODE PART NUMBER 
Monitor Circuits UCC3946 

Description Microprocessor Supervisor 
with Watchdog Timer 

Application Accurate Microprocessor 
Supervision 

1 Programmable Reset Period 

1 Programmable Watchdog 
Key Features Period 

"1.5% Accurate Threshold 

"4mA 100 
Pin Count .:. 8 
Page Number ppn-88 

All products feature Pulse-by-Pulse Current Limiting and UVLO unless otherwise noted • 
• :. The smallest available pin count for thru-hole and surface mount packages. 
+ New Product 
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UC3904 

Quad 

Quad Supply and 
Line Monitor 

4.75Vto 18V 
Y 

N 
y 
y 

18 
PSn-39 
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Motion Control 

Brushless Motor Products .................................................. 10-73 
DC Motor Controllers ...................................................... 1 0-73 
Linear Power Amplifier Products ............................................. 10-74 
Phase Locked Frequency Controllers ......................................... 1 0-74 
Stepper Motor Controllers .................................................. 10-75 

Motion Control 

Brushless UNITRODEPARTNUMBER 
Motor Products UC3625 UCC3626+ 
Hall Logic Y Y 
Tachometer Y Y 
Output Current per Output O.lA O.OlA 
Operating Voltage 10V·18V l1V·15V 
Differential Current Sense Amplifier Y Y 
Current Limit Y 

Application I Design Note ON-50, U-115, U-120 U-120, U-130 
Pin Count .:. 28 28 
Page Number PS/8-37 PS/8-50 

OC Motor Controllers 
UNITRODE PART NUMBER 

UC3637 UC3638 
Output Clamp Diodes 
Output Current per Output O.lA 0.lA/0.05A 
Operating Voltage 5V -36V 10V - 36V 
Differential Current Sense Amplifier Y 
Thermal Shutdown 
Current Limit Y Y 

Application I Design Note ON-53A, U-l02, ON-76, U-120 U-112, U-120 
Pin Count .:. 18,20 20 
Page Number PS/8-78 PS/8-84 
.:. The smallest available pin count for thru-hole and surface mount packages. 
+ New Product 
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Power Supply Control (PS) Selection Guides 

Motion Control (cont.) 

Linear Power UNITRODE PART NUMBER 
Amplifier Products UC3173A UC3175B UC3176 UC3177 
Output Clamp Diodes Y Y Y Y 
Output Current per Output 0.55A O.SA 2A 2A 
Operating Voltage 4V-15V 4V-15V 3V-35V 3V-35V 
Differential Current Sense Amplifier Y y y y 

Thermal Shutdown y y y y 

Current Limit Y Y Y Y 
Four Quadrant y y y y 

Number of Outputs 2 2 2 2 
BW 2M Hz 2MHz 1MHz 1MHz 
Special Features B+ Input Pin Supply OK Pin 
Pin Count .:. 24 24 2S 2S 
Page Number PS/S-5 PS/S-16 PS/S-21 PS/S-21 

Phase Locked UNITRODEPARTNUMBER 
Frequency Controllers UC3633 UC3634 
Internal Oscillator y y 

Divider Output Provided 
External Phase Detector Inputs 
2 Phase Drive Logic Y 
Divide Logic Select 4/5& 214/S 214/S 
Operating Voltage SV-15V SV-15V 
Maximum Frequency 10MHz 10MHz 
Application I Design Note U-113 U-113 
Pin Count .:. 16,20 16,20 
Page Number PS/S-63 PS/S-70 
.:. The smallest available pin count for thru-hole and surface mount packages. 
+ New Product 
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UC3635 
y 

Y 
Y 
Y 

214 
SV-15V 
10MHz 
U-113 

16 
PS/S-74 

O::D -
UC3178 

Y 
O.45A 

3V-15V 
y 
y 

Y 
y 

2 
2M Hz 

2S 
PS/S-25 



Power Supply Control (PS) Selection Guides 

Motion Control (cont.) 

Stepper Motor Controllers 
UNITRODEPARTNUMBER 

UC3517 UC3717 
Output Clamp Diodes Y 
Output Current per Output 0.3SA O.BA 
Operating Voltage 10V·40V 10V·4SV 
Differential Current Sense Amplifier 
Thermal Shutdown y 

Current Limit Y 

Current Sense Thresholds 

Application I Design Note U·99 
Pin Count .:. 16 16,20 
Page Number PS/B·30 PS/8·92 
.:. The smallest available pin count for thru..IJole and surface mount packages. 
+ New Product 

10-75 

UC3717A UC3770A 
Y Lower 
1A 1.3A 

10V ·46V 10V ·SOV 

y y 

Y Y 

U·99 
16,20 16,2B 

PS/B·100 PS/B·108 

O:::JJ -
UC3770B 

Lower 
1.3A 

10V ·SOV 

y 
y 

Tailored for half 
stepping 

applications 

16,2B 
PS/B·10B 
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Special Functions 

Current Sensors .................... ;' ...................•... ; ............ 10-76 
Lighting Controllers .....................•.............. : ................... 1 0-76 
Ring Generator Controllers .................................. ; .... ~ ......... 10-77 
Sensor Drivers .......................................................... ." 10-78 
Serial DACs ............................................................. 10-78 

Special Functions 

Current Sensors 
UCC3926 

UNITRODE PART NUMBER 

Application Current Sensing 
Maximum Current ±20A 
Application I Design Note DN-91 
Pin Count .:. 16 
Page Number PS/9-43 

Lighting Controllers 
UCC3305+ 

UNITRODE PART NUMBER 

Constant Power 
Application HID Lamp 

Controller 
Topology Boost, Flyback 

3 - Single and 
Outputs Dual Alternating, 

Totem Pole 
Reference Tolerance 2% 
Open Lamp Detect Y 
Soft Start y 

External Synchronization y 

Shutdown Current N/A 
Maximum Frequency 500kHz 
Lamp Intensity Control y 

Application I Design Note DN-72, U-161 
Pin Count .:. 28 
Page Number PS/9-5 
.:. The smallest available pin count for thru-hole and surface mount packages. 
+ Does Not Feature UVLO. 
+ New Product 
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Special Functions (cont.) 

Ring Generator Controllers 
UNITRODE PART NUMBER 

UCC3750 

Description Source Ringer Controller 

4 Quadrant Flyback Controller 
Application Develops High Voltage AC 

Output 
oOn Chip Low THO Sinewave 

Reference, Pin Selectable 
20Hz, 25Hz, and 50Hz 

o Programmable Output 

Key Features 
Amplitude and DC Offset 

o AC and DC Current Limiting 
With Short Circuit Protection 

Application I Design Note DN-79, U-169 
Pin Count .:. 28 
Page Number PS/9-22 
.:. The smallest available pin count for thru-hole and surface mount packages. 
+ New Product 
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UCC3751+ 
Single Line Ring Generator 

Controlier 
Controls Low Cost Circuit for 
Generating High Voltage AC 

Output with DC Offset 
o Off-hook Detection With 

Automatic Transition to DC 
Operation 

o Pin Selectable 20Hz, 25Hz, 
and 50Hz Output Frequency 

o Operates From a Single 12V 
Supply 

o AC Current Limiting and 
Short Circuit Protection 

16 
PS/9-32 

[1JJ -
UCC3752+ 

Mulit-Line Ring Generator 
Controller 

Controls Low Cost Circuit for 
Generating High Voltage AC 

Output with DC Offset 
o Off-hook Detection and 

Indication 

o Pin Selectable 20Hz, 25Hz, 
and 50Hz Output Frequency 

°Operates From a Single 12V 
Supply 

o AC Current Limiting and 
Short Circuit Protection 

16 
PS/9-38 



Power Supply Control (PS) Selection Guides 

Special Functions (cont.) 

Sensor Drivers 
UNITRODEPARTNUMBER 

UC37131+ UC37132+ UC37133+ 

Part Name Smart Power Smart Power Smart Power 
Switch Switch Switch 

65V Universal 65V Universal 65V Universal 

Description Low Side Driver High or Low Side High Side Driver 
with Current Driver with with Current 

Limiting Current Limiting Limiting 
Pin Count .:. 8 14,16 8 
Page Number PS/9-13 PS/9-13 PS/9-13 

Serial DACs 
UNITRODE PART NUMBER 

UCC5950 
Part Name Digital to Analog Converter 

10-Sit SiCMOS Digital to 
Description Analog Converter for Servo 

and Instrumentation Systems 
Pin Count .:. 8 
Page Number PS/9-48 
.:. The smallest available pin count for thru-hole and surface mount packages. 
+ New Product 

10-78 
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Capabilities [1JJ -
General Information 

Die and Wafers 
Unitrode offers most of its products in die and/or wafer form through die distributors. Unitrode's 
die utilize either linear bipolar or BiCMOS process technology featuring tight beta controls and re
sistor matching techniques. Die thickness is either 12 mils or 15 mils, ±1 mil. Interconnects are 
an alloy of copper and aluminum (to reduce the possibility of electromigration). Most product's 
backside material is pure silicon. 

Testing. All products are tested at two separate points: (1) wafer process parameter 
in-line probing and (2) ambient electrical test probing. Die are tested to full data sheet 
specifications with the exception of some high power or high speed devices where pro
duction probe equipment limit the test environment. 

Inspection. Unitrode performs visual inspections on military grade die to MIL-STD-883, 
Method 2010, conditions A or B, or to individual customer specifications. Die is sup
plied in "waffle pack" or single wafer form. Standard wafers are 100 mils, generic 4- or 
6-inch diameter. 

Ordering. Product is available from Unitrode's authorized die distributors, and part 
numbers end with the suffix "c" for chip form or "chipwfr" for wafer form. 

Military/Aerospace Products 
Unitrode offers its innovative, quality products in military/aerospace and high reliability versions. 
Our certification to MIL-PRF-38535 demonstrates our commitment to our customer's require
ments in this important market segment. Our product offering includes: 

• STANDARD MILITARY DRAWINGS (SMD) - Conformance to Class Q performance require
ments of MIL-PRF-38535, and individual SMD electrical parameters. Unitrode offers over 
100 SMD products. 

• CLASS V - Conformance to all Class V requirements of MIL-PRF-38535, or to individual 
customer source control documents. 

• SCDClass B - Unitrode also accepts unique customer source control drawings for Class B, 
MIL-STD-883 type products. 

• Bare Die / Lot Acceptance Testing - Tested to individual source control documents. 
Unitrode has had DESC facility certification continuously since November 1985. 

Space Level Products 
Unitrode is a leader in producing linear ICs to customers' Class S speCifications and has many 
years of proven experience in this field. Our abilities in this area include all processing require
mentsof Class S (including MIL-PRF-38535, MIL-STD-883, and SCC9000), as well as an exten
sive library of radiation data on our most popular devices (see below). Our superior design sup
port, years of experience, and flexibility to service our customers' unique requirements make us 
the best choice for Class S linear products. 
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Capabilities [1D -
Radiation Data Availability 
Unitrode has provided products screened to the S-Ievel requirements of MIL-STD-883, 
MIL-PRF-38535, and the European specification SCC9000. Due to our participation in this mar
ket, we have collected a variety of radiation reports including SEU, total dose (including low dose 
rate), and neutron fluence, which are available upon customer request (see listing below). These 
reports are results of independent testing by our customers and do not represent guaranteed lev
els of radiation tolerance by Unitrode. The availability of this data is subject to change. Contact 
your local Unitrode sales representative. 

Raditation data is available for the following Unitrode products: UC1625, UC1635, UC1710, 
UC1711, UCC1800, UCC1806, UC1823, UC1825/A, UC1832, UC1834, UC1838A, UC1843A, 
UC1845, UC1846, UC1856, UC1863, UC1875, UC1901, UC1907, UCC1912. 

Standard Military Drawings (SMDs) Listing Unitrode as an Approved Supplier 

SMD Number . • . • . Un/trode Part Number 

5962-8670401 PA· . . . UC1842J/883B 
5962-8670401 XA· . . . UC1842U883B 
5962-8670402PA· . . . UC1843J/883B 
5962-8670402XA· . . . UC1843U883B 
5962-8670403PA· . . . UC1844J/883B 
5962-8670403XA· . . . UC1844U883B 
5962-8670404PA· . . . UC1845J/883B 
5962-8670404XA· . . . UC1845U883B 
5962-8670405PA· . . . UC1842AJ/883B 
5962-8670405XA· . . . UC1842AU883B 
5962-8670406PA· . . . UC1843AJ/883B 
5962-8670406XA· . . . UC1843AU883B 
5962-8670407PA· . . . UC1844AJ/883B 
5962-8670407XA· . . . UC1844AU883B 
5962-8670408PA· . . . UC1845AJ/883B 
5962-8670408XA· . . . UC1845AU883B 
5962-86806012A· ... UC1846U883B 
5962-8680601 EA· . . . UC1846J/883B 
5962-86806022A· ... UC1847U883B 
5962-8680602EA· ... UC1847J/883B 
5962-87619012A· . . . UC1707UDESC 
5962-8761901 EA· ... UC1707J/DESC 
5962-8764502EA· . . . UC1524AJ/DESC 
5962-87681012A· ... UC1825U883B 
5962-8768101 EA· . . . UC1825J/883B 
5962c87681022A· ... UC1825AU883B 
5962-8768102EA· ... UC1825AJ/883B 
5962-8768102XA· ... UC1825ALP/883B 
5962-87681032A· . . . UC1825BU883B 
5962-8768103EA· ... UC1825BJ/883B 
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SMD Number . • • • • Un/trode Part Number 

5962-87681 03XA· . . . UC1825BLP/883B 
5962-8774001 EA· ... UC1543J/883B 
5962-8774002EA· ... UC1544J/883B 
5962-87742012A· ... UC1834U883B 
5962-8774201 EA· ... UC1834J/883B 
5962-88697012A· ... UC1903U883B 
5962-8869701 VA· . . . UC1903J/883B 
5962-89441 012A· . . . UC1901 U883B 
5962-8944101 CA· ... UC1901J/883B 
5962-89511012A· ... UC1525AUDESC 
5962-8951101 EA· . . . UC1525AJ/DESC 
5962-89511032A· ... UC1525AU883B 
5962-89511 03EA· . . . UC1525AJ/883B 
5962-8951104EA· ... UC1527AJ/883B 
5962-89611012A· ... UC1706UDESC 
5962-8961101 EA· . . . UC1706J/DESC 
5962-89899012A· . . . UC1838AU883B 
5962-8989901 EA· . . . UC1838AJ/883B 
5962-89905012A· ... UC1823U883B 
5962-8990501 EA· . . . UC1823J/883B 
5962-89905022A· . . . UC1823AU883B 
5962-8990502EA· . . . UC1823AJ/883B 
5962-89905032A· . . . UC1823BU883B 
5962-8990503EA· . . . UC1823BJ/88B 
5962-89920012A· . . . UC1840U883B 
5962-8992001VA· ... UC1840J/883B 
5962-89920022A· . . . UC1841 U883B 
5962-8992002VA· . . . UC1841 J/883B 
5962-89957012A· . . . UC1637U883B 
5962-8995701 VA· . . . UC1637 J/883B 



Standardized Military Drawings 

SMD Number . . . . . Unitrode Part Number 

5962-90538012A· . . . UC1611 U883B 
5962-9053801 PA· . . . UC1611 J/883B 
5962-90650012A· ... UC1835U883B 
5962-9065001 PA· . . . UC1835J/883B 
5962-9098701 M2A· . . UC1633U883B 
5962-9098701 MEA· . . UC1633J/883B 
5962-9168901 MXA· . . UC1625J/883B 
5962-9203101 M2A· .. UC1864U883B 
5962-9203101 MEA· . . UC1864J/883B 
5962-9203102MEA· .. UC1865J/883B 
5962-9235001 MXC· .• L293DSP/883B 
5962-9320601 M2A· . . UC1907U883B 
5962-9320601 MEA· . . UC1907 J/883B 
5962-9321501M2A· .. UC1517U883B 
5962-9321501 MEA· .. UC1517J/883B 
5962-9326101M2A· .. UC1854U883B 
5962-9326101 MEA· . . UC1854J/883B 
5962-93261 02M2A· . . UC1854BU883B 
5962-9326102MEA· .. UC1854BJ/883B 
5962-93261 03M2A· . . UC1854AU883B 
5962-93261 03MEA· . . UC1854AJ/883B 
5962-9326501 M2A· . . UC1832U883B 
5962-9326501 MCA· .. UC1832J/883B 
5962-9326502M2A· . . UC1833U883B 
5962-9326502MPA· .. UC1833J/883B 
5962-9451301 MPA· . . UCC1801 J/883B 
5962-9451302MPA· .. UCC1802J/883B 
5962-9451303MPA· .. UCC1803J/883B 
5962-9451304MPA· .. UCC1804J/883B 
5962-9451305MPA· .. UCC1805J/883B 
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SMD Number . . . . . Unitrode Part Number 

5962-9453001 M2A· . . UC1856U883B 
5962-9453001 MEA· . . UC1856J/883B 
5962-9455501 M3A· . . UC1875U883B 
5962-9455501 MRA· .. UC1875J/883B 
5962-9455501 MXA· . . UC1875LP/883B 
5962-9457501 MEA· . . UCC180BJI883B 
5962-9462201 M2A· . . UC1871 U883B 
5962-9462201 MVA· . . UC1871 J/883B 
5962-9474601 M2A· .. UC1717U883B 
5962-9474601 MEA· .. UC1717J/883B 
5962-9554401 MJC· . . UC1620SP/883B 
5962-9558601 MVA· .. UC1851 J/883B 
5962-9579801 M2A· . . UC1705U883B 
5962-9579801 MPA· . . UC1705J/883B 
77034012A· ...... UC117U883B 
77034052A· ...... UC117AUDESC 
7802801 EA· . . . . . . UC1524J/DESC 
85515012A· ...... UC1526U883B 
8551501VA· ...... UC1526J/883B 
85515022A· .•.... UC1526AU883B 
8551502VA· ...... UC1526AJ/883B 
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Recommended Profile Limits Qd] -
Packaging Information 
The following are Unitrode's recommended profiles and limits for plastic package surface-mounting and 
de-soldering methods. To achieve and maintain the recommended conditions near the plastic package, 
timeltemperature profiles of the surface-mount processing equipment may differ from those below, de
pending on board density, oven mass, exhaust rate, and other factors. 

Unitrode uses a solder reflow pre-conditioning process with a 220° C peak temperature to determine 
moisture sensitivity ratings for plastic packaged components. The profiles shown are used with 
Unitrode's moisture-sensitivity ratings of the plastic packaged surface-mount components. Published 
moisture sensitivity ratings may not apply when a process with a more extreme peak temperature (such 
as wave solder) is used. If the temperatures or rates of temperature increase exceed those noted tor IR 
reflow, then we recommend that the packaged component be either baked before surface-mount as
sembly or handled in consistence with the next lower moisture-sensitivity rating. (For example, handle a 
Level-2 rated part as Level 3.) For baking conditions and/or definitions of moisture-sensitivity level rat
ings, consult JEDEC J-STD-020A and J-STD-033. 

For more than one soldering pass (e.g., on boards with components on top and bottom), time between 
the two soldering processes must be between 5 minutes and 48 hours. Between passes, if the environ
mental conditions of the plastic packaged component exceed 30° C/60% RH, then the component must 
be baked before the second pass. 

Wave Solder (Temperatures unless otherwise noted apply to the top-side of the component body.) 
o Maximum rate of increase for pre-heat 6° Cis 
o Pre-heat temperature range 100-150° C 
o Total pre-heat time 60-120 seconds 
o Maximum rate of increase to maximum solder temperature 3° Cis 
o Solder temperature of first (turbulent) wave < 250° C (4 seconds maximum) 
o Solder temperature of second (broad) wave < 240°C (10 seconds maximum, 2°C/s maximum 

rate of cooling from first wave) 
o Maximum cooling to room temperature 4° Cis maximum 
o Total time over 183° C < 90s 
o Difference between the maximum pre-heat and maximum soldering temperatures :s;1 00° C 
o Maximum time from 25° C to peak temperature 6 minutes 
o Minimum 5-minute cool-down time between cycles 

NOTE: We STRONGLY RECOMMEND that the component's plastic body not contact the solder wave 
or bath during assembly. Contact can be prevented by shielding. If contact occurs, then do the following: 

o Pre-bake parts within 4 hours before board-mount assembly (24 hours at 125° C or 192 hours at 
40°C). 

o Limit all rates of temperature change to 2.5° Cis. 
o Limit total time over 183° C to less than 45s. 
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Recommended Profile Limits (cont.) [1JJ -
IR Reflow or Convection Reflow (Temperatures unless otherwise noted apply to the top-side of the 
component body.) 

o Maximum rate of increase for pre-heat 6° Cis 
o Pre-heat temperature range 100-150° C 
o Total pre-heat time 60-120s 
o Maximum rate of increase to maximum solder temperature 3° Cis 
o Maximum reflow temperature < 240° C (20s maximum with 5° C of peak temperature) 
o Maximum rate of decrease to room temperature 6° Cis 
o Maximum time over 210° C < 40s 
o Maximum total time over 183° C < 150s 
o Difference between the maximum pre-heat and maximum soldering temperatures ::;1 00° C 
o Maximum time from 25° C to peak temperature 6 minutes 
o Minimum 5-minute cool-down time between cycles 

Vapor Phase Reflow (Temperatures unless otherwise noted apply to the top-Side of the compo
nentbody.) 

o Maximum rate of increase for pre-heat 6° Cis 
o Pre-heat temperature range 100-150° C 
o Total pre-heat time 60-120s 
o Maximum rate of increase to maximum solder temperature 10° Cis 
o Maximum reflow temperature < 219°C (60s maximum with 5° C of peak temperature) 
o Maximum rate of decrease to room temperature 10° Cis 
o Maximum time over 183°C < 80s 
o Difference between the maximum pre-heat and maximum soldering temperatures ::;1 00° C 
o Minimum 5-minute cool-down time between cycles 

Rework (Temperatures unless otherwise noted apply to the top-side of the component body.) 
To preserve the integrity of the plastic packaged component (for further analysis), we suggest the follow
ing steps to minimize damage from component removal. 

o Always keep the package body temperature below 200° C. 
o Bake out moisture in packages rated JEDEC Level 2-6 or in packages exposed to uncontrolled 

ambient conditions since being assembled. 
o For hand de-soldering (Le., soldering iron), do not allow maximum temperature at the leads to ex

ceed 300° C for more than 5s. 
For forced-hot-air de-soldering, the following limits apply: 

o Limit the rate of temperature increase to 25° Cis between ambient and 100° C. 
o Limit the rate of temperature increase to 4° Cis maximum from 100°C to de-soldering tempera

ture. 
o Limit maximum de-soldering temperature at leads to less than 240° C (10s maximum). 
o Carefully minimize the cooling rate after removing the part from the printed circuit board. 
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Device Temperature Management 0dJ -
Introduction 
All operating circuit components dissipate power, causing their temperature to rise. Unitrode integrated 
circuits are designed to operate in a considerable range of temperatures, but there are limits. This note 
suggests ways to ensure that specified temperature limits for each part are not exceeded. 

Junction Temperature (Ti) 
For reliability and long-term operating life of the device, the system designer must manage the power 
dissipated by the device in the system so junction temperature (Tj) not only does not exceed specified 
limits, but also is kept as low as possible. This temperature control is necessary, because higher junc
tion temperatures adversely affect the operating life of the device. 

Power Dissipation (Pd) and Thermal Resistance (q) 
With power off, all components of a given circuit approach (and in time reach) ambient temperature. 
With the power on, the components are warmed by their internal power dissipation until a new equilib
rium is reached. Some electrical power is dissipated as heat by an integrated circuit (Pd) during opera
tion, thus raising the junction temperature. The effectiveness of the IC package and the system in dissi
pating this heat is "thermal resistance" (a), a term analogous to electrical resistance in the sense that 
the materials of the IC, package, and system restrict the flow of heat from the higher junction tempera
ture (Tj) to the lower ambient temperature of the system (Ta). Understanding the thermal resistance 
characteristics of the package and system facilitates management of the device junction temperature 
within desired limits. 

The rate of heat flow depends on the temperature difference (DT) between the two endpoints (Tj and 
Ta), and also on the thermal resistance, a, of the package and system. Heat is a form of energy, and if 
we choose the joule as the measuring unit we can specify the rate of heat flow in units of joules per sec-

ond. Therefore, Pd uotilesper second] = t.; and since one joule per second is the same as a watt (W), 

t.T 
we have a= Pd (oe / w) 

Thermal resistance is typically expressed in terms of resistance from junction-to-ambient (aja), which in
corporates not only the internal resistance of the IC package, but also the resistance of the system as 
well. aja can be broken down into the sum of these two different thermal resistances, from junc
tion-to-case, ajc (or in the case of power surface-mount packages, junction-to-Iead, ajl) and 

case-to-ambient, aca. Therefore, aja = Tj ;;a = ajc+aca 

Variables Which Affect 9ia 
The thermal resistance of the package is a function of many variables, such as the leadframe material 
and design configuration, the plastic encapsulant material, the silicon die area, the die attach material, 
and others. However, as previously indicated, the effectiveness of the system in removing heat from the 
package also has a significant impact on aja. These variables include the material and configuration of 
the circuit board on which the package is mounted, the type of cooling used (Le., conduction or convec
tion), the size of the traces on the circuit board, the use of heatsinks, etc. It is essential that the system 
designer understand these variables and how they affect aja. 

12-5 



Device Temperature Management (cont.) [1[J -
Unit rode Test Procedures 
Table .1 shows thermal resistance values for Unitrode IC packages. Thermal resistance junction-to-case 
(Sjc) is measured by mounting the device to an essentially infinite heat sink. Power leadframe sur
face-mount packages and the batwing DIP conduct most .of the dissipated power through their leads 
rather than through the case. For these noted packages, the specified thermal resistance is junc
tion-to-Iead (Sjl). 

Junction-to-ambient (Sja) thermal resistance is measured on a 5.0-square-inch printed circuit board in 1 
cubic foot of still air. For through-hole packages, single-side FR-4 
boards with 1-ounce copper traces are used. (See Figure 1.) 
However, since surface-mount devices, including those without 
power leadframes, conduct a significant amount of heat through 
their leads to the pc-board, various types of surface-mount 
boards are measured. (See Figure 2.) To indicate the effect of the 
pc-board on Sja, a range of values is given. The lower value is for 
a device mounted on a 5.0-square-inch, 0.062 inch thick alumi
num pc-board. The highest value is for a device mounted on a 
5.0-square-inch single-sided pc-board. These values are intended 
to give the system designer an indication of the best and worst 
case conditions. Some interpolation may be needed based on an 
individual application to arrive at an accurate estimate of the ac
tualSja. 

To determine the device Sja, a measurement of the device junc
tion temperature is made under the above conditions using a 
technique called the "temperature-sensitive parameter" method. 
This technique involves measuring the voltage drop of calibrated 
component, typically a diode, which then allows calculation of the 
device junction temperature. Since Pd, Tj, and Ta are known, Sja 
can be determined. For the case of power leadframe sur
face-mount packages, Sjl is determined by measuring the temper
ature of the pc-board at the device leads and then using this tem
perature in place of the ambient temperature in the calculation. 
For a more detailed discussion on surface-mount packages, refer 
to "Thermal Characteristics of Surface-Mount Packages," found 
later in this section. 

Example 
Estimate the junction temperature of a UC5601 DWP 18-Line 
SCSI Active Terminator on a 4-layer 0.062 inch thick multilayer 
pc-board at 1.0 watt power dissipation in a still-air environment at 
30°C. 

Figure 1. Typical through-hole pc-board 
design. 

Figure 2. Typical surface mount 
pc-board design for power leadframe 
sOle packages. 

1. Determine Sja. Table 1 shows that the the DWP package is a power leadframe surface-mount device, 
so the use of thermal resistance junction-to-Iead (qjl) is appropriate. For the DWP package, qjl = 16°CIW. 
From Figure 8 in "Thermal Characteristics of Surface-Mount Packages," thermal resistance 
board-to-ambient (Sba) = 19°CIW. We know that for a power leadframe surface-mount package, Sja = Sjl + 
Sba, so, Sja = 16°CIW + 19°CIW = 35°CIW. 
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Device Temperature Management (cont.) 

2. Calculate the junction temperature, Tj. 

Tj = (Pd x Sja) + Ta 
Tj = (1.0 W x 35°CIW) + 30°C 
Tj=65°C 

[ld] -

This is well below the maximum rated junction temperature of 150°C listed in the Absolute Maximum 
Ratings section of the UC5601 product data sheet, so the thermal dissipation is satisfactory. 

System Design Considerations 
Through-hole devices such as dual in-line packages (DIPs) can be cooled by forcing airflow over the de
vice in order to improve the convection cooling performance, or by conduction cooling of the package 
case to a heat sink such as the system chassis or cold-wall. Plastic DIPs are not particularly well suited 
to either of these techniques since the plastic encapsulant is a relatively poor thermal conductor. How
ever, Unitrode offers several through-hole packages which have been optimized for conduction cooling 
techniques, namely the batwing DIP, the SP power ceramic DIP and the power leadframe Zig-Zag (ZIP) 
package. All of these packages provide low thermal resistance paths from the junction to the pc-board. 
Refer to Table 1 for the applicable ratings. 

Surface-mount packages are well suited to conduction cooling since, as previously indicated, the pack
age leads conduct a significant amount of heat to the pc-board. The pc-board itself can be utilized effec
tively as a heat sink when designed properly. For example, as seen in the discussion ''Thermal Charac
teristics of Surface Mount Packages," when a power leadframe package is mounted on a multi-layer 
pc-board such that the heat-sink leads are thermally coupled to a ground plane in the board, or an area 
of copper fan-out on the board, then the overall thermal resistance is considerably lower than on a sin
gle-sided board with no heat-sinking. Additionally, Unitrode offers a power ceramic leadless chip carrier 
with a metallized thermal grid on the package case, which can be soldered directly to the board, thus 
greatly reducing its overall thermal resistance. 

In general, the system designer should attempt to use larger traces on the pc-board where possible in 
order to spread the heat away from the device more effectively. Also, one should avoid grouping higher 
power devices tightly together on the board. A better approach would be to spread out the higher power 
devices to the cooler areas of the board. The choice of pc-board material will greatly affect the overall 
thermal performance of the system as well, although there are many factors involved when selecting the 
board material, such as cost, mechanical properties and environmental requirements. 

Summary 
Thermal management has been shown to be an essential factor in the reliable use of Unitrode inte
grated circuits. Thermal characteristics of Unitrode packages have been provided to the system de
signer in order to ensure that the system design effectively dissipates the power generated by the inte
grated circuit during operation. 
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P ac k age TI lerma IR eSlstance 0 ata --
Package Lead Unltrode Body Size Die Paddle or Ole Size Tested 

Count 
Package (mils unless Cavity Size (mils) (mils) (16) 

Code noted) 

8 390x288x140 150x200 N/A 

14 760x248x140 110x140 N/A 

16 760x288x140 160x250 N/A 

Ceramic DIP 18 J 890x288x140 160x250 N/A 

20 950x288x140 160x250 N/A 

24 1250x520x170 250x250 N/A 

28 1450x520x165 250x250 N/A 

20 L 350x350x80 194x194 N/A 
Ceramic LCC 

250x2S0 28 450x450x80 N/A 

Ceramic LCC Power 28 LP 450x450x80 250x250 N/A 

48 FQ 7x7x1.4 mm 200x200x5 1 00x100x12 
LQFP 64 1 Ox1 Ox1 .4 mm 260x260x5 1 00x100x12 

100 14x14x1.4 mm 276x276x5 1 00x100x12 

48 FOP 7x7x1.4 mm 185x185x5 1 00x100x12 
LQFP Power 

48 7x7x1.4 mm 190x190x5 1 00x100x12 

8 P 3x3xO.86 mm 68x94x6 50x50x8 
MSOP 

10 3x3xO.86mm 68x98x6 50x50x8 

8 N 360x253x137 140x150x10 N/A 

14 760x253x137 110x140x10 N/A 

16 760x253x137 140x170x10 N/A 

PDIP 18 905x253x137 160x250x10 N/A 

20 1020x253x137 150x190x10 N/A 

24 1250x525x137 180x220x10 N/A 

28 1425x525x137 200x200x10 N/A 

PDIP Power 16 NP 760x253x137 160X170X10 N/A 

20 Q 350x350x155 180x180x10 N/A 

PLCC 28 450x450x155 230x230x10 N/A 

44 650x650x155 230x230x10 N/A 

28 450x450x155 200x200x10 N/A 
PLCC Power QP 

44 650x650x155 300x300x10 N/A 

• = Estimated N/A = Not Available 
*. = Modeled Data. If value range given for 9ja, lower value is for 3x3 in. 1 oz. internal copper gnd plane, higher value 
is for 1 x1 in. gnd plane. All model data assumes only one trace for each non-fused lead. 
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P ae k age Th erma IR eSlstanee 0 ata --
ala ("clW) ale ("CIW) Comments 

(6)(15) (15) 

125-160 28 (8) 

90-120 28 (8) 

80-120 28 (8) 

70-90 28 (8) 

70-85 28 (8) 

60-75 28(8) 

50-65 28 (8) 

70-80 20 (8) 

60-70 20 (8) 

N/A 5-8* ajc estimated for backside of device, through the metalized thermal conduction pads. 

58-76** 15** Modeled using .3 mm trace width 

44-59** 12** Modeled using .3 mm trace width 

31-46** 11** Modeled usina .3 mm trace width 

34 (9) 8** Leads 5,6,7,8,17, 18,19,29,30,31,32,42,43 and 44 are fused to the die attach paddle. 
38-61** Modeled with 2 thermal vias to and plane,,-er fused lead and .3 mm trace width. 

35 (10) 
8** 

Leads 4,5,6,7,8,9,28,29,30,31,32 and 33 are fused to the die attach paddle. Modeled 
43-65** with 2 thermal vias to and Diane oer fused lead and .3 mm trace width. 

238-269** 41** Modeled using .3 mm trace width. 312-373**(7) 

210-241** 39** Modeled using .3 mm trace width. 273-330**(7) 

110 (3) 50 

90 (3) 45 

90 (3) 45 

85 (3) 40 

80(3) 35 

60 (3) 30 

60 (3) 30 

25-50 (4) 12 (2) Leads 4 5 12 and 13 are fused to the die attach paddle. 

43-75 (3) 34 

40-65 (3) 30 

35-50 (3) 20 

28-50 (3) 14 (2) Leads 12,13,14,15,16,17 and 18 are fused to the die attach paddle. Single layer board 
used 1.2 in2 of 1 oz copper on top of PWB for heatsinking to fused leads. 

24-38 (3) 12 (2) Leads 6,7,17,29,39 and 40 are fused to the die attach paddle. Single layer board used 
1.1 in2 of 1 oz copper on top of PWB for heatsinking to fused leads. 
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P k TI I R tOt ac age lerllla eSls ance a a [1J]--
Package Lead Unitrocle Body Size Ole Paddle or Die Size Tested 

Count 
Package (mils unless Cavity Size (mils) (mils) (16) 

Code noted) 

16 193x154x59 96x130x8 50x50x12 
asop 20 M 340x154x59 96x140x8 50x50x12 

28 389x154x59 96x150x8 50x50x12 

36 MWP 606x295x92 180x240x10 100x100x15 
1 00x1 00x12** 

asop Wide Body Power 
100x100x15 44 704x295x92 190x260x10 1 00x1 00x12** 

8 0 192x154x54 95x152x8 N/A 
sOle Narrow Body 14 340x154x54 83x142x8 N/A 

16 390x154x54 90x150x8 N/A 
8 192x154x54 95x150x8 N/A 

sOle Narrow Power OP 
16 390x154x54 95x165x8 N/A 

16 408x296x94 165x205x10 N/A 
18 458x296x94 145x190x10 100x100x12 

sOle Wide Body 20 OW 508x296x94 165x205x10 N/A 
24 602x296x94 165x205x10 1 00x100x12 
28 705x296x94 165x205x10 100x100x12 

sOle Wide Body Power 28 OWP 705x296x94 156x205x10 N/A 

3 400x592x165 180x180x18 N/A 
T0220 T, TH, TV 

5 400x605x165 180x180x18 N/A 
3 395x415x175 240x180x23 N/A 

T0263 TO 
5 395x415x175 240x180x23 N/A 
8 118x174x35 126x87x5 50x50x10 

14 197x174x35 118x150x5 1 00x1 00x1 0 

16 197x174x35 118x154x5 1 00x1 00x1 0 
TSSOP 20 PW 255x174x35 118x165x5 1 00x1 00x1 0 

24 307x174x35 118x217x5 1 00x100x1 0 

28 382x174x35 118x217x5 1 00x1 00x10 

24 307x174x35 118x217x5 1 00x1 00x10 

TSSOP Power 28 PWP 382x174x35 118x250x5 1 00x1 00x1 0 

28 382x174x35 118x250x5 1 00x1 00x1 0 

• = Estimated Nt A = Not Available 

•• = Modeled Data. If value range given for e ja, lower value is for 3x3 in. 1 oz internal copper gnd plane, higher value is for 1x1 in. gnd 

plane. All model data assumes only one trace for each non-fused lead. 
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ala ("CIW) 
(6)(15) 

144-172** 

116-138** 

96-118** 

31 (11) 
36-52** 

29 (12) 
32-46** 

84-160 (3) 

50-120 (3) 

50-120 (3) 

40-70 (3) 

36-58 (3) 

50-100 (3) 

89-102** 

45-95 (3) 

71-83** 

65-76** 

30-50 (3) 

83* 

65-75* 

50-87* 

65-75* 

232-257** 

132-158** 

123-147** 

102-125** 

150 (3) 
88-109** 

77-96** 

30-70 (3) 
63-87** 

33 (13) 
61-80** 

30-70 (3) 
57-79*· 

ac age P k TI I R tOt a a lerma eSls ance 

aje ("CIW) 
(15) 

38** 

36** 

33** 

8** 

7** 

42 

35 

35 

22 (2) 

20 (2) 

27 

26** 

25 

24** 

21** 

16 (2) 

3* 

3* 

3 

3 

32** 

15** 

15** 

14** 

13** 

13** 

20 (2) 9** 

20 (2) 
11** 

20 (2) 9** 

-
Comments 

Modeled using .3 mm trace widths. 

Modeled using .3 mm trace widths. 

Modeled usina .3 mm trace widths. 

Leads 8,9,10,26,27 and 28 are fused to the die attach paddle. Modeled with 2 thermal 
vias to gnd plane per fused lead and .5 mm trace width. 

Leads 10,11,12,13,32,33,34 and 35 are fused to the die attach paddle. Modeled with 2 
thermal vias to and Diane oer fused lead and .5 mm trace width. 

Leads 2,3,6 and 7 are fused to the die attach paddle. 

Leads 4,5,12 and 13 are fused to the die attach paddle. Single layer board used .68 in2 
of 1 oz coooer on too of PWB for heatsinkina to fused leads. 

Modeled using .3 mm trace widths. 

Modeled using .3 mm trace widths. 

Modeled usina .3 mm trace widths. 

Leads 7,8,9,20,21 and 22 are fused to the die attach paddle .. Single layer board used 
0.165 in2 of 1 oz coooer on too of PWB for heatsinkina to fused leads. 

Modeled using .3 mm trace widths. 

Modeled using .3 mm trace widths. 

Modeled using .3 mm trace widths. 

Modeled using .3 mm trace widths. 

Modeled using .3 mm trace widths. 

Modeled usina .3 mm trace widths. 

Leads 5,6,7,8,17,18,19 and 20 are fused to the die attach paddle. Empirical tests used 
1.1 in2 of 1 oz top copper on top of PWB for heatsinking to fused leads. Modeled with 2 
thermal vias to gnd plane per fused lead and .3 mm trace width. 

Leads 8 and 21 are fused to the die attach paddle. Modeled with 2 thermal vias to gnd 
plane -,,-er fused lead gndplane and .3 mm trace width. 

Leads 7,8,9,20,21 and 22 are fused to the die attach paddle. Modeled with 2 thermal 
vias to jlnd plane j)Elr fused lead and .3 mm trace width. 

12-11 



Package Thermal Resistance Data [1D -
Databook numbers for thermal resistance are for reference in making relative package-ta-package perfor
mance comparisons and are not a statement of absolute performance in a system application. 

Notes: 
1) All data assumes testing with the long side of the die coinciding with the long side of the die. attach 

mounting area. 
2) Specified thermal resistance is jl Ounction to lead) where noted. 
3) Specified 9ja Ounction to ambient) is for devices mounted to 5 in2 FR4 PC board with one ounce copper 

where noted. When resistance range is given, lower values are for 5 in2 aluminum PC board. Test PWB 
was .062 in thick and typically used 0.635 mm trace widths for power pkgs and 1.3 mm trace widths for 
non-power pkgs with a 1 00x1 00 mil probe land area at the end of each trace - see Thermal Characteris
tics of Surface Mounted Packages by John O'Connor. 

4) Lower value is for 5 in2 multi-layer PC board. The multi layer PWB was .062 in. thick and typically used 
0.635 mm trace widths for power pkgs, 1.3 mm trace widths for non-power pkgs with a 1 00x1 00 mil 
probe land area at the end of each trace. The backside of the PWB used 1.0 mm traces in the X and Y 
directions to simulate 20% coverage by multilayer traces. Thermal vias were not used to connect fused 
leads to backside traces. - see "Thermal Characteristics of Surface Mounted Packages" by John 
O'Connor. 

5) Lower value is with a finned heatsink. 
6) 9ja tests were performed in still air. 9ja results will vary depending on test conditions and setup. Airflow 

can lower the 9ja value stated by 15-30%, depending on air speed, package type and PWB configura
tion. 

7) Modeled with no internal gnd plane. Lower value is for .5 mm trace widths, higher value for .3 mm trace 
widths. 

8) 9jc data values stated were derived from MIL-STD-1835B. MIL-STD-1835B states that "The baseline 
values shown are worst case (mean + 2s) for a 60x60 mil microcircuit device silicon die and applicable 
for devices with die sizes up to 14400 square mils. For device die sizes greater than 14400 square mils 
use the following values; dual-in-Iine, 11 °C/W; flat pack, 10°C/W; pin grid array, 1 O°C/W'. 

9) Tested on multi layer 3x4.5x.062 in. PWB with (2) 1 oz copper internal planes, 10 mil trace widths and 
2.43 in2 of 1 oz. copper on top of PWB for heatsinking to fused leads. Thermal vias were not used to 
connect fused leads to inner copper planes. 

10) Tested on multi layer 3x4.5x.062 in. PWB with (2) 1 oz. copper internal planes, 10 mil trace widths and 
1.53 in2 of 1 oz. copper on top of PWB for heatsinking to fused leads. Thermal vias were not used to 
connect fused leads to inner copper planes. 

11) Tested on multi layer 3x4.5x.062 in. PWB with (2) 1 oz copper internal planes, 10 mil trace widths and 
2.28 in2 of 1 oz. copper on top of PWB for heatsinking to fused leads. Thermal vias were not used to 
connect fused leads to inner copper planes. 

12) Tested on multi layer 3x4.5x.062 in. PWB with (2) 1 oz. copper internal planes, 10 mil trace widths and 
2.74 in2 of copper on top of PWB for heatsinking to fused leads. Thermal vias were not used to connect 
fused leads to inner copper planes. 

13) Tested on multi layer 3x4.5x.062 in. PWB with (2) 1 oz copper internal planes, 10 mil trace widths and 
2.2 in2 of 1 oz. copper on top of PWB for heatsinking to fused leads. Thermal vias were not used to con
nect fused leads to inner copper planes. 

14) Trace width for test PWBs is typically 10 mils. 
15) Test conditions typically use a 11 0-125C junction temperature with an ambient temperature of 25-30°C. 
16) Die size noted is for a thermal test die with a uniformly distributed heating area. 
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Typical Materials Used for Assembly [1JJ -
Unitrode Die 

Leadframe 

Package Package Thickness Die Attach (2) 
Material Molding Compound or 
Thermal Package Material 

Code (mils) 
Conductivity (1) 

Ceramic DIP J 15 
Eutectic or 

75 Alumina 
Silver Glass 

CeramicLCC L 15 
Eutectic or 

N/A Alumina 
Silver Glass 

Ceramic LCC Power LP 15 
Eutectic or 

N/A Alumina 
Silver Glass 

LQFP FO 12 Silver Filled Epoxy 85-110 
Standard, non-thermally 
enhanced epoxy 

LQFP Power FOP 12 Silver Filled Epoxy 220 
Standard, non-thermally 
enhanced epoxy 

PDIP N 12 Silver Filled Epoxy 150 
Standard, non-thermally 
enhanced epoxy 

MSOP P 8 Silver Filled Epoxy 150 
Standard, non-thermally 
enhanced epox~ 

PDIP Power NP 12 Silver Filled Epoxy 150 
Standard, non-thermally 
enhanced epoxy 

PLCC 0 12 Silver Filled Epoxy 208 
Standard, non-thermally 
enhanced epoxy 

PLCC Power OP 12 Silver Filled Epoxy 208 
Standard, non-thermally 
enhanced epoxy 

QSOP M 12 Silver Filled Epoxy 150 
Standard, non-thermally 
enhanced epoxy 

QSOP Wide Body Power MWP 12 Silver Filled Epoxy 208 
Standard, non-thermally 
enhanced epoxy 

SOIC Narrow Body D 12 Silver Filled Epoxy 150 
Standard, non-thermally 
enhanced epoxy 

SOIC Narrow Power DP 12 Silver Filled Epoxy 208 
Standard, non-thermally 
enhanced epoxy 

SOIC Wide Body DW 12 Silver Filled Epoxy 150 
Standard, non-thermally 
enhanced epoxy 

SOIC Wide Body Power DWP 12 Silver Filled Epoxy 208 
Standard, non-thermally 
enhanced epoxy 

T0220 T 12 Silver Filled Epoxy 150 
Standard, non-thermally 
enhanced epoxy 

T0263 TD 12 Silver Filled Epoxy 150 
Standard, non-thermally 
enhanced epoxy 

TSSOP PW 10 Silver Filled Epoxy 85-110 
Standard, non-thermally 
enhanced epo~ 

TSSOPPower PWP 10 Silver Filled Epoxy 85-110 
Standard, non-thermally 
enhanced epoxy 

BTU. in 
Note (1): 2 . 

ft • hr.oF 
Leadframe down set is typically 8 to 15 mils. Leadframe thickness is typically 5-1 0 mils. 
Note (2) :Die attach thickness is between 0.5-1.5 mils for plastic devices; 1.9-2.4 mils for ceramic. 

Table 1. Typical materials used for assembly. 

12-13 



Thermal Characteristics of Surface Mount Packages 0dJ--
~UNITRDDE 

THERMAL CHARACTERISTICS OF SURFACE MOUNT PACKAGES 

John A. O'Connor 

Introduction 

Surface mount packaging continues to expand mar
ket share, displacing dual in-line packages (DIPs) at 
an ever increasing rate. Smaller surface mount 
devices allow a significant increase in circuit density 
with a corresponding decrease in system size. 
Miniaturization is not without penalty however, as 
thermal management can quickly dominate system 
packaging design. 

With the familiar DIP, the majority of heat is removed 
through the case. Typically, this is accomplished by 
convection air currents, although forced air or con
duction cooling is often used in more demanding 
applications. Unlike the DIP however, the majority of 
heat is removed from surface mount packages 
through the leads. This means that the PC board 
design directly affects the thermal capability of sur
face mounted circuitry. For optimal thermal design, 
the integrated circuit, the package, and the PC 
board must be considered as a system. 

Many designers use steady-state thermal behavior 
(thermal resistance) to predict IC junction tempera
ture. While this approach certainly is valid for 
devices subjected to continuous power dissipation, 
it often results in an overly conservative design 
when dissipation varies over time. Generating a 
model which accounts for transient thermal behav
ior allows the designer to fully exploit the system's 
thermal mass. Instantaneous junction temperature 
can then be calculated, insuring reliability with mini
mal system size. 

Thermal Model 

Figure 1 shows the basic model which is expanded 
for more complex situations. The power dissipated is 
represented by the current source. Resistance to 
heat flow is represented by the resistor, and the ther
mal mass is represented by the capacitor. The anal
ogous thermal units for the current, thermal resis-

tance, and thermal capacitance are also shown in 
figure 1. Ground is ambient temperature, so all val
ues are temperature rise above ambient. With more 
complex systems, it is usually easiest to initially con
vert to electrical units, analyze the circuit, then con
vert back to thermal units. This approach allows 
standard electrical circuit analysiS tools and tech
niques to be used without unnecessary confusion. 

A surface mounted device on a PC board can be 
modeled as in figure 2. Each R-C section roughly 

r-------~~--------__ ~~V-A' 

I-P 
(W) 

> 

Figure 1. Basic Thermal Model 

(Oe) 

_L-

I 
correlates to the physical system. The first R-C is the 
device die. The second is the lead frame and pack
age, and the third is the PC board. Other parameters 
such as the junction to case and case to ambient 
thermal resistances, are lumped into the three R-C 
sections. This simplification does cause transient 
thermal response errors, although normally these 
errors are small. The additional elements can be 
broken out separately if greater accuracy is 
required. Although the physical correlation is far 
from perfect for the 3 R-C model, the thermal corre
lation can be very good. 
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RI 

t R2 

6T ......... 

R3 

AMBIENT 

Figure 2. Surface Mounted Device on a PC Board Model 

Parameter Measurement 

The circuit technique shown in figure 3 can be used 
to evaluate the thermal performance of almost any 
IC. Device power dissipation must be known and 
constant. This is achieved with resistive loading for 
devices such as voltage regulators or amplifiers. 
Other devices may require additional circuitry to 
insure constant dissipation. 

The change in forward voltage of a diode is typical
ly utilized for temperature measurement, although 
any temperature dependant parameter could also 
be used. Ideally, the diode should be close to the 
output transistors for maximum accuracy. In prac-

AT- AVo 
Te 

IBIAS 

+ 

AVo 

Vee 

Figure 3. Typical Thermal Test Circuit 

TC= -2mV 
·c 

VAEF 

tice, this is not critical since the temperature drop 
across the die will only be a few degrees C in a sur
face mountable IC. During the test, the measure
ment diode must not have any current other than 
the fixed bias current. The bias current should be as 
small as possible to avoid self-heating the diode. 

Many devices have a diode intended for forward 
biased operation in the actual application circuit 
such as an output stage clamping diode. If such a 
diode is not available it may be necessary to forward 
bias a parasitic diode for measurement. While this 
approach should be considered a last resort, it can 
yield acceptable data. If a parasitic diode is forward 
biased, erratic or unspecified behavior is likely, even 
with low bias currents. Evaluate the test circuit care
fully, insuring that dissipation is constant over the 
measurement temperature range. 

Kelvin all connections to avoid interconnect voltage 
drops. Every 2mV is approximately 1°C, so even 
small DC offsets can cause significant error. 
Without any power applied to the device other than 
the diode bias current, characterize the diode's for
ward voltage in an oven at several temperatures 
over the expected operating junction temperature 
range. The slope of a best-fit line gives the thermal 
coefficient (T c> which is used in subsequent calcu
lations. 

Thermocouples are used to sense PC board and 
ambient temperature. PC board temperature is 
measured as close to the device as possible. 

VOUT 

PDISP = VOUT (Vee-VoUT) +Vee Icc 
RL 

12-15 



Thermal Characteristics of Surface Mount Packages [1JJ -
Some parameters are measured directly while oth
ers are derived by curve fitting. Junction to PC 
board, and PC board to ambient thermal resistance 
are measured by dissipating a constant power. 
Allow 15 minutes for the temperature to stabilize. 
The change in diode forward voltage and PC board 
temperature give the junction to ambient and board 
to ambient thermal resistance: 

RO-a) = ~VD / (TC PDISP) 

R{b-a) = ~T B / PDISP 

Note that these resistances are based on change in 
temperature - ambient is assumed constant for the 
duration of the test. These values correlate to R1, 
R2, and R3 by: 

R1 + R2 = RO-a) - R{b-a) (1) 

R3 = R{b-a) (2) 

The thermal capacitance of the die is measured by 
applying a pulsed load and recording the junction 
temperature waveform. Varying the dissipation 
pulse width allows observation of each capaci
tance's effect, although only the die's thermal 
capacitance can be measured directly. A typical 
10ms transient dissipation waveform is shawn in fig
ure 4. The thermal time constant of the die is on the 
order of 30ms. To minimize exponential decay error, 
the slope of the waveform is measured at (t) = 3ms. 
The die's thermal capacitance is then: 

C1 = PDISP ~tT C / ~VD (3) 

........ 
~ 

2 

dI 

~ ~ 
~ h ..JJ ~,.., 

f'... 
........ 

VERTICAL: (l)VO lmVIDIV 
(2) POISP' lW 

HORIZONTAL: 2msIOIV 

........ 

~I 

Figure 4: 1 Oms Transient DiSSipation Waveform 

T 
lNo 

~ 

Transient waveforms should also be taken for 
100ms, 1 s, and 10s dissipation intervals to generate 
an accurate temperature versus time curve. If tran-

sient thermal behavior is critical beyond 10 seconds 
then additional curves must be taken. The thermal 
time constant of the PC board can go out to several 
minutes, so a strip chart recorder or computer 
based data acquisition system will be required. For 
most systems, this additional data is unnecessary. 

The remaining parameters are determined by curve 
fitting. Visual comparison of measured versus cal
culated cUrves is easily done with a spread sheet 
program. Measured junction temperature versus 
time data (4 points per decade is sufficient) is 
entered into the spread sheet. Junction temperature 
is then calculated at each point with estimated val
ues for R2 and C2 and C3 using: 

T{t) = PDISP [R1{1-e-th1 ) + R2{1-e-tlt2) (4) 

+ R3{1-e-V't3)] 

Data presented in the following section will help in 
estimating initial values. This procedure is iterated 
until an acceptable curve fit is achieved. C3's value . 
is iterated only if the measured curve goes out to 
several minutes. Figure 5 is a typical measured and 
calculated junction temperature versus time curve. 
A logarithmic time axis aids in curve fitting by 
spreading data points evenly. 

40 

35 

30 

~ 25 

I! 20 

~ 15 

f 10 
o!! 

5 

a 

8 ~ 
d Tima( .... ) 

4T(mou) 

4T(calc) 

Figure 5. Juctlon Temperature versus Time for FQP48 
Package Dissipating 1W • 

Typical Data 

The preceding technique was used to characterize 
two devices in nine different packages. Five different 
PC board types were also tested to provide relative 
comparison. This information should be used to help 
initially determine package, PC board type, and lay
out. It must be stressed that this typical data should 
not substitute for a rigorous thermal analysis of the 
actual application. 
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Figure 6. Model Values Versus Package Type for 1W Dissipation on Aluminum PC Board. 

Figure 6 shows model values and time constants 
versus package type, mounted on an aluminum PC 
board [1]. Junction to ambient thermal resistance is 
also shown to indicate overall steady state thermal 
performance. All data was taken with one watt dissi
pated. The values that were determined by curve fit
ting result in a fairly conservative model. Values 
were chosen which tended to predict higher tem
perature than actually measured where errors could 
not be eliminated. As indicated, two devices were 
used for testing. At 7,500 square mils, the UC3730 
is representative of the smaller dies typically pack
aged in 08, 014, ,and OW16 packages. The UC3173 
is 16,500 square mils, and is typical of the dies pack
aged in the other larger packages. 

Both devices were packaged in the OW16 to isolate 
the effect of die size. The UC1730's smaller die 
increased R2 by about 30%. Interpolating between 
these two data points is difficult since the relation
ship between die size and thermal resistance is non
linear. Curves are available which account for this 
dimensional difference [2], although the actual con
ditions differ and are more complicated than the 
configuration used to generate the curves. 
Fortunately, the resulting error will be small in most 
applications. Conservatively estimating R2 will mini
mally impact system size, but if a more accurate 
value is required the actual device can be charac
terized on a test PC board. 

Figure 7 illustrates the power lead frame's dramatic 
improvement in thermal performance over standard 
lead frames by comparing the junction to ambient 
thermal resistances of the OP28 to the 028, and the 
FOP48 to the F048. Standard lead frames connect 
the die to the leads thermally through the epoxy 
molding compound. Power lead frame packages 
incorporate a single piece for die attachment and 
ground leads. This uninterrupted, high thermal con
ductivity path offers a significant improvement over 
standard lead frames. Occasionally a stiffer but less 
conductive alloy is used for standard lead frames. 
The FQ48's poorer thermal performance is partially 
caused by the lower conductivity alloy. 

Printed circuit board design significantly affects the 
overall thermal performance of the system, particu
larly with the power lead frame packages. The 
UC3173 in the DWP28 package was used to 

80 

70 
IJ---------, 
1..1--------

~ 80 IA-------
8'50 
Jj 40 

.; 30 
~ 

J : 
C28 CP28 

Package 

FC48 FCP48 

Figure 7. Power lead frames significantly reduce thermal 
resistance. 
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Thermal Characteristics of Surface Mount Packages O::D -
compare PC board thermal performance. Five dif
ferent PC board types were evaluated with one watt 
dissipated: 

1. Single side 1 oz. copper, 0.062 aluminum 

2. Single side 1 oz. copper, 0.062 FR4 epoxy fiber
glass 

3. Single side 2 oz. copper, 0.062 FR4 epoxy fiber
glass 

4. Four layer (signal, ground, Vcc, signal) 1 oz. cop
per, 0.031 FR4 epoxy fiberglass 

5. Four layer (signal, ground, Vcc, signal)·1 oz. cop
per, 0.062 FR4 epoxy fiberglass 

Figure 8. Board to ambient thermal resistance and 
capacitance versus PC board type for DWP28 package 
dissipating 1W. . 

The thermal resistance, capacitance, and time con
stants for the five PC boards are shown in figure 8. 
The PC board layouts used for testing are shown in 
figure 9. Only the component side is shown for the 
four layer boards. The back side, which has 10 mil 
traces on 50 mil centers to provide a typical amount 
of interconnect copper, and the Vcc plane were 

4 Layer-Component Side 

Figure 9. Test PC Board Layouts (SOIC 28DWP) 

I 
I 

unconnected. The inner ground plane is connected 
to the small component side ground plane through 
16 feed-throughs. . 

. As expected, the aluminum PC board's Significantly 
higher specific heat results in nearly an order of 
magnitude increase in thermal capacitance. 
Surprisingly the four layer 0.062 board's thermal 
resistance is nearly as low as the aluminum board's, 
indicating good heat distribution through the inner 
planes. Note that although the Vcc plane is uncon
nected, it does help distribute the heat across the 
board. Conduction or forced air cooling is necessary 
to fully exploit the aluminum board's capability. 

Summary 

A method for accurately modeling the thermal 
behavior of a surface mounted IC has been pre
sented. The model relies on measured data, insur
ing excellent correlation to the physical system. 
Typical thermal behavior of nine different packages 
and five different PC boards were also presented, 
indicating relative thermal performance differences. 
Optimum thermal system design is achievable using 
the techniques and data presented. 
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Package Drawings 1--
a-PIN PLASTIC DIP - N PACKAGE SUFFIX 

DIMENSIONS PIN 1 

INCHES MILLIMETERS NOTES r\ A 8 ~~ INDEX 

MIN MAX MIN MAX 

I (~ A .246 .260 6.22 6.60 1 

B .320 .400 9AO 10.16 1 

C - .210 - 5.33 

Cl .125 .150 3.18 3.81 

rBJ 

C2 .015 .055 0.38 1.40 2 

D .300 .325 7.62 8.26 3 

[DJ 
E .100 BSC 2.54BSC 4 

i F .014 .022 0.35 0.56 

Fl .046 .070 1.14 1.78 

-flrnH# --t:?\ F2 .008 .014 0.20 0.35 BASE PLANE --- 2 C 
G .300 .400 7.62 10.16 5 ~-~j , 
H .005 - 0.13 - '~ , L .115 .160 2.92 4.06 , 1~'~ LG~ 

NOTES: Fl I--
1. 'A' AND 'B' DO NOT INCLUDE MOLD FLASH OR PROTRUSIONS. MOLD FLASH OR 

F !.-PROTRUSIONS SHALL NOT EXCEED 0.006 IN. PER SIDE. 

2. 'C2' SHALL BE MEASURED FROM THE SEATING PLANE TO THE BASE PLANE. 

3 'D' SHALL BE MEASURED WITH THE LEADS CONSTRAINED TO BE PERPENDICULAR 
TO THE IiIASE PLANE. 

4. THE IiIASIC LEAD SPACING IS 0.100 IN. BETWEEN CENTERLINES. EACH LEAD 
CENTERLINE SHALL BE LOCATED WITHIN ±O.010 IN. OF ITS EXACT TRUE POSITION. 

5. 'G' SHALL BE MEASURED AT THE LEAD TIPS WITH THE LEADS UNCONSTRAINED. 

6. CONTROLUNG DIMENSION: INCHES. MILLIMETERS SHOWN FOR REFERENCE ONLY. 

14-PIN PLASTIC DIP - N PACKAGE SUFFIX 

DIMENSIONS PIN 1 

INCHES MILLIMETERS NOTES c::::)J-MIN MAX MIN MAX 

A .245 .260 6.22 6.60 1 

B .746 .775 18.92 19.68 1 

C - .210 - 5.33 

Cl .125 .150 3.18 3.81 

C2 .015 .055 0.38 1.40 2 

CB3 
D .300 .325 7.62 8.26 3 

[DJ 

E .100 BSC 2.54BSC 4 
F .014 .022 0.35 0.56 i 
F1 .046 .070 1.14 1.78 

~~=-rH~ --t:?\ F2 .008 .014 0.20 0.35 

G .300 AGO 7.62 10.16 5 

H .005 - 0.13 -
L .115 .160 2.92 4.06 ,_ ~ _.1--1 LG~ 

Fl 

F 
NOTES: 

1. 'A' AND 'B' DO NOT INCLUDE MOLD FLASH OR PROTRUSIONS. MOLD FLASH OR 
PROTRUSIONS SHALL NOT EXCEED 0.006 IN. PER SIDE. 

2. 'C2' SHALL BE MEASURED FROM THE SEATING PLANE TO THE BASE PLANE. 

3 'D' SHALL BE MEASURED WITH THE LEADS CONSTRAINED TO BE PERPENDICULAR 
TO THE BASE PLANE. 

4. THE BASIC LEAD SPACING IS 0.100 IN. BETWEEN CENTERLINES. EACH LEAD 
CENTERLINE SHALL BE LOCATED WITHIN ±O.010 IN. OF ITS EXACT TRUE POsmON. 

5. 'G' SHALL BE MEASURED AT THE LEAD TIPS WITH THE LEADS UNCONSTRAINED. 

6. CONTROLLING DIMENSION: INCHES. MILLIMETERS SHOWN FOR REFERENCE ONLY. 
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Package Drawings 

16-PIN PLASTIC DIP - N PACKAGE SUFFIX 

DIMENSIONS 

INCHES MILLIMETERS NOTES 

MIN MAX MIN MAX 

A .245 .260 6.22 6.60 1 

B .745 .775 18.92 19.68 1 

C - .210 - 5.33 

Cl .125 .150 3.18 3.81 

C2 .015 .055 0.38 1.40 2 

D .300 .325 7.62 8.26 3 

E .100 BSC 2.54 BSC 4 

F .014 .022 0.35 0.56 

Fl .045 .070 1.14 1.78 

F2 .008 .014 0.20 0.35 

G .300 .400 7.62 10.16 5 

H .005 - 0.13 -
L .115 .160 2.92 4.06 

NOTES: 
1. 'A' AND 'B' DO NOT INCLUDE MOLD FLASH OR PROTRUSIONS. MOLD FLASH OR 

PROTRUSIONS SHALL NOT EXCEED 0.006 IN. PER SIDE. 

2. 'C2' SHALL BE MEASURED FROM THE SEATING PLANE TO THE BASE PLANE. 

3 'D' SHALL BE MEASURED WITH THE LEADS CONSTRAINED TO BE PERPENDICULAR 
TO THE BASE PLANE. 

4. THE BASIC LEAD SPACING IS 0.100 IN. BETWEEN CENTERUNES. EACH LEAD 
CENTERUNE SHALL BE LOCATED WITHIN ±O.010 IN. OF ITS EXACT TRUE POSITION. 

5. 'G' SHALL BE MEASURED AT THE LEAD TIPS WITH THE LEADS UNCONSTRAINED. 

6. CONTROLLING DIMENSION: INCHES. MILUMETERS SHOWN FOR REFERENCE ONLY. 

18-PIN PLASTIC DIP - N PACKAGE SUFFIX 

DIMENSIONS 

INCHES MILLIMETERS NOTES 

MIN MAX MIN MAX 

A .245 .280 6.22 6.60 1 

B .880 .920 22.61 23.39 1 

C - .210 - 5.33 

PIN 1 
INDEX 

0:dJ -

Cl .125 .150 

C2 .015 .055 

D .300 .325 

E .100BSC 

F .014 .022 

Fl .045 .070 

3.18 3.81 

0.38 1.40 

7.62 8.26 

2.S4BSC 

0.35 0.5& 

1.14 1.78 

2 

3 
4 

A 

!lr;=r"i"i"i"FFFi"FFi'''i''i''i''i''''F! --..l 

~.~ I ['J 

~~~.=tW f.J F2 .008 .014 0.20 0.35 

G .300 AGO 7.62 10.16 5 

H .OOS - 0.13 -
L .115 .160 2.92 4.0& 

NOTES: 
1. 'A' AND 'B' DO NOT INCLUDE MOLD FLASH OR PROTRUSIONS. MOLD FLASH OR 

PROTRUSIONS SHALL NOT EXCEED 0.00& IN. PER SIDE. 

2. 'C2' SHALL BE MEASURED FROM THE SEATING PLANE TO THE BASE PLANE. 

3. 'D' SHALL BE MEASURED WITH THE LEADS CONSTRAINED TO BE PERPENDICULAR 
TO THE BASE PLANE. 

4. THE BASIC LEAD SPACING IS 0.100 IN. BETWEEN CENTERLINES. EACH LEAD 
CENTERLINE SHALL BE LOCATED WITHIN ±O.010 IN. OF ITS EXACT TRUE PDSmON. 

5. 'G' SHALL BE MEASURED AT THE LEAD TIPS WITH THE LEADS UNCONSTRAINED. 

6. CONTROLLING DIMENSION: INCHES. MILLIMETERS SHOWN FOR REFERENCE ONLY. 
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Package Drawings 

20-PIN PLASTIC DIP - N PACKAGE SUFFIX 

DIMENSIONS 

INCHES MILLIMETERS NOTES 

MIN MAX MIN MAX 

A .245 .260 6.22 6.60 

B 1.010 1.030 25.65 26.16 

C .210 5.33 

Cl .125 .150 3.18 3.81 

C2 .015 .055 0.38 lAO 

D .300 .326 7.62 8.26 

E .100BSC 2.54BSC 

.014 .022 0.35 0.56 

Fl .045 .070 1.14 1.78 

F2 .OOB .014 0.20 0.35 

G .300 .4DD 7.62 10.16 

H .005 0.13 

L .115 .180 2.92 4.06 

NOTES: 
1. 'A' AND 'B' DO NOT INCLUDE MOLD FLASH OR PROTRUSIONS. MOLD FLASH OR 

PROTRUSIONS SHALL NOT EXCEED 0.006 IN. PER SIDE. 

2. 'C2' SHALL BE MEASURED FROM THE SEATING PLANE TO THE BASE PLANE. 

3. '0' SHALL BE MEASURED WITH THE LEADS CONSTRAINED TO BE PERPENDICULAR 
TO THE BASE PLANE. 

4. THE BASIC LEAD SPACING IS 0.100 IN. BETWEEN CENTERLINES. EACH LEAD 
CENTERLINE SHALL BE LOCATED WITHIN ±O.010 IN. OF ITS EXACT TRUE POSmON. 

5. 'G' SHALL BE MEASURED AT THE LEAD TIPS WITH THE LEADS UNCONSTRAINED. 

6. CONTROLLING DIMENSION: INCHES. MILLIMETERS SHOWN FOR REFERENCE ONLY. 

24-PIN PLASTIC DIP - N PACKAGE SUFFIX 

DIMENSIONS 

INCHES MILLIMETERS NOTES 

MIN MAX MIN MAX 

A .500 .550 12.70 13.97 

B 1.230 1.270 31.24 32.26 

C .210 5.33 

Cl .125 .150 3.18 3.81 

C2 .015 .055 0.38 lAO 

OJJ--

0 .500 .625 15.24 15.87 

E .100BSC 2.54BSC 

.014 .022 0.35 0.56 

F1 .045 .070 1.14 1.78 

c:::::::::n~ 
I. · ~I j r.= '=:1 

-;~~rt!t~J 
F2 .008 .014 0.20 0.35 

G .500 .675 15.24 17.15 

H .005 0.13 

.115 .160 2.82 4.06 

NOTES: 
1. 'A' AND 'B' DO NOT INCLUDE MOLD FLASH OR PROTRUSIONS. MOLD FLASH OR 

PROTRUSIONS SHALL NOT EXCEED 0.006 IN. PER SIDE. 

2. 'C2' SHALL BE MEASURED FROM THE SEATING PLANE TO THE BASE PLANE. 

3 '0' SHALL BE MEASURED WITH THE LEADS CONSTRAINED TO BE PERPENDICULAR 
TO THE BASE PLANE. 

4. THE BASIC LEAD SPACING IS 0.100 IN. BETWEEN CENTERLINES. EACH LEAD 
CENTERLINE SHALL BE LOCATED WITHIN ±O.010 IN. OF ITS EXACT TRUE POSmON. 

5. 'G' SHALL BE MEASURED AT THE LEAD TIPS WITH THE LEADS UNCONSTRAINED. 

6. CONTROLLING DIMENSIONS: INCHES. MILLIMETERS SHOWN FOR REFERENCE ONLY. 
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28-PIN PLASTIC DIP - N PACKAGE SUFFIX 

DIMENSIDNS 1 PIN 1 

INCHES MILLIMETERS NOTES 

MIN MAX MIN MAX 
A .500 .5&0 12.70 13.97 1 
B 1.380 lA70 35.10 37.34 1 

C - .210 - 5.33 

Cl .125 .150 3.18 3.81 

C2 .015 .055 0.38 1.40 2 
D .500 .625 15.24 15.87 3 
E .100 BSC 2.54BSC 4 
F .014 .022 0.35 0.56 

Fl .045 .070 1.14 1.78 

C:::::::::::D-
I. • -:1 I r.= '=J 

-~~~Hlt~J 
F2 .008 .014 0.20 0.35 

G .500 .675 15.24 17.15 5 
H .005 - 0.13 -
L .115 .150 2.92 4.06 

NOTES: 
1. 'A' AND 'B' DO NOT INCLUDE MOLD FLASH OR PROTRUSIONS. MOLD FLASH OR 

PROTRUSIONS SHALL NOT EXCEED 0.006 IN. PER SIDE. 

2. 'C2' SHALL BE MEASURED FROM THE SEATING PLANE TO THE BASE PLANE. 

3. 'D' SHALL BE MEASURED Wmt THE LEADS CONSTRAINED TO BE PERPENDICULAR 
TO THE BASE PLANE. 

4 THE BASIC LEAD SPACING IS 0.100 IN. BETWEEN CENTERUNES. EACH LEAD 
CENTERLINE SHALL BE LOCATED WITHIN ±O.010 IN. OF ITS EXACT TRUE POSITION. 

5. 'G' SHALL BE MEASURED AT THE LEAD TIPS Wmt THE LEADS UNCONSTRAINED. 

6. CONTROLLING DIMENSION: INCHES. MIWMETERS SHOWN FOR REFERENCE ONLY. 

20-PIN PLASTIC PlCC SURFACE MOUNT - Q PACKAGE SUFFIX 

DIMENSIONS 

INCHES MILLIMETERS NOTES 
MIN MAX MIN MAX 

A .385 .395 9.78 10.03 

Al .350 .356 8.89 9.04 1 
B .013 .021 0.33 0.53 

C .170 .180 4.32 4.57 

Cl .100 .110 2.54 2.79 

D .000BSC 1.27BSC 2 
E .026 I .032 0.66 0.81 

F .020 - 0.51 - 3,4 

G .290 I .330 7.37 8.38 

NOTES: 
1. 'Al' DOES NOT INCLUDE MOLD FLASH OR PROTRUSIONS. MOLD FLASH OR 

PROTRUSIONS SHALL NOT EXCEED 0.006 IN. PER SIDE. 

2. THE BASIC LEAD SPACING IS 0.050 IN. BElWEEN CENTERLlNES. EACH LEAD 
CENTERUNE SHALL BE LOCATED WmtIN ±O.OO4IN. OF ITS EXACT TRUE POSITION. 

3. 'F' IS MEASURED FROM THE SEATING PLANE TO THE BASE PLANE. 

4. LEADS SHALL BE COPLANAR WITHIN 0.004 IN. AT THE SEATING PLANE. 

5. CONTROLLING DIMENSION: INCHES. MILLIMETERS SHOWN FOR REFERENCE ONLY. 
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Package Drawings 

28-PIN PLASTIC PLCC SURFACE MOUNT - Q, QP PACKAGE SUFFIX 

DIMENSIONS 

INCHES MILLIMETERS NOTES 

MIN MAX MIN MAX 

A .485 A95 12.32 12.57 

AI .450 .456 11.43 11.58 1 

B .013 .021 0.33 0.53 

C .170 .180 4.32 4.57 

Cl .100 .110 2.54 2.79 

D .050 BSC 1.27BSC 2 

E .026 I .032 0.66 0.81 

F .020 0.51 - 3,4 

G .390 .430 9.91 10.92 

NOTES: 
1. 'AI' DOES NOT INCLUDE MOLD FLASH OR PROTRUSIONS. MOLD FLASH OR 

PROTRUSIONS SHALL NOT EXCEED 0.006 IN. PER SIDE. 

2. THE BASIC LEAD SPACING IS 0.050 IN. BETWEEN CENTERLINES. EACH LEAD 
CENTERLINE SHALL BE LOCATED WITHIN ±G.OO4IN. OF ITS EXACT TRUE POSITION. 

3. 'F'IS MEASURED FROM THE SEATING PLANE TO THE BASE PLANE. 

4. LEADS SHALL BE COPLANAR wmtlN 0.004 IN, AT THE SEATING PLANE. 

5. CONTROLLING DIMENSION: INCHES. MILLIMETERS SHOWN FOR REFERENCE ONLY. 

PIN NO. 1 

44-PIN PLASTIC PLCC SURFACE MOUNT - Q, QP PACKAGE SUFFIX 

DIMENSIONS 

INCHES MILLIMETERS NOTES 

MIN MAX MIN MAX 
A .685 .695 17.40 17.65 

AI .650 .656 16.51 16.66 1 
B .013 .021 0.33 0.53 

C .165 .180 4.19 4.57 

Cl .095 .110 2Al 2.79 

D .050BSC 1.27BSC 2 
E .026 .032 0.66 0.81 

F .020 - 0.51 - 3,4 
G .590 .630 14.99 16.00 

NOTES: 

1, 'AI' DOES NOT INCLUDE MOLD FLASH OR PROTRUSIONS. MOLD FLASH OR 
PROTRUSIONS SHALL NOT EXCEED 0.006 IN. PER SIDE. 

2. THE BASIC LEAD SPACING IS 0,050 IN, BETWEEN CENTERLINES, EACH LEAD 
CENTERLINE SHALL BE LOCATED wmtlN ±G.OO4IN. OF ITS EXACT TRUE POSITION, 

3. 'F' IS MEASURED FROM THE SEATING PLANE TO THE BASE PLANE. 

4. LEADS SHALL BE COPLANAR WITHIN 0.004 IN. AT THE SEATING PLANE. 

5. CONTROLLING DIMENSION: INCHES. MILLIMETERS SHOWN FOR REFERENCE ONLY. 
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P ac k age 0 rawmgs ,--
8-PIN SOIC SURFACE MOUNT - 0, DP PACKAGE SUFFIX 

1 
DIMENSIONS 

~ ~ ~ ~nl INCHES MILLIMETERS 

MIN MAX MIN MAX ~--r A .228 .244 5.80 6.20 

Al .150 .158 3.80 4.00 ~~hU B .189 .196 4.80 4.98 AREA 

C .053 .069 1.35 1.75 

Cl .004 .009 0.10 0.23 

E • 000BSC 1.27BSC 

1:1 --j1:1~~ &, ~ . F .01. .019 0.35 0.48 

G .007 .010 0.19 0.25 

H .016 .035 0.41 0.89 

~'.DI )~ \ e 0 0 80 00 80 

---j ~~~ £ &~.L 
& SEATING 

NOTES: 1 PLANE 

.& 'A1' AND'S' DO NOT INCLUDE MOLD FLASH OR PROTRUSIONS. MOLD FLASH OR PROTRUSIONS 
SHALL NOT EXCEED 0.006 IN. PER SIDE. 

2. LEADS SHALL BE COPLANAR WITHIN 0.004 IN. AT THE SEATING PLANE . 

.£. THE BASIC LEAD SPACING IS 0.050 IN. BETWEEN CENTERLINES. EACH LEAD CENTERLINE SHALL 
BE LOCATED WITHIN iO.OO4 IN. OF ITS EXACT TRUE POSITION. 

•• CONTROLLING DIMENSION: INCHES. MILUMETERS SHOWN FOR REFERENCE ONLY • 

.&, DIMENSlON'P DOES NOT INCLUDE DAM BAR PROTRUSION. THE DAMBAR PROTRUSION(S) SHALL 
NOT CAUSE THE LEAD WIDTH TO EXCEED 'F' MAXIMUM BY MORE THAN 0.003 IN. DAM BAR CAN 
NOT BE LOCATED ON THE LOWER RADIUS OR THE LEAD FOOT. t THESE DIMENSIONS APPLY TO THE FLAT SECTION OF THE LEAD BETWEEN 0.004 IN. AND 0.010 IN. FROM THE LEAD TIP. 

'Cl' IS DEFINED AS THE DISTANCE FROM THE SEATING PLANE TO THE LOWEST POINT OF THE PACKAGE BODY (BASE PLANE). 

14-PIN SOIC SURFACE MOUNT - 0 PACKAGE SUFFIX 

OIMENSIONS 
PIN 1 

'1 
INDEX AREA 

INCHES MILLIMETERS 

MIN MAX MIN MAX 

I' : : : : 
A .228 .244 5.80 6.20 

Al .150 .158 3.80 4.00 :~j B .336 .344 8.55 8.75 

C .053 .069 1.35 1.75 

Cl .004 .009 0.10 0.22 

E .050BSC 1.27BSC 

F 
14 

.G1' .019 0.36 0.48 

G .007 .010 0.19 G.25 

£ &. H .016 .035 0.41 0.88 

9 00 80 00 80 -E-- ..... ~F 

: : f 

&~L, )l-1 
t l ~I II II II Irlr. 

B_ !,£ 
& SEATING PLANE 

NOTES: 

& 'Al' AND 'B' DO NOT INCLUDE MOLD FLASH OR PROTRUSIONS. MOLD FLASH OR PROTRUSIONS SHALL NOT EXCEED 0.006 IN. PER SIDE. 

2. LEADS SHALL BE COPLANAR WITHIN 0.004 IN. AT THE SEATING PLANE. 

£ THE BASIC LEAD SPACING IS 0.050 IN. BETWEEN CENTERLINES. EACH LEAD CENTERLINE SHALL BE LOCATED WIDlIN ±O.OO4IN. 
OF rrs EXACT TRUE POSITION. 

•• CONTROLLING DIMENSION: INCHES. MILLIMETERS SHOWN FOR REFERENCE ONLY. 

&. DIMENSION 'F' DOES NOT INCLUDE DAMBAR PROTRUSION. THE DAMBAR PROTRUSION(S) SHALL NOT CAUSE THE LEAD WIDTH TO 
EXCEED 'P MAXIMUM BY MORE THAN 0.003 IN. DAMBAR CANNOT BE LOCATED ON THE LOWER RADIUS OR THE LEAD FOOT. 

~ THESE DIMENSIONS APPLY TO THE FLAT SECTION OF THE LEAD BETWEEN 0.004 IN. AND 0.010 IN. FROM THE LEAD TIP. 

7 'Cl'lS DEFINED AS THE DISTANCE FROM THE SEATING PLANE TO THE LOWEST POINT OF THE PACKAGE BODY (BASE PLANE). 
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Package Dra WI ngs --
16-PIN SOIC SURFACE MOUNT - 0, OP, OS PACKAGE SUFFIX 

'1 
PIN 1 

DIMENSIONS INOEXAREA 

INCHES MILUMETERS 

MIN MAX MIN MAX 

A .228 .244 5.80 6.20 I~::::: :~ Al .150 .158 3.80 4.00 

B .386 .393 9.80 9.98 

C .053 .069 1.35 1.75 

Cl .004 .009 ·0.10 0.22 16 

E .050BSC 1.27BSC 

F .014 .019 0.36 0.48 ~ .&. 
G .007 .010 0.19 0.25 

-- E--

__ F 

H .016 .035 OAI 0.89 : : f e 0' 8' 0' 8' ,!,b{, k-j ~ Uflf -U u u IflL 

+ 
B Cl 

&. k, 
NOTES: 

SEATING PLANE 

& 'Al' AND 'B' DO NOT INCLUDE MOLD FLASH OR PROTRUSIONS. MOLD FLASH OR PROTRUSIONS SHALL NOT EXCEED 0.006 IN. PER SIDE. 

2. LEADS SHALL BE COPLANAR WITHIN 0.004 IN. AT THE SEATING PLANE. 

& THE BASIC LEAD SPACING IS 0.050 IN. BETWEEN CENTERLINES. EACH LEAD CENTERLINE SHALL BE LOCATED WITHIN ±D.OO4IN. 
OF ITS EXACT TRUE POSITION. 

4. CONTROLLING DIMENSION: INCHES. MILLIMETERS SHOWN FOR REFERENCE ONLY. 

~ DIMENSION 'F' DOES NOT INCLUDE DAMBAR PROTRUSION. THE DAMBAR PROTRUSION(S) SHALL NOT CAUSE THE LEAD WIDTH TO EXCEED 
'F' MAXIMUM BY MORE THAN 0.003 IN. DAMBAR CAN NOT BE LOCATED ON THE LOWER RADIUS OR THE LEAD FOOT. 

~ THESE DIMENSIONS APPLY TO THE FLAT SECTION OF THE LEAD BETWEEN 0.004 IN. AND 0.010 IN. FROM THE LEAD np. 

'Cl'lS DEFINED AS THE DISTANCE FROM THE SEATING PLANE TO THE LOWEST POINT OF THE PACKAGE BODY (BASE PLANE). 

16-PIN SOIC SURFACE MOUNT - OW PACKAGE SUFFIX 

1 
DIMENSIONS 

n n n n n n n HQ-- ~, INCHES MILUMETERS 

MIN MAX MIN MAX ~ ~ INDEX AREA 

A .394 .419 10.00 10.64 ~ Al .292 .299 7A2 7.59 ~1t-&.A1 A 
B .403 .413 10.24 10A9 

UUUUUUU! j j 
C .087 .104 2.46 2.64 

Cl .004 .011 0.10 0.28 

E .050BSC 1.27BSC 

F .014 .019 0.36 0.48 
1. 

G .009 .012 0.23 0.30 

H .018 .035 OAS 0.89 
~ .&. 0 0' 8' 0' 8' 

,'r ~s' , 
)L--1 -{ffi~ '!'b{ 7 

&. k,~ H 
NOTES: SEAnNG PLANE 

& 'Al' AND 'B' DO NOT INCLUDE MOLD FLASH OR PROTRUSIONS. MOLD FLASH OR PROTRUSIONS SHALL NOT EXCEED 0.006 IN. PER SIDE. 

2. LEADS SHALL BE COPLANAR WITHIN 0.004 IN. AT THE SEATING PLANE • 

.&. THE BASIC LEAD SPACING IS 0.050 IN. BETWEEN CENTERLINES. EACH LEAD CENTERLINE SHALL BE LOCATED WITHIN ±D.OO4IN. 
OF ITS EXACT TRUE POSITION. . 

4. CONTROLLING DIMENSION: INCHES. MILLIMETERS SHOWN FOR REFERENCE ONLY • 

.& DIMENSION 'F' DOES NOT INCLUDE DAMBAR PROTRUSION. THE DAMBAR PROTRUSION(S) SHALL NOT CAUSE THE LEAD WIDTH TO EXCEED 
'F' MAXIMUM BY MORE THAN 0.003 IN. DAMBAR CANNOT BE LOCATED ON THE LOWER RADIUS OR THE LEAD FOOT. t THESE DIMENSIONS APPLY TO THE FLAT SECTION OF THE LEAD BETWEEN 0.004 IN. AND 0.010 IN. FROM THE LEAD np. 

'Cl' IS DEFINED AS THE DISTANCE FROM THE SEATING PLANE TO THE LOWEST POINT OF THE PACKAGE BODY (BASE PLANE). 
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Package Drawings [1JJ -
18-PIN SOIC SURFACE MOUNT - OW PACKAGE SUFFIX 

DIMENSIONS 

INCHES MILLIMETERS PIN 1 

MIN MAX MIN MAX INDEX AREA 

A .394 A19 10.00 10.64 

AI .292 .299 7A2 7.59 

B .453 .462 11.51 11.73 

C .097 .104 2M 2.64 

C1 .004 .011 0.10 0.28 

E .000BSC 1.27 BSC 

F .014 .019 0.36 0.48 18 

G .009 .012 0.23 0.30 

H .018 .035 OM 0.89 & &. 
e 00 80 0" '" ,Er J[F c 

-@~Ell1nrfP~&~O+==L ======+)'==1 
&,. &. H 

SEATING PLANE 
NOTES: 

& 'Al' ANO 'B' DO NOT INCLUDE MOLD FLASH OR PROTRUSIONS. MOLD FLASH OR PROTRUSIONS SHALL NOT EXCEED 0.006 IN. PER SIDE. 

2. LEADS SHALL BE COPLANAR WITHIN 0.004 IN. AT THE SEATING PLANE. 

&. THE BASIC LEAD SPACING IS 0.050 IN. BETWEEN CENTERLINES. EACH LEAD CENTERLINE SHALL BE LOCATED WITHIN ±O.OO4 IN. 
OF ITS EXACT TRUE PosmON. 

4. CONTROLLING DIMENSION: INCHES. MILLIMETERS SHOWN FOR REFERENCE ONLY. 

& DIMENSION 'P DOES NOT INCLUDE DAMBAR PROTRUSION. THE DAMBAR PROTRUSION(S) SHALL NOT CAUSE THE LEAD WIDTH TO EXCEED 
'F' MAXIMUM BY MORE THAN 0.003 IN. DAMBAR CAN NOT BE LOCATED ON THE LOWER RADIUS OR THE LEAD FOOT. 

& THESE DIMENSIONS APPLY TO THE FLAT SECTION OF THE LEAD BETWEEN 0.004 IN. AND 0.010 IN. FROM THE LEAD TIP. 

~ 'Cl'lS DEFINED AS THE DISTANCE FROM THE SEATING PLANE TO THE LOWEST POINT OF THE PACKAGE BODY (BASE PLANE). 

20-PIN SOIC SURFACE MOUNT - OW PACKAGE SUFFIX 

DIMENSIONS 

INCHES MILLIMETERS PIN 1 
MIN MAX MIN MAX INDEX AREA 

A .394 A19 10.00 10.64 

AI .292 .299 7.42 7.59 

B .504 .511 12.80 12.98 

C .097 .104 2.46 2.64 

Cl .004 .011 0.10 0.28 

E .050BSC 1.27BSC 

F .014 .019 0.36 0.48 20 

G .008 .012 0.23 0.30 

H .018 .035 0.46 0.89 

e 0" 80 0" 80 

~-------B------~ C1 

&,. &. 
SEATING PLANE 

NOTES: 

&. 'AI' AND 'B' DO NOT INCLUDE MOLD FLASH OR PROTRUSIONS. MOLD FLASH OR PROTRUSIONS SHALL NOT EXCEED O.OOBIN. PER SIDE. 

2. LEADS SHALL BE COPLANAR WITHIN 0.004 IN. AT THE SEATING PLANE. 

&. THE BASIC LEAD SPACING IS 0.050 IN. BETWEEN CENTERLINES. EACH LEAD CENTERLINE SHALL BE LOCATED WITHIN ±O.OO4IN. 
OF ITS EXACT TRUE posmON. 

4. CONTROLLING DIMENSION: INCHES. MILLIMETERS SHOWN FOR REFERENCE ONLY • 

.&. DIMENSION 'P DOES NOT INCLUDE DAMBAR PROTRUSION. THE DAMBAR PROTRUSION(S) SHALL NOT CAUSE THE LEAD WIDTH TO EXCEED 
'F' MAXIMUM BY MORE THAN 0.003 IN. DAM BAR CANNOT BE LOCATED ON THE LOWER RADIUS OR THE LEAD FOOT • 

.& THESE DIMENSIONS APPLY TO THE FLAT SECTION OF THE LEAD BETWEEN 0.004 IN. AND 0.010 1111; FROM THE LEAD TIP. 

In. 'C1'IS DEFINED AS THE DISTANCE FROM THE SEATING PLANE TO THE LOWEST POINT OF THE PACKAGE BODY (BASE PLANE). 
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Package Drawings 

24-PIN SOIC SURFACE MOUNT - OW PACKAGE SUFFIX 

DIMENSIONS 

INCHES MILLIMETERS 

MIN MAX MIN MAX 

A .394 .419 10.00 10.64 

Al .292 .299 7A2 7.59 

B .598 .606 15.20 15.40 

C .097 .104 2.48 2.64 

Cl .004 .011 0.10 0.28 

E .060BSC 1.27BSC 

F .014 .019 0.36 OAB 

G .009 .012 0.23 0.30 

H .019 .035 0.48 0.89 

a 0' 8' 0' 8' 

~----------B----------~ 

J':, 
NOTES: SEATING PLANE 

.& 'AI' AND 'B' DO NOT INCLUDE MOLD FLASH OR PROTRUSIONS. MOLD FLASH OR PROTRUSIONS SHALL NOT EXCEED 0.006 IN. PER SIDE. 

2. LEADS SHALL BE COPLANAR WITHIN 0.004 IN. AT THE SEATING PLANE. 

~ THE BASIC LEAD SPACING IS 0.050 IN. BETWEEN CENTERLINES. EACH LEAD CENTERLINE SHALL BE LOCATED WITHIN ±O.OO4IN. 
OF ITS EXACT TRUE POSITION. 

4. CONTROLLING DIMENSION: INCHES. MILLIMETERS SHOWN FOR REFERENCE ONLY. 

~ DIMENSION 'F' DOES NOT INCLUDE DAMBAR PROTRUSION. THE DAMBAR PROTRUSION(S) SHALL NOT CAUSE THE LEAD WIDTH TO EXCEED 
'F' MAXIMUM BY MORE THAN 0.003 IN. DAMBAR CAN NOT BE LOCATED ON THE LOWER RADIUS OR THE LEAD FOOT • 

.& THESE DIMENSIONS APPLY TO THE FLAT SEcnON OF THE LEAD BETWEEN 0.004 IN. AND 0.010 IN. FROM THE LEAD TIP. 

?J5, 'Cl'lS DEFINED AS THE DISTANCE FROM THE SEATING PLANE TO THE LOWEST POINT OF THE PACKAGE BODY (BASE PLANE). 

28-PIN SOIC SURFACE MOUNT - OW, OWP PACKAGE SUFFIX 

DIMENSIONS 

INCHES MILLIMETERS 

MIN MAX MIN MAX 

A .394 .419 10.00 10.64 

Al .292 .299 7.42 7.59 

B .698 .712 17.73 18.09 

C .097 .104 2.48 2.64 

Cl .004 .011 0.10 0.28 

E .050 BSC 1.27BSC 

F .014 .019 0.36 0.48 

G .009 .012 0.23 0.30 

H .018 .035 0.48 0.89 

a 0' 8' 0' 8' 

~----------B----------~ 

J':, 
NOTES: SEATING PLANE 

.& 'AI' AND 'B' DO NOT INCLUDE MOLD FLASH OR PRDTRUSIONS. MOLD FLASH OR PROTRUSIONS SHALL NOT EXCEED 0.006 IN. PER SIDE. 

2. LEADS SHALL BE COPLANAR WITHIN 0.004 IN. AT THE SEATING PLANE. 

~ THE BASIC LEAD SPACING IS 0.050 IN. BETWEEN CENTERLINES. EACH LEAD CENTERLINE SHALL BE LOCATED WITHIN ±O.OO4IN. 
OF ITS EXACT TRUE POSmON. 

4. CONTROLLING DIMENSION: INCHES. MILLIMETERS SHOWN FOR REFERENCE ONLY. 

& DIMENSION 'P DOES NOT INCLUDE DAMBAR PROTRUSION. THE DAMBAR PROTRUSION(S) SHALL NOT CAUSE THE LEAD WIDTH TO EXCEED 
'P MAXIMUM BY MORE THAN 0.003 IN. DAMBAR CANNOT BE LOCATED ON THE LOWER RADIUS OR THE LEAD FOOT • 

.& THESE DIMENSIONS APPLY TO THE FLAT SEcnON OF THE LEAD BETWEEN 0.004 IN. AND 0.010 IN. FROM THE LEAD TIP. 

/!::" 'Cl'lS DEFINED AS THE DISTANCE FROM THE SEATING PLANE TO THE LOWEST POINT OF THE PACKAGE BODY (BASE PLANE). 
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Package Drawings 

8-PIN CERAMIC DIP - J PACKAGE SUFFIX 

DIMENSIONS 
BASE- ~ PLANE 

INCHES MILLIMETERS NOTES -- C I-- <l[r---p:.t 
MIN MAX MIN MAX 

~ ~ H A 0.290 0.320 7.37 8.13 7 
__ J 

e.-

Al 0.220 0.310 5.59 7.87 4 

B 0.405 10.29 4 - - r- D 8~ 

~'= 
il" 

C 0.200 5.08 E 

D 0.015 0.080 0.38 1.52 L t--- PIN 1 INDEX 
E 0.014 0.026 0.36 0.66 

~l El 0.045 0.066 1.14 1.65 

A~J1-' 
F 0.008 0.018 0.20 OA6 

G O.l00BSC 2.54BSC 

H 0.005 0.13 r-J ---l J 0.125 I 0.200 3.18 5.08 
El 

" 0" I 15" 0" 15" 
SEAnAi:LANE 

NOTES: 

1. INDEX AREA: A NOTCH OR A PIN ONE IDENTIFICATION MARK SHALL BE LOCATED ADJACENT TO PIN ONE. 
THE MANUFACTURER'S IDENTIFICATION SHALL NOT BE USED AS A PIN ONE IDENTIFICATION MARK. 

2. THE MINIMUM LIMIT FOR DIMENSION "El' MAY BE 0.023 (O.58mm) FOR LEADS NUMBER " 4, 5 AND 8 ONLY. 

3. DIMENSION "D' SHALL BE MEASURED FROM THE SEATING PLANE TO THE BASE PLANE. 

4. THIS DIMENSION ALLOWS FOR OF~ENTER LID, MENISCUS AND GLASS OVERRUN. 

5. THE BASIC PIN SPACING IS 0.100 (2.54mm) BETWEEN CENTERLINES. EACH PIN CENTERLINE SHALL BE LOCATED 
WITHIN ±G.Ol0 (0.25mm) OF ITS EXACT TRUE POSITION. 

6. APPLIES TO ALL FOUR CORNERS (LEADS NUMBER " 4, 5 AND 8). 

7. DIMENSION "A" SHALL BE MEASURED AT THE CENTERLINE OF THE LEADS WHEN" = 0". 

8. THE MAXIMUM LIMITS OF DIMENSIONS 'E' AND 'F' SHALL BE MEASURED AT THE CENTER OF THE FLAT WHEN SOLDER DIP IS APPLIED. 

9. CONTROLLING DIMENSION: INCHES. MILLIMETERS SHOWN FOR REFERENCE ONLY. 

10 THE SEATING PLANE IS LOCATED AT THE LOWEST POINT ON THE LEAD AT WHICH THE LEAD WIDTH EXCEEDS 
0.040 (l.02mm) MINIMUM, EXCLUDING ANY HALF LEADS AT THE PACKAGE ENDS. 

14-PIN CERAMIC DIP - J PACKAGE SUFFIX 

DIMENSIONS 

INCHES MILLIMETERS 

MIN MAX MIN MAX 

A 0.290 0.320 7.37 8.13 

Al 0.220 0.310 5.59 7$1 

B 0.785 19.94 

C 0.200 5.08 

D 0.015 0.080 0.38 1.52 

E 0.014 0.026 0.36 0.66 

El 0.045 0.066 1.14 1.85 

F 0.008 0.018 0.20 0.46 

G O.l00BSC 2.54BSC 

H 0.0051 - 0.131 -

0.125 0.200 3.18 5.08 

ex 15" 0" I 15" 

NOTES: 

NOTES 

7 

4 

BASE 
PLANE __ c_ 

·1~-· 
~l 
~J r-I 

SEAnZ,"LAN:j 

1. INDEX AREA: A NOTCH OR A PIN ONE IDENTIFICATION MARK SHALL BE LOCATED ADJACENT TO PIN ONE. 
THE MANUFACTURER'S IDENTIFICATION SHALL NOT BE USED AS A PIN ONE IDENTIFICATION MARK. 

2. THE MINIMUM LIMIT FOR DIMENSION "El' MAY BE 0.023 (O.58mm) FOR LEADS NUMBER " 4, 5 AND 8 ONLY. 

3. DIMENSION 'D" SHALL BE MEASURED FROM THE SEATING PLANE TO THE BASE PLANE. 

4. THIS DIMENSION ALLOWS FOR OFF.oCENTER LID, MENISCUS AND GLASS OVERRUN. 

"o~ 
I 3--P1•

, ~D~ 

j~11-' 
5. THE BASIC PIN SPACING IS 0.100 (2.54mm) BETWEEN CENTERLINES. EACH PIN CENTERLINE SHALL BE LOCATED 

WITHIN ±G.Ol0 (O.25mm) OF ITS EXACT TRUE POSmON. 

6. APPLIES TO ALL FOUR CORNERS (LEADS NUMBER " 4, 5 AND 8). 

7. DIMENSION "A" SHALL BE MEASURED AT THE CENTERLINE OF THE LEADS WHEN" = 0". 

8. THE MAXIMUM LIMITS OF DIMENSIONS "E" AND "F" SHALL BE MEASURED AT THE CENTER OF THE FLAT WHEN SOLDER DIP IS APPLIED. 

9. CONTROLLING DIMENSION: INCHES. MILLIMETERS SHOWN FOR REFERENCE ONLY. 

1 0 THE SEATING PLANE IS LOCATED AT THE LOWEST POINT ON THE LEAD AT WHICH THE LEAD WIDTH EXCEEDS 
0.040 (1.02mm) MINIMUM, EXCLUDING ANY HALF LEADS AT THE PACKAGE ENDS. 
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Package Drawings 

16-PIN CERAMIC DIP - J PACKAGE SUFFIX 

DIMENSIONS 

INCHES MILLIMETERS NOTES 

MIN MAX MIN MAX 

A 0.290 0.320 7."R 8.13 7 

AI 0.220 0.310 5.59 7.87 4 

B - 0.840 - 21.34 4 

C - 0.200 - 5.08 

0 0.015 0.060 0.38 1.52 3 

E 0.014 0.026 0.36 0.66 8 

El 0.045 0.065 1.14 1.65 2 

F 0.008 0.018 0.20 0.46 8 
G O.I00BSC 2.54 BSC 5 
H 0.005 1 - 0.13 - 6 

J 0.125 1 0.200 3.18 5.08 

ex 0" 1 15" 0" 1 IS" 

NOTES: 

BASE 
PLANE 

1. INDEX AREA: A NOTCH OR A PIN ONE IDENTIFICATION MARK SHALL BE LOCATED ADJACENT TO PIN ONE. 
THE MANUFAClURER'S IDENTIFICATION SHALL NOT BE USED AS A P1N ONE IDENTIFICATION MARK. 

2. THE MINIMUM LIMIT FOR DIMENSION "El " MAY BE 0.023 (O.58mm) FOR LEADS NUMBER 1, 8, 9 AND 16 ONLY. 

3. DIMENSION "D" SHALL BE MEASURED FROM THE SEATING PLANE TO THE BASE PLANE. 

4. THIS DIMENSION ALLOWS FOR OFF-CENTER LID, MENISCUS AND GLASS OVERRUN. 

5. THE BASIC PIN SPACING IS 0.100 (2.54mm) BETWEEN CENTERUNES. EACH P1N CENTERUNE SHALL BE LOCATED 
WITHIN ±G.Ol0 (O.25mm) OF ITS EXACT TRUE POSmON. 

8. APPLIES TO ALL FOUR CORNERS (LEADS NUMBER 1, 8, 9 AND 16). 

7. DIMENSION "A" SHALL BE MEASURED AT THE CENTERLINE OF THE LEADS WHEN ex. 0". 

8. THE MAXIMUM LIMITS OF DIMENSIONS "E" AND "F" SHALL BE MEASURED AT THE CENTER OF THE FLAT 

WHEN SOLDER DIP IS APPLIED. 

9. CONTROLLING DIMENSION: INCHES. MILLIMETERS SHOWN FOR REFERENCE ONLY. 

& THE SEATING PLANE IS LOCATED AT THE LOWEST POINT ON THE LEAD AT WHICH THE LEAD WIDTH EXCEEDS 
0.040 (1.02mm) MINIMUM, EXCLUDING ANY HALF LEADS AT THE PACKAGE ENDs. 
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Package Drawings 

l8-PIN CERAMIC DIP - J PACKAGE SUFFIX 

DIMENSIONS 

INCHES MILLIMETERS 

MIN MAX MIN MAX 

A 0.290 0.320 7.37 8.13 

A1 0.220 0.310 5.59 7m 
B - 0.960 - 24.38 

C - 0.200 - 5.08 

D 0.015 0.060 0.38 1.52 

E 0.014 0.026 0.36 "0.66 
E1 0.D45 0.065 1.14 1.65 

F 0.00& 0.018 0.20 0.46 

0 0.100BSC 2.54BSC 

H o.oos - 0.131 -

J 0.125 0.200 3.18 5.06 

" O' 15' D· I 15' 

NOTES: 

NOTES 

7 

4 
4 

3 

8 

2 

8 

5 

6 

E 

BASE 
PLANE 

L r 
t 
G 

t 
t 

il 
III 

II:.J 

11] 
II] 

II:.J 

11] 
11 
11 t II 

E1 J 
SEATING PLANE 

A 

D 

1 
B 

J 

1. INDEX AREA: A NOTCH OR A PIN ONE IDENTIFICATION MARK SHALL BE LOCATED ADJACENT TO PIN ONE. 
THE MANUFACTURER'S IDENTIFICATION SHALL NOT BE USED AS A PIN ONE IDENTIFICATION MARK. 

2. THE MINIMUM UMIT FOR DIMENSION "E1" MAY BE 0.023 (O.58mm) FOR LEADS NUMBER 1, e,10AND 18 ONLY. 

3. DIMENSION "D" SHALL BE MEASURED FROM THE SEATING PLANE TO THE BASE PLANE. 

4. THIS DIMENSION ALLOWS FOR OFF-CENTER UD, MENISCUS AND GLASS OVERRUN. 

5. THE BASIC PIN SPACING IS 0.100 (2.54mm) BETWEEN CENTERLINES. EACH PIN CENTERUNE SHALL BE LOCATED 
WITHIN ±O.010 (O.25mm) OF ITS EXACT TRUE POSITION. 

6. APPLIES TO ALL FOUR CORNERS (LEADS NUMBER 1, e, 10 AND 18). 

7. DIMENSION" A" SHALL BE MEASURED AT THE CENTERLINE OF THE LEADS WHEN IX = 0". 

8. THE MAXIMUM LIMITS OF DIMENSIONS "E" AND "F" SHALL BE MEASURED AT THE CENTER OF THE"FLAT WHEN 
SOLDER DIP IS APPLIED. 

9. CONTROLLING DIMENSION: INCHES. MILUMETERS SHOWN FOR REFERENCE ONLY. 

~ THE SEATING PLANE IS LOCATED AT THE LOWEST POINT ON THE LEAD AT WHICH THE LEAD WIDTH EXCEEDS 
0.040 (1.02mm) MINIMUM, EXCLUDING ANY HALF LEADS AT THE PACKAGE ENDS. 
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Package Drawings 

20-PIN CERAMIC DIP - J PACKAGE SUFFIX 

DIMENSIONS 

INCHES MILUMETERS 

MIN MAX MIN MAX 

A 0.290 0.320 7.37 8.13 

Al 0.220 0.310 5.59 7.87 

B - 1.080 - 26.92 

C - 0.200 - 5.08 

D 0.015 0.080 0.38 1.52 

E 0.014 0.G26 0.38 0.88 

El 0.045 0.0&5 1.14 1.65 

F O.ooa 0.018 0.20 0.46 

G O.I00BSC 2.54 BSC 

H 0.005 - 0.13 -
J 0.125 0.200 3.18 I 5.oa 

" II" IS" 0" I IS" 

NOTES: 

NOTES 

7 

4 

4 

3 

8 

2 

8 

5 

6 

BASE 
PLANE 

~_~.J 
M 

D 

1 
B 

J 

1. INDEX AREA: A NOTCH OR A PIN ONE IDEN11FICATION MARK SHALL BE LOCATED ADJACENT TO PIN ONE. 
THE MANUFACTURER'S IDEN11FICATION SHALL NOT BE USED AS A PIN ONE IDENTIFlCA110N MARK. 

2. THE MINIMUM LIMIT FOR DIMENSION "El" MAY BE 0.023 (0.58mm) FOR LEADS NUMBER 1, 10,11 AND 20 ONLY. 

3. DIMENSION "D" SHALL BE MEASURED FROM THE SEATING PLANE TO THE BASE PLANE. 

4. THIS DIMENSION ALLOWS FOR OFF-CENTER UD, MENISCUS AND GLASS OYERRUN. 

5. THE BASIC PIN SPACING IS 0.100 (2.54mm) BETWEEN CENTERLINES. EACH PIN CENTERLINE SHALL BE LOCATED 
WITHIN ±G.Ol0 (O.25mm) OF ITS EXACT TRUE POSI110N. 

6. APPLIES TO ALL FOUR CORNERS (LEADS NUMBER 1, 10, 11 AND 20). 

7. DIMENSION" A" SHALL BE MEASURED AT THE CENTERUNE OF THE LEADS WHEN ex = 11". 
8. THE MAXIMUM LIMITS OF DIMENSIONS "E" AND "F" SHALL BE MEASURED AT THE CENTER OF THE FLAT WHEN 

SOLDER DIP IS APPLIED. 

9. CONTROLLING DIMENSION: INCHES. MILLIMETERS SHOWN FOR REFERENCE ONLY, 

~ THE SEATING PLANE IS LOCATED AT THE LOWEST POINT ON THE LEAD AT WHICH THE LEAD WIDTH EXCEEDS 
0.040 (1.02mm) MINIMUM, EXCLUDING ANY HALF LEADS AT THE PACKAGE ENDS. 
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Package Drawings 

24-PIN CERAMIC DIP - J PACKAGE SUFFIX 

DIMENSIONS 

INCHES MILLIMETERS 

MIN MAX MIN MAX 

A 0.590 0.625 14.99 15.88 

Al 0.515 0.605 13.OS 15.37 

B 1.180 1.260 28.97 32.00 

C - 0.225 - 5.72 

D 0.015 0.055 0.38 1.40 

E 0.014 0.026 0.36 0.66 

El 0.045 0.085 1.14 1.85 

F O.OOS 0.018 0.20 0.46 

G O.lOOBSC 2.54BSC 

H 0.005 I 0.0S5 0.127 1.85 

J 0.125 0.200 3.18 5.OS 

" 0" I 15" 0" 15" 

NOTES: 

NOTES 

7 

4 
4 

3 

8 

2 

8 

5 

6 

BASE 
PLANE 

D 

1 
B 

J 

1. INOEX AREA: A NOTCH OR A PIN ONE IOENTIFlCA110N MARK SHALL BE LOCATED ADJACENT TO PIN ONE. 
THE MANUFACTURER'S IOENTIFICA110N SHALL NOT BE USED AS A PIN ONE 10ENTIFlCATION MARK. 

2. THE MINIMUM LIMIT FOR DIMENSION "El" MAY BE 0.023 (O.58mm) FOR LEADS NUMBER 1, 12, 13 AND 24 ONLY. 

3. DIMENSION "D" SHALL BE MEASURED FROM THE SEAl1NG PLANE TO THE BASE PLANE. 

4. THIS DIMENSION ALLOWS FOR OFF-CENTER LID, MENISCUS AND GLASS OVERRUN. 

5. THE BASIC PIN SPACING IS 0.100 (2.54mm) BETWEEN CENTERLINES. EACH PIN CENTERLINE SHALL BE LOCATED 
WITHIN ±G.Ol0 (O.25mm) OF ITS EXACT TRUE POSITION. 

6. APPLIES TO ALL FOUR CORNERS (LEADS NUMBER 1, 12, 13 AND 24). 

7. DIMENSION "A" SHALL BE MEASURED AT THE CENTERLINE OF THE LEADS WHEN" = 0". 

8. THE MAXIMUM LIMITS OF DIMENSIONS "E" AND "F" SHALL BE MEASURED AT THE CENTER OF THE FLAT WHEN 

SOLDER DIP IS APPLIED. 

9. CONTROLLING DIMENSION: INCHES. MILLIMETERS SHOWN FOR REFERENCE ONLY. 

10 THE SEAl1NG PLANE IS LOCATED AT THE LOWEST POINT ON THE LEAD AT WHICH THE LEAD WIDTH EXCEEDS 
0.040 (1.02mm) MINIMUM, EXCLUDING ANY HALF LEADS AT THE PACKAGE ENDS. 
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Package Drawings 

28-PIN CERAMIC DIP - J PACKAGE SUFFIX 

DIMENSIONS 

INCHES MILLIMETERS 

MIN MAX MIN MAX 

A 0.590 0.625 14.99 15.88 

Al 0.570 0.605 14.48 15.37 

B 1.380 1.460 35.05 37.08 

C - 0.225 - 5.72 

D 0.015 0.060 0.38 1.52 

E 0.014 0.026 0.36 0.66 

El 0.045 0.055 1.14 1.65 

F 0.008 0.018 0.20 0.46 

G O.l00BSC 2.54BSC 

H 0.005 0.127 

J 0.125 0.200 3.18 5.08 

" 0° I 15° 0" 15° 

NOTES: 

NOTES 

7 

4 

4 

3 

8 

2 

8 

5 

6 

El 

BASE 
PLANE 

SEATING PLANE J 
~ 

D 

B 

1. INDEX AREA: A NOTCH OR A PIN ONE IDENTIFICATION MARK SHALL BE LOCATED ADJACENT TO PIN ONE. THE 
MANUFACTURER'S IDENT IFICATION SHALL NOT BE USED AS A PIN ONE IDENTIFICATION MARK. 

2. THE MINIMUM LIMIT FOR DIMENSION "El" MAY BE 0.023 (0.58mm) FOR LEADS NUMBER 1, 14, 15 AND 28 ONLY. 

3. DIMENSION "D" SHALL BE MEASURED FROM THE SEATING PLANE TO THE BASE PLANE. 

4. THIS DIMENSION ALLOWS FOR OFF-CENTER LID, MENISCUS AND GLASS OVERRUN. 

5. THE BASIC PIN SPACING IS 0.100 (2.54mm) BETWEEN CENTERLINES. EACH PIN CENTERLINE SHALL BE LOCATED 
WITHIN ±a.Ol0 (O.25mm) OF ITS EXACT TRUE POSITION. 

6. APPLIES TO ALL FOUR CORNERS (LEADS NUMBER 1, 14, 15 AND 26). 

7. DIMENSION "A" SHALL BE MEASURED AT THE CENTERLINE OF THE LEADS WHEN" = 0°. 

8. THE MAXIMUM LIMITS OF DIMENSIONS "E" AND OF" SHALL BE MEASURED AT THE CENTER OF THE FLAT WHEN 
SOLDER DIP IS APPLIED. 

9. CONTROLLING DIMENSION INCHES. MILLIMETERS SHOWN FOR REFERENCE ONLY. 

10 THE SEATING PLANE IS LOCATED AT THE LOWEST POINT ON THE LEAD AT WHICH THE LEAD WIDTH EXCEEDS 
0.040 (1.02mm) MINIMUM, EXCLUDING ANY HALF LEADS M THE PACKAGE ENDS. 
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P k 0 ac age rawmgs Odl--
3-PIN TO-220 PLASTIC - T PACKAGE SUFFIX 

DIMENSIONS 

INCHES MILUMETERS 
MIN MAX MIN MAX 

A .500 .662 12.70 14.27 
Al - .250 6.35 

B .380 .420 9.66 10.66 

C .560 .625 14.23 15.87 
Cl .230 .270 5.85 6.85 

o .140 .190 3.66 4.82 

01 .045 .055 1.14 1.39 
E .020 .045 0.51 1.14 
El .045 .070 1.14 1.77 

.139 .161 3.53 4.09 -
G .014 .022 0.36 0.56 
H .090 .110 2.29 2.79 -~I 

Hl .190 .210 4.83 5.33 
.080 .115 2.04 2.92 

___ ..... I---G 

NOTES: 
1. CONTROLLING DIMENSION: INCHES. MILUMETERS SHOWN FOR REFERENCE ONLY. 

& 'B' AND 'C' DO NOT INCLUDE MOLD FLASH OR PROTRUSIONS. 
MOLD FLASH OR PROTRUSIONS SHALL NOT EXCEED 0.006 IN. PER SIDE. 

& THE BASIC LEAD SPACING IS 0.100 IN. BETWEEN CENTERLINES. 
EACH LEAD CENTERLINE SHALL BE LOCATED WITHIN ±G.Ol0 IN. OF ITS EXACT TRUE PosmON. 
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Package Drawings Odl -
5-PIN TO-220 PLASTIC - T PACKAGE SUFFIX 

DIMENSIONS 

INCHES MILLIMETERS 

MIN MAX MIN MAX 

A .500 .580 12.70 14.73 

B .380 A20 9.65 10.67 

C .580 .650 14.22 16.51 

Cl .230 .270 5.84 6.86 

0 .140 .190 3.58 4.83 

01 .045 .055 1.14 lAO 

E .020 .045 0.51 1.14 

F .139 .161 3.53 4.09 

G .014 .022 0.35 0.56 

H .057 .on 1.45 1.96 

HI .258 .278 6.55 7.06 

I .080 .115 2.03 2.92 

-II---G 

NOTES: 
1. CONTROLLING DIMENSION: INCHES. MILLIMETERS SHOWN FOR REFERENCE ONLY. 

& 'B' AND 'C' DO NOT INCLUDE MOLD FLASH OR PROTRUSIONS. 
MOLD FLASH OR PROTRUSIONS SHALL NOT EXCEED 0.006 IN. PER SIDE. 

& THE BASIC LEAD SPACING IS 0.067 IN. BETWEEN CENTERLINES. 
EACH LEAD CENTERLINE SHALL BE LOCATED WITHIN ±G.010 IN. OF ITS EXACT TRUE POSITION. 

20-PIN CERAMIC LEADLESS SURFACE MOUNT - L PACKAGE SUFFIX 

DIMENSIONS 

INCHES MILLIMETERS 

MIN MAX MIN MAX NOTES 
A .060 .100 1.52 2.54 6 
Al .050 .088 1.27 I 2.24 

. .. 
INDl!XCORNER - 7 

I-- NEq .. "'ACEIJAT[!] 

I ....... TO I!!l 

i 
Bl .022 .028 0.56 0.71 1,3 

B2 • 072 REF • 1.83 REF • 

B3 • 006 .020 0.15 0.56 8 
UD 

DIE .342 .358 8." 9.08 

D11E1 .200BSC 5.08BSC 
D ow. .100BSC 2.54BSC 

03JE3 - .358 - 9.08 4 
L .045 .065 1.14 1.40 
Ll • 045 .05 • 1.14 1.40 

L2 .076 .085 1.90 2Al 5 lJl 
L3 .... .015 0.08 0.38 
N 00 20 2 

NDINE 5 5 2 . .o60BSC 1.27 BSC 10 

NOTES: 
1. A MINIMUM CLEARANCE OF 0.015 INCH (0.38 mm) SHALL BE MAINTAINED BETWEEN ADJACENT TERMINALS. 
2. 'N' IS THE MAXIMUM QUANTITY OF TERMINAL POSITIONS. 'NO' AND 'NE' ARE THE NUMBERS OF TERMINALS ALONG THE SIDES OF LENGTH '0' AND 'E' RESPECTIVELY. 
3. ELECTRICAL CONNECTION TERMINALS ARE REQUIRED ON PLANE 1 AND OPTIONAL ON PLANE 2. HOWEVER, IF PLANE 2 HAS SUCH TERMINALS THEY 

SHALL BE ELECTRICALLY CONNECTED TO OPPOSING TERMINALS ON PLANE 1. 
4. A MINIMUM CLEARANCE OR 0.015 INCH (0.38 mm) SHALL BE MAINTAINED BETWEEN A METAL LID AND OTHER METAL FEATURES (E.G., PLANE 2 TERMINALS, 

METALLIZED CASTELLAnoNS, ETC.) THE LID SHALL NOT EXTEND BEYOND THE EDGES OF THE BODY. 
5. THE INDEX FEATURE FOR NUMBER 1 TERMINAL IDENTIFICATION, OPTIONAL ORIENTAnoN OR HANDLING PURPOSES SHALL BE WITHIN THE AREA DEFINED BY 

DIMENSIONS 'B2' AND 'L2' ON PLANE 1. 
6. DIMENSION 'A' CONTROLS THE OVERALL PACKAGE THICKNESS. 
7. CONTROLLING DIMENSION: INCHES. MILLIMETERS SHOWN FOR REFERENCE ONLY. 
8. CASTELLATIONS ARE REQUIRED ON BOTTOM TWO LAVERS. CASTELLATIONS IN THE TOP LAYER ARE OPTIONAl-
9. WHEN SOLDER DIP LEAD FINISH APPLIES, SOLDER BUMP HEIGHT SHALL NOT EXCEED 0.007 INCHES AND SOLDER BUMP 

COPLANARITY SHALL NOT EXCEED 0.006 INCHES. 
10. THE BASIC TERMINAL SPACING IS 0.050 INCHES BETWEEN CENTERLINES. EACH TERMINAL CENTERLINE SHALL BE 

LOCATED WITHIN ±G.OO4INCHES OF ITS EXACT TRUE POSmON. 
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Package Drawings O::D -
28-PIN CERAMIC LEADLESS SURFACE MOUNT - L PACKAGE SUFFIX 

DIMENSIONS 

INCHES MILUMETERS 
MIN MAX IIIN MAX NOTES 

A .060 .100 1.52 2.54 6 
, 
" 

--j r M!!q:.8PACmAT[i] I I ._TO ~ 
Al .050 .088 1.27 2.24 

Bl .022 .026 0.56 0.71 1,3 
NJexCOFIHER- 17 

B2 .072 REF. 1.63 REF • 
B3 .006 • 022 0.15 0.56 8 
DIE .442 .460 11.23 11.68 

D11E1 .300 BSC 7.82BSC 
D2/E2 .150 BSC 3.81 BSC 

D UD 

D31E3 - .460 - 11.68 4 
L .045 .066 1.14 1.40 
Ll .045 .055 1.14 1.40 
L2 .075 .095 1.90 2.41 5 
L3 .003 .015 0.08 0.38 
N 28 28 • 

NDINE 7 7 2 
e .oso BSC 1.27BSC 10 

NOTES: 
1. A MINIMUM CLEARANCE OF 0.015 INCH (0.38 mm) SHALL BE MAINTAINED BETWEEN ADJACENT TERMINALS. 
2. 'N' IS THE MAXIMUM QUANTITY OF TERMINAL POSmONS. 'ND' AND 'NE' ARE THE NUMBERS OF TERMINALS ALONG THE SIDES OF LENGTH 'D' AND 'E' RESPEcnvEL Y. 
3. ELECTRICAL CONNECTION TERMINALS ARE REQUIRED ON PLANE 1 AND 0P110NAL ON PLANE 2. HOWEVER, IF PLANE 2 HAS SUCH TERMINALS THEY SHALL 

BE ELECTRICALLY CONNECTED TO OPPOSING TERMINALS ON PLANE 1. 
4. A MINIMUM CLEARANCE OR 0.015 INCH (0.38 mm) SHALL BE MAINTAINED BETWEEN A METAL UD AND OTHER METAL FEATURES (E.G., PLANE 2 TERMINALS, 

METALLIZED CASTELLATIONS, ETC.) THE UD SHALL NOT EXTEND BEYOND THE EDGES OF THE BODY. 
5. THE INDEX FEATURE FOR NUMBER 1 TERMINAL IDENTIFICATION, OPTIONAL ORIENTATION OR HANDLING PURPOSES SHALL BE WITHIN THE AREA DEFINED 

BY DIMENSIONS 'B2' AND 'L2' ON PLANE 1. 
8. DIMENSION 'A' CONTROLS THE OVERALL PACKAGE THICKNESS. 
7. CONTROLLING DIMENSION: INCHES. MILLIMETERS SHOWN FOR REFERENCE ONLY. 
8. CASTEUATIONS ARE REQUIRED ON BOTTOM TWO LAYERS. CASTELLATIONS IN THE TOP LAYER ARE OPTIONAL. 
9. WHEN SOLDER DIP LEAD FINISH APPLIES, SOLDER BUMP HEIGHT SHALL NOT EXCEED 0.007 INCHES AND SOLDER BUMP COPLANARITY SHALL NOT EXCEED 0.008 INCHES. 

10. THE BASIC TERMINAL SPACING IS 0.050 INCHES BETWEEN CENTERLINES. EACH TERMINAL CENTERLINE SHALL BELOCATED WITHIN ±O.G04INCHES OF 
ITS EXACT TRUE POSmON. 

28-PIN CERAMIC LEADLESS SURFACE MOUNT - LP PACKAGE SUFFIX 

DIMENSIONS 

INCHES MILLIMETERS 

MIN MAX MIN MAX • 
A .060 .100 1.52 2.54 .. 
Al .050 .088 1.27 2.24 

Bl .022 .026 0.58 0.71 "" INDEX CORNER ---t 
7 

B3 .006 .02' 0.15 0.58 
DIE .442 .458 11.23 11.63 

Dl/El .300BSC 7.62BSC 

D2/E2 .150 BSC 3.81 BSC 

D3/E3 - .450 - 11.68 
L .075 REF 1.9~REF 

Ll .045 I .055 1.14 I 1.40 
L3 .003 .013 0.08 0.33 
N 28 28 

NDINE 7 1 

0 .006 REF 0.152 REF 

P .040 REF 1.016 REF 

Q .020 REF a.508REF 

D UD 

U_ 
~~ -~-

• .050BSC 1.27BSC 

NOTES: 
1. A MINIMUM CLEARANCE OF 0.015 INCH (0.38 mm) SHALL BE MAINTAINED BETWEEN ADJACENT TERMINALS. 

ND t.'. SPACeD AT (!] 
EQUAL TO [!!iJ 

&. 

o 
(4I"l 

2. 'N' IS THE MAXIMUM QUANTITY OF TERMINAL POSITIONS. 'NO' AND 'NE' ARE THE NUMBERS OF TERMINALS ALONG THE SIDES OF LENGTH '0' AND 'E' RESPECTIVELY. 
3. ELECTRICAL CONNECTION TERMINALS ARE REQUIRED ON PLANE 1 AND OPTIONAL ON PLANE 2. HOWEVER, IF PLANE 2 HAS SUCH TERMINALS THEY SHALL BE 

ELECTRICALLY CONNECTED TO OPPOSING TERMINALS ON PLANE 1. 
4. A MINIMUM CLEARANCE OR 0.015 INCH (0.38 mm) SHALL BE MAINTAINED BETWEEN A METAL LID AND OTHER METAL FEATURES (E.G., PLANE 2 TERMINALS, 

METALLIZED CASTELLATIONS, ETC.) THE LID SHALL NOT EXTEND BEYOND THE EDGES OF THE BODY. 
5. THE INDEX FEATURE FOR NUMBER 1 TERMINAL IDENTIFICATION, OPTIONAL ORIENTATION OR HANDLING PURPOSES 

SHALL BE WITHIN THE AREA DEFINED BY DIMENSIONS 'B2' AND 'L2' ON PLANE 1. 
6. DIMENSION 'A' CONTROLS THE OVERALL PACKAGE THICKNESS. 
7. CONTROLLING DIMENSION: INCHES. MILUMETERS SHOWN FOR REFERENCE ONLY. 
8. CASTELLATIONS ARE REQUIRED ON BOTTOM TWO LAVERS. CASTELLAnoNS IN THE TOP LAYER ARE OPTIONAL 
9. WHEN SOLDER DIP LEAD FINISH APPLIES, SOLDER BUMP HEIGHT SHALL NOT EXCEED 0.007 INCHES AND SOLDER BUMP COPLANARITY SHALL NOT EXCEED G.OO6INCHES. 

10. THE BASIC TERMINAL SPACING IS 0.050 INCHES BETWEEN CENTER LINES. EACH TERMINAL CENTERUNE SHALL BE 
LOCATED WITHIN ±O.0Q4INCHES OF ITS EXACT TRUE POSmON. 
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Package Drawings 

48-PIN LQFP - FQ PACKAGE SUFFIX 

DIMENSIONS 

MIWMETERS INCHES 

MIN MAX MIN MAX 

A - 1.&0 - .063 

Al 0.05 0.15 .002 .008 

A2 1.35 1.45 .053 .057 

b 0.17 0.27 .007 .011 

bl 0.17 0.23 .007 .009 

C 0.G9 0.20 .003 .009 

Cl 0.09 0.16 .003 .006 

D 9.GOBSC .354BSC E 
Dl 7.00BSC .276BSC 

E 9.GOBSC .354BSC 

El 7.00BSC .276BSC 

• 0.50BSC .G2OBSC 

L 0.45 0.75 .018 .030 13 

Rl o.os - .003 -
R2 0.08 0.20 .G03 .008 

S 0.20 - .G08 - & 
e II"' 7" II"' 7" TYP(4X) 

NOTES: 
1. CONTROLLING DIMENSION: MIWMETERS.INCHES SHOWN FOR REFERENCE ONLY. 

£'Dl'AND 'El' DO NOT INCLUDE MOLD FLASH OR PROTRUSIONS. MOLD FLASH OR PROTRUSIONS SHALL NOT EXCEED O.25mm PER SIDE. 
'Dl'AND 'El' INCLUDE MOLD MISMATCH. 

& THE BASIC LEAD SPACING IS O.50mm BETWEEN CENTERLINES. EACH LEAD CENTERLINE SHALL BE LOCATED WITHIN ±O.10mm 
OF ITS EXACT TRUE POSITION. 

4. LEADS SHALL BE COPLANAR WITHIN O.OSmm AT THE SEATING PLANE. 
&. DIMENSION 'b' DOES NOT INCLUDE DAMBAR PROTRUSION. THE DAMBAR PROTRUSION(S) SHALL NOT CAUSE THE LEAD WIDTH TO EXCEED 

'b' MAXIMUM BY MORE THAN O.08mm. 
DAMBAR CAN NOT BE LOCATED ON THE LOWER RADIUS OR THE LEAD FOOT. MINIMUM SPACE BETWEEN PROTRUSION AND AN 
ADJACENT LEAD IS O.07mm. 

& DETAILS OF PlNllDENTIFIER ARE OPTIONAL BUT MUST BE LOCATED WITHIN THE ZONE INDICATED. 
dI. EXACT SHAPE AND SIZE OF THIS FEATURE IS OPTIONAL. 
~ THESE DIMENSIONS APPLY TO THE FLAT SECTION OF THE LEAD BETWEEN 0.10mm AND 0.2Smm FROM THE LEAD TIP. 
& 'Al' IS DEFINED AS THE DISTANCE FROM THE SEATING PLANE TO THE LOWEST POINT OF THE PACKAGE BODY (BASE PLANE). 

A THE TOP PACKAGE BODY MAY BE SMALLER THAN THE BOTTOM PACKAGE BODY SIZE BY AS MUCH AS O.lSmm. 
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Package Drawings [1iJ -
64-PIN LQFP - FQ PACKAGE SUFFIX 

D 
DIMENSIONS 

MlLLlMET1iRS INCHES 
MIN MAX MIN MAX 

A 1.40 1.60 0.065 0.063 
Al 0.05 0.1& 0.G02 0.00& 
A2 1.35 lAS 0.&3 0.&7 11·13° 

b 0.17 0.27 0.G07 0.011 
bl 0.17 D.23 0.007 0.009 
C 0.09 0.20 0.004 0.009 
Cl 0.09 0.16 0.004 0.006 E 
0 12.00 BSC OA72BSC 

D1 10.00 BSC O.383BSC 
E 12.00BSC 0.472BSC 
El 10.00BSC O.393BSC 

c-JL • o.50BSC O.02OBSC 
L 0.4& 0.75 0.18 0.03 

Rl 0.08 - 0.003 -
R2 0.08 0.20 0.003 0.008 
S 0.20 0.008 -
e 0" 7" 0" 7" 

..f BASE PLANE 

-E~4=9~=t-I:::I-I:j....I:j."!'-- SEATING 
PLANE 

NOTES: 
1. CONTROWNG DIMENSION: MILLIMETERS. INCHES SHOWN FOR REFERENCE ONLY. 
~:Dl'AND 'El' DO NOT INCLUDE MOLD FLASH OR PROTRUSIONS. MOLD FLASH OR PROTRUSIONS SHALL NOT EXCEED o.25mm PER SIDE. 

'01 'AND 'El' INCLUDE MOLD MISMATCH. 
&. THE BASIC LEAD SPACING IS O.5Omm BETWEEN CENTERUNES. EACH LEAD CENTERLINE SHALL BE LOCATED WITHIN ±O.10mm 

OF ITS EXACT TRUE POsmON. 
4. LEADS SHALL BE COPLANAR WITHIN o.08mm AT THE SEATING PLANE. 
& DIMENSION 'b' DOES NOT INCLUDE DAMBAR PROTRUSION. THE DAMBAR PROTRUSION(S) SHALL NOT CAUSE THE LEAD WIDTH TO EXCEED 

'b' MAXIMUM BY MORE THAN O.DBmm. 
DAMBAR CAN NOT BE LOCATED ON THE LOWER RADIUS OR THE LEAD FOOT. MINIMUM SPACE BETWEEN PROTRUSION AND AN 
ADJACENT LEAD IS O.07mm. 

~ DETAILS OF PlNllDENTIFIER ARE OPTIONAL BUT MUST BE LOCATED WITHIN THE ZONE INDICATED. 
bo,. EXACT SHAPE AND SIZE OF THIS FEATURE IS OPTIONAL. 
~ THESE DIMENSIONS APPLY TO THE FLAT SECTION OF THE LEAD BETWEEN O.lDmm AND 0.25mm FROM THE LEAD TIP. 
&: 'Al' IS DEFINED AS THE DISTANCE FROM THE SEATING PLANE TO THE LOWEST POINT OF THE PACKAGE BODY (BASE PLANE). 
A THE TOP PACKAGE BODY MAY BE SMALLER THAN THE BOTTOM PACKAGE BODY SIZE BY AS MUCH AS 0.15mm. 
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Package Drawings 

100-PIN LQFP - FQ PACKAGE SUFFIX 

o 
DIMENSIONS 

MIWMETERS INCHES 

MIN MAX MIN MAX 
A 1.40 1.60 0.055 0.063 

AI 0.05 0.15 0.002 0.006 

A2 1.35 1.45 0.53 0.57 

b 0.17 0.27 0.007 0.011 

bl 0.17 0.23 0.007 0.008 

C 0.09 0.20 0.004 O.ooa 

Cl 0.09 0.16 0.004 0.006 

D IS.00BSC O.630BSC 
E .&. 

Dl 14.00 BSC 0.551 BSC 

E 18.00BSC 0.630 BSC 

El 14.00BSC 0.551 BSC 

• O.50BSC O.02OBSC 

L 0.45 0.75 0.11 0.03 

Rl 0.08 - 0.003 -
R2 0.08 0.20 0.0G3 0.001 

S 0.20 - 0.008 

a 00 7"' 00 70 

tt R1 

A A2 R2 

. ,-E~9===l~#t::I-tj...-I:j.=,-- SEATING LLr · ~ BASE PLANE 

e J L.

U S .. PLANE 

I.:- A1,&& 

NOTES: 
1. CONTROLLING DIMENSION: MILLIMETERS. INCHES SHOWN FOR REFERENCE ONLY. 

£ 'D1'AND 'El' DO NOT INCLUDE MOLD FLASH OR PROTRUSIONS. MOLD FLASH OR PROTRUSIONS SHALL NOT EXCEED O.25mm PER SIDE. 
'Dl'AND 'El'lNCLUDE MOLD MISMATCH. 

b:. THE BASIC LEAD SPACING IS O.50mm BElWEEN CENTERLINES. EACH LEAD CENTERLINE SHALL BE LOCATED WmllN ±O.10mm 
OF ITS EXACT TRUE POSITION. 

4. LEADS SHALL BE COPLANAR WITHIN O.Olmm AT THE SEATING PLANE. 
&. DIMENSION 'b' DOES NOT INCLUDE DAM BAR PROTRUSION. THE DAM BAR PROTRUSION(S) SHALL NOT CAUSE THE LEAD WlOTH TO EXCEED 

'b' MAXIMUM BY MORE THAN O.08mm. 
DAMBAR CAN NOT BE LOCATED ON THE LOWER RADIUS OR THE LEAD FOOT. MINIMUM SPACE BETWEEN PROTRUSION AND AN 
ADJACENT LEAD IS O.07mm • 

.&. DETAILS OF PINI IDENTIFIER ARE OPTIONAL BUT MUST BE LOCATED WmtIN THE ZONE INDICATED. 
It::. EXACT SHAPE AND SIZE OF THIS FEATURE IS OPTIONAL. 
,.t,. THESE DIMENSIONS APPLY TO THE FLAT SECTION OF THE LEAD BETWEEN O.IGmm AND O.25mm FROM THE LEAD TIP. 
& 'Al'lS DEFINED AS THE DISTANCE FROM THE SEATING PLANE TO THE LOWEST POINT OF THE PACKAGE BODY (BASE PLANE). 

A THE TOP PACKAGE BODY MAY BE SMALLER THAN THE BOTTOM PACKAGE BODY SIZE BY AS MUCH AS 0.15mm. 
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P k D ac age rawmgs DdJ-.... 
16-PIN SIDEBRAZE DIP - SP PACKAGE SUFFIX 

DIMENSIONS 

INCHES MILUMETERS 

MIN MAX MIN MAX NOTES 

A - .200 - 5.08 

B .014 .023 0.36 0.58 8 

Bl .046 .085 1.14 1.65 2,8 

C .008 .015 0.20 0.38 8 

D - .840 - 21.34 4 

E .220 .310 5.59 7.78 4 

El .290 .320 7.37 8.13 7 

F .IOOBSC 2.54BSC 5,9 

L .125 .200 3.18 5.08 

Ll .ISO - 3.81 -
Q .015 .060 0.38 1.52 3 

SI .005 - 0.13 - 6 

S2 .005 - 0.13 -

NOTES: 
1. INDEX AREA; A NOTCH OR A PIN ONE IDENTIFICATION MARK SHALL BE 

LOCATED ADJACENT TO ONE AND SHALL BE LOCATED WITHIN THE SHADED 
AREA SHOWN.THE MANUFACTURER'S IDENTIFICATION SHALL NOT BE USED AS 
A PIN ONE IDENTIFICATION MARK. 

2. THE MINIMUM LIMIT FOR DIMENSION 'Bl' MAY BE 0.023 IN. (O.58mm) FOR CORNER 
LEADS. 

3. DIMENSION '0' SHALL BE MEASURED FROM THE SEATING PLANE TO THE BASE 
PLANE. 

4. THIS DIMENSION ALLOWS FOR OFF-CENTER LID, MENISCUS, AND GLASS 
OVERRUN. 

5. THE BASIC LEAD SPACING IS 0.100 IN. (2.54mm) BETWEEN CENTERLINES. EACH 
LEAD CENTERLINE SHALL BE LOCATED WITHIN :to.Ol0 IN. (0.25mm) OF ITS 
EXACT TRUE POSITION. 

6. MEASURE ALL FOUR CORNERS •. 

7. El SHALL BE MEASURED AT THE CENTERUNE OF THE LEADS. 

S. ALL LEADS -INCREASE MAXIMUM LIMIT BY 0.003IN.(0.OSmm) MEASURED AT THE 
CENTER OF THE FLAT, WHEN SOLDER DIP IS APPLIED. 

9. 14SPACES 

10. BRAZE FILLET SHALL BE CONCAVE. 

11. CONTROLLING DIMENSIONS: INCHES. MILLIMETERS SHOWN FOR REFERENCE 
ONLY. 
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Package Drawings 

24-PIN SIDEBRAZE DIP - SP PACKAGE SUFFIX 

DIMENSIONS 

INCHES MILUMETERS 

MIN MAX MIN MAX 

A - .225 - 5.72 

B .014 .023 0.36 0.58 

B .Q45 .065 1.14 1.65 

C .008 .015 0.20 0.38 

D - 1.220 - 30.99 

E .580 .610 14.73 lU9 

El .585 .615 14.86 15.62 

F .100BSC 2.54BSC 

L .125 .200 3.16 5.08 

Ll .150 - 3.81 -
Q .015 .060 0.38 1.52 

SI .005 - 0.13 

So .005 - 0.13 -

NOTES: 

NOTES 

8 

2,8 

8 NOTE 1 
4 

4 

7 

5,9 

3 

6 

~I'-------D------~ 

I I 
-iFi-

HEAT SINK 

BASE PLANE 

SEATING PLANE 

1. INDEX AREA; A NOTCH OR A PIN ONE IDENTIFICATION MARK SHALL BE LOCATED ADJACENT TO PIN ONE AND SHALL BE LOCATED WITHIN THE 
SHADED AREA SHOWN. THE MANUFACTURER'S IDENTIFICATION SHALL NOT BE USED AS A PIN ONE IDENTIFICATION MARK. 

2. THE MINIMUM LIMIT FOR DIMENSION 'Bl' MAY BE O.023IN.(O.58mm) FOR CORNER LEADS. 
3. DIMENSION "Q" SHALL BE MEASURED FROM THE SEATING PLANE TO THE BASE PLANE. 
4. THIS DIMENSION ALLOWS FOR OFF-CENTER LID, MENISCUS, AND GLASS OVERRUN. 
5. THE BASIC LEAD SPACING IS 0.100 IN.(2.54mm) BElWEEN CENTERUNES. EACH LEAD CENTERLINE SHALL BE LOCATED WITHIN ±O.010 IN. (O.25mm) 

OF ITS EXACT TRUE POSITION. 
6. MEASURE ALL FOUR CORNERS. 
7. El SHALL BE MEASURED AT THE CENTERLINE OF THE LEADS. 
8. ALL LEADS -INCREASE MAXIMUM LIMIT BY 0.003 IN. (O.08mm) MEASURED AT THE CENTER OF THE FLAT, WHEN SOLDER DIP IS APPLIED. 
9. 22SPACES 

10. BRAZE FILLET SHALL BE CONCAVE. 
11. CONTROLLING DIMENSION: INCHES. MILUMETERS SHOWN FOR REFERENCE ONLY. 

16-PIN ZIG-ZAG INLINE - Z PACKAGE SUFFIX 

DIMENSIONS 

MILLIMETERS INCHES NOTES 

MIN MAX MIN MAX 

A 19.40 19.60 .764 .m 
Al - 2.00 - .079 

B 5.70 5.90 .224 .232 

Bl 8AO 10.40 .370 A09 

B2 6.50 7.50 .256 .295 

C 2.70 2.90 .106 .114 

D 18.75 18.35 .738 .762 

E 1.07 1.47 .04. .058 

F 0.45 0.65 .018 .026 

G 2.50 3.00 .898 .118 

H 0.23 0.35 .009 .014 

J l.ooBSC .038BSC RAC. 
I I 

K l.ooBSC .038BSC CHAM. 
-~_-F 

;.----- D ----..... ~! --.l G '-

NOTES: 

A DOES NOT INCWDE MOLD FLASH OR PROTRUSIONS. MOLD FLASH OR PROTRUSIONS SHALL NOT EXCEED O.I5mm (G.OO6IN.) PER SIDE. 
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Package Drawings 

36-PIN asop - MWP PACKAGE SUFFIX 

51 
~ 
A 

Al 
A2 

B 

C 
D 
E 

DIMENSIONS 

INCHES MILIJMETERS 

MIN MAX MIN MAX 

.G93 .104 2.35 2.65 

.004 .012 0.10 0.30 

.092TYP 2.34TVP 

.011 .015 0.28 0.39 .- .0125 0.15 0.32 

.598 .614 15.20 15.60 

.291 .299 7.40 7.60 

PlN.1 

'N'" 

QdJ -

• .031 BSC O.BOBse DETAIL-A-
H .394 .419 10.00 10.65 

L .016 .050 DAD 1.27 

e 0' 8' 0" 8' 

A A2 

-~ ~tuuuuuuuuuuuuuuuuuul ~ 
t=-Jf 

e 
jS~& 

SEE 
DETAlL."A" 

A1 &. 
NOlES: 
1. CONTROLLING DIMENSION: INCHES. MILUMETERS CONTROL LEAD PITCH ONLY. 

& 'D' AND 'E' DO NOT INCLUDE MOLD FLASH OR PROTRUSIONS. MOLD FLASH OR PROTRUSIONS SHALL NOT EXCEED O.l5mm PER SIDE. 

:& THE BASIC LEAD SPACING IS O.80mm BETWEEN CENTERUNES. EACH LEAD CENTERLINE SHALL BE LOCATED WITHIN ±D.l0mm OF ITS EXACT TRUE posmON. 

4. LEADS SHALL BE COPLANAR WITHIN 0.10mm AT THE SEATING PLANE. 

& DIMENSION 'B' DOES NOT INCLUDE DAM BAR PROTRUSION. 11IE DAM BAR PROTRUSION(S) SHALL NOT CAUSE THE LEAD WlDllI TO EXCEED 
'B' MAXIMUM BY MORE 11IAN O.06mm. DAMBAR CAN NOT BE LOCATED ON 11IE LOWER RADIUS OR 11IE LEAD FOOT. 

& 11IESE DIMENSIONS APPLY TO THE FLAT SECTION OF THE LEAD BETWEEN 0.10mm AND O.25mm FROM THE LEAD TIP. 

11::,. 'Al'lS DEFINED AS 11IE DISTANCE FROM 11IE SEATING PLANE TO THE LOWEST POINT OF THE PACKAGE BODY (BASE PLANE). 

44-PIN asop - MWP PACKAGE SUFFIX 

... 
Ii! 
~ 
A 
Al 
A2 

B 
C 
D 
E 

• 

DIMENSIONS 

INCHES MILUMETERS 

MIN MAX MIN MAX 

.093 .104 2.35 2.65 

.004 .012 0.10 0.30 

.092TVP 2.34TVP 

1111 .015 0.28 0.39 

.no. .0125 0.15 0.32 

.697 .712 17.70 18.10 

.291 .299 7AD 7.BO 

.031 Bse O.BOBse 

PIN ... 
INDEX 

H .394 .419 10.00 10.65 DETAIL 'A" 
L .016 .050 DAD 1.27 

e 0" 8' 0' r 1 2 3 

SEAllNG Unnnnnnnnnnnnnnnnnnnnnn 
PLANE 

DETAIL "A" 
NOTES: 
1. CONTROLUNG DIMENSION: INCHES. MILLIMETERS CONTROL LEAD PITCH ONLY. 

& 'D' AND 'E' DO NOT INCLUDE MOLD FLASH OR PROTRUSIONS. MOLD FLASH OR PROTRUSIONS SHALL NOT EXCEED 0.15mm PER SIDE. 

:& 11IE BASIC LEAD SPACING IS 0.80mm BETWEEN CENTERLINES. EACH LEAD CENTERLINE SHALL BE LOCATED WITHIN ±O.10mm OF ITS EXACT TRUE POSITION. 

4. LEADS SHALL BE COPLANAR WITHIN O.lDmm AT 11IE SEATING PLANE. 

& DIMENSION 'B' DOES NOT INCLUDE DAMBAR PROTRUSION. THE DAMBAR PROTRUSION(S) SHALL NOT CAUSE 11IE LEAD WlDllI TO EXCEED 'B' MAXIMUM 
BY MORE 11IAN O.06mm. DAMBAR CAN NOT BE LOCATED ON THE LOWER RADIUS OR THE LEAD FOOT. 

& THESE DIMENSIONS APPLY TO THE FLAT SECTION OF 11IE LEAD BETWEEN 0.10mm AND O.25mm FROM 11IE LEAD TIP. 

lE 'Al' IS DEFINED AS THE DISTANCE FROM THE SEATING PLANE TO 11IE LOWEST POINT OF THE PACKAGE BODY (BASE PLANE). 
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Package Drawings Qd} -
16-PIN asap -M PACKAGE SUFFIX 

DIMENSIONS 

INCHES MILLIMETERS 

MIN MAX MIN MAX 

A .053 .069 1.35 1.75 

Al .004 .010 .10 .25 

A2 - .059 - 1.50 

b .008 .012 .20 .30 

C .007 .010 .18 .25 

0 .189 .197 4.80 5.00 

E .228 .244 5.79 6.20 DETAIL-A 
El .150 .157 3.81 3.99 

e .025BSC .635BSC 

K .009 REF .23 REF 

L .016 .050 Al 1.27 

a 0' 8' 0' 8' 

~ SEE DETAlL-A 

e /--.... \c& 

NOTES: 

I-L,t,-¥ 
1. CONTROLLING DIMENSION: INCHES. MILLIMETERS SHOWN FOR REFERENCE ONLY • 

.& '0' AND 'E1' DO NOT INCLUDE MOLD FLASH OR PROTRUSIONS. MOLD FLASH OR PROTRUSIONS SHALL NOT EXCEED 0.006 IN. PER SIDE. 

&:, THE BASIC LEAD SPACING IS 0.026 IN. BETWEEN CENTERLINES. EACH LEAD CENTERLINE SHALL BE LOCATED WITHIN ±O.OO4 IN. 
OF ITS EXACT TRUE POSITION. 

4. LEADS SHALL BE COPLANAR WITHIN 0.004 IN. AT THE SEAliNG PLANE. 

&. DIMENSION 'b' DOES NOT INCLUDE DAMBAR PROTRUSION. THE DAMBAR PROTRUSION(S) SHALL NOT CAUSE THE LEAD WIDTH TO 
EXCEED 'b' MAXIMUM BY MORE THAN 0.003 IN. DAMBAR CANNOT BE LOCATED ON THE LOWER RADIUS OR THE LEAD FOOT. 

&. THESE DIMENSIONS APPLY TO THE FLAT SECTION OF THE LEAD BETWEEN 0.004 IN. AND 0.010 IN. FROM THE LEAD TIP. 

&. 'Al'lS DEFINED AS THE DISTANCE FROM THE SEATING PLANE TO THE LOWEST POINT OF THE PACKAGE BODY (BASE PLANE). 

20-PIN asop - M PACKAGE SUFFIX 

A 

Al 

A2 

b 

C 

0 

E 

El 

• 
K 

L 

a 

NOTES: 

DIMENSIONS 

INCHES 

MIN MAX 

.053 .069 

.004 .010 

- .059 

.008 .012 

.007 .010 

.337 .344 

.228 .244 

.150 .157 

.025BSC 

.058 REF 

.016 .050 

0' 8' 

MILLIMETERS 

MIN MAX 

1.35 1.75 

.10 .25 

- 1.50 

.20 .30 

.18 .25 

8.56 8.74 

5.79 6.20 

3.81 3.99 

.635BSC 

1.47 REF 

.41 1.27 

0' 8' 

INDEX 
AREA 

1 2 3 I 

I 
I 

i i ! 

SEAliNG t t ,-
PLANE I 

/n.Al 

1. CONTROLLING DIMENSION: INCHES. MILLIMETERS SHOWN FOR REFERENCE ONLY. 

DETAIL-A 

&. '0' AND 'El' DO NOT INCLUDE MOLD FLASH OR PROTRUSIONS. MOLD FLASH OR PROTRUSIONS SHALL NOT EXCEED 0.006 IN. PER SIDE. 

~ THE BASIC LEAD SPACING IS 0.025 IN. BETWEEN CENTERLINES. EACH LEAD CENTERLINE SHALL BE LOCATED WITHIN ±O.004IN. OF ITS EXACT TRUE POSITION. 

4. LEADS SHALL BE COPLANAR WITHIN 0.004 IN. AT THE SEATING PLANE. 

&,. DIMENSION 'b' DOES NOT INCLUDE DAM BAR PROTRUSION. THE DAM BAR PROTRUSION(S) SHALL NOT CAUSE THE LEAD WIDTH TO EXCEED 
"b" MAXIMUM BY MORE THAN 0.003 IN. DAMBAR CAN NOT BE LOCATED ON THE LOWER RADIUS OR THE LEAD FOOT. 

& THESE DIMENSIONS APPLY TO THE FLAT SEC110N OF THE LEAD BETWEEN 0.004 IN. AND 0.010 IN. FROM THE LEAD TIP. 

?E. 'Al'lS DEFINED AS THE DISTANCE FROM THE SEAliNG PLANE TO THE LOWEST POINT OF THE PACKAGE BODY (BASE PLANE). 
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P k D ac age rawlOgs 

a-PIN TSSOP - PW PACKAGE SUFFIX 

A 

B 

C 

C1 

C2 

0 

E 

F 

F1 

L 

0 

NOTES: 

DIMENSIONS 

MILLIMETERS INCHES 

MIN MAX MIN MAX 

4.3 4.5 0.170 0.177 

2.9 3.1 0.114 0.122 

- 1.10 - 0.043 

0.90 REF. 0.035 REF. 

0.05 I 0.15 0.002 0.006 

B.4BSC 0.252 BSC 

0.65 BSC 0.0266 BSC 

0.18 0.30 0.007 0.012 

0.09 0.18 0.004 0.007 

0.&0 0.70 0.020 OJl2ll 

II" 7° II" 7° 

SEATING 
PLANE 

1. CONTROLLING DIMENSION: MILLIMETERS. INCHES SHOWN FOR REFERENCE ONLY. 

&. 'A' AND 'B' DO NOT INCLUDE MOLD FLASH OR PROlRUSIONS. MOLD FLASH OR PROTRUSIONS SHALL NOT EXCEED 0.15mm PER SIDE. 

0dJ--

&. THE BASIC LEAD SPACING IS O.65mm BET1I!EEN CENTERLINES. EACH LEAD CENTERLINE SHALL BE LOCATED WITHIN +O.10mm OF ITS EXACT TRUE POSITION. 

f. LEADS SHALL BE COPLANAR WITHIN O.08mm AT THE SEATING PLANE. 

&DlMENSION 'F' DOES NOT INCLUDE DAMBAR PROTRUSION. THE DAMBAR PROlRUSION(S) SHALL NOT CAUSE THE LEAD WIDTH TO EXCEED 'F' MAXIMUM 
BY MORE THAN O.08mm. DAMBAR CAN NOT BE LOCATED ON THE LOWER RADIUS OR THE LEAD FOOT. 

&. THESE DIMENSIONS APPLY TO THE FLAT SECTION OF THE LEAD BETWEEN 0.10mm AND 0.25mm FROM THE LEAD TIP. 

fA 'C2'IS DEFINED AS THE DISTANCE FROM THE SEATING PLANE TO THE LOWEST POINT OF THE PACKAGE BODY (BASE PLANE). 

14-PIN TSSOP - PW PACKAGE SUFFIX 

DIMENSIONS 

MILLIMETERS INCHES 

MIN MAX MIN MAX 

A 4.3 4.5 0.170 0.177 

B 4.9 5.1 0.193 0.200 

C - 1.10 - 0.043 

C1 0.90 REF. 0.035 REF. 

C2 0.05 I 0.15 0.002 0.006 

0 8.4BSC O.252BSC 

E O.65BSC 0.0256 BSC 

F 0.18 0.30 0.007 0.012 

F1 0.09 0.18 0.004 0.007 

L 0.50 0.70 0.020 0.028 

0 II" 7° II" 7° 

NOTES: 

1. CONTROLLING DIMENSION: MILLIMETERS. INCHES SHOWN FOR REFERENCE ONLY. 

&. 'A' AND 'B' DO NOT INCWDE MOLD FLASH OR PROlRUSIONS. MOLD FLASH OR PROTRUSIONS SHALL NOT EXCEED 0.15mm PER SIDE. 

&. THE BASIC LEAD SPACING 1$ O.65mm BETWEEN CENTERLINES. EACH LEAD CENTERLINE SHALL BE LOCATED WITHIN :ID.10mm OF ITS EXACT TRUE POSITION. 

4. LEADS SHALL BE COPLANAR WITHIN O.08mm AT THE SEATING PLANE. 

& DIMENSION 'P DOES NOT INCLUDE DAM BAR PROlRUSION. THE DAMBAR PROTRUSION(S) SHALL NOT CAUSE THE LEAD WIDTH TO EXCEED 
'P MAXIMUM BY MORE THAN O.OBmm. 
DAMBAR CAN NOT BE LOCATED ON THE LOWER RADIUS OR THE LEAD FOOT. 

&. THESE DIMENSIONS APPLY TO THE FLAT SECTION OF THE LEAD BETWEEN 0.1Dmm AND 0.25mm FROM THE LEAD TIP. 

?I;. 'C2'1S DEFINED AS THE DISTANCE FROM THE SEATING PLANE TO THE LOWEST POINT OF THE PACKAGE BODY (BASE PLANE). 
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Package Drawings 

16-PIN TSSOP - PW PACKAGE SUFFIX 

A 

B 

C 

Cl 

C2 

D 

E 

F 

F1 

L 

9 

NOTES: 

DIMENSIONS 

MILLIMETERS INCHES 

MIN MAX MIN MAX 

4.3 4.5 0.170 0.177 

4.9 5.1 0.193 0.200 

1.10 - 0.043 

0.90 REF. 0.035 REF. 

0.05 I 0.15 0.002 0.006 

6.4BSC 0.252 BSC 

0.65 BSC O.0256BSC 

0.18 0.30 0.007 0.012 

0.09 0.18 0.004 0.007 

0.50 0.70 0.020 0.028 

0' 7' D" 7' 

INDEX 
AREA 

16 

1. CONTROLLING DIMENSION: MILLIMETERS. INCHES SHOWN FOR REFERENCE ONLY • 

.&. 'A' AND 'B' DO NOT INCLUDE MOLD FLASH OR PROTRUSIONS. MOLD FLASH OR PROTRUSIONS SHALL NOT EXCEED 0.15mm PER SIDE. 

O::D -

~ THE BASIC LEAD SPACING IS O.85mm BETY!EEN CENTERUNES. EACH LEAD CENlCRUNE SHALL BE LOCATED WITHIN +O.10mm OF ITS EXACT TRUE POSITION. 

4. LEADS SHALL BE COPLANAR WITHIN O.08mm AT THE SEATING PLANE. 

& DIMENSION 'F' DOES NOT INCLUDE DAMBAR PROTRUSION. THE DAMBAR PROTRUSION(S) SHALL NOT CAUSE THE LEAD WIDTH TO EXCEED 'F' MAXIMUM 
BY MORE THAN 0.08mm. DAMBAR CAN NOT BE LOCATED ON THE LOWER RADIUS OR THE LEAD FOOT. 

& THESE DIMENSIONS APPLY TO THE FLAT SECTION OF THE LEAD BETWEEN 0.10mm AND O.25mm FROM THE LEAD TIP. 

& 'C2' IS DEFINED AS THE DISTANCE FROM THE SEATING PLANE TO THE LOWEST POINT OF THE PACKAGE BODY (BASE PLANE). 

20-PIN TSSOP - PW PACKAGE SUFFIX 

A 

B 

C 

C1 

C2 

D 

E 

F 

F1 

L 

e 

NOTES: 

DIMENSIONS 

MILUMETERS INCHES 

MIN MAX MIN MAX 

4.30 4.48 .169 .176 

6.40 6.SO .252 .2SO 

- 1.10 - .043 

• 90 REF. .0354 REF • 

.05 .15 .002 .006 

6.25 I 6.50 .248 .256 

.65BSC .0256BSC 

.18 .30 .D07 .012 

.09 .18 .003 .007 

.50 .70 .020 .028 

D" 8" 0' 8' 

INDEX 
AREA 

SEATING 
PLANE 

20 

1. CONTROLLING DIMENSION: MILLIMETERS. INCHES SHOWN FOR REFERENCE ONLY • 

.&. 'A' AND 'B' DO NOT INCLUDE MOLD FLASH OR PROTRUSIONS. MOLD FLASH OR PROTRUSIONS SHALL NOT EXCEED 0.15mm PER SIDE. 

:&; THE BASIC LEAD SPACING IS 0.65mm BETWEEN CENTERLINES. EACH LEAD CENTERLINE SHALL BE LOCATED WITHIN ±D.l0mm OF ITS EXACT TRUE POSmON. 

4. LEADS SHALL BE COPLANAR WITHIN O.06mm AT THE SEATING PLANE. 

& DIMENSION 'F' DOES NOT INCLUDE DAMBAR PROTRUSION. THE DAMBAR PROTRUSION(S) SHALL NOT CAUSE THE LEAD WIDTH TO EXCEED 
'F' MAXIMUM BY MORE THAN O.06mm. 
DAMBAR CAN NOT BE LOCATED ON THE LOWER RADIUS OR THE LEAD FOOT. 

& THESE DIMENSIONS APPLY TO THE FLAT SECTION OF THE LEAD BETWEEN 0.10mm AND 0.25mm FROM THE LEAD TIP. 

& 'C2' IS DEFINED AS THE DISTANCE FROM THE SEATING PLANE TO THE LOWEST POINT OF THE PACKAGE BODY (BASE PLANE). 

12-45 



Package Drawings 

24-PIN TSSOP - PW, PWP PACKAGE SUFFIX 

DIMENSIONS 

MILUMETERS INCHES 

MIN MAX MIN MAX 

A 4.30 4.48 .169 .176 

B 7.70 7.90 .303 .311 

C - 1.10 - .043 

Cl • 90 REF. .0354 REF • 

02 .05 .16 .002 .006 

D 6.25 6.60 .248 .256 

E .65BSC .0256BSC 

F .18 .30 .007 .012 

F1 .09 .18 .ooa .007 

L .60 .70 .020 .028 

a 0' 8' 0' 8' 

NOTES: 

INDEX 
AREA 

24 

Inl 
~--- &A D 

~~~ 
~BW 

&1 

b-~~ 
SEATING -'F"~JL ~ PLANE I II II 

&F -IEl-- C2 
&. &:, 

1. CONTROLLING DIMENSION: MILLIMETERS. INCHES SHOWN FOR REFERENCE ONLY • 

.&, 'A' AND 'B' DO NOT INCLUDE MOLD FLASH OR PROTRUSIONS. 
MOLD FLASH OR PROTRUSIONS SHALL NOT EXCEED 0.15mm PER SIDE. 

~ THE BASIC LEAD SPACING IS 0.65 MM BETWEEN CENTERUNES. 
EACH LEAD CENTERUNE SHALL BE LOCAlED WITHIN ±O.10mm OF 
ITS EXACT TRUE POSmON. 

4. LEADS SHALL BE COPLANAR WITHIN O.08mm AT THE SEATING PLANE 

&, DIMENSION 'F' DOES NOT INCLUDE DAMBAR PROTRUSION. THE DAMBAR PROTRUSION(S) 
SHALL NOT CAUSE THE LEAD WIDTH TO EXCEED 'P MAXIMUM BY MORE THAN O.08mm 
DAMBAR CANNOT BE LOCAlED ON THE LOWER RADIUS OR THE LEAD FOOT. 

& THESE DIMENSIONS APPLY TO THE FLAT SECTION OF THE LEAD BETWEEN 0.10mm AND 
O.25mm FROM THE LEAD TIP. 

& '02' IS DERNED AS THE DISTANCE FROM THE SEATING PLANE TO THE LOWEST POINT 
OF THE PACKAGE BODY (BASE PLANE). 
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Package Drawings 

28-PIN TSSOP - PWP PACKAGE SUFFIX 

DIMENSIONS 

MILLIMETERS INCHES 

MIN MAX MIN MAX 
A 4.30 4.48 .169 .176 

B 9.60 9.60 .378 .386 

C - 1.10 - .043 

Cl .90 REF. .03S4REF. 

C2 .06 .15 .002 .006 

D 8.25 8.50 .246 I .258 

E .85BSC .0256BSC 

F .18 .30 .IIfT1 .012 

F1 .09 .18 .003 .007 

L .50 .70 .020 .028 

a 0" 8' 0' 8' 

NOTES: 

SEATING 
PLANE 

1. CONTROLLING DIMENSION: MILLIMETERS. INCHES SHOWN FOR REFERENCE ONLY. 

& 'A' AND 'B' DO NOT INCLUDE MOLD FLASH OR PROTRUSIONS. 
MOLD FLASH OR PROTRUSIONS SHALL NOT EXCEED O.l5mm PER SIDE. 

&. THE BASIC LEAD SPACING IS 0.85 MM BETWEEN CENTERUNES. 
EACH LEAD CENTERLINE SHALL BE LOCATED WITHIN ±O.10mm OF 
ITS EXACT TRUE POSITION. 

4. LEADS SHALL BE COPLANAR WITHIN O.08mm AT THE SEATING PLANE. 

&. DIMENSION 'P DOES NOT INCLUDE DAMBAR PROTRUSION. THE DAMBAR PROTRUSION(S) 
SHALL NOT CAUSE THE LEAD WIDTH TO EXCEED 'P MAXIMUM BY MORE THAN O.08mm 
DAMBAR CANNOT BE LOCATED ON THE LOWER RADIUS OR THE LEAD FOOT • 

.& THESE DIMENSIONS APPLY TO THE FLAT SEcnON OF THE LEAD BETWEEN O.10mm AND 
O.25mm FROM THE LEAD TIP. 

In 'CZ' IS DEFINED AS THE DISTANCE FROM THE SEATING PLANE TO THE LOWEST POINT 
OF THE PACKAGE BODY (BASE PLANE). 
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Package Drawings 

3-PIN PLASTIC TO-263 POWER SURFACE MOUNT - TO PACKAGE SUFFIX 

DIMENSIONS 

INCHES MILLIMETERS 

MIN NOM MAX MIN NOM MAX 

A .170 .175 .180 4.31 4.44 4.57 

Al .000 - .010 0.00 - 0.25 

B .G2O .032 .039 0.51 0.81 0.99 

B2 .045 .050 .055 1.14 1.27 1.40 

C .018 .029 0.46 0.74 

C2 .D45 .050 .055 1.14 1.27 1.40 

D .328 .331 .338 8.28 &.41 8.53 

Dl .305 REF • 7.75 REF. 

E .396 I .401 I .405 10.05 110.18110.31 

El .256 REF • 8.50 REF • 

• • 100BSC 2.54BSC 

L .580 .600 I .620 14.73 115.24 115.75 

Ll .D9O .100 I .110 2.29 I 2.54 I 2.79 

L2 .055 I .061 I .066 1.40 I 1.54 I 1.68 

NOTES: 

1. CONTROLLING DIMENSION: INCHES. MILLIMETERS SHOWN FOR REFERENCE ONLY. 

ill il1 ANO El ESTABLISH A MINIMUM MOUNTING SURFACE FOR TERMINAL 4. 

DETAIL "A" ROTATED 80° 

3. TAB CONTOUR OPTIONAL WITHIN OIMENSION E AND ZONE L:!. 
ill THE BASIC LEAD SPACING IS 0.100 INCHES BETWEEN CENTERLINES. EACH LEAD CENTERLINE SHALL BE LOCATED WITHIN ±G.Ol0 INCHES 

OF ITS EXACT TRUE POSITION. 

& Al IS MEASURED FROM THE LEAD TIP TO THE BASE PLANE. 

£ D AND E DO NOT INCLUDE MOLD FLASH ON PROTRUSIONS. MOLD FLASH OR PROTRUSIONS SHALL NOT EXCEED 0.006 IN. PER SIDE. 

ffi LEAD TIPS SHALL BE COPLANAR WITHIN 0.004 INCHES. 

5-PIN PLASTIC TO-263 POWER SURFACE MOUNT - TO PACKAGE SUFFIX 

DIMENSIONS 

INCHES MILLIMETERS 

MIN NOM MAX MIN NOM MAX 

A .170 .175 .180 4.31 4A4 4.57 

Al .DOD - .010 0.00 - 0.25 

B .020 .032 .039 0.51 0.81 0.99 

C .018 - .029 0.45 - 0.74 

C2 .045 .050 .055 1.14 1.27 1.40 

D .326 .331 .338 8.28 8.41 8.53 

Dl • 305 REF. 7.75 REF • 

E .396 .401 .405 10.05 10.18 10.31 

El .256 REF. 6.50 REF • 

• • 067BSC 1.70BSC 

L .580 .800 .820 14.73 15.24 15.75 

Ll .090 .100 .110 2.29 2.54 2.79 

L2 .055 .061 .066 1.40 1.54 1.68 

NOTES: 

1. CONTROLLING DIMENSION: INCHES. MILLIMETERS SHOWN FOR REFERENCE ONLY. 

ill Dl AND El ESTABLISH A MINIMUM MOUNTING SURFACE FOR TERMINAL 6. 

3. TAB CONTOUR OPTIONAL WITHIN DIMENSION E AND ZONE L2. 

DETAIL "A- ROTATED W 

ill THE BASIC LEAD SPACING IS 0.067 INCHES BETWEEN CENTERLINES. EACH LEAD CENTERLINE SHALL BE LOCATED WITHIN ±G.Ol0 INCHES 

OF ITS EXACT TRUE POSmON. 

,& Al IS MEASURED FROM THE LEAD TIP TO THE BASE PLANE. 

& D AND E DO NOT INCLUDE MOLD FLASH ON PROTRUSIONS. MOLD FLASH OR PROTRUSIONS SHALL NOT EXCEED O.OOBIN. PER SIDE. 

A LEAD TIPS SHALL BE COPLANAR WITHIN 0.004 INCHES. 
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Package Drawings 

8-PIN MINI SO - P PACKAGE SUFFIX 

A 

B 

C 

C1 

C2 

0 

E 

F 

F1 

L 

DIMENSIONS 

MILUMETERS INCHES 

MIN MAX MIN MAX 

2.84 3.15 .112 • 124 

2.84 3.15 .112 .124 

- 1.10 - 0.043 

0.90 REF. 0.035 REF. 

0.05 0.15 0.002 0.006 

4.9BSC 0.193BSC 

0.65 BSC 0.D256 BSC 

o.20L 0.4& 0.008 0.018 

0.08 I 0.28 0.003 0.011 

0.41 0.71 0.016 0.028 

INDEX 
AREA 

[1!J -

DETAIL-A 

~ . 
2 

L1 0.94 REF. 0.037 REF. 

S 00 60 0" 60 ,..------n~.:( DETAlL-A 

F1.&./ », 
Ld' (~, .-- ,/ T , __ ..,/ 

NOTES: 
1. CONTROLUNG DIMENSION: MILLIMETERS. INCHES SHOWN FOR REFERENCE ONLY. 

& 'A' AND 'B' DO NOT INCLUDE MOLD FLASH OR PROTRUSIONS. MOLD FLASH OR PROTRUSIONS SHALL NOT EXCEED O.20mm PER SIDE. 

:&;: THE BASIC LEAD SPACING IS O.65mm BETWEEN CENTERLINES. EACH LEAD CENTERLINE SHALL BE LOCATED WITHIN +O.10mm 
OF ITS EXACT TRUE posmON. 

4. LEADS SHALL BE COPLANAR WITHIN O.08mm AT THE SEATING PLANE. 

&DIMENSION 'p DOES NOT INCLUDE DAMBAR PROTRUSION. THE DAMBAR PROTRUSION(S) SHALL NOT CAUSE THE LEAD WIDTH TO 
EXCEED 'F' MAXIMUM BY MORE THAN o.08mm. DAMBAR CAN NOT BE LOCATED ON THE LOWER RADIUS OR THE LEAD FOOT. 

;G\ THESE DIMENSIONS APPLY TO THE FLAT SECTION OF THE LEAD BETWEEN 0.10mm AND O.25mm FROM THE LEAD TIP. 

7£. 'C2' IS DEFINED AS THE DISTANCE FROM THE SEATING PLANE TO THE LOWEST POINT OF THE PACKAGE BODY (BASE PLANE). 

10-PIN MINI SO - P PACKAGE SUFFIX 

DIMENSIONS 

MILUMETERS INCHES 

MIN MAX MIN MAX DETAIL-A 

A 2.84 3.15 

B 2.84 3.15 

C - 1.10 

C1 0.90 REF. 

C2 0.05 0.15 

0 4.9BSC 

E 0.50BSC 

.112 .124 

.112 • 124 

- 0.043 

0.035 REF. 

0.002 0.D06 

0.193 BSC 

0.0197BSC 
INDEX 
AREA 

~ . 
F 0.15 0.41 0.008 0.016 

F1 0.08 0.28 0.003 I 0.011 

L OA1 0.71 0.016 I 0.Q28 

L1 0.94 REF. 0.037 REF. 2 
SEE DETAIL - A S 00 60 00 1 6 

r----n> ~..(, F1.&. / ' Ld' (~, t ' .... __ ,,/ 
NOTES: 

1. CONTROLLING DIMENSION: MILLIMETERS. INCHES SHOWN FOR REFERENCE ONLY. 

& 'A' AND 'B' DO NOT INCLUDE MOLD FLASH OR PROTRUSIONS. MOLD FLASH OR PROTRUSIONS SHALL NOT EXCEED O.20mm PER SIDE. 

:&;: THE BASIC LEAD SPACING IS O.5Omm BETWEEN CENTERLINES. EACH LEAD CENTERLINE SHALL BE LOCATED WITHIN +O.10mm 
OF ITS EXACT TRUE PosmON. 

4. LEADS SHALL BE COPLANAR WITHIN O.08mm AT THE SEATING PLANE. 

& DIMENSION 'F' DOES NOT INCLUDE DAMBAR PROTRUSION. THE DAMBAR PROTRUSION(S) SHALL NOT CAUSE THE LEAD WIDTH TO 
EXCEED 'P MAXIMUM BY MORE THAN O.08mm. DAMBAR CAN NOT BE LOCATED ON THE LOWER RADIUS OR THE LEAD FOOT. 

& THESE DIMENSIONS APPLY TO THE FLAT SECTION OF THE LEAD BETWEEN O.10mm AND O.25mm FROM THE LEAD TIP. 

£. 'C2'IS DEFINED AS THE DISTANCE FROM THE SEATING PLANE TO THE LOWEST POINT OF THE PACKAGE BODY (BASE PLANE). 
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